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SECTION ONE 
PROJECT SUMMARY 

 
 
APPLICANT: GE Hawaii Block A2, LLC 
  1477 NW Everett Street 
  Portland, OR 97209 
 
APPROVING AGENCY: Hawaii Housing Finance & Development Corp 
   677 Queen Street, Suite 300 
   Honolulu, HI 96813 
 
AGENT: Environmental Communications, Inc. 
  P.O. Box 236097 
  Honolulu, Hawaii  96823 
 
PROJECT NAME: Keauhou Lane 
 
PROJECT LOCATION: The project is located eastern half of the block 

bounded by Halekauwila, Keawe and Pohukaina 
Streets in Kakaako, Honolulu, Hawaii. 

 
TAX MAP KEY: 2-1-030: 052 (502 Keawe Street) 
 
OWNERSHIP: B P Bishop Estate Trust Estate (Kamehameha 

Schools) 
 
LOT AREA: 68,248 SF (1.567 acres) 
 
ZONING: The project area is designated Mixed Use 

Residential (MUZ-R) under the vested 2005 Rules, 
in the Hawaii Community Development Authority 
Kakaako Community Development District 
(KCDD) Mauka Area Plan applicable to this 
project. 

 
SPECIAL DISTRICT: Kakaako Community Development District 

(KCDD) Mauka Area 
 
STATE LAND USE: Urban 
 
EXISTING LAND USE: The project site is located on the Diamond Head 

(eastern) side of the block bounded by South, 
Halekauwila, Keawe and Pohukaina Streets. The 
project site is completely paved and is in use as a 
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public parking lot with approximately 219 parking 
stalls. The site is not used for any other purpose. 

 
 The Ewa (northern) portion of the block is presently 

under construction for the Keauhou Place high rise 
residential and commercial mixed use development. 
Cross property easements located between Keauhou 
Place and the subject Keauhou Lane project will be 
jointly used by both projects 

 
 Existing surrounding areas consist of industrial, 

public, residential, commercial, and wholesaling 
uses. The project vicinity is an area in transition and 
it is expected that the surrounding areas will 
primarily consist of residential and commercial uses 
in the future. 

 
NATURE OF DEVELOPMENT: GE Hawaii Block A2, LLC is proposing the 

development of 209 affordable rental housing units 
and approximately 32,300 square feet of 
restaurant/retail space. This 6 story high building 
will consist of 51-studio, 86-one bedroom, and 72-
two bedroom units.  

 
 All 209 units of the Keauhou Lane project will be 

rented at rates determined to be for residents 
qualified at the 100% level of the Area Median 
Income (AMI).  The proposed project will involve 
the use of State DURF funds administrated by the 
Hawaii Housing Finance and Development 
Corporation (HHFDC).  Projects using State funds 
must meet the provisions of Chapter 343 of the 
Hawaii Revised Statutes (HRS). 

 
 The project is an essential component in providing 

critical affordable rental housing inventory within 
this rapidly growing population center. This project 
will also fulfill the reserved housing obligation and 
mix of uses required by the Hawaii Community 
Development Authority (HCDA).  

 
The project is also an integral part of the Civic 
Center Transit Station which is located along the 
Halekauwila frontage of the project block. To 
support transit oriented development for this 
Honolulu Area Rapid Transit (HART) station, a mix 
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of retail and restaurant spaces are provided on the 
ground level of the project. 
 
A total of 280 code compliant parking stalls will be 
provided within the adjacent Keauhou Place 
development podium with such stalls available for 
the excusive use by Keauhou Lane. 

 
TOTAL PROJECT COST: Approximately $90,000,000 
 
PROJECT SCHEDULE: The project is anticipated to commence in the first 

or second quarter of 2016 and will be completed in 
the second or third quarter of 2017. 

 
PERMITS REQUIRED: Hawaii Community Development Authority 

Planned Development Permit (PDP) issued on April 
30, 2014. 

 
  City and County of Honolulu Building Permits 
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SECTION TWO 
PROPOSED PROJECT AND STATEMENT OF OBJECTIVES 

 
 
2.1 PROJECT LOCATION 
 
The project is located in the eastern half of the block bounded by Halekauwila, Keawe 
and Pohukaina Streets in Kakaako, Honolulu, Hawaii and is identified as Tax Map Key: 
2-1-030: 052. The fee interest in the project site is held by B P Bishop Estate Trust Estate 
(Kamehameha Schools). 
 
The project site is located within the Kakaako Community Development District 
(KCDD) Mauka Area which dictates the regulatory zoning laws for the project site.  The 
project area is zoned for mixed-residential and commercial use under the KCDD Mauka 
Area Plan and is subject to the KCDD Mauka Area Rules. 
 
The project site is located on the Diamond Head (eastern) side of the block bounded by 
South, Halekauwila, Keawe and Pohukaina Streets. The South Street (Ewa) portion of the 
block is identified as Lot A-1-1 and is presently in construction for the complementary 
Keauhou Place condominium development.  The Halekauwila (mauka) frontage of the 
block will be reserved for the future Civic Center Transit Station. Presently, the project 
site is operated as an open, paved parking lot. 
 
Adjacent blocks include mixed industrial, commercial, and public uses. While formerly a 
predominantly industrial neighborhood, the project area is undergoing significant 
redevelopment. In the Ewa direction, major institutional uses including the First Circuit 
Court complex, the Prince Kuhio Federal Building and the State of Hawaii Department of 
Transportation building serve as major employment centers. To the west lie the 
Restaurant Row commercial complex and the Waterfront Towers condominium. 
Immediately across Keawe Street in the Diamond Head direction lies the recently 
completed Halekauwila Place residential mixed use development and the historic Mother 
Waldron Park. Industrial warehouse uses are found in the mauka (northern) direction. 
 
2.2 PROJECT DESCRIPTION 
 
2.2.1 PROJECT NEED 
 
The project is a critical component in the vision of the HCDA Mauka Plan. By providing 
affordable rental housing within a rapidly growing urban district, the project will provide 
opportunities for future residents to reside and work within the same area and have the 
convenience of public transportation, services and new employment opportunities within 
a single community. 
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Figure 1: Location Map 
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Figure 2: Vicinity Map             Source: City and County of Honolulu 
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Figure 3 Tax Map           Source: City and County of Honolulu 
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2.2.2 PROJECT DESIGN 
 
The conceptual design of the subject project represents half of a master planned block 
that was developed in concert with the adjacent Keauhou Place development.  Keauhou 
Lane’s conceptual design is planned to 1) provide rental affordable (reserved) housing of 
an optimal density model, 2) provide retail and dining opportunities that will serve area 
residents and the general public, and 3) support the objectives of Transit Oriented 
Development at the Civic Center Transit Station located adjacent to the project lot. 
 
As presently proposed, the project will consist of approximately 140,036 square feet of 
residential area producing 209 dwelling units, approximately 32,300 square feet of 
commercial floor area, 11,498 square feet of recreation space, and will approximately 
13,675 square feet of open space on the 68,248 square foot site. 
 
2.2.3 RESIDENTIAL UNITS 
 
The project will consist of 86 one-bedroom, 72 two-bedroom, and 51 studio units located 
on floors 2 to 6 of the six story tall complex.  These units will be arranged in both single 
and double-loaded configurations with a sky bridge connecting the two parallel wings 
that are separated by an open pedestrian promenade on the ground level. Recreational 
amenities and laundry facilities will be located on second floor deck. Mauka facing units 
will be exposed to the planned transit line and will include proper acoustical measures to 
mitigate any impact. All units will include insulated double glazed glass and individual 
packaged terminal air conditioner units (PTAC) for energy efficiency, noise attenuation 
and ventilation. 
 
2.2.4 COMMERCIAL AREA 
 
The 32,300 sf of commercial space will be subdivided and used for retail and restaurant 
tenants that will be located on the ground floor. It is envisioned that this retail component 
may include a grocer/pharmacy, daily goods and service retailers and a variety of 
restaurant and food oriented options. 
 
2.2.5 PARKING, VEHICULAR ACCESS AND PUBLIC TRANSPORTATION 
 
Parking for Keauhou Lane will be located in the podium structure of the adjacent 
Keauhou Place development through a joint-development agreement. This parking 
arrangement allows the Keauhou Lane project to provide significant ground level 
commercial and pedestrian access while keeping an airy, open character that also 
facilities circulation and provides open retail frontages. 
 
Two hundred three (203) resident parking stalls, 40 commercial space stalls and 37 
restaurant parking stalls will be provided as required by the HCDA Mauka Area Rules.  
A dedicated bicycle storage and repair room will be located at the Pohukaina Street 
entrance. Off street loading stalls are provided off of Pohukaina Street and loading stalls 
will be shared by Keauhou Lane and Keauhou Place. 
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Ingress and egress for residential and commercial parking will be located midblock off 
Pohukaina Street and South Street. 
 
2.2.6 PEDESTRIAN PROMENADE AND LOBBY LEVEL 
 
Keauhou Lane features a landscaped promenade that can be accessed through Pohukaina 
Street, Keawe Street and Halekauwila Street beneath the Civic Center Transit Station. 
This lush, open pedestrian corridor will provide attractive retail and restaurant frontages 
as well as a pleasant walking experience across the project block.  The promenade will 
also provide access to the separate Keauhou Lane and Keauhou Place lobbies. 
 
2.2.7 LANDSCAPING 
 
The landscaping for Keauhou Lane was designed to integrate with site adjacent as well as 
block adjacent landscaping themes. The stained concrete ground surface reflects crossing 
patterns that represent Kakaako’s historic reputation as a place that travelers met in 
crossing. This pattern, as well as the colors, are also used in the adjacent Civic Center 
Transit Station as well as in the adjacent Keauhou Place development. Similarly some 
tree plantings are reflective of a district wide plan and are also found in the adjacent 
block at Halekauwila Place. Rainbow shower trees are located along Pohukaina Street, 
while window framing wax banyan, tulipwood and coconut palm are featured along the 
Keawe Street frontage. To promote pedestrian interaction with the ground level 
commercial spaces, the sidewalk was relocated from street side to a building adjacent 
location. The former sidewalk will be replaced by lawn grass and canopy trees. The 
interior corridors will feature fern, bamboo, coconut palm and other native species. See 
Figure 10. 
 
2.3 PROJECT OBJECTIVE 
 
The Applicant is proposing the development of an affordable rental housing facility 
which will provide critical affordable housing inventory for Honolulu’s high growth 
Kakaako District. 
 
This project is consistent with the Blueprint for Affordable Housing to increase rental 
housing and supportive opportunities for special needs segments of Hawaii’s population.  
All of the units in the project will remain affordable to households earing 100% or below 
the U.S. Department of Housing and Urban Development (HUD) area median income for 
an initial 15 year term and an additional 15 year term at 120% of the area median income. 
The 2015 HUD affordable guidelines presently call for maximum allowable income per 
household as shown below: 
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Source: Hawaii Housing Finance and Development Corporation 
 
2.4 FUNDING AND SCHEDULE 
 
A $5,000,000 Dwelling Unit Revolving Fund (DURF) Loan is anticipated to be used to 
partially fund the project.  The other development costs will be borne by the developer. 
The project total development cost is approximately $90,000,000. 
 
The anticipated construction start date is mid 2016.  The project is anticipated to be 
completed in late 2017. 
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SECTION THREE 
DESCRIPTION OF ENVIRONMENT, ANTICIPATED IMPACTS  

AND MITIGATION MEASURES 
 
 
3.1 ENVIRONMENTAL SETTING 
 
The project site represents a portion of a large block that is located within a highly 
urbanized area located within the Primary Urban Center.  A mix of high-rise residential 
structures, public facilities, warehouses, commercial and industrial uses are located 
within the project vicinity. The project is located in the core district of the Kakaako 
Mauka District. 
 
The project site is located on a relatively flat open urban site that is presently used as a 
public day-rate parking lot.  The project was formerly in use for warehousing and other 
light industrial operations but the block was cleared approximately 15 years ago in 
anticipation of higher order development as zoned by the HCDA Mauka Area Plan.  Prior 
to the current redevelopment plan, the project block was once bifurcate by Keauhou 
Lane. The site is fully cleared and paved and is devoid of any vegetation with the 
exception of a single shower tree located along Halekauwila Street. 
 
The Honolulu Area Rapid Transit (HART) rail station will be located on the project block 
on a lot designated as Lot A-1-3 that fronts the entire 420-foot length of Halekauwila 
Street. The station structure will be developed and owned by the City and County of 
Honolulu. 
 
 
3.2 SURROUNDING USES 
 
Adjacent uses reflect the dynamically changing environment of the Kakaako District. 
Uses mauka (north) of the project site remain largely in warehousing and light industrial 
use. The block Diamond Head of the project site has been completely redeveloped as the 
Halekauwila Place mixed use complex which fronts the historic Mother Waldron Park. 
The block makai (south) of the project site was redeveloped in the 1980’s for the One 
Waterfront residential tower complex but a portion of the site remains in warehouse form 
albeit at less intensive uses generally consisting of office and showroom space. The block 
Ewa of the project site is dominated by the First Circuit Court Building. 
 
 
3.3 MASTER PLAN 
 
The project is consistent with the intent of the mixed uses of the HCDA 2011 Kakaako 
Mauka Plan. Both the Keauhou Lane (Lot A2) and Keauhou Place (Lot A1) 
developments are interconnected by Joint Development Agreement which allows for one 
parking garage to satisfy the code requirements of both propjects, and complementary 
components that summarily constitute a full mixed use project consistent with the intent 
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and rules of the Kakaako Mauka Area Plan and Rules. The HCDA Planned Development 
Permit for the project was issued on April 30, 2014. Most importantly, by providing 
affordable rental housing, housing options are provided in an area that is predominantly 
ownership oriented, and the provision of commercial activities support the intent of 
transit oriented development. 
 
 
3.4 ENVIRONMENTAL CONSIDERATIONS 
 
3.4.1 GEOLOGICAL CHARACTERISTICS  
 
 Topography 

 
The project site consists of flat urban lands that have been formerly 
industrial/commercial uses. The entire block is paved and does not contain any 
structures. The surrounding blocks consist of both low-rise and high-rise 
buildings. The site is located within a highly urbanized environment and the site is 
essential devoid of any plant material and does not serve as a habitat for wildlife. 
 
Climate 
 
The geography of the Honolulu District is typically warm and dry in climate. 
Prevailing tradewinds arrive from the northeast.  According to the National 
Weather Service Honolulu Office, over a period of 30 years, normal monthly high 
temperatures range from 80 degrees in January to a high of 89 degrees in August 
for an average of 84 degrees.  Normal month low temperatures range from a low 
of 65 degrees in February and a high of 74 degrees in August for a monthly 
average of 70 degrees.  Precipitation typically ranges from 0.44 inches in August 
to a high of 3.8 inches in December.  The annual average rainfall in Honolulu is 
70 inches per year. 
 
USDA Soil Survey Report and Detailed Land Classification – Island of Oahu 
 
The project site is located on soils classified EmA, Ewa silty clay loam, 
moderately shallow, 0 to 2 percent slopes according to Panel 62 of the Soil 
Survey of Islands of Kauai, Oahu, Maui, Molokai, and Lanai, State of Hawaii by 
the U.S. Department of Agriculture Soil Conservation Service.  This soil type 
typically occurs on alluvial fans and terraces. Representative profiles of this soil 
show a surface layer that is dark reddish-brown silty clay loam ranging from 20 to 
50 inches over a coral limestone base. Runoff is very slow and erosion hazard is 
no more than slight. 
 
The project site is classified as “U” Urban on Map No. 251 of the Detailed Land 
Classification – Island of Oahu by the University of Hawaii Land Study Bureau. 
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3.4.2  WATER RESOURCES 
 
 Hydrologic Hazards and Resources 

 
According to Panel 150003 C 0362 G of the Federal Emergency Management 
Agency Flood Insurance Rate Map, the project site is located in Zone X, an area 
determined to be outside of the floodplain. 
 
Tsunami Inundation 
 
According to the National Ocean and Atmospheric Administration (NOAA), the 
project site is located outside of evacuation area of the Tsunami Hazard Map.  
 

 
Source: Department of Planning and Permitting 
 
Special Management Area 
 
The project site is not located within the boundaries of the Special Management 
Area (SMA) Map. 
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 Source: Department of Land and Natural Resources 
 

  

Flood Hazard Assessment Report 

Disclaimer: The Hawaii Department of Land and Natural Resources (DLNR) assumes no responsibility arising from 
the use, accuracy, completeness, and Ɵmeliness of any informaƟon contained in this report. Viewers/Users are 
responsible for verifying the accuracy of the informaƟon and agree to indemnify the DLNR, its oĸcers, and employ-
ees from any liability which may arise from its use of its data or informaƟon.  

If this map has been idenƟfied as 'PRELIMINARY', please note that it is being provided for informaƟonal purposes 
and is not to be used for flood insurance raƟng. Contact your county floodplain manager for flood zone determina-
Ɵons to be used for compliance with local floodplain management regulaƟons. 

Property InformaƟon 
COUNTY:  

  

  

  

FIRM INDEX DATE:  

  

  

  

THIS PROPERTY IS WITHIN A TSUNAMI EVACUTION ZONE: 
FOR MORE INFO, VISIT: hƩp://www.scd.hawaii.gov/  

 

THIS PROPERTY IS WITHIN A DAM EVACUATION ZONE:                
FOR MORE INFO, VISIT: hƩp://dlnreng.hawaii.gov/dam/ 

 

Flood Hazard InformaƟon 

SPECIAL FLOOD HAZARD AREAS (SFHAs) SUBJECT TO INUNDATION BY 
THE 1% ANNUAL CHANCE FLOOD  - The 1% annual chance flood (100-
year), also know as the base flood, is the flood that has a 1% chance of 
being equaled or exceeded in any given year. SFHAs include Zone A, AE, 
AH, AO, V, and VE. The Base Flood ElevaƟon (BFE) is the water surface 
elevaƟon of the 1% annual chance flood.  Mandatory flood insurance 
purchase applies in these zones: 

 Zone A: No BFE determined. 

 Zone AE: BFE determined. 

 Zone AH: Flood depths of 1 to 3 feet (usually areas of ponding); 
BFE determined. 

 Zone AO: Flood depths of 1 to 3 feet (usually sheet flow on 
sloping terrain); average depths determined. 

 Zone V: Coastal flood zone with velocity hazard (wave acƟon);  
no BFE determined. 

 Zone VE: Coastal flood zone with velocity hazard (wave acƟon); 
BFE determined. 

 Zone AEF: Floodway areas in Zone AE. The floodway is the 
channel of stream plus any adjacent floodplain areas that must 
be kept free of encroachment so that the 1% annual chance 
flood can be carried without increasing the BFE. 

NON-SPECIAL FLOOD HAZARD AREA - An area in a low-to-moderate risk 
flood zone. No mandatory flood insurance purchase requirements apply, 
but coverage is available in parƟcipaƟng communiƟes. 

 Zone XS (X shaded): Areas of 0.2% annual chance flood; areas of 
1% annual chance flood with average depths of less than 1 foot 
or with drainage areas less than 1 square mile; and areas    
protected by levees from 1% annual chance flood. 

 Zone X: Areas determined to be outside the 0.2% annual chance 
floodplain. 

OTHER FLOOD AREAS 

 Zone D: Unstudied areas where flood hazards are undeter-
mined, but flooding is possible. No mandatory flood insurance 
purchase apply, but coverage is available in parƟcipaƟng commu-
niƟes. 

FLOOD HAZARD ASSESSMENT TOOL LAYER LEGEND                                        
(Note: legend does not correspond with NFHL) 

www.hawaiinfip.org 

Notes: 
 

 

 

 

 

BASEMAP:  FIRM BASEMAP

0 400 800 ft

HONOLULU

TMK NO: (1) 2-1-030:001

WATERSHED: NUUANU

PARCEL ADDRESS: UNKNOWN ADDRESS
HONOLULU, HI  96813

NOVEMBER 05, 2014

LETTER OF MAP CHANGE(S): NONE

FEMA FIRM PANEL: 15003C0362G

PANEL EFFECTIVE DATE: JANUARY 19, 2011

NO

NO
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3.4.3 HISTORICAL AND ARCHAEOLOGICAL ASSESSMENT  
 
A study titled Final Archaeological Inventory Survey Report for the Block 2 
Parking Lot, Kaka‘ako Ahupua‘a, Kona District, O‘ahu Island TMK: [1] 2-1-
0307:001 & 043 along with the companion Final Archaeological Monitoring 
Plan for the Block 2 Parking Lot, Kaka‘ako Ahupua‘a, Kona District, O‘ahu 
Island TMK: [1] 2-1-0307:001 & 043 were prepared by Cultural Surveys Hawaii 
in April 2013.  The study, which covered the entire project block, is summarized 
in this section and included in its entirety as Appendix B along with confirmation 
from the Department of Land and Natural Resources Historic Preservation 
Division. A summary of the findings of these studies is provided below. 
 
Overview for Kakaako 
 
The current urban district known as Kaka‘ako is significantly larger than the 
traditional area of the same name, which is described in mid-nineteenth century 
documents and maps as a small ‘ili (traditional land unit). In addition to 
Kaka‘ako, the present Kaka‘ako area included lands once known as 
Ka‘ākaukukui, Kukuluāe‘o, and Kewalo, and even smaller areas—possibly 
portions of ‘ili—called Kawaiaha‘o, Honuakaha, Pu‘unui, Ka‘ala‘a, ‘Āpua, and 
‘Auwaiolimu. The study area is within the ‘ili of Ka‘ākaukukui and Pu‘unui. 

The original location and extent of an area called Kaka‘ako is discussed by the 
ethnographer Henry Enoka Palenapa Kekahuna, who was born on Maui, Hawai‘i 
in 1881 and was a long-time resident of Honolulu. Henry placed Kaka‘ako “on 
the Ewa side of Kuloloia Stream where the Honolulu Iron Works and Fort 
Armstrong are now,” an area now covered by One Waterfront Plaza (between 
South and Punchbowl Streets, west and adjacent to the current project area). 
Kekahuna also related that “there were formerly scattered dunes of white sand 
there. Gilbert Islanders (Kilipaki) squatted there, and made a living by fishing, 
collecting coral for curios, and catching octopus.” Only four 1850s Land 
Commission Awards list their location as within the ‘ili of Kaka‘ako (waihona 
‘āina database). These are also generally located adjacent to the sea, east of 
Punchbowl Street between Pohukaina Street and Reed Lane. F. S. Dodge placed 
Kaka‘ako between Punchbowl, Pohukaina, South Street and Ala Moana 
Boulevard on an 1891- 1902 map. On many early maps, only the area near the 
Kaka‘ako Receiving Station is labeled as Kaka‘ako. One 1876 map has a point 
marked Kaka‘ako further east, between Cooke Street, ‘Ohe Lane, and Ala Moana 
Boulevard; this may be a label for a triangulation station used by surveyors for 
mapping, rather than a label for the surrounding area. An 1884 map of the 
“Kewalo” section of Honolulu does not show an area named Kaka‘ako at all. 
Instead the coastal areas (south of Queen Street) are labeled Ka‘ākaukukui, 
Kukuluāe‘o, and Kālia (from west to east), while the inland area is labeled 
Kewalo. 

Until fairly recently, Kaka‘ako was considered to be something of a wasteland, or 
empty space, between the better-known locations of Kou (modern-day Honolulu) 
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and Waikīkī. Several recent archaeological projects, in support of development 
and construction in the area, have documented several large cemeteries dating 
from the earlier historic period and perhaps late pre- Contact times. Otherwise, the 
place is known and is famous in a traditional sense for its low- lying marshes, 
fishponds and salt making. 

It does not appear that the subject parcel was in an area of dense or permanent 
settlement in traditional times. Most of the pre-contact and early post-contact 
population was clustered in the village of Honuakaha, situated northwest of this 
location, or scattered adjacent to the main trails (i.e. Queen and King Streets), 
north of the parcel. However, in later (post-1850) post-contact times, this 
changed, as population pressure in Honolulu and urban expansion led to the 
infilling of marshes and wetlands on the outskirts of Honolulu, and the 
development of the study parcels into commercial, industrial, and residential 
areas. 

Archaeological Inventory Survey 
 
This archaeological inventory survey (AIS) report was prepared pursuant to the 
final archaeological inventory survey plan (AISP) reviewed and approved by the 
SHPD/DLNR (SHPD correspondence 29 May 2009 LOG NO: 2009.2402/DOC 
NO: 0905WT109) for Block 2, and to support the proposed project's historic 
preservation review under Hawai‘i Revised Statutes (HRS) Chapter 6E-42 and 
Hawai‘i Administrative Rules (HAR) Chapter 13-13-284. In consultation with 
SHPD/DLNR, the archaeological inventory survey investigation was designed to 
fulfill the State requirements for an archaeological inventory survey per HAR 
Chapter 13-13-276. 
 
As part of the AISP, five trenches were excavated in the project area on February 
7, 2009. The trenches were excavated by backhoe and with hand tools to the 
underlying water table or to the coral shelf. SIHP # 50-80-14-7189, burnt historic 
debris was first identified during the course of this testing. No traditional 
Hawaiian material was observed during the preliminary trench excavations. 
 
There were two phases of fieldwork for the AIS. Phase I was conducted between 
April 13 and April 30, 2010 and consisted of excavation and documentation of 36 
trenches. Phase II consisted of 42 additional trenches, conducted between 
November 1 and November 19, 2010. The fieldwork required a total of 
approximately 72 person-days to complete. 
 
A total of four historic properties were identified within the project area, SIHP # 
50-80-14-7124, -7189, -7190 and -7197. SIHP # 50-80- 14-7124 consists of 31 
historic building remnants features (Features A – EE), generally located just 
beneath the modern layers of fill. These included brick and mortar clusters, slabs 
of concrete/basalt, concrete footings with metal supports, large slabs of very hard, 
corroded, melted metal, and pit features containing demolition debris. SIHP # 50-
80-14- 7189 consists of a layer of burnt historic debris, suspected to be from the 
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open air burning of urban refuse during the early 1900s. The charred remains 
were then utilized to fill in the unwanted wetlands around the project area. The 
observed cultural materials included glass bottles, ceramics, and other domestic 
waste. SIHP # 50-80-14-7190 consisted of old salt pan remnants, presenting as an 
approximately 5 cm thick layer of alternating peat and clay striations. SIHP # 50-
80-14- 7197 consisted of a sandy cultural layer containing one late pre- 
contact/early post-contact fire pit feature (Feature 1) observed in Test Trench 26. 
SIHP -7197 Feature 1 contained a large amount of charcoal and fire cracked rock. 
 
SIHP # 50-80-14-7124 - historic building structures, SIHP # 50-80-14- 7189 - a 
burnt historic trash layer, SIHP # 50-80-14-7190 salt pans, and SIHP # 50-80-14-
7197 – a late pre-Contact/early post-Contact cultural layer containing one pit 
feature, are determined to be significant under Criteria A and D. 
 
The proposed project will potentially affect historic properties recommended 
eligible to the Hawai‘i Register. CSH’s project specific effect recommendation is 
“effect, with agreed upon mitigation commitments.” (HAR Chapter 13-284-7). 
 
This inventory survey investigation determined the project area contains 
significant subsurface deposits including intact cultural eposits. The inventory 
survey’s recommended mitigation measures for SIHP # 50-80-14-7124, -7189, -
7190 and -7197 consist of archaeological monitoring. 
 
Due to the inherent limitations of any sampling strategy, however, it is possible 
that additional historic properties or features, potentially including human burials 
and non-burial archaeological deposits, may be uncovered during the project 
demolition and construction activities. Additionally, further evidence of SIHP # 
50-80-14-7124, -7189, -7190 and -7197 will likely be encountered and additional 
information pertaining to these historic properties may be collected. In order to 
mitigate the potential damage to the known documented historic properties or any 
yet unidentified historic properties within the project area, the project 
development should proceed under an archaeological monitoring program. An 
archaeological monitoring program would facilitate the identification and proper 
treatment of any additional archaeological deposits that might be discovered 
during project construction. 
 
Given the sensitivity of the project area’s location, it is recommended that an 
archaeological monitor be present during all subsurface activities conducted 
below the base coarse fill layers (18 inches) and to the water table or coral shelf 
during related construction. 

 
3.4.4 TRAFFIC CONDITIONS 

 
Traffic studies for the full block development were conducted by Wilson 
Okamoto Corporation for both the Keauhou Place and Keauhou Lane 
developments.  Applicable to this project is a study titled Traffic Impact Report 
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Keauhou Lane which is summarized in this section and included in its entirety as 
Appendix C.  This study was completed in December of 2013. 
 
Area Roadway System 
 
Halekauwila Street originates at Nimitz Highway as a one-lane, one-way 
(eastbound) roadway that transitions to a two-lane, two-way roadway at 
Punchbowl Street and terminates at Ward Avenue. In the vicinity of Keauhou 
Lane development, Halekauwila Street intersects South Street.  Currently, South 
Street is a four to five-lane, one-way (northbound) roadway between Pohukaina 
Street and Queen Street. After South Street is converted to a two-way roadway 
between Pohukaina Street and Halekauwila Street, the northbound approach of 
South Street is expected to have three lanes that serve all traffic movements while 
the eastbound approach of Halekauwila Street is expected to have a shared left-
turn and through lane and a shared through and right-turn lane, and the westbound 
approach is expected to have a shared left-turn and through lane and an exclusive 
right-turn lane. If the South Street conversion project is extended further north to 
Queen Street, the southbound approach of South Street at the intersection with 
Halekauwila Street is expected to have one lane that serves all traffic movements. 
 
East of the intersection with South Street, Halekauwila Street intersects Keawe 
Street. At this stop-controlled intersection, both approaches of Halekauwila Street 
have one lane that serves all traffic movements.  Keawe Street is a predominantly 
two-lane, two-way roadway generally oriented in the north-south direction 
between Ilalo Street and Queen Street. At the intersection with Halekauwila 
Street, both approaches of Keawe Street have one lane that serves all traffic 
movements. 
 
Roadway Conversion Conclusions 
 
South Street is expected to be converted from one-way (northbound) to a two-way 
traffic flow with two alternatives currently under consideration for the conversion 
by the City and County of Honolulu. The first alternative is the conversion of one 
lane along the west side of the roadway between Pohukaina Street and 
Halekauwila Street while the second alternative is the extension of the conversion 
to Queen Street. The proposed Halekauwila Street conversion entails the 
conversion of Halekauwila Street from a two-way traffic flow to one-way 
(eastbound) traffic flow between Punchbowl Street and Ward Avenue to facilitate 
the provision of a cycle track along that roadway. With the proposed conversion 
of Halekauwila Street, traffic operations at the study intersections are expected to 
operate at levels of service similar to without project conditions under either 
South Street conversion alternative.  As such, the proposed conversion of 
Halekauwila Street from a two-way roadway to a one-way (eastbound) roadway is 
not expected to have significant impact on the proposed conversion of South 
Street to a two-way roadway. 
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Keauhou Lane Traffic Impact Conclusions 
 
The proposed Keauhou Lane development is expected to be a multi-use 
development with residential townhouses and condominiums, rental apartments, 
and commercial uses. Traffic operation in the vicinity of the proposed 
development are expected to remain similar to the existing and without project 
conditions, primarily due to the removal of the existing at-grade parking lot 
currently housed within the project site.  As such, with the implementation of the 
aforementioned recommendations, the proposed Keauhou Lane development is 
not expected to have a significant impact on the traffic operations in the vicinity. 

 
 
3.4.5 NOISE ENVIRONMENT 

 
A noise impact study was conducted by D. L. Adams Associates, Ltd. This study, 
titled Environmental Noise Report Keauhou Lane, Honolulu, Hawaii is 
summarized as follows and is included in its entirety as Appendix G. 

Existing Acoustical Environment 

Noise measurements consisted of continuous long-term ambient noise level 
measurements, as described in the sections below. The noise measurements were 
conducted between September 29, 2015 and October 5, 2015. 

The methodology, location, and results for each of the measurements are 
described below and the measurement locations are illustrated in Figure 4. 
Photographs of the measurements locations are provided in Appendix G. 

Long Term Noise Measurements 

Continuous long-term ambient noise level measurements were conducted to 
assess the existing acoustical environment in the vicinity of the project site. Long-
term measurements (taken continuously over the course of multiple days) offer a 
baseline for establishing existing ambient noise levels in the area and are used for 
estimating future noise levels by adding the ambient levels to other noise levels 
generated from the proposed project. 
 
Hourly equivalent sound levels (Leq(h)) were recorded for approximately 4 days. 
The measurements were taken using a Larson-Davis, Model 831, Type 1 Sound 
Level Meter together with a Larson Davis, PRM831 Type 1 Microphone. 
Calibration was checked before and after the measurements with a Larson-Davis 
Model CAL200 calibrator. Both the sound level meter and the calibrator have 
been certified by the manufacturer within the recommended 2-year calibration 
period. The microphone was mounted a tripod at approximately 20 feet above 
grade. A windscreen covered the microphone during the entire measurement 
period. The sound level meter was secured in a weather-resistant case. 
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Location: The sound level meter was located inside the perimeter fence 
surrounding the vacant lot south of the project site and west of the high rise 
apartment building Halekauwila Place. The lot is currently being used as a staging 
area for the proposed project. As a result, noisy activities (from mechanical 
equipment, hammering, heavy vehicles, etc.) took place approximately 50 feet 
from the meter location between 7:00 AM and 3:00 PM during the weekdays of 
the measurement period. In addition, construction noises from the nearby 400 and 
440 Keawe Street developments were audible. Other noise sources included 
vehicular traffic from nearby roadways and pedestrian noises. 

Results: The measured Leq(h) and the 90 percent exceedance level (L90) in dBA. 
The ambient sound levels were dynamic and depended significantly on the 
vehicular traffic patterns along the surrounding roadways (Halekauwila Street, 
Keawe Street, and Pohukaina Street). In the absence of construction noise, the 
daytime ambient noise environment is expected to be similar to the measured 
noise levels on the weekend and generally less than 60 dBA. The range of 
Leq(h)during the day (7:00 AM to 10:00 PM) and during the night (10:00 PM to 
7:00 AM) and average calculated day-night level are summarized for each 
location below. 

7 AM to 10 PM 53 to 67 Leg(h) Range 

10 PM to 7 AM 52 to 60 Leg(h) Range 

Average 71 Ldn 63 

Weekend Avg. Ldn 61 

Potential Noise Impacts 
 
Construction Noise and Compliance with HDOH Community Noise Control 
Rule   

The various construction phases of the proposed Keauhou Lane project will 
generate significant amounts of noise. Depending on when construction occurs, 
construction of the proposed project may impact existing adjacent properties, such 
as the Halekauwila Place high-rise apartment building across Keawe Street, the 
new 400 and 440 Keawe Street developments, and the various commercial 
buildings along Pohukaina Street and Halekauwila Street.  

Development of the project areas will involve excavation, grading, and other 
typical construction activities during construction. The use of impact equipment is 
not anticipated, as the foundation will be pre-drilled to avoid any need for pile 
driving. The actual noise levels produced during construction will be a function of 
the methods employed during each stage of the construction process. 
Earthmoving equipment, e.g., bulldozers and diesel-powered trucks, will probably 
be the loudest equipment used during construction. In cases where construction 
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noise is expected to exceed the HDOH "maximum permissible" property line 
noise levels, a permit must be obtained to allow the operation of construction 
equipment.  

Project Generated Stationary Mechanical Noise and Compliance with 
HDOH Community Noise Control Rule   

The Keauhou Lane project will likely incorporate stationary mechanical 
equipment for both the residential and commercial uses. Expected mechanical 
equipment may include HVAC equipment, emergency generators, kitchen exhaust 
fans, degreasers, etc. Noise from this mechanical equipment and other equipment 
must meet the State noise rules, which stipulate maximum permissible noise 
limits at the property line. For multi-family dwellings, business, and commercial 
areas, the noise limits are 60 dBA during the day and 50 dBA during the night, as 
shown in Figure 1. Mitigation of mechanical noise to meet the HDOH noise rules 
should be incorporated into the project design.  

Transportation Noise Analysis   

A transportation noise analysis was completed using the DataKustik CadnaA 
(version 4.5) software program [Reference 8] for the existing traffic conditions 
and future year 2019, after the Honolulu Rail Transit Project (HART) is expected 
to start operation near the project site.  

Two noise metrics were used to evaluate traffic noise impact, based on the 
intended land or space use, as described below. These metrics are based FTA 
guidelines, HUD and FHWA criteria for residential and commercial areas. 

Commercial / Retail Area Noise Evaluation 

Commercial / retail areas were evaluated based on the Leq(h) for worst-case peak- 
hour traffic volumes, which was determined to be PM hour as traffic volumes 
during this hour exceeded AM traffic volumes in all cases. This metric is used in 
areas that are typically only occupied during daytime hours. 

Multi-Family Area Noise Evaluation 

Multi-family areas were evaluated based on Ldn noise levels, which takes into 
account noise levels from both daytime (15-hour average) and nighttime (9-hour 
average) traffic volumes. Traffic volume data was not available for off-peak 
hours, and was estimated from the long term noise measurement data discussed 
above. Traffic volumes for future conditions were based on percentage increases 
shown in the Traffic Report. The Ldn metric is used in areas that are typically 
occupied during both daytime and nighttime hours, and where people are intended 
to sleep. 
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Traffic Noise 

The traffic noise analysis was based on the peak hour PM traffic volumes for 
existing project conditions shown in the 2013 TIAR by Wilson Okamoto 
Corporation. Intersection geometric configurations were also provided by the 
traffic consultant, existing speed limits were documented during the site visit. The 
roadways were assumed to carry passenger vehicles only as the observance of 
heavy trucks in the area was minimal. Both peak hour Leq(h) and Ldn existing 
traffic noise levels were calculated throughout the project site and surrounding 
community and were validated with the on-site noise measurements, as shown in  
below. 

Summay of Existing (2013) Traffic Noise Calculations (dBA) 
 

Location  Elevation  PM Peak Hour Leq(h)  Ldn 
Ground Level  South - Keawe   58-61   62-65 
   East - Halekauwila  58-59   61-63 
   West – Pohukaina  62-63   62-67 
Maximum at  South – Keawe  59-62   62-66 
Level 2 to 6  East – Halekauwila  61-62   64-65 
   West – Pohukaina  63-64   64-68 
 

A vehicular traffic noise impact analysis was not performed for this project and 
future traffic noise levels were not assessed. Based on the traffic report, future 
traffic conditions with the Keauhou Lane development “are expected to remain 
similar to existing and Year 2016 without project conditions”. Therefore, the 
existing traffic noise calculations are assumed to representative of the 2016 future 
traffic noise levels. 

 

Future Rail Noise 

The elevated HART guideway will be routed along Halekauwila Street 
approximately 30 feet above grade and 90 feet from the building façade (adjacent 
to the 3rd and 4th floor of the proposed Keauhou Lane development). The HART 
Civic Center Station will be located between South Street and Keawe Street at 
approximately the same height. To evaluate future rail noise to the façade of the 
Keauhou Lane project, the FTA’s “Transit Noise and Vibration Impact 
Assessment” methodology was used. Additionally, the “Noise and Vibration 
Technical Report – Honolulu High-Capacity Transit Corridor Project” report were 
used in the noise analysis of the building shell for the project. Reflections and 
shielding from the guideway and the Civic Center Station were not considered in 
the analysis. 
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The proposed project was not under design during the noise evaluation for the 
2008 HART EIS and was therefore not assessed as part of the environmental 
review process. The HART EIS states that a moderate impact is expected at 860 
Halekauwila Street, a 29 floor affordable apartment building adjacent to the 
guideway and located approximately 1500 feet south-east (Diamond Head) of the 
Keauhou Lane project site. Acoustically absorptive material is planned along the 
surface of the rail tracks near 860 Halekauwila Street, however it does not extend 
far enough to reduce noise at the Keauhou Lane site. Automatic track lubrication 
system will be not installed near the project site, as this section of track is 
generally straight and does not contain any significant turns which could result in 
tire squeal. Lastly, no crossover tracks are expected near the site. 

The future projected peak hour Leq(h) and Ldn rail noise levels were calculated 
throughout the project site and surrounding community. The maximum noise 
level per train pass was also calculated for the eastern façade of the proposed 
development. These calculated noise levels shown in Table 5 are based on FTA 
methodology and does not include traffic noise or shielding/reflections from the 
guideway or station. However, it is possible that noise levels on the ground and 
second levels of the building will be partially blocked from the guideway or Civic 
Center Station. 

Summay of Future (2019) HART Noise Calculations (dBA) 
 

Location  Elevation  PM Peak Hour Leq(h)  Ldn 
All Levels  South - Keawe   62-70   65-74 
   East - Halekauwila  74   77 
   West – Pohukaina  46-55   49-58 
 

Overall Transportation Noise Impacts on the Surrounding Community 

The calculated peak hour traffic noise levels at the residential and commercial 
buildings surrounding the proposed project site fall below the FHWA abatement 
criteria for roadway noise. Furthermore, future traffic noise levels with the project 
are expected to be similar to the existing levels. Therefore, a traffic noise impact 
is not anticipated. 

Overall Transportation Noise Impacts on the Project Site 

Residential Units 

Until the HART project is completed in 2019, the residential levels of the 
proposed Keauhou Lane project will be exposed to day-night traffic noise levels 
that range from 62 dBA to 68 dBA. This falls into both the “acceptable” and 
“normally unacceptable” categories of HUD’s site acceptability standards. 
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After the HART project is completed in 2019, exterior ambient noise levels will 
increase significantly. The calculated day-night exterior noise levels due to both 
vehicular traffic and rail are summarized in the table below.  

Summay of Future (2019) Transportation Noise Calculations (dBA) 
 

Location  Elevation    Ldn   
All Levels  South - Keawe    68-74   
   East - Halekauwila   78 
   West – Pohukaina   64-68   
 

Based on the FTA noise impact criteria, rail noise is expected to have a severe 
impact on any of the exterior facing residential units within 400 feet of the HART 
Guideway. The interior courtyard units that have a line-of-sight to and are located 
within 220 feet of the guideway will also be severely impacted by rail noise. The 
end units along Keawe Street are expected to be moderately impacted by rail 
noise while the units facing Pohukaina Street will not be impacted. 

The end residential units facing Halekauwila Street will be exposed to day-night 
rail noise level in excess of 75 dBA which falls under the “unacceptable” category 
of HUD’s site acceptability standards. High acoustical performance exterior 
façade elements will be required to comply with the Ldn 45 dBA noise criteria 
inside the units. The residential units facing Keawe Street will be exposed to day-
night noise levels that range from 68 dBA to 74 dBA which falls into the 
“normally unacceptable” category. Per HUD guidelines, attention should be given 
to the exterior façade elements to ensure the Ldn 45 dBA noise criteria is satisfied 
inside the units. 

Commercial Spaces 

Until the HART project is completed in 2019, the ground level retail and 
restaurant spaces at the proposed Keauhou Lane project will be exposed to peak 
hour traffic levels that range from 58 dBA to 63 dBA. This is significantly less 
than the FHWA noise abatement criteria of 72 dBA, and typical construction 
methods will be adequate to reduce noise levels to the interior spaces. 

The ground level retail and restaurant spaces close to the rail guideway will also 
be exposed to excessive noise levels from the rail. Based on the FTA noise impact 
criteria, the commercial spaces facing Halekauwila Street will be severely 
impacted by rail noise. The commercial spaces along Keawe Street range from 
severely to moderately impacted while the spaces overlooking Pohukaina will not 
be impacted by rail noise. The maximum noise level (Lmax) for a train pass-by is 
expected to be 80 dBA at the exterior façade of the building facing Halekauwila 
Street. Again, upgraded exterior façade elements should be considered to 
minimize noise disturbances to the tenants and patrons of the retail and restaurant 
spaces. 
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Mitigation of Transportation Noise on the Development 

Residential units overlooking and in the vicinity of the future HART guideway 
will experience high noise levels and are expected to be impacted by noise once 
the rail begins operation in 2019. In order to comply with the HUD interior noise 
design criteria, high STC rated windows should be considered for the east 
elevation and the end units that have a line-of-sight to Halekauwila Street. The 
high performance glazing should be in the range of STC 40 to 45. Smaller 
window sizes may reduce these STC requirements, assuming that the exterior wall 
is sufficiently massive. For the remaining residential units, typical glazing will be 
sufficient to reduce rail and traffic noise to the interior of the units. A typical 1” 
thick insulated glass unit (IGU) is acceptable. 

The commercial spaces on ground level will be similarly impacted by rail noise. 
While there is no interior noise criteria for commercial spaces, the noise 
environment should be sufficiently quiet so that communication can occur at 
normal speech levels. Upgraded glazing should be considered for the spaces 
facing Halekauwila Street. If standard glazing is used, rail noise will be audible 
inside and may cause the patrons to raise their voices when a train pass-by occurs. 

Compliance with HUD Noise Guidelines 

The results from the long-term noise measurements conducted at the project site 
and the transportation noise analysis indicate that the day-night level will be 
higher than the HUD 65 dBA site acceptability criteria, so a higher STC building 
shell will be required at the multi-family areas of the project. 

It is important to note that the HUD noise guidelines are design goals and not 
enforceable regulations, although the HUD site acceptability standards must be 
satisfied for projects involving HUD or federal financing. However, these 
guidelines and design goals are useful tools for assessing the noise environment. 

Noise Impact Mitigation  

HDOH Noise Permit 

In cases where construction noise exceeds, or is expected to exceed the State’s 
"maximum permissible" property line noise levels, a permit must be obtained 
from HDOH to allow the operation of vehicles, cranes, construction equipment, 
power tools, etc., which emit noise levels in excess of the "maximum permissible" 
levels. 

In order for HDOH to issue a construction noise permit, the contractor must 
submit a noise permit application to HDOH, which describes the construction 
activities for the project. Prior to issuing the noise permit, HDOH may require 
action by the contractor to incorporate noise mitigation into the construction plan. 
HDOH may also require the contractor to conduct noise monitoring or community 
meetings inviting the neighboring residents and business owners to discuss 
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construction noise. The contractor should use reasonable and standard practices to 
mitigate noise, such as using mufflers on diesel and gasoline engines, using 
properly tuned and balanced machines, etc. However, HDOH may require 
additional noise mitigation, such as temporary noise barriers, or time of day usage 
limits for certain kinds of construction activities. 

Specific permit restrictions for construction activities are: 

"No permit shall allow any construction activities which emit noise in excess of 
the maximum permissible sound levels ... before 7:00 AM and after 6:00 PM of 
the same day, Monday through Friday." 

“No permit shall allow any construction activities which emit noise in excess of 
the maximum permissible sound levels... before 9:00 AM and after 6:00 PM on 
Saturday." 

“No permit shall allow any construction activities which emit noise in excess of 
the maximum permissible sound levels on Sundays and on holidays." 

Although not anticipated during construction of the housing development, the use 
of pile drivers, hoe rams and jack hammers 25 pounds (lbs.) or larger, high 
pressure sprayers, and chain saws are restricted to 9:00 AM to 5:30 PM, Monday 
through Friday. In addition, construction equipment and on-site vehicles or 
devices whose operations involve the exhausting of gas or air, excluding pile 
hammers and pneumatic hand tools weighing less than 15 pounds (lbs.), must be 
equipped with mufflers. 

The HDOH noise permit does not limit the noise level generated at the 
construction site, but rather the times at which noisy construction can take place. 
However, when considering a noise permit application, consideration is also given 
to any proposed noise mitigation for the project. Therefore, noise mitigation for 
construction activities should be addressed using project management and the 
source and path noise control measures. 

HDOH Noise Variance  In cases where nighttime construction is expected, a 
variance must be obtained from the HDOH to allow the operation of a noise 
source which emits noise levels in excess of the maximum permissible levels and 
which operation does not conform to the requirements of the noise permit (i.e., 
nighttime construction activities which occur between 6:00 p.m. and 7:00 a.m., 
Monday through Friday). However, nighttime construction is not anticipated for 
this project so a variance will not be required.  

Mitigation of Noise Source 

Mitigating construction noise at the source is the most effective form of noise 
control. The source control methods listed below can be applied to most 
construction equipment. 
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Construction Noise Source Control Measures 

Scheduling Limit activities that generate the most noise to less 
sensitive time periods (e.g. daytime hours). 

Substitution Use quieter methods/equipment when possible (e.g 
low noise generators, smaller excavators, etc.). 

Exhaust Mufflers Install quality mufflers on equipment. 

Reduced Power Options Use smallest size and /or lowest power as required. 

Quieter Backup Alarms Install manual adjustable or ambient sensitive alarms. 
Do not use backup alarms during night work. 

Motors Insulate or enclose motors. 

Equipment Selection Electric equipment is quieter than pneumatic 
equipment. 

Equipment Retrofit Rubber chucks in jackhammers. 

Equipment Maintenance Sharpen and balance tools, repair silencing equipment, 
replace worn parts and open airways. 

Staging Area Maximize the distance between the construction 
staging areas and nearby receptors to the greatest 
extent possible 

In general, a majority of the construction noise mitigation is in the form of 
scheduling, specifically, limiting the construction hours to the time frame 
specified by the HDOH. The jackhammer is expected to be the most disruptive 
piece of equipment used during the construction process so the allowable hours of 
operation are even more restrictive. 

Mitigation of Noise Path 

When source control measures are not sufficient to avoid a noise impact, path 
control measures must be considered. Non-permanent noise barriers or curtains 
and equipment enclosures could be installed at the construction site to reduce 
construction noise in noise sensitive locations. The general contractor could also 
conduct noise monitoring of construction during noisy or extensive activities at 
locations close to residential properties. 

Mitigation of HART Construction Noise  HART construction is expected to 
occur after the Keauhou Lane project is completed and occupied. For details 
regarding HART construction noise, refer to “Noise and Vibration Technical 
Report – Honolulu High-Capacity Transit Corridor Project” report.  
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Mitigation of Development Noise  

Stationary Mechanical Equipment Noise  The design of the Keauhou Lane 
building should give consideration to controlling the noise emanating from all 
stationary mechanical equipment such as air-cooled chillers, cooling towers, air-
handling units, condensing units, emergency generators, etc. so as to comply with 
the State of Hawaii Community Noise Control rules. Noisy equipment should be 
located away from neighboring properties and residential units as much as 
possible. Enclosed mechanical rooms may be required for some equipment.  

Parking Garage Noise  Noise emanating from the parking garage to the 
neighboring buildings may be audible and cause complaints. Noise reduction 
measures such as rough, non- painted driving surfaces and acoustical absorption 
on the ceiling should be considered during the project’s design phase.  

 
3.4.6 AIR QUALITY AND HAZARDOUS MATERIALS 

 
The proposed project will have short-term and long-term effect on ambient air 
quality. During demolition and excavation, dust will be generated however 
fugitive dust is generally controlled by frequent watering and perimeter screening. 
Best management practices will be used to ensure that dust control during 
demolition of the existing paving and during construction of the new building are 
kept to a minimum. These impacts are typical of any new construction project. 

 
3.4.7 BIOLOGICAL CHARACTERISTICS 

 
Flora 
 
The project lot is presently covered with asphalt paving.  The project site is 
essentially devoid of any plant material and no rare or endangered species of flora 
were identified on the site.  The only notable flora found on-site is a Rainbow 
Shower tree located mid-block along Halekauwila Street within the sidewalk area. 
 
Fauna 
 
The site does not serve as a wildlife habitat although avifauna, feral cats, dogs and 
rodents may be found on-site. 
 

3.4.8  INFRASTRUCTURE AND UTILITIES 
 
The proposed improvements are readily serviced by existing utilities located in 
the immediate vicinity.  All utilities were previously located underground during 
the Kakaako Improvement District improvements. 
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Water 
 
The project will continue to be serviced by the existing water system. The 
proposed Keauhou Lane and Keauhou Place developments will result in an 
approximate total demand of 193,425 gallons per day. The new domestic water 
and fire protection water meters to serve the project will connect to either the 
existing 8-inch Halekauwila Street main or the 6-inch Keawe Street main which 
will be upgraded as part of the development. Water conservation efforts are likely 
to be implemented by the project operator upon completion. 
 
Stormwater 
 
The site is presently naturally drained with runoff entering along all street 
frontages which are served by a curb and gutter system that handles stormwater. 
The proposed project will be required to control drainage according to prevailing 
drainage regulations. All storm water runoff from the proposed improvements 
will be reviewed for conformance with City and County of Honolulu Ordinance 
96-34 regarding peak runoff. 
 
Best Management Practices (BMPs) will be put in to place prior to the start of any 
construction to ensure that runoff in the storm drain system are treated for 
minimal impact into State receiving waters. Additionally, Low Impact Design 
feature will be considered for the project. 
 
Wastewater 
 
On July 10, 2013, the City and County of Honolulu Department of Planning and 
Permitting approved the application for municipal sewer system connection to 
accommodate the proposed project. Wastewater connections will be made either 
to the 12-inch sewer main located in Halekauwila Street or the 36-inch main 
located in South Street. 
 
Solid Waste 
 
It is expected that private refuse collection service will be used to service the 
project location.  The project operator may implement recycling programs upon 
project completion.   
 
Telephone and Electrical Services 
 
Telephone and electrical services are available to the site.  Coordination with the 
local electric and telephone service providers will be expected during the design 
and construction phases. 
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3.4.9  PUBLIC FACILITIES 
 
 
Kakaako Fire Station Number 9 provides fire protection service to the project area 
as well as emergency medical service. The station is located at 555 Queen Street 
and is located approximately one block from the project site. Response time to the 
site is less than 5 minutes. 
 
Police service is provided by the Honolulu Police Department (HPD) District 1, 
Sector 4. Response time to the site is less than 5 minutes. 
 
The project is collocated with the Honolulu Area Rapid Transit Civic Center 
Transit Station. It is anticipated that bus service to the area will increase upon 
completion of the Transit Station. Bus service for the project site is presently 
available on Queen Street and Ala Moana Boulevard. 
 
Public schools serving the project area are Kaahumanu Elementary School, 
Central Middle School and McKinley High School. The project will increase 
enrollment at these schools. The Department of Education (DOE) is required to 
provide education for all school-aged children. Discussions with DOE staff stated 
that for planning purposes, the Student Generation Rates (SGR) for the 
Downtown and Kakaako are 0.06 for elementary schools, 0.03 for middle schools 
and 0.03 for high schools. When applied to the proposed Keauhou Lane project, 
this would suggest that demand for educational facilities for 13 elementary school 
aged children, 6 middle school and 6 high school students will result from the 
development of the subject project. DOE also stated that these ratios are for 
planning purposes and actual counts may be higher or lower depending on the 
type of project developed.  
 
Public schools serving the area presently have limited capacity to accommodate 
the projected student demand however school enrollments in the project area is 
expected to increase significantly taxing limited Department of Education 
facilities. Presently, there are no fees or school impact assessments placed on new 
developments. In the event that school capacity is reached, the developer will be 
open to discussion with the Department of Education regarding possible solutions. 
 
The project site is located near the active recreational centers of Mother Waldron 
Park located one block away, and the Kakaako Gateway and Waterfront parks 
located two blocks away in the makai direction. Ala Moana Beach Park is also 
located within easy walking distance of the project. Park dedication requirements 
for the project have been met by a $188,00 cash in lieu of land payment to the 
City and County of Honolulu. 
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3.5 RELATIONSHIP TO PLANS, CODES AND ORDINANCES 
 
The project site is located within the Kakaako Community Development District 
(KCDD) Mauka Area administrated by the Hawaii Community Development 
Authority (HCDA).  The KCDD Mauka Area Plan is part of the Hawaii 
Administrative Rule Title 15, Department of Business, Economic Development & 
Tourism: Subtitle 4, Hawaii Community Development Authority, Chapter 22, 
Mauka Area. 
 
A Final Environmental Impact Statement for the Mauka Area Plan was accepted 
in June 1983.  The Final supplemental EIS for the amended Mauka Area Plan was 
accepted in November 2010. Under this master FEIS and FSEIS, impacts relating 
to the implementation of the Mauka Area Plan and associated rules were assessed 
in accordance with Chapter 343, Hawaii Revised Statutes.  This FSEIS document 
serves as the principal disclosure and impact assessment document for KCDD 
Mauka Area Plan.  The intent of the Draft EA for the Keauhou Lane project is to 
assess impacts that will result from the proposed use of State funds. 
 
The proposed action is generally consistent with the guideline as the project 
parcel is too small for conventional high-rise development yet it provides for 
optimal re-use of the property for an equally desirable option of affordable rental 
housing and smart commercial development. This is further supported by the 
concept of Transit Oriented Development with the HART Civic Center Transit 
Station located adjacent to the project site. 
 
The State Land Use Commission Boundary Maps identify the project site as being 
within the Urban area. This is consistent with the surrounding uses that include 
commercial uses and high-density residential development. 
 
Hawaii Revised Statutes (HRS) § 205A-1 states that the entire State is located 
within the coastal zone management area. The Keauhou Lane project is generally 
consistent with all objectives of the CZM. The project does not directly affect 
coastal recreational, historic, costal ecosystems. The project will decrease open 
space but it is inevitable that the project would be developed at some time as the 
site is zoned for development within this highly urban community. Overall, the 
project should be considered a managed development that provides a balance to 
the surrounding market level housing types, its integration with the coming 
HART, and through its additional economic opportunities provided by the new 
commercial spaces located on the ground level. 
 
The project is also consistent with the Hawaii State Plan, HRS Chapter 226. 
While the project does affect the physical environment, the project will not affect 
the natural beauty and historic resource of Hawaii (12(b)(5) and 12(b)(7)) as the 
site was formerly in parking lot use within a highly urban environment designated 
for urban development. The project does provide significant affordable housing 
and socio-cultural advancement by providing a fully integrated multi-function 
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complex that is supportive of Transit Oriented Development and general 
guidelines on sustainability. 
 
HRS 226-19 elaborates on the State’s plan for socio-cultural advancement as it 
relates to housing. In this regard the Plan states: 
 
(1) Greater opportunities for Hawaii's people to secure reasonably priced, safe, 
sanitary, and livable homes, located in suitable environments that satisfactorily 
accommodate the needs and desires of families and individuals, through 
collaboration and cooperation between government and nonprofit and for-profit 
developers to ensure that more affordable housing is made available to very low-, 
low- and moderate-income segments of Hawaii's population, (2) the orderly 
development of residential areas sensitive to community needs and other land 
uses, (3) the development and provision of affordable rental housing by the State 
to meet the housing needs of Hawaii's people. 
 
Keauhou Lane will advance HRS 226-19 by providing affordable rental 
workforce housing that balances the market and high-end housing types found in 
Kakaako. The development should also be considered orderly and balanced as the 
surrounding uses in Keauhou Place and the HART transit station collectively set 
an example of mixed, balanced uses in urban Honolulu. 
 
Furthermore, HRS 226-55, the State functional plan on housing specifies 
objectives, policies and implementing actions to realize the States objectives for 
diverse housing types and the intent of the functional plans to work in 
coordination with other County and regulatory concerns. As stated earlier, the 
Keauhou Lane project will expand the diversity of housing found in Kakaako and 
is clearly supportive of the high demand affordable rental housing market. 
 
The affordable housing provided by Keauhou Lane is promotes all of the 
aforementioned State Plan provision and most significantly addresses HRS 226-
106 which elaborates on the priority guidelines on affordable housing which is the 
primary intent of the subject project. The Keauhou Lane project is not in conflict 
with any of the State’s housing plan objectives. 
 
HRS 226-108 provides the priority principles and guidelines for sustainability. In 
this regard, the Keauhou Lane project is generally consistent with all of the 
principles but is particularly applicable to the subsection (1) Encouraging 
balanced economic, social, community, and environmental priorities, and (3) 
Promoting a diversified and dynamic economy. Keauhou Lane will represents a 
significant component in creating a balanced Kakaako district by providing a 
affordable rental housing units within a area that is also rich in high-end and 
market rate housing projects. By creating affordable workforce housing, the 
project will supports diverse economic opportunity as well as social and 
community balance. 
 



FINAL ENVIRONMENTAL ASSESSMENT 55  
KEAUHOU LANE  APRIL 2016 
 

The Keauhou Lane project will utilize State of Hawaii DURF funds which 
requires that the project meet the provisions of § 103-50, Hawaii Revised Statutes 
as follows: 
 

All buildings, facilities, and sites shall conform to applicable federal, 
state, and county accessibility guidelines and standards.  Hawaii Revised 
Statutes §103-50 requires all State of Hawaii or County government 
buildings, facilities, and sites to be designated and constructed to conform 
to the Americans with Disabilities Act Accessibility Guidelines, the 
Federal Fair Housing Amendments Act, and other applicable design 
standards as adopted and amended by the Disability and Communications 
Access Board.  The law further requires all plans and specifications 
prepared for the construction of State of Hawaii or County government 
buildings, facilities, and sites to be reviewed by the Disability and 
Communication Access Board for conformance to those guidelines and 
standards 

 
The City and County of Honolulu General Plan provides the overall vision for the 
island of Oahu and broadly outlines the objectives and policies shaping future 
growth. While the proposed action is consistent with the Plan overall, it is 
particularly pertinent to the Section IV, Housing. It is here where proposed action 
supports Objective A, to provide decent housing for all the people of Oahu at 
prices they can afford, and Objective C, To provide the people of Oahu with a 
choice of living environments which are reasonably close to employment, 
recreation, and commercial centers and which are adequately served by public 
utilities. The proposed action will provide affordable rental housing that is located 
within close proximity to major employment centers as well as having excellent 
access to public transit options. 
 
The City’s Primary Urban Center (PUC) development plan guides development in 
the central urban area of Oahu. While the project is generally consistent with all 
aspects of the PUC, particularly relevant to the proposed project is Section 3.3 In-
Town Housing Choices. It states that the PUC “offers in-town housing choices for 
people of all ages and incomes”. The policies of the PUC plan that support the 
Keauhou Lane project include: 
 
• Promote people-scaled apartment and townhouse dwellings in low- or 

mid-rise buildings oriented to the street. 
• Improve the feasibility of redeveloping small lots. 
• Reduce costs for apartment homes. 
• Provide for high-density housing options in mixed-use developments 

around transit stations.  
 
Keauhou Lane is particularly well suited to meet these criteria in that it is a mid-
rise project that maximizes density of a small lot. 
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Required permits will include an HCDA Development Permit, and grading and 
construction related permits from the City and County of Honolulu. 
 
 

3.6 PROBABLE IMPACT ON THE ENVIRONMENT 
 
The proposed project represents a significant change from its current and former 
uses.  The project is consistent with surrounding land uses and the intent of the 
prevailing KCDD Mauka Area Plan.  Impacts associated with the proposed 
project have generally been determined to be negligible.  Views will be impacted 
as a result of the new facility but should be considered in the context that any 
development of the site would likely impact views as well. 
 
When viewed in the cumulative with the other components proposed for the 
project block, impacts to the environment will be more significant.  In addition to 
significantly higher urban density resulting from the build out the project, traffic 
and noise impacts will rise significantly over the no-action alternative.  These 
cumulative impacts are largely due to the intensive level of activity that are 
typically associated with residential use however it should be noted that as a 
Transit Oriented Development, the project will provide exceptionally convenient 
transportation alternatives. Noise impacts will rise however it is more likely due 
to the addition of the HART line adjacent to the proposed building. The Keauhou 
Lane project will include noise mitigation and proper acoustical treatment to 
minimize environmental noise within an acceptable level. 
 
Positive environmental impacts are expected as a result of the affordable rental 
residential inventory.  The convenience of residing near major employment 
centers and the Civic Center Transit Station will decrease the need for private cars 
resulting in decreased traffic volumes and the associated environmental benefits 
of reduced traffic. 
 
 

3.7 ADVERSE IMPACTS WHICH CANNOT BE AVOIDED 
 
Adverse impacts that cannot be avoided are generally related to short-term 
construction impacts. These impacts can be minimized by sound construction 
practices, Best Management Practices (BMPs) adherence to applicable 
construction regulations as prescribed by the Department of Health, and 
coordination with applicable County agencies.  Primary construction related 
impacts are discussed in greater detail in the Traffic and Noise Study appendices. 
 
The project is located outside of two heavily populated pre-contact habitation 
sites. Based on the archaeological inventory survey conducted for the site, it is 
unlikely that historic properties will be encountered within the project area. An 
archaeological monitoring plan has been developed for the site. 
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Increases in traffic and air and noise pollution will occur as is expected of any 
development of this nature.  

 
 

3.8 ALTERNATIVES TO THE PROPOSED ACTION 
 
No other use alternatives beyond the non-action alternative were considered for 
this project.  Non-action was considered and rejected since no benefit to the 
community would be provided. The project is consistent with the intent of the 
mixed uses of the HCDA Kakaako Mauka Plan and will deliver much needed 
affordable rental housing. Moreover, the addition of retail and restaurant spaces in 
an appealing pedestrian promenade that provide direct access to the Civic Center 
Transit Station create an exceptional mixed-use development that is consistent 
with both HCDA and HART objectives. 
 
Within the scope of proposed improvements, alternative density configurations 
were considered however an optimal mid-rise scheme was selected.  Commercial 
space adds in important mix of uses within this comprehensive transit stop. 
 
Alternative locations were not considered. Privately owned lands in the project 
area could accommodate the proposed project however acquisition costs would be 
prohibitive and would be counterproductive to the project’s goals. 

 
 

3.9 MITIGATION MEASURES 
 
Long-term impacts resulting from the proposed improvements are expected to be 
minimal or non-existent based upon the subject environmental assessment.  Long-
term traffic, air and noise impacts are not expected to change significantly after 
improvements are completed.  Short-term construction related noise and air 
quality impact mitigation measures include general good housekeeping practices 
and scheduled maintenance to avoid a prolonged construction period.  The 
contractor will be directed to use best management practices (BMP) wherever 
applicable. Construction materials and equipment will be transported to the 
project site during non-peak traffic hours.  In the event that existing roadways or 
sidewalks are damaged during construction activities, the roadways and sidewalks 
will be restored to original or better condition. 
 
 

3.10 IRREVERSIBLE AND IRRETRIEVABLE COMMITMENT OF RESOURCES 
 
Implementation of the proposed project will result in the irreversible and 
irretrievable commitment of resources in the use of non-recyclable energy 
expenditure and labor.  Materials used for new construction may have salvage 
value; however, it is unlikely that such efforts will be cost-effective.  The 
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expenditure of these resources is offset by gains in construction-related wages, 
increased tax base and tertiary spending. 
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4.0 NECESSARY PERMITS AND APPROVALS 
 
 

Permits and approvals that may be required are contingent upon the actual design 
of the proposed project.  The project has already obtained a Development Permit 
from the Hawaii Community Development Authority (HCDA).  All other permits 
and approvals are generally ministerial in nature.  Permits listed below represent a 
general list that represents permits and approvals that may or may not be required 
depending on the selected RFP proposal. 

 
State Agencies 

 
Permit or Approval Approving Agency 
Kakaako Community Development 
District Permit HCDA 
 
National Pollutant Discharge 
Elimination System (NPDES) Permit Dept. of Health 
 
 

 County Agencies 
 

Permit or Approval Approving Agency 
Building Permits Dept. of Planning and Permitting 
 
Certificate of Occupancy Dept. of Planning and Permitting 
 
Construction Dewatering Permit Dept. of Planning and Permitting 
 
Grading and Stockpiling Permits Dept. of Planning and Permitting 
 
Sewer Connection Permit Dept. of Environmental Services 
 
Trenching Permit Dept. of Planning and Permitting 

 
  



FINAL ENVIRONMENTAL ASSESSMENT 61  
KEAUHOU LANE  APRIL 2016 
 

This Page Blank  



FINAL ENVIRONMENTAL ASSESSMENT 62  
KEAUHOU LANE  APRIL 2016 
 

5.0. FINDNGS AND REASONS SUPPORTING DETERMINATION OF 
FINDING OF NO SIGNIFICANT IMPACT 

 
 

As stated in Section 11-200-12, EIS Rules, Significance Criteria: in determining 
whether an action may have a significant effort on the environment, every phase 
of a proposed action shall be considered. The expected consequences of an action, 
both primary and secondary, and the cumulative as well as the short-term and 
long-term effects must be assessed in determining if an action shall have 
significant effect on the environment. Each of the significance criteria is listed 
below and is followed by the means of compliance or conflict (if extant). 
 
• Involves an irrevocable commitment to the loss or destruction of any natural 

or cultural resource. 
 
The proposed action will occur on an existing developed site and will not impact 
any topographical resources other than the removal or relocation of some existing 
trees.  Subsurface archaeological artifacts are a possibility; therefore, an 
archaeological monitor will be present during the construction.  In the event that 
any archaeological remains are uncovered during the course of construction, all 
work will stop and the State Historic Preservation Office will be contacted for 
appropriate action. 
 
• Curtails the range of beneficial uses of the environment. 
 
The proposed use will result in a significant change from its existing and former 
uses but represents an appropriate use that will benefit the public and will be 
environmentally consistent with the surrounding urban area.  The proposed 
project will not curtail beneficial uses of the environment. The proposed project 
will provide needed housing inventory in central Honolulu and is considered a 
highest and best use in the public interest.   
 
• Conflicts with the State's long-term environmental policies or guidelines as 

expressed in Chapter 344, HRS, and any revisions thereof and amendments 
thereto, court decisions, or executive orders. 

 
The proposed action is consistent with the goals and guidelines expressed in 
Chapter 344, Hawaii Revised Statutes and NEPA. The proposed action is 
triggered by the use of State funds. The subject Environmental Assessment has 
been developed in compliance with the Chapter 343. 
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• Substantially affects the economic welfare, social welfare, and cultural 
practices of the community or State. 

 
The proposed action will make a positive contribution to the welfare and economy 
of the State and City by providing desirable and needed affordable rental housing 
to the State of Hawaii.  The proposed use will eliminate the existing temporary 
daily parking and construction baseyard office uses for a long-term use.  The 
facility will also contribute positively to the community through the use of goods 
and services in the area, through construction related employment, and through 
secondary and tertiary spending and taxes. The proposed action will not have any 
impact on any native cultural practices as the site has been in urban use for over 
60 years. 
 
A historic and cultural resource plan for the Mauka Area Plan is assessed in the 
programmatic Kakaako Community Development District Final Supplemental 
Environmental Impact Statement prepared for the Hawaii Community 
Development Authority in May 2009. Section 2.8.1 Historic and Cultural 
Resources lists eight (8) sites that are considered important and selected for 
protection for their historic and cultural value. None of the properties is within or 
near the Keauhou Lane project site. The document also states that other sites of 
historic and cultural significance with the Mauka Area may be identified and 
added to HCDA’s preservation list. None in the project vicinity have been 
subsequently added. For this reason, the Keauhou Lane Environmental 
Assessment will conclude that no historic or cultural practices will be impacted by 
the proposed action. 
 
• Substantially affects public health. 
 
The proposed improvements are not expected to have any direct impact on public 
health but will provide housing for a target market that may not otherwise have an 
opportunity for centrally located affordable housing. No recreational resources 
will be impacted by the project, nor will the project increase any undesirable 
environmental impacts. 
 
• Involves substantial secondary impacts, such as population changes or effects 

on public facilities. 
 
The proposed action will increase the population within the community and will 
increase the demand for public facilities.  These impacts are consistent with 
residential development of this nature and are not considered adverse impacts.  
The change in population and demand for public facilities will be readily met by 
existing infrastructure and services. 
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• Involves a substantial degradation of environmental quality. 
 
The proposed action will not degrade environmental quality.  Impacts associated 
with the project, such as traffic impact and noise quality have been assessed to be 
minimal.  The project is located in a highly urban environment that is expected to 
be heavily developed in the future.  In that respect, the project is consistent with 
the overall land use of the district. 
 
• Is individually limited but cumulatively has a considerable effect upon the 

environment or involves a commitment for larger actions. 
 
The project is part of a Joint Development Agreement with Keauhou Place. The 
project, considered in total with the adjacent Keauhou Lane and HART Civic 
Center Station should be considered as collectively beneficial in offering a divers 
mix of housing types, commercial activity and a transportation hub.  The site is 
appropriately zoned for the proposed activities and does not serve as a component 
of a larger development, but rather, fulfills the intent of the HCDA Mauka Area 
Plan. 
 
• Substantially affects a rare, threatened or endangered species, or its habitat. 
 
The proposed action will not affect any rare, threatened or endangered species of 
flora or fauna, nor is it known to be near or adjacent to any known wildlife 
sanctuaries. 
 
• Detrimentally affects air or water quality or ambient noise levels. 
 
The proposed action will not impact air or water quality. Noise levels will change 
from those of an enclosed parking lot to a residential structure. The change in 
noise level is expected to be negligible and will not significantly affect 
surrounding properties. 
 
Minimal impacts on air quality and noise are anticipated during construction, but 
will be limited by normal construction practices and Department of Health 
construction mitigation standards. 
 
• Affects or is likely to suffer damage by being located in an environmentally 

sensitive area such as a flood plain, tsunami zone, beach erosion prone area, 
geologically hazardous land, estuary, fresh water, or coastal waters. 

 
The project will not have any impact on an environmentally sensitive area. 
 
• Substantially affects scenic vistas and viewplanes identified in County or State 

plans or studies. 
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The proposed action will not affect any scenic vistas or viewplanes as surrounding 
developments already tower around the proposed project.  The project is located 
in a highly urban environment and while the Kakaako Community Development 
District Mauka Area Plan designates South Street as a view corridor street, the 
project does not front South Street and will not affect the mauka to makai view 
plane. 
 
• Requires substantial energy consumption. 
 
The project will increase electrical energy consumption over the existing use.  
This increase will be consistent with residential use and will be typical of any 
high-density urban use. The project will include energy conservation measures 
including a solar hot water system and is also targeting LEED certification. 
General conservation goals include: meeting State energy conservation goals, 
using energy saving design practices and technologies, and recycling and using 
recycled-content products. 
 
Based on the above stated criteria, the proposed Keauhou Lane reserved rental 
housing project is not expected to have a significant effect on the environment.  
As such, a Finding of No Significant Impact (FONSI) is issued for the project by 
Hawaii Housing Finance and Development Corporation. 
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6.0 LIST OF PARTIES CONSULTED AND COMMENTS RECEIVED 
DURING THE DRAFT ENVIRONMENTAL ASSESSMENT 
 
Agencies with ministerial or specific interests regarding the proposed project were 
contacted for their comments regarding the proposed project. Parties contacted are 
listed and the date of their comments are listed below. 
 
 Comment Date 
Federal Agencies 
 
US Environmental Protection Agency 
 Region IX Administrator 
 
State Agencies 
 
Department of Accounting and General Services 3/24/2016 
Department of Business Economic Development & Tourism 
 Energy, Resources & Technology Division 
Department of Defense 3/21/2016 
Department of Education 4/1/2016 
Department of Health 3/15/2016 
Department of Health Clean Water Branch 3/24/2016 
Department of Land and Natural Resources 4/7/2016 
Department of Land and Natural Resources 
 State Historic Preservation Officer 
Department of Transportation 
Disability and Communication Access Board 3/22/2016 
Hawaii Community Development Authority 3/30/2016 
Office of Environmental Quality Control 4/8/2016 
Office of Hawaiian Affairs 
Office of Planning 4/4/2016 
University of Hawaii at Manoa 
 Environmental Center 
 
County Agencies 
 
Board of Water Supply 
Department of Community and Social Services 4/1/2016 
Department of Design and Construction 3/30/2016 
Department of Environmental Services 
Department of Facilities Maintenance 3/30/2016 
Department of Planning and Permitting 4/8/2016 
Department of Parks and Recreation 3/18/2016 
Department of Transportation Services 4/5/2016 
Honolulu Authority for Rapid Transit (HART) 
Fire Department 3/22/2016 
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Police Department 3/29/2016 
 
Officials and Organizations 
 
Friends of Kewalo 
Hawaiian Electric Company 
Howard Hughes Corporation 
Kakaako Improvement Association 
Kamehameha Schools 
Neighborhood Board No. 11 
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Executive Summary 

GEI Consultants, Inc. has completed an ASTM Phase I Environmental Site Assessment 

(ESA), on behalf of GE Hawaii Block A2, LLC, for the property located at 550 Keawe Street 

in Honolulu, Hawaii (the Property). 

Recognized Environmental Conditions (RECs) 

Based on our evaluation of current Property conditions and the review of available Property 

records, we did not identify any recognized environmental conditions (RECs), defined as 

evidence of past, current or future potential releases of oil and hazardous material (OHM), at 

the Property, that have not been identified and remediated. 

Historic Recognized Environmental Conditions (HRECs) 

We identified four HRECs, defined as a past release of OHM that has achieved regulatory 

closure without the use of required controls or conditions (e.g. Activity and Use Limitation 

[AULs], engineering controls, etc.), at the Property including: 

 Three leaking underground storage tank (LUSTs) sites within the Property boundary: 

633 Halekauwila Street (Facility ID 9-102759), 526 Keawe Street (Facility ID 9-

102758) and 603 Halekauwila Street (Facility ID 9-101356).     

 One LUST site within the adjacent parcel: 545 South Street, which was remediated 

concurrently with the three sites listed in the bullet above. 

All four sites were lumped together and remediated under the same case called the “Pauahi 

Place Block Two (a.k.a. Waterpark Towers) Cleanup”.   These sites are considered historical 

RECs, based on our document review and it appears that contamination associated with these 

releases has been largely remediated and a letter of No Further Action was issued by the 

State of Hawaii on June 20, 1997. 

Controlled Recognized Environmental Conditions (CRECs) 

We identified no CRECs, defined as a past release of OHM that has achieved regulatory 

closure with the use of required controls or conditions (e.g. AULs, engineering controls, 

etc.), at the Property. 
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1. Introduction 

GEI Consultants, Inc. has completed an ASTM Phase I Environmental Site Assessment 

(ESA), on behalf of GE Hawaii Block A2, LLC (Client), for the property located at 550 

Keawe Street in Honolulu, Hawaii (the Property; Fig. 1). 

1.1 Purpose 

The purpose of the Phase I ESA was to: 

 Identify recognized environmental conditions (RECs), defined by ASTM as a 

condition with the potential for a past, current, or future release of oil or hazardous 

material (OHM) at the Property. 

 Identify historic RECs (HRECs); defined by ASTM as a past release of OHM that has 

achieved regulatory closure without required controls or conditions. 

 Identify controlled RECs (CRECs); defined by ASTM as a past release of OHM that 

has achieved regulatory closure with required controls or conditions. 

 Evaluate the potential for a release of OHM at the Property. 

1.2 Detailed Scope of Services 

In accordance with our proposal dated May 13, 2015 and authorized on the same day we: 

 Reviewed available records at City, State, and County Offices. 

 Reviewed documents and maps regarding local geologic and hydrogeologic 

conditions in the vicinity of the Property. 

 Reviewed federal and state regulatory database records pertaining to the Property and 

surrounding area. 

 Performed a site reconnaissance at the Property. 

 Prepared this Phase I ESA report. 

This report summarizes the information that we gathered as part of the ESA. 

1.3 Significant Assumptions 

Our opinions and conclusions are based on the information sources presented in this report 

and listed in Section 13 (References), and a site reconnaissance at the Property.  GEI assumes 
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that all available information obtained as part of this ESA including database records, 

interview information, and historic information is accurate and reliable. 

1.4 Limitations and Exceptions 

This report meets the general requirements for a Phase I ESA established by ASTM Standard 

E1527 13 with the following exceptions:   

 A review of available records maintained by municipal offices was used to substitute 

for interviews with employees of those departments who were unable to be 

interviewed. 

 No title search was performed to identify previous owners.  Readily available public 

documentation, including, but not limited to, aerial photographs, regulatory database 

searches, etc. were used in a lieu of a title search. 

This opinions provided are based on the information described in this report.  Future 

investigations or information that was not available to GEI may result in modification of the 

findings of this report.  A survey for asbestos, mold, lead paint, radon gas, and lead in 

drinking water was not performed.  In preparing this report, GEI relied on file information 

provided by state and local officials and information and representations made available to 

GEI at the time of the report.  If such information is incomplete or inaccurate, GEI is not 

responsible.  GEI’s professional services for this project have been performed in a manner 

consistent with that degree of skill and care ordinarily exercised by members of our 

profession currently practicing in the same locality, performing similar services under similar 

conditions.  GEI makes no other representations and no warranties, express or implied. 

1.5 Special Terms and Conditions 

This Phase I ESA was performed with no Special Terms and Conditions. 

1.6 User Reliance 

This report was prepared for the use of GE Hawaii Block A2, LLC, exclusively.  Reliance on 

this report by others is conditioned on acceptance of all of the terms and conditions contained 

in our “Standard Professional Services Agreement” and on the limitations in Section 1.4 of 

this report. 
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2. Property Description 

2.1 Property Location and Legal Description 

The Property is located in the southeast half of a single parcel that covers an entire city block 

bound by Halekauwila, Keawe, Pohukaina, and South Streets in the Kakaako district of 

Honolulu, Hawaii (Fig. 1).  The Property is currently owned by Kamehameha Schools 

Bernice Pauahi Bishop Estate Trust.  The City Assessor’s Office identifies the parcel as Tax 

Map Key (TMK) 2-1-030:001 on the First Division map Zone 2, Section 1, Plat 30. 

The parcel includes a total of 4.09 acres and is improved with an asphalt parking lot with the 

address of 525 South Street, Honolulu, Hawaii.  The Property occupies the southeastern half 

of the parcel (approximately 2.05 acres) and is also improved with an asphalt parking lot.  

The latitude and longitude of the Property are 21º18’02.88”N and 157º51’34.92”W, and 

UTM coordinates for the Property are 2,355,727.5 mN and 618,278.6 mE. 

2.2 Property Vicinity and General Characteristics 

According to the City and County of Honolulu Department of Planning and Permitting, the 

Property is zoned for commercial use.  The Property occupies the southeastern half of the 

parcel that is currently listed with the address of 525 South Street, Honolulu, Hawaii.  Prior 

to the parcel being developed as one large parking lot, the parcel (and Property) included 

multiple businesses with several different addresses along the surrounding streets.  A title 

search and history of parcel division/merging was not performed as part of this Phase 1 ESA. 

The address, assessor’s parcel identification number, owner, and use of each of the abutting 

properties are summarized in Table 1.  The Property is bound by Keawe Street to the 

southeast, Pohukaina Street to the southwest, Halekauwila Street to the northeast and a 

parking lot that occupies the rest of the parcel to the northwest. 

The general vicinity consists of commercial buildings, auto shops, parking, and high rise 

residential towers. 

2.3 Current Use of the Property 

The Property is currently a ground-level parking lot.  A Reynolds Recycling trailer is located 

in the east corner. 
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2.4 Description of Structures, Roads, and Other Improvements on 

the Property 

The Property consists of a ground-level parking lot that has existed since approximately 

1997.  The Property was previously developed with multiple light industrial and commercial 

buildings as summarized in Section 5. 

2.5 Current Use of the Adjoining Properties 

Abutting properties include a low-rise commercial building and parking garage to the 

northwest across South Street, a high-rise commercial and residential tower to the southwest 

across Pohukaina Street, a surface parking lot to the southeast across Keawe Street (formerly 

the Pohukaina Public School), and a vehicle storage/parts and service company to the 

northeast across Halekauwila Street (Motor Imports Toyota).   
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3. User Provided Information 

3.1 Title Records 

A title search was not performed as part of this ESA. 

3.2 Environmental Liens or Activity and Use Limitations 

There are no Activity and Use Limitations (AULs) for the Property, nor are there any known 

environmental liens. 

3.3 Specialized Knowledge 

The specialized knowledge or experience related to the Property that the user of this ESA 

(GEI Hawaii Block A2) provided includes: 

 Phase II Environmental Site Assessment, Waterpark Tower Project Site, Property 

Bounded by Pohukaina, Keawe, Halekauwila and South Streets, Honolulu, Hawaii. 

March 1990. 

 Phase I Environmental Site Assessment For 550 Keawe Street Honolulu, Hawaii 

96819. December 2002. 

 Remediation Work Plan Pauahi Place Block Two Honolulu, Hawaii. October 1995. 

 Remediation Work Plan Waiawa, Oahu, Bioremediation of Soil with PCB. July 1996. 

 EDR DataMap® Environmental Atlas. Honolulu Transit Project, Inquiry number 

02068825.lr. November 2007. 

 Report of Foundation Investigation Proposed Waterpark Towers Site Bounded by 

Pohukaina, Keawe, Halekauwila, and South Streets, Kakaako District, Honolulu, 

Hawaii for the S&G Venture. June 1990. 

 State of Hawaii Department of Health No Further Action Letter Re: Pauahi Place 

Block Two Honolulu, Hawaii. September 9, 1996. 

 State of Hawaii Department of Health No Further Action Letter Re: Pauahi Place 

Blcok Two (a.k.a. Waterpark Towers) UST Facility IDs 9-101356 and 9-102759, 

UST Release IDs 930106, 930108, and 930109. June 20, 1997. 
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3.4 Commonly Known or Reasonably Ascertainable Information 

The user of this ESA (GE Hawaii Block A2) did not provide GEI with any commonly known 

or reasonably ascertainable information within the local community that is relevant to 

identifying RECs at the Property.  

3.5 Valuation Reduction for Environmental Issues 

According to the Client, this ESA is being performed in anticipation of construction of a 

mixed use development and a purchase price is not applicable. 

3.6 Owner, Property Manager, and Occupant Information 

The Property is currently owned by Kamehameha Schools Bernice Pauahi Bishop Estate 

Trust.  The Property is used as a parking lot and managed by the BP Bishop Estate Trust. 

3.7 Reason for Performing ESA 

GEI has completed this ESA, on behalf of the Client, as part of the due diligence in advance 

of a redevelopment of the property. 
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4. Summary of Previous Environmental Reports 

Investigations and response actions (e.g., LUST removal and soil remediation) for the 

Property have occurred under the State UST Facility IDs 9-101356, 9-102758, 9-102759, and 

9-102760.  More than 25 individual reports were available for review related to the Facility 

IDs listed above spanning the time from 1990 to 2002.  Three key reports obtained by the 

Client and Hawaii DOH HEER are briefly summarized below.   

4.1 Phase I Environmental Site Assessment (December 2002) 

A Phase I ESA was performed for the Property in 2002 by Myounghee Noh & Associates 

that summarized the site history and conditions at the time.  The report was prepared for 

Kamehameha Schools Bishop Estate Commercial Assets Division and the Property consisted 

of a partially paved parking lot that was in use by Oahu Auto Service, Inc.  The report found 

no evidence of the current presence of USTs or ASTs and no potential asbestos-, lead-, or 

polychlorinated biphenyls (PCBs)-containing materials on the Property and concluded that 

there was no significant evidence of adverse environmental conditions at the Property.   

4.2 Site Remedial Action Report Pauahi Place, Block Number Two 

Honolulu, Hawaii, August 1996 

The “Site Remedial Action Report Pauahi Place, Block Number Two Honolulu, Hawaii, 

August 1996” summarizes the results of remedial activities undertaken at the Property since 

1990.  Former site activities resulted in impacts to the subsurface due to releases of 

petroleum products, halogenated volatile organic compounds ((HVOCs), lead, and  PCBs 

from leaking underground storage tanks.  In 1990, existing site structures were demolished 

and USTs were removed and the impacted soils were excavated and stockpiled on site.  Site 

work was stopped in 1992 and several stockpiles remained on site for three years until 

remediation activities resumed in 1995.   

Remediation activities summarized in the 1996 report consisted both onsite and offsite 

bioremediation of soil stockpiles contaminated with PCBs as well as excavation and offsite 

disposal of remnant subsurface soil impacted by PCBs, petroleum hydrocarbons, and lead 

that were above DOH Risk Based Cleanup Action (RBCA) Tier 1 Criteria.  Soil, stockpiles, 

and groundwater with petroleum hydrocarbons, PCBs and lead that were detected below the 

DOH RBCA Tier 1 Criteria were no longer a concern for the site and were not removed. 
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4.3 Phase II Project Summary Bioremediation of PCB Soil Pauahi 

Place Block Two Honolulu, Hawaii, April 1997 

The “Phase II Project Summary Bioremediation of PCB Soil Pauahi Place Block Two 

Honolulu, Hawaii, April 1997” report presents the activities and results of the Phase II 

bioremediation of approximately 3,600 cubic yards of PCB contaminated soils generated at 

the Property.  Details of the bioremediation design were presented in the “Remediation Work 

Plan Waiawa, Oahu, Bioremediation of Soil with PCB, July 1996” and are not summarized 

here.   

Phase I of the Property remediation consisted of onsite bioremediation of approximately 500 

cubic yards of PCB contaminated soil.  The Phase II bioremediation occurred between 

September 1996 and August 1997 and consisted of the remediation of 3,600 cubic yards of 

soil by: 

 Selection and preparation of an offsite disposal location (Waiawa Site) 

 Construction of an engineered biotreatment cell 

 Transferance of soil from Pauahi Place Block Two to the Waiawa Site 

 Construction of compost windrows with the soil, water, and animal manures, 

 Periodic turning of the windrows and application of the biotreatment catalyst Enzyme 

Activator 

 Sampling and confirmation of treatment progress 

The Phase II summary report documents the completion of remediation activities at the 

Property and resulted in a letter of No Further Action issued by the State of Hawaii DOH on 

June 20, 1997. 



Phase I Environmental Site Assessment 
GE Block A2  
550 Keawe Street  
Honolulu, HI 
June 11, 2015, 2015 
 

GEI Consultants, Inc. 9 

5. Records Review 

5.1 Standard Environmental Records Sources 

Environmental Data Resources (EDR) of Milford, Connecticut conducted a search of federal 

and state databases for sites within approximately 1 mile of the Property.  A copy of the EDR 

report is in Appendix B.   

We reviewed the EDR report for sites that could potentially affect environmental conditions 

at the Property.  Although we reviewed sites within approximately 1 mile of the Property, it 

is our opinion that sites greater than 0.125 mile from the Property are generally not likely to 

affect environmental conditions at the Property and, therefore, they are not summarized 

below.  Comprehensive listings of sites up to one mile from the Property are in the EDR 

Report in Appendix B.  Based on information provided by EDR, sites within 0.125-mile of 

the Property are summarized in Table 2.   

Based on our review, we identified four sites that could potentially affect conditions at the 

Property including: 

 Three leaking underground storage tank (LUSTs) sites within the Property boundary: 

633 Halekauwila Street (Facility ID 9-102759), 526 Keawe Street (Facility ID 9-

102758) and 603 Halekauwila Street (Facility ID 9-101356).  Note that the actual 

address of the Amelco Corporation Site identified as 645 Halekauwila Street in the 

EDR Report and State of Hawaii documentation should be 603 Halekauwila in 

accordance with State of Hawaii records [Appendix XX]).   

 One LUST site within the adjacent parcel: 545 South Street, which was remediated 

concurrently with the three sites listed in the bullet above. 

We reviewed Hawaii DOH HEER files available at the state offices to obtain additional 

information about these four sites (Section 5.2.1).  All four sites were lumped together and 

remediated under the same case called the “Pauahi Place Block Two (a.k.a. Waterpark 

Towers) Cleanup”.   These sites are considered historical RECs, based on our document 

review and it appears that contamination associated with these releases has been largely 

remediated and a letter of No Further Action was issued by the State of Hawaii on June 20, 

1997. 

5.1.1 AULs and other Environmental Liens 

There are no AULs for the Property, nor are there any known environmental liens.   
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There is one property within approximately 0.125 miles of the Property (at 600 Queen Street) 

that has restricted use and engineering controls in place to prohibit any activity that may 

disturb the integrity of a capping system remedy that was completed in February 2006 to 

remediate soil contaminated by lead and metals.   

5.2 Other Environmental Records 

We reviewed online records and/or submitted requests for records from the following local 

and state agencies: 

 City and County of Honolulu Assessor’s Office 

 Hawaii Department of Health Hazard Evaluation and Emergency Response Division 

o Solid Waste Section 

o Hazardous Waste Section 

o Underground Storage Tank Section 

 Department of Planning and Permitting 

 Fire Department 

Additional information regarding available records is provided in Section 6.4. 

5.3 Physical Setting Sources 

5.3.1 Surface Topography 

The land surface at the Property is relatively flat and the surveyed ground surface elevation is 

estimated to be approximately four to six feet above mean sea level based on the Site 

Remediation Report (1996). 

5.3.2 Geologic Setting 

The Property is located in the central portion of the Honolulu Quadrangle (7.5-minute series), 

which is located in southwestern Oahu.  According to the State Geological Map (citation) 

bedrock in the Property area consists of xxx  

Based on the USDA Soil Survey of the Islands of Kauai, Oahu, Maui, Molokai and Lana, the 

soils belong to the Lualualei-Ewa Mixed Fill Land (FL), and Makiki (MkA) Series soils 

(USDA 1972).  Field observations during site investigations in the 1990’s report that the 

surface soils consist of three to five feet of fill containing mostly silty sand to coarse sand.  

The fill overlies shallow marine sediments that range from two to three feet thick and 

alternate between silty clay lagoonal mudflats and sandy beach deposits.  A coral ledge 

underlies the coastal deposits at approximately ten to 20 feet below ground surface. 
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5.3.3 Hydrogeologic Setting 

Based on information obtained from previous site investigations, groundwater was 

encountered approximately 4.5 feet below ground surface.  Due to the proximity to the 

Pacific Ocean (less than 0.5 miles to the west/southwest), the groundwater elevation is tidally 

influenced.  Based on information from various groundwater monitoring wells installed 

between 1990 and 1996, the direction of groundwater flow is generally west/southwest 

towards the Pacific Ocean.   

According to the EDR report, there are 10 public water supply wells within 1-mile of the 

Property.  No public water supply wells are located within ½ mile of the Property. Seven of 

the ten wells are located either cross gradient or upgradient from the Property and three are 

located downgradient along the coast.  Drinking water aquifers are confined below the 

shallow brackish aquifer and impacts to drinking water are not expected from the Property. 

There are no wetlands, Natural Heritage and Endangered Species Program Priority or 

Estimated Habitats of Rare Wildlife, Vernal Pools, Certified Vernal Pools, or Areas of 

Critical Environmental Concern (ACEC) within 500 feet of the Property.   

5.4 Historical Use Information on the Property 

Property history was obtained from Sanborn Fire Insurance Maps (Sanborn Maps) from 1914 

to 1993, aerial photographs received from EDR, taken periodically between 1952 and 2004, 

and historical topographic maps received from EDR published periodically between 1928 

and 1983.  Sanborn Maps, historical topographic maps, and aerial photographs are in 

Appendices E, F, and G, respectively. 

5.4.1 Aerial Photographs 

The earliest available aerial photograph is from 1952 and shows the Property and 

surrounding area with significant development including several structures visible on the 

parcel adjacent to the Property (northwest).  The specific use of each structure is not obvious 

from the air photo.  The air photo from 1968 shows several new large structures on the 

Property and in the surrounding area.  The structures on the Property do not appear to change 

from 1968 to 1985, although some minor changes are noted in the surrounding area.  

Between 1985 and 1992, all structures appear to have been demolished and removed from 

the Property.  The 1992 air photo shows the Property as open space with minor changes to 

the surrounding area.   

In 2000, the eastern portion of the Property appears to have some construction activity and/or 

very small buildings and the residential tower adjacent to the southeast is now constructed.  
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By 2004 the Property appears to be an open parking lot and remains in that condition to the 

present day. 

5.4.2 Topographic Maps 

The earliest available topographic map is from 1928 and shows moderate development on the 

Property and in the surrounding area.  The Pohukaina School occupies the property to the 

southeast across Keawe Street.  An alley is depicted parallel to Keawe and South Streets that 

splits the parcel in half (the subject Property for this report is the southeast half between the 

alley and Keawe street).  The alley is no longer visible by 1969 and the topographic maps 

show increased development in the vicinity.  Specific structures are not depicted on the 

Property after 1928.  The most recent topographic map is from 1998 and shows few details 

other than the Pohukaina school is still present to the southeast across Keawe Street. 

5.4.3 Sanborn Maps 

The earliest available Sanborn map is from 1914 and shows several small buildings on the 

Property including a chapel, stables, and Chinese laundry.  The alley between Keawe and 

South Streets is labeled as Keauhou Lane and marks the northwest boundary of the Property 

for this report.  The parcel northwest of Keauhou Lane includes the Pacific Engineering Co. 

Ltd. Mill Work Power and Light Electric building.  Halekauwila Street is not yet constructed 

between South Street and Keawe Street. 

The 1927 Sanborn map shows several more small buildings on the Property and the Pacific 

Engineering Co. Power building is still present on the adjacent parcel northwest along with 

an auto repair shop and machine shop. Halekauwila Street is now constructed and two 

churches are located across the street as well as the Honolulu Rapid Transit & Light 

Company’s material yard. 

The 1950 Sanborn map shows little change on the Property from 1927.  A refrigeration and 

air conditioning shop is located on the west side.  However, the parcel to the northwest it 

now occupied by Pacific Welding & Machine Works.  Several auto repair shops are listed 

along Pohukaina and South Streets nearby.  The 1955 and 1956 Sanborn maps are similar to 

the 1950 map. 

The 1962 Sanborn map shows many changes on the Property including several buildings 

demolished and new structures present.  The Property is now almost wholly occupied by the 

American Electrical Co. Ltd. and includes a stock room and service shop.  A bowling supply 

store and air conditioning shop occupy the far western portion. The parcel northwest of 

Keauhou Lane is still occupied by the Pacific Welding & Machine Works and also includes a 

flooring, upholstery and carpet store, auto body/repair shop, light fixtures store and mill 
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supplies store.  The surrounding area continues to be occupied by commercial businesses 

including auto repair shops, appliance stores, welding shops, and storage. 

The 1972, 1975, 1976, 1977 and 1986 Sanborn maps show little change from 1962 on the 

Property.  By 1972 the Pacific Welding & Machine Works is no longer present in the parcel 

northwest of Keauhou Lane and it is occupied by an auto supply store, cabinet supply store, 

mill supply store, and parking lot.  A fuel filling station also appears in 1972 at the 

intersection of South Street and Halekauwila Street.  The Pohukaina School is still present 

across Keawe Street in 1986. 

The 1991 and 1993 Sanborn maps show no structures on the Property or adjacent parcel to 

the northwest.  Keauhou Lane is no longer depicted and the Pohukaina School appears to be 

demolished and replaced with a State processing center.  Auto repair shops occupy the 

property to the northwest across Halekauwila Street and the western adjacent properties are 

now developed with the Waterfront Towers residential and commercial hi-rise buildings. 

5.5 Historical Use Information on Adjoining Properties 

Based on the information available from historic aerial photographs, topographic maps, and 

Sanborn maps, the adjoining properties have been used for various commercial and 

residential purposes since 1914.  Several historical businesses both on the Property and on 

adjoining properties are known to potentially cause environmental impacts including auto 

repair and filling stations, welding and machine shops, mill works, cleaners, etc.  Adjoining 

properties that have been identified to have either confirmed or potentially caused 

environmental impacts are summarized in Section 5.1 and 5.2. 
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6. Interviews 

6.1 Interview with Current Owner and Property Manager 

GEI discussed environmental issues with Mr. Brent Gaulke, a representative of the Client.  

Mr. Gaulke provided copies of several pertinent reports furnished by the current property 

owner.  No other interviews were conducted with the property owner or manager.  

Information obtained from Mr. Gaulke is presented in Section 7 of this report [4].  

6.2 Interview with Current Occupants 

There are currently no permanent occupants.  The Property is currently a parking lot. 

6.3 Interview with Local Government Officials 

We reviewed available files online, requested available files, or reviewed physical files on 

May 15, 2015 for the Property from the following City of Honolulu and State of Hawaii 

offices: 

 City and County of Honolulu Assessor’s Office 

 Hawaii Department of Health Hazard Evaluation and Emergency Response Division 

o Solid Waste Section 

o Hazardous Waste Section 

o Underground Storage Tank Section 

 Department of Planning and Permitting 

 Fire Department 

 

Verbal interviews with local government officials were not conducted, only reviews of 

available records and files.  Copies of the pertinent records from these offices are in 

Appendix H. 

6.3.1 Assessor’s Office 

The Property is owned by Kamehameha School.  Date of purchase and records of previous 

ownership were not available.   
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6.3.2 Hawaii Department of Health Hazard Evaluation and Emergency 

Response 

The Hawaii DOH HEER Division includes three Sections that were contacted to requested 

records for the Property.  A summary of each is provided below.   

6.3.2.1 Hazardous Waste Section 

No records were available from the Hazardous Waste Section. 

6.3.2.2 Solid Waste Section 

No records were available from the Solid Waste Section. 

6.3.2.3 Underground Storage Tanks Section 

Significant documentation was available from the DOH HEER UST Section for the Property 

and adjacent parcel.  Available reports and letters indicate that the Property was impacted by 

multiple releases from leaking underground storage tanks.  UST removal was completed in 

1990 and subsequent soil excavation and remediation was completed by 1997.  A letter of No 

Further Action was issued by the State of Hawaii on June 20, 1997. 

Three reports that contain the most comprehensive site information and document the site 

remediation and closure activities are summarized in Section 4. 

6.3.3 Department of Planning and Permitting 

Physical building permit records were reviewed at the Department of Planning and 

Permitting Data Access and Imaging Branch on May 15, 2015.  Building permit records for 

the subject parcel and surrounding parcels was available from 1952 up to the present.  

Permits included mostly renovations and improvements to site structures that were already 

present by 1952.  Some demolition and new construction permits were reviewed from the 

1960’s and all structures were demolished from the site in 1990.  Demolition permits indicate 

that debris was removed and disposed at the Nanakuli Landfill. 

One building permit was approved on May 4, 1990 for the construction of the Waterfront 

Towers, however, that permit was subsequently revoked since it was decided not to 

commence work. 

No building permit records were observed related to USTs or other chemicals or hazardous 

waste stored on the Property. 
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6.3.4 Fire Prevention Office 

We requested available records for the Property from the City and County of Honolulu Fire 

Department.  We have not received records as of June 3, 2015. 
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7. Site Reconnaissance 

As part of the Site reconnaissance, we reviewed information provided by Mr. Brent Gaulke, 

and we visited the Property on May 15, 0215.  The purpose of the site reconnaissance was to 

collect current Property information, document Property conditions, and observe and 

document conditions related to the potential presence of OHM.  The Property consists of a 

ground-level parking lot with two temporary structures including a recycling trailer and a 

parking payment kiosk. 

During the Property visit, we observed the condition of the parking lot condition and 

surrounding properties.  Photographs taken during the Property visit are in Appendix I.  

7.1 Building Interior Observations 

There are currently no buildings onsite other than a recycling trailer and parking payment 

kiosk. 

7.2 Property Exterior Observations 

7.2.1 Property Description 

The Property is currently developed with a ground-level parking lot.  No structures other than 

a recycling trailer and parking payment kiosk are located on the Property. 

7.2.2 Pits, Ponds, and Lagoons 

No pits, ponds, or lagoons were observed on the Property.   

7.2.3 Stained Soil or Pavement 

No significantly stained soil or pavement was observed on the Property. 

7.2.4 Odors and Stressed Vegetation 

No unusual odors or stressed vegetation was observed on the Property.  

7.2.5 Solid Waste   

No dumpsters were observed on the Property during the Site visit and information regarding 

past waste disposal was not available. 
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7.2.6 Wastewater Disposal 

No drains or water supplies were observed at the Property.   

7.2.7 Wells 

No wells were observed on the Property.   

7.2.8 Septic Systems 

No evidence of a septic systems or cesspools was observed at the Property.   

7.2.9 Other Utilities 

Other utilities were not observed on the Property. 

7.3 Oil/Chemical Storage 

7.3.1 Current Chemical Storage/Waste Generation 

No current chemical storage/waste generation was observed on the Property. 

7.3.2 Past Chemical Storage/Waste Generation 

Except for information provided by the DOH HEER UST Section related to former USTs, 

LUSTs, and remediation activities onsite (Section 4 and Section 6.4.2), no information was 

available regarding past chemical storage or waste generation at the Property.  

7.4 On-Site Storage Tanks 

7.4.1 Underground Storage Tanks 

No evidence of USTs was observed on the Property.  Former USTs and LUSTs were removed 

in 1990. 

7.4.2 Aboveground Storage Tanks 

No evidence of ASTs was observed on the Property.  No records of past ASTs were 

available. 

7.5 PCB-Containing Equipment 

No equipment suspected of containing PCBs was observed on the Property.   
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7.6 Surficial Dumping 

No evidence of surficial dumping was observed at the Property.  However we did observe a 

trailer in the east corner to collect recyclable materials. 

7.7 Other Considerations  

Other than the potential for small oil leaks the asphalt surface from parked cars, no other 

considerations related to OHM or deleterious environmental conditions were observed at the 

Property. 
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8. Tier I Vapor Encroachment Screening 

We reviewed the EDR Report and available reports from the DOH HEER UST Section for 

sites at or near the Property (within 0.333 miles) that could potentially create a vapor 

encroachment condition (VEC), defined as the presence or likely presence of contaminated 

vapors in the subsurface caused by a release of OHM.  In accordance with the requirements 

of the ASTM Tier I Vapor Encroachment Screening (E2600-10), we reviewed sites with 

suspect sources of petroleum contamination within 0.125 mile of the Property and sites with 

suspect sources of non-petroleum contamination within 0.333 mile of the Property. 

Based on our review, we did not identify a VEC. 
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9. Findings 

GEI Consultants, Inc. completed an ASTM Phase I ESA, on behalf GE Hawaii Block A2, 

LLC for the property located at 550 Keawe Street in Honolulu, Hawaii (the Property). 

9.1 Recognized Environmental Conditions 

Based on our evaluation of current Property conditions and the review of available Property 

records, we did not identify any RECs defined as evidence of past, current or future potential 

releases of OHM at the Property. 

9.2 Historic Recognized Environmental Conditions 

We identified four HRECs, defined as a past release of OHM that has achieved regulatory 

closure without the use of required controls or conditions (e.g. AULs, engineering controls, 

etc.), at the Property: 

 Three leaking underground storage tank (LUSTs) sites within the Property boundary: 

633 Halekauwila Street (Facility ID 9-102759), 526 Keawe Street (Facility ID 9-

102758) and 603 Halekauwila Street (Facility ID 9-101356).     

 One LUST site within the adjacent parcel: 545 South Street, which was remediated 

concurrently with the three sites listed in the bullet above. 

All four sites were lumped together and remediated under the same case called the “Pauahi 

Place Block Two (a.k.a. Waterpark Towers) Cleanup”.   These sites are considered historical 

RECs, based on our document review and it appears that contamination associated with these 

releases has been largely remediated and a letter of No Further Action was issued by the 

State of Hawaii on June 20, 1997. 

9.3 Controlled Recognized Environmental Conditions 

We identified no CRECs, defined as a past release of OHM that has achieved regulatory 

closure with the use of required controls or conditions (e.g. AULs, engineering controls, 

etc.), at the Property. 
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10. Deviations 

Limitations and exceptions are discussed in Section 1.4.  In addition, we identified the 

following data gaps associated with the findings of the Phase I ESA: 

 The absence of historic documents for the removal of PCB-contaminated soil in the 

1980s. 

 The absence of an interview with the property owner. 
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11. Additional Services 

No additional services were performed as part of the Phase I ESA.   
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12. Environmental Professionals Statement 

Resumes for staff involved in the preparation of this report are attached in Appendix J.  

To the best of our professional knowledge and belief, we meet the definition of an 

Environmental Professional, as defined in 40 CFR 312.10.  We have the specific 

qualifications based on education, training, and experience to assess a property of the nature, 

history, and setting of the Property.  We have developed and performed all the appropriate 

inquiries in conformance with the standards and practices set forth in 40 CFR 312. 
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Table 1: Summary of Property Information

Phase I Environmental Site Assessment

550 Keawe Street

Honolulu, HI

May 2015

Subject Property

Address/

Tax Map Key (TMK) Direction Address TMK Owner Property Use

525 SOUTH ST 2-1-030:001 B P BISHOP TRUST ESTATE PARKING

562 SOUTH ST  2-1-030:014 B P BISHOP TRUST ESTATE LIGHT INDUSTRIAL

564 SOUTH ST  2-1-030:013  LOPEZ,THEODORE J P TRUST LIGHT INDUSTRIAL

586 SOUTH ST  2-1-030:012 CHEN,THE FAMILY TRUST LIGHT INDUSTRIAL

Northeaster

Abutters
616 KEAWE ST  2-1-031:030 SERVCO PACIFIC INC LIGHT INDUSTRIAL

Southeastern

Abutters
690 POHUKAINA ST 

2-1-051:043 &

2-1-051:042 &

2-1-051:041 

S OF H DLNR (Fee Owner), HAWAII 

HOUSING FINANCE & DEV CORP 

(Executive Order)

LIGHT INDUSTRIAL

458 KEAWE ST  2-1-054:028  B P BISHOP TRUST ESTATE LIGHT INDUSTRIAL

629 POHUKAINA ST  2-1-054:027  B P BISHOP TRUST ESTATE LIGHT INDUSTRIAL

425 SOUTH ST 2-1-054:022 

ONE WATERFRONT TOWERS 

CONDO MASTER RESIDENTIAL HI-RISE

Southwestern 

Abutters

Abutting Property

550 Keawe Street

Honolulu, HI  96813

Kamehameha Schools

Parcel:

 2-1-030:001

First Division map 

Zone 2, Section 1, Plat 

30

Northwestern

Abutters

GEI Consultants, Inc. Project 150201-0
May 2015
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Table 2. Federal and State Sites Database Search Within 0.125 Mile from the Property

Phase I Environmental Site Assessment

550 Keawe Street

May 2015

FACILITY/LOCATION AID STREET ADDRESS SITE TYPE

DISTANCE FROM 

PROPERTY 

(miles)

DIRECTION

GROUNDWATER 

FLOW RELATIVE 

ELEVATION TO 

PROPERTY

DATE
COMPLIANCE STATUS / 

SITE DETAILS

AFFECT ON SITE 

CONDITIONS

Amelco Corporation 645 Halekauwila Street CERC-NFRAP 0.000 ENE

Upgradient

11/5/1991

Erroneously identified 

address. Correct address 

is 603 Halekauwila Street.
See 603 Halekauwila 

Street

International Life Support 633 Halekauwila Street LUST, UST 0.002 ENE
Upgradient

6/20/1997
Site Cleanup Completed 

(NFA) HREC

No Location Aid 550 Keawe Street Hist Auto Stat 0.003 SSE Upgradient 2003 Not Available None

Tire Recap Service 526 Keawe Street LUST, UST 0.003 S
Upgradient

6/20/1997
Site Cleanup Completed 

(NFA) HREC

Amensty Day Hawaii 690 Pohukaina Street
RCRA NonGen / NLR, 

FINDS
0.035 S

Upgradient
Not Available Not Available

None

Amelco Building 603 Halekauwila Street LUST, UST 0.036 N
Upgradient

6/20/1997
Site Cleanup Completed 

(NFA) HREC

No Location Aid 670 Halekauwila Street Hist Auto Stat 0.039 ESE Upgradient 2002 Not Available None

No Location Aid 609 Halekauwila Street Hist Auto Stat 0.043 N Upgradient 2002 Not Available None

Motor Imports Service 609 South Street

RCRA-CESQG, LUST, 

UST, SPILLS, Financial 

Assurance

0.043 N

Upgradient

10/20/2005
Site Cleanup Completed 

(NFA)
None

Puna Bug 555 South Street RCRA NonGen / NLR 0.044 NNW Upgradient Not Available Not Available None

Steves Auto Repair 555 South Street RCRA NonGen / NLR 0.044 NNW Upgradient Not Available Not Available None

Eurocare / Keico Pacific 545 South Street LUST, UST 0.045 NNW
Upgradient

6/20/1997
Site Cleanup Completed 

(NFA) HREC

CBI, Inc. 614 South Street
LUST, UST, Financial 

Assurance
0.048 N

Upgradient
6/1/1992

Site Cleanup Completed 

(NFA) None

C&CH Kakaako Fire 

Department
620 South Street

LUST, UST, Financial 

Assurance
0.052 NNE

Upgradient
12/27/2011

Site Cleanup Completed 

(NFA) None

Gensiro Kawamoto 630 Keawe St LUST, UST 0.06 ENE
Upgradient

8/30/2005
Site Cleanup Completed 

(NFA) None

Apic Corp 435 Keawe St RCRA-SQG 0.075 SW Upgradient Not Available Not Available None

Reed Lane Warehouse 556 Reed Lane LUST, UST 0.08 NW
Upgradient

5/30/2001
Site Cleanup Completed 

(NFA) None

Another Shadow, Inc. 444 Leawe Street
RCRA NonGen / NLR, 

FINDS
0.081 SW

Upgradient
Not Available Not Available

None

Blair, LTD 404A Ward Ave
RCRA NonGen / NLR, 

FINDS
0.086 ESE

Upgradient
Not Available Not Available

None

Acme Fender 565 Halekauwila St RCRA-SQG 0.091 NNW Upgradient Not Available Not Available None

Gensiro Kawamoto 627 Queen Street LUST, UST 0.1 NE
Upgradient

8/30/2005
Site Cleanup Completed 

(NFA) None

Queen Emmalani Tower 600 Queen Street

CERC-NFRAP, RCRA Non-

Gen / NLR, FINDS, SHWS, 

SPILLS, ENG CONTROLS, 

INST CONTROL

0.102 NE

Upgradient

2/1/2006
Site Cleanup Completed 

(NFA), Restricted Use

None

Marcus And Associates 601 Queen Street RCRA NonGen / NLR 0.102 NE Upgradient Not Available Not Available None

Pohulani Elderly Project 677 Queen Street LUST, UST 0.103 ENE
Upgradient

8/24/1999
Site Cleanup Completed 

(NFA) None

No Location Aid 600 Queen Street Hist Auto Stat 0.104 NE Upgradient Not Available Not Available None

K&Y Chevron 91524 571 S Queen Street
LUST, UST, Financial 

Assurance
0.108 NNE

Upgradient
7/9/2003

Site Cleanup Completed 

(NFA) None

No Location Aid 571 Queen Street Hist Auto Stat 0.108 NNE Upgradient Not Available Not Available None

Lex Brodie Tire Co. 701 S Queen Street
LUST, UST, Financial 

Assurance
0.11 E

Upgradient
2/10/2003

Site Cleanup Completed 

(NFA) None

No Location Aid 701 Queen Street Hist Auto Stat 0.11 E Upgradient Not Available Not Available None

Amfac Dist. Hi-Bldg 465 Coral Street UST 0.114 S
Upgradient

Not Provided
Tank Permanently Out of 

Use None

C&CH Kakaako Fire Station 555 Queen Street LUST, UST 0.115 NNE
Upgradient

5/17/1999
Site Cleanup Completed 

(NFA) None

AAA Hawaii Building 590 Queen Street LUST, UST 0.116 NE
Upgradient

11/8/2001
Site Cleanup Completed 

(NFA) None

Contractor Equip & Svc Corp 625 Auahi Street
RCRA NonGen / NLR, 

FINDS
0.118 SW

Upgradient
Not Available Not Available

None

No Location Aid 660 Auahi Street Hist Auto Stat 0.125 SSW Upgradient Not Available Not Available None

No Location Aid 690 Queen Street Hist Auto Stat 0.125 E Upgradient Not Available Not Available None

Honuakaha Affordable 

Housing Com
545 Queen Street UST 0.125 NNE Upgradient 7/6/1994

Tank Closed, Permanently 

Out of Use None

General Notes:

2. Hydrologic relation to the Property is assumed, based on a review of the topography of the area, the location of surface water bodies, and information obtained from EDR.

Legend:

1.  SHWS = State Hazardous Waste Site.

2.  UST = Underground Storage Tank Site.

3.  LUST = Leaking Underound Storage Tank Site.

4.  Hist Auto Stat = Historical Potential Gas/Filling/Service Stations.

5.  RCRA NonGen / NLR = Sites That Do Not Presently Generate RCRA Hazardous Waste.

6.  INST CONTROL = Sites With Institutional Controls.

7.  ENG CONTROLS = Sites With Engineering Controls.

8.  FINDS = Facility Index System Sites.

9.  Financial Assurance = Sites With Financial Assurance for USTs.

10.  SPILLS = Sites With Releases of Hazardous Substances Since 1988.

11.  NFA = No Further Action.

1. Distances and directions from the Property are approximate and were either obtained from the Environmental Data Resources (EDR) report or by review of street maps of the area.

Honolulu, Hawaii

GEI Consultants, Inc.
Project 150201-0

May 2015
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Thank you for your business.
Please contact EDR at 1-800-352-0050

with any questions or comments.

Disclaimer - Copyright and Trademark Notice

This Report contains certain information obtained from a variety of public and other sources reasonably available to Environmental Data
Resources, Inc. It cannot be concluded from this Report that coverage information for the target and surrounding properties does not exist from
other sources. NO WARRANTY EXPRESSED OR IMPLIED, IS MADE WHATSOEVER IN CONNECTION WITH THIS REPORT. ENVIRONMENTAL
DATA RESOURCES, INC. SPECIFICALLY DISCLAIMS THE MAKING OF ANY SUCH WARRANTIES, INCLUDING WITHOUT LIMITATION,
MERCHANTABILITY OR FITNESS FOR A PARTICULAR USE OR PURPOSE. ALL RISK IS ASSUMED BY THE USER. IN NO EVENT SHALL
ENVIRONMENTAL DATA RESOURCES, INC. BE LIABLE TO ANYONE, WHETHER ARISING OUT OF ERRORS OR OMISSIONS, NEGLIGENCE,
ACCIDENT OR ANY OTHER CAUSE, FOR ANY LOSS OF DAMAGE, INCLUDING, WITHOUT LIMITATION, SPECIAL, INCIDENTAL,
CONSEQUENTIAL, OR EXEMPLARY DAMAGES. ANY LIABILITY ON THE PART OF ENVIRONMENTAL DATA RESOURCES, INC. IS STRICTLY
LIMITED TO A REFUND OF THE AMOUNT PAID FOR THIS REPORT. Purchaser accepts this Report "AS IS". Any analyses, estimates, ratings,
environmental risk levels or risk codes provided in this Report are provided for illustrative purposes only, and are not intended to provide, nor
should they be interpreted as providing any facts regarding, or prediction or forecast of, any environmental risk for any property. Only a Phase I
Environmental Site Assessment performed by an environmental professional can provide information regarding the environmental risk for any
property. Additionally, the information provided in this Report is not to be construed as legal advice.

Copyright 2015 by Environmental Data Resources, Inc. All rights reserved. Reproduction in any media or format, in whole
or in part, of any report or map of Environmental Data Resources, Inc., or its affiliates, is prohibited without prior written permission.

EDR and its logos (including Sanborn and Sanborn Map) are trademarks of Environmental Data Resources, Inc. or its affiliates. All other
trademarks used herein are the property of their respective owners.
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EXECUTIVE SUMMARY

TC4289921.2s  EXECUTIVE SUMMARY 1

A search of available environmental records was conducted by Environmental Data Resources, Inc (EDR).
The report was designed to assist parties seeking to meet the search requirements of EPA’s Standards
and Practices for All Appropriate Inquiries (40 CFR Part 312), the ASTM Standard Practice for
Environmental Site Assessments (E 1527-13) or custom requirements developed for the evaluation of
environmental risk associated with a parcel of real estate.

TARGET PROPERTY INFORMATION

ADDRESS

500 KEAWE STREET
HONOLULU, HI 96813

COORDINATES

21.3008000 - 21˚ 18’ 2.88’’Latitude (North): 
157.8597000 - 157˚ 51’ 34.92’’Longitude (West): 
Zone 4Universal Tranverse Mercator: 
618278.6UTM X (Meters): 
2355727.5UTM Y (Meters): 
3 ft. above sea levelElevation:

USGS TOPOGRAPHIC MAP ASSOCIATED WITH TARGET PROPERTY

21157-C7 HONOLULU, HITarget Property Map:
Not reportedMost Recent Revision:

21157-C8 PEARL HARBOR, HIWest Map:
Not reportedMost Recent Revision:
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H38 672  AUAHI ST EDR US Hist Auto Stat Higher 682, 0.129, SSW

H37 PACIFIC NISSAN INC 670 AUAHI ST RCRA NonGen / NLR, FINDS Higher 677, 0.128, SSW

I36 HONUAKAHA AFFORDABLE 545 QUEEN ST HI UST Higher 662, 0.125, NNE

G35 690  QUEEN ST EDR US Hist Auto Stat Higher 661, 0.125, East

D34 660  AUAHI ST EDR US Hist Auto Stat Higher 660, 0.125, SSW

D33 CONTRACTOR EQUIP & S 625 AUAHI ST RCRA NonGen / NLR, FINDS Higher 624, 0.118, SW

F32 AAA HAWAII BUILDING 590 QUEEN ST HI LUST, HI UST Higher 614, 0.116, NE

I31 C&CH KAKAAKO FIRE ST 555 QUEEN ST HI LUST, HI UST Higher 606, 0.115, NNE

H30 AMFAC DIST. HI -BLDG 465 CORAL ST HI UST Higher 603, 0.114, South

G29 701  QUEEN ST EDR US Hist Auto Stat Higher 580, 0.110, East

G28 LEX BRODIE TIRE CO. 701 S QUEEN ST HI LUST, HI UST, HI Financial Assurance Higher 580, 0.110, East

F27 571  QUEEN ST EDR US Hist Auto Stat Higher 569, 0.108, NNE

F26 K & Y CHEVRON 91524 571 S QUEEN ST HI LUST, HI UST, HI Financial Assurance Higher 569, 0.108, NNE

F25 600  QUEEN ST EDR US Hist Auto Stat Higher 551, 0.104, NE

F24 POHULANI ELDERLY PRO 677 QUEEN ST HI LUST, HI UST Higher 544, 0.103, ENE

F23 MARCUS AND ASSOCIATE 601 QUEEN ST RCRA NonGen / NLR Higher 541, 0.102, NE

F22 QUEEN EMMALANI TOWER 600 QUEEN ST CERC-NFRAP, RCRA NonGen / NLR, FINDS, HI SHWS, HI... Higher 538, 0.102, NE

F21 GENSIRO KAWAMOTO 627 QUEEN ST HI LUST, HI UST Higher 527, 0.100, NE

C20 ACME FENDER 565 HALEKAUWILA ST RCRA-SQG Higher 478, 0.091, NNW

E19 BLAIR LTD 404 A WARD AVE RCRA NonGen / NLR, FINDS Higher 452, 0.086, ESE

D18 ANOTHER SHADOW INC 444 LEAWE ST RCRA NonGen / NLR, FINDS Higher 429, 0.081, SW

17 REED LANE WAREHOUSE 556 REED LN HI LUST, HI UST Higher 424, 0.080, NW

D16 APIC CORP 435 KEAWE ST RCRA-SQG Higher 396, 0.075, SW

A15 GENSIRO KAWAMOTO 630 KEAWE ST HI LUST, HI UST Higher 319, 0.060, ENE

C14 C&CH KAKAAKO FIRE DE 620 SOUTH ST HI LUST, HI UST, HI Financial Assurance Higher 274, 0.052, NNE

C13 CBI, INC 614 SOUTH ST HI LUST, HI UST, HI Financial Assurance Higher 253, 0.048, North

C12 EUROCARE/KEICO PACIF 545 SOUTH ST HI LUST, HI UST Higher 236, 0.045, NNW

C11 STEVES AUTO REPAIR 555 S ST RCRA NonGen / NLR Higher 233, 0.044, NNW

C10 PUNA BUG 555 SOUTH ST RCRA NonGen / NLR Higher 233, 0.044, NNW

C9 MOTOR IMPORTS SERVIC 609 SOUTH ST RCRA-CESQG, HI LUST, HI UST, HI SPILLS, HI... Higher 227, 0.043, North

C8 609  SOUTH ST EDR US Hist Auto Stat Higher 227, 0.043, North

A7 670  HALEKAUWILA ST EDR US Hist Auto Stat Higher 207, 0.039, ESE

C6 AMELCO BUILDING (SER 603 HALEKAUWILA ST HI LUST, HI UST Higher 191, 0.036, North

B5 AMENSTY DAY HAWAII 690 POHUKAINA STREET RCRA NonGen / NLR, FINDS Higher 184, 0.035, South

B4 TIRE RECAP SERVICE 526 KEAWE ST HI LUST, HI UST Higher 16, 0.003, South

A3 550  KEAWE ST EDR US Hist Auto Stat Higher 15, 0.003, SSE

A2 INTERNATIONAL LIFE S 633 HALEKAUWILA ST HI LUST, HI UST Higher 10, 0.002, ENE

A1 AMELCO CORPORATION 645 HALEKAUWILA STRE CERC-NFRAP Higher 8, 0.002, ENE

Reg SAND ISLAND MILITARY DOD Same 4174, 0.791, NW

MAPPED SITES SUMMARY

Target Property Address:
500 KEAWE STREET
HONOLULU, HI  96813

Click on Map ID to see full detail.

MAP RELATIVE DIST (ft. & mi.)
ID DATABASE ACRONYMS ELEVATION DIRECTIONSITE NAME ADDRESS
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J77 NORTHLAND SERVICES, 521 ALA MOANA BLVD RCRA NonGen / NLR Higher 1023, 0.194, West

O76 740  AUAHI ST EDR US Hist Auto Stat Higher 1004, 0.190, South

Q75 330  CORAL ST EDR US Hist Auto Stat Higher 987, 0.187, SSW

K74 753  QUEEN ST EDR US Hist Auto Stat Higher 983, 0.186, ESE

P73 DAGS - AUTOMOTIVE MA 869A PUNCHBOWL ST HI LUST, HI UST, HI Financial Assurance Higher 972, 0.184, North

P72 HAWAII BELT ROAD, SE 869 PUNCHBOWL STREET RCRA-CESQG, FINDS Higher 972, 0.184, North

P71 STATE OF HAWAII AUTO 869A PUNCHBOWL ST RCRA-CESQG Higher 972, 0.184, North

K70 RUBBER STAMP PLANTAT 746 ILANIWAI ST HI SHWS Higher 961, 0.182, ESE

L69 KAAHUMANU HALE 777 PUNCHBOWL ST HI UST Higher 958, 0.181, NW

O68 733  AUAHI ST EDR US Hist Auto Stat Higher 958, 0.181, South

K67 747  ILANIWAI ST EDR US Hist Auto Stat Higher 958, 0.181, ESE

M66 PIER 51A REROUTING P 760 HALEKAUWILA ST RCRA-SQG, FINDS Higher 957, 0.181, SE

L65 DAGS CSD KEELIKOLANI 830 PUNCHBOWL ST 4TH RCRA-CESQG, CA HAZNET Higher 954, 0.181, NNW

N64 U S DEPT OF JUSTICE 595 ALA MOANA BLVD RCRA NonGen / NLR Higher 937, 0.177, West

N63 595 ALA MOANA BLACK 595 ALA MOANA BLVD HI SHWS, HI SPILLS Higher 937, 0.177, West

N62 IMMIGRATION AND CUST 595 ALA MOANA BLVD RCRA NonGen / NLR Higher 937, 0.177, West

J61 FLAMINGO ENTERPRISES 574 ALA MOANA BLVD HI UST Higher 933, 0.177, West

K60 RAYMOND’S PAINTING C 738 QUEEN ST RCRA NonGen / NLR, FINDS Higher 918, 0.174, ESE

K59 734  ILANIWAI ST EDR US Hist Auto Stat Higher 909, 0.172, ESE

G58 703  KAWAIAHAO ST EDR US Hist Auto Stat Higher 906, 0.172, East

H57 J’S AUTOMOTIVE 721 AUAHI ST RCRA NonGen / NLR, FINDS Higher 876, 0.166, South

M56 COOKE STREET LEAD CO 501 COOKE ST HI SHWS, HI ENG CONTROLS, HI INST CONTROL Higher 811, 0.154, SSE

M55 HAWAII COMMUNITY DEV 524 COOKE ST HI UST Higher 791, 0.150, SSE

G54 716  QUEEN ST EDR US Hist Auto Stat Higher 786, 0.149, East

I53 WORD OF LIFE CHRISTI 544 QUEEN ST RCRA-SQG, FINDS Higher 781, 0.148, North

M52 HAWAII COMMUNITY DEV 548 COOKE ST HI LUST, HI UST Higher 777, 0.147, SE

M51 548 COOKE ST 548 COOKE ST RCRA NonGen / NLR, FINDS Higher 777, 0.147, SE

L50 AIR FLO EXPRESS INC 525 HALEKAUWILA STRE RCRA NonGen / NLR, FINDS Higher 767, 0.145, NNW

K49 W H FIDDLER CO LTD 611 COOKE ST RCRA NonGen / NLR, FINDS Higher 753, 0.143, ESE

K48 611  COOKE ST EDR US Hist Auto Stat Higher 753, 0.143, ESE

J47 LONGS DRUG STORES NO 500 ALA MOANA BOULEV RCRA-CESQG, FINDS Higher 733, 0.139, WNW

J46 500  ALA MOANA BLVD EDR US Hist Auto Stat Higher 733, 0.139, WNW

J45 A T & T COMMUNICATIO 500 ALA MOANA BLVD. HI UST, HI Financial Assurance Higher 733, 0.139, WNW

F44 KYLES SVC 869 KAWAIHAAO RCRA NonGen / NLR, FINDS Higher 724, 0.137, ENE

H43 687  AUAHI ST EDR US Hist Auto Stat Higher 718, 0.136, SSW

E42 575  COOKE ST EDR US Hist Auto Stat Higher 717, 0.136, ESE

H41 685  AUAHI ST EDR US Hist Auto Stat Higher 714, 0.135, SSW

E40 614  COOKE ST EDR US Hist Auto Stat Higher 706, 0.134, ESE

H39 674  AUAHI ST EDR US Hist Auto Stat Higher 685, 0.130, SSW

MAPPED SITES SUMMARY

Target Property Address:
500 KEAWE STREET
HONOLULU, HI  96813

Click on Map ID to see full detail.

MAP RELATIVE DIST (ft. & mi.)
ID DATABASE ACRONYMS ELEVATION DIRECTIONSITE NAME ADDRESS
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T116 HONOLULU SHIP SUPPLY 834 POHUKAINA ST HI LUST, HI UST Higher 1348, 0.255, SSE

U115 828  ILANIWAI ST EDR US Hist Auto Stat Higher 1317, 0.249, ESE

U114 825  ILANIWAI ST EDR US Hist Auto Stat Higher 1297, 0.246, ESE

U113 HAWAII INSTRUMENTATI 822 HALEKAUWILA ST HI SHWS, HI SPILLS, HI ENG CONTROLS, HI INST... Higher 1294, 0.245, SE

X112 PRINCE KUHIO FEDERAL 300 ALA MOANA BLVD HI UST, HI Financial Assurance Higher 1271, 0.241, NW

X111 PJKK FEDERAL BLDG AN 300 ALA MOANA BLVD RCRA-CESQG, FINDS Higher 1271, 0.241, NW

X110 KURE ATOLL, U.S. COA 300 ALA MOANA BLVD, CERCLIS, HI SPILLS Higher 1271, 0.241, NW

X109 USCG 300 ALA MOANA NO 813 RCRA NonGen / NLR Higher 1271, 0.241, NW

P108 KAPUAIWA BUILDING 426 QUEEN STREET RCRA-CESQG, FINDS Higher 1264, 0.239, North

S107 812  QUEEN ST EDR US Hist Auto Stat Higher 1261, 0.239, ESE

W106 UNDERGROUND HOISTS 744 ALA MOANA BLVD HI SHWS, HI SPILLS, HI INST CONTROL Higher 1259, 0.238, South

W105 FORMER SHELLY MOTORS 744 ALA MOANA BLVD HI LUST, HI UST Higher 1259, 0.238, South

W104 LEXUS OF HAWAII 744 ALA MOANA BLVD RCRA-CESQG, FINDS Higher 1259, 0.238, South

U103 814  ILANIWAI ST EDR US Hist Auto Stat Higher 1255, 0.238, ESE

U102 812  ILANIWAI ST EDR US Hist Auto Stat Higher 1247, 0.236, ESE

V101 437  KOULA ST EDR US Hist Auto Stat Higher 1231, 0.233, South

Q100 HONOLULU FORD 711 ALA MOANA BLVD RCRA-CESQG, FINDS, HI LUST, HI UST, HI Financial... Higher 1210, 0.229, SSW

V99 441  KOULA ST EDR US Hist Auto Stat Higher 1205, 0.228, South

O98 328  COOKE ST EDR US Hist Auto Stat Higher 1189, 0.225, SSW

U97 TODOKI MACHINE & MAR 810 HALEKAUWILA ST HI UST Higher 1151, 0.218, SE

Q96 704  ALA MOANA BLVD EDR US Hist Auto Stat Higher 1140, 0.216, SSW

Q95 THEO DAVIES EUROMOTO 704 ALA MOANA BLVD RCRA NonGen / NLR, HI LUST, HI UST Higher 1140, 0.216, SSW

S94 SZYMANSKI PROPERTIES 757 KAWAIAHAO ST RCRA NonGen / NLR, FINDS Higher 1135, 0.215, East

S93 757  KAWAIAHAO ST EDR US Hist Auto Stat Higher 1135, 0.215, East

S92 SZYMANSKI PROPERTIES 757 KAWAIAHAO ST HI LUST, HI UST Higher 1135, 0.215, East

T91 805  POHUKAINA ST EDR US Hist Auto Stat Higher 1122, 0.213, SSE

90 550  KAWAIAHAO ST EDR US Hist Auto Stat Higher 1118, 0.212, NE

Q89 325  LANA LN EDR US Hist Auto Stat Higher 1112, 0.211, SSW

S88 764  KAWAIAHAO ST EDR US Hist Auto Stat Higher 1070, 0.203, East

S87 SPRINT 762 QUEEN ST RCRA-CESQG, FINDS Higher 1069, 0.202, ESE

S86 762  QUEEN ST EDR US Hist Auto Stat Higher 1069, 0.202, ESE

Q85 677  ALA MOANA BLVD EDR US Hist Auto Stat Higher 1068, 0.202, SW

R84 607  ALA MOANA BLVD EDR US Hist Auto Stat Higher 1047, 0.198, WSW

R83 CONTRACTORS EQUIPMEN 607 ALA MOANA BOULEV RCRA NonGen / NLR Higher 1047, 0.198, WSW

R82 HAWAII STATE OF 607 ALA MOANA BLVD RCRA NonGen / NLR, FINDS, CA HAZNET Higher 1047, 0.198, WSW

K81 766  ILANIWAI ST EDR US Hist Auto Stat Higher 1047, 0.198, ESE

O80 ARA SERVICES INC. 746 AUAHI ST HI LUST, HI UST Higher 1044, 0.198, South

O79 FULLER OBRIEN PAINTS 746 AUAHI ST RCRA NonGen / NLR, FINDS Higher 1044, 0.198, South

K78 765  QUEEN ST EDR US Hist Auto Stat Higher 1037, 0.196, ESE

MAPPED SITES SUMMARY

Target Property Address:
500 KEAWE STREET
HONOLULU, HI  96813

Click on Map ID to see full detail.

MAP RELATIVE DIST (ft. & mi.)
ID DATABASE ACRONYMS ELEVATION DIRECTIONSITE NAME ADDRESS
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155 PACIFIC GUARDIAN CEN 733 BISHOP STMAUKA T HI LUST, HI UST, HI Financial Assurance Higher 2114, 0.400, NNW

AH154TESORO 2GO # 61024 759 S KING ST HI LUST, HI UST, HI SPILLS, HI Financial Assurance Higher 2111, 0.400, ENE

153 MTL BUS FACILITY 1133 ALAPAI ST HI LUST, HI UST Higher 2078, 0.394, ENE

AG152WARD AVE SHELL 520 WARD AVE HI LUST, HI UST, HI Financial Assurance Higher 2056, 0.389, ESE

151 MATSON TERMINALS INC PIER 52, SAND ISLAND HI LUST, HI UST Higher 2016, 0.382, North

AE150HAWAIIAN HARDWOOD CO 935 QUEEN ST HI LUST, HI UST Higher 1988, 0.377, ESE

AF149 SHELLY MOTORS INC. 830 KAPIOLANI BLVD HI LUST, HI UST Higher 1973, 0.374, East

AF148 HECO SOIL CONTAMINAT CHAPIN LN & KAPIOLAN HI SHWS, HI ENG CONTROLS, HI INST CONTROL Higher 1960, 0.371, East

AE147420 WARD AVE 420 WARD AVE/901 ILA HI LUST, HI UST, HI SPILLS Higher 1954, 0.370, SE

146 GEM DEPT 333 WARD AVE HI LUST, HI UST Higher 1941, 0.368, SE

145 KAKA’AKO SITE: UNIT BORDERED W BY AHUI S US BROWNFIELDS, FINDS Higher 1928, 0.365, South

AD144FORMER "HOTEL - YOUN 825 KAPIOLANI BLVD HI LUST, HI UST Higher 1874, 0.355, East

AD143CHUEI SHOKOH, INC. 825 KAPIOLANI BLVD HI SHWS, HI SPILLS, HI ENG CONTROLS, HI INST... Higher 1874, 0.355, East

142 HARBOR SQUARE ASSOCI 700 RICHARDS ST HI LUST, HI UST, HI Financial Assurance Higher 1831, 0.347, NNW

AC141K&Y AUTO SERVICE AND 902 KAWAIAHAO ST & 5 HI SHWS, HI SPILLS Higher 1825, 0.346, ESE

140 MELIM BLDG 333 QUEEN ST HI LUST, HI UST Higher 1775, 0.336, NNW

AD139SHELLY MAZDA SERVICE CHAPIN ST HI LUST, HI UST Higher 1744, 0.330, East

AD138BMW OF HONOLULU 777 KAPIOLANI BLVD HI SHWS, HI SPILLS, HI ENG CONTROLS, HI INST... Higher 1725, 0.327, East

AD137CHUEI SHOKO 777 KAPIOLANI BLVD HI LUST, HI UST Higher 1725, 0.327, East

136 NEW CITY NISSAN 900 ALA MOANA BLVD RCRA-CESQG, FINDS, HI LUST, HI UST, HI Financial... Higher 1691, 0.320, South

Z135 PRODUCE CENTER DEV.L 651 ILALO ST HI LUST, HI UST Higher 1667, 0.316, SW

Z134 HCDA/UH HEALTH AND W 651 ILALO ST HI SHWS, HI ENG CONTROLS, HI INST CONTROL Higher 1667, 0.316, SW

AC133H. HAMADA STORE INC. 885 QUEEN ST HI LUST, HI UST Higher 1611, 0.305, ESE

Z132 VERIZION HAWAII 207 KEAWE ST HI LUST, HI UST, HI Financial Assurance Higher 1606, 0.304, SW

Z131 ALA MOANA WASTEWATER 210 KEAWE ST HI SHWS, HI UST, HI INST CONTROL, HI Financial... Higher 1605, 0.304, SW

W130 CUTTER MOTOR CARS, I 800 ALA MOANA BLVD HI LUST, HI UST, HI Financial Assurance Higher 1494, 0.283, South

129 FORT ARMSTRONG PARKI BUFORD AND PLEASANTO HI LUST, HI UST Higher 1490, 0.282, West

AA128AMERICAN LINEN WAREH 837 KAWAIAHAO ST HI SHWS, HI SPILLS Higher 1482, 0.281, ESE

Y127 HECO PAD-MOUNTED #65 650 KAPIOLANI BLVD HI SHWS, HI SPILLS, HI INST CONTROL Higher 1470, 0.278, ENE

AA126HAWAIIAN SECURITIES 819, 835 AND 841 KAW HI LUST, HI UST Higher 1463, 0.277, ESE

AB125HD&C, 725 KAPIOLANI 725 KAPIOLANI BLVD HI SHWS, HI SPILLS, HI INST CONTROL Higher 1435, 0.272, East

AB124IMPERIAL PLAZA 725 KAPIOLANI BLVD HI LUST, HI UST Higher 1435, 0.272, East

AA123836 KAWAIAHAO STREET 836 KAWAIAHAO ST HI SHWS Higher 1431, 0.271, ESE

Z122 KAKAAKO PUMP STATION 240 KEAWE ST HI SHWS Higher 1431, 0.271, SW

Z121 HISTORIC ALA MOANA ( 240 KEAWE STREET US BROWNFIELDS, FINDS Higher 1431, 0.271, SW

W120 PFLUEGER ACURA 777 ALA MOANA BLVD HI LUST, HI UST, HI SPILLS Higher 1429, 0.271, South

W119 FULLER O’BRIEN PAINT 770 ALA MOANA BLVD HI LUST, HI UST Higher 1418, 0.269, South

Y118 HAWAII NEWSPAPER AGE 605 KAPIOLANI BLVD HI SHWS, HI LUST, HI UST, HI SPILLS, HI ENG... Higher 1396, 0.264, ENE

R117 KAKA’AKO MAKAI PARCE FORREST AVENUE US BROWNFIELDS, FINDS Higher 1359, 0.257, SW

MAPPED SITES SUMMARY

Target Property Address:
500 KEAWE STREET
HONOLULU, HI  96813

Click on Map ID to see full detail.

MAP RELATIVE DIST (ft. & mi.)
ID DATABASE ACRONYMS ELEVATION DIRECTIONSITE NAME ADDRESS
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194 EVERSHINE X 1230 KAPIOLANI BLVD HI SHWS, HI VCP Higher 4465, 0.846, ESE

193 KEKAULIKE DIAMOND HE 163 N HOTEL ST HI SHWS, HI SPILLS Higher 4452, 0.843, NNW

192 KOOLANI TOWER PROJEC 1189 WAIMANU ST HI SHWS, HI SPILLS, HI ENG CONTROLS, HI INST... Higher 4051, 0.767, SE

191 YEE HOP BUILDING MAU 950 MAUNAKEA ST HI SHWS Higher 4018, 0.761, NNW

190 AUXILIARY SERVICES - 1039 S KING ST HI SHWS, HI UST, HI Financial Assurance Higher 3870, 0.733, East

AM189RESERVE HOUSING TOWE 1141 WAIMANU ST HI SHWS, HI SPILLS Higher 3735, 0.707, SE

188 1510 FREAR STREET 1510 FREAR ST HI SHWS, HI SPILLS Higher 3625, 0.687, NE

187 U.S. COAST GUARD BAS 400 SAND ISLAND PARK HI SHWS, HI LUST, HI UST, HI SPILLS, HI Financial... Higher 3534, 0.669, West

AM186SELF STORAGE 1 438 KAMAKEE ST HI SHWS, HI SPILLS Higher 3416, 0.647, SE

185 CAPITOL PLACE DEVELO 1212 QUEEN EMMA ST HI SHWS Higher 3195, 0.605, North

184 JAS W GLOVER LTD 1046 WAIMAMU ST RCRA NonGen / NLR, FINDS, HI SHWS, HI LUST, HI UST Higher 3088, 0.585, ESE

183 HARBOR COURT 66 QUEEN ST HI SHWS Higher 3006, 0.569, NNW

AL182 KAKAAKO BROWNFIELD P 59 AHUI ST HI SHWS, HI ENG CONTROLS, HI INST CONTROL Higher 2955, 0.560, South

181 QUEEN’S MEDICAL CENT 1301 PUNCHBOWL ST HI SHWS, HI LUST, HI UST, HI AIRS Higher 2916, 0.552, NNE

180 PACIFICA CONDOMINIUM 1009 KAPIOLANI BLVD HI SHWS, HI LUST Higher 2892, 0.548, ESE

AL179 KAKAAKO MAKAI DISTRI AHUI ST, OHE ST, ILA HI SHWS, HI ENG CONTROLS, HI INST CONTROL Higher 2847, 0.539, South

AK178801 SOUTH HOTEL STRE 801 S HOTEL ST HI SHWS Higher 2733, 0.518, ENE

AL177 C&C WASTE WATER DIVI 98 KOULA ST HI SHWS Higher 2733, 0.518, SSW

176 PACIFIC LIGHT NET 737 BISHOP STREET HI LUST, HI UST, HI Financial Assurance Higher 2495, 0.473, NNW

175 C&CH BOARD OF WATER 630 S BERETANIA ST HI LUST, HI UST, HI Financial Assurance Higher 2482, 0.470, NE

174 HECO WARD AVE COMPLE 820 WARD AVE HI LUST, HI UST, HI Financial Assurance Higher 2477, 0.469, East

AK173SCAN LINE BUILDING 788 S KING ST HI LUST, HI UST Higher 2473, 0.468, ENE

172 KEWALO INCINERATOR A 111 OHE ST HI SHWS, HI SPILLS, HI INST CONTROL Higher 2451, 0.464, SSW

AH171ONE ARCHER LANE (FOR 809 S KING ST HI LUST, HI UST Higher 2393, 0.453, ENE

170 CENTRAL PACIFIC BANK 220 S KING ST HI LUST, HI UST, HI Financial Assurance Higher 2369, 0.449, North

AH169ONE ARCHER LANE 801 S KING ST HI SHWS, HI SPILLS Higher 2361, 0.447, ENE

AG168HAWAII OPERA THEATER 962 KAWAIAHAO ST HI SHWS, HI SPILLS, HI ENG CONTROLS, HI INST... Higher 2308, 0.437, ESE

167 HAWAIIAN ELECTRIC - 170 ALA MOANA BOULEV RCRA-TSDF, CERC-NFRAP, CORRACTS, RCRA-CESQG, HI...Higher 2299, 0.435, NW

166 RAY’S AUTO SERVICE 959 QUEEN ST HI LUST, HI UST Higher 2290, 0.434, SE

165 C&CH ELECTRICAL & MA 160 KOULA ST HI LUST, HI UST, HI Financial Assurance Higher 2285, 0.433, South

AJ164 SYMPHONY PARK 850 KAPIOLANI BLVD HI SHWS, HI SPILLS Higher 2282, 0.432, ESE

AJ163 SYMPHONY PARK WARD AVE & KAPIOLANI CERC-NFRAP Higher 2282, 0.432, ESE

AJ162 KAPIOLANI BOWL KAPIOLANI BLVD X WAR HI LUST, HI UST Higher 2273, 0.430, ESE

161 ROBERTS HAWAII TOURS 759 KELIKOI ST HI LUST, HI UST Higher 2228, 0.422, SSW

160 TESORO GAS EXPRESS 1 940 AUAHI ST HI LUST, HI UST, HI Financial Assurance Higher 2225, 0.421, SSE

159 KALANIMOKU BLDG TMK 2-1-24:011151 PU HI LUST, HI UST Higher 2211, 0.419, NNE

158 KEWALO INCINERATOR L 709 KELIKOI ST HI SHWS, HI ENG CONTROLS, HI INST CONTROL Higher 2202, 0.417, SW

AI157 KAKA’AKO SITE: UNIT 1011 ALA MOANA BLVD US BROWNFIELDS, FINDS Higher 2131, 0.404, SSE

AI156 WRAF - HAWAIIAN TUNA 1011 ALA MOANA BLVD HI SHWS, HI LUST, HI UST, HI ENG CONTROLS, HI... Higher 2130, 0.403, SSE

MAPPED SITES SUMMARY

Target Property Address:
500 KEAWE STREET
HONOLULU, HI  96813

Click on Map ID to see full detail.

MAP RELATIVE DIST (ft. & mi.)
ID DATABASE ACRONYMS ELEVATION DIRECTIONSITE NAME ADDRESS



4289921.2s   Page  7

AN203IWILEI PROJECT SITE IWILEI RD & N KING S HI SHWS Higher 5192, 0.983, NNW

202 1012 PIIKOI STREET, 1012 PIIKOI ST HI SHWS, HI SPILLS Higher 5104, 0.967, East

201 TOWN INN 248-258 N BERETANIA HI SHWS, HI INST CONTROL, HI VCP Higher 5003, 0.948, North

AN200215 NORTH KING STREE 215 N KING ST HI SHWS Higher 5002, 0.947, NNW

199 1310 PENSACOLA STREE 1310 PENSACOLA ST HI SHWS Higher 4974, 0.942, East

198 CENPAC PROPERTIES - 615 PIIKOI ST HI SHWS, HI LUST, HI UST, HI SPILLS, HI Financial... Higher 4877, 0.924, ESE

197 AWA WASTEWATER PUMP 190 N NIMITZ HWY HI SHWS, HI SPILLS Lower 4857, 0.920, NNW

196 SAND ISLAND BUSINESS 1020 ULUPONO ST HI SHWS, HI SPILLS Higher 4782, 0.906, WNW

195 DURANT PROPERTIES 1235 KONA ST HI SHWS, HI INST CONTROL Higher 4550, 0.862, ESE

MAPPED SITES SUMMARY

Target Property Address:
500 KEAWE STREET
HONOLULU, HI  96813

Click on Map ID to see full detail.

MAP RELATIVE DIST (ft. & mi.)
ID DATABASE ACRONYMS ELEVATION DIRECTIONSITE NAME ADDRESS
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TARGET PROPERTY SEARCH RESULTS

The target property was not listed in any of the databases searched by EDR.

DATABASES WITH NO MAPPED SITES

No mapped sites were found in EDR’s search of available ("reasonably ascertainable ") government
records either on the target property or within the search radius around the target property for the
following databases:

STANDARD ENVIRONMENTAL RECORDS

Federal NPL site list

NPL National Priority List
Proposed NPL Proposed National Priority List Sites
NPL LIENS Federal Superfund Liens

Federal Delisted NPL site list

Delisted NPL National Priority List Deletions

Federal CERCLIS list

FEDERAL FACILITY Federal Facility Site Information listing

Federal RCRA generators list

RCRA-LQG RCRA - Large Quantity Generators

Federal institutional controls / engineering controls registries

US ENG CONTROLS Engineering Controls Sites List
US INST CONTROL Sites with Institutional Controls
LUCIS Land Use Control Information System

Federal ERNS list

ERNS Emergency Response Notification System

State and tribal landfill and/or solid waste disposal site lists

HI SWF/LF Permitted Landfills in the State of Hawaii

State and tribal leaking storage tank lists

INDIAN LUST Leaking Underground Storage Tanks on Indian Land

State and tribal registered storage tank lists

INDIAN UST Underground Storage Tanks on Indian Land
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FEMA UST Underground Storage Tank Listing

State and tribal voluntary cleanup sites

INDIAN VCP Voluntary Cleanup Priority Listing

ADDITIONAL ENVIRONMENTAL RECORDS

Local Lists of Landfill / Solid Waste Disposal Sites

DEBRIS REGION 9 Torres Martinez Reservation Illegal Dump Site Locations
ODI Open Dump Inventory
INDIAN ODI Report on the Status of Open Dumps on Indian Lands

Local Lists of Hazardous waste / Contaminated Sites

US CDL Clandestine Drug Labs
HI CDL Clandestine Drug Lab Listing
US HIST CDL National Clandestine Laboratory Register

Local Land Records

LIENS 2 CERCLA Lien Information

Records of Emergency Release Reports

HMIRS Hazardous Materials Information Reporting System
HI SPILLS 90 SPILLS 90 data from FirstSearch

Other Ascertainable Records

DOT OPS Incident and Accident Data
FUDS Formerly Used Defense Sites
CONSENT Superfund (CERCLA) Consent Decrees
ROD Records Of Decision
UMTRA Uranium Mill Tailings Sites
US MINES Mines Master Index File
TRIS Toxic Chemical Release Inventory System
TSCA Toxic Substances Control Act
FTTS FIFRA/ TSCA Tracking System - FIFRA (Federal Insecticide, Fungicide, & Rodenticide
                                                Act)/TSCA (Toxic Substances Control Act)
HIST FTTS FIFRA/TSCA Tracking System Administrative Case Listing
SSTS Section 7 Tracking Systems
ICIS Integrated Compliance Information System
PADS PCB Activity Database System
MLTS Material Licensing Tracking System
RADINFO Radiation Information Database
RAATS RCRA Administrative Action Tracking System
RMP Risk Management Plans
HI UIC Underground Injection Wells Listing
HI DRYCLEANERS Permitted Drycleaner Facility Listing
INDIAN RESERV Indian Reservations
SCRD DRYCLEANERS State Coalition for Remediation of Drycleaners Listing
LEAD SMELTERS Lead Smelter Sites
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PRP Potentially Responsible Parties
COAL ASH DOE Steam-Electric Plant Operation Data
US AIRS Aerometric Information Retrieval System Facility Subsystem
COAL ASH EPA Coal Combustion Residues Surface Impoundments List
PCB TRANSFORMER PCB Transformer Registration Database
US FIN ASSUR Financial Assurance Information
EPA WATCH LIST EPA WATCH LIST

EDR HIGH RISK HISTORICAL RECORDS

EDR Exclusive Records

EDR MGP EDR Proprietary Manufactured Gas Plants
EDR US Hist Cleaners EDR Exclusive Historic Dry Cleaners

EDR RECOVERED GOVERNMENT ARCHIVES

Exclusive Recovered Govt. Archives

HI RGA LF Recovered Government Archive Solid Waste Facilities List
HI RGA LUST Recovered Government Archive Leaking Underground Storage Tank
HI RGA HWS Recovered Government Archive State Hazardous Waste Facilities List

SURROUNDING SITES: SEARCH RESULTS

Surrounding sites were identified in the following databases.

Elevations have been determined from the USGS Digital Elevation Model and should be evaluated on
a relative (not an absolute) basis. Relative elevation information between sites of close proximity
should be field verified. Sites with an elevation equal to or higher than the target property have been
differentiated below from sites with an elevation lower than the target property.
Page numbers and map identification numbers refer to the EDR Radius Map report where detailed
data on individual sites can be reviewed.

Sites listed in bold italics are in multiple databases.

Unmappable (orphan) sites are not considered in the foregoing analysis.

STANDARD ENVIRONMENTAL RECORDS

Federal CERCLIS list

CERCLIS: The Comprehensive Environmental Response, Compensation and Liability Information System
contains data on potentially hazardous waste sites that have been reported to the USEPA by states,
municipalities, private companies and private persons, pursuant to Section 103 of the Comprehensive
Environmental Response, Compensation and Liability Act (CERCLA). CERCLIS contains sites which are either
proposed to or on the National Priorities List (NPL) and sites which are in the screening and assessment phase
for possible inclusion on the NPL.

     A review of the CERCLIS list, as provided by EDR, and dated 10/25/2013 has revealed that there is 1
     CERCLIS site  within approximately  0.5 miles of the target property.

PageMap IDDirection / Distance     Address     Equal/Higher Elevation     ____________________      ________  ___________________ _____ _____

     KURE ATOLL, U.S. COA   300 ALA MOANA BLVD, NW 1/8 - 1/4 (0.241 mi.) X110 109
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Federal CERCLIS NFRAP site List

CERC-NFRAP: Archived sites are sites that have been removed and archived from the inventory of CERCLIS
sites. Archived status indicates that, to the best of EPA’s knowledge, assessment at a site has been completed
and that EPA has determined no further steps will be taken to list this site on the National Priorities List
(NPL), unless information indicates this decision was not appropriate or other considerations require a
recommendation for listing at a later time. This decision does not necessarily mean that there is no hazard
associated with a given site; it only means that, based upon available information, the location is not judged
to be a potential NPL site.

     A review of the CERC-NFRAP list, as provided by EDR, and dated 10/25/2013 has revealed that there are
     4 CERC-NFRAP sites within approximately  0.5 miles of the target property.

PageMap IDDirection / Distance     Address     Equal/Higher Elevation     ____________________      ________  ___________________ _____ _____

     AMELCO CORPORATION   645 HALEKAUWILA STRE ENE 0 - 1/8 (0.002 mi.) A1 7
     QUEEN EMMALANI TOWER   600 QUEEN ST NE 0 - 1/8 (0.102 mi.) F22 27
     SYMPHONY PARK   WARD AVE & KAPIOLANI ESE 1/4 - 1/2 (0.432 mi.) AJ163 182
     HAWAIIAN ELECTRIC -   170 ALA MOANA BOULEV NW 1/4 - 1/2 (0.435 mi.) 167 186

Federal RCRA CORRACTS facilities list

CORRACTS: CORRACTS is a list of handlers with RCRA Corrective Action Activity. This report shows
which nationally-defined corrective action core events have occurred for every handler that has had corrective
action activity.

     A review of the CORRACTS list, as provided by EDR, and dated 12/09/2014 has revealed that there is 1
     CORRACTS site  within approximately 1 mile  of the target property.

PageMap IDDirection / Distance     Address     Equal/Higher Elevation     ____________________      ________  ___________________ _____ _____

     HAWAIIAN ELECTRIC -   170 ALA MOANA BOULEV NW 1/4 - 1/2 (0.435 mi.) 167 186

Federal RCRA non-CORRACTS TSD facilities list

RCRA-TSDF: RCRAInfo is EPA’s comprehensive information system, providing access to data supporting
the Resource Conservation and Recovery Act (RCRA) of 1976 and the Hazardous and Solid Waste Amendments (HSWA)
of 1984.  The database includes selective information on sites which generate, transport, store, treat and/or
dispose of hazardous waste as defined by the Resource Conservation and Recovery Act (RCRA).  Transporters are
individuals or entities that move hazardous waste from the generator offsite to a facility that can recycle,
treat, store, or dispose of the waste. TSDFs treat, store, or dispose of the waste.

     A review of the RCRA-TSDF list, as provided by EDR, and dated 12/09/2014 has revealed that there is 1
     RCRA-TSDF site  within approximately  0.5 miles of the target property.

PageMap IDDirection / Distance     Address     Equal/Higher Elevation     ____________________      ________  ___________________ _____ _____

     HAWAIIAN ELECTRIC -   170 ALA MOANA BOULEV NW 1/4 - 1/2 (0.435 mi.) 167 186
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Federal RCRA generators list

RCRA-SQG: RCRAInfo is EPA’s comprehensive information system, providing access to data supporting
the Resource Conservation and Recovery Act (RCRA) of 1976 and the Hazardous and Solid Waste Amendments (HSWA)
of 1984.  The database includes selective information on sites which generate, transport, store, treat and/or
dispose of hazardous waste as defined by the Resource Conservation and Recovery Act (RCRA).  Small quantity
generators (SQGs) generate between 100 kg and 1,000 kg of hazardous waste per month.

     A review of the RCRA-SQG list, as provided by EDR, and dated 12/09/2014 has revealed that there are 4
     RCRA-SQG sites within approximately  0.25 miles of the target property.

PageMap IDDirection / Distance     Address     Equal/Higher Elevation     ____________________      ________  ___________________ _____ _____

     APIC CORP   435 KEAWE ST SW 0 - 1/8 (0.075 mi.) D16 20
     ACME FENDER   565 HALEKAUWILA ST NNW 0 - 1/8 (0.091 mi.) C20 25
     WORD OF LIFE CHRISTI   544 QUEEN ST N 1/8 - 1/4 (0.148 mi.) I53 55
     PIER 51A REROUTING P   760 HALEKAUWILA ST SE 1/8 - 1/4 (0.181 mi.) M66 68

RCRA-CESQG: RCRAInfo is EPA’s comprehensive information system, providing access to data supporting
the Resource Conservation and Recovery Act (RCRA) of 1976 and the Hazardous and Solid Waste Amendments (HSWA)
of 1984.  The database includes selective information on sites which generate, transport, store, treat and/or
dispose of hazardous waste as defined by the Resource Conservation and Recovery Act (RCRA).  Conditionally
exempt small quantity generators (CESQGs) generate less than 100 kg of hazardous waste, or less than 1 kg of
acutely hazardous waste per month.

     A review of the RCRA-CESQG list, as provided by EDR, and dated 12/09/2014 has revealed that there are
     10 RCRA-CESQG sites within approximately  0.25 miles of the target property.

PageMap IDDirection / Distance     Address     Equal/Higher Elevation     ____________________      ________  ___________________ _____ _____

     MOTOR IMPORTS SERVIC   609 SOUTH ST N 0 - 1/8 (0.043 mi.) C9 12
     LONGS DRUG STORES NO   500 ALA MOANA BOULEV WNW 1/8 - 1/4 (0.139 mi.) J47 47
     DAGS CSD KEELIKOLANI   830 PUNCHBOWL ST 4TH NNW 1/8 - 1/4 (0.181 mi.) L65 66
     STATE OF HAWAII AUTO   869A PUNCHBOWL ST N 1/8 - 1/4 (0.184 mi.) P71 71
     HAWAII BELT ROAD, SE   869 PUNCHBOWL STREET N 1/8 - 1/4 (0.184 mi.) P72 73
     SPRINT   762 QUEEN ST ESE 1/8 - 1/4 (0.202 mi.) S87 88
     HONOLULU FORD   711 ALA MOANA BLVD SSW 1/8 - 1/4 (0.229 mi.) Q100 97
     LEXUS OF HAWAII   744 ALA MOANA BLVD S 1/8 - 1/4 (0.238 mi.) W104 102
     KAPUAIWA BUILDING   426 QUEEN STREET N 1/8 - 1/4 (0.239 mi.) P108 106
     PJKK FEDERAL BLDG AN   300 ALA MOANA BLVD NW 1/8 - 1/4 (0.241 mi.) X111 111

State- and tribal - equivalent CERCLIS

HI SHWS: The State Hazardous Waste Sites records are the states’ equivalent to CERCLIS. These sites
may or may not already be listed on the federal CERCLIS list. Priority sites planned for cleanup using state
funds (state equivalent of Superfund) are identified along with sites where cleanup will be paid for by
potentially responsible parties. The data come from the Department of Health.

     A review of the HI SHWS list, as provided by EDR, and dated 12/02/2014 has revealed that there are 52
     HI SHWS sites within approximately 1 mile  of the target property.

PageMap IDDirection / Distance     Address     Equal/Higher Elevation     ____________________      ________  ___________________ _____ _____

     QUEEN EMMALANI TOWER   600 QUEEN ST NE 0 - 1/8 (0.102 mi.) F22 27
     COOKE STREET LEAD CO   501 COOKE ST SSE 1/8 - 1/4 (0.154 mi.) M56 58
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PageMap IDDirection / Distance  Address     Equal/Higher Elevation     ____________________      ________  ___________________ _____ _____

     595 ALA MOANA BLACK   595 ALA MOANA BLVD W 1/8 - 1/4 (0.177 mi.) N63 64
     RUBBER STAMP PLANTAT   746 ILANIWAI ST ESE 1/8 - 1/4 (0.182 mi.) K70 70
     UNDERGROUND HOISTS   744 ALA MOANA BLVD S 1/8 - 1/4 (0.238 mi.) W106 104
     HAWAII INSTRUMENTATI   822 HALEKAUWILA ST SE 1/8 - 1/4 (0.245 mi.) U113 113
     HAWAII NEWSPAPER AGE   605 KAPIOLANI BLVD ENE 1/4 - 1/2 (0.264 mi.) Y118 119
     KAKAAKO PUMP STATION   240 KEAWE ST SW 1/4 - 1/2 (0.271 mi.) Z122 131
     836 KAWAIAHAO STREET   836 KAWAIAHAO ST ESE 1/4 - 1/2 (0.271 mi.) AA123 131
     HD&C, 725 KAPIOLANI   725 KAPIOLANI BLVD E 1/4 - 1/2 (0.272 mi.) AB125 133
     HECO PAD-MOUNTED #65   650 KAPIOLANI BLVD ENE 1/4 - 1/2 (0.278 mi.) Y127 134
     AMERICAN LINEN WAREH   837 KAWAIAHAO ST ESE 1/4 - 1/2 (0.281 mi.) AA128 136
     ALA MOANA WASTEWATER   210 KEAWE ST SW 1/4 - 1/2 (0.304 mi.) Z131 139
     HCDA/UH HEALTH AND W   651 ILALO ST SW 1/4 - 1/2 (0.316 mi.) Z134 142
     BMW OF HONOLULU   777 KAPIOLANI BLVD E 1/4 - 1/2 (0.327 mi.) AD138 148
     K&Y AUTO SERVICE AND   902 KAWAIAHAO ST & 5 ESE 1/4 - 1/2 (0.346 mi.) AC141 151
     CHUEI SHOKOH, INC.   825 KAPIOLANI BLVD E 1/4 - 1/2 (0.355 mi.) AD143 153
     HECO SOIL CONTAMINAT   CHAPIN LN & KAPIOLAN E 1/4 - 1/2 (0.371 mi.) AF148 159
     WRAF - HAWAIIAN TUNA   1011 ALA MOANA BLVD SSE 1/4 - 1/2 (0.403 mi.) AI156 172
     KEWALO INCINERATOR L   709 KELIKOI ST SW 1/4 - 1/2 (0.417 mi.) 158 176
     SYMPHONY PARK   850 KAPIOLANI BLVD ESE 1/4 - 1/2 (0.432 mi.) AJ164 182
     HAWAIIAN ELECTRIC -   170 ALA MOANA BOULEV NW 1/4 - 1/2 (0.435 mi.) 167 186
     HAWAII OPERA THEATER   962 KAWAIAHAO ST ESE 1/4 - 1/2 (0.437 mi.) AG168 199
     ONE ARCHER LANE   801 S KING ST ENE 1/4 - 1/2 (0.447 mi.) AH169 200
     KEWALO INCINERATOR A   111 OHE ST SSW 1/4 - 1/2 (0.464 mi.) 172 204
     C&C WASTE WATER DIVI   98 KOULA ST SSW 1/2 - 1 (0.518 mi.) AL177 214
     801 SOUTH HOTEL STRE   801 S HOTEL ST ENE 1/2 - 1 (0.518 mi.) AK178 215
     KAKAAKO MAKAI DISTRI   AHUI ST, OHE ST, ILA S 1/2 - 1 (0.539 mi.) AL179 216
     PACIFICA CONDOMINIUM   1009 KAPIOLANI BLVD ESE 1/2 - 1 (0.548 mi.) 180 217
     QUEEN’S MEDICAL CENT   1301 PUNCHBOWL ST NNE 1/2 - 1 (0.552 mi.) 181 218
     KAKAAKO BROWNFIELD P   59 AHUI ST S 1/2 - 1 (0.560 mi.) AL182 220
     HARBOR COURT   66 QUEEN ST NNW 1/2 - 1 (0.569 mi.) 183 221
     JAS W GLOVER LTD   1046 WAIMAMU ST ESE 1/2 - 1 (0.585 mi.) 184 222
     CAPITOL PLACE DEVELO   1212 QUEEN EMMA ST N 1/2 - 1 (0.605 mi.) 185 225
     SELF STORAGE 1   438 KAMAKEE ST SE 1/2 - 1 (0.647 mi.) AM186 226
     U.S. COAST GUARD BAS   400 SAND ISLAND PARK W 1/2 - 1 (0.669 mi.) 187 227
     1510 FREAR STREET   1510 FREAR ST NE 1/2 - 1 (0.687 mi.) 188 232
     RESERVE HOUSING TOWE   1141 WAIMANU ST SE 1/2 - 1 (0.707 mi.) AM189 233
     AUXILIARY SERVICES -   1039 S KING ST E 1/2 - 1 (0.733 mi.) 190 234
     YEE HOP BUILDING MAU   950 MAUNAKEA ST NNW 1/2 - 1 (0.761 mi.) 191 236
     KOOLANI TOWER PROJEC   1189 WAIMANU ST SE 1/2 - 1 (0.767 mi.) 192 237
     KEKAULIKE DIAMOND HE   163 N HOTEL ST NNW 1/2 - 1 (0.843 mi.) 193 238
     EVERSHINE X   1230 KAPIOLANI BLVD ESE 1/2 - 1 (0.846 mi.) 194 239
     DURANT PROPERTIES   1235 KONA ST ESE 1/2 - 1 (0.862 mi.) 195 240
     SAND ISLAND BUSINESS   1020 ULUPONO ST WNW 1/2 - 1 (0.906 mi.) 196 241
     CENPAC PROPERTIES -   615 PIIKOI ST ESE 1/2 - 1 (0.924 mi.) 198 243
     1310 PENSACOLA STREE   1310 PENSACOLA ST E 1/2 - 1 (0.942 mi.) 199 245
     215 NORTH KING STREE   215 N KING ST NNW 1/2 - 1 (0.947 mi.) AN200 246
     TOWN INN   248-258 N BERETANIA N 1/2 - 1 (0.948 mi.) 201 247
     1012 PIIKOI STREET,   1012 PIIKOI ST E 1/2 - 1 (0.967 mi.) 202 248
     IWILEI PROJECT SITE   IWILEI RD & N KING S NNW 1/2 - 1 (0.983 mi.) AN203 250

PageMap IDDirection / Distance     Address     Lower Elevation     ____________________      ________  ___________________ _____ _____

     AWA WASTEWATER PUMP   190 N NIMITZ HWY NNW 1/2 - 1 (0.920 mi.) 197 242
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State and tribal leaking storage tank lists

HI LUST: The Leaking Underground Storage Tank Incident Reports contain an inventory of reported
leaking underground storage tank incidents. The data come from the Department of Health’s Active Leaking
Underground Storage Tank Log Listing.

     A review of the HI LUST list, as provided by EDR, and dated 03/02/2015 has revealed that there are 61
     HI LUST sites within approximately  0.5 miles of the target property.

PageMap IDDirection / Distance     Address     Equal/Higher Elevation     ____________________      ________  ___________________ _____ _____

     INTERNATIONAL LIFE S   633 HALEKAUWILA ST ENE 0 - 1/8 (0.002 mi.) A2 8
Release ID: 930109
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-102759

     TIRE RECAP SERVICE   526 KEAWE ST S 0 - 1/8 (0.003 mi.) B4 9
Release ID: 930108
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-102758

     AMELCO BUILDING (SER   603 HALEKAUWILA ST N 0 - 1/8 (0.036 mi.) C6 11
Release ID: 930106
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-101356

     MOTOR IMPORTS SERVIC   609 SOUTH ST N 0 - 1/8 (0.043 mi.) C9 12
Release ID: 970114
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-100879

     EUROCARE/KEICO PACIF   545 SOUTH ST NNW 0 - 1/8 (0.045 mi.) C12 17
Release ID: 930110
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-102760

     CBI, INC   614 SOUTH ST N 0 - 1/8 (0.048 mi.) C13 17
Release ID: 910091
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-102467

     C&CH KAKAAKO FIRE DE   620 SOUTH ST NNE 0 - 1/8 (0.052 mi.) C14 18
Release ID: 990209
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-100074

     GENSIRO KAWAMOTO   630 KEAWE ST ENE 0 - 1/8 (0.060 mi.) A15 19
Release ID: 940173
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-102965

     REED LANE WAREHOUSE   556 REED LN NW 0 - 1/8 (0.080 mi.) 17 22
Release ID: 990222
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-103537

     GENSIRO KAWAMOTO   627 QUEEN ST NE 0 - 1/8 (0.100 mi.) F21 26
Release ID: 940174
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-102963

     POHULANI ELDERLY PRO   677 QUEEN ST ENE 0 - 1/8 (0.103 mi.) F24 32
Release ID: 910006
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-101396
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     K & Y CHEVRON 91524   571 S QUEEN ST NNE 0 - 1/8 (0.108 mi.) F26 33
Release ID: 020041
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-101107

     LEX BRODIE TIRE CO.   701 S QUEEN ST E 0 - 1/8 (0.110 mi.) G28 35
Release ID: 910036
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-102200

     C&CH KAKAAKO FIRE ST   555 QUEEN ST NNE 0 - 1/8 (0.115 mi.) I31 37
Release ID: 940155
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-100075

     AAA HAWAII BUILDING   590 QUEEN ST NE 0 - 1/8 (0.116 mi.) F32 38
Release ID: 980195
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-100155

     HAWAII COMMUNITY DEV   548 COOKE ST SE 1/8 - 1/4 (0.147 mi.) M52 54
Release ID: 910060
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-102418

     DAGS - AUTOMOTIVE MA   869A PUNCHBOWL ST N 1/8 - 1/4 (0.184 mi.) P73 75
Release ID: 870009
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-100189

     ARA SERVICES INC.   746 AUAHI ST S 1/8 - 1/4 (0.198 mi.) O80 81
Release ID: 920084
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-102521

     SZYMANSKI PROPERTIES   757 KAWAIAHAO ST E 1/8 - 1/4 (0.215 mi.) S92 91
Release ID: 030043
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-103765

     THEO DAVIES EUROMOTO   704 ALA MOANA BLVD SSW 1/8 - 1/4 (0.216 mi.) Q95 94
Release ID: 920169
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-101329

     HONOLULU FORD   711 ALA MOANA BLVD SSW 1/8 - 1/4 (0.229 mi.) Q100 97
Release ID: 050036
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-100937

     FORMER SHELLY MOTORS   744 ALA MOANA BLVD S 1/8 - 1/4 (0.238 mi.) W105 104
Release ID: 890036
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-102163

     HONOLULU SHIP SUPPLY   834 POHUKAINA ST SSE 1/4 - 1/2 (0.255 mi.) T116 116
Release ID: 940090
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-103735

     HAWAII NEWSPAPER AGE   605 KAPIOLANI BLVD ENE 1/4 - 1/2 (0.264 mi.) Y118 119
Release ID: 930071
Release ID: 940008
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-100938
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     FULLER O’BRIEN PAINT   770 ALA MOANA BLVD S 1/4 - 1/2 (0.269 mi.) W119 122
Release ID: 930135
Release ID: 020015
Facility Status: Site Cleanup Completed (NFA)
Facility Status: Site Assessment Ongoing
Facility  Id: 9-102671

     PFLUEGER ACURA   777 ALA MOANA BLVD S 1/4 - 1/2 (0.271 mi.) W120 123
Release ID: 100018
Release ID: 100010
Facility Status: LUST Cleanup Initiated
Facility Status: Case Transferred to HEER (regulated)
Facility  Id: 9-103885

     IMPERIAL PLAZA   725 KAPIOLANI BLVD E 1/4 - 1/2 (0.272 mi.) AB124 132
Release ID: 900074
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-102177

     HAWAIIAN SECURITIES   819, 835 AND 841 KAW ESE 1/4 - 1/2 (0.277 mi.) AA126 134
Release ID: 980216
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-103418

     FORT ARMSTRONG PARKI   BUFORD AND PLEASANTO W 1/4 - 1/2 (0.282 mi.) 129 137
Release ID: 950048
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-103002

     CUTTER MOTOR CARS, I   800 ALA MOANA BLVD S 1/4 - 1/2 (0.283 mi.) W130 138
Release ID: 900080
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-100911

     VERIZION HAWAII   207 KEAWE ST SW 1/4 - 1/2 (0.304 mi.) Z132 141
Release ID: 970065
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-100496

     H. HAMADA STORE INC.   885 QUEEN ST ESE 1/4 - 1/2 (0.305 mi.) AC133 142
Release ID: 970045
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-101673

     PRODUCE CENTER DEV.L   651 ILALO ST SW 1/4 - 1/2 (0.316 mi.) Z135 143
Release ID: 940165
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-101735

     NEW CITY NISSAN   900 ALA MOANA BLVD S 1/4 - 1/2 (0.320 mi.) 136 144
Release ID: 920004
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-100929

     CHUEI SHOKO   777 KAPIOLANI BLVD E 1/4 - 1/2 (0.327 mi.) AD137 147
Release ID: 990143
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-103508

     SHELLY MAZDA SERVICE   CHAPIN ST E 1/4 - 1/2 (0.330 mi.) AD139 149
Release ID: 930012
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-102704
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     MELIM BLDG   333 QUEEN ST NNW 1/4 - 1/2 (0.336 mi.) 140 150
Release ID: 910037
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-100812

     HARBOR SQUARE ASSOCI   700 RICHARDS ST NNW 1/4 - 1/2 (0.347 mi.) 142 152
Release ID: 000055
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-103509

     FORMER "HOTEL - YOUN   825 KAPIOLANI BLVD E 1/4 - 1/2 (0.355 mi.) AD144 154
Release ID: 990100
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-103487

     GEM DEPT   333 WARD AVE SE 1/4 - 1/2 (0.368 mi.) 146 158
Release ID: 930118
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-101065

     420 WARD AVE   420 WARD AVE/901 ILA SE 1/4 - 1/2 (0.370 mi.) AE147 158
Release ID: 000075
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-103631

     SHELLY MOTORS INC.   830 KAPIOLANI BLVD E 1/4 - 1/2 (0.374 mi.) AF149 161
Release ID: 930013
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-101826

     HAWAIIAN HARDWOOD CO   935 QUEEN ST ESE 1/4 - 1/2 (0.377 mi.) AE150 161
Release ID: 010029
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-103660

     MATSON TERMINALS INC   PIER 52, SAND ISLAND N 1/4 - 1/2 (0.382 mi.) 151 162
Release ID: 010032
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-103703

     WARD AVE SHELL   520 WARD AVE ESE 1/4 - 1/2 (0.389 mi.) AG152 163
Release ID: 980069
Release ID: 070018
Release ID: 950036
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-100316

     MTL BUS FACILITY   1133 ALAPAI ST ENE 1/4 - 1/2 (0.394 mi.) 153 165
Release ID: 900069
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-100150

     TESORO 2GO # 61024   759 S KING ST ENE 1/4 - 1/2 (0.400 mi.) AH154 167
Release ID: 890019
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-102158

     PACIFIC GUARDIAN CEN   733 BISHOP STMAUKA T NNW 1/4 - 1/2 (0.400 mi.) 155 171
Release ID: 000083
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-101521

     WRAF - HAWAIIAN TUNA   1011 ALA MOANA BLVD SSE 1/4 - 1/2 (0.403 mi.) AI156 172
Release ID: 920179
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-102690
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     KALANIMOKU BLDG   TMK 2-1-24:011151 PU NNE 1/4 - 1/2 (0.419 mi.) 159 177
Release ID: 000093
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-102691

     TESORO GAS EXPRESS 1   940 AUAHI ST SSE 1/4 - 1/2 (0.421 mi.) 160 178
Release ID: 910016
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-100916

     ROBERTS HAWAII TOURS   759 KELIKOI ST SSW 1/4 - 1/2 (0.422 mi.) 161 180
Release ID: 910017
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-100893

     KAPIOLANI BOWL   KAPIOLANI BLVD X WAR ESE 1/4 - 1/2 (0.430 mi.) AJ162 181
Release ID: 930011
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-102703

     C&CH ELECTRICAL & MA   160 KOULA ST S 1/4 - 1/2 (0.433 mi.) 165 184
Release ID: 940017
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-102755

     RAY’S AUTO SERVICE   959 QUEEN ST SE 1/4 - 1/2 (0.434 mi.) 166 185
Release ID: 930065
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-102612

     CENTRAL PACIFIC BANK   220 S KING ST N 1/4 - 1/2 (0.449 mi.) 170 202
Release ID: 990232
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-103534

     ONE ARCHER LANE (FOR   809 S KING ST ENE 1/4 - 1/2 (0.453 mi.) AH171 203
Release ID: 970002
Release ID: 920002
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-102451

     SCAN LINE BUILDING   788 S KING ST ENE 1/4 - 1/2 (0.468 mi.) AK173 205
Release ID: 940019
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-102752

     HECO WARD AVE COMPLE   820 WARD AVE E 1/4 - 1/2 (0.469 mi.) 174 206
Release ID: 920118
Facility Status: Site Cleanup Completed (NFA)
Facility  Id: 9-100957

     C&CH BOARD OF WATER   630 S BERETANIA ST NE 1/4 - 1/2 (0.470 mi.) 175 209
Release ID: 100029
Release ID: 930104
Facility Status: Site Cleanup Completed (NFA)
Facility Status: Site Cleanup Completed with EHMP
Facility  Id: 9-100118

     PACIFIC LIGHT NET   737 BISHOP STREET NNW 1/4 - 1/2 (0.473 mi.) 176 213
Release ID: 140023
Facility Status: Confirmed Release
Facility  Id: 9-101803
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State and tribal registered storage tank lists

HI UST: The Underground Storage Tank database contains registered USTs. USTs are regulated under
Subtitle I of the Resource Conservation and Recovery Act (RCRA). The data come from the Department of Health’s
Listing of Underground Storage Tanks.

     A review of the HI UST list, as provided by EDR, and dated 03/02/2015 has revealed that there are 30
     HI UST sites within approximately  0.25 miles of the target property.

PageMap IDDirection / Distance     Address     Equal/Higher Elevation     ____________________      ________  ___________________ _____ _____

     INTERNATIONAL LIFE S   633 HALEKAUWILA ST ENE 0 - 1/8 (0.002 mi.) A2 8
Date Closed: 06/30/1990
Tank Status: Permanently Out of Use
Facility Id: 9-102759

     TIRE RECAP SERVICE   526 KEAWE ST S 0 - 1/8 (0.003 mi.) B4 9
Date Closed: 06/30/1990
Tank Status: Permanently Out of Use
Facility Id: 9-102758

     AMELCO BUILDING (SER   603 HALEKAUWILA ST N 0 - 1/8 (0.036 mi.) C6 11
Date Closed: 06/30/1990
Tank Status: Permanently Out of Use
Facility Id: 9-101356

     MOTOR IMPORTS SERVIC   609 SOUTH ST N 0 - 1/8 (0.043 mi.) C9 12
Date Closed: 07/09/1997
Tank Status: Permanently Out of Use
Facility Id: 9-100879

     EUROCARE/KEICO PACIF   545 SOUTH ST NNW 0 - 1/8 (0.045 mi.) C12 17
Date Closed: 06/30/1990
Tank Status: Permanently Out of Use
Facility Id: 9-102760

     CBI, INC   614 SOUTH ST N 0 - 1/8 (0.048 mi.) C13 17
Date Closed: 09/26/1991
Tank Status: Permanently Out of Use
Facility Id: 9-102467

     C&CH KAKAAKO FIRE DE   620 SOUTH ST NNE 0 - 1/8 (0.052 mi.) C14 18
Date Closed: 07/08/1999
Tank Status: Permanently Out of Use
Facility Id: 9-100074

     GENSIRO KAWAMOTO   630 KEAWE ST ENE 0 - 1/8 (0.060 mi.) A15 19
Date Closed: 08/01/1994
Tank Status: Permanently Out of Use
Facility Id: 9-102965

     REED LANE WAREHOUSE   556 REED LN NW 0 - 1/8 (0.080 mi.) 17 22
Date Closed: 08/12/1999
Tank Status: Permanently Out of Use
Facility Id: 9-103537

     GENSIRO KAWAMOTO   627 QUEEN ST NE 0 - 1/8 (0.100 mi.) F21 26
Date Closed: 08/01/1994
Tank Status: Permanently Out of Use
Facility Id: 9-102963

     POHULANI ELDERLY PRO   677 QUEEN ST ENE 0 - 1/8 (0.103 mi.) F24 32
Date Closed: 04/16/1991
Date Closed: 11/20/1990
Date Closed: 06/08/1991
Tank Status: Permanently Out of Use
Facility Id: 9-101396
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     K & Y CHEVRON 91524   571 S QUEEN ST NNE 0 - 1/8 (0.108 mi.) F26 33
Date Closed: 08/26/2002
Tank Status: Permanently Out of Use
Facility Id: 9-101107

     LEX BRODIE TIRE CO.   701 S QUEEN ST E 0 - 1/8 (0.110 mi.) G28 35
Date Closed: 02/05/1991
Tank Status: Permanently Out of Use
Tank Status: Currently in Use
Facility Id: 9-102200

     AMFAC DIST. HI -BLDG   465 CORAL ST S 0 - 1/8 (0.114 mi.) H30 37
Tank Status: Permanently Out of Use
Facility Id: 9-101490

     C&CH KAKAAKO FIRE ST   555 QUEEN ST NNE 0 - 1/8 (0.115 mi.) I31 37
Date Closed: 02/01/1994
Tank Status: Permanently Out of Use
Facility Id: 9-100075

     AAA HAWAII BUILDING   590 QUEEN ST NE 0 - 1/8 (0.116 mi.) F32 38
Date Closed: 07/02/1998
Tank Status: Permanently Out of Use
Facility Id: 9-100155

     HONUAKAHA AFFORDABLE   545 QUEEN ST NNE 1/8 - 1/4 (0.125 mi.) I36 41
Date Closed: 07/06/1994
Tank Status: Permanently Out of Use
Facility Id: 9-102966

     A T & T COMMUNICATIO   500 ALA MOANA BLVD. WNW 1/8 - 1/4 (0.139 mi.) J45 46
Date Closed: 01/21/1998
Tank Status: Currently In Use
Tank Status: Permanently Out of Use
Facility Id: 9-101732

     HAWAII COMMUNITY DEV   548 COOKE ST SE 1/8 - 1/4 (0.147 mi.) M52 54
Tank Status: Permanently Out of Use
Facility Id: 9-102418

     HAWAII COMMUNITY DEV   524 COOKE ST SSE 1/8 - 1/4 (0.150 mi.) M55 57
Tank Status: Permanently Out of Use
Facility Id: 9-102417

     FLAMINGO ENTERPRISES   574 ALA MOANA BLVD W 1/8 - 1/4 (0.177 mi.) J61 62
Tank Status: Permanently Out of Use
Facility Id: 9-100884
Facility Id: 9-100885

     KAAHUMANU HALE   777 PUNCHBOWL ST NW 1/8 - 1/4 (0.181 mi.) L69 70
Date Closed: 08/18/1999
Tank Status: Permanently Out of Use
Facility Id: 9-103481

     DAGS - AUTOMOTIVE MA   869A PUNCHBOWL ST N 1/8 - 1/4 (0.184 mi.) P73 75
Date Closed: 10/01/1987
Tank Status: Permanently Out of Use
Tank Status: Currently in Use
Facility Id: 9-100189

     ARA SERVICES INC.   746 AUAHI ST S 1/8 - 1/4 (0.198 mi.) O80 81
Date Closed: 02/22/1992
Tank Status: Permanently Out of Use
Facility Id: 9-102521
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     SZYMANSKI PROPERTIES   757 KAWAIAHAO ST E 1/8 - 1/4 (0.215 mi.) S92 91
Date Closed: 07/07/2003
Date Closed: 07/01/2003
Tank Status: Permanently Out of Use
Facility Id: 9-103765

     THEO DAVIES EUROMOTO   704 ALA MOANA BLVD SSW 1/8 - 1/4 (0.216 mi.) Q95 94
Date Closed: 05/23/1992
Date Closed: 05/24/1992
Date Closed: 05/16/1992
Tank Status: Permanently Out of Use
Facility Id: 9-101329

     TODOKI MACHINE & MAR   810 HALEKAUWILA ST SE 1/8 - 1/4 (0.218 mi.) U97 96
Tank Status: Permanently Out of Use
Facility Id: 9-100490

     HONOLULU FORD   711 ALA MOANA BLVD SSW 1/8 - 1/4 (0.229 mi.) Q100 97
Date Closed: 10/10/1988
Date Closed: 06/29/2005
Tank Status: Permanently Out of Use
Facility Id: 9-100937

     FORMER SHELLY MOTORS   744 ALA MOANA BLVD S 1/8 - 1/4 (0.238 mi.) W105 104
Date Closed: 05/04/1989
Tank Status: Permanently Out of Use
Facility Id: 9-102163

     PRINCE KUHIO FEDERAL   300 ALA MOANA BLVD NW 1/8 - 1/4 (0.241 mi.) X112 112
Date Closed: 02/18/1995
Tank Status: Permanently Out of Use
Tank Status: Currently In Use
Facility Id: 9-101930

State and tribal institutional control / engineering control registries

HI ENG CONTROLS: A listing of sites with engineering controls in place.

     A review of the HI ENG CONTROLS list, as provided by EDR, and dated 12/02/2014 has revealed that
     there are 11 HI ENG CONTROLS sites within approximately  0.5 miles of the target property.

PageMap IDDirection / Distance     Address     Equal/Higher Elevation     ____________________      ________  ___________________ _____ _____

     QUEEN EMMALANI TOWER   600 QUEEN ST NE 0 - 1/8 (0.102 mi.) F22 27
     COOKE STREET LEAD CO   501 COOKE ST SSE 1/8 - 1/4 (0.154 mi.) M56 58
     HAWAII INSTRUMENTATI   822 HALEKAUWILA ST SE 1/8 - 1/4 (0.245 mi.) U113 113
     HAWAII NEWSPAPER AGE   605 KAPIOLANI BLVD ENE 1/4 - 1/2 (0.264 mi.) Y118 119
     HCDA/UH HEALTH AND W   651 ILALO ST SW 1/4 - 1/2 (0.316 mi.) Z134 142
     BMW OF HONOLULU   777 KAPIOLANI BLVD E 1/4 - 1/2 (0.327 mi.) AD138 148
     CHUEI SHOKOH, INC.   825 KAPIOLANI BLVD E 1/4 - 1/2 (0.355 mi.) AD143 153
     HECO SOIL CONTAMINAT   CHAPIN LN & KAPIOLAN E 1/4 - 1/2 (0.371 mi.) AF148 159
     WRAF - HAWAIIAN TUNA   1011 ALA MOANA BLVD SSE 1/4 - 1/2 (0.403 mi.) AI156 172
     KEWALO INCINERATOR L   709 KELIKOI ST SW 1/4 - 1/2 (0.417 mi.) 158 176
     HAWAII OPERA THEATER   962 KAWAIAHAO ST ESE 1/4 - 1/2 (0.437 mi.) AG168 199
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Voluntary Remediation Program and Brownfields sites with institutional controls in place.

     A review of the HI INST CONTROL list, as provided by EDR, and dated 12/02/2014 has revealed that
     there are 15 HI INST CONTROL sites within approximately  0.5 miles of the target property.

PageMap IDDirection / Distance     Address     Equal/Higher Elevation     ____________________      ________  ___________________ _____ _____

     QUEEN EMMALANI TOWER   600 QUEEN ST NE 0 - 1/8 (0.102 mi.) F22 27
     COOKE STREET LEAD CO   501 COOKE ST SSE 1/8 - 1/4 (0.154 mi.) M56 58
     UNDERGROUND HOISTS   744 ALA MOANA BLVD S 1/8 - 1/4 (0.238 mi.) W106 104
     HAWAII INSTRUMENTATI   822 HALEKAUWILA ST SE 1/8 - 1/4 (0.245 mi.) U113 113
     HAWAII NEWSPAPER AGE   605 KAPIOLANI BLVD ENE 1/4 - 1/2 (0.264 mi.) Y118 119
     HD&C, 725 KAPIOLANI   725 KAPIOLANI BLVD E 1/4 - 1/2 (0.272 mi.) AB125 133
     HECO PAD-MOUNTED #65   650 KAPIOLANI BLVD ENE 1/4 - 1/2 (0.278 mi.) Y127 134
     ALA MOANA WASTEWATER   210 KEAWE ST SW 1/4 - 1/2 (0.304 mi.) Z131 139
     HCDA/UH HEALTH AND W   651 ILALO ST SW 1/4 - 1/2 (0.316 mi.) Z134 142
     BMW OF HONOLULU   777 KAPIOLANI BLVD E 1/4 - 1/2 (0.327 mi.) AD138 148
     CHUEI SHOKOH, INC.   825 KAPIOLANI BLVD E 1/4 - 1/2 (0.355 mi.) AD143 153
     HECO SOIL CONTAMINAT   CHAPIN LN & KAPIOLAN E 1/4 - 1/2 (0.371 mi.) AF148 159
     KEWALO INCINERATOR L   709 KELIKOI ST SW 1/4 - 1/2 (0.417 mi.) 158 176
     HAWAII OPERA THEATER   962 KAWAIAHAO ST ESE 1/4 - 1/2 (0.437 mi.) AG168 199
     KEWALO INCINERATOR A   111 OHE ST SSW 1/4 - 1/2 (0.464 mi.) 172 204

State and tribal voluntary cleanup sites

HI VCP: Voluntary Response Program Sites.

     A review of the HI VCP list, as provided by EDR, and dated 12/02/2014 has revealed that there is 1 HI
     VCP site  within approximately  0.5 miles of the target property.

PageMap IDDirection / Distance     Address     Equal/Higher Elevation     ____________________      ________  ___________________ _____ _____

     CHUEI SHOKOH, INC.   825 KAPIOLANI BLVD E 1/4 - 1/2 (0.355 mi.) AD143 153

State and tribal Brownfields sites

HI BROWNFIELDS: Brownfields Site List

     A review of the HI BROWNFIELDS list, as provided by EDR, and dated 12/02/2014 has revealed that there
     is 1 HI BROWNFIELDS site  within approximately  0.5 miles of the target property.

PageMap IDDirection / Distance     Address     Equal/Higher Elevation     ____________________      ________  ___________________ _____ _____

     WRAF - HAWAIIAN TUNA   1011 ALA MOANA BLVD SSE 1/4 - 1/2 (0.403 mi.) AI156 172

ADDITIONAL ENVIRONMENTAL RECORDS

Local Brownfield lists
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US BROWNFIELDS: The EPA’s listing of Brownfields properties from the Cleanups in My Community program,
which provides information on Brownfields properties for which information is reported back to EPA, as well as
areas served by Brownfields grant programs.

     A review of the US BROWNFIELDS list, as provided by EDR, and dated 12/22/2014 has revealed that there
     are 4 US BROWNFIELDS sites within approximately  0.5 miles of the target property.

PageMap IDDirection / Distance     Address     Equal/Higher Elevation     ____________________      ________  ___________________ _____ _____

     KAKA’AKO MAKAI PARCE   FORREST AVENUE SW 1/4 - 1/2 (0.257 mi.) R117 117
     HISTORIC ALA MOANA (   240 KEAWE STREET SW 1/4 - 1/2 (0.271 mi.) Z121 124
     KAKA’AKO SITE: UNIT   BORDERED W BY AHUI S S 1/4 - 1/2 (0.365 mi.) 145 155
     KAKA’AKO SITE: UNIT   1011 ALA MOANA BLVD SSE 1/4 - 1/2 (0.404 mi.) AI157 174

Other Ascertainable Records

RCRA NonGen / NLR: RCRAInfo is EPA’s comprehensive information system, providing access to data supporting
the Resource Conservation and Recovery Act (RCRA) of 1976 and the Hazardous and Solid Waste Amendments (HSWA)
of 1984.  The database includes selective information on sites which generate, transport, store, treat and/or
dispose of hazardous waste as defined by the Resource Conservation and Recovery Act (RCRA).  Non-Generators do
not presently generate hazardous waste.

     A review of the RCRA NonGen / NLR list, as provided by EDR, and dated 12/09/2014 has revealed that
     there are 24 RCRA NonGen / NLR sites within approximately  0.25 miles of the target property.

PageMap IDDirection / Distance     Address     Equal/Higher Elevation     ____________________      ________  ___________________ _____ _____

     AMENSTY DAY HAWAII   690 POHUKAINA STREET S 0 - 1/8 (0.035 mi.) B5 9
     PUNA BUG   555 SOUTH ST NNW 0 - 1/8 (0.044 mi.) C10 15
     STEVES AUTO REPAIR   555 S ST NNW 0 - 1/8 (0.044 mi.) C11 16
     ANOTHER SHADOW INC   444 LEAWE ST SW 0 - 1/8 (0.081 mi.) D18 22
     BLAIR LTD   404 A WARD AVE ESE 0 - 1/8 (0.086 mi.) E19 24
     QUEEN EMMALANI TOWER   600 QUEEN ST NE 0 - 1/8 (0.102 mi.) F22 27
     MARCUS AND ASSOCIATE   601 QUEEN ST NE 0 - 1/8 (0.102 mi.) F23 31
     CONTRACTOR EQUIP & S   625 AUAHI ST SW 0 - 1/8 (0.118 mi.) D33 39
     PACIFIC NISSAN INC   670 AUAHI ST SSW 1/8 - 1/4 (0.128 mi.) H37 41
     KYLES SVC   869 KAWAIHAAO ENE 1/8 - 1/4 (0.137 mi.) F44 44
     W H FIDDLER CO LTD   611 COOKE ST ESE 1/8 - 1/4 (0.143 mi.) K49 51
     AIR FLO EXPRESS INC   525 HALEKAUWILA STRE NNW 1/8 - 1/4 (0.145 mi.) L50 52
     548 COOKE ST   548 COOKE ST SE 1/8 - 1/4 (0.147 mi.) M51 53
     J’S AUTOMOTIVE   721 AUAHI ST S 1/8 - 1/4 (0.166 mi.) H57 59
     RAYMOND’S PAINTING C   738 QUEEN ST ESE 1/8 - 1/4 (0.174 mi.) K60 61
     IMMIGRATION AND CUST   595 ALA MOANA BLVD W 1/8 - 1/4 (0.177 mi.) N62 63
     U S DEPT OF JUSTICE   595 ALA MOANA BLVD W 1/8 - 1/4 (0.177 mi.) N64 65
     NORTHLAND SERVICES,   521 ALA MOANA BLVD W 1/8 - 1/4 (0.194 mi.) J77 78
     FULLER OBRIEN PAINTS   746 AUAHI ST S 1/8 - 1/4 (0.198 mi.) O79 80
     HAWAII STATE OF   607 ALA MOANA BLVD WSW 1/8 - 1/4 (0.198 mi.) R82 83
     CONTRACTORS EQUIPMEN   607 ALA MOANA BOULEV WSW 1/8 - 1/4 (0.198 mi.) R83 86
     SZYMANSKI PROPERTIES   757 KAWAIAHAO ST E 1/8 - 1/4 (0.215 mi.) S94 92
     THEO DAVIES EUROMOTO   704 ALA MOANA BLVD SSW 1/8 - 1/4 (0.216 mi.) Q95 94
     USCG   300 ALA MOANA NO 813 NW 1/8 - 1/4 (0.241 mi.) X109 108
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DOD: Consists of federally owned or administered lands, administered by the Department of
Defense, that have any area equal to or greater than 640 acres of the United States, Puerto Rico, and the U.S.
Virgin Islands.

     A review of the DOD list, as provided by EDR, and dated 12/31/2005 has revealed that there is 1 DOD
     site  within approximately 1 mile  of the target property.

PageMap IDDirection / Distance     Address     Equal/Higher Elevation     ____________________      ________  ___________________ _____ _____

     SAND ISLAND MILITARY    NW 1/2 - 1 (0.791 mi.) 0 7

EDR HIGH RISK HISTORICAL RECORDS

EDR Exclusive Records

EDR US Hist Auto Stat: EDR has searched selected national collections of business directories and has collected
listings of potential gas station/filling station/service station sites that were available to EDR
researchers.  EDR’s review was limited to those categories of sources that might, in EDR’s opinion, include
gas station/filling station/service station establishments. The categories reviewed included, but were not
limited to gas, gas station, gasoline station, filling station, auto, automobile repair, auto service station,
service station, etc. This database falls within a category of information EDR classifies as "High Risk
Historical Records", or HRHR.  EDR’s HRHR effort presents unique and sometimes proprietary data about past
sites and operations that typically create environmental concerns, but may not show up in current government
records searches.

     A review of the EDR US Hist Auto Stat list, as provided by EDR, has revealed that there are 43 EDR US
     Hist Auto Stat sites within approximately  0.25 miles of the target property.

PageMap IDDirection / Distance     Address     Equal/Higher Elevation     ____________________      ________  ___________________ _____ _____

     Not reported   550  KEAWE ST SSE 0 - 1/8 (0.003 mi.) A3 8
     Not reported   670  HALEKAUWILA ST ESE 0 - 1/8 (0.039 mi.) A7 12
     Not reported   609  SOUTH ST N 0 - 1/8 (0.043 mi.) C8 12
     Not reported   600  QUEEN ST NE 0 - 1/8 (0.104 mi.) F25 33
     Not reported   571  QUEEN ST NNE 0 - 1/8 (0.108 mi.) F27 35
     Not reported   701  QUEEN ST E 0 - 1/8 (0.110 mi.) G29 37
     Not reported   660  AUAHI ST SSW 0 - 1/8 (0.125 mi.) D34 40
     Not reported   690  QUEEN ST E 1/8 - 1/4 (0.125 mi.) G35 41
     Not reported   672  AUAHI ST SSW 1/8 - 1/4 (0.129 mi.) H38 42
     Not reported   674  AUAHI ST SSW 1/8 - 1/4 (0.130 mi.) H39 43
     Not reported   614  COOKE ST ESE 1/8 - 1/4 (0.134 mi.) E40 43
     Not reported   685  AUAHI ST SSW 1/8 - 1/4 (0.135 mi.) H41 43
     Not reported   575  COOKE ST ESE 1/8 - 1/4 (0.136 mi.) E42 44
     Not reported   687  AUAHI ST SSW 1/8 - 1/4 (0.136 mi.) H43 44
     Not reported   500  ALA MOANA BLVD WNW 1/8 - 1/4 (0.139 mi.) J46 47
     Not reported   611  COOKE ST ESE 1/8 - 1/4 (0.143 mi.) K48 50
     Not reported   716  QUEEN ST E 1/8 - 1/4 (0.149 mi.) G54 57
     Not reported   703  KAWAIAHAO ST E 1/8 - 1/4 (0.172 mi.) G58 60
     Not reported   734  ILANIWAI ST ESE 1/8 - 1/4 (0.172 mi.) K59 60
     Not reported   747  ILANIWAI ST ESE 1/8 - 1/4 (0.181 mi.) K67 69
     Not reported   733  AUAHI ST S 1/8 - 1/4 (0.181 mi.) O68 70
     Not reported   753  QUEEN ST ESE 1/8 - 1/4 (0.186 mi.) K74 77
     Not reported   330  CORAL ST SSW 1/8 - 1/4 (0.187 mi.) Q75 78
     Not reported   740  AUAHI ST S 1/8 - 1/4 (0.190 mi.) O76 78
     Not reported   765  QUEEN ST ESE 1/8 - 1/4 (0.196 mi.) K78 79
     Not reported   766  ILANIWAI ST ESE 1/8 - 1/4 (0.198 mi.) K81 82



EXECUTIVE SUMMARY

TC4289921.2s  EXECUTIVE SUMMARY 25

PageMap IDDirection / Distance  Address     Equal/Higher Elevation     ____________________      ________  ___________________ _____ _____

     Not reported   607  ALA MOANA BLVD WSW 1/8 - 1/4 (0.198 mi.) R84 87
     Not reported   677  ALA MOANA BLVD SW 1/8 - 1/4 (0.202 mi.) Q85 87
     Not reported   762  QUEEN ST ESE 1/8 - 1/4 (0.202 mi.) S86 87
     Not reported   764  KAWAIAHAO ST E 1/8 - 1/4 (0.203 mi.) S88 89
     Not reported   325  LANA LN SSW 1/8 - 1/4 (0.211 mi.) Q89 89
     Not reported   550  KAWAIAHAO ST NE 1/8 - 1/4 (0.212 mi.) 90 90
     Not reported   805  POHUKAINA ST SSE 1/8 - 1/4 (0.213 mi.) T91 90
     Not reported   757  KAWAIAHAO ST E 1/8 - 1/4 (0.215 mi.) S93 91
     Not reported   704  ALA MOANA BLVD SSW 1/8 - 1/4 (0.216 mi.) Q96 96
     Not reported   328  COOKE ST SSW 1/8 - 1/4 (0.225 mi.) O98 97
     Not reported   441  KOULA ST S 1/8 - 1/4 (0.228 mi.) V99 97
     Not reported   437  KOULA ST S 1/8 - 1/4 (0.233 mi.) V101 100
     Not reported   812  ILANIWAI ST ESE 1/8 - 1/4 (0.236 mi.) U102 101
     Not reported   814  ILANIWAI ST ESE 1/8 - 1/4 (0.238 mi.) U103 101
     Not reported   812  QUEEN ST ESE 1/8 - 1/4 (0.239 mi.) S107 106
     Not reported   825  ILANIWAI ST ESE 1/8 - 1/4 (0.246 mi.) U114 115
     Not reported   828  ILANIWAI ST ESE 1/8 - 1/4 (0.249 mi.) U115 116



EXECUTIVE SUMMARY

TC4289921.2s  EXECUTIVE SUMMARY 26

Due to poor or inadequate address information, the following sites were not mapped. Count: 14 records. 

Site Name  Database(s)____________  ____________

1339 SCHOOL STREET  HI SHWS, HI ENG CONTROLS, HI
 INST CONTROL

KAKAAKO BROWNFIELD PROJECT - UNIT  HI SHWS, HI ENG CONTROLS, HI
 BROWNFIELDS

KAKAAKO BROWNFIELD PROJECT - UNIT  HI SHWS, HI ENG CONTROLS, HI
 BROWNFIELDS

HONOLULU SEAWATER AIR CONDITIONING  HI SHWS, HI ENG CONTROLS, HI
 INST CONTROL

KAKAAKO BROWNFIELD PROJECT - UNIT  HI SHWS, HI ENG CONTROLS, HI
 BROWNFIELDS

KAKAAKO BROWNFIELD PROJECT - UNIT  HI SHWS, HI ENG CONTROLS, HI
 BROWNFIELDS

CITIZENS ENERGY SERVICES PIER 38  HI SHWS, HI SPILLS, HI ENG
 CONTROLS, HI INST CONTROL

KAKAAKO MAKAI DISTRICT JOHN DOMINI  HI SHWS, HI INST CONTROL
ALA WAI HARBOR BOAT REPAIR YARD  HI SHWS
KAKAAKO MAKAI GATEWAY  HI SHWS
FORMER KAPALAMA MILITARY RESERVATI  HI SHWS
NIMITZ HIGHWAY WATER IMPROVEMENT P  HI SHWS
DLNR BURIED DRUM SITE  HI SHWS, HI SPILLS, HI INST

 CONTROL
JCRA INVESTMENTS  HI LUST

http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL2LW48bH.4hgIA.Rq2ScE5odV2Z648hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL2LW48bH.4hgIA.Rq2ScE5odV2Z648hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL1LW49bH.1hgI1.Rq9ScE6odV5Z647hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL1LW49bH.1hgI1.Rq9ScE6odV5Z647hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL2LW41bH.1hgI7.Rq2ScE6odV8Z644hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL2LW41bH.1hgI7.Rq2ScE6odV8Z644hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL2LW42bH.8hgI1.Rq5ScE8odV5Z646hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL2LW42bH.8hgI1.Rq5ScE8odV5Z646hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL1LW49bH.9hgI6.RqAScEAodV5Z644hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL1LW49bH.9hgI6.RqAScEAodV5Z644hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL2LW41bH.1hgI7.Rq2ScE6odV8Z643hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL2LW41bH.1hgI7.Rq2ScE6odV8Z643hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL1LW49bH.1hgI1.Rq9ScE8odV7Z646hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL1LW49bH.1hgI1.Rq9ScE8odV7Z646hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL2LW42bH.8hgI1.Rq5ScE8odV7Z641hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL2LW42bH.8hgI1.Rq5ScE7odV7Z64Ahp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jW2kLe17ZL1LW47bH.9hgI3.Rq1ScE8odV6Z642hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL2LW42bH.8hgI1.Rq5ScE8odV1Z647hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL1LW47bH.9hgI2.RqAScE4odV2Z642hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jW2kLe17ZL1LW47bH.9hgI3.Rq1ScE3odV3Z641hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jW2kLe17ZL1LW47bH.9hgI3.Rq1ScE3odV3Z641hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL1LW4AbH.1hgIA.Rq7ScE1odV6Z644hp91
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MAP FINDINGS SUMMARY

Search
TargetDistance Total

Database Property(Miles) < 1/8 1/8 - 1/4 1/4 - 1/2 1/2 - 1 > 1 Plotted

STANDARD ENVIRONMENTAL RECORDS

Federal NPL site list

    0  NR     0      0      0    0 1.000NPL
    0  NR     0      0      0    0 1.000Proposed NPL
    0  NR   NR    NR    NR  NR   TPNPL LIENS

Federal Delisted NPL site list

    0  NR     0      0      0    0 1.000Delisted NPL

Federal CERCLIS list

    1  NR   NR      0      1    0 0.500CERCLIS
    0  NR   NR      0      0    0 0.500FEDERAL FACILITY

Federal CERCLIS NFRAP site List

    4  NR   NR      2      0    2 0.500CERC-NFRAP

Federal RCRA CORRACTS facilities list

    1  NR     0      1      0    0 1.000CORRACTS

Federal RCRA non-CORRACTS TSD facilities list

    1  NR   NR      1      0    0 0.500RCRA-TSDF

Federal RCRA generators list

    0  NR   NR    NR      0    0 0.250RCRA-LQG
    4  NR   NR    NR      2    2 0.250RCRA-SQG
   10  NR   NR    NR      9    1 0.250RCRA-CESQG

Federal institutional controls /
engineering controls registries

    0  NR   NR      0      0    0 0.500US ENG CONTROLS
    0  NR   NR      0      0    0 0.500US INST CONTROL
    0  NR   NR      0      0    0 0.500LUCIS

Federal ERNS list

    0  NR   NR    NR    NR  NR   TPERNS

State- and tribal - equivalent CERCLIS

   52  NR    27     19      5    1 1.000HI SHWS

State and tribal landfill and/or
solid waste disposal site lists

    0  NR   NR      0      0    0 0.500HI SWF/LF

State and tribal leaking storage tank lists

   61  NR   NR     39      7   15 0.500HI LUST
    0  NR   NR      0      0    0 0.500INDIAN LUST

State and tribal registered storage tank lists

   30  NR   NR    NR     14   16 0.250HI UST
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Search
TargetDistance Total

Database Property(Miles) < 1/8 1/8 - 1/4 1/4 - 1/2 1/2 - 1 > 1 Plotted

    0  NR   NR    NR      0    0 0.250INDIAN UST
    0  NR   NR    NR      0    0 0.250FEMA UST

State and tribal institutional
control / engineering control registries

   11  NR   NR      8      2    1 0.500HI ENG CONTROLS
   15  NR   NR     11      3    1 0.500HI INST CONTROL

State and tribal voluntary cleanup sites

    1  NR   NR      1      0    0 0.500HI VCP
    0  NR   NR      0      0    0 0.500INDIAN VCP

State and tribal Brownfields sites

    1  NR   NR      1      0    0 0.500HI BROWNFIELDS

ADDITIONAL ENVIRONMENTAL RECORDS

Local Brownfield lists

    4  NR   NR      4      0    0 0.500US BROWNFIELDS

Local Lists of Landfill / Solid
Waste Disposal Sites

    0  NR   NR      0      0    0 0.500DEBRIS REGION 9
    0  NR   NR      0      0    0 0.500ODI
    0  NR   NR      0      0    0 0.500INDIAN ODI

Local Lists of Hazardous waste /
Contaminated Sites

    0  NR   NR    NR    NR  NR   TPUS CDL
    0  NR   NR    NR    NR  NR   TPHI CDL
    0  NR   NR    NR    NR  NR   TPUS HIST CDL

Local Land Records

    0  NR   NR    NR    NR  NR   TPLIENS 2

Records of Emergency Release Reports

    0  NR   NR    NR    NR  NR   TPHMIRS
    0  NR   NR    NR    NR  NR   TPHI SPILLS
    0  NR   NR    NR    NR  NR   TPHI SPILLS 90

Other Ascertainable Records

   24  NR   NR    NR     16    8 0.250RCRA NonGen / NLR
    0  NR   NR    NR    NR  NR   TPDOT OPS
    1  NR     1      0      0    0 1.000DOD
    0  NR     0      0      0    0 1.000FUDS
    0  NR     0      0      0    0 1.000CONSENT
    0  NR     0      0      0    0 1.000ROD
    0  NR   NR      0      0    0 0.500UMTRA
    0  NR   NR    NR      0    0 0.250US MINES
    0  NR   NR    NR    NR  NR   TPTRIS
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MAP FINDINGS SUMMARY

Search
TargetDistance Total

Database Property(Miles) < 1/8 1/8 - 1/4 1/4 - 1/2 1/2 - 1 > 1 Plotted

    0  NR   NR    NR    NR  NR   TPTSCA
    0  NR   NR    NR    NR  NR   TPFTTS
    0  NR   NR    NR    NR  NR   TPHIST FTTS
    0  NR   NR    NR    NR  NR   TPSSTS
    0  NR   NR    NR    NR  NR   TPICIS
    0  NR   NR    NR    NR  NR   TPPADS
    0  NR   NR    NR    NR  NR   TPMLTS
    0  NR   NR    NR    NR  NR   TPRADINFO
    0  NR   NR    NR    NR  NR   TPFINDS
    0  NR   NR    NR    NR  NR   TPRAATS
    0  NR   NR    NR    NR  NR   TPRMP
    0  NR   NR    NR    NR  NR   TPHI UIC
    0  NR   NR    NR      0    0 0.250HI DRYCLEANERS
    0  NR   NR    NR    NR  NR   TPCA HAZNET
    0  NR   NR    NR    NR  NR   TPHI AIRS
    0  NR     0      0      0    0 1.000INDIAN RESERV
    0  NR   NR      0      0    0 0.500SCRD DRYCLEANERS
    0  NR   NR    NR    NR  NR   TPHI Financial Assurance
    0  NR   NR    NR    NR  NR   TPLEAD SMELTERS
    0  NR   NR    NR    NR  NR   TPPRP
    0  NR   NR    NR      0    0 0.2502020 COR ACTION
    0  NR   NR    NR    NR  NR   TPCOAL ASH DOE
    0  NR   NR    NR    NR  NR   TPUS AIRS
    0  NR   NR      0      0    0 0.500COAL ASH EPA
    0  NR   NR    NR    NR  NR   TPPCB TRANSFORMER
    0  NR   NR    NR    NR  NR   TPUS FIN ASSUR
    0  NR   NR    NR    NR  NR   TPEPA WATCH LIST

EDR HIGH RISK HISTORICAL RECORDS

EDR Exclusive Records

    0  NR     0      0      0    0 1.000EDR MGP
   43  NR   NR    NR     36    7 0.250EDR US Hist Auto Stat
    0  NR   NR    NR      0    0 0.250EDR US Hist Cleaners

EDR RECOVERED GOVERNMENT ARCHIVES

Exclusive Recovered Govt. Archives

    0  NR   NR    NR    NR  NR   TPHI RGA LF
    0  NR   NR    NR    NR  NR   TPHI RGA LUST
    0  NR   NR    NR    NR  NR   TPHI RGA HWS

  264    0   28   87   95   54    0- Totals --

NOTES:

   TP = Target Property

   NR = Not Requested at this Search Distance

   Sites may be listed in more than one database
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MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

HIHONOLULUTile name:
YesDOD Site:
HIState:
Not reportedName 3:
Not reportedName 2:
Sand Island Military ReservationName 1:
Not reportedURL:
Not reportedFeature 3:
Not reportedFeature 2:
Army DODFeature 1:

DOD:

4174 ft.
1/2-1
NW SAND ISLAND MILITARY RESE (County), HI  
Region    N/A
DOD DODSAND ISLAND MILITARY RESERVATION CUSA147757

                  Not reportedPriority Level:
                  10/09/90Date Completed:
                  /  /Date Started:
                  DISCOVERYAction:

                  Not reportedPriority Level:
                  11/05/91Date Completed:
                  /  /Date Started:
                  ARCHIVE SITEAction:

                  NFRAP-Site does not qualify for the NPL based on existing informationPriority Level:
                  11/05/91Date Completed:
                  /  /Date Started:
                  PRELIMINARY ASSESSMENTAction:

CERCLIS-NFRAP Assessment History:

                  9000059.00000Person ID:
                  13037271.00000Contact Sequence ID:

CERCLIS-NFRAP Site Contact Details:

                  NFRAP-Site does not qualify for the NPL based on existing informationNon NPL Status:
                  Not on the NPLNPL Status:
                  Not a Federal FacilityFederal Facility:
                  0903613Site ID:

CERC-NFRAP:

8 ft. Site 1 of 5 in cluster A
0.002 mi.

Relative:
Higher

Actual:
3 ft.

< 1/8 HONOLULU, HI  96813
ENE 645 HALEKAUWILA STREET HID984466383
A1 CERC-NFRAPAMELCO CORPORATION 1003879447
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MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                                        Not ListedSubstance:
                                        1000Tank Capacity:
                                        06/30/1990Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-CTank ID:

                                        Not ListedSubstance:
                                        1000Tank Capacity:
                                        06/30/1990Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-BTank ID:

                                        GasolineSubstance:
                                        2000Tank Capacity:
                                        06/30/1990Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-ATank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.859651Longitude:
                                        21.301424Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        2308 PAHOUNUI DROwner Address:
                                        AMELCO CORPORATIONOwner:
                                        9-102759Facility ID:

UST:

        Eric SadoyamaProject Officer:
        930109Release ID:
        06/20/1997Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-102759Facility ID:

LUST:

10 ft. Site 2 of 5 in cluster A
0.002 mi.

Relative:
Higher

Actual:
3 ft.

< 1/8 HONOLULU, HI  96813
ENE HI UST633 HALEKAUWILA ST    N/A
A2 HI LUSTINTERNATIONAL LIFE SUPPORT U003154624

          550  KEAWE STAddress:
          2003Year:
          OAHU AUTO SERVICE INCName:

EDR Historical Auto Stations:

15 ft. Site 3 of 5 in cluster A
0.003 mi.

Relative:
Higher

Actual:
3 ft.

< 1/8 HONOLULU, HI  96813
SSE 550  KEAWE ST    N/A
A3 EDR US Hist Auto Stat 1015549878
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MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                                        Not ListedSubstance:
                                        550Tank Capacity:
                                        06/30/1990Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-FTank ID:

                                        Not ListedSubstance:
                                        2000Tank Capacity:
                                        06/30/1990Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-ETank ID:

                                        Not ListedSubstance:
                                        2000Tank Capacity:
                                        06/30/1990Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-DTank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.859858Longitude:
                                        21.300309Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        2308 PAHOUNUI DROwner Address:
                                        AMELCO CORPORATIONOwner:
                                        9-102758Facility ID:

UST:

        Eric SadoyamaProject Officer:
        930108Release ID:
        06/20/1997Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-102758Facility ID:

LUST:

16 ft. Site 1 of 2 in cluster B
0.003 mi.

Relative:
Higher

Actual:
3 ft.

< 1/8 HONOLULU, HI  96813
South HI UST526 KEAWE ST    N/A
B4 HI LUSTTIRE RECAP SERVICE U003154623

                    465 S. KING STREETMailing address:
                    HID981403769EPA ID:
                    HONOLULU, HI 96813
                    690 POHUKAINA STREETFacility address:
                    AMENSTY DAY HAWAIIFacility name:
                    05/05/1986Date form received by agency:

RCRA NonGen / NLR:

184 ft. Site 2 of 2 in cluster B
0.035 mi.

Relative:
Higher

Actual:
3 ft.

< 1/8 HONOLULU, HI  96813
South FINDS690 POHUKAINA STREET HID981403769
B5 RCRA NonGen / NLRAMENSTY DAY HAWAII 1000321121
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MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                    Not reportedArea of violation:
                    COMPLIANCE EVALUATION INSPECTION ON-SITEEvaluation:
                    02/12/1996Evaluation date:

Evaluation Action Summary:

                    No violations foundViolation Status:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OwnerOwner/Operator Type:
                    StateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:
                    STATE OF HAWAIIOwner/operator name:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OperatorOwner/Operator Type:
                    StateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:
                    NOT REQUIREDOwner/operator name:

Owner/Operator Summary:

                    Handler: Non-Generators do not presently generate hazardous wasteDescription:
                    Non-GeneratorClassification:
                    Other land typeLand type:
                    09EPA Region:
                    Not reportedContact email:
                    (808) 548-6915Contact telephone:
                    USContact country:
                    HONOLULU, HI 96813
                    690 POHUKAINA STREETContact address:
                    ENVIRONMENTAL  MANAGERContact:
                    HONOLULU, HI 96813

AMENSTY DAY HAWAII  (Continued) 1000321121

TC4289921.2s   Page 10



MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

corrective action activities required under RCRA.
program staff to track the notification, permit, compliance, and
and treat, store, or dispose of hazardous waste. RCRAInfo allows RCRA
events and activities related to facilities that generate, transport,
Conservation and Recovery Act (RCRA) program through the tracking of
RCRAInfo is a national information system that supports the Resource
                    Environmental Interest/Information System

                    110005723538Registry ID:

FINDS:

                    StateEvaluation lead agency:
                    Not reportedDate achieved compliance:

AMENSTY DAY HAWAII  (Continued) 1000321121

                                        Permanently Out of UseTank Status:
                                        12/30/1967Date Installed:
                                        R-2Tank ID:

                                        Not ListedSubstance:
                                        1000Tank Capacity:
                                        06/30/1990Date Closed:
                                        Permanently Out of UseTank Status:
                                        03/21/1961Date Installed:
                                        R-1ATank ID:

                                        DieselSubstance:
                                        4000Tank Capacity:
                                        06/30/1990Date Closed:
                                        Permanently Out of UseTank Status:
                                        12/30/1967Date Installed:
                                        R-1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.859827Longitude:
                                        21.301623Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        2308 PAHOUNUI DROwner Address:
                                        AMELCO CORPORATIONOwner:
                                        9-101356Facility ID:

UST:

        Eric SadoyamaProject Officer:
        930106Release ID:
        06/20/1997Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-101356Facility ID:

LUST:

191 ft. Site 1 of 9 in cluster C
0.036 mi.

Relative:
Higher

Actual:
3 ft.

< 1/8 HONOLULU, HI  96813
North HI UST603 HALEKAUWILA ST    N/A
C6 HI LUSTAMELCO BUILDING (SERVICE STATION) U003154507

TC4289921.2s   Page 11



MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                                        GasolineSubstance:
                                        4000Tank Capacity:
                                        06/30/1990Date Closed:

AMELCO BUILDING (SERVICE STATION)  (Continued) U003154507

          670  HALEKAUWILA STAddress:
          2002Year:
          PRECISION MOTORWORKSName:

EDR Historical Auto Stations:

207 ft. Site 4 of 5 in cluster A
0.039 mi.

Relative:
Higher

Actual:
3 ft.

< 1/8 HONOLULU, HI  96813
ESE 670  HALEKAUWILA ST    N/A
A7 EDR US Hist Auto Stat 1015596074

          609  SOUTH STAddress:
          2011Year:
          MOTOR IMPORTS TOYOTA SUZUKI SCION PAName:

          609  SOUTH STAddress:
          2008Year:
          MOTOR IMPORTS SERVICEName:

          609  SOUTH STAddress:
          2007Year:
          MOTOR IMPORTS TOYOTAName:

          609  SOUTH STAddress:
          2005Year:
          MOTOR IMPORTS TOYOTAName:

EDR Historical Auto Stations:

227 ft. Site 2 of 9 in cluster C
0.043 mi.

Relative:
Higher

Actual:
5 ft.

< 1/8 HONOLULU, HI  96813
North 609  SOUTH ST    N/A
C8 EDR US Hist Auto Stat 1015573632

                    (808) 521-6511Contact telephone:
                    USContact country:
                    HONOLULU, HI 96813
                    609 SOUTH STContact address:
                    GEORGE  ENDOContact:
                    HID981654262EPA ID:
                    HONOLULU, HI 96813
                    609 SOUTH STFacility address:
                    MOTOR IMPORTS SERVICE DEPTFacility name:
                    07/19/1993Date form received by agency:

RCRA-CESQG:

227 ft. HI Financial AssuranceSite 3 of 9 in cluster C
0.043 mi. HI SPILLS

Relative:
Higher

Actual:
5 ft.

< 1/8 HI USTHONOLULU, HI  96813
North HI LUST609 SOUTH ST HID981654262
C9 RCRA-CESQGMOTOR IMPORTS SERVICE DEPT 1000340499
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MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OperatorOwner/Operator Type:
                    PrivateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:
                    NOT REQUIREDOwner/operator name:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OwnerOwner/Operator Type:
                    PrivateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:
                    SERVCO PACIFIC INCOwner/operator name:

Owner/Operator Summary:

                    hazardous waste
                    the cleanup of a spill, into or on any land or water, of acutely
                    any residue or contaminated soil, waste or other debris resulting from
                    time: 1 kg or less of acutely hazardous waste; or 100 kg or less of
                    hazardous waste during any calendar month, and accumulates at any
                    from the cleanup of a spill, into or on any land or water, of acutely
                    of any residue or contaminated soil, waste or other debris resulting
                    land or water, of acutely hazardous waste; or generates 100 kg or less
                    other debris resulting from the cleanup of a spill, into or on any
                    waste; or 100 kg or less of any residue or contaminated soil, waste or
                    month, and accumulates at any time: 1 kg or less of acutely hazardous
                    or generates 1 kg or less of acutely hazardous waste per calendar
                    month, and accumulates 1000 kg or less of hazardous waste at any time;
                    Handler: generates 100 kg or less of hazardous waste per calendarDescription:
                    Conditionally Exempt Small Quantity GeneratorClassification:
                    Other land typeLand type:
                    09EPA Region:
                    Not reportedContact email:

MOTOR IMPORTS SERVICE DEPT  (Continued) 1000340499
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MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                    Permanently Out of UseTank Status:
                    R-1Tank Id:
                    9-100879Alt Facility ID:

HI Financial Assurance:

                    City and County of Honolulu, Board of Water SupplyFile Under:
                    SOSC NFAResult:
                    2006-10-26 00:00:00Assignment End Date:
                    Mike CrippsActivity Lead:
                    responseActivity Type:
                    OuncesUnits:
                    32Numerical Quantity:
                    Not reportedLess Or Greater Than:
                    Used MotorOilSubstances:
                    Board of Water Supply Water Main Break OilUnits:
                    Site VisitER:
                    HEER EP&RLead and Program:
                    Not reportedFacility Registry Id:
                    Not reportedHID Number:
                    20061002-0903Case Number:
                    intersection of South St and Halekauwila StSupplemental Loc. Text:
                    OahuIsland:

HI SPILLS:

                                        Used OilSubstance:
                                        500Tank Capacity:
                                        07/09/1997Date Closed:
                                        Permanently Out of UseTank Status:
                                        05/06/1971Date Installed:
                                        R-1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.859327Longitude:
                                        21.301934Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        P.O. BOX 2788Owner Address:
                                        SERVCO PACIFIC, INC.Owner:
                                        9-100879Facility ID:

UST:

        Richard TakabaProject Officer:
        970114Release ID:
        10/20/2005Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-100879Facility ID:

LUST:

                    StateEvaluation lead agency:
                    Not reportedDate achieved compliance:
                    Not reportedArea of violation:
                    COMPLIANCE EVALUATION INSPECTION ON-SITEEvaluation:
                    04/04/1996Evaluation date:

Evaluation Action Summary:

                    No violations foundViolation Status:

MOTOR IMPORTS SERVICE DEPT  (Continued) 1000340499
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MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                    Not reportedExpiration Date:
                    Letter of CreditFRTYPE:

MOTOR IMPORTS SERVICE DEPT  (Continued) 1000340499

                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OperatorOwner/Operator Type:
                    PrivateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:
                    NOT REQUIREDOwner/operator name:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OwnerOwner/Operator Type:
                    PrivateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:
                    CHARLES LORENZOwner/operator name:

Owner/Operator Summary:

                    Handler: Non-Generators do not presently generate hazardous wasteDescription:
                    Non-GeneratorClassification:
                    09EPA Region:
                    Not reportedContact email:
                    (808) 533-1818Contact telephone:
                    USContact country:
                    HONOLULU, HI 96813
                    555 SOUTH STContact address:
                    ENVIRONMENTAL  MANAGERContact:
                    HONOLULU, HI 96813
                    SOUTH STMailing address:
                    HID981654908EPA ID:
                    HONOLULU, HI 96813
                    555 SOUTH STFacility address:
                    PUNA BUGFacility name:
                    12/10/1993Date form received by agency:

RCRA NonGen / NLR:

233 ft. Site 4 of 9 in cluster C
0.044 mi.

Relative:
Higher

Actual:
3 ft.

< 1/8 HONOLULU, HI  96813
NNW 555 SOUTH ST HID981654908
C10 RCRA NonGen / NLRPUNA BUG 1000141781
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MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                    No violations foundViolation Status:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:

PUNA BUG  (Continued) 1000141781

                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OperatorOwner/Operator Type:
                    PrivateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:
                    NOT REQUIREDOwner/operator name:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OwnerOwner/Operator Type:
                    PrivateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:
                    STEVE SMITHOwner/operator name:

Owner/Operator Summary:

                    Handler: Non-Generators do not presently generate hazardous wasteDescription:
                    Non-GeneratorClassification:
                    09EPA Region:
                    Not reportedContact email:
                    (808) 537-1006Contact telephone:
                    USContact country:
                    HONOLULU, HI 96813
                    555 S STContact address:
                    ENVIRONMENTAL  MANAGERContact:
                    HONOLULU, HI 96813
                    S STMailing address:
                    HID981629017EPA ID:
                    HONOLULU, HI 96813
                    555 S STFacility address:
                    STEVES AUTO REPAIRFacility name:
                    12/10/1993Date form received by agency:

RCRA NonGen / NLR:

233 ft. Site 5 of 9 in cluster C
0.044 mi.

Relative:
Higher

Actual:
3 ft.

< 1/8 HONOLULU, HI  96813
NNW 555 S ST HID981629017
C11 RCRA NonGen / NLRSTEVES AUTO REPAIR 1000431963
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MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                    No violations foundViolation Status:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:

STEVES AUTO REPAIR  (Continued) 1000431963

                                        GasolineSubstance:
                                        2000Tank Capacity:
                                        06/30/1990Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-3Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.860206Longitude:
                                        21.301433Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        2308 PAHOUNUI DROwner Address:
                                        AMELCO CORPORATIONOwner:
                                        9-102760Facility ID:

UST:

        Roger BrewerProject Officer:
        930110Release ID:
        06/20/1997Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-102760Facility ID:

LUST:

236 ft. Site 6 of 9 in cluster C
0.045 mi.

Relative:
Higher

Actual:
3 ft.

< 1/8 HONOLULU, HI  96813
NNW HI UST545 SOUTH ST    N/A
C12 HI LUSTEUROCARE/KEICO PACIFIC/SHONS AUT U003154625

        910091Release ID:
        06/01/1992Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-102467Facility ID:

LUST:

253 ft. Site 7 of 9 in cluster C
0.048 mi.

Relative:
Higher

Actual:
6 ft.

< 1/8 HI Financial AssuranceHONOLULU, HI  96813
North HI UST614 SOUTH ST    N/A
C13 HI LUSTCBI, INC U001235923
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MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                    Not reportedExpiration Date:
                    Self InsuredFRTYPE:
                    Permanently Out of UseTank Status:
                    R-1Tank Id:
                    9-102467Alt Facility ID:

HI Financial Assurance:

                                        GasolineSubstance:
                                        1000Tank Capacity:
                                        09/26/1991Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.859600Longitude:
                                        21.302160Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        P.O. BOX 90159Owner Address:
                                        CBI, INCOwner:
                                        9-102467Facility ID:

UST:

        Sheila MackenzieProject Officer:

CBI, INC  (Continued) U001235923

                                        GasolineSubstance:
                                        500Tank Capacity:
                                        07/08/1999Date Closed:
                                        Permanently Out of UseTank Status:
                                        06/01/1966Date Installed:
                                        R-1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.859340Longitude:
                                        21.302300Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        636 South StreetOwner Address:
                                        C&C OF HNL - HONOLULU FIRE DEPARATMENTOwner:
                                        9-100074Facility ID:

UST:

        Josh NagashimaProject Officer:
        990209Release ID:
        12/27/2011Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-100074Facility ID:

LUST:

274 ft. Site 8 of 9 in cluster C
0.052 mi.

Relative:
Higher

Actual:
7 ft.

< 1/8 HI Financial AssuranceHONOLULU, HI  96813
NNE HI UST620 SOUTH ST    N/A
C14 HI LUSTC&CH KAKAAKO FIRE DEPT MECHANIC SHOP U001235033
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MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-3Tank Id:
                    9-100074Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-2Tank Id:
                    9-100074Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-1Tank Id:
                    9-100074Alt Facility ID:

HI Financial Assurance:

                                        Used OilSubstance:
                                        500Tank Capacity:
                                        07/08/1999Date Closed:
                                        Permanently Out of UseTank Status:
                                        06/01/1966Date Installed:
                                        R-3Tank ID:

                                        GasolineSubstance:
                                        1000Tank Capacity:
                                        07/08/1999Date Closed:
                                        Permanently Out of UseTank Status:
                                        06/01/1966Date Installed:
                                        R-2Tank ID:

C&CH KAKAAKO FIRE DEPT MECHANIC SHOP  (Continued) U001235033

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.858368Longitude:
                                        21.301406Latitude:
                                        Honolulu, 96800 96800Owner City,St,Zip:
                                        ALSTON HUNT FLOYD & ING1001 BISHOP ST, 18TH FLROwner Address:
                                        GENSIRO KAWAMOTO C/O MS. CAROL Y. ASAI-SATOOwner:
                                        9-102965Facility ID:

UST:

        Richard TakabaProject Officer:
        940173Release ID:
        08/30/2005Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-102965Facility ID:

LUST:

319 ft. Site 5 of 5 in cluster A
0.060 mi.

Relative:
Higher

Actual:
3 ft.

< 1/8 HONOLULU, HI  96800
ENE HI UST630 KEAWE ST    N/A
A15 HI LUSTGENSIRO KAWAMOTO U003154744
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MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                                        Used OilSubstance:
                                        550Tank Capacity:
                                        08/01/1994Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        3Tank ID:

                                        GasolineSubstance:
                                        2000Tank Capacity:
                                        08/01/1994Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        2Tank ID:

                                        DieselSubstance:
                                        4000Tank Capacity:
                                        08/01/1994Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        1Tank ID:

GENSIRO KAWAMOTO  (Continued) U003154744

                    Not reportedOwner/operator telephone:
                    USOwner/operator country:
                    Not reported
                    Not reportedOwner/operator address:
                    APIC CORPOwner/operator name:

Owner/Operator Summary:

                    hazardous waste at any time
                    waste during any calendar month, and accumulates more than 1000 kg of
                    hazardous waste at any time; or generates 100 kg or less of hazardous
                    waste during any calendar month and accumulates less than 6000 kg of
                    Handler: generates more than 100 and less than 1000 kg of hazardousDescription:
                    Small Small Quantity GeneratorClassification:
                    PrivateLand type:
                    09EPA Region:
                    HUANG@APICHIP.COMContact email:
                    808-550-0374Contact telephone:
                    USContact country:
                    HONOLULU, HI 96813
                    435 KEAWE ST STE I 3Contact address:
                    THOMAS C HUANGContact:
                    HIR000136390EPA ID:
                    HONOLULU, HI 96813
                    STE I 3
                    435 KEAWE STFacility address:
                    APIC CORPFacility name:
                    03/07/2005Date form received by agency:

RCRA-SQG:

396 ft. Site 1 of 4 in cluster D
0.075 mi.

Relative:
Higher

Actual:
3 ft.

< 1/8 HONOLULU, HI  96813
SW 435 KEAWE ST HIR000136390
D16 RCRA-SQGAPIC CORP 1008194957
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MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                    LISTED IN F001, F002, OR F004; AND STILL BOTTOMS FROM THE RECOVERY OF
                    ONE OR MORE OF THE ABOVE NONHALOGENATED SOLVENTS OR THOSE SOLVENTS
                    CONTAINING, BEFORE USE, A TOTAL OF TEN PERCENT OR MORE(BY VOLUME) OF
                    2-ETHOXYETHANOL, AND 2-NITROPROPANE; ALL SPENT SOLVENT MIXTURES/BLENDS
                    KETONE, CARBON DISULFIDE, ISOBUTANOL, PYRIDINE, BENZENE,
                    THE FOLLOWING SPENT NONHALOGENATED SOLVENTS: TOLUENE, METHYL ETHYL.   Waste name:
                    F005.   Waste code:

                    MIXTURES.
                    BOTTOMS FROM THE RECOVERY OF THESE SPENT SOLVENTS AND SPENT SOLVENT
                    MORE OF THOSE SOLVENTS LISTED IN F001, F002, F004, AND F005; AND STILL
                    SOLVENTS, AND A TOTAL OF TEN PERCENT OR MORE (BY VOLUME) OF ONE OR
                    CONTAINING, BEFORE USE, ONE OR MORE OF THE ABOVE NONHALOGENATED
                    NONHALOGENATED SOLVENTS; AND ALL SPENT SOLVENT MIXTURES/BLENDS
                    MIXTURES/BLENDS CONTAINING, BEFORE USE, ONLY THE ABOVE SPENT
                    ALCOHOL, CYCLOHEXANONE, AND METHANOL; ALL SPENT SOLVENT
                    ACETATE, ETHYL BENZENE, ETHYL ETHER, METHYL ISOBUTYL KETONE, N-BUTYL
                    THE FOLLOWING SPENT NONHALOGENATED SOLVENTS: XYLENE, ACETONE, ETHYL.   Waste name:
                    F003.   Waste code:

                    CORROSIVE WASTE.   Waste name:
                    D002.   Waste code:

                    IGNITABLE WASTE.   Waste name:
                    D001.   Waste code:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    10/01/2002Owner/Op start date:
                    OwnerOwner/Operator Type:
                    PrivateLegal status:
                    Not reportedOwner/operator telephone:
                    USOwner/operator country:
                    HONOLULU, HI 96814
                    1330 ALA MOANA BLVD STE 200Owner/operator address:
                    LIMIT LLCOwner/operator name:

                    Not reportedOwner/Op end date:
                    09/15/2003Owner/Op start date:
                    OperatorOwner/Operator Type:
                    PrivateLegal status:

APIC CORP  (Continued) 1008194957
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MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                    EPAEvaluation lead agency:
                    Not reportedDate achieved compliance:
                    Not reportedArea of violation:
                    COMPLIANCE EVALUATION INSPECTION ON-SITEEvaluation:
                    12/14/2005Evaluation date:

Evaluation Action Summary:

                    No violations foundViolation Status:

                    THESE SPENT SOLVENTS AND SPENT SOLVENT MIXTURES.

APIC CORP  (Continued) 1008194957

                                        GasolineSubstance:
                                        1000Tank Capacity:
                                        08/12/1999Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.860626Longitude:
                                        21.301848Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        567 S. KING STKAWAIAHAO PLAZA, SUITE 200Owner Address:
                                        KAMEHAMEHA SCHOOLS/BISHOP ESTATEOwner:
                                        9-103537Facility ID:

UST:

        Shunsheng FuProject Officer:
        990222Release ID:
        05/03/2001Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-103537Facility ID:

LUST:

424 ft.
0.080 mi.

Relative:
Higher

Actual:
3 ft.

< 1/8 HONOLULU, HI  96813
NW HI UST556 REED LN    N/A
17 HI LUSTREED LANE WAREHOUSE U003732578

                    ENVIRONMENTAL  MANAGERContact:
                    HONOLULU, HI 96813
                    444 KEAWE STMailing address:
                    HID981667249EPA ID:
                    HONOLULU, HI 96813
                    444 LEAWE STFacility address:
                    ANOTHER SHADOW INCFacility name:
                    12/10/1993Date form received by agency:

RCRA NonGen / NLR:

429 ft. Site 2 of 4 in cluster D
0.081 mi.

Relative:
Higher

Actual:
3 ft.

< 1/8 HONOLULU, HI  96813
SW FINDS444 LEAWE ST HID981667249
D18 RCRA NonGen / NLRANOTHER SHADOW INC 1000409233
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MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

FINDS:

                    No violations foundViolation Status:

                    Conditionally Exempt Small Quantity GeneratorClassification:
                    ANOTHER SHADOW INC.Site name:
                    02/22/1990Date form received by agency:

Historical Generators:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OperatorOwner/Operator Type:
                    PrivateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:
                    NOT REQUIREDOwner/operator name:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OwnerOwner/Operator Type:
                    PrivateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:
                    CLARK SWINKOwner/operator name:

Owner/Operator Summary:

                    Handler: Non-Generators do not presently generate hazardous wasteDescription:
                    Non-GeneratorClassification:
                    09EPA Region:
                    Not reportedContact email:
                    (808) 526-1169Contact telephone:
                    USContact country:
                    HONOLULU, HI 96813
                    444 LEAWE STContact address:

ANOTHER SHADOW INC  (Continued) 1000409233
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MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

corrective action activities required under RCRA.
program staff to track the notification, permit, compliance, and
and treat, store, or dispose of hazardous waste. RCRAInfo allows RCRA
events and activities related to facilities that generate, transport,
Conservation and Recovery Act (RCRA) program through the tracking of
RCRAInfo is a national information system that supports the Resource
                    Environmental Interest/Information System

                    110005284432Registry ID:

ANOTHER SHADOW INC  (Continued) 1000409233

                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OperatorOwner/Operator Type:
                    PrivateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:
                    NOT REQUIREDOwner/operator name:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OwnerOwner/Operator Type:
                    PrivateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:
                    BLAIR LTD.Owner/operator name:

Owner/Operator Summary:

                    Handler: Non-Generators do not presently generate hazardous wasteDescription:
                    Non-GeneratorClassification:
                    09EPA Region:
                    Not reportedContact email:
                    (808) 536-4907Contact telephone:
                    USContact country:
                    HONOLULU, HI 96814
                    404 A WARD AVEContact address:
                    KAREN  LEEContact:
                    HID009149287EPA ID:
                    HONOLULU, HI 96814
                    404 A WARD AVEFacility address:
                    BLAIR LTDFacility name:
                    07/27/1993Date form received by agency:

RCRA NonGen / NLR:

452 ft. Site 1 of 3 in cluster E
0.086 mi.

Relative:
Higher

Actual:
3 ft.

< 1/8 HONOLULU, HI  96814
ESE FINDS404 A WARD AVE HID009149287
E19 RCRA NonGen / NLRBLAIR LTD 1000261021
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MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

corrective action activities required under RCRA.
program staff to track the notification, permit, compliance, and
and treat, store, or dispose of hazardous waste. RCRAInfo allows RCRA
events and activities related to facilities that generate, transport,
Conservation and Recovery Act (RCRA) program through the tracking of
RCRAInfo is a national information system that supports the Resource
                    Environmental Interest/Information System

                    110005284183Registry ID:

FINDS:

                    No violations foundViolation Status:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:

BLAIR LTD  (Continued) 1000261021

                    565 HALEKAUWILA STOwner/operator address:
                    ACME FENDER LLCOwner/operator name:

Owner/Operator Summary:

                    hazardous waste at any time
                    waste during any calendar month, and accumulates more than 1000 kg of
                    hazardous waste at any time; or generates 100 kg or less of hazardous
                    waste during any calendar month and accumulates less than 6000 kg of
                    Handler: generates more than 100 and less than 1000 kg of hazardousDescription:
                    Small Small Quantity GeneratorClassification:
                    09EPA Region:
                    ERIC@ACRM.BIZContact email:
                    (808) 592-8757Contact telephone:
                    Not reportedContact country:
                    Not reported
                    Not reportedContact address:
                    ERIC  TAKEMOTOContact:
                    HIR000139246EPA ID:
                    HONOLULU, HI 96813
                    565 HALEKAUWILA STFacility address:
                    ACME FENDERFacility name:
                    06/24/2009Date form received by agency:

RCRA-SQG:

478 ft. Site 9 of 9 in cluster C
0.091 mi.

Relative:
Higher

Actual:
4 ft.

< 1/8 HONOLULU, HI  96813
NNW 565 HALEKAUWILA ST HIR000139246
C20 RCRA-SQGACME FENDER 1012178263
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EDR ID NumberDistance
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                    No violations foundViolation Status:

                    METHYL ETHYL KETONE.   Waste name:
                    D035.   Waste code:

                    BENZENE.   Waste name:
                    D018.   Waste code:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    01/01/2003Owner/Op start date:
                    OwnerOwner/Operator Type:
                    PrivateLegal status:
                    Not reportedOwner/operator telephone:
                    USOwner/operator country:
                    HONOLULU, HI 96813
                    565 HALEKAUWILA STOwner/operator address:
                    ACME FENDER LLCOwner/operator name:

                    Not reportedOwner/Op end date:
                    01/01/2003Owner/Op start date:
                    OperatorOwner/Operator Type:
                    PrivateLegal status:
                    Not reportedOwner/operator telephone:
                    USOwner/operator country:
                    HONOLULU, HI 96813

ACME FENDER  (Continued) 1012178263

                                        9-102963Facility ID:
UST:

        Richard TakabaProject Officer:
        940174Release ID:
        08/30/2005Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-102963Facility ID:

LUST:

527 ft. Site 1 of 9 in cluster F
0.100 mi.

Relative:
Higher

Actual:
6 ft.

< 1/8 HONOLULU, HI  96800
NE HI UST627 QUEEN ST    N/A
F21 HI LUSTGENSIRO KAWAMOTO U003154743

TC4289921.2s   Page 26



MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                                        DieselSubstance:
                                        4000Tank Capacity:
                                        08/01/1994Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        4Tank ID:

                                        DieselSubstance:
                                        3000Tank Capacity:
                                        08/01/1994Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        3Tank ID:

                                        GasolineSubstance:
                                        12000Tank Capacity:
                                        08/01/1994Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        2Tank ID:

                                        GasolineSubstance:
                                        12000Tank Capacity:
                                        08/01/1994Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.857977Longitude:
                                        21.301738Latitude:
                                        Honolulu, 96800 96800Owner City,St,Zip:
                                        ALSTON HUNT FLOYD & ING1001 BISHOP ST, 18TH FLROwner Address:
                                        GENSIRO KAWAMOTO C/O MS. CAROL Y. ASAI-SATOOwner:

GENSIRO KAWAMOTO  (Continued) U003154743

                  9000059.00000Person ID:
                  13037379.00000Contact Sequence ID:

CERCLIS-NFRAP Site Contact Details:

                  NFRAP-Site does not qualify for the NPL based on existing informationNon NPL Status:
                  Not on the NPLNPL Status:
                  Not a Federal FacilityFederal Facility:
                  0903920Site ID:

CERC-NFRAP:

HI INST CONTROL
HI ENG CONTROLS

538 ft. HI SPILLSSite 2 of 9 in cluster F
0.102 mi. HI SHWS

Relative:
Higher

Actual:
7 ft.

< 1/8 FINDSHONOLULU, HI  96813
NE RCRA NonGen / NLR600 QUEEN ST HID982442394
F22 CERC-NFRAPQUEEN EMMALANI TOWER 1000688441
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                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:
                    NOT REQUIREDOwner/operator name:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OwnerOwner/Operator Type:
                    PrivateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:
                    MOTOI KOSAN USA INCOwner/operator name:

Owner/Operator Summary:

                    Handler: Non-Generators do not presently generate hazardous wasteDescription:
                    Non-GeneratorClassification:
                    Other land typeLand type:
                    09EPA Region:
                    Not reportedContact email:
                    (808) 949-0065Contact telephone:
                    USContact country:
                    HONOLULU, HI 96813
                    600 QUEEN STContact address:
                    ENVIRONMENTAL  MANAGERContact:
                    HONOLULU, HI 96815
                    436 ENA RDMailing address:
                    HID982442394EPA ID:
                    HONOLULU, HI 96813
                    600 QUEEN STFacility address:
                    QUEEN EMMALANI TOWERFacility name:
                    05/07/1991Date form received by agency:

RCRA NonGen / NLR:

                  NFRAP-Site does not qualify for the NPL based on existing informationPriority Level:
                  10/11/94Date Completed:
                  /  /Date Started:
                  PRELIMINARY ASSESSMENTAction:

                  Not reportedPriority Level:
                  10/11/94Date Completed:
                  /  /Date Started:
                  ARCHIVE SITEAction:

                  Not reportedPriority Level:
                  06/04/91Date Completed:
                  /  /Date Started:
                  DISCOVERYAction:

CERCLIS-NFRAP Assessment History:

                  HONOLULU, OAHU, HI 85546
                  QUEEN & SOUTH STREETAlias Address:
                  QUEEN EMMALANI TOWERAlias Name:

CERCLIS-NFRAP Site Alias Name(s):

QUEEN EMMALANI TOWER  (Continued) 1000688441

TC4289921.2s   Page 28



MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                                             StateProgram:
                                             Not reportedLead Agency:
                                             110005726651Facility Registry Identifier:
                                             HID984466698HID Number:
                                             Queen Emmalani TowerEnvironmental Interest:
                                             OahuIsland:
                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

STATE MASTER

corrective action activities required under RCRA.
program staff to track the notification, permit, compliance, and
and treat, store, or dispose of hazardous waste. RCRAInfo allows RCRA
events and activities related to facilities that generate, transport,
Conservation and Recovery Act (RCRA) program through the tracking of
RCRAInfo is a national information system that supports the Resource
                    Environmental Interest/Information System

                    110005726651Registry ID:

FINDS:

                    StateEvaluation lead agency:
                    Not reportedDate achieved compliance:
                    Not reportedArea of violation:
                    COMPLIANCE EVALUATION INSPECTION ON-SITEEvaluation:
                    01/29/1996Evaluation date:

Evaluation Action Summary:

                    No violations foundViolation Status:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OperatorOwner/Operator Type:
                    PrivateLegal status:
                    (415) 555-1212Owner/operator telephone:

QUEEN EMMALANI TOWER  (Continued) 1000688441
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                    600 Queen Street Lead ContaminationUnits:
                    NoER:
                    HEER EP&RLead and Program:
                    110005726651Facility Registry Id:
                    HID984466698HID Number:
                    20060112-0950Case Number:
                    Not reportedSupplemental Loc. Text:
                    OahuIsland:

                    Queen Emmalani TowerFile Under:
                    Not reportedResult:
                    Not reportedAssignment End Date:
                    Not reportedActivity Lead:
                    ResponseActivity Type:
                    Not reportedUnits:
                    Not reportedNumerical Quantity:
                    Not reportedLess Or Greater Than:
                    petroleumSubstances:
                    Queen Emmalani Tower DevelopmentUnits:
                    Not reportedER:
                    HEER EP&RLead and Program:
                    110005726651Facility Registry Id:
                    HID984466698HID Number:
                    19910807-2Case Number:
                    Not reportedSupplemental Loc. Text:
                    OahuIsland:

HI SPILLS:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Mark SutterfieldProject Manager:
                                             NFA for areas 1 and 3Document Subject:
                                             2006-058-MSDocument Number:
                                             02/01/2006Document Date:
                                             No Further Action Letter - Restricted UseSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                                             System
                                             Prohibit Any Activity That May Disturb the Integrity of the CappingDescription of Restrictions:
                                             Engineering Control RequiredEngineering Control:
                                             Controls Required to Manage ContaminationUse Restrictions:
                                             Contaminated (lead and metals) soil removed or capped by building.Nature of Residual Contamination:
                                             Found: Contamination was place under buildingNature of Contamination:
                                             Response CompleteResponse:
                                             Response NecessaryAssessment:
                                             NFAPriority:
                                             Hazard Managed With ControlsPotential Hazard And Controls:
                                             StateProgran Name:
                                             Not reportedLead Agency:
                                             110005726651Facility Registry Identifier:
                                             HID984466698HID Number:
                                             Queen Emmalani TowerSDAR Environmental Interest Name:
                                             Not reportedSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard Managed With ControlsPotential Hazards And Controls:
                                             NFAHazard Priority:
                                             Mark SutterfieldProject Manager:

QUEEN EMMALANI TOWER  (Continued) 1000688441
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                              Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                              OahuIsland:
                              Not reportedZip Suffix:
                              Not reportedSupplemental Location:
                              Hazard Managed With ControlsPotential hazards and controls:

INST CONTROL:

                                                  Engineering Control RequiredEngineering Control:
                                                  Hazard Managed With ControlsPotential Hazards And Controls:
                                                  OahuIsland:
                                                  Not reportedZip Suffix:
                                                  Not reportedSupplemental Location Text:

ENG CONTROLS:

                    Queen Emmalani TowerFile Under:
                    Refer to SDARResult:
                    2006-01-12 00:00:00Assignment End Date:
                    Liz GalvezActivity Lead:
                    ResponseActivity Type:
                    UnknownUnits:
                    Not reportedNumerical Quantity:
                    Not reportedLess Or Greater Than:
                    LeadSubstances:

QUEEN EMMALANI TOWER  (Continued) 1000688441

                    OwnerOwner/Operator Type:
                    PrivateLegal status:
                    (808) 839-7446Owner/operator telephone:
                    Not reportedOwner/operator country:
                    HONOLULU, HI 96819
                    1045 MAPUNAPUNA STOwner/operator address:
                    GENSIRO KAWAMOTOOwner/operator name:

Owner/Operator Summary:

                    Handler: Non-Generators do not presently generate hazardous wasteDescription:
                    Non-GeneratorClassification:
                    09EPA Region:
                    Not reportedContact email:
                    (808) 839-7446Contact telephone:
                    USContact country:
                    HONOLULU, HI 96819
                    1045 MAPUNAPUNA STContact address:
                    DANIEL  CHUNGContact:
                    HONOLULU, HI 96819
                    1045 MAPUNAPUNA STMailing address:
                    HIP000041939EPA ID:
                    HONOLULU, HI 96813
                    601 QUEEN STFacility address:
                    MARCUS AND ASSOCIATES INCFacility name:
                    08/14/2009Date form received by agency:

RCRA NonGen / NLR:

541 ft. Site 3 of 9 in cluster F
0.102 mi.

Relative:
Higher

Actual:
7 ft.

< 1/8 HONOLULU, HI  96813
NE 601 QUEEN ST HIP000041939
F23 RCRA NonGen / NLRMARCUS AND ASSOCIATES INC 1012178124
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MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                    No violations foundViolation Status:

                    Conditionally Exempt Small Quantity GeneratorClassification:
                    MARCUS AND ASSOCIATES INCSite name:
                    07/20/1998Date form received by agency:

Historical Generators:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:

MARCUS AND ASSOCIATES INC  (Continued) 1012178124

                                        DieselSubstance:
                                        500Tank Capacity:
                                        11/20/1990Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.857508Longitude:
                                        21.301111Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        677 ALA MOANA BLVD, SUITE 1001Owner Address:
                                        STATE DBEDT - HAWAII COMM DEVELOPMENT AUTHORITYOwner:
                                        9-101396Facility ID:

UST:

        Eric SadoyamaProject Officer:
        910006Release ID:
        08/24/1999Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-101396Facility ID:

LUST:

544 ft. Site 4 of 9 in cluster F
0.103 mi.

Relative:
Higher

Actual:
3 ft.

< 1/8 HONOLULU, HI  96813
ENE HI UST677 QUEEN ST    N/A
F24 HI LUSTPOHULANI ELDERLY PROJECT U001235471
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EPA ID NumberDatabase(s)SiteElevation

                                        Not ListedSubstance:
                                        1000Tank Capacity:
                                        06/08/1991Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-3Tank ID:

                                        Not ListedSubstance:
                                        1000Tank Capacity:
                                        04/16/1991Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-2Tank ID:

POHULANI ELDERLY PROJECT  (Continued) U001235471

          600  QUEEN STAddress:
          2009Year:
          HAWAIIAN AUTO PROS LLCName:

EDR Historical Auto Stations:

551 ft. Site 5 of 9 in cluster F
0.104 mi.

Relative:
Higher

Actual:
7 ft.

< 1/8 HONOLULU, HI  96813
NE 600  QUEEN ST    N/A
F25 EDR US Hist Auto Stat 1015567454

                                        GasolineSubstance:
                                        10000Tank Capacity:
                                        08/26/2002Date Closed:
                                        Permanently Out of UseTank Status:
                                        07/18/1982Date Installed:
                                        R-1Tank ID:

                                        GPSHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.858593Longitude:
                                        21.302479Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        91-480 MALAKOLE ST.Owner Address:
                                        CHEVRON PRODUCTS COMPANYOwner:
                                        9-101107Facility ID:

UST:

        Richard TakabaProject Officer:
        020041Release ID:
        07/09/2003Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-101107Facility ID:

LUST:

569 ft. Site 6 of 9 in cluster F
0.108 mi.

Relative:
Higher

Actual:
7 ft.

< 1/8 HI Financial AssuranceHONOLULU, HI  96813
NNE HI UST571 S QUEEN ST    N/A
F26 HI LUSTK & Y CHEVRON 91524 U001235370
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                    Permanently Out of UseTank Status:
                    R-1Tank Id:
                    9-101107Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-2Tank Id:
                    9-101107Alt Facility ID:

                    Not reportedExpiration Date:
                    Self InsuredFRTYPE:
                    Permanently Out of UseTank Status:
                    R-2Tank Id:
                    9-101107Alt Facility ID:

                    Not reportedExpiration Date:
                    Self InsuredFRTYPE:
                    Permanently Out of UseTank Status:
                    R-3Tank Id:
                    9-101107Alt Facility ID:

                    Not reportedExpiration Date:
                    Self InsuredFRTYPE:
                    Permanently Out of UseTank Status:
                    R-4Tank Id:
                    9-101107Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-3Tank Id:
                    9-101107Alt Facility ID:

HI Financial Assurance:

                                        Used OilSubstance:
                                        1000Tank Capacity:
                                        08/26/2002Date Closed:
                                        Permanently Out of UseTank Status:
                                        07/18/1982Date Installed:
                                        R-4Tank ID:

                                        GasolineSubstance:
                                        10000Tank Capacity:
                                        08/26/2002Date Closed:
                                        Permanently Out of UseTank Status:
                                        07/18/1982Date Installed:
                                        R-3Tank ID:

                                        GasolineSubstance:
                                        10000Tank Capacity:
                                        08/26/2002Date Closed:
                                        Permanently Out of UseTank Status:
                                        07/18/1982Date Installed:
                                        R-2Tank ID:

K & Y CHEVRON 91524  (Continued) U001235370
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                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-4Tank Id:
                    9-101107Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-1Tank Id:
                    9-101107Alt Facility ID:

                    Not reportedExpiration Date:
                    Self InsuredFRTYPE:

K & Y CHEVRON 91524  (Continued) U001235370

          571  QUEEN STAddress:
          2001Year:
          K & Y CHEVRONName:

EDR Historical Auto Stations:

569 ft. Site 7 of 9 in cluster F
0.108 mi.

Relative:
Higher

Actual:
7 ft.

< 1/8 HONOLULU, HI  96813
NNE 571  QUEEN ST    N/A
F27 EDR US Hist Auto Stat 1015557382

                                        GasolineSubstance:
                                        15000Tank Capacity:
                                        Not reportedDate Closed:
                                        Currently in UseTank Status:
                                        03/01/1991Date Installed:
                                        87Tank ID:

                                        GPSHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.857504Longitude:
                                        21.300560Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        701 Queen StOwner Address:
                                        LBTC hOLDINGS, LLC dba Lex Brodie’s Tire companyOwner:
                                        9-102200Facility ID:

UST:

        Jose RuizProject Officer:
        910036Release ID:
        02/10/2003Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-102200Facility ID:

LUST:

580 ft. Site 1 of 5 in cluster G
0.110 mi.

Relative:
Higher

Actual:
3 ft.

< 1/8 HI Financial AssuranceHONOLULU, HI  96813
East HI UST701 S QUEEN ST    N/A
G28 HI LUSTLEX BRODIE TIRE CO. U001235766
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                    9-102200Alt Facility ID:

                    04/23/2015Expiration Date:
                    InsuranceFRTYPE:
                    Permanently Out of UseTank Status:
                    R-2Tank Id:
                    9-102200Alt Facility ID:

                    04/23/2015Expiration Date:
                    InsuranceFRTYPE:
                    Permanently Out of UseTank Status:
                    R-1Tank Id:
                    9-102200Alt Facility ID:

                    04/23/2015Expiration Date:
                    InsuranceFRTYPE:
                    Currently in UseTank Status:
                    92Tank Id:
                    9-102200Alt Facility ID:

                    04/23/2015Expiration Date:
                    InsuranceFRTYPE:
                    Currently in UseTank Status:
                    87Tank Id:
                    9-102200Alt Facility ID:

HI Financial Assurance:

                                        GasolineSubstance:
                                        10000Tank Capacity:
                                        02/05/1991Date Closed:
                                        Permanently Out of UseTank Status:
                                        03/06/1968Date Installed:
                                        R-3Tank ID:

                                        GasolineSubstance:
                                        5000Tank Capacity:
                                        02/05/1991Date Closed:
                                        Permanently Out of UseTank Status:
                                        03/06/1964Date Installed:
                                        R-2Tank ID:

                                        GasolineSubstance:
                                        5000Tank Capacity:
                                        02/05/1991Date Closed:
                                        Permanently Out of UseTank Status:
                                        03/06/1964Date Installed:
                                        R-1Tank ID:

                                        GasolineSubstance:
                                        5000Tank Capacity:
                                        Not reportedDate Closed:
                                        Currently in UseTank Status:
                                        03/01/1991Date Installed:
                                        92Tank ID:

LEX BRODIE TIRE CO.  (Continued) U001235766
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EPA ID NumberDatabase(s)SiteElevation

                    04/23/2015Expiration Date:
                    InsuranceFRTYPE:
                    Permanently Out of UseTank Status:
                    R-3Tank Id:

LEX BRODIE TIRE CO.  (Continued) U001235766

          701  QUEEN STAddress:
          2008Year:
          NATIONAL TIRE OF HAWAI LTDName:

EDR Historical Auto Stations:

580 ft. Site 2 of 5 in cluster G
0.110 mi.

Relative:
Higher

Actual:
3 ft.

< 1/8 HONOLULU, HI  96813
East 701  QUEEN ST    N/A
G29 EDR US Hist Auto Stat 1015605987

                                        GasolineSubstance:
                                        Not reportedTank Capacity:
                                        Not reportedDate Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-01Tank ID:

                                        Not reportedHorizontal Collection Method Name:
                                        Not reportedHorizontal Reference Datum Name:
                                        Not reportedLongitude:
                                        Not reportedLatitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        700 BISHOP St, 21ST FLOOROwner Address:
                                        AMFAC DISTRIBUTION HAWAIIOwner:
                                        9-101490Facility ID:

UST:

603 ft. Site 1 of 7 in cluster H
0.114 mi.

Relative:
Higher

Actual:
3 ft.

< 1/8 HONOLULU, HI  96813
South 465 CORAL ST    N/A
H30 HI USTAMFAC DIST. HI -BLDG MATERIALS U003221672

                                        9-100075Facility ID:
UST:

        Renato ManiulitProject Officer:
        940155Release ID:
        05/17/1999Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-100075Facility ID:

LUST:

606 ft. Site 1 of 3 in cluster I
0.115 mi.

Relative:
Higher

Actual:
7 ft.

< 1/8 HONOLULU, HI  96813
NNE HI UST555 QUEEN ST    N/A
I31 HI LUSTC&CH KAKAAKO FIRE STATION U001235034
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                                        GasolineSubstance:
                                        1000Tank Capacity:
                                        02/01/1994Date Closed:
                                        Permanently Out of UseTank Status:
                                        09/03/1975Date Installed:
                                        R-2Tank ID:

                                        DieselSubstance:
                                        500Tank Capacity:
                                        02/01/1994Date Closed:
                                        Permanently Out of UseTank Status:
                                        09/03/1975Date Installed:
                                        R-1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.859050Longitude:
                                        21.303072Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        636 South StreetOwner Address:
                                        C&C OF HNL - HONOLULU FIRE DEPARATMENTOwner:

C&CH KAKAAKO FIRE STATION  (Continued) U001235034

                                        Permanently Out of UseTank Status:
                                        03/26/1981Date Installed:
                                        R-2Tank ID:

                                        GasolineSubstance:
                                        8000Tank Capacity:
                                        07/02/1998Date Closed:
                                        Permanently Out of UseTank Status:
                                        03/26/1981Date Installed:
                                        R-1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.858342Longitude:
                                        21.302694Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        91-060 HANUA STOwner Address:
                                        C AND F MACHINERY CORP.Owner:
                                        9-100155Facility ID:

UST:

        Mark SutterfieldProject Officer:
        980195Release ID:
        11/08/2001Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-100155Facility ID:

LUST:

614 ft. Site 8 of 9 in cluster F
0.116 mi.

Relative:
Higher

Actual:
7 ft.

< 1/8 HONOLULU, HI  96813
NE HI UST590 QUEEN ST    N/A
F32 HI LUSTAAA HAWAII BUILDING U001235068
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                                        Used OilSubstance:
                                        1000Tank Capacity:
                                        07/02/1998Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-4Tank ID:

                                        GasolineSubstance:
                                        8000Tank Capacity:
                                        07/02/1998Date Closed:
                                        Permanently Out of UseTank Status:
                                        03/26/1981Date Installed:
                                        R-3Tank ID:

                                        GasolineSubstance:
                                        8000Tank Capacity:
                                        07/02/1998Date Closed:

AAA HAWAII BUILDING  (Continued) U001235068

                    NOT REQUIREDOwner/operator address:
                    NOT REQUIREDOwner/operator name:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OwnerOwner/Operator Type:
                    PrivateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:
                    CONTRACTORS EQUIPOwner/operator name:

Owner/Operator Summary:

                    Handler: Non-Generators do not presently generate hazardous wasteDescription:
                    Non-GeneratorClassification:
                    09EPA Region:
                    Not reportedContact email:
                    (808) 533-1731Contact telephone:
                    USContact country:
                    HONOLULU, HI 96813
                    625 AUAHI STContact address:
                    ENVIRONMENTAL  MANAGERContact:
                    HONOLULU, HI 96813
                    AUAHI STMailing address:
                    HID981578743EPA ID:
                    HONOLULU, HI 96813
                    625 AUAHI STFacility address:
                    CONTRACTOR EQUIP & SVC CORPFacility name:
                    12/10/1993Date form received by agency:

RCRA NonGen / NLR:

624 ft. Site 3 of 4 in cluster D
0.118 mi.

Relative:
Higher

Actual:
3 ft.

< 1/8 HONOLULU, HI  96813
SW FINDS625 AUAHI ST HID981578743
D33 RCRA NonGen / NLRCONTRACTOR EQUIP & SVC CORP 1000418400
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corrective action activities required under RCRA.
program staff to track the notification, permit, compliance, and
and treat, store, or dispose of hazardous waste. RCRAInfo allows RCRA
events and activities related to facilities that generate, transport,
Conservation and Recovery Act (RCRA) program through the tracking of
RCRAInfo is a national information system that supports the Resource
                    Environmental Interest/Information System

                    110005723805Registry ID:

FINDS:

                    No violations foundViolation Status:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OperatorOwner/Operator Type:
                    PrivateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999

CONTRACTOR EQUIP & SVC CORP  (Continued) 1000418400

          660  AUAHI STAddress:
          2003Year:
          CROWN BODY & FENDER REPAIRName:

EDR Historical Auto Stations:

660 ft. Site 4 of 4 in cluster D
0.125 mi.

Relative:
Higher

Actual:
3 ft.

< 1/8 HONOLULU, HI  96813
SSW 660  AUAHI ST    N/A
D34 EDR US Hist Auto Stat 1015593425
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          690  QUEEN STAddress:
          2008Year:
          HAWAIIAN AUTO PROS LLCName:

          690  QUEEN STAddress:
          2005Year:
          HAWAIIAN AUTO PROS LLCName:

EDR Historical Auto Stations:

661 ft. Site 3 of 5 in cluster G
0.125 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
East 690  QUEEN ST    N/A
G35 EDR US Hist Auto Stat 1015601182

                                        Not ListedSubstance:
                                        Not reportedTank Capacity:
                                        07/06/1994Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-1Tank ID:

                                        Not reportedHorizontal Collection Method Name:
                                        Not reportedHorizontal Reference Datum Name:
                                        Not reportedLongitude:
                                        Not reportedLatitude:
                                        Honolulu, 96800 96800Owner City,St,Zip:
                                        677 ALA MOANA BLVD, SUITE 1001Owner Address:
                                        STATE DBEDT - HAWAII COMM DEVELOPMENT AUTHORITYOwner:
                                        9-102966Facility ID:

UST:

662 ft. Site 2 of 3 in cluster I
0.125 mi.

Relative:
Higher

Actual:
9 ft.

1/8-1/4 HONOLULU, HI  96800
NNE 545 QUEEN ST    N/A
I36 HI USTHONUAKAHA AFFORDABLE HOUSING COM U003154745

                    Not reportedContact email:
                    (808) 524-2111Contact telephone:
                    USContact country:
                    HONOLULU, HI 96814
                    670 AUAHI STContact address:
                    DENNIS  YOUNGContact:
                    HONOLULU, HI 96814
                    AUAHI STMailing address:
                    HID984466524EPA ID:
                    HONOLULU, HI 96814
                    670 AUAHI STFacility address:
                    PACIFIC NISSAN INCFacility name:
                    12/10/1993Date form received by agency:

RCRA NonGen / NLR:

677 ft. Site 2 of 7 in cluster H
0.128 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96814
SSW FINDS670 AUAHI ST HID984466524
H37 RCRA NonGen / NLRPACIFIC NISSAN INC 1000601430
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corrective action activities required under RCRA.
program staff to track the notification, permit, compliance, and
and treat, store, or dispose of hazardous waste. RCRAInfo allows RCRA
events and activities related to facilities that generate, transport,
Conservation and Recovery Act (RCRA) program through the tracking of
RCRAInfo is a national information system that supports the Resource
                    Environmental Interest/Information System

                    110005727268Registry ID:

FINDS:

                    No violations foundViolation Status:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OwnerOwner/Operator Type:
                    PrivateLegal status:
                    (808) 536-7700Owner/operator telephone:
                    Not reportedOwner/operator country:
                    HONOLULU, HI 96814
                    914 ALA MOANA BLVDOwner/operator address:
                    PACIFIC NISSAN INCOwner/operator name:

Owner/Operator Summary:

                    Handler: Non-Generators do not presently generate hazardous wasteDescription:
                    Non-GeneratorClassification:
                    09EPA Region:

PACIFIC NISSAN INC  (Continued) 1000601430

          672  AUAHI STAddress:
          2003Year:
          K AUTO BODY SHOPName:

EDR Historical Auto Stations:

682 ft. Site 3 of 7 in cluster H
0.129 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
SSW 672  AUAHI ST    N/A
H38 EDR US Hist Auto Stat 1015596840
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          674  AUAHI STAddress:
          2003Year:
          BENNYS AUTO RPR & PAINT SHOP INCName:

EDR Historical Auto Stations:

685 ft. Site 4 of 7 in cluster H
0.130 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
SSW 674  AUAHI ST    N/A
H39 EDR US Hist Auto Stat 1015597331

          614  COOKE STAddress:
          2003Year:
          EXEC AUTO CTRName:

EDR Historical Auto Stations:

706 ft. Site 2 of 3 in cluster E
0.134 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
ESE 614  COOKE ST    N/A
E40 EDR US Hist Auto Stat 1015576795

          JUN AUTO SERVICEName:

          685  AUAHI STAddress:
          2011Year:
          JUN AUTO SERVICEName:

          685  AUAHI STAddress:
          2010Year:
          JUN AUTO SVCName:

          685  AUAHI STAddress:
          2009Year:
          JUN AUTO SERVICEName:

          685  AUAHI STAddress:
          2008Year:
          JUN AUTO SERVICEName:

          685  AUAHI STAddress:
          2007Year:
          JUN AUTO SERVICEName:

          685  AUAHI STAddress:
          2004Year:
          JUN AUTO SERVICEName:

          685  AUAHI STAddress:
          2002Year:
          JUN AUTO SERVICEName:

EDR Historical Auto Stations:

714 ft. Site 5 of 7 in cluster H
0.135 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
SSW 685  AUAHI ST    N/A
H41 EDR US Hist Auto Stat 1015600075
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          685  AUAHI STAddress:
          2012Year:

  (Continued) 1015600075

          575  COOKE STAddress:
          2010Year:
          VOLX GERMAN CAR SVC INCName:

          575  COOKE STAddress:
          2007Year:
          VOLX GERMAN 2 CAR SERVICE LLCName:

          575  COOKE STAddress:
          2006Year:
          VOLX GERMAN 2 CAR SERVICE LLCName:

EDR Historical Auto Stations:

717 ft. Site 3 of 3 in cluster E
0.136 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
ESE 575  COOKE ST    N/A
E42 EDR US Hist Auto Stat 1015558666

          687  AUAHI STAddress:
          2012Year:
          AUTO CUSTOMSName:

          687  AUAHI STAddress:
          2011Year:
          AUTO CUSTOMS WHEEL & TIRE SPECIALISTName:

EDR Historical Auto Stations:

718 ft. Site 6 of 7 in cluster H
0.136 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
SSW 687  AUAHI ST    N/A
H43 EDR US Hist Auto Stat 1015600481

                    USContact country:
                    HONOLULU, HI 96813
                    869 KAWAIHAAOContact address:
                    ENVIRONMENTAL  MANAGERContact:
                    HONOLULU, HI 96813
                    869 KAWAIAHAOMailing address:
                    HID981972375EPA ID:
                    HONOLULU, HI 96813
                    869 KAWAIHAAOFacility address:
                    KYLES SVCFacility name:
                    12/10/1993Date form received by agency:

RCRA NonGen / NLR:

724 ft. Site 9 of 9 in cluster F
0.137 mi.

Relative:
Higher

Actual:
6 ft.

1/8-1/4 HONOLULU, HI  96813
ENE FINDS869 KAWAIHAAO HID981972375
F44 RCRA NonGen / NLRKYLES SVC 1000221661
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corrective action activities required under RCRA.
program staff to track the notification, permit, compliance, and
and treat, store, or dispose of hazardous waste. RCRAInfo allows RCRA
events and activities related to facilities that generate, transport,
Conservation and Recovery Act (RCRA) program through the tracking of
RCRAInfo is a national information system that supports the Resource
                    Environmental Interest/Information System

                    110005725741Registry ID:

FINDS:

                    No violations foundViolation Status:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OperatorOwner/Operator Type:
                    PrivateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:
                    NOT REQUIREDOwner/operator name:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OwnerOwner/Operator Type:
                    PrivateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:
                    KYLE T METCALFOwner/operator name:

Owner/Operator Summary:

                    Handler: Non-Generators do not presently generate hazardous wasteDescription:
                    Non-GeneratorClassification:
                    09EPA Region:
                    Not reportedContact email:
                    (808) 537-9877Contact telephone:

KYLES SVC  (Continued) 1000221661
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                                        Permanently Out of UseTank Status:
                                        11/17/1987Date Installed:
                                        R-M-1Tank ID:

                                        DieselSubstance:
                                        6000Tank Capacity:
                                        01/21/1998Date Closed:
                                        Permanently Out of UseTank Status:
                                        11/17/1987Date Installed:
                                        R-M-1Tank ID:

                                        DieselSubstance:
                                        6000Tank Capacity:
                                        Not reportedDate Closed:
                                        Currently In UseTank Status:
                                        10/05/2000Date Installed:
                                        M-2Tank ID:

                                        DieselSubstance:
                                        6000Tank Capacity:
                                        Not reportedDate Closed:
                                        Currently In UseTank Status:
                                        10/05/2000Date Installed:
                                        M-2Tank ID:

                                        DieselSubstance:
                                        8000Tank Capacity:
                                        Not reportedDate Closed:
                                        Currently In UseTank Status:
                                        03/01/1998Date Installed:
                                        M-1Tank ID:

                                        DieselSubstance:
                                        8000Tank Capacity:
                                        Not reportedDate Closed:
                                        Currently In UseTank Status:
                                        03/01/1998Date Installed:
                                        M-1Tank ID:

                                        Not reportedHorizontal Collection Method Name:
                                        Not reportedHorizontal Reference Datum Name:
                                        Not reportedLongitude:
                                        Not reportedLatitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        227 WEST MONROE, SUITE 2240Owner Address:
                                        A T & T COMMUNICATIONS CORPOwner:
                                        9-101732Facility ID:

UST:

733 ft. Site 1 of 5 in cluster J
0.139 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
WNW HI Financial Assurance500 ALA MOANA BLVD. #210    N/A
J45 HI USTA T & T COMMUNICATION U003541740
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                    06/01/2015Expiration Date:
                    InsuranceFRTYPE:
                    Permanently Out of UseTank Status:
                    R-M-1Tank Id:
                    9-101732Alt Facility ID:

                    06/01/2015Expiration Date:
                    InsuranceFRTYPE:
                    Currently In UseTank Status:
                    M-2Tank Id:
                    9-101732Alt Facility ID:

                    06/01/2015Expiration Date:
                    InsuranceFRTYPE:
                    Currently In UseTank Status:
                    M-1Tank Id:
                    9-101732Alt Facility ID:

HI Financial Assurance:

                                        DieselSubstance:
                                        6000Tank Capacity:
                                        01/21/1998Date Closed:

A T & T COMMUNICATION  (Continued) U003541740

          500  ALA MOANA BLVDAddress:
          2002Year:
          RICKS AUTO DETAILINGName:

EDR Historical Auto Stations:

733 ft. Site 2 of 5 in cluster J
0.139 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
WNW 500  ALA MOANA BLVD    N/A
J46 EDR US Hist Auto Stat 1015522013

                    09EPA Region:
                    WENDY.BRANT@CVSCAREMARK.COMContact email:
                    (401) 765-1500Contact telephone:
                    USContact country:
                    WOONSOCKET, RI 02895
                    ONE CVS DRIVEContact address:
                    WENDY L BRANTContact:
                    WOONSOCKET, RI 02895
                    ONE CVS DRIVEMailing address:
                    HIR000140608EPA ID:
                    HONOLULU, HI 96813
                    BUILDING 1
                    500 ALA MOANA BOULEVARDFacility address:
                    LONGS DRUG STORES NO 2915Facility name:
                    10/05/2012Date form received by agency:

RCRA-CESQG:

733 ft. Site 3 of 5 in cluster J
0.139 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
WNW FINDS500 ALA MOANA BOULEVARD HIR000140608
J47 RCRA-CESQGLONGS DRUG STORES NO 2915 1014916466
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                    IGNITABLE WASTE.   Waste name:
                    D001.   Waste code:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    10/22/2008Owner/Op start date:
                    OperatorOwner/Operator Type:
                    PrivateLegal status:
                    Not reportedOwner/operator telephone:
                    USOwner/operator country:
                    Not reported
                    Not reportedOwner/operator address:
                    PROCARE PHARMACY, LLCOwner/operator name:

                    Not reportedOwner/Op end date:
                    10/22/2008Owner/Op start date:
                    OwnerOwner/Operator Type:
                    PrivateLegal status:
                    Not reportedOwner/operator telephone:
                    USOwner/operator country:
                    HONOLULU, HI 96813
                    841 BISHOP ST STE 1700Owner/operator address:
                    SHIDLER HAWAII INVESTMENT PARTNERS, LLCOwner/operator name:

Owner/Operator Summary:

                    hazardous waste
                    the cleanup of a spill, into or on any land or water, of acutely
                    any residue or contaminated soil, waste or other debris resulting from
                    time: 1 kg or less of acutely hazardous waste; or 100 kg or less of
                    hazardous waste during any calendar month, and accumulates at any
                    from the cleanup of a spill, into or on any land or water, of acutely
                    of any residue or contaminated soil, waste or other debris resulting
                    land or water, of acutely hazardous waste; or generates 100 kg or less
                    other debris resulting from the cleanup of a spill, into or on any
                    waste; or 100 kg or less of any residue or contaminated soil, waste or
                    month, and accumulates at any time: 1 kg or less of acutely hazardous
                    or generates 1 kg or less of acutely hazardous waste per calendar
                    month, and accumulates 1000 kg or less of hazardous waste at any time;
                    Handler: generates 100 kg or less of hazardous waste per calendarDescription:
                    Conditionally Exempt Small Quantity GeneratorClassification:

LONGS DRUG STORES NO 2915  (Continued) 1014916466
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                    SALTS
                    NICOTINE, & SALTS (OR) PYRIDINE, 3-(1-METHYL-2-PYRROLIDINYL)-,(S)-, &.   Waste name:
                    P075.   Waste code:

                    EPINEPHRINE
                    1,2-BENZENEDIOL, 4-[1-HYDROXY-2-(METHYLAMINO)ETHYL]-, (R)- (OR).   Waste name:
                    P042.   Waste code:

                    SALTS, WHEN PRESENT AT CONCENTRATIONS GREATER THAN 0.3%
                    WHEN PRESENT AT CONCENTRATIONS GREATER THAN 0.3% (OR) WARFARIN, &
                    2H-1-BENZOPYRAN-2-ONE, 4-HYDROXY-3-(3-OXO-1-PHENYLBUTYL)-, & SALTS,.   Waste name:
                    P001.   Waste code:

                    SILVER.   Waste name:
                    D011.   Waste code:

                    CORROSIVE WASTE.   Waste name:
                    D002.   Waste code:

                    IGNITABLE WASTE.   Waste name:
                    D001.   Waste code:

                    Conditionally Exempt Small Quantity GeneratorClassification:
                    LONGS DRUG STORES NO 2915Site name:
                    09/22/2011Date form received by agency:

Historical Generators:

                    1,2,3-PROPANETRIOL, TRINITRATE (R) (OR) NITROGLYCERINE (R).   Waste name:
                    P081.   Waste code:

                    SALTS
                    NICOTINE, & SALTS (OR) PYRIDINE, 3-(1-METHYL-2-PYRROLIDINYL)-,(S)-, &.   Waste name:
                    P075.   Waste code:

                    EPINEPHRINE
                    1,2-BENZENEDIOL, 4-[1-HYDROXY-2-(METHYLAMINO)ETHYL]-, (R)- (OR).   Waste name:
                    P042.   Waste code:

                    SALTS, WHEN PRESENT AT CONCENTRATIONS GREATER THAN 0.3%
                    WHEN PRESENT AT CONCENTRATIONS GREATER THAN 0.3% (OR) WARFARIN, &
                    2H-1-BENZOPYRAN-2-ONE, 4-HYDROXY-3-(3-OXO-1-PHENYLBUTYL)-, & SALTS,.   Waste name:
                    P001.   Waste code:

                    SELENIUM.   Waste name:
                    D010.   Waste code:

                    MERCURY.   Waste name:
                    D009.   Waste code:

                    CHROMIUM.   Waste name:
                    D007.   Waste code:

                    CADMIUM.   Waste name:
                    D006.   Waste code:

                    CORROSIVE WASTE.   Waste name:
                    D002.   Waste code:

LONGS DRUG STORES NO 2915  (Continued) 1014916466
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STATE MASTER

discharge does not adversely affect water quality.
requirements, and include other provisions to ensure that the
limits on what can be discharged, impose monitoring and reporting
States are required to obtain a permit. The permit will likely contain
discharge pollutants from any point source into waters of the United
issued under the Clean Water Act. Under NPDES, all facilities that
the Compliance Information System (ICIS) tracks surface water permits
US National Pollutant Discharge Elimination System (NPDES) module of
                    Environmental Interest/Information System

                    110046153924Registry ID:

corrective action activities required under RCRA.
program staff to track the notification, permit, compliance, and
and treat, store, or dispose of hazardous waste. RCRAInfo allows RCRA
events and activities related to facilities that generate, transport,
Conservation and Recovery Act (RCRA) program through the tracking of
RCRAInfo is a national information system that supports the Resource
                    Environmental Interest/Information System

                    110044281078Registry ID:

FINDS:

                    No violations foundViolation Status:

                    1,2,3-PROPANETRIOL, TRINITRATE (R) (OR) NITROGLYCERINE (R).   Waste name:
                    P081.   Waste code:

LONGS DRUG STORES NO 2915  (Continued) 1014916466

          611  COOKE STAddress:
          2004Year:
          WILLS AUTOMOTIVEName:

          611  COOKE STAddress:
          2003Year:
          WILLS AUTOMOTIVEName:

          611  COOKE STAddress:
          2002Year:
          WILLS AUTOMOTIVEName:

          611  COOKE STAddress:
          2001Year:
          WILLS AUTOMOTIVEName:

EDR Historical Auto Stations:

753 ft. Site 1 of 9 in cluster K
0.143 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
ESE 611  COOKE ST    N/A
K48 EDR US Hist Auto Stat 1015575221
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                    Environmental Interest/Information System

                    110005728766Registry ID:

FINDS:

                    No violations foundViolation Status:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OwnerOwner/Operator Type:
                    PrivateLegal status:
                    (808) 522-0233Owner/operator telephone:
                    Not reportedOwner/operator country:
                    HONOLULU, HI 96814
                    1020 AUAHI STOwner/operator address:
                    CORPORATION LTDOwner/operator name:

Owner/Operator Summary:

                    Handler: Non-Generators do not presently generate hazardous wasteDescription:
                    Non-GeneratorClassification:
                    09EPA Region:
                    Not reportedContact email:
                    (808) 522-0233Contact telephone:
                    USContact country:
                    HONOLULU, HI 96814
                    1020 AUAHIContact address:
                    WILLIAM  FIDDLERContact:
                    HONOLULU, HI 96814
                    AUAHIMailing address:
                    HID984469734EPA ID:
                    HONOLULU, HI 96813
                    611 COOKE STFacility address:
                    W H FIDDLER CO LTDFacility name:
                    07/16/1993Date form received by agency:

RCRA NonGen / NLR:

753 ft. Site 2 of 9 in cluster K
0.143 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
ESE FINDS611 COOKE ST HID984469734
K49 RCRA NonGen / NLRW H FIDDLER CO LTD 1000823309
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corrective action activities required under RCRA.
program staff to track the notification, permit, compliance, and
and treat, store, or dispose of hazardous waste. RCRAInfo allows RCRA
events and activities related to facilities that generate, transport,
Conservation and Recovery Act (RCRA) program through the tracking of
RCRAInfo is a national information system that supports the Resource

W H FIDDLER CO LTD  (Continued) 1000823309

                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OperatorOwner/Operator Type:
                    PrivateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:
                    NOT REQUIREDOwner/operator name:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OwnerOwner/Operator Type:
                    PrivateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:
                    MAEHARA ANGELOwner/operator name:

Owner/Operator Summary:

                    Handler: Non-Generators do not presently generate hazardous wasteDescription:
                    Non-GeneratorClassification:
                    09EPA Region:
                    Not reportedContact email:
                    (808) 536-2277Contact telephone:
                    USContact country:
                    HONOLULU, HI 96813
                    525 HALEKAUWILA STREETContact address:
                    ENVIRONMENTAL  MANAGERContact:
                    HONOLULU, HI 96803
                    PO BOX 2666Mailing address:
                    HID033173907EPA ID:
                    HONOLULU, HI 96813
                    525 HALEKAUWILA STREETFacility address:
                    AIR FLO EXPRESS INCFacility name:
                    02/22/1983Date form received by agency:

RCRA NonGen / NLR:

767 ft. Site 1 of 3 in cluster L
0.145 mi.

Relative:
Higher

Actual:
5 ft.

1/8-1/4 HONOLULU, HI  96813
NNW FINDS525 HALEKAUWILA STREET HID033173907
L50 RCRA NonGen / NLRAIR FLO EXPRESS INC 1000114264
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corrective action activities required under RCRA.
program staff to track the notification, permit, compliance, and
and treat, store, or dispose of hazardous waste. RCRAInfo allows RCRA
events and activities related to facilities that generate, transport,
Conservation and Recovery Act (RCRA) program through the tracking of
RCRAInfo is a national information system that supports the Resource
                    Environmental Interest/Information System

                    110005284254Registry ID:

FINDS:

                    No violations foundViolation Status:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:

AIR FLO EXPRESS INC  (Continued) 1000114264

                    Not reportedOwner/operator country:
                    HONOLULU, HI 96813
                    677 ALA MOANA BLVD 1001Owner/operator address:
                    HAWAII COMMUNITY DEV AUTHOwner/operator name:

Owner/Operator Summary:

                    Handler: Non-Generators do not presently generate hazardous wasteDescription:
                    Non-GeneratorClassification:
                    PrivateLand type:
                    09EPA Region:
                    Not reportedContact email:
                    (808) 548-7180Contact telephone:
                    USContact country:
                    HONOLULU, HI 96813
                    548 COOKE STContact address:
                    HAROLD  EDWARDSContact:
                    HONOLULU, HI 96813
                    COOKE STMailing address:
                    HID984467431EPA ID:
                    HONOLULU, HI 96813
                    548 COOKE STFacility address:
                    548 COOKE STFacility name:
                    07/25/1991Date form received by agency:

RCRA NonGen / NLR:

777 ft. Site 1 of 5 in cluster M
0.147 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
SE FINDS548 COOKE ST HID984467431
M51 RCRA NonGen / NLR548 COOKE ST 1000601510
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STATE MASTER

corrective action activities required under RCRA.
program staff to track the notification, permit, compliance, and
and treat, store, or dispose of hazardous waste. RCRAInfo allows RCRA
events and activities related to facilities that generate, transport,
Conservation and Recovery Act (RCRA) program through the tracking of
RCRAInfo is a national information system that supports the Resource
                    Environmental Interest/Information System

                    110005727589Registry ID:

FINDS:

                    StateEvaluation lead agency:
                    Not reportedDate achieved compliance:
                    Not reportedArea of violation:
                    COMPLIANCE EVALUATION INSPECTION ON-SITEEvaluation:
                    12/11/1995Evaluation date:

Evaluation Action Summary:

                    No violations foundViolation Status:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OwnerOwner/Operator Type:
                    PrivateLegal status:
                    (808) 548-7180Owner/operator telephone:

548 COOKE ST  (Continued) 1000601510

        08/24/1999Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-102418Facility ID:

LUST:

777 ft. Site 2 of 5 in cluster M
0.147 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
SE HI UST548 COOKE ST    N/A
M52 HI LUSTHAWAII COMMUNITY DEVELOPMENT AUTHORITY U001235908
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                                        Used OilSubstance:
                                        400Tank Capacity:
                                        Not reportedDate Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-3Tank ID:

                                        Used OilSubstance:
                                        2000Tank Capacity:
                                        Not reportedDate Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-2Tank ID:

                                        Used OilSubstance:
                                        500Tank Capacity:
                                        Not reportedDate Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.858109Longitude:
                                        21.299081Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        677 ALA MOANA BLVD, SUITE 1001Owner Address:
                                        STATE DBEDT - HAWAII COMM DEVELOPMENT AUTHORITYOwner:
                                        9-102418Facility ID:

UST:

        Richard TakabaProject Officer:
        910060Release ID:

HAWAII COMMUNITY DEVELOPMENT AUTHORITY  (Continued) U001235908

                    09EPA Region:
                    Not reportedContact email:
                    (808) 441-1804Contact telephone:
                    USContact country:
                    HONOLULU, HI 968135016
                    550 QUEEN STContact address:
                    LEE  DOONEYContact:
                    HONOLULU, HI 968135016
                    550 QUEEN STMailing address:
                    HIR000086546EPA ID:
                    HONOLULU, HI 968135016
                    544 QUEEN STFacility address:
                    WORD OF LIFE CHRISTIAN CENTERFacility name:
                    11/02/2000Date form received by agency:

RCRA-SQG:

781 ft. Site 3 of 3 in cluster I
0.148 mi.

Relative:
Higher

Actual:
10 ft.

1/8-1/4 HONOLULU, HI  96813
North FINDS544 QUEEN ST HIR000086546
I53 RCRA-SQGWORD OF LIFE CHRISTIAN CENTER 1004689017
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events and activities related to facilities that generate, transport,
Conservation and Recovery Act (RCRA) program through the tracking of
RCRAInfo is a national information system that supports the Resource
                    Environmental Interest/Information System

                    110012198585Registry ID:

FINDS:

                    No violations foundViolation Status:

                    MERCURY.   Waste name:
                    D009.   Waste code:

                    LEAD.   Waste name:
                    D008.   Waste code:

                    ARSENIC.   Waste name:
                    D004.   Waste code:

                    Not Defined.   Waste name:
                    D000.   Waste code:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OwnerOwner/Operator Type:
                    PrivateLegal status:
                    (808) 528-4044Owner/operator telephone:
                    Not reportedOwner/operator country:
                    HONOLULU, HI 96813
                    550 QUEEN STOwner/operator address:
                    WORD OF LIFE CHRISTIAN CTROwner/operator name:

Owner/Operator Summary:

                    hazardous waste at any time
                    waste during any calendar month, and accumulates more than 1000 kg of
                    hazardous waste at any time; or generates 100 kg or less of hazardous
                    waste during any calendar month and accumulates less than 6000 kg of
                    Handler: generates more than 100 and less than 1000 kg of hazardousDescription:
                    Small Small Quantity GeneratorClassification:

WORD OF LIFE CHRISTIAN CENTER  (Continued) 1004689017
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corrective action activities required under RCRA.
program staff to track the notification, permit, compliance, and
and treat, store, or dispose of hazardous waste. RCRAInfo allows RCRA

WORD OF LIFE CHRISTIAN CENTER  (Continued) 1004689017

          716  QUEEN STAddress:
          1999Year:
          WONGS AUTO SHOP LIMITEDName:

EDR Historical Auto Stations:

786 ft. Site 4 of 5 in cluster G
0.149 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
East 716  QUEEN ST    N/A
G54 EDR US Hist Auto Stat 1015613525

                                        GasolineSubstance:
                                        1000Tank Capacity:
                                        Not reportedDate Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        2Tank ID:

                                        GasolineSubstance:
                                        1000Tank Capacity:
                                        Not reportedDate Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        1Tank ID:

                                        Not reportedHorizontal Collection Method Name:
                                        Not reportedHorizontal Reference Datum Name:
                                        Not reportedLongitude:
                                        Not reportedLatitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        677 ALA MOANA BLVD, SUITE 1001Owner Address:
                                        STATE DBEDT - HAWAII COMM DEVELOPMENT AUTHORITYOwner:
                                        9-102417Facility ID:

UST:

791 ft. Site 3 of 5 in cluster M
0.150 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
SSE 524 COOKE ST    N/A
M55 HI USTHAWAII COMMUNITY DEVELOPMENT AUTHORITY U001235907
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                              Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                              OahuIsland:
                              Not reportedZip Suffix:
                              Not reportedSupplemental Location:
                              Hazard Managed With ControlsPotential hazards and controls:

INST CONTROL:

                                                  Engineering Control RequiredEngineering Control:
                                                  Hazard Managed With ControlsPotential Hazards And Controls:
                                                  OahuIsland:
                                                  Not reportedZip Suffix:
                                                  Not reportedSupplemental Location Text:

ENG CONTROLS:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Steve MowProject Manager:
                                             Cap Maintenance Requirement at 501 Cooke StDocument Subject:
                                             2005-254-SPMDocument Number:
                                             05/11/2005Document Date:
                                             No Further Action Letter - Restricted UseSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                                             System
                                             Prohibit Any Activity That May Disturb the Integrity of the CappingDescription of Restrictions:
                                             Engineering Control RequiredEngineering Control:
                                             Controls Required to Manage ContaminationUse Restrictions:
                                             lead in soil above 400 ppm, under cap.Nature of Residual Contamination:
                                             Found: lead in soilNature of Contamination:
                                             Response CompleteResponse:
                                             Response NecessaryAssessment:
                                             NFAPriority:
                                             Hazard Managed With ControlsPotential Hazard And Controls:
                                             StateProgran Name:
                                             HEERLead Agency:
                                             110013780051Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Cooke Street Lead ContaminationSDAR Environmental Interest Name:
                                             Not reportedSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard Managed With ControlsPotential Hazards And Controls:
                                             NFAHazard Priority:
                                             Steve MowProject Manager:
                                             StateProgram:
                                             HEERLead Agency:
                                             110013780051Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Cooke Street Lead ContaminationEnvironmental Interest:
                                             OahuIsland:
                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

811 ft. Site 4 of 5 in cluster M
0.154 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HI INST CONTROLHONOLULU, HI  96813
SSE HI ENG CONTROLS501 COOKE ST    N/A
M56 HI SHWSCOOKE STREET LEAD CONTAMINATION 1006820105
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                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OperatorOwner/Operator Type:
                    PrivateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:
                    NOT REQUIREDOwner/operator name:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OwnerOwner/Operator Type:
                    PrivateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:
                    J’S AUTOMOTIVEOwner/operator name:

Owner/Operator Summary:

                    Handler: Non-Generators do not presently generate hazardous wasteDescription:
                    Non-GeneratorClassification:
                    Facility is not located on Indian land. Additional information is not known.Land type:
                    09EPA Region:
                    Not reportedContact email:
                    (808) 533-3551Contact telephone:
                    USContact country:
                    HONOLULU, HI 96813
                    721 AUAHI STContact address:
                    ENVIRONMENTAL  MANAGERContact:
                    HONOLULU, HI 96813
                    AUAHI STMailing address:
                    HID981660962EPA ID:
                    HONOLULU, HI 96813
                    721 AUAHI STFacility address:
                    J’S AUTOMOTIVEFacility name:
                    10/06/1986Date form received by agency:

RCRA NonGen / NLR:

876 ft. Site 7 of 7 in cluster H
0.166 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
South FINDS721 AUAHI ST HID981660962
H57 RCRA NonGen / NLRJ’S AUTOMOTIVE 1000103393
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corrective action activities required under RCRA.
program staff to track the notification, permit, compliance, and
and treat, store, or dispose of hazardous waste. RCRAInfo allows RCRA
events and activities related to facilities that generate, transport,
Conservation and Recovery Act (RCRA) program through the tracking of
RCRAInfo is a national information system that supports the Resource
                    Environmental Interest/Information System

                    110005725199Registry ID:

FINDS:

                    StateEvaluation lead agency:
                    Not reportedDate achieved compliance:
                    Not reportedArea of violation:
                    COMPLIANCE EVALUATION INSPECTION ON-SITEEvaluation:
                    02/07/1996Evaluation date:

Evaluation Action Summary:

                    No violations foundViolation Status:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:

J’S AUTOMOTIVE  (Continued) 1000103393

          703  KAWAIAHAO STAddress:
          2012Year:
          ADVANCED COLLISION CENTERName:

          703  KAWAIAHAO STAddress:
          2011Year:
          ADVANCED COLLISION CENTERName:

EDR Historical Auto Stations:

906 ft. Site 5 of 5 in cluster G
0.172 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
East 703  KAWAIAHAO ST    N/A
G58 EDR US Hist Auto Stat 1015607378

          734  ILANIWAI STAddress:
          2005Year:
          STEVES AUTO AIR & BODY WORKSName:

          734  ILANIWAI STAddress:
          1999Year:
          STEVES AUTO AIR & BODY WORKSName:

EDR Historical Auto Stations:

909 ft. Site 3 of 9 in cluster K
0.172 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
ESE 734  ILANIWAI ST    N/A
K59 EDR US Hist Auto Stat 1015620273

TC4289921.2s   Page 60



MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

          734  ILANIWAI STAddress:
          2012Year:
          STEVES AUTO AIR & BODY WORKS LLCName:

          734  ILANIWAI STAddress:
          2011Year:
          STEVES AUTO AIR & BODY WORKS LLCName:

          734  ILANIWAI STAddress:
          2010Year:
          STEVES AUTO AIR & BODY WORKSName:

  (Continued) 1015620273

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OperatorOwner/Operator Type:
                    PrivateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:
                    NOT REQUIREDOwner/operator name:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OwnerOwner/Operator Type:
                    PrivateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:
                    RAYMOND K SHIMAMOTOOwner/operator name:

Owner/Operator Summary:

                    Handler: Non-Generators do not presently generate hazardous wasteDescription:
                    Non-GeneratorClassification:
                    09EPA Region:
                    Not reportedContact email:
                    (808) 545-2440Contact telephone:
                    USContact country:
                    HONOLULU, HI 96813
                    738 QUEEN STContact address:
                    ENVIRONMENTAL  MANAGERContact:
                    HONOLULU, HI 96813
                    QUEEN STMailing address:
                    HID981425317EPA ID:
                    HONOLULU, HI 96813
                    738 QUEEN STFacility address:
                    RAYMOND’S PAINTING CO INCFacility name:
                    12/10/1993Date form received by agency:

RCRA NonGen / NLR:

918 ft. Site 4 of 9 in cluster K
0.174 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
ESE FINDS738 QUEEN ST HID981425317
K60 RCRA NonGen / NLRRAYMOND’S PAINTING CO INC 1000301513
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corrective action activities required under RCRA.
program staff to track the notification, permit, compliance, and
and treat, store, or dispose of hazardous waste. RCRAInfo allows RCRA
events and activities related to facilities that generate, transport,
Conservation and Recovery Act (RCRA) program through the tracking of
RCRAInfo is a national information system that supports the Resource
                    Environmental Interest/Information System

                    110005723583Registry ID:

FINDS:

                    No violations foundViolation Status:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

RAYMOND’S PAINTING CO INC  (Continued) 1000301513

                                        05/06/2046Date Installed:
                                        R-1Tank ID:

                                        DieselSubstance:
                                        500Tank Capacity:
                                        Not reportedDate Closed:
                                        Permanently Out of UseTank Status:
                                        05/06/2046Date Installed:
                                        R-1Tank ID:

                                        Not reportedHorizontal Collection Method Name:
                                        Not reportedHorizontal Reference Datum Name:
                                        Not reportedLongitude:
                                        Not reportedLatitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        1006 WAIMANU STOwner Address:
                                        FLAMINGO ENTERPRISES, INC.Owner:
                                        9-100884Facility ID:

UST:

933 ft. Site 4 of 5 in cluster J
0.177 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
West 574 ALA MOANA BLVD    N/A
J61 HI USTFLAMINGO ENTERPRISES, INC. U003541714
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                                        GasolineSubstance:
                                        2050Tank Capacity:
                                        Not reportedDate Closed:
                                        Permanently Out of UseTank Status:
                                        05/06/2046Date Installed:
                                        R-2Tank ID:

                                        GasolineSubstance:
                                        3050Tank Capacity:
                                        Not reportedDate Closed:
                                        Permanently Out of UseTank Status:

FLAMINGO ENTERPRISES, INC.  (Continued) U003541714

                    Not reportedOwner/Op end date:
                    01/01/1900Owner/Op start date:
                    OwnerOwner/Operator Type:
                    StateLegal status:
                    (808) 692-8015Owner/operator telephone:
                    USOwner/operator country:
                    KAPOLEI, HI 96707
                    601 KAMOKILA BLVD ROOM 555 KAPOLEI OFFICEOwner/operator address:
                    STATE HISTORIC PRESERVATION OFFICEOwner/operator name:

                    Not reportedOwner/Op end date:
                    01/01/1900Owner/Op start date:
                    OperatorOwner/Operator Type:
                    FederalLegal status:
                    Not reportedOwner/operator telephone:
                    USOwner/operator country:
                    Not reported
                    Not reportedOwner/operator address:
                    IMMIGRATION AND CUSTOMS ENFORCEMENTOwner/operator name:

Owner/Operator Summary:

                    Handler: Non-Generators do not presently generate hazardous wasteDescription:
                    Non-GeneratorClassification:
                    09EPA Region:
                    MAJORIE.THOMPSON@DHS.GOVContact email:
                    (808) 532-2741Contact telephone:
                    USContact country:
                    HONOLULU, HI 96813
                    595 ALA MOANA BLVDContact address:
                    MARJORIE  THOMPSONContact:
                    HIP000140152EPA ID:
                    HONOLULU, HI 96813
                    595 ALA MOANA BLVDFacility address:
                    IMMIGRATION AND CUSTOMS ENFORCEMENT (ICE)Facility name:
                    04/05/2011Date form received by agency:

RCRA NonGen / NLR:

937 ft. Site 1 of 3 in cluster N
0.177 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
West 595 ALA MOANA BLVD HIP000140152
N62 RCRA NonGen / NLRIMMIGRATION AND CUSTOMS ENFORCEMENT (ICE) 1014389626
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                    No violations foundViolation Status:

                    MERCURY.   Waste name:
                    D009.   Waste code:

                    Conditionally Exempt Small Quantity GeneratorClassification:
                    IMMIGRATION AND CUSTOMS ENFORCEMENT (ICE)Site name:
                    01/05/2011Date form received by agency:

Historical Generators:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

IMMIGRATION AND CUSTOMS ENFORCEMENT (ICE)  (Continued) 1014389626

                                             Found: Petroleum in valve box.Nature of Contamination:
                                             Not reportedResponse:
                                             Assessment OngoingAssessment:
                                             LowPriority:
                                             Hazard PresentPotential Hazard And Controls:
                                             StateProgran Name:
                                             HEERLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             595 Ala Moana Black Oil PipelineSDAR Environmental Interest Name:
                                             sidewalk manholes fronting Federal ICE BldgSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard PresentPotential Hazards And Controls:
                                             LowHazard Priority:
                                             Paul ChongProject Manager:
                                             StateProgram:
                                             HEERLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             595 Ala Moana Black Oil PipelineEnvironmental Interest:
                                             OahuIsland:
                                             sidewalk manholes fronting Federal ICE BldgSupplemental Location:
                                             Not reportedOrganization:

SHWS:

937 ft. Site 2 of 3 in cluster N
0.177 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96814
West HI SPILLS595 ALA MOANA BLVD    N/A
N63 HI SHWS595 ALA MOANA BLACK OIL PIPELINE S108859626
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                    Department of Transportation - Highways DivisionFile Under:
                    Refer to SDARResult:
                    2007-07-20 00:00:00Assignment End Date:
                    Mike CrippsActivity Lead:
                    ResponseActivity Type:
                    CupsUnits:
                    2Numerical Quantity:
                    Not reportedLess Or Greater Than:
                    Bunker C/IFO/HFOSubstances:
                    595 Ala Moana Black Oil pipelineUnits:
                    Site VisitER:
                    HEER EP&RLead and Program:
                    Not reportedFacility Registry Id:
                    Not reportedHID Number:
                    20070629-1129Case Number:
                    sidewalk manholes fronting Federal ICE BldgSupplemental Loc. Text:
                    OahuIsland:

HI SPILLS:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Paul ChongProject Manager:
                                             Not reportedDocument Subject:
                                             Not reportedDocument Number:
                                             Not reportedDocument Date:
                                             Not reportedSite Closure Type:
                                             Honolulu Harbor Downtown UnitWithin Designated Areawide Contamination:
                                             Not reportedInstitutional Control:
                                             Not reportedDescription of Restrictions:
                                             Not reportedEngineering Control:
                                             Controls Required to Manage ContaminationUse Restrictions:
                                             Not reportedNature of Residual Contamination:

595 ALA MOANA BLACK OIL PIPELINE  (Continued) S108859626

                    Handler: Non-Generators do not presently generate hazardous wasteDescription:
                    Non-GeneratorClassification:
                    09EPA Region:
                    Not reportedContact email:
                    (808) 433-3634Contact telephone:
                    USContact country:
                    FORT SHAFTER, HI 968585440
                    CARE OF U S ARMY CORPS OF ENG BLDG 230 C E P O H     E CContact address:
                    GERALD  YOUNGContact:
                    FORT SHAFTER, HI 968585440
                    BLDG 230 C E P O H     E C
                    CARE OF U S ARMY CORPS OF ENGMailing address:
                    HIP000098871EPA ID:
                    HONOLULU, HI 968134999
                    595 ALA MOANA BLVDFacility address:
                    U S DEPT OF JUSTICE INS HON O F CFacility name:
                    08/28/2009Date form received by agency:

RCRA NonGen / NLR:

937 ft. Site 3 of 3 in cluster N
0.177 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
West 595 ALA MOANA BLVD HIP000098871
N64 RCRA NonGen / NLRU S DEPT OF JUSTICE INS HON O F C 1012178181
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                    No violations foundViolation Status:

                    LEAD.   Waste name:
                    D008.   Waste code:

                    Conditionally Exempt Small Quantity GeneratorClassification:
                    U S DEPT OF JUSTICE INS HON O F CSite name:
                    06/22/2001Date form received by agency:

Historical Generators:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OwnerOwner/Operator Type:
                    FederalLegal status:
                    (808) 532-3746Owner/operator telephone:
                    Not reportedOwner/operator country:
                    HONOLULU, HI 96813
                    595 ALA MOANA BLVDOwner/operator address:
                    US DEPT OF JUSTICE INS HONOLOwner/operator name:

Owner/Operator Summary:

U S DEPT OF JUSTICE INS HON O F C  (Continued) 1012178181

                    USContact country:
                    HONOLULU, HI 96819
                    729 KAKOI ST STE BContact address:
                    JAMES  HISANOContact:
                    HONOLULU, HI 96819
                    KAKOI ST STE BMailing address:
                    HI0000843045EPA ID:
                    HONOLULU, HI 96813
                    CHILLER RM
                    830 PUNCHBOWL ST 4TH FLFacility address:
                    DAGS CSD KEELIKOLANI BLDGFacility name:
                    09/26/1994Date form received by agency:

RCRA-CESQG:

954 ft. Site 2 of 3 in cluster L
0.181 mi.

Relative:
Higher

Actual:
7 ft.

1/8-1/4 HONOLULU, HI  96813
NNW CA HAZNET830 PUNCHBOWL ST 4TH FL HI0000843045
L65 RCRA-CESQGDAGS CSD KEELIKOLANI BLDG 1004688765
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     729 KAKOI ST STE BMailing Address:
     Not reportedMailing Name:
     8088316734Telephone:
     JAMES HISANOContact:
     HI0000843045GEPAID:
     2002Year:
     1004688765envid:

HAZNET:

                    No violations foundViolation Status:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OwnerOwner/Operator Type:
                    StateLegal status:
                    (808) 831-6734Owner/operator telephone:
                    Not reportedOwner/operator country:
                    HONOLULU, HI 96819
                    729 KAKOI ST STE BOwner/operator address:
                    STATE OF HAWAII DAGS CEN SVCSOwner/operator name:

Owner/Operator Summary:

                    hazardous waste
                    the cleanup of a spill, into or on any land or water, of acutely
                    any residue or contaminated soil, waste or other debris resulting from
                    time: 1 kg or less of acutely hazardous waste; or 100 kg or less of
                    hazardous waste during any calendar month, and accumulates at any
                    from the cleanup of a spill, into or on any land or water, of acutely
                    of any residue or contaminated soil, waste or other debris resulting
                    land or water, of acutely hazardous waste; or generates 100 kg or less
                    other debris resulting from the cleanup of a spill, into or on any
                    waste; or 100 kg or less of any residue or contaminated soil, waste or
                    month, and accumulates at any time: 1 kg or less of acutely hazardous
                    or generates 1 kg or less of acutely hazardous waste per calendar
                    month, and accumulates 1000 kg or less of hazardous waste at any time;
                    Handler: generates 100 kg or less of hazardous waste per calendarDescription:
                    Conditionally Exempt Small Quantity GeneratorClassification:
                    09EPA Region:
                    Not reportedContact email:
                    (808) 831-6734Contact telephone:

DAGS CSD KEELIKOLANI BLDG  (Continued) 1004688765
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     99Facility County:
     0.45Tons:
     Transfer StationDisposal Method:
     Waste oil and mixed oilWaste Category:
     Not reportedTSD County:
     CAD028409019TSD EPA ID:
     Not reportedGen County:
     HONOLULU, HI 96819Mailing City,St,Zip:

DAGS CSD KEELIKOLANI BLDG  (Continued) 1004688765

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OperatorOwner/Operator Type:
                    PrivateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:
                    NOT REQUIREDOwner/operator name:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OwnerOwner/Operator Type:
                    PrivateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:
                    QUALEX INCOwner/operator name:

Owner/Operator Summary:

                    hazardous waste at any time
                    waste during any calendar month, and accumulates more than 1000 kg of
                    hazardous waste at any time; or generates 100 kg or less of hazardous
                    waste during any calendar month and accumulates less than 6000 kg of
                    Handler: generates more than 100 and less than 1000 kg of hazardousDescription:
                    Small Small Quantity GeneratorClassification:
                    09EPA Region:
                    Not reportedContact email:
                    (808) 531-6565Contact telephone:
                    USContact country:
                    HONOLULU, HI 96813
                    760 HALEKAUWILA STContact address:
                    LES  KANDAContact:
                    HONOLULU, HI 86807
                    P O BOX 1260Mailing address:
                    HID049981996EPA ID:
                    HONOLULU, HI 96813
                    760 HALEKAUWILA STFacility address:
                    QUALEX INCFacility name:
                    04/17/1986Date form received by agency:

RCRA-SQG:

957 ft. Site 5 of 5 in cluster M
0.181 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
SE FINDS760 HALEKAUWILA ST HID049981996
M66 RCRA-SQGPIER 51A REROUTING PIPELINE 1000315642
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STATE MASTER

corrective action activities required under RCRA.
program staff to track the notification, permit, compliance, and
and treat, store, or dispose of hazardous waste. RCRAInfo allows RCRA
events and activities related to facilities that generate, transport,
Conservation and Recovery Act (RCRA) program through the tracking of
RCRAInfo is a national information system that supports the Resource
                    Environmental Interest/Information System

                    110005284405Registry ID:

FINDS:

                    No violations foundViolation Status:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

PIER 51A REROUTING PIPELINE  (Continued) 1000315642

          747  ILANIWAI STAddress:
          2002Year:
          SCHUMAN AUTOMOTIVE INCName:

          747  ILANIWAI STAddress:
          2001Year:
          SCHUMAN AUTOMOTIVE INCName:

EDR Historical Auto Stations:

958 ft. Site 5 of 9 in cluster K
0.181 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
ESE 747  ILANIWAI ST    N/A
K67 EDR US Hist Auto Stat 1015623907
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          733  AUAHI STAddress:
          2009Year:
          SPEED GEAR MOTORSPORTName:

          733  AUAHI STAddress:
          2008Year:
          SPEED GEAR MOTORSPORTName:

          733  AUAHI STAddress:
          2004Year:
          SPEED GEAR MOTORWORKS LLCName:

          733  AUAHI STAddress:
          2003Year:
          MOBILE SERVICES AUTO DTL CTRName:

EDR Historical Auto Stations:

958 ft. Site 1 of 5 in cluster O
0.181 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
South 733  AUAHI ST    N/A
O68 EDR US Hist Auto Stat 1015619932

                                        DieselSubstance:
                                        250Tank Capacity:
                                        08/18/1999Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-1Tank ID:

                                        Not reportedHorizontal Collection Method Name:
                                        Not reportedHorizontal Reference Datum Name:
                                        Not reportedLongitude:
                                        Not reportedLatitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        417 S. KING STOwner Address:
                                        STATE OF HAWAII JUCICIARYOwner:
                                        9-103481Facility ID:

UST:

958 ft. Site 3 of 3 in cluster L
0.181 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
NW 777 PUNCHBOWL ST    N/A
L69 HI USTKAAHUMANU HALE U003402857

                                             Not reportedHID Number:
                                             Rubber Stamp PlantationEnvironmental Interest:
                                             OahuIsland:
                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

961 ft. Site 6 of 9 in cluster K
0.182 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  
ESE 746 ILANIWAI ST    N/A
K70 HI SHWSRUBBER STAMP PLANTATION S111704854
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                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Paul ChongProject Manager:
                                             Closure and Removal of Underground Fuel Tank at 746 Ilaniwai StDocument Subject:
                                             2011-378-PCDocument Number:
                                             07/08/2011Document Date:
                                             No Further Action Letter - Unrestricted Residential UseSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Not reportedInstitutional Control:
                                             Not reportedDescription of Restrictions:
                                             Not reportedEngineering Control:
                                             No Hazard Present For Unrestricted Residential UseUse Restrictions:
                                             Not reportedNature of Residual Contamination:
                                             Not reportedNature of Contamination:
                                             Response CompleteResponse:
                                             Response Not NecessaryAssessment:
                                             NFAPriority:
                                             No HazardPotential Hazard And Controls:
                                             Preliminary Assessment/Site InspectionProgran Name:
                                             HEERLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             Rubber Stamp PlantationSDAR Environmental Interest Name:
                                             Not reportedSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             No HazardPotential Hazards And Controls:
                                             NFAHazard Priority:
                                             Paul ChongProject Manager:
                                             Preliminary Assessment/Site InspectionProgram:
                                             HEERLead Agency:
                                             Not reportedFacility Registry Identifier:

RUBBER STAMP PLANTATION  (Continued) S111704854

                    or generates 1 kg or less of acutely hazardous waste per calendar
                    month, and accumulates 1000 kg or less of hazardous waste at any time;
                    Handler: generates 100 kg or less of hazardous waste per calendarDescription:
                    Conditionally Exempt Small Quantity GeneratorClassification:
                    Other land typeLand type:
                    09EPA Region:
                    Not reportedContact email:
                    (808) 548-3211Contact telephone:
                    USContact country:
                    HONOLULU, HI 96813
                    869A PUNCHBOWL STContact address:
                    ENVIRONMENTAL  MANAGERContact:
                    HONOLULU, HI 96810
                    PO BOX 119Mailing address:
                    HID982354136EPA ID:
                    HONOLULU, HI 96813
                    869A PUNCHBOWL STFacility address:
                    STATE OF HAWAII AUTO MGMT DIVFacility name:
                    10/30/1987Date form received by agency:

RCRA-CESQG:

972 ft. Site 1 of 4 in cluster P
0.184 mi.

Relative:
Higher

Actual:
8 ft.

1/8-1/4 HONOLULU, HI  96813
North 869A PUNCHBOWL ST HID982354136
P71 RCRA-CESQGSTATE OF HAWAII AUTO MGMT DIV 1000397506
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                    Not reportedArea of violation:
                    COMPLIANCE EVALUATION INSPECTION ON-SITEEvaluation:
                    01/07/2010Evaluation date:

Evaluation Action Summary:

                    No violations foundViolation Status:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OwnerOwner/Operator Type:
                    StateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:
                    STATE OF HAWAIIOwner/operator name:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OperatorOwner/Operator Type:
                    StateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:
                    NOT REQUIREDOwner/operator name:

Owner/Operator Summary:

                    hazardous waste
                    the cleanup of a spill, into or on any land or water, of acutely
                    any residue or contaminated soil, waste or other debris resulting from
                    time: 1 kg or less of acutely hazardous waste; or 100 kg or less of
                    hazardous waste during any calendar month, and accumulates at any
                    from the cleanup of a spill, into or on any land or water, of acutely
                    of any residue or contaminated soil, waste or other debris resulting
                    land or water, of acutely hazardous waste; or generates 100 kg or less
                    other debris resulting from the cleanup of a spill, into or on any
                    waste; or 100 kg or less of any residue or contaminated soil, waste or
                    month, and accumulates at any time: 1 kg or less of acutely hazardous

STATE OF HAWAII AUTO MGMT DIV  (Continued) 1000397506
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                    StateEvaluation lead agency:
                    Not reportedDate achieved compliance:
                    Not reportedArea of violation:
                    COMPLIANCE EVALUATION INSPECTION ON-SITEEvaluation:
                    01/13/1992Evaluation date:

                    StateEvaluation lead agency:
                    Not reportedDate achieved compliance:
                    Not reportedArea of violation:
                    COMPLIANCE EVALUATION INSPECTION ON-SITEEvaluation:
                    01/17/2008Evaluation date:

                    StateEvaluation lead agency:
                    Not reportedDate achieved compliance:

STATE OF HAWAII AUTO MGMT DIV  (Continued) 1000397506

                    Not reportedOwner/operator country:
                    HONOLULU, HI 96819
                    729 KAKOI ST STE BOwner/operator address:
                    STATE OF HAWAII DAGS CEN SVCSOwner/operator name:

Owner/Operator Summary:

                    hazardous waste
                    the cleanup of a spill, into or on any land or water, of acutely
                    any residue or contaminated soil, waste or other debris resulting from
                    time: 1 kg or less of acutely hazardous waste; or 100 kg or less of
                    hazardous waste during any calendar month, and accumulates at any
                    from the cleanup of a spill, into or on any land or water, of acutely
                    of any residue or contaminated soil, waste or other debris resulting
                    land or water, of acutely hazardous waste; or generates 100 kg or less
                    other debris resulting from the cleanup of a spill, into or on any
                    waste; or 100 kg or less of any residue or contaminated soil, waste or
                    month, and accumulates at any time: 1 kg or less of acutely hazardous
                    or generates 1 kg or less of acutely hazardous waste per calendar
                    month, and accumulates 1000 kg or less of hazardous waste at any time;
                    Handler: generates 100 kg or less of hazardous waste per calendarDescription:
                    Conditionally Exempt Small Quantity GeneratorClassification:
                    09EPA Region:
                    Not reportedContact email:
                    (808) 831-6734Contact telephone:
                    USContact country:
                    HONOLULU, HI 96819
                    729 KAKOI ST STE BContact address:
                    JAMES  HISANOContact:
                    HONOLULU, HI 96819
                    KAKOI ST STE BMailing address:
                    HI0000842989EPA ID:
                    HONOLULU, HI 96813
                    MECHANICAL RM
                    869 PUNCHBOWL ST PENTHOUSEFacility address:
                    DAGS CSD ALIIAIMOKU HALE BLDG DOTFacility name:
                    09/26/1994Date form received by agency:

RCRA-CESQG:

972 ft. Site 2 of 4 in cluster P
0.184 mi.

Relative:
Higher

Actual:
8 ft.

1/8-1/4 HONOLULU, HI  96813
North FINDS869 PUNCHBOWL STREET HI0000842989
P72 RCRA-CESQGHAWAII BELT ROAD, SEISMIC RETROFIT OF VARIOUS BRIDGES 1004688764
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STATE MASTER
                    Environmental Interest/Information System

                    110046210649Registry ID:

STATE MASTER
                    Environmental Interest/Information System

                    110046153210Registry ID:

STATE MASTER
                    Environmental Interest/Information System

                    110046224830Registry ID:

STATE MASTER
                    Environmental Interest/Information System

                    110046173350Registry ID:

STATE MASTER
                    Environmental Interest/Information System

                    110046186435Registry ID:

STATE MASTER
                    Environmental Interest/Information System

                    110046186355Registry ID:

FINDS:

                    No violations foundViolation Status:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OwnerOwner/Operator Type:
                    StateLegal status:
                    (808) 831-6734Owner/operator telephone:

HAWAII BELT ROAD, SEISMIC RETROFIT OF VARIOUS BRIDGES  (Continued) 1004688764
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STATE MASTER

corrective action activities required under RCRA.
program staff to track the notification, permit, compliance, and
and treat, store, or dispose of hazardous waste. RCRAInfo allows RCRA
events and activities related to facilities that generate, transport,
Conservation and Recovery Act (RCRA) program through the tracking of
RCRAInfo is a national information system that supports the Resource
                    Environmental Interest/Information System

                    110005722478Registry ID:

STATE MASTER
                    Environmental Interest/Information System

                    110046182796Registry ID:

STATE MASTER
                    Environmental Interest/Information System

                    110055122022Registry ID:

STATE MASTER

corrective action activities required under RCRA.
program staff to track the notification, permit, compliance, and
and treat, store, or dispose of hazardous waste. RCRAInfo allows RCRA
events and activities related to facilities that generate, transport,
Conservation and Recovery Act (RCRA) program through the tracking of
RCRAInfo is a national information system that supports the Resource
                    Environmental Interest/Information System

                    110005726303Registry ID:

STATE MASTER
                    Environmental Interest/Information System

                    110046211023Registry ID:

STATE MASTER
                    Environmental Interest/Information System

                    110046210694Registry ID:

HAWAII BELT ROAD, SEISMIC RETROFIT OF VARIOUS BRIDGES  (Continued) 1004688764

        David HodgesProject Officer:
        870009Release ID:
        08/05/1996Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-100189Facility ID:

LUST:

972 ft. Site 3 of 4 in cluster P
0.184 mi.

Relative:
Higher

Actual:
8 ft.

1/8-1/4 HI Financial AssuranceHONOLULU, HI  96813
North HI UST869A PUNCHBOWL ST    N/A
P73 HI LUSTDAGS - AUTOMOTIVE MANAGEMENT DIVISION U004223400
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                    87Tank Id:
                    9-100189Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-1Tank Id:
                    9-100189Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-2Tank Id:
                    9-100189Alt Facility ID:

HI Financial Assurance:

                                        Used OilSubstance:
                                        250Tank Capacity:
                                        10/01/1987Date Closed:
                                        Permanently Out of UseTank Status:
                                        04/30/1961Date Installed:
                                        R-2Tank ID:

                                        GasolineSubstance:
                                        6000Tank Capacity:
                                        10/01/1987Date Closed:
                                        Permanently Out of UseTank Status:
                                        04/30/1961Date Installed:
                                        R-1Tank ID:

                                        GasolineSubstance:
                                        6000Tank Capacity:
                                        Not reportedDate Closed:
                                        Currently in UseTank Status:
                                        11/01/1987Date Installed:
                                        87Tank ID:

                                        Used OilSubstance:
                                        550Tank Capacity:
                                        Not reportedDate Closed:
                                        Currently in UseTank Status:
                                        11/01/1987Date Installed:
                                        2Tank ID:

                                        GPSHorizontal Collection Method Name:
                                        NAD27Horizontal Reference Datum Name:
                                        -157.859560Longitude:
                                        21.303670Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        869 A Punchbowl StOwner Address:
                                        STATE DAGS - AUTO MANAGEMENT DIVISIONOwner:
                                        9-100189Facility ID:

UST:

DAGS - AUTOMOTIVE MANAGEMENT DIVISION  (Continued) U004223400
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                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Currently in UseTank Status:
                    2Tank Id:
                    9-100189Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Currently in UseTank Status:

DAGS - AUTOMOTIVE MANAGEMENT DIVISION  (Continued) U004223400

          753  QUEEN STAddress:
          2012Year:
          AUTO FENDER CLINIC INCName:

          753  QUEEN STAddress:
          2011Year:
          AUTO FENDER CLINIC INCName:

          753  QUEEN STAddress:
          2010Year:
          AUTO FENDER CLINIC INCName:

          753  QUEEN STAddress:
          2009Year:
          AUTO FENDER CLINIC INCName:

          753  QUEEN STAddress:
          2008Year:
          AUTO FENDER CLINIC INCName:

          753  QUEEN STAddress:
          2007Year:
          AUTO FENDER CLINIC INCName:

          753  QUEEN STAddress:
          2006Year:
          AUTO FENDER CLINIC INCName:

          753  QUEEN STAddress:
          2005Year:
          AUTO FENDER CLINIC INCName:

EDR Historical Auto Stations:

983 ft. Site 7 of 9 in cluster K
0.186 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
ESE 753  QUEEN ST    N/A
K74 EDR US Hist Auto Stat 1015626057
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          330  CORAL STAddress:
          2006Year:
          JUN AUTO SERVICEName:

          330  CORAL STAddress:
          2003Year:
          JUN AUTO SERVICEName:

          330  CORAL STAddress:
          2001Year:
          JUN AUTO SERVICEName:

          330  CORAL STAddress:
          1999Year:
          JUN AUTO SERVICEName:

EDR Historical Auto Stations:

987 ft. Site 1 of 6 in cluster Q
0.187 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
SSW 330  CORAL ST    N/A
Q75 EDR US Hist Auto Stat 1015429426

          740  AUAHI STAddress:
          2003Year:
          TRANSPACIFIC AUTOName:

EDR Historical Auto Stations:

1004 ft. Site 2 of 5 in cluster O
0.190 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
South 740  AUAHI ST    N/A
O76 EDR US Hist Auto Stat 1015621819

                    Non-GeneratorClassification:
                    09EPA Region:
                    MAX@ACTHI.COMContact email:
                    (206) 892-2750Contact telephone:
                    USContact country:
                    SEATTLE, WA 98104
                    P.O. BOX 24527Contact address:
                    RICHARD J MAXWELLContact:
                    SEATTLE, WA 98106
                    STE 100
                    4025 DELRIDGE WAY, SWMailing address:
                    HIT000140517EPA ID:
                    HONOLULU, HI 96813
                    PIER 1
                    521 ALA MOANA BLVDFacility address:
                    NORTHLAND SERVICES, INC., ALOHA CARGO TRANSPORTFacility name:
                    08/15/2011Date form received by agency:

RCRA NonGen / NLR:

1023 ft. Site 5 of 5 in cluster J
0.194 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
West 521 ALA MOANA BLVD HIT000140517
J77 RCRA NonGen / NLRNORTHLAND SERVICES, INC., ALOHA CARGO TRANSPORT 1014916470
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                    No violations foundViolation Status:

                              YesUsed oil transporter:
                              YesUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              YesTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    04/27/2006Owner/Op start date:
                    OperatorOwner/Operator Type:
                    PrivateLegal status:
                    Not reportedOwner/operator telephone:
                    USOwner/operator country:
                    SEATTLE, WA 98106
                    4025 DELRIDGE WAY, SW STE 100Owner/operator address:
                    NORTHLAND SERVICES, INC., ALOHA CARGOOwner/operator name:

                    Not reportedOwner/Op end date:
                    08/15/2011Owner/Op start date:
                    OwnerOwner/Operator Type:
                    StateLegal status:
                    (808) 587-1976Owner/operator telephone:
                    USOwner/operator country:
                    HONOLULU, HI 96813
                    79 SOUTH NIMITZ HWYOwner/operator address:
                    STATE OF HAWAII DOT HARBORSOwner/operator name:

Owner/Operator Summary:

                    Handler: Non-Generators do not presently generate hazardous wasteDescription:

NORTHLAND SERVICES, INC., ALOHA CARGO TRANSPORT  (Continued) 1014916470

          PACIFIC AUTOMOTIVE & PERFORMANCE CENName:

          765  QUEEN STAddress:
          2005Year:
          PACIFIC AUTOMOTIVE & PERFORMANCE CENName:

          765  QUEEN STAddress:
          2003Year:
          PACIFIC AUTOMOTIVE TOYSName:

EDR Historical Auto Stations:

1037 ft. Site 8 of 9 in cluster K
0.196 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
ESE 765  QUEEN ST    N/A
K78 EDR US Hist Auto Stat 1015628764
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          765  QUEEN STAddress:
          2009Year:

  (Continued) 1015628764

                    No violations foundViolation Status:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OwnerOwner/Operator Type:
                    PrivateLegal status:
                    (415) 871-6060Owner/operator telephone:
                    Not reportedOwner/operator country:
                    S SAN FRANCISCO, CA 94080
                    395 OYSTER POINT BLVD STE 350Owner/operator address:
                    THE OBRIEN CORPOwner/operator name:

Owner/Operator Summary:

                    Handler: Non-Generators do not presently generate hazardous wasteDescription:
                    Non-GeneratorClassification:
                    09EPA Region:
                    Not reportedContact email:
                    (808) 537-6902Contact telephone:
                    USContact country:
                    HONOLULU, HI 96813
                    746 AUAHI STContact address:
                    KERRY  KIYABUContact:
                    HONOLULU, HI 96813
                    AUAHI STMailing address:
                    HID984469957EPA ID:
                    HONOLULU, HI 96813
                    746 AUAHI STFacility address:
                    FULLER OBRIEN PAINTSFacility name:
                    12/10/1993Date form received by agency:

RCRA NonGen / NLR:

1044 ft. Site 3 of 5 in cluster O
0.198 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
South FINDS746 AUAHI ST HID984469957
O79 RCRA NonGen / NLRFULLER OBRIEN PAINTS 1000860465
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corrective action activities required under RCRA.
program staff to track the notification, permit, compliance, and
and treat, store, or dispose of hazardous waste. RCRAInfo allows RCRA
events and activities related to facilities that generate, transport,
Conservation and Recovery Act (RCRA) program through the tracking of
RCRAInfo is a national information system that supports the Resource
                    Environmental Interest/Information System

                    110005728926Registry ID:

FINDS:

FULLER OBRIEN PAINTS  (Continued) 1000860465

                                        Not reportedTank Capacity:
                                        02/22/1992Date Closed:
                                        Permanently Out of UseTank Status:
                                        12/30/1974Date Installed:
                                        R-3Tank ID:

                                        GasolineSubstance:
                                        Not reportedTank Capacity:
                                        02/22/1992Date Closed:
                                        Permanently Out of UseTank Status:
                                        12/30/1974Date Installed:
                                        R-2Tank ID:

                                        GasolineSubstance:
                                        Not reportedTank Capacity:
                                        02/22/1992Date Closed:
                                        Permanently Out of UseTank Status:
                                        12/30/1989Date Installed:
                                        R-1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.859615Longitude:
                                        21.297175Latitude:
                                        Honolulu, 96800 96800Owner City,St,Zip:
                                        C/O CADES, SCHUTTE, FLEMING AND WRIGHT1000 BISHOP STOwner Address:
                                        JOHN L. WADE JR.Owner:
                                        9-102521Facility ID:

UST:

        Eric SadoyamaProject Officer:
        920084Release ID:
        08/24/1994Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-102521Facility ID:

LUST:

1044 ft. Site 4 of 5 in cluster O
0.198 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96800
South HI UST746 AUAHI ST    N/A
O80 HI LUSTARA SERVICES INC. U001237389
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                                        GasolineSubstance:

ARA SERVICES INC.  (Continued) U001237389

          766  ILANIWAI STAddress:
          2012Year:
          EXCEL AUTOMOTIVE INCName:

          766  ILANIWAI STAddress:
          2011Year:
          AUTOPROName:

          766  ILANIWAI STAddress:
          2010Year:
          EXCEL AUTOMOTIVEName:

          766  ILANIWAI STAddress:
          2009Year:
          AUTOPROName:

          766  ILANIWAI STAddress:
          2008Year:
          AUTOPRO INCName:

          766  ILANIWAI STAddress:
          2007Year:
          AUTOPRO INCName:

          766  ILANIWAI STAddress:
          2006Year:
          AUTOPROName:

          766  ILANIWAI STAddress:
          2004Year:
          AUTOPROName:

          766  ILANIWAI STAddress:
          2003Year:
          AUTOPROName:

          766  ILANIWAI STAddress:
          2002Year:
          EXCEL AUTOMOTIVE INCName:

          766  ILANIWAI STAddress:
          2001Year:
          EXCEL AUTOMOTIVE INCName:

EDR Historical Auto Stations:

1047 ft. Site 9 of 9 in cluster K
0.198 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
ESE 766  ILANIWAI ST    N/A
K81 EDR US Hist Auto Stat 1015628962
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                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OwnerOwner/Operator Type:
                    StateLegal status:
                    (808) 586-2507Owner/operator telephone:
                    Not reportedOwner/operator country:
                    HONOLULU, HI 96813
                    521 ALA MOANA BLVDOwner/operator address:
                    HAWAII STATE OFOwner/operator name:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OperatorOwner/Operator Type:
                    PrivateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:
                    NOT REQUIREDOwner/operator name:

Owner/Operator Summary:

                    Handler: Non-Generators do not presently generate hazardous wasteDescription:
                    Non-GeneratorClassification:
                    StateLand type:
                    09EPA Region:
                    RICHARD@HCDAWEB.ORGContact email:
                    808-587-8177Contact telephone:
                    USContact country:
                    HONOLULU, HI 69813
                    607 ALA MOANA BOULEVARDContact address:
                    RICHARD H KUITUNENContact:
                    HONOLULU, HI 69813
                    607 ALA MOANA BOULEVARDMailing address:
                    HID981613094EPA ID:
                    HONOLULU, HI 96813
                    607 ALA MOANA BLVDFacility address:
                    HAWAII STATE OFFacility name:
                    04/23/1996Date form received by agency:

RCRA NonGen / NLR:

1047 ft. Site 1 of 4 in cluster R
0.198 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 CA HAZNETHONOLULU, HI  96813
WSW FINDS607 ALA MOANA BLVD HID981613094
R82 RCRA NonGen / NLRHAWAII STATE OF 1000374717
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     GORDON TRIMBLEContact:
     HID981613094GEPAID:
     2003Year:
     1000374717envid:

HAZNET:

corrective action activities required under RCRA.
program staff to track the notification, permit, compliance, and
and treat, store, or dispose of hazardous waste. RCRAInfo allows RCRA
events and activities related to facilities that generate, transport,
Conservation and Recovery Act (RCRA) program through the tracking of
RCRAInfo is a national information system that supports the Resource
                    Environmental Interest/Information System

                    110005723869Registry ID:

and settlements.
regions and states with cooperative agreements, enforcement actions,
Toxic Substances Control Act (TSCA). The system tracks inspections in
Federal Insecticide, Fungicide, and Rodenticide Act (FIFRA) and the
NCDB (National Compliance Data Base) supports implementation of the
                    Environmental Interest/Information System

                    110023165581Registry ID:

corrective action activities required under RCRA.
program staff to track the notification, permit, compliance, and
and treat, store, or dispose of hazardous waste. RCRAInfo allows RCRA
events and activities related to facilities that generate, transport,
Conservation and Recovery Act (RCRA) program through the tracking of
RCRAInfo is a national information system that supports the Resource
                    Environmental Interest/Information System

                    110013387469Registry ID:

FINDS:

                    StateEvaluation lead agency:
                    Not reportedDate achieved compliance:
                    Not reportedArea of violation:
                    COMPLIANCE EVALUATION INSPECTION ON-SITEEvaluation:
                    08/07/1989Evaluation date:

Evaluation Action Summary:

                    No violations foundViolation Status:

                    Not a generator, verifiedClassification:
                    HAWAII STATE OFSite name:
                    07/27/1993Date form received by agency:

Historical Generators:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:

HAWAII STATE OF  (Continued) 1000374717
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     Not reportedDisposal Method:
     Paint sludgeWaste Category:
     Not reportedTSD County:
     CAD008302903TSD EPA ID:
     Not reportedGen County:
     HONOLULU, HI 96813Mailing City,St,Zip:
     607 ALA MOANA BLVDMailing Address:
     Not reportedMailing Name:
     8085862507Telephone:
     GORDON TRIMBLEContact:
     HID981613094GEPAID:
     2003Year:
     1000374717envid:

     99Facility County:
     0.01Tons:
     Not reportedDisposal Method:
     Organic monomer waste (includes unreacted resins)Waste Category:
     Not reportedTSD County:
     CAD008302903TSD EPA ID:
     Not reportedGen County:
     HONOLULU, HI 96813Mailing City,St,Zip:
     607 ALA MOANA BLVDMailing Address:
     Not reportedMailing Name:
     8085862507Telephone:
     GORDON TRIMBLEContact:
     HID981613094GEPAID:
     2003Year:
     1000374717envid:

     99Facility County:
     6.52Tons:
     Not reportedDisposal Method:
     Unspecified oil-containing wasteWaste Category:
     Not reportedTSD County:
     CAD008302903TSD EPA ID:
     Not reportedGen County:
     HONOLULU, HI 96813Mailing City,St,Zip:
     607 ALA MOANA BLVDMailing Address:
     Not reportedMailing Name:
     8085862507Telephone:
     GORDON TRIMBLEContact:
     HID981613094GEPAID:
     2003Year:
     1000374717envid:

     99Facility County:
     0.05Tons:
     Not reportedDisposal Method:
     Unspecified solvent mixtureWaste Category:
     Not reportedTSD County:
     CAD008302903TSD EPA ID:
     Not reportedGen County:
     HONOLULU, HI 96813Mailing City,St,Zip:
     607 ALA MOANA BLVDMailing Address:
     Not reportedMailing Name:
     8085862507Telephone:

HAWAII STATE OF  (Continued) 1000374717
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     99Facility County:
     0.07Tons:

HAWAII STATE OF  (Continued) 1000374717

                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    01/24/2003Owner/Op start date:
                    OwnerOwner/Operator Type:
                    PrivateLegal status:
                    Not reportedOwner/operator telephone:
                    USOwner/operator country:
                    HONOLULU, HI 96813
                    ALA MOANA BLVDOwner/operator address:
                    OWNEROwner/operator name:

                    Not reportedOwner/Op end date:
                    01/24/2003Owner/Op start date:
                    OperatorOwner/Operator Type:
                    PrivateLegal status:
                    Not reportedOwner/operator telephone:
                    USOwner/operator country:
                    HONOLULU, HI 96813
                    ALA MOANA BLVDOwner/operator address:
                    OPERATOROwner/operator name:

Owner/Operator Summary:

                    Handler: Non-Generators do not presently generate hazardous wasteDescription:
                    Non-GeneratorClassification:
                    09EPA Region:
                    Not reportedContact email:
                    Not reportedContact telephone:
                    USContact country:
                    HONOLULU, HI 96813
                    ALA MOANA BOULEVARDContact address:
                    Not reportedContact:
                    HONOLULU, HI 96813
                    ALA MOANA BOULEVARDMailing address:
                    HIR000131136EPA ID:
                    HONOLULU, HI 96813
                    607 ALA MOANA BOULEVARDFacility address:
                    CONTRACTORS EQUIPMENT  SERVICE CORPFacility name:
                    01/24/2003Date form received by agency:

RCRA NonGen / NLR:

1047 ft. Site 2 of 4 in cluster R
0.198 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
WSW 607 ALA MOANA BOULEVARD HIR000131136
R83 RCRA NonGen / NLRCONTRACTORS EQUIPMENT  SERVICE CORP 1006806654
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                    No violations foundViolation Status:

                    Not a generator, verifiedClassification:
                    CONTRACTORS EQUIPMENT  SERVICE CORPSite name:
                    11/08/2002Date form received by agency:

Historical Generators:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:

CONTRACTORS EQUIPMENT  SERVICE CORP  (Continued) 1006806654

          607  ALA MOANA BLVDAddress:
          2001Year:
          MARINE DIESEL REPAIRName:

EDR Historical Auto Stations:

1047 ft. Site 3 of 4 in cluster R
0.198 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
WSW 607  ALA MOANA BLVD    N/A
R84 EDR US Hist Auto Stat 1015572721

          677  ALA MOANA BLVDAddress:
          2010Year:
          76 GASOLINESName:

          677  ALA MOANA BLVDAddress:
          2003Year:
          HAWAII AUTOMOTIVE RETAIL GASName:

EDR Historical Auto Stations:

1068 ft. Site 2 of 6 in cluster Q
0.202 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
SW 677  ALA MOANA BLVD    N/A
Q85 EDR US Hist Auto Stat 1015597932

          762  QUEEN STAddress:
          1999Year:
          JS AUTOMOTIVEName:

EDR Historical Auto Stations:

1069 ft. Site 1 of 7 in cluster S
0.202 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
ESE 762  QUEEN ST    N/A
S86 EDR US Hist Auto Stat 1015628189
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                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OwnerOwner/Operator Type:
                    PrivateLegal status:
                    (808) 487-6500Owner/operator telephone:
                    Not reportedOwner/operator country:
                    AIEA, HI 96701
                    99 045 KOAHA WYOwner/operator address:
                    KATHERINE SHIROMAOwner/operator name:

Owner/Operator Summary:

                    hazardous waste
                    the cleanup of a spill, into or on any land or water, of acutely
                    any residue or contaminated soil, waste or other debris resulting from
                    time: 1 kg or less of acutely hazardous waste; or 100 kg or less of
                    hazardous waste during any calendar month, and accumulates at any
                    from the cleanup of a spill, into or on any land or water, of acutely
                    of any residue or contaminated soil, waste or other debris resulting
                    land or water, of acutely hazardous waste; or generates 100 kg or less
                    other debris resulting from the cleanup of a spill, into or on any
                    waste; or 100 kg or less of any residue or contaminated soil, waste or
                    month, and accumulates at any time: 1 kg or less of acutely hazardous
                    or generates 1 kg or less of acutely hazardous waste per calendar
                    month, and accumulates 1000 kg or less of hazardous waste at any time;
                    Handler: generates 100 kg or less of hazardous waste per calendarDescription:
                    Conditionally Exempt Small Quantity GeneratorClassification:
                    09EPA Region:
                    Not reportedContact email:
                    (808) 533-3551Contact telephone:
                    USContact country:
                    HONOLULU, HI 96813
                    762 QUEEN STContact address:
                    LARRY  MIYAMURAContact:
                    HONOLULU, HI 96813
                    QUEEN STMailing address:
                    HID984470203EPA ID:
                    HONOLULU, HI 96813
                    762 QUEEN STFacility address:
                    J S AUTOMOTIVEFacility name:
                    09/01/1993Date form received by agency:

RCRA-CESQG:

1069 ft. Site 2 of 7 in cluster S
0.202 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
ESE FINDS762 QUEEN ST HID984470203
S87 RCRA-CESQGSPRINT 1004688931
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STATE MASTER

corrective action activities required under RCRA.
program staff to track the notification, permit, compliance, and
and treat, store, or dispose of hazardous waste. RCRAInfo allows RCRA
events and activities related to facilities that generate, transport,
Conservation and Recovery Act (RCRA) program through the tracking of
RCRAInfo is a national information system that supports the Resource
                    Environmental Interest/Information System

                    110005729051Registry ID:

FINDS:

                    No violations foundViolation Status:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:

SPRINT  (Continued) 1004688931

          764  KAWAIAHAO STAddress:
          2008Year:
          EURO CAR SPECIALIST INCName:

EDR Historical Auto Stations:

1070 ft. Site 3 of 7 in cluster S
0.203 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
East 764  KAWAIAHAO ST    N/A
S88 EDR US Hist Auto Stat 1015628572

          325  LANA LNAddress:
          2008Year:
          A1 EURO AUTOName:

          325  LANA LNAddress:
          2007Year:
          A1 EURO AUTOName:

          325  LANA LNAddress:
          2005Year:
          A1 EURO AUTOName:

          325  LANA LNAddress:
          2004Year:
          A1 EURO AUTOName:

EDR Historical Auto Stations:

1112 ft. Site 3 of 6 in cluster Q
0.211 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
SSW 325  LANA LN    N/A
Q89 EDR US Hist Auto Stat 1015426474
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          325  LANA LNAddress:
          2010Year:
          A 1 EURO AUTOName:

          325  LANA LNAddress:
          2009Year:
          A1 EURO AUTOName:

  (Continued) 1015426474

          550  KAWAIAHAO STAddress:
          1999Year:
          NITTAS AUTO REPAIRName:

EDR Historical Auto Stations:

1118 ft.
0.212 mi.

Relative:
Higher

Actual:
10 ft.

1/8-1/4 HONOLULU, HI  96813
NE 550  KAWAIAHAO ST    N/A
90 EDR US Hist Auto Stat 1015549877

          2009Year:
          EUROPEAN AUTO SPECIALISTSName:

          805  POHUKAINA STAddress:
          2008Year:
          EUROPEAN AUTO SPECIALISTSName:

          805  POHUKAINA STAddress:
          2007Year:
          EUROPEAN AUTO SPECIALISTSName:

          805  POHUKAINA STAddress:
          2005Year:
          EUROPEAN AUTO SPECIALISTSName:

          805  POHUKAINA STAddress:
          2003Year:
          ELITE AUTO SERVICEName:

          805  POHUKAINA STAddress:
          2002Year:
          ELITE AUTO SERVICEName:

          805  POHUKAINA STAddress:
          2001Year:
          ELITE AUTO SERVICEName:

          805  POHUKAINA STAddress:
          1999Year:
          EUROPEAN AUTO SPECIALISTSName:

EDR Historical Auto Stations:

1122 ft. Site 1 of 2 in cluster T
0.213 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
SSE 805  POHUKAINA ST    N/A
T91 EDR US Hist Auto Stat 1015641035
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          805  POHUKAINA STAddress:
          2010Year:
          EUROPEAN AUTO SPECIALISTSName:

          805  POHUKAINA STAddress:

  (Continued) 1015641035

                                        GasolineSubstance:
                                        550Tank Capacity:
                                        07/01/2003Date Closed:
                                        Permanently Out of UseTank Status:
                                        01/01/1955Date Installed:
                                        R-2Tank ID:

                                        Used OilSubstance:
                                        1000Tank Capacity:
                                        07/07/2003Date Closed:
                                        Permanently Out of UseTank Status:
                                        01/01/2040Date Installed:
                                        R-1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.855734Longitude:
                                        21.300177Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        757 KAWAIAHAO STOwner Address:
                                        VOYTEK SZYMANSKI PROPERTIES LLCOwner:
                                        9-103765Facility ID:

UST:

        Jose RuizProject Officer:
        030043Release ID:
        01/05/2004Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-103765Facility ID:

LUST:

1135 ft. Site 4 of 7 in cluster S
0.215 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
East HI UST757 KAWAIAHAO ST    N/A
S92 HI LUSTSZYMANSKI PROPERTIES LLC U003914035

          CR IMPORT REPAIRName:

          757  KAWAIAHAO STAddress:
          1999Year:
          ZAKS AUTO & REPAIRName:

EDR Historical Auto Stations:

1135 ft. Site 5 of 7 in cluster S
0.215 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
East 757  KAWAIAHAO ST    N/A
S93 EDR US Hist Auto Stat 1015626865

TC4289921.2s   Page 91



MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

          757  KAWAIAHAO STAddress:
          2012Year:
          BAVARIAN MOTOR EXPERTSName:

          757  KAWAIAHAO STAddress:
          2011Year:
          BAVARIAN MOTOR EXPERTSName:

          757  KAWAIAHAO STAddress:
          2010Year:
          BAVARIAN MOTOR EXPERTSName:

          757  KAWAIAHAO STAddress:
          2009Year:
          BAVARIAN MOTOR EXPERTSName:

          757  KAWAIAHAO STAddress:
          2008Year:
          BAVARIAN MOTOR EXPERTSName:

          757  KAWAIAHAO STAddress:
          2007Year:
          BAVARIAN MOTOR EXPORTName:

          757  KAWAIAHAO STAddress:
          2005Year:
          BAVARIAN MOTOR ELECTRONICSName:

          757  KAWAIAHAO STAddress:
          2004Year:
          BAVARIAN MOTOR ELECTRONICName:

          757  KAWAIAHAO STAddress:
          2003Year:
          CR IMPORT REPAIRName:

          757  KAWAIAHAO STAddress:
          2002Year:
          CR IMPORT REPAIRName:

          757  KAWAIAHAO STAddress:
          2001Year:

  (Continued) 1015626865

                    HONOLULU, HI 96814
                    2811
                    1350 ALA MOANA BOULEVARDMailing address:
                    HID981686744EPA ID:
                    HONOLULU, HI 96813
                    757 KAWAIAHAO STFacility address:
                    SZYMANSKI PROPERTIES LLCFacility name:
                    03/12/2007Date form received by agency:

RCRA NonGen / NLR:

1135 ft. Site 6 of 7 in cluster S
0.215 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
East FINDS757 KAWAIAHAO ST HID981686744
S94 RCRA NonGen / NLRSZYMANSKI PROPERTIES LLC 1000252025
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                    LEAD.   Waste name:
                    D008.   Waste code:

                    Large Quantity GeneratorClassification:
                    SZYMANSKI PROPERTIES LLCSite name:
                    08/12/2003Date form received by agency:

Historical Generators:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    07/11/2003Owner/Op start date:
                    OwnerOwner/Operator Type:
                    PrivateLegal status:
                    Not reportedOwner/operator telephone:
                    Not reportedOwner/operator country:
                    Not reported
                    Not reportedOwner/operator address:
                    SZYMANSKI PROPERTIES LLCOwner/operator name:

                    Not reportedOwner/Op end date:
                    07/03/2003Owner/Op start date:
                    OperatorOwner/Operator Type:
                    PrivateLegal status:
                    Not reportedOwner/operator telephone:
                    Not reportedOwner/operator country:
                    Not reported
                    Not reportedOwner/operator address:
                    MOUNTAIN EDGE ENVIRONMENTAL INCOwner/operator name:

Owner/Operator Summary:

                    Handler: Non-Generators do not presently generate hazardous wasteDescription:
                    Non-GeneratorClassification:
                    09EPA Region:
                    Not reportedContact email:
                    808-589-1333Contact telephone:
                    USContact country:
                    HONOLULU, HI 96814
                    1350 ALA MOANA BOULEVARD 2811Contact address:
                    VOYTEK  SZYMANSKIContact:

SZYMANSKI PROPERTIES LLC  (Continued) 1000252025
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STATE MASTER

corrective action activities required under RCRA.
program staff to track the notification, permit, compliance, and
and treat, store, or dispose of hazardous waste. RCRAInfo allows RCRA
events and activities related to facilities that generate, transport,
Conservation and Recovery Act (RCRA) program through the tracking of
RCRAInfo is a national information system that supports the Resource
                    Environmental Interest/Information System

                    110015844531Registry ID:

FINDS:

                    No violations foundViolation Status:

                    Not a generator, verifiedClassification:
                    PACIFIC METALS INDUSTRIESSite name:
                    11/08/2002Date form received by agency:

SZYMANSKI PROPERTIES LLC  (Continued) 1000252025

                    NOT REQUIREDOwner/operator name:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OwnerOwner/Operator Type:
                    PrivateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:
                    THEO DAVIESOwner/operator name:

Owner/Operator Summary:

                    Handler: Non-Generators do not presently generate hazardous wasteDescription:
                    Non-GeneratorClassification:
                    Facility is not located on Indian land. Additional information is not known.Land type:
                    09EPA Region:
                    Not reportedContact email:
                    Not reportedContact telephone:
                    Not reportedContact country:
                    Not reported
                    Not reportedContact address:
                    Not reportedContact:
                    HONOLULU, HI 96813
                    ALA MOANA BLVDMailing address:
                    HID981674476EPA ID:
                    HONOLULU, HI 96813
                    704 ALA MOANA BLVDFacility address:
                    THEO DAVIES EUROMOTORSFacility name:
                    12/30/1996Date form received by agency:

RCRA NonGen / NLR:

1140 ft. Site 4 of 6 in cluster Q
0.216 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HI USTHONOLULU, HI  96813
SSW HI LUST704 ALA MOANA BLVD HID981674476
Q95 RCRA NonGen / NLRTHEO DAVIES EUROMOTORS 1000324981
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                                        05/16/1992Date Closed:
                                        Permanently Out of UseTank Status:
                                        03/28/1981Date Installed:
                                        R-1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.861279Longitude:
                                        21.297346Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        704 ALA MOANA BLVDOwner Address:
                                        THEO H. DAVIES EUROMOTORS, LTD.Owner:
                                        9-101329Facility ID:

UST:

        Jeffrey UngProject Officer:
        920169Release ID:
        03/04/1999Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-101329Facility ID:

LUST:

                    StateEvaluation lead agency:
                    Not reportedDate achieved compliance:
                    Not reportedArea of violation:
                    COMPLIANCE EVALUATION INSPECTION ON-SITEEvaluation:
                    11/19/1996Evaluation date:

Evaluation Action Summary:

                    No violations foundViolation Status:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OperatorOwner/Operator Type:
                    PrivateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:

THEO DAVIES EUROMOTORS  (Continued) 1000324981
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                                        Used OilSubstance:
                                        500Tank Capacity:
                                        05/24/1992Date Closed:
                                        Permanently Out of UseTank Status:
                                        03/28/1981Date Installed:
                                        R-3Tank ID:

                                        GasolineSubstance:
                                        2000Tank Capacity:
                                        05/23/1992Date Closed:
                                        Permanently Out of UseTank Status:
                                        03/28/1976Date Installed:
                                        R-2Tank ID:

                                        DieselSubstance:
                                        2000Tank Capacity:

THEO DAVIES EUROMOTORS  (Continued) 1000324981

          704  ALA MOANA BLVDAddress:
          2009Year:
          JARDINE HAWAII MOTOR HOLDINGSName:

          704  ALA MOANA BLVDAddress:
          2005Year:
          JARDINE HAWAII MOTOR HOLDINGSName:

EDR Historical Auto Stations:

1140 ft. Site 5 of 6 in cluster Q
0.216 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
SSW 704  ALA MOANA BLVD    N/A
Q96 EDR US Hist Auto Stat 1015607786

                                        GasolineSubstance:
                                        550Tank Capacity:
                                        Not reportedDate Closed:
                                        Permanently Out of UseTank Status:
                                        08/13/1975Date Installed:
                                        P-1Tank ID:

                                        Not reportedHorizontal Collection Method Name:
                                        Not reportedHorizontal Reference Datum Name:
                                        Not reportedLongitude:
                                        Not reportedLatitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        810 HALEKAUWILA STOwner Address:
                                        TODOKI MACHINE & MARINE WORKSOwner:
                                        9-100490Facility ID:

UST:

1151 ft. Site 1 of 6 in cluster U
0.218 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
SE 810 HALEKAUWILA ST    N/A
U97 HI USTTODOKI MACHINE & MARINE WORKS U001235185
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          328  COOKE STAddress:
          2012Year:
          EUROPEAN AUTO SPECIALISTSName:

          328  COOKE STAddress:
          2011Year:
          EUROPEAN AUTO SPECIALISTSName:

EDR Historical Auto Stations:

1189 ft. Site 5 of 5 in cluster O
0.225 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
SSW 328  COOKE ST    N/A
O98 EDR US Hist Auto Stat 1015428076

          441  KOULA STAddress:
          1999Year:
          K LEE AUTO FRAME SPECIALISTSName:

EDR Historical Auto Stations:

1205 ft. Site 1 of 2 in cluster V
0.228 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
South 441  KOULA ST    N/A
V99 EDR US Hist Auto Stat 1015497834

                    from the cleanup of a spill, into or on any land or water, of acutely
                    of any residue or contaminated soil, waste or other debris resulting
                    land or water, of acutely hazardous waste; or generates 100 kg or less
                    other debris resulting from the cleanup of a spill, into or on any
                    waste; or 100 kg or less of any residue or contaminated soil, waste or
                    month, and accumulates at any time: 1 kg or less of acutely hazardous
                    or generates 1 kg or less of acutely hazardous waste per calendar
                    month, and accumulates 1000 kg or less of hazardous waste at any time;
                    Handler: generates 100 kg or less of hazardous waste per calendarDescription:
                    Conditionally Exempt Small Quantity GeneratorClassification:
                    Facility is not located on Indian land. Additional information is not known.Land type:
                    09EPA Region:
                    Not reportedContact email:
                    (808) 523-8200Contact telephone:
                    USContact country:
                    HONOLULU, HI 96813
                    711 ALA MOANA BLVDContact address:
                    GARY  GIBOContact:
                    HONOLULU, HI 96813
                    ALA MOANA BLVDMailing address:
                    HID981652043EPA ID:
                    HONOLULU, HI 96813
                    711 ALA MOANA BLVDFacility address:
                    HONOLULU FORDFacility name:
                    09/09/1986Date form received by agency:

RCRA-CESQG:

1210 ft. HI Financial AssuranceSite 6 of 6 in cluster Q
0.229 mi. HI UST

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HI LUSTHONOLULU, HI  96813
SSW FINDS711 ALA MOANA BLVD HID981652043
Q100 RCRA-CESQGHONOLULU FORD 1000334046
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EDR ID NumberDistance
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                    110005724573Registry ID:

FINDS:

                    StateEvaluation lead agency:
                    Not reportedDate achieved compliance:
                    Not reportedArea of violation:
                    COMPLIANCE EVALUATION INSPECTION ON-SITEEvaluation:
                    04/04/1996Evaluation date:

Evaluation Action Summary:

                    No violations foundViolation Status:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OperatorOwner/Operator Type:
                    PrivateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:
                    NOT REQUIREDOwner/operator name:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OwnerOwner/Operator Type:
                    PrivateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:
                    JAMES S MARKEYOwner/operator name:

Owner/Operator Summary:

                    hazardous waste
                    the cleanup of a spill, into or on any land or water, of acutely
                    any residue or contaminated soil, waste or other debris resulting from
                    time: 1 kg or less of acutely hazardous waste; or 100 kg or less of
                    hazardous waste during any calendar month, and accumulates at any

HONOLULU FORD  (Continued) 1000334046
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                                        Permanently Out of UseTank Status:
                                        10/28/1988Date Installed:
                                        R-3Tank ID:

                                        Used OilSubstance:
                                        500Tank Capacity:
                                        10/10/1988Date Closed:
                                        Permanently Out of UseTank Status:
                                        05/28/1962Date Installed:
                                        R-02Tank ID:

                                        Used OilSubstance:
                                        500Tank Capacity:
                                        10/10/1988Date Closed:
                                        Permanently Out of UseTank Status:
                                        05/28/1962Date Installed:
                                        R-01Tank ID:

                                        GPSHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.862380Longitude:
                                        21.296573Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        711 ALA MOANA BLVDOwner Address:
                                        HONOLULU FORD INC.Owner:
                                        9-100937Facility ID:

UST:

        Shaobin LiProject Officer:
        050036Release ID:
        08/22/2006Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-100937Facility ID:

LUST:

STATE MASTER

corrective action activities required under RCRA.
program staff to track the notification, permit, compliance, and
and treat, store, or dispose of hazardous waste. RCRAInfo allows RCRA
events and activities related to facilities that generate, transport,
Conservation and Recovery Act (RCRA) program through the tracking of
RCRAInfo is a national information system that supports the Resource

discharge does not adversely affect water quality.
requirements, and include other provisions to ensure that the
limits on what can be discharged, impose monitoring and reporting
States are required to obtain a permit. The permit will likely contain
discharge pollutants from any point source into waters of the United
issued under the Clean Water Act. Under NPDES, all facilities that
the Compliance Information System (ICIS) tracks surface water permits
US National Pollutant Discharge Elimination System (NPDES) module of
                    Environmental Interest/Information System

HONOLULU FORD  (Continued) 1000334046
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                    Not reportedExpiration Date:
                    InsuranceFRTYPE:
                    Permanently Out of UseTank Status:
                    R-02Tank Id:
                    9-100937Alt Facility ID:

                    Not reportedExpiration Date:
                    InsuranceFRTYPE:
                    Permanently Out of UseTank Status:
                    R-01Tank Id:
                    9-100937Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-02Tank Id:
                    9-100937Alt Facility ID:

                    Not reportedExpiration Date:
                    InsuranceFRTYPE:
                    Permanently Out of UseTank Status:
                    R-3Tank Id:
                    9-100937Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-3Tank Id:
                    9-100937Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-01Tank Id:
                    9-100937Alt Facility ID:

HI Financial Assurance:

                                        Used OilSubstance:
                                        2500Tank Capacity:
                                        06/29/2005Date Closed:

HONOLULU FORD  (Continued) 1000334046

          RICKYS AUTO BODY & PAINTName:

          437  KOULA STAddress:
          2001Year:
          RICKYS AUTO BODY & PAINTName:

          437  KOULA STAddress:
          1999Year:
          RICKYS AUTO BODY & PAINTName:

EDR Historical Auto Stations:

1231 ft. Site 2 of 2 in cluster V
0.233 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
South 437  KOULA ST    N/A
V101 EDR US Hist Auto Stat 1015495567
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          437  KOULA STAddress:
          2008Year:
          RICKYS AUTO BODY & PAINTName:

          437  KOULA STAddress:
          2005Year:
          RICKYS AUTO BODY & PAINTName:

          437  KOULA STAddress:
          2004Year:
          RICKYS AUTO BODY & PAINTName:

          437  KOULA STAddress:
          2003Year:
          RICKYS AUTO BODY & PAINTName:

          437  KOULA STAddress:
          2002Year:

  (Continued) 1015495567

          812  ILANIWAI STAddress:
          2002Year:
          VOLKSGERMAN CAR SERVICEName:

          812  ILANIWAI STAddress:
          2001Year:
          EUROPEAN CAR SERVICE INCName:

          812  ILANIWAI STAddress:
          1999Year:
          EUROPEAN CAR SERVICE INCORPORATEDName:

EDR Historical Auto Stations:

1247 ft. Site 2 of 6 in cluster U
0.236 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
ESE 812  ILANIWAI ST    N/A
U102 EDR US Hist Auto Stat 1015644254

          814  ILANIWAI STAddress:
          2009Year:
          CHIKARA AUTOMOTIVE REPAIR LLCName:

          814  ILANIWAI STAddress:
          2008Year:
          CHIKARA AUTOMOTIVE REPAIR LLCName:

          814  ILANIWAI STAddress:
          2007Year:
          CHIKARA AUTOMOTIVE REPAIR LLCName:

EDR Historical Auto Stations:

1255 ft. Site 3 of 6 in cluster U
0.238 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
ESE 814  ILANIWAI ST    N/A
U103 EDR US Hist Auto Stat 1015644949
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          814  ILANIWAI STAddress:
          2012Year:
          CHIKARA AUTOMOTIVE REPAIR LLCName:

          814  ILANIWAI STAddress:
          2011Year:
          CHIKARA AUTOMOTIVE REPAIR LLCName:

          814  ILANIWAI STAddress:
          2010Year:
          CHIKARA AUTOMOTIVE REPAIR LLCName:

  (Continued) 1015644949

                    Not reportedOwner/Op start date:
                    OwnerOwner/Operator Type:
                    PrivateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:
                    SERVCO PACIFIC INCOwner/operator name:

Owner/Operator Summary:

                    hazardous waste
                    the cleanup of a spill, into or on any land or water, of acutely
                    any residue or contaminated soil, waste or other debris resulting from
                    time: 1 kg or less of acutely hazardous waste; or 100 kg or less of
                    hazardous waste during any calendar month, and accumulates at any
                    from the cleanup of a spill, into or on any land or water, of acutely
                    of any residue or contaminated soil, waste or other debris resulting
                    land or water, of acutely hazardous waste; or generates 100 kg or less
                    other debris resulting from the cleanup of a spill, into or on any
                    waste; or 100 kg or less of any residue or contaminated soil, waste or
                    month, and accumulates at any time: 1 kg or less of acutely hazardous
                    or generates 1 kg or less of acutely hazardous waste per calendar
                    month, and accumulates 1000 kg or less of hazardous waste at any time;
                    Handler: generates 100 kg or less of hazardous waste per calendarDescription:
                    Conditionally Exempt Small Quantity GeneratorClassification:
                    Other land typeLand type:
                    09EPA Region:
                    Not reportedContact email:
                    (808) 545-3987Contact telephone:
                    USContact country:
                    HONOLULU, HI 96813
                    744 ALA MOANA BLVDContact address:
                    ENVIRONMENTAL  MANAGERContact:
                    HID982488033EPA ID:
                    HONOLULU, HI 96813
                    744 ALA MOANA BLVDFacility address:
                    LEXUS OF HAWAIIFacility name:
                    04/16/1990Date form received by agency:

RCRA-CESQG:

1259 ft. Site 1 of 6 in cluster W
0.238 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
South FINDS744 ALA MOANA BLVD HID982488033
W104 RCRA-CESQGLEXUS OF HAWAII 1000427524
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STATE MASTER

corrective action activities required under RCRA.
program staff to track the notification, permit, compliance, and
and treat, store, or dispose of hazardous waste. RCRAInfo allows RCRA
events and activities related to facilities that generate, transport,
Conservation and Recovery Act (RCRA) program through the tracking of
RCRAInfo is a national information system that supports the Resource
                    Environmental Interest/Information System

                    110005726955Registry ID:

FINDS:

                    StateEvaluation lead agency:
                    Not reportedDate achieved compliance:
                    Not reportedArea of violation:
                    COMPLIANCE EVALUATION INSPECTION ON-SITEEvaluation:
                    04/04/1996Evaluation date:

Evaluation Action Summary:

                    No violations foundViolation Status:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OperatorOwner/Operator Type:
                    PrivateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:
                    NOT REQUIREDOwner/operator name:

                    Not reportedOwner/Op end date:

LEXUS OF HAWAII  (Continued) 1000427524

TC4289921.2s   Page 103



MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                                        GasolineSubstance:
                                        1000Tank Capacity:
                                        05/04/1989Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-2Tank ID:

                                        Used OilSubstance:
                                        550Tank Capacity:
                                        05/04/1989Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.860605Longitude:
                                        21.296592Latitude:
                                        Honolulu, 96814 96814Owner City,St,Zip:
                                        900 ALA MOANA BLVDOwner Address:
                                        SHELLY MOTORS, INCOwner:
                                        9-102163Facility ID:

UST:

        Eric SadoyamaProject Officer:
        890036Release ID:
        08/11/1993Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-102163Facility ID:

LUST:

1259 ft. Site 2 of 6 in cluster W
0.238 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96814
South HI UST744 ALA MOANA BLVD    N/A
W105 HI LUSTFORMER SHELLY MOTORS AUTO SALES U001235757

                                             Not reportedSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard Managed With ControlsPotential Hazards And Controls:
                                             NFAHazard Priority:
                                             Cal MiyaharaProject Manager:
                                             StateProgram:
                                             HEERLead Agency:
                                             110013773844Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Bishop Estate - Underground Hoists RemovalEnvironmental Interest:
                                             OahuIsland:
                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

1259 ft. Site 3 of 6 in cluster W
0.238 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HI INST CONTROLHONOLULU, HI  96813
South HI SPILLS744 ALA MOANA BLVD    N/A
W106 HI SHWSUNDERGROUND HOISTS 1006819562
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                              Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                              OahuIsland:
                              Not reportedZip Suffix:
                              Not reportedSupplemental Location:
                              Hazard Managed With ControlsPotential hazards and controls:

INST CONTROL:

                    Kamehameha SchoolsFile Under:
                    Refer to ISSTResult:
                    Not reportedAssignment End Date:
                    Liz GalvezActivity Lead:
                    ResponseActivity Type:
                    GallonsUnits:
                    25Numerical Quantity:
                    Not reportedLess Or Greater Than:
                    Hydraulic OilSubstances:
                    Underground Hoists RemovalUnits:
                    NoER:
                    HEER EP&RLead and Program:
                    110013773844Facility Registry Id:
                    Not reportedHID Number:
                    20021113-1500Case Number:
                    Not reportedSupplemental Loc. Text:
                    OahuIsland:

HI SPILLS:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Cal MiyaharaProject Manager:
                                             NFA Letter for Hoist Removal, etc 744 Ala Moana Blvd, Honolulu HIDocument Subject:
                                             2003-179-CACDocument Number:
                                             06/30/2003Document Date:
                                             No Further Action Letter - Restricted UseSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                                             Limit Further Land UseDescription of Restrictions:
                                             Not reportedEngineering Control:
                                             Controls Required to Manage ContaminationUse Restrictions:
                                             Not reportedNature of Residual Contamination:
                                             Not reportedNature of Contamination:
                                             Response CompleteResponse:
                                             Response NecessaryAssessment:
                                             NFAPriority:
                                             Hazard Managed With ControlsPotential Hazard And Controls:
                                             StateProgran Name:
                                             HEERLead Agency:
                                             110013773844Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Bishop Estate - Underground Hoists RemovalSDAR Environmental Interest Name:

UNDERGROUND HOISTS  (Continued) 1006819562
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          812  QUEEN STAddress:
          2009Year:
          K LEE AUTO FRAME SPECIALISTSName:

          812  QUEEN STAddress:
          2007Year:
          K LEE AUTO FRAME SPECIALISTSName:

          812  QUEEN STAddress:
          2005Year:
          K LEE AUTO FRAME SPECIALISTSName:

          812  QUEEN STAddress:
          2004Year:
          K LEE AUTO FRAME SPECIALISTSName:

          812  QUEEN STAddress:
          2002Year:
          BRONNERTS AUTOBODY & CUSTOMSName:

          812  QUEEN STAddress:
          2001Year:
          BRONNERTS AUTOBODY & CUSTOMSName:

EDR Historical Auto Stations:

1261 ft. Site 7 of 7 in cluster S
0.239 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
ESE 812  QUEEN ST    N/A
S107 EDR US Hist Auto Stat 1015644294

                    land or water, of acutely hazardous waste; or generates 100 kg or less
                    other debris resulting from the cleanup of a spill, into or on any
                    waste; or 100 kg or less of any residue or contaminated soil, waste or
                    month, and accumulates at any time: 1 kg or less of acutely hazardous
                    or generates 1 kg or less of acutely hazardous waste per calendar
                    month, and accumulates 1000 kg or less of hazardous waste at any time;
                    Handler: generates 100 kg or less of hazardous waste per calendarDescription:
                    Conditionally Exempt Small Quantity GeneratorClassification:
                    09EPA Region:
                    WAYNE.S.TANIGUCHI@COURTS.HAWAII.GOVContact email:
                    (808)539-4383Contact telephone:
                    USContact country:
                    HONOLULU, HI 96813
                    PUNCHBOWL STREETContact address:
                    WAYNE S TANIGUCHIContact:
                    HONOLULU, HI 96813
                    QUEEN STREETMailing address:
                    HIR000141861EPA ID:
                    HONOLULU, HI 96813
                    426 QUEEN STREETFacility address:
                    KAPUAIWA BUILDINGFacility name:
                    02/14/2014Date form received by agency:

RCRA-CESQG:

1264 ft. Site 4 of 4 in cluster P
0.239 mi.

Relative:
Higher

Actual:
10 ft.

1/8-1/4 HONOLULU, HI  96813
North FINDS426 QUEEN STREET HIR000141861
P108 RCRA-CESQGKAPUAIWA BUILDING 1016453161
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RCRAInfo is a national information system that supports the Resource
                    Environmental Interest/Information System

                    110058884676Registry ID:

FINDS:

                    No violations foundViolation Status:

                    LEAD.   Waste name:
                    D008.   Waste code:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    05/25/1959Owner/Op start date:
                    OwnerOwner/Operator Type:
                    StateLegal status:
                    (808) 587-0400Owner/operator telephone:
                    USOwner/operator country:
                    HONOLULU, HI 96813
                    PUNCHBOWL STREETOwner/operator address:
                    HAWAII DEPT. OF LAND & NATURAL RESOURCESOwner/operator name:

                    Not reportedOwner/Op end date:
                    05/26/1999Owner/Op start date:
                    OperatorOwner/Operator Type:
                    StateLegal status:
                    Not reportedOwner/operator telephone:
                    USOwner/operator country:
                    HI
                    Not reportedOwner/operator address:
                    HAWAII JUDICIARYOwner/operator name:

Owner/Operator Summary:

                    hazardous waste
                    the cleanup of a spill, into or on any land or water, of acutely
                    any residue or contaminated soil, waste or other debris resulting from
                    time: 1 kg or less of acutely hazardous waste; or 100 kg or less of
                    hazardous waste during any calendar month, and accumulates at any
                    from the cleanup of a spill, into or on any land or water, of acutely
                    of any residue or contaminated soil, waste or other debris resulting

KAPUAIWA BUILDING  (Continued) 1016453161
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corrective action activities required under RCRA.
program staff to track the notification, permit, compliance, and
and treat, store, or dispose of hazardous waste. RCRAInfo allows RCRA
events and activities related to facilities that generate, transport,
Conservation and Recovery Act (RCRA) program through the tracking of

KAPUAIWA BUILDING  (Continued) 1016453161

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OwnerOwner/Operator Type:
                    FederalLegal status:
                    (808) 541-2158Owner/operator telephone:
                    Not reportedOwner/operator country:
                    HONOLULU, HI 96850
                    300 ALA MOANA NO 8134Owner/operator address:
                    USCGOwner/operator name:

Owner/Operator Summary:

                    Handler: Non-Generators do not presently generate hazardous wasteDescription:
                    Non-GeneratorClassification:
                    09EPA Region:
                    Not reportedContact email:
                    (808) 541-2158Contact telephone:
                    USContact country:
                    HONOLULU, HI 96850
                    300 ALA MOANA NO 8134 CIVIL ENGINEERS UNITContact address:
                    BONNIE  HOContact:
                    HIP000035527EPA ID:
                    HONOLULU, HI 96850
                    CIVIL ENGINEERS UNIT
                    300 ALA MOANA NO 8134Facility address:
                    USCGFacility name:
                    08/14/2009Date form received by agency:

RCRA NonGen / NLR:

1271 ft. Site 1 of 4 in cluster X
0.241 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96850
NW 300 ALA MOANA NO 8134 HIP000035527
X109 RCRA NonGen / NLRUSCG 1012178115
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                    No violations foundViolation Status:

                    Conditionally Exempt Small Quantity GeneratorClassification:
                    USCGSite name:
                    01/22/1998Date form received by agency:

Historical Generators:

USCG  (Continued) 1012178115

                  300 ALA MOANA BLVD, STE 8122Alias Address:
                  CG-KURE ATOLLAlias Name:
                  9270376Alias ID:

CERCLIS Site Alias Name(s):

                  Not reportedContact Email:
                  Site Assessment Manager (SAM)Contact Title:
                  (415) 972-3160Contact Tel:
                  Eugenia ChowContact Name:
                  9000059.00000Contact ID:

CERCLIS Site Contact Name(s):

                  Not reportedSite FUDS Flag:
                  Not reportedAlias EPA ID:
                  Not reportedCC Concurrence FY:
                  /  /CC Concurrence Date:
                  15003Site Fips Code:
                  07/18/06Non NPL Status Date:
                  Fed Fac Site Inspection Review Start NeededNon NPL Status:
                  USCGRResp Fed Agency Code:
                  Not reportedRBRAC Code:
                  Not reportedDMNSN Unit Code:
                  Not on the NPLNPL Status:
                  Not reportedSite Settings Code:
                  Not reportedClassification:
                  09EPA Region:
                  Not reportedRST Code:
                  Not reportedParent ID:
                  Not reportedNFRAP Flag:
                  Not reportedSite Init By Prog:
                  Not reportedUSGS Quadrangle:
                  Not reportedRCRA ID:
                  NSite Orphan Flag:
                  0.00000DMNSN Number:
                  Federal FacilityFederal Facility:
                  Not reportedUSGC Hydro Unit:
                  Not reportedSMSA Number:
                  Not reportedIFMS ID:
                  02Congressional District:
                  KURE ATOLL, U.S. COAST GUShort Name:
                  HONOLULUFacility County:
                  HID984470039EPA ID:
                  0904867Site ID:

CERCLIS:

1271 ft. Site 2 of 4 in cluster X
0.241 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96850
NW HI SPILLS300 ALA MOANA BLVD, SUITE 8122 HID984470039
X110 CERCLISKURE ATOLL, U.S. COAST GUARD 1000816949
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                    United States, Department of Transportation, Coast GuardFile Under:
                    SOSC NFAResult:
                    Not reportedAssignment End Date:
                    Not reportedActivity Lead:
                    ResponseActivity Type:
                    Not reportedUnits:
                    Not reportedNumerical Quantity:
                    Not reportedLess Or Greater Than:
                    Bunker C - Black OilSubstances:
                    USCG Marine Safety Office- Pier 4, Underground Pipeline/Pocket of Bunker CUnits:
                    Not reportedER:
                    HEER EP&RLead and Program:
                    Not reportedFacility Registry Id:
                    Not reportedHID Number:
                    19920303Case Number:
                    Not reportedSupplemental Loc. Text:
                    OahuIsland:

HI SPILLS:

                  Not reportedAction Anomaly:
                  Not reportedUrgency Indicator:
                  Not reportedPlanning Status:
                  Federal FacilitiesPrimary Responsibility:
                  SITEWIDEOperable Unit:
                  Higher priority for further assessmentPriority Level:
                  09/29/93Date Completed:
                  /  /Date Started:
                  PRELIMINARY ASSESSMENTAction:
                  001Action Code:

                  Not reportedAction Anomaly:
                  Not reportedUrgency Indicator:
                  Not reportedPlanning Status:
                  EPA Fund-FinancedPrimary Responsibility:
                  SITEWIDEOperable Unit:
                  Not reportedPriority Level:
                  07/09/93Date Completed:
                  /  /Date Started:
                  DISCOVERYAction:
                  001Action Code:

CERCLIS Assessment History:

Not reportedSite Description:
                  Not reportedAlias Comments:
                  HONOLULU, HI 95620

KURE ATOLL, U.S. COAST GUARD  (Continued) 1000816949
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EDR ID NumberDistance
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                              NoU.S. importer of hazardous waste:
Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    01/01/1977Owner/Op start date:
                    OperatorOwner/Operator Type:
                    FederalLegal status:
                    Not reportedOwner/operator telephone:
                    USOwner/operator country:
                    HONOLULU, HI 96850
                    300 ALA MOANA BLVDOwner/operator address:
                    GENERAL SERVICES ADMINISTRATIONOwner/operator name:

                    Not reportedOwner/Op end date:
                    01/01/1977Owner/Op start date:
                    OwnerOwner/Operator Type:
                    FederalLegal status:
                    Not reportedOwner/operator telephone:
                    USOwner/operator country:
                    HONOLULU, HI 96850
                    300 ALA MOANA BLVDOwner/operator address:
                    GENERAL SERVICES ADMINISTRATIONOwner/operator name:

Owner/Operator Summary:

                    hazardous waste
                    the cleanup of a spill, into or on any land or water, of acutely
                    any residue or contaminated soil, waste or other debris resulting from
                    time: 1 kg or less of acutely hazardous waste; or 100 kg or less of
                    hazardous waste during any calendar month, and accumulates at any
                    from the cleanup of a spill, into or on any land or water, of acutely
                    of any residue or contaminated soil, waste or other debris resulting
                    land or water, of acutely hazardous waste; or generates 100 kg or less
                    other debris resulting from the cleanup of a spill, into or on any
                    waste; or 100 kg or less of any residue or contaminated soil, waste or
                    month, and accumulates at any time: 1 kg or less of acutely hazardous
                    or generates 1 kg or less of acutely hazardous waste per calendar
                    month, and accumulates 1000 kg or less of hazardous waste at any time;
                    Handler: generates 100 kg or less of hazardous waste per calendarDescription:
                    Conditionally Exempt Small Quantity GeneratorClassification:
                    09EPA Region:
                    DIANA.SCHLUMPF@GSA.GOVContact email:
                    (808) 541-3630Contact telephone:
                    USContact country:
                    HONOLULU, HI 96850
                    300 ALA MOANA BLVDContact address:
                    DIANA  SCHLUMPFContact:
                    HIR000139550EPA ID:
                    HONOLULU, HI 96850
                    300 ALA MOANA BLVDFacility address:
                    PJKK FEDERAL BLDG AND US COURTHOUSEFacility name:
                    02/11/2010Date form received by agency:

RCRA-CESQG:

1271 ft. Site 3 of 4 in cluster X
0.241 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96850
NW FINDS300 ALA MOANA BLVD HIR000139550
X111 RCRA-CESQGPJKK FEDERAL BLDG AND US COURTHOUSE 1014389632

TC4289921.2s   Page 111



MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

STATE MASTER
                    Environmental Interest/Information System

                    110046208821Registry ID:

STATE MASTER

discharge does not adversely affect water quality.
requirements, and include other provisions to ensure that the
limits on what can be discharged, impose monitoring and reporting
States are required to obtain a permit. The permit will likely contain
discharge pollutants from any point source into waters of the United
issued under the Clean Water Act. Under NPDES, all facilities that
the Compliance Information System (ICIS) tracks surface water permits
US National Pollutant Discharge Elimination System (NPDES) module of
                    Environmental Interest/Information System

                    110046208260Registry ID:

FINDS:

                    No violations foundViolation Status:

                    LEAD.   Waste name:
                    D008.   Waste code:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):

PJKK FEDERAL BLDG AND US COURTHOUSE  (Continued) 1014389632

                                        GPSHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.863310Longitude:
                                        21.303350Latitude:
                                        Honolulu, 96850 96850Owner City,St,Zip:
                                        PJKK FEDERAK BLDG & COURTHOUSE300 ALA MOANA BLVD. RM 3-119Owner Address:
                                        U.S. GENERAL SERVICES ADMINISTRATIONOwner:
                                        9-101930Facility ID:

UST:

1271 ft. Site 4 of 4 in cluster X
0.241 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96850
NW HI Financial Assurance300 ALA MOANA BLVD    N/A
X112 HI USTPRINCE KUHIO FEDERAL BLDG. U001235630
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                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-1Tank Id:
                    9-101930Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Currently In UseTank Status:
                    M-2Tank Id:
                    9-101930Alt Facility ID:

HI Financial Assurance:

                                        DieselSubstance:
                                        5000Tank Capacity:
                                        02/18/1995Date Closed:
                                        Permanently Out of UseTank Status:
                                        02/01/1977Date Installed:
                                        R-1Tank ID:

                                        DieselSubstance:
                                        5000Tank Capacity:
                                        Not reportedDate Closed:
                                        Currently In UseTank Status:
                                        08/01/1995Date Installed:
                                        M-2Tank ID:

PRINCE KUHIO FEDERAL BLDG.  (Continued) U001235630

                                             Response NecessaryAssessment:
                                             MediumPriority:
                                             Hazard Managed With ControlsPotential Hazard And Controls:
                                             StateProgran Name:
                                             HEERLead Agency:
                                             110013789604Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Hawaii Instrumentation & Controls, IncSDAR Environmental Interest Name:
                                             Not reportedSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard Managed With ControlsPotential Hazards And Controls:
                                             MediumHazard Priority:
                                             Richard PalmerProject Manager:
                                             StateProgram:
                                             HEERLead Agency:
                                             110013789604Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Hawaii Instrumentation & Controls, IncEnvironmental Interest:
                                             OahuIsland:
                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

1294 ft. Site 4 of 6 in cluster U
0.245 mi. HI INST CONTROL

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HI ENG CONTROLSHONOLULU, HI  
SE HI SPILLS822 HALEKAUWILA ST    N/A
U113 HI SHWSHAWAII INSTRUMENTATION & CONTROLS, INC S106817350
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                                                  Not reportedSupplemental Location Text:
ENG CONTROLS:

                    Hawaii Instrumentation & Controls Inc.File Under:
                    SOSC NFAResult:
                    Not reportedAssignment End Date:
                    Mike CrippsActivity Lead:
                    ResponseActivity Type:
                    OdorUnits:
                    Not reportedNumerical Quantity:
                    Not reportedLess Or Greater Than:
                    unknown odorSubstances:
                    HCDA Site/Hawaii Instrumentaion & Controls Inc.Units:
                    Not reportedER:
                    HEER EP&RLead and Program:
                    110013789604Facility Registry Id:
                    Not reportedHID Number:
                    19941216-4Case Number:
                    Not reportedSupplemental Loc. Text:
                    OahuIsland:

                    Hawaii Instrumentation & Controls Inc.File Under:
                    SOSC NFAResult:
                    Not reportedAssignment End Date:
                    Not reportedActivity Lead:
                    ResponseActivity Type:
                    Not reportedUnits:
                    Not reportedNumerical Quantity:
                    Not reportedLess Or Greater Than:
                    UNKNOWN CHEMICALSubstances:
                    HAWAII INSTRUMENTATION & CONTROLS, INC., HALEKAUWILA ST. 822Units:
                    Not reportedER:
                    HEER EP&RLead and Program:
                    110013789604Facility Registry Id:
                    Not reportedHID Number:
                    19910620-3Case Number:
                    Not reportedSupplemental Loc. Text:
                    OahuIsland:

HI SPILLS:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Richard PalmerProject Manager:
                                             Not reportedDocument Subject:
                                             Not reportedDocument Number:
                                             Not reportedDocument Date:
                                             Not reportedSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                                             Not reportedDescription of Restrictions:
                                             Engineering Control RequiredEngineering Control:
                                             Controls Required to Manage ContaminationUse Restrictions:
                                             Not reportedNature of Residual Contamination:
                                             the vapor intrusion problem.
                                             St. Restroom renovation, and capping/sealing of grounds, alleviated
                                             Presumed: Solvent vapors encountered inside and around 822 HalekauwilaNature of Contamination:
                                             Response OngoingResponse:

HAWAII INSTRUMENTATION & CONTROLS, INC  (Continued) S106817350
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                              Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                              OahuIsland:
                              Not reportedZip Suffix:
                              Not reportedSupplemental Location:
                              Hazard Managed With ControlsPotential hazards and controls:

INST CONTROL:

                                                  Engineering Control RequiredEngineering Control:
                                                  Hazard Managed With ControlsPotential Hazards And Controls:
                                                  OahuIsland:
                                                  Not reportedZip Suffix:

HAWAII INSTRUMENTATION & CONTROLS, INC  (Continued) S106817350

          825  ILANIWAI STAddress:
          2012Year:
          AUTO AIR & ACCESSORIESName:

          825  ILANIWAI STAddress:
          2011Year:
          AUTO AIR & ACCESSORIESName:

          825  ILANIWAI STAddress:
          2008Year:
          AUTO AIR & ACCESSORIESName:

          825  ILANIWAI STAddress:
          2007Year:
          AUTO AIR & ACCESSORIESName:

          825  ILANIWAI STAddress:
          2005Year:
          AUTO LOOK HAWAIIName:

          825  ILANIWAI STAddress:
          2004Year:
          AUTO AIR & ACCESSORIESName:

          825  ILANIWAI STAddress:
          2003Year:
          AUTO AIR & ACCESSORIESName:

          825  ILANIWAI STAddress:
          2002Year:
          AUTO LOOK HAWAIIName:

          825  ILANIWAI STAddress:
          2001Year:
          AUTO AIR & ACCESSORIESName:

EDR Historical Auto Stations:

1297 ft. Site 5 of 6 in cluster U
0.246 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
ESE 825  ILANIWAI ST    N/A
U114 EDR US Hist Auto Stat 1015648955

TC4289921.2s   Page 115



MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

          828  ILANIWAI STAddress:
          2008Year:
          L & L TRANSMISSION & MOTOR REPAIRName:

          828  ILANIWAI STAddress:
          2007Year:
          L & L TRANSMISSION & MOTOR REPAIRName:

          828  ILANIWAI STAddress:
          2005Year:
          L & L TRNSMSN & MOTOR REPAIName:

EDR Historical Auto Stations:

1317 ft. Site 6 of 6 in cluster U
0.249 mi.

Relative:
Higher

Actual:
3 ft.

1/8-1/4 HONOLULU, HI  96813
ESE 828  ILANIWAI ST    N/A
U115 EDR US Hist Auto Stat 1015649764

                                        DieselSubstance:
                                        550Tank Capacity:
                                        01/12/1994Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.857428Longitude:
                                        21.297214Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        506 AHUI STOwner Address:
                                        DCL - HONOLULU SHIP SUPPLY CO.Owner:
                                        9-103735Facility ID:

UST:

        Shunsheng FuProject Officer:
        940090Release ID:
        12/27/2001Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-103735Facility ID:

LUST:

1348 ft. Site 2 of 2 in cluster T
0.255 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HONOLULU, HI  96813
SSE HI UST834 POHUKAINA ST    N/A
T116 HI LUSTHONOLULU SHIP SUPPLY U003832856
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                              Not reportedAsbestos cleaned:
                              Not reportedAsbestos found:
                              Not reportedAir cleaned:
                              Not reportedAir contaminated:
                              Not reportedState/tribal NFA date:
                              Not reportedState/tribal program ID:
                              Not reportedState/tribal program date:
                              NoIC in place:
                              Not reportedIC in place date:
                              Not reportedIC cat. enforcement permit tools:
                              Not reportedIC cat. gov. controls:
                              Not reportedIC cat. info. devices:
                              Not reportedIC Category proprietary controls:
                              UInstitutional controls required:
                              YesPhoto available:
                              NoVideo available:
                              UnknownCleanup required:
                              NDid owner change:
                              Office of Hawaiian AffairsCurrent owner:
                              GovernmentOwnership entity:
                              n/aCooperative agreement #:
                              1Accomplishment count:
                              Phase II Environmental AssessmentAccomplishment type:
                              N/AGrant type:
                              Not reportedCleanup funding entity:
                              EPAAssessment funding entity:
                              Not reportedRedevelopment start date:
                              Not reportedRedev. funding entity name:
                              Not reportedRedev. funding source:
                              Not reportedRedevelopment funding:
                              US EPA - TBA FundingAssessment funding source:
                              55000Assessment funding:
                              Not reportedCleanup funding source:
                              Not reportedCleanup funding:
                              Not reportedAcres cleaned up:
                              Not reportedCompleted date:
                              Not reportedStart date:
                              164401ACRES property ID:
                              World Geodetic System of 1984Datum:
                              Center of a Facility or StationPoint of reference:
                              Not reportedMap scale:
                              Interpolation-MapHCM label:
                              -157.8636Longitude:
                              21.2983Latitude:
                              storage, vacant, and leased out.
                              large above-ground storage tanks; and 1979-present temporary vehicle
                              1897-1950 part of Fort Armstrong; 1950-1979 warehouse and housedProperty Description:
                              3.26Parcel size:
                              2-1-015:061Property #:
                              KAKA’AKO MAKAI PARCEL IProperty name:
                              TBAGrant type:
                              R9 TBA (STAG Funded)Recipient name:

US BROWNFIELDS:

1359 ft. Site 4 of 4 in cluster R
0.257 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HONOLULU, HI  96814
SW FINDSFORREST AVENUE    N/A
R117 US BROWNFIELDSKAKA’AKO MAKAI PARCEL I 1016440031
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                              Not reportedIron contaminant found:
                              Not reportedCopper contaminant found:
                              Not reportedChromium contaminant found:
                              Not reportedCadmium contaminant found:
                              Not reportedArsenic contaminant found:
                              Not reportedUnknown clean up:
                              Not reportedSVOCs cleaned up:
                              Not reportedSelenium cleaned up:
                              Not reportedPesticides cleaned up:
                              Not reportedNo clean up:
                              Not reportednickel cleaned up:
                              Not reportedmercury cleaned up:
                              Not reportedIron cleaned up:
                              Not reportedCopper cleaned up:
                              Not reportedChromium cleaned up:
                              Not reportedCadmium cleaned up:
                              Not reportedArsenic cleaned up:
                              Not reportedSuperfund Fed. landowner flag:
                              Not reportedGreenspace acreage and type:
                              Not reportedFuture use industrial acreage:
                              Not reportedFuture use commercial acreage:
                              Not reportedFuture use residential acreage:
                              Not reportedFuture use greenspace acreage:
                              3.26Past use industrial acreage:
                              Not reportedPast use commercial acreage:
                              Not reportedPast use residential acreage:
                              Not reportedPast use greenspace acreage:
                              Not reportedNum. of cleanup and re-dev. jobs:
                              Not reportedCleanup other description:
                              Not reportedVOCs cleaned:
                              Not reportedVOCs found:
                              Not reportedSurface water cleaned:
                              Not reportedSoil cleaned up:
                              YSoil affected:
                              Not reportedSediments cleaned:
                              Not reportedSediments found:
                              Not reportedPetro products cleaned:
                              Not reportedPetro products found:
                              Not reportedPCBs cleaned up:
                              Not reportedPCBs found:
                              Not reportedPAHs cleaned up:
                              Not reportedPAHs found:
                              Not reportedOther contams found description:
                              Not reportedOther contaminants found:
                              Not reportedOther metals cleaned:
                              Not reportedOther metals found:
                              Not reportedOther cleaned up:
                              Not reportedUnknown media affected:
                              Not reportedNo media affected:
                              Not reportedLead cleaned up:
                              Not reportedLead contaminant found:
                              Not reportedGroundwater cleaned:
                              Not reportedGroundwater affected:
                              Not reportedDrinking water cleaned:
                              Not reportedDrinking water affected:
                              Not reportedControled substance cleaned:
                              Not reportedControled substance found:

KAKA’AKO MAKAI PARCEL I  (Continued) 1016440031
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electronically submit data directly to EPA.
is an federal online database for Brownfields Grantees to
US EPA Assessment, Cleanup and Redevelopment Exchange System (ACRES)
                    Environmental Interest/Information System

                    110055950591Registry ID:

FINDS:

                              Not reportedPast Use:  Multistory
                              Not reportedUnknown media cleaned up:
                              Not reportedIndoor air media cleaned up:
                              Not reportedBuilding material media cleaned up:
                              Not reportedMedia affected indoor air:
                              Not reportedMedia affected Bluiding Material:
                              Not reportedFuture Use: Multistory
                              Not reportedUnknown contaminant found:
                              Not reportedSVOCs contaminant found:
                              Not reportedSelenium contaminant found:
                              Not reportedPesticides contaminant found:
                              Not reportedNo contaminant found:
                              Not reportedNickel contaminant found:
                              Not reportedMercury contaminant found:

KAKA’AKO MAKAI PARCEL I  (Continued) 1016440031

                                             Found: TPH-G found in soil near New Building loading dock. TPH-O foundNature of Contamination:
                                             Response CompleteResponse:
                                             Response NecessaryAssessment:
                                             NFAPriority:
                                             Hazard Managed With ControlsPotential Hazard And Controls:
                                             StateProgran Name:
                                             HEERLead Agency:
                                             110005726330Facility Registry Identifier:
                                             Not reportedHID Number:
                                             The Honolulu Advertiser (Hawaii Newspaper Agency)SDAR Environmental Interest Name:
                                             Not reportedSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard Managed With ControlsPotential Hazards And Controls:
                                             NFAHazard Priority:
                                             Cal MiyaharaProject Manager:
                                             StateProgram:
                                             HEERLead Agency:
                                             110005726330Facility Registry Identifier:
                                             Not reportedHID Number:
                                             The Honolulu Advertiser (Hawaii Newspaper Agency)Environmental Interest:
                                             OahuIsland:
                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

HI INST CONTROL
1396 ft. HI ENG CONTROLSSite 1 of 2 in cluster Y
0.264 mi. HI SPILLS

Relative:
Higher

Actual:
7 ft.

1/4-1/2 HI USTHONOLULU, HI  96813
ENE HI LUST605 KAPIOLANI BLVD    N/A
Y118 HI SHWSHAWAII NEWSPAPER AGENCY INC 1000146678
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                                        R-3Tank ID:

                                        GasolineSubstance:
                                        6000Tank Capacity:
                                        12/01/1994Date Closed:
                                        Permanently Out of UseTank Status:
                                        05/16/1978Date Installed:
                                        R-2Tank ID:

                                        GasolineSubstance:
                                        6000Tank Capacity:
                                        12/01/1994Date Closed:
                                        Permanently Out of UseTank Status:
                                        05/16/1978Date Installed:
                                        R-1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.855681Longitude:
                                        21.303079Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        605 KAPIOLANI BLVDOwner Address:
                                        HAWAII NEWSPAPER AGENCY, INC.Owner:
                                        9-100938Facility ID:

UST:

        Eric SadoyamaProject Officer:
        940008Release ID:
        10/27/1993Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-100938Facility ID:

        Eric SadoyamaProject Officer:
        930071Release ID:
        05/07/1999Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-100938Facility ID:

LUST:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Cal MiyaharaProject Manager:
                                             Kawaiahao St, Honolulu HI
                                             Final EHMP, Honolulu Advertiser Property, 605 Kapiolani Blvd & 610Document Subject:
                                             2011-618-CMMDocument Number:
                                             10/26/2011Document Date:
                                             No Further Action Letter - Restricted UseSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                                             Not reportedDescription of Restrictions:
                                             Engineering Control RequiredEngineering Control:
                                             Controls Required to Manage ContaminationUse Restrictions:
                                             Not reportedNature of Residual Contamination:
                                             mg/kg) found in soil in westside parking lot.
                                             in soil on east side of property near Kapiolani Blvd. Lead (4050

HAWAII NEWSPAPER AGENCY INC  (Continued) 1000146678
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                              Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                              OahuIsland:
                              Not reportedZip Suffix:
                              Not reportedSupplemental Location:
                              Hazard Managed With ControlsPotential hazards and controls:

INST CONTROL:

                                                  Engineering Control RequiredEngineering Control:
                                                  Hazard Managed With ControlsPotential Hazards And Controls:
                                                  OahuIsland:
                                                  Not reportedZip Suffix:
                                                  Not reportedSupplemental Location Text:

ENG CONTROLS:

                    The Honolulu AdvertiserFile Under:
                    Refer to SDARResult:
                    2011-01-11 00:00:00Assignment End Date:
                    Liz GalvezActivity Lead:
                    ResponseActivity Type:
                    UnknownUnits:
                    0Numerical Quantity:
                    Not reportedLess Or Greater Than:
                    OilSubstances:
                    former Honolulu Advertiser siteUnits:
                    NoneER:
                    HEER EP&RLead and Program:
                    110005726330Facility Registry Id:
                    Not reportedHID Number:
                    20100826-1115Case Number:
                    Not reportedSupplemental Loc. Text:
                    OahuIsland:

                    The Honolulu AdvertiserFile Under:
                    Refer to SDARResult:
                    2011-01-11 00:00:00Assignment End Date:
                    Liz GalvezActivity Lead:
                    ResponseActivity Type:
                    UnknownUnits:
                    0Numerical Quantity:
                    Not reportedLess Or Greater Than:
                    LeadSubstances:
                    former Honolulu Advertiser siteUnits:
                    NoneER:
                    HEER EP&RLead and Program:
                    110005726330Facility Registry Id:
                    Not reportedHID Number:
                    20100826-1115Case Number:
                    Not reportedSupplemental Loc. Text:
                    OahuIsland:

HI SPILLS:

                                        Not ListedSubstance:
                                        Not reportedTank Capacity:
                                        10/16/1989Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:

HAWAII NEWSPAPER AGENCY INC  (Continued) 1000146678
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                                        UnknownSubstance:
                                        1000Tank Capacity:
                                        02/17/1994Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-3Tank ID:

                                        OtherSubstance:
                                        1000Tank Capacity:
                                        12/01/1985Date Closed:
                                        Permanently Out of UseTank Status:
                                        12/30/1965Date Installed:
                                        R-2Tank ID:

                                        GasolineSubstance:
                                        1000Tank Capacity:
                                        12/01/1985Date Closed:
                                        Permanently Out of UseTank Status:
                                        12/30/1965Date Installed:
                                        R-1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.860293Longitude:
                                        21.296139Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        567 South King Street, Suite 200Owner Address:
                                        KamehaMEHA SchoolsOwner:
                                        9-102671Facility ID:

UST:

        Shunsheng FuProject Officer:
        020015Release ID:
        09/20/2007Facility Status Date:
        Site Assessment OngoingFacility Status:
        9-102671Facility ID:

        Shunsheng FuProject Officer:
        930135Release ID:
        09/23/1993Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-102671Facility ID:

LUST:

1418 ft. Site 4 of 6 in cluster W
0.269 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HONOLULU, HI  96813
South HI UST770 ALA MOANA BLVD    N/A
W119 HI LUSTFULLER O’BRIEN PAINT U001236007
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                    ResponseActivity Type:
                    UnknownUnits:
                    0Numerical Quantity:
                    Not reportedLess Or Greater Than:
                    OilSubstances:
                    Pflueger Company oil-water separator releaseUnits:
                    NoneER:
                    HEER EP&RLead and Program:
                    Not reportedFacility Registry Id:
                    Not reportedHID Number:
                    20091221-1600Case Number:
                    Pflueger CompanySupplemental Loc. Text:
                    OahuIsland:

HI SPILLS:

                                        GasolineSubstance:
                                        750Tank Capacity:
                                        04/28/2010Date Closed:
                                        Permanently out of UseTank Status:
                                        04/01/1978Date Installed:
                                        r-2Tank ID:

                                        Used OilSubstance:
                                        1000Tank Capacity:
                                        12/21/2009Date Closed:
                                        Permanently out of UseTank Status:
                                        Not reportedDate Installed:
                                        r-1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.860221Longitude:
                                        21.296103Latitude:
                                        Honolulu, 96814 96814Owner City,St,Zip:
                                        567 South King Street, Suite 200Owner Address:
                                        KamehaMEHA SchoolsOwner:
                                        9-103885Facility ID:

UST:

        Shunsheng FuProject Officer:
        100010Release ID:
        07/14/2012Facility Status Date:
        Case Transferred to HEER (regulated)Facility Status:
        9-103885Facility ID:

        Shunsheng FuProject Officer:
        100018Release ID:
        07/14/2010Facility Status Date:
        LUST Cleanup InitiatedFacility Status:
        9-103885Facility ID:

LUST:

1429 ft. Site 5 of 6 in cluster W
0.271 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HI SPILLSHONOLULU, HI  96814
South HI UST777 ALA MOANA BLVD    N/A
W120 HI LUSTPFLUEGER ACURA U004175703
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                    Pflueger Auto Group, LLCFile Under:
                    Refer to SDARResult:
                    2009-12-22 00:00:00Assignment End Date:
                    Liz GalvezActivity Lead:

PFLUEGER ACURA  (Continued) U004175703

                              Not reportedIC in place:
                              Not reportedIC in place date:
                              Not reportedIC cat. enforcement permit tools:
                              Not reportedIC cat. gov. controls:
                              Not reportedIC cat. info. devices:
                              Not reportedIC Category proprietary controls:
                              NInstitutional controls required:
                              NoPhoto available:
                              Not reportedVideo available:
                              YesCleanup required:
                              NDid owner change:
                              Hawaii Community Development AuthorityCurrent owner:
                              GovernmentOwnership entity:
                              n/aCooperative agreement #:
                              1Accomplishment count:
                              Phase I Environmental AssessmentAccomplishment type:
                              HGrant type:
                              Not reportedCleanup funding entity:
                              Not reportedAssessment funding entity:
                              Not reportedRedevelopment start date:
                              Not reportedRedev. funding entity name:
                              Not reportedRedev. funding source:
                              Not reportedRedevelopment funding:
                              US EPA - TBA FundingAssessment funding source:
                              12000Assessment funding:
                              Not reportedCleanup funding source:
                              Not reportedCleanup funding:
                              Not reportedAcres cleaned up:
                              Not reportedCompleted date:
                              Not reportedStart date:
                              54561ACRES property ID:
                              World Geodetic System of 1984Datum:
                              Not reportedPoint of reference:
                              Not reportedMap scale:
                              Not reportedHCM label:
                              -157.8632Longitude:
                              21.2975Latitude:
                              that will be preserved in the redevelopment process.
                              State of Hawaii. The property houses an historic sewage pump station
                              City and County of Honolulu / Bishop Estate, Territory of Hawaii,
                              Former Kaka’ako Pump Station for sewage/wastewater disposal under theProperty Description:
                              2.2Parcel size:
                              Tax Map Keys: 2-1-015: parcel 35, 44, and 43Property #:
                              HISTORIC ALA MOANA (KAKA’AKO) PUMPING STATIONProperty name:
                              TBAGrant type:
                              R9 Brownfields TBA (previously Superfund TBA)Recipient name:

US BROWNFIELDS:

1431 ft. Site 1 of 6 in cluster Z
0.271 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HONOLULU, HI  96813
SW FINDS240 KEAWE STREET    N/A
Z121 US BROWNFIELDSHISTORIC ALA MOANA (KAKA’AKO) PUMPING STATION 1011855651
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                              Not reportedSelenium cleaned up:
                              Not reportedPesticides cleaned up:
                              Not reportedNo clean up:
                              Not reportednickel cleaned up:
                              Not reportedmercury cleaned up:
                              Not reportedIron cleaned up:
                              Not reportedCopper cleaned up:
                              Not reportedChromium cleaned up:
                              Not reportedCadmium cleaned up:
                              Not reportedArsenic cleaned up:
                              Not reportedSuperfund Fed. landowner flag:
                              Not reportedGreenspace acreage and type:
                              Not reportedFuture use industrial acreage:
                              Not reportedFuture use commercial acreage:
                              Not reportedFuture use residential acreage:
                              Not reportedFuture use greenspace acreage:
                              2.2Past use industrial acreage:
                              Not reportedPast use commercial acreage:
                              Not reportedPast use residential acreage:
                              Not reportedPast use greenspace acreage:
                              Not reportedNum. of cleanup and re-dev. jobs:
                              Not reportedCleanup other description:
                              Not reportedVOCs cleaned:
                              Not reportedVOCs found:
                              Not reportedSurface water cleaned:
                              Not reportedSoil cleaned up:
                              YSoil affected:
                              Not reportedSediments cleaned:
                              Not reportedSediments found:
                              Not reportedPetro products cleaned:
                              YPetro products found:
                              Not reportedPCBs cleaned up:
                              YPCBs found:
                              Not reportedPAHs cleaned up:
                              YPAHs found:
                              Not reportedOther contams found description:
                              Not reportedOther contaminants found:
                              Not reportedOther metals cleaned:
                              YOther metals found:
                              Not reportedOther cleaned up:
                              Not reportedUnknown media affected:
                              Not reportedNo media affected:
                              Not reportedLead cleaned up:
                              YLead contaminant found:
                              Not reportedGroundwater cleaned:
                              YGroundwater affected:
                              Not reportedDrinking water cleaned:
                              Not reportedDrinking water affected:
                              Not reportedControled substance cleaned:
                              Not reportedControled substance found:
                              Not reportedAsbestos cleaned:
                              YAsbestos found:
                              Not reportedAir cleaned:
                              Not reportedAir contaminated:
                              Not reportedState/tribal NFA date:
                              Not reportedState/tribal program ID:
                              Not reportedState/tribal program date:

HISTORIC ALA MOANA (KAKA’AKO) PUMPING STATION  (Continued) 1011855651
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                              Hawaii Community Development AuthorityCurrent owner:
                              GovernmentOwnership entity:
                              96915601Cooperative agreement #:
                              0Accomplishment count:
                              Phase I Environmental AssessmentAccomplishment type:
                              HGrant type:
                              Not reportedCleanup funding entity:
                              EPAAssessment funding entity:
                              Not reportedRedevelopment start date:
                              Not reportedRedev. funding entity name:
                              Not reportedRedev. funding source:
                              Not reportedRedevelopment funding:
                              US EPA - Brownfields Assessment Cooperative AgreementAssessment funding source:
                              4103.4Assessment funding:
                              Not reportedCleanup funding source:
                              Not reportedCleanup funding:
                              Not reportedAcres cleaned up:
                              Not reportedCompleted date:
                              Not reportedStart date:
                              54561ACRES property ID:
                              World Geodetic System of 1984Datum:
                              Not reportedPoint of reference:
                              Not reportedMap scale:
                              Not reportedHCM label:
                              -157.8632Longitude:
                              21.2975Latitude:
                              that will be preserved in the redevelopment process.
                              State of Hawaii. The property houses an historic sewage pump station
                              City and County of Honolulu / Bishop Estate, Territory of Hawaii,
                              Former Kaka’ako Pump Station for sewage/wastewater disposal under theProperty Description:
                              2.2Parcel size:
                              Tax Map Keys: 2-1-015: parcel 35, 44, and 43Property #:
                              HISTORIC ALA MOANA (KAKA’AKO) PUMPING STATIONProperty name:
                              AssessmentGrant type:
                              Hawaii Department of Business, Economic Development, and TourismRecipient name:

                              Not reportedPast Use:  Multistory
                              Not reportedUnknown media cleaned up:
                              Not reportedIndoor air media cleaned up:
                              Not reportedBuilding material media cleaned up:
                              Not reportedMedia affected indoor air:
                              Not reportedMedia affected Bluiding Material:
                              Not reportedFuture Use: Multistory
                              Not reportedUnknown contaminant found:
                              Not reportedSVOCs contaminant found:
                              Not reportedSelenium contaminant found:
                              Not reportedPesticides contaminant found:
                              Not reportedNo contaminant found:
                              Not reportedNickel contaminant found:
                              Not reportedMercury contaminant found:
                              Not reportedIron contaminant found:
                              Not reportedCopper contaminant found:
                              Not reportedChromium contaminant found:
                              Not reportedCadmium contaminant found:
                              Not reportedArsenic contaminant found:
                              Not reportedUnknown clean up:
                              Not reportedSVOCs cleaned up:

HISTORIC ALA MOANA (KAKA’AKO) PUMPING STATION  (Continued) 1011855651
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                              Not reportedGreenspace acreage and type:
                              Not reportedFuture use industrial acreage:
                              Not reportedFuture use commercial acreage:
                              Not reportedFuture use residential acreage:
                              Not reportedFuture use greenspace acreage:
                              2.2Past use industrial acreage:
                              Not reportedPast use commercial acreage:
                              Not reportedPast use residential acreage:
                              Not reportedPast use greenspace acreage:
                              Not reportedNum. of cleanup and re-dev. jobs:
                              Not reportedCleanup other description:
                              Not reportedVOCs cleaned:
                              Not reportedVOCs found:
                              Not reportedSurface water cleaned:
                              Not reportedSoil cleaned up:
                              YSoil affected:
                              Not reportedSediments cleaned:
                              Not reportedSediments found:
                              Not reportedPetro products cleaned:
                              YPetro products found:
                              Not reportedPCBs cleaned up:
                              YPCBs found:
                              Not reportedPAHs cleaned up:
                              YPAHs found:
                              Not reportedOther contams found description:
                              Not reportedOther contaminants found:
                              Not reportedOther metals cleaned:
                              YOther metals found:
                              Not reportedOther cleaned up:
                              Not reportedUnknown media affected:
                              Not reportedNo media affected:
                              Not reportedLead cleaned up:
                              YLead contaminant found:
                              Not reportedGroundwater cleaned:
                              YGroundwater affected:
                              Not reportedDrinking water cleaned:
                              Not reportedDrinking water affected:
                              Not reportedControled substance cleaned:
                              Not reportedControled substance found:
                              Not reportedAsbestos cleaned:
                              YAsbestos found:
                              Not reportedAir cleaned:
                              Not reportedAir contaminated:
                              Not reportedState/tribal NFA date:
                              Not reportedState/tribal program ID:
                              Not reportedState/tribal program date:
                              Not reportedIC in place:
                              Not reportedIC in place date:
                              Not reportedIC cat. enforcement permit tools:
                              Not reportedIC cat. gov. controls:
                              Not reportedIC cat. info. devices:
                              Not reportedIC Category proprietary controls:
                              NInstitutional controls required:
                              NoPhoto available:
                              Not reportedVideo available:
                              YesCleanup required:
                              NDid owner change:

HISTORIC ALA MOANA (KAKA’AKO) PUMPING STATION  (Continued) 1011855651
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                              Not reportedRedevelopment funding:
                              US EPA - Brownfields Assessment Cooperative AgreementAssessment funding source:
                              13243.45Assessment funding:
                              Not reportedCleanup funding source:
                              Not reportedCleanup funding:
                              Not reportedAcres cleaned up:
                              Not reportedCompleted date:
                              Not reportedStart date:
                              54561ACRES property ID:
                              World Geodetic System of 1984Datum:
                              Not reportedPoint of reference:
                              Not reportedMap scale:
                              Not reportedHCM label:
                              -157.8632Longitude:
                              21.2975Latitude:
                              that will be preserved in the redevelopment process.
                              State of Hawaii. The property houses an historic sewage pump station
                              City and County of Honolulu / Bishop Estate, Territory of Hawaii,
                              Former Kaka’ako Pump Station for sewage/wastewater disposal under theProperty Description:
                              2.2Parcel size:
                              Tax Map Keys: 2-1-015: parcel 35, 44, and 43Property #:
                              HISTORIC ALA MOANA (KAKA’AKO) PUMPING STATIONProperty name:
                              AssessmentGrant type:
                              Hawaii Department of Business, Economic Development, and TourismRecipient name:

                              Not reportedPast Use:  Multistory
                              Not reportedUnknown media cleaned up:
                              Not reportedIndoor air media cleaned up:
                              Not reportedBuilding material media cleaned up:
                              Not reportedMedia affected indoor air:
                              Not reportedMedia affected Bluiding Material:
                              Not reportedFuture Use: Multistory
                              Not reportedUnknown contaminant found:
                              Not reportedSVOCs contaminant found:
                              Not reportedSelenium contaminant found:
                              Not reportedPesticides contaminant found:
                              Not reportedNo contaminant found:
                              Not reportedNickel contaminant found:
                              Not reportedMercury contaminant found:
                              Not reportedIron contaminant found:
                              Not reportedCopper contaminant found:
                              Not reportedChromium contaminant found:
                              Not reportedCadmium contaminant found:
                              Not reportedArsenic contaminant found:
                              Not reportedUnknown clean up:
                              Not reportedSVOCs cleaned up:
                              Not reportedSelenium cleaned up:
                              Not reportedPesticides cleaned up:
                              Not reportedNo clean up:
                              Not reportednickel cleaned up:
                              Not reportedmercury cleaned up:
                              Not reportedIron cleaned up:
                              Not reportedCopper cleaned up:
                              Not reportedChromium cleaned up:
                              Not reportedCadmium cleaned up:
                              Not reportedArsenic cleaned up:
                              Not reportedSuperfund Fed. landowner flag:

HISTORIC ALA MOANA (KAKA’AKO) PUMPING STATION  (Continued) 1011855651
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                              Not reportedVOCs cleaned:
                              Not reportedVOCs found:
                              Not reportedSurface water cleaned:
                              Not reportedSoil cleaned up:
                              YSoil affected:
                              Not reportedSediments cleaned:
                              Not reportedSediments found:
                              Not reportedPetro products cleaned:
                              YPetro products found:
                              Not reportedPCBs cleaned up:
                              YPCBs found:
                              Not reportedPAHs cleaned up:
                              YPAHs found:
                              Not reportedOther contams found description:
                              Not reportedOther contaminants found:
                              Not reportedOther metals cleaned:
                              YOther metals found:
                              Not reportedOther cleaned up:
                              Not reportedUnknown media affected:
                              Not reportedNo media affected:
                              Not reportedLead cleaned up:
                              YLead contaminant found:
                              Not reportedGroundwater cleaned:
                              YGroundwater affected:
                              Not reportedDrinking water cleaned:
                              Not reportedDrinking water affected:
                              Not reportedControled substance cleaned:
                              Not reportedControled substance found:
                              Not reportedAsbestos cleaned:
                              YAsbestos found:
                              Not reportedAir cleaned:
                              Not reportedAir contaminated:
                              Not reportedState/tribal NFA date:
                              Not reportedState/tribal program ID:
                              Not reportedState/tribal program date:
                              Not reportedIC in place:
                              Not reportedIC in place date:
                              Not reportedIC cat. enforcement permit tools:
                              Not reportedIC cat. gov. controls:
                              Not reportedIC cat. info. devices:
                              Not reportedIC Category proprietary controls:
                              NInstitutional controls required:
                              NoPhoto available:
                              Not reportedVideo available:
                              YesCleanup required:
                              NDid owner change:
                              Hawaii Community Development AuthorityCurrent owner:
                              GovernmentOwnership entity:
                              96915601Cooperative agreement #:
                              0Accomplishment count:
                              Phase II Environmental AssessmentAccomplishment type:
                              HGrant type:
                              Not reportedCleanup funding entity:
                              Not reportedAssessment funding entity:
                              Not reportedRedevelopment start date:
                              Not reportedRedev. funding entity name:
                              Not reportedRedev. funding source:

HISTORIC ALA MOANA (KAKA’AKO) PUMPING STATION  (Continued) 1011855651
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electronically submit data directly to EPA.
is an federal online database for Brownfields Grantees to
US EPA Assessment, Cleanup and Redevelopment Exchange System (ACRES)
                    Environmental Interest/Information System

                    110038724477Registry ID:

FINDS:

                              Not reportedPast Use:  Multistory
                              Not reportedUnknown media cleaned up:
                              Not reportedIndoor air media cleaned up:
                              Not reportedBuilding material media cleaned up:
                              Not reportedMedia affected indoor air:
                              Not reportedMedia affected Bluiding Material:
                              Not reportedFuture Use: Multistory
                              Not reportedUnknown contaminant found:
                              Not reportedSVOCs contaminant found:
                              Not reportedSelenium contaminant found:
                              Not reportedPesticides contaminant found:
                              Not reportedNo contaminant found:
                              Not reportedNickel contaminant found:
                              Not reportedMercury contaminant found:
                              Not reportedIron contaminant found:
                              Not reportedCopper contaminant found:
                              Not reportedChromium contaminant found:
                              Not reportedCadmium contaminant found:
                              Not reportedArsenic contaminant found:
                              Not reportedUnknown clean up:
                              Not reportedSVOCs cleaned up:
                              Not reportedSelenium cleaned up:
                              Not reportedPesticides cleaned up:
                              Not reportedNo clean up:
                              Not reportednickel cleaned up:
                              Not reportedmercury cleaned up:
                              Not reportedIron cleaned up:
                              Not reportedCopper cleaned up:
                              Not reportedChromium cleaned up:
                              Not reportedCadmium cleaned up:
                              Not reportedArsenic cleaned up:
                              Not reportedSuperfund Fed. landowner flag:
                              Not reportedGreenspace acreage and type:
                              Not reportedFuture use industrial acreage:
                              Not reportedFuture use commercial acreage:
                              Not reportedFuture use residential acreage:
                              Not reportedFuture use greenspace acreage:
                              2.2Past use industrial acreage:
                              Not reportedPast use commercial acreage:
                              Not reportedPast use residential acreage:
                              Not reportedPast use greenspace acreage:
                              Not reportedNum. of cleanup and re-dev. jobs:
                              Not reportedCleanup other description:

HISTORIC ALA MOANA (KAKA’AKO) PUMPING STATION  (Continued) 1011855651
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                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Melody CalisayProject Manager:
                                             Not reportedDocument Subject:
                                             Not reportedDocument Number:
                                             Not reportedDocument Date:
                                             Not reportedSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Not reportedInstitutional Control:
                                             Not reportedDescription of Restrictions:
                                             Not reportedEngineering Control:
                                             Controls Required to Manage ContaminationUse Restrictions:
                                             Not reportedNature of Residual Contamination:
                                             benzo[a]pyrene, As, Pb, and Cr above the DOH EAL.
                                             Found: Subsurface soil samples indicated elevated levels of TPH,Nature of Contamination:
                                             Response OngoingResponse:
                                             Response NecessaryAssessment:
                                             LowPriority:
                                             Hazard PresentPotential Hazard And Controls:
                                             StateProgran Name:
                                             HEERLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             Kakaako Pump StationSDAR Environmental Interest Name:
                                             Ala Moana Blvd & Forrest St, Kakaako AreaSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard PresentPotential Hazards And Controls:
                                             LowHazard Priority:
                                             Melody CalisayProject Manager:
                                             StateProgram:
                                             HEERLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             Kakaako Pump StationEnvironmental Interest:
                                             OahuIsland:
                                             Ala Moana Blvd & Forrest St, Kakaako AreaSupplemental Location:
                                             Not reportedOrganization:

SHWS:

1431 ft. Site 2 of 6 in cluster Z
0.271 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HONOLULU, HI  96813
SW 240 KEAWE ST    N/A
Z122 HI SHWSKAKAAKO PUMP STATION S107022565

                                             StateProgram:
                                             HEERLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             836 Kawaiahao StreetEnvironmental Interest:
                                             OahuIsland:
                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

1431 ft. Site 1 of 3 in cluster AA
0.271 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HONOLULU, HI  
ESE 836 KAWAIAHAO ST    N/A
AA123 HI SHWS836 KAWAIAHAO STREET S111704659
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                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Melody CalisayProject Manager:
                                             Not reportedDocument Subject:
                                             Not reportedDocument Number:
                                             Not reportedDocument Date:
                                             Not reportedSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Not reportedInstitutional Control:
                                             Not reportedDescription of Restrictions:
                                             Not reportedEngineering Control:
                                             UndeterminedUse Restrictions:
                                             Not reportedNature of Residual Contamination:
                                             Found: TPH-Oil detected in one soil sample collected in surface soil.Nature of Contamination:
                                             Response OngoingResponse:
                                             Response NecessaryAssessment:
                                             LowPriority:
                                             Hazard UndeterminedPotential Hazard And Controls:
                                             StateProgran Name:
                                             HEERLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             836 Kawaiahao StreetSDAR Environmental Interest Name:
                                             Not reportedSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard UndeterminedPotential Hazards And Controls:
                                             LowHazard Priority:
                                             Melody CalisayProject Manager:

836 KAWAIAHAO STREET  (Continued) S111704659

                                        Not reportedTank Capacity:
                                        Not reportedDate Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        r-1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.854700Longitude:
                                        21.301386Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        SUITE 2700, PACIFIC TOWER / 1001 BISHOP STOwner Address:
                                        BUSINESS INVESTMENT, LTDOwner:
                                        9-102177Facility ID:

UST:

        Roger BrewerProject Officer:
        900074Release ID:
        02/13/1996Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-102177Facility ID:

LUST:

1435 ft. Site 1 of 2 in cluster AB
0.272 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HONOLULU, HI  96813
East HI UST725 KAPIOLANI BLVD    N/A
AB124 HI LUSTIMPERIAL PLAZA U001235761

TC4289921.2s   Page 132



MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                                        Heating OilSubstance:

IMPERIAL PLAZA  (Continued) U001235761

                    Not reportedLess Or Greater Than:
                    OIL, DIESELSubstances:
                    HD&C, 725 Kapiolani BoulevardUnits:
                    Not reportedER:
                    HEER EP&RLead and Program:
                    110013791664Facility Registry Id:
                    Not reportedHID Number:
                    19900417-2Case Number:
                    The Imperial Plaza Cooke St & Kapiolani StSupplemental Loc. Text:
                    OahuIsland:

HI SPILLS:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Eric SadoyamaProject Manager:
                                             Imperial Plaza, 725 Kapiolani Blvd, Oahu HIDocument Subject:
                                             Not reportedDocument Number:
                                             02/13/1996Document Date:
                                             No Further Action Letter - Restricted UseSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                                             Not reportedDescription of Restrictions:
                                             Not reportedEngineering Control:
                                             Controls Required to Manage ContaminationUse Restrictions:
                                             Petroleum in soilNature of Residual Contamination:
                                             Not reportedNature of Contamination:
                                             Response CompleteResponse:
                                             Response NecessaryAssessment:
                                             NFAPriority:
                                             Hazard Managed With ControlsPotential Hazard And Controls:
                                             StateProgran Name:
                                             SHWBLead Agency:
                                             110013791664Facility Registry Identifier:
                                             Not reportedHID Number:
                                             725 Kapiolani BoulevardSDAR Environmental Interest Name:
                                             The Imperial Plaza Cooke St & Kapiolani StSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard Managed With ControlsPotential Hazards And Controls:
                                             NFAHazard Priority:
                                             Eric SadoyamaProject Manager:
                                             StateProgram:
                                             SHWBLead Agency:
                                             110013791664Facility Registry Identifier:
                                             Not reportedHID Number:
                                             725 Kapiolani BoulevardEnvironmental Interest:
                                             OahuIsland:
                                             The Imperial Plaza Cooke St & Kapiolani StSupplemental Location:
                                             Not reportedOrganization:

SHWS:

1435 ft. Site 2 of 2 in cluster AB
0.272 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HI INST CONTROLHONOLULU, HI  
East HI SPILLS725 KAPIOLANI BLVD    N/A
AB125 HI SHWSHD&C, 725 KAPIOLANI BOULEVARD S106817426
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EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                              Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                              OahuIsland:
                              Not reportedZip Suffix:
                              The Imperial Plaza Cooke St & Kapiolani StSupplemental Location:
                              Hazard Managed With ControlsPotential hazards and controls:

INST CONTROL:

                    Hawaiian Dredging & Construction CompanyFile Under:
                    SOSC NFAResult:
                    Not reportedAssignment End Date:
                    Curtis MartinActivity Lead:
                    ResponseActivity Type:
                    Not reportedUnits:
                    Not reportedNumerical Quantity:

HD&C, 725 KAPIOLANI BOULEVARD  (Continued) S106817426

                                        GasolineSubstance:
                                        260Tank Capacity:
                                        07/29/1998Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.854892Longitude:
                                        21.299166Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        1132 BISHOP ST, SUITE 1412Owner Address:
                                        HAWAIIAN SECURITIES & REALTY, LTDOwner:
                                        9-103418Facility ID:

UST:

        Renato ManiulitProject Officer:
        980216Release ID:
        08/27/1999Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-103418Facility ID:

LUST:

1463 ft. Site 2 of 3 in cluster AA
0.277 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HONOLULU, HI  96813
ESE HI UST819, 835 AND 841 KAWAIAHAO ST    N/A
AA126 HI LUSTHAWAIIAN SECURITIES & REALTY, LTD U003402840

                                             OahuIsland:
                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

1470 ft. Site 2 of 2 in cluster Y
0.278 mi.

Relative:
Higher

Actual:
7 ft.

1/4-1/2 HI INST CONTROLHONOLULU, HI  96813
ENE HI SPILLS650 KAPIOLANI BLVD    N/A
Y127 HI SHWSHECO PAD-MOUNTED #65844 TRANSFORMER RELEASE 1006818926
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INST CONTROL:

                    Not reportedFile Under:
                    Not reportedResult:
                    Not reportedAssignment End Date:
                    Curtis MartinActivity Lead:
                    ResponseActivity Type:
                    GallonsUnits:
                    2Numerical Quantity:
                    >Less Or Greater Than:
                    Transformer OilSubstances:
                    HECO pad-mounted #65844 transformer releaseUnits:
                    NoneER:
                    HEER EP&RLead and Program:
                    Not reportedFacility Registry Id:
                    Not reportedHID Number:
                    20110629-1249Case Number:
                    Not reportedSupplemental Loc. Text:
                    OahuIsland:

HI SPILLS:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Mark SutterfieldProject Manager:
                                             No further Groundwater monitoring requiredDocument Subject:
                                             2004-267-MSDocument Number:
                                             07/13/2004Document Date:
                                             No Further Action Letter - Restricted UseSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                                             System
                                             Prohibit Any Activity That May Disturb the Integrity of the MonitoringDescription of Restrictions:
                                             Not reportedEngineering Control:
                                             Controls Required to Manage ContaminationUse Restrictions:
                                             Free product still observed in one monitoring wellNature of Residual Contamination:
                                             site. Cannot remove soil based on electical corridirs
                                             Found: Petroleum contaminated soil and groundwater on and off theNature of Contamination:
                                             Response CompleteResponse:
                                             Response NecessaryAssessment:
                                             NFAPriority:
                                             Hazard Managed With ControlsPotential Hazard And Controls:
                                             StateProgran Name:
                                             HEERLead Agency:
                                             110013766825Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Motor ImportsSDAR Environmental Interest Name:
                                             Not reportedSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard Managed With ControlsPotential Hazards And Controls:
                                             NFAHazard Priority:
                                             Mark SutterfieldProject Manager:
                                             StateProgram:
                                             HEERLead Agency:
                                             110013766825Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Motor ImportsEnvironmental Interest:

HECO PAD-MOUNTED #65844 TRANSFORMER RELEASE  (Continued) 1006818926
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                              Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                              OahuIsland:
                              Not reportedZip Suffix:
                              Not reportedSupplemental Location:
                              Hazard Managed With ControlsPotential hazards and controls:

HECO PAD-MOUNTED #65844 TRANSFORMER RELEASE  (Continued) 1006818926

                    110014053371Facility Registry Id:
                    Not reportedHID Number:
                    19970312-0000Case Number:
                    Not reportedSupplemental Loc. Text:
                    OahuIsland:

HI SPILLS:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Mark SutterfieldProject Manager:
                                             NFA letter for American Linen WarehouseDocument Subject:
                                             2005-153-MSDocument Number:
                                             03/24/2005Document Date:
                                             No Further Action Letter - Unrestricted Residential UseSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Not reportedInstitutional Control:
                                             Not reportedDescription of Restrictions:
                                             No Engineering Control RequiredEngineering Control:
                                             No Hazard Present for Unrestricted Residential UseUse Restrictions:
                                             HDOH EALs.
                                             benzo[a]pyrene in soil in one sample collected 3.5 feet bgs exceededNature of Residual Contamination:
                                             Found: Diesel in soilNature of Contamination:
                                             Response CompleteResponse:
                                             Response NecessaryAssessment:
                                             NFAPriority:
                                             No HazardPotential Hazard And Controls:
                                             StateProgran Name:
                                             Not reportedLead Agency:
                                             110014053371Facility Registry Identifier:
                                             Not reportedHID Number:
                                             837 Kawaiahao StreetSDAR Environmental Interest Name:
                                             Not reportedSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             No HazardPotential Hazards And Controls:
                                             NFAHazard Priority:
                                             Mark SutterfieldProject Manager:
                                             StateProgram:
                                             Not reportedLead Agency:
                                             110014053371Facility Registry Identifier:
                                             Not reportedHID Number:
                                             837 Kawaiahao StreetEnvironmental Interest:
                                             OahuIsland:
                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

1482 ft. Site 3 of 3 in cluster AA
0.281 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HONOLULU, HI  
ESE HI SPILLS837 KAWAIAHAO ST    N/A
AA128 HI SHWSAMERICAN LINEN WAREHOUSE S106816215
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                    American LinenFile Under:
                    Refer to ISSTResult:
                    2002-10-28 00:00:00Assignment End Date:
                    Bill PerryActivity Lead:
                    ResponseActivity Type:
                    Not reportedUnits:
                    Not reportedNumerical Quantity:
                    Not reportedLess Or Greater Than:
                    Fuel Oil #5, Fuel Oil #6, Bunker CSubstances:
                    Kawaiahao Street Leaking Heating Oil TankUnits:
                    Not reportedER:
                    HEER EP&RLead and Program:

AMERICAN LINEN WAREHOUSE  (Continued) S106816215

                                        GasolineSubstance:
                                        12000Tank Capacity:
                                        01/25/1995Date Closed:
                                        Permanently Out of UseTank Status:
                                        01/01/1982Date Installed:
                                        R-2Tank ID:

                                        GasolineSubstance:
                                        4000Tank Capacity:
                                        01/18/1995Date Closed:
                                        Permanently Out of UseTank Status:
                                        01/01/1969Date Installed:
                                        R-1Tank ID:

                                        On BaseHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.867021Longitude:
                                        21.297918Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        PJKK FEDERAK BLDG & COURTHOUSE300 ALA MOANA BLVD. RM 3-119Owner Address:
                                        U.S. GENERAL SERVICES ADMINISTRATIONOwner:
                                        9-103002Facility ID:

UST:

        Renato ManiulitProject Officer:
        950048Release ID:
        08/26/1999Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-103002Facility ID:

LUST:

1490 ft.
0.282 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HONOLULU, HI  96813
West HI USTBUFORD AND PLEASANTON AVE    N/A
129 HI LUSTFORT ARMSTRONG PARKING LOT (MOTORPOOL) U003221870
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                    Permanently Out of UseTank Status:
                    R-25Tank Id:
                    9-100911Alt Facility ID:

HI Financial Assurance:

                                        GasolineSubstance:
                                        1000Tank Capacity:
                                        05/30/1990Date Closed:
                                        Permanently Out of UseTank Status:
                                        05/05/1960Date Installed:
                                        R-27Tank ID:

                                        Used OilSubstance:
                                        500Tank Capacity:
                                        05/30/1990Date Closed:
                                        Permanently Out of UseTank Status:
                                        05/05/1966Date Installed:
                                        R-26Tank ID:

                                        GasolineSubstance:
                                        4000Tank Capacity:
                                        05/30/1990Date Closed:
                                        Permanently Out of UseTank Status:
                                        05/05/1965Date Installed:
                                        R-25Tank ID:

                                        Used OilSubstance:
                                        550Tank Capacity:
                                        Not reportedDate Closed:
                                        Currently in UseTank Status:
                                        06/19/1990Date Installed:
                                        26Tank ID:

                                        GPSHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.859090Longitude:
                                        21.296470Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        800 ALA MOANA BLVdOwner Address:
                                        CUTTER MOTOR CARS, LTDOwner:
                                        9-100911Facility ID:

UST:

        Jose RuizProject Officer:
        900080Release ID:
        02/12/1998Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-100911Facility ID:

LUST:

1494 ft. Site 6 of 6 in cluster W
0.283 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HI Financial AssuranceHONOLULU, HI  96813
South HI UST800 ALA MOANA BLVD    N/A
W130 HI LUSTCUTTER MOTOR CARS, INC U001235288
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                    02/01/2014Expiration Date:
                    InsuranceFRTYPE:
                    Currently in UseTank Status:
                    26Tank Id:
                    9-100911Alt Facility ID:

                    02/01/2014Expiration Date:
                    InsuranceFRTYPE:
                    Permanently Out of UseTank Status:
                    R-27Tank Id:
                    9-100911Alt Facility ID:

                    02/01/2014Expiration Date:
                    InsuranceFRTYPE:
                    Permanently Out of UseTank Status:
                    R-26Tank Id:
                    9-100911Alt Facility ID:

                    02/01/2014Expiration Date:
                    InsuranceFRTYPE:

CUTTER MOTOR CARS, INC  (Continued) U001235288

                                             to protect workers from exposure. Follow "Guidance Fact Sheet for Use
                                             the TGM and landfill requirements. Complete a health and safety plan
                                             Test excavated soil prior to disposal at landfill in accordance withDescription of Restrictions:
                                             No Engineering Control RequiredEngineering Control:
                                             Controls Required to Manage ContaminationUse Restrictions:
                                             Low levels of hydrocarbon and metals in soil and groundwater.Nature of Residual Contamination:
                                             Found: Low levels of hydrocarbon and metals in soil and groundwater.Nature of Contamination:
                                             Response CompleteResponse:
                                             Response NecessaryAssessment:
                                             NFAPriority:
                                             Hazard Managed With ControlsPotential Hazard And Controls:
                                             StateProgran Name:
                                             Not reportedLead Agency:
                                             110014053273Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Ala Moana #2 WWPSSDAR Environmental Interest Name:
                                             Not reportedSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard Managed With ControlsPotential Hazards And Controls:
                                             NFAHazard Priority:
                                             Clarence CallahanProject Manager:
                                             StateProgram:
                                             Not reportedLead Agency:
                                             110014053273Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Ala Moana #2 WWPSEnvironmental Interest:
                                             OahuIsland:
                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

1605 ft. Site 3 of 6 in cluster Z
0.304 mi. HI Financial Assurance

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HI INST CONTROLHONOLULU, HI  96813
SW HI UST210 KEAWE ST    N/A
Z131 HI SHWSALA MOANA WASTEWATER PUMP STATION U001235062
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                              Not reportedZip Suffix:
                              Not reportedSupplemental Location:
                              Hazard Managed With ControlsPotential hazards and controls:

INST CONTROL:

                                        DieselSubstance:
                                        10000Tank Capacity:
                                        Not reportedDate Closed:
                                        Currently In UseTank Status:
                                        04/01/2005Date Installed:
                                        M-2Tank ID:

                                        DieselSubstance:
                                        10000Tank Capacity:
                                        Not reportedDate Closed:
                                        Currently In UseTank Status:
                                        04/01/2005Date Installed:
                                        M-2Tank ID:

                                        DieselSubstance:
                                        10000Tank Capacity:
                                        Not reportedDate Closed:
                                        Currently in UseTank Status:
                                        05/07/1980Date Installed:
                                        M-1Tank ID:

                                        DieselSubstance:
                                        10000Tank Capacity:
                                        Not reportedDate Closed:
                                        Currently in UseTank Status:
                                        05/07/1980Date Installed:
                                        M-1Tank ID:

                                        MapHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.863571Longitude:
                                        21.297590Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        1000 ULU’OHIA STREET, SUITE 308Owner Address:
                                        C&C HNL - DEPT OF ENVIRONMENTAL SERVICESOwner:
                                        9-100135Facility ID:

UST:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Clarence CallahanProject Manager:
                                             Pump Station, Honolulu HI
                                             Review of Final Site Investigation Report for Ala Moana WastewaterDocument Subject:
                                             2006-093-CACDocument Number:
                                             02/16/2006Document Date:
                                             No Further Action Letter - Restricted UseSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                                             when Petroleum Contamination is Encountered..."

ALA MOANA WASTEWATER PUMP STATION  (Continued) U001235062
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                    06/30/2014Expiration Date:
                    OtherFRTYPE:
                    Currently in UseTank Status:
                    M-1Tank Id:
                    9-100135Alt Facility ID:

                    06/30/2014Expiration Date:
                    OtherFRTYPE:
                    Currently In UseTank Status:
                    M-2Tank Id:
                    9-100135Alt Facility ID:

HI Financial Assurance:

                              Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                              OahuIsland:

ALA MOANA WASTEWATER PUMP STATION  (Continued) U001235062

                    Not reportedExpiration Date:
                    InsuranceFRTYPE:
                    Permanently Out of UseTank Status:
                    R-1Tank Id:
                    9-100496Alt Facility ID:

HI Financial Assurance:

                                        DieselSubstance:
                                        10000Tank Capacity:
                                        03/24/1997Date Closed:
                                        Permanently Out of UseTank Status:
                                        07/01/1981Date Installed:
                                        R-1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.862927Longitude:
                                        21.297183Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        1177 BISHOP ST.P.O. BOX 2200 Hon.HI 96841Owner Address:
                                        VERIZON HAWAIIOwner:
                                        9-100496Facility ID:

UST:

        Jeffrey UngProject Officer:
        970065Release ID:
        09/25/1998Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-100496Facility ID:

LUST:

1606 ft. Site 4 of 6 in cluster Z
0.304 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HI Financial AssuranceHONOLULU, HI  96813
SW HI UST207 KEAWE ST    N/A
Z132 HI LUSTVERIZION HAWAII U001235188
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                                        GasolineSubstance:
                                        1000Tank Capacity:
                                        09/21/1989Date Closed:
                                        Permanently Out of UseTank Status:
                                        08/05/1982Date Installed:
                                        R-001Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.855150Longitude:
                                        21.298321Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        885 QUEEN STOwner Address:
                                        H. HAMADA STORE INC.Owner:
                                        9-101673Facility ID:

UST:

        Shaobin LiProject Officer:
        970045Release ID:
        01/04/2001Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-101673Facility ID:

LUST:

1611 ft. Site 1 of 2 in cluster AC
0.305 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HONOLULU, HI  96813
ESE HI UST885 QUEEN ST    N/A
AC133 HI LUSTH. HAMADA STORE INC. U001235554

                                             Assessment OngoingAssessment:
                                             HighPriority:
                                             Hazard Managed With ControlsPotential Hazard And Controls:
                                             StateProgran Name:
                                             HEERLead Agency:
                                             110013791673Facility Registry Identifier:
                                             Not reportedHID Number:
                                             HCDA/UH Medical SchoolSDAR Environmental Interest Name:
                                             Not reportedSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard Managed With ControlsPotential Hazards And Controls:
                                             HighHazard Priority:
                                             Laura YoungProject Manager:
                                             StateProgram:
                                             HEERLead Agency:
                                             110013791673Facility Registry Identifier:
                                             Not reportedHID Number:
                                             HCDA/UH Medical SchoolEnvironmental Interest:
                                             OahuIsland:
                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

1667 ft. Site 5 of 6 in cluster Z
0.316 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HI INST CONTROLHONOLULU, HI  96813
SW HI ENG CONTROLS651 ILALO ST    N/A
Z134 HI SHWSHCDA/UH HEALTH AND WELLNESS CENTER 1006821120
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                              Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                              OahuIsland:
                              Not reportedZip Suffix:
                              Not reportedSupplemental Location:
                              Hazard Managed With ControlsPotential hazards and controls:

INST CONTROL:

                                                  Engineering Control RequiredEngineering Control:
                                                  Hazard Managed With ControlsPotential Hazards And Controls:
                                                  OahuIsland:
                                                  Not reportedZip Suffix:
                                                  Not reportedSupplemental Location Text:

ENG CONTROLS:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Laura YoungProject Manager:
                                             NFA letterDocument Subject:
                                             Not reportedDocument Number:
                                             12/30/2002Document Date:
                                             No Further Action Letter - Restricted UseSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                                             An exposure management plan is in use.Description of Restrictions:
                                             Engineering Control RequiredEngineering Control:
                                             Controls Required to Manage ContaminationUse Restrictions:
                                             Not reportedNature of Residual Contamination:
                                             for commercial/industrial
                                             previously operating at the site. Pb was found to be above HDOH EAL
                                             site is filled with ash material generated from two incenerators
                                             Found: The whole Kakaako area is considered contaminated area. TheNature of Contamination:
                                             Response OngoingResponse:

HCDA/UH HEALTH AND WELLNESS CENTER  (Continued) 1006821120

                                        R-1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.863468Longitude:
                                        21.296405Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        651 ILALO STOwner Address:
                                        PRODUCE CENTER DEV. LTD.Owner:
                                        9-101735Facility ID:

UST:

        Shaobin LiProject Officer:
        940165Release ID:
        06/01/2001Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-101735Facility ID:

LUST:

1667 ft. Site 6 of 6 in cluster Z
0.316 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HONOLULU, HI  96813
SW HI UST651 ILALO ST    N/A
Z135 HI LUSTPRODUCE CENTER DEV.LTD. U001235575
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                                        GasolineSubstance:
                                        6000Tank Capacity:
                                        07/07/1994Date Closed:
                                        Permanently Out of UseTank Status:
                                        03/10/1978Date Installed:
                                        R-3Tank ID:

                                        GasolineSubstance:
                                        4000Tank Capacity:
                                        07/04/1994Date Closed:
                                        Permanently Out of UseTank Status:
                                        03/10/1978Date Installed:
                                        R-2Tank ID:

                                        DieselSubstance:
                                        4000Tank Capacity:
                                        07/07/1994Date Closed:
                                        Permanently Out of UseTank Status:
                                        03/10/1978Date Installed:

PRODUCE CENTER DEV.LTD.  (Continued) U001235575

                    hazardous waste
                    the cleanup of a spill, into or on any land or water, of acutely
                    any residue or contaminated soil, waste or other debris resulting from
                    time: 1 kg or less of acutely hazardous waste; or 100 kg or less of
                    hazardous waste during any calendar month, and accumulates at any
                    from the cleanup of a spill, into or on any land or water, of acutely
                    of any residue or contaminated soil, waste or other debris resulting
                    land or water, of acutely hazardous waste; or generates 100 kg or less
                    other debris resulting from the cleanup of a spill, into or on any
                    waste; or 100 kg or less of any residue or contaminated soil, waste or
                    month, and accumulates at any time: 1 kg or less of acutely hazardous
                    or generates 1 kg or less of acutely hazardous waste per calendar
                    month, and accumulates 1000 kg or less of hazardous waste at any time;
                    Handler: generates 100 kg or less of hazardous waste per calendarDescription:
                    Conditionally Exempt Small Quantity GeneratorClassification:
                    PrivateLand type:
                    09EPA Region:
                    Not reportedContact email:
                    (808) 524-2111Contact telephone:
                    USContact country:
                    HONOLULU, HI 96814
                    900 ALA MOANA BLVDContact address:
                    RANDAL  TACHINOContact:
                    HID981983844EPA ID:
                    HONOLULU, HI 96814
                    900 ALA MOANA BLVDFacility address:
                    NEW CITY NISSANFacility name:
                    09/08/1992Date form received by agency:

RCRA-CESQG:

1691 ft. HI Financial Assurance
0.320 mi. HI UST

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HI LUSTHONOLULU, HI  96814
South FINDS900 ALA MOANA BLVD HID981983844
136 RCRA-CESQGNEW CITY NISSAN 1000252026
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                    110005725885Registry ID:

STATE MASTER
                    Environmental Interest/Information System

                    110046217385Registry ID:

FINDS:

                    StateEvaluation lead agency:
                    Not reportedDate achieved compliance:
                    Not reportedArea of violation:
                    COMPLIANCE EVALUATION INSPECTION ON-SITEEvaluation:
                    04/04/1996Evaluation date:

Evaluation Action Summary:

                    No violations foundViolation Status:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OwnerOwner/Operator Type:
                    PrivateLegal status:
                    (808) 524-2111Owner/operator telephone:
                    Not reportedOwner/operator country:
                    HONOLULU, HI 96814
                    900 ALA MOANA BLVDOwner/operator address:
                    NEW CITY NISSANOwner/operator name:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OperatorOwner/Operator Type:
                    PrivateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:
                    NOT REQUIREDOwner/operator name:

Owner/Operator Summary:

NEW CITY NISSAN  (Continued) 1000252026
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                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-2Tank Id:
                    9-100929Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-1Tank Id:
                    9-100929Alt Facility ID:

HI Financial Assurance:

                                        Used OilSubstance:
                                        2000Tank Capacity:
                                        10/10/1991Date Closed:
                                        Permanently Out of UseTank Status:
                                        03/24/1985Date Installed:
                                        R-2Tank ID:

                                        GasolineSubstance:
                                        4000Tank Capacity:
                                        10/18/1991Date Closed:
                                        Permanently Out of UseTank Status:
                                        03/24/1985Date Installed:
                                        R-1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.858937Longitude:
                                        21.295707Latitude:
                                        Honolulu, 96814 96814Owner City,St,Zip:
                                        900 ALA MOANA BLVDOwner Address:
                                        PACIFIC OLDSMOBILE-GMCOwner:
                                        9-100929Facility ID:

UST:

        Eric SadoyamaProject Officer:
        920004Release ID:
        08/01/1994Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-100929Facility ID:

LUST:

STATE MASTER

corrective action activities required under RCRA.
program staff to track the notification, permit, compliance, and
and treat, store, or dispose of hazardous waste. RCRAInfo allows RCRA
events and activities related to facilities that generate, transport,
Conservation and Recovery Act (RCRA) program through the tracking of
RCRAInfo is a national information system that supports the Resource
                    Environmental Interest/Information System

NEW CITY NISSAN  (Continued) 1000252026
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                                        GasolineSubstance:
                                        5000Tank Capacity:
                                        Not reportedDate Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-4Tank ID:

                                        GasolineSubstance:
                                        5000Tank Capacity:
                                        Not reportedDate Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-3Tank ID:

                                        GasolineSubstance:
                                        5000Tank Capacity:
                                        Not reportedDate Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-2Tank ID:

                                        GasolineSubstance:
                                        5000Tank Capacity:
                                        Not reportedDate Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.854058Longitude:
                                        21.300373Latitude:
                                        Honolulu, 96815 96815Owner City,St,Zip:
                                        1075 S BERETANIA ST.Owner Address:
                                        SHELTON INVESTMENTSOwner:
                                        9-103508Facility ID:

UST:

        Jose RuizProject Officer:
        990143Release ID:
        08/11/1999Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-103508Facility ID:

LUST:

1725 ft. Site 1 of 5 in cluster AD
0.327 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HONOLULU, HI  96815
East HI UST777 KAPIOLANI BLVD    N/A
AD137 HI LUSTCHUEI SHOKO U003402867
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                    Not reportedNumerical Quantity:
                    Not reportedLess Or Greater Than:
                    Petroleum productSubstances:
                    Free Petroleum Product Found at 777 Kapiolani Blvd.Units:
                    ReferredER:
                    HEER EP&RLead and Program:
                    110013779982Facility Registry Id:
                    Not reportedHID Number:
                    19990401-1450Case Number:
                    Not reportedSupplemental Loc. Text:
                    OahuIsland:

HI SPILLS:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Amy PlaydonProject Manager:
                                             Honolulu HI
                                             NFA Priority Notification Letter for the 767/777 Kapiolani Blvd Site,Document Subject:
                                             2001-031-APDocument Number:
                                             01/24/2001Document Date:
                                             No Further Action Letter - Restricted UseSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                                             01-031-AP).
                                             demolition or excavation is conducted on site (1/24/01 HEER letter
                                             Additional investigation & remediation may be necessary if futureDescription of Restrictions:
                                             Engineering Control RequiredEngineering Control:
                                             Controls Required to Manage ContaminationUse Restrictions:
                                             Not reportedNature of Residual Contamination:
                                             Not reportedNature of Contamination:
                                             Response CompleteResponse:
                                             Response NecessaryAssessment:
                                             NFAPriority:
                                             Hazard Managed With ControlsPotential Hazard And Controls:
                                             StateProgran Name:
                                             HEERLead Agency:
                                             110013779982Facility Registry Identifier:
                                             Not reportedHID Number:
                                             BMW DealershipSDAR Environmental Interest Name:
                                             Not reportedSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard Managed With ControlsPotential Hazards And Controls:
                                             NFAHazard Priority:
                                             Amy PlaydonProject Manager:
                                             StateProgram:
                                             HEERLead Agency:
                                             110013779982Facility Registry Identifier:
                                             Not reportedHID Number:
                                             BMW DealershipEnvironmental Interest:
                                             OahuIsland:
                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

1725 ft. Site 2 of 5 in cluster AD
0.327 mi. HI INST CONTROL

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HI ENG CONTROLSHONOLULU, HI  
East HI SPILLS777 KAPIOLANI BLVD    N/A
AD138 HI SHWSBMW OF HONOLULU S106816569
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                              Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                              OahuIsland:
                              Not reportedZip Suffix:
                              Not reportedSupplemental Location:
                              Hazard Managed With ControlsPotential hazards and controls:

INST CONTROL:

                                                  Engineering Control RequiredEngineering Control:
                                                  Hazard Managed With ControlsPotential Hazards And Controls:
                                                  OahuIsland:
                                                  Not reportedZip Suffix:
                                                  Not reportedSupplemental Location Text:

ENG CONTROLS:

                    BMW of HonoluluFile Under:
                    Refer to ISSTResult:
                    Not reportedAssignment End Date:
                    Terry CorpusActivity Lead:
                    ResponseActivity Type:
                    Not reportedUnits:

BMW OF HONOLULU  (Continued) S106816569

                                        Not reportedDate Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-3Tank ID:

                                        Not ListedSubstance:
                                        Not reportedTank Capacity:
                                        Not reportedDate Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-2Tank ID:

                                        Not reportedHorizontal Collection Method Name:
                                        Not reportedHorizontal Reference Datum Name:
                                        -157.853943Longitude:
                                        21.300087Latitude:
                                        Honolulu, 96800 96800Owner City,St,Zip:
                                        Address UnknownOwner Address:
                                        UNDETERMINED AT THIS TIMEOwner:
                                        9-102704Facility ID:

UST:

        Richard TakabaProject Officer:
        930012Release ID:
        10/06/2003Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-102704Facility ID:

LUST:

1744 ft. Site 3 of 5 in cluster AD
0.330 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HONOLULU, HI  96800
East HI USTCHAPIN ST    N/A
AD139 HI LUSTSHELLY MAZDA SERVICE AREA U001237403
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EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                                        Not ListedSubstance:
                                        Not reportedTank Capacity:

SHELLY MAZDA SERVICE AREA  (Continued) U001237403

                                        Used OilSubstance:
                                        500Tank Capacity:
                                        03/06/1993Date Closed:
                                        Permanently Out of UseTank Status:
                                        03/20/1966Date Installed:
                                        R-3Tank ID:

                                        GasolineSubstance:
                                        6000Tank Capacity:
                                        03/13/1993Date Closed:
                                        Permanently Out of UseTank Status:
                                        03/20/1966Date Installed:
                                        R-2Tank ID:

                                        GasolineSubstance:
                                        6000Tank Capacity:
                                        03/06/1993Date Closed:
                                        Permanently Out of UseTank Status:
                                        01/01/1959Date Installed:
                                        R-1Tank ID:

                                        MapHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.861617Longitude:
                                        21.306082Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        333 QUEEN STOwner Address:
                                        MELIM LTD.Owner:
                                        9-100812Facility ID:

UST:

        Darren ParkProject Officer:
        910037Release ID:
        09/16/2008Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-100812Facility ID:

LUST:

1775 ft.
0.336 mi.

Relative:
Higher

Actual:
9 ft.

1/4-1/2 HONOLULU, HI  96813
NNW HI UST333 QUEEN ST    N/A
140 HI LUSTMELIM BLDG U001235247
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                    ResponseActivity Type:
                    Not reportedUnits:
                    0Numerical Quantity:
                    Not reportedLess Or Greater Than:
                    OilSubstances:
                    902 Kawaiahao and 539 Kamani StreetsUnits:
                    NoneER:
                    HEER EP&RLead and Program:
                    Not reportedFacility Registry Id:
                    Not reportedHID Number:
                    20100518-1415Case Number:
                    TMK 1-2-1-049 parcels 058 and 059Supplemental Loc. Text:
                    OahuIsland:

HI SPILLS:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Cal MiyaharaProject Manager:
                                             Not reportedDocument Subject:
                                             Not reportedDocument Number:
                                             Not reportedDocument Date:
                                             Not reportedSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Not reportedInstitutional Control:
                                             Not reportedDescription of Restrictions:
                                             Not reportedEngineering Control:
                                             Controls Required to Manage ContaminationUse Restrictions:
                                             Not reportedNature of Residual Contamination:
                                             found in gw above Tier 1 EAL.
                                             Found: Barium found in soil samples above Tier 1 EAL. benzo[a]pyreneNature of Contamination:
                                             Not reportedResponse:
                                             Assessment OngoingAssessment:
                                             LowPriority:
                                             Hazard PresentPotential Hazard And Controls:
                                             StateProgran Name:
                                             HEERLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             K&Y Auto Service and Wayne’s Auto ElectricSDAR Environmental Interest Name:
                                             TMK 1-2-1-049 parcels 058 and 059Supplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard PresentPotential Hazards And Controls:
                                             LowHazard Priority:
                                             Cal MiyaharaProject Manager:
                                             StateProgram:
                                             HEERLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             K&Y Auto Service and Wayne’s Auto ElectricEnvironmental Interest:
                                             OahuIsland:
                                             TMK 1-2-1-049 parcels 058 and 059Supplemental Location:
                                             Not reportedOrganization:

SHWS:

1825 ft. Site 2 of 2 in cluster AC
0.346 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HONOLULU, HI  
ESE HI SPILLS902 KAWAIAHAO ST & 539 KAMANI ST    N/A
AC141 HI SHWSK&Y AUTO SERVICE AND WAYNE’S AUTO ELECTRIC S111677440
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                    Asanoma TrustFile Under:
                    Refer to SDARResult:
                    2010-06-21 00:00:00Assignment End Date:
                    Liz GalvezActivity Lead:

K&Y AUTO SERVICE AND WAYNE’S AUTO ELECTRIC  (Continued) S111677440

                    9-103509Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-M-1Tank Id:
                    9-103509Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Currently In UseTank Status:
                    M-D2Tank Id:
                    9-103509Alt Facility ID:

HI Financial Assurance:

                                        DieselSubstance:
                                        285Tank Capacity:
                                        12/21/1999Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-M-1Tank ID:

                                        DieselSubstance:
                                        500Tank Capacity:
                                        Not reportedDate Closed:
                                        Currently In UseTank Status:
                                        02/26/2000Date Installed:
                                        M-D2Tank ID:

                                        MapHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.862650Longitude:
                                        21.306338Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        700 RICHARD STOwner Address:
                                        AOAO HARBOR SQUAREOwner:
                                        9-103509Facility ID:

UST:

        Jose RuizProject Officer:
        000055Release ID:
        03/12/2001Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-103509Facility ID:

LUST:

1831 ft.
0.347 mi.

Relative:
Higher

Actual:
4 ft.

1/4-1/2 HI Financial AssuranceHONOLULU, HI  96813
NNW HI UST700 RICHARDS ST    N/A
142 HI LUSTHARBOR SQUARE ASSOCIATION U003402868
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                    08/08/2015Expiration Date:
                    InsuranceFRTYPE:
                    Permanently Out of UseTank Status:
                    R-M-1Tank Id:
                    9-103509Alt Facility ID:

                    08/08/2015Expiration Date:
                    InsuranceFRTYPE:
                    Currently In UseTank Status:
                    M-D2Tank Id:

HARBOR SQUARE ASSOCIATION  (Continued) U003402868

                    OahuIsland:
HI SPILLS:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Mark SutterfieldProject Manager:
                                             Letter accepting monitoring well closureDocument Subject:
                                             2005-192-MSDocument Number:
                                             04/20/2005Document Date:
                                             Letter of Completion - Restricted UseSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Proprietary - Environmental CovenantInstitutional Control:
                                             Prohibit ExcavationDescription of Restrictions:
                                             Engineering Control RequiredEngineering Control:
                                             Controls Required to Manage ContaminationUse Restrictions:
                                             Not reportedNature of Residual Contamination:
                                             Found: TPH, BTEX, PAHs, and free product in soil and groundwater.Nature of Contamination:
                                             Response CompleteResponse:
                                             Response NecessaryAssessment:
                                             NFAPriority:
                                             Hazard Managed With ControlsPotential Hazard And Controls:
                                             Voluntary Response ProgramProgran Name:
                                             HEERLead Agency:
                                             110013779269Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Chuei Shokoh, Inc. 825 Kapiolani Blvd.SDAR Environmental Interest Name:
                                             Not reportedSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard Managed With ControlsPotential Hazards And Controls:
                                             NFAHazard Priority:
                                             Mark SutterfieldProject Manager:
                                             Voluntary Response ProgramProgram:
                                             HEERLead Agency:
                                             110013779269Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Chuei Shokoh, Inc. 825 Kapiolani Blvd.Environmental Interest:
                                             OahuIsland:
                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

1874 ft. HI VCPSite 4 of 5 in cluster AD
0.355 mi. HI INST CONTROL

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HI ENG CONTROLSHONOLULU, HI  96813
East HI SPILLS825 KAPIOLANI BLVD    N/A
AD143 HI SHWSCHUEI SHOKOH, INC. 1006820040
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                    OahuIsland:
                    Not reportedSupplemental Location:
                    Not reportedZip Suffix:
                    Voluntary Response ProgramProgram:

VCP:

                              Proprietary - Environmental CovenantInstitutional Control:
                              OahuIsland:
                              Not reportedZip Suffix:
                              Not reportedSupplemental Location:
                              Hazard Managed With ControlsPotential hazards and controls:

INST CONTROL:

                                                  Engineering Control RequiredEngineering Control:
                                                  Hazard Managed With ControlsPotential Hazards And Controls:
                                                  OahuIsland:
                                                  Not reportedZip Suffix:
                                                  Not reportedSupplemental Location Text:

ENG CONTROLS:

                    Chuei Shokoh, Inc.File Under:
                    Refer to ISSTResult:
                    Not reportedAssignment End Date:
                    Liz GalvezActivity Lead:
                    ResponseActivity Type:
                    Not reportedUnits:
                    Not reportedNumerical Quantity:
                    Not reportedLess Or Greater Than:
                    Diesel FuelSubstances:
                    Former Auto Body Shop and USTUnits:
                    NoER:
                    HEER EP&RLead and Program:
                    110013779269Facility Registry Id:
                    Not reportedHID Number:
                    19981207-1525Case Number:
                    Not reportedSupplemental Loc. Text:

CHUEI SHOKOH, INC.  (Continued) 1006820040

                                        21.299379Latitude:
                                        Honolulu, 96814 96814Owner City,St,Zip:
                                        McCORRISTON MIHO MILLER MUKAI500 ALA MOANA BLVD, 4TH FLOOROwner Address:
                                        CHUEI SOKOH, INCOwner:
                                        9-103487Facility ID:

UST:

        To VRPProject Officer:
        990100Release ID:
        07/02/2003Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-103487Facility ID:

LUST:

1874 ft. Site 5 of 5 in cluster AD
0.355 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HONOLULU, HI  96814
East HI UST825 KAPIOLANI BLVD    N/A
AD144 HI LUSTFORMER "HOTEL - YOUNG LAUNDRY" U003402860
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                                        UnknownSubstance:
                                        1500Tank Capacity:
                                        12/22/1998Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-5Tank ID:

                                        OtherSubstance:
                                        830Tank Capacity:
                                        12/22/1998Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-3Tank ID:

                                        Heating OilSubstance:
                                        1000Tank Capacity:
                                        12/18/1998Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-2Tank ID:

                                        Heating OilSubstance:
                                        1000Tank Capacity:
                                        12/17/1998Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-1Tank ID:

                                        MapHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.853268Longitude:

FORMER "HOTEL - YOUNG LAUNDRY"  (Continued) U003402860

                              World Geodetic System of 1984Datum:
                              Other PointPoint of reference:
                              Not reportedMap scale:
                              Address Matching-OtherHCM label:
                              -157.8605Longitude:
                              21.2948Latitude:
                              property include a variety of fish brokering, processing, and sales.
                              coral and silty / clay fill material. Current activities on the
                              reclaimed land and likely composed of incinerator ash mixed with
                              and 1955. Historic documentation indicates that the property is
                              Used as an ash and refuse storage and disposal facility between 1949Property Description:
                              2Parcel size:
                              2-1-58: 41, 82, 83, 84, 85, 86, 91Property #:
                              KAKA’AKO SITE: UNIT 8Property name:
                              TBAGrant type:
                              R9 TBA (STAG Funded)Recipient name:

US BROWNFIELDS:

1928 ft.
0.365 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HONOLULU, HI  96813
South FINDSBORDERED W BY AHUI ST, N BY KEWALO SHIPYARD,    N/A
145 US BROWNFIELDSKAKA’AKO SITE: UNIT 8 1012106997
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                              Not reportedPCBs cleaned up:
                              Not reportedPCBs found:
                              Not reportedPAHs cleaned up:
                              Not reportedPAHs found:
                              Not reportedOther contams found description:
                              Not reportedOther contaminants found:
                              Not reportedOther metals cleaned:
                              Not reportedOther metals found:
                              Not reportedOther cleaned up:
                              Not reportedUnknown media affected:
                              Not reportedNo media affected:
                              Not reportedLead cleaned up:
                              Not reportedLead contaminant found:
                              YGroundwater cleaned:
                              YGroundwater affected:
                              Not reportedDrinking water cleaned:
                              Not reportedDrinking water affected:
                              Not reportedControled substance cleaned:
                              Not reportedControled substance found:
                              Not reportedAsbestos cleaned:
                              Not reportedAsbestos found:
                              Not reportedAir cleaned:
                              Not reportedAir contaminated:
                              Not reportedState/tribal NFA date:
                              Not reportedState/tribal program ID:
                              Not reportedState/tribal program date:
                              UnknownIC in place:
                              Not reportedIC in place date:
                              Not reportedIC cat. enforcement permit tools:
                              Not reportedIC cat. gov. controls:
                              Not reportedIC cat. info. devices:
                              Not reportedIC Category proprietary controls:
                              UInstitutional controls required:
                              Not reportedPhoto available:
                              Not reportedVideo available:
                              UnknownCleanup required:
                              NDid owner change:
                              Hawaii Community Development AuthorityCurrent owner:
                              GovernmentOwnership entity:
                              n/aCooperative agreement #:
                              1Accomplishment count:
                              Phase II Environmental AssessmentAccomplishment type:
                              HGrant type:
                              Not reportedCleanup funding entity:
                              Not reportedAssessment funding entity:
                              Not reportedRedevelopment start date:
                              Not reportedRedev. funding entity name:
                              Not reportedRedev. funding source:
                              Not reportedRedevelopment funding:
                              US EPA - TBA FundingAssessment funding source:
                              35113Assessment funding:
                              Not reportedCleanup funding source:
                              Not reportedCleanup funding:
                              Not reportedAcres cleaned up:
                              Not reportedCompleted date:
                              Not reportedStart date:
                              27941ACRES property ID:

KAKA’AKO SITE: UNIT 8  (Continued) 1012106997
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                    110038751687Registry ID:

FINDS:

                              Not reportedPast Use:  Multistory
                              Not reportedUnknown media cleaned up:
                              Not reportedIndoor air media cleaned up:
                              Not reportedBuilding material media cleaned up:
                              Not reportedMedia affected indoor air:
                              Not reportedMedia affected Bluiding Material:
                              Not reportedFuture Use: Multistory
                              Not reportedUnknown contaminant found:
                              Not reportedSVOCs contaminant found:
                              Not reportedSelenium contaminant found:
                              Not reportedPesticides contaminant found:
                              Not reportedNo contaminant found:
                              Not reportedNickel contaminant found:
                              Not reportedMercury contaminant found:
                              Not reportedIron contaminant found:
                              Not reportedCopper contaminant found:
                              Not reportedChromium contaminant found:
                              Not reportedCadmium contaminant found:
                              Not reportedArsenic contaminant found:
                              Not reportedUnknown clean up:
                              Not reportedSVOCs cleaned up:
                              Not reportedSelenium cleaned up:
                              Not reportedPesticides cleaned up:
                              Not reportedNo clean up:
                              Not reportednickel cleaned up:
                              Not reportedmercury cleaned up:
                              Not reportedIron cleaned up:
                              Not reportedCopper cleaned up:
                              Not reportedChromium cleaned up:
                              Not reportedCadmium cleaned up:
                              Not reportedArsenic cleaned up:
                              Not reportedSuperfund Fed. landowner flag:
                              Not reportedGreenspace acreage and type:
                              Not reportedFuture use industrial acreage:
                              Not reportedFuture use commercial acreage:
                              Not reportedFuture use residential acreage:
                              Not reportedFuture use greenspace acreage:
                              Not reportedPast use industrial acreage:
                              Not reportedPast use commercial acreage:
                              Not reportedPast use residential acreage:
                              Not reportedPast use greenspace acreage:
                              Not reportedNum. of cleanup and re-dev. jobs:
                              Not reportedCleanup other description:
                              Not reportedVOCs cleaned:
                              Not reportedVOCs found:
                              Not reportedSurface water cleaned:
                              YSoil cleaned up:
                              YSoil affected:
                              Not reportedSediments cleaned:
                              Not reportedSediments found:
                              Not reportedPetro products cleaned:
                              Not reportedPetro products found:

KAKA’AKO SITE: UNIT 8  (Continued) 1012106997
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electronically submit data directly to EPA.
is an federal online database for Brownfields Grantees to
US EPA Assessment, Cleanup and Redevelopment Exchange System (ACRES)
                    Environmental Interest/Information System

KAKA’AKO SITE: UNIT 8  (Continued) 1012106997

                                        Used OilSubstance:
                                        430Tank Capacity:
                                        08/02/1993Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.855975Longitude:
                                        21.296116Latitude:
                                        Honolulu, 96800 96800Owner City,St,Zip:
                                        1287 KALANIOwner Address:
                                        GEM OF HAWAII, INCOwner:
                                        9-101065Facility ID:

UST:

        Roger BrewerProject Officer:
        930118Release ID:
        11/04/1996Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-101065Facility ID:

LUST:

1941 ft.
0.368 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HONOLULU, HI  96800
SE HI UST333 WARD AVE    N/A
146 HI LUSTGEM DEPT U003221642

                                        21.297169Latitude:
                                        Honolulu, 96814 96814Owner City,St,Zip:
                                        1210 AUAHI ST / SUITE 115Owner Address:
                                        VICTORIA WARD LTDOwner:
                                        9-103631Facility ID:

UST:

        Jose RuizProject Officer:
        000075Release ID:
        06/13/2001Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-103631Facility ID:

LUST:

1954 ft. Site 1 of 2 in cluster AE
0.370 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HI SPILLSHONOLULU, HI  96814
SE HI UST420 WARD AVE/901 ILANIWAI ST    N/A
AE147 HI LUST420 WARD AVE U003732581
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Direction

EDR ID NumberDistance
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                    Not reportedFile Under:
                    Not reportedResult:
                    Not reportedAssignment End Date:
                    Bill PerryActivity Lead:
                    ResponseActivity Type:
                    Not reportedUnits:
                    Not reportedNumerical Quantity:
                    Not reportedLess Or Greater Than:
                    Not reportedSubstances:
                    UST discovered Ward Ave.Units:
                    Not reportedER:
                    HEER EP&RLead and Program:
                    Not reportedFacility Registry Id:
                    Not reportedHID Number:
                    20000504-1347Case Number:
                    Not reportedSupplemental Loc. Text:
                    OahuIsland:

HI SPILLS:

                                        OtherSubstance:
                                        250Tank Capacity:
                                        04/07/2000Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-3Tank ID:

                                        OtherSubstance:
                                        250Tank Capacity:
                                        04/07/2000Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-2Tank ID:

                                        OtherSubstance:
                                        250Tank Capacity:
                                        04/07/2000Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.855196Longitude:

420 WARD AVE  (Continued) U003732581

                                             Kapiolani Blvd. and Chapin Ln. Soil ContaminationEnvironmental Interest:
                                             OahuIsland:
                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

1960 ft. Site 1 of 2 in cluster AF
0.371 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HI INST CONTROLHONOLULU, HI  
East HI ENG CONTROLSCHAPIN LN & KAPIOLANI BLVD    N/A
AF148 HI SHWSHECO SOIL CONTAMINATION CHAPIN LANE AND KAPIOLANI BOULEVARD S106817445
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Direction
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EPA ID NumberDatabase(s)SiteElevation

                              Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                              OahuIsland:
                              Not reportedZip Suffix:
                              Not reportedSupplemental Location:
                              Hazard Managed With ControlsPotential hazards and controls:

INST CONTROL:

                                                  Engineering Control RequiredEngineering Control:
                                                  Hazard Managed With ControlsPotential Hazards And Controls:
                                                  OahuIsland:
                                                  Not reportedZip Suffix:
                                                  Not reportedSupplemental Location Text:

ENG CONTROLS:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Richard PalmerProject Manager:
                                             Soil Contamination Chapin Lane and Kapiolani Blvd, NFA LetterDocument Subject:
                                             2010-213-RPDocument Number:
                                             03/30/2010Document Date:
                                             No Further Action Letter - Restricted UseSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                                             System
                                             Prohibit Any Activity That May Disturb the Integrity of the CappingDescription of Restrictions:
                                             Engineering Control RequiredEngineering Control:
                                             Controls Required to Manage ContaminationUse Restrictions:
                                             mg/kg
                                             Residual contamination TPH-Diesel 1,960 mg/kg and TPH-Gasoline 3,580Nature of Residual Contamination:
                                             Not reportedNature of Contamination:
                                             Response CompleteResponse:
                                             Response NecessaryAssessment:
                                             NFAPriority:
                                             Hazard Managed With ControlsPotential Hazard And Controls:
                                             StateProgran Name:
                                             HEERLead Agency:
                                             110013791067Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Kapiolani Blvd. and Chapin Ln. Soil ContaminationSDAR Environmental Interest Name:
                                             Not reportedSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard Managed With ControlsPotential Hazards And Controls:
                                             NFAHazard Priority:
                                             Richard PalmerProject Manager:
                                             StateProgram:
                                             HEERLead Agency:
                                             110013791067Facility Registry Identifier:
                                             Not reportedHID Number:

HECO SOIL CONTAMINATION CHAPIN LANE AND KAPIOLANI BOULEVARD  (Continued) S106817445

TC4289921.2s   Page 160



MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
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                                        Not ListedSubstance:
                                        Not reportedTank Capacity:
                                        05/30/1992Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-8Tank ID:

                                        Not ListedSubstance:
                                        Not reportedTank Capacity:
                                        05/30/1992Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-6Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.853011Longitude:
                                        21.299708Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        2969 MAPUNAPUNA PLOwner Address:
                                        SHELLY MOTORS INC.Owner:
                                        9-101826Facility ID:

UST:

        Richard TakabaProject Officer:
        930013Release ID:
        10/06/2003Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-101826Facility ID:

LUST:

1973 ft. Site 2 of 2 in cluster AF
0.374 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HONOLULU, HI  96813
East HI UST830 KAPIOLANI BLVD    N/A
AF149 HI LUSTSHELLY MOTORS INC. U001235600

                                        NAD83Horizontal Reference Datum Name:
                                        -157.854118Longitude:
                                        21.297140Latitude:
                                        Honolulu, 96814 96814Owner City,St,Zip:
                                        P.O. BOX 3293Owner Address:
                                        DICK CHUNOwner:
                                        9-103660Facility ID:

UST:

        Shunsheng FuProject Officer:
        010029Release ID:
        11/23/2001Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-103660Facility ID:

LUST:

1988 ft. Site 2 of 2 in cluster AE
0.377 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HONOLULU, HI  96814
ESE HI UST935 QUEEN ST    N/A
AE150 HI LUSTHAWAIIAN HARDWOOD CO., LTD U003762118
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                                        GasolineSubstance:
                                        2000Tank Capacity:
                                        03/13/2001Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-2Tank ID:

                                        DieselSubstance:
                                        1000Tank Capacity:
                                        03/13/2001Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:

HAWAIIAN HARDWOOD CO., LTD  (Continued) U003762118

                                        DieselSubstance:
                                        550Tank Capacity:
                                        04/12/2001Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-1Tank ID:

                                        Zip CodeHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.858423Longitude:
                                        21.306835Latitude:
                                        Honolulu, 96803 96803Owner City,St,Zip:
                                        Not reportedOwner Address:
                                        STATE DOT - HARBORS DIVISIONOwner:
                                        9-103703Facility ID:

UST:

        Shunsheng FuProject Officer:
        010032Release ID:
        05/25/2001Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-103703Facility ID:

LUST:

2016 ft.
0.382 mi.

Relative:
Higher

Actual:
16 ft.

1/4-1/2 HONOLULU, HI  96803
North HI USTPIER 52, SAND ISLAND ACCES RD    N/A
151 HI LUSTMATSON TERMINALS INC U003790337
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EDR ID NumberDistance
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                                        DieselSubstance:
                                        10000Tank Capacity:
                                        Not reportedDate Closed:
                                        Currently in UseTank Status:
                                        04/08/1985Date Installed:
                                        DieselTank ID:

                                        GasolineSubstance:
                                        10000Tank Capacity:
                                        Not reportedDate Closed:
                                        Currently in UseTank Status:
                                        04/08/1985Date Installed:
                                        92Tank ID:

                                        GasolineSubstance:
                                        10000Tank Capacity:
                                        Not reportedDate Closed:
                                        Currently in UseTank Status:
                                        04/08/1985Date Installed:
                                        87Tank ID:

                                        GPSHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.854259Longitude:
                                        21.297946Latitude:
                                        Honolulu, 96814 96814Owner City,St,Zip:
                                        1132 BISHOP STREET, SUITE 1700Owner Address:
                                        ALOHA PETROLEUM, LTD.Owner:
                                        9-100316Facility ID:

UST:

        Josh NagashimaProject Officer:
        950036Release ID:
        10/17/1997Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-100316Facility ID:

        Josh NagashimaProject Officer:
        070018Release ID:
        08/11/2008Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-100316Facility ID:

        Josh NagashimaProject Officer:
        980069Release ID:
        03/05/2001Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-100316Facility ID:

LUST:

2056 ft. Site 1 of 2 in cluster AG
0.389 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HI Financial AssuranceHONOLULU, HI  96814
ESE HI UST520 WARD AVE    N/A
AG152 HI LUSTWARD AVE SHELL U003221596
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                    04/01/2014Expiration Date:
                    InsuranceFRTYPE:
                    Permanently Out of UseTank Status:
                    R-4Tank Id:
                    9-100316Alt Facility ID:

                    04/01/2014Expiration Date:
                    InsuranceFRTYPE:
                    Currently in UseTank Status:
                    87Tank Id:
                    9-100316Alt Facility ID:

                    04/01/2014Expiration Date:
                    InsuranceFRTYPE:
                    Currently in UseTank Status:
                    92Tank Id:
                    9-100316Alt Facility ID:

                    04/01/2014Expiration Date:
                    InsuranceFRTYPE:
                    Currently in UseTank Status:
                    DieselTank Id:
                    9-100316Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Currently in UseTank Status:
                    92Tank Id:
                    9-100316Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Currently in UseTank Status:
                    DieselTank Id:
                    9-100316Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Currently in UseTank Status:
                    87Tank Id:
                    9-100316Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-4Tank Id:
                    9-100316Alt Facility ID:

HI Financial Assurance:

                                        Used OilSubstance:
                                        550Tank Capacity:
                                        02/03/1998Date Closed:
                                        Permanently Out of UseTank Status:
                                        04/08/1964Date Installed:
                                        R-4Tank ID:

WARD AVE SHELL  (Continued) U003221596

TC4289921.2s   Page 164



MAP FINDINGSMap ID
Direction
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                                        06/30/1990Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-A1Tank ID:

                                        Used OilSubstance:
                                        4000Tank Capacity:
                                        Not reportedDate Closed:
                                        Permanently Out of UseTank Status:
                                        01/21/1952Date Installed:
                                        R-4Tank ID:

                                        GasolineSubstance:
                                        6000Tank Capacity:
                                        Not reportedDate Closed:
                                        Permanently Out of UseTank Status:
                                        01/21/1987Date Installed:
                                        R-3Tank ID:

                                        DieselSubstance:
                                        12000Tank Capacity:
                                        Not reportedDate Closed:
                                        Permanently Out of UseTank Status:
                                        01/21/1987Date Installed:
                                        R-2Tank ID:

                                        DieselSubstance:
                                        12000Tank Capacity:
                                        Not reportedDate Closed:
                                        Permanently Out of UseTank Status:
                                        01/21/1987Date Installed:
                                        R-1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.853712Longitude:
                                        21.303912Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        650 S KING STOwner Address:
                                        C&C OF HNL - DEPT OF DESIGN AND CONSTRUCTIONOwner:
                                        9-100150Facility ID:

UST:

        Eric SadoyamaProject Officer:
        900069Release ID:
        10/24/1995Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-100150Facility ID:

LUST:

2078 ft.
0.394 mi.

Relative:
Higher

Actual:
10 ft.

1/4-1/2 HONOLULU, HI  96813
ENE HI UST1133 ALAPAI ST    N/A
153 HI LUSTMTL BUS FACILITY U001235067
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                                        GasolineSubstance:
                                        4000Tank Capacity:
                                        06/30/1990Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-A7Tank ID:

                                        Not ListedSubstance:
                                        2000Tank Capacity:
                                        06/30/1990Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-A6Tank ID:

                                        Not ListedSubstance:
                                        2000Tank Capacity:
                                        06/30/1990Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-A5Tank ID:

                                        DieselSubstance:
                                        4000Tank Capacity:
                                        06/30/1990Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-A4Tank ID:

                                        DieselSubstance:
                                        4000Tank Capacity:
                                        06/30/1990Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-A3Tank ID:

                                        DieselSubstance:
                                        5000Tank Capacity:
                                        06/30/1991Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-A2Tank ID:

                                        DieselSubstance:
                                        4000Tank Capacity:

MTL BUS FACILITY  (Continued) U001235067
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                                        06/09/1989Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-2Tank ID:

                                        Used OilSubstance:
                                        1000Tank Capacity:
                                        06/08/1989Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-1Tank ID:

                                        DieselSubstance:
                                        12000Tank Capacity:
                                        Not reportedDate Closed:
                                        Currently In UseTank Status:
                                        10/01/2000Date Installed:
                                        3Tank ID:

                                        GasoholSubstance:
                                        12000Tank Capacity:
                                        Not reportedDate Closed:
                                        Currently In UseTank Status:
                                        10/01/2000Date Installed:
                                        2Tank ID:

                                        GasoholSubstance:
                                        12000Tank Capacity:
                                        Not reportedDate Closed:
                                        Currently In UseTank Status:
                                        10/01/2000Date Installed:
                                        1Tank ID:

                                        GPSHorizontal Collection Method Name:
                                        NAD27Horizontal Reference Datum Name:
                                        -157.853530Longitude:
                                        21.302720Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        800 Gessner Road, Suite 875Owner Address:
                                        HIE Retail, LLCOwner:
                                        9-102158Facility ID:

UST:

        Jose RuizProject Officer:
        890019Release ID:
        02/20/1997Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-102158Facility ID:

LUST:

2111 ft. Site 1 of 3 in cluster AH
0.400 mi. HI Financial Assurance

Relative:
Higher

Actual:
7 ft.

1/4-1/2 HI SPILLSHONOLULU, HI  96813
ENE HI UST759 S KING ST    N/A
AH154 HI LUSTTESORO 2GO # 61024 U001235754
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                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Currently In UseTank Status:
                    2Tank Id:
                    9-102158Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-4Tank Id:
                    9-102158Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-3Tank Id:
                    9-102158Alt Facility ID:

HI Financial Assurance:

                    Not reportedFile Under:
                    Not reportedResult:
                    Not reportedAssignment End Date:
                    Curtis MartinActivity Lead:
                    ResponseActivity Type:
                    UnknownUnits:
                    Not reportedNumerical Quantity:
                    >Less Or Greater Than:
                    Transformer OilSubstances:
                    HECO PAD-MOUNTED #71411 TRANSFORMER RELEASEUnits:
                    NoneER:
                    HEER EP&RLead and Program:
                    Not reportedFacility Registry Id:
                    Not reportedHID Number:
                    20110322-1341Case Number:
                    Not reportedSupplemental Loc. Text:
                    OahuIsland:

HI SPILLS:

                                        GasolineSubstance:
                                        11500Tank Capacity:
                                        06/09/1989Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-4Tank ID:

                                        GasolineSubstance:
                                        10000Tank Capacity:
                                        06/09/1989Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-3Tank ID:

                                        GasolineSubstance:
                                        5000Tank Capacity:

TESORO 2GO # 61024  (Continued) U001235754
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                    Currently In UseTank Status:
                    2Tank Id:
                    9-102158Alt Facility ID:

                    03/29/2013Expiration Date:
                    GuaranteeFRTYPE:
                    Currently In UseTank Status:
                    3Tank Id:
                    9-102158Alt Facility ID:

                    03/29/2013Expiration Date:
                    GuaranteeFRTYPE:
                    Permanently Out of UseTank Status:
                    R-1Tank Id:
                    9-102158Alt Facility ID:

                    03/29/2013Expiration Date:
                    GuaranteeFRTYPE:
                    Permanently Out of UseTank Status:
                    R-3Tank Id:
                    9-102158Alt Facility ID:

                    03/29/2013Expiration Date:
                    GuaranteeFRTYPE:
                    Permanently Out of UseTank Status:
                    R-4Tank Id:
                    9-102158Alt Facility ID:

                    03/29/2013Expiration Date:
                    GuaranteeFRTYPE:
                    Permanently Out of UseTank Status:
                    R-2Tank Id:
                    9-102158Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Currently In UseTank Status:
                    3Tank Id:
                    9-102158Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Currently In UseTank Status:
                    1Tank Id:
                    9-102158Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-1Tank Id:
                    9-102158Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-2Tank Id:
                    9-102158Alt Facility ID:

TESORO 2GO # 61024  (Continued) U001235754

TC4289921.2s   Page 169



MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                    09/25/2014Expiration Date:
                    InsuranceFRTYPE:
                    Currently In UseTank Status:
                    3Tank Id:
                    9-102158Alt Facility ID:

                    09/25/2014Expiration Date:
                    InsuranceFRTYPE:
                    Permanently Out of UseTank Status:
                    R-4Tank Id:
                    9-102158Alt Facility ID:

                    09/25/2014Expiration Date:
                    InsuranceFRTYPE:
                    Currently In UseTank Status:
                    1Tank Id:
                    9-102158Alt Facility ID:

                    09/25/2014Expiration Date:
                    InsuranceFRTYPE:
                    Permanently Out of UseTank Status:
                    R-3Tank Id:
                    9-102158Alt Facility ID:

                    09/25/2014Expiration Date:
                    InsuranceFRTYPE:
                    Currently In UseTank Status:
                    2Tank Id:
                    9-102158Alt Facility ID:

                    09/25/2014Expiration Date:
                    InsuranceFRTYPE:
                    Permanently Out of UseTank Status:
                    R-2Tank Id:
                    9-102158Alt Facility ID:

                    09/25/2014Expiration Date:
                    InsuranceFRTYPE:
                    Permanently Out of UseTank Status:
                    R-1Tank Id:
                    9-102158Alt Facility ID:

                    03/29/2013Expiration Date:
                    GuaranteeFRTYPE:
                    Currently In UseTank Status:
                    1Tank Id:
                    9-102158Alt Facility ID:

                    03/29/2013Expiration Date:
                    GuaranteeFRTYPE:

TESORO 2GO # 61024  (Continued) U001235754
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                    Permanently out of UseTank Status:
                    r-M-1Tank Id:
                    9-101521Alt Facility ID:

HI Financial Assurance:

                                        DieselSubstance:
                                        1000Tank Capacity:
                                        08/02/2013Date Closed:
                                        Permanently out of UseTank Status:
                                        06/02/1978Date Installed:
                                        r-M-1Tank ID:

                                        DieselSubstance:
                                        1000Tank Capacity:
                                        08/02/2013Date Closed:
                                        Permanently out of UseTank Status:
                                        06/02/1978Date Installed:
                                        r-M-1Tank ID:

                                        DieselSubstance:
                                        1000Tank Capacity:
                                        Not reportedDate Closed:
                                        Currently in UseTank Status:
                                        08/01/2013Date Installed:
                                        1Tank ID:

                                        DieselSubstance:
                                        1000Tank Capacity:
                                        Not reportedDate Closed:
                                        Currently in UseTank Status:
                                        08/01/2013Date Installed:
                                        1Tank ID:

                                        MapHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.862457Longitude:
                                        21.306451Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        Not reportedOwner Address:
                                        PM Realty Group, LPOwner:
                                        9-101521Facility ID:

UST:

        Richard TakabaProject Officer:
        000083Release ID:
        10/17/2000Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-101521Facility ID:

LUST:

2114 ft.
0.400 mi.

Relative:
Higher

Actual:
7 ft.

1/4-1/2 HI Financial AssuranceHONOLULU, HI  96813
NNW HI UST733 BISHOP STMAUKA TOWER, 27TH FLOOR    N/A
155 HI LUSTPACIFIC GUARDIAN CENTER U004200897
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                    10/18/2014Expiration Date:
                    InsuranceFRTYPE:
                    Currently in UseTank Status:
                    1Tank Id:
                    9-101521Alt Facility ID:

                    10/18/2014Expiration Date:
                    InsuranceFRTYPE:

PACIFIC GUARDIAN CENTER  (Continued) U004200897

        Site Cleanup Completed (NFA)Facility Status:
        9-102690Facility ID:

LUST:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Melody CalisayProject Manager:
                                             Not reportedDocument Subject:
                                             Not reportedDocument Number:
                                             Not reportedDocument Date:
                                             Not reportedSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Not reportedInstitutional Control:
                                             Zoned - IndustrialDescription of Restrictions:
                                             Engineering Control RequiredEngineering Control:
                                             Controls Required to Manage ContaminationUse Restrictions:
                                             Not reportedNature of Residual Contamination:
                                             Found: Petroleum, PAHs, VOCs, lead, and other metals in soil.Nature of Contamination:
                                             Not reportedResponse:
                                             Assessment OngoingAssessment:
                                             LowPriority:
                                             Hazard Managed With ControlsPotential Hazard And Controls:
                                             BrownfieldsProgran Name:
                                             Not reportedLead Agency:
                                             110013787704Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Kakaako Brownfield Project-Unit 6SDAR Environmental Interest Name:
                                             Ahui St & Ward AveSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard Managed With ControlsPotential Hazards And Controls:
                                             LowHazard Priority:
                                             Melody CalisayProject Manager:
                                             BrownfieldsProgram:
                                             Not reportedLead Agency:
                                             110013787704Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Kakaako Brownfield Project-Unit 6Environmental Interest:
                                             OahuIsland:
                                             Ahui St & Ward AveSupplemental Location:
                                             Not reportedOrganization:

SHWS:

HI Financial Assurance
2130 ft. HI BROWNFIELDSSite 1 of 2 in cluster AI
0.403 mi. HI ENG CONTROLS

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HI USTHONOLULU, HI  96814
SSE HI LUST1011 ALA MOANA BLVD    N/A
AI156 HI SHWSWRAF - HAWAIIAN TUNA PACKERS U001236016
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Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-2Tank Id:
                    9-102690Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-1Tank Id:
                    9-102690Alt Facility ID:

HI Financial Assurance:

                    Not reportedZip Suffix:
                    OahuIsland:
                    Ahui St & Ward AveSupplemental Location:
                    BrownfieldsProgram:

BROWNFIELDS:

                                                  Engineering Control RequiredEngineering Control:
                                                  Hazard Managed With ControlsPotential Hazards And Controls:
                                                  OahuIsland:
                                                  Not reportedZip Suffix:
                                                  Ahui St & Ward AveSupplemental Location Text:

ENG CONTROLS:

                                        DieselSubstance:
                                        Not reportedTank Capacity:
                                        01/01/1985Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-2Tank ID:

                                        GasolineSubstance:
                                        Not reportedTank Capacity:
                                        08/01/1985Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.857486Longitude:
                                        21.294652Latitude:
                                        Honolulu, 96814 96814Owner City,St,Zip:
                                        1011 ALA MOANA BLVDOwner Address:
                                        WRAF - HAWAIIAN TUNA PACKERSOwner:
                                        9-102690Facility ID:

UST:

        To HEERProject Officer:
        920179Release ID:
        04/17/2001Facility Status Date:

WRAF - HAWAIIAN TUNA PACKERS  (Continued) U001236016
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MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                              Not reportedState/tribal NFA date:
                              Not reportedState/tribal program ID:
                              Not reportedState/tribal program date:
                              UnknownIC in place:
                              Not reportedIC in place date:
                              Not reportedIC cat. enforcement permit tools:
                              Not reportedIC cat. gov. controls:
                              Not reportedIC cat. info. devices:
                              Not reportedIC Category proprietary controls:
                              UInstitutional controls required:
                              Not reportedPhoto available:
                              Not reportedVideo available:
                              UnknownCleanup required:
                              NDid owner change:
                              Not reportedCurrent owner:
                              Not reportedOwnership entity:
                              n/aCooperative agreement #:
                              1Accomplishment count:
                              Phase II Environmental AssessmentAccomplishment type:
                              HGrant type:
                              Not reportedCleanup funding entity:
                              Not reportedAssessment funding entity:
                              Not reportedRedevelopment start date:
                              Not reportedRedev. funding entity name:
                              Not reportedRedev. funding source:
                              Not reportedRedevelopment funding:
                              US EPA - TBA FundingAssessment funding source:
                              35113Assessment funding:
                              Not reportedCleanup funding source:
                              Not reportedCleanup funding:
                              Not reportedAcres cleaned up:
                              Not reportedCompleted date:
                              Not reportedStart date:
                              27902ACRES property ID:
                              World Geodetic System of 1984Datum:
                              Entrance Point of a Facility or StationPoint of reference:
                              Not reportedMap scale:
                              Address Matching-House NumberHCM label:
                              -157.85888Longitude:
                              21.29361Latitude:
                              former operations have been removed.
                              removed in the 1980s and 1990s. All structures associated with the
                              of underground storage tanks for petroleum products. The tanks were
                              of ice for operational use and sales. The operation included the use
                              operations included fish processing, canning, freezing andproduction
                              (originally operated by Hawai’i Tuna Packers) dating from 1933. The
                              Majority of property was a former tuna processing operationProperty Description:
                              3.7Parcel size:
                              2-1-058:095Property #:
                              KAKA’AKO SITE: UNIT 6Property name:
                              TBAGrant type:
                              R9 TBA (STAG Funded)Recipient name:

US BROWNFIELDS:

2131 ft. Site 2 of 2 in cluster AI
0.404 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HONOLULU, HI  96813
SSE FINDS1011 ALA MOANA BLVD    N/A
AI157 US BROWNFIELDSKAKA’AKO SITE: UNIT 6 1009569568
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MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                              Not reportedArsenic contaminant found:
                              Not reportedUnknown clean up:
                              Not reportedSVOCs cleaned up:
                              Not reportedSelenium cleaned up:
                              Not reportedPesticides cleaned up:
                              Not reportedNo clean up:
                              Not reportednickel cleaned up:
                              Not reportedmercury cleaned up:
                              Not reportedIron cleaned up:
                              Not reportedCopper cleaned up:
                              Not reportedChromium cleaned up:
                              Not reportedCadmium cleaned up:
                              Not reportedArsenic cleaned up:
                              Not reportedSuperfund Fed. landowner flag:
                              Not reportedGreenspace acreage and type:
                              Not reportedFuture use industrial acreage:
                              Not reportedFuture use commercial acreage:
                              Not reportedFuture use residential acreage:
                              Not reportedFuture use greenspace acreage:
                              Not reportedPast use industrial acreage:
                              Not reportedPast use commercial acreage:
                              Not reportedPast use residential acreage:
                              Not reportedPast use greenspace acreage:
                              Not reportedNum. of cleanup and re-dev. jobs:
                              Not reportedCleanup other description:
                              Not reportedVOCs cleaned:
                              Not reportedVOCs found:
                              Not reportedSurface water cleaned:
                              Not reportedSoil cleaned up:
                              Not reportedSoil affected:
                              Not reportedSediments cleaned:
                              Not reportedSediments found:
                              Not reportedPetro products cleaned:
                              Not reportedPetro products found:
                              Not reportedPCBs cleaned up:
                              Not reportedPCBs found:
                              Not reportedPAHs cleaned up:
                              Not reportedPAHs found:
                              Not reportedOther contams found description:
                              Not reportedOther contaminants found:
                              Not reportedOther metals cleaned:
                              Not reportedOther metals found:
                              Not reportedOther cleaned up:
                              Not reportedUnknown media affected:
                              Not reportedNo media affected:
                              Not reportedLead cleaned up:
                              Not reportedLead contaminant found:
                              Not reportedGroundwater cleaned:
                              Not reportedGroundwater affected:
                              Not reportedDrinking water cleaned:
                              Not reportedDrinking water affected:
                              Not reportedControled substance cleaned:
                              Not reportedControled substance found:
                              Not reportedAsbestos cleaned:
                              Not reportedAsbestos found:
                              Not reportedAir cleaned:
                              Not reportedAir contaminated:

KAKA’AKO SITE: UNIT 6  (Continued) 1009569568
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MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

electronically submit data directly to EPA.
is an federal online database for Brownfields Grantees to
US EPA Assessment, Cleanup and Redevelopment Exchange System (ACRES)
                    Environmental Interest/Information System

                    110013787704Registry ID:

FINDS:

                              Not reportedPast Use:  Multistory
                              Not reportedUnknown media cleaned up:
                              Not reportedIndoor air media cleaned up:
                              Not reportedBuilding material media cleaned up:
                              Not reportedMedia affected indoor air:
                              Not reportedMedia affected Bluiding Material:
                              Not reportedFuture Use: Multistory
                              Not reportedUnknown contaminant found:
                              Not reportedSVOCs contaminant found:
                              Not reportedSelenium contaminant found:
                              Not reportedPesticides contaminant found:
                              YNo contaminant found:
                              Not reportedNickel contaminant found:
                              Not reportedMercury contaminant found:
                              Not reportedIron contaminant found:
                              Not reportedCopper contaminant found:
                              Not reportedChromium contaminant found:
                              Not reportedCadmium contaminant found:

KAKA’AKO SITE: UNIT 6  (Continued) 1009569568

                                             LowPriority:
                                             Hazard Managed With ControlsPotential Hazard And Controls:
                                             StateProgran Name:
                                             HEERLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             HID980497226HID Number:
                                             Kewalo Incinerator LandfillSDAR Environmental Interest Name:
                                             709 Kelikoi StSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard Managed With ControlsPotential Hazards And Controls:
                                             LowHazard Priority:
                                             Melody CalisayProject Manager:
                                             StateProgram:
                                             HEERLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             HID980497226HID Number:
                                             Kewalo Incinerator LandfillEnvironmental Interest:
                                             OahuIsland:
                                             709 Kelikoi StSupplemental Location:
                                             Not reportedOrganization:

SHWS:

2202 ft.
0.417 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HI INST CONTROLHONOLULU, HI  96813
SW HI ENG CONTROLS709 KELIKOI ST    N/A
158 HI SHWSKEWALO INCINERATOR LANDFILL S108859951
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MAP FINDINGSMap ID
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EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                              Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                              OahuIsland:
                              Not reportedZip Suffix:
                              709 Kelikoi StSupplemental Location:
                              Hazard Managed With ControlsPotential hazards and controls:

INST CONTROL:

                                                  Engineering Control RequiredEngineering Control:
                                                  Hazard Managed With ControlsPotential Hazards And Controls:
                                                  OahuIsland:
                                                  Not reportedZip Suffix:
                                                  709 Kelikoi StSupplemental Location Text:

ENG CONTROLS:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Melody CalisayProject Manager:
                                             Volume I (Sections 1 through 5
                                             Feasibility Study Kewalo Municipal Incinerator Landfill, Honolulu HIDocument Subject:
                                             Not reportedDocument Number:
                                             02/23/1990Document Date:
                                             Historic NFA - Incomplete DocumentationSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                                             Prohibit Disturbance of SoilDescription of Restrictions:
                                             Engineering Control RequiredEngineering Control:
                                             Controls Required to Manage ContaminationUse Restrictions:
                                             Not reportedNature of Residual Contamination:
                                             Found: Pb, PAH in soilNature of Contamination:
                                             Response CompleteResponse:
                                             Response NecessaryAssessment:

KEWALO INCINERATOR LANDFILL  (Continued) S108859951

                                        05/01/1973Date Installed:
                                        R-1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.855735Longitude:
                                        21.306372Latitude:
                                        Honolulu, 96800 96800Owner City,St,Zip:
                                        1151 PUNCHBOWL ST, RM 427Owner Address:
                                        STATE DAGS - PROJECT MANAGEMENT BRANCHOwner:
                                        9-102691Facility ID:

UST:

        Richard TakabaProject Officer:
        000093Release ID:
        09/05/2000Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-102691Facility ID:

LUST:

2211 ft.
0.419 mi.

Relative:
Higher

Actual:
10 ft.

1/4-1/2 HONOLULU, HI  96800
NNE HI USTTMK 2-1-24:011151 PUNCHBOWL ST    N/A
159 HI LUSTKALANIMOKU BLDG U001237400
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MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                                        Not ListedSubstance:
                                        2000Tank Capacity:
                                        03/06/1993Date Closed:
                                        Permanently Out of UseTank Status:

KALANIMOKU BLDG  (Continued) U001237400

                                        10000Tank Capacity:
                                        09/05/1991Date Closed:
                                        Permanently Out of UseTank Status:
                                        02/01/1985Date Installed:
                                        R-3Tank ID:

                                        GasolineSubstance:
                                        10000Tank Capacity:
                                        01/31/1994Date Closed:
                                        Permanently Out of UseTank Status:
                                        05/06/1985Date Installed:
                                        R-2Tank ID:

                                        DieselSubstance:
                                        10000Tank Capacity:
                                        09/20/2004Date Closed:
                                        Permanently Out of UseTank Status:
                                        02/01/1994Date Installed:
                                        R-1Tank ID:

                                        GasolineSubstance:
                                        10000Tank Capacity:
                                        09/17/1994Date Closed:
                                        Permanently Out of UseTank Status:
                                        05/01/1982Date Installed:
                                        R-1Tank ID:

                                        GPSHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.856035Longitude:
                                        21.295769Latitude:
                                        Honolulu, 96814 96814Owner City,St,Zip:
                                        1311 Palama StOwner Address:
                                        TESORO HAWAII CORPORATIONOwner:
                                        9-100916Facility ID:

UST:

        Shaobin LiProject Officer:
        910016Release ID:
        04/27/2005Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-100916Facility ID:

LUST:

2225 ft.
0.421 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HI Financial AssuranceHONOLULU, HI  96814
SSE HI UST940 AUAHI ST    N/A
160 HI LUSTTESORO GAS EXPRESS 11 U003402812
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                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-92Tank Id:
                    9-100916Alt Facility ID:

                    Not reportedExpiration Date:
                    GuaranteeFRTYPE:
                    Permanently Out of UseTank Status:
                    R-87Tank Id:
                    9-100916Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-87Tank Id:
                    9-100916Alt Facility ID:

                    Not reportedExpiration Date:
                    GuaranteeFRTYPE:
                    Permanently Out of UseTank Status:
                    R-92Tank Id:
                    9-100916Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-2Tank Id:
                    9-100916Alt Facility ID:

HI Financial Assurance:

                                        GasolineSubstance:
                                        10000Tank Capacity:
                                        09/20/2004Date Closed:
                                        Permanently Out of UseTank Status:
                                        02/01/1994Date Installed:
                                        R-92Tank ID:

                                        GasolineSubstance:
                                        10000Tank Capacity:
                                        09/20/2004Date Closed:
                                        Permanently Out of UseTank Status:
                                        02/01/1994Date Installed:
                                        R-87Tank ID:

                                        DieselSubstance:
                                        10000Tank Capacity:
                                        01/31/1994Date Closed:
                                        Permanently Out of UseTank Status:
                                        05/06/1977Date Installed:
                                        R-4Tank ID:

                                        GasolineSubstance:

TESORO GAS EXPRESS 11  (Continued) U003402812
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                    Not reportedExpiration Date:
                    GuaranteeFRTYPE:
                    Permanently Out of UseTank Status:
                    R-4Tank Id:
                    9-100916Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-3Tank Id:
                    9-100916Alt Facility ID:

                    Not reportedExpiration Date:
                    GuaranteeFRTYPE:
                    Permanently Out of UseTank Status:
                    R-1Tank Id:
                    9-100916Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-1Tank Id:
                    9-100916Alt Facility ID:

                    Not reportedExpiration Date:
                    GuaranteeFRTYPE:
                    Permanently Out of UseTank Status:
                    R-2Tank Id:
                    9-100916Alt Facility ID:

                    Not reportedExpiration Date:
                    GuaranteeFRTYPE:
                    Permanently Out of UseTank Status:
                    R-3Tank Id:
                    9-100916Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-4Tank Id:
                    9-100916Alt Facility ID:

TESORO GAS EXPRESS 11  (Continued) U003402812

                                        9-100893Facility ID:
UST:

        Lene IchinotsuboProject Officer:
        910017Release ID:
        02/13/1996Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-100893Facility ID:

LUST:

2228 ft.
0.422 mi.

Relative:
Higher

Actual:
6 ft.

1/4-1/2 HONOLULU, HI  96813
SSW HI UST759 KELIKOI ST    N/A
161 HI LUSTROBERTS HAWAII TOURS U001235283
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                                        Used OilSubstance:
                                        1000Tank Capacity:
                                        01/28/1991Date Closed:
                                        Permanently Out of UseTank Status:
                                        04/08/1976Date Installed:
                                        R-3Tank ID:

                                        GasolineSubstance:
                                        6000Tank Capacity:
                                        01/28/1991Date Closed:
                                        Permanently Out of UseTank Status:
                                        04/08/1976Date Installed:
                                        R-2Tank ID:

                                        DieselSubstance:
                                        12000Tank Capacity:
                                        01/28/1991Date Closed:
                                        Permanently Out of UseTank Status:
                                        04/08/1976Date Installed:
                                        R-1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.864239Longitude:
                                        21.294798Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        680 IWILEI ROAD, SUITE 700Owner Address:
                                        ROBERTS HAWAII TOURS, INCOwner:

ROBERTS HAWAII TOURS  (Continued) U001235283

                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-1Tank ID:

                                        MapHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.852747Longitude:
                                        21.298672Latitude:
                                        Honolulu, 96800 96800Owner City,St,Zip:
                                        Address UnknownOwner Address:
                                        UNDETERMINED AT THIS TIMEOwner:
                                        9-102703Facility ID:

UST:

        To HEERProject Officer:
        930011Release ID:
        03/31/1995Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-102703Facility ID:

LUST:

2273 ft. Site 1 of 3 in cluster AJ
0.430 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HONOLULU, HI  96800
ESE HI USTKAPIOLANI BLVD X WARD AVE    N/A
AJ162 HI LUSTKAPIOLANI BOWL U001237402
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                                        Not ListedSubstance:
                                        Not reportedTank Capacity:
                                        Not reportedDate Closed:

KAPIOLANI BOWL  (Continued) U001237402

                  Not reportedPriority Level:
                  12/31/91Date Completed:
                  /  /Date Started:
                  DISCOVERYAction:

                  NFRAP-Site does not qualify for the NPL based on existing informationPriority Level:
                  09/27/95Date Completed:
                  01/11/93Date Started:
                  SITE INSPECTIONAction:

                  Not reportedPriority Level:
                  01/23/96Date Completed:
                  /  /Date Started:
                  ARCHIVE SITEAction:

                  Higher priority for further assessmentPriority Level:
                  01/11/93Date Completed:
                  /  /Date Started:
                  PRELIMINARY ASSESSMENTAction:

CERCLIS-NFRAP Assessment History:

                  9000059.00000Person ID:
                  13037619.00000Contact Sequence ID:

CERCLIS-NFRAP Site Contact Details:

                  NFRAP-Site does not qualify for the NPL based on existing informationNon NPL Status:
                  Not on the NPLNPL Status:
                  Not a Federal FacilityFederal Facility:
                  0904231Site ID:

CERC-NFRAP:

2282 ft. Site 2 of 3 in cluster AJ
0.432 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HONOLULU, HI  96807
ESE WARD AVE & KAPIOLANI BLVD HID984467654
AJ163 CERC-NFRAPSYMPHONY PARK 1003879625

                                             HEERLead Agency:
                                             110013778206Facility Registry Identifier:
                                             HID984467654HID Number:
                                             Symphony ParkEnvironmental Interest:
                                             OahuIsland:
                                             Intersection with Ward AvenueSupplemental Location:
                                             Not reportedOrganization:

SHWS:

2282 ft. Site 3 of 3 in cluster AJ
0.432 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HONOLULU, HI  96807
ESE HI SPILLS850 KAPIOLANI BLVD    N/A
AJ164 HI SHWSSYMPHONY PARK S107022567
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                    Symphony Park petroleum odors in trenchesUnits:
                    NoneER:
                    HEER EP&RLead and Program:
                    110013778206Facility Registry Id:
                    HID984467654HID Number:
                    20130718-0900Case Number:
                    Intersection with Ward AvenueSupplemental Loc. Text:
                    OahuIsland:

                    Symphony Park (Myers Corporation)File Under:
                    Not reportedResult:
                    Not reportedAssignment End Date:
                    Not reportedActivity Lead:
                    ResponseActivity Type:
                    Not reportedUnits:
                    0Numerical Quantity:
                    Not reportedLess Or Greater Than:
                    dieselSubstances:
                    Symphony Park petroleum odors in trenchesUnits:
                    NoneER:
                    HEER EP&RLead and Program:
                    110013778206Facility Registry Id:
                    HID984467654HID Number:
                    20130718-0900Case Number:
                    Intersection with Ward AvenueSupplemental Loc. Text:
                    OahuIsland:

HI SPILLS:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Liz GalvezProject Manager:
                                             Not reportedDocument Subject:
                                             Not reportedDocument Number:
                                             08/31/1995Document Date:
                                             No Further Action - Type UndeterminedSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Not reportedInstitutional Control:
                                             Not reportedDescription of Restrictions:
                                             Not reportedEngineering Control:
                                             UndeterminedUse Restrictions:
                                             Not reportedNature of Residual Contamination:
                                             Not reportedNature of Contamination:
                                             Not reportedResponse:
                                             Assessment OngoingAssessment:
                                             NFAPriority:
                                             Hazard UndeterminedPotential Hazard And Controls:
                                             StateProgran Name:
                                             HEERLead Agency:
                                             110013778206Facility Registry Identifier:
                                             HID984467654HID Number:
                                             Symphony ParkSDAR Environmental Interest Name:
                                             Intersection with Ward AvenueSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard UndeterminedPotential Hazards And Controls:
                                             NFAHazard Priority:
                                             Liz GalvezProject Manager:
                                             StateProgram:

SYMPHONY PARK  (Continued) S107022567
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                    Symphony Park (Myers Corporation)File Under:
                    SOSC NFAResult:
                    Not reportedAssignment End Date:
                    TCActivity Lead:
                    ResponseActivity Type:
                    Not reportedUnits:
                    0Numerical Quantity:
                    Not reportedLess Or Greater Than:
                    gasolineSubstances:
                    Symphony Park petroleum odors in trenchesUnits:
                    NoneER:
                    HEER EP&RLead and Program:
                    110013778206Facility Registry Id:
                    HID984467654HID Number:
                    20130718-0900Case Number:
                    Intersection with Ward AvenueSupplemental Loc. Text:
                    OahuIsland:

                    Symphony Park (Myers Corporation)File Under:
                    SOSC NFAResult:
                    Not reportedAssignment End Date:
                    TCActivity Lead:
                    ResponseActivity Type:
                    Not reportedUnits:
                    0Numerical Quantity:
                    Not reportedLess Or Greater Than:
                    dieselSubstances:
                    Symphony Park petroleum odors in trenchesUnits:
                    NoneER:
                    HEER EP&RLead and Program:
                    110013778206Facility Registry Id:
                    HID984467654HID Number:
                    20130718-0900Case Number:
                    Intersection with Ward AvenueSupplemental Loc. Text:
                    OahuIsland:

                    Symphony Park (Myers Corporation)File Under:
                    Not reportedResult:
                    Not reportedAssignment End Date:
                    Not reportedActivity Lead:
                    ResponseActivity Type:
                    Not reportedUnits:
                    0Numerical Quantity:
                    Not reportedLess Or Greater Than:
                    gasolineSubstances:

SYMPHONY PARK  (Continued) S107022567

        Jose RuizProject Officer:
        940017Release ID:
        06/05/1997Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-102755Facility ID:

LUST:

2285 ft.
0.433 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HI Financial AssuranceHONOLULU, HI  96813
South HI UST160 KOULA ST    N/A
165 HI LUSTC&CH ELECTRICAL & MAINTENANCE SERV DEPT U003154621
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                    Not reportedExpiration Date:
                    Self InsuredFRTYPE:
                    Permanently Out of UseTank Status:
                    R-1Tank Id:
                    9-102755Alt Facility ID:

                    Not reportedExpiration Date:
                    Not ListedFRTYPE:
                    Permanently Out of UseTank Status:
                    R-1Tank Id:
                    9-102755Alt Facility ID:

HI Financial Assurance:

                                        GasolineSubstance:
                                        500Tank Capacity:
                                        08/06/1993Date Closed:
                                        Permanently Out of UseTank Status:
                                        01/01/1950Date Installed:
                                        R-1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.861073Longitude:
                                        21.293862Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        530 S KING ST RM 115Owner Address:
                                        C&C HNLOwner:
                                        9-102755Facility ID:

UST:

C&CH ELECTRICAL & MAINTENANCE SERV DEPT  (Continued) U003154621

                                        Permanently Out of UseTank Status:
                                        09/30/1986Date Installed:
                                        R-1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.853714Longitude:
                                        21.296643Latitude:
                                        Honolulu, 96814 96814Owner City,St,Zip:
                                        RAY’S AUTO SERVICE / 959 QUEEN STOwner Address:
                                        RAYMOND TAMURAOwner:
                                        9-102612Facility ID:

UST:

        Raymond SeidProject Officer:
        930065Release ID:
        11/16/1993Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-102612Facility ID:

LUST:

2290 ft.
0.434 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HONOLULU, HI  96814
SE HI UST959 QUEEN ST    N/A
166 HI LUSTRAY’S AUTO SERVICE U001235980
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                                        Used OilSubstance:
                                        500Tank Capacity:
                                        02/11/1993Date Closed:

RAY’S AUTO SERVICE  (Continued) U001235980

                    OwnerOwner/Operator Type:
                    PrivateLegal status:
                    (808) 543-4524Owner/operator telephone:
                    Not reportedOwner/operator country:
                    HONOLULU, HI 96840
                    PO BOX 2750Owner/operator address:
                    HAWAIIAN ELECTRIC COMPANY, INC.Owner/operator name:

Owner/Operator Summary:

                    hazardous waste
                    the cleanup of a spill, into or on any land or water, of acutely
                    any residue or contaminated soil, waste or other debris resulting from
                    time: 1 kg or less of acutely hazardous waste; or 100 kg or less of
                    hazardous waste during any calendar month, and accumulates at any
                    from the cleanup of a spill, into or on any land or water, of acutely
                    of any residue or contaminated soil, waste or other debris resulting
                    land or water, of acutely hazardous waste; or generates 100 kg or less
                    other debris resulting from the cleanup of a spill, into or on any
                    waste; or 100 kg or less of any residue or contaminated soil, waste or
                    month, and accumulates at any time: 1 kg or less of acutely hazardous
                    or generates 1 kg or less of acutely hazardous waste per calendar
                    month, and accumulates 1000 kg or less of hazardous waste at any time;
                    Handler: generates 100 kg or less of hazardous waste per calendarDescription:
                    Conditionally Exempt Small Quantity GeneratorClassification:
                    waste
                    Handler is engaged in the treatment, storage or disposal of hazardousDescription:
                    TSDFClassification:
                    PrivateLand type:
                    09EPA Region:
                    WARREN.HALL@HAWAIIANELECTRIC.COMContact email:
                    808     5434524Contact telephone:
                    Not reportedContact country:
                    HONOLULU, HI 96840
                    PO BOX 2750 (CP6-JW)Contact address:
                    WARREN S HALLContact:
                    HONOLULU, HI 96840
                    PO BOX 2750Mailing address:
                    HID000150680EPA ID:
                    HONOLULU, HI 96813
                    170 ALA MOANA BOULEVARDFacility address:
                    HAWAIIAN ELECTRIC - HONOLULU GENERATING STATIONFacility name:
                    04/17/2014Date form received by agency:

RCRA-TSDF:

2020 COR ACTION
HI AIRS

CA HAZNET
HI SPILLS

2299 ft. HI SHWS
0.435 mi. RCRA-CESQG

Relative:
Higher

Actual:
3 ft.

1/4-1/2 CORRACTSHONOLULU, HI  96813
NW CERC-NFRAP170 ALA MOANA BOULEVARD HID000150680
167 RCRA-TSDFHAWAIIAN ELECTRIC - HONOLULU GENERATING STATION 1000146691
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                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    01/01/1893Owner/Op start date:
                    OperatorOwner/Operator Type:
                    PrivateLegal status:
                    Not reportedOwner/operator telephone:
                    USOwner/operator country:
                    Not reported
                    Not reportedOwner/operator address:
                    HAWAIIAN ELECTRIC COMPANY, INCOwner/operator name:

                    Not reportedOwner/Op end date:
                    01/01/1893Owner/Op start date:
                    OperatorOwner/Operator Type:
                    PrivateLegal status:
                    Not reportedOwner/operator telephone:
                    Not reportedOwner/operator country:
                    Not reported
                    Not reportedOwner/operator address:
                    HAWAIIAN ELECTRIC COMPANY, INC.Owner/operator name:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OwnerOwner/Operator Type:
                    PrivateLegal status:
                    (808) 548-7311Owner/operator telephone:
                    Not reportedOwner/operator country:
                    HONOLULU, HI 96840
                    PO BOX 2750Owner/operator address:
                    HAWAIIAN ELECTRIC CO., INC.Owner/operator name:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OperatorOwner/Operator Type:
                    PrivateLegal status:
                    (808) 548-7311Owner/operator telephone:
                    Not reportedOwner/operator country:
                    CITY NOT REPORTED, HI 99999
                    PO BOX 2750Owner/operator address:
                    HAWAIIAN ELECTRIC CO., INC.Owner/operator name:

                    Not reportedOwner/Op end date:
                    01/01/1893Owner/Op start date:
                    OwnerOwner/Operator Type:
                    PrivateLegal status:
                    Not reportedOwner/operator telephone:
                    USOwner/operator country:
                    HONOLULU, HI 96840
                    P.O. BOX 2750Owner/operator address:
                    HAWAIIAN ELECTRIC COMPANY, INCOwner/operator name:

                    Not reportedOwner/Op end date:
                    01/01/1893Owner/Op start date:
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                    D009.   Waste code:

                    LEAD.   Waste name:
                    D008.   Waste code:

                    CHROMIUM.   Waste name:
                    D007.   Waste code:

                    CORROSIVE WASTE.   Waste name:
                    D002.   Waste code:

                    IGNITABLE WASTE.   Waste name:
                    D001.   Waste code:

                    Small Quantity GeneratorClassification:
                    HONOLULU GENERATING STATIONSite name:
                    02/26/2004Date form received by agency:

Historical Generators:

                    SPENT SOLVENT MIXTURES.
                    F005; AND STILL BOTTOMS FROM THE RECOVERY OF THESE SPENT SOLVENTS AND
                    ABOVE HALOGENATED SOLVENTS OR THOSE SOLVENTS LISTED IN F001, F004, AND
                    USE, A TOTAL OF TEN PERCENT OR MORE (BY VOLUME) OF ONE OR MORE OF THE
                    TRICHLOROETHANE; ALL SPENT SOLVENT MIXTURES/BLENDS CONTAINING, BEFORE
                    ORTHO-DICHLOROBENZENE, TRICHLOROFLUOROMETHANE, AND 1,1,2,
                    CHLOROBENZENE, 1,1,2-TRICHLORO-1,2,2-TRIFLUOROETHANE,
                    METHYLENE CHLORIDE, TRICHLOROETHYLENE, 1,1,1-TRICHLOROETHANE,
                    THE FOLLOWING SPENT HALOGENATED SOLVENTS: TETRACHLOROETHYLENE,.   Waste name:
                    F002.   Waste code:

                    MERCURY.   Waste name:
                    D009.   Waste code:

                    LEAD.   Waste name:
                    D008.   Waste code:

                    CADMIUM.   Waste name:
                    D006.   Waste code:

                    CORROSIVE WASTE.   Waste name:
                    D002.   Waste code:

                    IGNITABLE WASTE.   Waste name:
                    D001.   Waste code:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              YesUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
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                    Stabilization Measures Evaluation,This facility is not amenable toEvent:
                    03/16/1992Event date:

                    CA029EPEvent:
                    04/30/1990Event date:

                    action priority.
                    CA Prioritization, Facility or area was assigned a low correctiveEvent:
                    04/30/1990Event date:

                    CA049PAEvent:
                    04/30/1990Event date:

                    CA029STEvent:
                    01/01/1990Event date:

Corrective Action Summary:

                    Large Quantity GeneratorClassification:
                    HAWAIIAN ELECTRIC CO HONOLULU GEN STESite name:
                    10/15/1992Date form received by agency:

                    Small Quantity GeneratorClassification:
                    HAWAIIAN ELECTRIC CO HONOLULU GEN STESite name:
                    07/29/1993Date form received by agency:

                    LEAD.   Waste name:
                    D008.   Waste code:

                    CADMIUM.   Waste name:
                    D006.   Waste code:

                    IGNITABLE WASTE.   Waste name:
                    D001.   Waste code:

                    Small Quantity GeneratorClassification:
                    HONOLULU GENERATING STATIONSite name:
                    03/19/2003Date form received by agency:

                    SODIUM CYANIDE (OR) SODIUM CYANIDE NA(CN).   Waste name:
                    P106.   Waste code:

                    MIXTURES.
                    BOTTOMS FROM THE RECOVERY OF THESE SPENT SOLVENTS AND SPENT SOLVENT
                    MORE OF THOSE SOLVENTS LISTED IN F001, F002, F004, AND F005; AND STILL
                    SOLVENTS, AND A TOTAL OF TEN PERCENT OR MORE (BY VOLUME) OF ONE OR
                    CONTAINING, BEFORE USE, ONE OR MORE OF THE ABOVE NONHALOGENATED
                    NONHALOGENATED SOLVENTS; AND ALL SPENT SOLVENT MIXTURES/BLENDS
                    MIXTURES/BLENDS CONTAINING, BEFORE USE, ONLY THE ABOVE SPENT
                    ALCOHOL, CYCLOHEXANONE, AND METHANOL; ALL SPENT SOLVENT
                    ACETATE, ETHYL BENZENE, ETHYL ETHER, METHYL ISOBUTYL KETONE, N-BUTYL
                    THE FOLLOWING SPENT NONHALOGENATED SOLVENTS: XYLENE, ACETONE, ETHYL.   Waste name:
                    F003.   Waste code:

                    BENZENE.   Waste name:
                    D018.   Waste code:

                    MERCURY.   Waste name:
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                    05/15/2003    Enforcement action date:
                    Not reported    Enforcement action:
                    EPAViolation lead agency:
                    03/18/2004Date achieved compliance:
                    03/18/2003Date violation determined:
                    Generators - Pre-transportArea of violation:
                    FR - 40 CFR 262.34(a)(2)Regulation violated:

                    Not reported    Paid penalty amount:
                    Not reported    Final penalty amount:
                    Not reported    Proposed penalty amount:
                    EPA    Enforcement lead agency:
                    Not reported    Enf. disp. status date:
                    Not reported    Enf. disposition status:
                    05/28/2003    Enforcement action date:
                    Not reported    Enforcement action:
                    EPAViolation lead agency:
                    03/18/2004Date achieved compliance:
                    03/18/2003Date violation determined:
                    Generators - Pre-transportArea of violation:
                    FR - 40 CFR 262.34(a)(2)Regulation violated:

Facility Has Received Notices of Violations:

                    CA550RCEvent:
                    12/11/2012Event date:

                    significant changes at the facility.
                    determination will be re-evaluated when the Agency becomes aware of
                    remains within the existing area of contaminated groundwater. This
                    monitoring will be conducted to confirm that contaminated groundwater
                    migration of contaminated groundwater is under control, and that
                    at the facility. Specifically, this determination indicates that the
                    determined that migration of contaminated groundwater is under control
                    review of information contained in the EI determination, it has been
                    Contaminated Groundwater Under Control has been verified. Based on a
                    Igration of Contaminated Groundwater under Control, Yes, Migration ofEvent:
                    12/11/2012Event date:

                    changes at the facility.
                    re-evaluated when the Agency/State becomes aware of significant
                    reasonably expected conditions. This determination will be
                    expected to be under control at the facility under current and
                    contained in the EI determination, current human exposures are
                    Under Control has been verified. Based on a review of information
                    Current Human Exposures under Control, Yes, Current Human ExposuresEvent:
                    04/01/2010Event date:

                    action priority.
                    CA Prioritization, Facility or area was assigned a low correctiveEvent:
                    03/16/1992Event date:

                    the facility, or other administrative considerations.
                    risk, timing considerations, the status of corrective action work at
                    conclusion may be the status of closure at the facility, the degree of
                    there is a lack of technical information (IN). Reasons for this
                    it appears to be technically infeasible or inappropriate (NF) or 2-
                    stabilization activity at the present time for reasons other than 1-
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                    Not reported    Enf. disposition status:
                    07/31/2003    Enforcement action date:
                    WRITTEN INFORMAL    Enforcement action:
                    EPAViolation lead agency:
                    03/18/2004Date achieved compliance:
                    03/18/2003Date violation determined:
                    Used Oil - GeneratorsArea of violation:
                    FR - 40 CFR 279.22(c)(1)Regulation violated:

                    Not reported    Paid penalty amount:
                    Not reported    Final penalty amount:
                    Not reported    Proposed penalty amount:
                    EPA    Enforcement lead agency:
                    Not reported    Enf. disp. status date:
                    Not reported    Enf. disposition status:
                    05/28/2003    Enforcement action date:
                    Not reported    Enforcement action:
                    EPAViolation lead agency:
                    03/18/2004Date achieved compliance:
                    03/18/2003Date violation determined:
                    Used Oil - GeneratorsArea of violation:
                    FR - 40 CFR 279.22(c)(1)Regulation violated:

                    Not reported    Paid penalty amount:
                    Not reported    Final penalty amount:
                    Not reported    Proposed penalty amount:
                    EPA    Enforcement lead agency:
                    Not reported    Enf. disp. status date:
                    Not reported    Enf. disposition status:
                    05/15/2003    Enforcement action date:
                    Not reported    Enforcement action:
                    EPAViolation lead agency:
                    03/18/2004Date achieved compliance:
                    03/18/2003Date violation determined:
                    Used Oil - GeneratorsArea of violation:
                    FR - 40 CFR 279.22(c)(1)Regulation violated:

                    Not reported    Paid penalty amount:
                    Not reported    Final penalty amount:
                    Not reported    Proposed penalty amount:
                    EPA    Enforcement lead agency:
                    Not reported    Enf. disp. status date:
                    Not reported    Enf. disposition status:
                    07/31/2003    Enforcement action date:
                    WRITTEN INFORMAL    Enforcement action:
                    EPAViolation lead agency:
                    03/18/2004Date achieved compliance:
                    03/18/2003Date violation determined:
                    Generators - Pre-transportArea of violation:
                    FR - 40 CFR 262.34(a)(2)Regulation violated:

                    Not reported    Paid penalty amount:
                    Not reported    Final penalty amount:
                    Not reported    Proposed penalty amount:
                    EPA    Enforcement lead agency:
                    Not reported    Enf. disp. status date:
                    Not reported    Enf. disposition status:
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                    EPAEvaluation lead agency:
                    Not reportedDate achieved compliance:
                    Not reportedArea of violation:
                    COMPLIANCE SCHEDULE EVALUATIONEvaluation:
                    02/13/1986Evaluation date:

                    EPAEvaluation lead agency:
                    05/08/1986Date achieved compliance:
                    TSD - Financial RequirementsArea of violation:
                    FINANCIAL RECORD REVIEWEvaluation:
                    03/31/1986Evaluation date:

                    StateEvaluation lead agency:
                    Not reportedDate achieved compliance:
                    Not reportedArea of violation:
                    COMPLIANCE EVALUATION INSPECTION ON-SITEEvaluation:
                    09/15/1986Evaluation date:

                    EPAEvaluation lead agency:
                    Not reportedDate achieved compliance:
                    Not reportedArea of violation:
                    FINANCIAL RECORD REVIEWEvaluation:
                    03/13/1987Evaluation date:

                    EPAEvaluation lead agency:
                    03/18/2004Date achieved compliance:
                    Generators - Pre-transportArea of violation:
                    COMPLIANCE EVALUATION INSPECTION ON-SITEEvaluation:
                    03/18/2003Evaluation date:

                    EPAEvaluation lead agency:
                    03/18/2004Date achieved compliance:
                    Used Oil - GeneratorsArea of violation:
                    COMPLIANCE EVALUATION INSPECTION ON-SITEEvaluation:
                    03/18/2003Evaluation date:

Evaluation Action Summary:

                    Not reported    Paid penalty amount:
                    Not reported    Final penalty amount:
                    Not reported    Proposed penalty amount:
                    State    Enforcement lead agency:
                    Not reported    Enf. disp. status date:
                    Not reported    Enf. disposition status:
                    03/31/1986    Enforcement action date:
                    WRITTEN INFORMAL    Enforcement action:
                    EPAViolation lead agency:
                    05/08/1986Date achieved compliance:
                    03/31/1986Date violation determined:
                    TSD - Financial RequirementsArea of violation:
                    Not reportedRegulation violated:

                    Not reported    Paid penalty amount:
                    Not reported    Final penalty amount:
                    Not reported    Proposed penalty amount:
                    EPA    Enforcement lead agency:
                    Not reported    Enf. disp. status date:
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          Fossil Fuel Electric Power Generation
          221112NAICS Code(s):
          CA550RCAction:
          20121211Actual Date:
          ENTIRE FACILITYArea Name:
          09EPA Region:
          HID000150680EPA ID:

          Not reportedSchedule end date:
          20100401Original schedule date:
          Fossil Fuel Electric Power Generation
          221112NAICS Code(s):
          Exposures Under Control has been verified
          CA725YE - Current Human Exposures Under Control, Yes, Current HumanAction:
          20100401Actual Date:
          ENTIRE FACILITYArea Name:
          09EPA Region:
          HID000150680EPA ID:

CORRACTS:

                  Not reportedPriority Level:
                  01/23/96Date Completed:
                  /  /Date Started:
                  ARCHIVE SITEAction:

                  Deferred to RCRA (Subtitle C)Priority Level:
                  05/15/90Date Completed:
                  /  /Date Started:
                  PRELIMINARY ASSESSMENTAction:

                  Not reportedPriority Level:
                  05/08/90Date Completed:
                  /  /Date Started:
                  DISCOVERYAction:

CERCLIS-NFRAP Assessment History:

                  RCRA Deferral - Lead ConfirmedDescription:
Program Priority:

                  9000059.00000Person ID:
                  13037252.00000Contact Sequence ID:

CERCLIS-NFRAP Site Contact Details:

                  Deferred to RCRANon NPL Status:
                  Not on the NPLNPL Status:
                  Not a Federal FacilityFederal Facility:
                  0900377Site ID:

CERC-NFRAP:

                    StateEvaluation lead agency:
                    Not reportedDate achieved compliance:
                    Not reportedArea of violation:
                    COMPLIANCE EVALUATION INSPECTION ON-SITEEvaluation:
                    07/11/1985Evaluation date:
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                                             Hazard UndeterminedPotential Hazard And Controls:
                                             StateProgran Name:
                                             HEERLead Agency:
                                             110000700064Facility Registry Identifier:
                                             HID000150680HID Number:
                                             Hawaiian Electric Company (HECO)-Honolulu Generating StationSDAR Environmental Interest Name:
                                             Not reportedSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard UndeterminedPotential Hazards And Controls:
                                             LowHazard Priority:
                                             UnassignedProject Manager:
                                             StateProgram:
                                             HEERLead Agency:
                                             110000700064Facility Registry Identifier:
                                             HID000150680HID Number:
                                             Hawaiian Electric Company (HECO)-Honolulu Generating StationEnvironmental Interest:
                                             OahuIsland:
                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

          Not reportedSchedule end date:
          Not reportedOriginal schedule date:
          Fossil Fuel Electric Power Generation
          221112NAICS Code(s):
          corrective action priority
          CA075LO - CA Prioritization, Facility or area was assigned a lowAction:
          19900430Actual Date:
          ENTIRE FACILITYArea Name:
          09EPA Region:
          HID000150680EPA ID:

          Not reportedSchedule end date:
          Not reportedOriginal schedule date:
          Fossil Fuel Electric Power Generation
          221112NAICS Code(s):
          corrective action priority
          CA075LO - CA Prioritization, Facility or area was assigned a lowAction:
          19920316Actual Date:
          ENTIRE FACILITYArea Name:
          09EPA Region:
          HID000150680EPA ID:

          Not reportedSchedule end date:
          20121211Original schedule date:
          Fossil Fuel Electric Power Generation
          221112NAICS Code(s):
          Migration of Contaminated Groundwater Under Control has been verified
          CA750YE - Migration of Contaminated Groundwater under Control, Yes,Action:
          20121211Actual Date:
          ENTIRE FACILITYArea Name:
          09EPA Region:
          HID000150680EPA ID:

          Not reportedSchedule end date:
          20121211Original schedule date:
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                    Ocean Off of 170 Ala Moana BlvdSupplemental Loc. Text:
                    OahuIsland:

                    Hawaiian Electric Company (HECO)-Honolulu Generating StationFile Under:
                    SOSC NFAResult:
                    2004-11-09 00:00:00Assignment End Date:
                    Paul ChongActivity Lead:
                    ResponseActivity Type:
                    GallonsUnits:
                    100Numerical Quantity:
                    Not reportedLess Or Greater Than:
                    Shell Diala OilSubstances:
                    Ward Avenue Blown TransformerUnits:
                    NoER:
                    HEER EP&RLead and Program:
                    110000700064Facility Registry Id:
                    HID000150680HID Number:
                    20041105-1850Case Number:
                    Not reportedSupplemental Loc. Text:
                    OahuIsland:

                    Hawaiian Electric Company (HECO)-Honolulu Generating StationFile Under:
                    SOSC NFAResult:
                    2004-07-08 00:00:00Assignment End Date:
                    Paul ChongActivity Lead:
                    ResponseActivity Type:
                    GallonsUnits:
                    1Numerical Quantity:
                    <Less Or Greater Than:
                    Oil SheenSubstances:
                    Honolulu Generating Station Seawater IntakeUnits:
                    NoER:
                    HEER EP&RLead and Program:
                    110000700064Facility Registry Id:
                    HID000150680HID Number:
                    20040708-0700Case Number:
                    Not reportedSupplemental Loc. Text:
                    OahuIsland:

HI SPILLS:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             UnassignedProject Manager:
                                             Not reportedDocument Subject:
                                             Not reportedDocument Number:
                                             Not reportedDocument Date:
                                             Not reportedSite Closure Type:
                                             Honolulu Harbor Downtown UnitWithin Designated Areawide Contamination:
                                             Not reportedInstitutional Control:
                                             Not reportedDescription of Restrictions:
                                             Not reportedEngineering Control:
                                             UndeterminedUse Restrictions:
                                             Not reportedNature of Residual Contamination:
                                             to soil; may be probable release to surface water - 3/7/1996
                                             Found: Heavy fuel oil - probably not migrating; no contact hazard dueNature of Contamination:
                                             Not reportedResponse:
                                             Response Not NecessaryAssessment:
                                             LowPriority:
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     1000146691envid:
HAZNET:

3 additional HI SPILLS: record(s) in the EDR Site Report.
Click this hyperlink while viewing on your computer to access 

                    Hawaiian Electric Company (HECO)-Honolulu Generating StationFile Under:
                    SOSC NFAResult:
                    Not reportedAssignment End Date:
                    Chris TakenoActivity Lead:
                    ResponseActivity Type:
                    GallonsUnits:
                    1000Numerical Quantity:
                    Not reportedLess Or Greater Than:
                    Fuel Oil #6Substances:
                    Honolulu Power Plant HECO Fuel oil storage tanksUnits:
                    NoER:
                    HEER EP&RLead and Program:
                    110000700064Facility Registry Id:
                    HID000150680HID Number:
                    19960214-1545Case Number:
                    Not reportedSupplemental Loc. Text:
                    OahuIsland:

                    Hawaiian Electric Company (HECO)-Honolulu Generating StationFile Under:
                    SOSC NFAResult:
                    2014-07-31 00:00:00Assignment End Date:
                    Adam TeekellActivity Lead:
                    ResponseActivity Type:
                    OuncesUnits:
                    1.5Numerical Quantity:
                    Not reportedLess Or Greater Than:
                    MercurySubstances:
                    Mercury Spill at Honolulu Power PlantUnits:
                    NoneER:
                    HEER EP&RLead and Program:
                    110000700064Facility Registry Id:
                    HID000150680HID Number:
                    20140731-1317Case Number:
                    Not reportedSupplemental Loc. Text:
                    OahuIsland:

                    Not reportedFile Under:
                    SOSC NFAResult:
                    2009-01-02 00:00:00Assignment End Date:
                    Liz GalvezActivity Lead:
                    ResponseActivity Type:
                    SheenUnits:
                    0Numerical Quantity:
                    Not reportedLess Or Greater Than:
                    OilSubstances:
                    Mystery Sheen NRC 893840Units:
                    NoneER:
                    HEER EP&RLead and Program:
                    Not reportedFacility Registry Id:
                    Not reportedHID Number:
                    20090102-0830Case Number:
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http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=6fjd6UmCfTUxjGpJdR9u384MU4ffmhhFCO8tABsKT7ivUANgxMtK471FG5nzp.RQJjg.3U75RxNC9Qv4uEDp4cok8ebX4.GOMIFF4HAJ41XPfuI8f97H84ZThLvJhxe5FQqa3fjEO0Fl8Qimt4WP6xaoBuhPso9CKn1e6iF4fiqejdZ4dOSj33tEU3AsmE45C0XX9RdKTNgNUoVbxEB130cfG5iWp7xfJnU.8wlaR3to91WwuawH4K8m8iTy4WZJMoOL4HAH4kTVfuUrfzsG4Fmghtw6hz5VFFom8.mtOhO08Xe7tQ9U6mFXfbTqjU35dbep4w3.UtXZmAs1CvHk3MjGTaNwUy1PxcGZ7UfRGBFFpXBhJqYH5kMtRMhn9DtrusYnBtPh8ffy4OKuMqpnC9xE4V9RfpDPf6TDCJIthpUZhkfGFXH35rz1OzPJ8tY5tl0U4XqABbqdsBeTKOZZ2rk57lofirnFv6AK5TZQAyQYN30ng8TGvI4EM0.at8e0KCcH6a3Afxabj9HkdcPz4SwqUA5tmlv0Co7L3uvYTSYPUl7Ox70S480hGR93prSVJNi73JIgRlE09FMUu0yL3THp8Ikm4rh7MiMd3KUx4CLafwldfzzs4BlLhOmUh61qFty57tUkOSjK85nBt5SQ9G70BhuGsXG1KH0z9.YE7EdhiBsNvIryCgo7AYo5NEGUgoxc4msmMqXhtkOAKSp03
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=6fjd6UmCfTUxjGpJdR9u384MU4ffmhhFCO8tABsKT7ivUANgxMtK471FG5nzp.RQJjg.3U75RxNC9Qv4uEDp4cok8ebX4.GOMIFF4HAJ41XPfuI8f97H84ZThLvJhxe5FQqa3fjEO0Fl8Qimt4WP6xaoBuhPso9CKn1e6iF4fiqejdZ4dOSj33tEU3AsmE45C0XX9RdKTNgNUoVbxEB130cfG5iWp7xfJnU.8wlaR3to91WwuawH4K8m8iTy4WZJMoOL4HAH4kTVfuUrfzsG4Fmghtw6hz5VFFom8.mtOhO08Xe7tQ9U6mFXfbTqjU35dbep4w3.UtXZmAs1CvHk3MjGTaNwUy1PxcGZ7UfRGBFFpXBhJqYH5kMtRMhn9DtrusYnBtPh8ffy4OKuMqpnC9xE4V9RfpDPf6TDCJIthpUZhkfGFXH35rz1OzPJ8tY5tl0U4XqABbqdsBeTKOZZ2rk57lofirnFv6AK5TZQAyQYN30ng8TGvI4EM0.at8e0KCcH6a3Afxabj9HkdcPz4SwqUA5tmlv0Co7L3uvYTSYPUl7Ox70S480hGR93prSVJNi73JIgRlE09FMUu0yL3THp8Ikm4rh7MiMd3KUx4CLafwldfzzs4BlLhOmUh61qFty57tUkOSjK85nBt5SQ9G70BhuGsXG1KH0z9.YE7EdhiBsNvIryCgo7AYo5NEGUgoxc4msmMqXhtkOAKSp03


MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

     170 ALA MOANA BLVDMailing Address:
     Not reportedMailing Name:
     8085435674Telephone:
     DONN FUKUDAContact:
     HID000150680GEPAID:
     2012Year:
     1000146691envid:

     Not reportedFacility County:
     0.25Tons:
     (H010-H129) Or (H131-H135)
     Storage, Bulking, And/Or Transfer Off Site--No Treatment/ReoveryDisposal Method:
     Not reportedWaste Category:
     Santa ClaraTSD County:
     CAD059494310TSD EPA ID:
     99Gen County:
     HONOLULU, HI 968130000Mailing City,St,Zip:
     170 ALA MOANA BLVDMailing Address:
     Not reportedMailing Name:
     8085435674Telephone:
     DONN FUKUDAContact:
     HID000150680GEPAID:
     2013Year:
     1000146691envid:

     Not reportedFacility County:
     2.25Tons:
     (H010-H129) Or (H131-H135)
     Storage, Bulking, And/Or Transfer Off Site--No Treatment/ReoveryDisposal Method:
     Not reportedWaste Category:
     Santa ClaraTSD County:
     CAD059494310TSD EPA ID:
     99Gen County:
     HONOLULU, HI 968130000Mailing City,St,Zip:
     170 ALA MOANA BLVDMailing Address:
     Not reportedMailing Name:
     8085435674Telephone:
     DONN FUKUDAContact:
     HID000150680GEPAID:
     2013Year:
     1000146691envid:

     Not reportedFacility County:
     0.0325Tons:
     (H010-H129) Or (H131-H135)
     Storage, Bulking, And/Or Transfer Off Site--No Treatment/ReoveryDisposal Method:
     Not reportedWaste Category:
     Santa ClaraTSD County:
     CAD059494310TSD EPA ID:
     99Gen County:
     HONOLULU, HI 968130000Mailing City,St,Zip:
     170 ALA MOANA BLVDMailing Address:
     Not reportedMailing Name:
     8085435674Telephone:
     DONN FUKUDAContact:
     HID000150680GEPAID:
     2013Year:

HAWAIIAN ELECTRIC - HONOLULU GENERATING STATION  (Continued) 1000146691
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MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

          Not reportedAction:
          9Region:
          HID000150680EPA ID:

2020 COR ACTION:

                    Boiler, 631.5 MMBtu/hr
                    Babcock and Wilcox Boiler, 589.0 MMBtu/hr957 MW Babcock and Wilcox
                    equipment and associated appurtenances:HECOUnit No.Description856 MW
                    Honolulu Generating StationThis permit encompasses the followingDescription:
                    Manager, Environmental DepartmentContact Title:
                    Sheri-Ann LooContact Name:
                    Honolulu, HI 96840-0001Mailing City,St,Zip:
                    808-543-4500Business Phone:
                    Not reportedLocale:
                    P.O. Box 2750Mailing Address:
                    OahuIsland:
                    0238-01-CFacility ID:

AIRS:

26 additional CA_HAZNET: record(s) in the EDR Site Report.
Click this hyperlink while viewing on your computer to access 

     99Facility County:
     0.01Tons:
     (H010-H129) Or (H131-H135)
     Storage, Bulking, And/Or Transfer Off Site--No Treatment/ReoveryDisposal Method:
     Not reportedWaste Category:
     Santa ClaraTSD County:
     CAD059494310TSD EPA ID:
     99Gen County:
     HONOLULU, HI 968130000Mailing City,St,Zip:
     170 ALA MOANA BLVDMailing Address:
     Not reportedMailing Name:
     8085435674Telephone:
     DONN FUKUDAContact:
     HID000150680GEPAID:
     2012Year:
     1000146691envid:

     99Facility County:
     0.075Tons:
     (H010-H129) Or (H131-H135)
     Storage, Bulking, And/Or Transfer Off Site--No Treatment/ReoveryDisposal Method:
     Not reportedWaste Category:
     Santa ClaraTSD County:
     CAD059494310TSD EPA ID:
     99Gen County:
     HONOLULU, HI 968130000Mailing City,St,Zip:

HAWAIIAN ELECTRIC - HONOLULU GENERATING STATION  (Continued) 1000146691
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http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=6fjd6UmCfTUxjGpJdR9u384MU4ffmhhFCO8tABsKT7ivUANgxMtK471FG5nzp.RQJjg.3U75RxNC9Qv4uEDp4cok8ebX4.GOMIFF4HAJ41XPfuI8f97H84ZThLvJhxe5FQqa3fjEO0Fl8Qimt4WP6xaoBuhPso9CKn1e6iF4fiqejdZ4dOSj33tEU3AsmE45C0XX9RdKTNgNUoVbxEB130cfG5iWp7xfJnU.8wlaR3to91WwuawH4K8m8iTy4WZJMoOL4HAH4kTVfuUrfzsG4Fmghtw6hz5VFFom8.mtOhO08Xe7tQ9U6mFXfbTqjU35dbep4w3.UtXZmAs1CvHk3MjGTaNwUy1PxcGZ7UfRGBFFpXBhJqYH5kMtRMhn9DtrusYnBtPh8ffy4OKuMqpnC9xE4V9RfpDPf6TDCJIthpUZhkfGFXH35rz1OzPJ8tY5tl0U4XqABbqdsBeTKOZZ2rk57lofirnFv6AK5TZQAyQYN30ng8TGvI4EM0.at8e0KCcH6a3Afxabj9HkdcPz4SwqUA5tmlv0Co7L3uvYTSYPUl7Ox70S480hGR93prSVJNi73JIgRlE09FMUu0yL3THp8Ikm4rh7MiMd3KUx4CLafwldfzzs4BlLhOmUh61qFty57tUkOSjK85nBt5SQ9G70BhuGsXG1KH0z9.YE7EdhiBsNvIryCgo7AYo5NEGUgoxc4msmMqXhtkOAKSp03
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=6fjd6UmCfTUxjGpJdR9u384MU4ffmhhFCO8tABsKT7ivUANgxMtK471FG5nzp.RQJjg.3U75RxNC9Qv4uEDp4cok8ebX4.GOMIFF4HAJ41XPfuI8f97H84ZThLvJhxe5FQqa3fjEO0Fl8Qimt4WP6xaoBuhPso9CKn1e6iF4fiqejdZ4dOSj33tEU3AsmE45C0XX9RdKTNgNUoVbxEB130cfG5iWp7xfJnU.8wlaR3to91WwuawH4K8m8iTy4WZJMoOL4HAH4kTVfuUrfzsG4Fmghtw6hz5VFFom8.mtOhO08Xe7tQ9U6mFXfbTqjU35dbep4w3.UtXZmAs1CvHk3MjGTaNwUy1PxcGZ7UfRGBFFpXBhJqYH5kMtRMhn9DtrusYnBtPh8ffy4OKuMqpnC9xE4V9RfpDPf6TDCJIthpUZhkfGFXH35rz1OzPJ8tY5tl0U4XqABbqdsBeTKOZZ2rk57lofirnFv6AK5TZQAyQYN30ng8TGvI4EM0.at8e0KCcH6a3Afxabj9HkdcPz4SwqUA5tmlv0Co7L3uvYTSYPUl7Ox70S480hGR93prSVJNi73JIgRlE09FMUu0yL3THp8Ikm4rh7MiMd3KUx4CLafwldfzzs4BlLhOmUh61qFty57tUkOSjK85nBt5SQ9G70BhuGsXG1KH0z9.YE7EdhiBsNvIryCgo7AYo5NEGUgoxc4msmMqXhtkOAKSp03


MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                    ResponseActivity Type:
                    Not reportedUnits:
                    0Numerical Quantity:
                    Not reportedLess Or Greater Than:
                    BenzopyreneSubstances:
                    Hawaii Opera Theatre Prop WarehouseUnits:
                    NoneER:
                    HEER EP&RLead and Program:
                    Not reportedFacility Registry Id:
                    Not reportedHID Number:
                    20120201-1355Case Number:
                    Not reportedSupplemental Loc. Text:
                    OahuIsland:

HI SPILLS:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Steve MowProject Manager:
                                             Opera Theater Sets & Props Wa
                                             No Further Action Determination with Institutional Controls for HawaiiDocument Subject:
                                             2012-261-SPMDocument Number:
                                             04/26/2012Document Date:
                                             No Further Action Letter - Restricted UseSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                                             Not reportedDescription of Restrictions:
                                             Engineering Control RequiredEngineering Control:
                                             Controls Required to Manage ContaminationUse Restrictions:
                                             Not reportedNature of Residual Contamination:
                                             Found: Capped petroleum and lead contamination.Nature of Contamination:
                                             Response OngoingResponse:
                                             Response NecessaryAssessment:
                                             NFAPriority:
                                             Hazard Managed With ControlsPotential Hazard And Controls:
                                             StateProgran Name:
                                             Not reportedLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             Hawaii Opera Theater Sets & Props WarehouseSDAR Environmental Interest Name:
                                             Not reportedSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard Managed With ControlsPotential Hazards And Controls:
                                             NFAHazard Priority:
                                             Steve MowProject Manager:
                                             StateProgram:
                                             Not reportedLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             Hawaii Opera Theater Sets & Props WarehouseEnvironmental Interest:
                                             OahuIsland:
                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

2308 ft. Site 2 of 2 in cluster AG
0.437 mi. HI INST CONTROL

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HI ENG CONTROLSHONOLULU, HI  
ESE HI SPILLS962 KAWAIAHAO ST    N/A
AG168 HI SHWSHAWAII OPERA THEATER SETS & PROPS WAREHOUSE S115488700

TC4289921.2s   Page 199



MAP FINDINGSMap ID
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EPA ID NumberDatabase(s)SiteElevation

                              Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                              OahuIsland:
                              Not reportedZip Suffix:
                              Not reportedSupplemental Location:
                              Hazard Managed With ControlsPotential hazards and controls:

INST CONTROL:

                                                  Engineering Control RequiredEngineering Control:
                                                  Hazard Managed With ControlsPotential Hazards And Controls:
                                                  OahuIsland:
                                                  Not reportedZip Suffix:
                                                  Not reportedSupplemental Location Text:

ENG CONTROLS:

                    Hawaii Opera Theater Sets & Props WarehouseFile Under:
                    Not reportedResult:
                    Not reportedAssignment End Date:
                    Curtis MartinActivity Lead:
                    ResponseActivity Type:
                    Not reportedUnits:
                    0Numerical Quantity:
                    Not reportedLess Or Greater Than:
                    TPHSubstances:
                    Hawaii Opera Theatre Prop WarehouseUnits:
                    NoneER:
                    HEER EP&RLead and Program:
                    Not reportedFacility Registry Id:
                    Not reportedHID Number:
                    20120201-1355Case Number:
                    Not reportedSupplemental Loc. Text:
                    OahuIsland:

                    Hawaii Opera Theater Sets & Props WarehouseFile Under:
                    Not reportedResult:
                    Not reportedAssignment End Date:
                    Curtis MartinActivity Lead:

HAWAII OPERA THEATER SETS & PROPS WAREHOUSE  (Continued) S115488700

                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard UndeterminedPotential Hazards And Controls:
                                             NFAHazard Priority:
                                             Eric SadoyamaProject Manager:
                                             StateProgram:
                                             SHWBLead Agency:
                                             110013767414Facility Registry Identifier:
                                             Not reportedHID Number:
                                             One Archer Lane Petroleum ContaminationEnvironmental Interest:
                                             OahuIsland:
                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

2361 ft. Site 2 of 3 in cluster AH
0.447 mi.

Relative:
Higher

Actual:
10 ft.

1/4-1/2 HONOLULU, HI  96813
ENE HI SPILLS801 S KING ST    N/A
AH169 HI SHWSONE ARCHER LANE 1006818981
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                    Terry CorpusActivity Lead:
                    ResponseActivity Type:
                    Not reportedUnits:
                    Not reportedNumerical Quantity:
                    Not reportedLess Or Greater Than:
                    Not reportedSubstances:
                    One Archer Lane, discovered USTUnits:
                    NoER:
                    HEER EP&RLead and Program:
                    110013767414Facility Registry Id:
                    Not reportedHID Number:
                    19961002-1100Case Number:
                    Not reportedSupplemental Loc. Text:
                    OahuIsland:

                    Myers King Street PartnersFile Under:
                    Refer to ISSTResult:
                    Not reportedAssignment End Date:
                    Terry CorpusActivity Lead:
                    ResponseActivity Type:
                    Not reportedUnits:
                    Not reportedNumerical Quantity:
                    Not reportedLess Or Greater Than:
                    PetroleumSubstances:
                    One Archer Lane, petroleum contaminationUnits:
                    NoER:
                    HEER EP&RLead and Program:
                    110013767414Facility Registry Id:
                    Not reportedHID Number:
                    19960724-1544Case Number:
                    Not reportedSupplemental Loc. Text:
                    OahuIsland:

HI SPILLS:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Eric SadoyamaProject Manager:
                                             Not reportedDocument Subject:
                                             Not reportedDocument Number:
                                             01/10/2006Document Date:
                                             No Further Action - Type UndeterminedSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Not reportedInstitutional Control:
                                             Not reportedDescription of Restrictions:
                                             Not reportedEngineering Control:
                                             UndeterminedUse Restrictions:
                                             Not reportedNature of Residual Contamination:
                                             Not reportedNature of Contamination:
                                             Not reportedResponse:
                                             Assessment OngoingAssessment:
                                             NFAPriority:
                                             Hazard UndeterminedPotential Hazard And Controls:
                                             StateProgran Name:
                                             SHWBLead Agency:
                                             110013767414Facility Registry Identifier:
                                             Not reportedHID Number:
                                             One Archer Lane Petroleum ContaminationSDAR Environmental Interest Name:
                                             Not reportedSupplemental Location Text:

ONE ARCHER LANE  (Continued) 1006818981
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                    Myers King Street PartnersFile Under:
                    SOSC NFAResult:
                    Not reportedAssignment End Date:
                    Bill PerryActivity Lead:
                    ResponseActivity Type:
                    Not reportedUnits:
                    Not reportedNumerical Quantity:
                    Not reportedLess Or Greater Than:
                    Unknown white powder possibily containing a bioterrorism agent anthraxSubstances:
                    1 Archer Lane, Honolulu, White Powder-Anthrax ScareUnits:
                    Site VisitER:
                    HEER EP&RLead and Program:
                    110013767414Facility Registry Id:
                    Not reportedHID Number:
                    20011013-1451Case Number:
                    Not reportedSupplemental Loc. Text:
                    OahuIsland:

                    Myers King Street PartnersFile Under:
                    Refer to ISSTResult:
                    Not reportedAssignment End Date:

ONE ARCHER LANE  (Continued) 1006818981

                    Self InsuredFRTYPE:
                    Permanently Out of UseTank Status:
                    R-1Tank Id:
                    9-103534Alt Facility ID:

HI Financial Assurance:

                                        DieselSubstance:
                                        1000Tank Capacity:
                                        08/06/1999Date Closed:
                                        Permanently Out of UseTank Status:
                                        12/01/1981Date Installed:
                                        R-1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.860587Longitude:
                                        21.307643Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        220 S KING ST, SUITE 1501Owner Address:
                                        CKSS ASSOCIATESOwner:
                                        9-103534Facility ID:

UST:

        Jose RuizProject Officer:
        990232Release ID:
        10/23/2001Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-103534Facility ID:

LUST:

2369 ft.
0.449 mi.

Relative:
Higher

Actual:
10 ft.

1/4-1/2 HI Financial AssuranceHONOLULU, HI  96813
North HI UST220 S KING ST    N/A
170 HI LUSTCENTRAL PACIFIC BANK U003711697
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                    Not reportedExpiration Date:

CENTRAL PACIFIC BANK  (Continued) U003711697

                                        Not reportedDate Installed:
                                        R-4Tank ID:

                                        GasolineSubstance:
                                        10000Tank Capacity:
                                        Not reportedDate Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-3Tank ID:

                                        GasolineSubstance:
                                        10000Tank Capacity:
                                        Not reportedDate Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-2Tank ID:

                                        GasolineSubstance:
                                        10000Tank Capacity:
                                        Not reportedDate Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.852016Longitude:
                                        21.302436Latitude:
                                        Honolulu, 96800 96800Owner City,St,Zip:
                                        P.O. BOX 3443Owner Address:
                                        SCHUBERT INDUSTRIESOwner:
                                        9-102451Facility ID:

UST:

        Eric SadoyamaProject Officer:
        920002Release ID:
        03/01/1995Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-102451Facility ID:

        Eric SadoyamaProject Officer:
        970002Release ID:
        02/10/1997Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-102451Facility ID:

LUST:

2393 ft. Site 3 of 3 in cluster AH
0.453 mi.

Relative:
Higher

Actual:
10 ft.

1/4-1/2 HONOLULU, HI  96800
ENE HI UST809 S KING ST    N/A
AH171 HI LUSTONE ARCHER LANE (FORMERLY KING STREET CARWASH) U003221738
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EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                                        Not ListedSubstance:
                                        300Tank Capacity:
                                        10/02/1996Date Closed:
                                        Permanently Out of UseTank Status:

ONE ARCHER LANE (FORMERLY KING STREET CARWASH)  (Continued) U003221738

                    HEER EP&RLead and Program:
                    110013769626Facility Registry Id:
                    Not reportedHID Number:
                    19920724-6Case Number:
                    Not reportedSupplemental Loc. Text:
                    OahuIsland:

HI SPILLS:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Cal MiyaharaProject Manager:
                                             No Further Action DeterminationDocument Subject:
                                             2008-015-CMMDocument Number:
                                             01/08/2008Document Date:
                                             No Further Action Letter - Restricted UseSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                                             Prohibit Disturbance of SoilDescription of Restrictions:
                                             Not reportedEngineering Control:
                                             Controls Required to Manage ContaminationUse Restrictions:
                                             of site
                                             No COCs above EALs for this limited area, ICs in place for other partsNature of Residual Contamination:
                                             Not reportedNature of Contamination:
                                             Response CompleteResponse:
                                             Response NecessaryAssessment:
                                             MediumPriority:
                                             Hazard Managed With ControlsPotential Hazard And Controls:
                                             StateProgran Name:
                                             HEERLead Agency:
                                             110013769626Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Kewalo IncineratorSDAR Environmental Interest Name:
                                             Not reportedSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard Managed With ControlsPotential Hazards And Controls:
                                             MediumHazard Priority:
                                             Cal MiyaharaProject Manager:
                                             StateProgram:
                                             HEERLead Agency:
                                             110013769626Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Kewalo IncineratorEnvironmental Interest:
                                             OahuIsland:
                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

2451 ft.
0.464 mi.

Relative:
Higher

Actual:
4 ft.

1/4-1/2 HI INST CONTROLHONOLULU, HI  96813
SSW HI SPILLS111 OHE ST    N/A
172 HI SHWSKEWALO INCINERATOR ASH DUMP S108859950
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                              Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                              OahuIsland:
                              Not reportedZip Suffix:
                              Not reportedSupplemental Location:
                              Hazard Managed With ControlsPotential hazards and controls:

INST CONTROL:

                    State of Hawaii, Hawaii Community Development AuthorityFile Under:
                    Not reportedResult:
                    Not reportedAssignment End Date:
                    Mike CrippsActivity Lead:
                    ResponseActivity Type:
                    Not reportedUnits:
                    0Numerical Quantity:
                    Not reportedLess Or Greater Than:
                    Incinerator AshSubstances:
                    Kewalo IncineratorUnits:
                    NoneER:

KEWALO INCINERATOR ASH DUMP  (Continued) S108859950

                                        OtherSubstance:
                                        Not reportedTank Capacity:
                                        07/27/1993Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-2Tank ID:

                                        OtherSubstance:
                                        Not reportedTank Capacity:
                                        07/27/1993Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.852187Longitude:
                                        21.302892Latitude:
                                        Honolulu, 96800 96800Owner City,St,Zip:
                                        788 S KING STOwner Address:
                                        SCAN LINE BUILDINGOwner:
                                        9-102752Facility ID:

UST:

        Jose RuizProject Officer:
        940019Release ID:
        11/15/1993Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-102752Facility ID:

LUST:

2473 ft. Site 1 of 2 in cluster AK
0.468 mi.

Relative:
Higher

Actual:
11 ft.

1/4-1/2 HONOLULU, HI  96800
ENE HI UST788 S KING ST    N/A
AK173 HI LUSTSCAN LINE BUILDING U003154619
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                                        OtherSubstance:
                                        Not reportedTank Capacity:
                                        07/27/1993Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-3Tank ID:

SCAN LINE BUILDING  (Continued) U003154619

                                        Permanently Out of UseTank Status:
                                        11/24/1962Date Installed:
                                        R-1Tank ID:

                                        GasolineSubstance:
                                        10000Tank Capacity:
                                        Not reportedDate Closed:
                                        Currently in UseTank Status:
                                        02/28/1992Date Installed:
                                        87Tank ID:

                                        DieselSubstance:
                                        6000Tank Capacity:
                                        Not reportedDate Closed:
                                        Currently in UseTank Status:
                                        02/28/1992Date Installed:
                                        6Tank ID:

                                        Used OilSubstance:
                                        1000Tank Capacity:
                                        Not reportedDate Closed:
                                        Currently in UseTank Status:
                                        03/21/1989Date Installed:
                                        5Tank ID:

                                        MapHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.852322Longitude:
                                        21.300789Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        P.O. BOX 2750Owner Address:
                                        HAWAIIAN ELECTRIC CO., INC.Owner:
                                        9-100957Facility ID:

UST:

        Shumin LiuProject Officer:
        920118Release ID:
        11/13/2001Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-100957Facility ID:

LUST:

2477 ft.
0.469 mi.

Relative:
Higher

Actual:
3 ft.

1/4-1/2 HI Financial AssuranceHONOLULU, HI  96813
East HI UST820 WARD AVE    N/A
174 HI LUSTHECO WARD AVE COMPLEX U003221628
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                    R-4Tank Id:
                    9-100957Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-5Tank Id:
                    9-100957Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-3Tank Id:
                    9-100957Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-1Tank Id:
                    9-100957Alt Facility ID:

HI Financial Assurance:

                                        Used OilSubstance:
                                        1000Tank Capacity:
                                        08/01/1988Date Closed:
                                        Permanently Out of UseTank Status:
                                        11/24/1978Date Installed:
                                        R-5Tank ID:

                                        GasolineSubstance:
                                        5000Tank Capacity:
                                        03/03/1992Date Closed:
                                        Permanently Out of UseTank Status:
                                        11/24/1962Date Installed:
                                        R-4Tank ID:

                                        DieselSubstance:
                                        5000Tank Capacity:
                                        03/03/1992Date Closed:
                                        Permanently Out of UseTank Status:
                                        11/24/1962Date Installed:
                                        R-3Tank ID:

                                        GasolineSubstance:
                                        3000Tank Capacity:
                                        03/03/1992Date Closed:
                                        Permanently Out of UseTank Status:
                                        11/24/1962Date Installed:
                                        R-2Tank ID:

                                        GasolineSubstance:
                                        3000Tank Capacity:
                                        03/03/1992Date Closed:

HECO WARD AVE COMPLEX  (Continued) U003221628
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                    04/28/2011Expiration Date:
                    Self InsuredFRTYPE:
                    Currently in UseTank Status:
                    5Tank Id:
                    9-100957Alt Facility ID:

                    04/28/2011Expiration Date:
                    Self InsuredFRTYPE:
                    Permanently Out of UseTank Status:
                    R-3Tank Id:
                    9-100957Alt Facility ID:

                    04/28/2011Expiration Date:
                    Self InsuredFRTYPE:
                    Permanently Out of UseTank Status:
                    R-5Tank Id:
                    9-100957Alt Facility ID:

                    04/28/2011Expiration Date:
                    Self InsuredFRTYPE:
                    Currently in UseTank Status:
                    87Tank Id:
                    9-100957Alt Facility ID:

                    04/28/2011Expiration Date:
                    Self InsuredFRTYPE:
                    Permanently Out of UseTank Status:
                    R-4Tank Id:
                    9-100957Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Currently in UseTank Status:
                    6Tank Id:
                    9-100957Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Currently in UseTank Status:
                    5Tank Id:
                    9-100957Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Currently in UseTank Status:
                    87Tank Id:
                    9-100957Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-2Tank Id:
                    9-100957Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:

HECO WARD AVE COMPLEX  (Continued) U003221628
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                    04/28/2011Expiration Date:
                    Self InsuredFRTYPE:
                    Permanently Out of UseTank Status:
                    R-1Tank Id:
                    9-100957Alt Facility ID:

                    04/28/2011Expiration Date:
                    Self InsuredFRTYPE:
                    Currently in UseTank Status:
                    6Tank Id:
                    9-100957Alt Facility ID:

                    04/28/2011Expiration Date:
                    Self InsuredFRTYPE:
                    Permanently Out of UseTank Status:
                    R-2Tank Id:
                    9-100957Alt Facility ID:

HECO WARD AVE COMPLEX  (Continued) U003221628

                                        12/30/1960Date Installed:
                                        R-4Tank ID:

                                        DieselSubstance:
                                        1000Tank Capacity:
                                        Not reportedDate Closed:
                                        Currently in UseTank Status:
                                        10/01/1993Date Installed:
                                        M-3Tank ID:

                                        GPSHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.852680Longitude:
                                        21.305630Latitude:
                                        Honolulu, 96843 96843Owner City,St,Zip:
                                        630 S BERETANIA STOwner Address:
                                        C&C OF HNL - BOARD OF WATER SUPPLYOwner:
                                        9-100118Facility ID:

UST:

        Thu PerryProject Officer:
        930104Release ID:
        07/16/1993Facility Status Date:
        Site Cleanup Completed with EHMPFacility Status:
        9-100118Facility ID:

        Thu PerryProject Officer:
        100029Release ID:
        02/28/2011Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-100118Facility ID:

LUST:

2482 ft.
0.470 mi.

Relative:
Higher

Actual:
11 ft.

1/4-1/2 HI Financial AssuranceHONOLULU, HI  96843
NE HI UST630 S BERETANIA ST    N/A
175 HI LUSTC&CH BOARD OF WATER SUPPLY BERETANIA STN. U003221567
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                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        r-9Tank ID:

                                        GasolineSubstance:
                                        2000Tank Capacity:
                                        12/12/1992Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        r-8Tank ID:

                                        DieselSubstance:
                                        1000Tank Capacity:
                                        11/27/1992Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        r-7Tank ID:

                                        GasolineSubstance:
                                        2500Tank Capacity:
                                        10/15/2008Date Closed:
                                        Permanently out of UseTank Status:
                                        10/01/1993Date Installed:
                                        r-2Tank ID:

                                        GasolineSubstance:
                                        2500Tank Capacity:
                                        10/15/2008Date Closed:
                                        Permanently out of UseTank Status:
                                        10/01/1993Date Installed:
                                        r-1Tank ID:

                                        OtherSubstance:
                                        10000Tank Capacity:
                                        08/19/1992Date Closed:
                                        Permanently Out of UseTank Status:
                                        12/30/2026Date Installed:
                                        R-6Tank ID:

                                        OtherSubstance:
                                        10000Tank Capacity:
                                        08/19/1992Date Closed:
                                        Permanently Out of UseTank Status:
                                        12/30/2026Date Installed:
                                        R-5Tank ID:

                                        DieselSubstance:
                                        550Tank Capacity:
                                        11/24/1992Date Closed:
                                        Permanently Out of UseTank Status:

C&CH BOARD OF WATER SUPPLY BERETANIA STN.  (Continued) U003221567
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                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    r-8Tank Id:
                    9-100118Alt Facility ID:

                    06/30/2009Expiration Date:
                    OtherFRTYPE:
                    Currently in UseTank Status:
                    M-3Tank Id:
                    9-100118Alt Facility ID:

                    06/30/2009Expiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    r-9Tank Id:
                    9-100118Alt Facility ID:

                    06/30/2009Expiration Date:
                    OtherFRTYPE:
                    Permanently out of UseTank Status:
                    r-1Tank Id:
                    9-100118Alt Facility ID:

                    06/30/2009Expiration Date:
                    OtherFRTYPE:
                    Permanently out of UseTank Status:
                    r-2Tank Id:
                    9-100118Alt Facility ID:

                    06/30/2009Expiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-4Tank Id:
                    9-100118Alt Facility ID:

                    06/30/2009Expiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    r-7Tank Id:
                    9-100118Alt Facility ID:

                    06/30/2009Expiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-5Tank Id:
                    9-100118Alt Facility ID:

                    06/30/2009Expiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-6Tank Id:
                    9-100118Alt Facility ID:

HI Financial Assurance:

                                        GasolineSubstance:
                                        2000Tank Capacity:
                                        12/12/1992Date Closed:

C&CH BOARD OF WATER SUPPLY BERETANIA STN.  (Continued) U003221567
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                    07/01/2012Expiration Date:
                    InsuranceFRTYPE:
                    Permanently Out of UseTank Status:
                    R-6Tank Id:
                    9-100118Alt Facility ID:

                    07/01/2012Expiration Date:
                    InsuranceFRTYPE:
                    Permanently out of UseTank Status:
                    r-1Tank Id:
                    9-100118Alt Facility ID:

                    07/01/2012Expiration Date:
                    InsuranceFRTYPE:
                    Currently in UseTank Status:
                    M-3Tank Id:
                    9-100118Alt Facility ID:

                    07/01/2012Expiration Date:
                    InsuranceFRTYPE:
                    Permanently out of UseTank Status:
                    r-2Tank Id:
                    9-100118Alt Facility ID:

                    07/01/2012Expiration Date:
                    InsuranceFRTYPE:
                    Permanently Out of UseTank Status:
                    R-4Tank Id:
                    9-100118Alt Facility ID:

                    07/01/2012Expiration Date:
                    InsuranceFRTYPE:
                    Permanently Out of UseTank Status:
                    R-5Tank Id:
                    9-100118Alt Facility ID:

                    07/01/2012Expiration Date:
                    InsuranceFRTYPE:
                    Permanently Out of UseTank Status:
                    r-7Tank Id:
                    9-100118Alt Facility ID:

                    07/01/2012Expiration Date:
                    InsuranceFRTYPE:
                    Permanently Out of UseTank Status:
                    r-9Tank Id:
                    9-100118Alt Facility ID:

                    07/01/2012Expiration Date:
                    InsuranceFRTYPE:
                    Permanently Out of UseTank Status:
                    r-8Tank Id:
                    9-100118Alt Facility ID:

                    06/30/2009Expiration Date:

C&CH BOARD OF WATER SUPPLY BERETANIA STN.  (Continued) U003221567
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                    Permanently Out of UseTank Status:
                    R-M-1Tank Id:
                    9-101803Alt Facility ID:

HI Financial Assurance:

                                        DieselSubstance:
                                        1000Tank Capacity:
                                        08/13/2014Date Closed:
                                        Permanently out of UseTank Status:
                                        02/01/1999Date Installed:
                                        r-M-2Tank ID:

                                        DieselSubstance:
                                        1000Tank Capacity:
                                        08/13/2014Date Closed:
                                        Permanently out of UseTank Status:
                                        02/01/1999Date Installed:
                                        r-M-2Tank ID:

                                        DieselSubstance:
                                        1000Tank Capacity:
                                        11/02/1996Date Closed:
                                        Permanently Out of UseTank Status:
                                        12/30/1983Date Installed:
                                        R-M-1Tank ID:

                                        DieselSubstance:
                                        1000Tank Capacity:
                                        11/02/1996Date Closed:
                                        Permanently Out of UseTank Status:
                                        12/30/1983Date Installed:
                                        R-M-1Tank ID:

                                        GPSHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.862490Longitude:
                                        21.306810Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        P.O. Box 2200Owner Address:
                                        HawaiianTelcomOwner:
                                        9-101803Facility ID:

UST:

        Shunsheng FuProject Officer:
        140023Release ID:
        08/20/2014Facility Status Date:
        Confirmed ReleaseFacility Status:
        9-101803Facility ID:

LUST:

2495 ft.
0.473 mi.

Relative:
Higher

Actual:
4 ft.

1/4-1/2 HI Financial AssuranceHONOLULU, HI  96813
NNW HI UST737 BISHOP STREET    N/A
176 HI LUSTPACIFIC LIGHT NET U001235593
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                    05/01/2012Expiration Date:
                    InsuranceFRTYPE:
                    Permanently out of UseTank Status:
                    r-M-2Tank Id:
                    9-101803Alt Facility ID:

                    05/01/2012Expiration Date:
                    InsuranceFRTYPE:
                    Permanently Out of UseTank Status:
                    R-M-1Tank Id:
                    9-101803Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently out of UseTank Status:
                    r-M-2Tank Id:
                    9-101803Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:

PACIFIC LIGHT NET  (Continued) U001235593

                                             Not reportedWithin Designated Areawide Contamination:
                                             Not reportedInstitutional Control:
                                             Not reportedDescription of Restrictions:
                                             Not reportedEngineering Control:
                                             UndeterminedUse Restrictions:
                                             Not reportedNature of Residual Contamination:
                                             Not reportedNature of Contamination:
                                             Not reportedResponse:
                                             Assessment OngoingAssessment:
                                             NFAPriority:
                                             Hazard UndeterminedPotential Hazard And Controls:
                                             StateProgran Name:
                                             Not reportedLead Agency:
                                             110013780382Facility Registry Identifier:
                                             Not reportedHID Number:
                                             City & County Wastewater Collection System Maintenance YardSDAR Environmental Interest Name:
                                             Not reportedSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard UndeterminedPotential Hazards And Controls:
                                             NFAHazard Priority:
                                             UnassignedProject Manager:
                                             StateProgram:
                                             Not reportedLead Agency:
                                             110013780382Facility Registry Identifier:
                                             Not reportedHID Number:
                                             City & County Wastewater Collection System Maintenance YardEnvironmental Interest:
                                             OahuIsland:
                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

2733 ft. Site 1 of 3 in cluster AL
0.518 mi.

Relative:
Higher

Actual:
3 ft.

1/2-1 HONOLULU, HI  96813
SSW 98 KOULA ST    N/A
AL177 HI SHWSC&C WASTE WATER DIVISION MAINTENANCE YARD 1006820134
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                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             UnassignedProject Manager:
                                             Not reportedDocument Subject:
                                             Not reportedDocument Number:
                                             07/09/2001Document Date:
                                             No Further Action - Type UndeterminedSite Closure Type:

C&C WASTE WATER DIVISION MAINTENANCE YARD  (Continued) 1006820134

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Cal MiyaharaProject Manager:
                                             Not reportedDocument Subject:
                                             Not reportedDocument Number:
                                             Not reportedDocument Date:
                                             Not reportedSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Not reportedInstitutional Control:
                                             Not reportedDescription of Restrictions:
                                             Not reportedEngineering Control:
                                             UndeterminedUse Restrictions:
                                             Not reportedNature of Residual Contamination:
                                             Not reportedNature of Contamination:
                                             Not reportedResponse:
                                             Assessment OngoingAssessment:
                                             MediumPriority:
                                             Hazard UndeterminedPotential Hazard And Controls:
                                             StateProgran Name:
                                             HEERLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             801 South Hotel StreetSDAR Environmental Interest Name:
                                             Not reportedSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard UndeterminedPotential Hazards And Controls:
                                             MediumHazard Priority:
                                             Cal MiyaharaProject Manager:
                                             StateProgram:
                                             HEERLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             801 South Hotel StreetEnvironmental Interest:
                                             OahuIsland:
                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

2733 ft. Site 2 of 2 in cluster AK
0.518 mi.

Relative:
Higher

Actual:
16 ft.

1/2-1 HONOLULU, HI  96813
ENE 801 S HOTEL ST    N/A
AK178 HI SHWS801 SOUTH HOTEL STREET S115488669

TC4289921.2s   Page 215



MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                              Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                              OahuIsland:
                              Not reportedZip Suffix:
                              Not reportedSupplemental Location:
                              Hazard Managed With ControlsPotential hazards and controls:

INST CONTROL:

                                                  Engineering Control RequiredEngineering Control:
                                                  Hazard Managed With ControlsPotential Hazards And Controls:
                                                  OahuIsland:
                                                  Not reportedZip Suffix:
                                                  Not reportedSupplemental Location Text:

ENG CONTROLS:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Melody CalisayProject Manager:
                                             Not reportedDocument Subject:
                                             Not reportedDocument Number:
                                             Not reportedDocument Date:
                                             Not reportedSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                                             System
                                             Prohibit Any Activity That May Disturb the Integrity of the CappingDescription of Restrictions:
                                             Engineering Control RequiredEngineering Control:
                                             Controls Required to Manage ContaminationUse Restrictions:
                                             Not reportedNature of Residual Contamination:
                                             Found: Lead in soilNature of Contamination:
                                             Response CompleteResponse:
                                             Response NecessaryAssessment:
                                             MediumPriority:
                                             Hazard Managed With ControlsPotential Hazard And Controls:
                                             StateProgran Name:
                                             HEERLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             Kakaako Makai District Parking Garage-Unit 1and 3SDAR Environmental Interest Name:
                                             Not reportedSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard Managed With ControlsPotential Hazards And Controls:
                                             MediumHazard Priority:
                                             Melody CalisayProject Manager:
                                             StateProgram:
                                             HEERLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             Kakaako Makai District Parking Garage-Unit 1and 3Environmental Interest:
                                             OahuIsland:
                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

2847 ft. Site 2 of 3 in cluster AL
0.539 mi.

Relative:
Higher

Actual:
3 ft.

1/2-1 HI INST CONTROLHONOLULU, HI  96813
South HI ENG CONTROLSAHUI ST, OHE ST, ILALO ST & OLOMEHANI ST    N/A
AL179 HI SHWSKAKAAKO MAKAI DISTRICT PARKING GARAGE-UNIT 1AND 3 S108859949
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        Shunsheng FuProject Officer:
        110013Release ID:
        11/07/2011Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-103909Facility ID:

LUST:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Paul ChongProject Manager:
                                             Subsurface Soil Assessment Report, Honolulu HI, dated Oct 28, 2010Document Subject:
                                             2011-399-PCDocument Number:
                                             07/19/2011Document Date:
                                             No Further Action Letter - Unrestricted Residential UseSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Not reportedInstitutional Control:
                                             Not reportedDescription of Restrictions:
                                             Not reportedEngineering Control:
                                             No Hazard Present For Unrestricted Residential UseUse Restrictions:
                                             Not reportedNature of Residual Contamination:
                                             multistory building
                                             Found: Low levels of contaminated soil left in place. Area capped withNature of Contamination:
                                             Response CompleteResponse:
                                             Response NecessaryAssessment:
                                             NFAPriority:
                                             No HazardPotential Hazard And Controls:
                                             StateProgran Name:
                                             HEERLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             Pacifica CondominiumsSDAR Environmental Interest Name:
                                             Not reportedSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             No HazardPotential Hazards And Controls:
                                             NFAHazard Priority:
                                             Paul ChongProject Manager:
                                             StateProgram:
                                             HEERLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             Pacifica CondominiumsEnvironmental Interest:
                                             OahuIsland:
                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

2892 ft.
0.548 mi.

Relative:
Higher

Actual:
3 ft.

1/2-1 HONOLULU, HI  96814
ESE HI LUST1009 KAPIOLANI BLVD    N/A
180 HI SHWSPACIFICA CONDOMINIUM S110765470
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                                        -157.853940Longitude:
                                        21.309010Latitude:
                                        Honolulu, 96813 96813Owner City,St,Zip:
                                        1301 Punchbowl St.Owner Address:
                                        QUEEN’S Medical CenterOwner:
                                        9-100901Facility ID:

UST:

        Richard TakabaProject Officer:
        990096Release ID:
        09/24/1999Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-100901Facility ID:

LUST:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Eric SadoyamaProject Manager:
                                             Not reportedDocument Subject:
                                             Not reportedDocument Number:
                                             08/11/2006Document Date:
                                             No Further Action - Type UndeterminedSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Not reportedInstitutional Control:
                                             Not reportedDescription of Restrictions:
                                             Not reportedEngineering Control:
                                             UndeterminedUse Restrictions:
                                             No (petroleum in soil) contamination left on site is above EALs.Nature of Residual Contamination:
                                             Found: Petroleum in soilNature of Contamination:
                                             Not reportedResponse:
                                             Assessment OngoingAssessment:
                                             NFAPriority:
                                             Hazard UndeterminedPotential Hazard And Controls:
                                             StateProgran Name:
                                             HEERLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             Queen’s Medical Center USTSDAR Environmental Interest Name:
                                             Not reportedSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard UndeterminedPotential Hazards And Controls:
                                             NFAHazard Priority:
                                             Eric SadoyamaProject Manager:
                                             StateProgram:
                                             HEERLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             Queen’s Medical Center USTEnvironmental Interest:
                                             OahuIsland:
                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

2916 ft.
0.552 mi. HI AIRS

Relative:
Higher

Actual:
20 ft.

1/2-1 HI USTHONOLULU, HI  96813
NNE HI LUST1301 PUNCHBOWL ST    N/A
181 HI SHWSQUEEN’S MEDICAL CENTER 1000490311
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                                        DieselSubstance:
                                        20000Tank Capacity:
                                        Not reportedDate Closed:
                                        Currently In UseTank Status:
                                        12/22/2006Date Installed:
                                        m-3-MakaiTank ID:

                                        DieselSubstance:
                                        20000Tank Capacity:
                                        Not reportedDate Closed:
                                        Currently In UseTank Status:
                                        12/22/2006Date Installed:
                                        m-2-MaukaTank ID:

                                        DieselSubstance:
                                        20000Tank Capacity:
                                        Not reportedDate Closed:
                                        Currently In UseTank Status:
                                        12/22/2006Date Installed:
                                        m-2-MaukaTank ID:

                                        Not ListedSubstance:
                                        1000Tank Capacity:
                                        12/17/1998Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-4Tank ID:

                                        Not ListedSubstance:
                                        1000Tank Capacity:
                                        12/17/1998Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-4Tank ID:

                                        DieselSubstance:
                                        14000Tank Capacity:
                                        Not reportedDate Closed:
                                        Currently In UseTank Status:
                                        04/09/1985Date Installed:
                                        M-1Tank ID:

                                        DieselSubstance:
                                        14000Tank Capacity:
                                        Not reportedDate Closed:
                                        Currently In UseTank Status:
                                        04/09/1985Date Installed:
                                        M-1Tank ID:

                                        GPSHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:

QUEEN’S MEDICAL CENTER  (Continued) 1000490311
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                    Cleaver Brooks model no. CB200-200-150, serial nos. OL103325.
                    nos. OL103324; andb. One (1) 8.2 MMBtu/hr fire tube steam boilers,
                    tube steam boilers, Cleaver Brooks model no. CB200-200-150, serial
                    equipment and associated appurtenances:a. One (1) 8.2 MMBtu/hr fire
                    unit no. U-4.Attachment IIBThis attachment encompasses the following
                    model no. 3516B, serial no. PBR00269, manufactured in November 2006,
                    U-3; andd. One (1) 3,286 bhp Caterpillar Diesel Engine Generator set,
                    3516B, serial no. PBR00268, manufactured in November 2006, unit no.
                    One (1) 3,286 bhp Caterpillar Diesel Engine Generator set, model no.
                    serial no. PBR00267, manufactured in November 2006, unit no. U-2;c.
                    3,286 bhp Caterpillar Diesel Engine Generator set, model no. 3516B,
                    PBR00266, manufactured in November 2006, unit no. U-1;b. One (1)
                    Caterpillar Diesel Engine Generator set, model no. 3516B, serial no.
                    equipment and associated appurtenances:a. One (1) 3,286 bhp
                    Steam BoilersAttachment IIAThis attachment encompasses the following
                    Four (4) 3,286 bhp Diesel Engine Generators and Two (2) 8.2 MMBtu/hrDescription:
                    Facility EngineerContact Title:
                    Bob LaubeContact Name:
                    Honolulu, HI 96813Mailing City,St,Zip:
                    808-691-4426Business Phone:
                    Not reportedLocale:
                    1301 Punchbowl StreetMailing Address:
                    OahuIsland:
                    0353-02-CFacility ID:

AIRS:

                                        DieselSubstance:
                                        20000Tank Capacity:
                                        Not reportedDate Closed:
                                        Currently In UseTank Status:
                                        12/22/2006Date Installed:
                                        m-3-MakaiTank ID:

QUEEN’S MEDICAL CENTER  (Continued) 1000490311

                                             110013787688Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Kakaako Brownfield Project-Unit 8SDAR Environmental Interest Name:
                                             Not reportedSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard Managed With ControlsPotential Hazards And Controls:
                                             HighHazard Priority:
                                             Melody CalisayProject Manager:
                                             StateProgram:
                                             HEERLead Agency:
                                             110013787688Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Kakaako Brownfield Project-Unit 8Environmental Interest:
                                             OahuIsland:
                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

2955 ft. Site 3 of 3 in cluster AL
0.560 mi.

Relative:
Higher

Actual:
3 ft.

1/2-1 HI INST CONTROLHONOLULU, HI  96814
South HI ENG CONTROLS59 AHUI ST    N/A
AL182 HI SHWSKAKAAKO BROWNFIELD PROJECT - UNIT 8 S108008547
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                              Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                              OahuIsland:
                              Not reportedZip Suffix:
                              Not reportedSupplemental Location:
                              Hazard Managed With ControlsPotential hazards and controls:

INST CONTROL:

                                                  Engineering Control RequiredEngineering Control:
                                                  Hazard Managed With ControlsPotential Hazards And Controls:
                                                  OahuIsland:
                                                  Not reportedZip Suffix:
                                                  Not reportedSupplemental Location Text:

ENG CONTROLS:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Melody CalisayProject Manager:
                                             Not reportedDocument Subject:
                                             Not reportedDocument Number:
                                             Not reportedDocument Date:
                                             Not reportedSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                                             Zoned - IndustrialDescription of Restrictions:
                                             Engineering Control RequiredEngineering Control:
                                             Controls Required to Manage ContaminationUse Restrictions:
                                             Not reportedNature of Residual Contamination:
                                             I EAL in soil.
                                             the site indicated elevated levels of Pb, As, and PAH’s above DOH Tier
                                             Found: Laboratory analytical results of soil samples collected fromNature of Contamination:
                                             Response OngoingResponse:
                                             Response NecessaryAssessment:
                                             HighPriority:
                                             Hazard Managed With ControlsPotential Hazard And Controls:
                                             StateProgran Name:
                                             HEERLead Agency:

KAKAAKO BROWNFIELD PROJECT - UNIT 8  (Continued) S108008547

                                             Not reportedSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard UndeterminedPotential Hazards And Controls:
                                             NFAHazard Priority:
                                             UnassignedProject Manager:
                                             StateProgram:
                                             Not reportedLead Agency:
                                             110013789212Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Harbor CourtEnvironmental Interest:
                                             OahuIsland:
                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

3006 ft.
0.569 mi.

Relative:
Higher

Actual:
7 ft.

1/2-1 HONOLULU, HI  96813
NNW 66 QUEEN ST    N/A
183 HI SHWSHARBOR COURT 1006820894
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                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             UnassignedProject Manager:
                                             Not reportedDocument Subject:
                                             Not reportedDocument Number:
                                             12/21/1994Document Date:
                                             No Further Action - Type UndeterminedSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Not reportedInstitutional Control:
                                             Not reportedDescription of Restrictions:
                                             Not reportedEngineering Control:
                                             UndeterminedUse Restrictions:
                                             Not reportedNature of Residual Contamination:
                                             Not reportedNature of Contamination:
                                             Not reportedResponse:
                                             Assessment OngoingAssessment:
                                             NFAPriority:
                                             Hazard UndeterminedPotential Hazard And Controls:
                                             StateProgran Name:
                                             Not reportedLead Agency:
                                             110013789212Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Harbor CourtSDAR Environmental Interest Name:

HARBOR COURT  (Continued) 1006820894

                    Not reportedOwner/Op start date:
                    OwnerOwner/Operator Type:
                    PrivateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:
                    JAS W GLOVEROwner/operator name:

Owner/Operator Summary:

                    Handler: Non-Generators do not presently generate hazardous wasteDescription:
                    Non-GeneratorClassification:
                    Other land typeLand type:
                    09EPA Region:
                    Not reportedContact email:
                    (808) 533-1777Contact telephone:
                    USContact country:
                    HONOLULU, HI 96814
                    1046 WAIMAMU STContact address:
                    ENVIRONMENTAL  MANAGERContact:
                    HONOLULU, HI 96809
                    PO BOX 579Mailing address:
                    HID981637861EPA ID:
                    HONOLULU, HI 96814
                    1046 WAIMAMU STFacility address:
                    JAS W GLOVER LTDFacility name:
                    01/09/1987Date form received by agency:

RCRA NonGen / NLR:

3088 ft. HI UST
0.585 mi. HI LUST

Relative:
Higher

Actual:
3 ft.

1/2-1 HI SHWSHONOLULU, HI  96814
ESE FINDS1046 WAIMAMU ST HID981637861
184 RCRA NonGen / NLRJAS W GLOVER LTD 1000135795
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                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

STATE MASTER

corrective action activities required under RCRA.
program staff to track the notification, permit, compliance, and
and treat, store, or dispose of hazardous waste. RCRAInfo allows RCRA
events and activities related to facilities that generate, transport,
Conservation and Recovery Act (RCRA) program through the tracking of
RCRAInfo is a national information system that supports the Resource
                    Environmental Interest/Information System

                    110005724252Registry ID:

FINDS:

                    StateEvaluation lead agency:
                    Not reportedDate achieved compliance:
                    Not reportedArea of violation:
                    COMPLIANCE EVALUATION INSPECTION ON-SITEEvaluation:
                    12/21/1995Evaluation date:

Evaluation Action Summary:

                    No violations foundViolation Status:

                              NoUsed oil transporter:
                              NoUsed oil transfer facility:
                              NoUsed oil Specification marketer:
                              NoUsed oil fuel marketer to burner:
                              NoUser oil refiner:
                              NoUsed oil processor:
                              NoUsed oil fuel burner:
                              NoFurnace exemption:
                              NoOn-site burner exemption:
                              NoUnderground injection activity:
                              NoTreater, storer or disposer of HW:
                              NoTransporter of hazardous waste:
                              NoRecycler of hazardous waste:
                              NoMixed waste (haz. and radioactive):
                              NoU.S. importer of hazardous waste:

Handler Activities Summary:

                    Not reportedOwner/Op end date:
                    Not reportedOwner/Op start date:
                    OperatorOwner/Operator Type:
                    PrivateLegal status:
                    (415) 555-1212Owner/operator telephone:
                    Not reportedOwner/operator country:
                    NOT REQUIRED, ME 99999
                    NOT REQUIREDOwner/operator address:
                    NOT REQUIREDOwner/operator name:

                    Not reportedOwner/Op end date:

JAS W GLOVER LTD  (Continued) 1000135795
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                                        11/12/1990Date Closed:
                                        Permanently Out of UseTank Status:
                                        03/07/2037Date Installed:
                                        R-1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.851284Longitude:
                                        21.296327Latitude:
                                        Honolulu, 96814 96814Owner City,St,Zip:
                                        725 KAPIOLANI BLVD, SUITE 306Owner Address:
                                        JAS W. GLOVER, LTDOwner:
                                        9-100835Facility ID:

UST:

        Richard TakabaProject Officer:
        020019Release ID:
        05/26/2004Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-100835Facility ID:

LUST:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Melody CalisayProject Manager:
                                             Not reportedDocument Subject:
                                             Not reportedDocument Number:
                                             06/10/2004Document Date:
                                             ISST NFA - No LetterSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Not reportedInstitutional Control:
                                             Not reportedDescription of Restrictions:
                                             Not reportedEngineering Control:
                                             UndeterminedUse Restrictions:
                                             unknownNature of Residual Contamination:
                                             Found: Hydraulic fluidNature of Contamination:
                                             Response CompleteResponse:
                                             Response NecessaryAssessment:
                                             NFAPriority:
                                             Hazard UndeterminedPotential Hazard And Controls:
                                             StateProgran Name:
                                             HEERLead Agency:
                                             110005724252Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Glover BuildingSDAR Environmental Interest Name:
                                             Not reportedSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard UndeterminedPotential Hazards And Controls:
                                             NFAHazard Priority:
                                             Melody CalisayProject Manager:
                                             StateProgram:
                                             HEERLead Agency:
                                             110005724252Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Glover BuildingEnvironmental Interest:
                                             OahuIsland:

JAS W GLOVER LTD  (Continued) 1000135795
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                                        GasolineSubstance:
                                        600Tank Capacity:

JAS W GLOVER LTD  (Continued) 1000135795

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Mark SutterfieldProject Manager:
                                             NFA letter for Capitol Development Project 1212 Queen Emma StDocument Subject:
                                             2005-583-MSDocument Number:
                                             11/15/2005Document Date:
                                             No Further Action Letter - Unrestricted Residential UseSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Not reportedInstitutional Control:
                                             Not reportedDescription of Restrictions:
                                             Not reportedEngineering Control:
                                             No Hazard Present for Unrestricted Residential UseUse Restrictions:
                                             Lead contaminated soilNature of Residual Contamination:
                                             Found: Diesel, leadNature of Contamination:
                                             Response CompleteResponse:
                                             Response NecessaryAssessment:
                                             NFAPriority:
                                             No HazardPotential Hazard And Controls:
                                             StateProgran Name:
                                             HEERLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             Capitol Place Development ProjectSDAR Environmental Interest Name:
                                             Not reportedSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             No HazardPotential Hazards And Controls:
                                             NFAHazard Priority:
                                             Mark SutterfieldProject Manager:
                                             StateProgram:
                                             HEERLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             Capitol Place Development ProjectEnvironmental Interest:
                                             OahuIsland:
                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

3195 ft.
0.605 mi.

Relative:
Higher

Actual:
23 ft.

1/2-1 HONOLULU, HI  96813
North 1212 QUEEN EMMA ST    N/A
185 HI SHWSCAPITOL PLACE DEVELOPMENT PROJECT S108008488
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                    Cost RecoveryActivity Type:
                    Not reportedUnits:
                    Not reportedNumerical Quantity:
                    Not reportedLess Or Greater Than:
                    Oil/Hydraulic Fluid/SolventsSubstances:
                    Self Storage 1 ( previously Volkswagon repair shop, Laundry Facility) 5 sand filled UST’s onsiteUnits:
                    YesER:
                    HEER EP&RLead and Program:
                    110013778769Facility Registry Id:
                    Not reportedHID Number:
                    19981028-1300Case Number:
                    Not reportedSupplemental Loc. Text:
                    OahuIsland:

HI SPILLS:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Mark SutterfieldProject Manager:
                                             NFA letter for Self Storage 1at 438 Kamakee StDocument Subject:
                                             2004-350-MSDocument Number:
                                             08/26/2004Document Date:
                                             No Further Action Letter - Unrestricted Residential UseSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Not reportedInstitutional Control:
                                             Not reportedDescription of Restrictions:
                                             Not reportedEngineering Control:
                                             No Hazard Present For Unrestricted Residential UseUse Restrictions:
                                             be removed when site is redeveloped.
                                             Petroleum contaminated soil. 2 tanks closed in place; suggested theyNature of Residual Contamination:
                                             Not reportedNature of Contamination:
                                             Response CompleteResponse:
                                             Response NecessaryAssessment:
                                             NFAPriority:
                                             No HazardPotential Hazard And Controls:
                                             StateProgran Name:
                                             HEERLead Agency:
                                             110013778769Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Honolulu LaundrySDAR Environmental Interest Name:
                                             Not reportedSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             No HazardPotential Hazards And Controls:
                                             NFAHazard Priority:
                                             Mark SutterfieldProject Manager:
                                             StateProgram:
                                             HEERLead Agency:
                                             110013778769Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Honolulu LaundryEnvironmental Interest:
                                             OahuIsland:
                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

3416 ft. Site 1 of 2 in cluster AM
0.647 mi.

Relative:
Higher

Actual:
3 ft.

1/2-1 HONOLULU, HI  96814
SE HI SPILLS438 KAMAKEE ST    N/A
AM186 HI SHWSSELF STORAGE 1 1006819998
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                    Self Storage 1File Under:
                    Refer to ISSTResult:
                    Not reportedAssignment End Date:
                    Bill PerryActivity Lead:
                    ResponseActivity Type:
                    Not reportedUnits:
                    Not reportedNumerical Quantity:
                    Not reportedLess Or Greater Than:
                    Oil/Hydraulic Fluid/SolventsSubstances:
                    Self Storage 1 ( previously Volkswagon repair shop, Laundry Facility) 5 sand filled UST’s onsiteUnits:
                    YesER:
                    HEER EP&RLead and Program:
                    110013778769Facility Registry Id:
                    Not reportedHID Number:
                    19981028-1300Case Number:
                    Not reportedSupplemental Loc. Text:
                    OahuIsland:

                    Self Storage 1File Under:
                    New PMResult:
                    2002-11-30 00:00:00Assignment End Date:
                    Tricia NagataniActivity Lead:

SELF STORAGE 1  (Continued) 1006819998

                                             Not reportedDescription of Restrictions:
                                             Not reportedEngineering Control:
                                             UndeterminedUse Restrictions:
                                             Not reportedNature of Residual Contamination:
                                             Presumed: UnknownNature of Contamination:
                                             Not reportedResponse:
                                             Assessment OngoingAssessment:
                                             NFAPriority:
                                             Hazard UndeterminedPotential Hazard And Controls:
                                             StateProgran Name:
                                             Not reportedLead Agency:
                                             110013772916Facility Registry Identifier:
                                             HID984469890HID Number:
                                             U.S. Coast Guard Base HonoluluSDAR Environmental Interest Name:
                                             Coast Guard Base HonoluluSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard UndeterminedPotential Hazards And Controls:
                                             NFAHazard Priority:
                                             John PeardProject Manager:
                                             StateProgram:
                                             Not reportedLead Agency:
                                             110013772916Facility Registry Identifier:
                                             HID984469890HID Number:
                                             U.S. Coast Guard Base HonoluluEnvironmental Interest:
                                             OahuIsland:
                                             Coast Guard Base HonoluluSupplemental Location:
                                             Not reportedOrganization:

SHWS:

3534 ft. HI Financial Assurance
0.669 mi. HI SPILLS

Relative:
Higher

Actual:
3 ft.

1/2-1 HI USTHONOLULU, HI  96819
West HI LUST400 SAND ISLAND PARKWAY    N/A
187 HI SHWSU.S. COAST GUARD BASE HONOLULU U003541746
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                                        2000Tank Capacity:
                                        01/01/1989Date Closed:
                                        Permanently Out of UseTank Status:
                                        05/01/1970Date Installed:
                                        R-FE-UNLTank ID:

                                        GasolineSubstance:
                                        1000Tank Capacity:
                                        01/01/1989Date Closed:
                                        Permanently Out of UseTank Status:
                                        05/01/1970Date Installed:
                                        R-FE-REGTank ID:

                                        GasolineSubstance:
                                        6000Tank Capacity:
                                        Not reportedDate Closed:
                                        Currently in UseTank Status:
                                        05/01/1989Date Installed:
                                        92-NAFA-3Tank ID:

                                        GasolineSubstance:
                                        6000Tank Capacity:
                                        Not reportedDate Closed:
                                        Currently in UseTank Status:
                                        05/01/1989Date Installed:
                                        87-NAFA-4Tank ID:

                                        GPSHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.873180Longitude:
                                        21.305800Latitude:
                                        Honolulu, 96819 96819Owner City,St,Zip:
                                        400 SAND ISLAND PARKWAYOwner Address:
                                        U.S. COAST GUARD BASE EXCHANGE SYSTEMOwner:
                                        9-101798Facility ID:

UST:

        Renato ManiulitProject Officer:
        970128Release ID:
        01/28/2000Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-101798Facility ID:

LUST:

                                             HI 96720
                                             (808) 933-9921 Environmental Health Bldg, 1582 Kamehameha Ave, Hilo,Contact Information:
                                             John PeardProject Manager:
                                             Not reportedDocument Subject:
                                             Not reportedDocument Number:
                                             07/20/1994Document Date:
                                             No Further Action - Type UndeterminedSite Closure Type:
                                             Honolulu Harbor Sand Island UnitWithin Designated Areawide Contamination:
                                             Not reportedInstitutional Control:

U.S. COAST GUARD BASE HONOLULU  (Continued) U003541746
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                    Liz GalvezActivity Lead:
                    ResponseActivity Type:
                    GallonsUnits:
                    200Numerical Quantity:
                    Not reportedLess Or Greater Than:
                    SewageSubstances:
                    Raw Sewage ReleaseUnits:
                    NoneER:
                    HEER EP&RLead and Program:
                    Not reportedFacility Registry Id:
                    Not reportedHID Number:
                    20110118-1438Case Number:
                    Not reportedSupplemental Loc. Text:
                    OahuIsland:

HI SPILLS:

                                        DieselSubstance:
                                        1000Tank Capacity:
                                        12/30/1983Date Closed:
                                        Permanently Out of UseTank Status:
                                        12/30/1960Date Installed:
                                        R-OODTank ID:

                                        GasolineSubstance:
                                        4000Tank Capacity:
                                        02/28/1989Date Closed:
                                        Permanently Out of UseTank Status:
                                        05/01/1963Date Installed:
                                        R-NAFA-2Tank ID:

                                        GasolineSubstance:
                                        4000Tank Capacity:
                                        02/01/1989Date Closed:
                                        Permanently Out of UseTank Status:
                                        05/01/1963Date Installed:
                                        R-NAFA-1Tank ID:

                                        DieselSubstance:
                                        350Tank Capacity:
                                        08/30/1989Date Closed:
                                        Permanently Out of UseTank Status:
                                        05/02/1967Date Installed:
                                        R-IND-2Tank ID:

                                        DieselSubstance:
                                        1000Tank Capacity:
                                        09/16/1988Date Closed:
                                        Permanently Out of UseTank Status:
                                        05/06/1964Date Installed:
                                        R-IND-1Tank ID:

                                        GasolineSubstance:

U.S. COAST GUARD BASE HONOLULU  (Continued) U003541746
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                    Not reportedFile Under:
                    SOSC NFAResult:
                    2013-02-11 00:00:00Assignment End Date:
                    Adam TeekellActivity Lead:
                    ResponseActivity Type:
                    GallonsUnits:
                    1Numerical Quantity:
                    Not reportedLess Or Greater Than:
                    SewageSubstances:
                    Sewage Spilled on VesselUnits:
                    NoneER:
                    HEER EP&RLead and Program:
                    Not reportedFacility Registry Id:
                    Not reportedHID Number:
                    20130210-1930Case Number:
                    Not reportedSupplemental Loc. Text:
                    OahuIsland:

                    Not reportedFile Under:
                    DrillResult:
                    Not reportedAssignment End Date:
                    Adam TeekellActivity Lead:
                    DrillActivity Type:
                    Not reportedUnits:
                    10Numerical Quantity:
                    Not reportedLess Or Greater Than:
                    OilSubstances:
                    Drill Spill for Pacific Commercial ServicesUnits:
                    NoneER:
                    HEER EP&RLead and Program:
                    Not reportedFacility Registry Id:
                    Not reportedHID Number:
                    20120802-1015Case Number:
                    Not reportedSupplemental Loc. Text:
                    OahuIsland:

                    Not reportedFile Under:
                    DrillResult:
                    2011-03-24 00:00:00Assignment End Date:
                    Liz GalvezActivity Lead:
                    ResponseActivity Type:
                    GallonsUnits:
                    2Numerical Quantity:
                    Not reportedLess Or Greater Than:
                    Bilge SlopsSubstances:
                    DRILL NRC 971075 DRILLUnits:
                    NoneER:
                    HEER EP&RLead and Program:
                    Not reportedFacility Registry Id:
                    Not reportedHID Number:
                    20110324-1338Case Number:
                    NRC 971075 DRILL DRILLSupplemental Loc. Text:
                    OahuIsland:

                    US Coast Guard Base HonoluluFile Under:
                    Not reportedResult:
                    Not reportedAssignment End Date:

U.S. COAST GUARD BASE HONOLULU  (Continued) U003541746

TC4289921.2s   Page 230



MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-OODTank Id:
                    9-101798Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-NAFA-2Tank Id:
                    9-101798Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-NAFA-1Tank Id:
                    9-101798Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-IND-2Tank Id:
                    9-101798Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-IND-1Tank Id:
                    9-101798Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-FE-UNLTank Id:
                    9-101798Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-FE-REGTank Id:
                    9-101798Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Currently in UseTank Status:
                    92-NAFA-3Tank Id:
                    9-101798Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Currently in UseTank Status:
                    87-NAFA-4Tank Id:
                    9-101798Alt Facility ID:

HI Financial Assurance:

U.S. COAST GUARD BASE HONOLULU  (Continued) U003541746
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                    Chris TakenoActivity Lead:
                    ResponseActivity Type:
                    Not reportedUnits:
                    Not reportedNumerical Quantity:
                    Not reportedLess Or Greater Than:
                    Not reportedSubstances:
                    1510A Frear StreetUnits:
                    Not reportedER:
                    HEER EP&RLead and Program:
                    110013783478Facility Registry Id:
                    Not reportedHID Number:
                    19950404Case Number:
                    Unit ASupplemental Loc. Text:
                    OahuIsland:

HI SPILLS:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Eric SadoyamaProject Manager:
                                             "No further action" determinationDocument Subject:
                                             2005-351-ESDocument Number:
                                             07/15/2005Document Date:
                                             No Further Action Letter - Unrestricted Residential UseSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Not reportedInstitutional Control:
                                             Not reportedDescription of Restrictions:
                                             Not reportedEngineering Control:
                                             No Hazard Present for Unrestricted Residential UseUse Restrictions:
                                             Appears to be a small motor oil release that has attenuated.Nature of Residual Contamination:
                                             Not reportedNature of Contamination:
                                             Not reportedResponse:
                                             Response Not NecessaryAssessment:
                                             NFAPriority:
                                             No HazardPotential Hazard And Controls:
                                             StateProgran Name:
                                             HEERLead Agency:
                                             110013783478Facility Registry Identifier:
                                             Not reportedHID Number:
                                             1510A Frear StreetSDAR Environmental Interest Name:
                                             Unit ASupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             No HazardPotential Hazards And Controls:
                                             NFAHazard Priority:
                                             Eric SadoyamaProject Manager:
                                             StateProgram:
                                             HEERLead Agency:
                                             110013783478Facility Registry Identifier:
                                             Not reportedHID Number:
                                             1510A Frear StreetEnvironmental Interest:
                                             OahuIsland:
                                             Unit ASupplemental Location:
                                             Not reportedOrganization:

SHWS:

3625 ft.
0.687 mi.

Relative:
Higher

Actual:
69 ft.

1/2-1 HONOLULU, HI  96813
NE HI SPILLS1510 FREAR ST    N/A
188 HI SHWS1510 FREAR STREET S107024174
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                    1510A Frear StreetFile Under:
                    Refer to ISSTResult:
                    Not reportedAssignment End Date:

1510 FREAR STREET  (Continued) S107024174

                    Reserve Housing TowerUnits:
                    NoER:
                    HEER EP&RLead and Program:
                    110013778322Facility Registry Id:
                    Not reportedHID Number:
                    19951025-2Case Number:
                    Not reportedSupplemental Loc. Text:
                    OahuIsland:

HI SPILLS:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             UnassignedProject Manager:
                                             Not reportedDocument Subject:
                                             Not reportedDocument Number:
                                             10/25/1995Document Date:
                                             No Further Action - Type UndeterminedSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Not reportedInstitutional Control:
                                             Not reportedDescription of Restrictions:
                                             Not reportedEngineering Control:
                                             UndeterminedUse Restrictions:
                                             contaminants below HDOH EALs, and under a parking garage.Nature of Residual Contamination:
                                             Found: oilNature of Contamination:
                                             Not reportedResponse:
                                             Assessment OngoingAssessment:
                                             NFAPriority:
                                             Hazard UndeterminedPotential Hazard And Controls:
                                             StateProgran Name:
                                             Not reportedLead Agency:
                                             110013778322Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Reserve Housing Tower Soil ContaminationSDAR Environmental Interest Name:
                                             Not reportedSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard UndeterminedPotential Hazards And Controls:
                                             NFAHazard Priority:
                                             UnassignedProject Manager:
                                             StateProgram:
                                             Not reportedLead Agency:
                                             110013778322Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Reserve Housing Tower Soil ContaminationEnvironmental Interest:
                                             OahuIsland:
                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

3735 ft. Site 2 of 2 in cluster AM
0.707 mi.

Relative:
Higher

Actual:
3 ft.

1/2-1 HONOLULU, HI  96813
SE HI SPILLS1141 WAIMANU ST    N/A
AM189 HI SHWSRESERVE HOUSING TOWER SOIL CONTAMINATION 1006819959
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                    Reserve Housing TowerFile Under:
                    Refer to ISSTResult:
                    Not reportedAssignment End Date:
                    Bill PerryActivity Lead:
                    ResponseActivity Type:
                    Not reportedUnits:
                    Not reportedNumerical Quantity:
                    Not reportedLess Or Greater Than:
                    oil/stained soilSubstances:

RESERVE HOUSING TOWER SOIL CONTAMINATION  (Continued) 1006819959

                                        9-102337Facility ID:
UST:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Cal MiyaharaProject Manager:
                                             Not reportedDocument Subject:
                                             Not reportedDocument Number:
                                             Not reportedDocument Date:
                                             Not reportedSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Not reportedInstitutional Control:
                                             Not reportedDescription of Restrictions:
                                             Not reportedEngineering Control:
                                             UndeterminedUse Restrictions:
                                             Not reportedNature of Residual Contamination:
                                             determination.
                                             Found: Lead found in soil above TCLP threshold; hazardous wasteNature of Contamination:
                                             Response OngoingResponse:
                                             Response NecessaryAssessment:
                                             HighPriority:
                                             Hazard UndeterminedPotential Hazard And Controls:
                                             StateProgran Name:
                                             HEERLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             McKinley High School Synthetic Track and FieldSDAR Environmental Interest Name:
                                             McKinley High School Rifle Range FacilitySupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard UndeterminedPotential Hazards And Controls:
                                             HighHazard Priority:
                                             Cal MiyaharaProject Manager:
                                             StateProgram:
                                             HEERLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             McKinley High School Synthetic Track and FieldEnvironmental Interest:
                                             OahuIsland:
                                             McKinley High School Rifle Range FacilitySupplemental Location:
                                             Not reportedOrganization:

SHWS:

3870 ft.
0.733 mi.

Relative:
Higher

Actual:
11 ft.

1/2-1 HI Financial AssuranceHONOLULU, HI  96814
East HI UST1039 S KING ST    N/A
190 HI SHWSAUXILIARY SERVICES - DOE U003154583

TC4289921.2s   Page 234



MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                    Not reportedExpiration Date:
                    Letter of CreditFRTYPE:
                    Permanently Out of UseTank Status:
                    R-4Tank Id:
                    9-102337Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-4Tank Id:
                    9-102337Alt Facility ID:

                    Not reportedExpiration Date:
                    Letter of CreditFRTYPE:
                    Permanently Out of UseTank Status:
                    R-2Tank Id:
                    9-102337Alt Facility ID:

HI Financial Assurance:

                                        GasolineSubstance:
                                        1400Tank Capacity:
                                        12/22/1997Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-4Tank ID:

                                        DieselSubstance:
                                        300Tank Capacity:
                                        12/01/1997Date Closed:
                                        Permanently Out of UseTank Status:
                                        04/01/1967Date Installed:
                                        R-2Tank ID:

                                        GasolineSubstance:
                                        850Tank Capacity:
                                        12/22/1997Date Closed:
                                        Permanently Out of UseTank Status:
                                        04/01/1970Date Installed:
                                        R-1Tank ID:

                                        GasolineSubstance:
                                        250Tank Capacity:
                                        07/01/1970Date Closed:
                                        Permanently Out of UseTank Status:
                                        04/01/1967Date Installed:
                                        R-003Tank ID:

                                        Not reportedHorizontal Collection Method Name:
                                        Not reportedHorizontal Reference Datum Name:
                                        Not reportedLongitude:
                                        Not reportedLatitude:
                                        Honolulu, 96814 96814Owner City,St,Zip:
                                        1037 S BERETANIA StOwner Address:
                                        STATE DOE - AUXILIARY SERVICES SECTIONOwner:

AUXILIARY SERVICES - DOE  (Continued) U003154583
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                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-1Tank Id:
                    9-102337Alt Facility ID:

                    Not reportedExpiration Date:
                    Letter of CreditFRTYPE:
                    Permanently Out of UseTank Status:
                    R-003Tank Id:
                    9-102337Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-003Tank Id:
                    9-102337Alt Facility ID:

                    Not reportedExpiration Date:
                    Letter of CreditFRTYPE:
                    Permanently Out of UseTank Status:
                    R-1Tank Id:
                    9-102337Alt Facility ID:

                    Not reportedExpiration Date:
                    OtherFRTYPE:
                    Permanently Out of UseTank Status:
                    R-2Tank Id:
                    9-102337Alt Facility ID:

AUXILIARY SERVICES - DOE  (Continued) U003154583

                                             LowPriority:
                                             Hazard PresentPotential Hazard And Controls:
                                             StateProgran Name:
                                             HEERLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             Yee Hop Building Maunakea StreetSDAR Environmental Interest Name:
                                             Not reportedSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard PresentPotential Hazards And Controls:
                                             LowHazard Priority:
                                             Mark SutterfieldProject Manager:
                                             StateProgram:
                                             HEERLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             Yee Hop Building Maunakea StreetEnvironmental Interest:
                                             OahuIsland:
                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

4018 ft.
0.761 mi.

Relative:
Higher

Actual:
12 ft.

1/2-1 HONOLULU, HI  
NNW 950 MAUNAKEA ST    N/A
191 HI SHWSYEE HOP BUILDING MAUNAKEA STREET S106821168
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                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Mark SutterfieldProject Manager:
                                             Not reportedDocument Subject:
                                             Not reportedDocument Number:
                                             Not reportedDocument Date:
                                             Not reportedSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Not reportedInstitutional Control:
                                             Not reportedDescription of Restrictions:
                                             Not reportedEngineering Control:
                                             Controls Required to Manage ContaminationUse Restrictions:
                                             Not reportedNature of Residual Contamination:
                                             Found: Diesel in soilNature of Contamination:
                                             Response OngoingResponse:
                                             Response NecessaryAssessment:

YEE HOP BUILDING MAUNAKEA STREET  (Continued) S106821168

                                             NFA for footprint of Building and parking lot in Area 2Document Subject:
                                             2006-059-MSDocument Number:
                                             02/02/2006Document Date:
                                             No Further Action Letter - Restricted UseSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                                             System. Thin layer of lead covered by new condominium building.
                                             Prohibit Any Activity That May Disturb the Integrity of the CappingDescription of Restrictions:
                                             Engineering Control RequiredEngineering Control:
                                             Controls Required to Manage ContaminationUse Restrictions:
                                             Thin layer of lead covered by new condominium buildingNature of Residual Contamination:
                                             Found: LeadNature of Contamination:
                                             Response CompleteResponse:
                                             Response NecessaryAssessment:
                                             NFAPriority:
                                             Hazard Managed With ControlsPotential Hazard And Controls:
                                             StateProgran Name:
                                             HEERLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             Koolani Tower ProjectSDAR Environmental Interest Name:
                                             Not reportedSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard Managed With ControlsPotential Hazards And Controls:
                                             NFAHazard Priority:
                                             Mark SutterfieldProject Manager:
                                             StateProgram:
                                             HEERLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             Koolani Tower ProjectEnvironmental Interest:
                                             OahuIsland:
                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

4051 ft.
0.767 mi. HI INST CONTROL

Relative:
Higher

Actual:
3 ft.

1/2-1 HI ENG CONTROLSHONOLULU, HI  96814
SE HI SPILLS1189 WAIMANU ST    N/A
192 HI SHWSKOOLANI TOWER PROJECT S106818609
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                              Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                              OahuIsland:
                              Not reportedZip Suffix:
                              Not reportedSupplemental Location:
                              Hazard Managed With ControlsPotential hazards and controls:

INST CONTROL:

                                                  Engineering Control RequiredEngineering Control:
                                                  Hazard Managed With ControlsPotential Hazards And Controls:
                                                  OahuIsland:
                                                  Not reportedZip Suffix:
                                                  Not reportedSupplemental Location Text:

ENG CONTROLS:

                    Cresent HeightsFile Under:
                    Refer to ISSTResult:
                    Not reportedAssignment End Date:
                    Liz GalvezActivity Lead:
                    ResponseActivity Type:
                    UnknownUnits:
                    Not reportedNumerical Quantity:
                    Not reportedLess Or Greater Than:
                    Diesel FuelSubstances:
                    Koolani Tower ProjectUnits:
                    Not reportedER:
                    HEER EP&RLead and Program:
                    Not reportedFacility Registry Id:
                    Not reportedHID Number:
                    20040615-1651Case Number:
                    Not reportedSupplemental Loc. Text:
                    OahuIsland:

HI SPILLS:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Mark SutterfieldProject Manager:

KOOLANI TOWER PROJECT  (Continued) S106818609

                                             OahuIsland:
                                             Not reportedOrganization:
                                             No HazardPotential Hazards And Controls:
                                             NFAHazard Priority:
                                             Mark SutterfieldProject Manager:
                                             StateProgram:
                                             HEERLead Agency:
                                             110013769564Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Kekaulike Diamond Head Block RevitalizationEnvironmental Interest:
                                             OahuIsland:
                                             Hotel St & Kekaulike StSupplemental Location:
                                             Not reportedOrganization:

SHWS:

4452 ft.
0.843 mi.

Relative:
Higher

Actual:
12 ft.

1/2-1 HONOLULU, HI  96817
NNW HI SPILLS163 N HOTEL ST    N/A
193 HI SHWSKEKAULIKE DIAMOND HEAD BLOCK REVITALIZATION 1006819184
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                    Development
                    City and County of Honolulu, Department of Housing and CommunityFile Under:
                    SOSC NFAResult:
                    Not reportedAssignment End Date:
                    Mike CrippsActivity Lead:
                    ResponseActivity Type:
                    Not reportedUnits:
                    Not reportedNumerical Quantity:
                    Not reportedLess Or Greater Than:
                    oilSubstances:
                    Kekaulike Diamond Head BlockUnits:
                    Not reportedER:
                    HEER EP&RLead and Program:
                    110013769564Facility Registry Id:
                    Not reportedHID Number:
                    19941215-0915Case Number:
                    Hotel St & Kekaulike StSupplemental Loc. Text:
                    OahuIsland:

HI SPILLS:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Mark SutterfieldProject Manager:
                                             NFA of Kekaulike Diamond Head BlockDocument Subject:
                                             2005-150-MSDocument Number:
                                             03/23/2005Document Date:
                                             Letter of Completion - Unrestricted Residential UseSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Not reportedInstitutional Control:
                                             Not reportedDescription of Restrictions:
                                             Not reportedEngineering Control:
                                             No Hazard Present for Unrestricted Residential UseUse Restrictions:
                                             Petroleum contaminated soilNature of Residual Contamination:
                                             Not reportedNature of Contamination:
                                             Response CompleteResponse:
                                             Response NecessaryAssessment:
                                             NFAPriority:
                                             No HazardPotential Hazard And Controls:
                                             StateProgran Name:
                                             HEERLead Agency:
                                             110013769564Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Kekaulike Diamond Head Block RevitalizationSDAR Environmental Interest Name:
                                             Hotel St & Kekaulike StSupplemental Location Text:

KEKAULIKE DIAMOND HEAD BLOCK REVITALIZATION  (Continued) 1006819184

                                             110013780934Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Evershine XEnvironmental Interest:
                                             OahuIsland:
                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

4465 ft.
0.846 mi.

Relative:
Higher

Actual:
3 ft.

1/2-1 HONOLULU, HI  96814
ESE HI VCP1230 KAPIOLANI BLVD    N/A
194 HI SHWSEVERSHINE X S105262688
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                    OahuIsland:
                    Not reportedSupplemental Location:
                    Not reportedZip Suffix:
                    Voluntary Response ProgramProgram:

VCP:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Mark SutterfieldProject Manager:
                                             LOC for Evershine X no conditionsDocument Subject:
                                             2004-338-MSDocument Number:
                                             08/18/2004Document Date:
                                             Letter of Completion - Unrestricted Residential UseSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Not reportedInstitutional Control:
                                             Not reportedDescription of Restrictions:
                                             Not reportedEngineering Control:
                                             No Hazard Present For Unrestricted Residential UseUse Restrictions:
                                             Petroleum contaminated soilNature of Residual Contamination:
                                             Found: Petroleum productsNature of Contamination:
                                             Response CompleteResponse:
                                             Response NecessaryAssessment:
                                             NFAPriority:
                                             No HazardPotential Hazard And Controls:
                                             Voluntary Response ProgramProgran Name:
                                             HEERLead Agency:
                                             110013780934Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Evershine XSDAR Environmental Interest Name:
                                             Not reportedSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             No HazardPotential Hazards And Controls:
                                             NFAHazard Priority:
                                             Mark SutterfieldProject Manager:
                                             Voluntary Response ProgramProgram:
                                             HEERLead Agency:

EVERSHINE X  (Continued) S105262688

                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard Managed With ControlsPotential Hazards And Controls:
                                             NFAHazard Priority:
                                             Cal MiyaharaProject Manager:
                                             StateProgram:
                                             HEERLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             Durant PropertiesEnvironmental Interest:
                                             OahuIsland:
                                             1226 Waimanu StSupplemental Location:
                                             Not reportedOrganization:

SHWS:

4550 ft.
0.862 mi.

Relative:
Higher

Actual:
3 ft.

1/2-1 HONOLULU, HI  
ESE HI INST CONTROL1235 KONA ST    N/A
195 HI SHWSDURANT PROPERTIES S109096045
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                              Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                              OahuIsland:
                              Not reportedZip Suffix:
                              1226 Waimanu StSupplemental Location:
                              Hazard Managed With ControlsPotential hazards and controls:

INST CONTROL:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Cal MiyaharaProject Manager:
                                             EHE & EHMP, 1235 Kona St, Feb 2011Document Subject:
                                             2011-323-CMMDocument Number:
                                             06/17/2011Document Date:
                                             No Further Action Letter - Restricted UseSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                                             Not reportedDescription of Restrictions:
                                             Not reportedEngineering Control:
                                             Controls Required to Manage ContaminationUse Restrictions:
                                             Not reportedNature of Residual Contamination:
                                             soil.
                                             Found: Nickel above Tier 1 EAL in GW and Cadmium above Tier 1 EAL inNature of Contamination:
                                             Response CompleteResponse:
                                             Response NecessaryAssessment:
                                             NFAPriority:
                                             Hazard Managed With ControlsPotential Hazard And Controls:
                                             StateProgran Name:
                                             HEERLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             Durant PropertiesSDAR Environmental Interest Name:
                                             1226 Waimanu StSupplemental Location Text:

DURANT PROPERTIES  (Continued) S109096045

                                             Not reportedLead Agency:
                                             110013778830Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Sand Island Business Association Lot 023 ASTSDAR Environmental Interest Name:
                                             Sand Island Business Association Lot 023Supplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard UndeterminedPotential Hazards And Controls:
                                             NFAHazard Priority:
                                             Laura YoungProject Manager:
                                             StateProgram:
                                             Not reportedLead Agency:
                                             110013778830Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Sand Island Business Association Lot 023 ASTEnvironmental Interest:
                                             OahuIsland:
                                             Sand Island Business Association Lot 023Supplemental Location:
                                             Not reportedOrganization:

SHWS:

4782 ft.
0.906 mi.

Relative:
Higher

Actual:
3 ft.

1/2-1 HONOLULU, HI  96819
WNW HI SPILLS1020 ULUPONO ST    N/A
196 HI SHWSSAND ISLAND BUSINESS ASSOCIATION LOT 023 1006820004
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                    ROLLOFFS HawaiiFile Under:
                    SOSC NFAResult:
                    2014-03-17 00:00:00Assignment End Date:
                    Liz GalvezActivity Lead:
                    ResponseActivity Type:
                    GallonsUnits:
                    1084Numerical Quantity:
                    Not reportedLess Or Greater Than:
                    Diesel FuelSubstances:
                    Rolloffs Hawaii diesel ASTUnits:
                    Site VisitER:
                    HEER EP&RLead and Program:
                    Not reportedFacility Registry Id:
                    Not reportedHID Number:
                    20140303-0325Case Number:
                    Not reportedSupplemental Loc. Text:
                    OahuIsland:

HI SPILLS:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Laura YoungProject Manager:
                                             Not reportedDocument Subject:
                                             Not reportedDocument Number:
                                             07/08/2002Document Date:
                                             No Further Action - Type UndeterminedSite Closure Type:
                                             Honolulu Harbor Sand Island UnitWithin Designated Areawide Contamination:
                                             Not reportedInstitutional Control:
                                             Not reportedDescription of Restrictions:
                                             Not reportedEngineering Control:
                                             UndeterminedUse Restrictions:
                                             Not reportedNature of Residual Contamination:
                                             Not reportedNature of Contamination:
                                             Not reportedResponse:
                                             Assessment OngoingAssessment:
                                             NFAPriority:
                                             Hazard UndeterminedPotential Hazard And Controls:
                                             StateProgran Name:

SAND ISLAND BUSINESS ASSOCIATION LOT 023  (Continued) 1006820004

                                             Not reportedOrganization:
                                             Hazard UndeterminedPotential Hazards And Controls:
                                             LowHazard Priority:
                                             Melody CalisayProject Manager:
                                             StateProgram:
                                             HEERLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             Awa Street Wastewater Pump Station and Force Main ImprovementsEnvironmental Interest:
                                             OahuIsland:
                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

4857 ft.
0.920 mi.

Relative:
Lower

Actual:
2 ft.

1/2-1 HONOLULU, HI  96817
NNW HI SPILLS190 N NIMITZ HWY    N/A
197 HI SHWSAWA WASTEWATER PUMP STATION S105262868
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                    Okahara and Associates, Inc.File Under:
                    SOSC NFAResult:
                    Not reportedAssignment End Date:
                    Not reportedActivity Lead:
                    ResponseActivity Type:
                    Not reportedUnits:
                    Not reportedNumerical Quantity:
                    Not reportedLess Or Greater Than:
                    OilSubstances:
                    Awa Wastewater Pump StationUnits:
                    Not reportedER:
                    HEER EP&RLead and Program:
                    Not reportedFacility Registry Id:
                    Not reportedHID Number:
                    19930826Case Number:
                    Not reportedSupplemental Loc. Text:
                    OahuIsland:

HI SPILLS:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Melody CalisayProject Manager:
                                             Not reportedDocument Subject:
                                             Not reportedDocument Number:
                                             Not reportedDocument Date:
                                             Not reportedSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Not reportedInstitutional Control:
                                             Not reportedDescription of Restrictions:
                                             Not reportedEngineering Control:
                                             UndeterminedUse Restrictions:
                                             Not reportedNature of Residual Contamination:
                                             Not reportedNature of Contamination:
                                             Not reportedResponse:
                                             Assessment OngoingAssessment:
                                             LowPriority:
                                             Hazard UndeterminedPotential Hazard And Controls:
                                             StateProgran Name:
                                             HEERLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             Awa Street Wastewater Pump Station and Force Main ImprovementsSDAR Environmental Interest Name:
                                             Not reportedSupplemental Location Text:
                                             OahuIsland:

AWA WASTEWATER PUMP STATION  (Continued) S105262868

                                             110013785868Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Honolulu Harbor Iwilei District Operating PartiesEnvironmental Interest:
                                             OahuIsland:
                                             Iwilei, Honolulu HarborSupplemental Location:
                                             Not reportedOrganization:

SHWS:

4877 ft. HI Financial Assurance
0.924 mi. HI SPILLS

Relative:
Higher

Actual:
3 ft.

1/2-1 HI USTHONOLULU, HI  96814
ESE HI LUST615 PIIKOI ST    N/A
198 HI SHWSCENPAC PROPERTIES - OFFICE BUILDING U003402842
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                                        DieselSubstance:
                                        150Tank Capacity:
                                        10/20/1998Date Closed:
                                        Permanently Out of UseTank Status:
                                        Not reportedDate Installed:
                                        R-M-1Tank ID:

                                        Address MatchingHorizontal Collection Method Name:
                                        NAD83Horizontal Reference Datum Name:
                                        -157.845794Longitude:
                                        21.295272Latitude:
                                        Honolulu, 96814 96814Owner City,St,Zip:
                                        1150 S KING ST SUITE 1101Owner Address:
                                        CENPAC PROPERTIESOwner:
                                        9-103438Facility ID:

UST:

        David HodgesProject Officer:
        990205Release ID:
        07/07/1999Facility Status Date:
        Site Cleanup Completed (NFA)Facility Status:
        9-103438Facility ID:

LUST:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             UnassignedProject Manager:
                                             Not reportedDocument Subject:
                                             Not reportedDocument Number:
                                             Not reportedDocument Date:
                                             Not reportedSite Closure Type:
                                             Honolulu Harbor Iwilei UnitWithin Designated Areawide Contamination:
                                             Not reportedInstitutional Control:
                                             Not reportedDescription of Restrictions:
                                             Not reportedEngineering Control:
                                             Controls Required to Manage ContaminationUse Restrictions:
                                             Not reportedNature of Residual Contamination:
                                             Parties (IDPP).
                                             taken over by the Honolulu Harbor Iwilei District Participating
                                             Found: Honolulu Harbor Iwilei District Operating Parties (IDOP) wereNature of Contamination:
                                             Not reportedResponse:
                                             Assessment OngoingAssessment:
                                             MediumPriority:
                                             Hazard PresentPotential Hazard And Controls:
                                             StateProgran Name:
                                             HEERLead Agency:
                                             110013785868Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Honolulu Harbor Iwilei District Operating PartiesSDAR Environmental Interest Name:
                                             Iwilei, Honolulu HarborSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard PresentPotential Hazards And Controls:
                                             MediumHazard Priority:
                                             UnassignedProject Manager:
                                             StateProgram:
                                             HEERLead Agency:

CENPAC PROPERTIES - OFFICE BUILDING  (Continued) U003402842
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                    Not reportedExpiration Date:
                    Surety BondFRTYPE:
                    Permanently Out of UseTank Status:
                    R-M-1Tank Id:
                    9-103438Alt Facility ID:

                    Not reportedExpiration Date:
                    InsuranceFRTYPE:
                    Permanently Out of UseTank Status:
                    R-M-1Tank Id:
                    9-103438Alt Facility ID:

HI Financial Assurance:

                    Iwilei District Participating Parties, LLCFile Under:
                    PendingResult:
                    Not reportedAssignment End Date:
                    Liz GalvezActivity Lead:
                    ResponseActivity Type:
                    Not reportedUnits:
                    0Numerical Quantity:
                    Not reportedLess Or Greater Than:
                    PetroleumSubstances:
                    Potential to release OU1CUnits:
                    NoneER:
                    HEER EP&RLead and Program:
                    110013785868Facility Registry Id:
                    Not reportedHID Number:
                    20101216-1230Case Number:
                    Honolulu HarborSupplemental Loc. Text:
                    OahuIsland:

HI SPILLS:

CENPAC PROPERTIES - OFFICE BUILDING  (Continued) U003402842

                                             HEERLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             1310 Pensacola StreetSDAR Environmental Interest Name:
                                             Not reportedSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             No HazardPotential Hazards And Controls:
                                             NFAHazard Priority:
                                             Paul ChongProject Manager:
                                             StateProgram:
                                             HEERLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             1310 Pensacola StreetEnvironmental Interest:
                                             OahuIsland:
                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

4974 ft.
0.942 mi.

Relative:
Higher

Actual:
27 ft.

1/2-1 HONOLULU, HI  
East 1310 PENSACOLA ST    N/A
199 HI SHWS1310 PENSACOLA STREET S111704658
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MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Paul ChongProject Manager:
                                             Closure and Release Report, dated M
                                             No Further Action Determination for the Underground Storage TankDocument Subject:
                                             2011-433-PCDocument Number:
                                             07/26/2011Document Date:
                                             No Further Action Letter - Unrestricted Residential UseSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Not reportedInstitutional Control:
                                             Not reportedDescription of Restrictions:
                                             Not reportedEngineering Control:
                                             No Hazard Present For Unrestricted Residential UseUse Restrictions:
                                             Not reportedNature of Residual Contamination:
                                             Not reportedNature of Contamination:
                                             Response CompleteResponse:
                                             Response NecessaryAssessment:
                                             NFAPriority:
                                             No HazardPotential Hazard And Controls:
                                             StateProgran Name:

1310 PENSACOLA STREET  (Continued) S111704658

                                             No Further Action Letter - Unrestricted Residential UseSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Not reportedInstitutional Control:
                                             Not reportedDescription of Restrictions:
                                             Not reportedEngineering Control:
                                             No Hazard Present For Unrestricted Residential UseUse Restrictions:
                                             Fuel oil contaminated soilNature of Residual Contamination:
                                             Not reportedNature of Contamination:
                                             Response CompleteResponse:
                                             Response NecessaryAssessment:
                                             NFAPriority:
                                             No HazardPotential Hazard And Controls:
                                             StateProgran Name:
                                             HEERLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             215 North King Street Construction Site, Tanks 1 & 2SDAR Environmental Interest Name:
                                             Not reportedSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             No HazardPotential Hazards And Controls:
                                             NFAHazard Priority:
                                             Ukris Wongse-OntProject Manager:
                                             StateProgram:
                                             HEERLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             215 North King Street Construction Site, Tanks 1 & 2Environmental Interest:
                                             OahuIsland:
                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

5002 ft. Site 1 of 2 in cluster AN
0.947 mi.

Relative:
Higher

Actual:
3 ft.

1/2-1 HONOLULU, HI  96814
NNW 215 N KING ST    N/A
AN200 HI SHWS215 NORTH KING STREET CONSTRUCTION SITE, TANKS 1 & 2 S106815334
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MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Ukris Wongse-OntProject Manager:
                                             Additional justifications for NFA accepted for Tank No. 1 & 2Document Subject:
                                             2004-509-UWDocument Number:
                                             12/10/2004Document Date:

215 NORTH KING STREET CONSTRUCTION SITE, TANKS 1 & 2  (Continued) S106815334

                              Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                              OahuIsland:
                              Not reportedZip Suffix:
                              Not reportedSupplemental Location:
                              Hazard Managed With ControlsPotential hazards and controls:

INST CONTROL:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Mark SutterfieldProject Manager:
                                             Letter of Completion, Town Inn/Town Square VRP ProjectDocument Subject:
                                             Not reportedDocument Number:
                                             08/18/2004Document Date:
                                             Letter of Completion - Restricted UseSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Government - Hawaii Dept. of Health Letter IssuedInstitutional Control:
                                             Not reportedDescription of Restrictions:
                                             Not reportedEngineering Control:
                                             Controls Required to Manage ContaminationUse Restrictions:
                                             contamination left on site is above EALs.
                                             No (TPH-D, BTEX, PAHs, and free product in soil and groundwater)Nature of Residual Contamination:
                                             Found: TPH-D, BTEX, PAHs, and free product in soil and groundwater.Nature of Contamination:
                                             Response CompleteResponse:
                                             Response NecessaryAssessment:
                                             NFAPriority:
                                             Hazard Managed With ControlsPotential Hazard And Controls:
                                             Voluntary Response ProgramProgran Name:
                                             HEERLead Agency:
                                             110013773755Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Town InnSDAR Environmental Interest Name:
                                             Not reportedSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard Managed With ControlsPotential Hazards And Controls:
                                             NFAHazard Priority:
                                             Mark SutterfieldProject Manager:
                                             Voluntary Response ProgramProgram:
                                             HEERLead Agency:
                                             110013773755Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Town InnEnvironmental Interest:
                                             OahuIsland:
                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

5003 ft.
0.948 mi.

Relative:
Higher

Actual:
3 ft.

1/2-1 HI VCPHONOLULU, HI  96817
North HI INST CONTROL248-258 N BERETANIA ST    N/A
201 HI SHWSTOWN INN 1006819555
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MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                    OahuIsland:
                    Not reportedSupplemental Location:
                    Not reportedZip Suffix:
                    Voluntary Response ProgramProgram:

VCP:

TOWN INN  (Continued) 1006819555

                    HEER EP&RLead and Program:
                    Not reportedFacility Registry Id:
                    Not reportedHID Number:
                    20020523-1051Case Number:
                    Anin-Piikoi BuildingSupplemental Loc. Text:
                    OahuIsland:

HI SPILLS:

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Richard PalmerProject Manager:
                                             NFA Anin-PiikoiDocument Subject:
                                             2004-103-MSDocument Number:
                                             03/16/2004Document Date:
                                             No Further Action Letter - Unrestricted Residential UseSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Not reportedInstitutional Control:
                                             Not reportedDescription of Restrictions:
                                             Not reportedEngineering Control:
                                             No Hazard Present for Unrestricted Residential UseUse Restrictions:
                                             Not reportedNature of Residual Contamination:
                                             Not reportedNature of Contamination:
                                             Response CompleteResponse:
                                             Response NecessaryAssessment:
                                             NFAPriority:
                                             No HazardPotential Hazard And Controls:
                                             StateProgran Name:
                                             Not reportedLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             Anin-Piikoi Building SiteSDAR Environmental Interest Name:
                                             Anin-Piikoi BuildingSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             No HazardPotential Hazards And Controls:
                                             NFAHazard Priority:
                                             Richard PalmerProject Manager:
                                             StateProgram:
                                             Not reportedLead Agency:
                                             Not reportedFacility Registry Identifier:
                                             Not reportedHID Number:
                                             Anin-Piikoi Building SiteEnvironmental Interest:
                                             OahuIsland:
                                             Anin-Piikoi BuildingSupplemental Location:
                                             Not reportedOrganization:

SHWS:

5104 ft.
0.967 mi.

Relative:
Higher

Actual:
13 ft.

1/2-1 HONOLULU, HI  96814
East HI SPILLS1012 PIIKOI ST    N/A
202 HI SHWS1012 PIIKOI STREET, ANIN-PIIKOI BUILDING S106815117
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MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                    SCI NoelFile Under:
                    Refer to ISSTResult:
                    2003-10-07 00:00:00Assignment End Date:
                    Terry CorpusActivity Lead:
                    ResponseActivity Type:
                    Not reportedUnits:
                    Not reportedNumerical Quantity:
                    Not reportedLess Or Greater Than:
                    fluorantheneSubstances:
                    Anin-Piikoi Building Chemical SpillUnits:
                    Not reportedER:
                    HEER EP&RLead and Program:
                    Not reportedFacility Registry Id:
                    Not reportedHID Number:
                    20020523-1051Case Number:
                    Anin-Piikoi BuildingSupplemental Loc. Text:
                    OahuIsland:

                    SCI NoelFile Under:
                    Refer to ISSTResult:
                    2003-10-07 00:00:00Assignment End Date:
                    Terry CorpusActivity Lead:
                    ResponseActivity Type:
                    Not reportedUnits:
                    Not reportedNumerical Quantity:
                    Not reportedLess Or Greater Than:
                    dieldrinSubstances:
                    Anin-Piikoi Building Chemical SpillUnits:
                    Not reportedER:
                    HEER EP&RLead and Program:
                    Not reportedFacility Registry Id:
                    Not reportedHID Number:
                    20020523-1051Case Number:
                    Anin-Piikoi BuildingSupplemental Loc. Text:
                    OahuIsland:

                    SCI NoelFile Under:
                    Refer to ISSTResult:
                    2003-10-07 00:00:00Assignment End Date:
                    Terry CorpusActivity Lead:
                    ResponseActivity Type:
                    Not reportedUnits:
                    Not reportedNumerical Quantity:
                    Not reportedLess Or Greater Than:
                    ChlordaneSubstances:
                    Anin-Piikoi Building Chemical SpillUnits:
                    Not reportedER:

1012 PIIKOI STREET, ANIN-PIIKOI BUILDING  (Continued) S106815117
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MAP FINDINGSMap ID
Direction

EDR ID NumberDistance
EPA ID NumberDatabase(s)SiteElevation

                                             (808) 586-4249 919 Ala Moana Blvd, Honolulu, HI 96814Contact Information:
                                             Melody CalisayProject Manager:
                                             Not reportedDocument Subject:
                                             Not reportedDocument Number:
                                             Not reportedDocument Date:
                                             Not reportedSite Closure Type:
                                             Not reportedWithin Designated Areawide Contamination:
                                             Not reportedInstitutional Control:
                                             Not reportedDescription of Restrictions:
                                             Not reportedEngineering Control:
                                             Controls Required to Manage ContaminationUse Restrictions:
                                             Not reportedNature of Residual Contamination:
                                             Found: PAHs, VOCs, lead, and other metals in soil.Nature of Contamination:
                                             Response OngoingResponse:
                                             Response NecessaryAssessment:
                                             LowPriority:
                                             Hazard PresentPotential Hazard And Controls:
                                             StateProgran Name:
                                             HEERLead Agency:
                                             110013788516Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Iwilei Project SiteSDAR Environmental Interest Name:
                                             Not reportedSupplemental Location Text:
                                             OahuIsland:
                                             Not reportedOrganization:
                                             Hazard PresentPotential Hazards And Controls:
                                             LowHazard Priority:
                                             Melody CalisayProject Manager:
                                             StateProgram:
                                             HEERLead Agency:
                                             110013788516Facility Registry Identifier:
                                             Not reportedHID Number:
                                             Iwilei Project SiteEnvironmental Interest:
                                             OahuIsland:
                                             Not reportedSupplemental Location:
                                             Not reportedOrganization:

SHWS:

5192 ft. Site 2 of 2 in cluster AN
0.983 mi.

Relative:
Higher

Actual:
3 ft.

1/2-1 HONOLULU, HI  96817
NNW IWILEI RD & N KING ST    N/A
AN203 HI SHWSIWILEI PROJECT SITE (IWILEI BROWNFIELDS) S107022564
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ORPHAN SUMMARY

City EDR ID Site Name Site Address Zip Database(s)

Count: 14 records.

HONOLULU            S117391417 1339 SCHOOL STREET 1339, 1341, 1343 N SCHOOL ST      HI SHWS, HI ENG CONTROLS, HI
INST CONTROL

HONOLULU            S108008546 KAKAAKO BROWNFIELD PROJECT - UNIT AHUI ST 96814 HI SHWS, HI ENG CONTROLS, HI
BROWNFIELDS

HONOLULU            S111704760 KAKAAKO MAKAI DISTRICT JOHN DOMINI AHUI ST      HI SHWS, HI INST CONTROL
HONOLULU            S110061573 KAKAAKO BROWNFIELD PROJECT - UNIT AHUI ST 96814 HI SHWS, HI ENG CONTROLS, HI

BROWNFIELDS
HONOLULU            S111704669 ALA WAI HARBOR BOAT REPAIR YARD ALA MOANA BLVD      HI SHWS
HONOLULU            1006820751 KAKAAKO MAKAI GATEWAY COOKE ST & ILALO ST 96814 HI SHWS
HONOLULU            S109096053 JCRA INVESTMENTS 1685 KAPIOLANI PROPERTY 96814 HI LUST
HONOLULU            S111704745 HONOLULU SEAWATER AIR CONDITIONING KEAWE ST      HI SHWS, HI ENG CONTROLS, HI

INST CONTROL
HONOLULU            S108859943 KAKAAKO BROWNFIELD PROJECT - UNIT KOULA ST 96814 HI SHWS, HI ENG CONTROLS, HI

BROWNFIELDS
HONOLULU            S110061572 KAKAAKO BROWNFIELD PROJECT - UNIT KOULA ST 96814 HI SHWS, HI ENG CONTROLS, HI

BROWNFIELDS
HONOLULU            S111704706 FORMER KAPALAMA MILITARY RESERVATI N NIMITZ HWY      HI SHWS
HONOLULU            S108008765 CITIZENS ENERGY SERVICES PIER 38 NIMITZ HWY      HI SHWS, HI SPILLS, HI ENG

CONTROLS, HI INST CONTROL
HONOLULU            S106819311 NIMITZ HIGHWAY WATER IMPROVEMENT P N NIMITZ HWY 96817 HI SHWS
HONOLULU            1006820220 DLNR BURIED DRUM SITE SAND ISLAND ACCESS RD 96819 HI SHWS, HI SPILLS, HI INST

CONTROL
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http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL2LW48bH.4hgIA.Rq2ScE5odV2Z648hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL2LW48bH.4hgIA.Rq2ScE5odV2Z648hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL1LW49bH.1hgI1.Rq9ScE6odV5Z647hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL1LW49bH.1hgI1.Rq9ScE6odV5Z647hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL2LW42bH.8hgI1.Rq5ScE8odV7Z641hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL2LW41bH.1hgI7.Rq2ScE6odV8Z644hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL2LW41bH.1hgI7.Rq2ScE6odV8Z644hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL2LW42bH.8hgI1.Rq5ScE7odV7Z64Ahp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jW2kLe17ZL1LW47bH.9hgI3.Rq1ScE8odV6Z642hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL1LW4AbH.1hgIA.Rq7ScE1odV6Z644hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL2LW42bH.8hgI1.Rq5ScE8odV5Z646hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL2LW42bH.8hgI1.Rq5ScE8odV5Z646hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL1LW49bH.9hgI6.RqAScEAodV5Z644hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL1LW49bH.9hgI6.RqAScEAodV5Z644hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL2LW41bH.1hgI7.Rq2ScE6odV8Z643hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL2LW41bH.1hgI7.Rq2ScE6odV8Z643hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL2LW42bH.8hgI1.Rq5ScE8odV1Z647hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL1LW49bH.1hgI1.Rq9ScE8odV7Z646hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL1LW49bH.1hgI1.Rq9ScE8odV7Z646hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jWTkLe27ZL1LW47bH.9hgI2.RqAScE4odV2Z642hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jW2kLe17ZL1LW47bH.9hgI3.Rq1ScE3odV3Z641hp91
http://www.edrnet.com/srf2/FinalSiteReport.aspx?ID=2T2yTj1LyZ8WjH2gLR1cZd26Wp2qHB6jgE1DRC4rca2DTm1MyP71ja1cLV6LZh2kWs2iHP2Qga6tRV23Tn2wyR1fjW5KLx3JZ192WeA6HnAWgw3WR222co0Tde3e6Ytzp72OTq2.yG15jW2kLe17ZL1LW47bH.9hgI3.Rq1ScE3odV3Z641hp91


To maintain currency of the following federal and state databases, EDR contacts the appropriate governmental agency
on a monthly or quarterly basis, as required.

Number of Days to Update: Provides confirmation that EDR is reporting records that have been updated within 90 days
from the date the government agency made the information available to the public.

STANDARD ENVIRONMENTAL RECORDS

Federal NPL site list

NPL:  National Priority List
National Priorities List (Superfund). The NPL is a subset of CERCLIS and identifies over 1,200 sites for priority
cleanup under the Superfund Program. NPL sites may encompass relatively large areas. As such, EDR provides polygon
coverage for over 1,000 NPL site boundaries produced by EPA’s Environmental Photographic Interpretation Center
(EPIC) and regional EPA offices.

Date of Government Version: 12/16/2014
Date Data Arrived at EDR: 01/08/2015
Date Made Active in Reports: 02/09/2015
Number of Days to Update: 32

Source:  EPA
Telephone:  N/A
Last EDR Contact: 04/08/2015
Next Scheduled EDR Contact: 07/20/2015
Data Release Frequency: Quarterly

NPL Site Boundaries

Sources:

EPA’s Environmental Photographic Interpretation Center (EPIC)
Telephone: 202-564-7333

EPA Region 1 EPA Region 6
Telephone 617-918-1143 Telephone: 214-655-6659

EPA Region 3 EPA Region 7
Telephone 215-814-5418 Telephone: 913-551-7247

EPA Region 4 EPA Region 8
Telephone 404-562-8033 Telephone: 303-312-6774

EPA Region 5 EPA Region 9
Telephone 312-886-6686 Telephone: 415-947-4246

EPA Region 10
Telephone 206-553-8665

Proposed NPL:  Proposed National Priority List Sites
A site that has been proposed for listing on the National Priorities List through the issuance of a proposed rule
in the Federal Register. EPA then accepts public comments on the site, responds to the comments, and places on
the NPL those sites that continue to meet the requirements for listing.

Date of Government Version: 12/16/2014
Date Data Arrived at EDR: 01/08/2015
Date Made Active in Reports: 02/09/2015
Number of Days to Update: 32

Source:  EPA
Telephone:  N/A
Last EDR Contact: 04/08/2015
Next Scheduled EDR Contact: 07/20/2015
Data Release Frequency: Quarterly

NPL LIENS:  Federal Superfund Liens
Federal Superfund Liens. Under the authority granted the USEPA by CERCLA of 1980, the USEPA has the authority
to file liens against real property in order to recover remedial action expenditures or when the property owner
received notification of potential liability. USEPA compiles a listing of filed notices of Superfund Liens.

Date of Government Version: 10/15/1991
Date Data Arrived at EDR: 02/02/1994
Date Made Active in Reports: 03/30/1994
Number of Days to Update: 56

Source:  EPA
Telephone:  202-564-4267
Last EDR Contact: 08/15/2011
Next Scheduled EDR Contact: 11/28/2011
Data Release Frequency: No Update Planned
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Federal Delisted NPL site list

DELISTED NPL:  National Priority List Deletions
The National Oil and Hazardous Substances Pollution Contingency Plan (NCP) establishes the criteria that the
EPA uses to delete sites from the NPL. In accordance with 40 CFR 300.425.(e), sites may be deleted from the
NPL where no further response is appropriate.

Date of Government Version: 12/16/2014
Date Data Arrived at EDR: 01/08/2015
Date Made Active in Reports: 02/09/2015
Number of Days to Update: 32

Source:  EPA
Telephone:  N/A
Last EDR Contact: 04/08/2015
Next Scheduled EDR Contact: 07/20/2015
Data Release Frequency: Quarterly

Federal CERCLIS list

CERCLIS:  Comprehensive Environmental Response, Compensation, and Liability Information System
CERCLIS contains data on potentially hazardous waste sites that have been reported to the USEPA by states, municipalities,
private companies and private persons, pursuant to Section 103 of the Comprehensive Environmental Response, Compensation,
and Liability Act (CERCLA). CERCLIS contains sites which are either proposed to or on the National Priorities
List (NPL) and sites which are in the screening and assessment phase for possible inclusion on the NPL.

Date of Government Version: 10/25/2013
Date Data Arrived at EDR: 11/11/2013
Date Made Active in Reports: 02/13/2014
Number of Days to Update: 94

Source:  EPA
Telephone:  703-412-9810
Last EDR Contact: 05/01/2015
Next Scheduled EDR Contact: 06/08/2015
Data Release Frequency: Quarterly

FEDERAL FACILITY:  Federal Facility Site Information listing
A listing of National Priority List (NPL) and Base Realignment and Closure (BRAC) sites found in the Comprehensive
Environmental Response, Compensation and Liability Information System (CERCLIS) Database where EPA Federal Facilities
Restoration and Reuse Office is involved in cleanup activities.

Date of Government Version: 07/21/2014
Date Data Arrived at EDR: 10/07/2014
Date Made Active in Reports: 10/20/2014
Number of Days to Update: 13

Source:  Environmental Protection Agency
Telephone:  703-603-8704
Last EDR Contact: 04/08/2015
Next Scheduled EDR Contact: 07/20/2015
Data Release Frequency: Varies

Federal CERCLIS NFRAP site List

CERCLIS-NFRAP:  CERCLIS No Further Remedial Action Planned
Archived sites are sites that have been removed and archived from the inventory of CERCLIS sites. Archived status
indicates that, to the best of EPA’s knowledge, assessment at a site has been completed and that EPA has determined
no further steps will be taken to list this site on the National Priorities List (NPL), unless information indicates
this decision was not appropriate or other considerations require a recommendation for listing at a later time.
This decision does not necessarily mean that there is no hazard associated with a given site; it only means that,
based upon available information, the location is not judged to be a potential NPL site. 

Date of Government Version: 10/25/2013
Date Data Arrived at EDR: 11/11/2013
Date Made Active in Reports: 02/13/2014
Number of Days to Update: 94

Source:  EPA
Telephone:  703-412-9810
Last EDR Contact: 05/01/2015
Next Scheduled EDR Contact: 06/08/2015
Data Release Frequency: Quarterly

Federal RCRA CORRACTS facilities list

CORRACTS:  Corrective Action Report
CORRACTS identifies hazardous waste handlers with RCRA corrective action activity.
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Date of Government Version: 12/09/2014
Date Data Arrived at EDR: 12/29/2014
Date Made Active in Reports: 01/29/2015
Number of Days to Update: 31

Source:  EPA
Telephone:  800-424-9346
Last EDR Contact: 03/31/2015
Next Scheduled EDR Contact: 07/13/2015
Data Release Frequency: Quarterly

Federal RCRA non-CORRACTS TSD facilities list

RCRA-TSDF:  RCRA - Treatment, Storage and Disposal
RCRAInfo is EPA’s comprehensive information system, providing access to data supporting the Resource Conservation
and Recovery Act (RCRA) of 1976 and the Hazardous and Solid Waste Amendments (HSWA) of 1984. The database
includes selective information on sites which generate, transport, store, treat and/or dispose of hazardous waste
as defined by the Resource Conservation and Recovery Act (RCRA). Transporters are individuals or entities that
move hazardous waste from the generator offsite to a facility that can recycle, treat, store, or dispose of the
waste. TSDFs treat, store, or dispose of the waste.

Date of Government Version: 12/09/2014
Date Data Arrived at EDR: 12/29/2014
Date Made Active in Reports: 01/29/2015
Number of Days to Update: 31

Source:  Environmental Protection Agency
Telephone:  (415) 495-8895
Last EDR Contact: 03/31/2015
Next Scheduled EDR Contact: 07/13/2015
Data Release Frequency: Quarterly

Federal RCRA generators list

RCRA-LQG:  RCRA - Large Quantity Generators
RCRAInfo is EPA’s comprehensive information system, providing access to data supporting the Resource Conservation
and Recovery Act (RCRA) of 1976 and the Hazardous and Solid Waste Amendments (HSWA) of 1984. The database
includes selective information on sites which generate, transport, store, treat and/or dispose of hazardous waste
as defined by the Resource Conservation and Recovery Act (RCRA). Large quantity generators (LQGs) generate
over 1,000 kilograms (kg) of hazardous waste, or over 1 kg of acutely hazardous waste per month.

Date of Government Version: 12/09/2014
Date Data Arrived at EDR: 12/29/2014
Date Made Active in Reports: 01/29/2015
Number of Days to Update: 31

Source:  Environmental Protection Agency
Telephone:  (415) 495-8895
Last EDR Contact: 03/31/2015
Next Scheduled EDR Contact: 07/13/2015
Data Release Frequency: Quarterly

RCRA-SQG:  RCRA - Small Quantity Generators
RCRAInfo is EPA’s comprehensive information system, providing access to data supporting the Resource Conservation
and Recovery Act (RCRA) of 1976 and the Hazardous and Solid Waste Amendments (HSWA) of 1984. The database
includes selective information on sites which generate, transport, store, treat and/or dispose of hazardous waste
as defined by the Resource Conservation and Recovery Act (RCRA). Small quantity generators (SQGs) generate
between 100 kg and 1,000 kg of hazardous waste per month.

Date of Government Version: 12/09/2014
Date Data Arrived at EDR: 12/29/2014
Date Made Active in Reports: 01/29/2015
Number of Days to Update: 31

Source:  Environmental Protection Agency
Telephone:  (415) 495-8895
Last EDR Contact: 03/31/2015
Next Scheduled EDR Contact: 07/13/2015
Data Release Frequency: Quarterly

RCRA-CESQG:  RCRA - Conditionally Exempt Small Quantity Generators
RCRAInfo is EPA’s comprehensive information system, providing access to data supporting the Resource Conservation
and Recovery Act (RCRA) of 1976 and the Hazardous and Solid Waste Amendments (HSWA) of 1984. The database
includes selective information on sites which generate, transport, store, treat and/or dispose of hazardous waste
as defined by the Resource Conservation and Recovery Act (RCRA). Conditionally exempt small quantity generators
(CESQGs) generate less than 100 kg of hazardous waste, or less than 1 kg of acutely hazardous waste per month.

Date of Government Version: 12/09/2014
Date Data Arrived at EDR: 12/29/2014
Date Made Active in Reports: 01/29/2015
Number of Days to Update: 31

Source:  Environmental Protection Agency
Telephone:  (415) 495-8895
Last EDR Contact: 03/31/2015
Next Scheduled EDR Contact: 07/13/2015
Data Release Frequency: Varies
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Federal institutional controls / engineering controls registries

US ENG CONTROLS:  Engineering Controls Sites List
A listing of sites with engineering controls in place. Engineering controls include various forms of caps, building
foundations, liners, and treatment methods to create pathway elimination for regulated substances to enter environmental
media or effect human health.

Date of Government Version: 09/18/2014
Date Data Arrived at EDR: 09/19/2014
Date Made Active in Reports: 10/20/2014
Number of Days to Update: 31

Source:  Environmental Protection Agency
Telephone:  703-603-0695
Last EDR Contact: 02/26/2015
Next Scheduled EDR Contact: 06/15/2015
Data Release Frequency: Varies

US INST CONTROL:  Sites with Institutional Controls
A listing of sites with institutional controls in place. Institutional controls include administrative measures,
such as groundwater use restrictions, construction restrictions, property use restrictions, and post remediation
care requirements intended to prevent exposure to contaminants remaining on site. Deed restrictions are generally
required as part of the institutional controls.

Date of Government Version: 09/18/2014
Date Data Arrived at EDR: 09/19/2014
Date Made Active in Reports: 10/20/2014
Number of Days to Update: 31

Source:  Environmental Protection Agency
Telephone:  703-603-0695
Last EDR Contact: 02/26/2015
Next Scheduled EDR Contact: 06/15/2015
Data Release Frequency: Varies

LUCIS:  Land Use Control Information System
LUCIS contains records of land use control information pertaining to the former Navy Base Realignment and Closure
properties.

Date of Government Version: 12/03/2014
Date Data Arrived at EDR: 12/12/2014
Date Made Active in Reports: 01/29/2015
Number of Days to Update: 48

Source:  Department of the Navy
Telephone:  843-820-7326
Last EDR Contact: 02/16/2015
Next Scheduled EDR Contact: 06/01/2015
Data Release Frequency: Varies

Federal ERNS list

ERNS:  Emergency Response Notification System
Emergency Response Notification System. ERNS records and stores information on reported releases of oil and hazardous
substances.

Date of Government Version: 09/29/2014
Date Data Arrived at EDR: 09/30/2014
Date Made Active in Reports: 11/06/2014
Number of Days to Update: 37

Source:  National Response Center, United States Coast Guard
Telephone:  202-267-2180
Last EDR Contact: 03/31/2015
Next Scheduled EDR Contact: 07/13/2015
Data Release Frequency: Annually

State- and tribal - equivalent CERCLIS

SHWS:  Sites List
Facilities, sites or areas in which the Office of Hazard Evaluation and Emergency Response has an interest, has
investigated or may investigate under HRS 128D (includes CERCLIS sites).

Date of Government Version: 12/02/2014
Date Data Arrived at EDR: 12/22/2014
Date Made Active in Reports: 01/27/2015
Number of Days to Update: 36

Source:  Department of Health
Telephone:  808-586-4249
Last EDR Contact: 02/27/2015
Next Scheduled EDR Contact: 06/08/2015
Data Release Frequency: Semi-Annually

State and tribal landfill and/or solid waste disposal site lists
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SWF/LF:  Permitted Landfills in the State of Hawaii
Solid Waste Facilities/Landfill Sites. SWF/LF type records typically contain an inventory of solid waste disposal
facilities or landfills in a particular state. Depending on the state, these may be active or inactive facilities
or open dumps that failed to meet RCRA Subtitle D Section 4004 criteria for solid waste landfills or disposal
sites.

Date of Government Version: 09/17/2012
Date Data Arrived at EDR: 04/03/2013
Date Made Active in Reports: 05/10/2013
Number of Days to Update: 37

Source:  Department of Health
Telephone:  808-586-4245
Last EDR Contact: 04/02/2015
Next Scheduled EDR Contact: 07/13/2015
Data Release Frequency: Varies

State and tribal leaking storage tank lists

LUST:  Leaking Underground Storage Tank Database
Leaking Underground Storage Tank Incident Reports. LUST records contain an inventory of reported leaking underground
storage tank incidents. Not all states maintain these records, and the information stored varies by state.

Date of Government Version: 03/02/2015
Date Data Arrived at EDR: 03/04/2015
Date Made Active in Reports: 03/17/2015
Number of Days to Update: 13

Source:  Department of Health
Telephone:  808-586-4228
Last EDR Contact: 02/26/2015
Next Scheduled EDR Contact: 06/15/2015
Data Release Frequency: Semi-Annually

INDIAN LUST R7:  Leaking Underground Storage Tanks on Indian Land
LUSTs on Indian land in Iowa, Kansas, and Nebraska

Date of Government Version: 09/23/2014
Date Data Arrived at EDR: 11/25/2014
Date Made Active in Reports: 01/29/2015
Number of Days to Update: 65

Source:  EPA Region 7
Telephone:  913-551-7003
Last EDR Contact: 04/27/2015
Next Scheduled EDR Contact: 08/10/2015
Data Release Frequency: Varies

INDIAN LUST R6:  Leaking Underground Storage Tanks on Indian Land
LUSTs on Indian land in New Mexico and Oklahoma.

Date of Government Version: 01/23/2015
Date Data Arrived at EDR: 02/10/2015
Date Made Active in Reports: 03/13/2015
Number of Days to Update: 31

Source:  EPA Region 6
Telephone:  214-665-6597
Last EDR Contact: 01/26/2015
Next Scheduled EDR Contact: 05/11/2015
Data Release Frequency: Varies

INDIAN LUST R9:  Leaking Underground Storage Tanks on Indian Land
LUSTs on Indian land in Arizona, California, New Mexico and Nevada

Date of Government Version: 01/08/2015
Date Data Arrived at EDR: 01/08/2015
Date Made Active in Reports: 02/09/2015
Number of Days to Update: 32

Source:  Environmental Protection Agency
Telephone:  415-972-3372
Last EDR Contact: 01/08/2015
Next Scheduled EDR Contact: 05/11/2015
Data Release Frequency: Quarterly

INDIAN LUST R10:  Leaking Underground Storage Tanks on Indian Land
LUSTs on Indian land in Alaska, Idaho, Oregon and Washington.

Date of Government Version: 02/03/2015
Date Data Arrived at EDR: 02/12/2015
Date Made Active in Reports: 03/13/2015
Number of Days to Update: 29

Source:  EPA Region 10
Telephone:  206-553-2857
Last EDR Contact: 04/27/2015
Next Scheduled EDR Contact: 08/10/2015
Data Release Frequency: Quarterly
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INDIAN LUST R8:  Leaking Underground Storage Tanks on Indian Land
LUSTs on Indian land in Colorado, Montana, North Dakota, South Dakota, Utah and Wyoming.

Date of Government Version: 01/28/2015
Date Data Arrived at EDR: 01/30/2015
Date Made Active in Reports: 03/13/2015
Number of Days to Update: 42

Source:  EPA Region 8
Telephone:  303-312-6271
Last EDR Contact: 04/27/2015
Next Scheduled EDR Contact: 08/10/2015
Data Release Frequency: Quarterly

INDIAN LUST R5:  Leaking Underground Storage Tanks on Indian Land
Leaking underground storage tanks located on Indian Land in Michigan, Minnesota and Wisconsin.

Date of Government Version: 01/30/2015
Date Data Arrived at EDR: 02/05/2015
Date Made Active in Reports: 03/09/2015
Number of Days to Update: 32

Source:  EPA, Region 5
Telephone:  312-886-7439
Last EDR Contact: 04/27/2015
Next Scheduled EDR Contact: 08/10/2015
Data Release Frequency: Varies

INDIAN LUST R1:  Leaking Underground Storage Tanks on Indian Land
A listing of leaking underground storage tank locations on Indian Land.

Date of Government Version: 02/01/2013
Date Data Arrived at EDR: 05/01/2013
Date Made Active in Reports: 11/01/2013
Number of Days to Update: 184

Source:  EPA Region 1
Telephone:  617-918-1313
Last EDR Contact: 04/03/2015
Next Scheduled EDR Contact: 08/10/2015
Data Release Frequency: Varies

INDIAN LUST R4:  Leaking Underground Storage Tanks on Indian Land
LUSTs on Indian land in Florida, Mississippi and North Carolina.

Date of Government Version: 09/30/2014
Date Data Arrived at EDR: 03/03/2015
Date Made Active in Reports: 03/13/2015
Number of Days to Update: 10

Source:  EPA Region 4
Telephone:  404-562-8677
Last EDR Contact: 04/27/2015
Next Scheduled EDR Contact: 08/10/2015
Data Release Frequency: Semi-Annually

State and tribal registered storage tank lists

UST:  Underground Storage Tank Database
Registered Underground Storage Tanks. UST’s are regulated under Subtitle I of the Resource Conservation and Recovery
Act (RCRA) and must be registered with the state department responsible for administering the UST program. Available
information varies by state program.

Date of Government Version: 03/02/2015
Date Data Arrived at EDR: 03/04/2015
Date Made Active in Reports: 03/17/2015
Number of Days to Update: 13

Source:  Department of Health
Telephone:  808-586-4228
Last EDR Contact: 02/26/2015
Next Scheduled EDR Contact: 06/15/2015
Data Release Frequency: Semi-Annually

INDIAN UST R1:  Underground Storage Tanks on Indian Land
The Indian Underground Storage Tank (UST) database provides information about underground storage tanks on Indian
land in EPA Region 1 (Connecticut, Maine, Massachusetts, New Hampshire, Rhode Island, Vermont and ten Tribal
Nations).

Date of Government Version: 02/01/2013
Date Data Arrived at EDR: 05/01/2013
Date Made Active in Reports: 01/27/2014
Number of Days to Update: 271

Source:  EPA, Region 1
Telephone:  617-918-1313
Last EDR Contact: 04/28/2015
Next Scheduled EDR Contact: 08/10/2015
Data Release Frequency: Varies
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INDIAN UST R4:  Underground Storage Tanks on Indian Land
The Indian Underground Storage Tank (UST) database provides information about underground storage tanks on Indian
land in EPA Region 4 (Alabama, Florida, Georgia, Kentucky, Mississippi, North Carolina, South Carolina, Tennessee
and Tribal Nations)

Date of Government Version: 09/30/2014
Date Data Arrived at EDR: 03/03/2015
Date Made Active in Reports: 03/13/2015
Number of Days to Update: 10

Source:  EPA Region 4
Telephone:  404-562-9424
Last EDR Contact: 04/27/2015
Next Scheduled EDR Contact: 08/10/2015
Data Release Frequency: Semi-Annually

INDIAN UST R5:  Underground Storage Tanks on Indian Land
The Indian Underground Storage Tank (UST) database provides information about underground storage tanks on Indian
land in EPA Region 5 (Michigan, Minnesota and Wisconsin and Tribal Nations).

Date of Government Version: 01/30/2015
Date Data Arrived at EDR: 02/05/2015
Date Made Active in Reports: 03/13/2015
Number of Days to Update: 36

Source:  EPA Region 5
Telephone:  312-886-6136
Last EDR Contact: 04/27/2015
Next Scheduled EDR Contact: 08/10/2015
Data Release Frequency: Varies

INDIAN UST R6:  Underground Storage Tanks on Indian Land
The Indian Underground Storage Tank (UST) database provides information about underground storage tanks on Indian
land in EPA Region 6 (Louisiana, Arkansas, Oklahoma, New Mexico, Texas and 65 Tribes).

Date of Government Version: 01/23/2015
Date Data Arrived at EDR: 02/13/2015
Date Made Active in Reports: 03/13/2015
Number of Days to Update: 28

Source:  EPA Region 6
Telephone:  214-665-7591
Last EDR Contact: 01/26/2015
Next Scheduled EDR Contact: 05/11/2015
Data Release Frequency: Semi-Annually

INDIAN UST R7:  Underground Storage Tanks on Indian Land
The Indian Underground Storage Tank (UST) database provides information about underground storage tanks on Indian
land in EPA Region 7 (Iowa, Kansas, Missouri, Nebraska, and 9 Tribal Nations).

Date of Government Version: 09/23/2014
Date Data Arrived at EDR: 11/25/2014
Date Made Active in Reports: 01/29/2015
Number of Days to Update: 65

Source:  EPA Region 7
Telephone:  913-551-7003
Last EDR Contact: 04/27/2015
Next Scheduled EDR Contact: 08/10/2015
Data Release Frequency: Varies

INDIAN UST R8:  Underground Storage Tanks on Indian Land
The Indian Underground Storage Tank (UST) database provides information about underground storage tanks on Indian
land in EPA Region 8 (Colorado, Montana, North Dakota, South Dakota, Utah, Wyoming and 27 Tribal Nations).

Date of Government Version: 01/29/2015
Date Data Arrived at EDR: 01/30/2015
Date Made Active in Reports: 03/13/2015
Number of Days to Update: 42

Source:  EPA Region 8
Telephone:  303-312-6137
Last EDR Contact: 04/27/2015
Next Scheduled EDR Contact: 08/10/2015
Data Release Frequency: Quarterly

INDIAN UST R9:  Underground Storage Tanks on Indian Land
The Indian Underground Storage Tank (UST) database provides information about underground storage tanks on Indian
land in EPA Region 9 (Arizona, California, Hawaii, Nevada, the Pacific Islands, and Tribal Nations).

Date of Government Version: 12/14/2014
Date Data Arrived at EDR: 02/13/2015
Date Made Active in Reports: 03/13/2015
Number of Days to Update: 28

Source:  EPA Region 9
Telephone:  415-972-3368
Last EDR Contact: 01/26/2015
Next Scheduled EDR Contact: 05/11/2015
Data Release Frequency: Quarterly
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INDIAN UST R10:  Underground Storage Tanks on Indian Land
The Indian Underground Storage Tank (UST) database provides information about underground storage tanks on Indian
land in EPA Region 10 (Alaska, Idaho, Oregon, Washington, and Tribal Nations).

Date of Government Version: 02/03/2015
Date Data Arrived at EDR: 02/12/2015
Date Made Active in Reports: 03/13/2015
Number of Days to Update: 29

Source:  EPA Region 10
Telephone:  206-553-2857
Last EDR Contact: 04/27/2015
Next Scheduled EDR Contact: 08/10/2015
Data Release Frequency: Quarterly

FEMA UST:  Underground Storage Tank Listing
A listing of all FEMA owned underground storage tanks.

Date of Government Version: 01/01/2010
Date Data Arrived at EDR: 02/16/2010
Date Made Active in Reports: 04/12/2010
Number of Days to Update: 55

Source:  FEMA
Telephone:  202-646-5797
Last EDR Contact: 04/13/2015
Next Scheduled EDR Contact: 07/27/2015
Data Release Frequency: Varies

State and tribal institutional control / engineering control registries

ENG CONTROLS:  Engineering Control Sites
A listing of sites with engineering controls in place.

Date of Government Version: 12/02/2014
Date Data Arrived at EDR: 12/22/2014
Date Made Active in Reports: 01/27/2015
Number of Days to Update: 36

Source:  Department of Health
Telephone:  404-586-4249
Last EDR Contact: 02/27/2015
Next Scheduled EDR Contact: 06/08/2015
Data Release Frequency: Varies

INST CONTROL:  Sites with Institutional Controls
Voluntary Remediation Program and Brownfields sites with institutional controls in place.

Date of Government Version: 12/02/2014
Date Data Arrived at EDR: 12/22/2014
Date Made Active in Reports: 01/27/2015
Number of Days to Update: 36

Source:  Department of Health
Telephone:  808-586-4249
Last EDR Contact: 02/27/2015
Next Scheduled EDR Contact: 06/08/2015
Data Release Frequency: Varies

State and tribal voluntary cleanup sites

VCP:  Voluntary Response Program Sites
Sites participating in the Voluntary Response Program. The purpose of the VRP is to streamline the cleanup process
in a way that will encourage prospective developers, lenders, and purchasers to voluntarily cleanup properties.

Date of Government Version: 12/02/2014
Date Data Arrived at EDR: 12/22/2014
Date Made Active in Reports: 01/27/2015
Number of Days to Update: 36

Source:  Department of Health
Telephone:  808-586-4249
Last EDR Contact: 02/27/2015
Next Scheduled EDR Contact: 06/08/2015
Data Release Frequency: Varies

INDIAN VCP R1:  Voluntary Cleanup Priority Listing
A listing of voluntary cleanup priority sites located on Indian Land located in Region 1.

Date of Government Version: 09/29/2014
Date Data Arrived at EDR: 10/01/2014
Date Made Active in Reports: 11/06/2014
Number of Days to Update: 36

Source:  EPA, Region 1
Telephone:  617-918-1102
Last EDR Contact: 04/02/2015
Next Scheduled EDR Contact: 07/13/2015
Data Release Frequency: Varies
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INDIAN VCP R7:  Voluntary Cleanup Priority Lisitng
A listing of voluntary cleanup priority sites located on Indian Land located in Region 7.

Date of Government Version: 03/20/2008
Date Data Arrived at EDR: 04/22/2008
Date Made Active in Reports: 05/19/2008
Number of Days to Update: 27

Source:  EPA, Region 7
Telephone:  913-551-7365
Last EDR Contact: 04/20/2009
Next Scheduled EDR Contact: 07/20/2009
Data Release Frequency: Varies

State and tribal Brownfields sites

BROWNFIELDS:  Brownfields Sites
With certain legal exclusions and additions, the term ‘brownfield site’ means real property, the expansion, redevelopment,
or reuse of which may be complicated by the presence or potential presence of a hazardous substance, pollutant,
or contaminant.

Date of Government Version: 12/02/2014
Date Data Arrived at EDR: 12/22/2014
Date Made Active in Reports: 01/27/2015
Number of Days to Update: 36

Source:  Department of Health
Telephone:  808-586-4249
Last EDR Contact: 02/27/2015
Next Scheduled EDR Contact: 06/08/2015
Data Release Frequency: Varies

ADDITIONAL ENVIRONMENTAL RECORDS

Local Brownfield lists

US BROWNFIELDS:  A Listing of Brownfields Sites
Brownfields are real property, the expansion, redevelopment, or reuse of which may be complicated by the presence
or potential presence of a hazardous substance, pollutant, or contaminant. Cleaning up and reinvesting in these
properties takes development pressures off of undeveloped, open land, and both improves and protects the environment.
Assessment, Cleanup and Redevelopment Exchange System (ACRES) stores information reported by EPA Brownfields
grant recipients on brownfields properties assessed or cleaned up with grant funding as well as information on
Targeted Brownfields Assessments performed by EPA Regions. A listing of ACRES Brownfield sites is obtained from
Cleanups in My Community. Cleanups in My Community provides information on Brownfields properties for which information
is reported back to EPA, as well as areas served by Brownfields grant programs.

Date of Government Version: 12/22/2014
Date Data Arrived at EDR: 12/22/2014
Date Made Active in Reports: 01/29/2015
Number of Days to Update: 38

Source:  Environmental Protection Agency
Telephone:  202-566-2777
Last EDR Contact: 03/24/2015
Next Scheduled EDR Contact: 07/06/2015
Data Release Frequency: Semi-Annually

Local Lists of Landfill / Solid Waste Disposal Sites

DEBRIS REGION 9:  Torres Martinez Reservation Illegal Dump Site Locations
A listing of illegal dump sites location on the Torres Martinez Indian Reservation located in eastern Riverside
County and northern Imperial County, California.

Date of Government Version: 01/12/2009
Date Data Arrived at EDR: 05/07/2009
Date Made Active in Reports: 09/21/2009
Number of Days to Update: 137

Source:  EPA, Region 9
Telephone:  415-947-4219
Last EDR Contact: 04/23/2015
Next Scheduled EDR Contact: 08/10/2015
Data Release Frequency: No Update Planned

ODI:  Open Dump Inventory
An open dump is defined as a disposal facility that does not comply with one or more of the Part 257 or Part 258
Subtitle D Criteria.

Date of Government Version: 06/30/1985
Date Data Arrived at EDR: 08/09/2004
Date Made Active in Reports: 09/17/2004
Number of Days to Update: 39

Source:  Environmental Protection Agency
Telephone:  800-424-9346
Last EDR Contact: 06/09/2004
Next Scheduled EDR Contact: N/A
Data Release Frequency: No Update Planned
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INDIAN ODI:  Report on the Status of Open Dumps on Indian Lands
Location of open dumps on Indian land.

Date of Government Version: 12/31/1998
Date Data Arrived at EDR: 12/03/2007
Date Made Active in Reports: 01/24/2008
Number of Days to Update: 52

Source:  Environmental Protection Agency
Telephone:  703-308-8245
Last EDR Contact: 05/01/2015
Next Scheduled EDR Contact: 08/17/2015
Data Release Frequency: Varies

Local Lists of Hazardous waste / Contaminated Sites

US CDL:  Clandestine Drug Labs
A listing of clandestine drug lab locations. The U.S. Department of Justice ("the Department") provides this
web site as a public service. It contains addresses of some locations where law enforcement agencies reported
they found chemicals or other items that indicated the presence of either clandestine drug laboratories or dumpsites.
In most cases, the source of the entries is not the Department, and the Department has not verified the entry
and does not guarantee its accuracy. Members of the public must verify the accuracy of all entries by, for example,
contacting local law enforcement and local health departments.

Date of Government Version: 02/25/2015
Date Data Arrived at EDR: 03/10/2015
Date Made Active in Reports: 03/25/2015
Number of Days to Update: 15

Source:  Drug Enforcement Administration
Telephone:  202-307-1000
Last EDR Contact: 03/03/2015
Next Scheduled EDR Contact: 06/15/2015
Data Release Frequency: Quarterly

CDL:  Clandestine Drug Lab Listing
A listing of clandestine drug lab site locations.

Date of Government Version: 08/04/2010
Date Data Arrived at EDR: 09/10/2010
Date Made Active in Reports: 10/22/2010
Number of Days to Update: 42

Source:  Department of Health
Telephone:  808-586-4249
Last EDR Contact: 02/26/2015
Next Scheduled EDR Contact: 06/15/2015
Data Release Frequency: Varies

US HIST CDL:  National Clandestine Laboratory Register
A listing of clandestine drug lab locations. The U.S. Department of Justice ("the Department") provides this
web site as a public service. It contains addresses of some locations where law enforcement agencies reported
they found chemicals or other items that indicated the presence of either clandestine drug laboratories or dumpsites.
In most cases, the source of the entries is not the Department, and the Department has not verified the entry
and does not guarantee its accuracy. Members of the public must verify the accuracy of all entries by, for example,
contacting local law enforcement and local health departments.

Date of Government Version: 02/25/2015
Date Data Arrived at EDR: 03/10/2015
Date Made Active in Reports: 03/25/2015
Number of Days to Update: 15

Source:  Drug Enforcement Administration
Telephone:  202-307-1000
Last EDR Contact: 03/03/2015
Next Scheduled EDR Contact: 06/15/2015
Data Release Frequency: No Update Planned

Local Land Records

LIENS 2:  CERCLA Lien Information
A Federal CERCLA (’Superfund’) lien can exist by operation of law at any site or property at which EPA has spent
Superfund monies. These monies are spent to investigate and address releases and threatened releases of contamination.
CERCLIS provides information as to the identity of these sites and properties.

Date of Government Version: 02/18/2014
Date Data Arrived at EDR: 03/18/2014
Date Made Active in Reports: 04/24/2014
Number of Days to Update: 37

Source:  Environmental Protection Agency
Telephone:  202-564-6023
Last EDR Contact: 04/27/2015
Next Scheduled EDR Contact: 08/10/2015
Data Release Frequency: Varies
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Records of Emergency Release Reports

HMIRS:  Hazardous Materials Information Reporting System
Hazardous Materials Incident Report System. HMIRS contains hazardous material spill incidents reported to DOT.

Date of Government Version: 12/29/2014
Date Data Arrived at EDR: 12/30/2014
Date Made Active in Reports: 03/09/2015
Number of Days to Update: 69

Source:  U.S. Department of Transportation
Telephone:  202-366-4555
Last EDR Contact: 03/31/2015
Next Scheduled EDR Contact: 07/13/2015
Data Release Frequency: Annually

SPILLS:  Release Notifications
Releases of hazardous substances to the environment reported to the Office of Hazard Evaluation and Emergency
Response since 1988.

Date of Government Version: 12/02/2014
Date Data Arrived at EDR: 12/22/2014
Date Made Active in Reports: 01/28/2015
Number of Days to Update: 37

Source:  Department of Health
Telephone:  808-586-4249
Last EDR Contact: 02/27/2015
Next Scheduled EDR Contact: 06/08/2015
Data Release Frequency: Varies

SPILLS 90:  SPILLS90 data from FirstSearch
Spills 90 includes those spill and release records available exclusively from FirstSearch databases. Typically,
they may include chemical, oil and/or hazardous substance spills recorded after 1990. Duplicate records that are
already included in EDR incident and release records are not included in Spills 90.

Date of Government Version: 03/10/2012
Date Data Arrived at EDR: 01/03/2013
Date Made Active in Reports: 02/11/2013
Number of Days to Update: 39

Source:  FirstSearch
Telephone:  N/A
Last EDR Contact: 01/03/2013
Next Scheduled EDR Contact: N/A
Data Release Frequency: No Update Planned

Other Ascertainable Records

RCRA NonGen / NLR:  RCRA - Non Generators / No Longer Regulated
RCRAInfo is EPA’s comprehensive information system, providing access to data supporting the Resource Conservation
and Recovery Act (RCRA) of 1976 and the Hazardous and Solid Waste Amendments (HSWA) of 1984. The database
includes selective information on sites which generate, transport, store, treat and/or dispose of hazardous waste
as defined by the Resource Conservation and Recovery Act (RCRA). Non-Generators do not presently generate hazardous
waste.

Date of Government Version: 12/09/2014
Date Data Arrived at EDR: 12/29/2014
Date Made Active in Reports: 01/29/2015
Number of Days to Update: 31

Source:  Environmental Protection Agency
Telephone:  (415) 495-8895
Last EDR Contact: 03/31/2015
Next Scheduled EDR Contact: 07/13/2015
Data Release Frequency: Varies

DOT OPS:  Incident and Accident Data
Department of Transporation, Office of Pipeline Safety Incident and Accident data.

Date of Government Version: 07/31/2012
Date Data Arrived at EDR: 08/07/2012
Date Made Active in Reports: 09/18/2012
Number of Days to Update: 42

Source:  Department of Transporation, Office of Pipeline Safety
Telephone:  202-366-4595
Last EDR Contact: 05/05/2015
Next Scheduled EDR Contact: 08/17/2015
Data Release Frequency: Varies

DOD:  Department of Defense Sites
This data set consists of federally owned or administered lands, administered by the Department of Defense, that
have any area equal to or greater than 640 acres of the United States, Puerto Rico, and the U.S. Virgin Islands.
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Date of Government Version: 12/31/2005
Date Data Arrived at EDR: 11/10/2006
Date Made Active in Reports: 01/11/2007
Number of Days to Update: 62

Source:  USGS
Telephone:  888-275-8747
Last EDR Contact: 04/14/2015
Next Scheduled EDR Contact: 07/27/2015
Data Release Frequency: Semi-Annually

FUDS:  Formerly Used Defense Sites
The listing includes locations of Formerly Used Defense Sites properties where the US Army Corps of Engineers
is actively working or will take necessary cleanup actions.

Date of Government Version: 06/06/2014
Date Data Arrived at EDR: 09/10/2014
Date Made Active in Reports: 09/18/2014
Number of Days to Update: 8

Source:  U.S. Army Corps of Engineers
Telephone:  202-528-4285
Last EDR Contact: 03/13/2015
Next Scheduled EDR Contact: 06/22/2015
Data Release Frequency: Varies

CONSENT:  Superfund (CERCLA) Consent Decrees
Major legal settlements that establish responsibility and standards for cleanup at NPL (Superfund) sites. Released
periodically by United States District Courts after settlement by parties to litigation matters.

Date of Government Version: 01/23/2015
Date Data Arrived at EDR: 02/13/2015
Date Made Active in Reports: 03/09/2015
Number of Days to Update: 24

Source:  Department of Justice, Consent Decree Library
Telephone:  Varies
Last EDR Contact: 03/30/2015
Next Scheduled EDR Contact: 07/13/2015
Data Release Frequency: Varies

ROD:  Records Of Decision
Record of Decision. ROD documents mandate a permanent remedy at an NPL (Superfund) site containing technical
and health information to aid in the cleanup.

Date of Government Version: 11/25/2013
Date Data Arrived at EDR: 12/12/2013
Date Made Active in Reports: 02/24/2014
Number of Days to Update: 74

Source:  EPA
Telephone:  703-416-0223
Last EDR Contact: 03/10/2015
Next Scheduled EDR Contact: 06/22/2015
Data Release Frequency: Annually

UMTRA:  Uranium Mill Tailings Sites
Uranium ore was mined by private companies for federal government use in national defense programs. When the mills
shut down, large piles of the sand-like material (mill tailings) remain after uranium has been extracted from
the ore. Levels of human exposure to radioactive materials from the piles are low; however, in some cases tailings
were used as construction materials before the potential health hazards of the tailings were recognized.

Date of Government Version: 09/14/2010
Date Data Arrived at EDR: 10/07/2011
Date Made Active in Reports: 03/01/2012
Number of Days to Update: 146

Source:  Department of Energy
Telephone:  505-845-0011
Last EDR Contact: 02/27/2015
Next Scheduled EDR Contact: 06/08/2015
Data Release Frequency: Varies

US MINES:  Mines Master Index File
Contains all mine identification numbers issued for mines active or opened since 1971. The data also includes
violation information.

Date of Government Version: 12/30/2014
Date Data Arrived at EDR: 12/31/2014
Date Made Active in Reports: 01/29/2015
Number of Days to Update: 29

Source:  Department of Labor, Mine Safety and Health Administration
Telephone:  303-231-5959
Last EDR Contact: 03/06/2015
Next Scheduled EDR Contact: 06/15/2015
Data Release Frequency: Semi-Annually

TRIS:  Toxic Chemical Release Inventory System
Toxic Release Inventory System. TRIS identifies facilities which release toxic chemicals to the air, water and
land in reportable quantities under SARA Title III Section 313.
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Date of Government Version: 12/31/2011
Date Data Arrived at EDR: 07/31/2013
Date Made Active in Reports: 09/13/2013
Number of Days to Update: 44

Source:  EPA
Telephone:  202-566-0250
Last EDR Contact: 01/29/2015
Next Scheduled EDR Contact: 06/08/2015
Data Release Frequency: Annually

TSCA:  Toxic Substances Control Act
Toxic Substances Control Act. TSCA identifies manufacturers and importers of chemical substances included on the
TSCA Chemical Substance Inventory list. It includes data on the production volume of these substances by plant
site.

Date of Government Version: 12/31/2012
Date Data Arrived at EDR: 01/15/2015
Date Made Active in Reports: 01/29/2015
Number of Days to Update: 14

Source:  EPA
Telephone:  202-260-5521
Last EDR Contact: 03/27/2015
Next Scheduled EDR Contact: 07/06/2015
Data Release Frequency: Every 4 Years

FTTS:  FIFRA/ TSCA Tracking System - FIFRA (Federal Insecticide, Fungicide, & Rodenticide Act)/TSCA (Toxic Substances Control Act)
FTTS tracks administrative cases and pesticide enforcement actions and compliance activities related to FIFRA,
TSCA and EPCRA (Emergency Planning and Community Right-to-Know Act). To maintain currency, EDR contacts the
Agency on a quarterly basis.

Date of Government Version: 04/09/2009
Date Data Arrived at EDR: 04/16/2009
Date Made Active in Reports: 05/11/2009
Number of Days to Update: 25

Source:  EPA/Office of Prevention, Pesticides and Toxic Substances
Telephone:  202-566-1667
Last EDR Contact: 02/23/2015
Next Scheduled EDR Contact: 06/08/2015
Data Release Frequency: Quarterly

FTTS INSP:  FIFRA/ TSCA Tracking System - FIFRA (Federal Insecticide, Fungicide, & Rodenticide Act)/TSCA (Toxic Substances Control Act)
A listing of FIFRA/TSCA Tracking System (FTTS) inspections and enforcements.

Date of Government Version: 04/09/2009
Date Data Arrived at EDR: 04/16/2009
Date Made Active in Reports: 05/11/2009
Number of Days to Update: 25

Source:  EPA
Telephone:  202-566-1667
Last EDR Contact: 02/23/2015
Next Scheduled EDR Contact: 06/08/2015
Data Release Frequency: Quarterly

HIST FTTS:  FIFRA/TSCA Tracking System Administrative Case Listing
A complete administrative case listing from the FIFRA/TSCA Tracking System (FTTS) for all ten EPA regions. The
information was obtained from the National Compliance Database (NCDB). NCDB supports the implementation of FIFRA
(Federal Insecticide, Fungicide, and Rodenticide Act) and TSCA (Toxic Substances Control Act). Some EPA regions
are now closing out records. Because of that, and the fact that some EPA regions are not providing EPA Headquarters
with updated records, it was decided to create a HIST FTTS database. It included records that may not be included
in the newer FTTS database updates. This database is no longer updated.

Date of Government Version: 10/19/2006
Date Data Arrived at EDR: 03/01/2007
Date Made Active in Reports: 04/10/2007
Number of Days to Update: 40

Source:  Environmental Protection Agency
Telephone:  202-564-2501
Last EDR Contact: 12/17/2007
Next Scheduled EDR Contact: 03/17/2008
Data Release Frequency: No Update Planned

HIST FTTS INSP:  FIFRA/TSCA Tracking System Inspection & Enforcement Case Listing
A complete inspection and enforcement case listing from the FIFRA/TSCA Tracking System (FTTS) for all ten EPA
regions. The information was obtained from the National Compliance Database (NCDB). NCDB supports the implementation
of FIFRA (Federal Insecticide, Fungicide, and Rodenticide Act) and TSCA (Toxic Substances Control Act). Some
EPA regions are now closing out records. Because of that, and the fact that some EPA regions are not providing
EPA Headquarters with updated records, it was decided to create a HIST FTTS database. It included records that
may not be included in the newer FTTS database updates. This database is no longer updated.
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Date of Government Version: 10/19/2006
Date Data Arrived at EDR: 03/01/2007
Date Made Active in Reports: 04/10/2007
Number of Days to Update: 40

Source:  Environmental Protection Agency
Telephone:  202-564-2501
Last EDR Contact: 12/17/2008
Next Scheduled EDR Contact: 03/17/2008
Data Release Frequency: No Update Planned

SSTS:  Section 7 Tracking Systems
Section 7 of the Federal Insecticide, Fungicide and Rodenticide Act, as amended (92 Stat. 829) requires all
registered pesticide-producing establishments to submit a report to the Environmental Protection Agency by March
1st each year. Each establishment must report the types and amounts of pesticides, active ingredients and devices
being produced, and those having been produced and sold or distributed in the past year.

Date of Government Version: 12/31/2009
Date Data Arrived at EDR: 12/10/2010
Date Made Active in Reports: 02/25/2011
Number of Days to Update: 77

Source:  EPA
Telephone:  202-564-4203
Last EDR Contact: 04/10/2015
Next Scheduled EDR Contact: 08/10/2015
Data Release Frequency: Annually

ICIS:  Integrated Compliance Information System
The Integrated Compliance Information System (ICIS) supports the information needs of the national enforcement
and compliance program as well as the unique needs of the National Pollutant Discharge Elimination System (NPDES)
program.

Date of Government Version: 01/23/2015
Date Data Arrived at EDR: 02/06/2015
Date Made Active in Reports: 03/09/2015
Number of Days to Update: 31

Source:  Environmental Protection Agency
Telephone:  202-564-5088
Last EDR Contact: 04/09/2015
Next Scheduled EDR Contact: 07/27/2015
Data Release Frequency: Quarterly

PADS:  PCB Activity Database System
PCB Activity Database. PADS Identifies generators, transporters, commercial storers and/or brokers and disposers
of PCB’s who are required to notify the EPA of such activities.

Date of Government Version: 07/01/2014
Date Data Arrived at EDR: 10/15/2014
Date Made Active in Reports: 11/17/2014
Number of Days to Update: 33

Source:  EPA
Telephone:  202-566-0500
Last EDR Contact: 04/17/2015
Next Scheduled EDR Contact: 07/27/2015
Data Release Frequency: Annually

MLTS:  Material Licensing Tracking System
MLTS is maintained by the Nuclear Regulatory Commission and contains a list of approximately 8,100 sites which
possess or use radioactive materials and which are subject to NRC licensing requirements. To maintain currency,
EDR contacts the Agency on a quarterly basis.

Date of Government Version: 12/29/2014
Date Data Arrived at EDR: 01/08/2015
Date Made Active in Reports: 01/29/2015
Number of Days to Update: 21

Source:  Nuclear Regulatory Commission
Telephone:  301-415-7169
Last EDR Contact: 03/09/2015
Next Scheduled EDR Contact: 06/22/2015
Data Release Frequency: Quarterly

RADINFO:  Radiation Information Database
The Radiation Information Database (RADINFO) contains information about facilities that are regulated by U.S.
Environmental Protection Agency (EPA) regulations for radiation and radioactivity.

Date of Government Version: 02/27/2015
Date Data Arrived at EDR: 02/27/2015
Date Made Active in Reports: 03/25/2015
Number of Days to Update: 26

Source:  Environmental Protection Agency
Telephone:  202-343-9775
Last EDR Contact: 04/09/2015
Next Scheduled EDR Contact: 07/20/2015
Data Release Frequency: Quarterly
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FINDS:  Facility Index System/Facility Registry System
Facility Index System. FINDS contains both facility information and ’pointers’ to other sources that contain more
detail. EDR includes the following FINDS databases in this report: PCS (Permit Compliance System), AIRS (Aerometric
Information Retrieval System), DOCKET (Enforcement Docket used to manage and track information on civil judicial
enforcement cases for all environmental statutes), FURS (Federal Underground Injection Control), C-DOCKET (Criminal
Docket System used to track criminal enforcement actions for all environmental statutes), FFIS (Federal Facilities
Information System), STATE (State Environmental Laws and Statutes), and PADS (PCB Activity Data System).

Date of Government Version: 01/18/2015
Date Data Arrived at EDR: 02/27/2015
Date Made Active in Reports: 03/25/2015
Number of Days to Update: 26

Source:  EPA
Telephone:  (415) 947-8000
Last EDR Contact: 03/09/2015
Next Scheduled EDR Contact: 06/22/2015
Data Release Frequency: Quarterly

RAATS:  RCRA Administrative Action Tracking System
RCRA Administration Action Tracking System. RAATS contains records based on enforcement actions issued under RCRA
pertaining to major violators and includes administrative and civil actions brought by the EPA. For administration
actions after September 30, 1995, data entry in the RAATS database was discontinued. EPA will retain a copy of
the database for historical records. It was necessary to terminate RAATS because a decrease in agency resources
made it impossible to continue to update the information contained in the database.

Date of Government Version: 04/17/1995
Date Data Arrived at EDR: 07/03/1995
Date Made Active in Reports: 08/07/1995
Number of Days to Update: 35

Source:  EPA
Telephone:  202-564-4104
Last EDR Contact: 06/02/2008
Next Scheduled EDR Contact: 09/01/2008
Data Release Frequency: No Update Planned

RMP:  Risk Management Plans
When Congress passed the Clean Air Act Amendments of 1990, it required EPA to publish regulations and guidance
for chemical accident prevention at facilities using extremely hazardous substances. The Risk Management Program
Rule (RMP Rule) was written to implement Section 112(r) of these amendments. The rule, which built upon existing
industry codes and standards, requires companies of all sizes that use certain flammable and toxic substances
to develop a Risk Management Program, which includes a(n): Hazard assessment that details the potential effects
of an accidental release, an accident history of the last five years, and an evaluation of worst-case and alternative
accidental releases; Prevention program that includes safety precautions and maintenance, monitoring, and employee
training measures; and Emergency response program that spells out emergency health care, employee training measures
and procedures for informing the public and response agencies (e.g the fire department) should an accident occur.

Date of Government Version: 02/01/2015
Date Data Arrived at EDR: 02/13/2015
Date Made Active in Reports: 03/25/2015
Number of Days to Update: 40

Source:  Environmental Protection Agency
Telephone:  202-564-8600
Last EDR Contact: 04/27/2015
Next Scheduled EDR Contact: 08/10/2015
Data Release Frequency: Varies

BRS:  Biennial Reporting System
The Biennial Reporting System is a national system administered by the EPA that collects data on the generation
and management of hazardous waste. BRS captures detailed data from two groups: Large Quantity Generators (LQG)
and Treatment, Storage, and Disposal Facilities.

Date of Government Version: 12/31/2011
Date Data Arrived at EDR: 02/26/2013
Date Made Active in Reports: 04/19/2013
Number of Days to Update: 52

Source:  EPA/NTIS
Telephone:  800-424-9346
Last EDR Contact: 02/24/2015
Next Scheduled EDR Contact: 06/08/2015
Data Release Frequency: Biennially

UIC:  Underground Injection Wells Listing
A listing of underground injection well locations.

Date of Government Version: 02/07/2013
Date Data Arrived at EDR: 02/12/2013
Date Made Active in Reports: 04/09/2013
Number of Days to Update: 56

Source:  Department of Health
Telephone:  808-586-4258
Last EDR Contact: 02/26/2015
Next Scheduled EDR Contact: 06/15/2015
Data Release Frequency: Varies
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DRYCLEANERS:  Permitted Drycleaner Facility Listing
A listing of permitted drycleaner facilities in the state.

Date of Government Version: 12/31/2014
Date Data Arrived at EDR: 01/09/2015
Date Made Active in Reports: 02/11/2015
Number of Days to Update: 33

Source:  Department of Health
Telephone:  808-586-4200
Last EDR Contact: 04/06/2015
Next Scheduled EDR Contact: 07/20/2015
Data Release Frequency: Varies

AIRS:  List of Permitted Facilities
A listing of permitted facilities in the state.

Date of Government Version: 04/08/2015
Date Data Arrived at EDR: 04/10/2015
Date Made Active in Reports: 04/30/2015
Number of Days to Update: 20

Source:  Department of Health
Telephone:  808-586-4200
Last EDR Contact: 04/06/2015
Next Scheduled EDR Contact: 07/20/2015
Data Release Frequency: Varies

INDIAN RESERV:  Indian Reservations
This map layer portrays Indian administered lands of the United States that have any area equal to or greater
than 640 acres.

Date of Government Version: 12/31/2005
Date Data Arrived at EDR: 12/08/2006
Date Made Active in Reports: 01/11/2007
Number of Days to Update: 34

Source:  USGS
Telephone:  202-208-3710
Last EDR Contact: 04/14/2015
Next Scheduled EDR Contact: 07/27/2015
Data Release Frequency: Semi-Annually

SCRD DRYCLEANERS:  State Coalition for Remediation of Drycleaners Listing
The State Coalition for Remediation of Drycleaners was established in 1998, with support from the U.S. EPA Office
of Superfund Remediation and Technology Innovation. It is comprised of representatives of states with established
drycleaner remediation programs. Currently the member states are Alabama, Connecticut, Florida, Illinois, Kansas,
Minnesota, Missouri, North Carolina, Oregon, South Carolina, Tennessee, Texas, and Wisconsin.

Date of Government Version: 03/07/2011
Date Data Arrived at EDR: 03/09/2011
Date Made Active in Reports: 05/02/2011
Number of Days to Update: 54

Source:  Environmental Protection Agency
Telephone:  615-532-8599
Last EDR Contact: 02/18/2015
Next Scheduled EDR Contact: 06/01/2015
Data Release Frequency: Varies

2020 COR ACTION:  2020 Corrective Action Program List
The EPA has set ambitious goals for the RCRA Corrective Action program by creating the 2020 Corrective Action
Universe. This RCRA cleanup baseline includes facilities expected to need corrective action. The 2020 universe
contains a wide variety of sites. Some properties are heavily contaminated while others were contaminated but
have since been cleaned up. Still others have not been fully investigated yet, and may require little or no remediation.
Inclusion in the 2020 Universe does not necessarily imply failure on the part of a facility to meet its RCRA obligations.

Date of Government Version: 04/22/2013
Date Data Arrived at EDR: 03/03/2015
Date Made Active in Reports: 03/09/2015
Number of Days to Update: 6

Source:  Environmental Protection Agency
Telephone:  703-308-4044
Last EDR Contact: 02/13/2015
Next Scheduled EDR Contact: 05/25/2015
Data Release Frequency: Varies

LEAD SMELTER 1:  Lead Smelter Sites
A listing of former lead smelter site locations.

Date of Government Version: 11/25/2014
Date Data Arrived at EDR: 11/26/2014
Date Made Active in Reports: 01/29/2015
Number of Days to Update: 64

Source:  Environmental Protection Agency
Telephone:  703-603-8787
Last EDR Contact: 04/10/2015
Next Scheduled EDR Contact: 07/20/2015
Data Release Frequency: Varies

TC4289921.2s     Page GR-16

GOVERNMENT RECORDS SEARCHED / DATA CURRENCY TRACKING



LEAD SMELTER 2:  Lead Smelter Sites
A list of several hundred sites in the U.S. where secondary lead smelting was done from 1931and 1964. These sites
may pose a threat to public health through ingestion or inhalation of contaminated soil or dust

Date of Government Version: 04/05/2001
Date Data Arrived at EDR: 10/27/2010
Date Made Active in Reports: 12/02/2010
Number of Days to Update: 36

Source:  American Journal of Public Health
Telephone:  703-305-6451
Last EDR Contact: 12/02/2009
Next Scheduled EDR Contact: N/A
Data Release Frequency: No Update Planned

PRP:  Potentially Responsible Parties
A listing of verified Potentially Responsible Parties

Date of Government Version: 10/25/2013
Date Data Arrived at EDR: 10/17/2014
Date Made Active in Reports: 10/20/2014
Number of Days to Update: 3

Source:  EPA
Telephone:  202-564-6023
Last EDR Contact: 02/13/2015
Next Scheduled EDR Contact: 05/25/2015
Data Release Frequency: Quarterly

FEDLAND:  Federal and Indian Lands
Federally and Indian administrated lands of the United States. Lands included are administrated by: Army Corps
of Engineers, Bureau of Reclamation, National Wild and Scenic River, National Wildlife Refuge, Public Domain Land,
Wilderness, Wilderness Study Area, Wildlife Management Area, Bureau of Indian Affairs, Bureau of Land Management,
Department of Justice, Forest Service, Fish and Wildlife Service, National Park Service.

Date of Government Version: 12/31/2005
Date Data Arrived at EDR: 02/06/2006
Date Made Active in Reports: 01/11/2007
Number of Days to Update: 339

Source:  U.S. Geological Survey
Telephone:  888-275-8747
Last EDR Contact: 04/14/2015
Next Scheduled EDR Contact: 07/27/2015
Data Release Frequency: N/A

Financial Assurance:  Financial Assurance Information Listing
A listing of financial assurance information for underground storage tank facilities. Financial assurance is intended
to ensure that resources are available to pay for the cost of closure, post-closure care, and corrective measures
if the owner or operator of a regulated facility is unable or unwilling to pay.

Date of Government Version: 03/13/2015
Date Data Arrived at EDR: 03/17/2015
Date Made Active in Reports: 03/25/2015
Number of Days to Update: 8

Source:  Department of Health
Telephone:  808-586-4226
Last EDR Contact: 03/13/2015
Next Scheduled EDR Contact: 06/29/2015
Data Release Frequency: Varies

US FIN ASSUR:  Financial Assurance Information
All owners and operators of facilities that treat, store, or dispose of hazardous waste are required to provide
proof that they will have sufficient funds to pay for the clean up, closure, and post-closure care of their facilities.

Date of Government Version: 03/09/2015
Date Data Arrived at EDR: 03/10/2015
Date Made Active in Reports: 03/25/2015
Number of Days to Update: 15

Source:  Environmental Protection Agency
Telephone:  202-566-1917
Last EDR Contact: 02/16/2015
Next Scheduled EDR Contact: 06/01/2015
Data Release Frequency: Quarterly

COAL ASH EPA:  Coal Combustion Residues Surface Impoundments List
A listing of coal combustion residues surface impoundments with high hazard potential ratings.

Date of Government Version: 07/01/2014
Date Data Arrived at EDR: 09/10/2014
Date Made Active in Reports: 10/20/2014
Number of Days to Update: 40

Source:  Environmental Protection Agency
Telephone:  N/A
Last EDR Contact: 03/13/2015
Next Scheduled EDR Contact: 06/22/2015
Data Release Frequency: Varies
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US AIRS (AFS):  Aerometric Information Retrieval System Facility Subsystem (AFS)
The database is a sub-system of Aerometric Information Retrieval System (AIRS). AFS contains compliance data
on air pollution point sources regulated by the U.S. EPA and/or state and local air regulatory agencies. This
information comes from source reports by various stationary sources of air pollution, such as electric power plants,
steel mills, factories, and universities, and provides information about the air pollutants they produce. Action,
air program, air program pollutant, and general level plant data. It is used to track emissions and compliance
data from industrial plants.

Date of Government Version: 10/16/2014
Date Data Arrived at EDR: 10/31/2014
Date Made Active in Reports: 11/17/2014
Number of Days to Update: 17

Source:  EPA
Telephone:  202-564-2496
Last EDR Contact: 03/30/2015
Next Scheduled EDR Contact: 07/13/2015
Data Release Frequency: Annually

US AIRS MINOR:  Air Facility System Data
A listing of minor source facilities.

Date of Government Version: 10/16/2014
Date Data Arrived at EDR: 10/31/2014
Date Made Active in Reports: 11/17/2014
Number of Days to Update: 17

Source:  EPA
Telephone:  202-564-2496
Last EDR Contact: 03/30/2015
Next Scheduled EDR Contact: 07/13/2015
Data Release Frequency: Annually

COAL ASH DOE:  Steam-Electric Plant Operation Data
A listing of power plants that store ash in surface ponds.

Date of Government Version: 12/31/2005
Date Data Arrived at EDR: 08/07/2009
Date Made Active in Reports: 10/22/2009
Number of Days to Update: 76

Source:  Department of Energy
Telephone:  202-586-8719
Last EDR Contact: 04/15/2015
Next Scheduled EDR Contact: 07/27/2015
Data Release Frequency: Varies

PCB TRANSFORMER:  PCB Transformer Registration Database
The database of PCB transformer registrations that includes all PCB registration submittals.

Date of Government Version: 02/01/2011
Date Data Arrived at EDR: 10/19/2011
Date Made Active in Reports: 01/10/2012
Number of Days to Update: 83

Source:  Environmental Protection Agency
Telephone:  202-566-0517
Last EDR Contact: 05/01/2015
Next Scheduled EDR Contact: 08/10/2015
Data Release Frequency: Varies

EPA WATCH LIST:  EPA WATCH LIST
EPA maintains a "Watch List" to facilitate dialogue between EPA, state and local environmental agencies on enforcement
matters relating to facilities with alleged violations identified as either significant or high priority. Being
on the Watch List does not mean that the facility has actually violated the law only that an investigation by
EPA or a state or local environmental agency has led those organizations to allege that an unproven violation
has in fact occurred. Being on the Watch List does not represent a higher level of concern regarding the alleged
violations that were detected, but instead indicates cases requiring additional dialogue between EPA, state and
local agencies - primarily because of the length of time the alleged violation has gone unaddressed or unresolved.

Date of Government Version: 08/30/2013
Date Data Arrived at EDR: 03/21/2014
Date Made Active in Reports: 06/17/2014
Number of Days to Update: 88

Source:  Environmental Protection Agency
Telephone:  617-520-3000
Last EDR Contact: 05/07/2015
Next Scheduled EDR Contact: 08/24/2015
Data Release Frequency: Quarterly

EDR HIGH RISK HISTORICAL RECORDS

EDR Exclusive Records
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EDR MGP:  EDR Proprietary Manufactured Gas Plants
The EDR Proprietary Manufactured Gas Plant Database includes records of coal gas plants (manufactured gas plants)
compiled by EDR’s researchers. Manufactured gas sites were used in the United States from the 1800’s to 1950’s
to produce a gas that could be distributed and used as fuel. These plants used whale oil, rosin, coal, or a mixture
of coal, oil, and water that also produced a significant amount of waste. Many of the byproducts of the gas production,
such as coal tar (oily waste containing volatile and non-volatile chemicals), sludges, oils and other compounds
are potentially hazardous to human health and the environment. The byproduct from this process was frequently
disposed of directly at the plant site and can remain or spread slowly, serving as a continuous source of soil
and groundwater contamination.

Date of Government Version: N/A
Date Data Arrived at EDR: N/A
Date Made Active in Reports: N/A
Number of Days to Update: N/A

Source:  EDR, Inc.
Telephone:  N/A
Last EDR Contact: N/A
Next Scheduled EDR Contact: N/A
Data Release Frequency: No Update Planned

EDR US Hist Auto Stat:  EDR Exclusive Historic Gas Stations
EDR has searched selected national collections of business directories and has collected listings of potential
gas station/filling station/service station sites that were available to EDR researchers. EDR’s review was limited
to those categories of sources that might, in EDR’s opinion, include gas station/filling station/service station
establishments. The categories reviewed included, but were not limited to gas, gas station, gasoline station,
filling station, auto, automobile repair, auto service station, service station, etc. This database falls within
a category of information EDR classifies as "High Risk Historical Records", or HRHR. EDR’s HRHR effort presents
unique and sometimes proprietary data about past sites and operations that typically create environmental concerns,
but may not show up in current government records searches.

Date of Government Version: N/A
Date Data Arrived at EDR: N/A
Date Made Active in Reports: N/A
Number of Days to Update: N/A

Source:  EDR, Inc.
Telephone:  N/A
Last EDR Contact: N/A
Next Scheduled EDR Contact: N/A
Data Release Frequency: Varies

EDR US Hist Cleaners:  EDR Exclusive Historic Dry Cleaners
EDR has searched selected national collections of business directories and has collected listings of potential
dry cleaner sites that were available to EDR researchers. EDR’s review was limited to those categories of sources
that might, in EDR’s opinion, include dry cleaning establishments. The categories reviewed included, but were
not limited to dry cleaners, cleaners, laundry, laundromat, cleaning/laundry, wash & dry etc. This database falls
within a category of information EDR classifies as "High Risk Historical Records", or HRHR. EDR’s HRHR effort
presents unique and sometimes proprietary data about past sites and operations that typically create environmental
concerns, but may not show up in current government records searches.

Date of Government Version: N/A
Date Data Arrived at EDR: N/A
Date Made Active in Reports: N/A
Number of Days to Update: N/A

Source:  EDR, Inc.
Telephone:  N/A
Last EDR Contact: N/A
Next Scheduled EDR Contact: N/A
Data Release Frequency: Varies

EDR RECOVERED GOVERNMENT ARCHIVES

Exclusive Recovered Govt. Archives

RGA LF:  Recovered Government Archive Solid Waste Facilities List
The EDR Recovered Government Archive Landfill database provides a list of landfills derived from historical databases
and includes many records that no longer appear in current government lists. Compiled from Records formerly available
from the Department of Health in Hawaii.

Date of Government Version: N/A
Date Data Arrived at EDR: 07/01/2013
Date Made Active in Reports: 01/17/2014
Number of Days to Update: 200

Source:  Department of Health
Telephone:  N/A
Last EDR Contact: 06/01/2012
Next Scheduled EDR Contact: N/A
Data Release Frequency: Varies

TC4289921.2s     Page GR-19

GOVERNMENT RECORDS SEARCHED / DATA CURRENCY TRACKING



RGA HWS:  Recovered Government Archive State Hazardous Waste Facilities List
The EDR Recovered Government Archive State Hazardous Waste database provides a list of SHWS incidents derived
from historical databases and includes many records that no longer appear in current government lists. Compiled
from Records formerly available from the Department of Health in Hawaii.

Date of Government Version: N/A
Date Data Arrived at EDR: 07/01/2013
Date Made Active in Reports: 01/08/2014
Number of Days to Update: 191

Source:  Department of Health
Telephone:  N/A
Last EDR Contact: 06/01/2012
Next Scheduled EDR Contact: N/A
Data Release Frequency: Varies

RGA LUST:  Recovered Government Archive Leaking Underground Storage Tank
The EDR Recovered Government Archive Leaking Underground Storage Tank database provides a list of LUST incidents
derived from historical databases and includes many records that no longer appear in current government lists.
Compiled from Records formerly available from the Department of Health in Hawaii.

Date of Government Version: N/A
Date Data Arrived at EDR: 07/01/2013
Date Made Active in Reports: 01/03/2014
Number of Days to Update: 186

Source:  Department of Health
Telephone:  N/A
Last EDR Contact: 06/01/2012
Next Scheduled EDR Contact: N/A
Data Release Frequency: Varies

OTHER DATABASE(S)

Depending on the geographic area covered by this report, the data provided in these specialty databases may or may not be
complete.  For example, the existence of wetlands information data in a specific report does not mean that all wetlands in the
area covered by the report are included.  Moreover, the absence of any reported wetlands information does not necessarily
mean that wetlands do not exist in the area covered by the report.

Oil/Gas Pipelines: This data was obtained by EDR from the USGS in 1994. It is referred to by USGS as GeoData Digital Line Graphs
from 1:100,000-Scale Maps. It was extracted from the transportation category including some oil, but primarily
gas pipelines.

Sensitive Receptors: There are individuals deemed sensitive receptors due to their fragile immune systems and special sensitivity
to environmental discharges.  These sensitive receptors typically include the elderly, the sick, and children.  While the location of all
sensitive receptors cannot be determined, EDR indicates those buildings and facilities - schools, daycares, hospitals, medical centers,
and nursing homes - where individuals who are sensitive receptors are likely to be located.

AHA Hospitals:
Source: American Hospital Association, Inc.
Telephone: 312-280-5991
The database includes a listing of hospitals based on the American Hospital Association’s annual survey of hospitals.

Medical Centers: Provider of Services Listing
Source: Centers for Medicare & Medicaid Services
Telephone: 410-786-3000
A listing of hospitals with Medicare provider number, produced by Centers of Medicare & Medicaid Services,
a federal agency within the U.S. Department of Health and Human Services.

Nursing Homes
Source: National Institutes of Health
Telephone: 301-594-6248
Information on Medicare and Medicaid certified nursing homes in the United States.

Public Schools
Source: National Center for Education Statistics
Telephone: 202-502-7300
The National Center for Education Statistics’ primary database on elementary
and secondary public education in the United States.  It is a comprehensive, annual, national statistical
database of all public elementary and secondary schools and school districts, which contains data that are
comparable across all states.

Private Schools
Source: National Center for Education Statistics
Telephone: 202-502-7300
The National Center for Education Statistics’ primary database on private school locations in the United States. 
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Flood Zone Data: This data, available in select counties across the country, was obtained by EDR in 2003 & 2011 from the Federal
Emergency Management Agency (FEMA).  Data depicts 100-year and 500-year flood zones as defined by FEMA.

NWI: National Wetlands Inventory.  This data, available in select counties across the country, was obtained by EDR
in 2002, 2005 and 2010 from the U.S. Fish and Wildlife Service.

Scanned Digital USGS 7.5’ Topographic Map (DRG)
Source: United States Geologic Survey
A digital raster graphic (DRG) is a scanned image of a U.S. Geological Survey topographic map. The map images
are made by scanning published paper maps on high-resolution scanners. The raster image
is georeferenced and fit to the Universal Transverse Mercator (UTM) projection.

STREET AND ADDRESS INFORMATION

© 2010 Tele Atlas North America, Inc. All rights reserved.  This material is proprietary and the subject of copyright protection
and other intellectual property rights owned by or licensed to Tele Atlas North America, Inc.  The use of this material is subject
to the terms of a license agreement.  You will be held liable for any unauthorized copying or disclosure of this material.
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geologic strata.
of the soil, and nearby wells.  Groundwater flow velocity is generally impacted by the nature of the
Groundwater flow direction may be impacted by surface topography, hydrology, hydrogeology, characteristics

  2.  Groundwater flow velocity.
  1.  Groundwater flow direction, and

Assessment of the impact of contaminant migration generally has two principal investigative components:

forming an opinion about the impact of potential contaminant migration.
EDR’s GeoCheck Physical Setting Source Addendum is provided to assist the environmental professional in

Not reportedMost Recent Revision:
21157-C8 PEARL HARBOR, HIWest Map:

Not reportedMost Recent Revision:
21157-C7 HONOLULU, HITarget Property Map:

USGS TOPOGRAPHIC MAP

3 ft. above sea levelElevation:
2355727.5UTM Y (Meters): 
618278.6UTM X (Meters): 
Zone 4Universal Tranverse Mercator: 
157.8597 - 157˚ 51’ 34.92’’Longitude (West): 
21.3008 - 21˚ 18’ 2.88’’Latitude (North): 

TARGET PROPERTY COORDINATES

HONOLULU, HI 96813
500 KEAWE STREET
GE HAWAII BLOCK A2

TARGET PROPERTY ADDRESS

®GEOCHECK   - PHYSICAL SETTING SOURCE ADDENDUM®
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should be field verified.
on a relative (not an absolute) basis. Relative elevation information between sites of close proximity
Source: Topography has been determined from the USGS 7.5’ Digital Elevation Model and should be evaluated

SURROUNDING TOPOGRAPHY: ELEVATION PROFILES
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General SouthGeneral Topographic Gradient:
TARGET PROPERTY TOPOGRAPHY

should contamination exist on the target property, what downgradient sites might be impacted.
assist the environmental professional in forming an opinion about the impact of nearby contaminated properties or,
Surface topography may be indicative of the direction of surficial groundwater flow.  This information can be used to
TOPOGRAPHIC INFORMATION

collected on nearby properties, and regional groundwater flow information (from deep aquifers).
sources of information, such as surface topographic information, hydrologic information, hydrogeologic data
using site-specific well data. If such data is not reasonably ascertainable, it may be necessary to rely on other
Groundwater flow direction for a particular site is best determined by a qualified environmental professional
GROUNDWATER FLOW DIRECTION INFORMATION

®GEOCHECK   - PHYSICAL SETTING SOURCE SUMMARY®
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Not Reported

GENERAL DIRECTIONLOCATION
GROUNDWATER FLOWFROM TPMAP ID

hydrogeologically, and the depth to water table.
authorities at select sites and has extracted the date of the report, groundwater flow direction as determined
flow at specific points. EDR has reviewed reports submitted by environmental professionals to regulatory
EDR has developed the AQUIFLOW Information System to provide data on the general direction of groundwater

AQUIFLOW®

 Search Radius: 1.000 Mile.

contamination exist on the target property, what downgradient sites might be impacted.
environmental professional in forming an opinion about the impact of nearby contaminated properties or, should
of groundwater flow direction in the immediate area.  Such hydrogeologic information can be used to assist the
Hydrogeologic information obtained by installation of wells on a specific site can often be an indicator
HYDROGEOLOGIC INFORMATION

YES - refer to the Overview Map and Detail MapHONOLULU

NATIONAL WETLAND INVENTORY
NWI Electronic
Data CoverageNWI Quad at Target Property

Not ReportedAdditional Panels in search area:

15003C  - FEMA DFIRM Flood dataFlood Plain Panel at Target Property:

YES - refer to the Overview Map and Detail MapHONOLULU, HI

FEMA FLOOD ZONE
FEMA Flood
Electronic DataTarget Property County

and bodies of water).
Refer to the Physical Setting Source Map following this summary for hydrologic information (major waterways

contamination exist on the target property, what downgradient sites might be impacted.
the environmental professional in forming an opinion about the impact of nearby contaminated properties or, should
Surface water can act as a hydrologic barrier to groundwater flow.  Such hydrologic information can be used to assist
HYDROLOGIC INFORMATION

®GEOCHECK   - PHYSICAL SETTING SOURCE SUMMARY®



TC4289921.2s   Page A-4

Map, USGS Digital Data Series DDS - 11 (1994).
of the Conterminous U.S. at 1:2,500,000 Scale - a digital representation of the 1974 P.B. King and H.M. Beikman
Geologic Age and Rock Stratigraphic Unit Source: P.G. Schruben, R.E. Arndt and W.J. Bawiec, Geology

ROCK STRATIGRAPHIC UNIT GEOLOGIC AGE IDENTIFICATION

-Category:-Era:
-System:
-Series:
N/ACode:    (decoded above as Era, System & Series)

at which contaminant migration may be occurring.
Geologic information can be used by the environmental professional in forming an opinion about the relative speed
GEOLOGIC INFORMATION IN GENERAL AREA OF TARGET PROPERTY

move more quickly through sandy-gravelly types of soils than silty-clayey types of soils.
characteristics data collected on nearby properties and regional soil information. In general, contaminant plumes
to rely on other sources of information, including geologic age identification, rock stratigraphic unit and soil
using site specific geologic and soil strata data. If such data are not reasonably ascertainable, it may be necessary
Groundwater flow velocity information for a particular site is best determined by a qualified environmental professional
GROUNDWATER FLOW VELOCITY INFORMATION

®GEOCHECK   - PHYSICAL SETTING SOURCE SUMMARY®
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Max:  Min: 
Min: 1
Max: 42   Not reportedNot reportedbedrock38 inches29 inches 3

Min: 6.6
Max: 7.3

Min: 4.23
Max: 14   ML-K (proposed)

Soils.
200), Clayey
passing No.
than 35 pct.
Materials (more
Silt-Claysilty clay loam29 inches 7 inches 2

Min: 6.6
Max: 7.3

Min: 4.23
Max: 14   ML-K (proposed)

Soils.
200), Clayey
passing No.
than 35 pct.
Materials (more
Silt-Claysilty clay loam 7 inches 0 inches 1

Soil Layer Information           

Boundary Classification Saturated
hydraulic
conductivity
micro m/sec

Layer Upper Lower Soil Texture Class AASHTO Group Unified Soil Soil Reaction
(pH)

 
> 0 inchesDepth to Watertable Min:

> 0 inchesDepth to Bedrock Min:

ModerateCorrosion Potential - Uncoated Steel:

Hydric Status: Not hydric

Well drainedSoil Drainage Class:

textures.
moderately well and well drained soils with moderately coarse
Class B - Moderate infiltration rates. Deep and moderately deep,Hydrologic Group:

silty clay loamSoil Surface Texture:

EwaSoil Component Name:

Soil Map ID: 1

in a landscape. The following information is based on Soil Conservation Service SSURGO data.
for privately owned lands in the United States. A soil map in a soil survey is a representation of soil patterns
Survey (NCSS) and is responsible for collecting, storing, maintaining and distributing soil survey information
The U.S. Department of Agriculture’s (USDA) Soil Conservation Service (SCS) leads the National Cooperative Soil

DOMINANT SOIL COMPOSITION IN GENERAL AREA OF TARGET PROPERTY

®GEOCHECK   - PHYSICAL SETTING SOURCE SUMMARY®



TC4289921.2s   Page A-7

 

Well drainedSoil Drainage Class:

textures.
moderately well and well drained soils with moderately coarse
Class B - Moderate infiltration rates. Deep and moderately deep,Hydrologic Group:

clay loamSoil Surface Texture:

MakikiSoil Component Name:

Soil Map ID: 3

Max:  Min: 
Min: 0.02
Max: 0.42   Not reportedNot reportedbedrock70 inches59 inches 3

Min: 6.1
Max: 7.3

Min: 1.41
Max: 14   

Silty Sand.
Sands with fines,
SOILS, Sands,
COARSE-GRAINED

Soils.
200), Clayey
passing No.
than 35 pct.
Materials (more
Silt-Clayfine sandy loam59 inches 5 inches 2

Min: 6.1
Max: 7.3

Min: 1.41
Max: 14   

Silty Sand.
Sands with fines,
SOILS, Sands,
COARSE-GRAINED

Soils.
200), Clayey
passing No.
than 35 pct.
Materials (more
Silt-Clay

loam
gravelly sandy 5 inches 0 inches 1

Soil Layer Information           

Boundary Classification Saturated
hydraulic
conductivity
micro m/sec

Layer Upper Lower Soil Texture Class AASHTO Group Unified Soil Soil Reaction
(pH)

 
> 0 inchesDepth to Watertable Min:

> 152 inchesDepth to Bedrock Min:

HighCorrosion Potential - Uncoated Steel:

Hydric Status: Not hydric

Well drainedSoil Drainage Class:

movement of water, or soils with moderately fine or fine textures.
Class C - Slow infiltration rates. Soils with layers impeding downwardHydrologic Group:

gravelly sandy loamSoil Surface Texture:

Fill land, mixedSoil Component Name:

Soil Map ID: 2

®GEOCHECK   - PHYSICAL SETTING SOURCE SUMMARY®
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1/8 - 1/4 Mile NNEUSGS40000269634   A1

FEDERAL USGS WELL INFORMATION

LOCATION
FROM TPWELL IDMAP ID

1.000State Database
Nearest PWS within 1 mileFederal FRDS PWS
1.000Federal USGS

WELL SEARCH DISTANCE INFORMATION

SEARCH DISTANCE (miles)DATABASE

opinion about the impact of contaminant migration on nearby drinking water wells.
professional in assessing sources that may impact ground water flow direction, and in forming an
EDR Local/Regional Water Agency records provide water well information to assist the environmental

LOCAL / REGIONAL WATER AGENCY RECORDS

5.6
Max: 6 Min:

  Min: 14.11
Max: 141.14 

Silty Sand.
Sands with fines,
SOILS, Sands,
COARSE-GRAINED

Soils.
200), Clayey
passing No.
than 35 pct.
Materials (more
Silt-Clay

clay loam
paragravelly59 inches29 inches 3

5.6
Max: 6 Min:

 Min: 4.23
Max: 14.11  

Silty Sand.
Sands with fines,
SOILS, Sands,
COARSE-GRAINED

Soils.
200), Clayey
passing No.
than 35 pct.
Materials (more
Silt-Clayclay loam29 inches20 inches 2

Min: 5.1
Max: 5.5

Min: 4.23
Max: 42   

Silty Sand.
Sands with fines,
SOILS, Sands,
COARSE-GRAINED

Soils.
200), Clayey
passing No.
than 35 pct.
Materials (more
Silt-Clayclay loam20 inches 0 inches 1

Soil Layer Information           

Boundary Classification Saturated
hydraulic
conductivity
micro m/sec

Layer Upper Lower Soil Texture Class AASHTO Group Unified Soil Soil Reaction
(pH)

 
> 0 inchesDepth to Watertable Min:

> 0 inchesDepth to Bedrock Min:

ModerateCorrosion Potential - Uncoated Steel:

Hydric Status: Not hydric

®GEOCHECK   - PHYSICAL SETTING SOURCE SUMMARY®
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1/2 - 1 Mile NEUSGS40000269660   W98
1/2 - 1 Mile NEUSGS40000269659   W97
1/2 - 1 Mile NEUSGS40000269661   W96
1/2 - 1 Mile NEUSGS40000269663   W95
1/2 - 1 Mile NEUSGS40000269662   W94
1/2 - 1 Mile NEUSGS40000269655   W93
1/2 - 1 Mile NEUSGS40000269654   W92
1/2 - 1 Mile NEUSGS40000269656   W91
1/2 - 1 Mile NEUSGS40000269658   W90
1/2 - 1 Mile NEUSGS40000269657   W89
1/2 - 1 Mile NEUSGS40000269671   W88
1/2 - 1 Mile NEUSGS40000269670   W87
1/2 - 1 Mile NEUSGS40000269678   W86
1/2 - 1 Mile NEUSGS40000269664   W79
1/2 - 1 Mile ENEUSGS40000269638   R78
1/2 - 1 Mile NNWUSGS40000269697   S77
1/2 - 1 Mile NEUSGS40000269672   W76
1/2 - 1 Mile NNEUSGS40000269699   V73
1/2 - 1 Mile WSWUSGS40000269579   T71
1/2 - 1 Mile ENEUSGS40000269645   R70
1/2 - 1 Mile NNWUSGS40000269692   S68
1/4 - 1/2 Mile SWUSGS40000269557   P64
1/4 - 1/2 Mile NNWUSGS40000269691   Q63
1/4 - 1/2 Mile NNWUSGS40000269690   Q62
1/4 - 1/2 Mile ENEUSGS40000269639   N60
1/4 - 1/2 Mile NorthUSGS40000269695   K57
1/4 - 1/2 Mile NWUSGS40000269674   Q53
1/4 - 1/2 Mile NNWUSGS40000269689   M52
1/4 - 1/2 Mile NNWUSGS40000269688   M51
1/4 - 1/2 Mile SouthUSGS40000269551   O49
1/4 - 1/2 Mile SouthUSGS40000269550   O48
1/4 - 1/2 Mile ENEUSGS40000269623   J43
1/4 - 1/2 Mile ENEUSGS40000269633   N39
1/4 - 1/2 Mile NNWUSGS40000269683   M38
1/4 - 1/2 Mile NNWUSGS40000269682   M37
1/4 - 1/2 Mile NNEUSGS40000269673   L34
1/4 - 1/2 Mile NNEUSGS40000269681   K33
1/4 - 1/2 Mile EastUSGS40000269608   J30
1/4 - 1/2 Mile NNWUSGS40000269679   I29
1/4 - 1/2 Mile NNWUSGS40000269666   H27
1/4 - 1/2 Mile NNWUSGS40000269667   H26
1/4 - 1/2 Mile NWUSGS40000269647   H25
1/4 - 1/2 Mile WestUSGS40000269612   D23
1/4 - 1/2 Mile ENEUSGS40000269627   G19
1/4 - 1/2 Mile NNEUSGS40000269649   E17
1/4 - 1/2 Mile EastUSGS40000269609   F15
1/4 - 1/2 Mile NNEUSGS40000269646   E12
1/4 - 1/2 Mile WNWUSGS40000269618   D11
1/8 - 1/4 Mile NNEUSGS40000269636   A9
1/8 - 1/4 Mile WNWUSGS40000269617   C6
1/8 - 1/4 Mile ENEUSGS40000269621   B5
1/8 - 1/4 Mile NorthUSGS40000269635   A2

FEDERAL USGS WELL INFORMATION

LOCATION
FROM TPWELL IDMAP ID

®GEOCHECK   - PHYSICAL SETTING SOURCE SUMMARY®
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Note: PWS System location is not always the same as well location.

1/4 - 1/2 Mile NorthHI0000331   20

FEDERAL FRDS PUBLIC WATER SUPPLY SYSTEM INFORMATION

LOCATION
FROM TPWELL IDMAP ID

1/2 - 1 Mile EastUSGS40000269615   AQ193
1/2 - 1 Mile EastUSGS40000269585   AP189
1/2 - 1 Mile NorthUSGS40000269742   187
1/2 - 1 Mile NNWUSGS40000269731   AO184
1/2 - 1 Mile NNEUSGS40000269733   AN182
1/2 - 1 Mile EastUSGS40000269619   AL180
1/2 - 1 Mile WNWUSGS40000269640   AM179
1/2 - 1 Mile ENEUSGS40000269644   AI177
1/2 - 1 Mile EastUSGS40000269620   AL173
1/2 - 1 Mile NNEUSGS40000269721   AK172
1/2 - 1 Mile NorthUSGS40000269729   AJ170
1/2 - 1 Mile NorthUSGS40000269728   AF169
1/2 - 1 Mile SSEUSGS40000269536   AH167
1/2 - 1 Mile ENEUSGS40000269637   AI164
1/2 - 1 Mile NEUSGS40000269710   162
1/2 - 1 Mile EastUSGS40000269616   Z158
1/2 - 1 Mile SouthUSGS40000269537   AG157
1/2 - 1 Mile NorthUSGS40000269719   AF155
1/2 - 1 Mile NNWUSGS40000269718   AE152
1/2 - 1 Mile SSWUSGS40000269541   150
1/2 - 1 Mile NNWUSGS40000269711   AC149
1/2 - 1 Mile SouthUSGS40000269539   AB148
1/2 - 1 Mile NorthUSGS40000269716   AA142
1/2 - 1 Mile NorthUSGS40000269715   AA141
1/2 - 1 Mile NNWUSGS40000269713   X140
1/2 - 1 Mile NorthUSGS40000269717   AA138
1/2 - 1 Mile EastUSGS40000269605   U137
1/2 - 1 Mile EastUSGS40000269604   U136
1/2 - 1 Mile EastUSGS40000269622   Z133
1/2 - 1 Mile NorthUSGS40000269712   V131
1/2 - 1 Mile SSWUSGS40000269547   129
1/2 - 1 Mile NWUSGS40000269693   Y128
1/2 - 1 Mile NNWUSGS40000269708   X127
1/2 - 1 Mile NEUSGS40000269687   W126
1/2 - 1 Mile NWUSGS40000269684   Y122
1/2 - 1 Mile NNWUSGS40000269701   S120
1/2 - 1 Mile NNWUSGS40000269700   S119
1/2 - 1 Mile NNWUSGS40000269707   X118
1/2 - 1 Mile NNWUSGS40000269706   X117
1/2 - 1 Mile NNWUSGS40000269705   X116
1/2 - 1 Mile NorthUSGS40000269704   X102
1/2 - 1 Mile NNEUSGS40000269703   V100
1/2 - 1 Mile SSWUSGS40000269546   99

FEDERAL USGS WELL INFORMATION

LOCATION
FROM TPWELL IDMAP ID

®GEOCHECK   - PHYSICAL SETTING SOURCE SUMMARY®
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1/2 - 1 Mile NEHI8000000002241   W109
1/2 - 1 Mile NEHI8000000002244   W108
1/2 - 1 Mile NEHI8000000002243   W107
1/2 - 1 Mile NEHI8000000002242   W106
1/2 - 1 Mile NEHI8000000002236   W105
1/2 - 1 Mile NEHI8000000002235   W104
1/2 - 1 Mile NEHI8000000002234   W103
1/2 - 1 Mile NEHI8000000002248   W101
1/2 - 1 Mile NEHI8000000002237   W85
1/2 - 1 Mile NNWHI8000000002277   S84
1/2 - 1 Mile NEHI8000000002247   W83
1/2 - 1 Mile ENEHI8000000002220   R82
1/2 - 1 Mile NNWHI8000000002280   X81
1/2 - 1 Mile NNWHI8000000002281   X80
1/2 - 1 Mile NNEHI8000000002282   V75
1/2 - 1 Mile ENEHI8000000002228   R74
1/2 - 1 Mile EastHI8000000002166   U72
1/2 - 1 Mile WSWHI8000000002144   T69
1/4 - 1/2 Mile NNWHI8000000002267   S67
1/4 - 1/2 Mile NNWHI8000000002265   S66
1/4 - 1/2 Mile NNWHI8000000002266   S65
1/4 - 1/2 Mile ENEHI8000000002221   R61
1/4 - 1/2 Mile SWHI8000000002121   P59
1/4 - 1/2 Mile NorthHI8000000002271   K58
1/4 - 1/2 Mile NWHI8000000002246   Q56
1/4 - 1/2 Mile NNWHI8000000002268   M55
1/4 - 1/2 Mile NNWHI8000000002269   M54
1/4 - 1/2 Mile EastHI8000000002164   J50
1/4 - 1/2 Mile SWHI8000000002122   P47
1/4 - 1/2 Mile SouthHI8000000002113   O46
1/4 - 1/2 Mile SouthHI8000000002112   O45
1/4 - 1/2 Mile ENEHI8000000002195   J44
1/4 - 1/2 Mile ENEHI8000000002208   N42
1/4 - 1/2 Mile NNWHI8000000002261   M41
1/4 - 1/2 Mile NNWHI8000000002260   M40
1/4 - 1/2 Mile NNEHI8000000002250   L36
1/4 - 1/2 Mile NNEHI8000000002257   K35
1/4 - 1/2 Mile EastHI8000000002178   J32
1/4 - 1/2 Mile NNWHI8000000002254   I31
1/4 - 1/2 Mile NNWHI8000000002245   I28
1/4 - 1/2 Mile NWHI8000000002227   H24
1/4 - 1/2 Mile WestHI8000000002182   D22
1/4 - 1/2 Mile ENEHI8000000002205   G21
1/4 - 1/2 Mile NNEHI8000000002230   E18
1/4 - 1/2 Mile NNEHI8000000002229   E16
1/4 - 1/2 Mile EastHI8000000002177   F14
1/4 - 1/2 Mile NNEHI8000000002225   E13
1/4 - 1/2 Mile WNWHI8000000002184   C10
1/8 - 1/4 Mile ENEHI8000000002190   B8
1/8 - 1/4 Mile WNWHI8000000002185   C7
1/8 - 1/4 Mile NorthHI8000000002214   A4
1/8 - 1/4 Mile NNEHI8000000002207   A3

STATE DATABASE WELL INFORMATION

LOCATION
FROM TPWELL IDMAP ID

®GEOCHECK   - PHYSICAL SETTING SOURCE SUMMARY®
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1/2 - 1 Mile SEHI8000000002099   195
1/2 - 1 Mile EastHI8000000002188   AQ194
1/2 - 1 Mile WestHI8000000002194   192
1/2 - 1 Mile EastHI8000000002153   AP191
1/2 - 1 Mile EastHI8000000002147   AP190
1/2 - 1 Mile WNWHI8000000002226   AM188
1/2 - 1 Mile EastHI8000000002155   AP186
1/2 - 1 Mile NNWHI8000000002306   AO185
1/2 - 1 Mile NNEHI8000000002308   AN183
1/2 - 1 Mile EastHI8000000002192   AL181
1/2 - 1 Mile ENEHI8000000002224   AI178
1/2 - 1 Mile NorthHI8000000002307   176
1/2 - 1 Mile NNEHI8000000002300   AK175
1/2 - 1 Mile EastHI8000000002191   AL174
1/2 - 1 Mile NorthHI8000000002303   AF171
1/2 - 1 Mile NorthHI8000000002302   AJ168
1/2 - 1 Mile ENEHI8000000002219   AI166
1/2 - 1 Mile SSEHI8000000002096   AH165
1/2 - 1 Mile SSEHI8000000002098   AH163
1/2 - 1 Mile NorthHI8000000002301   AF161
1/2 - 1 Mile NEHI8000000002289   AD160
1/2 - 1 Mile EastHI8000000002186   Z159
1/2 - 1 Mile SouthHI8000000002097   AG156
1/2 - 1 Mile NNWHI8000000002294   AE154
1/2 - 1 Mile NNWHI8000000002290   AC153
1/2 - 1 Mile NEHI8000000002272   AD151
1/2 - 1 Mile SSEHI8000000002103   AB147
1/2 - 1 Mile NorthHI8000000002296   AA146
1/2 - 1 Mile NorthHI8000000002297   AA145
1/2 - 1 Mile NNWHI8000000002292   X144
1/2 - 1 Mile NorthHI8000000002295   AA143
1/2 - 1 Mile EastHI8000000002169   139
1/2 - 1 Mile NorthHI8000000002293   AA135
1/2 - 1 Mile EastHI8000000002196   Z134
1/2 - 1 Mile NWHI8000000002264   Y132
1/2 - 1 Mile NNWHI8000000002286   X130
1/2 - 1 Mile NWHI8000000002259   Y125
1/2 - 1 Mile NNWHI8000000002278   S124
1/2 - 1 Mile NNWHI8000000002279   S123
1/2 - 1 Mile NNWHI8000000002287   X121
1/2 - 1 Mile NNWHI8000000002276   S115
1/2 - 1 Mile NorthHI8000000002288   X114
1/2 - 1 Mile NNEHI8000000002284   V113
1/2 - 1 Mile NEHI8000000002240   W112
1/2 - 1 Mile NEHI8000000002239   W111
1/2 - 1 Mile NEHI8000000002238   W110

STATE DATABASE WELL INFORMATION

LOCATION
FROM TPWELL IDMAP ID

®GEOCHECK   - PHYSICAL SETTING SOURCE SUMMARY®
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Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

2Vertacc measure val:feetVert measure units:
8.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.859479Longitude:
21.3029471Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-18 W95 DWNTNMonloc name:
USGS-211822157514401Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

A2
North
1/8 - 1/4 Mile
Higher

USGS40000269635FED USGS

    Note: The site had been pumped recently.
1967-12-04 5.50

Date
Feet below
Surface

Feet to
Sealevel

-------------------------------------------------

Ground-water levels, Number of Measurements: 1

ftWellholedepth units:
80Wellholedepth:ftWelldepth units:
80Welldepth:19671201Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

2Vertacc measure val:feetVert measure units:
7.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8586457Longitude:
21.3026693Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851.04  -65/W95-1Monloc name:
USGS-211821157514101Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

A1
NNE
1/8 - 1/4 Mile
Higher

USGS40000269634FED USGS

Map ID
Direction
Distance
Elevation EDR ID NumberDatabase

®GEOCHECK   - PHYSICAL SETTING SOURCE MAP FINDINGS®
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A4
North
1/8 - 1/4 Mile
Higher

HI8000000002214HI WELLS

HI8000000002207Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-67Wcr:Not ReportedLatest hd:

30102Aqui code:
Not ReportedTmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
393Spec capac:

Not ReportedBot perf:-5Bot solid:
-73Bot hole:Not ReportedDraft yr:

0Pump yr:
Not ReportedGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
2100Test chlor:0.7Test ddown:
275Test gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:1.5Init head:
Not ReportedUse year:OtherUse:
Not ReportedPerf case:12Solid case:

80Well depth:
7Ground el:

8Casing dia:PERWell type:
95-1Old number:K&Y ServiceOwner user:
-1Utm:0Gps:

21.3027777778Lat83dd:
-157.858611111Long83dd:
13Quad map:
ROSCOE MOSSDriller:
1967Yr drilled:
Not ReportedOld name:

Queen StWell name:OahuIsland:
3-1851-065Wid:793Objectid:

A3
NNE
1/8 - 1/4 Mile
Higher

HI8000000002207HI WELLS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
799Welldepth:19000101Construction date:

Not ReportedAquifer type:

®GEOCHECK   - PHYSICAL SETTING SOURCE MAP FINDINGS®
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Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

1Vertacc measure val:feetVert measure units:
4.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8572569Longitude:
21.301836Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-21 W92 DWNTNMonloc name:
USGS-211818157513601Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

B5
ENE
1/8 - 1/4 Mile
Higher

USGS40000269621FED USGS

HI8000000002214Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
02-JAN-00Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-031:021Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-766Bot solid:
-798Bot hole:Not ReportedDraft yr:

0Pump yr:
Not ReportedGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

89Init cl:
Not ReportedInit head3:

Not ReportedInit head2:27.7Init head:
Not ReportedUse year:ABN - SealedUse:
Not ReportedPerf case:774Solid case:

806Well depth:
8Ground el:

8Casing dia:Not ReportedWell type:
95-Old number:Haw Comm DevOwner user:
-1Utm:0Gps:

21.3030555556Lat83dd:
-157.859444444Long83dd:
13Quad map:
MCCANDLESSDriller:
1900Yr drilled:
Not ReportedOld name:

American BreweryWell name:OahuIsland:
3-1851-018Wid:746Objectid:

®GEOCHECK   - PHYSICAL SETTING SOURCE MAP FINDINGS®
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Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

98Init cl:
Not ReportedInit head3:

Not ReportedInit head2:27.8Init head:
Not ReportedUse year:ABN - SealedUse:
Not ReportedPerf case:803Solid case:

1007Well depth:
5Ground el:

8Casing dia:Not ReportedWell type:
Not ReportedOld number:Hon Iron WorksOwner user:
-1Utm:0Gps:

21.3016666667Lat83dd:
-157.862222222Long83dd:
13Quad map:
MCCANDLESSDriller:
1900Yr drilled:
Not ReportedOld name:

PohukainaWell name:OahuIsland:
3-1851-017Wid:745Objectid:

C7
WNW
1/8 - 1/4 Mile
Higher

HI8000000002185HI WELLS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
1007Welldepth:19000101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

2Vertacc measure val:feetVert measure units:
5.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:5Horiz Acc measure:
24000Sourcemap scale:-157.8622567Longitude:
21.3015584Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-17 W94 DWNTNMonloc name:
USGS-211817157515401Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

C6
WNW
1/8 - 1/4 Mile
Higher

USGS40000269617FED USGS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
789Welldepth:19010101Construction date:

Not ReportedAquifer type:

®GEOCHECK   - PHYSICAL SETTING SOURCE MAP FINDINGS®
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HI8000000002190Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-01Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-048:018Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-610Bot solid:
-787Bot hole:Not ReportedDraft yr:

0Pump yr:
RTSPGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

90Init cl:
Not ReportedInit head3:

Not ReportedInit head2:29.1Init head:
Not ReportedUse year:ABN - SealedUse:
Not ReportedPerf case:614Solid case:

791Well depth:
4Ground el:

8Casing dia:Not ReportedWell type:
92-Old number:Magoon EstateOwner user:
-1Utm:0Gps:

21.3019444444Lat83dd:
-157.857222222Long83dd:
13Quad map:
MCCANDLESSDriller:
1901Yr drilled:
Not ReportedOld name:

Kawaiahao StWell name:OahuIsland:
3-1851-021Wid:749Objectid:

B8
ENE
1/8 - 1/4 Mile
Higher

HI8000000002190HI WELLS

HI8000000002185Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
02-JAN-00Wcr:Not ReportedLatest hd:

30102Aqui code:
Not ReportedTmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-798Bot solid:
-1002Bot hole:Not ReportedDraft yr:

0Pump yr:
Not ReportedGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:

®GEOCHECK   - PHYSICAL SETTING SOURCE MAP FINDINGS®
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Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

103Init cl:
Not ReportedInit head3:

Not ReportedInit head2:30.2Init head:
Not ReportedUse year:ABN - SealedUse:
Not ReportedPerf case:911Solid case:

1009Well depth:
7Ground el:

12Casing dia:Not ReportedWell type:
93-Old number:Interislnd NvOwner user:
-1Utm:0Gps:

21.3016666667Lat83dd:
-157.863611111Long83dd:
13Quad map:
MCCANDLESSDriller:
1913Yr drilled:
Not ReportedOld name:

Ala Moana BlvdWell name:OahuIsland:
3-1851-029Wid:757Objectid:

C10
WNW
1/4 - 1/2 Mile
Higher

HI8000000002184HI WELLS

1919-02-03 -11.75

Date
Feet below
Surface

Feet to
Sealevel

-------------------------------------------------

Ground-water levels, Number of Measurements: 1

ftWellholedepth units:
765Wellholedepth:ftWelldepth units:
748Welldepth:18930101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Level or other surveying methodVertcollection method:
feetVert accmeasure units:

.5Vertacc measure val:feetVert measure units:
14.32Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8580902Longitude:
21.3032248Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-09 W96 DWNTNMonloc name:
USGS-211823157513901Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

A9
NNE
1/8 - 1/4 Mile
Higher

USGS40000269636FED USGS

Map ID
Direction
Distance
Elevation EDR ID NumberDatabase

®GEOCHECK   - PHYSICAL SETTING SOURCE MAP FINDINGS®
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E12
NNE
1/4 - 1/2 Mile
Higher

USGS40000269646FED USGS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
1009Welldepth:19130101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

2Vertacc measure val:feetVert measure units:
7.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:5Horiz Acc measure:
24000Sourcemap scale:-157.8636455Longitude:
21.3015585Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-29 W93 DWNTNMonloc name:
USGS-211817157515901Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

D11
WNW
1/4 - 1/2 Mile
Higher

USGS40000269618FED USGS

HI8000000002184Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-13Wcr:Not ReportedLatest hd:

30102Aqui code:
Not ReportedTmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-904Bot solid:
-1002Bot hole:Not ReportedDraft yr:

0Pump yr:
TKBGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:6Draft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:

®GEOCHECK   - PHYSICAL SETTING SOURCE MAP FINDINGS®



TC4289921.2s   Page A-21

Not ReportedTest chlor:6Test ddown:
102Test gpm:5/28/1986Test date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:19.17Init head:
Not ReportedUse year:IRR - Landscape/Water FeaturesUse:
Not ReportedPerf case:709Solid case:

777Well depth:
13Ground el:

9Casing dia:ROTWell type:
Not ReportedOld number:Kawaiahao ChOwner user:
-1Utm:0Gps:

21.304611Lat83dd:
-157.85775Long83dd:
13Quad map:
WAT RES INTLDriller:
1986Yr drilled:
Not ReportedOld name:

Kawaiahao ChurchWell name:OahuIsland:
3-1851-073Wid:801Objectid:

E13
NNE
1/4 - 1/2 Mile
Higher

HI8000000002225HI WELLS

    Note: The site was flowing, but the head could not be measured without additional equipment. 
1986-06-13 -6.17

Date
Feet below
Surface

Feet to
Sealevel

-------------------------------------------------

Ground-water levels, Number of Measurements: 1

ftWellholedepth units:
777Wellholedepth:ftWelldepth units:
777Welldepth:19860522Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Level or other surveying methodVertcollection method:
feetVert accmeasure units:

.5Vertacc measure val:feetVert measure units:
13.Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8580902Longitude:
21.3046136Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-73 KAWAIHAO 2Monloc name:
USGS-211828157513901Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

®GEOCHECK   - PHYSICAL SETTING SOURCE MAP FINDINGS®
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HI8000000002177Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-10Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-049:053Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
133Spec capac:

Not ReportedBot perf:-653Bot solid:
-719Bot hole:Not ReportedDraft yr:

0Pump yr:
Not ReportedGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:6Test ddown:
800Test gpm:Not ReportedTest date:

95Init cl:
Not ReportedInit head3:

Not ReportedInit head2:27.8Init head:
Not ReportedUse year:ABN - SealedUse:
Not ReportedPerf case:659Solid case:

725Well depth:
6Ground el:

8Casing dia:Not ReportedWell type:
89-Old number:Bus Invest LtdOwner user:
-1Utm:0Gps:

21.301106Lat83dd:
-157.855079Long83dd:
13Quad map:
MCCANDLESSDriller:
1910Yr drilled:
Not ReportedOld name:

Kapiolani BlvdWell name:OahuIsland:
3-1851-026Wid:754Objectid:

F14
East
1/4 - 1/2 Mile
Higher

HI8000000002177HI WELLS

HI8000000002225Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
22-MAY-86Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-032:017Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
17Spec capac:

Not ReportedBot perf:-696Bot solid:
-764Bot hole:Not ReportedDraft yr:

0Pump yr:
TKBGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
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Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

52Init cl:
Not ReportedInit head3:

Not ReportedInit head2:26.1Init head:
Not ReportedUse year:ABN - SealedUse:
Not ReportedPerf case:715Solid case:

765Well depth:
14Ground el:

4Casing dia:Not ReportedWell type:
96-Old number:Kawaiahao ChOwner user:
-1Utm:0Gps:

21.305Lat83dd:
-157.858055556Long83dd:
13Quad map:
PINKHAMDriller:
1893Yr drilled:
Not ReportedOld name:

Kawaihao ChWell name:OahuIsland:
3-1851-009Wid:737Objectid:

E16
NNE
1/4 - 1/2 Mile
Higher

HI8000000002229HI WELLS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
725Welldepth:19100101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

2Vertacc measure val:feetVert measure units:
6.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8550348Longitude:
21.3010027Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-26 W89 DWNTNMonloc name:
USGS-211815157512801Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

F15
East
1/4 - 1/2 Mile
Higher

USGS40000269609FED USGS

Map ID
Direction
Distance
Elevation EDR ID NumberDatabase
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E18
NNE
1/4 - 1/2 Mile
Higher

HI8000000002230HI WELLS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
767Welldepth:18820101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

2Vertacc measure val:feetVert measure units:
14.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8586457Longitude:
21.3051692Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-03 W97 DWNTNMonloc name:
USGS-211830157514101Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

E17
NNE
1/4 - 1/2 Mile
Higher

USGS40000269649FED USGS

HI8000000002229Site id:Not ReportedT:
Not ReportedSurveyor:9/1/1972Pir:
30-DEC-99Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-032:017Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

.144Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-701Bot solid:
-751Bot hole:Not ReportedDraft yr:

0Pump yr:
Not ReportedGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:1Draft mgy:

100Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
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Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

2Vertacc measure val:feetVert measure units:
9.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:5Horiz Acc measure:
24000Sourcemap scale:-157.8550348Longitude:
21.3023915Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-14 W91 DWNTNMonloc name:
USGS-211820157512801Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

G19
ENE
1/4 - 1/2 Mile
Higher

USGS40000269627FED USGS

HI8000000002230Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
30-DEC-99Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-025:003Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-701Bot solid:
-755Bot hole:Not ReportedDraft yr:

0Pump yr:
TKBGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:36Draft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

55Init cl:
Not ReportedInit head3:

Not ReportedInit head2:30.8Init head:
Not ReportedUse year:ABN - SealedUse:
Not ReportedPerf case:715Solid case:

769Well depth:
14Ground el:

5Casing dia:Not ReportedWell type:
97-Old number:State Of HawaiiOwner user:
-1Utm:0Gps:

21.3052777778Lat83dd:
-157.858611111Long83dd:
13Quad map:
Not ReportedDriller:
1882Yr drilled:
Not ReportedOld name:

King StWell name:OahuIsland:
3-1851-003Wid:731Objectid:
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gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

BERETANIA TP 7Facname:
1198Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

BERETANIA TP 6Facname:
1197Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

BERETANIA TP 5Facname:
1196Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

BERETANIA TP 4Facname:
1195Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

BERETANIA PUMPING STATION CHLORINATORFacname:
1194Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

PUNALUU II P4Facname:
1185Facid:

AActivity code:
96843Contact zip:HIContact state:
HONOLULUContact city:630 S. Beretania St., Rm. 308Contact address2:
Honolulu Board of Water SupplyContact address1:808-748-5080Contact phone:

KAWATA, ERWINContactor gname:
KAWATA, ERWINContact:

Local_GovtOwner:CWSPws type:
GroundwaterSource:104070Pwssvcconn:
665735Pop srvd:ActiveStatus:
Not ReportedFips county:Not ReportedZip served:
HIState served:HONOLULU-WINDWARD-PEARLHARBORCity served:

HNL-WINDWARD-PEARL HARBORPwsname:
HI0000331Pwsid:

HIState:09Epa region:

20
North
1/4 - 1/2 Mile
Higher

HI0000331FRDS PWS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
691Welldepth:18970101Construction date:

Not ReportedAquifer type:
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gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

KALIHI TP 5Facname:
1274Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

KALIHI TP 4Facname:
1271Facid:

gaseous chlorination, postTreatment process:disinfectionTreatment obj:
IActivity code:Treatment_plantFacility type:

KALIHI TP 2Facname:
1270Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

KALIHI AERATOR WELLFacname:
1267Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

KAHANA PUMP 2Facname:
1260Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

KAHALUU WELLFacname:
1259Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

KAHALUU TUNNEL & WELL CHLORINATORFacname:
1258Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

BERETANIA TP 3Facname:
1202Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

BERETANIA TP 2Facname:
1201Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

BERETANIA TP 9Facname:
1200Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

BERETANIA TP 8Facname:
1199Facid:

®GEOCHECK   - PHYSICAL SETTING SOURCE MAP FINDINGS®



TC4289921.2s   Page A-28

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

WAIMANALO TUNNEL IIIFacname:
1317Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

PEARL CITY I PUMP 1Facname:
1305Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

PEARL CITY SHAFT CHLORINATORFacname:
1304Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

NUUANU AERATOR LOWER AFacname:
1302Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

NUUANU AERATOR UPPER BFacname:
1300Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

NUUANU AERATOR LOWER BFacname:
1299Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

NUUANU AERATOR UPPER AFacname:
1297Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

MAKIKI SPRING BFacname:
1287Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

MAKIKI SPRING AFacname:
1286Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

LULUKU TUNNEL AND WELL CHLORINATORFacname:
1285Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

LULUKUFacname:
1284Facid:
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chlorination (frds-1.5)Treatment process:disinfectionTreatment obj:
IActivity code:Treatment_plantFacility type:

KULIOUOU WELL CHLORINATORFacname:
1592Facid:

chlorination (frds-1.5)Treatment process:disinfectionTreatment obj:
AActivity code:Treatment_plantFacility type:

KAPALAMA WELLS CHLORINATORFacname:
1591Facid:

chlorination (frds-1.5)Treatment process:disinfectionTreatment obj:
IActivity code:Treatment_plantFacility type:

KAAMILO WELLS CHLORINATORFacname:
1588Facid:

chlorination (frds-1.5)Treatment process:disinfectionTreatment obj:
AActivity code:Treatment_plantFacility type:

KAAHUMANU WELLS CHLORINATORFacname:
1587Facid:

chlorination (frds-1.5)Treatment process:disinfectionTreatment obj:
AActivity code:Treatment_plantFacility type:

HECO WAIAU WELLS CHLORINATORFacname:
1585Facid:

chlorination (frds-1.5)Treatment process:disinfectionTreatment obj:
AActivity code:Treatment_plantFacility type:

HAUULA WELL CHLORINATORFacname:
1584Facid:

chlorination (frds-1.5)Treatment process:disinfectionTreatment obj:
AActivity code:Treatment_plantFacility type:

HALAWA WELLS CHLORINATORFacname:
1582Facid:

chlorination (frds-1.5)Treatment process:disinfectionTreatment obj:
AActivity code:Treatment_plantFacility type:

AIEA WELLS PUMP 1 & 2 (260) CHLORINATORFacname:
1581Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

WAIMANALO TUNNEL IVFacname:
1320Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

WAIMANALO TUNNEL I-IV CHLORINATORFacname:
1319Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

WAIMANALO TUNNEL IIFacname:
1318Facid:
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chlorination (frds-1.5)Treatment process:disinfectionTreatment obj:
AActivity code:Treatment_plantFacility type:

PEARL CITY WELLS I CHLORINATORFacname:
1610Facid:

chlorination (frds-1.5)Treatment process:disinfectionTreatment obj:
AActivity code:Treatment_plantFacility type:

NEWTOWN WELLS CHLORINATORFacname:
1607Facid:

chlorination (frds-1.5)Treatment process:disinfectionTreatment obj:
AActivity code:Treatment_plantFacility type:

MOANALUA WELLS CHLORINATORFacname:
1606Facid:

chlorination (frds-1.5)Treatment process:disinfectionTreatment obj:
AActivity code:Treatment_plantFacility type:

MANANA WELL CHLORINATORFacname:
1605Facid:

chlorination (frds-1.5)Treatment process:disinfectionTreatment obj:
AActivity code:Treatment_plantFacility type:

MANOA WELLS II CHLORINATORFacname:
1604Facid:

chlorination (frds-1.5)Treatment process:disinfectionTreatment obj:
AActivity code:Treatment_plantFacility type:

AINA KOA WELLS 1 CHLORINATORFacname:
1599Facid:

chlorination (frds-1.5)Treatment process:disinfectionTreatment obj:
AActivity code:Treatment_plantFacility type:

HALAWA SHAFT CHLORINATORFacname:
1598Facid:

chlorination (frds-1.5)Treatment process:disinfectionTreatment obj:
AActivity code:Treatment_plantFacility type:

KAIMUKI PUMPING STATION CHLORINATORFacname:
1597Facid:

chlorination (frds-1.5)Treatment process:disinfectionTreatment obj:
AActivity code:Treatment_plantFacility type:

MAAKUA WELL CHLORINATORFacname:
1596Facid:

chlorination (frds-1.5)Treatment process:disinfectionTreatment obj:
AActivity code:Treatment_plantFacility type:

KUOU WELLS II CHLORINATORFacname:
1594Facid:

chlorination (frds-1.5)Treatment process:disinfectionTreatment obj:
IActivity code:Treatment_plantFacility type:

KUOU WELLS I CHLORINATORFacname:
1593Facid:
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gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

PUNANANI PUMP 2Facname:
215Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

PUNANANI PUMP 1Facname:
214Facid:

chlorination (frds-1.5)Treatment process:disinfectionTreatment obj:
AActivity code:Treatment_plantFacility type:

KALAUAO WELLS CHLORINATORFacname:
1631Facid:

chlorination (frds-1.5)Treatment process:disinfectionTreatment obj:
AActivity code:Treatment_plantFacility type:

KUOU WELLS III CHLORINATORFacname:
1630Facid:

chlorination (frds-1.5)Treatment process:disinfectionTreatment obj:
AActivity code:Treatment_plantFacility type:

WAIMANALO WELLS II CHLORINATORFacname:
1617Facid:

chlorination (frds-1.5)Treatment process:disinfectionTreatment obj:
IActivity code:Treatment_plantFacility type:

WAILUPE WELL CHLORINATORFacname:
1616Facid:

chlorination (frds-1.5)Treatment process:disinfectionTreatment obj:
AActivity code:Treatment_plantFacility type:

WAIHEE TUNN + INCLINED WELLS CHLORINATORFacname:
1615Facid:

chlorination (frds-1.5)Treatment process:disinfectionTreatment obj:
AActivity code:Treatment_plantFacility type:

WAIAU WELLS CHLORINATORFacname:
1614Facid:

chlorination (frds-1.5)Treatment process:disinfectionTreatment obj:
AActivity code:Treatment_plantFacility type:

PUNALUU WELLS II CHLORINATORFacname:
1613Facid:

chlorination (frds-1.5)Treatment process:disinfectionTreatment obj:
IActivity code:Treatment_plantFacility type:

PUNALUU WELLS I CHLORINATORFacname:
1612Facid:

chlorination (frds-1.5)Treatment process:disinfectionTreatment obj:
AActivity code:Treatment_plantFacility type:

PEARL CITY WELLS II CHLORINATORFacname:
1611Facid:
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gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

WAIHEE INCLINED 4Facname:
230Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

WAIHEE INCLINED 3Facname:
229Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

WAIHEE INCLINED 2Facname:
228Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

WAIHEE INCLINED 1Facname:
227Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

WAIHEE TUNNELFacname:
225Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

PEARL CITY WELLS III CHLORINATORFacname:
223Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

IOLEKAA WELL CHLORINATORFacname:
222Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

PEARL CITY I P2Facname:
221Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

PUNANANI PUMP 5Facname:
218Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

PUNANANI PUMP 3Facname:
217Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

PUNANANI PUMP 4Facname:
216Facid:
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gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

PALOLO WELL CHLORINATORFacname:
242Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

PUNALUU II P5Facname:
241Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

PUNALUU II P1Facname:
240Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

PUNALUU II P2Facname:
239Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

PUNALUU II P3Facname:
238Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

PUNALUU II P6Facname:
237Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

PUNALUU III P2Facname:
236Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

PUNALUU WELLS III CHLORINATORFacname:
235Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

KAHANA PUMP 1Facname:
233Facid:

gaseous chlorination, postTreatment process:disinfectionTreatment obj:
IActivity code:Treatment_plantFacility type:

WAIHEE PUMP 2Facname:
232Facid:

gaseous chlorination, postTreatment process:disinfectionTreatment obj:
IActivity code:Treatment_plantFacility type:

WAIHEE PUMP 1Facname:
231Facid:
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gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

KALIHI PUMPING STATION CHLORINATORFacname:
257Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

KALIHI TP 7Facname:
256Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

KALIHI TP 3Facname:
254Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

KALIHI STATION TPFacname:
253Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

MANOA TUNNEL III CHLORINATORFacname:
249Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

PALOLO TUNNEL CHLORINATORFacname:
248Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

KALIHI SHAFT CHLORINATORFacname:
247Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

WILDER 2Facname:
246Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

WILDER WELLS CHLORINATORFacname:
245Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

WILDER 1Facname:
244Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

WILDER 3Facname:
243Facid:
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gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

KALAUAO PUMP 4Facname:
282Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

KALAUAO PUMP 3Facname:
281Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

KALAUAO PUMP 2Facname:
280Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

KALAUAO PUMP 1Facname:
279Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

AIEA PUMP 2Facname:
278Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

AIEA PUMP 1Facname:
277Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

AIEA GULCH WELLS PUMP2 CHLORINATORFacname:
276Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

AIEA GULCH WELLS PUMP 1 CHLORINATORFacname:
275Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

HALAWA WELL 1Facname:
272Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

HALAWA WELL 3Facname:
271Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

HALAWA WELL 2Facname:
270Facid:
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gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

NEWTOWN PUMP 2Facname:
294Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

NEWTOWN PUMP 1Facname:
293Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

HAIKU WELLFacname:
292Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

HAIKU TUNNEL AND WELL CHLORINATORFacname:
291Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

KAONOHI II P1Facname:
290Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

KAONOHI II P3Facname:
289Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

KAONOHI II P2Facname:
288Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

KAONOHI PUMP 1Facname:
287Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

KAONOHI WELLS I CHLORINATORFacname:
286Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

KALAUAO PUMP 6Facname:
285Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

KALAUAO PUMP 5Facname:
284Facid:
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ResolvingEnf act cat:St Compliance achievedEnf act detail:
10/19/2013Enf act date:2014Enf fy:
SOrig cd:8310330Violation id:

Enforcement Information:

InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
10/18/2013Enf act date:2014Enf fy:
SOrig cd:8310330Violation id:

Enforcement Information:

Not ReportedZipserv:HIStateserv:
Not ReportedCntyserv:HONOLULU-WINDWARD-PEARLHARBORCityserv:
808-748-5080Phone:96843Zip:
HIState:HONOLULUCity:

630 S. BERETANIA ST., RM. 308Add2:
HONOLULU BOARD OF WATER SUPPLYAdd1:
676358Popserved:

GWPrimsrccd:CWSPwstypcd:
HNL-WINDWARD-PEARL HARBORName:

Location Information:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

MANOA IIFacname:
894Facid:

gaseous chlorination, postTreatment process:disinfectionTreatment obj:
AActivity code:Treatment_plantFacility type:

KALIHI STATION 6 1952-19Facname:
40TFacid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

PUNANANI WELLS CHLORINATORFacname:
299Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

PEARL CITY II P3Facname:
298Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

PEARL CITY II P2Facname:
297Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
AActivity code:Treatment_plantFacility type:

PEARL CITY II P1Facname:
296Facid:

gaseous chlorination, preTreatment process:organics removalTreatment obj:
IActivity code:Treatment_plantFacility type:

NEWTOWN PUMP 3Facname:
295Facid:
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InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310326Violation id:

Enforcement Information:

InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310327Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310327Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310327Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310328Violation id:

Enforcement Information:

InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310328Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310328Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310329Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310329Violation id:

Enforcement Information:

InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310329Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
10/19/2013Enf act date:2014Enf fy:
SOrig cd:8310330Violation id:

Enforcement Information:
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InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310323Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310323Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310323Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310324Violation id:

Enforcement Information:

InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310324Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310324Violation id:

Enforcement Information:

InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310325Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310325Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310325Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310326Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310326Violation id:

Enforcement Information:
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InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310319Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310319Violation id:

Enforcement Information:

InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310320Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310320Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310320Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310321Violation id:

Enforcement Information:

InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310321Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310321Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310322Violation id:

Enforcement Information:

InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310322Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310322Violation id:

Enforcement Information:
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InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310315Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310316Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310316Violation id:

Enforcement Information:

InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310316Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310317Violation id:

Enforcement Information:

InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310317Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310317Violation id:

Enforcement Information:

InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310318Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310318Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310318Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310319Violation id:

Enforcement Information:
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InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310312Violation id:

Enforcement Information:

InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310312Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310312Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310313Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310313Violation id:

Enforcement Information:

InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310313Violation id:

Enforcement Information:

InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310314Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310314Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310314Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310315Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310315Violation id:

Enforcement Information:
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ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310308Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310308Violation id:

Enforcement Information:

InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310309Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310309Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310309Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310310Violation id:

Enforcement Information:

InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310310Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310310Violation id:

Enforcement Information:

InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310311Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310311Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310311Violation id:

Enforcement Information:
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InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310304Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310305Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310305Violation id:

Enforcement Information:

InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310305Violation id:

Enforcement Information:

InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310306Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310306Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310306Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310307Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310307Violation id:

Enforcement Information:

InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310307Violation id:

Enforcement Information:

InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310308Violation id:

Enforcement Information:
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InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310301Violation id:

Enforcement Information:

InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310301Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310301Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310302Violation id:

Enforcement Information:

InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310302Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310302Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310303Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310303Violation id:

Enforcement Information:

InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310303Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310304Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310304Violation id:

Enforcement Information:
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InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310297Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310297Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310298Violation id:

Enforcement Information:

InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310298Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310298Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310299Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310299Violation id:

Enforcement Information:

InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310299Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310300Violation id:

Enforcement Information:

InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310300Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310300Violation id:

Enforcement Information:
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InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310293Violation id:

Enforcement Information:

InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310294Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310294Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310294Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310295Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310295Violation id:

Enforcement Information:

InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310295Violation id:

Enforcement Information:

InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310296Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310296Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310296Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310297Violation id:

Enforcement Information:
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InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310290Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310290Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310290Violation id:

Enforcement Information:

InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310291Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310291Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310291Violation id:

Enforcement Information:

InformalEnf act cat:St Violation/Reminder NoticeEnf act detail:
07/01/2013Enf act date:2013Enf fy:
SOrig cd:8310292Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310292Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310292Violation id:

Enforcement Information:

ResolvingEnf act cat:St Compliance achievedEnf act detail:
07/31/2013Enf act date:2013Enf fy:
SOrig cd:8310293Violation id:

Enforcement Information:

InformalEnf act cat:St Public Notif receivedEnf act detail:
07/16/2013Enf act date:2013Enf fy:
SOrig cd:8310293Violation id:

Enforcement Information:
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Not ReportedUnitmeasur:Not ReportedViolmeasur:
SOCRule name:
320Rule code:
Monitoring, RegularViol name:
03Viol code:
CarbofuranContamnm:
2046Contamcd:

2008Viol fy:HIState:
SOrig cd:8310326Violoation id:

Violations Information:

12/31/2010Cmpedt:
01/01/2008Cmpbdt:Not ReportedState mcl:
Not ReportedUnitmeasur:Not ReportedViolmeasur:

SOCRule name:
320Rule code:
Monitoring, RegularViol name:
03Viol code:
LASSOContamnm:
2051Contamcd:

2008Viol fy:HIState:
SOrig cd:8310327Violoation id:

Violations Information:

12/31/2010Cmpedt:
01/01/2008Cmpbdt:Not ReportedState mcl:
Not ReportedUnitmeasur:Not ReportedViolmeasur:

SOCRule name:
320Rule code:
Monitoring, RegularViol name:
03Viol code:
1,2-DIBROMO-3-CHLOROPROPANEContamnm:
2931Contamcd:

2008Viol fy:HIState:
SOrig cd:8310328Violoation id:

Violations Information:

12/31/2010Cmpedt:
01/01/2008Cmpbdt:Not ReportedState mcl:
Not ReportedUnitmeasur:Not ReportedViolmeasur:

SOCRule name:
320Rule code:
Monitoring, RegularViol name:
03Viol code:
ETHYLENE DIBROMIDEContamnm:
2946Contamcd:

2008Viol fy:HIState:
SOrig cd:8310329Violoation id:

Violations Information:

10/31/2013Cmpedt:
10/01/2013Cmpbdt:Not ReportedState mcl:
Not ReportedUnitmeasur:Not ReportedViolmeasur:

TCRRule name:
110Rule code:
MCL, Acute (TCR)Viol name:
21Viol code:
Coliform (TCR)Contamnm:
3100Contamcd:

2013Viol fy:HIState:
SOrig cd:8310330Violoation id:

Violations Information:
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12/31/2010Cmpedt:
01/01/2008Cmpbdt:Not ReportedState mcl:
Not ReportedUnitmeasur:Not ReportedViolmeasur:

VOCRule name:
310Rule code:
Monitoring, RegularViol name:
03Viol code:
EthylbenzeneContamnm:
2992Contamcd:

2008Viol fy:HIState:
SOrig cd:8310322Violoation id:

Violations Information:

12/31/2010Cmpedt:
01/01/2008Cmpbdt:Not ReportedState mcl:
Not ReportedUnitmeasur:Not ReportedViolmeasur:

VOCRule name:
310Rule code:
Monitoring, RegularViol name:
03Viol code:
StyreneContamnm:
2996Contamcd:

2008Viol fy:HIState:
SOrig cd:8310323Violoation id:

Violations Information:

12/31/2010Cmpedt:
01/01/2008Cmpbdt:Not ReportedState mcl:
Not ReportedUnitmeasur:Not ReportedViolmeasur:

SOCRule name:
320Rule code:
Monitoring, RegularViol name:
03Viol code:
GlyphosateContamnm:
2034Contamcd:

2008Viol fy:HIState:
SOrig cd:8310324Violoation id:

Violations Information:

12/31/2010Cmpedt:
01/01/2008Cmpbdt:Not ReportedState mcl:
Not ReportedUnitmeasur:Not ReportedViolmeasur:

SOCRule name:
320Rule code:
Monitoring, RegularViol name:
03Viol code:
OXAMYLContamnm:
2036Contamcd:

2008Viol fy:HIState:
SOrig cd:8310325Violoation id:

Violations Information:

12/31/2010Cmpedt:
01/01/2008Cmpbdt:Not ReportedState mcl:
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Not ReportedUnitmeasur:Not ReportedViolmeasur:
VOCRule name:
310Rule code:
Monitoring, RegularViol name:
03Viol code:
1,1,2-TrichloroethaneContamnm:
2985Contamcd:

2008Viol fy:HIState:
SOrig cd:8310317Violoation id:

Violations Information:

12/31/2010Cmpedt:
01/01/2008Cmpbdt:Not ReportedState mcl:
Not ReportedUnitmeasur:Not ReportedViolmeasur:

VOCRule name:
310Rule code:
Monitoring, RegularViol name:
03Viol code:
TetrachloroethyleneContamnm:
2987Contamcd:

2008Viol fy:HIState:
SOrig cd:8310318Violoation id:

Violations Information:

12/31/2010Cmpedt:
01/01/2008Cmpbdt:Not ReportedState mcl:
Not ReportedUnitmeasur:Not ReportedViolmeasur:

VOCRule name:
310Rule code:
Monitoring, RegularViol name:
03Viol code:
CHLOROBENZENEContamnm:
2989Contamcd:

2008Viol fy:HIState:
SOrig cd:8310319Violoation id:

Violations Information:

12/31/2010Cmpedt:
01/01/2008Cmpbdt:Not ReportedState mcl:
Not ReportedUnitmeasur:Not ReportedViolmeasur:

VOCRule name:
310Rule code:
Monitoring, RegularViol name:
03Viol code:
BenzeneContamnm:
2990Contamcd:

2008Viol fy:HIState:
SOrig cd:8310320Violoation id:

Violations Information:

12/31/2010Cmpedt:
01/01/2008Cmpbdt:Not ReportedState mcl:
Not ReportedUnitmeasur:Not ReportedViolmeasur:

VOCRule name:
310Rule code:
Monitoring, RegularViol name:
03Viol code:
TolueneContamnm:
2991Contamcd:

2008Viol fy:HIState:
SOrig cd:8310321Violoation id:

Violations Information:
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12/31/2010Cmpedt:
01/01/2008Cmpbdt:Not ReportedState mcl:
Not ReportedUnitmeasur:Not ReportedViolmeasur:

VOCRule name:
310Rule code:
Monitoring, RegularViol name:
03Viol code:
1,1,1-TrichloroethaneContamnm:
2981Contamcd:

2008Viol fy:HIState:
SOrig cd:8310313Violoation id:

Violations Information:

12/31/2010Cmpedt:
01/01/2008Cmpbdt:Not ReportedState mcl:
Not ReportedUnitmeasur:Not ReportedViolmeasur:

VOCRule name:
310Rule code:
Monitoring, RegularViol name:
03Viol code:
Carbon tetrachlorideContamnm:
2982Contamcd:

2008Viol fy:HIState:
SOrig cd:8310314Violoation id:

Violations Information:

12/31/2010Cmpedt:
01/01/2008Cmpbdt:Not ReportedState mcl:
Not ReportedUnitmeasur:Not ReportedViolmeasur:

VOCRule name:
310Rule code:
Monitoring, RegularViol name:
03Viol code:
1,2-DichloropropaneContamnm:
2983Contamcd:

2008Viol fy:HIState:
SOrig cd:8310315Violoation id:

Violations Information:

12/31/2010Cmpedt:
01/01/2008Cmpbdt:Not ReportedState mcl:
Not ReportedUnitmeasur:Not ReportedViolmeasur:

VOCRule name:
310Rule code:
Monitoring, RegularViol name:
03Viol code:
TrichloroethyleneContamnm:
2984Contamcd:

2008Viol fy:HIState:
SOrig cd:8310316Violoation id:

Violations Information:

12/31/2010Cmpedt:
01/01/2008Cmpbdt:Not ReportedState mcl:
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Not ReportedUnitmeasur:Not ReportedViolmeasur:
VOCRule name:
310Rule code:
Monitoring, RegularViol name:
03Viol code:
p-DichlorobenzeneContamnm:
2969Contamcd:

2008Viol fy:HIState:
SOrig cd:8310308Violoation id:

Violations Information:

12/31/2010Cmpedt:
01/01/2008Cmpbdt:Not ReportedState mcl:
Not ReportedUnitmeasur:Not ReportedViolmeasur:

VOCRule name:
310Rule code:
Monitoring, RegularViol name:
03Viol code:
Vinyl chlorideContamnm:
2976Contamcd:

2008Viol fy:HIState:
SOrig cd:8310309Violoation id:

Violations Information:

12/31/2010Cmpedt:
01/01/2008Cmpbdt:Not ReportedState mcl:
Not ReportedUnitmeasur:Not ReportedViolmeasur:

VOCRule name:
310Rule code:
Monitoring, RegularViol name:
03Viol code:
1,1-DichloroethyleneContamnm:
2977Contamcd:

2008Viol fy:HIState:
SOrig cd:8310310Violoation id:

Violations Information:

12/31/2010Cmpedt:
01/01/2008Cmpbdt:Not ReportedState mcl:
Not ReportedUnitmeasur:Not ReportedViolmeasur:

VOCRule name:
310Rule code:
Monitoring, RegularViol name:
03Viol code:
trans-1,2-DichloroethyleneContamnm:
2979Contamcd:

2008Viol fy:HIState:
SOrig cd:8310311Violoation id:

Violations Information:

12/31/2010Cmpedt:
01/01/2008Cmpbdt:Not ReportedState mcl:
Not ReportedUnitmeasur:Not ReportedViolmeasur:

VOCRule name:
310Rule code:
Monitoring, RegularViol name:
03Viol code:
1,2-DichloroethaneContamnm:
2980Contamcd:

2008Viol fy:HIState:
SOrig cd:8310312Violoation id:

Violations Information:
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12/31/2010Cmpedt:
01/01/2008Cmpbdt:Not ReportedState mcl:
Not ReportedUnitmeasur:Not ReportedViolmeasur:

VOCRule name:
310Rule code:
Monitoring, RegularViol name:
03Viol code:
cis-1,2-DichloroethyleneContamnm:
2380Contamcd:

2008Viol fy:HIState:
SOrig cd:8310304Violoation id:

Violations Information:

12/31/2010Cmpedt:
01/01/2008Cmpbdt:Not ReportedState mcl:
Not ReportedUnitmeasur:Not ReportedViolmeasur:

VOCRule name:
310Rule code:
Monitoring, RegularViol name:
03Viol code:
Xylenes, TotalContamnm:
2955Contamcd:

2008Viol fy:HIState:
SOrig cd:8310305Violoation id:

Violations Information:

12/31/2010Cmpedt:
01/01/2008Cmpbdt:Not ReportedState mcl:
Not ReportedUnitmeasur:Not ReportedViolmeasur:

VOCRule name:
310Rule code:
Monitoring, RegularViol name:
03Viol code:
DICHLOROMETHANEContamnm:
2964Contamcd:

2008Viol fy:HIState:
SOrig cd:8310306Violoation id:

Violations Information:

12/31/2010Cmpedt:
01/01/2008Cmpbdt:Not ReportedState mcl:
Not ReportedUnitmeasur:Not ReportedViolmeasur:

VOCRule name:
310Rule code:
Monitoring, RegularViol name:
03Viol code:
o-DichlorobenzeneContamnm:
2968Contamcd:

2008Viol fy:HIState:
SOrig cd:8310307Violoation id:

Violations Information:

12/31/2010Cmpedt:
01/01/2008Cmpbdt:Not ReportedState mcl:
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   157 48 58.0000Facility Longitude:21 17 27.0000Facility Latitude:
   157 46 53.0000Facility Longitude:21 17 13.0000Facility Latitude:
   157 46 17.0000Facility Longitude:21 17 7.0000Facility Latitude:
   157 48 58.0000Facility Longitude:21 12 17.0000Facility Latitude:

HONOLULU,  HI 96843
630 SOUTH BERETANIA STREET
BOARD OF WATER SUPPLY
MR. KAZU HAYASHIDA
System Owner/Responsible PartyAddressee / Facility: 

HONOLULU, OANU,  HI 96843
630 SOUTH BERETANIA
630 S BERETANIA STREET
HONOLULU-WINDWARD-PEARL HARBORPWS Name:

Not ReportedDate Deactivated:Not ReportedDate Initiated:
HI0000331PWS ID:

12/31/2010Cmpedt:
01/01/2008Cmpbdt:Not ReportedState mcl:
Not ReportedUnitmeasur:Not ReportedViolmeasur:

NitratesRule name:
331Rule code:
Monitoring, RegularViol name:
03Viol code:
NitrateContamnm:
1040Contamcd:

2008Viol fy:HIState:
SOrig cd:8310301Violoation id:

Violations Information:

12/31/2010Cmpedt:
01/01/2008Cmpbdt:Not ReportedState mcl:
Not ReportedUnitmeasur:Not ReportedViolmeasur:

NitratesRule name:
331Rule code:
Monitoring, RegularViol name:
03Viol code:
NitriteContamnm:
1041Contamcd:

2008Viol fy:HIState:
SOrig cd:8310302Violoation id:

Violations Information:

12/31/2010Cmpedt:
01/01/2008Cmpbdt:Not ReportedState mcl:
Not ReportedUnitmeasur:Not ReportedViolmeasur:

VOCRule name:
310Rule code:
Monitoring, RegularViol name:
03Viol code:
1,2,4-TrichlorobenzeneContamnm:
2378Contamcd:

2008Viol fy:HIState:
SOrig cd:8310303Violoation id:

Violations Information:
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   157 48 11.0000Facility Longitude:21 21 52.0000Facility Latitude:
   157 52 36.0000Facility Longitude:21 20 52.0000Facility Latitude:
   157 53 53.0000Facility Longitude:21 35 22.0000Facility Latitude:
   157 53 8.0000Facility Longitude:21 33 14.0000Facility Latitude:
   157 49 41.0000Facility Longitude:21 25 7.0000Facility Latitude:
   157 49 14.0000Facility Longitude:21 21 16.0000Facility Latitude:
   157 45 12.0000Facility Longitude:21 20 11.0000Facility Latitude:
   157 51 20.0000Facility Longitude:21 18 31.0000Facility Latitude:
   157 53 59.0000Facility Longitude:21 35 27.0000Facility Latitude:
   157 50 8.0000Facility Longitude:21 24 37.0000Facility Latitude:
   157 50 2.0000Facility Longitude:21 24 35.0000Facility Latitude:
   158 57 23.0000Facility Longitude:21 24 12.0000Facility Latitude:
   157 55 53.0000Facility Longitude:21 23 37.0000Facility Latitude:
   157 48 52.0000Facility Longitude:21 23 22.0000Facility Latitude:
   157 54 26.0000Facility Longitude:21 23 5.0000Facility Latitude:
   157 48 31.0000Facility Longitude:21 23 5.0000Facility Latitude:
   157 53 54.0000Facility Longitude:21 21 20.0000Facility Latitude:
   157 53 54.0000Facility Longitude:21 21 19.0000Facility Latitude:
   157 44 44.0000Facility Longitude:21 20 7.0000Facility Latitude:
   157 52 27.0000Facility Longitude:21 19 53.0000Facility Latitude:
   157 49 47.0000Facility Longitude:21 16 13.0000Facility Latitude:
   157 52 12.0000Facility Longitude:21 36 39.0000Facility Latitude:
   157 51 38.0000Facility Longitude:21 27 3.0000Facility Latitude:
   157 51 41.0000Facility Longitude:21 27 2.0000Facility Latitude:
   157 58 12.0000Facility Longitude:21 24 13.0000Facility Latitude:
   157 44 55.0000Facility Longitude:21 20 12.0000Facility Latitude:
   157 48 18.0000Facility Longitude:21 19 59.0000Facility Latitude:
   157 47 33.0000Facility Longitude:21 19 59.0000Facility Latitude:
   157 51 23.0000Facility Longitude:21 18 33.0000Facility Latitude:
   157 53 46.0000Facility Longitude:21 35 17.0000Facility Latitude:
   157 49 17.0000Facility Longitude:21 34 41.0000Facility Latitude:
   158 57 25.0000Facility Longitude:21 24 14.0000Facility Latitude:
   157 57 27.0000Facility Longitude:21 23 37.0000Facility Latitude:
   157 57 25.0000Facility Longitude:21 23 37.0000Facility Latitude:
   157 56 47.0000Facility Longitude:21 23 27.0000Facility Latitude:
   127 55 35.0000Facility Longitude:21 23 13.0000Facility Latitude:
   157 49 35.0000Facility Longitude:21 22 56.0000Facility Latitude:
   157 49 5.0000Facility Longitude:21 21 27.0000Facility Latitude:
   157 45 1.0000Facility Longitude:21 20 14.0000Facility Latitude:
   157 47 29.0000Facility Longitude:21 18 37.0000Facility Latitude:
   157 47 36.0000Facility Longitude:21 17 19.0000Facility Latitude:
   157 53 49.0000Facility Longitude:21 35 17.0000Facility Latitude:
   157 53 12.0000Facility Longitude:21 34 50.0000Facility Latitude:
   157 51 23.0000Facility Longitude:21 26 16.0000Facility Latitude:
   157 56 47.0000Facility Longitude:21 24 12.0000Facility Latitude:
   157 56 45.0000Facility Longitude:21 24 10.0000Facility Latitude:
   157 58 25.0000Facility Longitude:21 24 7.0000Facility Latitude:
   157 56 49.0000Facility Longitude:21 23 38.0000Facility Latitude:
   157 55 14.0000Facility Longitude:21 22 57.0000Facility Latitude:
   157 49 55.0000Facility Longitude:21 22 35.0000Facility Latitude:
   157 48 40.0000Facility Longitude:21 21 17.0000Facility Latitude:
   157 52 8.0000Facility Longitude:21 20 2.0000Facility Latitude:
   157 46 27.0000Facility Longitude:21 19 36.0000Facility Latitude:
   157 51 43.0000Facility Longitude:21 18 31.0000Facility Latitude:
   157 49 47.0000Facility Longitude:21 18 13.0000Facility Latitude:
   157 45 19.0000Facility Longitude:21 17 53.0000Facility Latitude:
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91-Old number:C&C HonoluluOwner user:
-1Utm:0Gps:

21.3025Lat83dd:
-157.855Long83dd:
13Quad map:
MCCANDLESSDriller:
1897Yr drilled:
Not ReportedOld name:

Kapiolani BlvdWell name:OahuIsland:
3-1851-014Wid:742Objectid:

G21
ENE
1/4 - 1/2 Mile
Higher

HI8000000002205HI WELLS

Violations information not reported.

645741Population:Mixed (treated and untreated)Treatment Class:
HONOLULUCity Served:
HONO-WINDW-PEARCity Served:
KAILUACity Served:
AIEACity Served:
KANEOHECity Served:
PEARL CITYCity Served:

   157 53 47.0000Facility Longitude:21 34 39.0000Facility Latitude:
   157 53 11.0000Facility Longitude:21 33 15.0000Facility Latitude:
   157 51 32.0000Facility Longitude:21 26 16.0000Facility Latitude:
   157 57 59.0000Facility Longitude:21 24 39.0000Facility Latitude:
   158 57 24.0000Facility Longitude:21 24 13.0000Facility Latitude:
   157 56 22.0000Facility Longitude:21 23 49.0000Facility Latitude:
   157 56 22.0000Facility Longitude:21 23 48.0000Facility Latitude:
   157 55 54.0000Facility Longitude:21 23 39.0000Facility Latitude:
   157 56 43.0000Facility Longitude:21 23 27.0000Facility Latitude:
   157 55 3.0000Facility Longitude:21 23 22.0000Facility Latitude:
   157 56 3.0000Facility Longitude:21 23 20.0000Facility Latitude:
   157 57 6.0000Facility Longitude:21 24 14.0000Facility Latitude:
   157 56 46.0000Facility Longitude:21 24 11.0000Facility Latitude:
   157 56 47.0000Facility Longitude:21 23 42.0000Facility Latitude:
   157 55 55.0000Facility Longitude:21 23 39.0000Facility Latitude:
   157 49 35.0000Facility Longitude:21 22 58.0000Facility Latitude:
   157 50 11.0000Facility Longitude:21 22 14.0000Facility Latitude:
   157 53 55.0000Facility Longitude:21 21 20.0000Facility Latitude:
   157 43 58.0000Facility Longitude:21 19 58.0000Facility Latitude:
   157 53 44.0000Facility Longitude:21 34 41.0000Facility Latitude:
   157 51 40.0000Facility Longitude:21 26 58.0000Facility Latitude:
   157 52 12.0000Facility Longitude:21 26 39.0000Facility Latitude:
   157 57 31.0000Facility Longitude:21 25 53.0000Facility Latitude:
   157 49 9.0000Facility Longitude:21 23 42.0000Facility Latitude:
   157 55 53.0000Facility Longitude:21 23 39.0000Facility Latitude:
   157 55 55.0000Facility Longitude:21 23 38.0000Facility Latitude:
   157 55 54.0000Facility Longitude:21 23 38.0000Facility Latitude:
   157 55 35.0000Facility Longitude:21 23 13.0000Facility Latitude:
   157 49 49.0000Facility Longitude:21 22 28.0000Facility Latitude:
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0Pump mgd:
194Spec capac:

Not ReportedBot perf:-20Bot solid:
-87Bot hole:Not ReportedDraft yr:

0Pump yr:
QLSGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:3.1Test ddown:
600Test gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:UNU - UnusedUse:
Not ReportedPerf case:28Solid case:

95Well depth:
8Ground el:

10Casing dia:Not ReportedWell type:
93-2Old number:State Of HawaiiOwner user:
-1Utm:0Gps:

21.3013888889Lat83dd:
-157.864722222Long83dd:
13Quad map:
NAT WHITONDriller:
1955Yr drilled:
Not ReportedOld name:

Immigration StaWell name:OahuIsland:
3-1852-007Wid:811Objectid:

D22
West
1/4 - 1/2 Mile
Higher

HI8000000002182HI WELLS

HI8000000002205Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
30-DEC-99Wcr:Not ReportedLatest hd:

30102Aqui code:
Not ReportedTmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-641Bot solid:
-682Bot hole:Not ReportedDraft yr:

0Pump yr:
Not ReportedGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

80Init cl:
Not ReportedInit head3:

Not ReportedInit head2:24.9Init head:
Not ReportedUse year:ABN - SealedUse:
Not ReportedPerf case:650Solid case:

691Well depth:
9Ground el:

6Casing dia:Not ReportedWell type:
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101-Old number:USGSOwner user:
-1Utm:0Gps:

21.3047222222Lat83dd:
-157.863333333Long83dd:
13Quad map:
MCCANDLESSDriller:
1901Yr drilled:
Not ReportedOld name:

Ala Moana BlvdWell name:OahuIsland:
3-1851-022Wid:750Objectid:

H24
NW
1/4 - 1/2 Mile
Higher

HI8000000002227HI WELLS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
95Welldepth:19550826Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

2Vertacc measure val:feetVert measure units:
8.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8647566Longitude:
21.3012807Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1852-07 W93-2 PR 3Monloc name:
USGS-211816157520301Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

D23
West
1/4 - 1/2 Mile
Higher

USGS40000269612FED USGS

HI8000000002182Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-55Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-028:003Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

®GEOCHECK   - PHYSICAL SETTING SOURCE MAP FINDINGS®



TC4289921.2s   Page A-60

ftWellholedepth units:
1142Wellholedepth:ftWelldepth units:
1142Welldepth:19010101Construction date:

Not ReportedAquifer type:
Koolau Volcanic Series, Lava FlowsFormation type:
Hawaii volcanic-rock aquifersAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

2Vertacc measure val:feetVert measure units:
7Vert measure val:NAD83Horiz coord refsys:

Global positioning system (GPS), uncorrectedHoriz Collection method:
secondsHoriz Acc measure units:.5Horiz Acc measure:
24000Sourcemap scale:-157.8634167Longitude:
21.3047778Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

former local  no. W101Monloc desc:
WellMonloc type:
3-1851-22 Ala Moana Blvd, Oahu, HIMonloc name:
USGS-211828157515801Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

H25
NW
1/4 - 1/2 Mile
Higher

USGS40000269647FED USGS

HI8000000002227Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-01Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-001:061Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
6Spec capac:

Not ReportedBot perf:-1121Bot solid:
-1148Bot hole:Not ReportedDraft yr:

0Pump yr:
TKBGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:219Draft mgy:

0Pump gpm:
CTest unit:22.8Test temp:
Not ReportedTest chlor:6.2Test ddown:
38Test gpm:12/16/1982Test date:

194Init cl:
Not ReportedInit head3:

Not ReportedInit head2:22.5Init head:
Not ReportedUse year:OBS - ObservationUse:
Not ReportedPerf case:1125Solid case:

1152Well depth:
4Ground el:

8Casing dia:Not ReportedWell type:
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Koolau Volcanic Series, Lava FlowsFormation type:
Hawaii volcanic-rock aquifersAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

1Vertacc measure val:feetVert measure units:
6Vert measure val:NAD83Horiz coord refsys:

Global positioning system (GPS), uncorrectedHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8625833Longitude:
21.3056944Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

former local no. W102Monloc desc:
WellMonloc type:
3-1851-19 Halekauwila Street, Pipe B, Oahu, HIMonloc name:
USGS-211832157515502Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

H26
NNW
1/4 - 1/2 Mile
Higher

USGS40000269667FED USGS

1998-12-04 16.08
1999-06-02 15.86 1999-02-25 16.43
1999-09-24 15.37 1999-08-02 15.81
2000-01-21 16.83 1999-11-03 15.81
2000-05-23 15.73 2000-04-04 16.51
2000-09-27 14.74 2000-07-21 15.09
    Note: The site was flowing, but the head could not be measured without additional equipment. 
2000-11-03 14.96
    Note: The site was flowing, but the head could not be measured without additional equipment. 
2001-03-28 15.35
    Note: The site was flowing, but the head could not be measured without additional equipment. 
2001-06-14 14.86
    Note: The site was flowing, but the head could not be measured without additional equipment. 
2001-08-09 14.30
    Note: The site was flowing, but the head could not be measured without additional equipment. 
2001-09-25 14.24
    Note: The site was flowing, but the head could not be measured without additional equipment. 
2001-12-27 15.78
    Note: The site was flowing, but the head could not be measured without additional equipment. 
2002-03-25 16.25
    Note: The site was flowing, but the head could not be measured without additional equipment. 
2002-05-16 16.20
    Note: The site was flowing, but the head could not be measured without additional equipment. 
2002-07-16 15.54
    Note: The site was flowing, but the head could not be measured without additional equipment. 
2002-09-17 15.13
2002-10-10 14.68
2003-03-10 16.09 2003-01-23 15.85
2003-06-16 15.16 2003-04-18 16.23
2004-01-07 15.35 2003-09-29 14.17
2004-06-17 16.84 2004-03-11 16.34
2004-10-15 16.85 2004-07-26 16.12

Date
Feet below
Surface

Feet to
Sealevel

-------------------------------------------------
Date

Feet below
Surface

Feet to
Sealevel

-------------------------------------------------

Ground-water levels, Number of Measurements: 32
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H27
NNW
1/4 - 1/2 Mile
Higher

USGS40000269666FED USGS

1998-12-04 14.30
1999-06-02 13.66 1999-02-25 14.51
1999-09-13 13.08 1999-08-02 13.50
    Note: A nearby site that taps the same aquifer had been flowing recently.
1999-11-03 13.31
    Note: A nearby site that taps the same aquifer was flowing.
2000-01-21 14.32
    Note: A nearby site that taps the same aquifer had been flowing recently.
2000-04-04 13.62
    Note: A nearby site that taps the same aquifer had been flowing recently.
2000-05-23 12.76
    Note: The site was flowing, but the head could not be measured without additional equipment. 
2000-07-21
    Note: A nearby site that taps the same aquifer had been flowing recently.
2000-09-28 11.83
    Note: The site was flowing, but the head could not be measured without additional equipment. 
2000-11-03 11.97
    Note: The site was flowing, but the head could not be measured without additional equipment. 
2001-03-28 12.15
    Note: The site was flowing, but the head could not be measured without additional equipment. 
2001-06-14 11.65
    Note: The site was flowing, but the head could not be measured without additional equipment. 
2001-08-09 11.05
    Note: The site was flowing, but the head could not be measured without additional equipment. 
2001-09-25 10.75
    Note: The site was flowing, but the head could not be measured without additional equipment. 
2001-12-27 11.76
    Note: The site was flowing, but the head could not be measured without additional equipment. 
2002-03-25 13.68
    Note: The site was flowing, but the head could not be measured without additional equipment. 
2002-05-16 12.58
    Note: The site was flowing, but the head could not be measured without additional equipment. 
2002-07-16 11.80
    Note: The site was flowing, but the head could not be measured without additional equipment. 
2002-09-17 11.24
2002-10-10 10.75
2003-03-10 12.20 2003-01-23 11.87
2003-07-10 10.59 2003-04-25 12.24
2004-01-07 11.14 2003-09-29 10.06
2004-06-17 12.44 2004-03-11 11.86
2004-10-15 12.28 2004-07-26 11.60

Date
Feet below
Surface

Feet to
Sealevel

-------------------------------------------------
Date

Feet below
Surface

Feet to
Sealevel

-------------------------------------------------

Ground-water levels, Number of Measurements: 32

ftWellholedepth units:
1053Wellholedepth:ftWelldepth units:
988Welldepth:18970101Construction date:

Confined single aquiferAquifer type:
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    Note: The site was flowing, but the head could not be measured without additional equipment. 
1999-11-03
    Note: A nearby site that taps the same aquifer was flowing.
2000-01-21 5.84
    Note: The site was flowing, but the head could not be measured without additional equipment. 
2000-04-04
    Note: The site was flowing, but the head could not be measured without additional equipment. 
2000-05-23
    Note: The site was flowing, but the head could not be measured without additional equipment. 
2000-07-21
    Note: The site was flowing, but the head could not be measured without additional equipment. 
2000-09-28
    Note: The site was flowing, but the head could not be measured without additional equipment. 
2001-08-09 4.49
    Note: The site was flowing, but the head could not be measured without additional equipment. 
2001-09-25 4.44
    Note: A nearby site that taps the same aquifer was flowing.
2001-12-27 5.26
    Note: The site was flowing, but the head could not be measured without additional equipment. 
2002-03-25 5.60
    Note: The site was flowing, but the head could not be measured without additional equipment. 
2002-05-16 5.60
    Note: A nearby site that taps the same aquifer was flowing.
2002-07-18 4.83
    Note: A nearby site that taps the same aquifer was flowing.
2002-09-17 4.61
2002-10-10 4.20
2003-01-23 4.90 2002-12-09 5.02
2004-01-07 5.27 2003-09-29 3.89
2004-06-17 5.77 2004-03-11 5.96
2004-10-15 5.30 2004-07-26 5.56

Date
Feet below
Surface

Feet to
Sealevel

-------------------------------------------------
Date

Feet below
Surface

Feet to
Sealevel

-------------------------------------------------

Ground-water levels, Number of Measurements: 27

ftWellholedepth units:
1053Wellholedepth:ftWelldepth units:
1043Welldepth:18970101Construction date:

Confined single aquiferAquifer type:
Koolau Volcanic Series, Lava FlowsFormation type:
Hawaii volcanic-rock aquifersAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

1Vertacc measure val:feetVert measure units:
6Vert measure val:NAD83Horiz coord refsys:

Global positioning system (GPS), uncorrectedHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8625556Longitude:
21.3057222Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

former local no. W102Monloc desc:
WellMonloc type:
3-1851-19 Halekauwila Street, Pipe A, Oahu, HIMonloc name:
USGS-211832157515501Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:
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I29
NNW
1/4 - 1/2 Mile
Higher

USGS40000269679FED USGS

HI8000000002245Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
02-JAN-00Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-016:015Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-1037Bot solid:
-1047Bot hole:Not ReportedDraft yr:

0Pump yr:
Not ReportedGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

67Init cl:
Not ReportedInit head3:

Not ReportedInit head2:27.2Init head:
Not ReportedUse year:OBS - ObservationUse:
Not ReportedPerf case:1043Solid case:

1053Well depth:
6Ground el:

1Casing dia:Not ReportedWell type:
102-Old number:HECOOwner user:
-1Utm:0Gps:

21.305833Lat83dd:
-157.8625Long83dd:
13Quad map:
MCCANDLESSDriller:
1900Yr drilled:
Not ReportedOld name:

Halekauwila StWell name:OahuIsland:
3-1851-019Wid:747Objectid:

I28
NNW
1/4 - 1/2 Mile
Higher

HI8000000002245HI WELLS

1999-02-25 5.75 1998-12-04 5.80
    Note: The site was flowing, but the head could not be measured without additional equipment. 
1999-06-17
    Note: The site was flowing, but the head could not be measured without additional equipment. 
1999-08-02
    Note: The site was flowing, but the head could not be measured without additional equipment. 
1999-09-13

Date
Feet below
Surface

Feet to
Sealevel

-------------------------------------------------
Date

Feet below
Surface

Feet to
Sealevel

-------------------------------------------------

Ground-water levels, continued.
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Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
734Welldepth:18980101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

2Vertacc measure val:feetVert measure units:
5.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8533682Longitude:
21.3010026Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-15 W85 DWNTNMonloc name:
USGS-211815157512202Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

J30
East
1/4 - 1/2 Mile
Higher

USGS40000269608FED USGS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
1145Welldepth:19100101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

1Vertacc measure val:feetVert measure units:
2.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:5Horiz Acc measure:
24000Sourcemap scale:-157.8619789Longitude:
21.3062803Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-27 W103 DWNTNMonloc name:
USGS-211834157515301Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:
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85-Old number:HECOOwner user:
-1Utm:0Gps:

21.301111Lat83dd:
-157.853333Long83dd:
13Quad map:
MCCANDLESSDriller:
1898Yr drilled:
Not ReportedOld name:

Ward AveWell name:OahuIsland:
3-1851-015Wid:743Objectid:

J32
East
1/4 - 1/2 Mile
Higher

HI8000000002178HI WELLS

HI8000000002254Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-10Wcr:Not ReportedLatest hd:

30102Aqui code:
Not ReportedTmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-803Bot solid:
-1143Bot hole:Not ReportedDraft yr:

0Pump yr:
TKBGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

55Init cl:
Not ReportedInit head3:

Not ReportedInit head2:27.2Init head:
Not ReportedUse year:ABN - SealedUse:
Not ReportedPerf case:805Solid case:

1145Well depth:
2Ground el:

12Casing dia:Not ReportedWell type:
103-Old number:HECOOwner user:
-1Utm:0Gps:

21.306389Lat83dd:
-157.861944Long83dd:
13Quad map:
MCCANDLESSDriller:
1910Yr drilled:
Not ReportedOld name:

Queen StWell name:OahuIsland:
3-1851-027Wid:755Objectid:

I31
NNW
1/4 - 1/2 Mile
Higher

HI8000000002254HI WELLS

Map ID
Direction
Distance
Elevation EDR ID NumberDatabase
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Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
71Welldepth:19521202Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

5Vertacc measure val:feetVert measure units:
18.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8578124Longitude:
21.306558Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-51 W99-1 DWNTMonloc name:
USGS-211835157513801Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

K33
NNE
1/4 - 1/2 Mile
Higher

USGS40000269681FED USGS

HI8000000002178Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
30-DEC-99Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-044:039Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-597Bot solid:
-729Bot hole:Not ReportedDraft yr:

0Pump yr:
Not ReportedGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

70Init cl:
Not ReportedInit head3:

Not ReportedInit head2:28.3Init head:
Not ReportedUse year:ABN - SealedUse:
Not ReportedPerf case:602Solid case:

734Well depth:
5Ground el:

8Casing dia:Not ReportedWell type:
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Not ReportedTest chlor:1.6Test ddown:
300Test gpm:Not ReportedTest date:

966Init cl:
Not ReportedInit head3:

Not ReportedInit head2:3.6Init head:
Not ReportedUse year:IND - Geothermal, Thermoelectric Cooling, Power DeUse:
Not ReportedPerf case:24Solid case:

71Well depth:
18Ground el:

8Casing dia:Not ReportedWell type:
99-1Old number:State Of HawaiiOwner user:
-1Utm:0Gps:

21.306667Lat83dd:
-157.857778Long83dd:
13Quad map:
NAT WHITONDriller:
1952Yr drilled:
Not ReportedOld name:

Iolani PalaceWell name:OahuIsland:
3-1851-051Wid:779Objectid:

K35
NNE
1/4 - 1/2 Mile
Higher

HI8000000002257HI WELLS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
62Welldepth:19390101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

5Vertacc measure val:feetVert measure units:
15.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:5Horiz Acc measure:
24000Sourcemap scale:-157.8564236Longitude:
21.3060024Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-44 W97-1 DWNTMonloc name:
USGS-211833157513301Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

L34
NNE
1/4 - 1/2 Mile
Higher

USGS40000269673FED USGS

Map ID
Direction
Distance
Elevation EDR ID NumberDatabase
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HI8000000002250Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-39Wcr:Not ReportedLatest hd:

30102Aqui code:
Not ReportedTmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:Not ReportedBot solid:
Not ReportedBot hole:Not ReportedDraft yr:

0Pump yr:
RTSPGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:ABN - SealedUse:
Not ReportedPerf case:40Solid case:

62Well depth:
Not ReportedGround el:

6Casing dia:Not ReportedWell type:
97-1Old number:Medical GroupOwner user:
-1Utm:0Gps:

21.3061111111Lat83dd:
-157.856388889Long83dd:
13Quad map:
MULLINDriller:
1939Yr drilled:
Not ReportedOld name:

Punchbowl StWell name:OahuIsland:
3-1851-044Wid:772Objectid:

L36
NNE
1/4 - 1/2 Mile
Higher

HI8000000002250HI WELLS

HI8000000002257Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-52Wcr:Not ReportedLatest hd:

30102Aqui code:
Not ReportedTmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
188Spec capac:

Not ReportedBot perf:-6Bot solid:
-53Bot hole:Not ReportedDraft yr:

0Pump yr:
RTSPGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
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Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

3Vertacc measure val:feetVert measure units:
8.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8611456Longitude:
21.3068358Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-46 W103-1B DWMonloc name:
USGS-211836157515002Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

M38
NNW
1/4 - 1/2 Mile
Higher

USGS40000269683FED USGS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
80Welldepth:19391016Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

3Vertacc measure val:feetVert measure units:
8.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8611456Longitude:
21.3068358Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-45 W103-1A DWMonloc name:
USGS-211836157515001Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

M37
NNW
1/4 - 1/2 Mile
Higher

USGS40000269682FED USGS

Map ID
Direction
Distance
Elevation EDR ID NumberDatabase
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103-1AOld number:Not ReportedOwner user:
-1Utm:0Gps:

21.3069444444Lat83dd:
-157.861111111Long83dd:
13Quad map:
MULLINDriller:
1939Yr drilled:
Not ReportedOld name:

Merchant&RichardWell name:OahuIsland:
3-1851-045Wid:773Objectid:

M40
NNW
1/4 - 1/2 Mile
Higher

HI8000000002260HI WELLS

    Note: The site had been pumped recently.
1967-10-05 7.00

Date
Feet below
Surface

Feet to
Sealevel

-------------------------------------------------

Ground-water levels, Number of Measurements: 1

ftWellholedepth units:
91Wellholedepth:ftWelldepth units:
91Welldepth:19671008Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

2Vertacc measure val:feetVert measure units:
7.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8533682Longitude:
21.3026692Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851.03  -64/W85-2Monloc name:
USGS-211821157512201Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

N39
ENE
1/4 - 1/2 Mile
Higher

USGS40000269633FED USGS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
75Welldepth:19391023Construction date:

Not ReportedAquifer type:
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0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:Not ReportedBot solid:
Not ReportedBot hole:Not ReportedDraft yr:

0Pump yr:
QLSGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:UNU - UnusedUse:
Not ReportedPerf case:8Solid case:

75Well depth:
Not ReportedGround el:

6Casing dia:Not ReportedWell type:
103-1BOld number:Not ReportedOwner user:
-1Utm:0Gps:

21.3069444444Lat83dd:
-157.861111111Long83dd:
13Quad map:
MULLINDriller:
1939Yr drilled:
Not ReportedOld name:

Merchant&RichardWell name:OahuIsland:
3-1851-046Wid:774Objectid:

M41
NNW
1/4 - 1/2 Mile
Higher

HI8000000002261HI WELLS

HI8000000002260Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-39Wcr:Not ReportedLatest hd:

30102Aqui code:
Not ReportedTmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:Not ReportedBot solid:
Not ReportedBot hole:Not ReportedDraft yr:

0Pump yr:
QLSGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

1040Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:OtherUse:
Not ReportedPerf case:21Solid case:

80Well depth:
Not ReportedGround el:

6Casing dia:Not ReportedWell type:
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J43
ENE
1/4 - 1/2 Mile
Higher

USGS40000269623FED USGS

HI8000000002208Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-67Wcr:Not ReportedLatest hd:

30102Aqui code:
Not ReportedTmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
667Spec capac:

-28Bot perf:-20Bot solid:
-84Bot hole:Not ReportedDraft yr:

0Pump yr:
RTSPGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:0.3Test ddown:
200Test gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:OtherUse:
35Perf case:27Solid case:

91Well depth:
7Ground el:

8Casing dia:PERWell type:
85-2Old number:Berts ServiceOwner user:
-1Utm:0Gps:

21.3027777778Lat83dd:
-157.853333333Long83dd:
13Quad map:
ROSCOE MOSSDriller:
1967Yr drilled:
Not ReportedOld name:

King StWell name:OahuIsland:
3-1851-064Wid:792Objectid:

N42
ENE
1/4 - 1/2 Mile
Higher

HI8000000002208HI WELLS

HI8000000002261Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-39Wcr:Not ReportedLatest hd:

30102Aqui code:
Not ReportedTmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:
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Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

48Init cl:
Not ReportedInit head3:

Not ReportedInit head2:25.9Init head:
Not ReportedUse year:ABN - SealedUse:
Not ReportedPerf case:607Solid case:

678Well depth:
8Ground el:

4Casing dia:Not ReportedWell type:
85-1Old number:Spuds LdryOwner user:
-1Utm:0Gps:

21.3022222222Lat83dd:
-157.853055556Long83dd:
13Quad map:
PACIFIC DRLGDriller:
1960Yr drilled:
Not ReportedOld name:

King StWell name:OahuIsland:
3-1851-059Wid:787Objectid:

J44
ENE
1/4 - 1/2 Mile
Higher

HI8000000002195HI WELLS

1964-04-27 -17.90

Date
Feet below
Surface

Feet to
Sealevel

-------------------------------------------------

Ground-water levels, Number of Measurements: 1

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
736Welldepth:19600101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

.5Vertacc measure val:feetVert measure units:
8.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8530904Longitude:
21.3021137Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-59 W85-1 DWNTMonloc name:
USGS-211819157512101Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:
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HI8000000002112Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-39Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-058:002Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

1.008Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:Not ReportedBot solid:
Not ReportedBot hole:Not ReportedDraft yr:

0Pump yr:
Not ReportedGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

700Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

16100Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:IND - Industrial  OtherUse:
Not ReportedPerf case:7Solid case:

142Well depth:
Not ReportedGround el:

12Casing dia:Not ReportedWell type:
92-1Old number:Haw Tuna PackOwner user:
-1Utm:0Gps:

21.2944444444Lat83dd:
-157.858888889Long83dd:
13Quad map:
NAT WHITONDriller:
1939Yr drilled:
Not ReportedOld name:

Haw Tuna PackWell name:OahuIsland:
3-1751-001Wid:617Objectid:

O45
South
1/4 - 1/2 Mile
Higher

HI8000000002112HI WELLS

HI8000000002195Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-60Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-045:017Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-599Bot solid:
-670Bot hole:Not ReportedDraft yr:

0Pump yr:
RTSPGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:36Draft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
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Not ReportedOld number:Honolulu BWSOwner user:
0Utm:-1Gps:

21.295833Lat83dd:
-157.864167Long83dd:
13Quad map:
WAT RES INTLDriller:
2005Yr drilled:
Not ReportedOld name:

Cooling 2Well name:OahuIsland:
3-1752-002Wid:625Objectid:

P47
SW
1/4 - 1/2 Mile
Higher

HI8000000002122HI WELLS

HI8000000002113Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-49Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-058:002Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

2.016Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:Not ReportedBot solid:
Not ReportedBot hole:Not ReportedDraft yr:

0Pump yr:
Not ReportedGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

1400Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

15700Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:IND - IndustrialUse:
Not ReportedPerf case:62Solid case:

150Well depth:
Not ReportedGround el:

12Casing dia:Not ReportedWell type:
92-2Old number:Haw Tuna PackOwner user:
-1Utm:0Gps:

21.2944444444Lat83dd:
-157.858888889Long83dd:
13Quad map:
MULLINDriller:
1949Yr drilled:
Not ReportedOld name:

Haw Tuna PackWell name:OahuIsland:
3-1751-002Wid:618Objectid:

O46
South
1/4 - 1/2 Mile
Higher

HI8000000002113HI WELLS

Map ID
Direction
Distance
Elevation EDR ID NumberDatabase
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Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
142Welldepth:19390601Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

1Vertacc measure val:feetVert measure units:
3.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8589236Longitude:
21.2943366Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1751-01 W92-1 KEWAMonloc name:
USGS-211751157514201Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

O48
South
1/4 - 1/2 Mile
Higher

USGS40000269550FED USGS

HI8000000002122Site id:Not ReportedT:
RYAN M SUZUKISurveyor:Not ReportedPir:
30-DEC-99Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-060:009Tmk:48Pump depth:
-44Pump elev:Not ReportedDraft mgd:

5.04Pump mgd:
Not ReportedSpec capac:

-641Bot perf:-91Bot solid:
-741Bot hole:Not ReportedDraft yr:

2005Pump yr:
PLSGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

3500Pump gpm:
FTest unit:73.6Test temp:
Not ReportedTest chlor:2.6Test ddown:
5837Test gpm:1/7/2005Test date:

18800Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:IND - Geothermal, Thermoelectric Cooling, Power DeUse:
650Perf case:100Solid case:

750Well depth:
9Ground el:

32Casing dia:ROTWell type:
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Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:ABN - SealedUse:
Not ReportedPerf case:640Solid case:

710Well depth:
6Ground el:

6Casing dia:Not ReportedWell type:
86-1Old number:Meyers/DaiichiOwner user:
-1Utm:0Gps:

21.3002777778Lat83dd:
-157.852777778Long83dd:
13Quad map:
PACIFIC DRLGDriller:
1960Yr drilled:
Not ReportedOld name:

Kapiolani MyersWell name:OahuIsland:
3-1851-058Wid:786Objectid:

J50
East
1/4 - 1/2 Mile
Higher

HI8000000002164HI WELLS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
150Welldepth:19490601Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

1Vertacc measure val:feetVert measure units:
3.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8589236Longitude:
21.2943366Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1751-02 W92-2 KEWAMonloc name:
USGS-211751157514202Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

O49
South
1/4 - 1/2 Mile
Higher

USGS40000269551FED USGS

Map ID
Direction
Distance
Elevation EDR ID NumberDatabase
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M52
NNW
1/4 - 1/2 Mile
Higher

USGS40000269689FED USGS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
41Welldepth:19391030Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

3Vertacc measure val:feetVert measure units:
10.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:5Horiz Acc measure:
24000Sourcemap scale:-157.8614233Longitude:
21.3071136Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-47 W103-2A DWMonloc name:
USGS-211837157515101Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

M51
NNW
1/4 - 1/2 Mile
Higher

USGS40000269688FED USGS

HI8000000002164Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-60Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-044:008Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-634Bot solid:
-704Bot hole:Not ReportedDraft yr:

0Pump yr:
Not ReportedGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
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Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
94Welldepth:19530703Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

1Vertacc measure val:feetVert measure units:
3.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8639233Longitude:
21.3060026Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1852-06 W102-1 DWNMonloc name:
USGS-211833157520001Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

Q53
NW
1/4 - 1/2 Mile
Higher

USGS40000269674FED USGS

Ground-water levels, Number of Measurements: 0

ftWellholedepth units:
40Wellholedepth:ftWelldepth units:
40Welldepth:19390101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

3Vertacc measure val:feetVert measure units:
10.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8614233Longitude:
21.3071136Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851.02 -48/103-2BMonloc name:
USGS-211837157515102Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:
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90-1AOld number:Wilcox DevOwner user:
-1Utm:0Gps:

21.3072222222Lat83dd:
-157.861111111Long83dd:
13Quad map:
NAT WHITONDriller:
1939Yr drilled:
Not ReportedOld name:

Merchant StWell name:OahuIsland:
3-1851-042Wid:770Objectid:

M55
NNW
1/4 - 1/2 Mile
Higher

HI8000000002268HI WELLS

HI8000000002269Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-39Wcr:Not ReportedLatest hd:

30102Aqui code:
Not ReportedTmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
40Spec capac:

-27Bot perf:-7Bot solid:
-30Bot hole:Not ReportedDraft yr:

0Pump yr:
QLSGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:3.1Test ddown:
125Test gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:OtherUse:
37Perf case:17Solid case:

40Well depth:
10Ground el:

8Casing dia:Not ReportedWell type:
90-1BOld number:Wilcox DevOwner user:
-1Utm:0Gps:

21.3072222222Lat83dd:
-157.861111111Long83dd:
13Quad map:
NAT WHITONDriller:
1939Yr drilled:
Not ReportedOld name:

Merchant StWell name:OahuIsland:
3-1851-043Wid:771Objectid:

M54
NNW
1/4 - 1/2 Mile
Higher

HI8000000002269HI WELLS

Map ID
Direction
Distance
Elevation EDR ID NumberDatabase
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0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:Not ReportedBot solid:
Not ReportedBot hole:Not ReportedDraft yr:

0Pump yr:
QLSGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:UNU - UnusedUse:
Not ReportedPerf case:Not ReportedSolid case:

94Well depth:
Not ReportedGround el:

24Casing dia:Not ReportedWell type:
102-1Old number:HECOOwner user:
-1Utm:0Gps:

21.306111Lat83dd:
-157.863889Long83dd:
13Quad map:
SAMSON-SMOCKDriller:
1953Yr drilled:
Not ReportedOld name:

Ala Moana BlvdWell name:OahuIsland:
3-1852-006Wid:810Objectid:

Q56
NW
1/4 - 1/2 Mile
Higher

HI8000000002246HI WELLS

HI8000000002268Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-39Wcr:Not ReportedLatest hd:

30102Aqui code:
Not ReportedTmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
54Spec capac:

-30Bot perf:-12Bot solid:
-40Bot hole:Not ReportedDraft yr:

0Pump yr:
QLSGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:2.3Test ddown:
125Test gpm:Not ReportedTest date:

2100Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:OtherUse:
40Perf case:22Solid case:

50Well depth:
10Ground el:

8Casing dia:Not ReportedWell type:
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99-Old number:State Of HawaiiOwner user:
-1Utm:0Gps:

21.3075Lat83dd:
-157.858333Long83dd:
13Quad map:
Not ReportedDriller:
1882Yr drilled:
Not ReportedOld name:

Iolani PalaceWell name:OahuIsland:
3-1851-004Wid:732Objectid:

K58
North
1/4 - 1/2 Mile
Higher

HI8000000002271HI WELLS

Ground-water levels, Number of Measurements: 0

ftWellholedepth units:
765Wellholedepth:ftWelldepth units:
752Welldepth:18820101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

2Vertacc measure val:feetVert measure units:
18.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8583679Longitude:
21.3073913Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-04 W99, 99A,BMonloc name:
USGS-211838157514001Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

K57
North
1/4 - 1/2 Mile
Higher

USGS40000269695FED USGS

HI8000000002246Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-53Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-016:015Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:
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5.04Pump mgd:
Not ReportedSpec capac:

-642Bot perf:-92Bot solid:
-742Bot hole:Not ReportedDraft yr:

2005Pump yr:
PLSGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

3500Pump gpm:
FTest unit:73.8Test temp:
Not ReportedTest chlor:4.8Test ddown:
7084Test gpm:1/14/2005Test date:

18500Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:IND - Geothermal, Thermoelectric Cooling, Power DeUse:
650Perf case:100Solid case:

750Well depth:
8Ground el:

32Casing dia:ROTWell type:
Not ReportedOld number:Honolulu BWSOwner user:
0Utm:-1Gps:

21.295833Lat83dd:
-157.864722Long83dd:
13Quad map:
WAT RES INTLDriller:
2005Yr drilled:
Not ReportedOld name:

Cooling 1Well name:OahuIsland:
3-1752-001Wid:624Objectid:

P59
SW
1/4 - 1/2 Mile
Higher

HI8000000002121HI WELLS

HI8000000002271Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
30-DEC-99Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-025:002Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-730Bot solid:
-734Bot hole:Not ReportedDraft yr:

0Pump yr:
TKBGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

43Init cl:
Not ReportedInit head3:

Not ReportedInit head2:25.2Init head:
Not ReportedUse year:UNU - UnusedUse:
Not ReportedPerf case:748Solid case:

752Well depth:
18Ground el:

14Casing dia:Not ReportedWell type:
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86-Old number:H R TOwner user:
-1Utm:0Gps:

21.3038888889Lat83dd:
-157.852777778Long83dd:
13Quad map:
MCCANDLESSDriller:
1889Yr drilled:
Not ReportedOld name:

Hotel StWell name:OahuIsland:
3-1851-008Wid:736Objectid:

R61
ENE
1/4 - 1/2 Mile
Higher

HI8000000002221HI WELLS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
648Welldepth:18890101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

2Vertacc measure val:feetVert measure units:
19.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:5Horiz Acc measure:
24000Sourcemap scale:-157.8528126Longitude:
21.3037802Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-08 W86 DWNTNMonloc name:
USGS-211825157512001Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

N60
ENE
1/4 - 1/2 Mile
Higher

USGS40000269639FED USGS

HI8000000002121Site id:Not ReportedT:
RYAN M SUZUKISurveyor:Not ReportedPir:
30-DEC-99Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-060:009Tmk:48Pump depth:
-44Pump elev:Not ReportedDraft mgd:
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Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
36Welldepth:19680101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

2Vertacc measure val:feetVert measure units:
7.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8633677Longitude:
21.3071136Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-68 W90-8A DWNMonloc name:
USGS-211837157515801Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

Q62
NNW
1/4 - 1/2 Mile
Higher

USGS40000269690FED USGS

HI8000000002221Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
30-DEC-99Wcr:Not ReportedLatest hd:

30102Aqui code:
Not ReportedTmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-565Bot solid:
-629Bot hole:Not ReportedDraft yr:

0Pump yr:
TKBGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

56Init cl:
Not ReportedInit head3:

Not ReportedInit head2:27.2Init head:
Not ReportedUse year:ABN - SealedUse:
Not ReportedPerf case:584Solid case:

648Well depth:
19Ground el:

8Casing dia:Not ReportedWell type:
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Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Level or other surveying methodVertcollection method:
feetVert accmeasure units:

.1Vertacc measure val:feetVert measure units:
50.Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8644789Longitude:
21.29517Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1752-01M KEWALO LANDFILL B-1Monloc name:
USGS-211754157520201Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

P64
SW
1/4 - 1/2 Mile
Higher

USGS40000269557FED USGS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
40Welldepth:19680101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

2Vertacc measure val:feetVert measure units:
7.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8633677Longitude:
21.3071136Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-69 W90-8B DWNMonloc name:
USGS-211837157515802Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

Q63
NNW
1/4 - 1/2 Mile
Higher

USGS40000269691FED USGS

Map ID
Direction
Distance
Elevation EDR ID NumberDatabase
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S66
NNW
1/4 - 1/2 Mile
Higher

HI8000000002265HI WELLS

HI8000000002266Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-68Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-013:006Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
38Spec capac:

Not ReportedBot perf:-2Bot solid:
-33Bot hole:Not ReportedDraft yr:

0Pump yr:
Not ReportedGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
CTest unit:25.6Test temp:
17300Test chlor:11.2Test ddown:
425Test gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:0.3Init head:
Not ReportedUse year:IND - Geothermal, Thermoelectric Cooling, Power DeUse:
Not ReportedPerf case:9Solid case:

40Well depth:
7Ground el:

24Casing dia:Not ReportedWell type:
90-8BOld number:Duesenburg Inv CoOwner user:
-1Utm:0Gps:

21.3072222222Lat83dd:
-157.863333333Long83dd:
13Quad map:
NAT WHITONDriller:
1968Yr drilled:
Not ReportedOld name:

Bishop StWell name:OahuIsland:
3-1851-069Wid:797Objectid:

S65
NNW
1/4 - 1/2 Mile
Higher

HI8000000002266HI WELLS

1988-12-02 50.

Date
Feet below
Surface

Feet to
Sealevel

-------------------------------------------------

Ground-water levels, Number of Measurements: 1

ftWellholedepth units:
58.5Wellholedepth:ftWelldepth units:
57Welldepth:19881202Construction date:

Not ReportedAquifer type:
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17800Test chlor:1.9Test ddown:
550Test gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:0.3Init head:
Not ReportedUse year:OtherUse:
Not ReportedPerf case:Not ReportedSolid case:

30Well depth:
7Ground el:

24Casing dia:Not ReportedWell type:
90-8COld number:AMFACOwner user:
-1Utm:0Gps:

21.3072222222Lat83dd:
-157.863333333Long83dd:
13Quad map:
NAT WHITONDriller:
1968Yr drilled:
Not ReportedOld name:

Ft St MallWell name:OahuIsland:
3-1851-070Wid:798Objectid:

S67
NNW
1/4 - 1/2 Mile
Higher

HI8000000002267HI WELLS

HI8000000002265Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-68Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-013:006Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

2.016Pump mgd:
98Spec capac:

Not ReportedBot perf:-1Bot solid:
-29Bot hole:Not ReportedDraft yr:

1968Pump yr:
Not ReportedGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

1400Pump gpm:
CTest unit:26.1Test temp:
16750Test chlor:4.5Test ddown:
440Test gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:IND - Geothermal, Thermoelectric Cooling, Power DeUse:
Not ReportedPerf case:8Solid case:

36Well depth:
7Ground el:

24Casing dia:Not ReportedWell type:
90-8AOld number:Duesenburg Inv CoOwner user:
-1Utm:0Gps:

21.3072222222Lat83dd:
-157.863333333Long83dd:
13Quad map:
NAT WHITONDriller:
1968Yr drilled:
Not ReportedOld name:

Bishop StWell name:OahuIsland:
3-1851-068Wid:796Objectid:
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T69
WSW
1/2 - 1 Mile
Higher

HI8000000002144HI WELLS

1968-10-01 7.00

Date
Feet below
Surface

Feet to
Sealevel

-------------------------------------------------

Ground-water levels, Number of Measurements: 1

ftWellholedepth units:
30Wellholedepth:ftWelldepth units:
30Welldepth:19681025Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

2Vertacc measure val:feetVert measure units:
7.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8633677Longitude:
21.3073914Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851.05 -70/W90-8CMonloc name:
USGS-211837157515803Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

S68
NNW
1/2 - 1 Mile
Higher

USGS40000269692FED USGS

HI8000000002267Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-68Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-013:006Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
289Spec capac:

Not ReportedBot perf:Not ReportedBot solid:
-23Bot hole:Not ReportedDraft yr:

0Pump yr:
QLSGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
CTest unit:25.6Test temp:
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Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

5Vertacc measure val:feetVert measure units:
19.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8528126Longitude:
21.3046135Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-20 W87 DWNTNMonloc name:
USGS-211828157512001Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

R70
ENE
1/2 - 1 Mile
Higher

USGS40000269645FED USGS

HI8000000002144Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-39Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-057:004Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:Not ReportedBot solid:
Not ReportedBot hole:Not ReportedDraft yr:

0Pump yr:
RFGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

14500Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:UNU - UnusedUse:
Not ReportedPerf case:40Solid case:

102Well depth:
Not ReportedGround el:

8Casing dia:Not ReportedWell type:
93-1Old number:State Of HawaiiOwner user:
-1Utm:0Gps:

21.2983333333Lat83dd:
-157.867222222Long83dd:
13Quad map:
MULLINDriller:
1939Yr drilled:
Not ReportedOld name:

Fort ArmstrongWell name:OahuIsland:
3-1852-002Wid:806Objectid:
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Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

2350Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:IRR - Landscape/Water FeaturesUse:
Not ReportedPerf case:28Solid case:

80Well depth:
Not ReportedGround el:

16Casing dia:Not ReportedWell type:
Not ReportedOld number:C&C Pks&RecOwner user:
-1Utm:0Gps:

21.300278Lat83dd:
-157.851667Long83dd:
13Quad map:
NAT WHITONDriller:
1967Yr drilled:
Not ReportedOld name:

Blaisdell CenterWell name:OahuIsland:
3-1851-063Wid:791Objectid:

U72
East
1/2 - 1 Mile
Higher

HI8000000002166HI WELLS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
102Welldepth:19390914Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

1Vertacc measure val:feetVert measure units:
3.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8672565Longitude:
21.2982255Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1852-02 W93-1 PR2Monloc name:
USGS-211805157521201Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

T71
WSW
1/2 - 1 Mile
Higher

USGS40000269579FED USGS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
574Welldepth:19010901Construction date:

Not ReportedAquifer type:
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R74
ENE
1/2 - 1 Mile
Higher

HI8000000002228HI WELLS

Ground-water levels, Number of Measurements: 0

ftWellholedepth units:
110Wellholedepth:ftWelldepth units:
77Welldepth:19630501Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

5Vertacc measure val:feetVert measure units:
20.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.85809Longitude:
21.3082245Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-61 W99-2 DWNTMonloc name:
USGS-211841157513901Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

V73
NNE
1/2 - 1 Mile
Higher

USGS40000269699FED USGS

HI8000000002166Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-67Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-3-008:001Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

1.008Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:Not ReportedBot solid:
Not ReportedBot hole:Not ReportedDraft yr:

0Pump yr:
QAGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

700Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
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7500Test chlor:27Test ddown:
1655Test gpm:Not ReportedTest date:

4030Init cl:
Not ReportedInit head3:

Not ReportedInit head2:30Init head:
Not ReportedUse year:IND - Geothermal, Thermoelectric Cooling, Power DeUse:
71Perf case:25Solid case:

77Well depth:
20Ground el:

16Casing dia:Not ReportedWell type:
99-2Old number:State DAGSOwner user:
-1Utm:0Gps:

21.3083333333Lat83dd:
-157.858055556Long83dd:
13Quad map:
SAMSON-ZERBEDriller:
1963Yr drilled:
Not ReportedOld name:

State CapitolWell name:OahuIsland:
3-1851-061Wid:789Objectid:

V75
NNE
1/2 - 1 Mile
Higher

HI8000000002282HI WELLS

HI8000000002228Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-01Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-042:011Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-513Bot solid:
-557Bot hole:Not ReportedDraft yr:

0Pump yr:
RTSPGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:36Draft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

75Init cl:
Not ReportedInit head3:

Not ReportedInit head2:31.2Init head:
Not ReportedUse year:ABN - SealedUse:
Not ReportedPerf case:532Solid case:

576Well depth:
19Ground el:

8Casing dia:Not ReportedWell type:
87-Old number:MTL IncOwner user:
-1Utm:0Gps:

21.3047222222Lat83dd:
-157.852777778Long83dd:
13Quad map:
MCCANDLESSDriller:
1901Yr drilled:
Not ReportedOld name:

Beretania St.Well name:OahuIsland:
3-1851-020Wid:748Objectid:
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S77
NNW
1/2 - 1 Mile
Higher

USGS40000269697FED USGS

1989-05-12 -22.9

Date
Feet below
Surface

Feet to
Sealevel

-------------------------------------------------

Ground-water levels, Number of Measurements: 1

ftWellholedepth units:
625Wellholedepth:ftWelldepth units:
625Welldepth:19890512Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Level or other surveying methodVertcollection method:
feetVert accmeasure units:

.1Vertacc measure val:feetVert measure units:
18.6Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8536459Longitude:
21.3060023Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-75 BERETANIA W2Monloc name:
USGS-211833157512301Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

W76
NE
1/2 - 1 Mile
Higher

USGS40000269672FED USGS

HI8000000002282Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-63Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-024:011Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
61Spec capac:

-51Bot perf:-5Bot solid:
-57Bot hole:Not ReportedDraft yr:

0Pump yr:
RTSPGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
CTest unit:24.4Test temp:
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Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
700Welldepth:19360101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

2Vertacc measure val:feetVert measure units:
15.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:5Horiz Acc measure:
24000Sourcemap scale:-157.8519793Longitude:
21.3035024Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-36 W80 DWNTNMonloc name:
USGS-211824157511701Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

R78
ENE
1/2 - 1 Mile
Higher

USGS40000269638FED USGS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
122Welldepth:19561028Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

2Vertacc measure val:feetVert measure units:
8.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8628122Longitude:
21.3079469Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-53 W90-7 DWNTMonloc name:
USGS-211840157515601Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:
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Not ReportedTest chlor:0.3Test ddown:
75Test gpm:Not ReportedTest date:

1360Init cl:
Not ReportedInit head3:

Not ReportedInit head2:3.6Init head:
Not ReportedUse year:UNU - UnusedUse:
Not ReportedPerf case:34Solid case:

40Well depth:
Not ReportedGround el:

8Casing dia:Not ReportedWell type:
103-2BOld number:Walston & CoOwner user:
-1Utm:0Gps:

21.3083333333Lat83dd:
-157.861666667Long83dd:
13Quad map:
NAT WHITONDriller:
1939Yr drilled:
Not ReportedOld name:

King StWell name:OahuIsland:
3-1851-048Wid:776Objectid:

X80
NNW
1/2 - 1 Mile
Higher

HI8000000002281HI WELLS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
617Welldepth:19100101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

2Vertacc measure val:feetVert measure units:
17.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:5Horiz Acc measure:
24000Sourcemap scale:-157.8530904Longitude:
21.3054468Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-25 W88-B DWNTMonloc name:
USGS-211831157512101Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

W79
NE
1/2 - 1 Mile
Higher

USGS40000269664FED USGS

Map ID
Direction
Distance
Elevation EDR ID NumberDatabase
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HI8000000002280Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-39Wcr:Not ReportedLatest hd:

30102Aqui code:
Not ReportedTmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
250Spec capac:

Not ReportedBot perf:Not ReportedBot solid:
Not ReportedBot hole:Not ReportedDraft yr:

0Pump yr:
QLSGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:0.3Test ddown:
75Test gpm:Not ReportedTest date:

3290Init cl:
Not ReportedInit head3:

Not ReportedInit head2:3.7Init head:
Not ReportedUse year:UNU - UnusedUse:
Not ReportedPerf case:22Solid case:

41Well depth:
Not ReportedGround el:

6Casing dia:Not ReportedWell type:
103-2AOld number:Walston & CoOwner user:
-1Utm:0Gps:

21.3083333333Lat83dd:
-157.861666667Long83dd:
13Quad map:
NAT WHITONDriller:
1939Yr drilled:
Not ReportedOld name:

King StWell name:OahuIsland:
3-1851-047Wid:775Objectid:

X81
NNW
1/2 - 1 Mile
Higher

HI8000000002280HI WELLS

HI8000000002281Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-39Wcr:Not ReportedLatest hd:

30102Aqui code:
Not ReportedTmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
250Spec capac:

Not ReportedBot perf:Not ReportedBot solid:
Not ReportedBot hole:Not ReportedDraft yr:

0Pump yr:
QLSGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
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Not ReportedOld number:Honolulu BWSOwner user:
-1Utm:0Gps:

21.306111Lat83dd:
-157.853611Long83dd:
13Quad map:
WAT RES INTLDriller:
1988Yr drilled:
Not ReportedOld name:

Beretania Sta 1Well name:OahuIsland:
3-1851-074Wid:802Objectid:

W83
NE
1/2 - 1 Mile
Higher

HI8000000002247HI WELLS

HI8000000002220Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-36Wcr:Not ReportedLatest hd:

30102Aqui code:
Not ReportedTmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-588Bot solid:
-685Bot hole:Not ReportedDraft yr:

0Pump yr:
TKBGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

38Init cl:
Not ReportedInit head3:

Not ReportedInit head2:29Init head:
Not ReportedUse year:ABN - SealedUse:
Not ReportedPerf case:603Solid case:

700Well depth:
15Ground el:

6Casing dia:Not ReportedWell type:
80-Old number:Haw Juice IndOwner user:
-1Utm:0Gps:

21.3036111111Lat83dd:
-157.851944444Long83dd:
13Quad map:
MULLINDriller:
1936Yr drilled:
Not ReportedOld name:

Hotel StWell name:OahuIsland:
3-1851-036Wid:764Objectid:

R82
ENE
1/2 - 1 Mile
Higher

HI8000000002220HI WELLS

Map ID
Direction
Distance
Elevation EDR ID NumberDatabase
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0Pump mgd:
31Spec capac:

-22Bot perf:-14Bot solid:
-114Bot hole:Not ReportedDraft yr:

0Pump yr:
QLSGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
19Test chlor:13.1Test ddown:
400Test gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:0.4Init head:
Not ReportedUse year:OtherUse:
30Perf case:22Solid case:

122Well depth:
8Ground el:

12Casing dia:Not ReportedWell type:
90-7Old number:A&BOwner user:
-1Utm:0Gps:

21.3080555556Lat83dd:
-157.862777778Long83dd:
13Quad map:
SAMSON-SMOCKDriller:
1956Yr drilled:
Not ReportedOld name:

Queen StWell name:OahuIsland:
3-1851-053Wid:781Objectid:

S84
NNW
1/2 - 1 Mile
Higher

HI8000000002277HI WELLS

HI8000000002247Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
09-SEP-88Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-036:006Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
737Spec capac:

Not ReportedBot perf:-479Bot solid:
-579Bot hole:Not ReportedDraft yr:

0Pump yr:
TKBGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
CTest unit:21.5Test temp:
66Test chlor:1.9Test ddown:
1400Test gpm:9/26/1988Test date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:21Init head:
Not ReportedUse year:MUN - CountyUse:
Not ReportedPerf case:498Solid case:

598Well depth:
19Ground el:

14Casing dia:ROTWell type:
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W86
NE
1/2 - 1 Mile
Higher

USGS40000269678FED USGS

HI8000000002237Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
14-MAY-89Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-036:004Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
636Spec capac:

Not ReportedBot perf:-505Bot solid:
-607Bot hole:Not ReportedDraft yr:

0Pump yr:
TKBGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
CTest unit:20.4Test temp:
102Test chlor:2.2Test ddown:
1400Test gpm:5/12/1989Test date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:22.9Init head:
Not ReportedUse year:MUN - CountyUse:
Not ReportedPerf case:523Solid case:

625Well depth:
18Ground el:

14Casing dia:ROTWell type:
Not ReportedOld number:Honolulu BWSOwner user:
-1Utm:0Gps:

21.305556Lat83dd:
-157.853056Long83dd:
13Quad map:
WAT RES INTLDriller:
1989Yr drilled:
Not ReportedOld name:

Beretania Station 2Well name:OahuIsland:
3-1851-075Wid:803Objectid:

W85
NE
1/2 - 1 Mile
Higher

HI8000000002237HI WELLS

HI8000000002277Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-56Wcr:Not ReportedLatest hd:

30102Aqui code:
Not ReportedTmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:
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Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

2Vertacc measure val:feetVert measure units:
6.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.853368Longitude:
21.3060023Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-58 W86-1 DWNTMonloc name:
USGS-211833157512201Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

W87
NE
1/2 - 1 Mile
Higher

USGS40000269670FED USGS

1988-09-23 -21.

Date
Feet below
Surface

Feet to
Sealevel

-------------------------------------------------

Ground-water levels, Number of Measurements: 1

ftWellholedepth units:
598Wellholedepth:ftWelldepth units:
598Welldepth:19880908Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Level or other surveying methodVertcollection method:
feetVert accmeasure units:

.1Vertacc measure val:feetVert measure units:
19.0Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8536459Longitude:
21.3062801Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-74 BERETANIA STAMonloc name:
USGS-211834157512301Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:
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Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

5Vertacc measure val:feetVert measure units:
20.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8528126Longitude:
21.3054468Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-24 W88-A DWNTMonloc name:
USGS-211831157512003Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

W89
NE
1/2 - 1 Mile
Higher

USGS40000269657FED USGS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
1509Welldepth:19600101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

5Vertacc measure val:feetVert measure units:
23.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.853368Longitude:
21.3060023Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-57 T85 DWNTNMonloc name:
USGS-211833157512202Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

W88
NE
1/2 - 1 Mile
Higher

USGS40000269671FED USGS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
720Welldepth:19600101Construction date:

Not ReportedAquifer type:
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Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

5Vertacc measure val:feetVert measure units:
22.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8528126Longitude:
21.3054468Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-13 W88-I DWNTMonloc name:
USGS-211831157512002Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

W91
NE
1/2 - 1 Mile
Higher

USGS40000269656FED USGS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:Not ReportedWelldepth units:
Not ReportedWelldepth:Not ReportedConstruction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:Not ReportedVert coord refsys:
Not ReportedVertcollection method:
Not ReportedVert accmeasure units:

Not ReportedVertacc measure val:Not ReportedVert measure units:
Not ReportedVert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:5Horiz Acc measure:
Not ReportedSourcemap scale:-157.8528126Longitude:
21.3054468Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
Well: Multiple wellsMonloc type:
3-1851-12,13,24,ETCMonloc name:
USGS-211831157512004Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

W90
NE
1/2 - 1 Mile
Higher

USGS40000269658FED USGS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
607Welldepth:19100101Construction date:

Not ReportedAquifer type:
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Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

5Vertacc measure val:feetVert measure units:
21.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8528126Longitude:
21.3054468Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-12 W88-H DWNTMonloc name:
USGS-211831157512001Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

W93
NE
1/2 - 1 Mile
Higher

USGS40000269655FED USGS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
652Welldepth:19680101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

5Vertacc measure val:feetVert measure units:
18.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8528126Longitude:
21.3054468Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-67 W88-JMonloc name:
USGS-211831157512000Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

W92
NE
1/2 - 1 Mile
Higher

USGS40000269654FED USGS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
616Welldepth:18950101Construction date:

Not ReportedAquifer type:
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Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

5Vertacc measure val:feetVert measure units:
15.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8528126Longitude:
21.3054468Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-35 W88-G DWNTMonloc name:
USGS-211831157512009Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

W95
NE
1/2 - 1 Mile
Higher

USGS40000269663FED USGS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
636Welldepth:19260101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

5Vertacc measure val:feetVert measure units:
14.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8528126Longitude:
21.3054468Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-34 W88-F DWNTMonloc name:
USGS-211831157512008Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

W94
NE
1/2 - 1 Mile
Higher

USGS40000269662FED USGS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
580Welldepth:18950101Construction date:

Not ReportedAquifer type:
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Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

5Vertacc measure val:feetVert measure units:
20.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8528126Longitude:
21.3054468Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-31 W88-C DWNTMonloc name:
USGS-211831157512005Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

W97
NE
1/2 - 1 Mile
Higher

USGS40000269659FED USGS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
533Welldepth:19260101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

5Vertacc measure val:feetVert measure units:
14.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8528126Longitude:
21.3054468Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-33 W88-E DWNTMonloc name:
USGS-211831157512007Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

W96
NE
1/2 - 1 Mile
Higher

USGS40000269661FED USGS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
566Welldepth:19260101Construction date:

Not ReportedAquifer type:
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Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Level or other surveying methodVertcollection method:
feetVert accmeasure units:

.1Vertacc measure val:feetVert measure units:
43.0Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.86309Longitude:
21.2935034Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1751-01 KEWALO LANDFILL B-3Monloc name:
USGS-211748157515701Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

99
SSW
1/2 - 1 Mile
Higher

USGS40000269546FED USGS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
600Welldepth:19240101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

5Vertacc measure val:feetVert measure units:
20.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8528126Longitude:
21.3054468Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-32 W88-D DWNTMonloc name:
USGS-211831157512006Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

W98
NE
1/2 - 1 Mile
Higher

USGS40000269660FED USGS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
600Welldepth:19240101Construction date:

Not ReportedAquifer type:
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T85-Old number:Honolulu BWSOwner user:
-1Utm:0Gps:

21.306111Lat83dd:
-157.853333Long83dd:
13Quad map:
PACIFIC DRLGDriller:
1960Yr drilled:
Not ReportedOld name:

Beretania Deep MonitorWell name:OahuIsland:
3-1851-057Wid:785Objectid:

W101
NE
1/2 - 1 Mile
Higher

HI8000000002248HI WELLS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
100Welldepth:19670501Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

5Vertacc measure val:feetVert measure units:
20.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8575346Longitude:
21.3085023Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-66 W99-3 DWNTMonloc name:
USGS-211842157513701Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

V100
NNE
1/2 - 1 Mile
Higher

USGS40000269703FED USGS

1988-12-02 44.

Date
Feet below
Surface

Feet to
Sealevel

-------------------------------------------------

Ground-water levels, Number of Measurements: 1

ftWellholedepth units:
51Wellholedepth:ftWelldepth units:
51Welldepth:19881202Construction date:

Not ReportedAquifer type:
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Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
960Welldepth:19010101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

2Vertacc measure val:feetVert measure units:
15.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:5Horiz Acc measure:
24000Sourcemap scale:-157.86059Longitude:
21.3087801Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-23 W104 DWNTNMonloc name:
USGS-211843157514801Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

X102
North
1/2 - 1 Mile
Higher

USGS40000269704FED USGS

HI8000000002248Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-60Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-036:005Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-427Bot solid:
-1486Bot hole:Not ReportedDraft yr:

0Pump yr:
TKBGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:26.9Init head:
Not ReportedUse year:OBS - Deep (through transition zone)Use:
Not ReportedPerf case:450Solid case:

1509Well depth:
23Ground el:

6Casing dia:Not ReportedWell type:
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88-BOld number:Honolulu BWSOwner user:
-1Utm:0Gps:

21.3055555556Lat83dd:
-157.852777778Long83dd:
13Quad map:
MCCANDLESSDriller:
1910Yr drilled:
Not ReportedOld name:

Beretania P StationWell name:OahuIsland:
3-1851-025Wid:753Objectid:

W104
NE
1/2 - 1 Mile
Higher

HI8000000002235HI WELLS

HI8000000002234Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-10Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-036:004Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-467Bot solid:
-596Bot hole:Not ReportedDraft yr:

0Pump yr:
TKBGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:26.9Init head:
Not ReportedUse year:ABN - SealedUse:
Not ReportedPerf case:487Solid case:

616Well depth:
20Ground el:

12Casing dia:Not ReportedWell type:
88-AOld number:Honolulu BWSOwner user:
-1Utm:0Gps:

21.3055555556Lat83dd:
-157.852777778Long83dd:
13Quad map:
MCCANDLESSDriller:
1910Yr drilled:
Not ReportedOld name:

Beretania P StationWell name:OahuIsland:
3-1851-024Wid:752Objectid:

W103
NE
1/2 - 1 Mile
Higher

HI8000000002234HI WELLS

Map ID
Direction
Distance
Elevation EDR ID NumberDatabase
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0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-469Bot solid:
-580Bot hole:Not ReportedDraft yr:

0Pump yr:
TKBGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:27.8Init head:
Not ReportedUse year:ABN - SealedUse:
Not ReportedPerf case:489Solid case:

600Well depth:
20Ground el:

12Casing dia:Not ReportedWell type:
88-DOld number:Honolulu BWSOwner user:
-1Utm:0Gps:

21.3055555556Lat83dd:
-157.852777778Long83dd:
13Quad map:
MCCANDLESSDriller:
1924Yr drilled:
Not ReportedOld name:

Beretania P StationWell name:OahuIsland:
3-1851-032Wid:760Objectid:

W105
NE
1/2 - 1 Mile
Higher

HI8000000002236HI WELLS

HI8000000002235Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-10Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-036:004Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-478Bot solid:
-600Bot hole:Not ReportedDraft yr:

0Pump yr:
TKBGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:27.7Init head:
Not ReportedUse year:ABN - SealedUse:
Not ReportedPerf case:495Solid case:

617Well depth:
17Ground el:

12Casing dia:Not ReportedWell type:
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W107
NE
1/2 - 1 Mile
Higher

HI8000000002243HI WELLS

HI8000000002242Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-26Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-036:004Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-470Bot solid:
-622Bot hole:Not ReportedDraft yr:

0Pump yr:
TKBGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

55Init cl:
Not ReportedInit head3:

Not ReportedInit head2:23.6Init head:
Not ReportedUse year:MUN - CountyUse:
Not ReportedPerf case:484Solid case:

636Well depth:
14Ground el:

12Casing dia:Not ReportedWell type:
88-FOld number:Honolulu BWSOwner user:
-1Utm:0Gps:

21.305556Lat83dd:
-157.852778Long83dd:
13Quad map:
PRIMMERDriller:
1926Yr drilled:
Not ReportedOld name:

Beretania P StationWell name:OahuIsland:
3-1851-034Wid:762Objectid:

W106
NE
1/2 - 1 Mile
Higher

HI8000000002242HI WELLS

HI8000000002236Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-24Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-036:004Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:
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Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:3Init head:
Not ReportedUse year:OBS - Deep (through transition zone)Use:
Not ReportedPerf case:484Solid case:

619Well depth:
18Ground el:

20Casing dia:ROTWell type:
88-JOld number:Honolulu BWSOwner user:
-1Utm:0Gps:

21.305556Lat83dd:
-157.852778Long83dd:
13Quad map:
LAYNE INTLDriller:
1968Yr drilled:
Not ReportedOld name:

Beretania ObsWell name:OahuIsland:
3-1851-067Wid:795Objectid:

W108
NE
1/2 - 1 Mile
Higher

HI8000000002244HI WELLS

HI8000000002243Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-26Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-036:004Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-473Bot solid:
-551Bot hole:Not ReportedDraft yr:

0Pump yr:
TKBGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

47Init cl:
Not ReportedInit head3:

Not ReportedInit head2:23.3Init head:
Not ReportedUse year:MUN - CountyUse:
Not ReportedPerf case:488Solid case:

566Well depth:
15Ground el:

12Casing dia:Not ReportedWell type:
88-GOld number:Honolulu BWSOwner user:
-1Utm:0Gps:

21.305556Lat83dd:
-157.852778Long83dd:
13Quad map:
PRIMMERDriller:
1926Yr drilled:
Not ReportedOld name:

Beretania P StationWell name:OahuIsland:
3-1851-035Wid:763Objectid:
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HI8000000002241Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-26Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-036:004Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-465Bot solid:
-519Bot hole:Not ReportedDraft yr:

0Pump yr:
TKBGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:23.6Init head:
Not ReportedUse year:MUN - CountyUse:
Not ReportedPerf case:479Solid case:

533Well depth:
14Ground el:

12Casing dia:Not ReportedWell type:
88-EOld number:Honolulu BWSOwner user:
-1Utm:0Gps:

21.305556Lat83dd:
-157.852778Long83dd:
13Quad map:
PRIMMERDriller:
1926Yr drilled:
Not ReportedOld name:

Beretania P StationWell name:OahuIsland:
3-1851-033Wid:761Objectid:

W109
NE
1/2 - 1 Mile
Higher

HI8000000002241HI WELLS

HI8000000002244Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-68Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-036:004Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-466Bot solid:
-601Bot hole:Not ReportedDraft yr:

0Pump yr:
TKBGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
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88-IOld number:Honolulu BWSOwner user:
-1Utm:0Gps:

21.305556Lat83dd:
-157.852778Long83dd:
13Quad map:
MCCANDLESSDriller:
1895Yr drilled:
Not ReportedOld name:

Beretania P StationWell name:OahuIsland:
3-1851-013Wid:741Objectid:

W111
NE
1/2 - 1 Mile
Higher

HI8000000002239HI WELLS

HI8000000002238Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
30-DEC-99Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-036:004Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-478Bot solid:
-559Bot hole:Not ReportedDraft yr:

0Pump yr:
TKBGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:32Init head:
Not ReportedUse year:MUN - CountyUse:
Not ReportedPerf case:499Solid case:

580Well depth:
21Ground el:

10Casing dia:Not ReportedWell type:
88-HOld number:Honolulu BWSOwner user:
-1Utm:0Gps:

21.305556Lat83dd:
-157.852778Long83dd:
13Quad map:
MCCANDLESSDriller:
1895Yr drilled:
Not ReportedOld name:

Beretania P StationWell name:OahuIsland:
3-1851-012Wid:740Objectid:

W110
NE
1/2 - 1 Mile
Higher

HI8000000002238HI WELLS

Map ID
Direction
Distance
Elevation EDR ID NumberDatabase
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0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-469Bot solid:
-580Bot hole:Not ReportedDraft yr:

0Pump yr:
TKBGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:28Init head:
Not ReportedUse year:MUN - CountyUse:
Not ReportedPerf case:489Solid case:

600Well depth:
20Ground el:

12Casing dia:Not ReportedWell type:
88-COld number:Honolulu BWSOwner user:
-1Utm:0Gps:

21.305556Lat83dd:
-157.852778Long83dd:
13Quad map:
MCCANDLESSDriller:
1924Yr drilled:
Not ReportedOld name:

Beretania P StationWell name:OahuIsland:
3-1851-031Wid:759Objectid:

W112
NE
1/2 - 1 Mile
Higher

HI8000000002240HI WELLS

HI8000000002239Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
30-DEC-99Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-036:004Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-477Bot solid:
-594Bot hole:Not ReportedDraft yr:

0Pump yr:
TKBGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:MUN - CountyUse:
Not ReportedPerf case:499Solid case:

616Well depth:
22Ground el:

10Casing dia:Not ReportedWell type:
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X114
North
1/2 - 1 Mile
Higher

HI8000000002288HI WELLS

HI8000000002284Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-67Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-024:011Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
38Spec capac:

Not ReportedBot perf:Not ReportedBot solid:
-80Bot hole:Not ReportedDraft yr:

0Pump yr:
RTSPGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:40Test ddown:
1500Test gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:IND - Geothermal, Thermoelectric Cooling, Power DeUse:
Not ReportedPerf case:Not ReportedSolid case:

100Well depth:
20Ground el:

Not ReportedCasing dia:ROTWell type:
99-3Old number:State Of HawaiiOwner user:
-1Utm:0Gps:

21.3086111111Lat83dd:
-157.8575Long83dd:
13Quad map:
LAYNE INTLDriller:
1967Yr drilled:
Not ReportedOld name:

BeretaniaWell name:OahuIsland:
3-1851-066Wid:794Objectid:

V113
NNE
1/2 - 1 Mile
Higher

HI8000000002284HI WELLS

HI8000000002240Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-24Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-036:004Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:
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Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:IND - Geothermal, Thermoelectric Cooling, Power DeUse:
Not ReportedPerf case:Not ReportedSolid case:

0Well depth:
Not ReportedGround el:

Not ReportedCasing dia:Not ReportedWell type:
Not ReportedOld number:Duesenburg Inv CoOwner user:
-1Utm:0Gps:

21.3080555556Lat83dd:
-157.863611111Long83dd:
13Quad map:
Not ReportedDriller:
0Yr drilled:
Not ReportedOld name:

Amfac CenterWell name:OahuIsland:
3-1851-076Wid:804Objectid:

S115
NNW
1/2 - 1 Mile
Higher

HI8000000002276HI WELLS

HI8000000002288Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-01Wcr:Not ReportedLatest hd:

30102Aqui code:
Not ReportedTmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-835Bot solid:
-945Bot hole:Not ReportedDraft yr:

0Pump yr:
Not ReportedGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:109Draft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

67Init cl:
Not ReportedInit head3:

Not ReportedInit head2:26.5Init head:
Not ReportedUse year:ABN - SealedUse:
Not ReportedPerf case:850Solid case:

960Well depth:
15Ground el:

10Casing dia:Not ReportedWell type:
104-Old number:A Young HotelOwner user:
-1Utm:0Gps:

21.3088888889Lat83dd:
-157.860555556Long83dd:
13Quad map:
MCCANDLESSDriller:
1901Yr drilled:
Not ReportedOld name:

Bishop StWell name:OahuIsland:
3-1851-023Wid:751Objectid:
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X117
NNW
1/2 - 1 Mile
Higher

USGS40000269706FED USGS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
100Welldepth:19520302Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

5Vertacc measure val:feetVert measure units:
15.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.861701Longitude:
21.3087801Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-52 W104-1 DWNMonloc name:
USGS-211843157515201Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

X116
NNW
1/2 - 1 Mile
Higher

USGS40000269705FED USGS

HI8000000002276Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
30-DEC-99Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-013:006Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

2.016Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:Not ReportedBot solid:
Not ReportedBot hole:Not ReportedDraft yr:

1969Pump yr:
QLSGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

1400Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
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ftWellholedepth units:
40Wellholedepth:ftWelldepth units:
40Welldepth:19390701Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Level or other surveying methodVertcollection method:
feetVert accmeasure units:

.5Vertacc measure val:feetVert measure units:
10.09Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8619789Longitude:
21.3087801Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851.01 -43/W90-1BMonloc name:
USGS-211843157515302Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

X118
NNW
1/2 - 1 Mile
Higher

USGS40000269707FED USGS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
50Welldepth:19390101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

5Vertacc measure val:feetVert measure units:
10.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8619789Longitude:
21.3087801Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-42 W90-1A DWNMonloc name:
USGS-211843157515301Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:
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24000Sourcemap scale:-157.8636455Longitude:
21.3082247Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-72 DWNTNMonloc name:
USGS-211841157515902Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

S120
NNW
1/2 - 1 Mile
Higher

USGS40000269701FED USGS

1973-07-02 7.00

Date
Feet below
Surface

Feet to
Sealevel

-------------------------------------------------

Ground-water levels, Number of Measurements: 1

ftWellholedepth units:
45Wellholedepth:ftWelldepth units:
45Welldepth:19730702Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

.5Vertacc measure val:feetVert measure units:
7.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8636455Longitude:
21.3082247Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-71 DWNTNMonloc name:
USGS-211841157515901Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

S119
NNW
1/2 - 1 Mile
Higher

USGS40000269700FED USGS

    Note: A nearby site that taps the same aquifer had been pumped recently.
1939-07-27 10.00

Date
Feet below
Surface

Feet to
Sealevel

-------------------------------------------------

Ground-water levels, Number of Measurements: 1
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0Pump mgd:
247Spec capac:

Not ReportedBot perf:Not ReportedBot solid:
Not ReportedBot hole:Not ReportedDraft yr:

0Pump yr:
QLSGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:0.6Test ddown:
148Test gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:ABN - LostUse:
Not ReportedPerf case:100Solid case:

100Well depth:
Not ReportedGround el:

8Casing dia:Not ReportedWell type:
104-1Old number:Bank Of HawaiiOwner user:
-1Utm:0Gps:

21.3088888889Lat83dd:
-157.861666667Long83dd:
13Quad map:
SAMSON-SMOCKDriller:
1952Yr drilled:
Not ReportedOld name:

King StWell name:OahuIsland:
3-1851-052Wid:780Objectid:

X121
NNW
1/2 - 1 Mile
Higher

HI8000000002287HI WELLS

1973-07-12 7.00

Date
Feet below
Surface

Feet to
Sealevel

-------------------------------------------------

Ground-water levels, Number of Measurements: 1

ftWellholedepth units:
45Wellholedepth:ftWelldepth units:
45Welldepth:19730712Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

.5Vertacc measure val:feetVert measure units:
7.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
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Not ReportedOld number:Center PropOwner user:
-1Utm:0Gps:

21.3083333333Lat83dd:
-157.863611111Long83dd:
13Quad map:
ROSCOE MOSSDriller:
1973Yr drilled:
Not ReportedOld name:

Ft St Mall 2Well name:OahuIsland:
3-1851-072Wid:800Objectid:

S123
NNW
1/2 - 1 Mile
Higher

HI8000000002279HI WELLS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
40Welldepth:19510201Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

1Vertacc measure val:feetVert measure units:
3.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8658676Longitude:
21.3068359Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1852-05 W90-6 DWNTMonloc name:
USGS-211836157520701Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

Y122
NW
1/2 - 1 Mile
Higher

USGS40000269684FED USGS

HI8000000002287Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-52Wcr:Not ReportedLatest hd:

30102Aqui code:
Not ReportedTmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:
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0Pump mgd:
104Spec capac:

Not ReportedBot perf:-3Bot solid:
-38Bot hole:Not ReportedDraft yr:

0Pump yr:
QLSGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:8.2Test ddown:
850Test gpm:7/2/1973Test date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:IND - Geothermal, Thermoelectric Cooling, Power DeUse:
Not ReportedPerf case:10Solid case:

45Well depth:
7Ground el:

16Casing dia:PERWell type:
Not ReportedOld number:Center PropOwner user:
-1Utm:0Gps:

21.3083333333Lat83dd:
-157.863611111Long83dd:
13Quad map:
ROSCOE MOSSDriller:
1973Yr drilled:
Not ReportedOld name:

Ft St Mall 1Well name:OahuIsland:
3-1851-071Wid:799Objectid:

S124
NNW
1/2 - 1 Mile
Higher

HI8000000002278HI WELLS

HI8000000002279Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JUL-73Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-013:001Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
112Spec capac:

Not ReportedBot perf:-3Bot solid:
-38Bot hole:Not ReportedDraft yr:

0Pump yr:
QLSGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:8.5Test ddown:
950Test gpm:7/12/1973Test date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:IND - Geothermal, Thermoelectric Cooling, Power DeUse:
Not ReportedPerf case:10Solid case:

45Well depth:
7Ground el:

16Casing dia:PERWell type:
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W126
NE
1/2 - 1 Mile
Higher

USGS40000269687FED USGS

HI8000000002259Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-51Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-001:001Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
26Spec capac:

Not ReportedBot perf:Not ReportedBot solid:
Not ReportedBot hole:Not ReportedDraft yr:

0Pump yr:
QLSGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:3.4Test ddown:
90Test gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:UNU - UnusedUse:
Not ReportedPerf case:14Solid case:

40Well depth:
Not ReportedGround el:

8Casing dia:Not ReportedWell type:
90-6Old number:Podmore J WOwner user:
-1Utm:0Gps:

21.3069444444Lat83dd:
-157.865833333Long83dd:
13Quad map:
NAT WHITONDriller:
1951Yr drilled:
Not ReportedOld name:

Aloha TowerWell name:OahuIsland:
3-1852-005Wid:809Objectid:

Y125
NW
1/2 - 1 Mile
Higher

HI8000000002259HI WELLS

HI8000000002278Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JUL-73Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-013:001Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:
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Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
100Welldepth:19370101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

5Vertacc measure val:feetVert measure units:
12.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8628122Longitude:
21.3087802Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-38 W90 DWNTNMonloc name:
USGS-211843157515601Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

X127
NNW
1/2 - 1 Mile
Higher

USGS40000269708FED USGS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
521Welldepth:18940101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

5Vertacc measure val:feetVert measure units:
24.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:5Horiz Acc measure:
24000Sourcemap scale:-157.8536459Longitude:
21.3071134Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-11 W98 DWNTNMonloc name:
USGS-211837157512301Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

®GEOCHECK   - PHYSICAL SETTING SOURCE MAP FINDINGS®



TC4289921.2s   Page A-128

Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Level or other surveying methodVertcollection method:
feetVert accmeasure units:

.1Vertacc measure val:feetVert measure units:
55.0Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8644789Longitude:
21.2935034Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1752-02M KEWALO LANDFILL B-4Monloc name:
USGS-211748157520201Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

129
SSW
1/2 - 1 Mile
Higher

USGS40000269547FED USGS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
64Welldepth:19470501Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

1Vertacc measure val:feetVert measure units:
3.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8658676Longitude:
21.3071137Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1852-04 W90-5 DWNTMonloc name:
USGS-211837157520701Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

Y128
NW
1/2 - 1 Mile
Higher

USGS40000269693FED USGS

Map ID
Direction
Distance
Elevation EDR ID NumberDatabase
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V131
North
1/2 - 1 Mile
Higher

USGS40000269712FED USGS

HI8000000002286Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-37Wcr:Not ReportedLatest hd:

30102Aqui code:
Not ReportedTmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:Not ReportedBot solid:
Not ReportedBot hole:Not ReportedDraft yr:

0Pump yr:
PLSGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
130Test gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:UNU - UnusedUse:
Not ReportedPerf case:20Solid case:

100Well depth:
Not ReportedGround el:

6Casing dia:Not ReportedWell type:
90-Old number:Brewer C & CoOwner user:
-1Utm:0Gps:

21.3088888889Lat83dd:
-157.862777778Long83dd:
13Quad map:
MULLINDriller:
1937Yr drilled:
Not ReportedOld name:

Ft St MallWell name:OahuIsland:
3-1851-038Wid:766Objectid:

X130
NNW
1/2 - 1 Mile
Higher

HI8000000002286HI WELLS

1988-11-30 55.

Date
Feet below
Surface

Feet to
Sealevel

-------------------------------------------------

Ground-water levels, Number of Measurements: 1

ftWellholedepth units:
57Wellholedepth:ftWelldepth units:
57Welldepth:19881130Construction date:

Not ReportedAquifer type:
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0Pump mgd:
100Spec capac:

Not ReportedBot perf:Not ReportedBot solid:
Not ReportedBot hole:Not ReportedDraft yr:

0Pump yr:
QLSGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:1.5Test ddown:
150Test gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:OtherUse:
Not ReportedPerf case:34Solid case:

64Well depth:
Not ReportedGround el:

6Casing dia:Not ReportedWell type:
90-5Old number:Castle & Cooke Hawaii, Inc. [03]Owner user:
-1Utm:0Gps:

21.3072222222Lat83dd:
-157.865833333Long83dd:
13Quad map:
NAT WHITONDriller:
1947Yr drilled:
Not ReportedOld name:

Aloha TowersWell name:OahuIsland:
3-1852-004Wid:808Objectid:

Y132
NW
1/2 - 1 Mile
Higher

HI8000000002264HI WELLS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
636Welldepth:18820101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

5Vertacc measure val:feetVert measure units:
20.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:5Horiz Acc measure:
24000Sourcemap scale:-157.8586457Longitude:
21.3093356Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-05 W106 DWNTNMonloc name:
USGS-211845157514101Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:
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82-1Old number:Straub ClinicOwner user:
-1Utm:0Gps:

21.3022222222Lat83dd:
-157.850555556Long83dd:
13Quad map:
SAMSON-ZERBEDriller:
1962Yr drilled:
Not ReportedOld name:

Ward AveWell name:OahuIsland:
3-1851-060Wid:788Objectid:

Z134
East
1/2 - 1 Mile
Higher

HI8000000002196HI WELLS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
180Welldepth:19620401Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

2Vertacc measure val:feetVert measure units:
16.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8505905Longitude:
21.3021136Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-60 W82-1 DWNTMonloc name:
USGS-211819157511201Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

Z133
East
1/2 - 1 Mile
Higher

USGS40000269622FED USGS

HI8000000002264Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-47Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-001:001Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:
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0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:Not ReportedBot solid:
-616Bot hole:Not ReportedDraft yr:

0Pump yr:
Not ReportedGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

48Init cl:
Not ReportedInit head3:

Not ReportedInit head2:26Init head:
Not ReportedUse year:ABN - SealedUse:
Not ReportedPerf case:Not ReportedSolid case:

636Well depth:
20Ground el:

6Casing dia:Not ReportedWell type:
106-Old number:Cooper K MOwner user:
-1Utm:0Gps:

21.3094444444Lat83dd:
-157.858611111Long83dd:
13Quad map:
Not ReportedDriller:
1882Yr drilled:
Not ReportedOld name:

Alakea StWell name:OahuIsland:
3-1851-005Wid:733Objectid:

AA135
North
1/2 - 1 Mile
Higher

HI8000000002293HI WELLS

HI8000000002196Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-62Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-043:011Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
29Spec capac:

-164Bot perf:-144Bot solid:
-164Bot hole:Not ReportedDraft yr:

0Pump yr:
RTSPGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:4Test ddown:
115Test gpm:Not ReportedTest date:

470Init cl:
Not ReportedInit head3:

Not ReportedInit head2:6Init head:
Not ReportedUse year:OtherUse:
180Perf case:160Solid case:

180Well depth:
16Ground el:

6Casing dia:Not ReportedWell type:
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24000Sourcemap scale:-157.8503128Longitude:
21.300447Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-62 W82-2A DWNMonloc name:
USGS-211813157511102Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

U137
East
1/2 - 1 Mile
Higher

USGS40000269605FED USGS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:Not ReportedWelldepth units:
Not ReportedWelldepth:19670701Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

2Vertacc measure val:feetVert measure units:
5.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8503128Longitude:
21.300447Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-63 W82-2B DWNMonloc name:
USGS-211813157511101Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

U136
East
1/2 - 1 Mile
Higher

USGS40000269604FED USGS

HI8000000002293Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
30-DEC-99Wcr:Not ReportedLatest hd:

30102Aqui code:
Not ReportedTmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:
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Not ReportedOld number:C&C Pks&RecOwner user:
-1Utm:0Gps:

21.3005555556Lat83dd:
-157.850277778Long83dd:
13Quad map:
NAT WHITONDriller:
1967Yr drilled:
Not ReportedOld name:

NbcWell name:OahuIsland:
3-1851-062Wid:790Objectid:

139
East
1/2 - 1 Mile
Higher

HI8000000002169HI WELLS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
810Welldepth:19150501Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

5Vertacc measure val:feetVert measure units:
18.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8592012Longitude:
21.3096134Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-30 W105 DWNTNMonloc name:
USGS-211846157514301Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

AA138
North
1/2 - 1 Mile
Higher

USGS40000269717FED USGS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
65Welldepth:19670714Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

2Vertacc measure val:feetVert measure units:
5.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
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Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
42Welldepth:19380101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

5Vertacc measure val:feetVert measure units:
13.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8622566Longitude:
21.3093357Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-40 W90-3 DWNTMonloc name:
USGS-211845157515401Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

X140
NNW
1/2 - 1 Mile
Higher

USGS40000269713FED USGS

HI8000000002169Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
14-JUL-67Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-3-008:001Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

1.008Pump mgd:
316Spec capac:

Not ReportedBot perf:Not ReportedBot solid:
Not ReportedBot hole:Not ReportedDraft yr:

0Pump yr:
Not ReportedGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

700Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:1.9Test ddown:
600Test gpm:Not ReportedTest date:

376Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:IRR - Landscape/Water FeaturesUse:
Not ReportedPerf case:14Solid case:

65Well depth:
Not ReportedGround el:

16Casing dia:Not ReportedWell type:
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Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

2Vertacc measure val:feetVert measure units:
16.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8583679Longitude:
21.3096133Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-56 W106-1B DWMonloc name:
USGS-211846157514002Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

AA142
North
1/2 - 1 Mile
Higher

USGS40000269716FED USGS

Ground-water levels, Number of Measurements: 0

ftWellholedepth units:
130Wellholedepth:ftWelldepth units:
40Welldepth:19581028Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

5Vertacc measure val:feetVert measure units:
16.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8583679Longitude:
21.3096133Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-55 W106-1A DWMonloc name:
USGS-211846157514001Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

AA141
North
1/2 - 1 Mile
Higher

USGS40000269715FED USGS

Map ID
Direction
Distance
Elevation EDR ID NumberDatabase
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X144
NNW
1/2 - 1 Mile
Higher

HI8000000002292HI WELLS

HI8000000002295Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-15Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-010:005Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-688Bot solid:
-792Bot hole:Not ReportedDraft yr:

0Pump yr:
Not ReportedGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:36Draft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

44Init cl:
Not ReportedInit head3:

Not ReportedInit head2:28.4Init head:
Not ReportedUse year:ABN - SealedUse:
Not ReportedPerf case:706Solid case:

810Well depth:
18Ground el:

10Casing dia:Not ReportedWell type:
105-Old number:Hon Mdse MartOwner user:
-1Utm:0Gps:

21.3097222222Lat83dd:
-157.859166667Long83dd:
13Quad map:
MCCANDLESSDriller:
1915Yr drilled:
Not ReportedOld name:

Alakea StWell name:OahuIsland:
3-1851-030Wid:758Objectid:

AA143
North
1/2 - 1 Mile
Higher

HI8000000002295HI WELLS

Ground-water levels, Number of Measurements: 0

ftWellholedepth units:
30Wellholedepth:ftWelldepth units:
30Welldepth:19580101Construction date:

Not ReportedAquifer type:
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Not ReportedTest chlor:1Test ddown:
75Test gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:1Init head:
Not ReportedUse year:OtherUse:
Not ReportedPerf case:3Solid case:

30Well depth:
16Ground el:

24Casing dia:Not ReportedWell type:
106-1BOld number:Am Mutual InsOwner user:
-1Utm:0Gps:

21.3097222222Lat83dd:
-157.858333333Long83dd:
13Quad map:
NAT WHITONDriller:
1958Yr drilled:
Not ReportedOld name:

Alakea StWell name:OahuIsland:
3-1851-056Wid:784Objectid:

AA145
North
1/2 - 1 Mile
Higher

HI8000000002297HI WELLS

HI8000000002292Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-38Wcr:Not ReportedLatest hd:

30102Aqui code:
Not ReportedTmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:Not ReportedBot solid:
Not ReportedBot hole:Not ReportedDraft yr:

0Pump yr:
QLSGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:OtherUse:
Not ReportedPerf case:8Solid case:

42Well depth:
Not ReportedGround el:

6Casing dia:Not ReportedWell type:
90-3Old number:Easy AppliancOwner user:
-1Utm:0Gps:

21.3094444444Lat83dd:
-157.862222222Long83dd:
13Quad map:
HOBARTDriller:
1938Yr drilled:
Not ReportedOld name:

Ft St MallWell name:OahuIsland:
3-1851-040Wid:768Objectid:
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HI8000000002296Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-58Wcr:Not ReportedLatest hd:

30102Aqui code:
Not ReportedTmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
63Spec capac:

Not ReportedBot perf:13Bot solid:
-24Bot hole:Not ReportedDraft yr:

0Pump yr:
RTSPGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:4Test ddown:
250Test gpm:Not ReportedTest date:

967Init cl:
Not ReportedInit head3:

Not ReportedInit head2:1Init head:
Not ReportedUse year:OtherUse:
Not ReportedPerf case:3Solid case:

40Well depth:
16Ground el:

24Casing dia:Not ReportedWell type:
106-1AOld number:Am Mutual InsOwner user:
-1Utm:0Gps:

21.3097222222Lat83dd:
-157.858333333Long83dd:
13Quad map:
NAT WHITONDriller:
1958Yr drilled:
Not ReportedOld name:

Alakea StWell name:OahuIsland:
3-1851-055Wid:783Objectid:

AA146
North
1/2 - 1 Mile
Higher

HI8000000002296HI WELLS

HI8000000002297Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-58Wcr:Not ReportedLatest hd:

30102Aqui code:
Not ReportedTmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
75Spec capac:

Not ReportedBot perf:13Bot solid:
-14Bot hole:Not ReportedDraft yr:

0Pump yr:
RTSPGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:

®GEOCHECK   - PHYSICAL SETTING SOURCE MAP FINDINGS®



TC4289921.2s   Page A-140

24000Sourcemap scale:-157.8578126Longitude:
21.2918367Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1751-03 W92-3 KEWAMonloc name:
USGS-211742157513801Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

AB148
South
1/2 - 1 Mile
Higher

USGS40000269539FED USGS

HI8000000002103Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-59Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-058:064Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:Not ReportedBot solid:
Not ReportedBot hole:Not ReportedDraft yr:

0Pump yr:
Not ReportedGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

18000Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:OtherUse:
Not ReportedPerf case:79Solid case:

92Well depth:
Not ReportedGround el:

6Casing dia:Not ReportedWell type:
92-3Old number:State of Hawaii HCDAOwner user:
-1Utm:0Gps:

21.2919444444Lat83dd:
-157.857777778Long83dd:
13Quad map:
SAMSON-SMOCKDriller:
1959Yr drilled:
Not ReportedOld name:

Ala MoanaWell name:OahuIsland:
3-1751-003Wid:619Objectid:

AB147
SSE
1/2 - 1 Mile
Higher

HI8000000002103HI WELLS

Map ID
Direction
Distance
Elevation EDR ID NumberDatabase
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24000Sourcemap scale:-157.8628124Longitude:
21.2921146Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1751-02M KEWALO LANDFILL B-2Monloc name:
USGS-211743157515601Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

150
SSW
1/2 - 1 Mile
Higher

USGS40000269541FED USGS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
52Welldepth:19470501Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

1Vertacc measure val:feetVert measure units:
3.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8639232Longitude:
21.3090579Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1852-03 W90-4 DWNTMonloc name:
USGS-211844157520001Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

AC149
NNW
1/2 - 1 Mile
Higher

USGS40000269711FED USGS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
92Welldepth:19590101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

1Vertacc measure val:feetVert measure units:
2.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
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0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-395Bot solid:
-497Bot hole:Not ReportedDraft yr:

0Pump yr:
TKBGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

49Init cl:
Not ReportedInit head3:

Not ReportedInit head2:27.1Init head:
Not ReportedUse year:ABN - SealedUse:
Not ReportedPerf case:419Solid case:

521Well depth:
24Ground el:

8Casing dia:Not ReportedWell type:
98-Old number:Queens HospOwner user:
-1Utm:0Gps:

21.3077777778Lat83dd:
-157.853333333Long83dd:
13Quad map:
MCCANDLESSDriller:
1894Yr drilled:
Not ReportedOld name:

Queens HospWell name:OahuIsland:
3-1851-011Wid:739Objectid:

AD151
NE
1/2 - 1 Mile
Higher

HI8000000002272HI WELLS

1988-12-02 23.

Date
Feet below
Surface

Feet to
Sealevel

-------------------------------------------------

Ground-water levels, Number of Measurements: 1

ftWellholedepth units:
32Wellholedepth:ftWelldepth units:
32Welldepth:19881202Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Level or other surveying methodVertcollection method:
feetVert accmeasure units:

.1Vertacc measure val:feetVert measure units:
22.Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
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90-4Old number:Castle & Cooke Hawaii, Inc. [03]Owner user:
-1Utm:0Gps:

21.3091666667Lat83dd:
-157.863888889Long83dd:
13Quad map:
NAT WHITONDriller:
1947Yr drilled:
Not ReportedOld name:

Ala Moana BlvdWell name:OahuIsland:
3-1852-003Wid:807Objectid:

AC153
NNW
1/2 - 1 Mile
Higher

HI8000000002290HI WELLS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
60Welldepth:19400825Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

3Vertacc measure val:feetVert measure units:
10.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8625344Longitude:
21.3096134Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-49 W90-2 DWNTMonloc name:
USGS-211846157515501Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

AE152
NNW
1/2 - 1 Mile
Higher

USGS40000269718FED USGS

HI8000000002272Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
30-DEC-99Wcr:Not ReportedLatest hd:

30102Aqui code:
Not ReportedTmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:
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0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:Not ReportedBot solid:
Not ReportedBot hole:Not ReportedDraft yr:

0Pump yr:
QLSGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:OtherUse:
Not ReportedPerf case:21Solid case:

60Well depth:
Not ReportedGround el:

Not ReportedCasing dia:Not ReportedWell type:
90-2Old number:Royal AmusemtOwner user:
-1Utm:0Gps:

21.3097222222Lat83dd:
-157.8625Long83dd:
13Quad map:
MULLINDriller:
1940Yr drilled:
Not ReportedOld name:

King StWell name:OahuIsland:
3-1851-049Wid:777Objectid:

AE154
NNW
1/2 - 1 Mile
Higher

HI8000000002294HI WELLS

HI8000000002290Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-47Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-001:006Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
65Spec capac:

Not ReportedBot perf:Not ReportedBot solid:
Not ReportedBot hole:Not ReportedDraft yr:

0Pump yr:
QLSGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:2.3Test ddown:
150Test gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:OtherUse:
Not ReportedPerf case:16Solid case:

52Well depth:
Not ReportedGround el:

6Casing dia:Not ReportedWell type:
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Not ReportedOld number:State of Hawaii UHOwner user:
-1Utm:0Gps:

21.2913888889Lat83dd:
-157.860833333Long83dd:
13Quad map:
ROSCOE MOSSDriller:
1970Yr drilled:
Not ReportedOld name:

Kewalo PBRCWell name:OahuIsland:
3-1751-006Wid:622Objectid:

AG156
South
1/2 - 1 Mile
Higher

HI8000000002097HI WELLS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
46Welldepth:19380101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

5Vertacc measure val:feetVert measure units:
21.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8600345Longitude:
21.3101689Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-41 W105-1 DWNMonloc name:
USGS-211848157514601Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

AF155
North
1/2 - 1 Mile
Higher

USGS40000269719FED USGS

HI8000000002294Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-40Wcr:Not ReportedLatest hd:

30102Aqui code:
Not ReportedTmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:
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Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
151Welldepth:19700831Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

1Vertacc measure val:feetVert measure units:
5.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.860868Longitude:
21.2912812Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1751-06 W92-5 KEWAMonloc name:
USGS-211740157514901Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

AG157
South
1/2 - 1 Mile
Higher

USGS40000269537FED USGS

HI8000000002097Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-70Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-060:001Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
22Spec capac:

Not ReportedBot perf:-41Bot solid:
-146Bot hole:Not ReportedDraft yr:

0Pump yr:
QLSGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:8Test ddown:
179Test gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:OtherUse:
Not ReportedPerf case:46Solid case:

151Well depth:
5Ground el:

14Casing dia:PERWell type:
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Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

65Init cl:
Not ReportedInit head3:

Not ReportedInit head2:30.8Init head:
Not ReportedUse year:ABN - SealedUse:
Not ReportedPerf case:Not ReportedSolid case:

540Well depth:
16Ground el:

6Casing dia:Not ReportedWell type:
82-Old number:Ward C POwner user:
-1Utm:0Gps:

21.3016666667Lat83dd:
-157.849444444Long83dd:
13Quad map:
Not ReportedDriller:
1881Yr drilled:
Not ReportedOld name:

H I CWell name:OahuIsland:
3-1851-001Wid:729Objectid:

Z159
East
1/2 - 1 Mile
Higher

HI8000000002186HI WELLS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
540Welldepth:18810101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

2Vertacc measure val:feetVert measure units:
16.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:5Horiz Acc measure:
24000Sourcemap scale:-157.8494795Longitude:
21.301558Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-01 W82 DWNTNMonloc name:
USGS-211817157510801Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

Z158
East
1/2 - 1 Mile
Higher

USGS40000269616FED USGS

1970-08-01 5.00

Date
Feet below
Surface

Feet to
Sealevel

-------------------------------------------------

Ground-water levels, Number of Measurements: 1
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HI8000000002289Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-58Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-035:003Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

1.08Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-322Bot solid:
-426Bot hole:Not ReportedDraft yr:

0Pump yr:
TKBGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

750Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

41Init cl:
Not ReportedInit head3:

Not ReportedInit head2:28.5Init head:
Not ReportedUse year:MUN - Private (but Public DOH definition)Use:
Not ReportedPerf case:356Solid case:

460Well depth:
34Ground el:

10Casing dia:Not ReportedWell type:
98-1Old number:Queens Medical CenterOwner user:
0Utm:-1Gps:

21.308995Lat83dd:
-157.853651Long83dd:
13Quad map:
PACIFIC DRLGDriller:
1958Yr drilled:
Not ReportedOld name:

Queens HospitalWell name:OahuIsland:
3-1851-054Wid:782Objectid:

AD160
NE
1/2 - 1 Mile
Higher

HI8000000002289HI WELLS

HI8000000002186Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
30-DEC-99Wcr:Not ReportedLatest hd:

30102Aqui code:
Not ReportedTmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:Not ReportedBot solid:
-524Bot hole:Not ReportedDraft yr:

0Pump yr:
TKBGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
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24000Sourcemap scale:-157.8536944Longitude:
21.3091944Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

former  W98-1 NAWQA entry ver. 05/15/2002 Hunt CMonloc desc:
WellMonloc type:
3-1851-54 Queens Hospital, Oahu, HIMonloc name:
USGS-211844157512201Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

162
NE
1/2 - 1 Mile
Higher

USGS40000269710FED USGS

HI8000000002301Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-38Wcr:Not ReportedLatest hd:

30102Aqui code:
Not ReportedTmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
17Spec capac:

-21Bot perf:-1Bot solid:
-25Bot hole:Not ReportedDraft yr:

0Pump yr:
RTSPGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
150Test chlor:2.3Test ddown:
40Test gpm:Not ReportedTest date:

139Init cl:
Not ReportedInit head3:

Not ReportedInit head2:1.5Init head:
Not ReportedUse year:OtherUse:
42Perf case:22Solid case:

46Well depth:
21Ground el:

6Casing dia:Not ReportedWell type:
105-1Old number:Fronk & WynnOwner user:
-1Utm:0Gps:

21.3108333333Lat83dd:
-157.86Long83dd:
13Quad map:
NAT WHITONDriller:
1938Yr drilled:
Not ReportedOld name:

Ft St MallWell name:OahuIsland:
3-1851-041Wid:769Objectid:

AF161
North
1/2 - 1 Mile
Higher

HI8000000002301HI WELLS

Map ID
Direction
Distance
Elevation EDR ID NumberDatabase
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HI8000000002098Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-68Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-058:060Tmk:63Pump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

1.44Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:Not ReportedBot solid:
Not ReportedBot hole:Not ReportedDraft yr:

2001Pump yr:
RFGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

1000Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
17070Test chlor:Not ReportedTest ddown:
600Test gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:AGR - Other?Use:
Not ReportedPerf case:Not ReportedSolid case:

0Well depth:
Not ReportedGround el:

Not ReportedCasing dia:Not ReportedWell type:
Not ReportedOld number:State of Hawaii UHOwner user:
-1Utm:0Gps:

21.2913888889Lat83dd:
-157.855555556Long83dd:
13Quad map:
NAT WHITONDriller:
1968Yr drilled:
Not ReportedOld name:

KBMMLWell name:OahuIsland:
3-1751-005Wid:621Objectid:

AH163
SSE
1/2 - 1 Mile
Higher

HI8000000002098HI WELLS

Ground-water levels, Number of Measurements: 0

ftWellholedepth units:
460Wellholedepth:ftWelldepth units:
460Welldepth:19580501Construction date:

Confined single aquiferAquifer type:
Koolau Volcanic Series, Lava FlowsFormation type:
Hawaii volcanic-rock aquifersAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

5Vertacc measure val:feetVert measure units:
34Vert measure val:NAD83Horiz coord refsys:

Global positioning system (GPS), uncorrectedHoriz Collection method:
secondsHoriz Acc measure units:.1Horiz Acc measure:
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Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:AGR - Aquatic Plants and AnimalsUse:
100Perf case:60Solid case:

101Well depth:
Not ReportedGround el:

14Casing dia:ROTWell type:
Not ReportedOld number:State of Hawaii UHOwner user:
-1Utm:0Gps:

21.2911111111Lat83dd:
-157.856111111Long83dd:
13Quad map:
BEYLIK DRLGDriller:
2001Yr drilled:
Not ReportedOld name:

Kewalo-KBMMLWell name:OahuIsland:
3-1751-008Wid:623Objectid:

AH165
SSE
1/2 - 1 Mile
Higher

HI8000000002096HI WELLS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
474Welldepth:18820101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

5Vertacc measure val:feetVert measure units:
27.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8492017Longitude:
21.3035024Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-02 W83 DWNTNMonloc name:
USGS-211824157510701Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

AI164
ENE
1/2 - 1 Mile
Higher

USGS40000269637FED USGS

Map ID
Direction
Distance
Elevation EDR ID NumberDatabase
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HI8000000002219Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
30-DEC-99Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-4-001:001Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-431Bot solid:
-443Bot hole:Not ReportedDraft yr:

0Pump yr:
TKBGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:27.2Init head:
Not ReportedUse year:OBS - Water LevelUse:
Not ReportedPerf case:458Solid case:

470Well depth:
27Ground el:

2Casing dia:Not ReportedWell type:
83-Old number:Honolulu BWSOwner user:
-1Utm:0Gps:

21.303611Lat83dd:
-157.849167Long83dd:
13Quad map:
Not ReportedDriller:
1882Yr drilled:
Not ReportedOld name:

Thomas SquareWell name:OahuIsland:
3-1851-002Wid:730Objectid:

AI166
ENE
1/2 - 1 Mile
Higher

HI8000000002219HI WELLS

HI8000000002096Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
30-DEC-99Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-058:060Tmk:43Pump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

1.44Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:Not ReportedBot solid:
Not ReportedBot hole:Not ReportedDraft yr:

2001Pump yr:
QLSGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

1000Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
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181Test chlor:0.8Test ddown:
50Test gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:ABN - SealedUse:
Not ReportedPerf case:20Solid case:

60Well depth:
Not ReportedGround el:

6Casing dia:Not ReportedWell type:
100-Old number:Cons Amus CoOwner user:
-1Utm:0Gps:

21.3111111111Lat83dd:
-157.861666667Long83dd:
13Quad map:
MULLINDriller:
1937Yr drilled:
Not ReportedOld name:

Hawaii TheatreWell name:OahuIsland:
3-1851-039Wid:767Objectid:

AJ168
North
1/2 - 1 Mile
Higher

HI8000000002302HI WELLS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:Not ReportedWelldepth units:
Not ReportedWelldepth:19680501Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

1Vertacc measure val:feetVert measure units:
2.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8555905Longitude:
21.2912811Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1751-05 W92-4 KEWAMonloc name:
USGS-211740157513001Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

AH167
SSE
1/2 - 1 Mile
Higher

USGS40000269536FED USGS

Map ID
Direction
Distance
Elevation EDR ID NumberDatabase

®GEOCHECK   - PHYSICAL SETTING SOURCE MAP FINDINGS®



TC4289921.2s   Page A-154

AJ170
North
1/2 - 1 Mile
Higher

USGS40000269729FED USGS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
25Welldepth:19400801Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

5Vertacc measure val:feetVert measure units:
25.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8597567Longitude:
21.3112799Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-50 W105-2 DWNMonloc name:
USGS-211852157514501Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

AF169
North
1/2 - 1 Mile
Higher

USGS40000269728FED USGS

HI8000000002302Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-37Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-003:014Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
63Spec capac:

Not ReportedBot perf:Not ReportedBot solid:
Not ReportedBot hole:Not ReportedDraft yr:

0Pump yr:
PLSGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
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0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:Not ReportedBot solid:
Not ReportedBot hole:Not ReportedDraft yr:

0Pump yr:
RTSPGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:OtherUse:
Not ReportedPerf case:6Solid case:

25Well depth:
Not ReportedGround el:

3Casing dia:Not ReportedWell type:
105-2Old number:Ramsey W AOwner user:
-1Utm:0Gps:

21.3113888889Lat83dd:
-157.859722222Long83dd:
13Quad map:
NAT WHITONDriller:
1940Yr drilled:
Not ReportedOld name:

Ft St MallWell name:OahuIsland:
3-1851-050Wid:778Objectid:

AF171
North
1/2 - 1 Mile
Higher

HI8000000002303HI WELLS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
52Welldepth:19361006Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

5Vertacc measure val:feetVert measure units:
24.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8608678Longitude:
21.3112799Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-37 W100-1 DWNMonloc name:
USGS-211852157514901Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:
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24000Sourcemap scale:-157.8480907Longitude:
21.3018358Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-28 W81 DWNTNMonloc name:
USGS-211818157510301Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

AL173
East
1/2 - 1 Mile
Higher

USGS40000269620FED USGS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
560Welldepth:18840101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

5Vertacc measure val:feetVert measure units:
28.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8547569Longitude:
21.3104465Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-07 W108 DWNTNMonloc name:
USGS-211849157512701Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

AK172
NNE
1/2 - 1 Mile
Higher

USGS40000269721FED USGS

HI8000000002303Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-40Wcr:Not ReportedLatest hd:

30102Aqui code:
Not ReportedTmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:
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0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-458Bot solid:
-487Bot hole:Not ReportedDraft yr:

0Pump yr:
Not ReportedGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:36Draft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

41Init cl:
Not ReportedInit head3:

Not ReportedInit head2:30.3Init head:
Not ReportedUse year:UNU - UnusedUse:
Not ReportedPerf case:476Solid case:

505Well depth:
18Ground el:

8Casing dia:Not ReportedWell type:
Not ReportedOld number:Med Arts BldgOwner user:
-1Utm:0Gps:

21.3019444444Lat83dd:
-157.848055556Long83dd:
13Quad map:
MCCANDLESSDriller:
1913Yr drilled:
Not ReportedOld name:

Young StWell name:OahuIsland:
3-1851-028Wid:756Objectid:

AL174
East
1/2 - 1 Mile
Higher

HI8000000002191HI WELLS

1916-09-18 -12.26

Date
Feet below
Surface

Feet to
Sealevel

-------------------------------------------------

Ground-water levels, Number of Measurements: 1

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
505Welldepth:19130101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

.5Vertacc measure val:feetVert measure units:
18.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
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176
North
1/2 - 1 Mile
Higher

HI8000000002307HI WELLS

HI8000000002300Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
30-DEC-99Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-1-019:014Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

.05Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-470Bot solid:
-532Bot hole:Not ReportedDraft yr:

1985Pump yr:
TKBGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

35Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

35Init cl:
Not ReportedInit head3:

Not ReportedInit head2:23.2Init head:
Not ReportedUse year:IRR - Irrigation (non-domestic, non-agriculture)Use:
Not ReportedPerf case:498Solid case:

560Well depth:
28Ground el:

3Casing dia:Not ReportedWell type:
108-Old number:Pacific ClubOwner user:
-1Utm:0Gps:

21.310694Lat83dd:
-157.854611Long83dd:
13Quad map:
ASHLEYDriller:
1884Yr drilled:
Not ReportedOld name:

Pacific ClubWell name:OahuIsland:
3-1851-007Wid:735Objectid:

AK175
NNE
1/2 - 1 Mile
Higher

HI8000000002300HI WELLS

HI8000000002191Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-13Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-4-002:006Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:
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Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

5Vertacc measure val:feetVert measure units:
30.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:5Horiz Acc measure:
24000Sourcemap scale:-157.8483684Longitude:
21.3043356Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-10 W84 DWNTNMonloc name:
USGS-211827157510401Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

AI177
ENE
1/2 - 1 Mile
Higher

USGS40000269644FED USGS

HI8000000002307Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-36Wcr:Not ReportedLatest hd:

30102Aqui code:
Not ReportedTmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-16Bot solid:
-28Bot hole:Not ReportedDraft yr:

0Pump yr:
PLSGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
3Test gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:0.4Init head:
Not ReportedUse year:OtherUse:
Not ReportedPerf case:40Solid case:

52Well depth:
24Ground el:

8Casing dia:Not ReportedWell type:
100-1Old number:Cons Amus CoOwner user:
-1Utm:0Gps:

21.3119444444Lat83dd:
-157.860277778Long83dd:
13Quad map:
HOBARTDriller:
1936Yr drilled:
Not ReportedOld name:

Nuuanu AveWell name:OahuIsland:
3-1851-037Wid:765Objectid:
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AM179
WNW
1/2 - 1 Mile
Higher

USGS40000269640FED USGS

HI8000000002224Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
30-DEC-99Wcr:Not ReportedLatest hd:

30102Aqui code:
Not ReportedTmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-392Bot solid:
-456Bot hole:Not ReportedDraft yr:

0Pump yr:
Not ReportedGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:31Init head:
Not ReportedUse year:ABN - SealedUse:
Not ReportedPerf case:422Solid case:

486Well depth:
30Ground el:

8Casing dia:Not ReportedWell type:
84-Old number:Cooke C MOwner user:
-1Utm:0Gps:

21.3044444444Lat83dd:
-157.848333333Long83dd:
13Quad map:
MCCANDLESSDriller:
1894Yr drilled:
Not ReportedOld name:

Acadamy Of ArtsWell name:OahuIsland:
3-1851-010Wid:738Objectid:

AI178
ENE
1/2 - 1 Mile
Higher

HI8000000002224HI WELLS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
486Welldepth:18940101Construction date:

Not ReportedAquifer type:
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Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
503Welldepth:18840101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

2Vertacc measure val:feetVert measure units:
17.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:5Horiz Acc measure:
24000Sourcemap scale:-157.847535Longitude:
21.3018357Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-06 W79 DWNTNMonloc name:
USGS-211818157510101Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

AL180
East
1/2 - 1 Mile
Higher

USGS40000269619FED USGS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
100Welldepth:19710623Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

2Vertacc measure val:feetVert measure units:
8.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8714229Longitude:
21.3037807Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1852-08 W120 SANDIMonloc name:
USGS-211825157522701Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:
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24000Sourcemap scale:-157.856979Longitude:
21.3121131Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-16 W107 DWNTNMonloc name:
USGS-211855157513501Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

AN182
NNE
1/2 - 1 Mile
Higher

USGS40000269733FED USGS

HI8000000002192Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
30-DEC-99Wcr:Not ReportedLatest hd:

30102Aqui code:
Not ReportedTmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:-217Bot solid:
-486Bot hole:Not ReportedDraft yr:

0Pump yr:
TKBGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:19.2Init head:
Not ReportedUse year:ABN - SealedUse:
Not ReportedPerf case:234Solid case:

503Well depth:
17Ground el:

6Casing dia:Not ReportedWell type:
79-Old number:Vida VillaOwner user:
-1Utm:0Gps:

21.3019444444Lat83dd:
-157.8475Long83dd:
13Quad map:
Not ReportedDriller:
1883Yr drilled:
Not ReportedOld name:

Young StWell name:OahuIsland:
3-1851-006Wid:734Objectid:

AL181
East
1/2 - 1 Mile
Higher

HI8000000002192HI WELLS

Map ID
Direction
Distance
Elevation EDR ID NumberDatabase
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HI8000000002308Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
30-DEC-99Wcr:Not ReportedLatest hd:

30102Aqui code:
Not ReportedTmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:Not ReportedBot solid:
-979Bot hole:Not ReportedDraft yr:

0Pump yr:
Not ReportedGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:ABN - SealedUse:
Not ReportedPerf case:Not ReportedSolid case:

1007Well depth:
28Ground el:

6Casing dia:Not ReportedWell type:
107-Old number:C&C HonoluluOwner user:
-1Utm:0Gps:

21.3122222222Lat83dd:
-157.856944444Long83dd:
13Quad map:
MCCANDLESSDriller:
1889Yr drilled:
Not ReportedOld name:

Central SchoolWell name:OahuIsland:
3-1851-016Wid:744Objectid:

AN183
NNE
1/2 - 1 Mile
Higher

HI8000000002308HI WELLS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
1007Welldepth:18990101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

5Vertacc measure val:feetVert measure units:
28.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:5Horiz Acc measure:
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Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:OtherUse:
Not ReportedPerf case:20Solid case:

60Well depth:
Not ReportedGround el:

6Casing dia:Not ReportedWell type:
110-Old number:Chun Hoon MktOwner user:
-1Utm:0Gps:

21.3119444444Lat83dd:
-157.864444444Long83dd:
13Quad map:
MULLINDriller:
1937Yr drilled:
Not ReportedOld name:

Ala Moana BlvdWell name:OahuIsland:
3-1852-001Wid:805Objectid:

AO185
NNW
1/2 - 1 Mile
Higher

HI8000000002306HI WELLS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
60Welldepth:19370101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

5Vertacc measure val:feetVert measure units:
10.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.8644788Longitude:
21.3118356Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1852-01 W110 DWNTNMonloc name:
USGS-211854157520201Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

AO184
NNW
1/2 - 1 Mile
Higher

USGS40000269731FED USGS

Map ID
Direction
Distance
Elevation EDR ID NumberDatabase
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HI8000000002155Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
10-JUL-90Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-3-009:001Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
11Spec capac:

Not ReportedBot perf:Not ReportedBot solid:
Not ReportedBot hole:Not ReportedDraft yr:

0Pump yr:
Not ReportedGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:4.5Test ddown:
50Test gpm:7/9/1990Test date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:AGR - Aquatic Plants and AnimalsUse:
20Perf case:10Solid case:

35Well depth:
Not ReportedGround el:

4Casing dia:ROTWell type:
Not ReportedOld number:Mckinley H SOwner user:
-1Utm:0Gps:

21.2997222222Lat83dd:
-157.846944444Long83dd:
13Quad map:
PR DRILLINGDriller:
1990Yr drilled:
Not ReportedOld name:

Mckinley Aqua 1Well name:OahuIsland:
3-1850-028Wid:726Objectid:

AP186
East
1/2 - 1 Mile
Higher

HI8000000002155HI WELLS

HI8000000002306Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-37Wcr:Not ReportedLatest hd:

30103Aqui code:
(1) 1-7-018:011Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:Not ReportedBot solid:
Not ReportedBot hole:Not ReportedDraft yr:

0Pump yr:
PLSGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
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19000Test chlor:2.3Test ddown:
900Test gpm:6/23/1971Test date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:0.81Init head:
Not ReportedUse year:AGR - Aquatic Plants and AnimalsUse:
Not ReportedPerf case:32Solid case:

80Well depth:
8Ground el:

12Casing dia:Not ReportedWell type:
Not ReportedOld number:State DAROwner user:
-1Utm:0Gps:

21.3047222222Lat83dd:
-157.871944444Long83dd:
13Quad map:
NAT WHITONDriller:
1971Yr drilled:
Not ReportedOld name:

Coast Guard ResWell name:OahuIsland:
3-1852-008Wid:812Objectid:

AM188
WNW
1/2 - 1 Mile
Higher

HI8000000002226HI WELLS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
60Welldepth:19370101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

5Vertacc measure val:feetVert measure units:
21.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:1Horiz Acc measure:
24000Sourcemap scale:-157.861701Longitude:
21.3126688Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1851-39 W100 DWNTNMonloc name:
USGS-211857157515201Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

187
North
1/2 - 1 Mile
Higher

USGS40000269742FED USGS

Map ID
Direction
Distance
Elevation EDR ID NumberDatabase
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AP190
East
1/2 - 1 Mile
Higher

HI8000000002147HI WELLS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
620Welldepth:18820101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

2Vertacc measure val:feetVert measure units:
6.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:5Horiz Acc measure:
24000Sourcemap scale:-157.8467019Longitude:
21.2990581Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1850-09 W77 MAKIKIMonloc name:
USGS-211808157505801Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

AP189
East
1/2 - 1 Mile
Higher

USGS40000269585FED USGS

HI8000000002226Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-71Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 1-5-041:002Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

.576Pump mgd:
391Spec capac:

Not ReportedBot perf:-24Bot solid:
-72Bot hole:Not ReportedDraft yr:

0Pump yr:
RFGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

400Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
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Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:AGR - Aquatic Plants and AnimalsUse:
65Perf case:45Solid case:

65Well depth:
10Ground el:

8Casing dia:Not ReportedWell type:
Not ReportedOld number:Mckinley H SOwner user:
-1Utm:0Gps:

21.2994444444Lat83dd:
-157.846388889Long83dd:
13Quad map:
ROSCOE MOSSDriller:
1993Yr drilled:
Not ReportedOld name:

Mckinley Aqua 2Well name:OahuIsland:
3-1850-029Wid:727Objectid:

AP191
East
1/2 - 1 Mile
Higher

HI8000000002153HI WELLS

HI8000000002147Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
30-DEC-99Wcr:Not ReportedLatest hd:

30102Aqui code:
Not ReportedTmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:Not ReportedBot solid:
-614Bot hole:Not ReportedDraft yr:

0Pump yr:
Not ReportedGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

62Init cl:
Not ReportedInit head3:

Not ReportedInit head2:29.6Init head:
Not ReportedUse year:ABN - SealedUse:
Not ReportedPerf case:Not ReportedSolid case:

620Well depth:
6Ground el:

6Casing dia:Not ReportedWell type:
77-Old number:State Of HawaiiOwner user:
-1Utm:0Gps:

21.2991666667Lat83dd:
-157.846666667Long83dd:
13Quad map:
COOKE-PEDDLERDriller:
1882Yr drilled:
Not ReportedOld name:

MakikiWell name:OahuIsland:
3-1850-009Wid:707Objectid:
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HI8000000002194Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
30-DEC-99Wcr:Not ReportedLatest hd:

30103Aqui code:
(1) 1-5-041:328Tmk:21Pump depth:
-11Pump elev:Not ReportedDraft mgd:

.093Pump mgd:
Not ReportedSpec capac:

-50Bot perf:-10Bot solid:
-53Bot hole:Not ReportedDraft yr:

1998Pump yr:
Not ReportedGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

65Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:1.45Test ddown:
125Test gpm:3/4/1998Test date:

22000Init cl:
Not ReportedInit head3:

Not ReportedInit head2:0.1Init head:
Not ReportedUse year:AGR - Aquatic Plants and AnimalsUse:
60Perf case:20Solid case:

63Well depth:
10Ground el:

6Casing dia:ROTWell type:
Not ReportedOld number:Ocean SeafoodsOwner user:
-1Utm:0Gps:

21.3022222222Lat83dd:
-157.873055556Long83dd:
13Quad map:
MELS WTR WKSDriller:
1998Yr drilled:
Not ReportedOld name:

Ocean Seafoods 1Well name:OahuIsland:
3-1852-010Wid:813Objectid:

192
West
1/2 - 1 Mile
Higher

HI8000000002194HI WELLS

HI8000000002153Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
17-AUG-93Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-3-009:001Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

-55Bot perf:-35Bot solid:
-55Bot hole:Not ReportedDraft yr:

0Pump yr:
Not ReportedGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:

®GEOCHECK   - PHYSICAL SETTING SOURCE MAP FINDINGS®
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Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

63Init cl:
Not ReportedInit head3:

Not ReportedInit head2:27.6Init head:
Not ReportedUse year:ABN - SealedUse:
Not ReportedPerf case:Not ReportedSolid case:

510Well depth:
16Ground el:

8Casing dia:Not ReportedWell type:
78-Old number:HECOOwner user:
-1Utm:0Gps:

21.301667Lat83dd:
-157.845278Long83dd:
13Quad map:
Not ReportedDriller:
1887Yr drilled:
Not ReportedOld name:

MakikiWell name:OahuIsland:
3-1850-017Wid:715Objectid:

AQ194
East
1/2 - 1 Mile
Higher

HI8000000002188HI WELLS

Ground-water levels, Number of Measurements: 0

Not ReportedWellholedepth units:
Not ReportedWellholedepth:ftWelldepth units:
510Welldepth:18870101Construction date:

Not ReportedAquifer type:
Not ReportedFormation type:
Not ReportedAquifername:

USCountrycode:HILOCALVert coord refsys:
Interpolated from topographic mapVertcollection method:
feetVert accmeasure units:

2Vertacc measure val:feetVert measure units:
16.00Vert measure val:NAD83Horiz coord refsys:

Interpolated from mapHoriz Collection method:
secondsHoriz Acc measure units:5Horiz Acc measure:
24000Sourcemap scale:-157.8453129Longitude:
21.3015579Latitude:Not ReportedContrib drainagearea units:
Not ReportedContrib drainagearea:Not ReportedDrainagearea Units:
Not ReportedDrainagearea value:20060000Huc code:

Not ReportedMonloc desc:
WellMonloc type:
3-1850-17 W78 MAKIKIMonloc name:
USGS-211817157505301Monloc Identifier:
USGS Hawaii Water Science CenterFormal name:
USGS-HIOrg. Identifier:

AQ193
East
1/2 - 1 Mile
Higher

USGS40000269615FED USGS

Map ID
Direction
Distance
Elevation EDR ID NumberDatabase
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HI8000000002099Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
01-JAN-67Wcr:Not ReportedLatest hd:

30102Aqui code:
(1) 2-3-006:001Tmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:Not ReportedBot solid:
Not ReportedBot hole:Not ReportedDraft yr:

0Pump yr:
RFGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:
Not ReportedTest chlor:Not ReportedTest ddown:
Not ReportedTest gpm:Not ReportedTest date:

0Init cl:
Not ReportedInit head3:

Not ReportedInit head2:Not ReportedInit head:
Not ReportedUse year:OtherUse:
Not ReportedPerf case:Not ReportedSolid case:

0Well depth:
5Ground el:

Not ReportedCasing dia:Not ReportedWell type:
76-1Old number:1350 Ala MoanaOwner user:
-1Utm:0Gps:

21.2913888889Lat83dd:
-157.848055556Long83dd:
13Quad map:
NAT WHITONDriller:
1967Yr drilled:
Not ReportedOld name:

Ala MoanaWell name:OahuIsland:
3-1751-004Wid:620Objectid:

195
SE
1/2 - 1 Mile
Higher

HI8000000002099HI WELLS

HI8000000002188Site id:Not ReportedT:
Not ReportedSurveyor:Not ReportedPir:
30-DEC-99Wcr:Not ReportedLatest hd:

30102Aqui code:
Not ReportedTmk:Not ReportedPump depth:
Not ReportedPump elev:Not ReportedDraft mgd:

0Pump mgd:
Not ReportedSpec capac:

Not ReportedBot perf:Not ReportedBot solid:
-494Bot hole:Not ReportedDraft yr:

0Pump yr:
Not ReportedGeology:

Not ReportedMin chlor:Not ReportedMax chlor:
Not ReportedHead feet:Not ReportedDraft mgy:

0Pump gpm:
Not ReportedTest unit:Not ReportedTest temp:

®GEOCHECK   - PHYSICAL SETTING SOURCE MAP FINDINGS®
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0%0%100%0.350 pCi/LBasement
Not ReportedNot ReportedNot ReportedNot ReportedLiving Area - 2nd Floor
0%0%100%0.067 pCi/LLiving Area - 1st Floor

% >20 pCi/L% 4-20 pCi/L% <4 pCi/LAverage ActivityArea

Number of sites tested: 3

Federal Area Radon Information for Zip Code:   96813

             : Zone 3 indoor average level < 2 pCi/L.
             : Zone 2 indoor average level >= 2 pCi/L and <= 4 pCi/L.
     Note: Zone 1 indoor average level > 4 pCi/L.

Federal EPA Radon Zone for HONOLULU County:  3 

AREA RADON INFORMATION

®GEOCHECK   - PHYSICAL SETTING SOURCE MAP FINDINGS
RADON

®



TOPOGRAPHIC INFORMATION

USGS 7.5’ Digital Elevation Model (DEM)
Source: United States Geologic Survey
EDR acquired the USGS 7.5’ Digital Elevation Model in 2002 and updated it in 2006. The 7.5 minute DEM corresponds
to the USGS 1:24,000- and 1:25,000-scale topographic quadrangle maps. The DEM provides elevation data
with consistent elevation units and projection.

Scanned Digital USGS 7.5’ Topographic Map (DRG)
Source: United States Geologic Survey
A digital raster graphic (DRG) is a scanned image of a U.S. Geological Survey topographic map. The map images
are made by scanning published paper maps on high-resolution scanners. The raster image
is georeferenced and fit to the Universal Transverse Mercator (UTM) projection.

HYDROLOGIC INFORMATION

Flood Zone Data: This data, available in select counties across the country, was obtained by EDR in 2003 & 2011 from the Federal
Emergency Management Agency (FEMA).  Data depicts 100-year and 500-year flood zones as defined by FEMA.

NWI: National Wetlands Inventory.  This data, available in select counties across the country, was obtained by EDR
in 2002, 2005 and 2010 from the U.S. Fish and Wildlife Service.

HYDROGEOLOGIC INFORMATION

AQUIFLOW       Information SystemR

Source:  EDR proprietary database of groundwater flow information
EDR has developed the AQUIFLOW Information System (AIS) to provide data on the general direction of groundwater

flow at specific points. EDR has reviewed reports submitted to regulatory authorities at select sites and has
extracted the date of the report, hydrogeologically determined groundwater flow direction and depth to water table
information.

GEOLOGIC INFORMATION

Geologic Age and Rock Stratigraphic Unit
Source: P.G. Schruben, R.E. Arndt and W.J. Bawiec, Geology of the Conterminous U.S. at 1:2,500,000 Scale - A digital
representation of the 1974 P.B. King and H.M. Beikman Map, USGS Digital Data Series DDS - 11 (1994).

STATSGO: State Soil Geographic Database
Source:  Department of Agriculture, Natural Resources Conservation Services
The U.S. Department of Agriculture’s (USDA) Natural Resources Conservation Service (NRCS) leads the national
Conservation Soil Survey (NCSS) and is responsible for collecting, storing, maintaining and distributing soil
survey information for privately owned lands in the United States. A soil map in a soil survey is a representation
of soil patterns in a landscape. Soil maps for STATSGO are compiled by generalizing more detailed (SSURGO)
soil survey maps.

SSURGO: Soil Survey Geographic Database
Source:  Department of Agriculture, Natural Resources Conservation Services (NRCS)
Telephone:  800-672-5559
SSURGO is the most detailed level of mapping done by the Natural Resources Conservation Services, mapping
scales generally range from 1:12,000 to 1:63,360. Field mapping methods using national standards are used to
construct the soil maps in the Soil Survey Geographic (SSURGO) database. SSURGO digitizing duplicates the
original soil survey maps. This level of mapping is designed for use by landowners, townships and county
natural resource planning and management.

TC4289921.2s     Page PSGR-1
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LOCAL / REGIONAL WATER AGENCY RECORDS

FEDERAL WATER WELLS

PWS: Public Water Systems
Source:  EPA/Office of Drinking Water
Telephone:  202-564-3750
Public Water System data from the Federal Reporting Data System.  A PWS is any water system which provides water to at

least 25 people for at least 60 days annually.  PWSs provide water from wells, rivers and other sources.

PWS ENF: Public Water Systems Violation and Enforcement Data
Source:  EPA/Office of Drinking Water
Telephone:  202-564-3750
Violation and Enforcement data for Public Water Systems from the Safe Drinking Water Information System (SDWIS) after

August 1995.  Prior to August 1995, the data came from the Federal Reporting Data System (FRDS).

USGS Water Wells: USGS National Water Inventory System (NWIS)
This database contains descriptive information on sites where the USGS collects or has collected data on surface
water and/or groundwater. The groundwater data includes information on wells, springs, and other sources of groundwater.

OTHER STATE DATABASE INFORMATION

RADON

Area Radon Information
Source: USGS
Telephone:  703-356-4020
The National Radon Database has been developed by the U.S. Environmental Protection Agency
(USEPA) and is a compilation of the EPA/State Residential Radon Survey and the National Residential Radon Survey.
The study covers the years 1986 - 1992. Where necessary data has been supplemented by information collected at
private sources such as universities and research institutions.

EPA Radon Zones
Source:  EPA
Telephone:  703-356-4020
Sections 307 & 309 of IRAA directed EPA to list and identify areas of U.S. with the potential for elevated indoor
radon levels.

OTHER

Airport Landing Facilities: Private and public use landing facilities
Source:  Federal Aviation Administration, 800-457-6656

Epicenters: World earthquake epicenters, Richter 5 or greater
Source:  Department of Commerce, National Oceanic and Atmospheric Administration

Earthquake Fault Lines: The fault lines displayed on EDR’s Topographic map are digitized quaternary faultlines, prepared
in 1975 by the United State Geological Survey

STREET AND ADDRESS INFORMATION

© 2010 Tele Atlas North America, Inc. All rights reserved.  This material is proprietary and the subject of copyright protection
and other intellectual property rights owned by or licensed to Tele Atlas North America, Inc.  The use of this material is subject
to the terms of a license agreement.  You will be held liable for any unauthorized copying or disclosure of this material.

TC4289921.2s     Page PSGR-2
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Appendix C 

Sanborn Maps 



Certified Sanborn® Map Report

GE Hawaii Block A2

500 Keawe Street

Honolulu, HI 96813

Inquiry Number: 4289921.3

May 11, 2015



Certified Sanborn® Map Report 5/11/15

Site Name:
GE Hawaii Block A2
500 Keawe Street
Honolulu, HI 96813

Client Name:
GEI Consultants, Inc.
400 Unicorn Park Drive
Woburn, MA 01801

Contact: Tom DaigleEDR Inquiry # 4289921.3

The Sanborn Library has been searched by EDR and maps covering the target property location as provided by GEI
Consultants, Inc. were identified for the years listed below. The Sanborn Library is the largest, most complete collection
of fire insurance maps. The collection includes maps from Sanborn, Bromley, Perris & Browne, Hopkins, Barlow, and
others.  Only Environmental Data Resources Inc. (EDR) is authorized to grant rights for commercial reproduction of
maps by the Sanborn Library LLC, the copyright holder for the collection.  Results can be authenticated by visiting
www.edrnet.com/sanborn.

The Sanborn Library is continually enhanced with newly identified map archives. This report accesses all maps in the
collection as of the day this report was generated.

Certified Sanborn Results:

Site Name: GE Hawaii Block A2
Address: 500 Keawe Street
City, State, Zip: Honolulu, HI 96813
Cross Street:
P.O. # Niehoff-Project Number Pending
Project: GE Hawaii Block A2 Development
Certification # 0005-4800-BBB6

Library of Congress

University Publications of America

EDR Private Collection

The Sanborn Library LLC Since 1866™

The Sanborn Library includes more than 1.2 million
fire insurance maps from Sanborn, Bromley, Perris &
Browne, Hopkins, Barlow and others which track
historical property usage in approximately 12,000
American cities and towns.  Collections searched:

Sanborn® Library search results
Certification # 0005-4800-BBB6

Maps Provided:

1993

1991

1986

1977

1976

1975

1972

1962

1956

1955

1950

1927

1914

Limited Permission To Make Copies
GEI Consultants, Inc. (the client) is permitted to make up to FIVE photocopies of this Sanborn Map transmittal and each fire insurance map
accompanying this report solely for the limited use of its customer. No one other than the client is authorized to make copies. Upon request made
directly to an EDR Account Executive, the client may be permitted to make a limited number of additional photocopies. This permission is
conditioned upon compliance by the client, its customer and their agents with EDR's copyright policy; a copy of which is available upon request.

Disclaimer - Copyright and Trademark notice
This Report contains certain information obtained from a variety of public and other sources reasonably available to Environmental Data Resources, Inc. It cannot be
concluded from this Report that coverage information for the target and surrounding properties does not exist from other sources. NO WARRANTY EXPRESSED OR
IMPLIED, IS MADE WHATSOEVER IN CONNECTION WITH THIS REPORT. ENVIRONMENTAL DATA RESOURCES, INC. SPECIFICALLY DISCLAIMS THE
MAKING OF ANY SUCH WARRANTIES, INCLUDING WITHOUT LIMITATION, MERCHANTABILITY OR FITNESS FOR A PARTICULAR USE OR PURPOSE. ALL
RISK IS ASSUMED BY THE USER. IN NO EVENT SHALL ENVIRONMENTAL DATA RESOURCES, INC. BE LIABLE TO ANYONE, WHETHER ARISING OUT OF
ERRORS OR OMISSIONS, NEGLIGENCE, ACCIDENT OR ANY OTHER CAUSE, FOR ANY LOSS OF DAMAGE, INCLUDING, WITHOUT LIMITATION, SPECIAL,
INCIDENTAL CONSEQUENTIAL, OR EXEMPLARY DAMAGES. ANY LIABILITY ON THE PART OF ENVIRONMENTAL DATA RESOURCES, INC. IS STRICTLY
LIMITED TO A REFUND OF THE AMOUNT PAID FOR THIS REPORT. Purchaser accepts this Report "AS IS". Any analyses, estimates, ratings, environmental risk
levels or risk codes provided in this Report are provided for illustrative purposes only, and are not intended to provide, nor should they be interpreted as providing
any facts regarding, or prediction or forecast of, any environmental risk for any property. Only a Phase I Environmental Site Assessment performed by an
environmental professional can provide information regarding the environmental risk for any property. Additionally, the information provided in this Report is not to be
construed as legal advice.

Copyright 2015 by Environmental Data Resources, Inc. All rights reserved. Reproduction in any media or format, in whole or in part, of any report or map of
Environmental Data Resources, Inc., or its affiliates, is prohibited without prior written permission.

EDR and its logos (including Sanborn and Sanborn Map) are trademarks of Environmental Data Resources, Inc. or its affiliates. All other trademarks used herein are
the property of their respective owners.
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Sanborn Sheet Thumbnails

This Certified Sanborn Map Report is based upon the following Sanborn
Fire Insurance map sheets.

1993 Source Sheets

Volume 2, Sheet 239 Volume 2, Sheet 240 Volume 2, Sheet 248

1991 Source Sheets

Volume 2, Sheet 239 Volume 2, Sheet 240 Volume 2, Sheet 248

1986 Source Sheets

Volume 2, Sheet 239 Volume 2, Sheet 240 Volume 2, Sheet 248

1977 Source Sheets

Volume 2, Sheet 239 Volume 2, Sheet 240 Volume 2, Sheet 248

4289921 - 3    page 3



1976 Source Sheets

Volume 2, Sheet 239 Volume 2, Sheet 240 Volume 2, Sheet 248

1975 Source Sheets

Volume 2, Sheet 239 Volume 2, Sheet 240 Volume 2, Sheet 248

1972 Source Sheets

Volume 2, Sheet 239 Volume 2, Sheet 240 Volume 2, Sheet 248

1962 Source Sheets

Volume 2, Sheet 239 Volume 2, Sheet 240 Volume 2, Sheet 248

4289921 - 3    page 4



1956 Source Sheets

Volume 2, Sheet 239 Volume 2, Sheet 240 Volume 2, Sheet 248

1955 Source Sheets

Volume 2, Sheet 240 Volume 2, Sheet 248 Volume 2, Sheet 239

1950 Source Sheets

Volume 2, Sheet 239 Volume 2, Sheet 240 Volume 2, Sheet 248

1927 Source Sheets

Volume 2, Sheet 239 Volume 2, Sheet 240 Volume 2, Sheet 248

4289921 - 3    page 5



1914 Source Sheets

Volume 1, Sheet 73 Volume 1, Sheet 74 Volume 1, Sheet 75

4289921 - 3    page 6



1993 Certified Sanborn Map

0005-4800-B
B

B
6

Order Date:
EDR Inquiry:

Client:

Site Name:

Address:

City, ST, ZIP:

Certification #

Copyright: 1993

5/11/2015 3:01:01 PM
4289921.3

GEI Consultants, Inc.

GE Hawaii Block A2

500 Keawe Street

Honolulu HI 96813

0005-4800-BBB6

This Certified Sanborn Map combines the following sheets.
Outlined areas indicate map sheets within the collection.

Volume 2, Sheet 239

Volume 2, Sheet 240

Volume 2, Sheet 248

0 Feet 150 300 600

4289921 - 3    page 7



1991 Certified Sanborn Map

0005-4800-B
B

B
6

Order Date:
EDR Inquiry:

Client:

Site Name:

Address:

City, ST, ZIP:

Certification #

Copyright: 1991

5/11/2015 3:01:01 PM
4289921.3

GEI Consultants, Inc.

GE Hawaii Block A2

500 Keawe Street

Honolulu HI 96813

0005-4800-BBB6

This Certified Sanborn Map combines the following sheets.
Outlined areas indicate map sheets within the collection.

Volume 2, Sheet 239

Volume 2, Sheet 240

Volume 2, Sheet 248

0 Feet 150 300 600

4289921 - 3    page 8



1986 Certified Sanborn Map

0005-4800-B
B

B
6

Order Date:
EDR Inquiry:

Client:

Site Name:

Address:

City, ST, ZIP:

Certification #

Copyright: 1986

5/11/2015 3:01:01 PM
4289921.3

GEI Consultants, Inc.

GE Hawaii Block A2

500 Keawe Street

Honolulu HI 96813

0005-4800-BBB6

This Certified Sanborn Map combines the following sheets.
Outlined areas indicate map sheets within the collection.

Volume 2, Sheet 239

Volume 2, Sheet 240

Volume 2, Sheet 248

0 Feet 150 300 600
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1977 Certified Sanborn Map

0005-4800-B
B

B
6

Order Date:
EDR Inquiry:

Client:

Site Name:

Address:

City, ST, ZIP:

Certification #

Copyright: 1977

5/11/2015 3:01:01 PM
4289921.3

GEI Consultants, Inc.

GE Hawaii Block A2

500 Keawe Street

Honolulu HI 96813

0005-4800-BBB6

This Certified Sanborn Map combines the following sheets.
Outlined areas indicate map sheets within the collection.

Volume 2, Sheet 239

Volume 2, Sheet 240

Volume 2, Sheet 248

0 Feet 150 300 600
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1976 Certified Sanborn Map

0005-4800-B
B

B
6

Order Date:
EDR Inquiry:

Client:

Site Name:

Address:

City, ST, ZIP:

Certification #

Copyright: 1976

5/11/2015 3:01:01 PM
4289921.3

GEI Consultants, Inc.

GE Hawaii Block A2

500 Keawe Street

Honolulu HI 96813

0005-4800-BBB6

This Certified Sanborn Map combines the following sheets.
Outlined areas indicate map sheets within the collection.

Volume 2, Sheet 239

Volume 2, Sheet 240

Volume 2, Sheet 248

0 Feet 150 300 600
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1975 Certified Sanborn Map

0005-4800-B
B

B
6

Order Date:
EDR Inquiry:

Client:

Site Name:

Address:

City, ST, ZIP:

Certification #

Copyright: 1975

5/11/2015 3:01:01 PM
4289921.3

GEI Consultants, Inc.

GE Hawaii Block A2

500 Keawe Street

Honolulu HI 96813

0005-4800-BBB6

This Certified Sanborn Map combines the following sheets.
Outlined areas indicate map sheets within the collection.

Volume 2, Sheet 239

Volume 2, Sheet 240

Volume 2, Sheet 248

0 Feet 150 300 600
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1972 Certified Sanborn Map

0005-4800-B
B

B
6

Order Date:
EDR Inquiry:

Client:

Site Name:

Address:

City, ST, ZIP:

Certification #

Copyright: 1972

5/11/2015 3:01:01 PM
4289921.3

GEI Consultants, Inc.

GE Hawaii Block A2

500 Keawe Street

Honolulu HI 96813

0005-4800-BBB6

This Certified Sanborn Map combines the following sheets.
Outlined areas indicate map sheets within the collection.

Volume 2, Sheet 239

Volume 2, Sheet 240

Volume 2, Sheet 248

0 Feet 150 300 600
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1962 Certified Sanborn Map

0005-4800-B
B

B
6

Order Date:
EDR Inquiry:

Client:

Site Name:

Address:

City, ST, ZIP:

Certification #

Copyright: 1962

5/11/2015 3:01:01 PM
4289921.3

GEI Consultants, Inc.

GE Hawaii Block A2

500 Keawe Street

Honolulu HI 96813

0005-4800-BBB6

This Certified Sanborn Map combines the following sheets.
Outlined areas indicate map sheets within the collection.

Volume 2, Sheet 239

Volume 2, Sheet 240

Volume 2, Sheet 248

0 Feet 150 300 600
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1956 Certified Sanborn Map

0005-4800-B
B

B
6

Order Date:
EDR Inquiry:

Client:

Site Name:

Address:

City, ST, ZIP:

Certification #

Copyright: 1956

5/11/2015 3:01:01 PM
4289921.3

GEI Consultants, Inc.

GE Hawaii Block A2

500 Keawe Street

Honolulu HI 96813

0005-4800-BBB6

This Certified Sanborn Map combines the following sheets.
Outlined areas indicate map sheets within the collection.

Volume 2, Sheet 239

Volume 2, Sheet 240

Volume 2, Sheet 248

0 Feet 150 300 600
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1955 Certified Sanborn Map

0005-4800-B
B

B
6

Order Date:
EDR Inquiry:

Client:

Site Name:

Address:

City, ST, ZIP:

Certification #

Copyright: 1955

5/11/2015 3:01:01 PM
4289921.3

GEI Consultants, Inc.

GE Hawaii Block A2

500 Keawe Street

Honolulu HI 96813

0005-4800-BBB6

This Certified Sanborn Map combines the following sheets.
Outlined areas indicate map sheets within the collection.

Volume 2, Sheet 240

Volume 2, Sheet 248

Volume 2, Sheet 239

0 Feet 150 300 600
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1950 Certified Sanborn Map

0005-4800-B
B

B
6

Order Date:
EDR Inquiry:

Client:

Site Name:

Address:

City, ST, ZIP:

Certification #

Copyright: 1950

5/11/2015 3:01:01 PM
4289921.3

GEI Consultants, Inc.

GE Hawaii Block A2

500 Keawe Street

Honolulu HI 96813

0005-4800-BBB6

This Certified Sanborn Map combines the following sheets.
Outlined areas indicate map sheets within the collection.

Volume 2, Sheet 239

Volume 2, Sheet 240

Volume 2, Sheet 248

0 Feet 150 300 600
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1927 Certified Sanborn Map

0005-4800-B
B

B
6

Order Date:
EDR Inquiry:

Client:

Site Name:

Address:

City, ST, ZIP:

Certification #

Copyright: 1927

5/11/2015 3:01:01 PM
4289921.3

GEI Consultants, Inc.

GE Hawaii Block A2

500 Keawe Street

Honolulu HI 96813

0005-4800-BBB6

This Certified Sanborn Map combines the following sheets.
Outlined areas indicate map sheets within the collection.

Volume 2, Sheet 239

Volume 2, Sheet 240

Volume 2, Sheet 248

0 Feet 150 300 600
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1914 Certified Sanborn Map

0005-4800-B
B

B
6

Order Date:
EDR Inquiry:

Client:

Site Name:

Address:

City, ST, ZIP:

Certification #

Copyright: 1914

5/11/2015 3:01:01 PM
4289921.3

GEI Consultants, Inc.

GE Hawaii Block A2

500 Keawe Street

Honolulu HI 96813

0005-4800-BBB6

This Certified Sanborn Map combines the following sheets.
Outlined areas indicate map sheets within the collection.

Volume 1, Sheet 73

Volume 1, Sheet 74

Volume 1, Sheet 75

0 Feet 150 300 600
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The EDR Aerial Photo Decade Package

GE Hawaii Block A2

500 Keawe Street

Honolulu, HI 96813

Inquiry Number: 4289921.9

May 12, 2015



EDR Aerial Photo Decade Package

Environmental Data Resources, Inc. (EDR) Aerial Photo Decade Package is a screening tool designed to assist
environmental professionals in evaluating potential liability on a target property resulting from past activities. EDR’s
professional researchers provide digitally reproduced historical aerial photographs, and when available, provide one photo
per decade.

When delivered electronically by EDR, the aerial photo images included with this report are for ONE TIME USE
ONLY. Further reproduction of these aerial photo images is prohibited without permission from EDR. For more
information contact your EDR Account Executive.

Thank you for your business.
Please contact EDR at 1-800-352-0050

with any questions or comments.

Disclaimer - Copyright and Trademark Notice

This Report contains certain information obtained from a variety of public and other sources reasonably available to Environmental Data Resources, Inc.
It cannot be concluded from this Report that coverage information for the target and surrounding properties does not exist from other sources. NO
WARRANTY EXPRESSED OR IMPLIED, IS MADE WHATSOEVER IN CONNECTION WITH THIS REPORT. ENVIRONMENTAL DATA
RESOURCES, INC. SPECIFICALLY DISCLAIMS THE MAKING OF ANY SUCH WARRANTIES, INCLUDING WITHOUT LIMITATION,
MERCHANTABILITY OR FITNESS FOR A PARTICULAR USE OR PURPOSE. ALL RISK IS ASSUMED BY THE USER. IN NO EVENT SHALL
ENVIRONMENTAL DATA RESOURCES, INC. BE LIABLE TO ANYONE, WHETHER ARISING OUT OF ERRORS OR OMISSIONS, NEGLIGENCE,
ACCIDENT OR ANY OTHER CAUSE, FOR ANY LOSS OF DAMAGE, INCLUDING, WITHOUT LIMITATION, SPECIAL, INCIDENTAL,
CONSEQUENTIAL, OR EXEMPLARY DAMAGES. ANY LIABILITY ON THE PART OF ENVIRONMENTAL DATA RESOURCES, INC. IS STRICTLY
LIMITED TO A REFUND OF THE AMOUNT PAID FOR THIS REPORT. Purchaser accepts this Report AS IS. Any analyses, estimates, ratings,
environmental risk levels or risk codes provided in this Report are provided for illustrative purposes only, and are not intended to provide, nor should they
be interpreted as providing any facts regarding, or prediction or forecast of, any environmental risk for any property. Only a Phase I Environmental Site
Assessment performed by an environmental professional can provide information regarding the environmental risk for any property. Additionally, the
information provided in this Report is not to be construed as legal advice.

Copyright 2015 by Environmental Data Resources, Inc. All rights reserved. Reproduction in any media or format, in whole or in part, of any report or map
of Environmental Data Resources, Inc., or its affiliates, is prohibited without prior written permission.

EDR and its logos (including Sanborn and Sanborn Map) are trademarks of Environmental Data Resources, Inc. or its affiliates. All other trademarks
used herein are the property of their respective owners.



Date EDR Searched Historical Sources:
Aerial Photography	May 12, 2015

Target Property:
500 Keawe Street

Honolulu, HI 96813

Year Scale Details Source

1952 Aerial Photograph. Scale: 1"=750' Flight Date: April 03, 1952 EDR

1968 Aerial Photograph. Scale: 1"=500' Flight Date: February 26, 1968 EDR

1976 Aerial Photograph. Scale: 1"=500' Flight Date: November 10, 1976 USGS

1978 Aerial Photograph. Scale: 1"=500' Flight Date: February 19, 1978 USGS

1985 Aerial Photograph. Scale: 1"=500' Flight Date: May 03, 1985 EDR

1992 Aerial Photograph. Scale: 1"=500' Flight Date: September 23, 1992 USGS

2000 Aerial Photograph. Scale: 1"=500' DOQQ - acquisition dates: January 30, 2000 USGS/DOQQ

2004 Aerial Photograph. Scale: 1"=500' Flight Date: February 16, 2004 USGS
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EDR Historical Topographic Map Report

GE Hawaii Block A2

500 Keawe Street

Honolulu, HI 96813

Inquiry Number: 4289921.4

May 11, 2015



EDR Historical Topographic Map Report

Environmental Data Resources, Inc.s (EDR) Historical Topographic Map Report is designed to assist professionals in
evaluating potential liability on a target property resulting from past activities. EDRs Historical Topographic Map Report
includes a search of a collection of public and private color historical topographic maps, dating back to the early 1900s.

Thank you for your business.
Please contact EDR at 1-800-352-0050

with any questions or comments.

Disclaimer - Copyright and Trademark Notice

This Report contains certain information obtained from a variety of public and other sources reasonably available to Environmental Data Resources, Inc.
It cannot be concluded from this Report that coverage information for the target and surrounding properties does not exist from other sources. NO
WARRANTY EXPRESSED OR IMPLIED, IS MADE WHATSOEVER IN CONNECTION WITH THIS REPORT. ENVIRONMENTAL DATA
RESOURCES, INC. SPECIFICALLY DISCLAIMS THE MAKING OF ANY SUCH WARRANTIES, INCLUDING WITHOUT LIMITATION,
MERCHANTABILITY OR FITNESS FOR A PARTICULAR USE OR PURPOSE. ALL RISK IS ASSUMED BY THE USER. IN NO EVENT SHALL
ENVIRONMENTAL DATA RESOURCES, INC. BE LIABLE TO ANYONE, WHETHER ARISING OUT OF ERRORS OR OMISSIONS, NEGLIGENCE,
ACCIDENT OR ANY OTHER CAUSE, FOR ANY LOSS OF DAMAGE, INCLUDING, WITHOUT LIMITATION, SPECIAL, INCIDENTAL,
CONSEQUENTIAL, OR EXEMPLARY DAMAGES. ANY LIABILITY ON THE PART OF ENVIRONMENTAL DATA RESOURCES, INC. IS STRICTLY
LIMITED TO A REFUND OF THE AMOUNT PAID FOR THIS REPORT. Purchaser accepts this Report AS IS. Any analyses, estimates, ratings,
environmental risk levels or risk codes provided in this Report are provided for illustrative purposes only, and are not intended to provide, nor should they
be interpreted as providing any facts regarding, or prediction or forecast of, any environmental risk for any property. Only a Phase I Environmental Site
Assessment performed by an environmental professional can provide information regarding the environmental risk for any property. Additionally, the
information provided in this Report is not to be construed as legal advice.
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of Environmental Data Resources, Inc., or its affiliates, is prohibited without prior written permission.
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City & County of Honolulu

Department of Planning & Permitting (DPP)

Property Information

525 SOUTH ST Monday, May 11, 2015 | 9:03:17 AM 

 General Information

City: Honolulu

Zip Code: 96813

Realtor Neighborhood: Kakaako

Nearest Park: Mother Waldron Neighborhood Park show route

 Tax Bill Owner Information

 2010 Census Information

Tract Number: 003800

Block Number: 3006

Population (block): 0

 Voting Information

City Council Member: Carol Fukunaga

Polling Place: DPS Building

Address: 919 Ala Moana Blvd

Neighborhood Board: ALA MOANA/KAKAAKO

 School and Transit Information

Elementary School: Royal show route

High School: MCKINLEY show route

Near Transit Route: Yes

Near Bus Routes: 42

 Zoning and Flood Information

Zoning (LUO) 
Designation:

KAKAAKO COMM. DEV. 
DISTRICT

Ohana Zoning 
Designation:

Ineligible

FEMA Flood
Designation:

X

Tsunami Evacuation 
Zone:

No

more public safety info >>

Page Tools: PRINT | BOOKMARK | EMAIL | STREET/BIRD'S EYE More info: ZONE INFO | BUILDING PERMITS | PROPERTY TAX

Information shown on these maps are derived from public records that are 
constantly undergoing change and do not replace a site survey, and is not 
warranted for content or accuracy.

2010 Assessed Values as of October 1, 2009. 

Department of Planning & Permitting
650 S. King St, Ste 8, Honolulu, HI 96813
gis@honolulu.gov

Property Info Page FAQ

© 2015 City and County of Honolulu. All Rights Reserved 

Page 1 of 1City & County of Honolulu - Department of Planning & Permitting - Property Information

5/11/2015http://gis.hicentral.com/pubwebsite/TMKDetails.aspx?tmk=21030001&lyrLst=0|0|0|0|0|0|0...



GIS Parcel Map

Parcel:  210300010000  Acres: 4.0935
Name:
Site:
Sale: $60000 on 1989-11-07 Reason=CV Qual=

Mail:

,  

Land Value: 12704700
Building Value: 0
Exempt Value: 0
Taxable Value: 12704700

*Honolulu County makes every effort to produce the most accurate information possible. No warranties, expressed or implied, are provided for the data
herein, its use or interpretation. The assessment information is from the last certified taxroll. All data is subject to change before the next certified
taxroll. The 'parcels' layer is intended to be used for visual purposes only and should not be used for boundary interpretations or other spatial analysis
beyond the limitations of the data.  The 'parcels' data layer does not contain metes and bounds described accuracy therefore, please use caution when
viewing this data. Overlaying this layer with other data layers that may not have used this layer as a base may not produce precise results.  GPS and
imagery data will not overlay exactly.
Date printed:  05/11/15 : 13:56:45





Previous Parcel Next Parcel Return to Main Search Page Honolulu Home Real Property Home

Owner and Parcel Information Print Owner Info

Parcel Number  210300010000 Data current as of   May 11, 2015 

Owner Name Project Name  WATERPARK TOWERS 

Location Address Plat Map

Property Class   RESIDENTIAL Parcel Map

Land Area (approximate sq ft)  Please refer to the Land Information below Legal Information

Land Area (acres)  4.0935 

Assessment Information      Show Historical Assessments Print Assessment Info

Assessment 
Year

Property
Class

Assessed
Land

Value

Dedicated
Use Value

Land
Exemption

Net 

Taxable
Land
Value

Assessed
Building

Value

Building 
Exemption

Net 

Taxable
Building

Value

Total

Property 
Assessed

Value

Total
Property 

Exemption

Total Net
Taxable

Value

2015 RESIDENTIAL 
$ 

25,676,900 
$ 0 $ 0  

$ 

25,676,900 
  $ 0   $ 0   $ 0 

  $ 

25,676,900 
  $ 0 

  $ 

25,676,900 

Appeal Information Print Appeal Info

No appeal information on parcel.

Land Information Land Print

Property Class Square Footage Acreage Agricultural Use Indicator

RESIDENTIAL 178,312 4.0935 

Improvement Information 

No improvement information available for this parcel.

Other Building and Yard Improvements

Description Quantity Year Built Area

No information associated with this parcel. 

Permit Information    Department of Planning and Permitting (DPP)

Date Permit Number Reason Permit Amount

03/21/1991  299806 NEW BUILDING $ 110,000,000 

05/31/1990  286141 $ 12,000 

01/10/1990  279429 $ 26,300 

Sales Information  Print Sales Info

Sale Date
Sale 

Amount

Instrument 

#

Instrument 

Type

Instrument 

Description

Date of 

Recording

Land Court Document 

Number

Cert 

#
Book/Page

10/31/2014   
FEE 

CONVEYANCE 
Route Slip 

08/26/2014   A53520008 
FEE 

CONVEYANCE 

Removal from 

declaration 
08/27/2014  

03/28/2011   LEASE Route Slip 

05/30/1991   9100080529 06/20/1991  

11/07/1989   $ 60,000 8900174109 LEASE 11/14/1989  23872/413 

11/07/1989   8900174108 LEASE 11/14/1989  23872/408 

11/07/1989   8900174107 LEASE 11/14/1989  23872/403 

11/01/1989   $ 60,000 LEASE 

04/25/1989   $ 190,700 8900080578 LEASE 06/02/1989  23256/229 

01/01/1989   8900080574 LEASE 06/02/1989  23256/215 

10/19/1988   $ 400,000 8800177239 LEASE 12/08/1988  22639/390 

Page 1 of 2

5/11/2015http://qpublic9.qpublic.net/hi_honolulu_display.php?county=hi_honolulu&KEY=2103000...



Current Tax Bill Information      2014 Tax Payments Show Historical Taxes Treasury Division Print Bill

Tax Period Description
Original

Due Date
Taxes

Assessment
Tax

Credits 
Net
Tax

Penalty Interest Other
Amount

Due

$ 0.00

No Tax Information available on this parcel.

Previous Parcel Next Parcel Return to Main Search Page Honolulu Home Real Property Home

The Honolulu Tax Assessor's Office makes every effort to produce the most accurate information possible. No warranties, expressed or implied, are 
provided for the data herein, its use or interpretation. Website Updated: May 11, 2015 

© 2014 by City and County of Honolulu Real Property Tax Office | Website design by qPublic.net

Page 2 of 2

5/11/2015http://qpublic9.qpublic.net/hi_honolulu_display.php?county=hi_honolulu&KEY=2103000...
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PHOTOGRAPHIC LOG 

 

PHOTOGRAPH NO:   1 DATE:  May 15, 2015 PROJECT NO:  1502010 CLIENT:   GE Hawaii Block A2 

DIRECTION:   NE SITE LOCATION:      550 Keawe Street, Honolulu, HI 

DESCRIPTION: 

Looking northeast into 
Property (center-right).  
Former Keauhou Alley on 
left side of photo and 
adjacent parcel towards the 
left margin of the frame. 

 

 
 

PHOTOGRAPH NO:   2 DATE:  May 15, 2015 PROJECT NO:  1502010 CLIENT:   GE Hawaii Block A2 

DIRECTION:   NE SITE LOCATION:      550 Keawe Street, Honolulu, HI 

DESCRIPTION: 

South corner of the 
property looking northeast 
along Keawe Street. 

 

 



PHOTOGRAPHIC LOG 

PHOTOGRAPH NO:   3 DATE:  May 15, 2015 PROJECT NO:  1502010 CLIENT:   GE Hawaii Block A2 

DIRECTION:   N SITE LOCATION:      550 Keawe Street, Honolulu, HI 

DESCRIPTION: 

South corner of the 
property looking north into 
the parking lot. 

 

 
 

PHOTOGRAPH NO:   4 DATE:  May 15, 2015 PROJECT NO:  1502010 CLIENT:   GE Hawaii Block A2 

DIRECTION:   NW SITE LOCATION:      550 Keawe Street, Honolulu, HI 

DESCRIPTION: 

South corner of the 
property looking northwest 
along Pohukaina Street. 

 

 
 



PHOTOGRAPHIC LOG 

PHOTOGRAPH NO:   5 DATE:  May 15, 2015 PROJECT NO:  1502010 CLIENT:   GE Hawaii Block A2 

DIRECTION:   NW SITE LOCATION:      550 Keawe Street, Honolulu, HI 

DESCRIPTION: 

Southeast edge of property 
looking northwest into 
parking lot. 

 

 
 

 

PHOTOGRAPH NO:   6 DATE:  May 15, 2015 PROJECT NO:  1502010 CLIENT:   GE Hawaii Block A2 

DIRECTION:   NW SITE LOCATION:      550 Keawe Street, Honolulu, HI 

DESCRIPTION: 

East corner of property 
looking northwest along 
Halekauwila Street. 

 

 



PHOTOGRAPHIC LOG 

 

PHOTOGRAPH NO:   7 DATE:  May 15, 2015 PROJECT NO:  1502010 CLIENT:   GE Hawaii Block A2 

DIRECTION:   W SITE LOCATION:      550 Keawe Street, Honolulu, HI 

DESCRIPTION: 

East corner of property 
looking west into parking 
lot. 

 

 
 

PHOTOGRAPH NO:   8 DATE:  May 15, 2015 PROJECT NO:  1502010 CLIENT:   GE Hawaii Block A2 

DIRECTION:   SW SITE LOCATION:      550 Keawe Street, Honolulu, HI 

DESCRIPTION: 

East corner of property 
looking southwest along 
Keawe Street. 

 

 



PHOTOGRAPHIC LOG 

 

PHOTOGRAPH NO:   9 DATE:  May 15, 2015 PROJECT NO:  1502010 CLIENT:   GE Hawaii Block A2 

DIRECTION:   SW SITE LOCATION:      550 Keawe Street, Honolulu, HI 

DESCRIPTION: 

Northeast edge of property 
looking into parking lot 
along the former Keauhou 
Alley.  Subject property on 
the left, adjacent parcel to 
the right. 

 

 
 

PHOTOGRAPH NO:   10 DATE:  May 15, 2015 PROJECT NO:  1502010 CLIENT:   GE Hawaii Block A2 

DIRECTION:   SE SITE LOCATION:      550 Keawe Street, Honolulu, HI 

DESCRIPTION: 

Northeast edge of property 
looking southeast along 
Halekauwila Street. 

 

 



PHOTOGRAPHIC LOG 

 

PHOTOGRAPH NO:   11 DATE:  May 15, 2015 PROJECT NO:  1502010 CLIENT:   GE Hawaii Block A2 

DIRECTION:   SW SITE LOCATION:      550 Keawe Street, Honolulu, HI 

DESCRIPTION: 

North corner of adjacent 
parcel looking southeast 
along Halekauwila Street.   

 

 

PHOTOGRAPH NO:   12 DATE:  May 15, 2015 PROJECT NO:  1502010 CLIENT:   GE Hawaii Block A2 

DIRECTION:   W SITE LOCATION:      550 Keawe Street, Honolulu, HI 

DESCRIPTION: 

Motor Imports Toyota 
auto service station at 
intersection of South 
Street and Halekauwila 
Street. 

 

 
 



PHOTOGRAPHIC LOG 

PHOTOGRAPH NO:   13 DATE:  May 15, 2015 PROJECT NO:  1502010 CLIENT:   GE Hawaii Block A2 

DIRECTION:   SE SITE LOCATION:      550 Keawe Street, Honolulu, HI 

DESCRIPTION: 

Northwest edge of adjacent 
parcel along South Street 
looking southeast across to 
subject Property parking lot 
in the distance. 
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Thomas A. Daigle, P.G. 
Geologist 

Tom Daigle is a project manager whose responsibilities at GEI include 
managing and conducting environmental and geotechnical field 
investigations, evaluating remedial alternatives, designing and installing 
remedial systems, and preparing compliance reports for various regulatory 
agencies. 

Mr. Daigle has performed and managed a number of field projects including 
environmental and geotechnical overburden and bedrock drilling, test pit 
activities, monitoring well installation, underground storage tank removal, 
and sampling of soil, sediment, groundwater, soil gas, and indoor air. He has 
experience in remedial system design, site characterization, field construction 
management, and contractor coordination.  

PROJECT EXPERIENCE 

Guaranty Bank Building-Denver Phase I Environmental Site 
Assessment, Zeller Realty Group, Denver, CO. Project Geologist. 
Performed a Phase I Environmental Site Assessment (ESA) in accordance 
with ASTM standards for a 13-story office building and 9-story parking 
garage structure in downtown Denver. Obtained relevant documentation 
from local public and private agencies, performed a site visit, interviewed 
current owners, and prepared a final report. 

Aquifer Recharge and Recovery (ARR) Site Soil Sampling and 
Monitoring, City of Aurora, Aurora, CO. Project Manager. Performed 
direct push drilling and soil sampling activities to assess whether metals are 
accumulating in soils within the Low Permeable Barrier (LPB) boundary at the Site in order to satisfy County permit 
conditions. Prepared a soil sampling and monitoring work plan, quality assurance project plan, and a summary 
report documenting site activities and laboratory results. Soil samples were analyzed for Resource Conservation 
Recovery Act (RCRA) 8 metals by Toxicity Characteristic Leaching Procedure (TCLP). 

EOG Baseline Groundwater Sampling, EOG Resources, Gillette, WY. Project Manager. Performed baseline 
groundwater sampling from multiple private drinking water wells prior to oil and gas drilling in the area. Sampling 
methods and analyses were in accordance with the Wyoming Oil and Gas Conservation Commission rules. 
Performed data validation, quality control, interpretation, and provided a report to the client in compliance with 
Wyoming regulations. 

Indoor Air Assessment, Takeda Pharmaceuticals North, Deerfield, IL. Project Scientist. Planned and 
conducted a sub-slab soil communication test to inform the design of a sub-slab depressurization system in a 
commercial building. Utilized existing sub-slab drain tile piping to distribute vacuum influence. Coordinated system 
design, installation, and start-up monitoring. 

Phase I Environmental Site Assessment, Conscience Bay Company, Lakewood, CO. Project Manager. 
Performed a Phase I ESA in accordance with ASTM Standards for a 16-acre commercial property in Boulder, 
Colorado with three large warehouse buildings. The property includes a long history of environmental investigations 
and remediation that required comprehensive review of a significant volume of documentation. Provided input to 
the client in real time to inform their decision regarding purchase of the property. Performed a site visit, interviewed 
the existing owner, and prepared a final report. 

Chlorinated Solvents, UniFirst Corporation, Somerville, MA. Project Geologist. Performed and managed field 
investigations including sub-slab, ambient air, groundwater, soil, and soil gas sampling. Performed overburden 
drilling and groundwater well installation. Worked in compliance with a rigorous quality control and documentation 

EDUCATION 
M.S., Geology, Northern Arizona University 
B.S., Biology/Geology, Union College 

EXPERIENCE IN THE INDUSTRY 
9 years 

EXPERIENCE WITH GEI 
8 year(s) 

REGISTRATIONS AND LICENSES 
Professional Geologist, NE No. G-0378 
Professional Geologist, WY No. 3929 

CERTIFICATIONS 
40-Hour OSHA HAZWOPER 
Petroleum Storage Tank Consultant 

Certification 
Adult First Aid-CPR-AED 

PROFESSIONAL ASSOCIATIONS 
Geological Society of America, Member 
Rocky Mountain Association of Environmental 

Professionals, Member 
Rocky Mountain Association of Geologists, 

Member 
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plan. Field activities required daily communication with local residents and business owners. Assisted in the design, 
installation, and operation of multiple residential and commercial vapor intrusion remediation systems including 
sub-slab depressurization and exposure pathway elimination systems. Prepared internal work plans as well as MCP 
compliance documents including, Immediate Response Action Plan, Phase II Comprehensive Site Assessment, 
Phase III Remedial Action Plan, Phase IV Remedy Implementation Plan, and various Status Reports. Assisted in the 
preparation of Environmental Protection Agency (EPA) permits for hazardous waste generator status. 

Tier 4 Assessment, Canadian Pacific Railway, St. Paul, MN. Project Geologist. Performed Phase 2 field 
investigations including geoprobe and hollow-stem auger drilling, test pits, and surface soil sampling. Installed 
groundwater monitoring wells and collected soil and groundwater samples for laboratory analysis. Conducted work 
along active railroad tracks under stringent safety standards. 

TIMET Remediation, Titanium Metals Corporation, Henderson, NV.  

 Site Remediation: Project Geologist. Performed drilling, test pit investigations and soil sampling for toxicity 
characteristic leaching procedure (TCLP) analysis. TCLP analytes included RCRA 8 metals as well as semi-volatile 
organic compounds and pesticides. Managed laboratory data reports and provided sample results to the appropriate 
landfills for waste characterization and acceptance. 

 Building Characterization: Project Manager. Collected more than 50 samples from multiple abandoned 
buildings to initiate a comprehensive survey of building materials for future demolition and disposal. Samples 
included floor drain sediment, sump sediment, process equipment contents, floor tiles, etc. Analytes 
included metals, semi-volatile organic compounds, radiological constituents, asbestos and polychlorinated 
biphenyls (PCBs). 

 Materials Management: Project Manager. Prepared a materials management plan documenting the policies and 
procedures for handling all solid waste byproducts at the manufacturing plant. Byproducts include both hazardous 
and non-hazardous waste for recycle, sales, and disposal.  Interviewed facility supervisors and completed an 
inventory of over 100 types of solid material byproducts from the active manufacturing operations. Prepared 
process flow diagrams identifying waste generation points and developed a plan for waste characterization 
sampling to facilitate waste disposal. Evaluated plant-wide waste management practices to ensure compliance with 
applicable state and federal regulations. 

 Permitting: Project Manager. Prepared permit renewal applications for a Nevada State groundwater protection 
permit and a federal National Pollution Discharge Elimination System (NPDES) discharge permit. Managed 
monthly and quarterly sampling activities and prepared discharge monitoring reports in accordance with permit 
conditions. 

East 115th Street Project, Con Edison Company of New York, Inc., New York, NY. Project Scientist. Planned 
and conducted a soil communication test to confirm design parameters for a sub-slab depressurization system at a 
former MGP site. The project is under the supervision of the NYC Department of Education and School 
Construction Authority. Prepared a basis of design report for regulatory review and proceeded with final design 
tasks. The final system will treat a slab area of approximately 60,000 SF. 

Coastal Oil Terminal WO #1, Massachusetts Port Authority, South Boston, MA. Project Geologist. Managed 
multiple field tasks including the inspection and maintenance of several LNAPL skimmer pumps and an absorbent 
boom to address sheens on surface water. Conducted LNAPL gauging and removal, prepared Remedy Operation 
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Management Summary 

Reference VOLUME I Archaeological Inventory Survey Report for the Block 2 
Parking Lot, Kaka‘ako Ahupua‘a, Honolulu District, O‘ahu Island 
TMK: [1] 2-1-030:001, 043 (Pammer et al. 2011) 

Date November 2011 
Project Number (s) CSH (Cultural Surveys Hawai‘i, Inc.) Job Code: KAKAAKO 46 
Investigation 
Permit Number 

The fieldwork for the archaeological inventory survey investigation 
was carried out under archaeological permit numbers 10-10 and 11-17 
issued by the Hawai‘i State Historic Preservation Division/Department 
of Land and Natural Resources (SHPD/DLNR). 

Project Location The Kamehameha Schools Block 2 parking lot parcel covers two tax 
map lot, [1] 2-1-030:001 and 043. It is bounded by South Street to the 
northwest, Halekauwila Street to the northeast, Keawe Street to the 
southeast, and Pohukaina Street to the southwest. 

Land Jurisdiction Private, Kamehameha Schools 
Agencies SHPD/DLNR 
Project Description 
and Related 
Ground 
Disturbance 

This effort is being undertaken to allow planning for redevelopment in 
the context of the history of the area and continuing cultural sensitivity 
to potential finds, especially burials. The results will aide in 
determining the future uses of the parcel. 

Project Acreage Approximately 4.09 acres 
Area of Potential 
Effect (APE) 

The area of potential effect (APE) includes the entire 4.09-acre project 
area. 

Historic 
Preservation 
Regulatory 
Context 

This archaeological inventory survey (AIS) report was prepared 
pursuant to the final archaeological inventory survey plan (AISP) 
reviewed and approved by the SHPD/DLNR (SHPD correspondence 
29 May 2009 LOG NO: 2009.2402/DOC NO: 0905WT109) for Block 
2, and to support the proposed project's historic preservation review 
under Hawai‘i Revised Statutes (HRS) Chapter 6E-42 and Hawai‘i 
Administrative Rules (HAR) Chapter 13-13-284. In consultation with 
SHPD/DLNR, the archaeological inventory survey investigation was 
designed to fulfill the State requirements for an archaeological 
inventory survey per HAR Chapter 13-13-276. 

Results of 
Preliminary 
Inventory Survey 
Testing 

As part of the AISP, five trenches were excavated in the project area 
on February 7, 2009. The trenches were excavated by backhoe and 
with hand tools to the underlying water table or to the coral shelf. 
SIHP # 50-80-14-7189, burnt historic debris was first identified during 
the course of this testing. No traditional Hawaiian material was 
observed during the preliminary trench excavations.  
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Fieldwork Effort There were two phases of fieldwork for the AIS. Phase I was 
conducted between April 13 and April 30, 2010 and consisted of 
excavation and documentation of 36 trenches. Phase II consisted of 42 
additional trenches, conducted between November 1 and November 
19, 2010. The CSH field crew included Doug Borthwick, B.A. 
(project supervisor), Michelle Pammer, B.A., Jeffrey Fong, M.A., 
Ellena De Leeuw, B.A., Kelly Burke, M.A., Jane Dregson, B.A., 
Rosanna Runyon, B.A. Randy Groza, M.A., and Josie Paolello, M.A., 
under the overall supervision of principal investigator Hallett H. 
Hammatt, Ph.D. The fieldwork required a total of approximately 72 
person-days to complete. 

Number of 
Historic Properties 
Identified 

A total of four historic properties were identified within the project 
area, SIHP # 50-80-14-7124, -7189, -7190 and -7197. SIHP # 50-80-
14-7124 consists of 31 historic building remnants features (Features A 
– EE), generally located just beneath the modern layers of fill. These 
included brick and mortar clusters, slabs of concrete/basalt, concrete 
footings with metal supports, large slabs of very hard, corroded, melted 
metal, and pit features containing demolition debris. SIHP # 50-80-14-
7189 consists of a layer of burnt historic debris, suspected to be from 
the open air burning of urban refuse during the early 1900s. The 
charred remains were then utilized to fill in the unwanted wetlands 
around the project area. The observed cultural materials included glass 
bottles, ceramics, and other domestic waste. SIHP # 50-80-14-7190 
consisted of old salt pan remnants, presenting as an approximately 5 
cm thick layer of alternating peat and clay striations. SIHP # 50-80-14-
7197 consisted of a sandy cultural layer containing one late pre-
contact/early post-contact fire pit feature (Feature 1) observed in Test 
Trench 26. SIHP -7197 Feature 1 contained a large amount of charcoal 
and fire cracked rock. 

Historic Properties 
Recommended 
Eligible to the 
Hawai‘i Register of 
Historic Places 
(Hawai‘i Register) 

SIHP # 50-80-14-7124 - historic building structures, SIHP # 50-80-14-
7189 - a burnt historic trash layer, SIHP # 50-80-14-7190 salt pans, 
and SIHP # 50-80-14-7197 – a late pre-Contact/early post-Contact 
cultural layer containing one pit feature (Feature 1), are determined to 
be significant under Criteria A and D.  

Effect 
Recommendation 

The proposed project will potentially affect historic properties 
recommended eligible to the Hawai‘i Register. CSH’s project specific 
effect recommendation is “effect, with agreed upon mitigation 
commitments.” (HAR Chapter 13-284-7). 

Mitigation 
Recommendation 

This inventory survey investigation determined the project area 
contains significant subsurface deposits including intact cultural 
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deposits. The inventory survey’s recommended mitigation measures 
for SIHP # 50-80-14-7124, -7189, -7190 and -7197 consist of 
archaeological monitoring. 

Due to the inherent limitations of any sampling strategy, however, it is 
possible that additional historic properties or features, potentially 
including human burials and non-burial archaeological deposits, may 
be uncovered during the project demolition and construction activities. 
Additionally, further evidence of SIHP # 50-80-14-7124, -7189, -7190 
and -7197 will likely be encountered and additional information 
pertaining to these historic properties may be collected. In order to 
mitigate the potential damage to the known documented historic 
properties or any yet unidentified historic properties within the project 
area, the project development should proceed under an archaeological 
monitoring program. An archaeological monitoring program would 
facilitate the identification and proper treatment of any additional 
archaeological deposits that might be discovered during project 
construction.  

Given the sensitivity of the project area’s location, it is recommended 
that an archaeological monitor be present during all subsurface 
activities conducted below the base coarse fill layers (18 inches) and to 
the water table or coral shelf during related construction. 
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Section 1    Introduction 

1.1 Project Background 
At the request of Kamehameha Schools (567 South King Street, Suite 200, Honolulu, Hawai‘i 

96813), Cultural Surveys Hawai‘i, Inc. (CSH) has prepared this archaeological inventory survey 
report for the Kamehameha Schools (KS) Kaka‘ako Block 2 Parking parcel (Kamehameha 
Schools property No. KAK-2), Kaka‘ako Ahupua‘a, Honolulu District, Island of O‘ahu. The 
approximately 4.09-acre project area is currently an actively used (paid) parking lot that 
encompasses TMK [1] 2-1-030:001 and 043. The project area is completely covered with asphalt 
with no surface structures prohibiting excavation work. It is bound by South Street to the 
northwest (‘ewa), Halekauwila Street to the northeast (mauka), Keawe Street to the southeast, 
and Pohukaina Street to the southwest (makai). The project area is shown on a 1998 U.S. 
Geographic Survey map (Figure 1), a tax map (Figure 2), and an aerial photograph (Figure 3). 

This archaeological inventory survey (AIS) was preceded by an AIS plan (O’Hare et al, 
2009), which was reviewed and approved by the State Historic Preservation 
Division/Department of Land and Natural Resources (SHPD/DLNR) on May 29, 2009 (SHPD 
correspondence LOG NO: 2009.2402/DOC NO: 0905WT109; Appendix A located within the 
VOLUME II portion of this report). The AIS plan included preliminary archaeological work, 
conducted by CSH staff on February 7, 2009. In order to obtain information on the subsurface 
deposits for the study parcel, five test trenches were conducted within the KAK-2 parcel. These 
areas were first surveyed with ground penetrating radar (GPR) equipment to determine the 
viability of ground penetrating radar use in determining stratigraphy. This testing led to the 
collection of information on the types and location of soil sediments that would be encountered, 
as well as to select locations for additional backhoe trenches. Results from the preliminary 
archaeological fieldwork were included within the AIS plan (O’Hare et al. 2009). The AIS Plan 
also addressed fieldwork that CSH would perform for two additional parcels located adjacent to 
the subject project area (KAK-4 and Kak-24). 

Results from the current AIS will be utilized to determine the possible presence of historic 
properties within the 15 Kamehameha Schools properties in the Kaka‘ako area located on the 
mauka/northeast side of Ala Moana Boulevard. Kamehameha Schools is interested in performing 
an archaeological inventory survey of the parcel with the goal of providing specific information 
on the location of any archaeological sites, including burial sites, and predicting the potential 
occurrence of historic properties throughout the Kamehameha Schools properties in Kaka‘ako 
mauka of Ala Moana Boulevard. This effort is being undertaken to allow planning for 
redevelopment in the context of the history of the area and continuing cultural sensitivity to 
potential finds, especially burials. 

This archaeological inventory survey report was prepared pursuant to the final archaeological 
inventory survey plan approved by SHPD/DLNR for Block 2, and to support the proposed 
project's historic preservation review under Hawai‘i Revised Statutes (HRS) Chapter 6E-42 and 
Hawai‘i Administrative Rules (HAR) Chapter 13-13-284. In consultation with SHPD/DLNR, the 
archaeological inventory survey investigation was designed to fulfill the State requirements for 
an archaeological inventory survey per HAR Chapter 13-13-276. 
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Figure 1. U.S. Geological Survey 7.5 minute topographic map (Honolulu Quad 1998) showing 

the location of the project area 
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Figure 2. Tax Map [1] 2-1-030, showing the project area located in lot 001 and 043 
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Figure 3. Aerial photograph (source: USGS Orthoimagery 2005) showing the location of the 

project area 
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Under Hawai‘i state historic preservation legislation, archaeological inventory surveys are 
designed to identify, document, and provide significance and mitigation recommendations for 
historic properties. Under this legislation, historic properties are defined as any “building, 
structure, object, district, area, or site, including heiau and underwater site, which is over fifty 
years old.” A project’s effect and potential mitigation measures are evaluated based on the 
project’s potential impact to “significant” historic properties (those historic properties 
determined eligible, based on established significance criteria, for inclusion in the Hawai‘i 
Register of Historic Places [Hawai‘i Register]). Determinations of eligibility to the Hawai‘i 
Register result when a state agency official’s historic property “significance assessment” is 
approved by the SHPD/ DLNR, or when SHPD itself makes an eligibility determination for an 
historic property (HAR Chapter 13-276) 

1.2 Scope of Work 
The scope of work for this report was designed to satisfy the Hawai‘i State requirements for 

archaeological inventory surveys (Hawai‘i Administrative Rules [HAR] Chapter 13-276, Chapter 
13-275, and Chapter 13-284): 

1. A ground survey of the entire survey area for the purpose of cultural resource 
identification and documentation. All cultural resources were located, described, and 
mapped with evaluation of function, interrelationships, and significance. 
Documentation includes photographs and scale drawings of selected cultural resources. 
All cultural resources were assigned State Inventory of Historic Properties (SIHP) 
numbers by the State and located with a Trimble GPS (sub-meter horizontal accuracy). 

2. Given the location of the parcel, a ‘backhoe-assisted’ subsurface testing method was 
employed during the AIS. This focused on locating and evaluating subsurface deposits, 
such as buried cultural layers and/or deposits with significant paleoenvironmental data, 
which could not be located by surface pedestrian inspection. Testing in sensitive areas 
was conducted by hand after the initial backhoe work to remove modern and historic 
fill layers. Appropriate natural sediment samples from these excavations were analyzed 
for chronological information.  

3. Research on historic and archaeological background, including search of historic maps, 
written records, and Land Commission Award documents was conducted. This research 
focused on the specific area, with general background on the vicinity, and with an 
emphasis on settlement patterns. 

4. This archaeological inventory survey report was prepared to include the following: 

a. A topographic map of the survey area, showing all archaeological sites and site 
areas; 

b. Description of all excavations and all archaeological sites with profiles, selected 
photographs, scale drawings, and discussions of function; 

c. Historical and archaeological background sections summarizing pre-contact and 
historic land uses, as they relate to any archaeological features; 
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d. A summary of site categories and their significance in an archaeological and 
historic context; and 

e. Recommendations based on all information generated that specifies what steps 
should be taken to mitigate impact of development on archaeological resources – 
such as data recovery (excavation) and preservation of specific areas. These 
recommendations were developed in consultation with the client and the State 
agencies. 

This scope of work includes full coordination with the SHPD/DLNR. This coordination 
occurs after consent of the owner or representatives. 

1.3 Environmental Setting 

1.3.1 Natural Environment 
The project area is located within a topographic section of O‘ahu called the Honolulu Plain, 

an area generally less than 4.5 m (meters), or 15 ft (feet) above sea level (Davis 1989:5). The 
Honolulu Plain is stratified with late-Pleistocene coral reef substrate overlaid with calcareous 
marine beach sand or terrigenous sediments (sediments formed from erosion of rocks on land), 
and stream fed alluvial deposits (material deposited by running water) (Armstrong 1983:36). The 
modern Hawaiian shoreline configuration is primarily the result of: (1) rising sea level following 
the end of the Pleistocene (Stearns 1978; Macdonald et al. 1983); (2) the mid to late Holocene 
ca. 1.5-2.0 m high-stand of the sea (see summary in Dye and Athens 2000:18-19); and, (3) pre-
Contact and post-Contact human landscape modification. At the end of the Pleistocene, between 
approximately 20,000 and 5-6,000 years ago, water previously locked in glacial ice returned to 
the world’s oceans, and the sea-level rose over 100 m to approximately its current level. In the 
vicinity of the current project area, rising sea levels flooded the previously dry, earlier 
Pleistocene reef deposits, which had formed hundreds of thousands of years previously when sea 
level was comparable to modern levels. When sea levels reached approximately modern levels, 
the now coastal regions became depositional environments, where for tens of thousands of years 
previously, during the lower sea-levels, they had been erosional environments. 

A high stand of the sea for the Hawaiian Islands, ca. 1.5 to 2.0 m above present sea level, has 
been well documented between 4,500 and 2,000 years ago (Stearns 1978; Athens and Ward 
1991; Fletcher and Jones 1996; Grossman and Fletcher 1998; Grossman et al. 1998; Harney et al. 
2000). During this high stand, there appears to have been an increase in coral reef production and 
the production of detrital (particles derived from pre-existing rock by weathering or erosion) reef 
sediments. Littoral (shoreline area between the low and high tides) environments appear to have 
been augmented substantially by the deposition of marine sediments. “What this means is that 
the great shoreline sand berms must have developed around the islands at this time because this 
was when calcareous sand was being produced and delivered to the shorelines in large 
quantities” (Dye and Athens 2000:19).  

The Honolulu coastline was likely greatly affected by the deposition of marine sediments 
during this elevated sea level. The subsequent drop in sea level to its present level, ca. 2000 years 
ago, most likely created a slightly erosional regime that may have removed sediments deposited 
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during the preceding period of deposition (Dye and Athens 2000:19). However, the net gain in 
sediments would have been substantial. In 1911, it was estimated that about one-third of the 
Honolulu Plain was a wetland (Nakamura 1979:65, citing a Hawaiian Territory Sanitary 
Commission report). Pre-Contact Hawaiians used the lagoonal/estuary environment of the 
Honolulu plain to construct fishponds. Fishpond walls served as sediment anchors for the 
accumulation of detrital reef sediments. They also likely affected long shore sedimentary 
transport, resulting in new littoral deposition and erosion patterns. In the post- Western Contact 
period, when the fishponds were no longer utilized, they became obvious locations for the 
deposition of fill. These reclaimed areas provided valuable new land near the heart of growing 
urban Honolulu. 

The top soil stratum of soil on the project area probably consists of Fill land, mixed (Fl), 
containing areas filled with material dredged from the ocean and hauled from nearby areas 
(Foote et al. 1972). Foote et al. (1972) show the project area as being Fill (FL), as shown in 
Figure 4. The authors describe it as:  

This land type occurs mostly near Pearl Harbor and in Honolulu, adjacent to the 
ocean. It consists of areas filled with material dredged from the ocean or hauled 
from nearby areas, garbage, and general material from other sources. 

The undeveloped natural condition of the project area consisted of low-lying marshes, tidal 
flats, fish ponds, and reef areas. Beginning in the late nineteenth century, these low-lying areas 
were filled in and then developed, which permanently changed the area into its present fully- 
urbanized character. While fill materials have been found in several portions of the Kaka‘ako 
area during previous archaeological investigations, Jaucas Sand (JaC) was also discovered 
underneath much of the land surface. Foote et al. (1972) describe Jaucus sand as: 

In a representative profile the soil is single grain, pale brown to very pale brown, 
sandy, and more than 60 inches deep. In many places the surface layer is dark 
brown as a result of accumulation of organic matter and alluvium. . . Permeability 
is rapid, and runoff is very slow to slow. . . . Workability is slightly difficult 
because the soil is loose and lacks stability for use of equipment. 

Below the modern fill, Foote et al. (1972) show most of the project area covered by Ewa silty 
clay loam, 0-2 percent slopes (EmA). The Ewa series consists of well-drained soils in basins and 
on alluvial fans, which developed in alluvium derived from basic igneous rock. They are nearly 
level to moderately sloping. Elevations range from near sea level to 150 feet. The soils are used 
for sugarcane, truck crops, and pasture. The natural vegetation consists of native grasses and 
‘uhaloa (Waltheria indica var. americana); historic introductions common to the area prior to its 
wholesale development include kiawe (Prosopis pallida) and koa haole (Leucaena 
leucocephala). 

In this area of the Honolulu District, rainfall averages less than 30 inches per year (Armstrong 
1983:62). Northeasterly trade winds prevail throughout the year, although their frequency varies 
from more than 90% during the summer months to 50% in January; the average annual wind 
velocity is approximately 10 miles per hour (Wilson Okamoto 1998:2-1). Vegetation within the 
project area is limited to a few ornamental trees in grass parking lot dividers and along the 
project area margins. 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 46  Introduction 

Archaeological Inventory Survey Report for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 8
TMK: [1] 2-1-030:001, 043  

 

 
Figure 4. Soil map of the general Kaka‘ako area (base map: U.S. Geological Survey 7.5 minute 

topographic map Honolulu Quad 1998) with the location of the project area (Foote et 
al. 1972) 
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1.3.2 Built Environment 
The project area is located within central Honolulu and is surrounded by modern urban 

development including streets, sidewalks, and utility infrastructure. The parcel is a heavily 
utilized, asphalt covered parking lot with small grassy strips around the parcels’ borders. 
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Section 2    Methods 

2.1 Field Methods 
The fieldwork component of the archaeological inventory survey was carried out under 

archaeological permit numbers 10-10 and 11-17, issued by the SHPD/DLNR, per Hawai‘i 
Administrative Rules (HAR) Chapter 13-282. There were two phases of fieldwork for the AIS. 
Phase I was conducted between April 13 and April 30, 2010 and consisted of excavation and 
documentation of 36 trenches. Phase II consisted of 42 additional trenches, conducted between 
November 1 and November 19, 2010. The CSH field crew included Doug Borthwick, B.A. 
(project supervisor), Michelle Pammer, B.A., Jeffrey Fong, M.A., Ellena De Leeuw, B.A., Kelly 
Burke, M.A., Jane Dregson, B.A., Rosanna Runyon, B.A. Randy Groza, M.A., and Josie 
Paolello, M.A., under the overall supervision of principal investigator Hallett H. Hammatt, Ph.D. 
The fieldwork required a total of approximately 72 person-days to complete. 

2.1.1 Pedestrian Survey 
A complete 100 percent pedestrian inspection of the project area was undertaken. As there 

were no surface cultural resources, the AIS’s cultural resource identification efforts focused on 
the identification of subsurface cultural deposits, which, based on background research, were 
likely to be preserved beneath layers of historic and modern fill. 

2.1.2 Subsurface Testing 
The subsurface testing program included the excavation of 78 test trenches, 36 during Phase I, 

and 42 additional trenches during Phase II. The test trenches averaged approximately 6 m long 
and 0.80 m wide. 

2.1.2.1 Test Trench Methodology 

Test trenches were distributed throughout the project area to provide representative coverage 
and assess the stratigraphy for potential subsurface cultural resources within the project area. 
Preparation work consisting of saw cutting and removal of asphalt before trenching within the 
parking lot. A standard backhoe with a two-foot wide bucket was used to assist in the 
excavations of each trench. CSH personnel closely monitored all backhoe excavation activity, at 
least two archaeologists watching, one positioned at either end of the trench to monitor both the 
removal of sediment from the trench and the emptying of the backhoe bucket on the adjacent 
back dirt pile. Once the trench was fully explored and was not found to contain significant 
cultural deposits such as burials, the backhoe was then utilized to excavate trenches to the coral 
shelf. All trenches were excavated to the water table or the underlying coral shelf. Following all 
documentation and sampling each trench was backfilled, compacted, and repaved with asphalt, if 
required. 

2.1.3 Documentation of Stratigraphy 
Each test trench was documented with a scale section profile, photographs, and sediment 

descriptions. The sediments encountered were described for each of the excavations using 
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standard USDA soil description observations and terminology. Sediment descriptions included 
Munsell color designations, texture, consistency, structure, plasticity, cementation, origin of 
sediments, descriptions of any inclusions such as cultural material and/or roots and rootlets, 
lower boundary distinctiveness and topography, and other general observations. Photographs 
included a two meter long photo scale for size reference.  

2.1.4 Ground Penetrating Radar Survey (GPR) 
Prior to excavation of the Test Trenches 23-27, each potential trench location was surveyed 

with ground penetrating radar (GPR) using a Geophysical Survey Systems, Inc. (GSSI) SIR-
3000 system equipped with 400 MHz antenna. This is a bistatic system, in which 
electromagnetic energy in the radar frequency range is transmitted into the ground via a sending 
antenna. Radar energy is reflected off of the subsurface matrix and is then received by another, 
paired antenna. Reflected energy is sampled and the travel time (in nanoseconds) of the 
individual reflection waves is recorded. Wave propagation speed varies depending on the nature 
of the subsurface medium. Any changes in density or electromagnetic properties within the 
stratigraphic column may cause observable variations in reflection intensity. Reflection features 
may include discrete objects, stratigraphic layering, or other subsurface anomalies.  

GPR survey for this project was conducted using tow single-run transects along the long axis 
of the areas to be excavated. The single-run transect method of GPR survey produced a two-
dimensional (2D) profile of subsurface anomalies to a pre-determined depth of 2 meters. The 
GPR survey was conducted to determine the viability of ground penetrating radar use in 
determining stratigraphy, including the depth of bedrock and the water table, and in locating 
significant cultural deposits in an urban environment. Following the GPR survey, each testing 
area was excavated to compare the results of the GPR survey with the observed stratigraphy. 
Previous attempts to GPR sites within the surrounding area produced questionable results in 
terms of predicting subsurface anomalies and possible areas of concern, hence only a small 
number of trenches were selected to ‘test’ the viability of this surveying technique. The GPR 
results can be found below with the stratigraphic profiles and sediments studies for each of the 
examined trenches. 

2.2 Laboratory Methods 
Following the completion of fieldwork, all collected materials were analyzed using current 

standard archaeological laboratory techniques. Collected artifacts were sorted, identified, 
measured, and quantified. In general, artifact analysis focused on establishing, to the greatest 
extent possible, material type, formal/function type, cultural affiliation and/or age of 
manufacture. A catalogue of all collected artifacts was prepared and is presented in Appendix B 
located within the VOLUME II portion of this report (Pammer et al. 2011). 

2.2.1 Wood Taxa Identification 
Three charcoal samples (Taxa Samples 1, 2 and 3) were sent to the International 

Archaeological Research Institute, Inc. (IARII) for taxa identification. The samples were viewed 
under magnification of a dissecting microscope. The samples were compared with anatomical 
characteristics of known woods in the Pacific Islands Wood Collection at the Department of 
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Botany, University of Hawai‘i, and published descriptions. The taxa identification was 
performed in hopes that they would provide useful information for interpreting the 
environmental and cultural history of the project area and help determine a general time frame of 
land use. Following analysis, the materials were returned to CSH.  

2.2.2 Radiocarbon Dating 
One sample of charcoal that was unable to be identified through Taxa Identification (Beta 

Analytic Sample 1) and one sample of charcoal containing identified native Hawaiian taxon 
(Beta Analytic Sample 2) were collected from intact cultural deposits and sent to Beta Analytic, 
Inc. of Miami, Florida for radiocarbon dating analysis. The samples were analyzed using the 
Accelerator Mass Spectrometer (AMS) method. The conventional radiocarbon age determined 
by Beta Analytic, Inc. was calibrated to calendar ages using the OxCal calibration program, 
Version 4.1, developed by the University of Oxford Radiocarbon Accelerator Unit (ORAU), and 
available as share-ware over the Internet. 

Upon conclusion of the project all collected materials will remain curated at the Cultural 
Surveys Hawai‘i, Inc. office in Waimānalo, O‘ahu until a permanent curation facility is 
determined by the project proponents and SHPD/DLNR. 

2.3 Document Review 
Historic and archival research included information obtained from the UH Mānoa Hamilton 

Library, the State Historic Preservation Division Library, the Hawai‘i State Archives, the State 
Land Survey Division, and the Archives of the Bishop Museum. Previous archaeological reports 
for the area were reviewed, as were historic maps and primary and secondary historical sources. 
Information on Land Commission Awards was accessed through Waihona ‘Āina Corporation’s 
Māhele Data Base (<www.waihona.com>). 

2.4 Consultation 
As part of Kamehameha Schools’ outreach efforts, consultation with organizations and with 

knowledgeable members of the community has been conducted and is ongoing to identify 
kūpuna and other individuals with knowledge of the history of the proposed project area and its 
surroundings. The results of these interviews were compiled in a previous study by Garcia and 
Associates (McElroy et al. 2008), titled Ethno-Historical Inventory Study of Kaka‘ako, compiled 
in 2007. 

In recognition of the historic cultural sensitivity of Kaka‘ako, Kamehameha Schools is taking 
a very proactive and broad approach towards consultation. Kamehameha Schools presented a 
general overview of the Kaka‘ako Mauka Master Plan to the SHPD Administrator and staff on 
November 5, 2008. Kamehameha Schools has already begun consultation with lineal and cultural 
descendants that have been recognized by the O‘ahu Island Burial Council for projects in the 
Kaka‘ako area and intend to work in close collaboration with this group as this project moves 
forward. After an initial on November 5, 2008, the recognized descendants expressed interest in 
a walking tour of the project area and this visit was conducted on January 26, 2009. At this time, 
the comprehensive (i.e. ethnographic, historic, and cultural) research and information that was 
compiled for 16 Kamehameha Schools Kaka‘ako Mauka parcels, including the Block 2 Parking 
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Lot, was shared and discussed. Results of the early archaeological testing and proposed sampling 
methodology to help predict sensitive areas that may contain iwi kupuna (ancestral bones) and 
other resources were also discussed.  

Kamehameha Schools presented informational briefings to the O'ahu Island Burial Council on 
January 14, 2009, February 11, 2009, March 11, 2009, and April 8, 2009. Kamehameha Schools 
will be consulting with them regularly throughout this project to keep them informed and seek 
their guidance, especially as it relates to this archaeological inventory survey report. A 
consultation meeting between representatives of Kamehameha Schools and Hui Malama I Na 
Kupuna o Hawai‘i Nei was held on December 11, 2008, and a meeting with the Office of 
Hawaiian Affairs was held on February 12, 2009. Ongoing coordination and consultation with 
the descendants, agencies and others, including appropriate native Hawaiian organizations, will 
continue as a high priority for Kamehameha Schools on this project. 

The results of the cultural consultation can be found the Results of Community Consultation 
section, Section 8, below. 
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Section 3    Mythological and Traditional Accounts 

3.1  Overview for Kaka‘ako 
The current urban district known as Kaka‘ako is significantly larger than the traditional area 

of the same name, which is described in mid-nineteenth century documents and maps as a small 
‘ili (traditional land unit). In addition to Kaka‘ako, the present Kaka‘ako area included lands 
once known as Ka‘ākaukukui, Kukuluāe‘o, and Kewalo, and even smaller areas—possibly 
portions of ‘ili—called Kawaiaha‘o, Honuakaha, Pu‘unui, Ka‘ala‘a, ‘Āpua, and ‘Auwaiolimu. 
The study area is within the ‘ili of Ka‘ākaukukui and Pu‘unui. 

The original location and extent of an area called Kaka‘ako is discussed by the ethnographer 
Henry Enoka Palenapa Kekahuna, who was born on Maui, Hawai‘i in 1881 and was a long-time 
resident of Honolulu. Henry placed Kaka‘ako “on the Ewa side of Kuloloia Stream where the 
Honolulu Iron Works and Fort Armstrong are now,” an area now covered by One Waterfront 
Plaza (between South and Punchbowl Streets, west and adjacent to the current project area). 
Kekahuna also related that “there were formerly scattered dunes of white sand there. Gilbert 
Islanders (Kilipaki) squatted there, and made a living by fishing, collecting coral for curios, and 
catching octopus.” Only four 1850s Land Commission Awards list their location as within the 
‘ili of Kaka‘ako (waihona ‘āina database). These are also generally located adjacent to the sea, 
east of Punchbowl Street between Pohukaina Street and Reed Lane. F. S. Dodge placed 
Kaka‘ako between Punchbowl, Pohukaina, South Street and Ala Moana Boulevard on an 1891-
1902 map. On many early maps, only the area near the Kaka‘ako Receiving Station is labeled as 
Kaka‘ako. One 1876 map has a point marked Kaka‘ako further east, between Cooke Street, ‘Ohe 
Lane, and Ala Moana Boulevard; this may be a label for a triangulation station used by surveyors 
for mapping, rather than a label for the surrounding area. An 1884 map of the “Kewalo” section 
of Honolulu does not show an area named Kaka‘ako at all. Instead the coastal areas (south of 
Queen Street) are labeled Ka‘ākaukukui, Kukuluāe‘o, and Kālia (from west to east), while the 
inland area is labeled Kewalo. 

Until fairly recently, Kaka‘ako was considered to be something of a wasteland, or empty 
space, between the better-known locations of Kou (modern-day Honolulu) and Waikīkī. Several 
recent archaeological projects, in support of development and construction in the area, have 
documented several large cemeteries dating from the earlier historic period and perhaps late pre-
Contact times. Otherwise, the place is known and is famous in a traditional sense for its low-
lying marshes, fishponds and salt making.  

It does not appear that the subject parcel was in an area of dense or permanent settlement in 
traditional times. Most of the pre-contact and early post-contact population was clustered in the 
village of Honuakaha, situated northwest of this location, or scattered adjacent to the main trails 
(i.e. Queen and King Streets), north of the parcel. However, in later (post-1850) post-contact 
times, this changed, as population pressure in Honolulu and urban expansion led to the infilling 
of marshes and wetlands on the outskirts of Honolulu, and the development of the study parcels 
into commercial, industrial, and residential areas. 
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3.2 Place Names 
Place name translations presented without attribution in this subsection are from Place Names 

of Hawai‘i (Pukui et al. 1974), unless indicated otherwise. The researchers for this book based 
their interpretations not only on literal (phonetic) translations of the words, but also on oral 
traditions and historic documents. In this work, the place names of geographic features and 
ahupua‘a names are translated; however, ‘ili names (small land divisions within ahupua‘a) are 
not usually presented.  

Thomas Thrum also published a short paper on place names in the 1922 edition of Lorrin 
Andrews A Dictionary of the Hawaiian Language, based only on the phonetic translations of the 
place names. This work does have a large number of translated ‘ili names. Because there are no 
oral or written documents to confirm Thrum’s interpretations, Mary Pukui (Pukui et al. 
1974:136) cautioned that Thrum’s translations were sometimes “unreliable.” Thrums’s 
translations will be presented here since it is our only source for many ‘ili names, but Pukui’s 
cautionary note for these interpretations should be kept in mind.  

Many of the place names listed below are associated with specific mo‘olelo (oral histories) 
and wahi pana (legendary or storied places). The location of some of these place names can be 
seen on two figures, the first (Figure 5) is an overview of the entire Honolulu Harbor section 
extending to Ka‘ākaukukui, and other focuses on the Ka‘ākaukukui area and surrounding ‘ili 
near the study parcels (Figure 6). The Hawai‘i Land Survey Division Registered Maps (RM) and 
Bernice P. Bishop Estate (BE) maps used to make these compiled place name figures are: 

1) 1876 - Ka‘ākaukukui and Pu‘unui by C. J. Lyons, RM # 611 
2) 1880 - Honolulu, Kewalo Section, by J. F. Brown, BE # 139 
3) 1884 - Honolulu, Kewalo Section by S. E. Bishop, RM # 1090 
4) 1886 - Makai Lands and Fisheries of Ka‘ākaukukui, by S.E. Bishop, BE # 113 
5) 1891 - Ka‘ākaukukui, Kaka‘ako Section, by F. S. Dodge, RM # 1587 and BE # 145 

As these maps span 15 years (1876-1891), not all the features shown on the two figures were 
present during the entire time span; for instance the filled Waikahalulu lands and the first wharf 
docks were not built and are not shown on the earliest maps. The place name figures, therefore, 
represent the study area in the late nineteenth century, not at a specific date. The former locations 
of important places, such as for Pākākā Heiau and Ka‘ahaimauli Heiau, have also been added to 
this figure. 

Pukui et al. (1974) do not give a meaning for the place name Kaka‘ako, but the Hawaiian 
word kākā‘āko can be translated as “dull, slow” (Pukui and Elbert 1986:110). Thrum (1922:639) 
translated the word as “prepare the thatching” (kākā=to chop, beat, or thresh; ako=thatch). If 
Thrum’s translation is correct, it could be related to the fact that salt marshes, such as areas like 
Kaka‘ako, were excellent places to gather tall pili grass, which the Hawaiians traditionally used 
to thatch their houses (see Legend of Kewalo, Section 3.3.2). 

According to Kekahuna (1958:4), Ka‘ākaukukui was “a beautiful sand beach that formerly 
extended along Ala Moana Park to Kewalo Basin, a quarter mile long reef extended along the 
shore.” An 1884 map (see Figure 6) shows it extending from Punchbowl to Cooke Street makai 
of Queen Street. Pukui et al. (1974) describe Ka‘ākaukukui as a [filled-in] reef. The name means  
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Figure 5. Place name figure, Honolulu Harbor to Ka‘ākaukukui, based on tracing of five maps 

dating from 1874 to 1891 (place names written, without diacritical marks, as they 
appear on the original maps) 
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Figure 6. Place name figure, Ka‘ākaukukui section, based on tracing of five maps dating from 

1874 to 1891, showing location of the Kamehameha Schools KAK-2 (Block 2) parcel 
(place names written, without diacritical marks, as they appear on the original maps) 
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“the right (or north) light,” and it may have referred to a maritime navigation landmark. Thrum 
(1922:635) translates it as “radiating place for lamp.” In the early twentieth century, it was 
translated as “to the right of the lighthouse” by the squatters who lived in the area (Gessler 
1938:187). This would have been an accurate description of the area at that time as 
Ka‘ākaukukui was east, or “to the right” of the Honolulu Lighthouse in the harbor. However, this 
is probably a historic, not an ancient, interpretation as the Honolulu Lighthouse, shown on Figure 
5, was not built until 1869 (Dean 1991:7). 

The area around One Waterfront Plaza, southwest of the current project parcels, was the 
location of a pond called Umukanaka, or Kaimukanaka, as seen on the 1876 Lyons map (see 
Figure 6). Griffin et al. (1987:39) suggested that this pond may have been the same as a place 
called Ka-imu-hai-kanaka, which means “the oven of human sacrifice.” However, Henry 
Kekahuna, a noted ethnologist born in the islands in 1881 (1958:6, 20), states that 
Kaimuhaikanaka was actually the original name for the Honolulu Fort, built by Kamehameha I 
in 1816, which was located at the corner of Queen and Fort Streets, west of the current project 
area. Honolulu Fort was adjacent to the main temple of Honolulu, Pākākā Heiau, which was used 
for human sacrifice.  

Several of these place names are mentioned in the chant “The Battle of Nu‘uanu,” which 
concerns the 1795 invasion and conquer of O‘ahu by Kamehameha I. One section of the chant 
describes locations in Honolulu, listing them from east to west: 

75 Lauwili i Puke (Pu‘ukea), i Ka-imu-hai-kanaka, 
76 I Kai-kua, i Kakaako, i Mamala, 
77 I ke kai o Kuloloia, Pakaka, 
78 I ka-imu-hai-kanaka, i ka-wai-apuka-Kane  
     [Kala‘ikuahulu 1880:131]. 

Pu‘ukea (“white hill”) is a small land division and heiau in Kukuluāe‘o, Māmala (“to 
protect”) is the name of a canoe landing in Honolulu Bay and a surf, Kuloloia (meaning 
unknown) is a stream, the harbor, and beach at the end of Fort Street. Pākākā is the name of a 
canoe landing and an important heiau, also located at the foot of Fort Street (Griffin et al. 1987: 
39). There are several interpretations for the name Pākākā. In Place Names of Hawai‘i (Pukui et 
al. 1974:175), the name is translated as “to skim, as stones over water.” In the Hawaiian 
Dictionary by Pukui and Elbert (1986:304), pākākā is translated as “low and broad.” Lebo has 
suggested that the correct translation may be “courtyard for smiting,” as this heiau was used for 
human sacrifice. Westervelt (1963:21), in his collection on Honolulu legends, noted that the 
heiau:  

. . . was standing on the western side of the foot of Fort Street long after the 
[Honolulu] fort was built from which the street was named. It was just below the 
fort. . . . In this temple, the school of the priests of Oahu had it s headquarters for 
centuries. The walls of the temple were adorned with heads of men offered in 
sacrifice. 

The root word hai, “sacrifice” is found in the place name Ka-imu-hai-kanaka (“the oven of 
human sacrifice”), a place probably associated and located near Pākākā, a sacrificial heiau. It is 
not found in the place name for the pond Ka-imu-kanaka in Ka‘ākaukukui, so there is no 
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indication that this was also a place for sacrifice. However in the Battle of Nu‘uanu chant 
presented above, the place name Ka-imu-hai-Kanaka is used twice. If the chant is listing places 
from east to west, then the place names are Pu‘ukea, Ka-imu-hai-kanaka, Kaka‘ako, Kuloloia, 
Pakaka, and Ka-imu-hai-kanaka. Pu‘ukea is east of the project area in the land of Kukuluāe‘o, 
Kuloloia and Pākākā are west of the project area near downtown Honolulu, so it is possible that 
there was also a place called Ka-imu-hai-kanaka near the project area in the land of 
Ka‘ākaukukui. 

Ka‘ākaukukui was a lele, or jump land. That is, it had several non-contiguous parcels; one of 
these was at the coast and two others were inland. It was adjacent on the mauka side to several 
other small ‘ili and lele lands, including portions of Pu‘unui (“big hill”), Ka‘ala‘a (“sacred 
radiance”) (Thrum 1922:635), Honuakaha (“flat land” Thrum 1922:633), Pualoalo (“hibiscus 
kokio”; Thrum 1922:667), ‘Āpua (“fish basket”) and ‘Auwaiolimu (“ditch of moss”).  

There are a few other names on the 1876 map near or overlapping with the Kamehameha 
parcels. The westernmost salt pan area is labeled Kaimukanaka, the name of a pond and also an 
‘ili. One claim was made for the ‘ili of Kaimukanaka (LCA 8057 to Ehu), but it was not 
awarded. Two other names in the salt pan area are Kalokoeli, “the dug pond” (Pukui et al. 
1974:78) and Kuaimeki (unknown meaning; meki may mean “pit.”) These may be ‘ili or pond 
names, or both. 

Kukuluāe‘o, translated literally is the “Hawaiian stilt (bird),” Himantopus himantopus, and 
from the word kukuluāe‘o, which means “to walk on stilts.” Pukui et al. (1974) described the 
area as “formerly fronting Ke-walo Basin” and “containing marshes, salt ponds, and small 
fishponds,” an environment well suited for this type of bird (Griffin et al. 1987:36). Kekahuna 
(1958:4) described it as “the land on the upland side of Ka‘ākaukukui. Salt was formerly made 
there.”  

Kewalo literally means “the calling (as an echo).” Land Commission and other historic-era 
documents identify it as the area between Cooke and Sheridan Streets, mauka of Queen Street 
and the coastal sections of Ka‘ākaukukui, Kukuluāe‘o, and Kālia. According to Pukui et al. 
(1974:109), “outcasts (kauwā) intended for sacrifice were drowned here” (see mo‘olelo below). 
Kekahuna said that at one time, it also had a sand beach as a part of the area, where various 
sports, such as surfing were held. An 1866 map (Hawai‘i Land Survey Division, Reg. Map No. 
111), shows this small, thin coastal section adjacent to the east side of Kolowalu Pond, east of 
the project area. 

3.3 Mo‘olelo Associated with Place Names 
The present study area is generally located in a region known as Ka‘ākaukukui. It is makai of 

Kewalo on early historic maps and west of the land called Kukuluāe‘o. The names Ka‘ākaukukui 
and Kukuluāe‘o do not appear in any citations in Hawaiian Island Legends Index or in the index 
to Fornander’s Collection of Hawaiian Antiquities and Folklore. There are a few mentions of the 
place names “Kewalo” and Kaka‘ako in various legends and traditions. Kaka‘ako and 
Kukuluāe‘o are mentioned in some post-contact chants. 

From these legendary accounts it can be seen that Ka‘ākaukukui, Kukuluāe‘o, and Kewalo 
were traditionally noted for their fishponds and salt pans, for the marsh lands where pili grass 
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and other plants could be collected, for ceremonial sites such as Pu‘ukea Heiau, Kewalo Spring, 
and Kawailumalumai Pond at which sacrifices were made, and for their trails that allowed 
transport between the more populated areas of Waikīkī and Honolulu. Important chiefs were 
born in the area and conducted religious rites, and commoners traveled to the area to procure 
food and other resources; some commoners probably also lived in the area, possibly adjacent to 
the ponds and the trails. 

3.3.1 Kaka‘ako 
Kaka‘ako is mentioned in Thrum’s version of the legend of Kū‘ula, the god presiding over the 

fish, and his son ‘Ai‘ai, who was the first to teach the Hawaiians how to make various fishing 
lines and nets, the first to set up a ko‘a kū‘ula, a rock shrine on which the fishermen would place 
their first catch as an offering to Kū‘ula, and the first to set up ko‘a ia, fishing stations where 
certain fish were known to gather. Leaving his birthplace in Maui, ‘Ai‘ai traveled around the 
islands, establishing ko‘a kū‘ula and ko‘a i‘a. On O‘ahu, he landed first at Makapu‘u in 
Ko‘olaupoko, and then traveled clockwise around the island. 

Aiai came to Kalia [Waikīkī] and so on to Kakaako. Here he was befriended by a 
man named Apua, with whom he remained several days, observing and listening 
to the murmurs of the chief named Kou. This chief was a skillful haiku 
[Katsuwonus pelamis; bonito] fisherman, his grounds being outside of Mamala 
until you came to Moanalua. There was none so skilled as he, and generous 
withal, giving akus to the people throughout the district [Thrum 1998:242].  

3.3.2 Kewalo 
Kewalo once had a freshwater spring in the central portion (current location unknown), as 

seen in the proverb “Ka wai huahua‘i o Kewalo” which translates as “The bubbling water of 
Kewalo.” Two springs are mentioned in a traditional story of the Waters of Ha‘o. This legend 
tells of two children of the chief Ha‘o who ran away from their cruel stepmother. They stayed a 
time with the caretakers of Kewalo Spring, which may have been located close to the trail that 
connected Waikīkī and Honolulu. The children then left when they heard that the chiefess had 
sent men to look for them. The two children followed the moonlit trail across the plain toward 
Kou (Honolulu), but finally collapsed from weariness and thirst. In a dream, the boy’s mother 
told him to pull up a plant close to his feet. When he did, he found a spring under the plant, 
which was called the Water of Ha‘o, or Kawaiaha‘o. This spring is located at the western end of 
the trail, near Kawaiaha‘o Church in Kaka‘ako (Pukui 1988:87-89). 

Kewalo also once had a famous fishpond that was used to drown members of a pariah caste 
(kauwā) or kapu (taboo) breakers as the first step in a sacrificial ritual known as Kānāwai 
Kaihehe‘e (Kamakau 1991:6) or Ke-kai-he‘ehe‘e, which translates as “sea sliding along,” 
suggesting the victims were slid under the sea (Westervelt 1963:16). Kewalo is described as: 

A fishpond and surrounding land on the plains below King Street, and beyond. It 
contains a spring rather famous in the times previous to the conversion to 
Christianity, as the place where victims designed for the Heiau of Kanelaau on 
Punchbowl slopes, was first drowned. The priest holding the victim’s head under 
water would say to her or him on any signs of struggling, “Moe malie i ke kai o 
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ko haku.” “Lie still in the waters of your superiors.” From this it was called 
Kawailumalumai, “Drowning waters” [Sterling and Summers 1978: 292]. 

Kō‘ula (meaning “red sugar cane”) is the area around Thomas Square and the mauka portion 
of the Ward estate, suggesting that the Kawailumalumai Pond may have been east (“beyond 
Kō‘ula”) of the Ward estate. It may be part of the pond (5 ponds) complex awarded to Koalele as 
LCA 3169, which is pictured on an 1884 Bishop map, as just to the southeast of the Ward/Booth 
estate (LCA 274) and generally mauka and northeast of the project area.  

Kewalo is mentioned in a legend as a marsh near the beach, where tall pili grass was growing. 
A man named Kapoi went to this area to get thatching for his house. While there, Kapoi found 
seven owls eggs and took them home to cook for his supper. An owl perched on the fence 
surrounding his house and cried out “O Kapoi, give me my eggs!” After several such pleas, 
Kapoi eventually returned the eggs. In return, the owl became his ‘aumakua (family god) and 
instructed him to build a heiau (pre-Christian place of worship) named Mānoa. Kapoi built the 
heiau, placed some bananas on the altar as a sacrifice, and set the kapu days for its dedication. 
The king of O‘ahu, Kākuhihewa, who was building his own heiau in Waikīkī, had made a law 
that if any man among his people erected a heiau and set the kapu before him, that man should 
die. Kapoi was seized and taken to the heiau of Kūpalaha, at Waikīkī. Kapoi’s ‘aumakua owl 
asked for aid from the king of the owls at Owl’s Hill (Pu‘u Pu‘eo) in Mānoa, who gathered all of 
the owls of the islands. They flew to Kūpalaha and battled the king’s men, who finally 
surrendered. From this time, the owl was considered a powerful akua (god). The battle area was 
known as Kukaeunahio-ka-pueo, which means “the confused noise of owls rising in masses” 
(Westervelt 1963: 135-137; Thrum 1998: 200-202). 

Kewalo was the birthplace of the great chief Hua-nui-ka-la-la‘ila‘i, as mentioned in this mele 
(story) chanted by Kamakau (1991 24): 

‘O Hua-a-Kamapau ke ‘li‘i Hua-a-Kamapau the chief 
O Honolulu o Waikīkī O Honolulu, of Waikīkī 
I hanau no la i kahua la i Kewalo, Was born at Kewalo, 
‘O Kālia la kahua Kālia was the place [the site] 
O Makiki la ke ēwe,  At Makiki the placenta, 
I Kānelā‘au i Kahehuna ke piko,  At Kānelā‘au at Kahehuna the navel cord, 
I Kalo i Pauoa ka ‘a‘a; At Kalo at Pauoa the caul; 
I uka i Kaho‘iwai i Upland at Kaho‘iwai, at 
  Kanaloaho‘okau . . .   Kanaloaho‘okau. . . 

The chief Hua was famous for his love of cultivation and his care for the people. His heiau, 
called Pu‘ukea, was in Kukuluāe‘o in Honolulu; it is mentioned in a traditional wānana 
(prophecy) recorded by Kamakau (1991:24-25).  

[Ka makaua ua kahi o ‘Ewa] [The increasing “first rain” of ‘Ewa] 
Ua puni ka i‘a o Mokumoa, Overcomes the fish of Mokumoa, 
Ua kau i‘a ka nene; Washes up fish to the nene plants; 
Ua ha‘a kalo ha‘a nu; Lays low the taro as it patters down; 
Ha‘a ka i‘a o kewalo,  Lays low the fish of Kewalo, 
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Ha‘a na ‘ualu o Pahua, Lays low the sweet potatoes of Pahua, 
Ha‘a ka mahiki i Pu‘ukea, Lays low the mahiki grass at Pu‘ukea, 
Ha‘a ka unuunu i Pele‘ula, Lays low the growing things at Pele‘ula 
Ha‘a Makaaho i ke ala. Lays low Makaaho [Makāho] in its path 
 
E Kū e, ma ke kaha ka ua, e Kū, O Kū, the rain goes along the edge [of the 
          island], O Kū  
[I ‘ai ‘na ka i‘a o Maunalua] . . . [Eating” the fish of Maunalua] . . . 

The chant mentions the mahiki grass of Pu‘ukea Heiau. The Hawaiian term mahiki means “to 
peel off” (Andrews 2003:369). The word was also used to describe a rite to exorcise an evil 
spirit, as the skilled kahuna (priest) “peeled” the malicious spirit from the afflicted. Used in the 
ritual was a shrimp called mahiki or a native grass called mahiki. Mahiki, or ‘aki‘aki, is a tufted 
rush (Sporobolos sp.) found near the seashore. The ethnologist, Mary Pukui, states that even 
during her youth, parents put “tī leaves, or hala, or ‘aki‘aki grass, in a little sea-salt water and 
[would] have the child drink it” (Pukui et al. 1972:163) to rid them of badly-behaving spirits. 
The use of this grass in a ritual may explain its association with a ceremonial heiau, or it may 
simply be that the Kukuluāe‘o coast was a good habitat and thus a favored place for healers to 
collect this type of grass.  

3.3.3 Ka‘ākaukukui 
Ka‘ākaukukui is briefly mentioned in the legend of Hi‘iaka, beloved sister of the Hawaiian 

volcano goddess, Pele. Hi‘iaka and her companions had been traveling around O‘ahu on the land 
trails, but decided to travel from Pu‘uloa (on Pearl Harbor in ‘Ewa) to Waikīkī by canoe. At 
Pu‘uloa, Hi‘iaka met a party who were planning on traveling to the house of the chiefess Pele‘ula 
in Waikīkī. Hi‘iaka recited a chant, telling the people although they were going by land and she 
was going by sea they would meet again in Kou (ancient name of Honolulu). One portion of the 
chant mentions the place Ka‘ākaukukui, with reference to a pool, possibly a reference to the salt 
ponds of the area: 

A pehea lā au, e Honoka‘upu, ku‘u aloha And what of me, O Honoka‘upu, my love 
I ka welelau nalu kai o Uhi, o ‘Ōa Upon the crest of the surf at Uhi and ‘Oā 
‘O nā makai ke ao (pō) o poina Eyes in the living realm (night) of oblivion 
Ma hea lā wau, e ke aloha lā Where am I, O my love 
‘O Kou ka papa Kou is the coral flat 
 
‘O Ka‘ākaukukui ka loko Ka‘ākaukukui is the pool 
‘O ka ‘alamihi a‘e nō Some ‘alamihi indeed 
‘O ka lā a pō iho Wait all day until night 
Hui aku i Kou nā maka. Friends shall meet in Kou. 
     [Ho‘oulumāhiehie 2006a:297; Ho‘oulumāhiehie 2006b:277] 

The exact meaning of the word alamihi within this chant is unknown. ‘Alamihi is the 
name of a native Hawaiian small black crab (Metopograpsus thukuhar), a scavenger that is often 
associated in Hawaiian sayings with corpse-eating (Pukui and Elbert 1986:18). Alamihi is also 
used as a place name that can mean “path [of] regret” (Pukui et al. 1974:9). 
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3.3.4 Heiau of Honolulu 
There is no mention in historical documents for any heiau in the coastal Ka‘ākaukukui or 

Pu‘unui lands. However, there were at least three heiau in the general coastal Honolulu area, one 
east and two west of the study parcels. 

In the chant to the chief Hua, the heiau of Pu‘ukea in Kukuluāe‘o is mentioned. The literal 
meaning of Pu‘ukea is “white hill” (although it may have alternate meanings). Pu‘ukea is also 
the name of a small land division within the ‘ili of Kukuluāe‘o, mentioned in at least two Land 
Commission Awards, LCA 1502 (not awarded) and LCA 1504. LCA 1504 was located near the 
junction of Halekauwila Street and Cooke Street. It is fairly common for a heiau to have the 
same name as the ‘ili in which it is located, so it is possible that Pu‘ukea Heiau was also near the 
junction of Halekauwila and Cooke streets. The majority of the house sites in the mid-nineteenth 
century in Kukuluāe‘o were located near Halekauwila Street and Queen Street, mauka of the 
low-lying coastal swamplands on higher, dry ground. It is possible that the heiau platform or the 
area that it was built on was one of the few “high spots” in the flat, low-lying swamp that 
surrounded it, and thus gained the name pu‘u kea (white hill).  

The second heiau known for the Honolulu area is Pākākā Heiau, once located at the foot of 
Fort Street, west of the current project area. Kamehameha I lived in a complex around Pākākā 
Heiau from 1809 to 1812. The site’s use as a ceremonial structure ended in 1819 with the 
abolition of the kapu (tabu) system, but the area of the heiau platform was part of a royal village 
up to 1826, when Ka‘ahumanu, wife of Kamehameha, moved from this complex to a site nearer 
Kawaiaha‘o Church to be near the houses of the new American missionaries (Kamakau 
1961:265). In 1816, the Honolulu Fort had been built to the east of the complex. The fort was 
demolished in 1857 (Figure 7) to make way for expansion of the harbor complex (Judd 1975:59). 

Thomas Thrum, who made several lists and surveys for Hawaiian heiau, does list Pākākā but 
does not mention Pu‘ukea Heiau. He adds a third Honolulu temple, Ka‘ahaimauli Heiau (Thrum 
1906a:44), destroyed by the time of his survey, but once located in downtown Honolulu in the 
general area of ‘Iolani Palace. The location of this heiau has been marked on the compiled map 
tracing shown in Figure 5.  

In his report on the survey of O‘ahu sites conducted in the early 1930s, McAllister (1933:80) 
says of Honolulu “Information regarding former sites within the present limits of Honolulu must 
come entirely from literary sources.” He does mention Pākākā Heiau, once the main royal temple 
in Honolulu; this heiau would have been located around the foot (makai end) of Fort Street. He 
does not list Pu‘ukea or Ka‘ahaimauli Heiau, but he does note that Peter Corney, a visitor to the 
island in 1819, saw several heiau (morai) along the Honolulu shore: 

There are several morais, or churches in the village, and at new moon the priests, 
chiefs and hikanees (aikane) [counselors] enter them with offerings of hogs, 
plantains, and cocoanuts, which they set before the wooden images. The place is 
fenced in, and have pieces of white flags flying on the fences [Corney 1896:101]. 
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Figure 7. 1857 photograph of Queen Street by Hugo Stangenwald, view to the east; in right 

foreground men are dismantling Fort Honolulu; the current study parcel would be 
makai of Kawaiaha‘o Church (building with a steeple seen in left background) along 
the coast (Honolulu Advertiser Archives) 

3.4 Trails 
John Papa ‘Ī‘ī mentions some of the place names mentioned previously while discussing early 

nineteenth century trails in the Honolulu/Waikīkī area (Figure 8 and Figure 9). The fact that a 
trail traversed this region – characterized by ponds, marshlands and lo‘i – suggests that the trail, 
especially as it neared the coastline at Kālia, must have run on a sand berm raised above 
surrounding wetlands and coral flats. On the middle trail (probably close to the current alignment 
of Queen Street), walking from Waikīkī to Honolulu: 

The trail from Kalia led to Kukuluaeo, then along the graves of those who died in 
the smallpox epidemic of 1853, and into the center of the coconut grove of 
Honuakaha. On the upper side of the trail was the place of Kinau, the father of 
Kekauonohi [‘Ī‘ī 1959:89]. 

The grave site referred to is the Honuakaha Cemetery at the makai corner of Halekauwila and 
South Streets, makai of Kawaiaha‘o Church and northwest of the current study area. Honuakaha 
was a settlement located generally between Punchbowl and South Streets, on the makai side of 
Queen Street. On the lower, coastal trail, walking from Honolulu towards Waikīkī: 

From the makai side of Kaoaopa was a trail to the sea at Kakaako, where stood 
the homes of the fishermen. Below the trail lived Hehehewa and his fellow 
kahunas [‘Ī‘ī 1959:89]. 
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Figure 8. Upper trail in Honolulu (about 1810), the present alignment of King Street and 

Wai‘alae Avenue follows this early trail (Paul Rockwood illustration from ‘Ī‘ī 
1959:93; map not to scale); Ka‘ākaukukui was makai of the Honuakaha settlement  

 
Figure 9. Lower and Middle trails in Honolulu (about 1810), shows location of Pākākā Heiau, 

Kuloloia Beach, and the Honuakaha Settlement; note Kaka‘ako is labeled at the point 
of a landing (Paul Rockwood illustration from ‘Ī‘ī 1959:90; map not to scale) 

Ka‘ākaukukui
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Section 4    Historical Background 

4.1 Early post-Contact History and Population Centers 
Ka‘ākaukukui, Kukuluāe‘o, Pu‘unui and Kewalo were located between two centers of 

population, Kou and Waikīkī, situated on the southern shore of pre-contact O‘ahu. In Waikīkī, a 
system of irrigated taro lo‘i (irrigated fields) fed by streams descending from Makiki, Mānoa, 
and Pālolo valleys blanketed the plain, and networks of fish ponds dotted the shoreline. 
Similarly, Kou - the area of downtown Honolulu surrounding the harbor - possessed shoreward 
fishponds and irrigated fields watered by ample streams descending from Nu‘uanu and Pauoa 
Valleys. The pre-Contact population and land use patterns of Ka‘ākaukukui may have derived 
from its relationship to these two densely populated areas; it may have participated in some of 
the activities associated with them. Thus, the attempt to reconstruct the region—as it existed for 
the Hawaiians during the centuries before western contact and the modern urbanization that has 
reconfigured the landscape—must begin with accounts of Kou and Waikīkī. 

Waikīkī is actually the name of a large ahupua‘a (traditional land division) encompassing 
lands stretching from Honolulu to Maunalua Bay. Within that ahupua‘a, by the time of the 
arrival of Europeans during the late eighteenth century, the area today known as Waikīkī had 
long been a center of population and political power on O‘ahu. According to Martha Beckwith 
(1940:383), by the end of the fourteenth century, Waikīkī had become “the ruling seat of the 
chiefs of O‘ahu.” The pre-eminence of Waikīkī continued into the eighteenth century and is 
confirmed by the decision of Kamehameha, in the midst of unifying control of the islands, to 
reside there after wresting control of O‘ahu by defeating the island’s chief, Kalanikūpule.  

Chiefly residences were only one element of a complex of features sustaining a large 
population that characterized Waikīkī up through pre-Contact times. Beginning in the fifteenth 
century, a vast system of irrigated taro fields was constructed, extending across the littoral plain 
from Waikīkī to lower Mānoa and Pālolo valleys. This field system, an impressive feat of 
engineering, the design of which is traditionally attributed to the chief Kalamakua, took 
advantage of streams descending from Makiki, Mānoa, and Pālolo Valleys, which also provided 
ample fresh water for the Hawaiians living in the ahupua‘a. Water was also available from 
springs in nearby Mō‘ili‘ili and Punahou. Closer to the Waikīkī shoreline, coconut groves and 
fishponds dotted the landscape. A continuous zone of population and cultivation, from the 
shoreline of present day Waikīkī Beach, extended north well into Mānoa Valley. The western 
and eastern bounds of this zone are less clear, and there are no specific references to Waikīkī’s 
abundance reaching into the Ka‘ākaukukui region. 

A basic description of Honolulu and Kou, up to western contact, is given by E. S. Craighill 
and Elizabeth Handy: 

What is now Honolulu was originally that flatland area between the lower ends of 
Nu‘uanu and Pauoa Valleys and the harbor. [W.D.] Westervelt . . . wrote that 
‘Honolulu was probably a name given to a very rich district of farm land near 
what is now . . . the junction of Liliha and School Streets, because its chief was 
Honolulu, one of the high chiefs at the time of Kakuhihewa’. . . . It is probable 
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that the chief referred to by Westervelt took his name from the harbor and 
adjoining land. The original name of the land where the town grew when the 
harbor became a haven for foreign ships was Kou. . . . The number of heiau in 
this area indicates that it was a place of first importance before the era of foreign 
contact [Handy and Handy 1972:479]. 

Rev. Hiram Bingham, arriving in Honolulu in 1820, described a still predominantly native 
Hawaiian environment - still a “village” - on the brink of western-induced transformations: 

We can anchor in the roadstead abreast of Honolulu village, on the south side of 
the island, about 17 miles from the eastern extremity. . . . Passing through the 
irregular village of some thousands of inhabitants, whose grass thatched 
habitations were mostly small and mean, while some were more spacious, we 
walked about a mile northwardly to the opening of the valley of Pauoa, then 
turning southeasterly, ascending to the top of Punchbowl Hill, an extinguished 
crater, whose base bounds the northeast part of the village or town. . . . Below us, 
on the south and west, spread the plain of Honolulu, having its fishponds and salt 
making pools along the seashore, the village and fort between us and the harbor, 
and the valley stretching a few miles north into the interior, which presented its 
scattered habitations and numerous beds of kalo (arum esculentum) in its various 
stages of growth, with its large green leaves, beautifully embossed on the silvery 
water, in which it flourishes [Bingham 1847:92-93]. 

The Ka‘ākaukukui region would have been in Bingham’s view as he stood atop “Punchbowl 
Hill” looking toward Waikīkī to the south; it would have comprised part of the area he describes 
as the ‘plain of Honolulu’ with its “fishponds and salt making pools along the seashore.” 

Another visitor to Honolulu in the 1820s, Capt. Jacobus Boelen, hints at the possible pre-
contact character of Honolulu and its environs, including the Ka‘ākaukukui area: 

It would be difficult to say much about Honoruru. On its southern side is the 
harbor or the basin of that name (which as a result of variations in pronunciation 
[sic] is also written as Honolulu, and on some maps, Honoonoono). The 
landlocked side in the northwest consists mostly of taro fields. More to the north 
there are some sugar plantations and a sugar mill, worked by a team of mules. 
From the north toward the east, where the beach forms the bight of Whytetee, the 
soil around the village is less fertile, or at least not greatly cultivated [Boelen 
1988:62]. 

Boelen’s description implies that the Ka‘ākaukukui region and the present study area are 
within a “not greatly cultivated” region of Honolulu perhaps extending from Pūowaina 
(Punchbowl Crater) at the north through Kaka‘ako to the Kālia portion of Waikīkī in the east. 

An early, somewhat generalized depiction of the pre-contact native Hawaiian shaping of 
Waikīkī, Honolulu, and the Ka‘ākaukukui region is given on an 1817 map (Figure 10) by Otto 
von Kotzebue, commander of the Russian ship Rurick, who had visited O‘ahu the previous year. 
The map shows taro lo‘i (the rectangles, representing irrigated fields) massed around the streams 
descending from Nu‘uanu and Mānoa valleys. The depicted areas of population and habitation  
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Figure 10. 1817 map by Otto von Kotzebue, commander of the Russian ship Rurick, showing taro lo‘i, fishponds and salt pans in 

Honolulu and Waikīkī; note the lack of habitation near the general project area (map reprinted in Fitzpatrick 1986:48-49) 
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concentration (illustrated by the trapezoids) probably reflect distortions caused by the post-
contact shift of Hawaiians to the area around Honolulu harbor - the only sheltered landing on 
O‘ahu and the center of increasing trade with visiting foreign vessels. Kamehameha himself had 
moved from Waikīkī to Honolulu in 1809. 

Kotzebue’s map illustrates that the land between Pūowaina (Punchbowl Crater) and the 
shoreline - which would include the Ka‘ākaukukui - formed a “break” between the heavily 
populated and cultivated centers of Honolulu and Waikīkī; the area is only characterized by 
fishponds, salt ponds, trails connecting Honolulu and Waikīkī, and occasional taro lo‘i and 
habitation sites. An 1855 map of Honolulu by Joseph de LaPasse, a lieutenant aboard the French 
vessel, L`Eurydice, pictures the project parcels within one large pond or swamp (Figure 11). 

A clearer picture of Ka‘ākaukukui and the present study area develops with accounts of other 
visitors to and settlers of Honolulu during the first half of the nineteenth century. Gorman D. 
Gilman, who arrived in Honolulu in 1841, recalled in a memoir the limits of Honolulu during the 
early 1840s: 

The boundaries of the old town may be said to have been, on the makai [seaward] 
side, the waters of the harbor; on the mauka [inland] side, Beretania street; on the 
Waikīkī side [i.e. the area just beyond Punchbowl Street], the barren and dusty 
plain, and on the Ewa [west] side, the Nuuanu Stream [Gilman 1904:97]. 

Gilman further describes the “barren and dusty plain” beyond (east of) Punchbowl Street: 

The next and last street running parallel [he had been describing the streets 
running mauka-makai, or from the mountains to the shore] was that known as 
Punchbowl Street. There was on the entire length of this street, from the makai 
side to the slopes of Punchbowl, but one residence, the two-story house of Mr. 
Henry Diamond, mauka of King Street. Beyond the street was the old Kawaiahao 
church and burying ground. A more forsaken, desolate looking place than the 
latter can scarcely be imagined. One, to see it in its present attractiveness of 
fences, trees and shrubbery, can hardly believe its former desolation, when 
without enclosure, horses and cattle had free access to the whole place [Gilman 
1904:89]. 

That the environs of the missionary enclave and Kawaiaha‘o Church were indeed “forsaken” 
and “desolate looking” in the 1820s when the missionaries first settled there is confirmed in the 
memoirs of the American missionary C. S. Stewart who, arriving on Maui after living at the 
mission, declared Lahaina to be “like the delights of an Eden” after “four weeks residence on the 
dreary plain of Honoruru” (Stewart 1970:177). It is likely that these descriptions of the Honolulu 
plain also include - at least for western sensibilities - the Ka‘ākaukukui region. The barrenness of 
the Ka‘ākaukukui area is illustrated in two sketches, one made in 1834 (Figure 12) when 
Kawaiaha‘o church was still a long grass-thatched building, and one made in 1850 (Figure 13) 
after the grass hut had been replaced by a large coral stone structure with a steeple.
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Figure 11. Section of 1855 map of Honolulu by Lt. Joseph de LaPasse of the French vessel, L`Eurydice; project area is labeled 

“Pecheries” (“Fishponds”) (map reprinted in Fitzpatrick 1986:82-83) 
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Figure 12. Portion of 1834 sketch by anonymous illustrator entitled “Town of Honolulu: Island of Woahoo: Sandwich Islands” 

(original sketch at Bernice P. Bishop Museum; reprinted in Grant 2000:64-65); project area would be makai of Kawaiaha‘o 
Church, at this time a long grass-thatched structure  

 
Figure 13. 1853 sketch, “A Veiw of Honolulu, from the Catholic Church,” by Paul Emmert (original at Hawaiian Historical Society; 

reprinted in Grant 2000:5); the project area would be makai of the Kawaiaha‘o Church, the stone structure with a steeple
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Between Kawaiaha‘o Church and the sea are only a few scattered huts along the shore and 
aligned along the inland trail (now covered by King Street). The project parcels would be makai 
and left (east) of the church along the shore. An 1887 photograph (Figure 14 and Figure 15) of 
the area also shows the marshy nature of the area, with only scattered houses near the ponds or 
near the shore makai of Kawaiaha‘o Church.  

4.2 Mid-Nineteenth Century to Early Twentieth Century 

4.2.1 The Māhele and Land Commission Awards 
Among the first descriptions of Ka‘ākaukukui by the Hawaiians themselves are the 

testimonies recorded during the 1840s in documents associated with Land Commission Awards 
(LCA) and awardees of the Māhele. The LCA records indicate that the traditional Hawaiian 
usage of the region and its environs may have been confined to salt making and farming of fish 
ponds, with some wetland agriculture in those areas mauka or toward Waikīkī at the very limits 
of the field system descending from Makiki and Mānoa valleys. However, the testimonies do 
indicate that the area was lived on and was shaped by Hawaiians before the nineteenth century. 
The LCA records also reveal that, midway through the nineteenth century, taro cultivation, 
traditional salt making and fishpond farming activities continued within Ka‘ākaukukui area. 
These activities and the land features that supported them would be eliminated, or buried, during 
the remainder of the nineteenth century by the urbanization of Honolulu. The LCA records and 
historic maps and archival photographs document more precisely traditional Hawaiian settlement 
and subsequent historic land usage within and the around the present project area. 

The Organic Acts of 1845 and 1846 initiated the process of the Māhele – the division of 
Hawaiian lands – which introduced private property into Hawaiian society. In 1848, the crown, 
the Hawaiian government, and the ali‘i (chiefs) received their land titles. The Block 2 parking 
parcel (project area) are within the land section of Pu‘unui and within Land Commission Award 
7713, as shown on Figure 6.  

An 1876 map of the ‘ili of Ka‘ākaukukui and Pu‘unui (see Figure 6) shows that the project 
parcel in an area of salt pans; there are no kuleana lots to commoners and no habitations. All 
habitation lots near Ka‘ākaukukui and Kukuluāe‘o are located in clusters near Queen Street, 
most in the settlement at Honuakaha, or further inland along King Street, as shown on a 1884 
map (Figure 16) and a 1887 map (Figure 17). 

The ‘ili of Ka‘ākaukukui (LCA 7713) was awarded to Victoria Kamāmalu, the sister of 
Kamehameha IV and Kamehameha V. Ka‘ākaukukui consisted of three non-contiguous sections, 
a type of ‘āina (land) called a lele. An early surveyor for the Hawaiian Government Survey 
office explains about lele in general, and Ka‘ākaukukui in particular: 

There were two features of the ili, referred to by the terms lele . . . the ili often 
consisted of several distinct sections of land—one, for instance, on the seashore, 
another on dry, open land, or kula, another in the regularly terraced and watered 
kalo patch or aina loi district, and another still in the forest, thus again carrying 
out the equable division system which we have seen in the ahupuaa.  
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Figure 14. 1887 (circa) photograph of Honolulu and Waikīkī; Kawaiaha‘o Church in left 

foreground; the cupola on the roof of the Ward’s House on the mauka end of Old 
Plantation can be seen in the upper left of the photograph; the project area is within the 
marshlands seen in the right upper background (original photograph at Hawai‘i State 
Archives, Henry L. Chase Collection; reprinted in Stone 1983:84-85) 

 

 
Figure 15. Enlarged inset section on 1887 (ca.) photograph (Figure 14 above) showing 

marshlands and scattered huts along the coast near the project area 

Ward House 
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Figure 16. 1884 map of Honolulu, Kewalo Section, by Sereno Bishop, showing the locations of LCA parcels, fishponds, salt lands, 

and houselots; note the absence of houses within the project parcels (Hawai‘i Land Survey Division, Registered Map 1090)  
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Figure 17. 1887 Hawaiian Government Survey map of “Honolulu and Vicinity” (portion), by W. A. Wall (map on file at Library of 

Congress); notice the lack of houses near the study parcels (outlined in red)  
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These separate pieces were called, lele, i.e., “jumps,” and were most common on 
Oahu. . . . Kaakaukukui held Fisherman’s Point and the present harbor of 
Honolulu; then kalo land near the present Kukui street, and also a large tract of 
forest at the head of Pouoa [Pauoa] Valley. . . . 

These different pieces were called variously, either by their own individual name 
or by that of the whole ili, thus puzzling one sadly when attempting to obtain 
information with respect to them [Lyons 1894:1697].  

There are no smaller kuleana awards to commoners within this award. The award also 
included the southern portion of the ‘ili of Pu‘unui and a large fishpond (labeled Loko 
Ka‘ākaukukui) surrounded by land in the ‘ili of ‘Auwaiolimu. Loko Ka‘ākaukukui was probably 
a fishpond fed by spring-water, but the other ponds in her award, Loko Kaimukanaka, Loko 
Kalokoeli, and possibly Loko Kuaimeki, were probably salt ponds filled by tidal waters. There 
are no houses within this award shown on the 1874-1891 maps. There are two structures labeled 
“Salt Houses,” presumably for drying or storing salt, and a few other structures associated with 
the wharfs and the Marine Railway leading to the reef. This land does not seem to have been 
used in this period for habitation. 

The ‘ili of Pu‘unui, which also had several lele lands, included the large rectangular section 
in the center of the 1874 Lyons map. The upper portion was part of LCA 677 to Mataio 
Kekūanao‘a, a high ali‘i who was a close friend to Kamehameha II and was married to Kīna‘u, 
the daughter of Kamehameha I. On the 1867 Lyons map, LCA 2045 is shown within Pu‘unui. 
This lot was awarded to Kauwahi, who received the parcel in the time of Kamehameha I. The 
1891 Brown map shows a house on this parcel. 

There are three LCA Awards shown on maps on the northwestern border of Ka‘ākaukukui. In 
the Māhele testimony, these awards are listed as within the ‘ili of Kaka‘ako.  

LCA 4457 to Ana Kaloa was inhabited by her family since the days of Kamehameha I; it had 
four fishponds, an ‘auwai (irrigation ditch) and a house enclosed by a fence.  

LCA 3455 to Kaule for Liliha, a houselot (pāhale) bound by the sea and the mouth of a 
stream (muliwai), was inherited from Kamehameha I.  

LCA 247, a house lot, was claimed by Charles Kana‘ina for W. C Lunalilo, who received his 
land before the Māhele from his mother (mamua loa). Kana‘ina was a friend to Kamehameha II 
and married his fifth wife Kekāuluohi. Their son was Lunalilo, who became the sixth monarch of 
Hawai‘i. 

The ‘ili of Pualoalo, or Puaaloalo, (10605-A) was awarded to Iona (Jonah) Pi‘ikoi. Pi‘ikoi 
was an ali‘i, a retainer of Kauikeaouli, Kamehameha III and held several government posts. It 
consisted of three lele lands, two in Nu‘uanu valley and a parcel shown on the 1876 Lyons map 
(see Figure 6), bordering the northeast corner of Ka‘ākaukukui. On the 1884 Bishop map, there 
are four houses on this property.  

The ‘ili of “Kaalaa,” northwest of the study parcels, was awarded to Beneli (Bennett) 
Nāmakehā, a member of Kamehameha II’s privy council. He was the uncle of Queen Emma 
(wife of Kamehameha IV) and the first husband of Kapi‘olani, who later married King Kalākaua, 
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the seventh Hawaiian monarch (Kame‘eleihiwa 1992:276.) A late nineteenth century 
Ka‘ākaukukui map (see Figure 6) identifies this parcel as “Kaalaa Her Majesty Kapiolani.” In his 
will, Nāmakehā gave the lele of Ka‘ala‘a to his widow Kapi‘olani. In a legal suit concerning the 
property, the lele is described as: 

. . . a piece of land situate at Honuakaha, Honolulu, and containing an area of 1.6 
acres. The property consisted formerly of a fishpond and its banks and, perhaps, a 
small piece, additional, of dry land, and was a lele of the Ili of Kaalaa . . . 

. . . from 1852 or, perhaps, 1850, (Kapiolani and Namakeha married in 1850) 
Kapiolani at various times had the pond cleaned out, that her servants by her 
direction fished therein and delivered the fish to her for her use, that she 
sometimes gave them some of the fish, that she erected a small building on the 
bank of the pond or on the kula adjoining, that a man employed and directed by 
her to care for and the care of the pond occasionally lived in that building, and 
that she at times objected to horses being pastured on the kula of the pond because 
the animals might enter the pond and cause injury to it [Hawaii Supreme Court 
1903:321, 324].  

The ‘ili of ‘Auwaiolimu, which consisted of several lele, was awarded to Kalaeokekoi, but he 
returned it to the government, and it became Crown Land. Kalaeokekoi was married to 
Kaulahua, who is believed to be the niece of Charles Kana‘ina (awarded LCA 247 in Kaka‘ako). 

A large section of the ‘ili of Honuakaha was awarded to Mataio Kekūanao‘a (father of 
Victoria Kamāmalu), but the rest of the ‘ili was divided into small lots. This was the main 
habitation area to the east of central Honolulu and is noted as a village as early as 1810 (‘Ī‘ī 
1959:92). The waihona ‘āina database notes seven awards in the ‘ili of Honuakaha, but there are 
additional awards in this ‘ili, which extended on both sides of Punchbowl Street. In many of the 
awards, the ‘ili name is not given, only the address on Punchbowl or Queen Street.  

The entire ‘ili of ‘Āpua was not awarded to one person, but LCA 704, between the two long 
fishponds in the northwest of the study parcels, was within the ‘ili of ‘Āpua. The claim is for a 
houselot to Honaunau, which he received prior to the death of Kīna‘u in 1837.  

The ‘ili of Kukuluāe‘o (LCA 387) was awarded to the American Board of Commissioners 
for Foreign Missions (ABCFM). Initially this land was associated with Punahou School in 
Mānoa Valley, as Chief Boki gave the Punahou lands to Hiram Bingham, pastor of Kawaiaha‘o 
Church in 1829 (DeLeon 1978:3). In the Māhele, however, this sea land became “detached” 
from the Mānoa award and was instead given to the pastor of the Kawaiaha‘o Church, as noted 
in a history of the Punahou School (Punahou School and Oahu College 1866). Curtis Perry 
Ward, a native of Kentucky, came to the Hawaiian Islands in 1853, and soon established a livery 
and draying business. In 1865, he bought a large 12-acre estate mauka of King Street. Sometime 
before 1875, Ward added to his property with the purchase of 77 acres and 3,000 feet of ocean 
frontage in the ‘ili of Kukuluāe‘o, makai of Queen Street. 

LCA 982 to Kukao is shown on the 1876 Lyons map as in the Pu‘unui area, but according to 
the Māhele testimony, it was within the ‘ili of Kukuluāe‘o. Kukao said that it had four houses on 
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the fenced lot, one belonging to him, one to the witness, Auhili, and one to a man named Koke. 
The property had been passed down from his father, who lived in the time of Kamehameha I. 

The ‘ili of Kewalo (LCA 10605) was awarded to Kamake‘e Pi‘ikoi, wife of Jonah Pi‘ikoi 
(awardee of Pualoalo ‘Ili), as part of LCA 10605, ‘āpana (lot) 7. The award was shared between 
husband and wife (Kame‘eleihiwa 1992:269). Kewalo was a large 270.84-acre land section 
extending from Kawaiaha‘o Church to Sheridan Street. This land section had numerous large 
fish ponds, which were awarded as part of the claim to Pi‘ikoi. 

In summary, the area of study is completely within LCA 7713 to Victoria Kamāmalu, which 
included the Ka‘ākaukukui area and the southern portion of the coastal Pu‘unui area. The parcel 
is located within a former large salt marsh, where salt pans were constructed using the tidal 
waters. The main habitation concentration for this general area was in the old settlement of 
Honuakaha, at the junction of Punchbowl and Queen streets. Late nineteenth century maps do 
show some scattered houselots in the ‘ili of Pu‘unui, Pualoalo, Kaka‘ako and ‘Āpua. Some of 
these may have belonged to the caretakers of the fishponds and salt ponds in the area. 

4.2.2 The 1874 Transit of Venus Observatory at ‘Āpua  
On the 1876 map of Ka‘ākaukukui, an area labeled “Transit of Venus” yard and 

“Observatory” is labeled for a lot northwest of the study area (see Figure 6). On other historic 
maps, this land section is called ‘Āpua. This lot was used to house a large portable observatory in 
1874, an event of so much interest that the lot continued to be labeled as the Transit of Venus 
yard many years after the portable observatory had been dismantled (Figure 18 and Figure 19). 

In 1874, several astronomical teams from Great Britain traveled to different parts of the world 
to observe a rare transit of the planet Venus across the sun. The “purpose of the observations was 
to better determine the value of the astronomical unit (AU)—the Earth-sun distance—and 
thereby the absolute scale of the solar system” (Chauvin 2004:xii). This project attracted 
enormous interest in Hawai‘i, and members of the Hawaiian Government Survey worked with 
the Hawai‘i team, who set up observatories on Hawai‘i, Kaua‘i, and O‘ahu. Each station needed 
an equatorial telescope, other telescopes, a transit instrument, an altazimuth (surrounded by a 
portable wooden observatory with a revolving dome), and several clocks, chronometers, 
compasses, micrometers, reflecting circles and artificial horizons (Chauvin 2004:51, 60).  

On reaching Honolulu, the British team of seven astronomers temporarily moved into the 
Hawaiian Hotel in downtown Honolulu, and began to look about for a proper place to set up their 
O‘ahu observatory. King Kalākaua, who strongly supported the project, gave them permission to 
use a piece of land in the ‘ili of ‘Āpua. Captain Tupman, head of the expedition wrote: 

Difficulty was experienced in finding a suitable place of observation, as I 
considered it of great importance that the observers should be lodged very close to 
the instruments; and house accommodation is rather limited. However we have 
been enabled to rent a cottage belonging to the Princess Ruth, Governess of 
Molokai, capable of accommodating the Head Station observers, and adjoining 
some land owned by His Majesty the King who had kindly given us permission to 
erect our instruments Etc. and enclose as much land as may be necessary [cited in 
Chauvin 2004:76-77]. 
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Figure 18. 1874 Photograph of Transit of Venus station at ‘Āpua near Honolulu; notice the pond 

(part of ‘Auwaiolimu) in the foreground, the long barracks/workshops and other 
buildings of the station in the midground, and the spire of Kawaiaha‘o Church in the 
background, view to the north (Bishop Museum Archives, reprinted in Chauvin 
2004:iii) 

 
Figure 19. Sketch of the Transit of Venus station at ‘Āpua near Honolulu; note armed guards 

keeping out curious onlookers outside the fenced enclosure; view to the east (sketch 
from Illustrated London News, January 23, 1875; reprinted in Chauvin 2004:108) 
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The land in question was a 0.3-acre “open piece of grass land in the district called Apua. south 
of Punchbowl street, and west of Queen Street.” Several buildings were erected, included a 
barracks and workshop, a cookhouse, a photo hut thatched with grass, the stages (platforms) for 
the instruments, and a wooden palisade to enclose the lot. The observations of the Transit of 
Venus on December 8, 1874 in Honolulu were a great success, and the British party was feted by 
the king and other prominent families of Hawai‘i. All that was left was to dismantle the 
temporary buildings at ‘Āpua. Tupman wrote: 

Mar. 13. The sale. Our household goods sold well, many friends desiring to obtain 
a memento of our visit. The long shed, Cook house, walls of huts, transit hut 
complete, water pipes & taps, 6-foot fencing and a large pile of lumber were 
knocked down to His Majesty the King for a very small sum, as no one would bid 
against him. We were not altogether sorry for this as His Majesty has given us the 
land rent free & had aided us in many ways tending to save expense to the British 
Government [cited in Chauvin 2004:124]. 

4.2.3 Kaka‘ako Salt Works and the Salt Pans of Kewalo and Kukuluāe‘o 
As noted in the Land Commission Award testimony, much of the land in Ka‘ākaukukui was 

used to produce salt. The Hawaiians used pa‘akai (salt) for a variety of purposes, to flavor food, 
to preserve fish by salting, for medicines, and for ceremonial purposes. David Malo described 
the traditional method of making salt: 

O ka paakai kekahi mea e pono ai, he mea e ono ai, ka ia, a me ke koekoe o ka 
paina ana, he mea hana ia ka paakai, ma kekahi aina, aole i hana a ma kekahi 
aina, o ke kai makai, e kii aku no ka wahine, a lawe mai ma ke poi, a ke kai 
hooholo ia mai kekahi ma kauwahi mai.  

E waiho kela kai ma kekahi poho paha, he ekaha paha, he kahe ka paha, a liu 
malaila, alaila lawe ana kauwahi e, a paakai iho la no ia, o ka papa laau ka mea 
kui poi [Malo 2006:73]. 

Translation 

Pa‘akai (salt) is another beneficial item. It is used to make fish delicious and 
tasteless foods edible. Pa‘akai is made at a particular place, [but] it [salt] is not 
actually made from this spot, rather it [salt water] came from the sea. A woman 
went to get some when the sea crashed [upon the rocks] and she ran back [the salt 
water] to this particular spot.  

That salt water (kai) is placed in, perhaps, a depression (poho) or a “Bird’s nest” 
(ēkeha) or rock basin (kāheka) and allowed to evaporate (liu). Then it is taken to 
another spot and is formed into pa‘akai. Wooden boards (papa lā‘au) are used to 
pound poi (mashed cooked kalo corms) on [Malo 2006:95]. 
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In 1903, Nathaniel Emerson translated David Malo’s articles on early Hawaiian life. In his 
publication, the translations are not literal, but include information that Emerson added to clarify 
the accounts. In Emerson’s translation:  

Salt was one of the necessities and was a condiment used with fish and meat, also 
as a relish with fresh food. Salt was manufactured in certain places. The women 
brought sea-water in calabashes, or conducted it in ditches to natural holes, 
hollows and shallow ponds (kekaha) on the sea-coast, where it soon became 
strong brine from evaporation. Thence it was transferred to another hollow or 
shallow vat, where crystallization into salt was completed [Malo 1951:123]. 

Captain Cook was the first to note the method of making salt in prepared “saltpans.” 

Amongst their arts, we must not forget that of making salt, with which we were 
amply supplied, during our stay at these islands, and which was perfectly good of 
its kind. Their saltpans are made of earth, lined with clay; being generally six or 
eight feet square, and about eight inches deep. They are raised upon a bank of 
stones near the high-water mark, from whence the salt water is conducted to the 
foot of them, in small trenches, out of which they are filled, and the sun quickly 
performs the necessary process of evaporation. . . . Besides the quantity we used 
in salting pork, we filled all our empty casks, amounting to sixteen puncheons, in 
the Resolution only [Cook 1784:151]. 

In the next years after the discovery of the islands by Captain Cook in 1778, most visitors to 
the islands were British and American fur-traders, who stopped at Hawai‘i on their way to China. 
One reason for their visit was to stock up on food and water, but another concern was to buy or 
trade for salt, which was used to cure the seal and mammal pelts collected from the Northwest 
Coast. During Kotzebue’s visit in 1816 and 1817, he noted that “Salt and sandalwood were the 
chief items of export” (in Thrum 1905:50).  

The journals of none mention the object of call other than for refreshments, 
though one, 3 some years later, records the scarcity and high price of salt at the 
several points touched at, with which to serve them in the curing of furs obtained 
on the coast. In all probability salt was the first article of export trade of the 
islands and an object, if not the object, of these pioneer fur-traders’ call [Thrum 
1905:45]. 

The missionary William Ellis, on a tour of the Hawaiian Islands in 1822 and 1823, also noted 
these salt pans and recorded the final step of crystallization. 

The natives of this district (Kawaihae) manufacture large quantities of salt, by 
evaporating the sea water. We saw a number of their pans, in the disposition of 
which they display great ingenuity. They have generally one large pond near the 
sea, into which the water flows by a channel cut through the rocks, or is carried 
thither by the natives in large calabashes. After remaining there for some time, it 
is conducted into a number of smaller pans about six or eight inches in depth, 
which are made with great care, and frequently lined with large evergreen leaves, 
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in order to prevent absorption. Along the narrow banks or partitions between the 
different pans, we saw a number of large evergreen leaves placed. They were tied 
up at each end, so as to resemble a narrow dish, and filled with sea water, in 
which the crystals of salt were abundant [Ellis 1827:403-404]. 

In an article on Hawaiian salt works, Thomas Thrum discusses the large salt works at Ālia 
Pa‘akai (Salt Lake in Moanalua) and at Pu‘uloa on the western loch of Pearl Harbor. Kamakau 
(1961:409) reported “The king and Isaac of Pu‘uloa are getting rich by running the salt water 
into patches and trading salt with other islands.” The salt was sent to Russian settlements in the 
Pacific Northwest, where it was used to pack salmon (Hawaiian Gazette, January 29, 1897). 
Thrum also mentions a salt works in Kaka‘ako. 

Honolulu had another salt-making section in early days, known as the Kakaako 
salt works, the property of Kamehameha IV, but leased to and conducted by E. O. 
Hall, and subsequently E. O. Hall & Son, until comparatively recent years. This 
enterprise was carried on very much after the ancient method of earth saltpans as 
described by Cook and Ellis [Thrum 1924:116].  

In the testimony for LCA 1903, Lolopi claimed two ālia (salt beds), 15 ho‘oliu (drains), two 
poho kai (depressions where salt is gathered) and 1 salt kula (dryland or wasteland). Four 
separate types of salt features are mentioned; the ponds near the shore that fill with salt water at 
high tide (ālia), the drains (ho‘oliu) where the salt water is transferred to smaller clay-lined or 
leaf-lined channels, the natural depressions (or modified depressions) in the rocks along the 
shore where salt formed naturally, and the salt kula, which was waste land, land that could 
probably not be used for agriculture as it was impregnated with salt. Lolopi did not live near his 
salt lands, but Pahiha, claimant of LCA 1504, did have a house near his fish pond and salt bed. 
The house was probably a simple grass hut, similar to those shown on an 1838 sketch entitled 
“Honolulu Salt Pans, Near Kakaako” and the one shown on an 1845 sketch of the “Old Salt 
Pans” (Figure 21 and Figure 22). These sketches show the traditional long salt ponds parallel to 
the shore. The 1876 Lyons map shows the extent of the salt pans, which extend into the current 
project area, and in the surrounding Kaka‘ako area (Figure 20). The current project area appears 
to be the furthest mauka that the salt pans extend to in this figure.  

The export of salt declined in the late nineteenth century. Thrum (1924:116) states that the 
apex of the trade was in 1870, but by 1883, he noted that “pulu, salt and oil have disappeared 
entirely” from the list of yearly exports (Thrum 1884:68). By 1916, only one salt works, the 
Honolulu Salt Co., was still in operation. Salt continued to be manufactured for local use; the 
Kaka‘ako Salt Works appears on maps as late as 1891 and a page in Victoria Wards’s ledger for 
1883 notes a yearly income of $651.50 received from her “Salt Lands” in Kukuluāe‘o (Hustace 
2000:50). As noted above, Thrum (1924:116) said the Honolulu Salt Co. was the only salt 
producer on O‘ahu in 1916. A 1916 Commerce Report (Taylor 1916:723) states that the 
Honolulu Salt Co., operates “salt beds at Puuloa, Kalihi, and Waikiki, on the island of Oahu . . . . 
No mention is made of Kaka‘ako, suggesting that the Kaka‘ako salt works had closed before 
1916. 

The traditional method of salt production was gradually replaced by the more labor intensive 
Chinese method, as the Chinese immigrants began to take over the traditional salt and fish ponds 
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Figure 20. A 1876 Lyons map showing the extent of the salt pans, which extend into the current 

project area, and in the surrounding Kaka‘ako area 
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Figure 21. 1838 sketch of “Honolulu Salt Pan, near Kaka‘ako” drawn by a French visitor, 

Auguste Borget (original sketch at Peabody Essex Museum, Salem, Mass; reprinted in 
Grant 2000:64-65) 

 
Figure 22. 1845 sketch of “Native Church [Kawaiaha‘o Church], Oahu, from the Old Salt Pans,” 

drawn by John B. Dale, from the U.S. Exploring Expedition led by Lt. Charles Wilkes 
(J. Welles Henderson Collection, reprinted in Forbes 1992:126); the sketch is probably 
from the salt pans in the Ka‘ākaukukui area 
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of Honolulu in order to grow rice, to raise ducks, and to make salt. In a 1906 article, Rev. 
Westervelt (1906:43-46) explained the Chinese method of salt evaporation for the Honolulu salt 
beds. The Chinese worker first used a water pump to draw the seawater from the larger ditch 
below to the salt-evaporation beds above. The man moved the two handles back and forth to 
work the pump. The evaporation beds were lined with clay, wet with sea water, and tramped and 
pounded down. Each pan was about 20 feet square, covered with about two inches of water, and 
bound by an earth dyke, as shown in old photograph of the Kewalo salt brine beds (Figure 23). 
On early historic maps, the area of salt pans is often marked out as a large grid of contiguous 
squares, as shown on an 1883 map (Figure 24).  

 

 
Figure 23. 1902 photograph of Kewalo brine basins (original photograph at Bernice P. Bishop 

Museum; reprinted in Scott 1968:579)  

After allowing the sun to evaporate some of the water, the worker stepped into the 
evaporation pan and scraped the salt into a pile in the center with a simple wooden scraper. The 
worker then threw a large basket-shaped scoop into the brine and used a tin dipper to move the 
salt to the basket. Two baskets, one on each side of a pole, were then carried on the back of a 
worker across the thin earth dykes between the salt pans. The baskets were dumped into large 
drying piles, where the remaining water seeped out into the ground. The salt was then sewn into 
gunny sacks and sent to the market for sale. 

By 1901, most of the fishponds and salt pans makai of King Street were reported as 
abandoned. In that year, the Hawai‘i Legislature (1901:185) proposed to build a ditch to drain 
away the “foul and filthy water that overflows that district at the present time.” 
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Figure 24. 1883 map of the Honolulu Water Works System; the grid to the east of the project area depicts salt pans (Hawai‘i Land 

Survey Division, Registered Map No. 1087)  
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The district makai of King St. and the Catholic Cemetery, Ewa of Mrs. Ward’s 
(the Old Plantation), mauka of Clayton St., and Waikiki of the land from King St., 
leading to the Hoomananaauao Church, consists of six large abandoned fish ponds 
and a large number of smaller ones, all in filthy condition, fed by springs and 
flowing into Peck’s ditches. Just makai of these ponds, at the end of Clayton 
street, next to Mr. Ward’s, is Peck’s place. An artesian well flushing the wash 
houses flows into two foul ditches, thence to the big pond which is Waikiki of 
what used to be Cyclomere and next to Mrs. Ward’s line [ditch] extending down 
to Waimanu St. 

The rear portion of Mrs. Ward’s property down to Waimanu St. used to be fish 
ponds all connecting to the sea by a ditch which is fed by an artesian well. These 
ponds, with the exception of three, are abandoned.  

4.2.4 Kaka‘ako’s Role as a Human Quarantine Center and Cemetery Area 
The block (Punchbowl to South, Pohukaina to Ala Moana, now covered by the Waterfront 

Plaza complex) west of the current study area was used as a cemetery in the 1700s (or earlier) up 
to the early 1800s, based on an analysis of artifacts from eight burials disinterred (Griffin et al. 
1987:4). This is currently referred to as the “Ka‘ākaukukui Cemetery,” but its ancient name, if it 
had one, is unknown.  

During the 1853 smallpox epidemic, patients were isolated at a temporary quarantine camp, a 
hospital was set up at Kaka‘ako (Thrum 1897:98), and victims of the disease were buried at the 
Honuakaha Cemetery near the modern junction of Quinn Lane and South Street (Griffin et al. 
1987:13; Pfeffer et al. 1993; Hammatt and Pfeffer 1993).  

Hansen’s Disease (leprosy) was first reported in 1840, and first definitely identified in 1853. 
In the next 25 years (1853-1878), there were 160 cases per year (about 4000) and 80 cases (about 
4000) per year in the next 50 years (1878-1928), steadily decreasing to 60 cases a year in 1931 
and 20 cases a year by 1951 (Arnold 1956:317). In 1865, a receiving hospital in Kalihi, west of 
Honolulu town, was set up to examine suspected lepers. If the diagnosis was confirmed, the 
patients were forcibly exiled to the Kalaupapa colony on Moloka‘i. In cases where it was 
uncertain if the patient had leprosy or some other type of skin disease, the stay at the hospital 
could extend into weeks while the doctors waited for definite symptoms of leprosy to develop. A 
branch hospital and receiving station for cases of Hansen’s Disease was opened in Kaka‘ako, in a 
block now bound by Ala Moana, Auahi, Coral and Keawe Streets (Griffin et al. 1987:55) in 
1881, with 48 patients tended by Dr. George L. Fitch (Hanley and Bushnell 1979:112). This 
land, at “Fisherman’s Point,” was donated by Princess Ruth Ke‘elikōlani. On an 1881 map of 
O‘ahu (Figure 25), the project area is still within the salt works and surrounded by marsh. The lot 
that would be filled in for the Leper Detention Center, still shown as a reef area, is southeast of 
the current study area.  

One of the main purposes of the Kaka‘ako Detention Center was to keep suspected lepers 
isolated from the general public. Sister Leopoldina, a Franciscan sister, described the Kaka‘ako 
Hospital in 1885 as like a prison, enclosed by: 
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Figure 25. 1881 Hawaiian Government Survey map of O‘ahu by R.Covington, showing the 

project area in Ka‘ākaukukui ‘Ili within a salt pan (grid) area (Hawai‘i Land Survey 
Division, Registered Map No. 1381) 

. . . . a high close board fence and large strong locked gates. . . . A large building 
[sat] over those gates where the lepers were allowed to talk with their relatives 
through prison bars. No one was allowed to enter without a permit from the Board 
of Health [cited in Hanley and Bushnell 1979:114]. 

As the complex was on a former salt marsh near the sea, it was subject to flooding at high tide. 
The salt water killed all vegetation and made it impossible to landscape the complex with grass 
or plants; the water swept away stone-bordered paths, corroded metal, and destroyed the 
whitewash on the buildings. Even so, the Board of Health expected the patients to help feed 
themselves by growing their own vegetables in gardens on the center’s grounds. Overcrowding 
was also a problem. The hospital, built to house 100 patients, had over 200 residents by 1883. 
Dr. Fitch was in favor of making the Kaka‘ako station a permanent leprosarium, and often 
delayed sending confirmed lepers to Molokai.  

In 1883, Walter Murray Gibson, minister in King Kalākaua’s government, and head of the 
Board of Health, sent out a plea for a religious order to care for the sick of Hawai‘i, especially 
the lepers. The call was answered by the Franciscan Sisters of Syracuse, New York, led by 
Mother Marianne Cope. The seven sisters arrived in Honolulu and made their first visit to the 
Kaka‘ako Leper Detention Center in November of 1883. They were appalled with what they 
saw: tumble-down cottages, filth and flies in the dining area, and the stench of the leper’s 
unwashed sores. The hospital steward, J. J. Van Geisen, took them on a tour. 
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“Now let me show you the most interesting place,” he announced, leading the 
group to a narrow building that teetered on pilings over the surf. The structure had 
been divided into three dingy cubicles, with warped floors and windows ghosted 
by salt spray. The first of the rooms was the “morgue.” Van Geisen explaining 
that when a patient’s condition reached a certain point, he was forced into the 
morgue and remained there until dead. The body was then dragged to the second 
cubicle, where Fitch performed an autopsy. Finally the remains were moved to the 
third room, to await a burial team [Tayman 2006:143]. 

The sisters built a convent at the hospital in November to live near their patients. The convent 
was a two-story house with a hall, parlour, and refectory on the ground floor, and five bedrooms 
upstairs. A small chapel was attached to the rear of the structure, dedicated to St. Philomena. The 
sisters soon took the running of the hospital in hand, cleaning and whitewashing the cottages, 
separating the males and females into two wards, and setting up new landscaped areas and 
gardens (Figure 26). 

In 1884, Mother Marianne built a home at Kaka‘ako for the non-leprous daughters for the 
patients and Kaka‘ako and the exiled lepers of Molokai (Figure 27). The girl’s home was named 
after Queen Kapi‘olani, who supported the plan by raising funds. A two-story dormitory for the 
girls was built near the sister’s chapel (Hanley and Bushnell 1980:222). 

In 1888, the Board of Health decided to close the Kaka‘ako Branch, moving the receiving 
station to Kalihi; they determined that “The buildings at Kakaako should be entirely removed” 
(Hanley and Bushnell 1980:275). The hospital and several other of the larger buildings were 
dismantled and transported for use at Molokai (Daws 1984:xxiii), but a few buildings remained, 
and Kaka‘ako continued to be used as a temporary leprosy receiving station. Thrum (1897:101) 
reports that victims of the cholera epidemic of 1895 were treated at the Kaka‘ako Hospital, so the 
remaining buildings were modified or a new hospital was built during this time. In 1889, the 
Kapi‘olani School for Girls was also moved to Kalihi (Hanley and Bushnell 1980:326). The 
buildings were torn down and the new immigration station was built on the former grounds of 
the home. 

In 1899, the first case of bubonic plague was identified in Hawai‘i, and spread rapidly through 
the crowded tenements of Chinatown. The government decided that the best way to eradicate the 
disease was through “controlled burning” of the wooden buildings. Infected patients were moved 
to a quarantine camp at Kaka‘ako. Some people, not necessarily patients, whose houses were 
burned were housed at the barracks of the Kaka‘ako Rifle Range, and their belongings were 
stored in the cellars of Kaumakapili Church. In January 20, a fire was set in Block 15 between 
Kaumakapili Church and Nu‘uanu Avenue, which quickly got out of control. No one was killed 
in the fire, but Chinatown was destroyed. Many people were homeless, and also bereft of all 
belongings, which were lost when Kaumakapili Church burned to the ground (Iwamoto 
1969:122-124, 130-131). 

In 1905, the Kaka‘ako area was used for the incineration of the waste from urban Honolulu. 
Thomas Thrum reported  
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Figure 26. 1886 photograph of patient’s Oceanside cottages at the Kaka‘ako Leper Detention 

Center (reprinted in Hanley and Bushnell 1980:photograph section) 

 

 
Figure 27. 1886 photograph of the Kapi‘olani Home for Girls within the Kaka‘ako Leper 

Detention Center; Mother Marianne Copeland is the second woman from the right 
(reprinted in Hanley and Bushnell 1980: photograph section) 
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Early in the year was completed the long projected garbage crematory for the 
disposal, daily, of the city's refuse by a patent and sanitary process. It is located 
on the shore of Kakaako, adjoining the sewer pumping station; is two stories in 
height and built of brick [Thrum 1906b:177]. 

The dredging of Honolulu harbor and its channel is completed as far as planned 
for the present, and excavations for the Alakea and Kinau slips finished, the 
material therefrom being used to fill in a large area of Kakaako and the flats in the 
vicinity of the sewer pumping station and garbage crematory. The amount of 
material removed by the Federal dredging was a million and a half cubic yards 
[Thrum 1907:148-149]. 

4.2.5 Military Works at Ka‘ākaukukui 
During the monarchy, the point at Kaka‘ako was the location for a battery, with three cannon 

used to salute visiting naval vessels, which responded with their own cannon salutes. Other 
saluting batteries were at the top of Punchbowl Crater and at the Honolulu Fort (Dukas 
2004:163). The Hawaiian Annual and Almanac for 1887 (Thrum 1887:37) reported that $4,500 
had been spent to build the battery, which was used for gun salutes up to at least the end of the 
monarchy in 1893 (Judd 1975:57), as shown on an 1887 photograph (Figure 28) and a 1887 map 
of Honolulu (see Figure 17). 

 
Figure 28. 1887 photograph of the Kaka‘ako Saluting Battery and flagstaff (original photograph 

taken by Karl Kortum and archived at the San Francisco Maritime Museum; reprinted 
in Scott 1968:176) 

After the annexation of the islands by the United States in 1899, the U.S. Congress began to 
plan for the coastal defenses of their new islands. The major batteries were placed at Pearl 
Harbor and in Waikīkī, but a small reservation, named Fort Armstrong, was also set up on the 
Ka‘ākaukukui Reef as a station for the storage of underwater mines. Fort Armstrong is shown on 
a 1911 War Department map of O‘ahu. Battery Tiernon, with two 3 inch m 1903 guns, was built 
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at this site in 1911, and took over the job of saluting visiting naval vessels once performed by the 
Kaka‘ako battery (Williford and McGovern 2003:15).  

The fort does not seem to have been very impressive. William Castle in 1917 noted: 

Fort Armstrong is the saluting station for the port of Honolulu. It is built on the 
Kaakaukukui Reef, one mile from the centre of the city and at the entrance of the 
harbour. Its area is 64 acres, and it has as garrison the 104th Company (mine) of 
the Coast Artillery Corps. Both officers and men are wretchedly housed in 
temporary board and batten shacks, although the fort has been in use for three 
years [Castle 1917:90]. 

The fort saw some small action during World War I when, in October 1917, the military 
authorities closed Honolulu Harbor between sunset and sunrise. The steamer Claudine, which 
was sailing from Maui when the edict went into effect, sailed into Honolulu Harbor unknowingly 
after twilight. The coast artillery at Fort Armstrong shot a few shells across her bow, and the 
steamer quickly reversed her engines and went back out to sea, until the following morning, 
when she could safely and legally come to shore (Thomas 1983:147). In the Japanese attack on 
the islands in December 7, 1941, the fort escaped relatively unscathed; only one motor pool 
structure was hit. Antiaircraft shells were fired from the fort, but were ineffective; at least one hit 
the town rather than any aircraft (Richardson 2005:34). In the 1950s, the federal government 
returned most of Fort Armstrong to the Territory of Hawai‘i, which used the area to expand the 
shipping piers of the harbor. 

4.2.6 Kerosene Storage Lot and the Magoon Block 
On the 1876 map of Ka‘ākaukukui, north of the study parcels in the ‘ili of Pu‘unui, is a lot 

marked “kerosene storage,” a government facility. The danger of locating this storage area so 
close to downtown Honolulu was emphasized by the compiler of the Hawaiian Annual, Thomas 
Thrum, who noted fires at the kerosene storage in 1891, and then again in 1907: 

And, as if to emphasize the critical condition of the city, fires have been more 
numerous than usual, with more serious loss thereby than for years past, the 
principal one being the government Kerosene Warehouse in the early part of June 
last, with some 35,000 cases of oil and gasoline [Thrum 1892:129]. 

Early in August a small building at Kakaako of not much value was destroyed by 
fire. Shortly afterwards, by the prompt response to the firemen to a “still alarm” 
about 8 a. m. of Sunday, the 11th, an incendiary blaze in the Kerosene warehouse 
at Kakaako was quenched just in time to avert a serious explosion and 
conflagration [Thrum 1908:180-181]. 

On later historic maps, this land section is referred to as the Magoon Grant or the Magoon 
Block. John Alfred Magoon was a prominent lawyer in Honolulu who married Emmeline Marie 
Afong, the daughter of a wealthy Chinese businessman in Hawai‘i (Dye 1997:211-212). Like 
many businessmen, Magoon bought properties as investments, for development or for sale for a 
profit at a later date. Under Kamehameha IV, he received Grant 3182 (.312 acres) in 1878 for 
$50, and Grant 3183 (1.89 acres) for $260. By 1914, he built on the Queen Street lot a two-story 
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structure with shops on the ground floor and residential apartments on the top floor (Figure 29), 
described as “Hawaii’s First Apartment House” (Griffin et al. 1987:32, 65). Additional structures 
were built in the early twentieth century in the parcel called the “Magoon Block.” The 
apartments were generally low-rent and inhabited by bachelors, although some poorer families 
crowded into the larger apartments. All of the buildings on the lot were demolished in 1940. 

 

 
Figure 29. Undated photograph of the Magoon Block (photograph reprinted in Kaka‘ako 

Connection 2003) 

4.2.7 Pohukaina School and Mother Waldron Park 
Northeast of the study parcels, between Pohukaina and Halekauwila Streets, and Coral and 

Cooke Street is Mother Waldron Park, which is associated with the early educational 
development of Honolulu schools. In 1874, the Pohukaina Girl’s School, for parents who cared 
“about their girls being mixed up with boys at school on in school playgrounds” (Bowser 
1880:451), was built on King Street. In 1907 the Hawai‘i Territorial Legislature passed an act to 
establish the Library of Hawai‘i. After evaluating several possible locations, the government 
committee decided that the King Street lot of the Pohukaina School would be the best location. 
Governor Frear wrote, “I arranged to have Pohukaina school moved to Kakaako- a more central 
location with reference to its constituency and with much more space for buildings and 
playgrounds” (Frear 1938, cited in Schilz 1991). The school was built in the lot to the west of 
Mother Waldron Park. Pohukaina School remained in operation in Kaka‘ako until 1980, by 
which time it had developed into a special education facility. The buildings were demolished, 
and in 1981, the Pohukaina School special education program was transferred to the campus of 
Kaimukī Intermediate School. 
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One of the teachers at the Pohukaina School, from 1922 to 1934, was Margaret Waldron. She 
was noted for her volunteer work in Kaka‘ako, and was “generally credited with being the 
individual who had most influence in transforming the so-called ‘Kakaako gangs’ into law 
abiding groups and wiping out the unsavory reputation which at one time clung to this district” 
(Honolulu Star-Bulletin; May 8, 1936:A1). Mrs. Waldron died on May 8, 1936 and the following 
year, when a new playground was constructed across Coral Street from Pohukaina Elementary 
School, the Honolulu Board of Supervisors authorized the park’s designation as “Mother 
Waldron Playground. 

4.2.8 Honolulu Iron Works 
In the 1850s, Hawaiian sugar planters became interested in a type of centrifugal machine that 

could separate sugar from molasses. In 1851, an engineer named David Weston installed his 
version of this machine in a Maui sugar mill. With backing from Hawaiian businessmen, Weston 
returned to the islands in 1853 and founded the Honolulu Iron Works (Figure 30), which he set 
up in a building already occupied by a flour mill (Kuykendall 1938:326-327). The flour mill was 
at first the most successful part of the business, where wheat from Maui and as far away as Chile 
was ground into flour and then exported to California. However, as the sugar industry became 
more prominent in the Hawaiian Island economy, the Iron Works began to build the machinery 
needed to operate the new sugar mills, not only in Hawai‘i but all over the world. At one point, 
the iron works employed 1,500 workers, many who lived in the Kaka‘ako area (Nicol 1998:510). 

 

 
Figure 30. 1901 (circa) photograph of the Honolulu Iron Works complex; note the empty lots 

east of the complex; the study parcels would be to the east or right of this complex 
(original photograph at Bernice P. Bishop Museum; reprinted in Myatt 1991:40-41) 

General 
Project Area 
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Business began to decline in the 1950s, and in 1973 the works were closed (Nicol 1998:510). 
At first the old buildings were converted to retail space, but eventually all were torn down, with 
the last warehouse being demolished in 1982 (Kawasaki 2005:2). This main lot for this complex 
is now covered by One Waterfront Plaza, west and adjacent to the current study parcels. 

4.2.9 Squattersville 
On land made during the construction of Fort Armstrong and areas to the east in the first two 

decades of the twentieth century, impoverished persons, mainly native Hawaiians, lived in 
shacks and sturdy houses in the 1920s in an area called “Squattersville,” named because they 
illegally lived without authorization on government land (Figure 31). This camp in the 
Ka‘ākaukukui area (shortened to ‘Ākaukukui), was generally around Olomehani Street near the 
shore (makai of the current study area across Ala Moana Boulevard), protected from the waves 
by a long sea wall. There were around 700 Hawaiians and part-Hawaiians living in shoreward 
camps in the mid-1920s, but by 1926 they were all gone. The government evicted the families 
and razed the houses (Clark 1977:64). 

Clark further reports on the developments in the area after the demise of Squattersville:  

During the 1930’s and 1940’s, the Ka‘ākaukukui area continued to be heavily 
utilized as a fishing and swimming area, especially by children from the 
neighboring community of Kaka‘ako. The children surfed on redwood planks in 
the break they called “Stonewall.” Many varieties of fish were abundant. Younger 
divers were warned by the old-time residents to stay away from the large 
sharkhole on the Waikīkī side of Kewalo Channel. Many people came to this area 
to pick limu [seaweed] and wana [sea urchin], and also to catch squid on the 
shallow reef [Clark 1977: 64]. 

4.3 Early Twentieth Century Land Reclamation Projects 

4.3.1 Kaka‘ako Reclamation  
The first efforts to deepen Honolulu Harbor were made in the 1840s. The idea to use this 

dredged material, composed of sand and crushed coral, to fill in low-lying lands, was quickly 
adopted. From 1857 to 1870, the “Esplanade” between Fort and Alakea streets was created on 22 
acres of filled-in former reef and tideland. By 1874, Sand (Quarantine) Island, site of the first 
immigration station, had been created over “reclaimed” land on reefs. 

By the 1880s, filling-in of the mud flats, marshes, salt ponds in the Kaka‘ako area had begun. 
This filling was pushed by three separate but overlapping improvement justifications. The first 
directive or justification was for the construction of new roads and improving older roads by 
raising the grade so the improvements would not be washed away by flooding during heavy 
rains. A report by the Hawaii Board of Health (1908:80) noted: 

I beg to call attention to the built-up section of Kewalo, “Kaka‘ako,” where 
extensive street improvements, filling and grading have been done. This, no 
doubt, is greatly appreciated and desirable to the property owners of that locality,  
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Figure 31. 1922 map of “Squattersville,” by Walter E. Wall. Area makai of Ala Moana Boulevard, southeast of the current study area 

(Hawai‘i Land Survey Division, Hawai‘i Territory Survey Plat Map 2050) 
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but from a sanitary point of view is dangerous, inasmuch as no provision has been 
made to drain the improved section, on which have been erected neat cottages  
occupied for the greater part by Hawaiian and Portuguese families, now being 
from one to three feet below the street surface, and which will be entirely flooded 
during the rainy season. Unless this is remedied this locality will be susceptible to 
an outbreak [of cholera] such as we experienced in the past.  

As mentioned in the above section, the justification most frequently cited was driven by 
public health and sanitation, the desire to clean up rivers and ponds that were reservoirs for 
diseases such as cholera and that acted as breeding places for rats and mosquitoes. Thus as early 
as 1902 (Hawaii Board of Health 1902:80), it is reported that: 

The Board has paid a great deal of attention to low-lying stagnant ponds in 
different parts of the city, and has condemned a number of them. The 
Superintendent of Public Works has given great assistance to seeing that the 
ponds condemned by the Board are filled. In September a pond on South Street 
was condemned as deleterious to the public health. 

The first areas to be filled were those areas closest to Honolulu town, then moving outwards 
to Kaka‘ako (Griffin et al. 1987:13). The first fill material may have been set down in 1881 for 
the Kaka‘ako Leper Branch Hospital (between Coral and Keawe Streets), which had been built 
on a salt marsh. Laborers were hired to “haul in wagonloads of rubble and earth to fill up that 
end of the marsh” (Hanley and Bushnell 1980:113). In 1903, five more lots in Kewalo, on 
Laniwai, Queen, and Cooke streets, were condemned and order to be filled (Hawaii Board of 
Health 1903:6). 

Although public health and safety were prominently cited, according to Nakamura (1979), the 
main desire (and third justification) to fill in Honolulu, Kewalo, and then Waikīkī lands was to 
provide more room for residential subdivisions, industrial areas, and finally tourist resorts. In the 
early part of the twentieth century, Kaka‘ako was becoming a prime spot for large industrial 
complexes, such as iron works, lumber yards, and draying companies, which needed large spaces 
for their stables, feed lots, and wagon sheds. In 1900 (Thrum 1901:172), the Honolulu Iron 
Works, which produced most of the large equipment for the Hawaiian plantation sugar mills, 
moved from their old location at Queen and Merchant Street near downtown Honolulu to the 
shore at Kaka‘ako, on land that had been filled from dredged material during the deepening of 
Honolulu Harbor. Other businesses soon followed. Thrum (1902:168) noted: 

The Union Feed Co. is another concern whose business has outgrown the limits of 
its old location, corner of Queen and Edinburgh streets. Like the Iron Works Co. 
they have secured spacious premises at Kakaako, erecting buildings specially 
adapted to the needs of their extensive business at the corner of Ala Moana 
(Ocean Road) and South Street. 

Private enterprises were not the only new occupants of Kaka‘ako. A sewer pumping station, 
an immigrant station, and a garbage incinerator were also built on “reclaimed land.” Thrum 
(1907:148-149) noted:  
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The dredging of Honolulu harbor and its channel is completed as far as planed for 
the present . . . the material there from being used to fill in a large area of 
Kakaako and the flats in the vicinity of the sewer pumping station and garbage 
crematory.  

For the incinerator, Thrum noted:  

The new station is built on piles on reclaimed land that is being filled in from the 
coral dredgings that is going on, and is gradually taking on a tropical appearance. 
. . . Adjoining its premises on the mauka side is the new building designed for the 
Planters’s Association for their labor bureau.  

The new immigration station (Figure 32) had seven large rooms for dormitories, surrounded 
by a breezy, open lanai, where immigrant workers would stay while waiting for their clearance 
to go to their new work places on the sugar plantations. Adjacent to the dormitory was a hospital, 
which was used to check the new immigrants for any “loathsome or dangerous contagious 
disease” (Hawaii Governor 1905:77). The hospital was also used during epidemics to isolate 
contagious patients, suffering from such diseases as smallpox, cholera, or plague. 

 
Figure 32. 1900 (ca.) photograph of the Immigration Station at Kaka‘ako, Union Feed Co. 

stables in center background (Hawai‘i State Archives) 

In 1900, a pond surrounded by a racing bicycle track, called the Cyclomere (built in 1897), in 
the Kewalo area was filled. This was located on the makai side of Kapi‘olani Avenue between 
Cooke Street and Ward Avenue. In 1904, the area around South Street from King to Queen 
Streets was filled in. The Hawaii Department of Public Works (1904) reported “considerable 
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filling [was] required” for the extension of Queen Street, from South Street to Ward Avenue, 
which would “greatly relieve the district of Kewalo in the wet season.”  

4.3.2 Kewalo Reclamation Project 
Although the Board of Health could condemn a property and the Department of Public Works 

could then fill in the land, the process was rather arbitrary and piecemeal. In 1910, after an 
epidemic of bubonic plague, the Board of Health condemned a large section of Kewalo, 
consisting of 140 land parcels, (including areas in Ka‘ākaukukui), which had numerous ponds 
(Hawaii Department of Public Works 1914:196).  

In 1914, the entire: 

 . . . locality bounded by King street, Ward avenue, Ala Moana and South street, 
comprising a total area of about two hundred acres, had been found by the board 
of health of the Territory to be deleterious to the public health in consequence of 
being low and below ‘the established grades of the street nearest thereto’ and at 
times covered or partly covered by water and improperly drained and incapable 
by reasonable expenditure of effectual drainage, and that said lands were in an 
insanitary and dangerous condition [Hawaii Supreme Court 1915:329]. 

The superintendent then sent a letter to all of the property owners, informing them that they 
must fill in the lands to the grade of the street level within sixty days. Only a few of the land 
owners complied, and filled their land with a variety of materials. Most of the land owners did 
not comply with this notice, and in 1912 the bid to fill in the land was given to Lord-Young 
Engineering Co. to fill in the land with “sand, coral and material dredged from the harbor or reef 
and the depositing of the same upon the land by the hydraulic method” (Hawaii Supreme Court 
1915:331). The recalcitrant land owners sued to stop the work, and in the suit, the method of 
hydraulic filling is described: 

By this [hydraulic] method the material dredged is carried in suspension or by the 
influence of water which is forced through large pipes and laid upon the lands and 
intervening streets, and afterwards is distributed and leveled, the water having 
drained off through ditches provided for the purpose. The work is done in large 
sections around which bulkheads have been constructed. A section can be filled in 
about thirty days, the dredger working about fifteen hours per day. And in about 
two months after a section has been filled the ground will have dried out so as to 
be fit for use as before. . . . The character of the material varies from very fine 
sand to coarse bits of coral . . .  

It appears in evidence that though the method employed the finest of the material 
which is carried upon the land settles when the water which transports it becomes 
quiet and as the water runs off a sludge or mud remains which forms a strata more 
or less impervious to water. This strata, however, is covered by the coarser and 
more porous material. . . . it appears that by mixing in to a depth of a few inches 
ordinary soil small plants will grow without difficulty. . . . The character of the 
locality must be considered. It is not adapted to agriculture, but is suited more 
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particularly to such business purposes as it now partly used for, such as stables, 
laundries, warehouses, mills, etc., and for cottages with small yards for the 
accommodation of laborers engaged in connection therewith. Upon the whole, we 
are of the opinion that the material proposed to be used in the fill-in of the lands 
of the complainants is not of a character as should be held to be improper for any 
of the reasons urged [Hawaii Supreme Court 1914:351]. 

The first land to be filled in was the portion of the Ward Estate Kukuluāe‘o property west of 
Ward Avenue, completely filled in by June of 1913. In July “25,000 cubic yards of sand and 
ground-up coral were deposited on the Bishop Estate in the vicinity of Ala Moana and Keawe 
street, the reason for shifting operations to this part of the district being that the Hawaiian Sugar 
Planter’s Association had erected a reinforced concrete building there and wished to have the lot 
brought to grade” (Hawaii Department of Public Works 1914:198). By August, the rest of the 
Ward Kukuluāe‘o lands west of Ward Avenue had been completely filled in, and by February 
1914, all of the land from South Street to Ward Street, and from Ala Moana to Queen Street had 
been filled. This would include the area of the three study parcels, thus, low areas and ponds in 
the study area were all filled in by 1914. 

The expense of the suit did manage to shut down operations planned for the area from Ward 
Street to Waikīkī (Thrum 1916:159-160). This land was mainly owned by the Bishop Estate, 
who leased the land to small farmers growing taro and rice and raising ducks in the ponds. In 
1916, the Bishop Estate announced that as soon as their present tenant leases expired, they 
planned to fill the lands and divide them into residence and business lots (Larrison 1917:148-
149). In 1919, a portion of the coastal section of the Bishop Estate lands was secured by the 
government in order to expand the Kewalo Basin (Thrum 1920:148). 

4.3.3 Waikīkī Reclamation Project 
It was during the 1920s that the southeast O’ahu would be transformed when the construction 

of the Ala Wai Drainage Canal - begun in 1921 and completed eight years later - resulted in the 
draining and filling in of the remaining ponds and irrigated fields of Honolulu and Waikīkī. The 
canal was one element of a plan to urbanize Waikīkī and the surrounding districts, first 
conceived in 1906. The final result was a “canal three miles long, with an average depth of 
twenty-five feet and a breadth of two hundred fifty feet” (Honolulu Advertiser, 17 October 
1928:2:16).  

Several claims were made against the dredging company, including compensation for 
destroyed crops and livestock by farmers. For instance, a Chinese tenant farmer named Chang 
Fow, leasing lands in Waikīkī from the Bishop Trust Company wrote a letter of complaint 
indicating that the salt water that leached into his lands as a result of the dredging of the canal 
had devastated his fishponds and stocks of ducks and chickens (letter from Chang Fow to the 
Bishop Trust Company, 23 May 1922, cited in Nakamura 1979:100-101). His claims, along with 
those of other residents of the area, give an impression of the continuing agricultural subsistence 
base in Waikīkī that lasted into the 1920s, and rapidly became a thing of the past. 

Information about the actual dredging and fill process, and the materials dredged-up and used 
for fill, is minimal. Statements and pictures regarding the event show that dredging was done 
both off-shore, on the ocean bed, and in the area slated for the canal. Information regarding the 
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filling process of personal properties—with the excess dredge that became the property of the 
Hawaiian Dredging Company—is unclear. Numerous phases seem to have taken place. 

Nakamura (1979:85) writes that the government of the Territory of Hawai‘i solicited bids, in 
1920, for the dredge and fill project planned for the environs of Waikīkī. The plan was to create 
hundreds of acres of urban land—at the expense of wetland agriculture and aquaculture in the 
area. The advertisement, soliciting bids for the project put forward by Lyman H. Bigelow, 
masked the significance of the project by stating that “for Dredging a Drainage Canal and Filling 
and Reclaiming Certain Unsanitary Lands at Waikiki” (Nakamura 1979:85). He further writes 
that State laws were passed requiring property owners to pay for the filling in of their lands, 
which apparently was going to be done whether they wanted it or not. A lien would be fixed 
against their property and if all payment was not made on time, land would be foreclosed on. 
Nakamura points out that the cost was so high for some of the property owners that the bank lien 
could extend into a fifteen-year mortgage (Nakamura 1979:89). 

Once land that the Territory of Hawai‘i government wanted filled in (for state buildings) was 
complete, any further dredged materials became the property of the dredging company—the 
Hawaiian Dredging Company—and they in turn could sell the materials to the property owners, 
who in turn were forced to buy the product. Walter F. Dillingham, of the Hawaiian Dredging 
Company died in 1963. Time magazine, in their article about him and his involvement in the 
project stated that “. . . Walter Dillingham used the muck dragged up from the sea to fill in low, 
marshy areas around Honolulu, over the years created 5,000 acres of solid ground that now holds 
a full third of the city’s population” (cited in Nakamura 1979:112). 

The land surface of modern Honolulu and Waikīkī is situated on the result of this decade long 
dredging and fill project of which the creation of the Ala Wai Canal was included. In 
Nakamura’s (1979:113) The Story of Waikīkī and the Reclamation Project, he writes that this 
land “reclamation” program changed the ecology of Waikīkī from a once viable and important 
agriculture and aquaculture center . . . destroyed by profit-seeking capitalist entrepreneurs . . . 
under the subterfuge of “drainage” and “sanitation.” Many of the original property owners lost 
their land or had serious damage to their property as a result of the reclamation activities and/or 
the costly expense for the mandatory filling in of their properties. 

Dredging was not the only method for filling in the land throughout Kewalo, evidence 
suggests urban trash was also used, “At the beginning of the twentieth-century, the stretch of 
coast between Fort Armstrong and Waikīkī was the site of the Honolulu garbage dump, which 
burned almost continually” (Shideler 2002 quoted from Young 1994). This burnt trash was used 
for filling in the unwanted swamp lands. 

The residue from burned rubbish was also used to reclaim swamps. This residue 
provided a fill that was quite inert and solid. Thus, a rubbish dump was 
considered a cost-free method for a landowner to reclaim swampy land. Many 
property owners offered their swamps and lowlands to the City government for 
reclamation via open dump burning…Major landowners and estates also had a 
practice of allowing the use of their land for dump sites. There was no payment by 
the City about sharing fees that the City charged to businesses that used the 
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dumps. The city replied that revenue sharing was not justified because the 
increase in the value of the land reclaimed was sufficient payment. (Young 2005) 

In The Saga of the Sandwich Islands by Edward B. Scott, Kewalo is described as: 

‘The desert waterfront of Honolulu where there is a perpetual volcano,’ described 
this forsaken stretch of scrub covered coral wasteland between what would 
become the Ala Wai and Kewalo Basin. In the center of this desolation stood a 
refuse dump where, day and night, columns of smoke rose into the Hawaiian sky. 
(Scott 1968:578) 

A 1921 photo shows this “perpetual volcano,” where a city employee is shown burning trash 
at the refuse dump (Figure 33). In 1930 the first Kewalo Incenerator was built at the intersection 
of ‘Ahiu and Olomehani Streets in Kaka‘ako, which had a capacity to burn 80 tons of refuse a 
day (Shideler 2002).  

 

 
Figure 33. 1921 photo of a city employee burning trash in Kewalo (Scott 1968:578) 

4.4 Early Twentieth Century to the Present 

4.4.1 Urban Expansion in the Kaka‘ako Area 

The 1884 Bishop map (see Figure 16) shows the nascent traces of the future development in 
the grid of roads stretching mauka of the study areas. Kaka‘ako was considered outside the 
Honolulu town boundary and was used in the mid to late nineteenth century as a place for 
cemeteries, burial grounds, and for the quarantine of contagious patients. Then in the beginning 
of the twentieth century, the area was used as a place for sewage treatment and garbage burning, 
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finally becoming an area for cheap housing and commercial industries (Griffin et al. 1987:13). 
Late nineteenth century maps show a corridor of streets extending diagonally from Honolulu 
Town, including Queen Street that was planned to connect to the beach road to Waikīkī. The 
Queen Street alignment appears to follow the route of the traditional trail from Kou (Honolulu) 
to Waikīkī described by John Papa ‘I‘i. As noted previously, this trail likely ran on a sand berm 
raised above the surrounding marshlands and coral flats. The three ponds northwest of the study 
parcels are still present. An 1881 map indicates that the project area is still part of the Kaka‘ako 
Salt Works, which probably closed its operation sometime before 1916. 

A series of U. S. Geographic Survey (or wartime U.S. Army) quad maps shows the gradual 
expansion of the Honolulu urban district to the edge of Kaka‘ako and beyond in the early 
twentieth century. During the first half of the twentieth century, both rice fields and marshlands 
were eliminated as Kaka‘ako lands were filled to accommodate the expanding urbanization of 
Honolulu.  

On a 1919 map (Figure 34), early twentieth century residences were clustered between 
Pohukaina and Queen Streets, one to two blocks north of the study parcels. The edge of 
Honolulu along the shore ends abruptly at South Street, the western boundary of the study 
parcels. Proposed streets extending to Waikīkī are dotted in, indicating the roads have not been 
built or improved (paved) by this time. As noted in the previous section, the study area would 
have been completely filled in by 1914 during road improvement projects and during the 
Kaka‘ako and Kewalo Reclamation projects. All of the ponds and the low-lying areas around the 
project area have been filled, and new land, for Fort Armstrong, has been created from dredged 
material.  

On the 1927 map (Figure 35), the open areas of Kaka‘ako have been filled with material 
dredged from the Ala Wai Canal, Ala Moana Beach Park, and for the new Kewalo Basin, and 
with material from the city incinerator at the Kewalo coastline. New roads and buildings appear 
along both sides of Ala Moana Boulevard. On the 1943 map (Figure 36), the excavation of 
Kewalo Basin is nearly complete. The study parcels are covered with buildings and the grid of 
streets east of the project area to Ward Avenue is densely covered with residential and small 
commercial buildings. Small residential buildings were gradually replaced with larger 
commercial structures, as shown in a 1978 aerial photograph (Figure 37). On Parcel 1, all 
residences were demolished by 1978. In the 1960s the property was leased to Atlas Electric 
Company, which built on office building, a warehouse, and a parking lot on the property. 

In summary, the study area was apparently outside the two most intensely populated and 
cultivated areas - Waikīkī and Honolulu (or Kou) - along this portion of O‘ahu’s southern shore 
during pre-Contact times. It was nonetheless well utilized by the Hawaiians for activities 
appropriate to the specific environment, salt making and farming of fishponds, along with some 
wetland agriculture. The study area was also among the last areas of urban Honolulu to be built 
on and developed. 

4.4.2 Fire Insurance Maps 

A series of fire insurance maps illustrates the history of the project area in greater detail. At 
the University of Hawai‘i at Mānoa, the Dakin Fire Insurance maps for 1891, 1899, and 1906  
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Figure 34. 1919 War Department map (Honolulu Quad), showing location of the project area - 

Block 2 parking lot (KAK-2) parcel  
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Figure 35. 1927 U.S. Geological Survey map (Honolulu Quad), showing location of the project 

area – Block 2 parking lot (KAK-2) parcel 
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Figure 36. 1943 War Department map (Honolulu Quad), showing location of the Block 2 parking 

lot (KAK-2) project area 
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Figure 37. 1977-78 U.S. Geological Survey Orthopohoto, Honolulu Quad, showing project 

parcels covered by buildings 
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and the Sanborn Fire Insurance maps for 1914, 1927, 1950, and 1956 are available. The current 
study area is not shown on any of the Dakin Fire Insurance maps for 1891, 1899, or 1906, 
suggesting that there were no permanent structures in the area in those years. The Sanborn Fire 
Insurance maps for 1914, 1927, 1950 and 1956 for the project area are illustrated in Figure 39 
through Figure 42 displaying the gradual development of the parcel.  

1914 Sanborn Fire Insurance Map 

By 1914, Parcel 1 is already heavily utilized, with offices, mill works, and storage for the 
Pacific Engineering Co., Ltd. Mill Works in the west central section, buildings for Barnhart’s Ice 
Co. stables in the northeast corner, a shop in the southwestern corner, and a Chinese Laundry in 
the southeast corner. In addition, there are 24 dwellings on the property, one set of 6 tenement 
flats, two duplexes, and 14 single-family residences.  

The Pacific Engineering Co.(found only on the 1914 and 1927 maps) was an early 
engineering firm that built some important structures in Hawai‘i, such as the Hawai‘i Theater in 
1900 and the Honolulu YMCA building in 1912 (Thrum 1909:100). Many of the officers of this 
company were also managers or officers for the Honolulu Iron Works, showing a close 
association between these two companies.  

William Orville Barnhart moved to Hawai‘i in 1884, working as a mill engineer in the 
Spreckelsville Sugar Plantation on Maui. In 1892 he moved to Honolulu, at first working at the 
Oahu Railway and Land Company. In 1905, he began his own company, the Barnhart Ice 
Company (found only on the 1914 map), which delivered ice to homes and businesses on horse-
drawn wagons (Siddall 1917:34), thus the need for stables, as shown on a 1915 advertisement for 
the company (Figure 38). The Barnhart Ice Company ended in 1919 when, according to the 
notice in the Hawaiian Annual (Thrum 1919:153), the “Oahu Ice Co. have purchased the 
property and good-will of its rival, the Barnhart Ice Co.” 

 

 
Figure 38. Advertisement for Barnhart Ice Company (Schnack1915: no pagination) 
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Figure 39. The project area as shown on the 1914 Sanborn Fire Insurance Maps 
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Figure 40. The project area as shown on the 1927 Sanborn Fire Insurance Maps 
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Figure 41. The project area as shown on the 1950 Sanborn Fire Insurance Map 
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Figure 42. The project area as shown on the 1956 Sanborn Fire Insurance Maps 
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1927 Sanborn Fire Insurance Map 

On the 1927 map for Parcel 1, the Pacific Engineering Co. mill works, storage sheds, and 
machine shops take up the entire northwestern corner of the parcel. The stables for the Barnhart 
Ice Company are gone but the Chinese Laundry remains. The main change between the 1914 and 
1927 maps is the construction of many new dwellings, especially smaller duplexes that replace 
some of the larger single-family residences that are shown on the 1914 map. In all, there are 81 
dwellings, 8 triplexes, 19 duplexes, and 19 single-family residences. There are also five shops 
along Pohukaina and Keawe Streets.  

1950 and 1956 Sanborn Fire Insurance Maps 

On the 1950 map, the west central section of Parcel 1 is owned by the Pacific Welding & 
Machine Works, probably a subsidiary company (or a name change) for the Pacific Engineering 
Co. The northwest corner contains furniture warehouses and automobile works and parking. In 
the southeast corner is the “A. F. Stubenberg Refrigeration & Air Conditioning Shop and 
Warehouse” in the area once used as a Chinese Laundry. There are 78 dwellings; no new 
buildings were constructed after 1927, but few buildings were torn down, and a few buildings 
changed from shops to duplexes and from duplexes to single-family dwellings. There are also 
few changes between the 1950 and the 1956 maps for Parcel 1. One triplex, one duplex, and one 
single-family dwelling were torn down, leaving 75 dwellings. 

Arthur F. Stubenberg was born in Hawai‘i in 1921. Like his father, A.F. Stubenberg, Sr., he 
made his living making and selling machinery, mainly for the sugar and pineapple plantations, 
especially heavily mechanized harvesting machinery (Wagner 1999). Stubenberg and his son had 
other business interests, including a refrigeration and air conditioning business. Schmitt 
(1995:72) has noted that the first “true” air conditioning in the Hawaiian Islands was installed for 
the Ramsey and Co. offices in Honolulu in 1935. 
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Section 5    Previous Archaeological Research 

5.1 Geological Study of Kaka‘ako and Kewalo 

5.1.1 Ferrall’s Doctoral Dissertation 
For his doctoral thesis, Charles C. Ferrall (1976) synthesized all data from subsurface boring 

logs excavated in the Honolulu and Waikīkī areas to that time. The data was compiled from 800 
borings made by the Hawai‘i Public Works, Board of Water Supply and other state/city 
engineering departments.  

Most of the coastal plain of Honolulu formed during the Pleistocene, during several sea level 
fluctuations related to the advance and retreat of glaciers. These fluctuations produced reef 
deposits at various levels, some above the present sea level. The Kaka‘ako area coral shelf was 
mainly formed during the Waimanalo High Sea Stand, about 120,000 years ago, which reached a 
maximum of 25 ft (feet) above the present sea level. The Waimanalo Sea Stand was followed by 
the Mamala Low. During the Mamala Low, when the sea receded as much as 300 ft below 
present levels, deep alluvial channels dissected the former reefs, including one which Ferrall 
calls the HIC Channel. This channel was found in borings made within the Honolulu 
International Center (now the Blaisdell Center), thus the name of the channel. 

For bores excavated in the Kaka‘ako area, the coral shelf is found at three different levels, at 
+5 ft above sea level and at -15 and -30 ft below sea level. The +5, -15, and -30 coral ledges 
were all formed during the Waimanalo High Sea Stand. Ferrall notes that extensive coral 
“growth occurred during the Waimanalo High Sea Stand, probably as a result of the warmer 
climate of the interglacial stage” (Ferrall 1976:116). As the sea receded from a previous high of 
+25, it paused at +5 ft, long enough for the growth of corals that favor a high-energy reef flat 
environment. This reef was developed in about 20 ft of water. The -15 ft ledge probably 
developed after this during a regression of the sea from the Waimanalo High Stand to the 
Mamala Low Stand. The -15 coral shelf also developed within a high-energy zone, but was 
formed in a more shallow water environment, in only a few feet of water. The -30 coral shelf was 
composed of coral that grows in low-energy lagoonal environments. It may represent the 
“seaward (fore-reef) reflection” of one of the +5 or -15 coral ledges, rather than a separate time 
period (Ferrall 1976:125). 

Ferrall (1976:135) remarks on the area with the -5, -15, and -30 coral ledges: 

. . . lagoonal deposits are widespread . . . overlying the -30 and -15 ledges, the 
alluvial channels, and the lower, seaward edge of the +5 ledge. In general, any 
area that was not above existing sea level prior to the [Mamala] transgression to 
the modern sea level became covered with lagoonal deposits. . . . After the sea 
more or less stabilized at its present level, the lagoon filled up and became a 
swamp. Swamp deposits, with peat layers are found from just below existing sea 
level, on top of the lagoonal deposits, to just above sea level. Even into historical 
time, much of the area seaward of the +5 ledge was dominated by swamp 
conditions. 
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In discussing the various areas of Kaka‘ako, Ferrall divided his area into Quads (Figure 43). 
The inland portion of the Mauka Area District above Queen Street falls within Quads A-7, A-8, 
and A-9; the makai portion is within Quads B-7, B-8, and B-9. According to Ferrall’s work, 
Mauka Area District is within the -15 coral ledge zone and the +5 coral ledge area, and mauka of 
the -30 coral ledge. The current parcels are within Ferrall’s Grid B-9 in the +15 coral shelf area. 

On the west side of Quad A-7, 900 ft south of King Street, nineteen borings were placed 
during the excavation of the Blaisdell Center. The coral reef ledge is at 5 ft (+5) above sea level 
at 4 to 8 ft below ground surface. Over the coral ledge is 2 ft or more of lagoonal deposits, 
covered with 2 ft or more of alluvium (Ferrall 1976:50). In Quad A-8, 75 borings were made for 
the Blaisdell Center construction. The coral shelf is 5 ft above sea level, 4-11 ft below ground 
surface. It is overlain by 4-5 ft of cemented coralline debris, 2 ft of swamp deposits, and 2-3 ft of 
fill. In a certain section, the layer of coralline debris has been eroded out by a former drainage 
channel, the HIC channel, and volcanic cinder sand has been deposited within this channel. 
Ferrall illustrates the location of this channel, based on boring logs, in Quads A-7 and A-8. He 
also illustrates the probable path of the channel in the seaward section (Quad B-8). However, no 
boring logs are available for this area, which is within the current Mauka Area District. Ferrall 
(1976:53) cautions “given the sinuous course of this channel in the area where control is 
available, it could be expected to meander considerably from the direct route to the sea which is 
shown.” In an area bound by Waimanu, Kamani, and Kawaiaha‘o Street, the coral ledge is at 5 ft 
above sea level, at 6 ft below ground surface, overlain with 2 ft of lagoonal deposits with lenses 
of cinder sand, and then with up to 4 ft of fill. 

In Quads B-7 and B-8, the coral ledge is 15 ft (-15) below sea level. None of the borings in 
Quad B-7 are near the Mauka Area District. At the southeast corner of Quad B-8, there is 3 ft of 
fill over lagoonal deposits up to 49 ft thick over the coral ledge. Coralline debris is found in the 
lagoonal deposits, indicated that the -15 ft ledge may be uncemented in this area. The only other 
boring in this quad was at the intersection of Ward Avenue and Auahi Street. The coral ledge 
was 15-22 ft below the surface overlain with lagoonal deposits and 3 ft of fill. In Quad B-9, 
(within the current project area), at the south side of Auahi Street, five borings were placed. The 
fill extends from the ground surface (5 ft above sea level) to sea level, underlain with lagoon 
deposits that extend down to the coral ledge at 17 to 21 ft below sea level. 

5.1.2 Engineers Boring Logs 
The engineering firms of Ernest K. Hirata and Associates, Inc. (identified by B#-#) and R. M. 

Towill Corporation (identified by B-#) have excavated several exploratory borings in the 
Kaka‘ako area. The engineering firms described their soils under the United Soil Classification 
System, which is different than the U.S. Department of Agriculture Soil Classification System 
used by CSH archaeologists. This makes it somewhat difficult to compare soil profiles described 
by the engineers with those in previous archaeological reports. The engineers also do not identify 
buried A horizons (former land surfaces), nor do they identify cultural layers. The locations of 
the bores excavated by engineers are shown on Figure 44, and the bore soil stratigraphies are 
described in Table 1. The soils in the table are generally listed by location, from west to east 
from Keawe Street on the west to the eastern end of Queen Street. 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 46  Previous Archaeological Research 

Archaeological Inventory Survey Report for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 76
TMK: [1] 2-1-030:001, 043  

 

 
Figure 43. Grid map of Honolulu with locations of coral shelf and the HIC Channel (map from Ferrall 1976) 
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Figure 44. Boring log locations; boring holes with volcanic cinders in the NW corner; coral shelf is 20-30 ft deep at the SE and SW 

corners, 10 20 feet deep in the central section, and approximately 10 ft deep in the NW corner (base map: USGS 1998 
Honolulu Quad). The green dots represent boring holes by Ernest K. Hirata and Associates, Inc. and the yellow dots are the 
boring holes conducted by R. M. Towill Corporation 
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The boring holes were generally excavated beneath present street surfaces. The top layer is 
the asphaltic concrete with a base course of gravel or sand/gravel. In most areas, beneath this is a 
tan silty sand, a calcareous beach sand. In boring holes, near the northwestern corner of the 
project area there is a stratum of black silty sand with volcanic cinders from the 
Tantalus/Sugarloaf eruptions (shown on Figure 44). In most places, there is an underlying layer 
of gray, mottled gray, or dark gray silty sand, which the engineering firm Ernest K. Hirata and 
Associates, Inc. identifies as lagoon deposits. R.M. Towill does not interpret their soils profiles. 
This lagoon deposit was usually found from 4.0-5.0 ft (1.2-1.5 m) below the surface. At B1-
2168, near the northwestern corner of the Kaka‘ako area, it was found at 6.0 ft (1.8 m) below 
surface, and at B12-2204, near the southeastern corner of the Kaka‘ako area it was found at 7.0 ft 
(2.1 m) below the surface.  

The 2604 series of holes along Ward Street was excavated only deep enough to expose the 
underlying fill layers beneath the road. The other boring holes series were excavated through the 
top of the coral shelf/coral rubble stratum. This coral shelf was found as shallow as 7.5 ft (2.3 m) 
below surface (B1-2204) near the northwestern corner of the Kaka‘ako area to a depth as great as 
24 ft (7.3 m) below the surface in the southeastern corner (B12-2204). The locations of areas 
with the coral shelf approximately 10 ft below the surface, 10-20 ft below the surface, and 20-24 
ft below the surface are shown on Figure 44. 

Table 1. Engineering Firms Boring Log Information 

Bore ID     
(Streets) 

Depth 
(m) 

Depth 
(ft) Classification Deposit Type 

B-2 0-0.07 0-0.3 Asphalt Pavement 
South 0.07-0.3 0.3-1.0 Gray silty sand with gravel Fill 
 0.3-0.6 1.0-2.5 Grayish brown clayey silt  
 0.6-1.5 2.5-5.0 Brown silty sand  
 1.5-3.0 5.0-10 Grayish brown silty sand  
 3.0-4.7 10-15.5 Coral Coral shelf 

B-14 0-0.07 0-0.3 Asphalt Pavement 
South 0.07-0.6 0.3-2.0 Gray tan silty sand  
 0.6-1.2 2.0-4.0 Tannish white silty sand  
 1.2-1.5 4.0-5.0 Grayish brown sandy silt  
 1.5-2.4 5.0-8.0 Gray tan silty sand  
 3.0-4.9 10-16 Coral Coral shelf 

B-22 0-0.07 0-0.3 Asphalt Pavement 
South 0.07-1.5 0.3-5.0 Grayish brown silty sand  
 1.5-3.0 5.0-10 Dark gray silty sand  
 3.0-3.7 10-12 Gray white gravelly sand  
 3.7-4.6 12-15 Gray silty sand  
 4.6-4.7 15-15.5 Dark brown cemented sand  
 4.7-7.0 15.5-23 Coral Coral shelf 

B-30 0-0.07 0-0.3 Asphalt Pavement 
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Bore ID     
(Streets) 

Depth 
(m) 

Depth 
(ft) Classification Deposit Type 

South 0.07-1.5 0.3-5.0 Grayish brown silty sand  
 1.5-2.1 5.0-7.0 Tannish white silty coral  
 2.1-2.7 7.0-9.0 Grayish brown clayey sand  
 2.7-6.0 9.0-20 Gray clayey coral sand  
 6.0-7.9 20-25.8 Tannish white coral Coral shelf 

B-25 0-0.05 0-0.2 Asphalt Pavement 

Keauhou-Keawe 0.05-0.9 0.2-3.0 
Grayish brown silty sand 
with some gravel Fill 

 0.9-1.2 3.0-4.0 Tannish white coral gravel Fill 
 1.2-1.7 4.0-5.5 Dark gray to black silty sand  
 1.7-3.6 5.5-11 Gray silty sandy coral gravel  
 2.6-4.6 11-15 Gray fine sandy silt  
 4.6-4.9 15-16 Tannish white coral Coral shelf 

B-10 0-0.05 0-0.2 Asphalt Pavement 
South-Keawe 0.05-1.1 0.2-3.5 Gray silty sand with gravel Fill 
 1.1-1.5 3.5-5.0 Gray silty clay with sand  

 1.5-2.1 5.0-7.0 
Gray black silty sand with 
some cinders  

 2.1-3.0 7.0-10 Black silty sand  
 3.0-4.6 10-15 Tannish white coral Coral shelf 

B-15 0-0.07 0-0.3 Asphalt Pavement 
South-Keawe 0.07-0.9 0.3-3.0 Grayish brown silty sand  
 0.9-1.2 3.0-4.0 Black organic silt  
 1.2-2.1 4.0-7.0 Gray white gravelly sand  
 2.1-3.0 7.0-10 Black sand (volcanic cinders)  
 3.0-4.6 10-15.1 Tannish white coral Coral shelf 
     
     
B-18 0-0.07 0-0.3 Asphalt Pavement 
South-Keawe 0.07-0.6 0.3-2.0 Gray silty sand Fill 
 0.6-1.1 2.0-3.5 Concrete rubble Fill 
 1.1-2.1 3.5-7.0 Tan gray silty sand  
 2.1-3.0 7.0-10 Black silty sand  
 3.0-4.4 10-14.5 Tannish white coral Coral shelf 

B-19 0-0.07 0-0.3 Asphalt Pavement 
Keawe-Coral 0.07-0.3 0.3-3.0 Brown sandy silt  
 0.9-1.8 3.0-6.0 Gray white silty sand  
 1.8-3.0 6.0-10 Black sand (cinders)  
 3.0-5.0 10-16.5 Tannish white coral Coral shelf 
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Bore ID     
(Streets) 

Depth 
(m) 

Depth 
(ft) Classification Deposit Type 

B2-1615 0-0.1 0-0.2 Asphalt Pavement 
Keawe-Coral 0.1-1.1 0.2-3.5 Mottled gray silty sand Beach sand 
 1.1-1.2 3.5-4.0 Loose silty sand Beach sand 
 1.2-2.9 4.0-9.5 Silty sand with coral  Lagoon 
 2.9 9.5-25.4 Loose silty sand with coral Lagoon 
 2.9 25.4 Coral Coral shelf 

B1-1615 0-0.1 0-0.2 Asphalt Pavement 
Keawe-Coral 0.1-0.5 0.2-1.5 Tan Silty sand Beach Sand 
 0.5-0.9 1.5-3.0 Mottled gray silty sand Lagoon 
 0.9-4.4 3.0-14.5 Mottled gray loose silty sand Lagoon 
 4.4-5.8 14.5-19 Gray clayey sand Lagoon 
 5.8 19 Coral Coral shelf 

B-26 0-0.2 0-0.9 Asphalt and concrete Pavement 

Coral 0.2-1.4 0.9-4.5 
Tannish white silty sand with 
some gravel Fill 

 1.4-5.2 4.5-17 Gray white silty sand  
 5.2-5.6 17-18.5 Tan gray gravelly sand  

 5.6-6.3 
18.5-
20.7 Tannish white coral Coral shelf 

B-35 0-0.15 0-0.6 Asphalt and gravel Pavement 

Coral-Lana 
0.15-
10.7 0.6-3.5 

Tannish white silty sand with 
some gravel Fill 

 10.7-3.0 3.5-10 Gray silty sand  
 3.0-6.0 10-20 Grayish white clayey gravel  

B1-2168 0-1.8 0-6.0 Tan/grayish silty sand Beach Sand 
Coral-Lana 1.8-4.1 6.0-13.5 Gray silty sand with coral Lagoon  
 4.1 13.5 Coral Coral shelf 

B2-2168 0-1.5 0-5.0 Grayish tan silty sand Beach Sand 
Coral-Lana 1.5-1.8 5.0-6.0 Tan/Gray silty sand Beach Sand 
 1.8-4.0 6.0-13 Gray silty sand Lagoon  
 4.0 13.0 Coral Coral shelf 

B3-2168 0-1.8 0-6.0 Grayish tan silty sand Beach Sand 
Coral-Lana 1.8-4.5 6.0-15 Gray silty sand Lagoon 
 4.5 15 Coral Coral shelf 

B4-2168 0-0.8 0-2.5 Grayish brown silty sand Beach Sand 
Coral-Lana 0.8-1.8 2.5-6.0 Tan silty sand Beach Sand 
 1.8-3.4 6.0-11 Gray silty sand Lagoon  
 3.4 11 Coral Coral shelf 
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Bore ID     
(Streets) 

Depth 
(m) 

Depth 
(ft) Classification Deposit Type 

B1-1601 0-0.2 0-0.5 Asphalt Pavement 
Ohe-Koula  0.2-0.6 0.5-2.0 Reddish brown Clayey silt Fill 
 0.6-1.2 2.0-4.0 Mottled gray Silty sand Beach sand 
 1.2-1.5 4.0-5.0 Dark Gray Clayey silt Lagoon 
 1.5-5.2 5.0-17 Dark Gray Silty sand Lagoon 
 5.2 17 Coral Coral shelf 

B-11 0-0.07 0-0.3 Asphalt Pavement 
Emily-Cooke 0.07-0.6 0.3-2.0 White sandy coral gravel Fill 

 0.6-0.9 2.0-3.0 
Gray silty sand with some 
gravel  

 0.9-2.1 3.0-7.0 Tan gray silty sand  

 2.1-3.0 7.0-10 
Black silty sand with some 
cinders  

 3.0-4.6 10-15.1 Tannish white coral Coral shelf 

B-45 0-0.07 0-0.3 Asphalt Pavement 

Curtis-Cooke 0.07-1.8 0.3-6.0 
Tan and gray silty sand with 
coral gravel Fill 

 1.8-5.0 6.0-16.5 

Gray clayey silt; grades to 
silty sand; grades to sandy silt 
with trace of organics  

B-16 0-0.07 0-0.3 Asphalt Pavement 

Coral-Cooke 0.07-1.4 0.3-4.5 
Dark gray silty sand with 
glass Fill 

 1.4-1.5 3.5-5.0 Dark gray silty sand   
 1.5-2.3 5.0-7.5 Gray white sandy silt  
 2.3-3.0 7.5-10 Black silty sand (cinders)  
 3.0-4.6 10-15.1 White coral Coral shelf 

B-27 0-0.07 0-0.3 Asphalt Pavement 
Cooke 0.07-0.6 0.3-2.0 Tannish white sandy gravel Fill 
 0.6-1.2 2.0-4.0 Black sand and organic silt   
 1.2-3.6 4.0-11 Gray white silty coral gravel  
 3.6-4.6 11-15 Tannish white coral  

B-28 0-0.07 0-0.3 Asphalt Pavement 

Cooke 0.07-0.9 0.3-3.0 
Dark gray silty sand with 
glass Fill 

 0.9-1.4 3.0-4.5 Dark gray silty sand   
 1.4-2.1 4.5-7.0 Gray white sandy silt  
 2.1-4.6 7.0-15 Black silty sand (cinders)  
 4.6-5.2 15-17 White coral Coral shelf 
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Bore ID     
(Streets) 

Depth 
(m) 

Depth 
(ft) Classification Deposit Type 

B2-1601 0-0.2 0-0.5 Asphalt and base course Pavement 
Ohe-Koula  0.2-0.9 0.5-3.0 Mottled gray Silty sand Beach Sand 
 0.9-1.4 3.0-4.5 Dk. Gray Clayey silt Lagoon 
 1.4-4.9 4.5-16 Mottled Tan Silty sand Lagoon 
 4.9 16 Coral Coral shelf 

B1-2604 0-0.9 0-3 Light brown silty sand Fill 
Ward Ave. 0.9-2.6 3.0-8.5 Tan sandy coral gravel Fill 
 2.6 8.5 End of bore -- 

B2-2604 0-0.3 0-1.0 Asphalt and base course Road 
Ward Ave. 0.3-0.9 1.0-3.0 Brown silty sand with gravel Fill 
 0.9-2.0 3.0-6.5 Tan sandy coral gravel Fill 
 2.0 6.5 End of bore -- 

B3-2604 0-0.2 0-0.8 Asphalt and base course Road 
Ward Ave. 0.2-1.1 0.8-3.0 Brown silty sand Fill 
 1.1-1.7 3.0-5.5 Light brown sand with coral Fill 
 1.7 5.5-8.0 Sandy coral gravel Fill 
  8.0 End of bore -- 

B4-2604 0-0.3 0-0.8 Asphalt and base course Road 
Ward Ave. 0.3-0.9 0.8-3 Brown silty sand Fill 
 0.9-1.5 3-5 Light brown sand with coral Fill 
 1.5-2.3 5.0-7.5 Sandy coral gravel Fill 
 2.3 7.5 End of bore -- 

B1-2204 0-0.2 0-0.7 Asphalt and base course Road 

Cooke-Kamani 0.2-1.5 0.7-5.0 
Mottled grayish brown silty 
sand Beach Sand 

 1.5-2.3 5.0-7.5 Mottled gray silty sand Lagoon 
 2.3 7.5 Coral Coral Shelf 

B2-2204 0-0.5 0-1.5 Asphalt and base course Road 
Kamani-Ward 0.5-1.5 1.5-5.0 Tan silty sand Beach sand 
 1.5-4.4 5.0-14.5 Mottled gray silty sand Lagoon 
 4.4 14.5 Coral Coral shelf 

B3-2204 0-0.5 0-1.5 Asphalt and base course Road 
Ward-Cummins 0.5-1.4 1.5-4.5 Tan silty sand Beach Sand 
 1.4-4.3 4.5-14 Mottled gray silty sand Lagoon 
 4.3 14 Coral Coral shelf 

B4-2204 0-0.2 0-0.5 Asphalt Road 
Ward-Cummins 0.2-1.5 0.5-5.0 Tan silty sand Beach sand 
 1.5-5.8 5.0-19 Gray silty sand Lagoon 
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Bore ID     
(Streets) 

Depth 
(m) 

Depth 
(ft) Classification Deposit Type 

 5.8 19 Coral Coral shelf 

B5-2204 0-0.5 0-1.8 Asphalt and base course Road 

Cummins 0.5-1.5 1.8-5.0 
Mottled grayish brown silty 
sand Beach sand 

 1.5-6.4 5.0-21 Gray silty sand Lagoon 
 6.4 21 Coral Coral Shelf 

B6-2204 0-1.1 0-1.3 Asphalt and base course Road 
Cummins 1.1-1.5 1.3-3.5 Tan silty sand Beach sand 
 1.5-2.7 5.0-9.0 Gray silty sand Lagoon 

 2.7-10.4 9.0-34 
Gray silty sand with 
increased coral content Lagoon 

 10.4 34 Coral Coral Shelf 

B7-2204 0-0.1 0-0.2 Asphalt and base course Road 
Kamake‘e 0.1-1.2 0.2-4.0 Tan silty sand Beach sand 
 1.2-2.7 4.0-9.0 Mottled gray silty sand Lagoon 

 2.7-7.3 9.0-24 
Mottled gray silty sand-
increased silt content Lagoon  

 7.3 24 Coral Coral shelf 

B8-2204 0-0.5 0-1.8 Asphalt and base course Road 
Kamake‘e 0.5-1.5 1.8-5.0 Tan silty sand Beach sand 
 1.5-2.7 5.0-9.0 Mottled gray silty sand Lagoon 

 2.7-7.3 9.0-24 
Mottled gray silty sand-
increased coral content Lagoon 

 7.3 24 Coral Coral shelf 

     
B9-2204 0-0.3 0-1.0 Asphalt and base course Road 
Kamake‘e 0.3-1.4 1.0-4.5 Mottled tan silty sand Beach sand 
 1.4-7.3 4.5-24 Light gray silty sand Lagoon 
 7.3 24 Coral Coral shelf 

B10-2204 0-0.4 0-1.2 Asphalt and base course Road 
Kamake‘e-
Queen 0.4-1.1 1.2-3.5 

Mottled grayish brown silty 
sand Beach Sand 

 1.1-2.1 3.5-7.0 Gray silty sand with clay Lagoon 

 2.1-5.8 7.0-19 
Gray silty sand with clay-
increased coral content Lagoon 

 5.8-9.3 19-30.5 
Tan silty sand with clay-high 
coral content Lagoon 

 9.3 30.5 End of bore -- 
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Bore ID     
(Streets) 

Depth 
(m) 

Depth 
(ft) Classification Deposit Type 

B11-2204 0-0.4 0-1.2 Asphalt and base course Road 
Kamake‘e-
Queen 0.4-1.5 1.2-5.0 Tan silty sand Beach Sand 
 1.5-3.7 5.0-12 Mottled gray silty sand Lagoon 
 3.7-9.3 12-30.5 Mottled gray, loose silty sand Lagoon 
 9.3 30.5 End of bore -- 

B12-2204 0-0.2 0-0.8 Asphalt and base course Road 
Kamake‘e 0.2-1.5 0.8-5.0 Tan silty sand Beach Sand 
 1.5-2.7 5.0-9.0 Mottled gray silty sand Lagoon 

 2.7-5.8 9.0-19 
Mottled gray silty sand with 
increased silt content Lagoon 

 5.8-8.8 19-29 
Mottled gray silty sand with 
increased coral fragments Lagoon 

 8.8-12.3 29-40.5 Mottled tan silty sand Lagoon 
 12.3 40.5 End of bore -- 

B-13-2204 0-0.4 0-1.3 Asphalt and base course Road 
Kamake‘e 0.4-2.1 1.3-7.0 Tan silty sand Beach Sand 
 2.1-5.8 7.0-19 Gray silty sand Lagoon 
 5.8-8.8 19-29 Mottled tan silty sand Lagoon  
 8.8-12 29-39.5 Mottled gray silty sand Lagoon 
 12.0 39.5 End of bore -- 

 

5.2 KAK-2 (Block 2 Parking) Parcel Remediation 
Before 1991, the main buildings of the KAK-2 parcel were occupied by the Atlas Electric 

Company and Amelco (American Electric Company) Corporation, who repaired and serviced 
electrical transformers (Figure 45). In the early 1990s, all of the structures on the KAK-2 Parcel 
were demolished in order to redevelop the property into a mixed residential/commercial complex 
called Waterpark Towers. During the site investigations and during the removal of several 
Underground Storage Tanks (UST), high levels of PCBs (Polychlorinated Biphenyl) and other 
contaminants were detected in the groundwater and the soil (Figure 46). This contamination 
probably came from leaking storage tanks and the improper disposal of waste oil containing 
PCBs associated with the maintenance of PCB transformers. To determine the amount of 
contamination, a series of environmental investigations and remediations on the soil were 
initiated (Ecology and Environment, Inc. 1991). The work included geotechnical and dewatering 
studies, soil and ground water investigations, removal of underground storage tanks, aeration of 
soils contaminated by petroleum and other products, and the stockpiling of soils (J. R. Herold & 
Associates 1995:6).  

During the testing, the soils stratigraphy of the site was described. In all test areas, the top 4.5 
feet was fill, material dredged from the ocean or nearby areas, consisting of a very pale orange 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 46  Previous Archaeological Research 

Archaeological Inventory Survey Report for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 85
TMK: [1] 2-1-030:001, 043  

 

 

 
Figure 45. Block 2 (KAK-2) parcel, showing former location of buildings and UST 

(Underground Storage Tanks) before removal and demolition in the early 1990s 
(modified figure from Ogden 1996: Section 2) 
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Figure 46. Block 2 (KAK-2) parcel, UST (Underground Storage Tank) locations (modified 

figure from Ecology and Environment Inc. 1991:4) 
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(10 YR 8/2), poorly sorted sand and basalt gravel. At 4 ft, the excavators encountered a layer of 
trash, with glass bottles, metal objects, paper, organic material, etc. Groundwater was found from 
4-6 ft below surface. From 4.5 to 14.5 ft was the natural soil, a light bluish gray (5B 7/1) Ewa 
silty clay loam. This was sometimes mixed with sand, silt, clay and gravel. Marine silts and clays 
were encountered at 10 ft below surface. At 14.5 to 15 ft, volcanic sand was found in some areas 
(Unitek 1995:7-8). During excavation of a deep monitoring well, volcanic cinders were 
encountered from 15.5 to 16 ft and coral fragments were found from 16 to 19 ft (Morrell 
1991:11). 

The remedial work was not completed due to the financial problems of the developer, S & G 
Venture, and the excavated soil stockpiles were left in the open air for three years. The property, 
then called Pauahi Place Number Two, reverted back to the ownership of Kamehameha Schools 
in 1995; they became responsible for completing the remedial work. In 1995, there were seven 
stockpiles of soils on the ground surface, one water-filled open pit excavation (labeled “Pond”) 
and one depression along Pohukaina Street (Figure 47). Five stockpiles had petroleum 
contaminated soils and two had PCB contaminated soil (A-1 and E). The stockpiles with high 
PCB levels were removed and shipped to an approved PCB disposal area in Nevada. After 
testing, it was determined that Stockpiles B and C had very low levels of PCBs and did not need 
clean-up; these stockpiles were used to backfill the depression and partially backfill the pond 
(over a layer of rock fill). A pilot remediation study was conducted on one of the remaining 
stockpiles to try to reduce the PCB concentrations by mixing the soils with animal fertilizer, 
enzymes and other organic material in a lined “windrow” pit (Figure 48 and Figure 49). Once 
these processes were completed, the stockpile was used to finish backfilling the pond. The 
remaining soils in the stockpiles were transported to a Kamehameha Schools Property in Waiawa 
for remediation (J. R. Herold & Associates 1996; Ogden 1996:Section 3). 

5.2.1 Summary of Engineer Boring Stratigraphic Information for the Current Project Area 
There are three boring holes generally near (but not within the project area), B-35 and B1-

1615 on each side of Coral Street (east of the present study parcel), and B2-1615, on the makai 
side of Pohukaina Street (north of the present study parcel).  

In B-35 (east side of Coral Street), fill was recorded to a depth of 1.07 m (3.5 ft) overlying a 
gray silty sand to a depth of 3.0 m (10 ft). Although R. M. Towill did not present an 
interpretation of this stratigraphy, the gray silty sand probably represents pre-contact lagoon 
deposits; thus, the original sand stratum associated with Hawaiian occupation had been removed 
and replaced by fill.  

In the B1-1615 boring hole on the west side of Coral Street, the natural Jaucas sand extends 
from beneath the modern pavement to a depth of 1.2 m (4.0 ft). The silty sand lagoon deposits 
are below this to a depth of 2.9 m (25.4 ft) over the coral shelf. In this area, there are undisturbed 
sand strata that may contain remains of Hawaiian occupation and/or burials. The B2-1615 boring 
hole on Pohukaina Street (north of the study parcel) is very similar to B1-1615, with undisturbed 
Jaucas sands to 0.5 m (1.5 ft) and silty sand lagoon deposits beneath the sand to the coral shelf at 
5.8 m (19 ft). 
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Figure 47. KAK-2 parcel, showing location of excavated areas (depression and pond) and soil 

stockpiles (modified figure from Ogden 1996: Section 2) 
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Figure 48. KAK-2 parcel in 1995, showing excavated areas, pond (back central area), and soil 

stockpiles, view to the east (photograph from J. R. Herold & Associates 
1996:Appendix A) 

 
Figure 49. KAK-2 parcel in 1996, showing dark “windrows” - rows of organic material - to be 

mixed with the site soil - the lighter colored piles in the background (photograph from 
J. R. Herold & Associates 1996:Appendix A) 
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5.2.2 Summary of Kaka‘ako Stratigraphy 
The Kaka‘ako Mauka Area has been heavily modified over the last 150 years due to historic 

filling of the area for land reclamation. However, much of the cultural and natural deposits and 
land forms of the area (low-land marches, Jaucas sand deposits, coral reef flats, and fishponds) 
survived below this fill. There are three major stratigraphic zones of interest in the Kaka‘ako 
area: 

Zone 1 
Zone 1 consists of two types of historic fill in Kaka‘ako. The first type of fill consists of the 

layers of material used to bring the various road in the Kaka‘ako area up to grade. The road fill 
layers in Kaka‘ako were made up primarily of crushed coral, soil, and crushed basalt gravel. 
These materials were used to bring the sub-standard roads up to grade and to make them passable 
during the wetter part of the year. The second type of fill was deposited during the various land 
reclamation projects in Kaka‘ako, when fishponds and other low-lying areas were filled. Using 
dredge material from Honolulu Harbor and the reef flats fronting the Kaka‘ako area, large 
amount of trash and refuse from the town dump, and soil and sand from various locations on the 
island, Kaka‘ako was largely filled in and built over the course of approximately 40 years from 
circa 1875 to 1915.  

Zone 2 
Zone 2 consists of the natural and cultural strata of the land prior to the historic filling of the area 

including, fishpond deposits, traditional pre-contact and early historic Hawaiian cultural layers, 
human burials, and the buried A horizon of the pre-fill land surface. Most archaeological features 
encountered include historic refuse pits, building foundations, scattered historic and pre-contact 
artifacts, pre-contact refuse pits and cultural deposits, fishponds, and both historic and pre-
contact burials. Fishpond deposits are often distinguished as layers of gleyed marine sediments 
containing marine shell and decaying organic matter. Based on the archaeological research 
completed to Kaka‘ako to date, it has become apparent the vast majority of pre-contact Hawaiian 
burials in Kaka‘ako are buried in natural sand layers associated with the pre-contact intertidal 
shoreline. These sand layers have been extensively disturbed in some areas, but many 
undisturbed sections remains.  

Zone 3 
Zone 3 is the geologic non-cultural and pre-cultural stratigraphy of the Kaka‘ako area 

including, sterile coralline Jaucas sand deposits, cinder deposits from the Tantalus/Sugarloaf 
eruptions, and a coral reef shelf/deposit from the last interglacial period. The Tantalus eruptions 
are thought to have taken place only six to ten thousand years ago, making them by far the most 
recent eruptions of O‘ahu (Farrell 1976). The Tantalus eruptions are relatively unique to O‘ahu 
in terms of the type of well-sorted cinder produced. The eruption of the cinder predates human 
occupation in Hawai‘i by thousands of years. The cinder layer provides a very clear demarcation 
between the underlying sterile geologic stratigraphy and the layers contemporaneous with 
cultural activity. This cinder is found only on the inland portion of the Kaka‘ako Mauka project 
area; on the coastal section the lowest strata is of sterile Jaucas sand. Below both is a coral shelf 
deposited during the last interglacial period, the Waimanalo Stand, at 122,000 +/- 7,000 year 
before present.  
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5.2.3 Predictive Utility of Boring Logs and Archaeological Stratigraphic Descriptions 
During geological and archaeological investigations, three stratigraphic zones have been 

identified: Zone 1, composed of nineteenth and early twentieth century fill layers; Zone 2, 
natural and cultural strata of Jaucas sands and/or fishpond sediments, which are the remnants of 
the pre-fill land surface during the pre-contact and early post-contact (ca. pre-1875); and, Zone 3, 
non-cultural Jaucas sands and lagoon sediments deposited before the Hawaiian colonization of 
the islands. 

In summary, it is possible to predict the general depths of the undisturbed Jaucas sand cultural 
stratum, the pre-Hawaiian occupation lagoon/sand deposits below the former pre-contact/early 
post-contact land surface, and the depth of the coral shelf. It is more difficult to predict the 
occurrence of fishpond sediments, as historic maps do show the outlines of larger ponds, but do 
not always show the location of smaller ponds, or ponds that were filled in the earliest years of 
the Kaka‘ako land reclamation projects. It is also more difficult to predict in which areas the 
older ground surface, the backbeach area of Jaucas sands, or the fishpond basins, are still present. 
In many cases, the boring logs indicate that entire sand stratum have been disturbed or 
completely replaced by nineteenth and twentieth century fill layers.  

5.3 Archaeological Background 
Most traditional Hawaiian surface structures had been demolished by the time of the first 

scientific archaeological surveys. In his report on the survey of O‘ahu sites conducted in the 
early 1930s, McAllister (1933:80) says of Honolulu “Information regarding former sites within 
the present limits of Honolulu must come entirely from literary sources.” He does mention 
Pākākā Heiau, once the main royal temple in Honolulu; this heiau would have been located 
around the foot (makai end) of Fort Street. He does not list Pu‘ukea Heiau or Ka‘ahaimauli 
(discussed in Section 3.3.4), but he does note that Peter Corney, a visitor to the island in 1819, 
saw several heiau (morai) along the Honolulu shore: 

There are several morais, or churches in the village, and at new moon the priests, 
chiefs and hikanees (aikane) [counselors] enter them with offerings of hogs, 
plantains, and cocoanuts, which they set before the wooden images. The place is 
fenced in, and have pieces of white flags flying on the fences [Corney 1896:101]. 

Archaeological investigations have been conducted in parcels adjacent to the project area and 
on road alignments near and immediately adjacent to the present project area. Figure 50 shows 
the locations of the previous archaeological. Previous archaeological projects are listed in Table 
2, and findings of these investigations especially relevant to the project area are summarized 
below. 
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Figure 50. Previous archaeological project locations in the Kaka‘ako area west of Ward Avenue 

(U.S. Geological Survey base map, 1998 Honolulu Quad) 
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Table 2. Previous Archaeological Work in the Kaka‘ako District 

Author SIHP 
50-80-
14 

Report Description and Findings 

Athens 1986 -3984 Monitoring of Judiciary Parking lot, historic deposits (-3984) 
with artifacts dating late 19th-early 20th centuries 

Avery & 
Kennedy 1993a 

-3712 Monitoring at 1853-1854 Honuakaha Smallpox Cemetery         
(-3712); 3 historic burials recorded  

Avery & 
Kennedy 1993b 

-3712 Monitoring of South St. Building Complex, 6 burials associated 
with 1853-1854 Honuakaha Smallpox Cemetery (-3712) found 

Bordner 1990 -9991 Test trenches were excavated in the Kawaiaha‘o Church 
grounds (-9991); Some historic artifacts were recovered. 

Cordy and 
Hammatt 2005     

 Archaeological monitoring along Punchbowl Street, from King 
to Pohukaina Streets. No historic properties of cultural 
materials were identified. 

Clark 1987       -2963 Monitoring at Makai Parking Garage; 7 burials (-2963) found 
probably dating to pre -1850. 

Davis et al. 
1988 

-2918 During monitoring at the Honolulu Iron Works site, no 
additional human burials were found in the area surrounding 
Ka‘ākaukukui Cemetery (site -2918). 

Douglas 1991a -4380 Coral and Queen Street area: 8 burials (-4380) recorded and 5 
disinterred. 

Douglas 1991b -4380 Coral and Queen Street area: 1 burial recorded (-4380). 
Hammatt & 
Pfeffer 1993 

-3712;      
-9917 

Subsurface Inventory Survey; found 329 burial pits from the 
1853 -1854 Honuakaha Smallpox Cemetery (-3712) and 3 
refuse pits associated with the Honolulu Brewing Co. (-9917) 

Hazlett et al. 
2008 

-1604 
-6766 

Monitoring at Queen Emmalina project; 4 human skeletal 
elements found (-1604); three Historic occupation features (-
6766, Features A-C) 

Kawachi 1991 -1604 Monitoring at the Queen Emmalina Tower project; 1 human 
skull and 1 femur (-1604) were found in the back dirt pile  

Leidemann 
1988 

-1973 Monitoring at Federal parking lot; historic deposits (-1973) 
found. 

Mann & 
Hammatt 2002 

-6371 Monitoring for King St. Alignment; 1 burial (-6731) found, 
possibly post-contact due to presence of historic artifact. 

Ota & Kam 
1982 

-2963 Makai Parking Garage; 6 partial burial sets (-2963) found. 
Tooth evulsion indicates probable pre-contact to 1850 date 

O’Hare et al. 
2009 

 Inventory survey plan with preliminary testing for three parcels 
for Kamehameha Schools. Observed SIHP -7189, though it was 
not given a site number until the current inventory survey 
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Author SIHP 
50-80-
14 

Report Description and Findings 

testing observed this feature. 

Pammer and 
Hammatt 2010 

 Archaeological Assessment for the Former Comp USA Parcel; 
no cultural remains observed. 

Pearson 1980, 
1995 

-9991 Test pits were excavated near the Mission Houses (-9991); 19th 
and 20th century artifacts were recovered. 

Perzinski & 
Hammatt 2004 

-1346 Monitoring of geotechnical borings at the Kaka‘ako Fire 
Station (site -1346), no cultural material was found in 12 test 
borings 

Perzinski et al. 
2005 

-1604;      
-6766 

Inventory survey Queen Emmalina project; 2 isolated human 
bones (-1604) and remnants of historic occupation (-6766) were 
recorded. 

Pfeffer et al. 
1993 

-3712;      
-4532;      
- 4533;     
-4534 

Monitoring for Kaka‘ako ID-1; 31 burials from 1853-1854  
Honuakaha Smallpox Cemetery (-3712) at Quinn Lane, 1 
historic burial from Punchbowl St. (-4532), 1 possibly pre-
contact burial from Halekauwila St. (-4533), and 116 historic 
burials from Kawaiaha‘o Cemetery (-4534) at Queen St. (used 
from 1825-1920) 

Stein et al. 2007 -1346 Monitoring during demolition and construction of new 
structures at the Kaka‘ako Fire Station lot (-1346). No findings. 

Tulchin & 
Hammatt 2006 

-4534 Two trenches excavated in the Kawaiaha‘o Cemetery (-4534) 
makai of Queen Street; 13 burial pits with coffins were 
recorded, but no burials were disinterred. 

Tulchin et al. 
2009a 

 Subsurface inventory of Halekauwila Place; 18 test trenches 
were excavated; no pre-contact material was recorded; 
numerous historic artifacts, such as bottles and ceramics were 
found, dating to the late-nineteenth-early twentieth century 

Tulchin et al. 
2009b 

 Ground Penetrating Radar Survey for the Kakaako Phase Ib 
South St Parking Lot. The results of the two GPR studies (CSH 
and Global Geophysics) indicated that the use of a low 
frequency antenna coupled with long survey transects may 
provide useful data in determining the underlying stratigraphy 
present within the current study area. 

Winieski & 
Hammatt 2000 

-1388; 
-4380;      
-5320 

Monitoring at Kaka‘ako ID-3 and other parcels, 9 burials found 
at the Pohulani Housing area (-4380) and 11 human burials      
(-5280) found at Mother Waldron Park (site -1388) At least two 
were interred in the post-contact period. 
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Author SIHP 
50-80-
14 

Report Description and Findings 

Winieski & 
Hammatt 2001a 
and b 

-1346 Monitoring during geotechnical sampling at Kaka‘ako Fire 
Station (-1346); no cultural remains found 

Winieski & 
Hammatt 2001c 

-5942 Monitoring for the Nimitz Hwy Reconstructed Sewer Project; 
historic artifacts and features (including -5942) observed 

Winieski et al. 
1996 

-3712 Monitoring at the Honuakaha Housing project; 27 burials from 
1853-1854 Honuakaha Smallpox Cemetery (-3712) were 
disinterred (11 sets previously located in Hammatt 1993). 

Yent 1985 -2918 Ka‘ākaukukui Cemetery (-2918) at the Honolulu Iron Works 
project area; 5 burials (-2918) recorded.  

5.4 Kaka‘ako Community Development Districts 
The Kaka‘ako Community Development District was first designated as an area comprised by 

Punchbowl Street to the west, Ala Moana Boulevard to the south, King Street to the north, and 
Pi‘ikoi Street to the east. This development area is larger than the ancient Kaka‘ako, and extends 
into lands once known as Ka‘ākaukukui, Kukuluāe‘o, and Kewalo. During these studies a great 
deal of information has been recorded on the stratigraphy of the Kaka‘ako area. The following 
section reports not only on the discovery of pre-contact and historic deposits, artifacts, and 
burials from various project area, but also reports on the stratigraphy, as noted during previous 
Cultural Surveys Hawai‘i projects. This extensive discussion of stratigraphy is presented in order 
to aid the development plans for the area, especially indicating the portions of the project area 
with a high potential for cultural and environmental deposits that may be still intact beneath 
modern fill layers and disturbed strata. 

In 1987, a report entitled, Kaka‘ako: Prediction of Sub-surface Archaeological Resources, 
Detailing Archival Research and Archaeological Assessment of the Kaka‘ako Community 
Development District (Griffin et al. 1987) provided background information and summarized the 
historical import of the area: 

Kaka‘ako - the Kaka‘ako Community Development District - is not the center of 
life in greater Honolulu that is, or was, either Waikiki or ‘downtown’ ewa of 
Punchbowl. It is, however, relatively rich in the remains of nineteenth century 
Honolulu, of prehistoric Hawaiian life, and of the ethnic influx from the late 
1800’s until 1940. Without doubt the single most striking archaeological deposit, 
and the one to which we assign the highest priority, is the 1853 Honuakaha 
Cemetery fronted by South Street and bisected by Quinn Lane. More than 1000 
human burials are reportedly therein. . . . 

Burials will be found throughout Kaka‘ako. Some will be in sand remnants, others 
intruding into the pumice deposited from ancient Punchbowl eruptions. Most will 
be prehistoric or early historic. We expect that, as in the case of the Ka‘akaukukui 
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Cemetery, deaths from pre-1853 epidemics resulted in many burials throughout 
Kaka‘ako. The chance of high status burials, from residences in adjacent elite 
locations, is high” [Griffin et al. 1987: 73]. 

The Kaka‘ako Development area was originally subdivided into seven improvement districts, 
which have now expanded into 12 improvement districts. These improvement districts consist 
mainly of adjacent road alignments, as the early work was conducted on sewers, electricity, and 
roads. The names of early archaeological project reports also followed this nomenclature, 
however, in recent years, development projects have taken place or are planned in many separate 
parcels. Many of the development parcels overlap with others or with road alignments. For ease 
of discussion, the projects will be discussed by general location, from the northwestern corner of 
the Kaka‘ako Mauka area at Punchbowl and King Street, and east to Ward Avenue.  

5.5 Punchbowl to South Street 

5.5.1 Punchbowl Street Improvements Project 
Archaeological monitoring was performed by CSH along Punchbowl Street, from King to 

Pohukaina Streets (Cordy and Hammatt 2005). Based on previous research in and around the 
project area, there was a distinct possibility that in situ and/or previously disturbed human burials 
associated with the Kawaiaha‘o Church Cemetery or other pre-contact or early historic burials 
not associated with the cemetery could be unearthed. Such finds are occasionally encountered in 
the greater Kaka‘ako area and have been reported from a number of projects along Punchbowl 
Street; however, no historic properties were identified.  

5.5.2 King Street Rehabilitation Project 
Between August 2001 and June 2002, CSH crew (Mann and Hammatt 2002) monitored 

trenching for the King Street Rehabilitation Project on sections of King Street between 
Dillingham and South Street. During the course of archaeological monitoring, one human burial, 
State Inventory of Historic Places (SIHP) # 50-80-14-6371) was recovered near the intersection 
of South King Street and Punchbowl Street within the present road alignment. The burial was a 
single adult individual between the age of 15 and 21 years. The close proximity of several 
existing utility lines and the incomplete nature of the skeletal remains indicated that the burial 
was disturbed by earlier construction activities. Several historic artifacts, including a porcelain 
button and a blue glass marble, were recovered in the same strata, but their association with the 
burial could not be determined. In the nineteenth century, this area would have been within the 
Honuakaha Village, an early Hawaiian settlement (see Figure 8).  

5.5.3 Kawaiaha‘o Church Grounds and the Mission House 

Kawaiaha‘o Church was built in 1842, adjacent to the mission station to the east, where the 
first foreign resident missionaries made their home on arriving in Hawai‘i in 1820. The church, 
the church grounds containing two cemeteries, and the mission houses have been designated 
SIHP # 50-80-14-9991.  

Between 1986 and 1987, students from Chaminade University (Bordner 1990) excavated 
eight test units and trenches on the Kawaiaha‘o Church grounds. Four test pits (TP 1-4) were 
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placed around the old adobe schoolhouse, which was originally built in 1836. Test pit 1 revealed 
an old road surface at 6-14 cmbs (cm below surface); this roadbed probably dates to c. 1860-
1900. Test Pits 3 and 4 were placed near a series of concrete footings in the ground. This is the 
site of a structure that was on the ground in the 1950s, possibly moved from an earlier location 
on the corner of King and Kawaiaha‘o Streets, at the northeast corner of the church lot. 
Surprisingly, no historic debris was found in this area. Test pits near several crypts revealed a 
sophisticated construction covered by a layer of painted plaster. Several historic artifacts were 
recovered in this area in the top layer of soil. Four test units were also placed at the northeast 
corner of the church lot (TP 5-8), where a 1900 photograph shows a building was once located, 
possibly the same one that was later moved close to the schoolhouse. No evidence for the house 
structure or any historic debris was found in these units; however, the test units excavated were 
very shallow. 

In 1968 to 1970 (Pearson 1980; 1995), excavations were carried out at the Hawaiian Mission 
property east (Diamond Head) of Kawaiaha‘o Church. Excavations were conducted adjacent to 
the Bingham house. No human burials were found, although the early missionary Mrs. Loomis 
mentions in her diary (archived at the Mission Houses Museum, Honolulu) that a Hawaiian 
burial was found during the excavation of the framed house cellar in 1821. Excavations were 
also made adjacent to a bedroom unit. No burials were found, although, by tradition, a pre-
contact burial was found during the original construction of this building in 1841 (Pearson 
1995:28). Bottles found in the trenches, units, and wells date the trash to late eighteenth and 
early nineteenth centuries. 

In 1993 (Pfeffer et al. 1993), 116 burial sets were disinterred from below the pavement of 
Queen Street, which is adjacent to the southern boundary of Kawaiaha‘o Cemetery. This section 
of the cemetery was designated SIHP # 50-80-14-4534.  

In 2006, CSH (Tulchin and Hammatt 2006) excavated two 18-meter long trenches in a 0.2-
acre portion of the Kawaiaha‘o Cemetery adjacent to the makai side of Queen Street. The intent 
of the subsurface investigations was to locate coffin/burial pit outlines without directly disturbing 
human remains in an area for a proposed parking lot. Thirteen coffin burials were noted in one 
trench and 11 coffin burials were noted in the second trench. The burials were left in place. 

5.5.4 Honuakaha Smallpox Cemetery 

The proposed area for the Honuakaha Affordable Housing Area is a parcel bound by Queen 
Street on the north, Quinn Street to the south, and the Kaka‘ako Fire Station to the west (adjacent 
to South Street) (TMK 2-1-031:021). In the nineteenth century, this parcel was within the 
Honuakaha Village, an early Hawaiian settlement (see Figure 8). In the twentieth century, this lot 
was occupied by the Honolulu Brewing and Malting Co., Ltd., brewers of Primo and Royal 
brand beers, who constructed their brewing facilities on the lot in 1900. The facility ceased 
brewing beer in 1920 due to the onset of prohibition. In 1933, the brewery was re-occupied by 
the American Brewery Co., Ltd., also known as the Royal Brewery (SIHP # 50-80-14-9917). It 
ceased operations in 1960, and the main building was put on the National Register of Historic 
Places in 1972. An environmental site assessment for the study area was prepared (Miyasaki and 
Ogata 1993) to provide some background information and to report on the present condition for 
one building at the Brewery site between South Street and Punchbowl. 
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Between April 1986 and August 1988, Cultural Surveys Hawai‘i (Pfeffer et al. 1993) 
monitored construction activities in the Kaka‘ako ID-1 project area. This included monitoring 
along South Street and Quinn Lane. Historic research had shown that Honuakaha Cemetery, 
created solely for the 1853-1854 smallpox epidemic, was located makai of Queen Street on the 
west side of South Street. This cemetery is now covered by urban development, including the 
Old Kaka‘ako Fire Station, several buildings, and a portion of the American Brewery lot. The 
cemetery may contain more than 1000 burials. It appears that the cemetery was not utilized 
following the epidemic and the burials were left in place. 

A total of 31 burials were recorded from the Honuakaha Cemetery (SIHP # 50-80-14-3712) 
during the 1986-1988 monitoring. One of the “burials” consisted of a wooden coffin with no 
human remains. Of the remaining 30 individuals, 28 were disinterred. Two burials, which were 
determined to be outside the project area, were left in place. For the 28 disinterments, 18 were 
determined to be historic, as they were interred in an extended position and contained historic 
artifacts, including in 12 cases, the wooden remains of a coffin. Two burials were interpreted as 
possible pre-contact burials as they were interred in a sand layer and did not have any evidence 
of a wooden coffin or any historic artifacts. The remaining 8 burials were too disturbed to 
determine date of interment. 

In March and April of 1993, during sewer line excavation by Mouse Construction, three 
burials were inadvertently discovered at 614 South Street in the central portion of the lot (TMK 
2-1-31:20) on the southwest corner (TMK 2-1-31:20) of South Street and Quinn Lane. “It was 
determined that these burials were situated in the Honuakaha cemetery (SIHP # 50-80-14-3712)” 
(Avery and Kennedy 1993a:9). Subsequent monitoring of the site by Archaeological Consultants 
of Hawai‘i, Inc. (ACHI), identified six additional burials in the same location (Avery and 
Kennedy 1993b:Appendix), totaling 9 smallpox cemetery burials in this area.  

In May through July of 1993, Cultural Surveys Hawai‘i (Hammatt and Pfeffer 1993) 
conducted an inventory survey of the Brewery site. The primary goal of testing during the 
inventory survey was to determine an accurate boundary for the cemetery and to gain an accurate 
assessment of the number of burials within the parcel. From historical records and maps, the 
supposed boundary of the Honuakaha Cemetery (SIHP # 50-80-14-3712) was plotted on the 
south portion of the American Brewery Co. lot. Twenty-one test trenches were then excavated 
around this plotted line to determine the actual boundary of the cemetery. Twenty-nine (29) 
burial pits were located with a backhoe and with hand shoveling; the burials themselves were not 
disturbed, but were left in place. The study estimated the presence of between 179 and 389 
burials within the Brewery /Honuakaha Housing Project parcel. A secondary goal of the survey 
was to research subsurface traces of the brewery during the early twentieth century. Three refuse 
pits associated with the brewery were also uncovered.  

The identification of the extent of the cemetery was the primary factor in determining the 
boundary limits for the new construction of the Honuakaha Memorial Park and the Honuakaha 
Affordable Housing Building. Subsurface construction grading was to be avoided in order the 
preserve the burials intact; however, even with architectural modifications, it was impossible to 
place the proposed building foundations in such a way as to avoid impacting all the burials, 
while at the same time preserving the structural integrity of the building. Therefore prior to 
construction, it was decided to disinter 7 of the 29 burials (the 29 burial pits identified in 1993; 
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Hammatt and Pfeffer 1993) from the mauka limit of the cemetery (Winieski et al. 1996:7). 
During the excavation of two of these burials, 2 additional burial pits were discovered, 
previously disturbed remains were encountered in pit fill, and one cranium was encountered in 
pit fill, resulting in a total of 11 burial disinterments. Thus, before construction, a total of 33 
burials were recorded, and 11 had been disinterred. 

Table 3 summarizes the timeline and number of burials recorded and disinterred from 
Honuakaha Cemetery. Following the disinterment of the 11 burials, construction activities began. 
A total of 14 human burials (16 individuals) were found during these construction activities, 
which were monitored by CSH archaeologists between October 1993 and September 1995 
(Winieski et al. 1996). These 14 burials were inadvertent discoveries, 3 from the middle of 
Quinn Lane and the remaining 11 from an area along the Quinn Lane fence line. Findings were 
limited to the historic era in age, with burials associated with the 1853 Honuakaha smallpox 
cemetery (SIHP # 50-80-14-3712), and archaeological materials (bottles, metal, etc.) ranging 
from the 1880s to after the construction of the Brewery Building at the turn of the 20th Century. 
The vast majority of the burials present on the property were preserved and commemorated as 
part of an open garden area on the property in a specially constructed crypt under the garden.  

The stratigraphy of the Honuakaha Cemetery/Honolulu Brewery generally consisted of 10 
cm. of parking lot asphalt (Stratum IA) overlying a 60 cm. thick historic-era fill layer (Stratum 
IB). Red brick and mortar fragments were common in the lower portion of Stratum IB, and are 
associated with the construction of the Brewery building in 1900. Below the fill layer, there is a 
40 cm. thick A-horizon developed on mixture of cinder and coralline beach sand (Stratum II).  

Table 3.Summary of Burial Features Recorded at Honuakaha Cemetery (SIHP # 50-80-14-
3712) 

Work 
Dates 

Project 
Name Reference

Burials 
Recorded

Burials 
Disinterred Comments 

Apr. 
1986-
Aug. 
1988 

Kaka‘ako 
ID-1 

Pfeffer et 
al. 1993 31 28

2 burials left in place, one 
burial was a coffin without 
human remains 

Mar.-
Apr. 
1993 

South Street 
Bldg 

Avery & 
Kennedy 
1993a, b 9 9  

May-
July 
1993 

Honolulu 
Brewery  

Hammatt 
& Pfeffer 
1993 29 0 22 of these are still in situ 

Oct. 
1993-
Sept. 
1995 

Honuakaha 
Affordable 
Housing 

Winieski 
et al. 1996 18 25

Note: 7 of the disinterred 
burials were part of the 29 
burials first identified by 
Hammatt & Pfeffer 1993; for 
the remaining 18, 4 burials 
were found before and 14 
burials were found during 
construction activities 
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Total   87 62

Number of individuals may be 
a larger than number of burial 
features 

 

 

This A-horizon represents the living surface of 19th century Honolulu predating the Brewery 
building. A 30 cm. thick lighter-colored coralline beach sand and cinder mix underlies the A-
horizon (Stratum III). The layer is well sorted, fine grain size at the top, progressing to coarse 
grain size at the bottom of the layer. Stratum IV represents the lithification of the overlying 
coralline beach sand and cinder layer. Stratum IV began at 140-150 cm. below the asphalt 
surface. The burial pits originated at the top of Stratum III and were excavated down into this 
lithified layer. 

5.5.5 Kaka‘ako Improvement District 1 (ID-1) 
From April of 1986 through August of 1988, Cultural Surveys Hawai‘i (Pfeffer et al. 1993) 

conducted monitoring, data recovery, and excavation services within the Hawai‘i Community 
Development Authority’s Kaka‘ako Improvement District 1 (ID-1), which was bounded by 
Punchbowl Street (west), South Street (east), King Street (north), and Ala Moana Boulevard 
(south), including extensions east for Kawaiaha‘o Lane, Queen Street, and Auahi Street (TMK: 
2-1-029 to 2-1-032; 2-1-046 to 2-1-048; and portions of 2-1-051, 2-1-054, and 2-1-055. Portions 
of Pohukaina Street, Quinn Lane, and Reed Lane are also within this district. This work was 
conducted almost exclusively underneath the streets in District 1 and very little in the way of 
private property was excavated. The stratigraphy generally consisted of an upper layer of asphalt, 
a layer of fill material for road grades, additional fill layers associated with construction, a buried 
A horizon of sand, which often contained artifacts and human burials, the underlying 
Tantalus/Sugarloaf cinder deposited thousands of years before human occupation of the 
Hawaiian Islands, and the coral shelf formed in the last inter-glacial period. 

Four burial site areas were encountered: two cemeteries and two isolated burials, with a total 
of 149 burial sets. The cemetery on Queen Street (SIHP # 50-80-14-4534) contained 116 burial 
sets. These burials are associated with Kawaiaha‘o Cemetery, which was utilized from about 
1875 to 1920. The cemetery section is on the southern border of the Kawaiaha‘o Church 
grounds. A total of 31 burials were recorded from the South Street/Quinn Lane (SIHP # 50-80-
14-3712) Cemetery. These burials are associated with the Honuakaha Smallpox Cemetery, which 
was utilized for burial only in the years 1853 to 1854. Over 1,000 victims of smallpox were 
interred in the cemetery during the course of the epidemic. It appears that the cemetery was not 
utilized following the epidemic and the burials were left in place. The two isolated burial sites – 
on Punchbowl Street (SIHP # 50-80-14-4532) and Halekauwila Street (SIHP # 50-80-14-4533) – 
each contained one set of remains. The burial at Halekauwila Street was within LCA 61, a 
fishpond awarded to Queen Kapi‘olani within the lele of Ka‘ala‘a (see Figure 6). 

A variety of other archaeological and historical features were noted, excavated, and recorded 
during the monitoring process, including historic trash, layers, historic cultural features, and fill 
layers associated with the urbanization of the Kaka‘ako area. No osteological analysis was 
conducted on the 116 sets of remains from the Queen Street area. These were reinterred in a 
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special vault built on the grounds of the present Kawaiaha‘o Cemetery. Osteological analysis 
was conducted on the burial material from the South Street/Quinn Lane area (Pietrusewsky et al. 
1989). These remains were later reinterred in a special vault built next to the Honuakaha 
Affordable Housing Area (Winieski et al. 1996:5-6). In 2004, a series of geotechnical borings 
were monitored on a portion of the site (Perzinski and Hammatt 2004). There were no findings. 

5.5.6 South Street Building Complex 
In March and April of 1993, during sewer line excavation by Mouse Construction, three 

burials were inadvertently discovered at 614 South Street in the central portion of the lot (TMK 
2-1-31:20) on the southwest corner (TMK 2-1-31:20) of South Street and Quinn Lane. “It was 
determined that these burials were situated in the Honuakaha cemetery (SIHP 50-80-14-3712)” 
(Avery and Kennedy 1993a:9). Subsequent monitoring of the site by Archaeological Consultants 
of Hawai‘i, Inc, identified six additional burials in the same location (Avery and Kennedy 
1993b:Appendix), totaling nine smallpox cemetery burials in this area. 

5.5.7 Kaka‘ako Fire Station (Proposed Fire Department Headquarters) 
The Kaka‘ako Fire Station lot is located between Queen Street and Quinn Lane and is bound 

by South Street on the east and the American Brewery Site to the west. An assessment of this 
study area was first conducted in 1994 (Heidel and Hammatt 1994). Background and archival 
research was conducted to determine the use of the land area from pre-contact times to the 
modern area. They discovered that the area initially was awarded to Hawaiian officials in the 
nineteenth century, and the lot eventually came under the control of the government. While 
under government ownership, the property was used for a hospital and cemetery for the smallpox 
epidemic of 1853-1854. It was subsequently leased to various individuals until it was designated 
as the site of one of Hawai‘i original fire stations in 1928 (SIHP # 50-80-14-1346; Fire Stations 
of O‘ahu Thematic Group) (Figure 51).  

 
Figure 51. Old Kaka‘ako Fire Station in 2004 (Honolulu Star Bulletin; Burlingame 2004) 
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A new fire station was constructed on the parcel in the 1970s. The old fire station is in the 
southwestern corner of the lot; the new station is in the northeast corner. In 1979, the old fire 
station was nominated to the Hawai‘i and National Register of Historic Places for its 
architectural and social significance. Plans are to convert this structure into a Fire Department 
Museum. 

Burials associated with the Honuakaha Smallpox Cemetery have been found along Quinn 
Lane and south of Quinn Lane. Based on background research, the cemetery is understood to 
partially lie beneath the new street-level parking lot on the southern border of the fire station. 
Due to the possibility of burials associated with this cemetery, monitoring was conducted in the 
study area on February 2001 (Winieski and Hammatt 2001) during geotechnical bore sampling. 
Five 4-inch diameter bores were excavated, two in the northwest corner of the lot, and three in 
the central section of the lot. No cultural materials or evidence of human burials were observed 
during geotechnical sampling, but intact naturally deposited cinder and sand sediments were 
identified below layers of fill material 

In 2004, CSH (Perzinski and Hammatt 2004) conducted a surface and subsurface inventory 
survey of the Fire Station lot and excavated 12 backhoe trenches in the area of the proposed Fire 
Department Headquarters Building at the southeast corner of the lot. No burials or other cultural 
remains were found. The archaeologists concluded, based on the absence of remains in the test 
trenches, that the mauka, northern border of the Honuakaha Cemetery was probably southeast 
(south of Quinn Lane) and west (under the parking lot surrounding the old fire station).  

Subsequent monitoring for the Kaka‘ako Fire Station reconstruction project (Stein et al. 2007) 
took place between 2004 and 2006. Construction included the building of the new fire 
department headquarters, trenching for utilities along Queen Street, and most importantly, the 
excavation of 8 boring holes for parking lot lights in the parking lot area at the southwestern side 
of the lot. This is the area that was thought to possibly have remains from the Honuakaha 
Cemetery. The stratigraphy observed during this monitoring project was similar to what had been 
found during the inventory survey, which was predominately imported fill layers above 
undisturbed sand deposits with pockets of volcanic cinder. No intact cultural deposits or human 
remains were found; however, as the eight boring holes were widely spaced across the parking 
lot, it is still possible that human remains are present below the Quinn Lane corridor and parking 
lot of the Fire Department Headquarters and museum.  

5.5.8 State Office Building 

In May of 1982, the construction of the new State Judiciary Complex on the southwest corner 
of Punchbowl and Halekauwila Street was monitored by Science Management Inc. (personal 
communication from Farley Watanabe reported in Clark 1987). No pre-contact artifacts or 
human burials were found, but historic dumps were common features. The project area is within 
the nineteenth-century Honuakaha Village and overlaps the former yard used for the 1874 
Transit of Venus observation station. 

In 1982, Jason Ota and Wendell Kam (1982) reported on six partial sets of human remains 
recovered during excavation for construction of the State Office Building #2 at the southeast 
corner of Punchbowl and Halekauwila Streets (TMK 1-2-031:023). The remains were in poor to 
very poor condition and little could be determined from the osteological analyses performed. 
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Two of the burials showed evidence of incisor evulsion. Tooth evulsion was practiced by the 
late-pre-contact Hawaiian and this may indicate the ethnicity of these two burials. All other 
burials were located in sand and pre-contact deposits, although some historic disturbance may 
have taken place. This burial area was later given the designation of SIHP 50-80-14-2963.  

5.5.9 Makai Parking Garage 
Between September and November of 1987, the Bernice P. Bishop Museum monitored 

construction of a parking garage on the southeast corner of Punchbowl and Halekauwila Streets 
in the same TMK parcel as the earlier Ota and Kam study area. Archaeological features (Clark 
1987) revealed both pre-contact and post-contact utilization of the site. Seven human burials, of 
which four were complete burials with well defined burial pit features, were unearthed. Two 
complete burials were in a flexed position, one was a bundle burial, and one was too disturbed to 
determine burial position. Charcoal from one of the complete burials (Feature 28) was dated to 
A.D. 1270-1410. Feature 28 also showed post-mortem breakage of the limb bones. Only the 
femoral heads were still present in the burial pit; the shafts had been broken off and removed 
(Clark 1987:75-76). Osteological analyses of the burials and analysis of grave goods indicated 
that the individuals were of Hawaiian ancestry, probably from the commoner class rather than 
the chiefly (ali‘i) class. The burial area was considered part of State site 50-80-14-2963, which 
was first identified by Ota and Kam (1982). Artifacts recovered at the site ranged from basalt 
tools - including an adze, a hammer stone, and a poi pounder top - and a coral abrader to glass 
bottles, ceramic fragments, and metal objects. Clark concluded that the “nineteenth century use 
of the site area included primarily burying of trash and burial of animals” (Clark 1987: 114). 

5.5.10 Judiciary Parking Garage 
In December of 1985, monitoring was conducted for the proposed Judiciary Parking Garage 

at the northwest corner of Pohukaina and South Streets (Athens 1986); Reed Lane bound the 
project area to the north. In the nineteenth century, this project area would have been in the ‘ili of 
‘Auwaiolimu, south of three fishponds. No undisturbed sand layers were noted in the 
excavations and much of the area appeared to have been disturbed prior to the excavation. It is 
likely that the area was under water, or was intertidal in pre-contact times, and therefore, little in 
the way of pre-contact Hawaiian deposits would be found. No pre-contact cultural deposits or 
artifacts were recorded, but historic artifacts were common in concentrations and scattered 
throughout the several fill layers exposed in the construction trenches. Soda bottles of three 
O‘ahu bottlers were found, from the Sunrise Soda Water Works, Pacific Soda Works, and Arctic 
Soda Works. These blob-top bottles date between 1880 and 1915. The deposit was given the 
designation of SIHP 50-80-14-3984.  

In 1988, monitoring for the Federal Judiciary Building parking complex was conducted by the 
B. P. Bishop Museum (Leidemann 1988). The project area is described as on the northwest 
corner of Pohukaina and South Streets in the text (Leidemann 1988:1), which would make this 
project area the same as Athen’s 1985 study area. However, on Leidemann’s Figure 1 
(Leidemann 1988:2), the project area is drawn on the northwest corner of Reed Lane and South 
Street, which would make this project area immediately north of the Athen’s study area. 
Leidemann makes no mention of the Athen’s study in her report. Clark (1987:22) states that the 
project areas are the same. As in the Athen’s study, no undisturbed sand deposits were recorded 
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and no pre-contact artifacts were found. The results of the analysis of the artifactual material 
determined that the most likely time frame for the manufacture and disposal of the historic 
artifacts found was for the years between 1880 and 1930. The deposit was given the designation 
of SIHP 50-80-14-1973. 

5.5.11 Honolulu Iron Works, Ka‘ākaukukui Cemetery 
In 1985, archaeological excavations were conducted at the former location of the Honolulu 

Iron Works (Pohukaina, South, Punchbowl, Ala Moana block). This industrial complex operated 
from 1853 to 1973; they produced much of the sugar plantation infrastructure and mill works not 
only for the Hawaiian Islands, but for sugar plantations around the world. However, by 1982, all 
of the buildings had been torn down, and as there are no buildings remaining, this complex is not 
listed on the Hawai‘i or National Register of Historic Places. Today this block is covered by 
Waterfront Plaza and Restaurant Row, which includes seven five-story buildings surrounded by 
green space.  

In 1985, five burials were uncovered at the former Honolulu Ironworks lot (Yent 1985), 
which is the block at the corner of Punchbowl and Pohukaina Street (TMK 2-1-029:001) (note: 
Yent states that the location is at Punchbowl and Queen Street, but this is marked out and 
replaced by Pohukaina Street in the SHPD copy of the report). The burials were found in burial 
pits in the sand deposit that underlay a least a meter of the ironworks fill. Two of the individuals 
were in an extended position. A crew from the DLNR Division of State Parks (DSP) disinterred 
the five burials, which were later given the designation of SIHP # 50-80-14-2918. Yent’s report 
does not contain a map, so the location of the burials disinterred by the DSP are unknown.  

P. Bion Griffin (Griffin et al. (1987:4) states that eight burials are known from the Honolulu 
Ironworks area, which he refers to as the Ka‘ākaukukui Cemetery. Griffin seems to be the first to 
call this burial cluster the Ka‘ākaukukui Cemetery, so it seems that this was not a traditional 
name; there are no historic documents describing this cemetery. His discussion of the 
Ka‘ākaukukui Cemetery is confusing and the map (Map 1) on which the burials are plotted is not 
available at the Hawai‘i Public Library, the University of Hawai‘i Hamilton Library, or at SHPD. 

Griffin (Griffin et al. 1987:71) states that he “recently” (sometime between 1985 and 1987) 
assisted in the retrieval of ‘several” burials from the construction site in an area near Auahi and 
South streets (Plate 9 in his report) and refers to an elevator shaft trench. He does not mention 
the Division of State Park’s 1985 project or explain when the 8 total burials were found or 
disinterred. Griffin mentions three, or possibly four, additional burial pits in the trench walls that 
were left in place. There were no coffins and only a few grave goods, only one button and a few 
glass beads. Based on this, Griffin decided that the graves probably dated to the early historic 
period, “around 1800.” He thought the burial cluster might have been a family burial plot, or a 
place resulting from a single episode of interment, say for an illness. Griffin does not give any 
information on burial position; two of the burials recorded by Yent were in an extended position. 
It is possible that this burial cluster dates to a later period than that proposed by Griffin; it may 
even date to the 1853 smallpox epidemic. 

There are several possibilities to interpret this incomplete and confusing information. Griffin 
may have aided the DSP crew in 1985; his total of 8 burials consists of the five individuals 
disinterred and the three individuals left in place. Thus, all of the burials were found in one 
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cluster near the southeast corner of the property at the Auahi and South streets junction. The 
second possibility is that there were two separate burial concentrations, the five disinterred by 
the DSP crew in 1985, and the three disinterred by Griffin around 1987. In this case, the location 
of the first cluster is unknown. 

Griffin also states that: “Many more burials are very likely [sic] to exist along the extent of 
the old sand beach. As development proceeds in a Diamond Head direction, human burials and 
house sites are certain to be found” (Griffin et al. 1987:4). A preliminary end of field work report 
for monitoring at the project was written by a team from Paul H. Rosendahl, Ph.D., Inc. (Davis et 
al. 1988). No copy of this report could be found at the CSH library, the SHPD library, the 
Hamilton Library, or the Hawai‘i State Library. On Figure 50, the entire block is shown as the 
location of Ka‘ākaukukui Cemetery as the exact locations of the eight reported burials is 
unknown at this time. 

5.6 South Street to Cooke Street  

5.6.1 Keola La‘i Condominiums 
In 1991, monitoring and test excavations (Schilz 1991) were recommended for a property 

bound by Kawaiaha‘o Street (north), South Street (west), Queen Street (south), and Emily Street 
(east) during the construction of the then proposed Queen Emmalani Tower (TMK 2-1-048:008-
019). On the 1867 Lyons map (see Figure 6), this area is labeled as “Loko Paki,” although a 
pond outline is not shown This suggests that the pond had already been filled-in by the late 
1800s, probably with dredged material from Honolulu Harbor.  

A kerosene storage facility was built on a portion of this lot as early as 1876 and was present 
up to 1884. Another portion of the property was used for tenements in the “Magoon Block,” 
which was used for apartments as early as 1884 and was demolished in 1940.  

After testing for hazardous waste materials at the site was completed, it was recommended 
that only a literature and archival research for the parcel should be conducted. From background 
research, the authors (Schliz 1991) concluded that the area was probably a marshland in the early 
post-contact period; there was no record of a fishpond in the area. The redevelopment and 
construction that began in the 1880s has probably disturbed any subsurface historic deposits that 
may be present. 

During monitoring for the project, a human skull was found in the back dirt pile. Carol 
Kawachi (1991) from the SHPD went to the site to monitor the decontamination of the remaining 
dirt piles. One additional bone, a humerus, was found. The burial remains were designated SIHP 
# 50-80-14-1604. The human remains were examined by osteologists from the University of 
Hawai‘i (Pietrusewsky and Ikehara 1991). Historic artifacts, related to the residential use of the 
buildings in the Magoon Block were also found in the back dirt piles. 

In 2005, Perzinski et al (2005) conducted an archaeological inventory survey in the same area 
Schilz (1991) worked on, excavating 13 trenches. Perzinski et al (2005) discovered two 
additional human skeletal elements, which were considered part of previously identified site        
-1604. Three subsurface features, a garbage pit with many historic artifacts (dating to the decades 
around the turn of the century), a wall remnant/concrete slab remnant, and a post hole, were 
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considered residential/industrial remains of the late nineteenth/twentieth century occupation and 
use of the block; these features were designated SIHP # 50-80-14-6766.  

CSH (Hazlett et al. 2007) monitored construction at the Queen Emmalina site (now called the 
Keola La‘i Condominium). Historic artifacts dating to the decades around the turn of the century 
were found in several trenches. Two isolated human skeletal remains in historic fill sediments 
were discovered in a utility trench near and parallel to Kawaiaha‘o Street. These human remains 
were considered part of site SIHP # 50-80-14-1604. In all, the scattered human remains are from 
at least four different individuals. 

5.6.2 Kaka‘ako Improvement District 3 and Pohulani Elderly Housing 
In November of 1990, during construction of an elderly housing project at the southwest 

corner of Coral and Queen Streets, human bones were uncovered and reported to the State 
Historic Preservation Division (Douglas 1991a). Disinterment for the burials was recommended 
and Cultural Surveys Hawai‘i (Winieski and Hammatt 2000) then conducted excavations in 
November of 1990. Eight separate burials were identified on the east side of the property; only 
five were removed. A glass bead was found with one burial, suggesting a post-contact date. One 
burial also exhibited a pre-mortem loss of the mandibular incisors, which suggests deliberate 
tooth evulsion. This procedure was known to have been practiced by Hawaiians in the pre-
contact and early post-contact period. The author concluded that the burials were probably of 
Hawaiian ethnicity, perhaps representing a nuclear family. This burial area was later designated 
SIHP # 50-80-14-4380. This project area is within the boundary of LCA 2045 to Kauwahi, who 
received the parcel in the time of Kamehameha I, indicating that this was a Hawaiian habitation 
area as early as the beginning of the nineteenth century. 

In March of 1991, during excavation of a waterline trench between Coral and Queen Streets 
across Mother Waldron Park, human skeletal remains were discovered and disinterred (Douglas 
1991b). The remains were determined to be of Hawaiian ancestry, with a pig burial possibly 
associated with the burial. These burials were considered part of SIHP # 50-80-14-4380. 

Douglas (1991c) also conducted background research on the property and structures and 
Mother Waldron Park, which has been designated SIHP # 50-80-14-1388. 

Between November 1990 and September 1992, Cultural Surveys Hawai‘i (Winieski and 
Hammatt 2000) monitored construction at the Kaka‘ako Improvement District 3 area, the 
Pohulani Elderly Rental Housing project area, and the Kauhale Kaka‘ako Project area (TMK 2-
1-30, 31, 32, 44, 46, 47, 48, 50, 51, 52, 54). Kaka‘ako Improvement District 3 was bounded by 
Kapi‘olani and King Streets (north), the northern end of Cooke Street (east), Halekauwila Street 
(south), and South Street (west). It includes extensions of Keawe and Cooke Streets to the south.  

The monitoring of sub-surface excavations revealed that although the area had been 
previously disturbed to a great extent, a cultural layer and in situ Jaucas sand and volcanic cinder 
deposits are still intact below fill layers. The cultural layer contained historic artifacts mixed with 
scant traditional Hawaiian cultural materials. Twenty human burials were discovered during 
these projects, 9 at the Pohulani Elderly Rental Housing project (SIHP # 50-80-14-4380) and 11 
in and around Mother Waldron Park (SIHP # 50-80-14-5820). Five burials were in an extended 
position, seven were flexed, and the position of eight could not be determined. One burial was in 
a coffin and one contained a glass trade bead, suggesting that the burials were of post-contact 
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age. The seventeen burials recovered were reinterred in the northeast corner of Mother Waldron 
Park. Three were left in place beneath the Pohulani Elderly Rental Housing Facility. These 
scattered burials are all clustered around the location of LCA 982 to Kukao and the Pu‘unui 
parcel to Queen Emma, an area with a cluster of Hawaiian houselots shown on several late 
nineteenth century maps. 

5.6.3 Halekauwila Place – Pohukaina School 
In 2009, CSH archaeologists excavated 16 trenches in the Halekauwila Place property, once 

the grounds of Pohukaina School (Tulchin et al. 2009). Subsurface testing revealed several 
historic and modern fill layers overlying the natural sediments. The natural sandy clay sediments 
were typical of a wet, marsh-type environment. Fill layers overlying the natural sediments 
included a layer of ash and burnt garbage, interpreted to be fill material generated by the city’s 
municipal garbage incinerator, and layers of sandy clay, interpreted to be fill material generated 
by the dredging of Honolulu Harbor and other coastal areas in the vicinity. The presence of the 
dredge fill material and incinerator fill material is consistent with background research of 
Kaka‘ako land reclamation projects in the late 1800s and early 1900s. The upper terrigenous fill 
layers included construction debris and abandoned utilities, evidence of the former Pohukaina 
School. Numerous historic artifacts, mainly glass bottles and ceramics were recovered to the fill 
layers, most were dated to the late nineteenth to early twentieth century. No pre-contact cultural 
layers or burials were found. 

5.6.4 Former Comp USA parcel 
In 2009 and 2010, CSH archaeologists excavated 14 trenches and 20 core samples in the the 

former Comp USA land parcel (Pammer and Hammatt 2010). The project area was observed to 
have undergone extensive land modification by the filling in of this low lying portion of 
Kaka‘ako, and no historic properties were identified.  

In general the observed and documented stratigraphy consisted of asphalt road surface (Ia), 
overlying a gravel base course (Ib), overlying varying layers of terrigenous sediments mixed 
with crushed limestone gravel and cobbles, and multiple crushed coral fill layers (Ic-Id), 
overlying clay and sandy clay fill layers interpreted to be pumped dredge (i.e. hydraulic fill) 
material used in historic land-reclamation efforts (Ie-If). These layers of fill were occasionally 
overlying a natural marine clay (II) which directly overlies the coral shelf. Old concrete building 
footings, associated with Honolulu Ironworks or the Union Feed Co. warehouses, were present 
within multiple trenches, as well as existing utilities and jackets. In some cases, the existing 
utilities prevented complete excavation of the test trench.  

Five test trenches contained successive layers of imported fill and dredge materials (Stratum 
I) directly overlying the coral shelf. No natural materials were observed within these five 
trenches, all of which are in the southwestern portion of the project area. The stratigraphy of the 
6 remaining trenches consisted of successive layers of imported fill and dredge materials, 
overlying naturally occurring sandy marine clay (Stratum II), directly overlying the coral shelf. 
This marine clay varied from 1-2 cm to 10 cm in thickness, but averaging about 10 cm. No 
Jaucas sand or cultural materials were observed. Trenches 6, 17 and 19 were unable to be 
completed due to existing utilities and did not extend below the fill materials. 
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Research of the current project area shows evidence that the area was previously utilized for 
salt pans (discussed in the historical background section). During the subsurface excavations, no 
clear evidence for these salt pans was observed. Much of the project area had been extensively 
disturbed, the natural materials present showing no obvious evidence of salt making or built up 
berms between pans or ponds. It is possible that during the filling of the area, portions of the 
project area were removed, removing all evidence of salt pan activities or more likely the actual 
salt pans or ponds had low ephemeral berms obliterated during mechanized filling of the project 
area. 

5.7 Summary of Archaeological Resources 
A total of 297 burials have been recorded in the Kaka‘ako area from Punchbowl to Ward 

Avenue, 257 from four historic cemeteries, three additional historic burials, and 37 scattered, 
possibly pre-contact burials. Based on the archaeology reports, it appears that all pre-contact 
human burials in the Kaka‘ako area that have been encountered were buried in sandy deposits. 
The location of all known sites near the project area, in relation to nineteenth/early twentieth 
century features, is shown on Figure 52. Figure 53 depicts more specific locations of recorded 
burials surrounding the project area. A summary of the burials sites is presented in Table 4.  

In several cases, the pre-contact/early post-contact burials are located around or within former 
fishpond areas, such as site -1604, four burials recorded in an area once covered by a pre-1867 
filled fishpond, site -4553, a single burial found in an area once covered by a fishpond owned by 
Queen Kapi‘olani, and site -2963, 13 burials found adjacent to the former north shore of an 
‘Auwaiolimu ‘Ili fishpond. In the eastern section of the Kaka‘ako area, at the eastern extension 
of Queen Street (outside the current study area), a nineteenth century cemetery (-6658) was 
found along the lip of a former fishpond called Kolowalu. It is possible that the artificial earth 
berms around fishponds were considered desirable places for burials. These earth berms would 
have been higher than the surrounding easily-flooded coastal areas, and the soil of the built-up 
berms was probably easier to dig than undisturbed ground.  

In the Kaka‘ako Mauka Area between Punchbowl Street and Pi‘ikoi Street, there are four 
historic cemeteries; Ka‘ākaukukui Cemetery (SIHP # 50-80-14-2918; 8 burials recorded; 5-8 
disinterred), possibly utilized from the 1700s to the early 1800s; the Honuakaha Smallpox 
Cemetery (SIHP # -3712; 87 burials recorded, 62 disinterred), used from 1853-1854; a portion of 
Kawaiaha‘o Cemetery (SIHP # -4534; 129 burials recorded, 116 disinterred), used from 1875-
1920, and the King Street Roman Catholic Cemetery (SIHP # -5455; 33 burials estimated, three 
disinterred), used from the mid-1800s to the 1920s. The full extent of these cemeteries has not 
been excavated, and there are probably hundreds of burials still within these cemeteries within 
the modern cemetery boundaries or under modern structures.  

The burial at site -4532 is a known historic burial. At least 2 of the 9 burials in the Kaka‘ako 
ID-3 area (SIHP # -5280) were historic (one coffin and one with historic grave goods). There is 
no historic documentation on this small historic burial area and its extent and time of use is 
unknown. Thus a total of 260 historic burials have been recorded in some way (recorded in situ 
or disinterred) in the Kaka‘ako area between Punchbowl Street and Ward Avenue. 

The remaining 37 burials found in the Kaka‘ako Area west of Ward Avenue, at sites SIHP -
1604 (4 individuals), -2963 (13), -4380 (9), 4533 (1), -5280 (7), and 6371 (1) were not buried in  



Cultural Surveys Hawai‘i Job Code: KAKAAKO 46  Previous Archaeological Research 

Archaeological Inventory Survey Report for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 109
TMK: [1] 2-1-030:001, 043  

 

 
Figure 52. Archaeological projects and site locations, in relation to nineteenth/early twentieth 

century features (see Figure 6 for base map). Note that few burials have been 
identified in areas previously used for the salt pans 
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Figure 53. U.S. Geological Survey 7.5 minute topographic map (Honolulu Quad 1998) showing 

the project area and a more specific site map of recorded burial locations 
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Table 4. Summary of Burial Finds in the western Kaka‘ako area 

SIHP * Report Description and Findings Reference 
-1604  Queen Emmalina project; 1 human skull and 1 femur reported from a back-dirt pile in 

1991. Two isolated human bones reported in 2005 and 2 additional isolated elements 
reported in 2007; unknown interment date; probably 4 individuals represented 

Kawachi 1991; Perzinski et 
al. 2005; Hazlett et al. 
2007a, b 

-2918 Ka‘ākaukukui Cemetery (Honolulu Iron Works); 5 burials recorded in 1985; possibly 3 
additional burials reported in 1987; probably early post-contact 

Yent 1985; Griffin et al. 
1987 

-2963 State Office Bldg: 6 partial burial sets reported in 1982; Makai Parking Garage: 7 burials 
recorded in 1987; probably pre-1850 interments 

Ota & Kam 1982; Clark 
1987  

-3712 Honuakaha Smallpox Cemetery (used during 1853-1854); 87 burials have been recorded 
during archaeological projects and 62 have been disinterred; see Table 4 

Pfeffer et al. 1993; Avery & 
Kennedy 1993a,b; Hammatt 
& Pfeffer; Winieski et al. 
1996 

-4380 Pohulani Housing area: 9 burials found  Winieski & Hammatt 2000; 
Douglas 1991a, b; 

-4532  1 historic burial from Punchbowl St.  Pfeffer et al. 1993 

- 4533 1 possibly pre-contact burial from Halekauwila St.  Pfeffer et al. 1993 

-4534 Kawaiaha‘o Cemetery (used from 1825-1920): 116 historic burials disinterred from 
Queen St. in 1993; 13 burial pits near Queen Street recorded in 2006, but not disinterred 

Pfeffer et al. 1993; Tulchin 
& Hammatt 2006 

-5280 Kaka‘ako ID-3 area: 11 human burials found along streets; most are probably early post-
contact (pre-1850)  

Winieski & Hammatt 2000 

-5455 Roman Catholic King Street Church Cemetery: 1 historic human burial was disinterred 
during an archaeological project on the west side of the church on King St. in 
1995/1996. During a 2006 inventory survey, 2 historic coffin burials were disinterred on 
the south side of the cemetery on King St. There are a minimum of 30 historic human 
burials still in situ within the cemetery. 

Anderson 1995, 1997a, 
1997b; Kapeliela 1996 

-6371 King St. Alignment; 1 burial found, post-contact due to presence of historic artifact. Mann & Hammatt 2002 

*SIHP=State Inventory of Historic Places; all sites numbers begin with # 50-80-14- 
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coffins, or do not have associated historic grave goods, or consist of partial, previously disturbed, 
burials. Some skeletons were found in a traditional flexed position, suggesting a traditional 
Hawaiian burial practice. These may date to the pre-Contact period or the early post-contact 
period (before the mid-nineteenth century), when most Hawaiians adopted Western style burial 
practices (usually extended within a coffin). Most of these burials cannot be assigned to a 
specific time period. 

The main early (nineteenth century) historic habitation area in the Kaka‘ako area was within 
Honuakaha Village on both sides of Punchbowl Street at the junction with Queen Street. There 
was a second cluster of houselots near LCA 982 and the Pu‘unui lot to Queen Emma. No intact 
early post-contact cultural layers have been recorded in these areas, due to extensive disturbance, 
but possible pre-contact/early post-contact burials are concentrated in these two areas.  

Also found within the Kaka‘ako area west of Ward Avenue were historic deposits/ trash pits 
(SIHP # -1973, -3984, -6766, -9917, and -9991), which usually date around the last decades of 
the nineteenth to the early decades of the twentieth century. There are also several historic 
structures/properties with SIHP numbers, such as Kawaiaha‘o Church and Mission grounds    (-
9991), the Royal Brewery (-9917), Mother Waldron Park (-1388) and the old Kaka‘ako Fire 
Station (-1346). 
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Section 6    Results of Preliminary Archaeological Testing 

6.1 Inventory Survey Plan Findings 
Preliminary subsurface testing, with the use of a backhoe, was conducted on February 7, 

2009, to determine the extent of undisturbed natural sediments within the project area, and to 
assess the likelihood of encountering significant cultural deposits within the study area. 5 test 
trenches were excavated within the study area, as shown on Figure 54. Testing areas were 
selected to give a representative stratigraphic overview of the entire project area. Each of the 
completed 5 test trenches was excavated to the depth of the underlying coral shelf or to the water 
table. 

Prior to excavation of the test trenches, each testing area was surveyed with ground 
penetrating radar (GPR). The GPR survey was conducted to determine the viability of GPR in 
determining stratigraphy, including the depth of bedrock and the water table, and in locating 
significant cultural deposits in an urban environment. Following the GPR survey, each testing 
area was excavated to compare the results of the GPR survey with the observed stratigraphy. In 
general, the results of the GPR survey work were inconclusive. The GPR operator, both in the 
field and following post-processing of the data, was not able to determine stratigraphy, the depth 
of the water table, or the depth of bedrock. No significant cultural deposits were encountered 
during the subsurface testing program. It is therefore unclear if the GPR would be able to locate 
such features. These inconclusive results may be related to the salty, moist sediments, which are 
known to interfere with GPR functioning.  

Subsurface testing revealed stratigraphy within the study area generally consisting of varying 
fill layers overlying naturally deposited sediments. The fill layers consisted of mixed 
marine/terrigenous soil strata; layers of incinerated garbage with metal, glass, and ceramic 
fragments; soil with unburnt trash (i.e. metal, glass, and ceramic historic artifacts); crushed coral 
fill; and volcanic cinder. These fill layers extended from the surface to a depth of 110-120 cmbs 
(centimeters below the surface).  

In Test Trenches 1, 2, 3, and 4, one or more strata of undisturbed natural sediments were 
found below the fill layers and above the coral shelf/water table. One stratum was a sandy clay or 
sandy loam; historic (not incinerated) trash was sometimes found in this stratum. A buried “A 
horizon” was also noted in this layer. This would have been the former ground/ living surface of 
the parcels during the pre-contact and early post-contact (before ca. 1915) periods, before the 
land was filled in with soil/trash. It is this stratum that pre-contact cultural habitation deposits, pit 
features, and possibly burials may be found.  

Below this stratum, in some of the trenches, is a very dark gray sandy clay with organic 
material. This stratum represents former marsh/pond sediments of the pre-contact and pre-
Hawaiian occupation of the islands. This stratum was recorded in Test Trenches 2, 3, 4, 5.  

No traditional Hawaiian artifacts, habitation deposits, subsurface pit features, or burials were 
found in the 5 excavated trenches. Historic artifacts (non-incinerated) were common in specific 
trash layers in Test Trenches 2, 3, 4, and 5. Historic bottles collected from Test Trenches 2 and 5  
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Figure 54. Aerial photograph showing the locations of preliminary test trenches conducted 

within the study area as part of the archaeological inventory survey plan. 
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were generally dated to the last half of the nineteenth century. Bottles from Test Trench 3 were 
dated to the late nineteenth and into the twentieth century. The inventory survey plan (O’Hare et 
al. 2009) proposed 35 test trenches to be excavated during the course of the inventory survey 
within the Block 2 parking lot.  

6.2 Results of Ground Penetrating Radar (GPR) Survey 
The GPR study consisted of the comparison and analysis of data collected previously within 

the study area by CSH and Global Geophysics (Tulchin et al. 2009). Stratigraphic profiles 
collected during subsurface testing by CSH (O’Hare et al. 2009) were referenced against two-
dimensional (2D) depth profiles generated during a GPR survey of the study area by Global 
Geophysics in an attempt to map out the study area’s stratigraphy utilizing GPR. Of particular 
interest was to see if GPR could accurately identify naturally deposited sediments (i.e. Jaucas 
sand) within the study area, as these sediments are more likely to contain undisturbed cultural 
deposits and human burials. 

Global Geophysics conducted a ground penetrating radar survey at the study area on May 
10th, 2009. The objective of the geophysical investigation was to investigate the study area’s 
stratigraphy. GPR was conducted along seven 130 m long lines (Lines 1-7) throughout the study 
area (Figure 55). Lines 1, 4, and 7 were placed in areas that intersected test trenches that were 
previously excavated by CSH (see Figure 55). The documented stratigraphy generated by the 
CSH test trenches was utilized as a reference point during the analysis of the GPR 2D depth 
profiles which were used to demarcate stratigraphic boundaries within the study area. 

Stratigraphic interfaces were clearly demarcated on the GPR 2D depth profiles, however, the 
type of sediments present at these interfaces was not defined (Figure 56). The interpreted bottom 
of “Fill”, bottom of “Strata II” and the “Top of Coral Shelf” was indicated (see Figure 56). In 
general fill was projected to be present from 0 to 5 ft within the study area. The coral shelf was 
only observed at Line 4 along the southwestern boundary of the study area (see Figure 55). 

6.2.1 Summary and Interpretation of GPR Survey 
The GPR survey conducted by CSH did not provide adequate data to determine stratigraphic 

interfaces, or the presence or absence of subsurface cultural deposits within the study area. It is 
believed that the environmental conditions present at the study area are not conducive for an 
accurate GPR survey. Water, salt deposits, and wet clay, all present within the study area, are 
known to disrupt the conductivity of the sediment, and can generate inaccurate data or limit the 
maximum depth of GPR penetration. The maximum “visibility” within the study area ranged 
from 75 to 100 cm below the surface.   

Conversely, the Global Geophysics GPR survey was able to demarcate stratigraphic interfaces 
within the study area. Of particular interest was their ability to project the presence and depth of 
fill sediments. Unfortunately, while the Global Geophysics GPR survey appeared to be able to 
determine the depths of stratigraphic interfaces within the project area, the types of sediments at 
these interfaces was not defined. Of concern was Global Geophysics use of Stratum II from 
Trench 2 (from the CSH subsurface testing, O’Hare et al. 2009) as a reference point for their 
interpretation of the 2D GPR depth profiles. Stratum II from Trench 2 was only present in  
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Figure 55. Location of Global Geophysics GPR survey lines (purple) in relation to CSH test 

trenches (blue)  
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Figure 56. 2D depth profiles generated by the Global Geophysics GPR survey of the study area 
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Trench 2, but the Global Geophysics study indicates that it is present throughout the entire study 
area. Of additional concern is that Stratum II from Trench 2 is a fill layer containing historic 
artifacts. Thus it appears that Global Geophysics did not accurately determine the depth of fill 
sediments and could not locate cultural deposits. 

The discrepancies between the CSH and Global Geophysics GPR surveys may be related to 
the follow factors: 1.) CSH utilized a 400MHz antenna while Global Geophysics used a 200MHz 
antenna; 2.) CSH GPR transects measured 2 m long while the Global Geophysics transects were 
130 m long; 3.) Different post-processing software was utilized by CSH and Global Geophysics. 

Based on the results of the two GPR studies it appears that the use of a low frequency antenna 
coupled with long survey transects may provide useful data in determining the underlying 
stratigraphy present within the study area. However subsurface testing must also be conducted in 
order to provide a reference point and to ground truth the GPR data. The stratigraphic interfaces 
demarcated by Global Geophysics could not be determined without referencing the stratigraphic 
data previously obtained by CSH. Additionally, the Global Geophysics study noted that “it is 
possible that the interpreted interfaces may upon intrusive sampling prove to be misinterpreted.” 
Thus GPR data cannot be accurately interpreted without extensive subsurface testing.  

In conclusion, ground penetrating radar is a remote sensing geophysical method that may not 
detect all subsurface features. The use of ground penetrating radar provides no guarantees of 
potential findings or non-findings but can provide additional data to increase the probability of 
locating buried sediments and features that may contain cultural deposits. 
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Section 7    Fieldwork Results 
The fieldwork component for this archaeological inventory survey was conducted 

intermittently between April 13 and November 19, 2010. A total of 78 backhoe-assisted test 
trenches were excavated to determine the extent of undisturbed natural sediments, and to assess 
the likelihood of encountering significant cultural deposits within the project area. CSH 
archaeologists, Doug Borthwick, B.A. (project supervisor), Michelle Pammer, B.A., Jeffrey 
Fong, M.A., Ellena De Leeuw, B.A., Kelly Burke, M.A., Jane Dregson, B.A., Rosanna Runyon, 
B.A. Randy Groza, M.A., and Josie Paolello, M.A., under the general supervision of Hallett H. 
Hammatt, Ph.D., monitored excavation work and documented stratigraphy observed within the 
trenches. Subsurface testing was conducted in two phases and took a total of 22 days to 
complete. A total of four historic properties, SIHP # 50-80-14-7124, -7189, -7190 and -7197 
were identified within the project area. 

No surface structures are currently present within the project area, which consists of an 
asphalt parking area. The test trench locations were selected to adequately sample the project 
area. The purpose of the testing was to assess the project area stratigraphy as well as determine 
the location of any natural materials (i.e. A-horizon, marine sand).  

Previous studies of the surrounding area suggested a potential for the existence of cultural 
deposits, including burials. Preliminary test trenching within the project area for the AIS plan 
(O’Hare et al. 2009) as well as the archaeological assessment for the Halekauwila Place project 
(Tulchin et al. 2009) revealed no substantial finds in terms of traditional Hawaiian material. 
Results from these studies, as well as background studies of the general area, indicated that a 
significant amount of modern and historical fill layers had been deposited over the former natural 
surface.  

While the archaeological inventory survey plan had featured the locations of the proposed test 
trenches, the locations of these were adjusted to investigate extents of natural sediment and 
cultural layers that were identified during the progression of fieldwork. Additionally, 42 trenches 
were conducted to better define the boundaries of these sediments as a Phase II portion to the 
inventory survey testing, following the 36 trenches previously conducted during Phase I. The test 
trench locations are presented below on a survey plan of the project area (Figure 57).  

7.1 Test Trench Results 
A total of 78 test trenches were excavated in two phases during the course of the 

archaeological inventory survey. Phase I was conducted between April 13 and April 30, 2010 
and consisted of excavation and documentation of 36 trenches (Test Trenches 1-36). Phase II 
was carried out at the request of Kamehameha Schools, and consisted of 42 additional trenches 
(Test Trenches 37-78), conducted between November 1 and November 19, 2010. The Phase II 
test trenches were conducted to better define the sand boundaries and provide a more complete 
coverage of the project area. 

The 78 test trenches were designated numbers in the order in which they were excavated. The 
natural coral shelf or the water table, provided there was no sand, marked the lower boundary for 
all trenches at approximately 2 meters below the ground surface level. The basic stratigraphic  
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Figure 57. Survey map of the Block 2 parking lot parcel (KAK-2) showing the locations of the 

78 test trenches 
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sequence consisted of the existing paved asphalt surface of the parking lot (not always having a 
base course layer), followed by varying layers of fill associated with the different periods of 
development within the project area, overlying natural sediments and the coral shelf. 

A total of four historic properties were identified within the project area, SIHP # 50-80-14-
7124, -7189, -7190 and -7197 (Figure 58). SIHP # 50-80-14-7124 consists of 31 historic building 
remnants features (Features A – EE), generally located just beneath the modern layers of fill. 
These included brick and mortar clusters, slabs of concrete/basalt, concrete footings with metal 
supports, large slabs of very hard, corroded, melted metal, and pit features containing demolition 
debris. SIHP # 50-80-14-7189 consists of a layer of burnt historic debris, suspected to be from 
the open air burning of urban refuse during the early 1900s. The charred remains were then 
utilized to fill in the unwanted wetlands around the project area. The observed cultural materials 
included glass bottles, ceramics, and other domestic waste. SIHP # 50-80-14-7190 consisted of 
old salt pan remnants, presenting as an approximately 5 cm thick layer of alternating peat and 
clay striations. SIHP # 50-80-14-7197 consisted of a sandy cultural layer containing one late pre-
contact/early post-contact fire pit feature (Feature 1) observed in Test Trench 26. SIHP -7197 
Feature 1 contained a large amount of charcoal and fire cracked rock.  

7.2 Stratigraphic Summary 
The following paragraphs provide an overview of the stratigraphy observed within the 78 

backhoe assisted test trenches excavated within the project area. For detailed information 
regarding each of the excavated trenches, please refer to the trench profiles, sediment 
descriptions, and photographs, located within the VOLUME II portion of this report (Pammer et 
al. 2011). 

In general, the observed and documented stratigraphy consisted of the asphalt parking lot 
surface, over modern and historic fill, over naturally deposited sediments, over the coral shelf. 
The fill layers were typically designated Stratum I, which was subdivided into sub-strata (i.e. 
Stratum I a-z) based on differences in matrix, soil color, and texture. The modern fill (less than 
50 years old) most often consisted of the asphalt surface and the underlying base course layers, 
typically consisting of layers of silt and clay loams, gravel, crushed coral, very coarse sand, and 
silty clays. The historical fill (more than 50 years old) consisted of the majority of the fill layers 
underlying the asphalt and base course, including SIHP # -7124 - building remnants, and SIHP # 
-7189 - incinerated garbage. SIHP # -7189 was typically designated Stratum II, while fill layers 
that appeared to be associated with this fill event were subdivided into sub-strata (i.e. Stratum II 
a-z). On the southern side of the project area (off the corner of Pohukaina and Keawe Streets), 
excavations encountered areas of backfilled and mixed sedimentation, as well as layers of basalt 
gravel and boulders, from the backfilling of the artificial ‘pond’ excavated during the 1990s soil 
remediation project. See Section 5.2 for further discussion regarding the remediation pond and 
the associated disturbances within the project area. Figure 59 depicts the boundaries of the 4 
historic properties, the sand layer, and the remediation pond, showing their relation to each other. 
Figure 60 displays the estimated location of the previous excavation extents of the remediation 
pond. 

Strata II-V were used for the natural strata, and subdivided into sub-strata based on 
differences in matrix, soil color, and texture. The use of Stratum II was implemented only in the  
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Figure 58. An aerial photograph with an overlay of SIHP # -7124, -7189, -7190 and 7197, as 

well as the locations of the 78 test trenches. 
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Figure 59. An aerial photograph with an overlay of SIHP # -7124, -7189, -7190 and 7197, the 

sand boundaries and the remediation pond detected during fieldwork excavations, as 
well as the locations of the 78 test trenches.  
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Figure 60. An aerial photograph with an overlay of the estimated natural sand boundaries 

detected during fieldwork excavations as well as the locations of the 78 test trenches 
and the remediation pond. 
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absence of the historic SIHP # -7189. The natural sediments observed include relatively 
undisturbed natural Jaucas sand or Jaucas sand ‘pushed’ from within the project area (and 
possibly from adjoining parcels), likely to form the salt pans and associated berms. An A-horizon 
largely consisting of striations of peat and clay, likely associated with the salt pan activity 
previously recorded within the project area, was the most commonly observed A-horizon (SIHP 
# -7190). A sandy A-horizon associated with the Jaucas sand, likely pre-contact/early post-
contact in origin, was observed in only one trench (Test Trenches 26). Natural sandy-clay to clay 
sediments were typically observed over the coral shelf. Although more than half of the trenches 
(45) contained natural marine sand deposits and covered a large portion of the project area, the 
type of sand observed was generally either high in clay content, a very thin (10 cm) layer, or was 
actually ‘pushed’ from the surrounding area. See Figure 60, which depicts the estimated 
boundaries of the sand layer within the project area. Figure 61 shows an overlay of both the sand 
layer and SIHP # -7189.  

The two observed A-horizons differ greatly in texture, appearance and association. SIHP # -
7190 was the most commonly observed A-horizon and was typically observed directly over the 
marine clay (gley), generally at the same level as the water table, if not slightly below it. The 
striations of clay and peat suggest that this area was repeatedly used as a land surface which was 
exposed long enough to accumulate organic debris before being covered with clay. Based on 
research of the project area, it is suggested that this A-horizon is the result of the repeated 
flooding, drying, scraping and removal of salt during salt production. The clay observed within 
the peat may have been deliberately placed on the bottom of the salt bed to prevent the salty 
water from soaking into the ground. The peat may also be the result of leaves being deliberately 
placed as an additional layer to aid in the salt making process.  

The second A-horizon type consisted of a sandy A-horizon associated with the underlying 
natural Jaucas sand (see Figure 58). This is a late pre-contact/early post-contact cultural layer 
and likely represents a small area within the project area that was not disturbed by post-contact 
activities. One feature was observed within SIHP # -7197, Feature 1, a late pre-contact to early 
post-contact fire pit, observed within Test Trench 26. Feature 1 contained fire cracked rock, a 
small amount of shell, and a high concentration of charcoal. A sample was taken from the feature 
for wood taxa identification and the initial results were inconclusive. A second sample was 
prepared for wood taxa identification and two separate species were successfully identified, an 
indigenous native plant (Lama) and a stem most likely representing a fern, though it could have 
also represented a palm (not a loulu or coconut). The fern stem sample was chosen for submittal 
to Beta Analytic for radiocarbon dating, due to it being a shorter lived species, which resulted in 
an AD 1735-1805 date range with a 44.5% probability. The results from the wood taxa 
identification and the radiocarbon dating can be found below in the lab results section. Test 
Trenches 6, 7, 10, 20, 36, and 65, located in the western portion of the project area, appeared to 
contain an A-horizon similar to SIHP # -7197. Radiocarbon dating conducted on charcoal from a 
feature associated with this A-horizon (located within Test Trench 65) resulted in a modern date 
(1960-present) and it was determined that this A-horizon is likely associated with the salt pans 
activity (SIHP # -7190). 

The coral shelf was encountered at the base of excavation in two forms; as a very loose 
cobbly layer and as a very hard (indurated) surface. The two forms of the ‘coral shelf’ are  
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Figure 61. An aerial photograph with an overlay of the sand, remediation pond, and SIHP # -

7189. 
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reflective of natural processes that occurred post-reef formation. As with the natural sand 
deposits, there was no uniformity to the ‘type’ of coral encountered in a specific area. Ground 
water was usually encountered at, or just above, the coral shelf. The coral shelf was unable to be 
located in two trenches, Test Trenches 56 and 57. These trenches contained two very coarse 
sandy layers containing a multitude of marine shells, underlying the typical fill and natural 
sediments. Analyses of the samples show an abundance of marine shells, typically mollusk, in 
natural marine clay (gley) material and an absence of any cultural material. This area is likely a 
natural variation in the coral shelf, similar to the differences in texture (hard coral shelf vs. a 
crumbly shelf) typically observed in other areas of the project area and throughout the Kaka‘ako 
area.  

Table 5 contains columns for the 78 test trenches and is provided to aid in the discussion of 
the trenches. Table 5 provides the depth of each trench and whether sand, an A-horizon (SIHP # 
- 7190 or -7197), or evidence of SIHP # -7124 and -7189 are present. Additionally, the table 
explains which type of sand (natural, ‘pushed’ project area fill or both), which A-horizon (SIHP 
# -7190 or -7197), and which features of SIHP # -7124 are present. The total thickness of the 
sand is also provided to give a better understanding of the areas that contain a more substantial 
sand presence. Locations where the sand is thicker may contain both natural and ‘pushed’ fill 
sand, which suggests that many of these trenches are less likely to contain significant finds (i.e. 
burials). The center of the project area appears to contain the thickest natural sand layer with the 
lowest clay content. Figure 62 depicts the sand thickness of each of the trenches within the 
estimated sand boundaries. The areas with sand thicker than 50 cm have been highlighted.  

The excavation results evidence a relatively consistent stratigraphic sequence with the surface 
being an asphalt paving, the base of excavation at the water table (or the coral shelf), and coral 
shelf at an average depth of 1.63 m below surface. Fill layers, including and SIHP # -7124 
(building remnants) and SIHP # -7189, average approximately 1 m, leaving an average of just 60 
cm to the coral shelf. The stratigraphic zone between the bottom of the fill and the coral shelf (60 
cm) was generally either sand or the historic trash layer (SIHP # -7189). See Figure 61 which 
depicts this general stratigraphic sequence in terms of sand-vs.-trash. The areas of overlap 
between the sand and trash layers may show evidence of the method of filling within the project 
area. Many of the trenches containing both materials exhibit either SIHP # -7189 in half of the 
trench and sand in the other half, or a thin layer of either SIHP # -7189 or natural sand. This may 
suggest that the sand was either ‘pushed’ to create a larger area for the trash (which may further 
explain the ‘pushed’ sand), or the trash was placed in the lower lying areas to level the 
surrounding area around the existing sand for the following layers of fill. 

7.3 Ground Penetrating Radar 
Prior to excavation of the Test Trenches 23-27, each testing area was surveyed with ground 

penetrating radar (GPR) equipment. Previous attempts to GPR sites within the surrounding area 
produced questionable results in terms of predicting subsurface anomalies and possible areas of 
concern, hence only a small number of trenches were selected to ‘test’ the viability of this 
surveying technique. 
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In general, the results of the GPR survey work were inconclusive. The GPR operator, both in 
the field and following post-processing of the data, was not able to determine stratigraphy, the 
depth of the water table, or the depth of bedrock. No significant cultural deposits were 
encountered during the subsurface testing program. It is therefore unclear if the GPR would be 
able to locate such features. These inconclusive results may be related to the salty, moist 
sediments, which are known to interfere with GPR functioning. On-going work is being 
conducted with a laboratory, Global Geophysics in Monroe, Washington, to determine whether 
the data can be processed in a useful manner to identify unique signatures in subsurface deposits. 

Results in the form of profiles created by the GPR software can be found in the VOLUME II 
portion of this report (Pammer et al. 2011) with the stratigraphic profiles and sediments studies 
for each of those test trenches that were examined. 

 

Table 5. Summary of the presence of sand, sand thickness, A-horizon (SIHP # -7190 and -7197), 
and SIHP # -7124 and -7189 observed in the 78 Test Trenches performed during the 
current archaeological testing. Phase II trenches were originally labeled Trenches 101-
142. These have been relabeled Trenches 37-78 

Trench Maximum 
Depth (m) 

Presence 
of Sand 

Total Sand 
Thickness 
(cm) 

A-Horizon 
(SIHP #  
-7190 or  
-7197) 

SIHP # –7124 
Building 
Remnants 

SIHP # -7189 
Burnt Trash 

1 1.45 None  None None Yes 

2 1.44 None  None None Yes 

3 1.58 Yes; 
Natural 

20 None None None 

4 1.59 Yes; 
‘Pushed’ 
P.A. Fill 
and 
Natural 

40 None None None 

5 1.65 Yes; 
Natural 

63 None SIHP # -7124, 
Feature A 

None 

6 1.75 Yes; 
Natural 

60 None None None 

7 1.60 Yes; 
‘Pushed’ 
P.A. Fill 
and 

37 None SIHP # -7124, 
Feature B 

None 
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Trench Maximum 
Depth (m) 

Presence 
of Sand 

Total Sand 
Thickness 
(cm) 

A-Horizon 
(SIHP #  
-7190 or  
-7197) 

SIHP # –7124 
Building 
Remnants 

SIHP # -7189 
Burnt Trash 

Natural 

8 1.62 Yes; 
‘Pushed’ 
P.A. Fill 
and 
Natural 

29 SIHP # -
7190 

SIHP # -7124, 
Feature C 

Yes 

9 1.67 Yes; 
‘Pushed’ 
P.A. Fill 

37 SIHP # -
7190 

SIHP # -7124, 
Feature D 

Yes 

10 1.65 Yes; 
Natural 

47 None None None 

11 1.53 None  SIHP # -
7190 

SIHP # -7124, 
Feature E 

Yes 

12 1.55 None  None SIHP # -7124, 
Feature F 

None 

13 1.44 Yes; 
Natural 

44 None None Yes 

14 1.52 None  None None None 

15 1.60 None  None SIHP # -7124, 
Feature G 

Yes 

16 2.11 Yes; 
Natural 

90 None None None 

17 1.35 Yes; 
Natural; 
only in 
edge of 
trench 

40 None None None 

18 2.20 None  None None None 

19 1.96 None  None None Yes 

20 2.05 Yes; 
‘Pushed’ 
P.A. Fill 
and 
Natural 

80 SIHP # -
7190 

None None 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 46  Results of Fieldwork 

Archaeological Inventory Survey Report for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 130
TMK: [1] 2-1-030:001, 043  

 

Trench Maximum 
Depth (m) 

Presence 
of Sand 

Total Sand 
Thickness 
(cm) 

A-Horizon 
(SIHP #  
-7190 or  
-7197) 

SIHP # –7124 
Building 
Remnants 

SIHP # -7189 
Burnt Trash 

21 2.12 None  None SIHP # -7124, 
Feature H 

Yes 

22 1.98 None  None None Yes 

23 1.55 Yes; 
Natural 

20 SIHP # -
7190 

None Yes 

24 1.93 None  SIHP # -
7190 

SIHP # -7124, 
Feature I 

Yes 

25 1.75 None  SIHP # -
7190 

None Yes 

26 1.90 Yes; 
Natural 

60 SIHP # -
7197 
Feature 1 

None Yes 

27 1.77 Yes; 
Natural 

83 SIHP # -
7190 

SIHP # -7124, 
Feature J 

Yes 

28 1.56 None  SIHP # -
7190 

SIHP # -7124, 
Feature K 

Yes 

29 1.75 None  None SIHP # -7124, 
Feature L 

Yes 

30 1.65 None  SIHP # -
7190 

SIHP # -7124, 
Feature M 

Yes 

31 1.71 Yes; 
Natural 

86 None SIHP # -7124, 
Feature N 

Yes 

32 1.75 None  SIHP # -
7190 

SIHP # -7124, 
Feature O 

Yes 

33 1.75 None  None SIHP # -7124, 
Feature P 

Yes 

34 1.65 Yes; 
Natural 

20 None None Yes 

35 1.72 None  None None Yes 

36 1.71 Yes; 
Natural 

80 None SIHP # -7124, 
Feature Q 

None 

37 
(101) 

2.07 None  None None Yes 
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Trench Maximum 
Depth (m) 

Presence 
of Sand 

Total Sand 
Thickness 
(cm) 

A-Horizon 
(SIHP #  
-7190 or  
-7197) 

SIHP # –7124 
Building 
Remnants 

SIHP # -7189 
Burnt Trash 

38 
(102) 

2.10 None  None None Yes 

39 
(103) 

1.64 None  None None Yes 

40 
(104) 

1.85 Yes; 
Natural 

110 None None None 

41 
(105) 

1.72 Yes; 
Natural 

33 None None None 

42 
(106) 

1.70 Yes; 
Natural 

90 SIHP # -
7190 

None None 

43 
(107) 

1.85 None  None None Yes 

44 
(108) 

1.50 Yes; 
‘Pushed’ 
P.A. Fill 
and 
Natural 

80 SIHP # -
7190 

None Yes 

45 
(109) 

1.50 Yes; 
‘Pushed’ 
P.A. Fill 

65 SIHP # -
7190 
Multiple 
Layers 

SIHP # -7124, 
Feature R 

None 

46 
(110) 

1.55 None  None None Yes 

47 
(111) 

1.50 None  SIHP # -
7190 

None Yes 

48 
(112) 

1.85 Yes; 
Natural 

105 None SIHP # -7124, 
Feature S 

None 

49 
(113) 

1.60 Yes; 
‘Pushed’ 
P.A. Fill 

35 SIHP # -
7190 

None Yes 

50 
(114) 

1.55 Yes; 
Natural 

70 None None Yes 

51 
(115) 

1.50 Yes; 
Natural 

52 None SIHP # -7124, 
Feature T 

Yes 

52 
(116) 

1.40 Yes; 
Natural 

37 None SIHP # -7124, 
Feature U 

Yes 
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Trench Maximum 
Depth (m) 

Presence 
of Sand 

Total Sand 
Thickness 
(cm) 

A-Horizon 
(SIHP #  
-7190 or  
-7197) 

SIHP # –7124 
Building 
Remnants 

SIHP # -7189 
Burnt Trash 

53 
(117) 

1.78 Yes; 
Natural 

83 None None None 

54 
(119) 

1.38 Yes; 
Natural 

50 None None Yes 

55 
(119) 

1.38 Yes; 
‘Pushed’ 
P.A. Fill 

17 SIHP # -
7190 

None Yes 

56 
(120) 

1.90 None  None None None 

57 
(121) 

1.78 Yes; 
Natural 

87 None None Yes 

58 
(122) 

1.42 Yes: 
Natural 

68 None None Yes 

59 
(123) 

1.51 Yes; 
Natural 

90 None None None 

60 
(124) 

1.55 None  SIHP # -
7190 

None Yes 

61 
(125) 

1.55 Yes; 
‘Pushed’ 
P.A. Fill 

18 SIHP # -
7190 

None Yes 

62 
(126) 

1.58 Yes; 
‘Pushed’ 
P.A. Fill 
and 
Natural 

15 SIHP # -
7190 

None None 

63 
(127) 

1.55 Yes; 
‘Pushed’ 
P.A. Fill 

37 SIHP # -
7190 

None Yes 

64 
(128) 

1.60 Yes; 
‘Pushed’ 
P.A. Fill 

25 SIHP # -
7190 

SIHP # -7124, 
Feature V 

None 

65 
(129) 

1.80 Yes; 
‘Pushed’ 
P.A. Fill 
and 
Natural 

80 None SIHP # -7124, 
Feature W 

None 

66 
(130) 

1.65 Yes; 
Natural 

70 None SIHP # -7124, 
Feature X 

None 
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Trench Maximum 
Depth (m) 

Presence 
of Sand 

Total Sand 
Thickness 
(cm) 

A-Horizon 
(SIHP #  
-7190 or  
-7197) 

SIHP # –7124 
Building 
Remnants 

SIHP # -7189 
Burnt Trash 

67 
(131) 

1.73 Yes; 
‘Pushed’ 
P.A. Fill 

46 SIHP # -
7190 

SIHP # -7124, 
Feature Y 

None 

68 
(132) 

1.70 Yes; 
Natural 

65 None None None 

69 
(133) 

1.74 Yes; 
Natural 

92 None SIHP # -7124, 
Feature Z 

None 

70 
(134) 

1.72 Yes; 
‘Pushed’ 
P.A. Fill 
and 
Natural 

58 None None Yes 

71 
(135) 

1.62 Yes; 
‘Pushed’ 
P.A. Fill 
and 
Possibly 
Natural 

47 None SIHP # -7124, 
Feature AA 

None 

72 
(136) 

1.63 None  None None Yes 

73 
(137) 

1.60 None  None SIHP # -7124, 
Feature BB 

Yes 

74 
(138) 

1.62 None  None None Yes 

75 
(139) 

1.70 None  None SIHP # -7124, 
Feature CC 

Yes 

76 
(140) 

1.60 None  None SIHP # -7124, 
Feature DD 

Yes 

77 
(141) 

1.50 None  None None Yes 

78 
(142) 

1.62 None  None SIHP # -7124, 
Feature EE 

Yes 
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Figure 62. An aerial photograph with an overlay of the estimated sand boundaries and the 

locations of the 78 test trenches. The thickness of the sand is written next to each 
trench. The areas containing sand thicker than 50 cm have been highlighted in yellow. 
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7.4 Trench Documentation 
See VOLUME II for detailed information regarding each of the excavated trench profiles, 

sediment descriptions, and photographs (Pammer et al. 2011).  

7.5 Historic Property Descriptions 

7.5.1 SIHP No. 50-80-14-7124 

FORMAL TYPE: Historic Fill Layers 
FUNCTION: Building Remnants, fill material 
# OF FEATURES: 31 
AGE: Historic (1910s to 1990s) 
DIMENSIONS: 4.09 acres (approximately 16,552 m2) 
LOCATION: Located sporadically throughout the project area  
TAX MAP KEY: [1] 2-1-030:001 
LAND JURISDICTION: Kamehameha Schools 

 

SIHP # 50-80-14-7124 is composed of historic building remnants, containing material 
associated with historic and modern buildings previously located within the project area (Figure 
63). The exact extent and number of features of SIHP # 50-80-14-7124 are unclear, as the 
features are broken and discontinuous, and it is likely that they extend outside of the project area 
boundary. 

SIHP # 50-80-14-7124 dates as far back as 1914 and as recent as 1991. The buildings were 
subsequently demolished over time due to changes in land usage and leasing. Much of the 
foundations and material were left ‘on-site’ and buried beneath various fill layers. Identified 
material include eroding foundations composed of misshapen concrete and metal masses, red 
clay brick and mortar footings, concrete footings, and eroding basalt and concrete flooring. 

The remnant building fragments were typically deposited in the varying modern and historic 
fill layers. The amount, types, and thickness of the building remains varied throughout the 
project area. The depths the structures were encountered in ranges from 15 to 160 cmbs, with 
some of the larger foundation structures extending to, or through, the coral shelf. While it cannot 
be confirmed which building structure and time period the remnants are associated with, in 
comparing the position of the test trenches to various historical maps (1914 to modern period), 
some of the larger deposits can be correlated to the larger structures that had existed over longer 
periods of time. Below are several Sanborn (historical) maps with superimposed test trench 
locations in order to show the buildings that were in each location (Figure 64 to Figure 67). It is 
of note that the majority of the building remnants are within the northwest half of the project 
area. This is likely due to the fact that the northwest half contained more substantial industrial 
style buildings, while the southeast half, particularly the eastern portion, contained residential 
homes which required less subsurface disturbances. 
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A total of 31 trenches contained features associated with SIHP # -7124 (Features A through 
EE). Each of the features were analyzed and compared to the historic maps in an attempt to 
identify the building the debris and remnants were most likely to originate from. Below are the 
descriptions of each feature, including the type of remnants observed, the buildings that are 
closest to this trench, and which building is most likely associated with the feature based on the 
observed material. 
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Figure 63. Aerial photograph (source: USGS Orthoimagery 2005) showing the location of the 78 

Test Trenches. The trenches that contained SIHP # -7124 - building remnants are 
depicted in yellow. 
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Figure 64. 1914 Sanborn Fire Insurance Map of project parcel showing existing structures and 

the location of the 78 Test Trenches. The trenches that contained building remnants 
are depicted in orange to show their location in relation to the building locations.
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Figure 65. 1927 Sanborn Fire Insurance Map of project parcel showing existing structures and 

the location of the 78 Test Trenches. The trenches that contained building remnants 
are depicted in orange to show their location in relation to the building locations.
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Figure 66. 1950 Sanborn Fire Insurance Map of project parcel showing existing structures and 

the location of the 78 Test Trenches. The trenches that contained building remnants 
are depicted in orange to show their location in relation to the building locations.
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Figure 67. 1956 Sanborn Fire Insurance Map of project parcel showing existing structures and 

the location of the 78 Test Trenches. The trenches that contained building remnants 
are depicted in orange to show their location in relation to the building locations.
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7.5.1.1 Feature A 

Feature A was observed within Test Trench 5. Feature A consisted of two features (Features A-1 and A-2) containing modern and 
historic debris (glass, metal) including demolition debris from historic buildings (concrete, red brick, mortar). Feature A-2 consisted of 
a historic disturbance of the natural sand layer, containing metal and charred wood. Based on the Sanborn Fire Insurance maps, this 
demolition debris likely originates from the demolition of the Pacific Engineering Co. Lt. Mill Work, or the Pacific Welding and 
Machine Works. The Feature A-2 debris likely originates from the filling of the project area for the Pacific Engineering Co. Lt. Mill 
Work and surrounding buildings. 

 

 

 
Figure 68. Profile of northeast wall of Test Trench 5; Feature A-1 is remnants of a previous building, Feature A-2 is a deposit of 

historic debris, likely from the filling of the P.A. associated with the previous buildings 
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Strata Depth (cmbs) Description 
______________________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot 

 Ib 6-10 Fill: 10 YR 4/1 dark gray sandy loam; structureless (single-grain); 
dry loose consistency; no cementation; non-plastic; mixed 
marine/terrestrial origin; clear, smooth lower boundary. Base 
coarse layer for modern asphalt surface 

 Ic 10-32 Fill; 2.5 YR 3/3 dark reddish brown clay loam; weak, fine, crumb 
structure; dry weakly coherent consistency; non-plastic; 
terrigenous origin; diffuse, wavy lower boundary. Grading fill 
containing modern and historic debris (glass, metal) including 
material from demolished historic buildings (concrete, red brick, 
mortar). SIHP # -7124, Feature A 

 Id 35-65 Fill: 5 YR 2.5/1 black cinder; weak, coarse, granular structure; dry 
loose consistency; non-plastic; terrigenous origin; abrupt, irregular 
lower boundary. (Volcanic) cinder fill material 

 Ie 32-100 Fill; 2.5 YR 3/3 dark reddish brown clay; moderate, medium, 
crumb structure; moist firm consistency; no cementation; plastic; 
terrigenous origin; clear, smooth lower boundary. Historic 
imported grading fill 

 IIa 97-126 10 YR 6/2 light brownish gray sand; structureless (single-grain); 
moist loose consistency; non-plastic; mixed origin; diffuse, smooth 
lower boundary. Natural marine sand 

 IIb 110-160 10 YR 7/4 very pale brown sand; structureless (single-grain); moist 
loose consistency; non-plastic; mixed origin; clear, smooth lower 
boundary. Natural marine sand contains pit-like feature (A-2) with 
charcoal and metal fragments (historic deposition) 

 III 158-165 (BOE) Gley 1 6/- gray sandy clay; structureless (single-grain); moist firm 
consistency; slightly plastic; marine origin; abrupt, smooth lower 
boundary. Marine sandy clay overlying hard coral shelf 
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Figure 69. Photo of northeast wall profile for Test Trench 5 on its northwest end showing 

stratigraphy
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7.5.1.2 Feature B 

Feature B was observed within Test Trench 7. Feature B consisted of terrigenous fill containing construction material from a 
previously existing historic structure including brick, concrete block, glass fragments and ceramic fragments. The concrete block was 
likely a building foundation and runs east to west across the trench. Some brick was still observed in the sidewall of the trench and 
several bricks appeared to be beside the concrete block. Based on the Sanborn Fire Insurance maps, this debris and the building 
footing are likely associated with the northwest portion of the Pacific Welding and Machine Works building. The portion of this 
building observed within Test Trench 7 is labeled ‘Office’ on the 1914 and 1927 Sanborn maps. 

 

 
Figure 70. Profile for the southeast wall of Test Trench 7. Note the concrete building remnant and demolition debris 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 46  Historic Property Descriptions 

Archaeological Inventory Survey Report for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 146
TMK: [1] 2-1-030:001, 043  

 

Strata Depth (cmbs) Description 
______________________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot 

 Ib 6-10 Fill; 10 YR 4/1 dark gray sandy loam; structureless (single-grain); 
dry loose consistency; non-plastic; mixed origin; clear, smooth 
lower boundary. Base course for overlying asphalt surface 

 Ic 10-35 Fill; 7.5 YR 6/4 light yellowish brown silt loam; weak, medium, 
crumb structure; dry loose consistency; no cementation; non-
plastic; terrigenous origin; very abrupt, smooth lower boundary. 
Historic grading fill containing coral cobbles and basalt boulders 

 Id 35-75 Fill; 5 YR 2.5/1 black cinder; weak, coarse, granular structure; dry 
loose consistency; no cementation; non-plastic; terrigenous origin; 
abrupt, irregular lower boundary. (Volcanic) cinder fill 

 Ie 35-107 Fill: 2.5 YR 3/3 dark reddish brown clay; moderate, medium, 
crumb structure; firm moist consistency; plastic; terrigenous 
origin; abrupt, wavy lower boundary. Terrigenous fill containing 
construction material from previously existing historic structures. 
SIHP # -7124, Feature B 

 If 90-150 Fill; 10 YR 5/2 grayish brown sandy loam; structureless (single-
grain); moist loose consistency; mixed origin; abrupt, wavy lower 
boundary. Disturbed (backfilled) sand mixed with silty loam 

 II 85-122 Fill; 7.5 YR 8/3 pink fine grain sand; structureless (single-grain); 
moist loose consistency; non-plastic; marine origin; clear, smooth 
lower boundary. Sand fill ‘pushed’ from the nearby surrounding 
area. 

 IIIa 120-130 A-horizon; 10 YR 6/3 pale brown fine grain sand; structureless 
(single-grain); moist loose consistency; clear, smooth lower 
boundary. Former natural surface layer overlain by tidal sand 
deposit 

 IIIb 125-160 10 YR 8/4 very pale brown sand; structureless (single-grain); moist 
loose consistency; non-plastic; marine origin; clear, smooth lower 
boundary; contains some fine roots that likely came from 
vegetation that grew within Stratum IIIb 

 IV 158-160(BOE) Gley 1 6/- gray sandy clay; structureless (single-grain); moist firm 
structure; slightly plastic; marine origin; diffuse, smooth lower 
boundary. Marine sandy clay overlying hard coral shelf 
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Figure 71. Photo of Test Trench 7, view southwest, showing location and orientation of 

excavation with South Street to right and Restaurant Row and One Waterfront Tower 
(mauka) in background 

 
Figure 72. Photo of southeast wall profile for Test Trench 7 stratigraphy on its southwest end 

showing A-horizon 
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7.5.1.3 Feature C 

Feature C was observed within Test Trench 8. Feature C consisted of coral cobbles, concrete chunks, and various modern to 
historic debris, as well as remnants of historic building foundations. The observed historic building debris included concrete, red 
bricks, corroded iron rebar, broken glass and ceramics. A layer of basalt blocks was also located within this feature, likely an old floor, 
a walkway surface, or an old building foundation. These basalt blocks could not be removed along the southwest end of the trench. 
Based on the 1914 and 1927 Sanborn Fire Insurance maps, this debris and building footing is likely associated with the Pacific 
Engineering Co. Lt, Mill Work. No buildings were observed in this location on the 1950 and 1956 Sanborn maps. 

 

 

 
Figure 73. Profile of northwest wall for Test Trench 8. Note the historic building remnants (SIHP # -7124, Feature C) 
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Strata Depth (cmbs) Description 
______________________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot  

 Ib 6-12 Fill; 10 YR 6/2 light brownish gray coral w/ very coarse sand; 
structureless (single-grain); dry slightly hard consistency; weak 
cementation; non-plastic; marine origin; very abrupt, smooth lower 
boundary. Crushed coral base cobble & sand base course 

 Ic 12-106 Fill: 10 YR 5/3 silty clay loam; weak, fine crumb structure; dry 
hard, friable moist consistency; no cementation; non-plastic; mixed 
marine/terrestrial origin; abrupt, smooth lower boundary. Grading 
fill containing coral cobbles, concrete chunks, and various modern 
to historic debris, foundations from previous building structures 
that existed within project area. SIHP # -7124, Feature C 

 Id 102-113 Fill; 10 YR 5/1 gray clay; moderate, fine, crumb structure; firm 
moist, sticky wet consistency; plastic; marine origin; abrupt, 
smooth lower boundary. Historic hydraulic fill material likely 
dredged from Honolulu Harbor area for covering over Kaka‘ako 
wetlands 

 II 112-124 Fill: 10 YR 2/1 black ash and burnt debris; structureless (massive); 
friable moist consistency; non-plastic; terrigenous origin; abrupt, 
smooth lower boundary. Burnt debris layer containing glass 
bottles, ceramics, faunal (saw-cut) bone, metal implements, 
various domestic waste items used as landfill material for covering 
over Kaka‘ako wetlands – SIHP # -7189 burned debris from 1920s 

 IIIa 113-42 Fill; Gley 2 6/5BG greenish gray sandy clay; moderate, fine to 
coarse, granular/crumb structure; moist very firm, wet sticky 
consistency; slightly plastic; abrupt, smooth lower boundary. 
Natural tidal-deposited sandy clay overlying former natural surface 

 IIIb 136-154 A-Horizon; 10 YR 5/4 yellowish brown sandy loam peat; 
moderate, fine, crumb structure; firm moist, wet sticky 
consistency; plastic; mixed origin; abrupt, smooth lower boundary; 
contains many medium to coarse roots. Former historic surface 
layer with dense amount of organic material – compression from 
overlying fill layers created peat-like material. Likely associated 
with the salt pans 

 IIIc 148-162 (BOE) Gley 2 7/10G greenish gray sandy clay; moderate, medium to 
coarse, granular structure; moist firm, wet slightly sticky 
consistency; slightly plastic; marine origin; very abrupt, smooth 
lower boundary. Natural (marine) sandy clay deposit overlying 
coral shelf 
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Figure 74. Photo of overview of Test Trench 8, view to northeast, with remnant historic building 

foundation in foreground (within trench) 

 

 
Figure 75. Photo of northwest wall profile for Test Trench 8 at its southwest end showing 

stratigraphy; note former building foundation to left 
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7.5.1.4 Feature D 

Feature D was observed within Test Trench 9. Feature D consisted of historic debris and a building foundation constructed of brick 
and mortar observed in the northeast end of the trench. The observed historic building debris included nails, gravel, concrete bricks, 
and glass. Based on the Sanborn Fire Insurance maps, the debris and brick and mortar remnants do not appear to align with a building 
marked on these maps. The debris is likely related to the building marked ‘CARPP’ on the 1914 map or one marked ‘D’ for 
‘Dwelling’ in the 1927 map. No buildings have been located within the northeast end of the trench, therefore the brick and mortar may 
be from an outdoor driveway or patio associated with the surrounding buildings, including the Pacific Engineering Co. Lt, Mill Work, 
the Pacific Welding and Machine Works, or possibly a walkway from the nearby old Keauhou Lane which ran parallel to the trench. 

 

 
Figure 76. Profile of northwest wall for Test Trench 9. Note the brick and mortar building remnant (SIHP # -7124, Feature D) 
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Strata Depth (cmbs) Description 
______________________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot  

 Ib 6-56 Fill; 10 YR 5/3 brown silty loam; weak, fine, crumb structure; dry 
loose consistency; no cementation; non-plastic; terrigenous origin; 
abrupt, smooth lower boundary. Modern grading fill containing 
construction and domestic debris, remnants from demolition of 
former buildings  

 Ic 31-43 Fill; 10 YR 8/2 very pale brown crushed coral; structureless 
(massive); hard, dry consistency; non-plastic; marine origin; 
abrupt, irregular lower boundary. Crushed coral cobble fill 

 Id 40-101 Fill; 7.5 YR 4/2 brown clay loam with mottling of 10 YR 2/1 black 
cinder; moderate, fine, crumb structure; friable to firm moist 
consistency; slightly plastic; mixed origin; abrupt, wavy lower 
boundary. Grading fill with crushed coral cobbles, covers brick 
and mortar foundation structures from previous building that 
existed within project area. SIHP # -7124, Feature D 

 II 93-144 Fill; 10 YR 5/4 yellowish brown clay loam and ash; weak, fine, 
crumb structure; firm moist consistency; slightly plastic; 
terrigenous origin; very abrupt, smooth lower boundary. Burnt 
debris layer containing glass bottles, ceramics, faunal (saw-cut) 
bone, metal implements, various domestic waste items used as 
landfill material for covering over Kaka‘ako wetlands – SIHP # -
7189, open air burned debris from 1920s 

 IIIa 120-157 Fill; 10 YR 6/2 light grayish brown sandy clay; moderate, fine, 
crumb structure; moist firm, wet sticky consistency; plastic; abrupt, 
smooth lower boundary. Sand ‘pushed’ from nearby or from within 
the project area. 

 IIIb 150-161 A-Horizon; 10 YR 5/2 grayish brown clay loam peat; weak, fine, 
crumb structure; firm moist, wet sticky consistency; plastic; mixed 
origin; abrupt, smooth lower boundary; contains many medium 
roots. Former historic surface layer with dense amount of organic 
material – compression from overlying fill layers created peat-like 
material. Likely associated with the salt pans 

 IIIc 157-167 (BOE) Gley 2 5/5BG greenish gray sandy clay; moderate, medium, 
granular structure; wet sticky consistency; slightly plastic; marine 
origin; abrupt, smooth lower boundary. Natural (marine) sandy 
clay deposit overlying coral shelf 
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Figure 77. Photo of northeast end of Test Trench 9 showing stratigraphic layers along its 

northwest wall 
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7.5.1.5 Feature E 

Feature E was observed within Test Trench 11. Feature E consisted of fill composed of a mixture of cinder, basalt gravel and 
crushed coral cobbles. This fill material also contained red bricks – likely from demolition of previous structures. Based on the 
Sanborn Fire Insurance maps, this debris is likely associated with the dwellings previously located in the southwest portion of the 
project area, as seen on the 1914, 1927, 1950 and 1956 maps. A. F. Stubenberg Refrigeration & Air Conditioning Shop and 
Warehouse is seen on the 1950 map, though this building is described as having concrete floors, a steel frame and trusses, which does 
not support the brick fragments observed within this trench. The 1956 map shows this building still standing, but vacant (‘VAC’).  

 

 
Figure 78. Profile of southeast wall of Test Trench 11 depicting heavy modern disturbance along its northeast side (from 1990 

remediation project) and various fill layers 
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Strata Depth (cmbs) Description 
______________________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot 

 Ib 6-10 Fill; 10 YR 6/3 pale brown crushed coral and clay; structureless 
(massive); dry hard consistency; non-plastic; mixed origin; abrupt, 
smooth lower boundary. Base course for overlying asphalt 
surfacing 

 Ic 10-150 (BOE) Fill; 10 YR 4/2 dark grayish brown silty clay loam w/ coral; 
structureless (massive); dry loose, moist loose consistency; non-
plastic; mixed origin; abrupt, irregular lower boundary. Modern 
grading fill contains crushed coral cobbles, historical and modern 
debris – glass and ceramics (broken and intact), nails, cut faunal 
bone, domestic debris; backfilled and mixed modern deposited 
sediments (Strata Id &e) from 1990s remediation project 

 Id 10-44 Fill; 10 YR 5/3 brown silt loam; weak, fine, crumb structure; dry 
loose consistency; non-plastic; terrigenous origin; abrupt, smooth 
lower boundary. Modern grading fill containing gravel, 
construction and domestic debris 

 Ie 32-45 Fill; 10 YR 3/1 very dark gray cinder and gravel; structureless 
(massive); dry loose consistency; non-plastic; mixed origin; abrupt, 
smooth lower boundary. Modern fill composed of a mixture of 
cinder, basalt gravel, crushed coral cobbles and red bricks – likely 
from demolition of previous structures (likely associated with 
SIHP # -7124, Feature E) 

 If 35-73 Fill; 10 YR 8/2 very pale brown clayey sand with coral cobbles; 
structureless (single-grain); dry loose consistency; no cementation; 
non-plastic; marine origin; abrupt, smooth lower boundary. 
Hydraulic fill used to cover burnt debris layer (Stratum IId), likely 
associated with dredging of Honolulu Harbor area for covering 
over Kaka‘ako wetlands 

 Ig 60-127 Fill; 10 YR 7/4 very pale brown coarse sand and crushed coral; 
structureless (single-grain); moist loose consistency; non-plastic; 
marine origin; very abrupt, smooth lower boundary; marine based 
(dredged) fill deposited over historic burnt debris layer (Stratum 
IId) 

 Ih 92-120 Fill: 10 YR 3/2 very dark grayish brown clay loam with coral 
cobbles; moderate, fine, crumb structure; moist firm, wet sticky 
consistency; plastic; marine origin; very abrupt, wavy lower 
boundary. Marine based (dredged) fill material overlying historic 
burnt debris layer (Stratum IId) 
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 II 112-145 Fill; 10 YR 4/1 dark gray clay loam with burnt debris; structureless 
(massive); moist friable, wet non-sticky consistency; no-plastic; 
terrigenous origin; very abrupt, wavy lower boundary. Burnt debris 
layer containing glass bottles, ceramics, faunal (saw-cut) bone, 
metal implements, various domestic waste items used as landfill 
material for covering over Kaka‘ako wetlands – SIHP # -7189, 
open air burned debris from 1920s 

 III 137-150 (BOE) A-Horizon; 10 YR 5/2 grayish brown sandy clay loam peat; 
moderate, fine, crumb structure; moist firm, wet sticky 
consistency; slightly plastic; abrupt, smooth lower boundary; 
contains many fine to medium roots. Former historic surface layer 
with dense amount of organic material – compression from 
overlying fill layers created peat-like material. Likely associated 
with the salt pans 

 IV 147-153 (BOE) Gley 2 6/10G greenish gray sandy clay; moderate, fine, crumb 
structure; firm moist, wet sticky consistency; plastic; marine 
origin; abrupt, smooth lower boundary. Natural marine (deposited) 
sandy clay overlying hard coral shelf 

 

 
Figure 79. Photo of southwest end of Test Trench 11 
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7.5.1.6 Feature F 

Feature F was observed within Test Trench 12. Feature F consisted of two concrete footings located in the center and the northwest 
end of the trench. These likely represent remnant foundation structures from historic buildings. The observed debris included glass and 
ceramic fragments, though it is likely that this was imported with the soils brought in to fill in the remediation pond previously located 
within this location (see Section 5.2). Based on the Sanborn Fire Insurance maps, one small building, likely a residence, is the only 
building located within this trench. It is unlikely that a building of this size required large concrete footings as seen in Test Trench 12. 
A modified figure from an Ogden report (1996) on the remediation efforts within the project area shows the former buildings and 
underground storage tanks before their removal and demolition in the 1990s (Figure 82). Analysis of this figure shows that the 
concrete footings observed as part of Feature F do not line up with any of these buildings. The origins of these footings remain 
unknown. 

 

 
Figure 80. Profile of northeast wall of Test Trench 12 showing modern fill material composing the entire stratigraphy and remains of 

historic building foundations (SIHP # -7124, Feature F) 
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Strata Depth (cmbs) Description 
______________________________________________________________________________ 
 Ia 0-7 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot  

 Ib 7-90 Fill; 5 YR 4/2 dark reddish gray loam with red clay mottling; 
moderate, medium, crumb structure; moist friable consistency; 
slightly plastic; terrigenous origin; clear, smooth lower boundary. 
Modern imported fill from recent (1990s) soil remediation project, 
contains construction and domestic debris including glass and 
ceramic fragments 

 Ic 58-150 (BOE) Fill; 7.5 YR 3/1 dark gray clay loam; weak, fine, crumb structure; 
moist friable consistency; slightly plastic; terrigenous origin. 
Imported fill material from soil remediation project, contains glass 
fragments; also probable remnant foundation structures from 
historic buildings (SIHP # -7124, Feature F) 

 Id 150-155 (BOE) Fill: 10 YR 5/1 gray basalt; structureless (massive); extremely hard 
dry consistency; non-plastic, terrigenous origin; bottom of 
excavation. Basalt pebbles, cobbles, and boulders forming a very 
hard surfacing likely for the temporary pond bottom used in the 
1990 remediation work – natural sediments including coral shelf 
may have been removed 

 

 
Figure 81. Photo of Test Trench 12, view to northwest, showing location and orientation of 

excavation 
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Figure 82. Block 2 (KAK-2) parcel, showing former location of buildings and UST 

(Underground Storage Tanks) before removal and demolition in the early 1990s 
(modified figure from Ogden 1996: Section 2) and the location of the 78 Test 
Trenches. The trenches that contained building remnants are depicted in orange to 
show their location in relation to the building locations. 
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7.5.1.7 Feature G 

Feature G was observed within Test Trench 15. Feature G consisted of concrete block flooring located at only 30 cm below the 
current land surface. These concrete blocks likely represent flooring from an old historic building. Based on the Sanborn Fire 
Insurance maps, only the 1927 map shows a structure present within the Test Trench 15 location. This building is relatively small, 
labeled ‘A’ for ‘auto house or private garage’. This may have been associated with the Chinese Laundry, located just northwest of 
Test Trench 15.  

 

 

 
Figure 83. Profile of northwest wall Test Trench 15. Note the former building flooring (SIHP # - 7124, Feature G) 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 46  Historic Property Descriptions 

Archaeological Inventory Survey Report for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 161
TMK: [1] 2-1-030:001, 043  

 

 
Strata Depth (cmbs) Description 
______________________________________________________________________________ 
 Ia 0-5 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot 

 Ib 5-17 Fill; 10 YR 8/3 very pale brown sandy loam; structureless (single-
grain); dry loose consistency; non-plastic; mixed origin abrupt, 
smooth lower boundary. Modern grading fill with coralline pebbles 

 Ic 16-42 Fill; 5 YR 3/4 dark reddish brown clay loam; weak, medium, 
crumb structure; dry loose consistency; no cementation; non-
plastic; terrigenous origin; abrupt, smooth lower boundary. 
Historic fill material overlies concrete block flooring that is likely 
from historic buildings (SIHP # -7124, Feature G) 

 Id 40-55 Fill; 10 YR 8/1 white sandy clay; weak, medium, crumb structure; 
dry loose consistency; non-plastic; marine origin; abrupt, smooth 
lower boundary. Hydraulic fill unknown if from Honolulu Harbor 
dredging event or after 

 Ie 55-85 Fill; 2.5 YR 5/4 reddish brown clay loam; weak, fine, crumb 
structure; dry loose consistency; non-plastic; terrigenous origin; 
very abrupt, smooth lower boundary. Historic imported fill for 
covering marine/wetland area contains basalt cobbles, bird bone 
(non-articulating) 

 II 85-165 (BOE) Gley 1 6/- gray sandy clay; moderate, fine, crumb structure; moist 
firm consistency; slightly plastic; marine origin; abrupt, smooth 
lower boundary. Natural marine sandy clay deposit overlying hard 
coral shelf, upper 30 cm had been disturbed – saw cut cow bone 
deposit. A small portion of the various domestic waste items used 
as landfill material for covering over Kaka‘ako wetlands – SIHP # 
-7189, open air burned debris from 1920s 
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Figure 84. Photo of Test Trench 15, view to southwest, showing location and orientation with 

Pohukaina Street in background and Keawe Street to left 

 
Figure 85. Photo of southeast wall profile for Test Trench 15 on its northeast end, showing 

representative stratigraphy 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 46  Historic Property Descriptions 

Archaeological Inventory Survey Report for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 163
TMK: [1] 2-1-030:001, 043  

 

7.5.1.8 Feature H 

Feature H was observed within Test Trench 21. Feature H consisted of fill containing domestic and construction debris – likely 
material from demolition of previous historic structures (Stratum Id). This debris included iron rebar, clay pipe fragments, glass and 
ceramic fragments. Based on the Sanborn Fire Insurance maps, this debris is most likely associated with the dwellings previously 
located within the northwest portion of this trench, seen on the 1927, 1950 and 1956 maps. The 1914 map labels this area ‘Barnhart 
Ice Co. Tables’; it is unlikely that the debris is associated with this business.  

 

 
Figure 86. Profile of southwest wall Test Trench 21 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 6/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot. 

 Ib 6-10 Fill; 10 YR 5/2 grayish brown gravelly clay loam; structureless 
(single-grain); dry loose, wet loose consistency; non-plastic; 
terrigenous origin; abrupt, smooth lower boundary. Base course for 
overlying asphalt surfacing. 

 Ic 9-17 Fill; 10 YR 3/1 very dark gray asphalt; structureless (massive); dry 
extremely hard consistency; indurated cementation; non-plastic; 
terrigenous origin; very abrupt, smooth but broken/discontinuous 
lower boundary. Former paved surface 

 Id 9-92 Fill; 10 YR 5/3 brown silty clay loam with coral; structureless 
(single-grain); dry slightly hard, moist friable consistency; non-
plastic; mixed origin; abrupt, smooth lower boundary. Fill 
containing domestic and construction debris, likely material from 
demolition of previous historic structures. SIHP # -7124, Feature H 

 Ie 70-136 Fill; 10 YR 3/1 very dark gray ash, cinder; structureless (single-
grain); dry loose, wet very friable consistency; non-plastic; 
terrigenous origin; abrupt, smooth lower boundary. Burnt debris 
deposited as landfill material 

 If 101-116 Fill; 10 YR 8/3 very pale brown very coarse sand; structureless 
(single-grain); dry loose, wet loose consistency; non-plastic; 
marine origin; very abrupt, smooth but broken/discontinuous lower 
boundary. Fill sand deposits 

 II 103-164 Fill; 5 YR ¾ dark reddish brown with mottling of 10 YR 2/1 black 
ash; moist firm, wet slightly sticky consistency; non-plastic; 
terrigenous origin; very abrupt, wavy lower boundary. Burnt debris 
layer containing glass bottles, ceramics, faunal (saw-cut) bone, 
metal implements, various domestic waste items used as landfill 
material for covering over Kaka‘ako wetlands – SIHP # -7189, 
open air burned debris from 1920s 

 IIIa 143-173 Gley 2 7/5BG light greenish gray sandy clay; structureless (single-
grain); moist very firm, wet very sticky consistency; plastic; 
marine origin; diffuse, smooth lower boundary. Natural sandy clay 
deposit with slight remnant of clay loam peat layer within upper 
horizon 

 IIIb 171-212 (BOE) 10 YR 6/2 gray clayey sand; structureless (single-grain); moist 
loose consistency; non-plastic; marine origin; abrupt, smooth lower 
boundary. Natural clay sand with coral cobbles overlying hard 
coral shelf, ground water at 202 cmbs 
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Figure 87. Photo of Test Trench 21 southwest wall showing stratigraphic layers on its southeast 

side 
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7.5.1.9 Feature I 

Feature I was observed within Test Trench 24. Feature I consisted of historical buildings remnants including steel cable and wiring, 
metal rebar and concrete chunks. A concrete jacket was also observed in the center of the trench, likely a utility jacket for an unknown 
building. Based on the Sanborn Fire Insurance maps, the buildings previously located here consisted of private dwellings. Two 
separate buildings were located within this trench, a single dwelling on the southeast end, and a building containing two dwellings in 
the northwest side. The dwelling on the northwest end is also marked ‘NO CH’, which stands for ‘no chimney’. The observed concrete 
jacket appears to run between these two buildings. 

 

 
Figure 88. Profile of southeast wall of Test Trench 24. Note the concrete utility jacket and remnant concrete pieces likely from a 

historic building structure (SIHP # - 7124, Feature I) 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot 

 Ib 6-15 Fill; 10 YR 5/1 gray asphalt (eroding); structureless (massive); dry 
very hard consistency; strong cementation; non-plastic; terrigenous 
origin; abrupt, smooth but broken/discontinuous lower boundary. 
Former asphalt surfacing 

 Ic 6-144 Fill; 10 YR 5/3 brown silty clay loam; weak, fine, crumb structure; 
dry weakly coherent, moist friable, wet non-sticky consistency; 
non-plastic; no cementation; mixed origin; abrupt, smooth lower 
boundary. Grading fill containing crushed coral, gravel and 
remnants of historical buildings (concrete chunks, metal rebar). 
SIHP # -7124, Feature I 

 Id 66-132 Fill; 10 YR 6/2 light brownish gray sandy clay with small to 
medium mottles of Gley 2 7/5 BG light brownish gray marine clay; 
structureless (single-grain); moist very firm, wet slightly sticky 
consistency; slightly plastic; marine origin; abrupt, wavy lower 
boundary. Hydraulic fill likely associated with dredging of 
Honolulu Harbor area for covering over Kaka‘ako wetlands 

 II 105-153 Fill; 10 YR 2/1 black ash, cinder, burnt debris; moderate, coarse, 
granular, structure; moist very friable, wet non-sticky consistency; 
non-plastic; terrigenous origin; very abrupt, smooth lower 
boundary. Burnt waste possibly from open air burned debris from 
1920s - SIHP # -7189 - used as landfill material for covering over 
Kaka‘ako wetlands  

 III 148-155 A-Horizon; 10 YR 4/2 dark grayish brown silty clay loam ‘peat’; 
weak, very fine, crumb structure; moist firm, wet slightly sticky 
consistency; non-plastic; mixed origin; abrupt, smooth lower 
boundary; contains high amount of fine (decomposing) roots, 
charcoal. Possible former historic surface layer, likely associated 
with the salt pans.  

 IVa 140-160 Gley 2 6/5BG greenish gray sandy clay; moderate, fine, crumb 
structure; moist very firm, wet sticky consistency; plastic; marine 
origin; diffuse, smooth lower boundary. Natural marine deposited 
sandy clay 

 IVb 152-193 (BOE) 10 YR 6/1 gray clayey sand with coral; structureless (single-grain); 
moist friable, wet non-sticky consistency; non-plastic; marine 
origin; abrupt, smooth lower boundary. Natural (marine) clayey 
sand deposit with loose coral cobbles overlying hard coral shelf, 
groundwater level at 178 cmbs 
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Figure 89. Photo of overview of Test Trench 24, view to southwest 

 
Figure 90. Photo of southwest end of Test Trench 24 showing stratigraphic layers along 

southeast wall 
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7.5.1.10 Feature J 

Feature J was observed within Test Trench 27. Feature J consisted of construction debris including clay pipe, bricks and concrete, 
likely from historic building demolition (Stratum IIa). Based on the Sanborn Fire Insurance maps, this demolition debris is likely 
associated with a furniture warehouse located directly within this trench. This building was only observed on the 1950 and 1956 
Sanborn maps. The 1927 Sanborn map depicts an auto repair shop abutting this trench. This shop may also be the source of the 
demolition debris, though it is unlikely based on the type of debris observed.  

 

 

 
Figure 91. Profile northwest wall of Test Trench 27
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-7 Asphalt; 10 YR 2/1 black; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot 

 Ib 7-9 Fill; 10 YR 5/2 grayish brown gravelly sandy clay; moderate, 
coarse, blocky structure; dry hard consistency; non-plastic; 
terrigenous origin; clear, smooth lower boundary. Base course for 
overlying asphalt surface 

 Ic 9-45 Fill; 10 YR 7/2 light gray crushed coral cobbles; strong, very 
coarse, blocky structure; dry hard consistency; non-plastic; marine 
origin; clear, smooth lower boundary. Marine based fill material 
for grading of area  

 IIa 31-115 Fill; 2.5 YR 4/2 dark grayish brown coarse to very coarse clayey 
sand; structureless (single-grain); dry slightly hard consistency; 
weak cementation; non-plastic; mixed origin; clear, wavy lower 
boundary. Grading fill intermixed with construction debris (clay 
pipe, bricks, concrete) likely from demolition of historic buildings. 
SIHP # -7124, Feature J 

 IIb 78-147 Fill; 10 YR 3/4 dark yellowish brown gravelly sandy clay; weak, 
medium, blocky structure; moist friable consistency; plastic; 
terrigenous origin; clear, wavy but broken/discontinuous lower 
boundary. Burnt waste containing material related to open air 
burned debris from 1920s - SIHP # -7189 - used as landfill 
material for covering over Kaka‘ako wetlands (only on east end of 
trench) 

 III 62-76 A-horizon; 2.5 YR 3/1 very dark gray silty sand; structureless 
(single-grain); moist friable consistency; non-plastic; mixed origin; 
clear but broken/discontinuous lower boundary. Possible former 
historic surface layer, likely associated with the salt pans. Upper 
horizon is partially disturbed 

 IV 66-143 10 YR 7/3 very pale brown sandy clay; weak, medium, crumb 
structure; moist firm consistency; non-plastic; marine origin; clear, 
wavy lower boundary. Natural marine deposited sandy clay 

 Va 123-153 Gley 1 5/10Y greenish gray sandy clay; weak, fine to medium, 
crumb structure; moist friable consistency; plastic; marine origin; 
diffuse, wavy lower boundary. Natural marine sandy clay deposit 
containing small marine shells 

 Vb 146-177 (BOE) Gley 1 5/- gray clayey sand; structureless (single-grain); wet non-
sticky consistency; non-plastic; marine origin; extends to bottom of 
excavation. Natural marine clay sand deposit. Excavation stopped 
due to reaching groundwater level at 170 cmbs 
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Figure 92. Photo of overview of Test Trench 27, view to north 

 
Figure 93. Photo of northwest wall profile for Test Trench 27 on its northeast end showing 

general stratigraphy including A-horizon and thick layer of brown sandy clay 
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7.5.1.11 Feature K 

Feature K was observed within Test Trench 28. Feature K consisted of backfill material from the former building foundation 
excavation which covers a large, eroding, concrete foundation or flooring. The fill material surrounding this eroding concrete flooring 
also contained some trash including unidentified bottle glass fragments. Based on the Sanborn Fire Insurance maps, this concrete 
flooring is most likely associated with a machine shop building, part of an auto repair garage seen on the 1927 map. The auto repair 
shop is labeled on the 1927 map as having concrete flooring and electric power. Feature K may also be associated with the furniture 
warehouse observed on the 1950 and 1956 maps.  

 

 

 
Figure 94. Profile northeast wall of Test Trench 28. Note the remnants of a historic foundation structure – SIHP # - 7124, Feature K- 

beneath Stratum IIa  
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 2/1 black; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot 

 Ib 4-11 Fill; 10 YR 3/2 very dark grayish brown gravelly sandy clay; 
weak, fine, crumb structure; dry weakly coherent consistency; non-
plastic; terrigenous origin; clear, smooth lower boundary. Base 
course for overlying asphalt surface 

 Ic 9-113 Fill; 10 YR 6/3 pale brown crushed coral and sandy clay loam; 
structureless (single-grain); dry slightly hard consistency; non-
plastic; mixed origin; clear, wavy and irregular lower boundary. 
Marine based fill material mixed with terrigenous sediment 

 IIa 35-86 Fill; 7.5 YR 2.5/3 very dark brown gravelly sandy clay; weak, 
medium, blocky structure; dry weakly coherent consistency; 
slightly plastic; mixed origin; clear, wavy lower boundary. Backfill 
material from former building foundation excavation – covers 
large eroding concrete foundation remnant of historic building. 
SIHP # -7124, Feature K 

 IIb 92-141 Fill; 10 YR 2/1 black sandy clay; weak, medium to coarse, blocky 
structure; moist friable consistency; slightly plastic; mixed origin; 
clear, smooth lower boundary. Burnt waste containing glass 
bottles, ceramics, metal implements, faunal (cut) bone, historic 
domestic waste - material related to open air burned debris from 
1920s - SIHP # -7189 - used as landfill material for covering over 
Kaka‘ako wetlands 

 III 128-156 (BOE) A-Horizon; 10 YR 4/1 dark gray sandy clay ‘peat’; weak, medium, 
blocky structure; wet slightly sticky consistency; non-plastic; 
mixed origin; very abrupt, smooth lower boundary: very fine roots 
present. Former historic surface layer that overlies coral shelf, 
likely associated with the salt pans. Heavily disturbed (scraped 
away) 
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Figure 95. Photo of overview of Test Trench 28, view to east 

 
Figure 96. Photo of northwest end of Test Trench 28 showing stratigraphy along northeast wall 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 46  Historic Property Descriptions 

Archaeological Inventory Survey Report for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 175
TMK: [1] 2-1-030:001, 043  

 

7.5.1.12 Feature L 

Feature L was observed within Test Trench 29. Feature L consisted of four separate layers 
showing evidence of historic building remnants. The topmost layer (Stratum IIa) consists of 
grading fill containing construction debris including clay pipe, brick & concrete fragments. The 
underlying layer (Stratum IIb) consists of fill containing red brick fragments, metal implements 
(nails, bars), glass fragments and gravel. This layer partially surrounds the underlying historic 
building flooring. These two layers are likely a result of historic building demolition debris.  

The old building foundation/flooring is located beneath these two fill layers and is composed 
of compacted, corroded, brittle, melted metal (Stratum IIc). This metal may have been imported 
from scraps from the nearby Honolulu Iron Works. The Pacific Engineering Co., observed only 
on the 1914 and 1927 maps, was located near this test trench and had a close association to the 
Honolulu Iron Works. Many of the officers of this company were also managers or officers for 
the Honolulu Iron Works. Directly underlying the corroded metal flooring is a historic fill likely 
associated with the overlying corroded metal flooring (Stratum IId). 

The 1914 Sanborn map shows this trench located over a box with an ‘X’ which represents a 
stable. The size of this stable, depicted on this figure, is 558 ft. The 1927 map places a new 
building in this area which is labeled ‘Autos’, likely associated with the nearby auto repair 
garage. The 1950 and 1956 maps show either the same building relabeled ‘STGE.’ for ‘storage’, 
or a building of relatively the same size and in the same location as the ‘autos’ building. This 
storage building may be associated with the furniture warehouse located where the auto repair 
shop was previously, though it is more likely that it is associated with the truck repair garage. 
The truck repair garage is labeled as having an earth floor. The 1956 map also labels the open 
area west of this storage shed as ‘Contractors Equipt’, possibly suggesting that the area was used 
to store contractors equipment. On the 1950 map, the west central section of the project area is 
owned by the Pacific Welding & Machine Works, likely a subsidiary company (or a name 
change) for the Pacific Engineering Co. 
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Figure 97. Profile of southeast wall for Test Trench 29 showing SIHP # - 7124, Feature L (historical building foundation remnants) as 

Stratum IIc 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-10 Asphalt; 10 YR 2/1 black; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot 

 Ib 10-30 Fill; 10 YR 3/2 very dark grayish brown gravelly sandy loam; 
structureless (single-grain); dry slightly hard consistency; non-
plastic; terrigenous origin; abrupt, wavy lower boundary. General 
grading material  

 IIa 21-35 Fill; 5 YR 7/4 pink crushed coral; structureless (single-grain); dry 
weakly coherent consistency; non-plastic; mixed origin; abrupt, 
broken/discontinuous lower boundary. Grading fill composed of 
crushed coral, medium sand, few limestone cobbles also 
construction debris (clay pipe, brick & concrete fragments) likely 
from demolition of historic buildings. SIHP # -7124, Feature L 

 IIb 25-80 Fill; 7.5 YR 2.5/2 very dark brown gravelly clay loam; 
structureless (single-grain); dry hard to very hard consistency; 
slightly plastic; terrigenous origin; abrupt to clear, wavy lower 
boundary. Historic fill contains amalgamation of red brick 
fragments, metal implements (nails, bars), glass fragments, gravel 
and surrounds former flooring surface of historic building (Stratum 
IIc) – SIHP # -7124, Feature L 

 IIc 60-90 10 YR 2/1 black silty sand; structureless (single-grain); moist very 
friable consistency; non-plastic; mixed origin; abrupt, 
broken/discontinuous lower boundary. Former flooring surface of 
historic building, compacted and brittle - SIHP # -7124, Feature L 

 IId 85-140 Fill; 10 YR 4/2 dark grayish brown ashy silty loam; structureless 
(single-grain); moist firm consistency; non-plastic; terrigenous 
origin; clear, wavy lower boundary. Historic fill containing 
remnants from historic demolished structures – SIHP # -7124, 
Feature L 

 IIe 133-158 Fill; 10 YR 2/1 black coarse silty sand; structureless (single-grain); 
wet slightly sticky consistency; non-plastic; terrigenous origin; 
abrupt, wavy lower boundary. Burnt waste (glass, ceramics, metal, 
other domestic material) related to open air burned debris from 
1920s - SIHP # -7189 - used as landfill material for covering over 
Kaka‘ako wetlands 

 III 150-170 (BOE) Gley 1 4/5 GY dark greenish gray coarse silty sand; structureless 
(single-grain); wet non-sticky consistency; non-plastic; marine 
origin; abrupt, smooth lower boundary. Natural marine sand 
deposit overlying hard coral shelf, groundwater at 170 cmbs 
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Figure 98. Photo of Test Trench 29, view to northeast, showing location and orientation of 

excavation 

 
Figure 99. Photo of southwest end of Test Trench 29 showing stratigraphic layers along its 

southeast wall 
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7.5.1.13 Feature M 

Feature M was observed within Test Trench 30. Feature M consisted of a layer of historic fill mixed with historic building debris 
(Stratum IIa) and a pocket of backfill material containing a large cable and rusted metal fragments (Stratum IIb). The layer of debris 
contained clay bricks, concrete, metal and historic waste including glass bottles and ceramics. Both strata are likely buried demolition 
material from the demolition of the previous structures.  

Similar to Feature L, Feature M contains some evidence of corroded, melted metal flooring within the demolished building debris. 
This metal may have been imported from scraps from the nearby Honolulu Iron Works. The Pacific Engineering Co., found only on 
the 1914 and 1927 maps, was located southwest of this test trench and had a close association to the Honolulu Iron Works.  

The 1927 Sanborn map places this trench between two storage sheds. The 1950 and 1956 maps also show the trench between two 
buildings, a storage shed and an auto parking building (1950) / auto repair garage (1956). Seeing as no building was observed within 
this test trench location, and based on the metal presenting in loose chunks instead of cohesive flooring, it is likely that the debris 
originates from the demolition of the surrounding buildings. This trench is also located near the auto body shop as seen on the 1927, 
1950 and 1956 maps, suggesting much of the debris may also be buried debris from the shop. 

 
Figure 100. Profile of northeast wall of Test Trench 30 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-10 Asphalt; 10 YR 2/1 black; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot. 

 Ib 10-15 Fill; 10 YR 2/1 black gravel; strong, coarse, blocky structure; dry 
very hard consistency; non-plastic; terrigenous origin; abrupt, 
smooth lower boundary. Base course for overlying asphalt surface. 

 Ic 15-30 Fill; 10 YR 8/1 white crushed coral cobbles; structureless 
(massive); dry hard consistency; non-plastic; marine origin; clear, 
smooth lower boundary. Marine based fill material for grading of 
area.  

 IIa 30-110 Fill; 10 YR 4/4 dark yellowish brown gravelly sandy loam with 
small mottles of 10 YR 5/4 yellowish brown sand; moderate to 
strong, coarse, blocky structure; dry very hard consistency; non-
plastic; mixed origin; clear, wavy and irregular lower boundary. 
Historic grading fill intermixed with construction debris (clay 
bricks, concrete, metal), likely from demolition of historic 
buildings, and historic waste (glass bottles, ceramics). SIHP # -
7124, Feature M 

 IIb 40-105 Fill; 10 YR 3/4 dark yellowish brown gravelly sandy loam; weak, 
fine, crumb structure; dry loose consistency; non-plastic; mixed 
origin; clear, irregular lower boundary. Backfill material from 
construction/demolition of previous structures (SIHP # -7124, 
Feature M), contains large cable and rusted metal fragments. 

 IIc 60-130 Fill; 7.5 YR 5/3 dark brown sandy clay with burnt debris; weak, 
medium, blocky structure; moist friable consistency; plastic; 
terrigenous origin; clear, smooth lower boundary. Burnt waste 
(glass bottles, ceramics, faunal remains), material related to open 
air burned debris from 1920s - SIHP # -7189 - used as landfill 
material for covering over Kaka‘ako wetlands. 

 III 120-145 A-Horizon; 10 YR 5/2 grayish brown sandy clay; weak, fine, 
crumb structure; moist friable consistency; plastic; marine origin; 
clear, smooth lower boundary; slight amount of thin roots present. 
Possible former historic surface layer, likely associated with the 
salt pans. Present in small, sporadic amounts – likely 
disturbed/removed during deposition of Stratum IIc. 

 IVa 140-160 10 YR 5/1 gray sandy clay; weak, medium, crumb structure; moist 
friable consistency; slightly plastic; marine origin; clear, smooth 
lower boundary; small amount of fine roots present. Natural 
marine deposited sandy clay. 
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 IVb 148-165 (BOE) 10 YR 5/1 gray clayey sand; structureless (single-grain); moist 
loose consistency; non-plastic; marine origin; abrupt, smooth lower 
boundary; moderate amount of fine roots present. Natural marine 
clayey sand deposit overlying hard coral shelf. 

 

 

 

 

 
Figure 101. Photo of overview of Test Trench 30, view to north 
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7.5.1.14 Feature N 

Feature N was observed within Test Trench 31. Feature N consisted of an amalgamation of melted metal used to create a floor or 
surface. The old building foundation/flooring is located beneath multiple fill layers and is composed of compacted, corroded, brittle, 
melted metal, slag and other debris. This metal may have been imported from scraps from the nearby Honolulu Iron Works. This 
flooring is similar to that seen in Features L and M. 

The 1914 and 1927 Sanborn maps place this trench just outside the southeast corner of the Pacific Engineering Co. building, which 
had a close association to the Honolulu Iron Works. The 1950 and 1956 maps also show the trench in an open area in front of the 
Truck Repair Garage. The 1950 map labels the west central section of the project area as the Pacific Welding & Machine Works. This 
is likely a subsidiary company (or a name change) for the Pacific Engineering Co. Seeing as no building was observed within this test 
trench location, the presence of this flooring suggests that this area and the type of flooring may have been used as an outside 
driveway/access area.  

 

 
Figure 102. Profile of northwest wall of Test Trench 31 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Paved surfacing for 
parking lot. 

 Ib 6-15 Fill; 10 YR 4/4 dark yellowish brown clay loam with coral 
cobbles; weak, fine, crumb structure; dry weakly coherent 
consistency; non-plastic; mixed origin; abrupt, wavy lower 
boundary. Base course for overlying asphalt surfacing. 

 Ic 10-14 Fill; 10 YR 7/6 yellow very coarse sand with coral cobbles; 
structureless (single-grain); dry loose consistency; non-plastic; 
marine origin; very abrupt, broke/discontinuous lower boundary. 
Base course material from previous development. 

 Id 12-29 Fill; 10 YR 5/1 gray gravel, concrete; structureless (massive); dry 
very hard consistency; strong cementation; non-plastic; terrigenous 
origin; abrupt, wavy lower boundary. Former asphalt surfacing for 
previous area use. 

 Ie 22-32 Fill; 10 YR 5/2 grayish brown silty loam, gravel; weak, fine, 
crumb structure; dry loose consistency; non-plastic; terrigenous 
origin; abrupt, irregular and discontinuous/broken lower boundary. 
Terrigenous waste material utilized for grading purposes. 

 If 22-44 Fill; 10 YR 8/3 very pale brown very coarse sand, coral cobbles; 
structureless (massive); dry hard consistency; non-plastic; marine 
origin; abrupt, wavy lower boundary. Marine based fill material 
utilized to increase surface elevation of area. 

 IIa 38-96 Fill; 5 YR 5/8 yellowish red smelted metal containing multiple, 
small 10 YR 3/1 very dark gray mottles; structureless (massive); 
dry extremely hard consistency; non-plastic; indurated 
cementation; terrigenous origin; abrupt, irregular boundary. 
Amalgamation of melted metal, slag and other debris likely 
associated with the former (historic) iron works that existed in 
area. SIHP # -7124, Feature N 

 IIb 74-95 Fill; 10 YR 5/2 grayish brown silty clay loam with coral cobbles; 
weak, fine, crumb structure; dry loose consistency; non-plastic; 
mixed origin; abrupt, irregular and broken/discontinuous lower 
boundary; contains construction debris and broken glass. Grading 
material to raise surface elevation of area. 

 IIc 74-95 Fill; 10 YR 2/1 black ashy silt; structureless (single-grain); dry 
loose consistency; non-plastic; terrigenous origin; abrupt, broken/ 
discontinuous lower boundary. Possible burnt debris deposit 
associated with former ironworks. 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 46  Historic Property Descriptions 

Archaeological Inventory Survey Report for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 184
TMK: [1] 2-1-030:001, 043  

 

 IId 70-157 Fill; 10 YR 3/1 very dark gray with burnt debris; structureless 
(massive); moist firm, wet sticky consistency; plastic; mixed 
origin; very abrupt, wavy lower boundary. Burnt waste (glass 
bottles, ceramics, faunal remains), material related to open air 
burned debris from 1920s - SIHP # -7189 - used as landfill 
material for covering over Kaka‘ako wetlands. 

 IIIa 84-138 10 YR 8/3 very pale brown sandy clay; structureless (single-grain); 
moist firm, wet, slightly sticky consistency; non-plastic; marine 
origin; diffuse, smooth lower boundary. Natural marine sandy clay 
deposit associated with former lagoonal area. 

 IIIb 95 -170 10 YR 7/4 very pale brown coarse sand; structureless (single-
grain); dry loose, moist loose consistency; non-plastic; marine 
origin; very abrupt, smooth lower boundary. Natural marine sand 
deposit. 

 IVa 96-165  Gley 2 5/5BG greenish gray clay; moderate, fine, crumb structure; 
moist firm, wet sticky consistency; plastic; marine origin; abrupt, 
smooth lower boundary. Marine pond/lagoon sediment. 

 IVb 162-171 (BOE) Gley 2 6/10BG greenish gray very coarse sand with coral cobbles; 
structureless (single-grain); moist loose consistency; non-plastic; 
marine origin; very abrupt, smooth consistency. Coarse natural 
sand deposit. 

 
Figure 103. Photo showing overview of stratigraphy along northwest wall of Test Trench 31 

(facing to north) 
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7.5.1.15 Feature O 

Feature O was observed within Test Trench 32. Feature O consisted of an amalgamation of melted metal used to create a floor or 
foundation surface. The old building foundation/flooring is located beneath multiple fill layers and is composed of compacted, 
corroded, brittle, melted metal, basalt and cinder (Stratum IIa). This metal may have been imported from scraps from the nearby 
Honolulu Iron Works and is similar to what has been observed in previous features (Features L, M and N). Underlying this flooring is 
a thin layer of clay that was likely placed as a base for the melted metal (Stratum IIb).  

The 1927 Sanborn map places this trench just outside a storage shed, within an area associated with an auto repair shop. The 1950 
map locates the trench within an auto body works building (within a section of the building labeled ‘Auto Spray Painting’) while in 
1957 map this portion of the building was used for welding. This trench is further away from the Pacific Engineering Co. and 
associated buildings which this corroded metal flooring is thought to be associated with, due to their close ties to the adjacent 
Honolulu Iron Works. This suggests that the corroded and melted metal scraps used as flooring may have actually been used by many 
of the buildings within this industrial and commercial portion of the project area as both flooring inside of buildings, and outside for 
access areas and driveways.  

 
Figure 104. Profile of northwest wall of Test Trench 32. Note the historic building remnants (Stratum IIa) – SIHP # -7124, Feature O 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-8 Asphalt; 10 YR 2/1 black; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Paved surfacing for 
parking lot. 

 Ib 8-55 Fill; 10 YR 8/2 very pale brown crushed coral w/ gravel; 
structureless (single-grain); dry weakly coherent consistency; non-
plastic; mixed origin; clear, wavy and irregular lower boundary. 
General marine based grading fill. 

 Ic 10-70 Fill; 10 YR 3/3 dark brown gravelly sandy loam; weak, fine, 
crumb structure; dry weakly coherent consistency; non-plastic; no 
cementation; mixed origin; clear, wavy lower boundary. General 
fill material containing building material (clay brick fragments) 
possibly from demolition of historic buildings. 

 Id 50-125 Fill; 10 YR 4/2 dark grayish brown clay sand with cinder; weak, 
fine, crumb structure; dry weakly coherent consistency; non-
plastic; mixed origin; clear, smooth lower boundary. Hydraulic fill 
likely associated with dredging of Honolulu Harbor area for 
covering over Kaka‘ako wetlands. 

 IIa 55-95 Fill; 7.5 YR 3/3 dark brown gravel; strong, very coarse, blocky 
structure; dry very hard consistency; non-plastic; mixed origin; 
abrupt, smooth but broken/irregular lower boundary. Possibly 
historic building flooring, composed of rusted metal, basalt, cinder. 
SIHP # -7124, Feature O 

 IIb 95-100 Fill; 10 YR 7/2 light gray sandy clay; strong, medium, blocky 
structure; dry very hard consistency; slightly plastic; mixed origin; 
clear, smooth lower boundary. Thin layer of clay possibly 
associated with Stratum IIb, historic building floor structure – 
SIHP # -7124, Feature O 

 IIc 115-160 Fill; 10 YR 2/1 black loamy clay; weak, medium, blocky structure; 
moist friable consistency; slightly plastic; mixed origin; clear, 
wavy lower boundary. Burnt waste (glass bottles, ceramics, metal, 
wood), material related to open air burned debris from 1920s - 
SIHP # -7189 -used as landfill material for covering over Kaka‘ako 
wetlands (only on east end of trench). 

 III 150-175 (BOE) Gley 2 6/5B bluish gray sandy clay; weak, fine to medium, crumb 
structure; moist friable consistency; plastic, marine origin; abrupt, 
smooth lower boundary. Natural marine sandy clay deposit 
overlying hard coral shelf, fragments of ‘peat’ clay loam present 
on upper horizon but scrapped away (likely from deposition of 
Stratum IIe). 
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Figure 105. Photo of northwest wall stratigraphy for Test Trench 32, view to north 

 

7.5.1.16 Feature P 

Feature P was observed within Test Trench 33. Feature P consisted of an amalgamation of 
melted metal and two associated fill layers. The old building foundation/flooring, composed of 
compacted, corroded, brittle, melted metal, basalt and cinder (Stratum IIb), is located below a 
layer of fill composed of clay material mixed with cinder (Stratum IIa). The old flooring was 
only observed in the southwest end of the trench, contiguous with a fill layer similar to the fill 
overlying the flooring (Stratum IIc). The overlying fill contains clay brick fragments observed 
only in the portion overlying the old corroded metal flooring. This suggests that the metal may 
have been a base with the actual floor consisting of bricks, which were removed during the 
building demolition. Underlying this flooring is a thin layer of clay that may have been a base for 
the melted metal. The melted metal was likely constructed with imported scraps from the nearby 
Honolulu Iron Works and is similar to what has been observed in previous features (Features L - 
O). 

The 1927 Sanborn map places the northeast end of this trench within an ‘autos’ building, 
while the 1950 and 1957 maps locate the trench within a furniture warehouse. The northeast end 
of the trench does not contain any part of Feature P, which suggests that the metal flooring is not 
associated with the autos building flooring. This trench is not near the Pacific Engineering Co. 
and associated buildings, which the corroded metal flooring was thought to be associated with, 
due to their close ties to the adjacent Honolulu Iron Works. This suggests that the corroded and 
melted metal scraps may have actually been used by many of the buildings within this industrial 
and commercial portion of the project area as both flooring inside of buildings as well as outside 
access areas and driveways.  
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Figure 106. Profile of southeast wall of Test Trench 33. Note the presence of SIHP # -7124, Feature P –historic building remnants 

(Stratum IIb) 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-8 Asphalt; 10 YR 2/1 black; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Paved surfacing for 
parking lot. 

 Ib 8-15 Fill; 10 YR 5/3 brown gravelly silt loam; structureless (single-
grain); dry weakly coherent consistency; non-plastic; mixed origin; 
clear, smooth lower boundary. Base course for overlying asphalt 
surfacing. 

 Ic 12-40 Fill; 10 YR 8/2 very pale brown crushed coral with very coarse 
sand; structureless (single-grain); dry loose consistency; non-
plastic; marine origin; very abrupt, smooth lower boundary. 
Marine based grading fill overlying demolition material. 

 IIa 30-108 Fill; 10 YR 3/3 dark brown gravelly silty loam; structureless 
(single-grain); dry slightly hard consistency; non-plastic; 
terrigenous origin; clear, irregular lower boundary. Grading fill 
containing remnants of demolished historic buildings (clay brick 
and concrete fragments, gravel, charcoal). Part of SIHP # -7124, 
Feature P 

 IIb 52-95 Fill; 5 YR 5/4 dark reddish brown clay loam; structureless (single-
grain); moist friable consistency; slightly plastic; terrigenous 
origin; abrupt, broken/discontinuous lower boundary. 
Amalgamation of melted metal (slag) and other burnt debris from 
historic buildings (possibly foundation/flooring) – SIHP # -7124, 
Feature P 

 IIc 85-100 Fill; 10 YR 2/1 black fine sand, ash; structureless (single-grain); 
moist very friable consistency; non-plastic; mixed origin; abrupt, 
broken/discontinuous lower boundary; contains some historic 
debris. Historic fill layer correlated with previous buildings. SIHP 
# -7124, Feature P 

 IId 90-150 Fill; 10 YR 2/1 black sandy clay; structureless (single-grain); moist 
very friable consistency; non-plastic; mixed origin; abrupt, smooth 
lower boundary. Burnt waste (glass bottles, ceramics, metal, 
wood), material related to open air burned debris from 1920s - 
SIHP # -7189 -used as landfill material for covering over Kaka‘ako 
wetlands. 

 III 145-175 (BOE) 10 YR 5/1 gray medium grain sandy clay; weak, medium, blocky 
structure; moist very friable, wet sticky consistency; plastic; 
marine origin; clear, smooth lower boundary; contains small 
marine shell. Natural marine sandy clay deposit overlying hard 
coral shelf. 
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Figure 107. Photo of stratigraphy along southeast wall of Test Trench 31, view to south 
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7.5.1.17 Feature Q 

Feature Q was observed within Test Trench 36. Feature Q consisted of fill mixed with debris from demolished historical buildings. 
The observed debris included structural debris (clay bricks, cinder) and domestic debris (glass, faunal bone). Based on the Sanborn 
Fire Insurance maps, this demolition debris likely originates from the demolition of the Pacific Engineering Co. Lt. Mill Work, or the 
Pacific Welding and Machine Works.  

 

 

 
Figure 108. Profile of northeast wall of Test Trench 36 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-8 Asphalt; 10 YR 2/1 black; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Paved surfacing for 
parking lot. 

 Ib 8-35 Fill; 10 YR 4/3 brown gravelly sandy loam; weak, fine, crumb 
structure; dry hard consistency; non-plastic; mixed origin; clear, 
wavy lower boundary. Modern grading fill. 

 IIa 25-55 Fill; 10 YR 3/2 very dark grayish brown gravelly sandy loam; 
weak, fine, crumb structure; dry slightly hard consistency; non-
plastic; mixed origin; clear, wavy lower boundary. Grading fill 
mixed with structural debris from demolished historical buildings – 
SIHP # -7124, Feature Q- material (clay bricks, cinder) and 
domestic debris (glass, faunal bone). 

 IIb 45-85 Fill; 10 YR 2/1 black cinder; structureless (single-grain); dry loose 
consistency; non-plastic; terrigenous origin; clear, smooth 
boundary. Historically deposited Kaka‘ako cinder fill. 

 IIc 45-100 Fill; 10 YR 3/1 very dark gray sandy cinder loam; weak, medium, 
crumb structure; dry slightly hard consistency; non-plastic; 
terrigenous origin; clear, wavy lower boundary; lower boundary 
mixes/diffuses into Stratum IIIa. Historic landfill material. 

 III 90-120 A-horizon; 10 YR 5/4 yellowish brown sand; structureless (single-
grain); dry slightly hard consistency; non-plastic; marine origin; 
diffuse, smooth lower boundary. Natural marine sand deposit, 
possibly former land surface. 

 IV 110-171 (BOE) 2.5 Y 7/4 pale yellow sand; structureless (single-grain); dry weakly 
coherent consistency; non-plastic; marine origin; very abrupt, 
smooth lower boundary. Natural marine sand deposit overlying 
hard coral shelf. 
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Figure 109. Photo of stratigraphic layers along northeast wall of Test Trench 36, view to east 
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7.5.1.18 Feature R 

Feature R was observed within Test Trench 45. Feature R consisted of boulders arranged as a previous surface or layer, located in 
the east portion of the trench. These boulders are likely remnants of an old flooring. Based on the Sanborn Fire Insurance maps, this 
floor most likely originates from one of the dwellings previously located within this portion of the project area. None of the Sanborn 
maps show a building on this side of the trench, which may suggest that the boulders actually represent a paved area outside of a 
dwelling, used as a patio or a walkway between houses.  

 

 

 
Figure 110. Trench 45, southeast wall stratigraphic profile 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-5 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 5-15 Fill; 10 YR 4/3, brown; structureless (massive); dry, very hard 
consistency; non-plastic; terrestrial origin; abrupt, smooth lower 
boundary. Gravel base course for asphalt. 

 Ic 10-33 Fill; 10 YR 6/6, brownish yellow; gravelly crushed coral; 
structureless (massive); dry, very hard consistency; non-plastic; 
marine origin; abrupt broken/discontinuous lower boundary. 
Crushed coral fill. 

 Id 20-35 Fill; 10 YR 4/3, brown; gravelly sandy clay; structureless (single-
grain); dry, hard consistency; non-plastic; mixed origin; clear, 
wavy and irregular lower boundary. Imported mixed fill. 

 Ie 18-60 Fill; 10 YR 2/2, very dark brown; sand; structureless (single-
grain); dry, slightly hard consistency; non-plastic; mixed origin; 
clear, smooth lower boundary. Disturbed fill; contains some sandy 
clay and brick material; possible extension of Str. Ig. 

 If 50-75 Fill; 10 YR 2/1, black; gravelly sand; structureless; dry, loose 
consistency; non-plastic; terrestrial origin; clear, smooth lower 
boundary. Burnt fill consisting mostly of cane slag; likely from 
nearby Honolulu Ironworks factory. 

 Ig 35-55 Fill; 10 YR 2/1, black; boulders; structureless (massive); dry, very 
hard; non-plastic; terrestrial origin; abrupt, wavy, 
broken/discontinuous lower boundary. Boulders arranged as a 
previous surface or layer in east portion of trench associated with 
an old historic building (SIHP # -7124, Feature R). 

 II 70-115 Fill; 10 YR 7/2, light gray; sandy clay; structureless (single-grain); 
moist, friable consistency; slightly plastic; marine origin; abrupt to 
clear, smooth, broken/discontinuous lower boundary; few very fine 
roots. Fill imported from within the project area, overlying A-
Horizon. 

 IIIa 115-120 A-Horizon; 10 YR 5/2, grayish brown; sandy clay; weak, very 
fine, crumb structure; moist, friable consistency; slightly plastic; 
mixed origin; clear, smooth lower boundary; few very fine roots. 
Likely associated with salt pans; contains charcoal.  

 IIIb 120-125 A-Horizon; 2.5 YR 8/2, pale yellow; sandy clay; weak, fine, crumb 
structure; wet, slightly sticky; plastic; marine origin; diffuse, 
smooth lower boundary; few very fine roots. Clay layer underlying 
Str. IIIa with some charcoal boundary. 
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 IIIc 125-135 A-Horizon; 10 YR 4/4, dark yellowish brown, mottled with many, 
small 10 YR 8/4 very pale brown; sandy clay; weak, fine, blocky 
structure; moist, friable, wet, slightly-sticky; slightly plastic; mixed 
origin; diffuse, smooth lower boundary; few very fine roots. 
Contains many striations of charcoal; high clay content at lower 
boundary, likely part of salt pans production. 

 IV 135-150 (BOE) C-Horizon; 10 YR 5/2, grayish brown; clayey sand; structureless 
(single-grain); wet, non-sticky consistency; non-plastic; marine 
origin; few very fine roots. Clay sand overlying the coral shelf. 

 
 
 
 

 
Figure 111. Trench 45, southeast wall, profile photo; view south 
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7.5.1.19 Feature S 

Feature S was observed within Test Trench 48. Feature S consisted of a utility trench containing an electric line and an old concrete 
pilon with rebarb reinforcment from an old building foundation. The Sanborn Fire Insurance maps do not show a building previously 
located within this test trench location and the concrete pylon does not line up with anything nearby. However, a modified figure from 
an Ogden report (1996) on the remediation efforts and underground storage tanks before their removal and demolition in the 1990s, 
shows a building labeled ‘Former Fire Extinguisher Service’ within the southeastern half of Test Trench 48 (see Figure 82). It is most 
likely that this building is the source of the concrete pylon. The electric utility line observed in the trench could be associated with any 
of the buildings within the project area, industrial or residential 

 

 
Figure 112. Trench 48, northeast wall stratigraphic profile 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 6-11 Fill; 10 YR 2/1, black; gravel; structureless; non-plastic; terrestrial 
origin; clear, smooth, broken/discontinuous lower boundary. Base 
course for asphalt. 

 Ic 6-20 Fill; 10 YR 5/1, gray; gravelly silty sand; structureless; dry, weakly 
coherent consistency; non-plastic; mixed origin; abrupt, clear, 
smooth lower boundary. Base course; contains coral and basalt. 

 Id 15-45 Fill; 5 YR 3/3, dark reddish brown; gravelly sandy loam; 
structureless; dry, weakly coherent consistency; non-plastic; mixed 
origin; abrupt, smooth lower boundary. Imported fill layer; 
contains additional gravel base course. 

 Ie 25-48 Fill; 10 YR 5/2, grayish brown; sandy loam; structureless; moist, 
very friable consistency; non-plastic; mixed origin; abrupt, clear 
lower boundary. Contains coral and basalt pebbles. 

 If 45-90 Fill; 10 YR 3/2, very dark grayish brown; sandy loam; 
structureless; moist, very friable consistency; non-plastic; mixed 
origin; very abrupt, broken/discontinuous lower boundary. 
Contains coral and basalt pebbles and glass fragments. 

 Ig 46-130 Fill; 10 YR 8/1, white; crushed coral; structureless; dry, weakly 
coherent to slightly hard consistency; non-plastic; marine origin; 
very abrupt, broken/discontinuous lower boundary.  

 II 40-160 Fill; 10 YR 8/4, very pale brown and 10 YR 3/2, very dark grayish 
brown; Mix of Stata If and II; structureless; dry, weakly coherent 
to slightly hard consistency; non-plastic; mixed origin; lower 
boundary not visible. Utility trench contains an electric line and an 
old concrete pilon with rebarb reinforcment from an old building 
foundation (SIHP # -7124, Feature S). 

 III 80-185 C-Horizon; 10 YR 8/4, very pale brown; sand; structureless 
(single-grain); moist, loose consistency; non-plastic; marine origin. 
Natural Jaucas sand. 
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Figure 113. Trench 48 overview photo of the profiled northeast wall; view east. Note the 

concrete pylon in the center of the trench, a remnant of a historic building footing. 
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7.5.1.20 Feature T 

Feature T was observed within Test Trench 51. Feature T consisted of two separate disturbances, an area containing backfill 
material (modern disturbance), and a pit containing an old building wall or foundation and historic bottles, ceramics, and faunal bone 
(Stratum IIa). Both of these disturbances intruded into the underlying SIHP # -7189, incinerator fill layer, and it appears that the 
historic material (bottles, ceramics, faunal bone) originate from this layer. The concrete flooring is located only in the northeast end of 
the test trench. The concrete block is approximately 50 cm from this floor and is likely a wall remnant associated with the flooring. 
Based on the Sanborn Fire Insurance maps, it is most likely that these remnants are associated with the A. F. Stubenberg Refrigeration 
& Air Conditioning Shop and Warehouse as seen on the 1950 map. This map describes this building as having concrete floors, a steel 
frame and trusses. The 1956 map shows the building still standing but vacant (‘VAC’).  

 

 
Figure 114. Trench 51, northwest wall stratigraphic profile 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-7 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 7-25 Fill; 10 YR 3/4, dark yellowish brown; sandy silt; structureless; 
dry, weakly coherent consistency; non-plastic; terrestrial origin; 
clear, smooth/discontinuous lower boundary. Base course. 

 Ic 25-57 Fill; 2.5 YR 3/4, dark reddish brown; sandy clay; structureless; 
moist, friable consistency; plastic; terrestrial origin; clear, wavy 
lower boundary. Imported fill layer consisting of reddish brown 
clay and some coarse sand. 

 Id 37-68 Fill; 2.5 YR 3/2, very dark grayish brown; silty sandy clay loam; 
structureless; moist, very friable consistency; slightly plastic; 
mixed origin; clear, wavy/discontinuous lower boundary. Layer 
consists of gritty, silty loam with some clay and small gravel. 

 Ie 55-85 Fill; 10 YR 7/3, very pale brown; crushed coral; structureless; dry, 
loose consistency; non-plastic; marine origin; clear, 
wavy/discontinuous lower boundary. Layer consists of coarse, 
loose crushed coral. 

 IIa 18-85 Fill; 10 YR 5/2, grayish brown; gravelly silty clay sand; 
structureless; moist, friable consistency; slightly plastic; mixed 
origin; clear, wavy/discontinuous lower boundary. Contains an old 
building wall or foundation (SIHP # -7124, Feature T), as well as 
historic bottles, ceramics, and faunal bone, similar to the historic 
feature observed in the southwest end of the trench. Layer consists 
of fill and back-fill. 

 IIb 85-132 Fill; 10 YR 4/2, dark grayish brown; gravelly, silty clay; 
structureless; moist, loose consistency; slightly plastic; terrestrial 
origin; clear, wavy/discontinuous lower boundary. Contains an 
abundance of bottles, ceramics and faunal bone, which pre-date the 
historics within the overlying stratum (If). SIHP # -7189, burnt 
waste containing material related to open air burned debris from 
1920s - used as landfill material for covering over Kaka‘ako 
wetlands.  

 III 85-137 C-Horizon; 10 YR 6/2, light brownish gray; slightly sandy marine 
clay; structureless; wet, sticky consistency; very plastic; marine 
origin; diffuse, wavy lower boundary. Layer consists of soft clay 
mixed with fine grained sand. 

 IV 130-152 (BOE) C-Horizon; Gley 1 5/10 Y, greenish gray; loam; structureless; 
moist, very friable consistency; plastic; marine origin; clear, 
smooth lower boundary. Clay (gley) overlying coral shelf. 
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Figure 115. Trench 51 overview photo; view north 

 
Figure 116. Trench 51, northwest wall, profile photo; view northwest 
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7.5.1.21 Feature U 

Feature U was observed within Test Trench 52. Feature U consisted of demolition debris from historic buildings, including an 
abundance of ceramics and glass fragments. An old sewer line and associated concrete jacket were observed in the northwest end of 
the trench. Based on the Sanborn Fire Insurance maps, this debris likely originates from the demolition of the Chinese Laundry, A. F. 
Stubenberg Refrigeration & Air Conditioning Shop and Warehouse, or the multiple dwellings observed on the 1914 and 1927 Sanborn 
maps. The old sewer line observed may be associated with any of the buildings within the project area, industrial or residential. 

 

 
Figure 117. Trench 50, northeast wall stratigraphic profile 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-7 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 7-18 Fill; 10 YR 3/3, dark brown; gravelly silty clay; structureless; dry, 
slightly hard consistency; slightly plastic; terrestrial origin; clear, 
smooth lower boundary. Base course for asphalt. 

 Ic 12-33 Fill; 7.5 YR 3/3, dark brown; silty loam; structureless; dry, weakly 
coherent consistency; slightly plastic; terrestrial origin; clear, wavy 
lower boundary. Imported fill layer. 

 IIa 25-88 Fill; 10 YR 2/1, black; gravelly loam, structureless; dry, weakly 
coherent consistency; non-plastic; terrestrial origin; clear, wavy 
lower boundary. Layer contains an abundance of historic debris, 
such as ceramics and glass, possible evidence of SIHP # -7124, 
Feature U – historic building remnants. 

 IIb 68-101 Fill; 2.5 YR 7/4, pale yellow; corally sandy loam; structureless; 
dry, loose consistency; non-plastic; marine origin; abrupt, smooth 
lower boundary. Coral fill underlying the historic building 
remnants; likely associated with the old historic building 
foundation, SIHP # -7124, Feature U. 

 IIc 72-120 Fill; 7.5 YR 3/3, dark brown; silty clay loam; structureless; moist, 
very friable consistency; plastic; terrestrial origin; very abrupt, 
smooth lower boundary. SIHP # -7189, burnt waste containing 
material related to open air burned debris from 1920s, mixed with 
dredged marine clay. Contains some historic debris, such as bottles 
and ceramics. 

 III 103-140 C-Horizon; 2.5 Y 8/4, pale yellow; sandy loam; weak, fine, crumb 
structure; moist, very friable consistency; slightly plastic; marine 
origin; clear, wavy lower boundary. 

 IV 120-140 C-Horizon; 5 Y 7/1, light gray; sandy loam; weak, fine, crumb 
structure; moist, very friable consistency; slightly plastic; marine 
origin; clear, smooth lower boundary. 

 V 133-140 (BOE) C-Horizon; 5 Y 8/3, pale yellow; sand; structureless (single-grain); 
moist, loose consistency; non-plastic; marine origin; lower 
boundary not visible. Layer consists of naturally deposited marine 
sediment. 
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Figure 118. Trench 52, northeast wall, northwest end, profile photo; view northwest. Note the 

concrete jacket visible in the top left corner of the photograph 
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7.5.1.22 Feature V 

Feature V was observed within Test Trench 64. Feature V consisted of imported cinder fill overlying a layer of large coral boulders 
in the northeast end of the trench. The coral boulders, as well as the construction debris (i.e. brick) are likely remnants of an old 
building flooring and evidence of its demolition. Based on the Sanborn Fire Insurance maps, the debris and old flooring are likely 
associated with the Pacific Engineering Co. Lt. Mill Work, or the Pacific Welding and Machine Works buildings. The 1914 and 1927 
Sanborn maps place this trench just outside of the west corner of the Pacific Engineering Co. building while the 1950 and 1956 
Sanborn maps show this trench within the west corner of the Pacific Welding and Machine Works building.  

 

 

 
Figure 119. Trench 64, southeast wall stratigraphic profile 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 46  Historic Property Descriptions 

Archaeological Inventory Survey Report for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 207
TMK: [1] 2-1-030:001, 043  

 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 6-35 Fill; structureless; five varying layers of base course: 1) gravel 2) 
crushed coral 3) red clay loam 4) gravel 5) crushed coral. Contains 
a small amount of red brick. 

 Ic 25-65 Fill; 10 YR 2/1, black; coarse sand (cinder); structureless (single-
grain); dry, loose consistency; non-plastic; terrestrial origin; clear, 
wavy/discontinuous lower boundary. Imported cinder fill overlying 
a layer of large coral boulders in the northeast end of the trench. 
The coral boulders, as well as the construction debris (i.e. brick) 
may be evidence of and old building flooring and evidence of its 
demolition (SIHP # -7124, Feature V). 

 Id 30-75/105 Fill; 10 YR 2/2, very dark brown; clay loam; structureless; moist, 
very friable consistency; slightly plastic; terrestrial origin; diffuse, 
wavy lower boundary. Imported fill with construction debris 
(bottles, glass fragments, red bricks, and saw cut faunal bone). 

 Ie 105-165 Fill; 5 Y 2.5/2, black; sand (coarse); structureless; dry, loose 
consistency; non-plastic; terrestrial origin; clear, smooth lower 
boundary. Imported cinder fill. 

 If 115-135 Fill; 5 Y 2.5/1, black; clay loam; structureless; moist, very friable 
consistency; slightly plastic; terrestrial origin; very abrupt, smooth 
lower boundary. Imported fill. 

 IIa 120-130 Fill; 2.5 Y 8/3, pale yellow; sandy clay; structureless; moist, very 
friable consistency; slightly plastic; marine origin; diffuse, smooth 
lower boundary; many, medium roots present. Layer consists of fill 
from nearby area. 

 IIb 120-145 Fill; gley 1 6/5 G, greenish gray; clay; structureless; moist, very 
friable consistency; slightly plastic; marine origin; diffuse, smooth 
lower boundary. Clay (gley) fill from project area. 

 III 135/145-150 A-Horizon; 5 Y 2.5/2, black; moderate, very fine, platy structure; 
moist, friable consistency; plastic; mixed origin; diffuse, smooth 
lower boundary. Layer consists of thin A-Horizon, likely 
associated with the salt pans. 

 IV 145-160 (BOE) C-Horizon; Gley 1 7/10 Y, light greenish gray; sandy loam; 
structureless (single-grain); moist, loose consistency; non-plastic; 
marine origin; lower boundary not visible. Layer consists of 
naturally deposited marine sediment (gley). 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 46  Historic Property Descriptions 

Archaeological Inventory Survey Report for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 208
TMK: [1] 2-1-030:001, 043  

 

 
Figure 120. Trench 64 overview photo; view southwest 

 

 
Figure 121. Trench 64, southeast wall, profile photo; view north 
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7.5.1.23 Feature W 

Feature W was observed within Test Trench 65. Feature W consisted of a concrete footing observed near the bottom of the trench 
(at approximately 120 cmbs) and extended across the trench. The footing extends through the coral to an unknown depth, and is 
associated with a large disturbed area, likely from the old building associated with this footing and its subsequent demolition. Feature 
W appears to extend from approximately 10-15 cm above the natural surface down to the coral shelf, excavating through a natural 
sand layer and a sandy modern A-horizon. A modern pit feature was also observed in this trench, just to the northeast of Feature W. 
Based on the Sanborn Fire Insurance maps, the location of this footing suggests that it is likely associated with the Pacific Welding 
and Machine Works building, observed on the 1950 and 1956 maps. This building is observed bisecting Test Trench 65, the edge 
lining up perfectly with the location of the concrete footing.  

 

 

 
Figure 122. Trench 65, northwest wall stratigraphic profile 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-7 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 7-25/105 Fill; 10 YR 5/2, grayish brown; gravelly, corally loam; 
structureless; dry, slightly hard consistency; non-plastic; mixed 
origin, diffuse, wavy lower boundary. Crushed coral and gravel 
base course. 

 Ic 22/55-90 Fill; 5 YR 2.5/2, dark reddish brown; silt loam; structureless; 
moist, friable consistency; non-plastic; terrestrial origin; abrupt, 
smooth lower boundary. Imported fill containing some 
construction debris (ceramics, red brick, and wire). Only observed 
in the northeast end of the trench; southwest end was disturbed by 
an old historic building remnant (SIHP # -7124, Feature W). 

 Id 90-100 Fill; 5 Y 7/1, light gray; clay loam; structureless; moist, friable 
consistency; slightly plastic; marine origin; abrupt, smooth lower 
boundary; common, medium size roots present. Clay loam 
‘pushed’ from the surrounding area. Only observed in the northeast 
end of the trench; southwest end was disturbed by an old historic 
building remnant (SIHP # -7124, Feature W). 

 II 100-120 A-Horizon; 10 YR 3/1, very dark gray; loam; weak, medium, 
crumb structure; moist, very friable consistency; non-plastic; 
terrestrial origin; abrupt, smooth lower boundary. Natural marine 
sand deposit, possibly former land surface. Only observed in the 
northeast end of the trench; southwest end was disturbed by an old 
historic building remnant (SIHP # -7124, Feature W). 

 III 110-180 (BOE) C-Horizon; 10 YR 7/4, very pale brown; sand; structureless 
(single-grain); moist, loose consistency; non-plastic; marine origin; 
lower boundary not visible; few, medium size roots present. Layer 
consists of natural sand. Only observed in the northeast end of the 
trench; southwest end was disturbed by an old historic building 
remnant (SIHP # -7124, Feature W). 
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Figure 123. Trench 65 northwest wall, profile photo; view northwest 
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7.5.1.24 Feature X 

Feature X was observed within Test Trench 66. Feature X consisted of a layer of cinder, cobbles, boulders, and debris (ceramics 
and glass) likely associated with an old building foundation and subsequent demolition. Based on the Sanborn Fire Insurance maps, 
this debris and old foundation are likely associated with the Pacific Engineering Co. Lt. Mill Work, or the Pacific Welding and 
Machine Works.  

 

 

 
Figure 124. Trench 66, southwest wall stratigraphic profile 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-7 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 7-19 Fill; 10 YR 4/2, dark grayish brown; gravelly silt; structureless; 
dry, loose consistency; non-plastic; terrestrial origin; clear, wavy 
lower boundary. Base course. 

 Ic 15-45 Fill; 10 YR 3/3, dark brown; gravelly silty loam; structureless; dry, 
slightly hard consistency; non-plastic; terrestrial origin; clear, 
wavy lower boundary. Imported fill. 

 II 25-157 Fill; 10 YR 3/2, very dark grayish brown; sand (medium grain); 
structureless (single-grain); dry, loose consistency; non-plastic; 
terrestrial origin; clear, wavy lower boundary. Layer consists of 
cinder, cobbles, and boulders, likely associated with an old 
building foundation and subsequent demolition (SIHP # -7124, 
Feature X); mixed with alluvium from nearby area. Contains 
ceramics and glass. 

 III 95-165 (BOE) C-Horizon; 10 YR 7/4, very pale brown; sand (fine grain); 
structureless (single-grain); moist, very friable consistency; non-
plastic; marine origin; clear, wavy lower boundary. Natural sand. 

 IV 160-165 (BOE) C-Horizon; Gley 1 5/10 Y, greenish gray; sand (fine to coarse); 
structureless (single-grain); moist, very friable consistency; non-
plastic; marine origin; lower boundary not visible. Layer consists 
of naturally deposited marine sediment (gley), not observed in the 
profiled southwest sidewall. 
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Figure 125. Trench 66, southwest wall, profile photo; view northeast 
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7.5.1.25 Feature Y 

Feature Y was observed within Test Trench 67. Feature Y consisted of debris likely associated with building demolition. The 
observed debris included window pane glass, limestone/coral chunks, cinder blocks, bricks, metal scraps, and trash (i.e. coke bottles, 
saw cut faunal bone, and a rubber tire). Based on the Sanborn Fire Insurance maps, this demolition debris likely originates from the 
demolition of the Pacific Engineering Co. Lt. Mill Work, or the Pacific Welding and Machine Works. The 1950 and 1956 Sanborn 
maps depict this trench within a storage building associated with the Pacific Welding and Machine Works. 

 

 
Figure 126. Trench 67, northeast wall stratigraphic profile 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-8 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 8-19 Fill; 10 YR 4/2, dark grayish brown; gravelly silty sand (fine 
grain); structureless; dry, loose consistency; non-plastic; terrestrial 
origin; abrupt, smooth lower boundary. Gravel base course. 

 Ic 17-59 Fill; 10 YR 3/2, very dark grayish brown; gravelly silty sand (fine), 
structureless; dry, loose consistency; non-plastic; mixed origin; 
clear, wavy lower boundary. Layer consists of construction rubble 
containing coral, glass and brick.. 

 Id 32-56 Fill; 10 YR 6/2, light brownish gray; loamy sand; structureless; 
moist, very friable consistency; non-plastic; mixed origin; clear, 
smooth lower boundary. Imported fill. 

 Ie 45-120 Fill; 10 YR 3/4, dark yellowish brown; sand (fine grain); 
structureless; dry, loose consistency; non-plastic; mixed origin; 
clear, wavy lower boundary. Imported cinder mixed with alluvium, 
likely imported from closeby as this same material is seen only a 
short distance away within Kakaako. 

 Modern Disturbance Fill; Gley 2 8/5 PB, light bluish gray; silty clay loam; moist, friable 
consistency; plastic; mixed origin; clear, broken/discontinuous 
boundary. Feature consists of construction rubble. This debris is 
likely associated with building demolition consisting of window 
pane glass, limestone/coral chunks, cinder blocks, bricks, metal 
scraps, and trash (i.e. coke bottles, saw cut faunal bone, and a 
rubber tire). SIHP # -7124, Feature Y 

 II 110-156 Fill; 10 YR 7/2, light gray; sandy loam; structureless; moist, friable 
consistency; non-plastic; mixed origin; clear, smooth lower 
boundary; few, very fine roots. Sandy material ‘pushed’ from the 
nearby area. 

 III 154-165 A-Horizon; 10 YR 2/2, very dark brown; silt loam; weak, very 
fine, platy structure; wet, slightly sticky consistency; slightly 
plastic; mixed origin; clear, smooth lower boundary; common, 
very fine roots. Thin A-horizon with clay and peat striations, likely 
associated with the salt pans. 

 IV 163-173 (BOE) C-Horizon; Gley 1 4/10 Y, dark greenish gray; sand (fine); 
structureless; wet, slightly sticky consistency; non-plastic; lower 
boundary not visible. Layer consists of naturally deposited marine 
sediment (gley).  
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Figure 127. Trench 67, overview of the northeast wall, profile photo; view northwest 
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7.5.1.26 Feature Z 

Feature Z was observed within Test Trench 69. Feature Z consisted of imported cinder containing brick, ceramics, glass, metal 
scraps, and other debris associated with the demolition of an old building. The observed debris included a modern feature containing 
additional debris, likely used as an area to bury leftover demolition debris. Based on the Sanborn Fire Insurance maps, Test Trench 69 
is not within the footprint of a building, but is located adjacent to the old Pacific Engineering Co. Lt. Mill Work, and the Pacific 
Welding and Machine Works buildings. It is likely that this demolition debris originates from the demolition of either the Pacific 
Engineering Co. Lt. Mill Work, or the Pacific Welding and Machine Works buildings.  

 

 
Figure 128. Trench 69, southeast wall stratigraphic profile 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-5 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 5-20 Fill; 10 YR 3/2, very dark grayish brown; sandy loamy sand (fine); 
structureless; moist, very friable consistency; non-plastic; 
terrestrial origin; clear, wavy lower boundary. Very gravelly base 
course. 

 Ic 15-27 Fill; 10 YR 3/1, very dark gray; sandy loam; structureless; moist, 
very friable consistency; slightly plastic; mixed origin; clear, 
smooth lower boundary. Layer contains several different fill 
materials including: fine orange sand, cinder/charcoal, and coral. 
Contains metal scraps and brick fragments. 

 II 15-120 Fill; 10 YR 2/2, very dark brown; sand (coarse); structureless; 
moist, loose consistency; non-plastic; terrestrial origin; clear, wavy 
lower boundary. Imported cinder containing brick, ceramics, glass, 
metal scraps, a modern feature and other debris associated with an 
old building (SIHP # -7124, Feature Z).  

 III 82-170 C-Horizon; 10 YR 7/3, very pale brown; sand (fine); structureless 
(single-grain); wet, slightly sticky consistency; non-plastic; marine 
origin; clear, wavy/discontinuous lower boundary. Layer starts off 
as a sandy loam but becomes progressively sandier as it gets closer 
to the coral shelf. 

 IV 155-174 (BOE) C-Horizon; Gley 1 5/5 GY, greenish gray; sand (fine); 
structureless; wet, slightly sticky consistency; non-plastic; marine 
origin; lower boundary not visible. Layer consists of naturally 
deposited marine sediment (gley) overlying coral shelf. Visible 
only in the east corner of the trench. 
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Figure 129. Trench 69, southeast wall, profile photo; view east 

 

7.5.1.27 Feature AA 

Feature AA was observed within Test Trench 71. Feature AA consisted of a layer of mixed 
lenses containing various materials including reddish sand, cinder, and clay. An amalgamation of 
melted metal was observed in the southwest end of the trench, as well as portions of the northeast 
end. This old flooring is similar to that seen in Features L-P, though the flooring observed within 
this trench was brittle and the backhoe was able to successfully excavate through it. The 
associated fill layer contains clay brick fragments, which were commonly observed within the 
fill layers associated with the old metal flooring. The continued presence of the brick fragments 
associated with the metal flooring suggests that the metal may have been a base for brick 
flooring, which was removed during the building demolition. The melted metal was likely 
constructed from imported scraps from the nearby Honolulu Iron Works. 

The 1914 Sanborn map places the southwest end of this trench within a storage building, 
likely associated with the Pacific Engineering Co. Lt. This building is also observed on the 1927 
Sanborn map as well as a storage shed in the northeast end of the trench. The 1950 and 1957 
maps locate the northeast end of the trench within an auto body works building. This trench is 
near the Pacific Engineering Co. and associated buildings, which this flooring was thought to be 
associated with. However, the distribution of the flooring is contained primarily in the north 
corner of the project area. This suggests that the corroded and melted metal scraps may have 
actually been used by many of the buildings within this industrial and commercial portion of the 
project area as both flooring inside of buildings as well as outside access areas and driveways. 
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Figure 130. Trench 71, southeast wall stratigraphic profile 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-5 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 5-25 Fill; 2.5 Y 5/2, grayish brown; gravelly sand (fine); structureless; 
dry, loose consistency; non-plastic; terrestrial origin; abrupt, 
broken/discontinuous lower boundary. Contains some brick 
fragments. This fill layer sits on top of plastic sheeting for most of 
the trench where it is replaced by crushed coral and sand. Contains 
light gravel overlying the disturbance in the NE end. 

 Ic 18-120 Fill; 10 YR 3/2, very dark grayish brown; gravelly loam; 
structureless; dry, slightly hard consistency; non-plastic; mixed 
origin; clear, irregular lower boundary. Contains some glass and 
brick. Layer consists of a mix of lenses consisting of various 
materials including reddish sand, cinder, and clay. SIHP # -7124, 
Feature AA 

 IIa 75-130 Fill; 2.5 Y 5/2, grayish brown; clay; structureless; wet, sticky 
consistency; very plastic; marine origin; clear, wavy lower 
boundary. May be natural sand or sand fill ‘pushed’ from nearby.  

 IIb 77-162 C-Horizon; 10 YR 5/4, yellowish brown; sand (fine); structureless; 
wet, slightly sticky consistency; non-plastic; marine origin; clear, 
broken/discontinuous lower boundary. Naturally occuring sand 
overlying gley and coral shelf 

 III 150-162 (BOE) C-Horizon; 2.5 Y 6/1, gray; sand (fine); structureless; wet, slightly 
sticky consistency; non-plastic; marine origin. Clay (gley), 
overlying the coral shelf. Not seen in the south corner of the trench  
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Figure 131. Trench 71, southeast wall, profile photo; view southwest 

7.5.1.28 Feature BB 

Feature BB was observed within Test Trench 73. Feature BB consisted of an amalgamation of 
melted metal and two associated fill layers. The old building foundation/flooring composed of 
compacted, corroded, brittle, melted metal, basalt and cinder is underlying a layer of fill 
composed of clay material mixed with cinder. The old flooring was observed along the entire 
length of the trench and had been broken up and disturbed previously in the northeast end, 
possibly by the demolition of the associated buildings. The undisturbed portions of Feature BB 
were extremely hard. Underlying this flooring is a thin layer of loam that was likely placed as a 
base for the melted metal. The melted metal was likely constructed with imported scraps from 
the nearby Honolulu Iron Works and is similar to those observed in previous features (Features L 
– P and AA). 

The 1914 Sanborn map places the northeast end of the trench within a storage building (likely 
associated with the Pacific Engineering Co. Lt) and the southwest end in the northeast edge of 
the Pacific Engineering Co. building. The northeast end of the trench is still within the Pacific 
Engineering Co. Lt building on the 1927 Sanborn map. On the 1950 and 1957 maps, the trench is 
within an open area surrounded by the Pacific Welding and Machine Works buildings, a truck 
repair garage and an auto body works garage. This trench is near the Pacific Engineering Co. and 
associated buildings, thought to be associated with this flooring due to their close ties to the 
adjacent Honolulu Iron Works. However, the distribution of the flooring is contained primarily 
to the north corner of the project area. This suggests that the corroded and melted metal scraps 
may have actually been used by many of the buildings within this industrial and commercial 
portion of the project area as both flooring inside of buildings as well as outside access areas and 
driveways. 
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Figure 132. Trench 73, southeast wall stratigraphic profile 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-7 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 7-21 Fill; 10 YR 4/3, brown; sand (fine); structureless; moist, firm 
consistency; non-plastic; terrestrial origin; clear, smooth lower 
boundary. Base course containing gravel, cobbles and a lense of 
cinder. 

 Ic 19-35 Fill; 10 YR 8/2, very pale brown; sand (coarse); structureless; dry, 
hard consistency; non-plastic; marine origin; clear, smooth lower 
boundary. Crushed coral fill 

 Id 19-65 Fill; 10 YR 2/1, black; sand (very fine); structureless; moist, loose 
consistency; non-plastic; mixed origin; diffuse, wavy lower 
boundary. Directly overlying the loam and melted corroded metal 
flooring of Str. IIa (SIHP # -7124, Feature BB). 

 IIa 77-90 Fill; 5 YR 3/4, dark reddish brown; loam; weak, moderate, blocky 
structure; moist, friable consistency; slightly plastic; terrestrial 
origin; clear, wavy lower boundary. Loam soil underlying and 
associated with the extra hard corroded metal old building flooring 
(SIHP # -7124, Feature BB) 

 IIb 90-157 Fill; 10 YR 2/2, black; silty clay loam; structureless; wet, very 
sticky consistency; plastic; terrestrial origin; clear, smooth lower 
boundary; Contains ceramics, bottles, glass, pipe, wood and metal 
scraps. Contaminated with petroleum product giving the 
incinerated historics an oil-like film. SIHP # -7189, burnt waste 
containing material related to open air burned debris from 1920s - 
used as landfill material for covering over Kaka‘ako wetlands  

 III 157-160 (BOE) C-Horizon; Gley 1 3/1 10 Y, very dark greenish gray; loam; 
structureless; wet, sticky consistency; slightly plastic; marine 
origin. Clay (gley) overlying coral shelf 
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Figure 133. Trench 73 overview photo; view south. Note that most of the excavation did not 

extend below the hard corroded metal observed throughout the length of the trench 

 

7.5.1.29 Feature CC 

Feature CC was observed within Test Trench 75. Feature CC consisted of an amalgamation of 
melted metal and an associated fill layer. The old building foundation/flooring composed of 
compacted, corroded, brittle, melted metal, basalt and cinder is located below a layer of fill 
composed of clay material mixed with cinder (Stratum Id). The fill material contained chunks of 
cement, likely demolition material. The old flooring was observed along the entire length of the 
trench. The flooring was extremely hard and in the northwest end was unable to be excavated. 
The melted metal was likely constructed with imported scraps from the nearby Honolulu Iron 
Works and is similar to that observed in previous features (Features L–P, AA-BB). 

Based on the Sanborn maps, this trench was in an open area used by an auto body shop and a 
furniture warehouse. This trench is not within a building or near the Pacific Engineering Co. and 
associated buildings, which this corroded metal flooring was thought to be associated with, due 
to their close ties to the adjacent Honolulu Iron Works. The distribution of the flooring is 
contained primarily to the north corner of the project area. This suggests that the corroded and 
melted metal scraps may have actually been used by many of the buildings within this industrial 
and commercial portion of the project area as both flooring inside of buildings, as well as outside 
access areas and driveways. 
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Figure 134. Trench 75, northeast wall stratigraphic profile 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-8 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 8-17 Fill; 10 YR 4/2, dark grayish brown; gravelly sand; structureless; 
dry, slightly hard consistency; non-plastic; mixed origin; clear, 
smooth lower boundary. Base course containing sand, gravel, and 
coral. 

 Ic 15-25 Fill; 10 YR 7/4, very pale brown; sand (coarse); structureless; dry, 
slightly hard consistency; non-plastic; marine origin; clear, wavy 
lower boundary. Crushed coral fill 

 Id 25-45 Fill; 10 YR 4/3, brown; mottles of 10 YR 3/2, very dark grayish 
brown; sand (fine); structureless; moist, friable consistency; non-
plastic; mixed origin; clear, wavy lower boundary. Imported fill 
containing chunks of cement. Overlying the old historic building 
remnant consisting of hard, compacted and corroded/melted metal 
(SIHP # -7124, Feature CC). 

 II 65-135/145 Fill; 10 YR 2/1, black; mottles of 10 YR 3/1 very dark gray and 5 
YR 3/4 dark reddish brown; loam; structureless; wet, slightly 
sticky consistency; non-plastic; mixed origin; clear, smooth lower 
boundary. SIHP # -7189, burnt waste containing material related to 
open air burned debris from 1920s - used as landfill material for 
covering over Kaka‘ako wetlands. Contains ceramics, bottles, glass 
and metal scraps. Same as Test Trench 138 but slightly drier.  

 IIIa 135-147 Fill; 10 YR 5/4, yellowish brown; sandy clay loam; structureless; 
wet, sticky consistency; very plastic; terrestrial origin; diffuse, 
broken/discontinuous lower boundary. Sandy clay loam likely 
‘pushed’ from nearby 

 IIIb 140-160 C-Horizon; 10 YR 5/6, yellowish brown; sand; structureless; wet, 
sticky consistency; non-plastic; terrestrial origin; diffuse, 
broken/discontinuous lower boundary. Layers of this sediment 
occur in the gley stratum IV, seen only in the opposite wall to the 
wall that was profiled. 

 IV 140-170 (BOE) C-Horizon; Gley 1 3/10Y, very dark greenish gray; clay loam; 
structureless; wet, sticky consistency; plastic; marine origin. Clay 
loam (gley) which appears to be mixed with stratum IIIa. Only 
visible in the southwest wall 
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Figure 135. Trench 75 overview photo; view east 

 
Figure 136. Trench 75, northeast wall, profile photo; view east 
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7.5.1.30 Feature DD 

Feature DD was observed within Test Trench 76. Feature DD consisted of an amalgamation of melted metal and an associated fill 
layer. The fill layer contains red bricks, glass and some cinder within a loamy soil above and below the old metal flooring (Stratum 
IIa). The clay brick fragments were observed only above the old corroded metal flooring. This suggests that the metal may have been a 
base for a brick floor which was removed during the building demolition. The old building foundation/flooring was composed of 
compacted, corroded, brittle, melted metal, basalt and cinder and observed along the entire length of the trench. The melted metal was 
likely imported scraps from the nearby Honolulu Iron Works and is similar to what has been observed in previous features (Features 
L–P, AA-CC). 

Based on the Sanborn maps, similar to Feature CC this trench was located in an open area used by an auto body shop and a 
furniture warehouse. This trench is not within a former building or near the Pacific Engineering Co. and associated buildings, which 
this corroded metal flooring was thought to be associated with. The distribution of the flooring is contained primarily to the north 
corner of the project area. This suggests that the corroded and melted metal scraps may have actually been used by many of the 
buildings within this industrial and commercial portion of the project area as both flooring inside of buildings as well as outside access 
areas and driveways. 

 
Figure 137. Trench 76, northeast wall stratigraphic profile 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 2/1, black; asphalt; structureless; dry, extremely 

hard consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Paved surfacing for 
parking lot. 

 Ib 6-20 Fill; 10 YR 5/3, brown; gravelly loam; structureless; dry, slightly 
hard consistency; slightly plastic; terrigenous origin; clear, wavy 
lower boundary. Base course containing some brick fragments 

 Ic 14-41 Fill; 10 YR 8/3, very pale brown; sand (fine to coarse); 
structureless; dry, weakly coherent consistency; non-plastic; 
marine origin; clear, wavy lower boundary. Very few bottles and 
ceramics, possibly from incinerator layer disturbance. Crushed 
coral fill 

 IIa 38-115 Fill; 10 YR 2/1, black; mottles of 10 R 4/8, red; sand (medium) 
and metal; structureless; dry, hard consistency; non-plastic; 
terrigenous origin; diffuse, smooth lower boundary. This layer is 
associated with an old building flooring consisting of hard melted 
and corroded metal (SIHP # -7124, Feature DD). Contains red 
bricks, glass and some cinder within a loamy soil above and below 
the old metal flooring.  

 IIb 102-158 Fill; 10 YR 2/1, black; loam; weak, medium, blocky structure; wet, 
very sticky consistency; slightly plastic; mixed origin; clear, 
smooth lower boundary. SIHP # -7189, burnt waste containing 
material related to open air burned debris from 1920s - used as 
landfill material for covering over Kaka‘ako wetlands. Contains 
ceramics, bottles, glass, brick, and metal scraps. Contaminated 
with petroleum product (smell), giving the burnt rubbish an oil-like 
coating 

 III 158-160 (BOE) C-Horizon; Gley 1 4/N, dark gray; loamy sand (fine); structureless; 
wet, sticky consistency; slightly plastic; marine origin. Gley 
directly overlying coral shelf 
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Figure 138. Trench 76 overview photo; view southeast 

 

 
Figure 139. Trench 76, northeast wall, profile photo; view north 
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7.5.1.31 Feature EE 

Feature EE was observed within Test Trench 78. Feature EE consisted of an amalgamation of 
melted metal and two associated fill layers. The fill layer overlying the old flooring contains 
concrete boulders and slabs within an area of disturbance, possibly from a building foundation, 
and red brick. The upper boundary of the corroded metal flooring was partially disturbed by the 
area of disturbance within the overlying fill layer. The clay brick fragments appear to be 
associated with the old corroded metal flooring. This suggests that the metal may have been a 
base with the actual floor consisting of bricks, which were removed during building demolition. 
The old building foundation/flooring was composed of compacted, corroded, brittle, melted 
metal, basalt and cinder. Underlying this flooring is a thin layer of loam that was likely placed as 
a base for the melted metal. The old flooring was observed along the entire length of the trench. 
The melted metal was likely imported scraps from the nearby Honolulu Iron Works and is 
similar to that observed in previous features (Features L–P, AA-DD). 

The 1927 Sanborn map places this trench within the auto repair garage which had concrete 
flooring. On the 1950 and 1957 maps the trench is within the furniture warehouse. This trench is 
not near the Pacific Engineering Co. and associated buildings which this corroded metal flooring 
was thought to be associated with, due to their close ties to the adjacent Honolulu Iron Works. 
However, the distribution of the flooring is contained primarily to the north corner of the project 
area. This suggests that the corroded and melted metal scraps were likely used by many of the 
buildings within this industrial and commercial portion of the project area as both flooring inside 
of buildings as well as outside access areas and driveways. 
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Figure 140. Trench 78, southwest wall stratigraphic profile 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 2/1, black; asphalt; structureless; dry, extremely 

hard consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Paved surfacing for 
parking lot. 

 Ib 6-12 Fill; 10 YR 3/2, dark grayish brown; gravelly loamy sand; 
structureless; dry, weakly coherent consistency; non-plastic; mixed 
origin; abrupt, smooth lower boundary. Base course consisting of 
loamy sand containing gravel, coral, and rocks. 

 Ic 12-27 Fill; 10 YR 7/3, very pale brown; sand (fine to coarse); 
structureless; dry, loose to very hard consistency; non-plastic; 
marine origin; abrupt, smooth lower boundary. Crushed coral fill 
consisting of coral sand, gravel, cobbles, and boulders. 

 Id 27-90 Fill; 10 YR 4/3, brown; gravelly loam; structureless; dry, extra 
hard consistency; non-plastic; terrestrial origin; diffuse, wavy 
lower boundary. Fill layer containing concrete boulders and slabs, 
possibly from a building foundation and red brick as well as 
boulders of concrete as well. Disturbed the underlying corroded 
metal layer and contains a concentrated packed disturbance. 

 IIa 58-110 Fill; 5 YR 3/2, dark reddish brown; corroded and melted metal; 
structureless; dry, extra hard consistency; non-plastic; terrestrial 
origin; diffuse, smooth lower boundary. Melted metal overlying a 
layer of very dark brown loam (10 YR 2/2). Likely an old historic 
building foundation (SIHP # -7124, Feature EE). Cement 
foundation (possibly cement walls or flooring) was observed in 
north corner of trench 

 IIb 110-155 Fill; 10 YR 2/1, black; sandy loam; structureless; wet, sticky 
consistency; slightly plastic; terrigenous origin; clear, smooth 
lower boundary. SIHP # -7189, burnt waste containing material 
related to open air burned debris from 1920s - used as landfill 
material for covering over Kaka‘ako wetlands. Contains bottles, 
glass, ceramics, metal scraps, pipe (plastic), wood. Contaminated 
soil with a strong odor, possibly from a petroleum product. 

 III 145-162 (BOE) C-Horizon; Gley 1 5/N, greenish gray; sand (very fine); 
structureless; wet, sticky consistency; non-plastic; mixed origin. 
Gley directly overlying coral shelf 
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Figure 141. Trench 78 overview photo; view west. Note that most of the excavation did not 

extend below the hard corroded metal observed throughout the length of the trench 
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7.5.2 SIHP No. 50-80-14-7189 

FORMAL TYPE: Burnt historic debris 
FUNCTION: Refuse Disposal, Fill material 
# OF FEATURES: 1 
AGE: Historic (1860s to 1930s) 
DIMENSIONS: 4.09 acres (approximately 16,552 m2) 
LOCATION: Located sporadically throughout the project area  
TAX MAP KEY: [1] 2-1-030:001 
LAND JURISDICTION: Kamehameha Schools 

 

SIHP # 50-80-14-7189 is composed of a historic fill layer observed within 49 test trenches, 
containing material associated with historic activities within the project area (Figure 142). The 
exact extents of SIHP # 50-80-14-7189 are unclear, as the layer is broken and discontinuous, and 
it is likely that it extends outside of the project area boundary.  

SIHP # 50-80-14-7189 is a layer of burnt historic debris first identified during testing for the 
AIS plan. During the course of the Phase I and Phase II inventory survey testing, SIHP # -7189 
was observed throughout large portions of the project area (see Figure 142). A large quantity of 
historic material was observed within SIHP # -7189, and a large sample was collected. Due to 
the abundance of material, only the whole, diagnostic, or rare historic materials were collected. 
The observed historic artifacts include glass bottles, ceramics, wood, metal and saw cut faunal 
bone. Both the historic artifact concentration and the thickness of the layer varied throughout the 
project area. The historic material was typically underlying varying layers of modern and historic 
fill, and overlying natural wetland/marine sediments, including SIHP # -7190. The depth of SIHP 
# 50-80-14-7189 ranged between 40 to 180 cmbs.  

Originally it was suspected that SIHP # -7189 consisted of incinerated trash associated with 
the former Kewalo Incinerator, located on the ‘ewa (west) side of Kewalo Basin. However, this 
facility was not in operation until 1930, which is later than the deposition of SIHP # -7189. 
Therefore, it is likely that SIHP # -7189 is associated with the 1920s open-air burning of urban 
trash which occurred within the former Honolulu waterfront area (preceding the Kewalo & 
Kaka‘ako Incinerators). Based on historical documentation and photographs (see Figure 33), 
localized waste from the Honolulu area was collected and transported to the Honolulu garbage 
dump. This trash was then continually burned and the remains were used to fill the unwanted 
wetlands of Kewalo, Kaka‘ako, and Waikiki, both to remove pest habitation/breeding areas and 
to create additional developmental areas. The analysis of the historic artifacts observed within 
SIHP # 50-80-14-7189 can be found below in the Results of Laboratory Analysis section. The 
complete artifact catalogue can be found in Appendix B, located within the VOLUME II portion 
of this report (Pammer et al. 2011). 
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Figure 142. Aerial photograph (source: USGS Orthoimagery 2005) showing the extent of SIHP # 

50-80-14-7189 within the project area 
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7.5.3 SIHP No. 50-80-14-7190 

FORMAL TYPE: Pre and Post-contact Fill Layer 
FUNCTION: Salt Pans 
# OF FEATURES: 1 
AGE: Pre and Post-contact (Pre-contact to 1901) 
DIMENSIONS: 4.09 acres (approximately 16,552 m2) 
LOCATION: Located sporadically throughout the project area  
TAX MAP KEY: [1] 2-1-030:001 
LAND JURISDICTION: Kamehameha Schools 

 

SIHP # 50-80-14-7190 consists of alternating layers of clay and peat, associated with the pre 
and post-contact salt pans previously located within the project area (Figure 143 and Figure 144). 
The exact extent of SIHP # 50-80-14-7190 is unclear, as the layer is broken and discontinuous, 
and it is likely that it extends outside of the project area boundary. 

This A-horizon was typically observed directly overlying the natural marine clay (gley) and 
commonly at the same level as the water table, if not slightly below it. The striations of clay and 
peat suggest that this area was repeatedly used as a land surface which was exposed long enough 
to accumulate organic debris before being covered with clay. Based on research of the project 
area, it is suggested that this A-horizon is the result of the repeated flooding, drying, scraping 
and removal of salt during salt production. The clay observed within the peat may have been 
deliberately placed on the bottom of the salt bed to prevent the salty water from soaking into the 
ground. 

As described above in Section 4.2.3 (Kaka‘ako Salt Works and the Salt Pans of Kewalo and 
Kukuluāe‘o), the project area was previously utilized in both pre-contact and post-contact times 
for salt making. Following the discovery of the islands in 1778, salt became an important export 
item, as Kotzebue noted in an 1816 and 1817 visit. He noted that “Salt and sandalwood were the 
chief items of export” (in Thrum 1905:50).  

Research of the salt making employed by native Hawaiians suggests multiple methods were 
utilized. Two separate accounts describe methods using clay and evergreen leaves to line the 
pans. Captain Cook (1784) describes the method using clay:  

…Their saltpans are made of earth, lined with clay; being generally six or eight 
feet square, and about eight inches deep. They are raised upon a bank of stones 
near the high-water mark, from whence the salt water is conducted to the foot of 
them, in small trenches, out of which they are filled, and the sun quickly performs 
the necessary process of evaporation. . . . [Cook 1784:151]. 

The missionary William Ellis, on a tour of the Hawaiian Islands in 1822 and 1823, also noted 
these salt pans and recorded the final step of crystallization, which includes the use of evergreen 
leaves to line the pans: 
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Figure 143. An aerial photograph with an overlay of the estimated locations of SIHP # 50-80-14-

7190 boundaries detected during fieldwork excavations as well as the locations of the 
78 test trenches. 
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Figure 144. Test Trench 45, close-up of multiple layers of SIHP # 50-80-14-7190. Note the dark 

peat alternating with the lighter colored clay. This trench showed mottling of the two 
peat and clay layers, likely from disturbance during the scraping of the salt pans. The 
lowest A-horizon, seen at 25 cm, is the highest in clay content and appears to be 
mottled with white and pink clays. 
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The natives of this district (Kawaihae) manufacture large quantities of salt, by 
evaporating the sea water. We saw a number of their pans, in the disposition of 
which they display great ingenuity. They have generally one large pond near the 
sea, into which the water flows by a channel cut through the rocks, or is carried 
thither by the natives in large calabashes. After remaining there for some time, it 
is conducted into a number of smaller pans about six or eight inches in depth, 
which are made with great care, and frequently lined with large evergreen leaves, 
in order to prevent absorption. Along the narrow banks or partitions between the 
different pans, we saw a number of large evergreen leaves placed. They were tied 
up at each end, so as to resemble a narrow dish, and filled with sea water, in 
which the crystals of salt were abundant [Ellis 1827:403-404]. 

These descriptions suggest that both methods may have been used consecutively, which could 
also account for the alternating clay and peat striations. The peat would have been created by the 
evergreen leaves left in the salt pan while a new layer of clay was spread on top of them to 
prepare a new batch of salt.  

Thrum (1924:116) states that the apex of the trade was in 1870, but by 1883, he noted that 
“pulu, salt and oil have disappeared entirely” from the list of yearly exports (Thrum 1884:68). 
By 1916, only one salt works, the Honolulu Salt Co., was still in operation. Salt continued to be 
manufactured for local use; the Kaka‘ako Salt Works appears on maps as late as 1891 and a page 
in Victoria Wards’s ledger for 1883 notes a yearly income of $651.50 received from her “Salt 
Lands” in Kukuluāe‘o (Hustace 2000:50). As noted above, Thrum (1924:116) said the Honolulu 
Salt Co. was the only salt producer on O‘ahu in 1916. A 1916 Commerce Report (Taylor 
1916:723) states that the Honolulu Salt Co., operates “salt beds at Puuloa, Kalihi, and Waikiki, 
on the island of Oahu . . . . No mention is made of Kaka‘ako, suggesting that the Kaka‘ako Salt 
Works had closed before 1916. By 1901, most of the fishponds and salt pans makai of King 
Street were reported as abandoned.  

Based on historical maps, the salt making may have been discontinued within the project area 
earlier than 1901. On early historic maps, the area of salt pans is often marked out as a large grid 
of contiguous squares. The 1876 Lyons map depicts the extent of the salt pans, which extend into 
the current project area, and throughout the surrounding Kaka‘ako area (Figure 20). The current 
project area appears to be the furthest mauka that the salt pans extend to in this figure. This 
figure appears to be the last sketch that depicts salt pans completely within the project area. On 
an 1881 map of O‘ahu (see Figure 25), the southwest portion of the project area is still partially 
within the salt works. Finally, an 1883 map of the Honolulu Water Works System, depicts the 
salt pans to the south and southeast of the current project area (see Figure 24), none of which 
extended into the project area.  



Cultural Surveys Hawai‘i Job Code: KAKAAKO 46  Historic Property Descriptions 

Archaeological Inventory Survey Report for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 243
TMK: [1] 2-1-030:001, 043  

 

7.5.4 SIHP No. 50-80-14-7197 

FORMAL TYPE: Subsurface Cultural Layer 
FUNCTION: Fire Pit 
# OF FEATURES: 1 
AGE: Late Pre-Contact to early Post-Contact (Before 1778 to 

Present) 
DIMENSIONS: 4.09 acres (approximately 16,552 m2) 
LOCATION: Test Trenches 26 
TAX MAP KEY: [1] 2-1-030:001 
LAND JURISDICTION: Kamehameha Schools 

 

SIHP # 50-80-14-7197 consists of a late pre-Contact/early post-Contact cultural layer and one 
associated fire pit feature (Feature 1). This historic property was observed within one trench 
(Test Trench 26), overlying a pocket of undisturbed sand.  

A late pre-Contact/early post-Contact sandy A-horizon was observed within Test Trench 26, 
associated with the underlying Jaucas sand (SIHP # -7197). This cultural layer likely represents 
one of the few portion of the project area that had not been disturbed by post-contact activities, 
including the salt pans (SIHP # -7190). One feature was observed within this A-horizon (SIHP # 
-7197, Feature 1). Feature 1 consists of a fire pit containing fire cracked rock, a small amount of 
shell, and a high concentration of charcoal.  

Two charcoal sample were sent to the International Archaeological Research Institute, Inc. 
(IARII) Wood Identification Laboratory for taxa identification, performed by Gail Murakami 
(Taxa Samples 1 and 3). The results from the first sample were inconclusive. A second sample 
was prepared for wood taxa identification and the sample successfully identified two separate 
species; one species an indigenous native plant (Lama), and a second species that was most 
likely a fern, though it may have also represented a palm (not a loulu or coconut). The native tree 
identified within this feature, Diospyros sandwicensis (A. DC) Fosb. (Lama), is a small endemic tree, 2 
to 10 m tall, found in wet or dry regions of all the main Hawaiian Islands (Rock 1913:395; 
Wagner et al. 1990:587).  The hard wood was once used by Hawaiians for houses, enclosures for 
certain idols (Malo 1951:21), and chisel handles (Buck 1957:38). A third sample, Taxa Sample 
2, was submitted from an additional pit inclusion, but inconclusive taxa results and a modern 
radiocarbon date removed this inclusion as a possible feature of SIHP # -7197. The results from 
the wood taxa identification and the radiocarbon dating can be found below in the lab analysis 
section. 
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Figure 145. An aerial photograph with an overlay of the estimated location of SIHP # 50-80-14-

7197 boundaries detected during fieldwork excavations as well as the locations of the 
78 test trenches. 
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Figure 146. Photo of northeast end of Test Trench 26 showing modern disturbance for sewer line 

and SIHP # -7197, Feature 1 (to left of photo scale) 
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Section 8    Results of Community Consultation 
CSH requested the results from community consultation undertaken as part of the current 

project. CSH was informed by Kamehameha Schools that it was not disclosed to the meeting 
attendees that the notes would be made public. Therefore, Kamehameha Schools summarized the 
dates of the meetings and their topics to give an idea of what was discussed in the meeting 
without revealing the notes. Below is the information provided by Kamehameha Schools 
following the request for information: 

Kakaÿako Archaeology Strategy – Cultural Stakeholder Consultation 

As implementation of Kaiäulu ÿo Kakaÿako Master Plan unfolds, a rigorous 
approach involving early planning and research allows Kamehameha Schools to 
have meaningful, respectful consultation with previously recognized lineal and 
cultural descendants of the area, the State Historic Preservation Division (SHPD), 
the Oÿahu Island Burial Council (OIBC) and other Hawaiian organizations. This 
consultation relates to the treatment of any cultural resources, including potential 
burials which may exist in the subsurface deposits and may be found in the master 
plan area. 

11-05-08  Cultural Stakeholders Group Meeting (Introduction to Master Plan 
& Archaeological strategies) 

11-06-08  SHPD Meeting (Introduction to Master Plan & Archaeological 
strategies) 

12-11-08  Meeting with Native Hawaiian Legal Corporation & Hui Mälama i 
Nä Küpuna o Hawaiÿi Nei (Alan Murakami, Halealoha Ayau) 

01-14-09  OIBC Meeting (Introduction to Master Plan & Archaeological 
strategies) 

01-26-09  Kakaÿako Site Visit (Stakeholders Walk Through – Ethnohistoric 
Study Overview & Geo-referenced maps) 

02-11-09  OIBC Meeting (Introduction to CompUSA AISP ideas- structural 
constraints & coring technology) 

02-12-09  OHA Meeting (Introduction to Master Plan & Archaeological 
strategies) 

03-02-09  SHPD Meeting (Former CompUSA Parcel AISP Draft Overview) 

03-05-09  Cultural Stakeholders Group Meeting (Former CompUSA Parcel 
AISP Draft Overview) 
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03-11-09  OIBC Meeting (Former CompUSA Parcel AISP Draft Overview) 

05-04-09  SHPD Meeting (Keawe Street Parcels AISP Draft Overview) 

05-09-09  Cultural Stakeholders Group Meeting & Kakaÿako Site Visit 
(Keawe Street Parcels AISP Draft Overview) 

05-13-09  OIBC Meeting (Keawe St. Parcels AISP Overview) 

08-04-09  Cultural Stakeholders Group/OIBC Rep/SHPD Group Meeting 
(Update and Agreement/Guidelines Discussion) 

12-05-09  Cultural Stakeholders Group/OIBC Rep/SHPD Group Meeting 
(Agreement/Guidelines Discussion) 

01-05-10  Cultural Stakeholders Group/OIBC Rep/SHPD Group Meeting 
(Agreement/Guidelines Discussion) 

01-13-10  OIBC Meeting (Update on Former CompUSA Parcel AIS and 
Descendant Consultation) 

01-19-10  Cultural Stakeholders Group/OIBC Rep/SHPD Group Meeting 
(AIS Update and Agreement/Guidelines Discussion) 

02-23-10  Cultural Stakeholders Group/OIBC Rep Group Meeting (AIS 
Updates) 

07-27-10  Cultural Stakeholders Group Meeting (AIS Initial Findings) 

08-25-10  SHPD Meeting (Block A initial Findings & CIA discussion) 

03-07-11  Cultural Stakeholders Group/OIBC Rep (Block E Update and 
Block A AIS Findings) 

06-00-11  OIBC Meeting (Block A AIS Findings) 

CSH attended a meeting on July 12, 2011, with Kamehameha Schools and members of the 
community to discuss the steps being taken to address SHPD comments for the current project. 
The community members showed interest in the historic properties located within the project 
area, but no concerns were brought up pertaining to this project. It was discussed that this report 
would become available in full following its review and acceptance by the SHPD. 
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Section 9    Results of Laboratory Analysis 

9.1 Bottle Glass Analysis 
The Block 2 bottle glass assemblage is comprised of 445 glass bottles and bottle fragments. 

The majority were collected from SIHP # 50-80-14-7189, – an historic burnt trash layer. Due to 
the large quantity of material, the majority of the items collected are typically whole bottles or 
diagnostic fragments. Representative samples of the bottles are described below and can be seen 
in Figure 147 through Figure 151 and Table 6 and Table 7. A catalogue of all the bottle artifacts 
collected is included in Appendix B located within the VOLUME II portion of this report 
(Pammer et al 2011). 

All terminology used to describe bottle traits and all bottle dating information is based on 
information from the U. S. Department of Interior, Bureau of Land Management (BLM)/Society 
of Historic Archaeology (SHA) “Historic Glass Bottle Identification and Information Website” 
(BLM/SHA 2010). Research on historic artifacts focused on the function and manufacturing 
dates of the items, using reference texts to identify glass manufacturers’ marks on bottles and 
company histories of the brands identified (i.e. Elliott 1978; Elliott 1988; Fike 1987; Millar 
1988; Munsey 1970; Toulouse 1971; Zumwalt 1980).  

9.1.1 Bottle Mold Seams 
There are two types of mouth-blown bottles, free-blown or mold-blown. Pontil marks, a 

rough, sharp area on the base, where a rod was attached to maintain control during hand-making 
of the lip (finish) of the bottle, are a distinguishing characteristic of the free-blown bottle. Most 
bottles after 1865 were mold-blown and do not have a pontil mark. Other characteristics of free-
blown glass manufacture are asymmetry and lack of mold seams. All of the hand-blown bottles 
from the Block 2 assemblage have mold marks, or other characteristics of mold-blown bottles; 
none displayed pontil marks. Thus all the bottles and bottle fragments from Block 2 were likely 
manufactured after 1865. Between 1850 and 1860, the pontil rod was gradually replaced by the 
snap-case. With this method, a tong snapped tight to the bottle heel, which made it unnecessary 
for a pontil rod to be physically attached to the bottle base. When removed, the snap-case left no 
marks on the base, although occasionally it left a mark on the side of the bottle where it squeezed 
the hot glass. Many of the bottles collected display this type of mark. This method left the base 
free for embossing (Kendrick 1966:29), which is observed on many of the bottles collected 
(Figure 147, accession# 103.2). One example of such a bottle is an ink bottle found with 
CARTER’S embossed on the base, which dates back to the 1880s (Figure 148, accession# 
141.3).  

Beginning in the mid nineteenth century, many new ink companies were formed. One of these 
was the Carter’s Company. The William Carter Company began as a stationary store in Boston 
in 1858, but began to make their own ink products during the Civil War. The company was 
acquired by the Dennison Company in 1975, who still market a few ink-related items under the 
Carter’s name. During the twentieth century, it was probably one of the largest, if not the largest, 
ink producer in the United States, selling millions of bottles a year (Faulkner 2003:41).  



Cultural Surveys Hawai‘i Job Code: KAKAAKO 46  Results of Laboratory Analysis 

Archaeological Inventory Survey Report for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 249
TMK: [1] 2-1-030:001, 043  

 

 
Figure 147. Representative sample of ink, household (i.e. shoe blackening acc. # 138.1) and 

cosmetic/toiletry bottles collected from within the project area 

 
Figure 148. Representative sample of the spirit and bitters bottles collected from within the 

project area 
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Figure 149. Representative sample of the medicine bottles collected from within the project area 

 
Figure 150. Representative photograph of food and medicine bottles collected within the project 

area 
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Figure 151. Representative sample of the soda and mineral water bottles collected from within the project area 
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Table 6. A sample of the catalogued glass bottles found in SIHP # 50-80-14-7189 and SIHP # 50-80-14-7124 (building remnants) during testing for Phase I. Accession #’s (Acc. #) consist of the Test Trench # followed by 
the bottle number for that trench (i.e. 1.6 is Trench 1 Bottle 6). The stratum (strat.) column is to indicate whether the bottles were observed in a layer other than the SIHP # -7189 – historic burnt trash layer. 

Acc. # Strat. Color Portion  Height 
(cm) 

Diameter/
Width (cm) 
base 

Base Shape Mold Seams Neck Finish Function Date Comments 

PHASE I - Bottles

1.6 

  

aqua complete 11.7 4 x 4 square cup-bottom  tooled extract: rootbeer 1876 + 

Embossed on base: 6; Embossed on body: HIRES IMPROVED ROOTBEER 
/ MAKES FIVE GALLONS OF A DELICIOUS DRINK/ 
MANUFACTURED BY THE CHARLES E. HIRES CO. / PHILADELPHIA, 
PA. U.S.A. Hires began selling his root beer extract in 1878 

1.10   aqua complete 24 6.1 round bottom bottom-hinged  
applied - blob top/ 
Hutchinson soda/mineral water 1855-1870s round bottomed base - torpedo style body 

1.13 
  

aqua complete 14.1 3 round cup-bottom  tooled Pain medicine adv. 1889 

Body: HEALY & BIGELOW'S / KICKAPOO / INDIAN OIL; for relief from 
aches and pains; Ind. Med. Co., Inc., Phila & St. Louis. Adv. 1889. Fike 1987: 
193. 

19.2 II b aqua complete 23 5.51 round cup-bottom applied - ring/oil cosmetic/toiletry - cologne 1870-1890 body: FLORIDA WATER / MURRAY & LANMAN / DRUGGISTS / NEW 
YORK; Base: 58; (see Artifact 10.2) Florida Water was introduced in 1808. 

21.19 II b milk glass complete lid to 
cosmetic container N/A 6.00 round unknown N/A cosmetics/ toiletry- beauty 

product 1891-1909 
Relief profile of woman with embossing around it MRS NETTIE 
HARRISON / AMERICA'S / BEAUTY DOCTOR / SAN FRANCISCO; 
from San Francisco at least as early as 1891. 

24.8 II b cobalt complete 9.5 6.24 round cup-bottom sheared/ blow over figural bottle - medicine or 
cosmetic 

1890s bottle shaped in form of headless person dressed in oriental attire, sitting 
crossed legged on a circular platform; embossed just above base: 
'ORIENTAL' 

25.6 II c aqua complete 18 5.74 x 3.54 octagonal - 
fluted oblong post-bottom applied - bead food - condiment 1870-1880 the same bottle may be seen in Ketchup, Pickles, Sauces, by Zumwalt, p. 144 

28.4 II c aqua - light complete 15.5 7.87 x 3.40 oval -plain cup-bottom 
screw top - 
discontinuous, 
threaded metal finish 

spirits - whiskey flask 1895-1905 neck is sheared with a discontinuous threaded metal head placed on neck as 
finish; base embossed: 2 pint; flask style bottle 

28.5 II c aqua complete 18 5.32 round cup-bottom tooled food - condiment 1876-1910 Lea & Perrins Worcestershire (J91DS) JDS bottles made after 1876; glass 
stopper intact 

29.3 II f green/emeral
d complete 22.5 6.54 round turn mold applied - blob soda or mineral water 1880-1990s   

29.9 II f aqua complete 15.5 5.18 x 2.92 
rectangular - 
blake 
(variant 1) 

bottom-hinged 
mold tooled - ring/oil medicine  1880-1910 

Embossed in early script font on body (vertically): BARRY'S // 
TRICOPHEROUS FOR THE SKIN AND HAIR // NEW YORK // 
DIRECTIONS / ~IN THE~ / PAMPHLET // Alexander C. Barry was first 
affiliated with this hair restorative in 1851; The product was still on the 
market in 1982. 

30.3   aqua complete 23 8.56 round dip mold - 3-
piece 

tooled - bead medicine - druggist shelf ware 1885-1910 may be druggist's shelf or counter ware bottle  

30.8   olive/amber - 
dark complete 28 7.34 x 7.2 square - 

hopkins  dip mold applied - blob spirits - gin 1870-1898 
case bottle, sloping collars, on shoulder side applied seal is embossed with: 
AVH;   A. Van Hoboken & Co., Rotterdam, The Netherlands, 1800-1898; 
(Soda Traderz 2010) 

30.29 II c colorless complete 8 2.5cm, 
4X4cm 

square cup-bottom tooled cosmetics/ toiletry - perfume 1890s  LUNDBORG / NEW YORK, Perfumer, Fike 1987:244 

30.34 II c amber/yello
w complete 6 1.5cm, 2X2 

cm square cup-bottom tooled medicine - homeopathic 1891-1903 BOERICKE & RUNYON /  SAN FRANCISCO, CAL /  BRANCH 
PORTLAND OR. Fike 1987:52, 155) 

30.45 II c cobalt complete 16 1.5cm, 3cm round cup-bottom improved tooled medicine - cod liver oil 1890s base: 8 
33.14 II e aqua complete 20 2cm,  4cm hexagonal cup-bottom - 

pattern mold 
tooled condiment: pepper sauce 1890s hexagonal, horizontally ribbed, gothic style sauce bottle 
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Table 7. A sample of the catalogued glass bottles found in SIHP # 50-80-14-7189 and SIHP # 50-80-14-7124 (building remnants) during testing for Phase II. Accession #’s (Acc. #) consist of the Test Trench # followed by 
the bottle number for that trench (i.e. 101.1 is Trench 101 Bottle 1). The stratum (strat.) column is to indicate whether the bottles were observed in a layer other than the SIHP # -7189 – historic burnt trash layer. 
Phase II trenches were originally labeled Trenches 101-142. These have been relabeled Trenches 37-78 

Acc. # Strat. Color Portion Length (cm) 
L x W or 
Diameter Base Shape Mold Seam Finish (lip) Function Date Embossing Company. Name/Comments 

PHASE II - Bottles 

101.1 IIc olive complete 10.3 5.9 x 3.6 rectangular cup-bottom tooled medicine - patent/prescription 1880 + Y Russell, Dr., Calisaya Bitters 
103.2 IIb milk glass complete 11.6 6.0 x 3.2 rectangular cup-bottom tooled medicine - patent/prescription 1880 - 1890s Y 
110.5 colorless complete 22.5 8.3 x 8.3 square cup-bottom applied spirits - liquor/wine/ale 1860s - 1885 Y 

110.9 colorless complete 13.8 6.5 round 
press-and-
blow capseat ledge milk 1889 - 1940s Y Honolulu Dairymen's Association 

111.1 olive complete 22.5 7.6 round cup-bottom tooled soda/mineral water 1880 - 1890 Y Hunyadi Janos Bitterquelle (mineral water) 

115.5 
Ig & 
If colorless complete 20 5.7 round ABM ABM soda 1963 Y Honolulu Soda Water Co. LTD. 

115.26 II aqua complete 6 6.5 round post-bottom bead finish household - ink bottle 1880 - 1910 N 
116.4 aqua complete 20.5 6 round cup-bottom Hutchinson soda/mineral water 1879 - 1890s Y Hollister & Co., Honolulu 

118.2 milk glass complete 3.8 5.5 round ABM 
ABM exterior 
screw cosmetics/toiletry post 1910 N 

119.1 amber complete 13.5 5.4 round cup-bottom tooled  medicine - patent/prescription adv. ca. 1895 Y Marchand, Chas. Hydrozone (Hydrogen Peroxide) 
119.2 aqua complete 15.4 7.5 x 3.8 oval cup-bottom tooled nursing bottle 1870 -1910 Y Hirai & Co., Osaka, Japan 
122.4 colorless complete 14 6.4 round ABM unk food  - preserve/mustard unk N 

131.3 olive complete 20 6.9 round 
3 part dip 
mold tooled medicine - bitters 1872 + Y Siegert & Hijos Angostura Bitters 

134.5 aqua complete 18.5 6 round cup-bottom 
inside screw 
threaded stopper soda 1902 + Y Hawaiian Soda Works, Honolulu 

134.6 aqua complete 19.3 5.4 round cup-bottom 
tooled: 1/2crown 
1/2 blob  food - condiment 1880 - 1900 Y Stephens Sons & Co., Gloucesters (gloucester sauce, like Worcester sauce) 

134.7 colorless complete 6.1 1.4 x 1.1 rectangular unk unk cosmetics/toiletry - cologne unk N 
135.4 colorless complete 14 4.9 x 2.4 rectangular cup-bottom tooled medicine - extracts 1860 + Y Burnett’s Flavoring Extracts, Boston 
137.1 Ic amber complete 29.2 7.8 round post-bottom applied spirits - whiskey 1870 + Y Macfarlane & Co., Honolulu 
138.1 aqua complete 12.7 4.3 x 4.3 square cup-bottom tooled household - shoe blacking 1880 - 1890 Y Miller’s, Frank Crown Dressing, New York  (shoe polish) 
138.4 aqua missing lip 7.1 2.9 x 2.4 rectangular not visible unk cosmetics/toiletry - cologne unk N 
138.6 colorless complete 4.4 1.5 round not visible tooled  medicine - patent/prescription unk N 
139.11 cobalt complete 18.2 5.1 round cup-bottom applied medicine - patent/prescription 1889 - 1907 Y Bromo-Seltzer, Emerson Drug Co., Baltimore 
141.3 aqua complete 6.8 6.5 round cup-bottom tooled double ring household - ink bottle 1880 - 1900 Y Carter's Ink 
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Early mold-blown bottles were blown by mouth in dip molds, which often extended from the 
bottle base to the shoulder. Bottles made in this type of mold usually have a horizontal seam 
around the bottle body or shoulder. Dip molds were generally phased out by 1870. Of the 445 
bottles from the Block 2 collection, only 32 had dip mold seams (see Figure 148, accession# 
30.8; see Figure 147, accession# 30.3). The small number of dip mold bottles suggests that this 
the bottle assemblage dates to the mid to late 1800s, when the dip mold style was in the process 
of being phased out. One example of a dip-mold bottle is a Bitters bottle, embossed with the 
company name, Dr. J.G.B. Siegert & Hijo (see Figure 148 accession# 131.3). Angostura-
Wuppermann Corp. is currently the U. S. branch of the 112-year-old J. G. B. Siegert & Hijos 
(Sons) Ltd. Company of Trinidad. The founder, Johann Siegert, began making his “elixir” 
around 1824. The only known ingredients are gentian, common bitters base, and rum; it was 
considered an alcoholic beverage as well as a medicine (The History of Angostura). Based on the 
embossed mark, the bottle observed in this assemblage dates to ca. 1870.  

A total of 186 of the Block 2 bottles were manufactured in a cup-bottom mold. The two side 
seams from this type of mold extend vertically along the bottle body and terminate at a 
horizontal seam on the bottle heel. The cup-bottom mold began to be used in the mid-nineteenth 
century, and was in common use by the later part of that century. This type of mold seam was 
observed on many of the embossed medicine or druggist bottles in the Block 2 collection (Figure 
149, accession# 30.34, accession# 30.45, accession# 101.1, accession# 135.4, accession# 139.11; 
Figure 150, accession# 119.2).  

One example of cup-bottom mold bottle is “Healy & Bigelow’s Kickapoo Indian Oil” (see 
Figure 149, accession# 1.13), which was a patent medicine first advertised in 1889. The 
Kickapoo Indian Medicine Company, which called itself "The King of Road Shows”, was the 
largest company of its kind during the last three decades of the nineteenth century and into the 
twentieth century. Founded in the East by two veteran troupers, John E. "Doe" Healy and 
Charles H. "Texas Charley" Bigelow, the Kickapoo Company maintained a large headquarters 
building for many years in New Haven, Conn. called "The Principal Wigwam”, from which it 
sent medicine shows, sometimes 20 at a time, throughout the country. Few of the old patent 
medicine brands were as well known as the Kickapoo Indian Remedies, mostly because none 
were so well promoted. Doc Healy was in charge of hiring Indians and white performers - 
jugglers, acrobats, dancers, musicians, comedians - while Texas Charley managed the medicine 
business as well as the "Doctors" or "Professors" who gave "Medical Lectures” (Robbins 1996).  

A second example with a cup-bottom mold bottle is a Hires Rootbeer Extract bottle (see 
Figure 149, accession# 1.6), dated 1888-1894 based on the embossing style for the company. In 
1888 Charles E. Hires put upon the market a preparation in liquid form for making root beer. 
This preparation was called "Hires Improved Root Beer." One package was sufficient to make 
five gallons of beer. Subsequently the name of this package in liquid form was changed to "Hires 
Household Extract” (The Federal Reporter 1912). 

In the 1870s and 1920s, bottles were blown in a full height turn mold. In this process, mold 
seams are obscured by turning the bottle in the mold. Bottles treated this way are highly 
polished, cannot be embossed, and show horizontal lines or grooves produced as the bottle is 
turned in the mold. These turn-mold attributes are found more commonly on wine, champagne, 
soda, and mineral water bottles (Figure 151 accession# 29.3). Although a patent for embossing 
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the base was secured in 1887, it is not often seen. From the Block 2 collection, 134 bottles were 
made in a turn-mold. 

In a post-bottom mold, two vertical seams extend along the bottle body and terminate at a 
horizontal seam on the base interior. This mold type was typically used from the mid-to-late 
nineteenth century; Forty (40) Block 2 bottles display post-bottom molds, one of which is a 
Macfarlane & Co., Honolulu whiskey bottle with an embossed M&CO monogram, dating to the 
late 1880s (see Figure 148, accession# 137.1).  

Of the samples collected, only three bottles show evidence of a bottom-hinge or keyed mold, 
which has one seam that extends along the bottle body, and either crosses straight across the base 
or terminates at a shallow indentation on the base. This mold type was used ca. 1810-1880 and 
appears have been for one of the Block 2 medicine bottles, embossed “Barry’s Tricopherous for 
the Skin and Hair” (see Figure 150, accession# 29.9). This product was originally sold by wig-
maker Alexander C. Barry of New York City starting around 1842 and was for sale well into the 
twentieth century under various manufacturers, even though the product’s most active ingredient 
was its one-percent tincture of cantharides. Cantharides came from the dried, crushed bodies of 
the blister beetle or Spanish fly. The theory was that this substance would stimulate blood supply 
to the scalp, which in turn would promote hair-follicle growth (Odysseys Virtual Museum 2010). 

In 1892, a semi-automatic process called ‘press and blow’ was invented, which was adaptable 
only to the production of wide-mouthed containers. In this method, the glass was pressed into the 
mold to form its mouth and lip first. Then a metal plunger was forced through the mouth and the 
air pressure was applied to blow the body of the vessel. The metal plunger could not fit through 
narrow-necked bottles and therefore only fruit jars, ink bottles, and early milk bottles were 
produced using this method. Besides having a seam that runs around the base and up the length 
of the vessel to within 7 mm (millimeters) of the top of the lip, ‘press and blow’ bottles 
characteristically have a horizontal seam at the base of the finish and a perfectly round valve or 
ejection mark (roughly12-14 mm in diameter). This ejection mark is incised or sharply indented 
on the base and a horizontal seam at the base of the finish. Only 1 bottle collected had the 
characteristics of a ‘press and blow’ bottle: a half pint milk bottle embossed with “Property of 
Honolulu Dairymen’s Association”, which dates from the 1890’s (see Figure 150, accession# 
110.9). The Honolulu Dairymen’s Association is the predecessor of Meadow Gold Dairies 
Hawai‘i, which traces its roots back to June 1897 when seven O‘ahu dairy farms formed a 
cooperative to create a stronger presence in the marketplace. The organization, comprised of the 
Wai‘alae Ranch Dairy, Kaipu Dairy, Manoa Dairy, Honolulu Dairy, Nu‘uanu Valley Dairy, 
Woodlawn Dairy (Manoa), and Kapahulu Dairy, came to be known as the Dairymen's 
Association (Meadow Gold 2010). 

The first automatic bottle machine (ABM) was the Owens automatic bottle machine, in use by 
1904, used for many types of bottles, wide and narrow mouth. Made using the ‘blow-and-blow’ 
process where the parison was blown in both the parison mold and blow mold, bottles 
characteristically formed by the early types of Owens machine will have heavy bottoms, thick 
even walls, and the seams of the neck molds will not line up with the seams of their bodies. A 
distinguishing mark left by this technique was a circle of glass, called a suction scar, on the base.  
This “Owens ring” was formed when the glass, which was sucked up into the mold, was cut off 
from the rest of the glass in the pot (Kendrick 1966:81). Bottles with suction scars date no earlier 
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than 1905 and typically date after 1910, when the Owens machine began its climb towards the 
dominance of the bottle market. Only four bottles from the Block 2 collection were made using 
the “blow-and-blow” process. (BLM/SHA 2010).  

All machine-made (semi-automatic or fully automatic) bottles were blown with the air applied 
by a machine, not that of a glassblower’s lungs. By 1917, 90-95% of the bottles in the U.S. were 
being made by machine, with fully half of the total made by the Owens machines. The advent of 
the ABM, including the Owens machine, produced bottles with finer mold seams (see Figure 
150, accession# 122.4), which extended up, over, or around the top of the sealing surface. 
However, beverage bottles were fire polished to eliminate the seams at the lip, so they would not 
cut the mouth of the drinker of the contents. In general, the bases of machine-made bottles are 
much simpler to describe than mouth-blown bottles as machine-made bottle bases have only a 
few potential manufacturing based diagnostic features. Most glassmakers preferred to use cup-
bottom molds on automatic bottle machines even though post-bottom molds could also be used. 
Machine-made bottles produced in a post-bottom mold usually show the base plate horizontal 
seam at the outside edge of the base (BLM/SHA 2010). 

Only 13 of the Block 2 bottles were manufactured by the Automatic Bottle Machine (ABM), 
not including the blow-and-blow process. These bottles all originate from features that are not 
associated with SIHP # -7189. Some of the bottles are associated with the historic building 
demolition features (SIHP # -7124), as evidenced by the presence of a 1950s Coca-Cola bottle 
found with building fragments (i.e. brick, cinder blocks, window pane glass fragments). An 
example of an ABM bottle in the Block 2 assemblage is a colorless, crown top soda bottle, 
embossed with four Maltese crosses around the shoulder and one on the base, made by the 
Honolulu Soda Water Co. Ltd. in 1963 (see Figure 151, Accession# 115.5). This company, was 
founded in 1910 and was managed by Charles Frasher. This bottler was located at 1259 N. King 
Street and Matsumoto Lane in Kapalama, O‘ahu. In 1926 they moved to 844 Mokauea St. in 
Kalihi, O‘ahu. (Elliot 1971:29; Millar 1988). 

9.1.2 Bottle Finishes 
There are other manufacturing techniques that produced distinguishing features on bottles that 

can be used for dating. One such feature was the bottle’s finish and its closure. Bottle finish 
types or "lips" are almost as varied as the bottle shapes. The term “finish” originates with the 
mouth-blown bottle production process, in which the last step to completing a bottle was to 
"finish the lip." A closure is the device that, in conjunction with the finish, was used to seal the 
contents inside the bottle. Determining the method employed in finishing a mouth-blown bottle 
can be one of the more useful diagnostic tools in determining the approximate manufacturing 
date range. Of particular interest are the Applied and Tooled finishing methods, as these types of 
finishing methods are seen on the majority of bottles in the Block 2 assemblage. Other methods, 
such as “cracking-, bursting-, or shearing-off, fire polished, laid-on ring, folded, and flared 
finishes generally pre-date 1870 (Lindsey-, 2010). These finish types were not noted in the Block 
2 bottle collection, with the exception of several cologne bottles (6 total) that show evidence of a 
cracked- or burst off-finish (see Figure 147, accession# 138.4 and 134.7). 

The Applied Finish was used between the early 1800s and the late 1880s - particularly 
between about 1830 and 1885, and was the most common way of finishing an American-made 
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bottle. The technique entailed an application of additional glass on the bottle neck, which was 
then shaped with a specialized “lipping” tool. Specifically, a strip of hot glass was added at the 
blowpipe removal point (the end of the bottle neck) and then manipulated with a specialized 
finishing tool. The tools used to create the Applied Finish only formed the dimensions of the 
finish itself and generally did not affect the upper neck. Some diagnostic features of the Applied 
Finish are side mold seams that end abruptly on the neck at the lower end of the finish, excess 
glass slopping over onto the upper neck below the finish, and a horizontal ridge inside the neck 
of the bottle that may be felt by inserting the little finger into the bottle bore (Lindsey, 2010). 
Applied lips were found on 98 bottles (see Figure 148, accession# 110.5; see Figure 150, 
accession# 25.6). One bottle with an applied lip is an early round bottom or “torpedo style” soda 
bottle (see Figure 147, accession# 141.3) with an applied “blob top” finish, which appears as an 
applied blob of glass; it utilized a cork closure that was held in the bottle by a wire or similar 
device. It is not embossed and likely dates to ca. 1870, before American bottle manufacturers 
started embossing their soda bottles (Elliott 1971: 22).  

The Standard Tooled Finish was first used as early as the 1860s with some smaller bottles, 
although it became the dominant finishing method by the 1890s. The glass for the finish is not 
added, but the neck of the bottle is refired and formed into the finish by a lipping tool. Some 
diagnostic features of the Tooled Finish are side mold seams that fade out on the neck of the 
bottle below the finish, concentric horizontal tooling marks present on the finish and upper neck, 
absence of glass slopping over onto upper neck, and absence of the interior ridge in the bore 
(Lindsey 2010). Tooled lips were noted on 204 Block 2 bottles. One bottle is a semi-round 
(three-quartered round base) soda bottle with a tooled “blob top” finish (see Figure 151, 
accession# 1.10); it utilized a Hutchinson spring wire stopper closure patented 1879. It is 
embossed with the company name: Hollister & Co., Honolulu, and was manufactured around 
1893 (Elliot 1988:112). The Hollister Soda Works was the first soda work company founded in 
the Hawaiian Islands in 1863 by Hollister and Hyland. They branched out into the druggist 
business in 1875, but kept their soda works at 73 Hotel Street in downtown Honolulu. In 1894, 
they, along with the Tahiti Lemonade Works (established in 1888), were incorporated into the 
Consolidated Soda Works (Elliott 1971:6, 28-29). Thus, bottles embossed with the Hollister 
name, date from 1863 to 1894.  

Towards the later end of the mouth-blown era (late 1890s-1910s), improved tooled finishes 
were possible with the use of  “closed” molds, in which the mold pre-formed most or all of the 
finish shape with only minor re-firing or tooling necessary (Lindsey, 2010). Ten bottles in the 
sample have improved tooled lips.  

The dating of the Block 2 bottles by mold seam and finish characteristics both indicate that 
the bottles were manufactured post 1865, with the majority produced before the advent of the 
ABM process in 1904. By 1920, most American manufacturers had switched to the Automatic 
Bottle Machine, which automatically formed the lip as part of the complete bottle mold.  

9.1.3 Finish and Closure Types 
There are a variety of finish types for bottles in the collection that were produced using either 

the applied or tooled finishing method, including applied ring/champagne, bead, blob, club 
sauce, 3-part club sauce, crown, double oil mineral, double ring, English ring/deep lip/packer, 
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flat prescription, globular flare, ring, ring/oil, and straight brandy/wine. Some types of finishes 
can be used to narrow the date ranges for these bottles (see illustrations in IMACS 1992).  

The applied ring/champagne finish was often used for wine and champagne bottles, but could 
also be used on a variety of other bottle types, such as medicinal, bitters, mineral, soda, and beer 
bottles. The champagne finish has a flat band of glass wrapped around the upper bottle neck just 
below the top rim (lip) surface. The champagne finish can be formed several ways, including 
applied or tooled - the crude and obvious laid-on ring is found pre-1860s. A reasonably 
diagnostic feature is whether the rim of the finish is beveled (angled), which dates from the mid 
1880s to 1920, or horizontally flat, which dates to the mid-1880s and earlier. A number (18) of 
champagne finish style bottles were found in the collection; 15 had a beveled rim and 3 had a flat 
rim. None had a laid-on ring or were ABM bottles, thus the champagne finish bottles from Block 
2 date from the 1860s to the 1920s. 

The blob-top, a one-part finish is a distinctly outwardly rounded and tooled or applied "blob" 
of glass that can be uniform and vertically symmetrical or vertically asymmetrical. This style of 
one-part finish is found in many subtle variations as to form and size. Blob finishes are most 
commonly found on soda and mineral water bottles from the 1840s through the end of the 
mouth-blown era (1920 or so) and on beer bottles from the 1870s into the 1910s. This style was 
occasionally but not commonly used on other types of bottles, including patent or proprietary 
medicines. Several examples of this style of finish were found, including a mineral water bottle 
(see Figure 151, accession# 111.1), embossed with HUNYADI JANOS / SAXLEHNER 
BITTERQUELLE; Bitterquelle, a "bitter aperient water", was bottled by Andreas Saxlehner 
from a spring in Ofen, Hungary who named it Hunyadi Janos after an early 14th- 15th century 
Hungarian national hero. Saxlehner also made many other medicinal claims including that his 
bottled water was good for "hemorrhoids" and "organic diseases, resulting from a fatty 
degeneration", for the organs of "respiration and circulation", and for "the evil consequences of 
indiscretion in diet". The first importation of these bottles into the U.S. is not known for sure, but 
an 1897 advertisement notes that the product had been "...a continuous success for over 25 years 
in the U.S.A." indicating an introduction here by the early 1870s (Schulz 1980, cited in 
BLM/SHA 2010).  

The club sauce finish is common on Worcestershire and other similar sauce bottles. It is also 
called the Lea & Perrins® (L&P) finish, as that bottle is by far the most common one that 
utilized this finish. The company originated the finish as early as the 1850s. Lea & Perrins 
Worcestershire sauce was first manufactured in England in the 1830s and imported to America in 
English-made bottles about 1838-1840 by John Duncan & Sons. It was not sold west of the 
Mississippi until 1849. In 1877, John Duncan & Sons had the bottles made by the Salem Glass 
Works and had J D S embossed on the bottle base (Zumwalt 1980:269). Eleven L&P bottles 
from the Block 2 assemblage have the American J D S mark, dated to post-1876, and two have a 
manufacturing mark from an English glass manufacturer used from the 1850-1865. All thirteen 
are embossed, and thus pre-date 1920, when L&P switched to a paper label (Odyssey’s Virtual 
Museum 2010). 

L&P bottles from the 1870s and later usually have the "classic" three-part club sauce finish, 
which typically consists of a narrow rounded upper part no wider in diameter than the rest of the 
finish, a taller flat to slightly rounded outwardly tapering middle part, and a narrow rounded to 
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usually somewhat flared lower collar or lower part. The inside (bore) of the finish usually has a 
"stopper finish" or cork seat ledge The earliest L&P bottles were cork-sealed, although a large 
majority of the L&P and competitors‘ bottles were closured with a combination glass stopper & 
shell cork with a club sauce finish having a cork resting ledge on the inside of the bore. That 
closure/finish combination was used by L&P until 1958, when a plastic pour spout and external 
screw thread finish was adopted; it is still in use today. Embossed Lea & Perrins® stoppers, as 
seen on a bottle collected with JDS embossed on the base (see Figure 150, accession# 28.5), can 
date back to the third quarter of the nineteenth century. Stoppers for competing sauces, such as 
Stephens Sons & Co. Gloucester sauce (see Figure 150, accession# 134.6) also date to the same 
time range.  

The club sauce finish with an interior ledge is similar to the ledge in the Capseat finish. The 
Capseat finish was patented by the Thatcher Manufacturing Company in September 1889, and is 
often seen in milk bottles (see Figure 150, accession# 110.9). 

The inside screw-thread could be considered a closure type instead of a finish. The distinctive 
feature of this finish style is the continuous type threads, which are found on the inside of the 
finish. This finish is the most common on mouth-blown, tooled finish, liquor bottles made 
between the late 1880s and the Prohibition era, in particular between 1890 and 1915. This era's 
bottles usually had a hard rubber type stopper. During this era, a few other types of bottles were 
made with inside threads, including some soda/mineral waters, chemical and/or ammonia bottles, 
perfumes and colognes, and some ink bottles. Inside threads have been observed within the 
following finishes: brandy, straight brandy, double ring, and blob. An example of a bottle found 
with an inside screw-thread finish/closure and a hard rubber stopper in the Block 2 assemblage is 
a soda bottle, with an applied top and semi-round base embossed with HAWAIIAN SODA 
WORKS HONOLULU /   BOTTLES NOT SOLD // RILEY MNFG Co LONDON S.W. (see 
Figure 151, accession# 134.5), dated to 1898 (Elliot 1988: 97). The Hawaiian Soda Works was 
established in 1898 at Sunny South Waikiki, with Mrs. N.V. Hills as the proprietress. In 1900 the 
company moved to 1425 Emma Street in downtown Honolulu and was in business until closing 
down in 1924 (Elliott 1971:28).  

The most common closures during the mouth-blown bottle era (19th & early 20th centuries) 
were various shapes and sizes of the simple cork (see Figure 147, accession# 24.8; accession# 
30.29; accession# 138.6), although a large variety of closures existed and many have specific 
patent dates. Several bottles with the following closures were found, most of which were made 
for carbonated beverage bottles: Codd Marble Stopper (invented 1873), Lightning Stopper 
(invented 1875), Hutchinson Spring Wire Stopper (invented 1879, see Figure 151, accession# 
116.4), Capseat Ledge (patented September 1889, see Figure 150, accession# 110.9), and Inside 
Screw Threaded Stopper (invented ca. 1898, see Figure 151, accession# 134.5). William Painter 
revolutionized the industry, when he invented and patented the Crown Top (or “crown cork”) in 
1892, which is still used today. Many of the glass manufacturers either went out of business 
during this period or made the transition to the to the machine made crown top (Elliot 1971:10-
15). No bottles collected were made with a crown top finish, with the exception of the soda 
bottles (see Figure 151, accession# 115.5), which originated from, and are associated with, the 
historic building demolition features (SIHP # -7124). The above dates on bottle closures coincide 
with the dates derived from the mold seams and finishes, suggesting that the majority of bottles 
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collected from Block 2 were manufactured after the free blown technique was phased out (ca. 
1860s) and before the transition to ABM production (ca. 1907). 

9.1.4 Bottle Functions 
There are a variety of functions for the bottles in the collection, typically consisting of 

household products and beverages. These include 76 bottles that contained spirits such as liquor 
(see Figure 148, accession# 28.4), beer, ale, wine and champagne; medicines (Figure 149, 
accession# 119.1); 40 bottles that contained non-alcoholic beverages such as soda , mineral 
water, milk, and juice; 23 cosmetics containers (see Figure 147, accession# 118.2); household 
products such as ink (see Figure 147, accession# 115.26), shoe blackening (see Figure 147, 
accession# 138.1); and 77 food bottles such as baby food, condiments (see Figure 150, 
accession# 33.14), extracts, preserves, and oil. These functions suggest that the majority of the 
trash used during the 1920s open air burning consisted of household refuse, with little to no 
industrial trash (i.e. industrial cleaners etc.). 

9.1.5 Embossed Information 
Additional dating information can be collected from embossing on bottles. An important 

technique introduced in 1869 was that of embossing bottles with the names of contents, 
manufacturers, distributors, slogans, and messages on the bottle body. In this process a plate with 
the particular desired motif was inserted into the mold. Embossing nearly ceased with the advent 
of automatic bottle machine production in 1903; paper labels were used extensively on bottles 
made from such machines. Table 8 displays the dating information gained from the embossing 
for the Block 2 assemblage. In the Block 2 assemblage, 201 of the bottles were embossed. 
Examples include a lid made of milk glass from a cosmetics container embossed with MRS 
NETTIE HARRISON / AMERICA’S BEAUTY DOCTOR / SAN FRANCISCO (see Figure 
147, accession# 21.19). Mrs. Nettie Harrison was in the cosmetics business in San Francisco as 
early as 1891. She called herself "America's Beauty Doctor." The company advertised in 
Hawaiian newspaper in 1895 and was in business until at least 1910 (Fadely 1992; The 
Pharmaceutical Era 1910). 

Also collected was a cologne bottle embossed with FLORIDA WATER / MURRAY & 
LANMAN / DRUGGISTS / NEW-YORK (see Figure 147, accession# 19.2). The product still 
exists today and according to the current trademark holders, Lanman & Kemp Barclay, Florida 
Water was introduced by the New York City perfumer Robert I. Murray, in 1808. In 1835, 
Murray was joined by David Trumbull Lanman and the firm became Murray & Lanman. The 
company name changed several times but the product was still sold under the Murray & Lanham 
name. In the 1880s and 1890s Murray & Lanman Florida Water was advertised as "The Richest 
of all Perfumes" and "The most Popular Perfume in the World". Although now obscure to most 
of the general American population, Florida Water remained popular among South American 
and Caribbean cultures and was incorporated into magical and ritual traditions including hoodoo 
Santeria and Haitian Vodou (http://en.wikipedia.org/wiki /Florida_Water). 
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Table 8. A table showing the embossing and maker’s marks observed on the bottles and 
ceramics within the assemblage and the dates gained from this information 

Embossed Bottles – Dates from Embossed Information  

  

Glass Manufacturers (Dates from Toulouse 1971) Dates 

  

AB – American Bottle Co., Chicago, Ill. 1905-1917 
ABGM Co. – Adolphus Busch Glass Mfg. Co., St. Louis, Mo. 1885-1928 
B. E. & Co. possibly, B. B. & Co. Berney Bond, Hazelhurst, Pa. 1900 ca. 
C & I – Cunningham and Ihmsen, Pittsburgh, Pa. 1865-1879 
F.H.G.W. – Frederick Hamson Glass Works, Salford, U.K. 1880-1900 
H. Heye Glass Works, Hamburg, Germany 1880s-1890s 
I.G.Co. – Illinois Glass Co., Alton, Il. 1900-1916  
LGCo - Louisville Kentucky Glass Works, Louisville, Ky. 1880 ca. 
N & Co. – Nuttall & Co. U.K.. pre-1913 
N in circle –Obear-Nester Glass Co., St. Louis, Mo. 1894-1916 
O & I - Owens Illinois Glass Co., Toledo, Oh. 1929- 
R & Co.Roth & Co., Massillon, Oh. 1881-1904 
SB&G Co. – Streator Bottle & Glass Co., Streator, Ill. 1881-1905 
SFPGW - San Francisco & Pacific Glass Works, Calif. 1879-1888 
W F & S MI – William Franzen & Co., Milwaukee, WI 1900-1929 
WT & CO – Whittal-Tatum & Co. 1857-1935 

  

Alcoholic Beverages (Beer, Wine, Gin, etc)  

Avan Hoboken & Co, Rotterdam (Gin) 1850-1870 ca. 
Barmbecker Brauerei (Brewery), Hamburg unknown 
Buffalo Brewing Co., San Francisco (Beer) 1890-1942 
Dr. Russell’s Calisaya Bitters, Chicago, Il. ca. 1900 
Laroche King unknown 
Liebler, A., Bottling Co., New York (beer) 1885-1915-? 
Liq. Ext. Malt - Jno. Wyeth & Bro..Philadelphia, Pa. 1870s-1921 
Macfarlane & Co., Honolulu (liquor importer) post 1870 
Russell Hop Bitters 1872 
Siegert & Hijos Angostura Bitters post 1872 
  

Non-Alcoholic Beverages (Sodas, Mineral Waters, etc.)  

Arctic Soda Water, Honolulu (sodas) post-1896 
Coca Cola Co., Chattanooga, TN (sodas) post 1886 
Crystal Soda Works, Honolulu (sodas) 1884-1894 
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Hawaiian Soda Works, Honolulu (sodas) 1898-1924 
Hirai & Co., Japan (nursing bottle) 1870-1910 
Hires (Charles E.) Root Beer Extract, Philadelphia (sodas) post 1878 
Hollister & Co., Honolulu (sodas) 1863-1894 
Honolulu Dairymens’ Association, Honolulu (milk) 1889-1940s 
Honolulu Soda Water Co., Honolulu 1910-1926-? 
Hunyadi Janos Bitterquelle (mineral water) post 1870 
Lyons Magnus, Rootbeer unknown 
Mellin’s Infants Food, Doliber-Goodale Co., Boston 1870s to 1900s 
Star Soda Works, Honolulu (sodas) 1900-1918 
Tahiti Lemonade Works, Honolulu (sodas) 1888-1894 
Welch’s Grape Juice Co., Vineland, N. J.  post 1893 

  

Food- Condiments, Food, Extracts, Spices, Etc.  

Burnett’s Flavoring Extracts, Boston, MA post 1847 
Folger, J. A., & Co. Pioneer Flavoring Extracts post 1872 
Lea & Perrins Worcesterhire Sauce post 1850 ca. 
Goodall & Backhouse & Co. Yorkshire Relish post 1858 
T. A. Snider Preserve Co., Cincinnati (Catsup) post 1879 
Stephens Sons & Co., Gloucester Sauce, Gloucester, U.K. ?-1880-1899-? 

  

Non-Food – Household Products  

Carter’s Ink, Boston, MA post 1858 
Frank Miller’s Crown Dressing (shoe polish), N.Y. post 1838 
Whittemore’s Shoe Polishes, Boston, MA ?-1900-1960-? 
Pat’d 1759866 – patented May 27, 1930 – patent for an ink bottle post 1930 

  

Cosmetics, Perfumes, etc.  

Florida Water, Murray & Lanman, New York (cologne) post 1835 
Joy’s Florida Water (cologne) post 1808 
Lubin Parfumeur, Paris late 19th c. 
Lundborg, New York (Perfume) 1874-1930 
Mrs. Nettie, Harrison, America’s Beauty Doctor, San Francisco post 1891 
Teaberry for the Teeth (tooth powder), Thomson, Toronto ?-1897-? 
  

Medicines  

B. Denton’s Healing Balsam, N.Y. 1840-1880 
Barry’s Tricopherous for the Skin and Hair, New York post 1842 
Boericke & Runyon, Branch Portland, OR (druggists) post 1840 
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Bromo-Seltzer, Emerson Drug Co., Baltimore post 1890 
Charles N. Crittendon, Central Medicine Warehouse, N.Y. 1865 ca. 
Chas. Marchand, N.Y.-  Hydrozone (Hydrogen Peroxide) 1895 ca. 
Chesebrough MFG Co., Vaseline  post 1859 
Davis’s Vegetable Pain Killer, Providence, R. I. post 1854 
Hamlin’s Wizard Oil, Chicago, Ill. post 1860 
Healy & Bigelow’s / Kickapoo / Indian Cough Cure post 1881 
Hollister Drug Co., Honolulu (drugstore medicines) post 1863 
Kickapoo Indian Medicine Co. – see Healy & Bigelow post 1881 
Listerine, Lambert Pharmacal Co., St. Louis, Mo. post 1879 
Smith, Benson & Co., Honolulu (druggist) post 1900 
Vaserole unknown 
Wakalee’s Camelline 1895 ca. 
Warner, W. R. Drug Co., Philadephia, Pa. 1886-1995 
  

Ceramics Artifacts – Dates from Marks  

Blankemheim & Nolet (stoneware gin bottle) post 1714 
Bryant Electric Co, Bridgeport, CT (insulator) 1889-1901 
Buchan, Portobello, U.K. (Pottery) post-1882 
Crown Perfumery Co., London, U.K. (tooth paste) post 1872 
Dulton Lambeth, Burslem (mark), U.K. (Pottery) 1869-1872 
Enterprise Pottery Co., New Brighton, Pa. (ink bottle) 180-1930s 
George Jones & Sons., U.K. (Pottery) 1873-1907 
Grosvenor, Glasgow, U.K. (Pottery) 1885-1925 
Doolgaard & Zoon / Harlingen, Holland (Gin stoneware bottle) late 19th c. 
H. Kennedy, Glasgow, Barrowfield, J.K. (Pottery) post 1882 
Haviland & Cie, Limoges, France (Pottery) post 1797 
J. Bourne & Sons, Denby, U.K. (ink bottle) 1870-1900 
Keystone Pottery, Rochester, Pa. (ink bottle) 1890-1895 
Lovatt & Lovatt, Notts, Langle Mill, U.K. (Pottery) 1895-1931 
Midland Pottery, Melling, U.K. (Pottery) 1880s 
Murray & Co., Glasgow, U.K.  (Pottery) 1869-1900 
Powell, Bristol, U.K. (Pottery) 1830-1906 
T. Furnival & Sons, Cobridge (mark), U.K. (Pottery) 1878-1890 
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9.2 Ceramic Analysis 
Research on ceramic artifacts focused on the manufacturing dates of the items, using 

reference texts to identify ceramic marks and the potteries that they represent (i.e., Burton and 
Hobson 1919; Cushion and Honey 1996; Godden 1964; Lehner 1978, 1988; Munsey 1970). 
From the Block 2 parking lot project area, 171 ceramics and ceramic fragments were collected. 
Of these, several groups of pottery ware can be useful for dating the age of deposition for the 
trash pits, including pottery bottles and ceramic tableware artifacts that are impressed, stamped, 
or painted with lettering that identifies their origin (makers mark). Due to the large quantity of 
material, the majority of the items collected are typically whole or diagnostic fragments. A 
sample of the ceramics and other artifacts are described below and can be seen in Figure 152 
through Figure 155 and Table 9 and Table 10. See Table 8 for additional dating information 
gained from the dates gained from the makers marks. A catalogue of all artifacts collected is 
included in Appendix B located within the VOLUME II portion of this report (Pammer et al. 
2011). 

9.2.1 Ceramic Bottles 
During the days of mouth-blown glass bottles, pottery bottles were cheaper to produce than 

those made of glass; they also shielded the bottles contents from the sun and kept beverages cool. 
Around the turn of the century, pottery bottles began to decline in popularity because automatic 
glassblowing machines made glass bottles cheaper. Until approximately 1900, pottery bottles, 
used for a variety of products, were imported to the United States in great numbers (Munsey 
1970:134-135). In the Block 2 assemblage, 41 pottery bottles were identified, including mineral 
water, spirits, and ink.  

9.2.1.1 Ceramic Ink Bottles 

The majority of the 12 pottery ink bottles from the collection were manufactured in England. 
They have glazes ranging from dull to very shiny, and smooth to granular textures (salt glazing); 
all but one have a pouring spout. Prior to the 18th century, the most common form of ink was a 
cake or powder, which the writer would mix with water. It was only in the late 1700s that liquid 
ink in wide-bottomed bottles was widely available for sale. Many English ink bottles were made 
at the Denby Pottery, founded by Joseph Bourne in 1809. English Ink containers made by J. 
Bourne & Son for the Arnold Ink Company came in shades of brown, while those produced for 
the Carter and Prang companies were white, both of which are observed within the Block 2 
assemblage. One example of an ink bottle in the collection is a master ink (bulk ink), impressed 
with the words “Vitreous Stone Bottles, J. Bourne & Son, Patentees, Denby Pottery, Near Derby, 
P. & J. Arnold, London” (see Figure 152, accession# 101.3). The "J. Bourne & Son" mark was 
not used until the mid-1830s (Munsey 1970:134-135). By the middle of the nineteenth century, 
the Arnold Ink Company widely imported their ink into the United States in Bourne's stoneware 
bottles (Odysseys‘ Virtual Museum 2010).  

Individual ink bottles were also collected, one of which is impressed with “Lovatt & Lovatt, 
Notts, Langley Mill” (see Figure 152, accession# 142.3). Langley Mill Pottery was located in 
Langley Mill, Derbyshire. From its establishment in 1865 to its final closure in 1982, the pottery  
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Figure 152. Representative sample of the ceramic bottles collected from within the project area including ink, gin and ale. 
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Figure 153. Representative sample of the imported Chinese food and beverage vessels collected 

from within the project area including soy sauce and tiger whiskey. 

 
Figure 154. Representative sample of the Chinese porcelain and earthenware artifacts collected 

from within the project area including an opium bowl (acc. #32.7). 
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Figure 155. Representative sample of the Euro-American kitchenware and household items 

collected from within the project area  
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Table 9. A sample of the catalogued ceramics and miscellaneous artifacts found in SIHP # 50-80-14-7189 and SIHP # 50-80-14-7124 during testing for Phase I. Accession #’s (Acc. #) consist of the Test Trench # followed 
by the artifact number for that trench (i.e. 2.14 is Trench 2 artifact 14). 

Acc.# Stratum/ 
Depth Function Portion Form/Part of the 

Vessel Ware Type Color/Surface Decoration and Location 
Min. # 
of 
pieces 

Date Comments 

PHASE I – Ceramics and Miscellaneous Artifacts

2.14 
beverage 
container incomplete 

bottle - Tiger 
Whiskey Chinese utility stoneware Jian you ( "Tiger") glaze 1 1880-1890 

imported wine from China (though called Tiger Whiskey, it is actually wine); bell-shaped 
bottle. Munsey 1970:138 

2.19 kitchenware incomplete   bowl 
Euro-American utility 
stoneware blue/gray glaze w/hand painted blue underglaze 1  

2.30 
beverage 
container complete 

bottle - 
beer/ale/stout 

Euro-American fine 
stoneware "Bristol" glaze - two tone golden brown & cream 1 1866-1910 H. KENNEDY GLASGOW / BARROWFIELD /52 / POTTERIES; date: 1866-1910 

10.4 kitchenware fragment  bowl white earthenware 
blue tinted clear glaze w/blue hand painted 
underglaze 1  base missing, design unknown 

19.16 II b kitchenware fragment plate Euro-American porcelain 

clear glaze, blue print underglaze w/ gold & olive 
hand painted accents overglaze; gold trim around 
rim; deco: floral 1 1875-1882 

makers mark is overglaze: FABRIQUE PAR HAVILAND & CO / POUR / B. NATPAN & 
CO. / IMPORTERS / SAN FRANCISCO; 'H & Co' over an 'L' separated by a horizontal line; 
dates from 1875-1882; 'Haviland & Cie', Limoges, France, founded 1797. Cushion 1996: 31) 

19.17 II b kitchenware incomplete base of vessel white earthenware - Ironstone clear glaze 1 1873-1907 

makers mark in green paint: ROYAL PATENT IRONSTONE / GEORGE JONES & SONS / 
ENGLAND; probably dated 1873-1907; same as 7.4 (Kakaako 26) and 115.3, 116.8, 116.11, 
116.12, 134.9 (Kakaako 46); (source: www.thepotteries.org);  

19.22 II b food storage complete  jug - soy sauce Chinese utility stoneware Jian you ( "Tiger") glaze 1 1880-1890 See Acc # 2.15 

21.15 II b food storage complete  
pot or bottle - 
small Chinese utility stoneware 

white glaze, red slip around neck, blue hand 
painted Chinese characters underglaze 1  a small bottle/container possibly used for dried herbs 

24.2 II b kitchenware complete  bowl - small Chinese porcelain 
blue tinted clear glaze w/red & green hand 
painted overglaze; deco: Four Seasons 1 1860s+ Chinese tableware; See Acc # 2.12  

24.3 II b kitchenware complete cup - Chinese tea vitreous china or earthenware 
blue tinted clear glaze w/blue transfer print 
underglaze 1 

popular during 1st 
half of 19th C Deco: scene depicting persons & trees 

28.13 II c 
beverage 
container complete bottle - gin 

Euro-American utility 
stoneware red glaze 1 late 1800s 

makers mark stamp on body: DOOLGAARD & ZOON / HARLINGTON (HOLLAND) / A o 
1788 

30.30 II c household complete  insulator porcelain - pressed clear glaze 1 1889-1901 
makers mark: NO. 120 / B.E. Co.; Bryant Electric Co., Bridgeport, CT; date : 1889-1901; (on-
line source: Insulator Companies and their History) 

30.31 II c kitchenware complete  cup - tea Chinese fine stoneware  
blue tinted clear glaze w/blue transfer print 
underglaze 1  

32.7 II e personal incomplete  opium bowl orange earthenware orange slip, incised w/ Chinese characters 1 1860s+ opium bowl, missing top, 10-sided 

32.8 II e kitchenware incomplete  
spoon - Chinese 
soup Chinese porcelain 

blue tinted clear glaze w/red & green hand 
painted overglaze; deco: Four Seasons 1 1860s+ Chinese tableware; See Acc # 2.12 
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Table 10. A sample of the catalogued ceramics and miscellaneous artifacts found in SIHP # 50-80-14-7189 and SIHP # 50-80-14-7124 during testing for Phase II. Accession #’s (Acc. #) consist of the Test Trench # followed 
by the artifact number for that trench (i.e. 101.3 is Trench 101 artifact 3). Phase II trenches were originally labeled Trenches 101-142. These have been relabeled Trenches 37-78 

Acc.# 
Stratum/ 
Depth Function Portion 

Form/Part of 
the Vessel Ware Type Color/Surface Decoration and Location 

Min. # 
of 
pieces  

Makers 
Mark Date Comments 

PHASE II - Ceramics and Miscellaneous Artifacts

101.3 IIc household complete  
bottle - master 
ink 

Euro-American utility 
stoneware salt glaze, brown, shiny finish 1 Y 1870-1920s 

makers mark stamp: VITROUS STONE BOTTLES / J. BOURNE & SON / PATENTEES / 
DENBY /  -------- / P.J. ARNOLD / LONDON; founded 1809, ink bottles by Bourne Pottery were 
made for the Arnold Ink Company; master ink bottle w/ pouring spout; Munsey 1970:134 

101.5 IIc household incomplete 
lid - tooth 
powder  white earthenware 

clear glaze w/ manufactured design, red 
print 1 Y 1872-present 

print found on lid: CHER--?-- / TOOTH--?-- / FOR PRESERVING & BEAUTIFYING--?-- / 
TRADE MARK / PREPARED / THE CROWN PERFUMERY Co. / 177 / NEW BOND ST / 
LONDON.; the Crown Perfumery Co. is one of Britains foremost perfume houses and was founded 
1872 by William Sparks Thompson 

102.7 IIb household complete  bottle - ink  
Euro-American utility 
stoneware 

"Bristol" glaze - two tone golden brown & 
cream 1 Y 1850-1906 

makers mark stamp: POWELL / BRISTOL; 1830-1906; Powell stoneware was not stamped until 
mid-19th century. Cushion 1996:104; also see website for Bristol Temple Gate Pottery 

118.7 kitchenware fragment  
plate or bowl - 
base white earthenware clear glaze 1 Y 1878-1890 

makers mark: DIEU ET MON DROIT / T. FURNIVAL & SONS / TRADE MARK / ENGLAND; 
the printed royal arms mark dates ca. 1878-1890; (source: www.thepotteries.org) 

124.8 kitchenware complete  
pot - Chinese 
bean  Chinese utility stoneware Jian you ( "Tiger") glaze 1 N 1880-1890 imported bean pot from China.  Munsey 1970:138) 

124.11 
beverage 
container complete  

bottle - Tiger 
Whiskey Chinese utility stoneware Jian you ( "Tiger") glaze 1 N 1880-1890 

imported wine from China (though called Tiger Whiskey, it is actually wine); bell-shaped bottle. 
Munsey 1970:138 

124.12 kitchenware fragment  cup - tea  porcelain 
slip - red; deco: Chinese characters and 
bamboo 1 Y makers mark in Chinese sela characters is painted in red overglaze 

124.13 II personal incomplete pipe - stem 

white earthenware or 
vitrous china or 
earthenware unglazed 1 N pre 1900s 

clay pipes were popular until they were replaced by briar pipes ca. 1900, as well as by cigars, 
cigarettes, and cigarellos by the late 1800s 

124.14 II personal fragment  pipe - head 

white earthenware or 
vitrous china or 
earthenware unglazed 1 N pre 1900s See Acc. # 124.13 

142.3 household complete  bottle - ink  
Euro-American utility 
stoneware salt glaze, brown 1 Y 1895-1931 

makers mark stamp: LOVATT & LOVATT / NOTTS / LANGLEY MILL; date : 1895-1931; 
(Cushion 1996:148) 
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produced a wide range of stoneware, from salt glazed ink bottles, utilitarian items, and tableware 
to high quality and original art pottery. The ink bottle is dated between 1895, when the company 
was called Lovatt & Lovatt, and 1913, when the company changed its name to Lovatt & Lovatt 
Ltd. (http://en.wikipedia.org/wiki/Langley_Mill_Pottery).  

The last example of an ink bottle collected is a unusual Bristol glaze bottle made by Powell & 
Sons, Temple Gate Pottery, Bristol, England (1830-1906); it is impressed with “Powell, Bristol” 
(see Figure 152, accession# 102.7). The glazed “Bristol Ware” which superseded the old salt 
glaze, was the invention of Mr. William Powell, and was first made at the pottery in 1833 at 
Temple Gate (Nicholls & Taylor 1882:243). Powell’s stoneware was not stamped until the mid-
nineteenth century, dating this bottle between 1850s and 1906 (Cushion 1996:104). The dates 
suggested by the ink bottles are consistent with the 1860 – 1920 date range observed in the bottle 
assemblage. 

9.2.1.2 Ceramic Beverage Bottles 

Mineral water bottles and gin bottles of clay are generally crudely made, have a handle near 
the neck, and were often manufactured in Germany or Holland (Munsey 1970:134-135). One 
such Block 2 bottle is embossed with DOOLGAARD & ZOON / HARLINGEN (HOLLAND) / 
Ao1788 (Figure 152, accession# 28.13) and dates to ca. 1880 (Antique-Bottles. Net 2010); the 
company name is mentioned as a merchant of beverages and alcoholic beverages as early as 
1841 (Musquetier 2010). 

Pottery beer and ale bottles were imported to the U.S. almost exclusively from England and 
are probably the most abundant of all pottery containers. The earliest of these bottles, dating 
from the early nineteenth century, were especially crude in construction and came in a variety of 
colors, of which grey is the most predominant. After the mid-1800s up to 1900, they were 
produced mostly in either white or brown and white known as “Bristol glaze”, a thick, very shiny 
surface glaze in off white and mustard gold. Bottles are typically dipped vertically to produce a 
two-toned effect, with off white on the top or bottom half, and mustard on the other.  

Of the 31 pottery beverage containers collected, 22 are beer and ale bottles that are either 
white or have a Bristol glaze; none are grey. This date range of mid-1800s up to 1900 coincides 
with the general date range identified for the glass bottles (1860-1920). One such pottery beer/ale 
bottle collected shows a Bristol Glaze finish and it is marked with an oval stamp. At the top of 
the oval is H. Kennedy/bottom is Glasgow/center is Barrowfield Potteries 53; it can be dated to 
the late 1800’s (Munsey 1970:137). The Barrowfield potteries were located in the East End of 
Glasgow, Scotland, and an H. Kennedy patent exists for Dec. 1882 (Cushion 1996:233). The 
potteries were hit hard by World War I, and the perception of glass being a more sanitary 
container along, with the invention of the ABM process, led to the pottery’s decline. Barrowfield 
was closed in 1925 (Ruby Lane 2010). 

Chinese pottery bottles were also found in abundance. During the 1800s great numbers of 
Chinese workers were imported to work on the plantations in Hawai‘i, with the majority arriving 
over a 24-year period between 1876 and 1899 (2000-3000 people annually). These people 
bought with them, and had imported, a varied assortment of pottery containers. Of these 
‘Overseas Chinese Ceramics’, perhaps the best known is the bell-shaped “Tiger Whiskey” bottle 
(Figure 153, accession# 2.14) which actually contained a wine. These bottles were imported 
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from the mid-1800s to the present; however bottles made from 1930s to the 1960s were 
embossed with “FEDERAL LAW FORBIDS THE RE-USE OR RESALE OF THIS BOTTLE” 
The bottles from the Block 2 collection do not have this embossed mark, thus these bottles date 
between 1860 and 1930 (Munsey 1970:134-139 

In addition to the Tiger Whiskey bottle, there are a variety of Chinese utility stoneware 
consisting of small pots and jugs, many of which are highly glazed (jian you glaze), but feature a 
rough and sandy looking finish. These include a soy sauce jug (see Figure 153, accession# 
19.22), a bean pot (see Figure 153, accession# 124.8), a ginger pot (see Figure 153, accession# 
124.11), and a dried herb or root pot (Figure 154, accession# 21.15). These date from 1880 to 
1890 (Munsey 1970:138). 

9.2.2 Ceramic Tableware 
Other Overseas Chinese Ceramics collected include tableware, such as rice bowls (see Figure 

154, accession# 24.3), tea cups (see Figure 154, accession# 124.12), serving dishes, soup spoons 
(see Figure 154, accession# 32.8), and small wine cups. With the exception of several tea cups, 
none were recovered complete. A number of fragments displayed makers’ marks - many of 
which were in Chinese seal characters belonging to the Tongzhi (1862-74) and Xianfeng (1851-
61) period of the Qing dynasty, which pre-dated the Republic (1912-49) and People’s Republic 
of China (1949-date) (Cushion 1996:16). These ceramics, made for use by Chinese sojourners to 
the mining and railroad camps of California, as well as to the plantations on the Hawaiian 
islands, are quite different in decoration and vessel form from those made earlier for the Euro-
American export market (IMACS 1982:5).  

Chinese tablewares collected are made from fine white porcelain or stoneware, with three 
decorative styles composed of Bamboo (see Figure 154, accession# 2.19), also called Three 
Circles and Dragonfly, or Swatow; Four Seasons (see Figure 154, accession# 32.8), also called 
Four Flowers, a hand-painted overglaze polychrome; and Double Happiness, also called Swirl 
(see Figure 154, accession# 10.4) (IMACS 1982:23). These ceramics likely date from the mid 
1800s to 1912, beginning with the influx of Chinese immigrants and ending at the start of the 
Republic of China. 

During the eighteenth century, potters in England made several attempts to emulate the 
beautiful and expensive Chinese export Porcelains of the same time period. White earthenwares 
were a result of this experimentation; by far the most common encountered in western 
(archaeological) sites dating to the first half of the nineteenth century, were those decorated with 
transfer printing, in imitation of the Chinese blue on white porcelains; most portrayed idyllic 
landscape scenes or historic events. Many of the ceramics collected fit in this category, and an 
example is a tea cup made of white earthenware with blue and white transfer printing depicting a 
mountain landscape (Figure 155, accession# 30.31).  

Other ceramics collected are of Euro-American origin. These include several base fragments 
of plates and bowls, which show the makers’ marks. The first is a bowl base, stamped with 
“Royal patent Ironstone, George Jones & Sons, England” a mark which dates the bowl to 1873-
1907 (see Figure 155, accession# 19.17). By the mid nineteenth century, a shift in popular 
British earthenware had begun, moving away from transfer-printed and colorfully decorated 
earthenware to “White Ironstone style vessels” (IMACS 1982:4).  
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The second plate base fragment is porcelain and is stamped with “Dieu Et Mon Droit, T. 
Furnival & Sons, Trade Mark, England” (see Figure 155, accession# 118.7). This printed royal 
arms mark dates from 1878 to 1890 (Stoke-on-Trent 2010).  

The third fragment also belongs to a plate and is stamped in green overglaze with “Fabrique 
Par Haviland & Co., Pour, B. Natpan & Co., Importers, San Francisco”. The company 
manufacturing this porcelain was Haviland & Cie, founded 1797 in Limonges, France. They 
exported their ware to be decorated and distributed by other companies, such as B. Natpan & Co. 
This particular stamp dates from 1875 to 1882 (Cushion 1996:31).  

9.2.3 Other Ceramic Artifacts 
A white earthenware cosmetics lid for a tooth paste container was collected, which is 

decorated with red print scrolls reading: “Cherry Tooth Paste, For Preserving & Beautifying 
Teeth, Trade Mark, Prepared By, The Crown Perfumery Company, 177, New Bond St, London” 
(see Figure 155, accession# 101.5). The Crown Perfumery Company still exists today; it is one 
of Britain’s foremost perfume houses and was founded in 1872 by William Sparks Thomson 
(Antique Bottles 2010).  

Two incomplete pipes (a head and a stem) were found (see Figure 155 accession# 124.13, 
accession# 124.14), each made of white clay. Clay pipes were replaced by briar pipes, cigars, 
cigarettes, and cigarillos in the late 1800s, and therefore these personal items likely date pre-
1900.  

Other less common items, such as insulators, were also found. One example is a pressed 
porcelain insulator etched with “No. 120, B.E. Co.” (see Figure 155, accession# 30.30), which 
can be traced to the manufacturer: Bryant Electric Co., Bridgeport CT and is dated from 1889 to 
1901 (Gish 2010). 

9.3 Summary of Historic Artifact Analysis 
In conclusion, the bottles observed within SIHP # 50-80-14-7189 display an average age 

range of 1860-1920. This range can be determined based on the mold seam types, as well as the 
dates acquired by the embossing on individual bottles. Dip-molds were phased out by the 1870s, 
and the small representation of this mold type suggests the assemblage is within the transitional 
period to more complex molds. Additionally, the majority of the bottles displayed cup-bottom 
molds, common in the late 1800s, and turn molds, commonly found in the 1870s to 1920s. The 
absence of ABM bottles within SIHP # 50-80-14-7189, most commonly found after 1920, 
suggests that the age of this historic layer is no later the 1920. The ABM bottles were observed 
in the modern and historic features, typically associated with the SIHP # 50-80-14-7124 - 
building demolition. 

The dates observed from the ceramic artifacts are slightly earlier than those observed in the 
bottle assemblage. This is not surprising as ceramics are not commonly discarded as frequently 
as bottles. Many of the ceramics were likely passed down through generations within a family 
and discarded only when broken. The ceramic assemblage contains many British and Chinese 
exported items. While mid and late 1800s residents of Honolulu of various ethnicities would use 
a variety of products from various countries of origin, the assemblages are suggestive of 
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relatively affluent European or Euro-American consumption patterns, as well as an influx in 
Chinese immigrants. This assemblage consists primarily of household items, rather than 
commercial or industrial refuse, which is consistent with the information gained from the bottle 
assemblage.  

9.4 Soil Analysis 
A total of 12 soil samples were collected, 2 from SIHP # -7197 Feature 1, one from a pit 

inclusion in Test Trench 65, 7 from the historic A-horizon associated with the salt pans, and two 
from the coarse sandy clay within Trench 56 in which no coral shelf was identified.  

One documented pit feature was identified within the cultural layer associated with the Jaucas 
sand. SIHP # -7197 consists of a fire pit observed in Test Trench 26, containing a large 
concentration of charcoal, fire cracked rock, and marine shell fragments. The pit feature 
contained varying amounts of charcoal and some midden including pipipi (Nerita picea), 
Isognomonidae, unidentifiable shell fragments, and fish bone. They appear to have been 
excavated down from the buried A-Horizon extending down into the underlying Jaucas sand. 
Charcoal samples from this pit feature were sent for taxa identification to determine whether the 
charcoal was of a pre-contact or post contact species. An additional sample was collected from 
an inclusion observed within Test Trench 65. This inclusion extended into a sand layer and 
appeared to be a possible pit feature. 

9.4.1 Wet-Screening of Bulk Sediment Samples 
A sample from three of the 7 soil samples collected from the historic A-horizon were wet-

screened. No cultural material was identified during visual inspection of each sample. Organic 
material included two terrestrial snail shells (Trench 49), rootlets, and other plant material. Of 
particular interest was the presence of a large volume of a single genus of small, well preserved 
seeds within a sample collected from Trench 49 and Trench 54. Additionally, no charcoal was 
observed within the wet-screened samples. The results of wet-screening of bulk sediment 
samples collected within the survey area seem to support the theory that the project area was a 
wetland area that had been used for salt panning activities. 

Independent research conducted by CSH suggests that the small, black seeds recovered from 
the historic A-horizon in Trenches 49 and Trench 54 may be those of the ‘Akulikuli plant, or of 
the olonā plant (Touchardia latifolia). However, identification has not been confirmed with a 
seed or botanical specialist (Yucha and McDermott 2011; Runyon and Monahan 2011; Figure 
156 and Figure 157).  
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Figure 156. Seeds observed in the historic A-horizon associated with the salt pans  

 
Figure 157. Close-up of the seeds observed in Yucha and McDermott 2011 sample, which appear 

to be the same as those observed in the current project area’s historic A-horizon. 
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9.4.2 Wood Taxa Identification 
A total of three charcoal samples (Taxa Samples 1, 2, and 3) were sent to the International 

Archaeological Research Institute, Inc. (IARII) Wood Identification Laboratory for taxa 
identification, performed by Gail Murakami (Table 11 and Table 12). A charcoal sample (Taxa 
Sample 1) recovered from a fire pit in Test Trench 26 originating from Stratum IVa, with a 
sample depth ranging from 90-105 cmbs, was analyzed. None of the charcoal within the sample 
was able to be identified.  

Following the unsuccessful attempts for taxa identification for Feature 1, the remaining 
charcoal was sorted to determine whether a second sample could be prepared for additional taxa 
identification efforts. Feature 1 had an abundance of charcoal available and an additional sample 
was submitted to Gail Murakami (Taxa Sample 3; see Table 12). This sample successfully 
identified two separate species, an indigenous native plant (Lama) and a stem that was most 
likely fern, though it could have also represented a palm (not a loulu or coconut). The native tree 
identified within this feature, Diospyros sandwicensis (A. DC) Fosb. (Lama), is a small endemic tree, 2 
to 10 m tall, found in wet or dry regions of all the main Hawaiian Islands (Rock 1913:395; 
Wagner et al. 1990:587).  The hard wood was once used by Hawaiians for houses, enclosures for 
certain idols (Malo 1951:21), and chisel handles (Buck 1957:38).  Hillebrand (1888:275) 
reported that the small fruits were eaten by the natives. The fern stem sample was chosen for 
submittal to Beta Analytic for radiocarbon dating due to it being a shorter lived species which 
may result in a more precise date. The results can be found below.  

A charcoal sample (Taxa Sample 2) collected from a pit inclusion within Test Trench 65 
(129), originating from Stratum II, with a sample depth of approximately 130 cmbs, was 
analyzed. The sample was found to contain only a single small piece of kukui nut shell, while the 
rest of the sample was unable to be identified. Kukui is a Polynesian introduced tree species 
common in “mesic valleys especially between 0-700 m on most main islands” (Wagner et al. 
1990:598 cited from Bishop Museum Ethnobotany Online Database 2010). Kukui was utilized 
for its medicinal uses such as ailments and infected sores, and non-medicinal uses such as for 
canoes, dye and oil for light.  

Non-Medicinal Uses: The light-weight wood can be used for canoes (Abbott 
1992:81; Malo 1951:21); the bark for dye and fruits and oil for light (Hillebrande 
1888:400); "nuts" (oily endosperm) placed inside bamboo as torch (kali kukui) or 
oil burned in lamps (Abbott 1992:77), fish floats from wood (Degener 1930:197), 
oil for fishing, polishing; soot collected on smooth, clean pebbles under which 
kukui nuts had been burned for tattooing (Abbott 1992:128; Handy et al. 
1972:232), dye also from the fleshy part of the green part of fruit also for 
tattooing (not as good), the "meat" of the seed (endosperm) roasted and eaten as 
'inamona relish (Handy et al. 1972:231); endosperm also used in fish bait (Abbott 
1992:85; Krauss 1993:45); sap as adhesive (Abbott 1992:120; Degener 1930:77), 
the oil as a polish (Krauss 1993:22), oil used to clean birdlime from bird's feet 
(Degener 1930:290), sticks burned in divining ceremony (Degener 1930:199). 
Used for hula altars (Pukui 1942); "nuts" for lei (Krauss 1993:79); wood for 
house timbers (Handy et al. 1972:232). In the Ethnology Collection at Bishop  
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Table 11. Table Showing Wood Taxa Results for Charcoal Samples 1 and 2 
Sample Feature Unit Stratum/ 

Depth 
(cmbs) 

Taxa Common/Hawaiian 
Name 

Origin/Habit Part Comment 

1 1 TT 26 IVa / 
90-105 
cmbs 

Unknown 3   Wood Lots of charcoal 
aggregates, not identifiable 

2 2 TT 65 
(129) 

II/ 130 
cmbs 

Unknown 1   Wood Partially calcified 
Unknown 2     
Aleurites moluccana Kukui Polynesian 

Introduction/Tree 
Nutshell Tiny piece 

 

 

Table 12. Table Showing Wood Taxa Results for Charcoal Sample 3 
Sample Feature Unit Stratum/ 

Depth 
(cmbs) 

Taxa Common/Hawaiian 
Name 

Origin/Habit Part Weight, g 

3 1 TT 26 IVa / 
90-105 
cmbs 

Diospyros sandwicensis Lama Native/Tree Wood 0.04 
Unknown 1   Wood 0.05 
cf. Pteridophyta Fern  Stem 0.19 
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Museum there are examples of kukui oil used to make kapa waterproof and there 
is a post-contact example of the wood made into a bowl. (Bishop Museum 
Ethnobotany Online Database 2010) 

Due to the small size of the identified kukui nut shell and the inability to identify the 
remaining charcoal within the two samples, radiocarbon dating was not performed on these 
samples. The remaining charcoal from the pit feature located within Test Trench 65 was not 
abundant enough to perform additional taxa identification. The remaining charcoal was less than 
0.02 grams in weight and though taxa identification was not performed on this sample, it was 
sent to BetaAnalytic for radiocarbon analysis. The radiocarbon date received for this charcoal 
was modern (1960-present). The results can be found below.  

9.4.3 Radiocarbon Analysis 
Organically enriched sediment was collected from two features, SIHP # -7197, Feature 1 

observed in Test Trench 26, and a pit inclusion observed in Test Trench 65. Beta Analytic 
Sample 1 was collected from an inclusion observed within Test Trench 65 and was not identified 
through taxa identification. A previous attempt to identify taxa from this feature was not 
successful. Beta Analytic Sample 2 consisted of an identified fern stem from SIHP # -7197, 
Feature 1. Both samples were sent to Beta Analytic, Inc. for radiocarbon dating, utilizing the 
accelerator mass spectrometry (AMS) method, in order to better establish the age range of 
occupation within the project area. Dating results are shown in Figure 158, Figure 159 and 
Figure 160.  

The sample from the pit feature (Beta-301374) yielded one possible date range, with a modern 
date of AD 1960 - to beyond 1960, with a 95% probability. Due to its modern time period, this 
date was unable to be calibrated. 

A charcoal sample from Feature 1 (collected from Test Trench 26) was identified by IARII to 
most likely be a fern stem (likely a native, short-lived shrub), or a longer lived palm (not coconut 
or loulu). This sample was sent to Beta Analytic, Inc. for radiocarbon dating (Beta Analytic 
Sample 2). The sample from Feature 1 (Beta-303200) yielded the most likely possible date range 
with a 44.5% probability, with a calibrated 2-sigma date of AD 1735-1805. This date extends 
from the late pre-contact through early post-contact time periods.  
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Figure 158. Results of Radiocarbon Analysis (Beta Analytic Sample 1) (Beta Analytic, Inc.) 

 

 
Figure 159. Results of Radiocarbon Analysis (Beta Analytic Sample 2) (Beta Analytic, Inc.) 

 

 
Figure 160. Results of Radiocarbon Analysis of Charcoal Collected from Feature 1 (Beta 

Analytic Sample 2) (OxCal, Ramsey 2009)
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Section 10    Summary and Interpretation 

10.1 Process 
At the request of Kamehameha Schools, Cultural Surveys Hawai‘i, Inc. (CSH) completed an 

archaeological inventory survey for the 4.09-acre Block 2 parking lot in Kaka‘ako (TMK: [1] 2-
1-030:001, 043). Per the Hawai‘i state requirements for an archaeological inventory surveys 
[HAR Chapter 13-13-284], this AIS includes the results of cultural, historical and archaeological 
background research, and fieldwork. The background research focused on summarizing the 
project area’s pre-contact and post-contact land use, cultural significance, and types and 
locations of potential cultural resources within the project area and its vicinity.  

An AIS plan (O’Hare et al. 2009) was developed to guide the inventory level research for the 
present project area. Archaeological testing was conducted for the AIS plan to formulate a 
strategy for the present AIS on February 7, 2009 (O’Hare et al., 2009 Test Trenches 1-5). The 
results of the testing showed evidence of an A-Horizon, as well as evidence of SIHP # 50-80-14-
7189. The AIS plan was the subject of consultation efforts by Kamehameha Schools and was 
reviewed and approved by SHPD/DLNR. The AIS plan called for 35 additional backhoe assisted 
trenches within the project area.  

10.2 History 
Based on traditional accounts and historic background information, the current project area is 

located near the two most intensely populated and cultivated areas during pre-contact times - 
Waikīkī and Honolulu (or Kou) - along this portion of O‘ahu’s southern shore. It was well 
utilized by the Hawaiians for activities appropriate to the specific environment, such as salt 
making, farming of fishponds, and wetland agriculture.  

Historic maps indicate the current project area is located within LCA 7713 to Victoria 
Kamāmalu, which included the Ka‘ākaukukui area and the southern portion of the coastal 
Pu‘unui area. The parcel is located within a former large salt marsh, where salt pans were 
constructed using the tidal waters. The main habitation concentration for this general area was in 
the old settlement of Honuakaha, at the junction of Punchbowl and Queen streets. Late 
nineteenth century maps show some scattered houselots in the ‘ili of Pu‘unui, Pualoalo, 
Kaka‘ako and ‘Āpua that may have belonged to the caretakers of the fishponds and salt ponds 
that formerly existed in the area. Once the land was filled-in as part of the Land Reclamation 
Project in the late nineteenth and early twentieth century’s, it became more commercialized and 
became part of the system of sprawling city blocks. By the mid-twentieth century, the project 
area was covered over with open lumber yards and warehouses, and became heavily 
commercialized. 

10.3 Testing 
As there were no surface historic properties identified within the project area, the inventory 

survey’s cultural resource identification efforts focused on the identification of subsurface 
cultural deposits. A total of 78 test trenches were excavated in two phases within the project area, 
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Phase I consisted of the excavation and documentation of 36 trenches in April 2010 (Test 
Trenches 1-36), and Phase II consisted of the excavation and documentation of 42 additional 
trenches in November 2010 (Test Trenches 37-78). The excavation locations for Phase I were 
selected to best represent the parking area and to gain an overall understanding of the subsurface 
materials. The test trenches for Phase II were conducted to better define the boundaries of the 
natural sand layer and to provide a more complete coverage of the project area.  

A total of four historic properties were identified within the project area, SIHP # 50-80-14-
7124, -7189, -7190 and -7197 (Figure 58). SIHP # 50-80-14-7124 consists of 31 historic building 
remnants features (Features A – EE), generally located just beneath the modern layers of fill. 
These included brick and mortar clusters, slabs of concrete/basalt, concrete footings with metal 
supports, large slabs of very hard, corroded, melted metal, and pit features containing demolition 
debris. SIHP # 50-80-14-7189 consists of a layer of burnt historic debris, suspected to be from 
the open air burning of urban refuse during the early 1900s. The charred remains were then 
utilized to fill in the unwanted wetlands around the project area. The observed cultural materials 
included glass bottles, ceramics, and other domestic waste. SIHP # 50-80-14-7190 consisted of 
old salt pan remnants, presenting as an approximately 5 cm thick layer of alternating peat and 
clay striations. SIHP # 50-80-14-7197 consisted of a sandy cultural layer containing one late pre-
contact/early post-contact fire pit feature (Feature 1) observed in Test Trench 26. SIHP -7197 
Feature 1 contained a large amount of charcoal and fire cracked rock.  

In general, the observed and documented stratigraphy consisted of the asphalt parking lot 
surface, followed by large amounts of varying layers of fill associated with the different periods 
of development within the project area, overlying natural sediments and the coral shelf. The fill 
material ranged from terrestrial mixed soils to crushed coral fill and fine marine dredged clay 
material. These fill layers included SIHP # -7124 - building remnants, and SIHP # -7189 - 
incinerated garbage. On the southern side of the project area (off the corner of Pohukaina and 
Keawe Streets), excavations encountered areas of backfilled and mixed sedimentation, as well as 
layers of basalt gravel and boulders, from the backfilling of the artificial ‘pond’ excavated during 
the 1990s soil remediation project. See Section 5.2 for further discussion regarding the 
remediation pond and the associated disturbances within the project area.  

The observed natural material consisted of wetland and marine sedimentation typical of the 
Kaka‘ako area. These included relatively undisturbed natural Jaucas sand or Jaucas sand 
‘pushed’ from within the project area (and possibly from adjoining parcels), likely to form the 
salt pans and associated berms, two types of A-horizons (SIHP #-7190, salt pans, and SIHP # -
7197 sandy A-horizon), and natural sandy-clay to clay sediments (gley). Although over half of 
the trenches (45) contained natural marine sand deposits, the type of sand observed was 
generally either high in clay content, a very thin (10 cm) layer, or was actually ‘pushed’ from the 
surrounding area. Additionally, the edges of the sand pocket consisted primarily of clays and 
sandy clays, while many areas appear to have been formed by historic human impact (as 
evidenced by multiple trenches containing what appears to be natural ‘pushed’ sand overlying 
the historic A-Horizon, SIHP # -7190). The areas where the sand is thicker may contain both 
natural and ‘pushed’ fill sand, which suggests that many of these trenches are less likely to 
contain significant finds (i.e. burials). The center of the project area appears to contain the 
thickest natural sand layer with the lowest clay content. 
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The two observed A-horizons differ greatly in texture, appearance and association. SIHP # -
7190 was the most commonly observed A-horizon and was typically observed directly over the 
marine clay (gley), generally at the same level as the water table, if not slightly below it. The 
striations of clay and peat suggest that this area was repeatedly used as a land surface which was 
exposed long enough to accumulate organic debris before being covered with clay. Based on 
research of the project area, it is suggested that this A-horizon is the result of the repeated 
flooding, drying, scraping and removal of salt during salt production. The clay observed within 
the peat may have been deliberately placed on the bottom of the salt bed to prevent the salty 
water from soaking into the ground. The peat may also be the result of leaves being deliberately 
placed as an additional layer to aid in the salt making process. Multiple samples were taken of 
this A-horizon. 

The second A-horizon type consisted of a sandy A-horizon associated with the underlying 
natural Jaucas sand (see Figure 58). This is a late pre-contact/early post-contact cultural layer 
and likely represents a small area within the project area that was not disturbed by post-contact 
activities. One feature was observed within SIHP # -7197, Feature 1, a late pre-contact to early 
post-contact fire pit, observed within Test Trench 26. Feature 1 contained fire cracked rock, a 
small amount of shell, and a high concentration of charcoal. A sample was taken from the feature 
for wood taxa identification and the initial results were inconclusive. A second sample was 
prepared for wood taxa identification and two separate species were successfully identified, an 
indigenous native plant (Lama) and a stem most likely representing a fern, though it could have 
also represented a palm (not a loulu or coconut). The fern stem sample was chosen for submittal 
to Beta Analytic for radiocarbon dating, due to it being a shorter lived species, which resulted in 
an AD 1735-1805 date range with a 44.5% probability. Test Trenches 6, 7, 10, 20, 36, and 65, 
located in the western portion of the project area, appeared to contain an A-horizon similar to 
SIHP # -7197. Radiocarbon dating conducted on charcoal from a feature associated with this A-
horizon (located within Test Trench 65) resulted in a modern date (1960-present) and it was 
determined that this A-horizon is likely associated with the salt pans activity (SIHP # -7190). 
Taxa identification performed on this sample were inconclusive and the species of the sample 
submitted for radiocarbon analysis had not been identified. 

Wet-screening of bulk sediment samples collected from SIHP # -7190, salt pans, provided a 
basic understanding of the types and amounts of organic material present. Organic material 
included sparse amounts of terrestrial snail, marine shell, roots and rootlets, and other plant 
material. No cultural material or charcoal was identified. Of particular interest was the presence 
of a single genus of small, well preserved seeds. An attempt to positively identify the seeds was 
made, and based on available evidence, the seeds are likely those of the ‘Akulikuli plant or the 
olonā plant (Touchardia latifolia). 

SIHP # 50-80-14-7124 and –7189, two historic fill layers, were observed in 58 of the 78 test 
trenches. SIHP # 50-80-14-7124, consists of 31 features containing material associated with the 
many historic buildings previously located within the project area (Features A through EE). This 
includes demolition debris (i.e. red clay bricks, concrete and metal fragments) and large 
foundation and flooring structures (including ‘carved’ basalt, concrete, brick and mortar, and 
melted and corroded metal) buried by grading material. SIHP # 50-80-14-7189, consists of a 
historic burnt trash fill layer, likely from the open-air trash burning from the 1920s, utilized 
primarily to fill in the natural wetland areas. Lab analyses of the collected artifacts suggests a 
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date range of 1860-1920. The presence of SIHP # -7189 typically suggested the absence of 
natural sand. The trenches containing an overlap of the sand and trash layers may indicate the 
method of filling within the project area. Many of the trenches containing both materials exhibit 
either SIHP # -7189 in half of the trench and sand in the other half, or a thin layer of either SIHP 
# -7189 or natural sand. This may suggest two things, that the sand was either ‘pushed’ to create 
a larger area for the trash (which may further explain the ‘pushed’ sand), or the trash was placed 
in the lower lying areas to level the surrounding area around the existing sand for the following 
layers of fill. 

The coral shelf was encountered at the base of excavation in two forms; as a very loose 
cobbly layer and as a very hard (indurated) surface. The two forms of the ‘coral shelf’ are 
reflective of natural processes that occurred post-reef formation. As with the natural sand 
deposits, there was no uniformity to the ‘type’ of coral encountered in a specific area. Ground 
water was usually encountered at, or just above, the coral shelf. The coral shelf was unable to be 
located in two trenches, Test Trenches 56 and 57. These trenches contained two very coarse 
sandy layers containing a multitude of marine shells, underlying the typical fill and natural 
sediments. Analyses of the samples show an abundance of marine shells, typically mollusk, in 
natural marine clay (gley) material and an absence of any cultural material. This area is likely a 
natural variation in the coral shelf, similar to the differences in texture (hard coral shelf vs. a 
crumbly shelf) typically observed in other areas of the project area and throughout the Kaka‘ako 
area.  
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Section 11    Significance Assessments 
Each cultural resource identified by the current study was evaluated for significance 

according to the broad criteria established for the Hawai‘i Registers of Historic Places. The five 
criteria are: 

A Associated with events that have made an important contribution to the broad 
patterns of our history; 

B Associated with the lives of persons important in our past; 

C Embodies the distinctive characteristics of a type, period, or method of 
construction, represents the work of a master, or possesses high artistic value; 

D Have yielded, or is likely to yield information important for research on 
prehistory or history; 

E Have an important value to the native Hawaiian people or to another ethnic group 
of the state due to associations with cultural practices once carried out, or still 
carried out, at the property, or due to associations with traditional beliefs, events 
or oral history accounts – these associations being important to the group’s history 
and cultural identity. 

11.1 SIHP # 50-80-14-7124 
SIHP # 50-80-14-7124 consists of material associated with the buildings previously located 

within the project area (i.e. demolition debris, old footings and flooring). SIHP # 50-80-14-7124 
is recommended eligible to the National and Hawai‘i Register under Criterion A (associated with 
events that have made a significant contribution to the broad patterns of our history) and 
Criterion D (have yielded, or may be likely to yield, information important in prehistory or 
history). 

11.2 SIHP # 50-80-14-7189 
SIHP # 50-80-14-7189 consists a layer of burnt historic debris, used to fill the unwanted 

wetlands of Kewalo, Kaka‘ako, and Waikiki both to remove pest habitation/breeding areas and 
create additional developmental areas. SIHP # 50-80-14-7189 is recommended eligible to the 
National and Hawai‘i Register under Criterion A (associated with events that have made a 
significant contribution to the broad patterns of our history) and Criterion D (have yielded, or 
may be likely to yield, information important in prehistory or history). 

11.3 SIHP # 50-80-14-7190 
SIHP # 50-80-14-7190 consists of a layer of alternating clay and peat striations associated 

with the pre and post-contact salt pans previously located within the project area. It may also be a 
cause of the ‘pushed’ sand observed throughout the project area, used as sand berms. SIHP # 50-
80-14-7190 is recommended eligible to the National and Hawai‘i Register under Criterion A 
(associated with events that have made a significant contribution to the broad patterns of our 
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history) and Criterion D (have yielded, or may be likely to yield, information important in 
prehistory or history). 

11.4 SIHP # 50-80-14-7197 
SIHP # 50-80-14-7197 consists of one pit feature (Feature 1) located within a late pre-

Contact/early post-Contact cultural layer, observed within Test Trench 26. The cultural layer was 
observed overlying a pocket of undisturbed sand in the northeast portion of the project area. 
SIHP # 50-80-14-7197 is recommended eligible to the National and Hawai‘i Register under 
Criterion A (associated with events that have made a significant contribution to the broad 
patterns of our history) and Criterion D (have yielded, or may be likely to yield, information 
important in prehistory or history). 
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Section 12    Project Effect and Mitigation Recommendations 

12.1 Project Effect 
The proposed project will potentially affect historic properties recommended eligible to the 

Hawai‘i Register. CSH’s project specific effect recommendation is “effect, with agreed upon 
mitigation commitments.” The mitigation measures described below will help alleviate the 
project’s impact on significant historic properties. 

12.2 Mitigation Recommendations 
This inventory survey investigation determined the project area contains significant 

subsurface deposits including intact cultural deposits. The inventory survey’s recommended 
mitigation measures for SIHP # 50-80-14-7124, -7189, -7190 and -7197 consist of 
archaeological monitoring.  

12.2.1 Archaeological Monitoring 
This archaeological inventory survey represents a good faith effort to identify and document 

the historic properties within the project area. Due to the inherent limitations of any sampling 
strategy, however, it is possible that additional historic properties or features, potentially 
including human burials and non-burial archaeological deposits, may be uncovered during the 
project demolition and construction activities. Additionally, further evidence of SIHP # 50-80-
14-7124, -7189, -7190 and -7197 will likely be encountered and additional information 
pertaining to these historic properties may be collected. In order to mitigate the potential damage 
to the known documented historic properties or any yet unidentified historic properties within the 
project area, the project development should proceed under an archaeological monitoring 
program. An archaeological monitoring program would facilitate the identification and proper 
treatment of any additional archaeological deposits that might be discovered during project 
construction.  

Given the sensitivity of the project area’s location, it is recommended that an archaeological 
monitor be present during all subsurface activities conducted below the base coarse fill layers (18 
inches) and to the water table or coral shelf during related construction.  

12.3 Disposition of Materials 
The artifacts associated with this archaeological inventory survey were collected from private 

lands; accordingly, this material belongs to the landowner, Kamehameha Schools. This 
collection is comprised of the diagnostic materials and sediment samples collected from 
stratigraphic fill layers, on-site disturbed sediment, and intact features documented within the 
project area. The artifacts associated with this archaeological inventory survey will be 
temporarily curated at the CSH storage facility. CSH will make arrangements with the landowner 
regarding the disposition of the project’s collection. Should the landowner request different 
archiving of material, then the archive location will be determined in consultation with SHPD. 
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Management Summary 

Reference VOLUME II Archaeological Inventory Survey Report for the Block 2 
Parking Lot, Kaka‘ako Ahupua‘a, Honolulu District, O‘ahu Island 
TMK: [1] 2-1-030:001, 043 (Pammer et al. 2011) 

Date November 2011 
Project Number (s) CSH (Cultural Surveys Hawai‘i, Inc.) Job Code: KAKAAKO 46 
Investigation 
Permit Number 

The fieldwork for the archaeological inventory survey investigation 
was carried out under archaeological permit numbers 10-10 and 11-17 
issued by the Hawai‘i State Historic Preservation Division/Department 
of Land and Natural Resources (SHPD/DLNR). 

Project Location The Kamehameha Schools Block 2 parking lot parcel covers two tax 
map lot, [1] 2-1-030:001 and 043. It is bounded by South Street to the 
northwest, Halekauwila Street to the northeast, Keawe Street to the 
southeast, and Pohukaina Street to the southwest. 

Land Jurisdiction Private, Kamehameha Schools 
Agencies SHPD/DLNR 
Project Description 
and Related 
Ground 
Disturbance 

This effort is being undertaken to allow planning for redevelopment in 
the context of the history of the area and continuing cultural sensitivity 
to potential finds, especially burials. The results will aide in 
determining the future uses of the parcel. 

Project Acreage Approximately 4.09 acres 
Area of Potential 
Effect (APE) 

The area of potential effect (APE) includes the entire 4.09-acre project 
area. 

Historic 
Preservation 
Regulatory 
Context 

This archaeological inventory survey (AIS) report was prepared 
pursuant to the final archaeological inventory survey plan (AISP) 
reviewed and approved by the SHPD/DLNR (SHPD correspondence 
29 May 2009 LOG NO: 2009.2402/DOC NO: 0905WT109) for Block 
2, and to support the proposed project's historic preservation review 
under Hawai‘i Revised Statutes (HRS) Chapter 6E-42 and Hawai‘i 
Administrative Rules (HAR) Chapter 13-13-284. In consultation with 
SHPD/DLNR, the archaeological inventory survey investigation was 
designed to fulfill the State requirements for an archaeological 
inventory survey per HAR Chapter 13-13-276. 

Results of 
Preliminary 
Inventory Survey 
Testing 

As part of the AISP, five trenches were excavated in the project area 
on February 7, 2009. The trenches were excavated by backhoe and 
with hand tools to the underlying water table or to the coral shelf. 
SIHP # 50-80-14-7189, burnt historic debris was first identified during 
the course of this testing. No traditional Hawaiian material was 
observed during the preliminary trench excavations.  
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Fieldwork Effort There were two phases of fieldwork for the AIS. Phase I was 
conducted between April 13 and April 30, 2010 and consisted of 
excavation and documentation of 36 trenches. Phase II consisted of 42 
additional trenches, conducted between November 1 and November 
19, 2010. The CSH field crew included Doug Borthwick, B.A. 
(project supervisor), Michelle Pammer, B.A., Jeffrey Fong, M.A., 
Ellena De Leeuw, B.A., Kelly Burke, M.A., Jane Dregson, B.A., 
Rosanna Runyon, B.A. Randy Groza, M.A., and Josie Paolello, M.A., 
under the overall supervision of principal investigator Hallett H. 
Hammatt, Ph.D. The fieldwork required a total of approximately 72 
person-days to complete. 

Number of 
Historic Properties 
Identified 

A total of four historic properties were identified within the project 
area, SIHP # 50-80-14-7124, -7189, -7190 and -7197. SIHP # 50-80-
14-7124 consists of 31 historic building remnants features (Features A 
– EE), generally located just beneath the modern layers of fill. These 
included brick and mortar clusters, slabs of concrete/basalt, concrete 
footings with metal supports, large slabs of very hard, corroded, melted 
metal, and pit features containing demolition debris. SIHP # 50-80-14-
7189 consists of a layer of burnt historic debris, suspected to be from 
the open air burning of urban refuse during the early 1900s. The 
charred remains were then utilized to fill in the unwanted wetlands 
around the project area. The observed cultural materials included glass 
bottles, ceramics, and other domestic waste. SIHP # 50-80-14-7190 
consisted of old salt pan remnants, presenting as an approximately 5 
cm thick layer of alternating peat and clay striations. SIHP # 50-80-14-
7197 consisted of a sandy cultural layer containing one late pre-
contact/early post-contact fire pit feature (Feature 1) observed in Test 
Trench 26. SIHP -7197 Feature 1 contained a large amount of charcoal 
and fire cracked rock. 

Historic Properties 
Recommended 
Eligible to the 
Hawai‘i Register of 
Historic Places 
(Hawai‘i Register) 

SIHP # 50-80-14-7124 - historic building structures, SIHP # 50-80-14-
7189 - a burnt historic trash layer, SIHP # 50-80-14-7190 salt pans, 
and SIHP # 50-80-14-7197 – a late pre-Contact/early post-Contact 
cultural layer containing one pit feature (Feature 1), are determined to 
be significant under Criteria A and D. 

Effect 
Recommendation 

The proposed project will potentially affect historic properties 
recommended eligible to the Hawai‘i Register. CSH’s project specific 
effect recommendation is “effect, with agreed upon mitigation 
commitments.” (HAR Chapter 13-284-7) 

Mitigation 
Recommendation 

This inventory survey investigation determined the project area 
contains significant subsurface deposits including intact cultural 
deposits. The inventory survey’s recommended mitigation measures 
for SIHP # 50-80-14-7124, -7189, -7190 and -7197 consist of 
archaeological monitoring. 
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Due to the inherent limitations of any sampling strategy, however, it is 
possible that additional historic properties or features, potentially 
including human burials and non-burial archaeological deposits, may 
be uncovered during the project demolition and construction activities. 
Additionally, further evidence of SIHP # 50-80-14-7124, -7189, -7190 
and -7197 will likely be encountered and additional information 
pertaining to these historic properties may be collected. In order to 
mitigate the potential damage to the known documented historic 
properties or any yet unidentified historic properties within the project 
area, the project development should proceed under an archaeological 
monitoring program. An archaeological monitoring program would 
facilitate the identification and proper treatment of any additional 
archaeological deposits that might be discovered during project 
construction.  

Given the sensitivity of the project area’s location, it is recommended 
that an archaeological monitor be present during all subsurface 
activities conducted below the base coarse fill layers (18 inches) and to 
the water table or coral shelf during related construction. 
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Section 1    Fieldwork Results 
Following is a brief summary of the fieldwork results. See VOLUME I for the full fieldwork 

results section (Pammer et al. 2011). 

The fieldwork component for this archaeological inventory survey was conducted 
intermittently between April 13 and November 19, 2010. A total of 78 backhoe-assisted test 
trenches were excavated to determine the extent of undisturbed natural sediments, and to assess 
the likelihood of encountering significant cultural deposits within the project area (Figure 1). 
Subsurface testing was conducted in two phases and took a total of 22 days to complete.  

The 78 test trenches were designated numbers in the order in which they were excavated. The 
natural coral shelf or the water table, provided there was no sand, marked the lower boundary for 
all trenches at approximately 2 meters below the ground surface level. The basic stratigraphic 
sequence consisted of the existing paved asphalt surface of the parking lot (not always having a 
base course layer), followed by varying layers of fill associated with the different periods of 
development within the project area, overlying natural sediments and the coral shelf. 

A total of four historic properties were identified within the project area, SIHP # 50-80-14-
7124, -7189, -7190 and -7197 (Figure 2). SIHP # 50-80-14-7124 consists of 31 historic building 
remnants features (Features A – EE), generally located just beneath the modern layers of fill. 
These included brick and mortar clusters, slabs of concrete/basalt, concrete footings with metal 
supports, large slabs of very hard, corroded, melted metal, and pit features containing demolition 
debris. SIHP # 50-80-14-7189 consists of a layer of burnt historic debris, suspected to be from 
the open air burning of urban refuse during the early 1900s. The charred remains were then 
utilized to fill in the unwanted wetlands around the project area. The observed cultural materials 
included glass bottles, ceramics, and other domestic waste. SIHP # 50-80-14-7190 consisted of 
old salt pan remnants, presenting as an approximately 5 cm thick layer of alternating peat and 
clay striations. SIHP # 50-80-14-7197 consisted of a sandy cultural layer containing one late pre-
contact/early post-contact fire pit feature (Feature 1) observed in Test Trench 26. SIHP -7197 
Feature 1 contained a large amount of charcoal and fire cracked rock.  

Table 1 contains columns for the 78 test trenches and is provided to aid in the discussion of 
the trenches. Table 1 provides the depth of each trench and whether sand, an A-horizon (SIHP # 
- 7190 or -7197), or evidence of SIHP # -7124 and -7189 are present. Additionally, the table 
explains which type of sand (natural, ‘pushed’ project area fill or both), which A-horizon (SIHP 
# -7190 or -7197), and which features of SIHP # -7124 are present. The total thickness of the 
sand is also provided to give a better understanding of the areas that contain a more substantial 
sand presence. Locations where the sand is thicker may contain both natural and ‘pushed’ fill 
sand, which suggests that many of these trenches are less likely to contain significant finds (i.e. 
burials). 
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Figure 1. Survey map of the Block 2 parking lot parcel (KAK-2) showing the locations of the 78 

test trenches 
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Figure 2. An aerial photograph with an overlay of SIHP # -7124, -7189, -7190 and 7197, as well 

as the locations of the 78 test trenches. 
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Table 1. Summary of the presence of sand, sand thickness, A-horizon (SIHP # -7190 and -7197), 
and SIHP # -7124 and -7189 observed in the 78 Test Trenches performed during the 
current archaeological testing. Phase II trenches were originally labeled Trenches 101-
142. These have been relabeled Trenches 37-78 

Trench Maximum 
Depth (m) 

Presence 
of Sand 

Total Sand 
Thickness 
(cm) 

A-Horizon 
(SIHP #  
-7190 or  
-7197) 

SIHP # –7124 
Building 
Remnants 

SIHP # -7189 
Burnt Trash 

1 1.45 None  None None Yes 

2 1.44 None  None None Yes 

3 1.58 Yes; 
Natural 

20 None None None 

4 1.59 Yes; 
‘Pushed’ 
P.A. Fill 
and 
Natural 

40 None None None 

5 1.65 Yes; 
Natural 

63 None SIHP # -7124, 
Feature A 

None 

6 1.75 Yes; 
Natural 

60 None None None 

7 1.60 Yes; 
‘Pushed’ 
P.A. Fill 
and 
Natural 

37 None SIHP # -7124, 
Feature B 

None 

8 1.62 Yes; 
‘Pushed’ 
P.A. Fill 
and 
Natural 

29 SIHP # -
7190 

SIHP # -7124, 
Feature C 

Yes 

9 1.67 Yes; 
‘Pushed’ 
P.A. Fill 

37 SIHP # -
7190 

SIHP # -7124, 
Feature D 

Yes 

10 1.65 Yes; 
Natural 

47 None None None 

11 1.53 None  SIHP # -
7190 

SIHP # -7124, 
Feature E 

Yes 
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Trench Maximum 
Depth (m) 

Presence 
of Sand 

Total Sand 
Thickness 
(cm) 

A-Horizon 
(SIHP #  
-7190 or  
-7197) 

SIHP # –7124 
Building 
Remnants 

SIHP # -7189 
Burnt Trash 

12 1.55 None  None SIHP # -7124, 
Feature F 

None 

13 1.44 Yes; 
Natural 

44 None None Yes 

14 1.52 None  None None None 

15 1.60 None  None SIHP # -7124, 
Feature G 

Yes 

16 2.11 Yes; 
Natural 

90 None None None 

17 1.35 Yes; 
Natural; 
only in 
edge of 
trench 

40 None None None 

18 2.20 None  None None None 

19 1.96 None  None None Yes 

20 2.05 Yes; 
‘Pushed’ 
P.A. Fill 
and 
Natural 

80 SIHP # -
7190 

None None 

21 2.12 None  None SIHP # -7124, 
Feature H 

Yes 

22 1.98 None  None None Yes 

23 1.55 Yes; 
Natural 

20 SIHP # -
7190 

None Yes 

24 1.93 None  SIHP # -
7190 

SIHP # -7124, 
Feature I 

Yes 

25 1.75 None  SIHP # -
7190 

None Yes 

26 1.90 Yes; 
Natural 

60 SIHP # -
7197 
Feature 1 

None Yes 
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Trench Maximum 
Depth (m) 

Presence 
of Sand 

Total Sand 
Thickness 
(cm) 

A-Horizon 
(SIHP #  
-7190 or  
-7197) 

SIHP # –7124 
Building 
Remnants 

SIHP # -7189 
Burnt Trash 

27 1.77 Yes; 
Natural 

83 SIHP # -
7190 

SIHP # -7124, 
Feature J 

Yes 

28 1.56 None  SIHP # -
7190 

SIHP # -7124, 
Feature K 

Yes 

29 1.75 None  None SIHP # -7124, 
Feature L 

Yes 

30 1.65 None  SIHP # -
7190 

SIHP # -7124, 
Feature M 

Yes 

31 1.71 Yes; 
Natural 

86 None SIHP # -7124, 
Feature N 

Yes 

32 1.75 None  SIHP # -
7190 

SIHP # -7124, 
Feature O 

Yes 

33 1.75 None  None SIHP # -7124, 
Feature P 

Yes 

34 1.65 Yes; 
Natural 

20 None None Yes 

35 1.72 None  None None Yes 

36 1.71 Yes; 
Natural 

80 None SIHP # -7124, 
Feature Q 

None 

37 
(101) 

2.07 None  None None Yes 

38 
(102) 

2.10 None  None None Yes 

39 
(103) 

1.64 None  None None Yes 

40 
(104) 

1.85 Yes; 
Natural 

110 None None None 

41 
(105) 

1.72 Yes; 
Natural 

33 None None None 

42 
(106) 

1.70 Yes; 
Natural 

90 SIHP # -
7190 

None None 

43 
(107) 

1.85 None  None None Yes 
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Trench Maximum 
Depth (m) 

Presence 
of Sand 

Total Sand 
Thickness 
(cm) 

A-Horizon 
(SIHP #  
-7190 or  
-7197) 

SIHP # –7124 
Building 
Remnants 

SIHP # -7189 
Burnt Trash 

44 
(108) 

1.50 Yes; 
‘Pushed’ 
P.A. Fill 
and 
Natural 

80 SIHP # -
7190 

None Yes 

45 
(109) 

1.50 Yes; 
‘Pushed’ 
P.A. Fill 

65 SIHP # -
7190 
Multiple 
Layers 

SIHP # -7124, 
Feature R 

None 

46 
(110) 

1.55 None  None None Yes 

47 
(111) 

1.50 None  SIHP # -
7190 

None Yes 

48 
(112) 

1.85 Yes; 
Natural 

105 None SIHP # -7124, 
Feature S 

None 

49 
(113) 

1.60 Yes; 
‘Pushed’ 
P.A. Fill 

35 SIHP # -
7190 

None Yes 

50 
(114) 

1.55 Yes; 
Natural 

70 None None Yes 

51 
(115) 

1.50 Yes; 
Natural 

52 None SIHP # -7124, 
Feature T 

Yes 

52 
(116) 

1.40 Yes; 
Natural 

37 None SIHP # -7124, 
Feature U 

Yes 

53 
(117) 

1.78 Yes; 
Natural 

83 None None None 

54 
(119) 

1.38 Yes; 
Natural 

50 None None Yes 

55 
(119) 

1.38 Yes; 
‘Pushed’ 
P.A. Fill 

17 SIHP # -
7190 

None Yes 

56 
(120) 

1.90 None  None None None 

57 
(121) 

1.78 Yes; 
Natural 

87 None None Yes 

58 
(122) 

1.42 Yes: 
Natural 

68 None None Yes 
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Trench Maximum 
Depth (m) 

Presence 
of Sand 

Total Sand 
Thickness 
(cm) 

A-Horizon 
(SIHP #  
-7190 or  
-7197) 

SIHP # –7124 
Building 
Remnants 

SIHP # -7189 
Burnt Trash 

59 
(123) 

1.51 Yes; 
Natural 

90 None None None 

60 
(124) 

1.55 None  SIHP # -
7190 

None Yes 

61 
(125) 

1.55 Yes; 
‘Pushed’ 
P.A. Fill 

18 SIHP # -
7190 

None Yes 

62 
(126) 

1.58 Yes; 
‘Pushed’ 
P.A. Fill 
and 
Natural 

15 SIHP # -
7190 

None None 

63 
(127) 

1.55 Yes; 
‘Pushed’ 
P.A. Fill 

37 SIHP # -
7190 

None Yes 

64 
(128) 

1.60 Yes; 
‘Pushed’ 
P.A. Fill 

25 SIHP # -
7190 

SIHP # -7124, 
Feature V 

None 

65 
(129) 

1.80 Yes; 
‘Pushed’ 
P.A. Fill 
and 
Natural 

80 None SIHP # -7124, 
Feature W 

None 

66 
(130) 

1.65 Yes; 
Natural 

70 None SIHP # -7124, 
Feature X 

None 

67 
(131) 

1.73 Yes; 
‘Pushed’ 
P.A. Fill 

46 SIHP # -
7190 

SIHP # -7124, 
Feature Y 

None 

68 
(132) 

1.70 Yes; 
Natural 

65 None None None 

69 
(133) 

1.74 Yes; 
Natural 

92 None SIHP # -7124, 
Feature Z 

None 

70 
(134) 

1.72 Yes; 
‘Pushed’ 
P.A. Fill 
and 
Natural 

58 None None Yes 

71 
(135) 

1.62 Yes; 
‘Pushed’ 

47 None SIHP # -7124, 
Feature AA 

None 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 46  Results of Fieldwork 

Archaeological Inventory Survey Report for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 9
TMK: [1] 2-1-030:001, 043  

 

Trench Maximum 
Depth (m) 

Presence 
of Sand 

Total Sand 
Thickness 
(cm) 

A-Horizon 
(SIHP #  
-7190 or  
-7197) 

SIHP # –7124 
Building 
Remnants 

SIHP # -7189 
Burnt Trash 

P.A. Fill 
and 
Possibly 
Natural 

72 
(136) 

1.63 None  None None Yes 

73 
(137) 

1.60 None  None SIHP # -7124, 
Feature BB 

Yes 

74 
(138) 

1.62 None  None None Yes 

75 
(139) 

1.70 None  None SIHP # -7124, 
Feature CC 

Yes 

76 
(140) 

1.60 None  None SIHP # -7124, 
Feature DD 

Yes 

77 
(141) 

1.50 None  None None Yes 

78 
(142) 

1.62 None  None SIHP # -7124, 
Feature EE 

Yes 
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1.1 Trench Documentation 

1.1.1 Test Trench 1 
Orientation:   NE-SW 
Trench Length:   6.15 m 
Trench Width (avg):  0.75 m  
Total Depth (max):   145 cmbs 
Profiled Wall:   Northwest 
Natural Sediment Attained: 140 cmbs 
Water Table:   N/A 

 

Strata Depth (cmbs) Description 
______________________________________________________________________________ 
 Ia 0-9 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrigenous 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot w/ very thin crushed coral base cobble base course 

 Ib 9-80 Fill: 2.5 YR 5/6 red clay; weak, fine crumb structure; firm moist, 
wet sticky consistency; no cementation; plastic; mixed 
marine/terrigenous origin; abrupt, wavy lower boundary. Grading 
fill containing coral cobbles, concrete chunks, and various modern 
to historic debris 

 Ic 48-142 Fill; 10 YR 4/1 dark gray silty loam; structureless (single-grain); 
friable moist, non-sticky wet consistency; non-plastic; mixed 
origin; abrupt, irregular lower boundary. Burnt debris (possibly 
incinerator fill) mixed with silt loam, coralline rocks 

 Id 93-115 Fill: 10 YR 5/4 yellowish brown coarse sandy loam; structureless 
(single-grain); weak, coarse, granular structure; very friable moist, 
non-sticky consistency; non-plastic; mixed marine/terrigenous 
origin; abrupt, irregular lower boundary. Hydraulic fill material 

 II 103-137 (BOE) Fill; 10 YR 3/1 very dark gray ash and debris; structureless; dry 
loose, moist loose consistency; no cementation; non-plastic; 
terrigenous origin; abrupt, smooth lower boundary. Burnt debris 
layer containing glass bottles, ceramics, faunal (saw-cut) bone, 
metal implements, various domestic waste items used as landfill 
material for covering over Kaka‘ako wetlands – SIHP # -7189 - 
open air burned debris from 1920s 

 III 129-145 (BOE) Gley 2 5/10G greenish gray sandy clay; moderate, fine, crumb 
structure; firm moist, sticky wet consistency; no cementation; 
plastic; marine origin; abrupt, smooth lower boundary. (Natural) 
marine-deposited sandy clay 
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Figure 3. Profile of the northwest wall of Test Trench 1 
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Figure 4. Photo of overview of Test Trench 1, view to northeast 

 

 
Figure 5. Photo of Test Trench 1 stratigraphy along northwest wall along southwest end of trench 

displaying multiple layers of fill overlying thin natural marine clay and the hard coral 
shelf 
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1.1.2 Test Trench 2 
Orientation:   NE-SW 
Trench Length:   6.14 m 
Trench Width (avg):  0.79 m  
Total Depth (max):   144 cmbs 
Profiled Wall:   Northwest 
Natural Sediment Attained: 134 cmbs 
Water Table:   N/A 

 

Strata Depth (cmbs) Description 
______________________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 5/1 gray; structureless; extremely hard dry 

consistency; indurated cementation; non-plastic; terrigenous 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot w/ very thin crushed coral base cobble base course 

 Ib 6-10 Fill; 10 YR 4/1 dark gray sandy coral; structureless (single-grain); 
dry loose consistency; weak cementation; non-plastic; mixed 
origin; clear, smooth lower boundary. Base course for overlying 
asphalt surface 

 Ic 8-80 Fill: 2.5 YR 3/3 dark reddish brown & 2.5 YR 5/8 red clay loam; 
weak, fine crumb structure; weakly coherent dry consistency; no 
cementation; plastic; terrigenous origin; diffuse, wavy lower 
boundary. Grading fill containing broken glass 

 Id 16-80 Fill; 2.5 YR 3/3 dark reddish brown clay with cinder; moderate, 
medium, granular structure; firm moist consistency; no 
cementation; plastic; terrigenous origin; clear, wavy lower 
boundary. Grading material containing glass bottles, ceramics, old 
utility pipes (clay & metal) 

 Ie 30-40 Fill: 5 YR 7.5/1 black cinder; weak, coarse, granular structure; 
loose dry consistency; non-plastic; terrigenous origin; abrupt, 
irregular lower boundary. (Volcanic) cinder fill 

 If 60-135 Fill; 2.5 YR 8/2 pale brown sandy clay; structureless (single-grain) 
moist friable consistency; no cementation; slightly plastic; marine 
origin; clear, wavy lower boundary. Historic hydraulic fill dredged 
from Honolulu Harbor area for covering over Kaka‘ako wetlands 

 II 132-144 (BOE) Fill; 2.5 YR 3/3 dark reddish brown clay loam w/ ash; 
structureless; non-sticky wet consistency; no cementation; non-
plastic; terrigenous origin; abrupt, smooth lower boundary. Burnt 
debris layer containing glass bottles, ceramics, faunal (saw-cut) 
bone, metal implements, various domestic waste items used as 
landfill material for covering over Kaka‘ako wetlands – SIHP # -
7189, open air burned debris from 1920s 
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 III 134-144 (BOE) Gley 2 6/1 greenish gray coral; structureless; extremely hard dry 
consistency; indurated cementation; non-plastic; marine origin; 
bottom of excavation. (Natural) hard coral shelf with marine clay 
diffusing into it 
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Figure 6. Profile of northwest wall of Test Trench 2 displaying multiple layers of historical fill material, abandoned utility lines, and 

areas of disturbance 
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Figure 7. Photo of Test Trench 2, view to north, showing location and orientation of excavation 

 
Figure 8. Photo of northwest wall of Test Trench 2 displaying the representative stratigraphy 

within the excavation 
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1.1.3 Test Trench 3 
Orientation:   NW-SE 
Trench Length:   6.15 m 
Trench Width (avg):  0.75 m  
Total Depth (max):   158 cmbs 
Profiled Wall:   Southwest 
Natural Sediment Attained: 145 cmbs 
Water Table:   N/A 

 
 

Strata Depth (cmbs) Description 
______________________________________________________________________________ 
 Ia 0-9 Asphalt; 10 YR 6/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot w/ very thin crushed coral base cobble base course 

 Ib 9-63 Fill: 10 YR 6/6 brownish yellow sandy silt w/ gravel; weak, fine 
crumb structure; hard dry consistency; no cementation; non-
plastic; mixed marine/terrestrial origin; abrupt, smooth lower 
boundary. Grading fill containing gravel, basalt cobbles, and 
various modern debris 

 Ic 55-93 Fill; 10 YR 4/2 dark grayish brown silty clay loam; moderate, fine, 
crumb structure; hard dry, firm moist, wet non-sticky consistency; 
non-plastic; terrigenous origin; abrupt, smooth lower boundary. 
Modern grading fill containing debris 

 Id 93-115 Fill: 10 YR 5/3 brown sandy clay with various sized mottles of 10 
YR 5/1 gray coral and 10 YR 8/3 very pale brown medium sand; 
structureless (single-grain); firm moist, slightly sticky consistency; 
slightly plastic; marine origin; abrupt, smooth lower boundary. 
Hydraulic fill material likely dredged from Honolulu Harbor area 
for covering over Kaka‘ako wetlands 

 IIa 127-147 10 YR 4/4 dark yellowish brown sandy clay; structureless (single-
grain); moist firm, wet slightly sticky consistency; no cementation; 
non-plastic; marine origin; abrupt, smooth lower boundary. 
(Natural) wetland sediment 

 IIb 145-158 (BOE) Gley 2 6/1 greenish gray sandy clay; structureless (single grain) 
moist firm, wet slightly sticky consistency; no cementation; non-
plastic; marine origin; very abrupt, smooth lower boundary. 
Marine deposited sandy clay overlying coral shelf 
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Figure 9. Profile of southwest wall of Test Trench 3 
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Figure 10. Photo of overview of Test Trench 3, view to northwest 

 

 
Figure 11. Photo of southwest wall of Test Trench 3 at its southeast end, showing stratigraphic 

layer
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1.1.4 Test Trench 4 
Orientation:   NE-SW 
Trench Length:   6.15 m 
Trench Width (avg):  0.75 m  
Total Depth (max):   159 cmbs 
Profiled Wall:   Southeast 
Natural Sediment Attained: 103 cmbs 
Water Table:   N/A 

 
Strata Depth (cmbs) Description 
______________________________________________________________________________ 
 Ia 0-9 Asphalt; 10 YR 6/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrigenous 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot w/ very thin crushed coral base cobble base course 

 Ib 9-49 Fill: 10 YR 6/3 pale brown sandy loam with coral, gravel; weak, 
fine crumb structure; dry weakly coherent, moist very friable 
consistency; no cementation; non-plastic; mixed marine/terrestrial 
origin; abrupt, wavy lower boundary. Grading fill containing coral 
cobbles, basalt gravel, and various modern construction debris 

 Ic 38-95 Fill; 10 YR 3/1 very dark gray silty clay loam; weak, medium, 
crumb structure; dry loose, moist friable consistency; non-plastic; 
terrigenous origin; abrupt, irregular lower boundary. Grading fill 
containing coral cobbles and construction debris 

 II 70-105 Fill: Gley 2 6/5BG greenish gray sandy clay; moderate, finem, 
crumb structure; firm moist, sticky consistency; slightly plastic; 
marine origin; abrupt, smooth lower boundary. Local sediment 
excavated to form possible ‘salt pan’ 

 IIIa 103-143 10 YR 6/2 light brownish gray clayey sand; structureless (single-
grain); moist firm, wet slightly sticky consistency; no cementation; 
non-plastic; marine origin; diffuse, smooth lower boundary. 
Natural (marine) clay sand containing small roots with upper 
surface having a calcified ‘cap’ 

 IIIb 140-159 (BOE) Gley 2 7/10G light greenish gray sandy clay; structureless (single-
grain); moist firm, wet sticky consistency, slightly plastic; marine 
origin; abrupt smooth lower boundary. Natural sandy clay 
overlying coral shelf  
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Figure 12. Profile of southeast wall of Test Trench 4 displaying layers of modern fill material (Strata Ia-c) overlying a possible salt 

pan deposit (Stratum II) followed by natural wetland/marine sediments (Strata IIIa-b) 
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Figure 13. Photo of overview of Test Trench 4, view to southwest 

 

 
Figure 14. Photo of southeast wall of Test Trench 4 showing stratigraphic levels, view to 

southwest
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1.1.5 Test Trench 5 
Orientation:   NW-SE 
Trench Length:   6.25 m 
Trench Width (avg):  0.80 m  
Total Depth (max):   165 cmbs 
Profiled Wall:   Northeast 
Natural Sediment Attained: 97 cmbs 
Water Table:   N/A 

 

Strata Depth (cmbs) Description 
______________________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot 

 Ib 6-10 Fill: 10 YR 4/1 dark gray sandy loam; structureless (single-grain); 
dry loose consistency; no cementation; non-plastic; mixed 
marine/terrestrial origin; clear, smooth lower boundary. Base 
coarse layer for modern asphalt surface 

 Ic 10-32 Fill; 2.5 YR 3/3 dark reddish brown clay loam; weak, fine, crumb 
structure; dry weakly coherent consistency; non-plastic; 
terrigenous origin; diffuse, wavy lower boundary. Grading fill 
containing modern and historic debris (glass, metal) including 
material from demolished historic buildings (concrete, red brick, 
mortar). SIHP # -7124, Feature A 

 Id 35-65 Fill: 5 YR 2.5/1 black cinder; weak, coarse, granular structure; dry 
loose consistency; non-plastic; terrigenous origin; abrupt, irregular 
lower boundary. (Volcanic) cinder fill material 

 Ie 32-100 Fill; 2.5 YR 3/3 dark reddish brown clay; moderate, medium, 
crumb structure; moist firm consistency; no cementation; plastic; 
terrigenous origin; clear, smooth lower boundary. Historic 
imported grading fill 

 IIa 97-126 10 YR 6/2 light brownish gray sand; structureless (single-grain); 
moist loose consistency; non-plastic; mixed origin; diffuse, smooth 
lower boundary. Natural marine sand 

 IIb 110-160 10 YR 7/4 very pale brown sand; structureless (single-grain); moist 
loose consistency; non-plastic; mixed origin; clear, smooth lower 
boundary. Natural marine sand contains pit-like feature (A-2) with 
charcoal and metal fragments (historic deposition) 

 III 158-165 (BOE) Gley 1 6/- gray sandy clay; structureless (single-grain); moist firm 
consistency; slightly plastic; marine origin; abrupt, smooth lower 
boundary. Marine sandy clay overlying hard coral shelf 
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Figure 15. Profile of northeast wall of Test Trench 5; Feature A-1 is remnants of a previous building, Feature A-2 is a deposit of 

historic debris 
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Figure 16. Photo of Test Trench 5, view to northwest, showing location and orientation 

 

 
Figure 17. Photo of northeast wall profile for Test Trench 5 on its northwest end showing 

stratigraphy 

 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 46  Results of Fieldwork 

Archaeological Inventory Survey Report for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 26
TMK: [1] 2-1-030:001, 043  

 

1.1.6 Test Trench 6 
Orientation:   NW-SE 
Trench Length:   6.10 m 
Trench Width (avg):  0.75 m  
Total Depth (max):   175 cmbs 
Profiled Wall:   Northeast 
Natural Sediment Attained: 103 cmbs 
Water Table:   173 cmbs 

 
 

Strata Depth (cmbs) Description 
______________________________________________________________________________ 
 Ia 0-9 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot 

 Ib 9-23 Fill; 10 YR 8/2 very pale brown crushed coral; structureless 
(massive); dry very hard consistency; non-plastic; marine origin; 
abrupt, smooth lower boundary. Base course for overlying asphalt 
surfacing 

 Ic 18-65 Fill; 10 YR 8/3 brown silty clay loam with coral, basalt; weak, 
fine, crumb structure; dry hard, moist firm consistency; slightly 
plastic; mixed origin; abrupt, wavy and irregular lower boundary. 
Grading fill containing coral cobbles, basalt rocks, and 
construction debris (wire, red bricks, metal ties) 

 Id 38-111 Fill; 10 YR 7/3 very pale brown coral with coarse sand; 
structureless (single-grain); dry loose consistency; non-plastic; 
marine origin; very abrupt, irregular lower boundary. Marine based 
fill material 

 Ie 47-75 Fill; 10 YR 5/1 gray basalt gravel; structureless (massive); dry 
loose consistency; non-plastic; terrigenous origin; very abrupt, 
irregular lower boundary. Fill material from modern subsurface 
activity 

 IIa 37-85 Fill: 5 YR 3/2 dark reddish brown clay loam with mottling of 10 
YR 2/1 black cinder; moderate, fine, crumb structure; very firm 
moist, wet non-sticky consistency; no cementation; non-plastic; 
terrigenous origin; abrupt, smooth lower boundary. Historic 
grading fill containing cinder to cover hydraulic fill deposit 

 IIb 80-106 Fill; 10 YR 8/2 very pale brown clay; moderate, fine crumb 
structure; very firm moist, sticky wet consistency; plastic; marine 
origin; abrupt, smooth lower boundary. Historic hydraulic fill 
material likely dredged from Honolulu Harbor area for covering 
over Kaka‘ako wetlands 
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 IIc 93-115 Fill; 10 YR 5/2 grayish brown sandy clay with three medium to 
large mottles of 10 YR 3/2 very dark grayish brown clay loam; 
structureless (single-grain); firm moist, wet sticky consistency; 
slightly plastic; mixed marine/terrestrial origin; abrupt, irregular 
lower boundary. Backfill material for historic pit feature composed 
of overlying material (Str IIa-b) 

 IIIa 103-119 A-horizon; 10 YR 6/3 pale brown sandy loam; moderate, fine to 
coarse, granular structure; moist firm, wet non-sticky consistency; 
no cementation; non-plastic; mixed origin; diffuse, smooth lower 
boundary. Former natural surface 

 IIIb 115-175 (BOE) 10 YR 7/4 very pale brown medium to coarse sand; structureless 
(single-grain); moist loose consistency; non-plastic; marine origin; 
diffuse, smooth lower boundary. Natural marine sand deposit 
partially overlies coral shelf 

 IIIc 170-175 (BOE) 10 YR 7/2 light gray sandy clay; moderate, fine to medium, 
granular/crumb structure; moist friable, wet slightly sticky 
consistency; non-plastic; marine origin; abrupt, smooth lower 
boundary. Natural marine sandy clay overlying hard coral shelf 
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Figure 18. Profile of northeast wall of Test Trench 6 
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Figure 19. Photo of Test Trench 6, view to west, showing location and orientation of excavation 

 

 
Figure 20. Photo of northeast wall of Test Trench 6 on its northwest end showing stratigraphy  
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1.1.7 Test Trench 7 
Orientation:   NE-SW 
Trench Length:   6.25 m 
Trench Width (avg):  0.82 m  
Total Depth (max):   160 cmbs 
Profiled Wall:   Southeast 
Natural Sediment Attained: 120 cmbs 
Water Table:   N/A 

 

Strata Depth (cmbs) Description 
______________________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot 

 Ib 6-10 Fill; 10 YR 4/1 dark gray sandy loam; structureless (single-grain); 
dry loose consistency; non-plastic; mixed origin; clear, smooth 
lower boundary. Base course for overlying asphalt surface 

 Ic 10-35 Fill; 7.5 YR 6/4 light yellowish brown silt loam; weak, medium, 
crumb structure; dry loose consistency; no cementation; non-
plastic; terrigenous origin; very abrupt, smooth lower boundary. 
Historic grading fill containing coral cobbles and basalt boulders 

 Id 35-75 Fill; 5 YR 2.5/1 black cinder; weak, coarse, granular structure; dry 
loose consistency; no cementation; non-plastic; terrigenous origin; 
abrupt, irregular lower boundary. (Volcanic) cinder fill 

 Ie 35-107 Fill: 2.5 YR 3/3 dark reddish brown clay; moderate, medium, 
crumb structure; firm moist consistency; plastic; terrigenous 
origin; abrupt, wavy lower boundary. Terrigenous fill containing 
construction material from previously existing historic structures. 
SIHP # -7124, Feature B 

 If 90-150 Fill; 10 YR 5/2 grayish brown sandy loam; structureless (single-
grain); moist loose consistency; mixed origin; abrupt, wavy lower 
boundary. Disturbed (backfilled) sand mixed with silty loam 

 II 85-122 Fill; 7.5 YR 8/3 pink fine grain sand; structureless (single-grain); 
moist loose consistency; non-plastic; marine origin; clear, smooth 
lower boundary. Sand fill ‘pushed’ from the nearby surrounding 
area. 

 IIIa 120-130 A-horizon; 10 YR 6/3 pale brown fine grain sand; structureless 
(single-grain); moist loose consistency; clear, smooth lower 
boundary. Former natural surface layer overlain by tidal sand 
deposit 
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 IIIb 125-160 10 YR 8/4 very pale brown sand; structureless (single-grain); moist 
loose consistency; non-plastic; marine origin; clear, smooth lower 
boundary; contains some fine roots that likely came from 
vegetation that grew within Stratum IIIb 

 IV 158-160(BOE) Gley 1 6/- gray sandy clay; structureless (single-grain); moist firm 
structure; slightly plastic; marine origin; diffuse, smooth lower 
boundary. Marine sandy clay overlying hard coral shelf 
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Figure 21. Profile for the southeast wall of Test Trench 7. Note the concrete building remnant and demolition debris 
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Figure 22. Photo of Test Trench 7, view southwest, showing location and orientation of 

excavation with South Street to right and Restaurant Row and One Waterfront Tower 
(mauka) in background 

 
Figure 23. Photo of southeast wall profile for Test Trench 7 stratigraphy on its southwest end 

showing A-horizon 
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1.1.8 Test Trench 8 
Orientation:   NE-SW 
Trench Length:   6.17 m 
Trench Width (avg):  0.77 m  
Total Depth (max):   162 cmbs 
Profiled Wall:   Northwest 
Natural Sediment Attained: 127 cmbs 
Water Table:   N/A 

 

Strata Depth (cmbs) Description 
______________________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot  

 Ib 6-12 Fill; 10 YR 6/2 light brownish gray coral w/ very coarse sand; 
structureless (single-grain); dry slightly hard consistency; weak 
cementation; non-plastic; marine origin; very abrupt, smooth lower 
boundary. Crushed coral base cobble & sand base course 

 Ic 12-106 Fill: 10 YR 5/3 silty clay loam; weak, fine crumb structure; dry 
hard, friable moist consistency; no cementation; non-plastic; mixed 
marine/terrestrial origin; abrupt, smooth lower boundary. Grading 
fill containing coral cobbles, concrete chunks, and various modern 
to historic debris, foundations from previous building structures 
that existed within project area. SIHP # -7124, Feature C 

 Id 102-113 Fill; 10 YR 5/1 gray clay; moderate, fine, crumb structure; firm 
moist, sticky wet consistency; plastic; marine origin; abrupt, 
smooth lower boundary. Historic hydraulic fill material likely 
dredged from Honolulu Harbor area for covering over Kaka‘ako 
wetlands 

 II 112-124 Fill: 10 YR 2/1 black ash and burnt debris; structureless (massive); 
friable moist consistency; non-plastic; terrigenous origin; abrupt, 
smooth lower boundary. Burnt debris layer containing glass 
bottles, ceramics, faunal (saw-cut) bone, metal implements, 
various domestic waste items used as landfill material for covering 
over Kaka‘ako wetlands – SIHP # -7189 burned debris from 1920s 

 IIIa 113-42 Fill; Gley 2 6/5BG greenish gray sandy clay; moderate, fine to 
coarse, granular/crumb structure; moist very firm, wet sticky 
consistency; slightly plastic; abrupt, smooth lower boundary. 
Natural tidal-deposited sandy clay overlying former natural surface 

 IIIb 136-154 A-Horizon; 10 YR 5/4 yellowish brown sandy loam peat; 
moderate, fine, crumb structure; firm moist, wet sticky 
consistency; plastic; mixed origin; abrupt, smooth lower boundary; 
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contains many medium to coarse roots. Former historic surface 
layer with dense amount of organic material – compression from 
overlying fill layers created peat-like material. Likely associated 
with the salt pans 

 IIIc 148-162 (BOE) Gley 2 7/10G greenish gray sandy clay; moderate, medium to 
coarse, granular structure; moist firm, wet slightly sticky 
consistency; slightly plastic; marine origin; very abrupt, smooth 
lower boundary. Natural (marine) sandy clay deposit overlying 
coral shelf 
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Figure 24. Profile of northwest wall for Test Trench 8. Note the historic building remnants (SIHP # -7124, Feature C) 
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Figure 25. Photo of overview of Test Trench 8, view to northeast, with remnant historic building 

foundation in foreground (within trench) 

 

 
Figure 26. Photo of northwest wall profile for Test Trench 8 at its southwest end showing 

stratigraphy; note former building foundation to left 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 46  Results of Fieldwork 

Archaeological Inventory Survey Report for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 38
TMK: [1] 2-1-030:001, 043  

 

 

 
Figure 27. Photo of northeast of Test Trench 8 showing stratigraphy along its northwest wall 
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1.1.9 Test Trench 9 
Orientation:   NE-SW 
Trench Length:   6.19 m 
Trench Width (avg):  0.75 m  
Total Depth (max):   167 cmbs 
Profiled Wall:   Northwest 
Natural Sediment Attained: 120 cmbs 
Water Table:   N/A 

 

Strata Depth (cmbs) Description 
______________________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot  

 Ib 6-56 Fill; 10 YR 5/3 brown silty loam; weak, fine, crumb structure; dry 
loose consistency; no cementation; non-plastic; terrigenous origin; 
abrupt, smooth lower boundary. Modern grading fill containing 
construction and domestic debris, remnants from demolition of 
former buildings  

 Ic 31-43 Fill; 10 YR 8/2 very pale brown crushed coral; structureless 
(massive); hard, dry consistency; non-plastic; marine origin; 
abrupt, irregular lower boundary. Crushed coral cobble fill 

 Id 40-101 Fill; 7.5 YR 4/2 brown clay loam with mottling of 10 YR 2/1 black 
cinder; moderate, fine, crumb structure; friable to firm moist 
consistency; slightly plastic; mixed origin; abrupt, wavy lower 
boundary. Grading fill with crushed coral cobbles, covers brick 
and mortar foundation structures from previous building that 
existed within project area. SIHP # -7124, Feature D 

 II 93-144 Fill; 10 YR 5/4 yellowish brown clay loam and ash; weak, fine, 
crumb structure; firm moist consistency; slightly plastic; 
terrigenous origin; very abrupt, smooth lower boundary. Burnt 
debris layer containing glass bottles, ceramics, faunal (saw-cut) 
bone, metal implements, various domestic waste items used as 
landfill material for covering over Kaka‘ako wetlands – SIHP # -
7189, open air burned debris from 1920s 

 IIIa 120-157 Fill; 10 YR 6/2 light grayish brown sandy clay; moderate, fine, 
crumb structure; moist firm, wet sticky consistency; plastic; abrupt, 
smooth lower boundary. Sand ‘pushed’ from nearby or from within 
the project area. 

 IIIb 150-161 A-Horizon; 10 YR 5/2 grayish brown clay loam peat; weak, fine, 
crumb structure; firm moist, wet sticky consistency; plastic; mixed 
origin; abrupt, smooth lower boundary; contains many medium 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 46  Results of Fieldwork 

Archaeological Inventory Survey Report for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 40
TMK: [1] 2-1-030:001, 043  

 

roots. Former historic surface layer with dense amount of organic 
material – compression from overlying fill layers created peat-like 
material. Likely associated with the salt pans 

 IIIc 157-167 (BOE) Gley 2 5/5BG greenish gray sandy clay; moderate, medium, 
granular structure; wet sticky consistency; slightly plastic; marine 
origin; abrupt, smooth lower boundary. Natural (marine) sandy 
clay deposit overlying coral shelf 
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Figure 28. Profile of northwest wall for Test Trench 9. Note the brick and mortar building remnant (SIHP # -7124, Feature D) 
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Figure 29. Photo of overview of Test Trench 9, view to southwest 

 
Figure 30. Photo of red brick and mortar foundation remnant located at northeast end of test 

trench 9 
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Figure 31. Photo of northeast end of Test Trench 9 showing stratigraphic layers along its 

northwest wall 
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1.1.10 Test Trench 10 
Orientation:   NE-SW 
Trench Length:   6.30 m 
Trench Width (avg):  0.80 m  
Total Depth (max):   165 cmbs 
Profiled Wall:   Southeast 
Natural Sediment Attained: 104 cmbs 
Water Table:   N/A 

 

Strata Depth (cmbs) Description 
______________________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot  

 Ib 6-10 Fill; 10 YR 4/1 dark gray sandy loam; structureless (single-grain); 
dry loose consistency; no cementation; non-plastic; mixed origin; 
clear, smooth lower boundary. Base course material for overlying 
asphalt surfacing 

 Ic 10-80 Fill; 10 YR 5/3 brown sandy loam; structureless (single-grain); dry 
loose consistency; non-plastic; mixed origin; abrupt, smooth lower 
boundary. Imported fill/disturbed (back) fill from 1990s 
remediation project 

 Id 50-75 Fill; 10 YR 7/3 very pale brown sandy clay; structureless (single-
grain); dry weakly coherent structure; non-plastic; mixed origin; 
clear, irregular lower boundary. Historic fill for building up land 
grade for development 

 Ie 80-96 Fill; 5 YR 2.5/1 black cinder; weak, coarse, granular structure; dry 
loose consistency; non-plastic; terrigenous origin; abrupt, irregular 
lower boundary. (Volcanic) cinder fill 

 If 83-110 Fill; 10 YR 3/2 very dark grayish brown sandy clay; structureless 
(single-grain); firm moist consistency; slightly plastic; marine 
origin; abrupt, irregular lower boundary. Historic hydraulic fill 
material likely dredged from Honolulu Harbor area for covering 
over Kaka‘ako wetlands – contains two historic debris deposit 
‘features’ 

 Ig 86-160 Fill; 2.5 YR 8/2 pale yellow very coarse sand with coral cobbles; 
weak, very coarse, blocky structure; dry loose consistency; non-
plastic; marine origin; clear, irregular lower boundary. Marine 
based fill material, includes several large coral ‘blocks’ 

 Ih 87-108 Fill; 10 YR 5/2 grayish brown clay; moderate, very fine, crumb 
structure; firm moist consistency; slightly plastic; terrigenous 
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origin; clear, irregular lower boundary. Fill material from historic 
excavation 

 II 104-116 A-Horizon; 7.5 YR 5/2 brown fine sand; structureless (single-
grain); moist loose consistency; non-plastic; mixed origin; clear, 
smooth lower boundary. Former natural surface with small 
charcoal flecks 

 IIIa 107-154 7.5 YR 8/3 pink fine sand; structureless (single-grain); moist loose 
consistency; non-plastic; marine origin; clear, wavy lower 
boundary. Natural marine sand deposit 

 IIIb 157-167 (BOE) Gley 1 6/- gray sandy clay; moderate, fine, crumb structure; moist 
firm consistency; slightly plastic; marine origin; abrupt, smooth 
lower boundary. Natural (marine) sandy clay deposit overlying 
coral shelf 
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Figure 32. Profile southeast wall of Test Trench 10 detailing high amount of historic and modern disturbances 
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Figure 33. Photo of Test Trench 10, view to southwest, showing location and orientation of 

excavation with Pohukaina Street in background 

 

 
Figure 34. Photo of southeast wall profile for Test Trench 10, showing representative 

stratigraphy
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1.1.11 Test Trench 11 
Orientation:   NW-SE 
Trench Length:   6.25 m 
Trench Width (avg):  0.75 m  
Total Depth (max):   153 cmbs 
Profiled Wall:   Southeast 
Natural Sediment Attained: 139 cmbs 
Water Table:   N/A 

 

Strata Depth (cmbs) Description 
______________________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot 

 Ib 6-10 Fill; 10 YR 6/3 pale brown crushed coral and clay; structureless 
(massive); dry hard consistency; non-plastic; mixed origin; abrupt, 
smooth lower boundary. Base course for overlying asphalt 
surfacing 

 Ic 10-150 (BOE) Fill; 10 YR 4/2 dark grayish brown silty clay loam w/ coral; 
structureless (massive); dry loose, moist loose consistency; non-
plastic; mixed origin; abrupt, irregular lower boundary. Modern 
grading fill contains crushed coral cobbles, historical and modern 
debris – glass and ceramics (broken and intact), nails, cut faunal 
bone, domestic debris; backfilled and mixed modern deposited 
sediments (Strata Id &e) from 1990s remediation project 

 Id 10-44 Fill; 10 YR 5/3 brown silt loam; weak, fine, crumb structure; dry 
loose consistency; non-plastic; terrigenous origin; abrupt, smooth 
lower boundary. Modern grading fill containing gravel, 
construction and domestic debris 

 Ie 32-45 Fill; 10 YR 3/1 very dark gray cinder and gravel; structureless 
(massive); dry loose consistency; non-plastic; mixed origin; abrupt, 
smooth lower boundary. Modern fill composed of a mixture of 
cinder, basalt gravel, crushed coral cobbles and red bricks – likely 
from demolition of previous structures (likely associated with 
SIHP # -7124, Feature E) 

 If 35-73 Fill; 10 YR 8/2 very pale brown clayey sand with coral cobbles; 
structureless (single-grain); dry loose consistency; no cementation; 
non-plastic; marine origin; abrupt, smooth lower boundary. 
Hydraulic fill used to cover burnt debris layer (Stratum IId), likely 
associated with dredging of Honolulu Harbor area for covering 
over Kaka‘ako wetlands 
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 Ig 60-127 Fill; 10 YR 7/4 very pale brown coarse sand and crushed coral; 
structureless (single-grain); moist loose consistency; non-plastic; 
marine origin; very abrupt, smooth lower boundary; marine based 
(dredged) fill deposited over historic burnt debris layer (Stratum 
IId) 

 Ih 92-120 Fill: 10 YR 3/2 very dark grayish brown clay loam with coral 
cobbles; moderate, fine, crumb structure; moist firm, wet sticky 
consistency; plastic; marine origin; very abrupt, wavy lower 
boundary. Marine based (dredged) fill material overlying historic 
burnt debris layer (Stratum IId) 

 II 112-145 Fill; 10 YR 4/1 dark gray clay loam with burnt debris; structureless 
(massive); moist friable, wet non-sticky consistency; no-plastic; 
terrigenous origin; very abrupt, wavy lower boundary. Burnt debris 
layer containing glass bottles, ceramics, faunal (saw-cut) bone, 
metal implements, various domestic waste items used as landfill 
material for covering over Kaka‘ako wetlands – SIHP # -7189, 
open air burned debris from 1920s 

 III 137-150 (BOE) A-Horizon; 10 YR 5/2 grayish brown sandy clay loam peat; 
moderate, fine, crumb structure; moist firm, wet sticky 
consistency; slightly plastic; abrupt, smooth lower boundary; 
contains many fine to medium roots. Former historic surface layer 
with dense amount of organic material – compression from 
overlying fill layers created peat-like material. Likely associated 
with the salt pans 

 IV 147-153 (BOE) Gley 2 6/10G greenish gray sandy clay; moderate, fine, crumb 
structure; firm moist, wet sticky consistency; plastic; marine 
origin; abrupt, smooth lower boundary. Natural marine (deposited) 
sandy clay overlying hard coral shelf 
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Figure 35. Profile of southeast wall of Test Trench 11 depicting heavy modern disturbance along its northeast side (from 1990 

remediation project) and various fill layers 
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Figure 36. Photo of overview of Test Trench 11, view to northeast 

 
Figure 37. Photo of southwest end of Test Trench 11 
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1.1.12 Test Trench 12 
Orientation:   NW-SE 
Trench Length:   6.25 m 
Trench Width (avg):  0.78 m  
Total Depth (max):   155 cmbs 
Profiled Wall:   Northeast 
Natural Sediment Attained: N/A 
Water Table:   N/A 

 
Strata Depth (cmbs) Description 
______________________________________________________________________________ 
 Ia 0-7 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot  

 Ib 7-90 Fill; 5 YR 4/2 dark reddish gray loam with red clay mottling; 
moderate, medium, crumb structure; moist friable consistency; 
slightly plastic; terrigenous origin; clear, smooth lower boundary. 
Modern imported fill from recent (1990s) soil remediation project, 
contains construction and domestic debris including glass and 
ceramic fragments 

 Ic 58-150 (BOE) Fill; 7.5 YR 3/1 dark gray clay loam; weak, fine, crumb structure; 
moist friable consistency; slightly plastic; terrigenous origin. 
Imported fill material from soil remediation project, contains glass 
fragments; also probable remnant foundation structures from 
historic buildings (SIHP # -7124, Feature F) 

 Id 150-155 (BOE) Fill: 10 YR 5/1 gray basalt; structureless (massive); extremely hard 
dry consistency; non-plastic, terrigenous origin; bottom of 
excavation. Basalt pebbles, cobbles, and boulders forming a very 
hard surfacing likely for the temporary pond bottom used in the 
1990 remediation work – natural sediments including coral shelf 
may have been removed 
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Figure 38. Profile of northeast wall of Test Trench 12 showing modern fill material composing the entire stratigraphy and remains of 

historic building foundations (SIHP # -7124, Feature F) 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 46  Results of Fieldwork 

Archaeological Inventory Survey Report for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 54
TMK: [1] 2-1-030:001, 043  

 

 
Figure 39. Photo of Test Trench 12, view to northwest, showing location and orientation of 

excavation 

 

 
Figure 40. Photo of northeast wall profile for Test Trench 12 on its southeast end showing 

disturbed and imported fill from 1990s remediation project 
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Figure 41. Photo of Test Trench 12, view to east, showing disturbed sediments and remnant 

building structure thought to be from a historic building (SIHP # -7124, Feature F) 

 

 

1.1.13 Test Trench 13 
Orientation:   NW-SE 
Trench Length:   6.24 m 
Trench Width (avg):  0.72 m  
Total Depth (max):   144 cmbs 
Profiled Wall:   Southwest 
Natural Sediment Attained: 98 cmbs 
Water Table:   N/A 

 
Strata Depth (cmbs) Description 
______________________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot  

 Ib 6-36 Fill; 10 YR 5/3 brown silt loam; weak, fine, crumb structure; dry 
loose consistency; non-plastic; mixed origin; abrupt, wavy lower 
boundary. Modern grading fill with basalt gravel and coral 
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cobbles, contains construction material (gravel, nails, plastic 
sheeting, concrete chunks)  

 Ic 18-45 Fill; 10 YR 7/3 very pale brown very coarse sand with crushed 
coral cobbles; structureless (single-grain); dry loose consistency; 
non-plastic; marine origin; abrupt, wavy lower boundary. Marine 
based landfill material 

 Id 33-83 Fill; 10 YR 7/2 light gray crushed coralline cobbles and boulders; 
structureless (massive); hard dry consistency; non-plastic. Marine 
origin; abrupt, broken/discontinuous lower boundary; coral landfill 

 Ie 19-95 Fill; 10 YR 4/3 brown silty clay loam; weak, fine, crumb structure; 
dry loose consistency; non-plastic; mixed origin; abrupt, wavy 
lower boundary. Historic grading fill with coral and very coarse 
sand, contains various domestic waste – broken glass bottles, 
ceramics and burnt debris 

 If 48-76 Fill: 10 YR 8/3 very pale brown fine clayey sand; moderate, very 
fine, granular structure; moist firm, non-sticky consistency; non-
plastic; marine origin; very abrupt, irregular & 
broken/discontinuous lower boundary. Hydraulic fill overlying 
historic burnt waste layer (Stratum IId), likely associated with 
dredging of Honolulu Harbor area for covering over Kaka‘ako 
wetlands 

 II 72-110 Fill; 10 YR 4/2 dark grayish brown clay loam with burnt debris; 
moderate, fine, crumb structure; moist firm, wet sticky 
consistency; plastic; mixed origin; very abrupt, wavy lower 
boundary. Burnt debris layer containing glass bottles, ceramics, 
faunal (saw-cut) bone, metal implements, various domestic waste 
items used as landfill material for covering over Kaka‘ako 
wetlands – SIHP # -7189, open air burned debris from 1920s 

 IIIa 98-142 10 YR 7/3 very pale brown fine sandy clay; moderate, fine, crumb 
structure; moist firm, wet non-sticky consistency; non-plastic; 
marine origin; diffuse, smooth lower boundary. Natural marine 
sandy clay diffusing into coarser sandy clay layer 

 IIIb 119-144 (BOE) Gley 2 5/5BG greenish gray coarse sandy clay; moderate, medium 
to coarse, granular structure; moist firm, wet non-sticky 
consistency; non-plastic; marine origin; abrupt, smooth lower 
boundary. Natural (marine) sandy clay deposit overlying coral 
shelf 
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Figure 42. Profile of southwest wall of Test Trench 13 
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Figure 43. Photo of overview of Test Trench 13, view to northwest  

 
Figure 44. Photo of southeast end of Test Trench 13 showing stratigraphic layers 
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1.1.14 Test Trench 14 
Orientation:   NW-SE 
Trench Length:   6.26 m 
Trench Width (avg):  0.73 m  
Total Depth (max):   152 cmbs 
Profiled Wall:   Southwest 
Natural Sediment Attained: N/A 
Water Table:   N/A 

 
Strata Depth (cmbs) Description 
______________________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot  

 Ib 6-12 Fill; 10 YR 5/2 grayish brown clay loam; weak, fine, crumb 
structure; hard dry consistency; non-plastic; mixed origin; abrupt, 
smooth lower boundary. Base course material for overlying asphalt 
surface contains gravel and coral cobbles 

 Ic 12-110 Fill; 2.5 YR 4/4 reddish brown clay loam; moderate, fine, crumb 
structure, moist firm, wet sticky consistency; plastic; mixed origin; 
abrupt, wavy lower boundary. Fill material related to 1990s 
remediation project contains assorted debris – piping, gravel, 
wiring 

 Id 81-130 (BOE) Fill; 10 YR 6/2 light brownish gray silty clay loam; weak, fine to 
medium, crumb structure; dry loose, moist friable, wet non-sticky 
consistency; non-plastic; mixed origin; abrupt, wavy lower 
boundary. Waste material mixed into imported sediments for 
filling of ‘pond’ excavated during remediation work, mesh lining 
covers upper boundary sediment 

 Ie 121-152 (BOE) Fill: 10 YR 5/1 gray basalt; structureless (massive); extremely hard 
dry consistency; non-plastic, terrigenous origin; bottom of 
excavation. Basalt pebbles, cobbles, and boulders form a very hard 
surfacing likely for the temporary pond bottom used in the 1990 
remediation work – natural sediments including coral shelf may 
have been removed or basalt placed over coral 
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Figure 45. Profile of southwest wall of Test Trench 14 showing heavy disturbance to stratigraphy due to 1990s soil remediation 

project
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Figure 46. Photo of overview of Test Trench 14, view to southeast 

 
Figure 47. Photo of southeast end of Test Trench 14 showing disturbed sediments 
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1.1.15 Test Trench 15 
Orientation:   NE-SW 
Trench Length:   6.15 m 
Trench Width (avg):  0.80 m  
Total Depth (max):   160 cmbs 
Profiled Wall:   Southeast 
Natural Sediment Attained: 85 cmbs 
Water Table:   N/A 

 
Strata Depth (cmbs) Description 
______________________________________________________________________________ 
 Ia 0-5 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot 

 Ib 5-17 Fill; 10 YR 8/3 very pale brown sandy loam; structureless (single-
grain); dry loose consistency; non-plastic; mixed origin abrupt, 
smooth lower boundary. Modern grading fill with coralline pebbles 

 Ic 16-42 Fill; 5 YR 3/4 dark reddish brown clay loam; weak, medium, 
crumb structure; dry loose consistency; no cementation; non-
plastic; terrigenous origin; abrupt, smooth lower boundary. 
Historic fill material overlies concrete block flooring that is likely 
from historic buildings (SIHP # -7124, Feature G) 

 Id 40-55 Fill; 10 YR 8/1 white sandy clay; weak, medium, crumb structure; 
dry loose consistency; non-plastic; marine origin; abrupt, smooth 
lower boundary. Hydraulic fill unknown if from Honolulu Harbor 
dredging event or after 

 Ie 55-85 Fill; 2.5 YR 5/4 reddish brown clay loam; weak, fine, crumb 
structure; dry loose consistency; non-plastic; terrigenous origin; 
very abrupt, smooth lower boundary. Historic imported fill for 
covering marine/wetland area contains basalt cobbles, bird bone 
(non-articulating) 

 II 85-165 (BOE) Gley 1 6/- gray sandy clay; moderate, fine, crumb structure; moist 
firm consistency; slightly plastic; marine origin; abrupt, smooth 
lower boundary. Natural marine sandy clay deposit overlying hard 
coral shelf, upper 30 cm had been disturbed – saw cut cow bone 
deposit. A small portion of the various domestic waste items used 
as landfill material for covering over Kaka‘ako wetlands – SIHP # 
-7189, open air burned debris from 1920s 
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Figure 48. Profile of northwest wall Test Trench 15. Note the former building flooring (SIHP # -7124, Feature G) 
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Figure 49. Photo of Test Trench 15, view to southwest, showing location and orientation with 

Pohukaina Street in background and Keawe Street to left 

 
Figure 50. Photo of southeast wall profile for Test Trench 15 on its northeast end, showing 

representative stratigraphy 
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1.1.16 Test Trench 16 
Orientation:   NE-SW 
Trench Length:   6.20 m 
Trench Width (avg):  0.68 m  
Total Depth (max):   211 cmbs 
Profiled Wall:   Southeast 
Natural Sediment Attained: 75 cmbs 
Water Table:   194 cmbs 

 
Strata Depth (cmbs) Description 
______________________________________________________________________________ 
 Ia 0-5 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot  

 Ib 6-95 Fill; 10 YR 4/3 brown silty clay loam; weak, fine, crumb structure; 
dry loose, wet friable consistency; no cementation; non-plastic; 
mixed origin; very abrupt, wavy lower boundary. Modern grading 
fill composed of coral and basalt cobbles, gravel, contains 
construction and domestic debris (nails, wire, broken glass) as well 
as remnants from demolition of former historic buildings (bricks, 
concrete chunks) 

 Ic 48-68 Fill; 10 YR 8/3 very pale brown crushed coral; structureless 
(massive); very hard, dry consistency; non-plastic; marine origin; 
very abrupt, irregular lower boundary. Crushed coral cobble fill 

 Id 62-107 Fill: 10 YR 6/2 light brownish gray fine grain clayey sand; 
structureless (single-grain); moist firm, wet non-sticky 
consistency; non-plastic; mixed origin; very abrupt, irregular lower 
boundary. Backfilled natural sediment containing domestic debris 
(broken glass, saw cut faunal bone, tree branch) 

 II 75-165 10 YR 7/4 very pale brown fine to coarse clayey sand; 
structureless (single-grain); moist firm, wet non-sticky 
consistency; non-plastic; marine origin, very abrupt, smooth lower 
boundary. Natural marine clayey sand with grain size becoming 
increasingly coarser with depth 

 III 159-211 (BOE) Gley 2 5/10G greenish gray sandy clay; moderate, medium to 
coarse, granular structure; moist friable, wet slightly sticky 
consistency; non-plastic; abrupt, smooth lower boundary. Natural 
marine sandy clay overlying coral shelf, grain size becomes 
increasingly coarser with depth; groundwater at 194 cmbs 
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Figure 51. Profile southeast wall of Test Trench 16 
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Figure 52. Photo of overview Test Trench 16, view to northeast 

 
Figure 53. Photo of stratigraphic layers along southeast wall of Test Trench 16 on its southwest 

end 
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1.1.17 Test Trench 17 
Orientation:   NE-SW 
Trench Length:   6.05 m 
Trench Width (avg):  0.72 m  
Total Depth (max):   135 cmbs 
Profiled Wall:   Northwest 
Natural Sediment Attained: 88 cmbs* 
Water Table:   N/A 

 
Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-7 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot 

 Ib 7-11 Fill; 10 YR 4/2 dark grayish brown gravel and clay loam; weak, 
fine, crumb structure; dry loose consistency; non-plastic; 
terrigenous origin; abrupt, smooth lower boundary. Base course 
material for overlying asphalt surface  

 Ic 10-135 Fill; 10 YR 3/3 brown clay loam with debris and coral cobbles; 
weak, fine, crumb structure; dry loose, moist friable, wet slightly 
sticky consistency; slightly plastic; mixed origin; abrupt, smooth 
lower boundary. Disturbed fill material excavated during 1990s 
soil remediation project, contains various construction debris – red 
bricks, wire, broken glass, plastic bottle(s) – also mesh lining 
associated with remediation work 

 Id 97-124 (BOE) Fill: 10 YR 4/3 brown sandy clay loam; weak, fine to medium, 
crumb structure; dry loose, moist loose consistency; non-plastic; 
mixed origin; extends to bottom of excavation. Mix of waste and 
terrigenous fill soil, contain various domestic waste – broken glass, 
concrete, bricks 

 Ie 125-135 (BOE) Fill; 10 YR 4/1 dark gray basalt cobbles and boulders; structureless 
(massive); dry extremely hard consistency; non-plastic; terrigenous 
origin; bottom of excavation. ‘Lining’ for modern ‘pond’ 
excavated during 1990s remediation work, could extend to coral 
shelf or shelf top removed during excavation work for pit 

 II 88-128 (BOE) 10 YR 7/4 very pale brown fine grain sand; structureless (single-
grain); dry loose, moist loose consistency; non-plastic; marine 
origin; abrupt, extends into bottom of excavation on northeast end 
of trench. Natural marine sand deposit possibly indicating end of 
soil remediation work boundary* 

   *-sand was only detected at northeast end of trench, may extend 
toward mauka but not past trench 21 location 
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Figure 54. Profile of northwest wall of Test Trench 17. Note the evidence of disturbances made during the 1990s soil remediation 

project 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 46  Results of Fieldwork 

Archaeological Inventory Survey Report for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 70
TMK: [1] 2-1-030:001, 043  

 

 
Figure 55. Photo of overview of Test Trench 17, view towards northeast 

 
Figure 56. Photo of stratigraphic layers along northwest wall of Test Trench 17 on its northeast 

end, view to north, including ‘edge of pond’ and natural sand deposit 
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1.1.18 Test Trench 18 
Orientation:   NW-SE 
Trench Length:   5.80 m 
Trench Width (avg):  0.83 m 
Total Depth (max):   220 cmbs 
Profiled Wall:   Northeast 
Natural Sediment Attained: 155 cmbs 
Water Table:   200 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot 

 Ib 6-20 Fill; 10 YR 8/3 dark brown gravelly clay loam; structureless 
(single-grain); dry weakly coherent consistency; slightly plastic; 
terrigenous origin; abrupt, smooth lower boundary. Base course for 
overlying asphalt surface 

 Ic 15-55 Fill; 2.5 Y 4/3 olive brown cobbly silt loam; structureless (single-
grain); dry weakly coherent consistency; non-plastic; no 
cementation; mixed origin; clear, smooth lower boundary. General 
grading fill consisting mainly of basalt and limestone cobbles, 
gravel within a silt loam matrix. 

 Id 38-130 Fill; 10 YR 4/2 dark grayish brown sandy clay loam with crushed 
coral; structureless (single-grain); dry weakly coherent 
consistency; non-plastic; no cementation; mixed origin; clear, 
irregular and broken/discontinuous lower boundary. Backfilled 
material (mix of Str. IIa, b, c) containing debris – ceramics, glass; 
likely from previous remediation project. 

  Ie 30-70 Fill; 10 YR 2/2 very dark brown clay loam; structureless (single-
grain); moist firm consistency; plastic; no cementation; terrigenous 
origin; abrupt, smooth but broken/discontinuous lower boundary. 
Historic fill material containing construction debris (red bricks), 
possibly debris from demolition of historic structures 

 If 40-115 Fill; 10 YR 7/2 light gray crushed coral; structureless (single-
grain); dry loose consistency; non-plastic; no cementation; marine 
origin; clear, wavy and broken/discontinuous lower boundary. Fine 
crushed coral, coral/limestone cobbles, and gravel fill material. 

 Ig 75-170 Fill; 10 YR 3/2 very dark grayish brown sandy loam; structureless 
(single-grain); dry loose consistency; non-plastic; no cementation; 
mixed origin; abrupt smooth lower boundary. Sandy loam and 
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crushed coral fill containing a high amount of debris including 
glass bottles, ceramic fragments, clay piping (fragments) and black 
fabric (possibly historic debris). 

 Ih 155-165 Fill; Gley 1 6/10GY greenish gray clay; structureless (single-
grain); wet sticky consistency; plastic; no cementation; marine 
origin; clear, smooth but broken/discontinuous lower boundary. 
Hydraulic fill likely associated with dredging of Honolulu Harbor 
area for covering over Kaka‘ako wetlands 

 IIa 155-185 Gley 1 5/5G greenish gray sand; structureless (single-grain); moist 
loose consistency; non-plastic; marine origin; clear, smooth lower 
boundary. Natural marine sand layer overlying coral shelf, upper 
boundary shows significant disturbance to it. 

 IIb 180-220 (BOE) Gley 1 5/5G greenish gray clay, coral; structureless (single-grain); 
wet slightly sticky consistency; slightly plastic; marine origin; 
bottom of excavation. Cobbly, broken up coral shelf with marine 
clay. 
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Figure 57. Profile of northeast wall of Test Trench 18 
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Figure 58. Photo of overview of Test Trench 18 northwest wall profile, view to southeast 

 
Figure 59. Photo of profile northeast wall of Test Trench 18 
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1.1.19 Test Trench 19 
Orientation:   NE-SW 
Trench Length:   6.10 m 
Trench Width (avg):  0.73 m 
Total Depth (max):   196 cmbs 
Profiled Wall:   Northwest 
Natural Sediment Attained: 120 cmbs 
Water Table:   190 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot 

 Ib 6-37 Fill; 10 YR 4/2 dark grayish brown silty clay loam with gravel; 
structureless (single-grain); dry hard consistency; non-plastic; 
mixed origin; very abrupt, smooth lower boundary. Grading fill 
containing basalt gravel, coral cobbles, domestic debris – broken 
glass, ceramics – and construction material – metal strips, wiring, 
bricks, concrete 

 Ic 40-45 Fill; 10 YR 4/1 dark gray asphalt; structureless (massive); dry very 
hard consistency; strong cementation; non-plastic; terrigenous 
origin; very abrupt, smooth lower boundary. Previous surfacing, 
possibly Keauhou Road (that transected parcel) 

 Id 36-110 Fill; 10 YR 8/3 crushed coral; structureless (massive); dry hard 
consistency; non-plastic; strong cementation; mixed origin; abrupt, 
wavy lower boundary. Marine based grading fill containing 
domestic waste – broken ceramics, glass 

 II 100-150 Fill; 10 YR 3/2 dark grayish brown ash, silty clay loam, burnt 
waste; structureless (massive); moist firm consistency; non-plastic; 
no cementation; terrigenous origin; clear, wavy lower boundary. 
Burnt debris layer containing glass bottles, ceramics, faunal (saw-
cut) bone, metal implements, various domestic waste items used as 
landfill material for covering over Kaka‘ako wetlands – SIHP # -
7189, open air burned debris from 1920s 

 III 120-197 (BOE) Gley 2 5/5BG greenish gray coarse to very coarse clayey sand; 
structureless (single-grain); moist friable, wet slightly sticky 
consistency; non-plastic; marine origin; extends into bottom of 
excavation. Natural clayey sand deposit, excavation stopped due to 
reaching groundwater level (@ 190 cmbs) 
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Figure 60. Profile of northwest wall Test Trench 19 
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Figure 61. Photo of overview of Test Trench 19, view to northeast 

 
Figure 62. Photo of stratigraphic layers along northwest wall of Test Trench 19 on its southwest 

end 
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1.1.20 Test Trench 20 
Orientation:   NE-SW 
Trench Length:   6.00 m 
Trench Width (avg):  0.88 m 
Total Depth (max):   205 cmbs 
Profiled Wall:   Southeast 
Natural Sediment Attained: 95 cmbs 
Water Table:   198 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot 

 Ib 6-30 Fill; 10 YR 4/3 brown gravelly clay loam; structureless (single-
grain); dry slightly hard consistency; slightly plastic; terrigenous 
origin; clear, smooth lower boundary. Grading fill containing 
basalt gravel 

 Ic 25-46 Fill; 10 YR 3/2 very dark grayish brown gravelly silt loam; 
structureless (single-grain); dry weakly coherent consistency; non-
plastic; terrigenous origin; clear, smooth lower boundary. Grading 
fill 

 Id 40-120 Fill; 7.5 YR 2.5/2 very dark brown clay loam; structureless (single-
grain); dry weakly coherent consistency; slightly plastic; 
terrigenous origin; abrupt, wavy lower boundary with areas of 
disturbance at irregular intervals. Historic fill containing various 
debris – glass, ceramics, large nails, and faunal cut bone 

 Ie 80-150 Fill; 10 YR 5/3 brown clayey sand; structureless (single-grain); 
moist very friable consistency; slightly plastic; marine origin; 
abrupt to clear, wavy lower boundary. Locally excavated material 
to fill area (backfill) 

 II 95-175 A-Horizon; 10 YR 4/3 brown very fine sand; structureless (single-
grain); moist friable consistency; non-plastic; marine origin; very 
abrupt, smooth but broken/discontinuous lower boundary. 
Disturbed former land surface; contains some charcoal flecking 

 IIIa 95-175 Fill; 10 YR 6/4 light yellowish brown medium sand; structureless 
(single-grain); moist loose consistency; non-plastic; marine origin; 
very abrupt, broken/discontinuous lower boundary. Fill sand 
‘pushed’ from the nearby area 

 IIIb 135-155 A-Horizon; 10 YR 2/2 very dark brown clay with organic matter; 
structureless (single-grain); moist very friable consistency; slightly 
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plastic; abrupt, smooth but broken/discontinuous lower boundary; 
contains some very fine to fine decomposing roots. Former historic 
surface layer with dense amount of organic material – compression 
from overlying fill layers created peat-like material. Likely 
associated with the salt pans 

 IIIc 140-173 10 YR 4/1 dark gray clay; structureless (single-grain); wet sticky 
consistency; very plastic; marine origin; clear, smooth but 
broken/discontinuous lower boundary. Natural marine clay deposit 
beneath former natural surface 

 IIId 165-200 (BOE) Gley 1 5/5G greenish gray very sandy clay; structureless (single-
grain); wet slightly sticky consistency; marine origin; abrupt, 
smooth lower boundary. Natural marine sandy clay deposit 
overlying coral shelf, groundwater at 198 cmbs 

 IIIe 200-205 (BOE) Gley 1 5/5G greenish gray coral cobble shelf; structureless 
(massive); dry very hard, wet slightly sticky consistency; slightly 
plastic; marine origin; bottom of excavation. Natural coral cobble 
shelf with Stratum IIIe diffusing into it – lowest section of 
excavation below ground water level so not visible 
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Figure 63. Profile of southeast wall of Test Trench 20 
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Figure 64. Photo of Test Trench 20, view to east, showing location and orientation of excavation 

 
Figure 65. Photo of southwest end of Test Trench 20 showing stratigraphy along southeast wall 
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1.1.21 Test Trench 21 
Orientation:   NW-SE 
Trench Length:   6.00 m 
Trench Width (avg):  0.73 m 
Total Depth (max):   212 cmbs 
Profiled Wall:   Southwest 
Natural Sediment Attained: 143 cmbs 
Water Table:   212 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 6/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot. 

 Ib 6-10 Fill; 10 YR 5/2 grayish brown gravelly clay loam; structureless 
(single-grain); dry loose, wet loose consistency; non-plastic; 
terrigenous origin; abrupt, smooth lower boundary. Base course for 
overlying asphalt surfacing. 

 Ic 9-17 Fill; 10 YR 3/1 very dark gray asphalt; structureless (massive); dry 
extremely hard consistency; indurated cementation; non-plastic; 
terrigenous origin; very abrupt, smooth but broken/discontinuous 
lower boundary. Former paved surface 

 Id 9-92 Fill; 10 YR 5/3 brown silty clay loam with coral; structureless 
(single-grain); dry slightly hard, moist friable consistency; non-
plastic; mixed origin; abrupt, smooth lower boundary. Fill 
containing domestic and construction debris, likely material from 
demolition of previous historic structures. SIHP # -7124, Feature H 

 Ie 70-136 Fill; 10 YR 3/1 very dark gray ash, cinder; structureless (single-
grain); dry loose, wet very friable consistency; non-plastic; 
terrigenous origin; abrupt, smooth lower boundary. Burnt debris 
deposited as landfill material 

 If 101-116 Fill; 10 YR 8/3 very pale brown very coarse sand; structureless 
(single-grain); dry loose, wet loose consistency; non-plastic; 
marine origin; very abrupt, smooth but broken/discontinuous lower 
boundary. Fill sand deposits 

 II 103-164 Fill; 5 YR ¾ dark reddish brown with mottling of 10 YR 2/1 black 
ash; moist firm, wet slightly sticky consistency; non-plastic; 
terrigenous origin; very abrupt, wavy lower boundary. Burnt debris 
layer containing glass bottles, ceramics, faunal (saw-cut) bone, 
metal implements, various domestic waste items used as landfill 
material for covering over Kaka‘ako wetlands – SIHP # -7189, 
open air burned debris from 1920s 
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 IIIa 143-173 Gley 2 7/5BG light greenish gray sandy clay; structureless (single-
grain); moist very firm, wet very sticky consistency; plastic; 
marine origin; diffuse, smooth lower boundary. Natural sandy clay 
deposit with slight remnant of clay loam peat layer within upper 
horizon 

 IIIb 171-212 (BOE) 10 YR 6/2 gray clayey sand; structureless (single-grain); moist 
loose consistency; non-plastic; marine origin; abrupt, smooth lower 
boundary. Natural clay sand with coral cobbles overlying hard 
coral shelf, ground water at 202 cmbs 
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Figure 66. Profile of southwest wall Test Trench 21 
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Figure 67. Photo of overview of Test Trench 21, view to southeast 

 
Figure 68. Photo of Test Trench 21 southwest wall showing stratigraphic layers on its southeast 

side 
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1.1.22 Test Trench 22 
Orientation:   NE-SW 
Trench Length:   5.90 m 
Trench Width (avg):  0.80 m 
Total Depth (max):   198 cmbs 
Profiled Wall:   Southeast 
Natural Sediment Attained: 160 cmbs 
Water Table:   190 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 6/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot. 

 Ib 6-20 Fill; 10 YR 3/2 very dark grayish brown gravelly silt loam; 
structureless (single-grain); dry weakly coherent consistency; non-
plastic; terrigenous origin; diffuse, smooth lower boundary. Base 
course for overlying asphalt surfacing. 

 Ic 20-95 Fill; 10 YR 6/3 pale brown silty clay loam; structureless (single-
grain); dry weakly coherent consistency; slightly plastic; no 
cementation; terrigenous origin; abrupt, wavy lower boundary. 
Grading material. 

 Id 50-75 Fill; 7.5 YR 2.5/3 very dark brown clay; structureless (single-
grain); moist very firm consistency; plastic; no cementation; 
terrigenous origin; clear, wavy and discontinuous/broken lower 
boundary. Fill material associated with Str IIc. 

 Ie 60-95 Fill; 10 YR 8/2 very pale brown to 10 YR 5/3 brown crushed coral 
cobbles w/ sand; structureless (single-grain); dry weakly coherent 
consistency; non-plastic; no cementation; marine origin; abrupt, 
wavy and discontinuous/broken lower boundary. Fill material 
utilized to ‘cap’ incinerator debris (Stratum IId). 

 If 125-133 Fill; 2.5 YR 6/3 light yellowish brown clay; structureless (single-
grain); moist very friable consistency; slightly plastic; no 
cementation; mixed origin; abrupt, broken continuous boundary. 
Historical grading surface contains decomposing roots and other 
vegetative material; only on northeast end of trench. 

 IIa 80-162 Fill; 10 YR 2/1 black gravelly cinder; structureless (single-grain); 
dry loose consistency; non-plastic; no cementation; terrigenous 
origin; abrupt, smooth lower boundary. Burnt debris layer 
containing glass bottles, ceramics, faunal (saw-cut) bone, 
wood/lumber, metal implements, various domestic waste items 
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used as landfill material for covering over Kaka‘ako wetlands – 
SIHP # -7189, open air burned debris from 1920s 

 IIb 130-170 Landfill; 10 YR 3/6 dark yellowish brown decomposing debris; 
structureless (single-grain); moist very friable consistency; non-
plastic; no cementation; mixed origin; abrupt, wavy lower 
boundary. Organic debris containing small metal fragments. 

 IIIa 60-175 2.5 YR 5/1 gray clay; weak, fine, blocky structure; moist friable 
consistency; plastic; marine origin; clear, smooth lower boundary. 
Natural marine clay deposit. 

 IIIb 170-198 (BOE) 2.5 YR 5/1 gray sandy clay and coral cobbles; structureless 
(single-grain); wet slightly sticky consistency; slightly plastic; 
marine origin; bottom of excavation. Broken, loose coral shelf with 
ground water at 190 cmbs. 
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Figure 69. Profile of southeast wall of Test Trench 22; note the numerous broken disturbances of the upper layers (due to construction) 
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Figure 70. Photo of Test Trench 22 showing general location and orientation of excavation near 

intersection of Halekauwila St. and Keawe St. 

 

 
Figure 71. Photo of northeast end of Test Trench 22 displaying stratigraphic layers along 

southeast wall 
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1.1.23 Test Trench 23 
Orientation:   NW-SE 
Trench Length:   6.00 m 
Trench Width (avg):  0.75 m 
Total Depth (max):   155 cmbs 
Profiled Wall:   Northeast 
Natural Sediment Attained: 125 cmbs 
Water Table:   N/A 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 2/1 black; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot 

 Ib 6-15 Fill; 10 YR 5/3 brown gravelly silt loam; structureless (single-
grain); dry loose consistency; non-plastic; terrigenous origin; 
abrupt, smooth lower boundary. Base course for overlying asphalt 
surfacing. 

 Ic 15-85 Fill; 10 YR ¾ dark yellowish brown gravelly sandy loam; 
structureless (single-grain); dry slightly hard consistency; non-
plastic; no cementation; terrigenous origin; abrupt, irregular lower 
boundary. Grading fill containing domestic debris (glass bottle) 
and brick fragments possibly associated with former (historic) 
buildings 

 Id 30-50 Fill; 10 YR 3/3 dark brown sandy clay loam; structureless (single-
grain); moist very firm consistency; slightly plastic; mixed origin; 
abrupt, broken/discontinuous lower boundary. Historic fill layer 
associated with Stratum IIb 

 Ie 45-65 Fill; 10 YR 8/2 very pale brown crushed coral cobbles; 
structureless (single-grain); dry weakly coherent consistency; non-
plastic; no cementation; marine origin; abrupt, 
discontinuous/broken lower boundary. Marine based landfill 
material composed of large coral cobbles 

 If 65-90 Fill; 2.5 YR 7/2 light gray clay sand; structureless (single-grain); 
dry weakly coherent consistency; non-plastic; marine origin; very 
abrupt, broken/discontinuous lower boundary. Hydraulic fill 
possibly associated with dredging of Honolulu Harbor area for 
covering over Kaka‘ako wetlands 

 II 68-105 Fill; 10 YR 4/2 dark grayish brown silty sand, charcoal; 
structureless (single-grain); dry loose consistency; non-plastic; 
mixed origin; abrupt, irregular lower boundary. Burnt waste 
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possibly from open air burned debris from 1920s - SIHP # -7189 – 
used as landfill material for covering over Kaka‘ako wetlands  

 III 55-125 Fill; 10 YR 7/4 very pale brown clay sand; structureless (single-
grain); moist very friable consistency; slightly plastic; marine 
origin; abrupt, smooth lower boundary. Hydraulic fill likely 
associated with dredging of Honolulu Harbor area for covering 
over Kaka‘ako wetlands 

 IV 125-135 A-Horizon; 10 YR 5/2 grayish brown sandy clay; weak, fine, 
granular structure; moist very friable consistency; slightly plastic; 
marine origin; clear, smooth lower boundary; contains some very 
fine decomposing roots, charcoal. Former historic surface layer 
with dense amount of organic material – compression from 
overlying fill layers created peat-like material. Likely associated 
with the salt pans 

 V 135-155 (BOE) 10 YR 7/2 light gray sandy clay; structureless (single-grain); moist 
very friable consistency; slightly plastic; marine origin; abrupt, 
smooth lower boundary. Natural marine sandy clay deposit 
overlying hard coral shelf 
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Figure 72. Profile of northeast wall of Test Trench 23 showing varied stratigraphic layers possibly from numerous, intermittent ground 

disturbances 
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Figure 73. GPR profile of Test Trench 23 showing inconclusive readings regarding stratigraphy 
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Figure 74. Plan view of Test Trench 23 showing GPR ‘layers’ in determining possible locations 

of anomalies and objects 
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Figure 75. Photo of Test Trench 23, view to southeast, showing location, orientation, and 

overview of excavation 

 
Figure 76. Photo of northeast wall profile for Test Trench 23, view to east, showing 

representative stratigraphy 
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1.1.24 Test Trench 24 
Orientation:   NE-SW 
Trench Length:   5.85 m 
Trench Width (avg):  0.71 m 
Total Depth (max):   193 cmbs 
Profiled Wall:   Southeast 
Natural Sediment Attained: 140 cmbs 
Water Table:   178 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot 

 Ib 6-15 Fill; 10 YR 5/1 gray asphalt (eroding); structureless (massive); dry 
very hard consistency; strong cementation; non-plastic; terrigenous 
origin; abrupt, smooth but broken/discontinuous lower boundary. 
Former asphalt surfacing 

 Ic 6-144 Fill; 10 YR 5/3 brown silty clay loam; weak, fine, crumb structure; 
dry weakly coherent, moist friable, wet non-sticky consistency; 
non-plastic; no cementation; mixed origin; abrupt, smooth lower 
boundary. Grading fill containing crushed coral, gravel and 
remnants of historical buildings (concrete chunks, metal rebar). 
SIHP # -7124, Feature I 

 Id 66-132 Fill; 10 YR 6/2 light brownish gray sandy clay with small to 
medium mottles of Gley 2 7/5 BG light brownish gray marine clay; 
structureless (single-grain); moist very firm, wet slightly sticky 
consistency; slightly plastic; marine origin; abrupt, wavy lower 
boundary. Hydraulic fill likely associated with dredging of 
Honolulu Harbor area for covering over Kaka‘ako wetlands 

 II 105-153 Fill; 10 YR 2/1 black ash, cinder, burnt debris; moderate, coarse, 
granular, structure; moist very friable, wet non-sticky consistency; 
non-plastic; terrigenous origin; very abrupt, smooth lower 
boundary. Burnt waste possibly from open air burned debris from 
1920s - SIHP # -7189 - used as landfill material for covering over 
Kaka‘ako wetlands  

 III 148-155 A-Horizon; 10 YR 4/2 dark grayish brown silty clay loam ‘peat’; 
weak, very fine, crumb structure; moist firm, wet slightly sticky 
consistency; non-plastic; mixed origin; abrupt, smooth lower 
boundary; contains high amount of fine (decomposing) roots, 
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charcoal. Possible former historic surface layer, likely associated 
with the salt pans.  

 IVa 140-160 Gley 2 6/5BG greenish gray sandy clay; moderate, fine, crumb 
structure; moist very firm, wet sticky consistency; plastic; marine 
origin; diffuse, smooth lower boundary. Natural marine deposited 
sandy clay 

 IVb 152-193 (BOE) 10 YR 6/1 gray clayey sand with coral; structureless (single-grain); 
moist friable, wet non-sticky consistency; non-plastic; marine 
origin; abrupt, smooth lower boundary. Natural (marine) clayey 
sand deposit with loose coral cobbles overlying hard coral shelf, 
groundwater level at 178 cmbs 
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Figure 77. Profile of southeast wall of Test Trench 24. Note the concrete utility jacket and remnant concrete pieces likely from a 

historic building structure (SIHP # -7124, Feature I) 
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Figure 78. GPR profile of Test Trench 24 showing inconclusive readings regarding stratigraphy 
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Figure 79. Plan views of Test Trench 24 showing GPR ‘layers’ in determining possible locations 

of anomalies and objects 
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Figure 80. Photo of overview of Test Trench 24, view to southwest 

 
Figure 81. Photo of southeast wall profile for Test Trench 24 at northeast end showing 

representative stratigraphy 
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Figure 82. Photo of southwest end of Test Trench 24 showing stratigraphic layers along 

southeast wall 

 

 

1.1.25 Test Trench 25 
Orientation:   NW-SE 
Trench Length:   6.05 m 
Trench Width (avg):  0.72 m 
Total Depth (max):   175 cmbs 
Profiled Wall:   Southwest 
Natural Sediment Attained: 130 cmbs 
Water Table:   165 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot 
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 Ib 6-23 Fill; 10 YR 6/1 gray asphalt; structureless (massive); dry extremely 
hard consistency; indurated cementation; non-plastic; terrigenous 
origin; abrupt, smooth lower boundary. Former asphalt surfacing 

 Ic 15-86 Fill; 10 YR 5/3 brown silty clay loam; weak, fine, crumb structure; 
dry hard, moist friable consistency; non-plastic; mixed origin; 
abrupt, wavy lower boundary. Grading fill contains crushed coral, 
gravel and modern construction and domestic debris 

 Id 52-94 Fill; 10 YR 8/2 very pale brown crushed coral and very coarse 
sand; structureless (single-grain); dry loose, wet loose consistency; 
non-plastic; marine origin; abrupt, wavy lower boundary. Marine 
based fill material 

 Ie 86-118 Fill; 10 YR 7/3 very pale brown sandy clay with multiple mottling 
of 10 YR 6/1 gray clay and 10 YR 7/6 yellow sand; structureless 
(single-grain); moist firm, wet sticky consistency; slightly plastic; 
marine origin; very abrupt, smooth lower boundary. Hydraulic fill 
likely associated with dredging of Honolulu Harbor area for 
covering over Kaka‘ako wetlands 

 II 106-134 Fill; 10 YR 3/2 very dark grayish brown ash, clay, and burnt 
debris; weak, fine, crumb structure; moist firm, wet sticky 
consistency; plastic; terrigenous origin; abrupt, smooth lower 
boundary. Burnt waste possibly from open air burned debris from 
1920s - SIHP # -7189 - used as landfill material for covering over 
Kaka‘ako wetlands  

 III 130-144 A-Horizon; 10 YR 3/4 dark yellowish brown clay loam ‘peat’; 
weak, very fine, crumb structure; moist firm, wet slightly sticky 
consistency; non-plastic; mixed origin; diffuse, smooth lower 
boundary; contains high amount of fine roots. Possible former 
historic surface layer, likely associated with the salt pans. 

 IVa 134-148 Gley 2 4/5BG dark greenish gray clay; moderate, fine, crumb 
structure; moist firm, wet sticky consistency; plastic; marine 
origin; diffuse, smooth lower boundary. Natural marine deposited 
clay 

 IVb 140-175 (BOE) Gley 2 5/5BG greenish gray clayey sand; structureless (single-
grain); moist very friable, wet non-sticky consistency; non-plastic; 
marine origin; abrupt, smooth lower boundary. Natural (marine) 
clayey sand deposit overlying hard coral shelf, groundwater level 
at 178 cmbs 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 46  Results of Fieldwork 

Archaeological Inventory Survey Report for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 104
TMK: [1] 2-1-030:001, 043  

 

 
 
 
 

 
Figure 83. Profile of southwest wall for Test Trench 25 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 46  Results of Fieldwork 

Archaeological Inventory Survey Report for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 105
TMK: [1] 2-1-030:001, 043  

 

 
Figure 84. GPR profile for Test Trench 25 showing rather inconclusive readings for stratigraphic 

detection 
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Figure 85. Photo of overview of Test Trench 25, view to northwest 

 
Figure 86. Photo of northwest end of Test Trench 25 showing stratigraphic layers along 

southwest wall 
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1.1.26 Test Trench 26 
Orientation:   NE-SW 
Trench Length:   5.85 m 
Trench Width (avg):  0.81 m 
Total Depth (max):   190 cmbs 
Profiled Wall:   Southeast 
Natural Sediment Attained: 75 cmbs 
Water Table:   170 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot 

 Ib 6-30 Fill; 10 YR 5/3 brown gravelly silt loam; structureless (single-
grain); dry loose consistency; non-plastic; terrigenous origin; clear, 
smooth lower boundary. General grading fill material 

 Ic 25-32 Fill; 2.5 YR 3/2 very dark grayish brown very gravelly clay loam; 
structureless (single-grain); moist friable consistency; slightly 
plastic; terrigenous origin; abrupt, smooth but 
broken/discontinuous lower boundary. Grading fill  

 Id 30-55 Fill; 10 YR 7/3 very pale brown crushed coral and medium grained 
sand; structureless (single-grain); dry weakly coherent consistency; 
non-plastic; marine origin; abrupt, wavy smooth but irregular 
lower boundary. Marine based fill material 

 IIa 50-65 Fill; 2.5 YR 3/2 very dark grayish brown clay loam; structureless 
(single-grain); moist firm consistency; slightly plastic; terrigenous 
origin; clear, smooth but broken/discontinuous lower boundary. A 
thin layer of disturbed burnt waste, possibly containing material 
related to open air burned debris from 1920s - SIHP # -7189. 
Overlying SIHP # -7197 cultural layer and Feature 1 

 IIb 50-70 Fill; 10 YR 3/1 very dark gray clayey sand; structureless (single-
grain); moist friable consistency; slightly plastic; mixed origin; 
abrupt, wavy lower boundary. Intermixture of Stratum IIb & d 
contains some charcoal flecking, former historical surface layer 

 IIc 60-115 Fill; 10 YR 6/4 light yellowish brown clayey sand; structureless 
(single-grain); moist very friable consistency; slightly plastic; 
marine origin; abrupt to clear, wavy lower boundary; contains 
some very fine roots. Hydraulic fill likely associated with dredging 
of Honolulu Harbor area for covering over Kaka‘ako wetlands 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 46  Results of Fieldwork 

Archaeological Inventory Survey Report for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 108
TMK: [1] 2-1-030:001, 043  

 

 III 75-115 A-horizon; 10 YR 4/2 dark grayish brown clayey sand; 
structureless (single-grain); moist very friable consistency; non-
plastic; marine origin; clear, wavy but broken/discontinuous lower 
boundary; contains some very fine roots, charcoal flecking. 
Possible former natural surface, likely associated with SIHP # -
7197 

 IVa 85-120 10 YR 6/4 light yellowish brown clayey sand; structureless (single-
grain); moist very friable consistency; slightly plastic; marine 
origin; abrupt to clear, wavy lower boundary. Natural marine 
deposited clayey sand contained fire-cracked rock deposit (SIHP # 
-7197, Feature 1) 

 IVb 115-145 10 YR 4/6 dark yellowish brown coarse sand; moist loose 
consistency; non-plastic; marine origin; diffuse, irregular lower 
boundary; contains some charcoal. Natural sand deposit 

 Va 130-160 Gley 1 5/5G greenish gray clayey sand; structureless (single-
grain); wet slightly sticky consistency; marine origin; clear, 
smooth lower boundary. Marine clayey sand deposit overlying 
coral cobble shelf 

 Vb 160-190 (BOE) Gley 1 5/5G greenish gray coral cobbles with sandy clay; 
structureless (massive); wet sticky consistency; slightly plastic; 
marine origin; bottom of excavation. Coral cobble shelf, 
groundwater level at 170 cmbs 
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Figure 87. Profile southeast wall of Test Trench 26 
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Figure 88. GPR profile for Test Trench 26 showing inconclusive readings on stratigraphy 
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Figure 89. Picture of overview of Test Trench 26, view to east 

 
Figure 90. Photo of northeast end of Test Trench 26 showing modern disturbance for sewer line 

and possible cultural deposit (to left of photo scale) 
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1.1.27 Test Trench 27 
Orientation:   NE-SW 
Trench Length:   5.95 m 
Trench Width (avg):  0.75 m 
Total Depth (max):   177 cmbs 
Profiled Wall:   Northwest 
Natural Sediment Attained: 61 cmbs 
Water Table:   170 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-7 Asphalt; 10 YR 2/1 black; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot 

 Ib 7-9 Fill; 10 YR 5/2 grayish brown gravelly sandy clay; moderate, 
coarse, blocky structure; dry hard consistency; non-plastic; 
terrigenous origin; clear, smooth lower boundary. Base course for 
overlying asphalt surface 

 Ic 9-45 Fill; 10 YR 7/2 light gray crushed coral cobbles; strong, very 
coarse, blocky structure; dry hard consistency; non-plastic; marine 
origin; clear, smooth lower boundary. Marine based fill material 
for grading of area  

 IIa 31-115 Fill; 2.5 YR 4/2 dark grayish brown coarse to very coarse clayey 
sand; structureless (single-grain); dry slightly hard consistency; 
weak cementation; non-plastic; mixed origin; clear, wavy lower 
boundary. Grading fill intermixed with construction debris (clay 
pipe, bricks, concrete) likely from demolition of historic buildings. 
SIHP # -7124, Feature J 

 IIb 78-147 Fill; 10 YR 3/4 dark yellowish brown gravelly sandy clay; weak, 
medium, blocky structure; moist friable consistency; plastic; 
terrigenous origin; clear, wavy but broken/discontinuous lower 
boundary. Burnt waste containing material related to open air 
burned debris from 1920s - SIHP # -7189 - used as landfill 
material for covering over Kaka‘ako wetlands (only on east end of 
trench) 

 III 62-76 A-horizon; 2.5 YR 3/1 very dark gray silty sand; structureless 
(single-grain); moist friable consistency; non-plastic; mixed origin; 
clear but broken/discontinuous lower boundary. Possible former 
historic surface layer, likely associated with the salt pans. Upper 
horizon is partially disturbed 
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 IV 66-143 10 YR 7/3 very pale brown sandy clay; weak, medium, crumb 
structure; moist firm consistency; non-plastic; marine origin; clear, 
wavy lower boundary. Natural marine deposited sandy clay 

 Va 123-153 Gley 1 5/10Y greenish gray sandy clay; weak, fine to medium, 
crumb structure; moist friable consistency; plastic; marine origin; 
diffuse, wavy lower boundary. Natural marine sandy clay deposit 
containing small marine shells 

 Vb 146-177 (BOE) Gley 1 5/- gray clayey sand; structureless (single-grain); wet non-
sticky consistency; non-plastic; marine origin; extends to bottom of 
excavation. Natural marine clay sand deposit. Excavation stopped 
due to reaching groundwater level at 170 cmbs 
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Figure 91. Profile northwest wall of Test Trench 27
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Figure 92. GPR profile for Test Trench 27 showing rather uninformative data regarding 

stratigraphy or possible subsurface objects 
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Figure 93. Plan views of Test Trench 27 showing GPR ‘layers’ in determining possible locations 

of anomalies and objects 
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Figure 94. Photo of overview of Test Trench 27, view to north 

 
Figure 95. Photo of northwest wall profile for Test Trench 27 on its northeast end showing 

general stratigraphy including A-horizon and thick layer of brown sandy clay 
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Figure 96. Photo of northeast end of Test Trench 27, view to northeast, showing stratigraphic 

layers along northwest wall 

 

 

1.1.28 Test Trench 28 
Orientation:   NW-SE 
Trench Length:   6.00 m 
Trench Width (avg):  0.76 m 
Total Depth (max):   156 cmbs 
Profiled Wall:   Northeast 
Natural Sediment Attained: 128 cmbs 
Water Table:   N/A 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 2/1 black; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot 
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 Ib 4-11 Fill; 10 YR 3/2 very dark grayish brown gravelly sandy clay; 
weak, fine, crumb structure; dry weakly coherent consistency; non-
plastic; terrigenous origin; clear, smooth lower boundary. Base 
course for overlying asphalt surface 

 Ic 9-113 Fill; 10 YR 6/3 pale brown crushed coral and sandy clay loam; 
structureless (single-grain); dry slightly hard consistency; non-
plastic; mixed origin; clear, wavy and irregular lower boundary. 
Marine based fill material mixed with terrigenous sediment 

 IIa 35-86 Fill; 7.5 YR 2.5/3 very dark brown gravelly sandy clay; weak, 
medium, blocky structure; dry weakly coherent consistency; 
slightly plastic; mixed origin; clear, wavy lower boundary. Backfill 
material from former building foundation excavation – covers 
large eroding concrete foundation remnant of historic building. 
SIHP # -7124, Feature K 

 IIb 92-141 Fill; 10 YR 2/1 black sandy clay; weak, medium to coarse, blocky 
structure; moist friable consistency; slightly plastic; mixed origin; 
clear, smooth lower boundary. Burnt waste containing glass 
bottles, ceramics, metal implements, faunal (cut) bone, historic 
domestic waste - material related to open air burned debris from 
1920s - SIHP # -7189 - used as landfill material for covering over 
Kaka‘ako wetlands 

 III 128-156 (BOE) A-Horizon; 10 YR 4/1 dark gray sandy clay ‘peat’; weak, medium, 
blocky structure; wet slightly sticky consistency; non-plastic; 
mixed origin; very abrupt, smooth lower boundary: very fine roots 
present. Former historic surface layer that overlies coral shelf, 
likely associated with the salt pans. Heavily disturbed (scraped 
away) 
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Figure 97. Profile northeast wall of Test Trench 28. Note the remnants of a historic foundation structure – SIHP # -7124, Feature K- 

beneath Stratum IIa  
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Figure 98. Photo of overview of Test Trench 28, view to east 

 
Figure 99. Photo of northwest end of Test Trench 28 showing stratigraphy along northeast wall 
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Figure 100. Photo of southeast end of Test Trench 28 showing stratigraphy and SIHP # -7124, 

Feature K remnants of historic building foundation (in foreground) 

 

1.1.29 Test Trench 29 
Orientation:   NE-SW 
Trench Length:   5.95 m 
Trench Width (avg):  0.77 m 
Total Depth (max):   175 cmbs 
Profiled Wall:   Southeast 
Natural Sediment Attained: 150 cmbs 
Water Table:   170 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-10 Asphalt; 10 YR 2/1 black; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot 

 Ib 10-30 Fill; 10 YR 3/2 very dark grayish brown gravelly sandy loam; 
structureless (single-grain); dry slightly hard consistency; non-
plastic; terrigenous origin; abrupt, wavy lower boundary. General 
grading material  
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 IIa 21-35 Fill; 5 YR 7/4 pink crushed coral; structureless (single-grain); dry 
weakly coherent consistency; non-plastic; mixed origin; abrupt, 
broken/discontinuous lower boundary. Grading fill composed of 
crushed coral, medium sand, few limestone cobbles also 
construction debris (clay pipe, brick & concrete fragments) likely 
from demolition of historic buildings. SIHP # -7124, Feature L 

 IIb 25-80 Fill; 7.5 YR 2.5/2 very dark brown gravelly clay loam; 
structureless (single-grain); dry hard to very hard consistency; 
slightly plastic; terrigenous origin; abrupt to clear, wavy lower 
boundary. Historic fill contains amalgamation of red brick 
fragments, metal implements (nails, bars), glass fragments, gravel 
and surrounds former flooring surface of historic building (Stratum 
IIc) – SIHP # -7124, Feature L 

 IIc 60-90 10 YR 2/1 black silty sand; structureless (single-grain); moist very 
friable consistency; non-plastic; mixed origin; abrupt, 
broken/discontinuous lower boundary. Former flooring surface of 
historic building, compacted and brittle - SIHP # -7124, Feature L 

 IId 85-140 Fill; 10 YR 4/2 dark grayish brown ashy silty loam; structureless 
(single-grain); moist firm consistency; non-plastic; terrigenous 
origin; clear, wavy lower boundary. Historic fill containing 
remnants from historic demolished structures – SIHP # -7124, 
Feature L 

 IIe 133-158 Fill; 10 YR 2/1 black coarse silty sand; structureless (single-grain); 
wet slightly sticky consistency; non-plastic; terrigenous origin; 
abrupt, wavy lower boundary. Burnt waste (glass, ceramics, metal, 
other domestic material) related to open air burned debris from 
1920s - SIHP # -7189 - used as landfill material for covering over 
Kaka‘ako wetlands 

 III 150-170 (BOE) Gley 1 4/5 GY dark greenish gray coarse silty sand; structureless 
(single-grain); wet non-sticky consistency; non-plastic; marine 
origin; abrupt, smooth lower boundary. Natural marine sand 
deposit overlying hard coral shelf, groundwater at 170 cmbs 
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Figure 101. Profile of southeast wall for Test Trench 29 showing SIHP # - 7124, Feature L (historical building foundation remnants) 

as Stratum IIc 
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Figure 102. Photo of Test Trench 29, view to northeast, showing location and orientation of 

excavation 

 
Figure 103. Photo of southwest end of Test Trench 29 showing stratigraphic layers along its 

southeast wall 
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1.1.30 Test Trench 30 
Orientation:   NW-SE 
Trench Length:   6.00 m 
Trench Width (avg):  0.75 m 
Total Depth (max):   165 cmbs 
Profiled Wall:   Northeast 
Natural Sediment Attained: 120 cmbs 
Water Table:   N/A 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-10 Asphalt; 10 YR 2/1 black; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot. 

 Ib 10-15 Fill; 10 YR 2/1 black gravel; strong, coarse, blocky structure; dry 
very hard consistency; non-plastic; terrigenous origin; abrupt, 
smooth lower boundary. Base course for overlying asphalt surface. 

 Ic 15-30 Fill; 10 YR 8/1 white crushed coral cobbles; structureless 
(massive); dry hard consistency; non-plastic; marine origin; clear, 
smooth lower boundary. Marine based fill material for grading of 
area.  

 IIa 30-110 Fill; 10 YR 4/4 dark yellowish brown gravelly sandy loam with 
small mottles of 10 YR 5/4 yellowish brown sand; moderate to 
strong, coarse, blocky structure; dry very hard consistency; non-
plastic; mixed origin; clear, wavy and irregular lower boundary. 
Historic grading fill intermixed with construction debris (clay 
bricks, concrete, metal), likely from demolition of historic 
buildings, and historic waste (glass bottles, ceramics). SIHP # -
7124, Feature M 

 IIb 40-105 Fill; 10 YR 3/4 dark yellowish brown gravelly sandy loam; weak, 
fine, crumb structure; dry loose consistency; non-plastic; mixed 
origin; clear, irregular lower boundary. Backfill material from 
construction/demolition of previous structures (SIHP # -7124, 
Feature M), contains large cable and rusted metal fragments. 

 IIc 60-130 Fill; 7.5 YR 5/3 dark brown sandy clay with burnt debris; weak, 
medium, blocky structure; moist friable consistency; plastic; 
terrigenous origin; clear, smooth lower boundary. Burnt waste 
(glass bottles, ceramics, faunal remains), material related to open 
air burned debris from 1920s - SIHP # -7189 - used as landfill 
material for covering over Kaka‘ako wetlands. 

 III 120-145 A-Horizon; 10 YR 5/2 grayish brown sandy clay; weak, fine, 
crumb structure; moist friable consistency; plastic; marine origin; 
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clear, smooth lower boundary; slight amount of thin roots present. 
Possible former historic surface layer, likely associated with the 
salt pans. Present in small, sporadic amounts – likely 
disturbed/removed during deposition of Stratum IIc. 

 IVa 140-160 10 YR 5/1 gray sandy clay; weak, medium, crumb structure; moist 
friable consistency; slightly plastic; marine origin; clear, smooth 
lower boundary; small amount of fine roots present. Natural 
marine deposited sandy clay. 

 IVb 148-165 (BOE) 10 YR 5/1 gray clayey sand; structureless (single-grain); moist 
loose consistency; non-plastic; marine origin; abrupt, smooth lower 
boundary; moderate amount of fine roots present. Natural marine 
clayey sand deposit overlying hard coral shelf. 
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Figure 104. Profile of northeast wall of Test Trench 30 
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Figure 105. Photo of overview of Test Trench 30, view to north 

 
Figure 106. Photo of northeast wall stratigraphic profile for Test Trench 30, view to east 
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Figure 107. Photo of various historic debris (glass bottles, ceramics) found within Stratum IIc, 

historic burnt waste layer – SIHP # -7189 

 

 

1.1.31 Test Trench 31 
Orientation:   NE-SW 
Trench Length:   6.00 m 
Trench Width (avg):  0.73 m 
Total Depth (max):   171 cmbs 
Profiled Wall:   Northwest 
Natural Sediment Attained: 84 cmbs 
Water Table:   N/A 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Paved surfacing for 
parking lot. 

 Ib 6-15 Fill; 10 YR 4/4 dark yellowish brown clay loam with coral 
cobbles; weak, fine, crumb structure; dry weakly coherent 
consistency; non-plastic; mixed origin; abrupt, wavy lower 
boundary. Base course for overlying asphalt surfacing. 
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 Ic 10-14 Fill; 10 YR 7/6 yellow very coarse sand with coral cobbles; 
structureless (single-grain); dry loose consistency; non-plastic; 
marine origin; very abrupt, broke/discontinuous lower boundary. 
Base course material from previous development. 

 Id 12-29 Fill; 10 YR 5/1 gray gravel, concrete; structureless (massive); dry 
very hard consistency; strong cementation; non-plastic; terrigenous 
origin; abrupt, wavy lower boundary. Former asphalt surfacing for 
previous area use. 

 Ie 22-32 Fill; 10 YR 5/2 grayish brown silty loam, gravel; weak, fine, 
crumb structure; dry loose consistency; non-plastic; terrigenous 
origin; abrupt, irregular and discontinuous/broken lower boundary. 
Terrigenous waste material utilized for grading purposes. 

 If 22-44 Fill; 10 YR 8/3 very pale brown very coarse sand, coral cobbles; 
structureless (massive); dry hard consistency; non-plastic; marine 
origin; abrupt, wavy lower boundary. Marine based fill material 
utilized to increase surface elevation of area. 

 IIa 38-96 Fill; 5 YR 5/8 yellowish red smelted metal containing multiple, 
small 10 YR 3/1 very dark gray mottles; structureless (massive); 
dry extremely hard consistency; non-plastic; indurated 
cementation; terrigenous origin; abrupt, irregular boundary. 
Amalgamation of melted metal, slag and other debris likely 
associated with the former (historic) iron works that existed in 
area. SIHP # -7124, Feature N 

 IIb 74-95 Fill; 10 YR 5/2 grayish brown silty clay loam with coral cobbles; 
weak, fine, crumb structure; dry loose consistency; non-plastic; 
mixed origin; abrupt, irregular and broken/discontinuous lower 
boundary; contains construction debris and broken glass. Grading 
material to raise surface elevation of area. 

 IIc 74-95 Fill; 10 YR 2/1 black ashy silt; structureless (single-grain); dry 
loose consistency; non-plastic; terrigenous origin; abrupt, broken/ 
discontinuous lower boundary. Possible burnt debris deposit 
associated with former ironworks. 

 IId 70-157 Fill; 10 YR 3/1 very dark gray with burnt debris; structureless 
(massive); moist firm, wet sticky consistency; plastic; mixed 
origin; very abrupt, wavy lower boundary. Burnt waste (glass 
bottles, ceramics, faunal remains), material related to open air 
burned debris from 1920s - SIHP # -7189 - used as landfill 
material for covering over Kaka‘ako wetlands. 

 IIIa 84-138 10 YR 8/3 very pale brown sandy clay; structureless (single-grain); 
moist firm, wet, slightly sticky consistency; non-plastic; marine 
origin; diffuse, smooth lower boundary. Natural marine sandy clay 
deposit associated with former lagoonal area. 
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 IIIb 95 -170 10 YR 7/4 very pale brown coarse sand; structureless (single-
grain); dry loose, moist loose consistency; non-plastic; marine 
origin; very abrupt, smooth lower boundary. Natural marine sand 
deposit. 

 IVa 96-165  Gley 2 5/5BG greenish gray clay; moderate, fine, crumb structure; 
moist firm, wet sticky consistency; plastic; marine origin; abrupt, 
smooth lower boundary. Marine pond/lagoon sediment. 

 IVb 162-171 (BOE) Gley 2 6/10BG greenish gray very coarse sand with coral cobbles; 
structureless (single-grain); moist loose consistency; non-plastic; 
marine origin; very abrupt, smooth consistency. Coarse natural 
sand deposit. 
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Figure 108. Profile of northwest wall of Test Trench 31 
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Figure 109. Photo of location of Test Trench 31, near center of project area facing toward north, 

with Test Trench 30 in background 

 
Figure 110. Photo showing overview of stratigraphy along northwest wall of Test Trench 31 

(facing to north) 
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1.1.32 Test Trench 32 
Orientation:   NE-SW 
Trench Length:   6.00 m 
Trench Width (avg):  0.75 m 
Total Depth (max):   175 cmbs 
Profiled Wall:   Northwest 
Natural Sediment Attained: 150 cmbs 
Water Table:   165 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-8 Asphalt; 10 YR 2/1 black; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Paved surfacing for 
parking lot. 

 Ib 8-55 Fill; 10 YR 8/2 very pale brown crushed coral w/ gravel; 
structureless (single-grain); dry weakly coherent consistency; non-
plastic; mixed origin; clear, wavy and irregular lower boundary. 
General marine based grading fill. 

 Ic 10-70 Fill; 10 YR 3/3 dark brown gravelly sandy loam; weak, fine, 
crumb structure; dry weakly coherent consistency; non-plastic; no 
cementation; mixed origin; clear, wavy lower boundary. General 
fill material containing building material (clay brick fragments) 
possibly from demolition of historic buildings. 

 Id 50-125 Fill; 10 YR 4/2 dark grayish brown clay sand with cinder; weak, 
fine, crumb structure; dry weakly coherent consistency; non-
plastic; mixed origin; clear, smooth lower boundary. Hydraulic fill 
likely associated with dredging of Honolulu Harbor area for 
covering over Kaka‘ako wetlands. 

 IIa 55-95 Fill; 7.5 YR 3/3 dark brown gravel; strong, very coarse, blocky 
structure; dry very hard consistency; non-plastic; mixed origin; 
abrupt, smooth but broken/irregular lower boundary. Possibly 
historic building flooring, composed of rusted metal, basalt, cinder. 
SIHP # -7124, Feature O 

 IIb 95-100 Fill; 10 YR 7/2 light gray sandy clay; strong, medium, blocky 
structure; dry very hard consistency; slightly plastic; mixed origin; 
clear, smooth lower boundary. Thin layer of clay possibly 
associated with Stratum IIb, historic building floor structure – 
SIHP # -7124, Feature O 

 IIc 115-160 Fill; 10 YR 2/1 black loamy clay; weak, medium, blocky structure; 
moist friable consistency; slightly plastic; mixed origin; clear, 
wavy lower boundary. Burnt waste (glass bottles, ceramics, metal, 
wood), material related to open air burned debris from 1920s - 
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SIHP # -7189 -used as landfill material for covering over Kaka‘ako 
wetlands (only on east end of trench). 

 III 150-175 (BOE) Gley 2 6/5B bluish gray sandy clay; weak, fine to medium, crumb 
structure; moist friable consistency; plastic, marine origin; abrupt, 
smooth lower boundary. Natural marine sandy clay deposit 
overlying hard coral shelf, fragments of ‘peat’ clay loam present 
on upper horizon but scrapped away (likely from deposition of 
Stratum IIe). 
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Figure 111. Profile of northwest wall of Test Trench 32. Note the historic building remnants (Stratum IIa) – SIHP # -7124, Feature O 
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Figure 112. Photo of overview of Test Trench 32, view to southwest 

 
Figure 113. Photo of northwest wall stratigraphy for Test Trench 32, view to north 
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1.1.33 Test Trench 33 
Orientation:   NE-SW 
Trench Length:   6.15 m 
Trench Width (avg):  0.75 m 
Total Depth (max):   175 cmbs 
Profiled Wall:   Southeast 
Natural Sediment Attained: 145 cmbs 
Water Table:   175 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-8 Asphalt; 10 YR 2/1 black; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Paved surfacing for 
parking lot. 

 Ib 8-15 Fill; 10 YR 5/3 brown gravelly silt loam; structureless (single-
grain); dry weakly coherent consistency; non-plastic; mixed origin; 
clear, smooth lower boundary. Base course for overlying asphalt 
surfacing. 

 Ic 12-40 Fill; 10 YR 8/2 very pale brown crushed coral with very coarse 
sand; structureless (single-grain); dry loose consistency; non-
plastic; marine origin; very abrupt, smooth lower boundary. 
Marine based grading fill overlying demolition material. 

 IIa 30-108 Fill; 10 YR 3/3 dark brown gravelly silty loam; structureless 
(single-grain); dry slightly hard consistency; non-plastic; 
terrigenous origin; clear, irregular lower boundary. Grading fill 
containing remnants of demolished historic buildings (clay brick 
and concrete fragments, gravel, charcoal). Part of SIHP # -7124, 
Feature P 

 IIb 52-95 Fill; 5 YR 5/4 dark reddish brown clay loam; structureless (single-
grain); moist friable consistency; slightly plastic; terrigenous 
origin; abrupt, broken/discontinuous lower boundary. 
Amalgamation of melted metal (slag) and other burnt debris from 
historic buildings (possibly foundation/flooring) – SIHP # -7124, 
Feature P 

 IIc 85-100 Fill; 10 YR 2/1 black fine sand, ash; structureless (single-grain); 
moist very friable consistency; non-plastic; mixed origin; abrupt, 
broken/discontinuous lower boundary; contains some historic 
debris. Historic fill layer correlated with previous buildings. SIHP 
# -7124, Feature P 

 IId 90-150 Fill; 10 YR 2/1 black sandy clay; structureless (single-grain); moist 
very friable consistency; non-plastic; mixed origin; abrupt, smooth 
lower boundary. Burnt waste (glass bottles, ceramics, metal, 
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wood), material related to open air burned debris from 1920s - 
SIHP # -7189 -used as landfill material for covering over Kaka‘ako 
wetlands. 

 III 145-175 (BOE) 10 YR 5/1 gray medium grain sandy clay; weak, medium, blocky 
structure; moist very friable, wet sticky consistency; plastic; 
marine origin; clear, smooth lower boundary; contains small 
marine shell. Natural marine sandy clay deposit overlying hard 
coral shelf. 
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Figure 114. Profile of southeast wall of Test Trench 33. Note the presence of SIHP # -7124, Feature P –historic building remnants 

(Stratum IIb) 
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Figure 115. Photo of Test Trench 32, view to southwest, showing location, orientation and 

overview of excavation 

 
Figure 116. Photo of stratigraphy along southeast wall of Test Trench 31, view to south 
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1.1.34 Test Trench 34 
Orientation:   NE-SW 
Trench Length:   6.00 m 
Trench Width (avg):  0.75 m 
Total Depth (max):   165 cmbs 
Profiled Wall:   Southeast 
Natural Sediment Attained: 130 cmbs 
Water Table:   N/A 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-8 Asphalt; 10 YR 2/1 black; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Paved surfacing for 
parking lot. 

 Ib 8-20 Fill; 10 YR 5/2 grayish brown gravelly sand; strong, medium, 
crumb structure; dry very hard consistency; non-plastic; 
terrigenous origin; clear, smooth lower boundary. Base course for 
overlying asphalt surfacing. 

 Ic 15-50 Fill; 10 YR 8/2 very pale brown coral and sandy loam; weak, fine 
to coarse, crumb structure; dry slightly hard consistency; non-
plastic; mixed origin; clear, smooth lower boundary. General 
grading material. 

 Id 30-90 Fill; 10 YR 4/1 dark gray gravelly sandy loam; weak, fine, blocky 
structure; dry weakly coherent consistency; non-plastic; mixed 
origin; clear, wavy and irregular boundary; contains numerous 
historic glass bottles and ceramics. General fill material 

 IIa 35-130 Fill; 10 YR 2/1 black sandy clay; weak, fine to medium, crumb 
structure; dry weakly coherent consistency; non-plastic; mixed 
origin; clear, smooth but broken/discontinuous lower boundary; 
contains some glass bottles and ceramics. Burnt waste (glass 
bottles, ceramics, metal, wood), material related to open air burned 
debris from 1920s - SIHP # -7189 -used as landfill material for 
covering over Kaka‘ako wetlands. 

 IIb 70-150 Fill; 10 YR 5/3 brown sandy clay; weak, fine, crumb structure; dry 
slightly hard to hard consistency; non-plastic; marine origin; clear, 
wavy and irregular lower boundary; metal post found. Backfill 
material possibly excavated for salt pan berm. 

 IIIa 130-150 10 YR 6/8 brownish yellow silty sand; weak, fine, crumb structure; 
moist loose consistency; non-plastic; marine origin; clear, irregular 
lower boundary; few, very fine roots present. Natural marine sand 
deposit. 
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 IIIb 125-165 (BOE) Gley 2 5/5B bluish gray sandy clay; weak, fine, crumb structure; 
wet friable consistency; slightly plastic; marine origin; clear, 
abrupt lower boundary. Natural marine sandy clay overlying coral 
shelf. 
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Figure 117. Profile of southeast wall of Test Trench 34 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 46  Results of Fieldwork 

Archaeological Inventory Survey Report for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 146
TMK: [1] 2-1-030:001, 043  

 

 
Figure 118. Photo of Test Trench 34, view to west, showing location and orientation of excavation 

 
Figure 119. Photo of stratigraphic layers along southeast wall of Test Trench 34, view to east 
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1.1.35 Test Trench 35 
Orientation:   NE-SW 
Trench Length:   6.05 m 
Trench Width (avg):  0.80 m 
Total Depth (max):   172 cmbs 
Profiled Wall:   Southeast 
Natural Sediment Attained: 160 cmbs 
Water Table:   N/A 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 2/1 black; structureless (massive); extremely hard dry 

consistency; indurated cementation; non-plastic; terrestrial origin; 
very abrupt, smooth lower boundary. Paved surfacing for parking lot. 

 Ib 8-35 Fill; 10 YR 3/2 very dark grayish brown clay loam; structureless 
(single-grain); dry slightly hard consistency; slightly plastic; 
terrigenous origin; abrupt, wavy lower boundary. Base course for 
overlying asphalt surfacing. 

 Ic 25-68 Fill; 2.5 Y 3/2 very dark gray gravelly silt loam; structureless (single-
grain); dry weakly coherent consistency; non-plastic; terrigenous 
origin; clear, wavy and broken/discontinuous lower boundary. 
Grading fill from modern construction, plastic sheeting on top of 
stratum. 

 Id 25-65 Fill; 10 YR 6/2 light brownish gray crushed coral; structureless 
(single-grain); dry weakly coherent consistency; non-plastic; marine 
origin; abrupt, broken/discontinuous lower boundary. Marine based 
grading fill. 

 Ie 55-145 Fill; 10 YR 3/3 dark brown gravel; structureless (single-grain); dry 
weakly coherent consistency; non-plastic; terrigenous origin; abrupt, 
discontinuous/broken lower boundary. Backfill material associated 
with modern excavation for removal of underground (fuel) storage 
tank (UST). 

 If 145-172 Fill; 10 YR 2/1 black cinder; structureless (single-grain); moist loose 
consistency; non-plastic; terrigenous origin; abrupt, 
broken/discontinuous lower boundary. Located directly beneath 
Stratum Ie deposit, fill from UST removal activity  

 IIa 45-60 Fill; 10 YR 2/2 very dark brown cinder; structureless (single-grain); 
dry hard consistency; non-plastic; terrigenous origin; diffuse, wavy 
lower boundary. Historic cinder fill for grading/filling of area, 
contains small amount of glass and ceramic fragments. 

 IIb 102-160 Fill; 10 YR 2/1 black cinder with 10 YR 4/6 strong brown mottles of 
ash/burnt debris; structureless (single-grain); wet slightly sticky to 
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sticky consistency; slightly plastic; terrigenous origin; very abrupt, 
wavy lower boundary. Contains high amount of glass bottles, 
ceramics, and domestic debris. Burnt waste material related to open 
air burned debris from 1920s - SIHP # -7189 -used as landfill material 
for covering over Kaka‘ako wetland. 

 III 160-172 (BOE) Gley 1 4/- dark gray sandy clay; structureless (single-grain); moist 
friable, wet non-sticky consistency; plastic; marine origin; abrupt, 
smooth lower boundary; small amount of very fine roots present. 
Natural marine/wetland sandy clay deposit overlying coral shelf. 
Only thin, disturbed layer present, likely disturbed by deposition of 
Stratum IIb. 
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Figure 120. Profile of southeast wall of Test Trench 35 
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Figure 121. Photo of overview of Test Trench 35, view to southwest 

 
Figure 122. Photo of stratigraphic layers along southeast wall of Test Trench 35, view to east 
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1.1.36 Test Trench 36 
Orientation:   NW-SE 
Trench Length:   6.00 m 
Trench Width (avg):  0.75 m 
Total Depth (max):   160 cmbs 
Profiled Wall:   Northeast 
Natural Sediment Attained: 90 cmbs 
Water Table:   N/A 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-8 Asphalt; 10 YR 2/1 black; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Paved surfacing for 
parking lot. 

 Ib 8-35 Fill; 10 YR 4/3 brown gravelly sandy loam; weak, fine, crumb 
structure; dry hard consistency; non-plastic; mixed origin; clear, 
wavy lower boundary. Modern grading fill. 

 IIa 25-55 Fill; 10 YR 3/2 very dark grayish brown gravelly sandy loam; 
weak, fine, crumb structure; dry slightly hard consistency; non-
plastic; mixed origin; clear, wavy lower boundary. Grading fill 
mixed with structural debris from demolished historical buildings – 
SIHP # -7124, Feature Q- material (clay bricks, cinder) and 
domestic debris (glass, faunal bone). 

 IIb 45-85 Fill; 10 YR 2/1 black cinder; structureless (single-grain); dry loose 
consistency; non-plastic; terrigenous origin; clear, smooth 
boundary. Historically deposited Kaka‘ako cinder fill. 

 IIc 45-100 Fill; 10 YR 3/1 very dark gray sandy cinder loam; weak, medium, 
crumb structure; dry slightly hard consistency; non-plastic; 
terrigenous origin; clear, wavy lower boundary; lower boundary 
mixes/diffuses into Stratum IIIa. Historic landfill material. 

 III 90-120 A-horizon; 10 YR 5/4 yellowish brown sand; structureless (single-
grain); dry slightly hard consistency; non-plastic; marine origin; 
diffuse, smooth lower boundary. Natural marine sand deposit, 
possibly former land surface. 

 IV 110-171 (BOE) 2.5 Y 7/4 pale yellow sand; structureless (single-grain); dry weakly 
coherent consistency; non-plastic; marine origin; very abrupt, 
smooth lower boundary. Natural marine sand deposit overlying 
hard coral shelf. 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 46  Results of Fieldwork 

Archaeological Inventory Survey Report for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 152
TMK: [1] 2-1-030:001, 043  

 

 
 
 
 

 
Figure 123. Profile of northeast wall of Test Trench 36 
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Figure 124. Photo of overview of Test Trench 36, view to southeast 

 
Figure 125. Photo of stratigraphic layers along northeast wall of Test Trench 36, view to east 
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1.1.37 Test Trench 37 
Orientation:   NW-SE 
Trench Length:   6.00 m 
Trench Width (avg):  0.83 m 
Total Depth (max):   2.07 m 
Profiled Wall:   Southwest 
Natural Sediment Attained: 140 cmbs 
Water Table:   187 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-5 Asphalt; 10 YR 5/1, gray; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 5-26 Fill; 10 YR 5/2, grayish brown; sandy silt with gravel; weak, fine, 
granular/crumb structure; dry, loose consistency; non-plastic; 
mixed origin; abrupt, smooth lower boundary. Base course for 
asphalt surfacing. 

 Ic 23-51 Fill; 10 YR 6/6, brownish yellow; silty sand with coral gravel; 
structureless (single-grain); dry, loose consistency; non-plastic; 
mixed origin; abrupt, smooth lower boundary.  

 Id 47-91 Fill; 2.5 YR 3/6, dark red; clay loam; moderate, fine, crumb 
structure; moist, friable to firm, wet, slightly sticky consistency; 
slightly plastic; terrestrial origin; abrupt, wavy lower boundary. 
Grading fill; contains historic to modern debris. 

 Ie 62-110 Fill; 10 YR 1/2, light gray; coral; structureless (massive); dry, 
extremely hard consistency; non-plastic; mixed origin; abrupt, 
wavy lower boundary. Possible cap over burnt debris layer.  

 If 90-120 Fill; 10 YR 6/3, pale brown; coarse sand with coral, structureless 
(single-grain); dry, loose consistency; non-plastic; marine origin; 
abrupt, wavy lower boundary. Marine based fill overlying burnt 
debris layer. 

 II 109-164 Fill; 7.5 YR 3/2, dark brown; clay, ash, burnt debris; weak, fine, 
crumb structure; moist, friable to firm, wet, sticky consistency; 
slightly plastic; terrestrial origin; abrupt, wavy lower boundary. 
SIHP # -7189, burnt waste containing material related to open air 
burned debris from 1920s - used as landfill material for covering 
over Kaka‘ako wetlands.. 

 III 140-207 (BOE) Gley 2 6/10BG, greenish gray; very coarse clayey sand, 
structureless (single-grain); non-plastic; marine origin. 
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Figure 126 Trench 37, southwest wall stratigraphic profile 
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Figure 127. Trench 37, southwest wall, trench overview photo (left), and profile photo northwest end (right) 
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1.1.38 Test Trench 38 
Orientation:   NW-SE 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   2.15 m 
Profiled Wall:   Northeast 
Natural Sediment Attained: 145 cmbs 
Water Table:   195 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-5 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 5-65 Fill; 10 YR 4/3, brown; gravelly sand clay, structureless (single-
grain); dry, hard consistency; non-plastic; terrestrial origin; clear, 
smooth, wavy lower boundary. Imported fill directly underlying 
asphalt. 

 Ic 60-100 Fill; 10 YR 8/3, very pale brown; gravelly sand; structureless 
(single-grain); dry, hard consistency; non-plastic; marine origin; 
clear, smooth lower boundary. Lower boundary of layer is very 
fine sandy texture. Crushed coral fill. 

 IIa 100-130 Fill; 10 YR 3/1, very dark brown; sandy clay; structureless (single-
grain); moist, friable consistency; plastic; mixed origin; diffuse, 
smooth lower boundary. Directly overlying and associated with 
SIHP # -7189; contains historic-era artifacts (i.e., bottles and 
ceramics). 

 IIb 125-155 Fill; 10 YR 2/2, very dark brown; sandy clay; moderate, very fine, 
blocky structure; moist, friable consistency; plastic; terrestrial 
origin; clear, smooth lower boundary. SIHP # -7189, burnt waste 
containing material related to open air burned debris from 1920s - 
used as landfill material for covering over Kaka‘ako wetlands. 
Contains an abundance of historic-era artifacts (i.e., bottles and 
ceramics). 

 III 145-170 C-Horizon; 10 YR 3/1, gray; silty sand; structureless (single-
grain); wet, non-sticky consistency; non-plastic; marine origin; 
diffuse, smooth lower boundary. Sandy gley overlying coral shelf. 

 IV 170-215 (BOE) 10 YR 5/1, gray; gravel; structureless (massive); wet, non-sticky 
consistency; non-plastic; marine origin. Gravelly coral shelf. 
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Figure 128. Trench 38, northeast wall stratigraphic profile 
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Figure 129. Trench 38 overview photo; view southeast 

 
Figure 130. Trench 38, northeast wall, profile photo southeast end; view southeast 
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1.1.39 Test Trench 39 
Orientation:   NE-SW 
Trench Length:   6.00 m 
Trench Width (avg):  0.83 m 
Total Depth (max):   1.64 m 
Profiled Wall:   Northwest 
Natural Sediment Attained: 132 cmbs 
Water Table:   159 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-7 Asphalt; 10 YR 5/1, gray; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 6-138 Fill; 10 YR 5/3, brown; silty clay with gravel and crushed coral; 
weak, fine, crumb structure; dry, loose consistency; non-plastic; 
mixed origin; very abrupt, wavy, irregular lower boundary. 
General fill material (possibly related to remediation project); 
contains historic to modern debris (domestic and construction 
material). 

 Ic 35-58 Fill; 5 YR 4/4, reddish brown; clay loam, moderate, fine, crumb 
structure; moist, friable to firm consistency; slightly plastic; 
terrestrial origin; very abrupt, smooth, broken/discontinuous lower 
boundary. Grading fill. 

 Id 50-124 Fill; 10 YR 6/3, pale brown; very coarse sand with coral; 
structureless (single-grain); dry, loose consistency; non-plastic; 
marine origin; abrupt, irregular, broken/discontinuous lower 
boundary. Cap over burnt historic debris. 

 II 87-150 Fill; 7.5 YR 3/2, dark brown; clay loam and ash; weak, fine, crumb 
structure; moist, friable to firm, wet, sticky consistency; plastic; 
terrestrial origin; abrupt, wavy lower boundary. SIHP # -7189, 
burnt waste containing material related to open air burned debris 
from 1920s - used as landfill material for covering over Kaka‘ako 
wetlands. 

 III 132-164 (BOE) Gley 2 5/10G, greenish gray; sandy clay; structureless (single-
grain); moist, friable, wet, slightly sticky consistency; slightly 
plastic; marine origin. Natural (marine) sandy clay deposit 
overlying coral shelf. 
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Figure 131. Trench 39, northwest wall stratigraphic profile 
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Figure 132. Trench 39 overview photo; view northeast 

 
Figure 133. Trench 39, northwest wall, profile photo; view south 
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1.1.40 Test Trench 40 
Orientation:   NW-SE 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.85 m 
Profiled Wall:   Northeast 
Natural Sediment Attained: 60 cmbs 
Water Table:   177 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-5 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 5-70 Fill; 10 YR 3/3, dark brown; gravelly sandy clay; structureless 
(single-grain); dry, hard consistency; non-plastic; mixed origin; 
clear, smooth and irregular, broken lower boundary. Imported fill 
directly underlying asphalt. 

 Ic 40-115 Fill; 10 YR 8/2, very pale brown; crushed coral and sand; 
structureless (single-grain); dry, hard consistency; non-plastic; 
marine origin; clear, wavy, broken lower boundary. Crushed coral 
fill mixed with very fine sand. 

 II 60-170 C-Horizon; 10 YR 6/4, light yellowish brown; very fine sand, 
slightly hard dry consistency; non-plastic; marine origin; clear, 
wavy lower boundary. Natural sand layer, progressively higher 
clay content with increasing depth. 

 III 170-185 (BOE) C-Horizon; 10 YR 3/1, gray; silty clayey sand; structureless 
(single-grain); wet, non-sticky consistency; non-plastic; marine 
origin. Natural sandy gley overlying coral shelf. 
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Figure 134. Trench 40, northeast wall stratigraphic profile 
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Figure 135. Trench 40 overview photo with concrete jacket in the center of the trench; view 

northwest 

 
Figure 136. Trench 40, northeast wall, south end of trench, profile photo; view north 
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1.1.41 Test Trench 41 
Orientation:   NE-SW 
Trench Length:   5.82 m 
Trench Width (avg):  0.75 m 
Total Depth (max):   1.72 m 
Profiled Wall:   Northwest 
Natural Sediment Attained: 125 cmbs 
Water Table:   172 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-7 Asphalt; 10 YR 6/1, gray; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 6-20 Fill; 10 YR 5/4, yellowish brown; silty clay with gravel; weak, 
fine, granular/crumb structure; dry, loose consistency; non-plastic; 
terrestrial origin; abrupt, smooth lower boundary. Base course for 
asphalt. 

 Ic 18-52 Fill; 5 YR 3/3, dark reddish brown; clay loam; moderate, fine, 
crumb structure; moist, very firm, wet, slightly sticky consistency; 
slightly plastic; mixed origin; abrupt, smooth lower boundary. 
General grading fill; contains gravel and crushed coral. 

 II 46-180 Fill; 10 YR 6/6, brownish yellow; medium grain sandy clay with 
coral; structureless (single-grain); moist, very firm consistency; 
non-plastic; mixed origin; abrupt, smooth, wavy lower boundary. 
Hard coralline, sandy clay barrier overlying natural sandy clay. 

 IIIa 125-137 10 YR 6/2, light brownish gray; sandy clay; structureless (single-
grain); moist, very firm consistency; slightly plastic; marine origin; 
diffuse, smooth lower boundary. Natural marine sandy clay. 

 IIIb 134-158 10 YR 7/4, very pale brown; sandy clay; structureless (single-
grain); moist, friable, wet, sticky consistency; slightly plastic; 
marine origin; diffuse, smooth lower boundary; few fine-to-
medium roots. Natural marine sandy clay.  

 IIIc 135-172 (BOE) Gley 2, 5/5BG, greenish gray; clayey sand; structureless (single-
grain); moist, firm, wet, sticky consistency; slightly plastic; marine 
origin; abrupt, smooth lower boundary; few medium roots. Natural 
marine clayey sand overlying coral shelf. 
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Figure 137. Trench 41, northwest wall stratigraphic profile 
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Figure 138. Trench 41, northwest wall, trench overview (left), and stratigraphic profile photo (right) 
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1.1.42 Test Trench 42 
Orientation:   NW-SE 
Trench Length:   5.82 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.72 m 
Profiled Wall:   Northeast 
Natural Sediment Attained: 150 cmbs 
Water Table:   170 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-7 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 7-13 Fill; 2.5 Y 6/3, light yellowish brown; sandy crushed coral; 
moderate, medium, crumb structure; dry, slightly hard consistency, 
non plastic, marine origin, abrupt, smooth lower boundary. Base 
course for asphalt. 

 Ic 13-32 Fill; 2.5 Y 3/2, very dark grayish brown; silty loam; weak, very 
fine, crumb structure; dry, loose consistency; non-plastic; 
terrestrial origin; clear, wavy lower boundary. Imported fill. 

 Id 28-100 Fill; 5 Y 2.5/2, black; silty loam; weak, medium, crumb structure; 
dry, weakly coherent consistency; slightly plastic; terrestrial origin; 
abrupt, wavy lower boundary. Imported fill; contains brick and 
glass fragments. 

 II 70-150 C-Horizon; 2.5 Y 8/1, white; sandy clay; moderate, fine, platy 
structure; moist, friable consistency; plastic; marine origin; clear, 
wavy lower boundary; fine roots common. Fill imported from 
within the project area. Clay content increases with depth. 

 IIIa 150-154 A-Horizon; 10 YR 2/2, very dark brown; peat/clay; weak, fine, 
platy structure; moist, friable consistency; slightly plastic; marine 
origin; abrupt, smooth lower boundary; many very fine-to-fine 
roots. 

 IIIb 154-163 C-Horizon; 2.5 Y 6/1, gray; silty clay loam; moderate, fine, crumb 
structure; moist, friable consistency; slightly plastic; marine origin; 
clear, wavy lower boundary; many fine roots. 

 IVa 163-165 C-Horizon; 2.5 Y 5/6, light olive brown; sandy loam; weak, fine, 
crumb structure; moist, loose consistency; non-plastic; marine 
origin; abrupt, wavy lower boundary. Sandy layer overlying 
crushed coral. 

 IVb 165-170 (BOE) Crumbly coral shelf. 
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Figure 139. Trench 42, northeast wall stratigraphic profile 
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Figure 140. Trench 42 overview photo; view north 

 
Figure 141. Trench 42, northwest wall, profile photo; view north 
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Figure 142. Trench 42, layout of the observed natural soils from top to bottom. Note the small 

dark band near the 3 on the scale which is the salt pan A-horizon 

 
Figure 143. Test Trench 42; close up of the A-horizon associated with the salt pans. This layer 

can be seen located next to the number 3 (30 cm) on the scale. The striations of peat 
and clay are visible located between 30-35 cm on the meter scale 
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1.1.43 Test Trench 43 
Orientation:   SW-NE 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.85 m 
Profiled Wall:   Northwest 
Natural Sediment Attained: 150 cmbs 
Water Table:   178 cmbs 

 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-15 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot; two layers thick. 

 Ib 15-20 Fill; 5 Y 7/3, pale yellow; crushed coral and sand; structureless 
(single-grain); dry, loose consistency; non-plastic; marine origin; 
very abrupt, smooth lower boundary. Crushed coral base course for 
asphalt. 

 Ic 15-50 Fill; 2.5 Y 3/2, very dark grayish brown; silty loam; moderate, 
medium, crumb structure; dry, slightly hard consistency; non-
plastic; terrestrial origin; diffuse, wavy lower boundary. Imported 
fill. 

 Id 50-85 Fill; 10 YR 3/2, very dark grayish brown; cinder and silty loam; 
weak, medium, crumb structure; dry, weakly coherent consistency; 
non-plastic; terrestrial origin; clear, wavy lower boundary. Mixed 
cinder alluvium fill from nearby Kaka‘ako area. 

 Ie 75-95 Fill; 5 Y 8/2, pale yellow; coral; dry, extremely hard consistency; 
non-plastic; marine origin; very abrupt, wavy lower boundary. 
Coral fill pocket. 

 If 85-125 Fill; Gley 1 2.5/N, black; cane slag and ash, gravelly sandy texture; 
weak, medium, crumb structure; dry, weakly coherent consistency; 
non-plastic; marine origin; clear, smooth lower boundary. Contains 
incinerator coal, likely from nearby Honolulu Ironworks factory. 

 II 100-155 Fill; 5 Y 2.5/1, black; silty loam; moist, friable consistency; non-
plastic; terrestrial origin; clear, wavy lower boundary. SIHP # -
7189, burnt waste containing material related to open air burned 
debris from 1920s - used as landfill material for covering over 
Kaka‘ako wetlands. Contains bottles, ceramics, and glass 
fragments. 
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 III 150-176 C-Horizon; 10 YR 6/1, gray; clay loam; moderate, fine, platy 
structure; moist, friable consistency; plastic; terrestrial origin; 
abrupt, wavy lower boundary; many very fine roots. Gley material 
overlying coral shelf. 

 IV 176-185 (BOE) Coral shelf. 
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Figure 144. Trench 43, northwest wall stratigraphic profile 
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Figure 145. Trench 43 overview photo; view north 

 
Figure 146. Trench 43, northwest wall, profile photo; view northwest 
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1.1.44 Test Trench 44 
Orientation:   NW-SE 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.50 m 
Profiled Wall:   Northeast 
Natural Sediment Attained: 80 cmbs 
Water Table:   N/A 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-9 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 9-50 Fill; 10 YR 3/3, dark brown; gravelly sand; structureless (single-
grain); dry, hard consistency; non-plastic; mixed origin; clear, 
smooth lower boundary. Imported fill underlying the asphalt 
surface mixed with gravel and crushed coral fill. 

 Ic 9-63 Fill; 10 YR 4/2, brown; gravelly sand; dry, loose consistency; non-
plastic; mixed origin; clear, wavy, broken/discontinuous lower 
boundary. Modern disturbance feature; mix of gravel and Str. Ib 
with some asphalt. May be associated with electric line. 

 II 40-70 Fill; 10 YR 2/2, very dark brown; silty sandy loam; moist , very 
friable consistency; non-plastic; terrestrial origin; clear, smooth 
lower boundary. SIHP # -7189, burnt waste containing material 
related to open air burned debris from 1920s - used as landfill 
material for covering over Kaka‘ako wetlands. Contains bottles, 
ceramic and glass fragments. 

 III 65-120 Fill; 10 YR 7/2, light gray; sandy clay; moist, firm consistency; 
non-plastic; marine origin; clear, smooth lower boundary. 
Imported fill from within the project area overlying A-Horizon; 
hard clay. 

 IV 80-125 A-Horizon; 10 YR 5/2, grayish brown; sandy clay; weak, fine, 
crumb structure; moist, friable consistency; slightly plastic; mixed 
origin; clear, smooth lower boundary; few very fine roots. Possibly 
associated with previous salt pans; sample taken. 

 Va 80-145 C-Horizon; 10 YR 8/1, white; sandy clay; weak, fine, crumb 
structure; moist, friable consistency; slightly plastic; marine origin; 
clear, wavy lower boundary; few very fine roots. 
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 Vb 130-145 (BOE) C-Horizon; 10 YR 6/1, gray; clay sand; moist, loose consistency; 
non-plastic; marine origin; few very fine roots. Gley material 
overlying coral; disappears in southern portion. 

 Vc 130-150 (BOE) C-Horizon; 10 YR 8/2, very pale brown; sandy clay; structureless 
(single-grain); moist, friable, wet, slightly sticky consistency; non-
plastic; marine origin; many very fine roots. Sandy layer overlying 
coral shelf. 
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Figure 147. Trench 44, northeast wall stratigraphic profile 
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Figure 148. Trench 44 overview photo; view north 

 
Figure 149. Trench 44, northeast wall, profile photo; view north 
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1.1.45 Test Trench 45 
Orientation:   NE-SW 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.50 m 
Profiled Wall:   Southeast 
Natural Sediment Attained: 115 cmbs 
Water Table:   150 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-5 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 5-15 Fill; 10 YR 4/3, brown; structureless (massive); dry, very hard 
consistency; non-plastic; terrestrial origin; abrupt, smooth lower 
boundary. Gravel base course for asphalt. 

 Ic 10-33 Fill; 10 YR 6/6, brownish yellow; gravelly crushed coral; 
structureless (massive); dry, very hard consistency; non-plastic; 
marine origin; abrupt broken/discontinuous lower boundary. 
Crushed coral fill. 

 Id 20-35 Fill; 10 YR 4/3, brown; gravelly sandy clay; structureless (single-
grain); dry, hard consistency; non-plastic; mixed origin; clear, 
wavy and irregular lower boundary. Imported mixed fill. 

 Ie 18-60 Fill; 10 YR 2/2, very dark brown; sand; structureless (single-
grain); dry, slightly hard consistency; non-plastic; mixed origin; 
clear, smooth lower boundary. Disturbed fill; contains some sandy 
clay and brick material; possible extension of Str. Ig. 

 If 50-75 Fill; 10 YR 2/1, black; gravelly sand; structureless; dry, loose 
consistency; non-plastic; terrestrial origin; clear, smooth lower 
boundary. Burnt fill consisting mostly of cane slag; likely from 
nearby Honolulu Ironworks factory. 

 Ig 35-55 Fill; 10 YR 2/1, black; boulders; structureless (massive); dry, very 
hard; non-plastic; terrestrial origin; abrupt, wavy, 
broken/discontinuous lower boundary. Boulders arranged as a 
previous surface or layer in east portion of trench associated with 
an old historic building (SIHP # -7124, Feature R). 

 II 70-115 Fill; 10 YR 7/2, light gray; sandy clay; structureless (single-grain); 
moist, friable consistency; slightly plastic; marine origin; abrupt to 
clear, smooth, broken/discontinuous lower boundary; few very fine 
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roots. Fill imported from within the project area, overlying A-
Horizon. 

 IIIa 115-120 A-Horizon; 10 YR 5/2, grayish brown; sandy clay; weak, very 
fine, crumb structure; moist, friable consistency; slightly plastic; 
mixed origin; clear, smooth lower boundary; few very fine roots. 
Likely associated with salt pans; contains charcoal.  

 IIIb 120-125 A-Horizon; 2.5 YR 8/2, pale yellow; sandy clay; weak, fine, crumb 
structure; wet, slightly sticky; plastic; marine origin; diffuse, 
smooth lower boundary; few very fine roots. Clay layer underlying 
Str. IIIa with some charcoal boundary. 

 IIIc 125-135 A-Horizon; 10 YR 4/4, dark yellowish brown, mottled with many, 
small 10 YR 8/4 very pale brown; sandy clay; weak, fine, blocky 
structure; moist, friable, wet, slightly-sticky; slightly plastic; mixed 
origin; diffuse, smooth lower boundary; few very fine roots. 
Contains many striations of charcoal; high clay content at lower 
boundary, likely part of salt pans production. 

 IV 135-150 (BOE) C-Horizon; 10 YR 5/2, grayish brown; clayey sand; structureless 
(single-grain); wet, non-sticky consistency; non-plastic; marine 
origin; few very fine roots. Clay sand overlying the coral shelf. 
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Figure 150. Trench 45, southeast wall stratigraphic profile 
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Figure 151. Trench 45 overview photo; view southwest 

 
Figure 152. Trench 45, southeast wall, profile photo; view south 
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Figure 153. Trench 45, close-up of the multiple A-horizons. The lowest A-horizon, seen at 25 

cm, is the highest in clay content and appears to be mottled with white and pink clays. 

 

 

1.1.46 Test Trench 46 
Orientation:   NE-SW 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.55 m 
Profiled Wall:   Southeast 
Natural Sediment Attained: 150 cmbs 
Water Table:   152 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-7 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 
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 Ib 7-15 Fill; 10 YR 3/2, very dark grayish brown; very gravelly sandy clay 
loam; structureless; moist, friable consistency; non-plastic; mixed 
origin; abrupt, clear, smooth lower boundary. Base course for 
asphalt. 

 Ic 15-20 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 
extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Buried 
asphalt surface. 

 Id 15-65 Fill; 10 YR 3/3, dark brown; gravelly sandy clay loam; 
structureless; moist, very friable; non-plastic; mixed origin; clear, 
wavy lower boundary. Mixed imported fill; contains coral and 
basalt pebbles and cobbles, glass and brick fragments. 

 Ie 30-80 Fill; 10 YR 3/3, dark brown; silty clay; structureless; moist, friable 
consistency; slightly plastic; terrestrial origin; clear, smooth, 
broken/discontinuous lower boundary; few fine roots. Imported 
alluvial sediments typically observed throughout Kakaako; 
disturbed Str. IIa on west end of trench. 

 IIa 80-115 Fill; 10 YR 2/1, black; fine grain sand; structureless (single-grain); 
moist, loose consistency; non-plastic; marine origin; abrupt, 
irregular, broken/discontinuous lower boundary. Sand fill 
associated with the underlying Stratum IIc (SIHP # -7189); 
coloration indicates heavy charcoal concentration. 

 IIb 90-115 Fill; 10 YR 8/1, white; crushed coral; mottled with frequent, 
medium 10 YR 5/6 yellowish brown; sandy clay; structureless; 
dry, weakly coherent consistency; non-plastic; mixed origin; clear, 
irregular, broken/discontinuous lower boundary. Associated with 
the underlying Stratum IIc (SIHP # -7189); infrequent inclusions 
of Str. IIa. 

 IIc 95-150 Fill; 10 YR 2/1, black; sandy silt loam; moist, very friable 
consistency; non-plastic; mixed origin; very abrupt, smooth lower 
boundary. SIHP # -7189, burnt waste containing material related to 
open air burned debris from 1920s - used as landfill material for 
covering over Kaka‘ako wetlands. Contains bottles, ceramics, 
brick, metal and glass fragments, and coral cobbles. 

 III 150-155 (BOE) C-Horizon; 10 YR 5/1, gray; clay; structureless (massive); wet, 
sticky consistency; very plastic; marine origin; very fine roots 
common. Natural sediment overlying coral shelf. 
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Figure 154. Trench 46, southeast wall stratigraphic profile 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 46  Results of Fieldwork 

Archaeological Inventory Survey Report for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 188
TMK: [1] 2-1-030:001, 043  

 

 
Figure 155. Trench 46 overview photo; view south 

 
Figure 156. Trench 46, southeast wall, profile photo; view southeast 
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1.1.47 Test Trench 47 
Orientation:   NW-SE 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.50 m 
Profiled Wall:   Northeast 
Natural Sediment Attained: 132 cmbs 
Water Table:   140 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-5 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 5-13 Fill; 10 YR 4/1, gray; sandy gravel; structureless; dry, slightly hard 
consistency; non-plastic; terrestrial origin; clear, smooth lower 
boundary. Base course for asphalt. 

 Ic 10-15 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 
extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; clear, broken/discontinuous lower boundary. 
Buried asphalt layer. 

 Id 13-35 Fill; 2.5 YR 4/3, reddish brown; gravelly sandy clay; dry, slightly 
hard consistency; slightly plastic; mixed origin; clear, smooth 
lower boundary. Imported fill; contains construction debris and 
some asphalt. 

 Ie 35-75 Fill; 10 YR 3/3, dark brown; sandy loam cinder; structureless; dry, 
weakly coherent consistency; non-plastic; terrestrial origin; clear, 
smooth lower boundary. Imported fill of mixed cinder and 
alluvium from surrounding Kaka‘ako area. 

 IIa 65-100 Fill; 10 YR 3/2, very dark grayish brown; sandy clay; structureless; 
dry, weakly coherent consistency; slightly plastic; mixed origin; 
clear, wavy lower boundary. Associated with underlying SIHP # -
7189. 

 IIb 80-135 Fill; 10 YR 2/1, black; sandy clay; structureless; moist, friable 
consistency; plastic; terrestrial origin; clear, smooth lower 
boundary. SIHP # -7189, burnt waste containing material related to 
open air burned debris from 1920s - used as landfill material for 
covering over Kaka‘ako wetlands. Contains bottles, ceramics, and 
glass fragments. 
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 III 132-150 (BOE) C-Horizon; 10 YR 4/1, dark gray; clay; structureless (massive); 
moist, very friable consistency; very plastic; marine origin. Gley 
overlying coral shelf; contains a lens of peat (organic material). 
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Figure 157. Trench 47, northeast wall stratigraphic profile 
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Figure 158. Trench 47 overview photo; view southeast 

 
Figure 159. Trench 47, northeast wall, profile photo; view southeast 
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1.1.48 Test Trench 48 
Orientation:   NW-SE 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.85 m 
Profiled Wall:   Northeast 
Natural Sediment Attained: 80 cmbs 
Water Table:   185 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 6-11 Fill; 10 YR 2/1, black; gravel; structureless; non-plastic; terrestrial 
origin; clear, smooth, broken/discontinuous lower boundary. Base 
course for asphalt. 

 Ic 6-20 Fill; 10 YR 5/1, gray; gravelly silty sand; structureless; dry, weakly 
coherent consistency; non-plastic; mixed origin; abrupt, clear, 
smooth lower boundary. Base course; contains coral and basalt. 

 Id 15-45 Fill; 5 YR 3/3, dark reddish brown; gravelly sandy loam; 
structureless; dry, weakly coherent consistency; non-plastic; mixed 
origin; abrupt, smooth lower boundary. Imported fill layer; 
contains additional gravel base course. 

 Ie 25-48 Fill; 10 YR 5/2, grayish brown; sandy loam; structureless; moist, 
very friable consistency; non-plastic; mixed origin; abrupt, clear 
lower boundary. Contains coral and basalt pebbles. 

 If 45-90 Fill; 10 YR 3/2, very dark grayish brown; sandy loam; 
structureless; moist, very friable consistency; non-plastic; mixed 
origin; very abrupt, broken/discontinuous lower boundary. 
Contains coral and basalt pebbles and glass fragments. 

 Ig 46-130 Fill; 10 YR 8/1, white; crushed coral; structureless; dry, weakly 
coherent to slightly hard consistency; non-plastic; marine origin; 
very abrupt, broken/discontinuous lower boundary.  

 II 40-160 Fill; 10 YR 8/4, very pale brown and 10 YR 3/2, very dark grayish 
brown; Mix of Stata If and II; structureless; dry, weakly coherent 
to slightly hard consistency; non-plastic; mixed origin; lower 
boundary not visible. Utility trench contains an electric line and an 
old concrete pilon with rebarb reinforcment from an old building 
foundation (SIHP # -7124, Feature S). 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 46  Results of Fieldwork 

Archaeological Inventory Survey Report for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 194
TMK: [1] 2-1-030:001, 043  

 

 III 80-185 C-Horizon; 10 YR 8/4, very pale brown; sand; structureless 
(single-grain); moist, loose consistency; non-plastic; marine origin. 
Natural Jaucas sand. 
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Figure 160. Trench 48, northeast wall stratigraphic profile 
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Figure 161. Trench 48 overview photo of the profiled northeast wall; view east. Note the 

concrete pylon in the center of the trench, a remnant of a historic building footing. 

 

 

1.1.49 Test Trench 49 

Orientation:   NE-SW 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.60 m 
Profiled Wall:   Northeast 
Natural Sediment Attained: 155 cmbs 
Water Table:   155 cmbs 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-7 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 7-35 Fill; 10 YR 5/1, gray; gravelly sandy silt; structureless (massive); 
dry, slightly hard consistency; non-plastic; terrestrial origin; clear, 
smooth lower boundary. Imported fill; contains glass fragments. 

 Ic 35-60 Fill; 10 YR 5/3, brown; gravelly sandy clay; structureless 
(massive); dry, slightly hard consistency; non-plastic; terrestrial 
origin; clear, smooth lower boundary. Imported fill. 

 Id 60-105 Fill; 10 YR 8/1, white; crushed coral; structureless (massive); dry, 
loose consistency; non-plastic; marine origin; clear, smooth lower 
boundary. Crushed coral fill 

 Ie 90-120 Fill; 10 YR 3/2, very dark grayish brown; sandy silt; structureless 
(massive); dry, weakly coherent consistency; non-plastic; 
terrestrial origin; clear, smooth lower boundary. Imported fill 
overlying incinerated fill. 

 II 100-150 Fill; 10 YR 2/1, black; clay; structureless (massive); moist, friable 
consistency; slightly plastic; mixed origin; clear, wavy lower 
boundary. SIHP # -7189, burnt waste containing material related to 
open air burned debris from 1920s - used as landfill material for 
covering over Kaka‘ako wetlands. Contains many bottles, faunal 
remains, glass fragments, ceramic fragments and wood. 

 III 120-155 Fill; 10 YR 5/4, yellowish brown; clayey sand; weak, fine, crumb 
structure; moist, friable consistency; non-plastic; clear, irregular 
lower boundary; few very fine roots. Fill imported from within the 
project area. 

 IV 155-159 A-Horizon; 10 YR 3/1, very dark gray; peat/clay; weak, medium, 
platy structure; moist, very friable consistency; plastic; mixed 
origin; clear, smooth, broken/discontinuous lower boundary; few 
very fine roots. Many alternating striations of clay and peat, likely 
associated with salt pans. 

 V 155-160 (BOE) C-Horizon; 10 YR 4/1, dark gray; sandy silty clay; structureless 
(massive); wet, non-sticky consistency; slightly plastic; marine 
origin; few very fine roots. Gley overlying coral shelf. 
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Figure 162. Trench 49, northeast wall stratigraphic profile 
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Figure 163. Trench 49 overview photo of the profiled northeast wall; view southeast 

 

 

1.1.50 Test Trench 50 
Orientation:   NE-SW 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.55 m 
Profiled Wall:   Northwest 
Natural Sediment Attained: 85 cmbs 
Water Table:   N/A cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 
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 Ib 6-20 Fill; 10 YR 5/3, brown; sandy silty gravel; structureless; dry, 
slightly hard consistency; non-plastic; terrestrial origin; clear, 
smooth lower boundary. Base course. 

 Ic 15-50 Fill; 5 YR 4/3, reddish brown; gravelly sandy clay; structureless; 
dry, slightly hard consistency; non-plastic, slightly plastic; 
terrestrial origin; clear, smooth lower boundary. Imported fill 
layer, post dates concrete jacket. 

 Id 35-67/95 Fill; 10 YR 6/2, light brownish gray; silty sand (coarse), 
structureless; dry, weakly coherent consistency; non-plastic; mixed 
origin; clear, broken/discontinuous lower boundary. Layer consists 
of imported fill containing crushed coral, which intrudes into 
Stratum Ie. 

 Ie 48/95-80/105 Fill; 10 YR 7/2, light gray; silty clay; structureless; moist, friable 
consistency; slightly plastic; mixed origin; clear, 
broken/discontinuous lower boundary. Layer consists of imported 
clay fill. 

 If 80/95-73/110 Fill; 10 YR 8/1, white; clay sand; structureless; moist, friable 
consistency; slightly plastic; marine origin; clear, smooth, 
broken/discontinuous lower boundary. Thin layer consisting of 
imported clay fill. 

 Ig 85/110-85/115 Fill; 10 YR 4/2, dark grayish brown; clay sand, structureless; 
moist, friable consistency; non-plastic; mixed origin; clear, 
smooth, broken/discontinuous lower boundary. Thin layer 
consisting of imported sandy fill. 

 II 80/115-105/145 Fill; 10 YR 2/1, black; sandy clay; structureless; moist, friable 
consistency; non-plastic; terrestrial origin; clear, smooth lower 
boundary. Contains bottles, ceramics and glass fragments. SIHP # -
7189, burnt waste containing material related to open air burned 
debris from 1920s - used as landfill material for covering over 
Kaka‘ako wetlands 

 III 85-110 C-Horizon; 2.5 Y 6/2, light brownish gray; silty clay; weak, fine, 
crumb structure; moist, friable consistency; plastic; clear, smooth 
lower boundary; few, fine roots. Layer consists of natural clay 
containing some rootletts. 

 IV 105-155 (BOE) C-Horizon; 10 YR 7/6, yellow; silty sand; structureless (single-
grain); moist, loose consistency; non-plastic; marine origin; lower 
boundary not visible. Layer consists of sand overlying coral shelf. 

 V 145-155 (BOE) C- Horizon; 10 YR 4/1, dark gray; sandy clay; structureless; moist, 
friable consistency; slightly plastic; marine origin; lower boundary 
not visible. Layer consists of natural gley overlying coral shelf. 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 46  Results of Fieldwork 

Archaeological Inventory Survey Report for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 201
TMK: [1] 2-1-030:001, 043  

 

 

 

 

 

 
Figure 164. Trench 50, northwest wall stratigraphic profile 
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Figure 165. Trench 50 overview photo; view north. Note the concrete jacket in the center of the 

trench 

 

 
Figure 166. Trench 50, northwest wall, profile photo; view northeast 
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1.1.51 Test Trench 51 
Orientation:   NE-SW 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.52 m 
Profiled Wall:   Northwest 
Natural Sediment Attained: 80/130 cmbs 
Water Table:   145 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-7 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 7-25 Fill; 10 YR 3/4, dark yellowish brown; sandy silt; structureless; 
dry, weakly coherent consistency; non-plastic; terrestrial origin; 
clear, smooth/discontinuous lower boundary. Base course. 

 Ic 25-57 Fill; 2.5 YR 3/4, dark reddish brown; sandy clay; structureless; 
moist, friable consistency; plastic; terrestrial origin; clear, wavy 
lower boundary. Imported fill layer consisting of reddish brown 
clay and some coarse sand. 

 Id 37-68 Fill; 2.5 YR 3/2, very dark grayish brown; silty sandy clay loam; 
structureless; moist, very friable consistency; slightly plastic; 
mixed origin; clear, wavy/discontinuous lower boundary. Layer 
consists of gritty, silty loam with some clay and small gravel. 

 Ie 55-85 Fill; 10 YR 7/3, very pale brown; crushed coral; structureless; dry, 
loose consistency; non-plastic; marine origin; clear, 
wavy/discontinuous lower boundary. Layer consists of coarse, 
loose crushed coral. 

 IIa 18-85 Fill; 10 YR 5/2, grayish brown; gravelly silty clay sand; 
structureless; moist, friable consistency; slightly plastic; mixed 
origin; clear, wavy/discontinuous lower boundary. Contains an old 
building wall or foundation (SIHP # -7124, Feature T), as well as 
historic bottles, ceramics, and faunal bone, similar to the historic 
feature observed in the southwest end of the trench. Layer consists 
of fill and back-fill. 

 IIb 85-132 Fill; 10 YR 4/2, dark grayish brown; gravelly, silty clay; 
structureless; moist, loose consistency; slightly plastic; terrestrial 
origin; clear, wavy/discontinuous lower boundary. Contains an 
abundance of bottles, ceramics and faunal bone, which pre-date the 
historics within the overlying stratum (If). SIHP # -7189, burnt 
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waste containing material related to open air burned debris from 
1920s - used as landfill material for covering over Kaka‘ako 
wetlands.  

 III 85-137 C-Horizon; 10 YR 6/2, light brownish gray; slightly sandy marine 
clay; structureless; wet, sticky consistency; very plastic; marine 
origin; diffuse, wavy lower boundary. Layer consists of soft clay 
mixed with fine grained sand. 

 IV 130-152 (BOE) C-Horizon; Gley 1 5/10 Y, greenish gray; loam; structureless; 
moist, very friable consistency; plastic; marine origin; clear, 
smooth lower boundary. Clay (gley) overlying coral shelf. 
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Figure 167. Trench 51, northwest wall stratigraphic profile 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 46  Results of Fieldwork 

Archaeological Inventory Survey Report for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 206
TMK: [1] 2-1-030:001, 043  

 

 
Figure 168. Trench 51 overview photo; view north 

 
Figure 169. Trench 51, northwest wall, profile photo; view northwest 
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1.1.52 Test Trench 52 
Orientation:   NW-SE 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.40 m 
Profiled Wall:   Northeast 
Natural Sediment Attained: 103 cmbs 
Water Table:   140 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-7 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 7-18 Fill; 10 YR 3/3, dark brown; gravelly silty clay; structureless; dry, 
slightly hard consistency; slightly plastic; terrestrial origin; clear, 
smooth lower boundary. Base course for asphalt. 

 Ic 12-33 Fill; 7.5 YR 3/3, dark brown; silty loam; structureless; dry, weakly 
coherent consistency; slightly plastic; terrestrial origin; clear, wavy 
lower boundary. Imported fill layer. 

 IIa 25-88 Fill; 10 YR 2/1, black; gravelly loam, structureless; dry, weakly 
coherent consistency; non-plastic; terrestrial origin; clear, wavy 
lower boundary. Layer contains an abundance of historic debris, 
such as ceramics and glass, possible evidence of SIHP # -7124, 
Feature U – historic building remnants. 

 IIb 68-101 Fill; 2.5 YR 7/4, pale yellow; corally sandy loam; structureless; 
dry, loose consistency; non-plastic; marine origin; abrupt, smooth 
lower boundary. Coral fill underlying the historic building 
remnants; likely associated with the old historic building 
foundation, SIHP # -7124, Feature U. 

 IIc 72-120 Fill; 7.5 YR 3/3, dark brown; silty clay loam; structureless; moist, 
very friable consistency; plastic; terrestrial origin; very abrupt, 
smooth lower boundary. SIHP # -7189, burnt waste containing 
material related to open air burned debris from 1920s, mixed with 
dredged marine clay. Contains some historic debris, such as bottles 
and ceramics. 

 III 103-140 C-Horizon; 2.5 Y 8/4, pale yellow; sandy loam; weak, fine, crumb 
structure; moist, very friable consistency; slightly plastic; marine 
origin; clear, wavy lower boundary. 
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 IV 120-140 C-Horizon; 5 Y 7/1, light gray; sandy loam; weak, fine, crumb 
structure; moist, very friable consistency; slightly plastic; marine 
origin; clear, smooth lower boundary. 

 V 133-140 (BOE) C-Horizon; 5 Y 8/3, pale yellow; sand; structureless (single-grain); 
moist, loose consistency; non-plastic; marine origin; lower 
boundary not visible. Layer consists of naturally deposited marine 
sediment. 
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Figure 170. Trench 50, northeast wall stratigraphic profile 
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Figure 171. Trench 52 overview photo; view northwest 

 
Figure 172. Trench 52, northeast wall, northwest end, profile photo; view northwest. Note the 

concrete jacket visible in the top left corner of the photograph 
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1.1.53 Test Trench 53 
Orientation:   NE-SW 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.78 m 
Profiled Wall:   Southeast 
Natural Sediment Attained: 95 cmbs 
Water Table:   175 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-5 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 5-7 Fill; 10 YR 2/1, black; crumbley asphalt; structureless (massive); 
dry, very hard consistency; indurated cementation; non-plastic; 
terrestrial origin; abrupt smooth lower boundary. Layer directly 
underlies surface paved surface. 

 Ic 7-24 Fill; 5 Y 7/2, light gray; cobbly silty loam; structureless; dry, 
weakly coherent consistency; non-plastic; terrestrial origin; clear, 
smooth lower boundary. Base course for asphalt consists of 
crushed basalt. 

 Id 15-40 Fill; 2.5 Y 4/3, olive brown; silty loam; structureless; dry, loose 
consistency; non-plastic; terrestrial origin; clear, smooth lower 
boundary. Imported, modern fill. 

 Ie 28-72 Fill; 7.5 YR 4/3, brown; gravelly loam; structureless; dry, hard 
consistency; non-plastic; terrestrial origin; clear, wavy lower 
boundary. Imported red fill. 

 If 55-80 Fill; 2.5 Y 4/2, dark grayish brown; gravelly silty loam; 
structureless; dry, loose consistency; non-plastic; terrestrial origin; 
dry; abrupt, smooth lower boundary. Imported fill. 

 Ig 63-90 Fill; 2.5 Y 8/2, pale yellow; corally sand; structureless (single-
grain); dry, loose consistency; non-plastic; marine origin; clear, 
wavy lower boundary. Imported modern fill containing crushed 
coral and sand. 

 Ih 87-96 Fill; 2.5 Y 4/4, olive brown; silty loam with silty clay inclusions; 
structureless; dry, weakly coherent consistency; non-plastic; 
terrestrial origin; clear, wavy lower boundary. Layer consists of 
burnt fill containing small amounts of ceramics, as well as cane 
slag and loamy soil with pockets of silty clay. Does not appear to 
be the same as the SIHP # -7189, burnt waste. 
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 Ii 90-100 Fill; 5 Y 5/3, olive; silty clay; weak, fine, platy structure; moist, 
friable consistency; very plastic; mixed origin; clear, wavy lower 
boundary. Layer containing high clay content placed directly on 
underlying sand. Likely used as a surface for the overlying fill. 

 IIa 95-137 C-Horizon; 2.5 Y 8/3, pale yellow; sandy silt; weak, very fine, 
crumb structure; dry, weakly coherent consistency; non-plastic; 
marine origin; diffuse, wavy lower boundary. Natural sand. 

 IIb 107-178 C-Horizon; 2.5 Y 7/3, pale yellow; loamy sand; structureless 
(single-grain); moist, very friable consistency; slightly plastic; 
marine origin; diffuse, smooth lower boundary. Natural sand. 

 III 178-185 (BOE) C-Horizon; Gley 1 7/10 Y, light greenish gray; loam; structureless; 
wet, slightly sticky consistency; non-plastic; marine origin; lower 
boundary not visible. Naturally deposited marine sediment (gley) 
directly overlying coral shelf. 
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Figure 173. Trench 53, southeast wall stratigraphic profile 
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Figure 174. Trench 53 overview photo; view southwest 

 

 
Figure 175. Trench 53, southeast wall, profile photo; view south 
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1.1.54 Test Trench 54 
Orientation:   NE-SW 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.38 m 
Profiled Wall:   Northwest 
Natural Sediment Attained: 90 cmbs 
Water Table:   140 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-5 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 5-19 Fill; 10 YR 4/3, brown; sandy gravel; structureless; dry, loose 
consistency; slightly plastic; clear wavy lower boundary. Base 
course. 

 Ic 19-37 Fill horizon; 5 YR 3/3, dark redish brown; clay loam; structureless; 
dry, slightly hard consistency; slightly plastic; terrestrial origin; 
clear, wavy lower boundary. Imported fill material. 

 Id 32-51 Fill; 10 YR 5/1, gray; sandy gravel; structureless; dry, loose 
consistency; non-plastic; terrestrial origin; clear, 
broken/discontinuous lower boundary. Contains ceramics and 
broken glass. Layer contains modern debris, a mixture of 
construction and domestic fill. 

 Ie 47-80 Fill; 10 YR 7/2, light gray; gravelly sand; structureless; dry, loose 
consistency; non-plastic; marine origin; clear, broken/ 
discontinuous lower boundary. Layer consists of unevenly 
distributed crushed coral fill. 

 If 111-116 Fill; 10 YR 3/2, very dark grayish brown; silt loam; structureless; 
moist, friable consistency; slightly plastic; terrestrial origin; clear, 
broken/discontinuous lower boundary. Layer consists of imported 
fill overlying incinerated layer, and contains large coral cobbles. 

 II 84-120 Fill; 10 YR 2/2, vey dark brown; loam; structureless; moist, friable 
consistency; slightly plastic; terrestrial origin; clear, 
broken/discontinuous lower boundary. Very thin layer of SIHP # -
7189, burnt waste containing material related to open air burned 
debris from 1920s, mixed with dredged marine clay. Contains 
metal scraps, glass, bricks, and ceramics.  

 III 90-140 C-Horizon; 2.5 Y 6/2, light brownish gray; loamy sand; weak, fine, 
crumb structure; moist, loose consistency; non-plastic; marine 
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origin; clear, wavy lower boundary. Layer consists of sand with 
smaller particles of clay. An unidentified, small articulated animal 
skeleton was observed in the southwest end of the trench near the 
lower boundary of this layer and partiall extending into the 
underlying layer. The skeleton is of a small mammal and was 
collected for analysis. No burial pit was observed and it is not 
culturally significant 

 IV 125-138 (BOE) C-Horizon; Gley 1 7/10 Y, light greenish gray; sand (fine); weak, 
very fine, crumb structure; moist, loose consistency; non-plastic; 
marine origin; lower boundary not visible; Layer consists of 
naturally deposited marine sediment (gley) overlying coral shelf. 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 46  Results of Fieldwork 

Archaeological Inventory Survey Report for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 217
TMK: [1] 2-1-030:001, 043  

 

 

 

 

 
Figure 176. Trench 54, northwest wall stratigraphic profile 
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Figure 177. Trench 54 overview photo; view west 

 
Figure 178. Trench 54, northwest wall, southwest end, profile photo; view west. Note a trowel 

within the sidewall in the bottom center of the photograph, which marks the location 
of the faunal remains. 
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1.1.55 Test Trench 55 
Orientation:   NW-SE 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.38 m 
Profiled Wall:   Southwest 
Natural Sediment Attained: 125 cmbs 
Water Table:   N/A cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 6-25 Fill; 10 YR 5/3, brown; cobbly loam; structureless; dry, slightly 
hard consistency; non-plastic; terrestrial origin; abrupt, smooth 
lower boundary. Base course. 

 Ic 15-48 Fill; 10 YR 8/2, very pale brown; crushed coral sand; structureless; 
dry, loose, slightly hard consistency; non-plastic; mixed origin; 
abrupt, smooth lower boundary. Crushed coral fill. 

 Id 23-44 Fill; 10 YR 4/2, dark grayish brown; gravelly silty loam; 
structureless; dry, loose consistency; non-plastic; terrestrial origin; 
abrupt, smooth lower boundary. Imported fill; not visible in 
northwest half of trench. 

 Ie 32-83 Fill; 10 YR 8/1, white; crushed coral sand; structureless; dry, loose 
consistency; non-plastic; mixed origin; abrupt, smooth lower 
boundary. Contains small amount of glass bottle fragments. Layer 
consists of crushed coral containing 8 small lenses of charcoal; 
these lenses are thicker on the northeast half of the trench. 

 If 75-82 Fill; 2.5 Y 4/2, dark grayish brown; silty loam; structureless; dry, 
slightly hard consistency; non-plastic; terrestrial origin; clear, 
smooth lower boundary. Imported fill. 

 Ig 82-93 Fill; 2.5 Y 8/3, pale yellow; silty loam; structureless; dry, weakly 
coherent consistency; non-plastic; mixwed origin; clear, smooth 
lower boundary. Imported fill. 

 II 75-115 Fill; 2.5 Y 3/2, very dark grayish brown; sandy clay loam; 
structureless; moist, very friable consistency; slightly plastic; 
terrestrial origin; clear, wavy lower boundary. SIHP # -7189, burnt 
waste containing material related to open air burned debris from 
1920s, mixed with dredged marine clay. Contains ceramics, glass 
bottles, and red bricks.  
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 IIIa 110-146 Fill; 5 Y 7/1, light gray; clay loam; structureless; moist, very 
friable consistency; slightly plastic; mixed origin; diffuse, wavy 
lower boundary. Sandy fill ‘pushed’ from nearby or from within 
the project area. 

 IIIb 120-127 Fill; 2.5 Y 4/3, olive brown; clay loam; structureless; dry, weakly 
coherent consistency; slightly plastic; mixed origin; clear, wavy 
lower boundary. Sandy fill ‘pushed’ from nearby or from within 
the project area.. 

 IV 125-184 A-Horizon; 2.5 Y 5/2, grayish brown; loamy clay; weak, very fine, 
platy structure; moist, friable consistency; plastic; mixed origin; 
clear, wavy lower boundary. Layer consists of old A horizon w/ 
numerous small lenses of clay and organic peat, likely associated 
with the old salt pans. 

 V 133-138 (BOE) C-Horizon; 5 Y 5/1, gray; loamy clay; weak, very fine, crumb 
structure; moist, friable consistency; plastic; marine origin; lower 
boundary not visible; roots are common, medium size. Naturally 
deposited marine sediment (gley). 
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Figure 179. Trench 55, southwest wall stratigraphic profile 
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Figure 180. Trench 55 overview photo; view west 

 
Figure 181. Trench 55, southwest wall, profile photo; view west 
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1.1.56 Test Trench 56 
Orientation:   NW-SE 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.90 m 
Profiled Wall:   Northeast 
Natural Sediment Attained: 115 cmbs 
Water Table:   182 cmbs 

 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 6-9 Fill; 10 YR 2/1, black; asphalt; structureless (massive); dry, very 
hard consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Second asphalt layer 
directly underlying surface pavement. 

 Ic 9-24 Fill; 7.5 YR 4/3, brown; gravelly silty loam; structureless; dry, 
loose consistency; non-plastic; terrestrial origin; diffuse, smooth, 
lower boundary. Base course. 

 Id 22-65 Fill; 2..5 YR 3/3, dark reddish brown; gravelly loam; structureless; 
dry, slightly hard consistency; slightly plastic; terrestrial origin; 
abrupt, wavy lower boundary. Imported fill. 

 Ie 52-78 Fill; 10 YR 8/3, very pale brown; sand/crushed coral; structureless; 
dry, loose consistency; non-plastic; marine origin; abrupt, smooth 
lower boundary. Layer consists of crushed coral containing a thin 
sandy layer at lower boundary. 

 If 70-100 Fill; 10 YR 5/4, yellowish brown; sandy loam; structureless; dry, 
loose consistency; non-plastic; mixed origin; diffuse, smooth lower 
boundary. Imported fill. 

 Ig 115-118 Fill; 2.5 Y 3/2, very dark grayish brown; sandy loam, structureless; 
dry, weakly coherent consistency; slightly plastic; terrestrial origin; 
diffuse, smooth lower boundary. Contains glass fragments, metal 
scraps, and red brick pieces.  

 II 115-165 C-Horizon; 2.5 Y 4/3, olive brown; clay loam; moderate, fine, 
blocky structure; moist, friable consistency; plastic; marine origin; 
clear, smooth lower boundary. Naturally deposited sediment. 
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 III 165-192 (BOE) C-Horizon; Gley 1 4/N, dark gray; sand; structureless (single-
grain); wet, non-sticky consistency; non-plastic; marine origin; 
lower boundary not visible.  
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Figure 182. Trench 56, northeast wall stratigraphic profile 
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Figure 183. Trench 56 overview photo; view northwest 

 
Figure 184. Trench 56, northeast wall, northwest end profile photo; view northeast. Note the 

corner of the trench shows evidence of the edge of the remediation pond. 

 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 46  Results of Fieldwork 

Archaeological Inventory Survey Report for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 227
TMK: [1] 2-1-030:001, 043  

 

 

 

 

 

 
Figure 185. Trench 56, northeast wall, southeast end profile photo; view south 
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1.1.57 Test Trench 57 
Orientation:   NW-SE 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.78 m 
Profiled Wall:   Northeast 
Natural Sediment Attained: 70 cmbs 
Water Table:   160 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 6-16 Fill; 10 YR 5/3, brown; sandy gravel; structureless; dry, slightly 
hard consistency; non-plastic; terrestrial origin; clear, wavy lower 
boundary. Base course. 

 Ic 16-22 Fill; 10 YR 8/2, very pale brown; gravelly crushed coral; 
structureless; dry, loose consistency; non-plastic; marine origin; 
clear, wavy lower boundary. Crushed coral fill. 

 Id 22-32 Fill; 7.5 YR 3/3, brown; gravel; structureless; dry, loose 
consistency; non-plastic; terrestrial origin; clear, 
broken/discontinuous lower boundary. Reddish imported fill. 

 Ie 32-54/65 Fill; 10 YR 5/1, gray; gravel sand; structureless; dry, loose 
consistency; non-plastic; mixed origin; clear, wavy lower 
boundary. Layer consists of mixed, disturbed, imported fill.  

 If 50-72 Fill; 10 YR 5/8, yellowish brown; sandy clay w/ gravel; 
structureless; dry, hard consistency; non-plastic; terrestrial origin; 
clear, wavy lower boundary. Layer consists of yellowish, hard, dry 
clay. 

 Ig 25/43-50 Fill; 10 YR 8/1, white; crushed coral; structureless; dry, slightly 
hard consistency; non-plastic; mixed origin; clear, 
broken/discontinuous lower boundary. Crushed coral fill w/ lense 
of dark sand at lower boundary. 

 IIa 75-120 Fill; 10 YR 4/2, dark grayish brown; gravelly sand; structureless; 
dry, loose consistency; non-plastic; mixed origin; clear, 
broken/discontinuous lower boundary. Contains very little broken 
glass and ceramics. This layer belongs to the same disturbance of 
the adjacent strata as Stratum IIb. Consists of the same fill episode 
containing two different fill materials. 
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 IIb 110/120-150 Fill; 10 YR 3/2, very dark grayish brown; sandy clay; structureless; 
moist, friable consistency; slightly plastic; mixed origin; clear, 
broken/discontinuous lower boundary. SIHP # -7189, burnt waste 
containing material related to open air burned debris from 1920s, 
mixed with dredged marine clay. Contains broken glass, ceramics, 
and a button. This stratum has disturbed the overlying and 
underlying layers. Associated w/ Stratum IIa as part of the same 
disturbance of the adjacent strata. 

 IIIa 70-100 C-Horizon; 10 YR 7/1, light gray; sandy clay; structureless (single-
grain); moist, firm consistency; slightly plastic; mixed origin; 
diffuse, smooth lower boundary. Layer consists of natural sand w/ 
high clay content. Upper boundary is compacted and disturbed. 

 IIIb 95-125 C-Horizon; 2.5 Y 7/3, pale yellow; silt; weak, fine, crumb 
structure; moist, friable consistency; non-plastic; marine origin; 
diffuse, smooth lower boundary. Layer consists of silt which 
becomes very fine silty sand towards the lower boundary. 

 IIIc 125-157 C-Horizon; 10 YR 7/3, very pale brown; clay sand; dry, weakly 
coherent consistency; slightly plastic; marine origin; diffuse, 
smooth lower boundary. Layer consists of naturally deposited sand 
overlying the gley. 

 IV 157-178 (BOE) C-Horizon; Gley 1 4/N, dark gray; sand; structureless (single-
grain); wet, non-sticky consistency; non-plastic; marine origin; 
lower boundary not visible. Naturally deposited marine sediment 
(gley) containing many shells.  
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Figure 186. Trench 57, northeast wall stratigraphic profile 
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Figure 187. Trench 57 overview photo; view northwest 

 
Figure 188. Trench 57 northeast wall, profile photo; view west 
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1.1.58 Test Trench 58 
Orientation:   NE-SW 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.42 m 
Profiled Wall:   Southeast 
Natural Sediment Attained: 86 cmbs 
Water Table:   139 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 6-23 Fill; gravel; structureless; dry, slightly hard consistency; non-
plastic; terrestrial origin; clear, wavy lower boundary. Base course. 

 Ic 11-29 Fill; 2.5 Y 8/1, white; gravelly sand; structureless; dry, loose 
consistency; non-plastic; marine origin; clear, wavy lower 
boundary. Crushed coral fill. 

 Id 21-38 Fill; 5 YR 4/3, reddish brown; gravelly clay loam; structureless; 
dry, weakly coherent cconsistency; slightly plastic; terrestrial 
origin; clear, smooth lower boundary. Imported fill overlying 
broken up concrete slabs when present. 

 Ie 28-50 Fill; 2.5 Y 2.5/1, black; gravelly loam; structureless; dry, loose 
consistency; non-plastic; terrestrial origin; clear, wavy lower 
boundary. Imported fill. 

 If 36-59 Fill; 2.5 Y 8/2, pale yellow; sand; structureless; dry, loose 
consistency; non-plastic; marine origin; clear, smooth lower 
boundary. Crushed coral fill. 

 II 57-92 Fill; 2.5 Y 2.5/1, black; loam; structureless; dry, slightly hard 
consistency; non-plastic; terrestrial origin; abrupt, smooth lower 
boundary. SIHP # -7189, burnt waste containing material related to 
open air burned debris from 1920s - used as landfill material for 
covering over Kaka‘ako wetlands. Contains ceramics, glass 
fragments, cut faunal bone, and bottles. 

 III 86-142 (BOE) C-Horizon; 2.5 Y 8/4, pale yellow; loamy sand; weak, fine, crumb 
structure; moist, very friable consistency; non-plastic; marine 
origin; roots are common and medium size. Naturally deposited 
sand. 
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Figure 189. Trench 58, southeast wall stratigraphic profile 
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Figure 190. Trench 58 overview photo; view southwest 

 
Figure 191. Trench 58, southeast wall, profile photo; view east 
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1.1.59 Test Trench 59 
Orientation:   NE-SW 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.51 m 
Profiled Wall:   Southeast 
Natural Sediment Attained: 60/88 cmbs 
Water Table:   149 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 6-26 Fill; 10 YR 3/2, very dark grayish brown; gravelly loam; 
structureless; dry, weakly coherent consistency; non-plastic; 
terrestrial origin; clear, irregular lower boundary. Gravel base 
course. 

 Ic 15-60/90 Fill; 10 YR 3/3, dark brown; clay sand; structureless; moist, friable 
consistency; wet, slightly sticky consistency; non-plastic; 
terrestrial origin; clear, smooth lower boundary. Contains cement, 
rebar rod, and glass. Clay sand with sulphur inclusions and a lense 
of coarse, black cinder. This fill consists of the standard Kaka’ako 
cinder and alluvium materials and was likely imported from 
nearby. The southwest end of the trench contains a modern 
disturbance. 

 II 60/90-151 C-Horizon; 10 YR 7/2, light gray; sandy clay; structureless; wet, 
sticky consistency; non-plastic; marine origin; abrupt, smooth 
lower boundary. A thick layer of naturally deposited sand, high in 
clay content. Texture gets sandier in the lower boundary.  

 III 135-151 (BOE) C-Horizon; 2.5 Y 6/1, gray; clay; structureless; wet, very sticky 
consistency; plastic; mixed origin; lower boundary not visible; 
Consists of clay (gley) visible only in southeast wall and the south 
corner of trench. The northeast end of the trench consists of sandy 
clay (Stratum II) directly overlying the coral shelf. 
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Figure 192. Trench 59, southeast wall stratigraphic profile 
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Figure 193. Trench 59 overview photo; view northeast 

 
Figure 194. Trench 59, southeast wall, profile photo; view east 
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1.1.60 Test Trench 60 
Orientation:   NE-SW 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.55 m 
Profiled Wall:   Southeast 
Natural Sediment Attained: 137 cmbs 
Water Table:   152 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 6-15 Fill; 10 YR 3/2, very dark grayish brown; gravel; structureless; 
dry, hard consistency; non-plastic; mixed origin; clear smooth 
lower boundary. Gravel and crushed coral base course. 

 Ic 15-77/85 Fill; 10 YR 5/2, grayish brown; gravelly loam; structureless; dry, 
slightly hard consistency; non-plastic; mixed origin; clear, smooth, 
wavy lower boundary. Imported fill, including coral and large 
cobbles. Contains glass, ceramics, bricks, and plastic sheeting. 

 Id 10-75 Fill; 5 YR 4/6, yellowish red; clayey loam; structureless; dry, 
slightly hard consistency; slightly plastic; terrestrial origin; clear, 
broken/discontinuous lower boundary. Layer contains large 
cobbles, which may have been associated with an old historic 
building floor, as well as ceramics, bricks, glass, and metal scraps. 

 Ie 77-120 Fill; 10 YR 2/1, black; sand (coarse); strong, medium, crumb 
structure; dry, loose consistency; non-plastic; terrestrial origin; 
clear, smooth lower boundary; Layer contains coral and cinder 
lenses. 

 II 115-190 Fill; 10 YR 3/2, very dark grayish brown; sandy loam; 
structureless; wet, slightly sticky consistency; non-plastic; mixed 
origin; lower boundary not visible. SIHP # -7189, burnt waste 
containing material related to open air burned debris from 1920s - 
used as landfill material for covering over Kaka‘ako wetlands. 
Contains bottles, ceramics, metal scraps, and bricks. 

 III 137-145 A-Horizon; 10 YR 7/3, very pale brown; clayey, structureless; 
moist, friable consistency; slightly plastic; mixed origin; clear, 
broken/discontinuous lower boundary. Layer consists of striations 
of clay and peat, evidenced by many very thin lenses. Likely 
associated with the salt pans. 
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 IV 145-155 (BOE) C-Horizon; 2.5 Y 6/1, gray; sandy clay; structureless; wet, sticky 
consistency; plastic; marine origin; lower boundary not visible. 
Layer consists of naturally deposited marine sediment (gley). 
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Figure 195. Trench 60, southeast wall stratigraphic profile 
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Figure 196. Trench 60 overview photo; view east 

 
Figure 197. Trench 60, southeast wall, southwest side, profile photo; view southeast 
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1.1.61 Test Trench 61 
Orientation:   NW-SE 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.55 m 
Profiled Wall:   Southwest 
Natural Sediment Attained: 127 cmbs 
Water Table:   151 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-7 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 7-35/55 Fill; 10 YR 3/2, very dark grayish brown; sandy loam (fine sand); 
structureless; dry, loose consistency; non-plastic; mixed origin; 
clear, wavy lower boundary. Contains modern bottles, ceramics, 
metal scraps, and bricks. Layer consists of mixed fill with 
inclusions of cinder, crushed coral, sandy clay, and charcoal.  

 Ic 35/55-97 Fill; 10 YR 4/2, dark grayish brown; sandy loam (coarser than Ib); 
structureless; dry, loose consistency; non-plastic; mixed origin; 
clear, smooth lower boundary. This stratum is more uniform than 
Stratum Ib with less mottles; a cinder lens appears within and near 
the bottom of Stratum Ic; some charcoal flecks are present. 

 Id 90-115 Fill; 10 YR 8/2, very pale brown; sand clay; structureless; moist, 
very friable consistency; slightly plastic; mixed origin; abrupt, 
smooth lower boundary. This layer is fairly uniform and is similar 
to Trench 23; some spots of charcoal are present in the wall 
profile. 

 II 110-127/142 Fill; 10 YR 5/3, brown; sandy clay (fine); structureless; wet, sticky 
consistency; plastic; mixed origin; clear, smooth lower boundary. 
SIHP # -7189, burnt waste containing material related to open air 
burned debris from 1920s - used as landfill material for covering 
over Kaka‘ako wetlands. Contains ceramics and metal scraps. 
Charcoal, including a cinder lense, is present. 

 III 127/142-139/145 Fill; 10 YR 7/4, very pale brown; sandy clay (very fine grain); 
structureless; wet, slightly sticky consistency; non-plastic; marine 
origin; clear, smooth lower boundary. Sand ‘pushed’ from nearby 
or from within the project area.  

 IV 139-149 A-Horizon; 10 YR 7/4, very pale brown; clay and peat; weak, fine, 
platy structure; moist, very friable consistency; non-plastic; mixed 
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origin; clear, smooth lower boundary. Lower boundary of layer 
consists of peat striations, upper boundary consists of clay and 
peat. Likely associated with the salt pans. 

 V 142-155 (BOE) C-Horizon; 10 YR 6/1, gray; sandy gley; structureless; wet, sticky 
consistency; slightly plastic; marine origin; lower boundary not 
visible. Layer consists of naturally deposited marine sediment 
(gley). 
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Figure 198. Trench 61, southwest wall stratigraphic profile 
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Figure 199. Trench 61 overview photo; view northeast 

 
Figure 200. Trench 61, southwest wall, profile photo; view northeast 
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1.1.62 Test Trench 62 
Orientation:   NW-SE 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.60 m 
Profiled Wall:   Southwest 
Natural Sediment Attained: 143 cmbs 
Water Table:   153 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-8 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 8-58 Fill; 10 YR 5/3, brown; sandy loam; structureless; dry, slightly 
hard consistency; non-plastic; mixed origin; clear, smooth lower 
boundary. Layer consists of crushed coral inclusions and larger 
coral stones with modern trash (glass, ceramics, bricks, metal 
pipes, wire, car battery and saw cut faunal bone). 

 Ic 50-105/120 Fill; 10 YR 3/2, very dark grayish brown; sandy loam; 
structureless; dry, loose consistency; non-plastic; mixed origin; 
clear, smooth lower boundary. Very similar to Stratum Ib though 
slightly darker. Contains glass, ceramics, bricks, metal pipes, wire, 
faunal bone, and a large rebar rod, protruding from the SW wall.  

 Id 105/115-123 Fill; 2.5 YR 8/2, pale yellow; clayey sand (fine grain); 
structureless; moist, very friable consistency; slightly plastic; clear 
broken/discontinuous lower boundary. A thin layer of what 
appears to be sand from nearby ‘pushed’ on top of Stratum Ie. 
Observed only in the southeast end of the trench 

 Ie 115-128/150 Fill; 2.5 YR 7/1, light gray; sandy clay (very fine grain); 
structureless; moist, very friable consistency, wet, slightly sticky 
consistency; slightly plastic; mixed origin; clear, smooth lower 
boundary. Layer is continuous and resembles the gley; likely 
contaminated by a petroleum product as evidenced by a strong 
odor. Some charcoal flecks are present. 

 II 143-148 A-Horizon; 10 YR 2/1, black; organic peat mixed with clay; weak, 
fine, platy structure; moist, very friable consistency; non-plastic; 
mixed origin; clear, broken/discontinuous lower boundary. Layer 
consists of peat and clay striations. Not present in the southeast 
portion of trench. 
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 III 135-150 C-Horizon; 2.5 Y 8/2, pale yellow; very fine sand; structureless; 
moist, very friable consistency; non-plastic; marine origin; clear, 
broken/discontinuous lower boundary. Layer consists of sand 
present in the southeast end of the trench before stopping at the 
junction with Stratum IV. 

 IV 148-160 (BOE) C-Horizon; 10 YR 6/1, gray; sandy clay; structureless; wet, 
slightly sticky consistency; slightly plastic; marine origin; lower 
boundary not visible, broken/discontinuous. This layer is not 
present in the southeast corner of the trench; present only under A-
Horizon. 
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Figure 201. Trench 62, southwest wall stratigraphic profile 
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Figure 202. Trench 62 overview photo; view west 

 
Figure 203. Trench 62, southwest wall, profile photo; view southwest 
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1.1.63 Test Trench 63 
Orientation:   NE-SW 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.60 m 
Profiled Wall:   Southeast 
Natural Sediment Attained: 135 cmbs 
Water Table:   152 cmbs 

 
Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-8 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 8-15/85 Fill; 10 YR 4/3, brown; sandy loam (fine grain); structureless; dry, 
loose consistency; non-plastic; mixed origin; clear, irregular lower 
boundary. Crushed coral fill containing modern trashi (glass, 
ceramics, and metal scraps). 

 Ic 15/85-105 Fill; 10 YR 3/2, very dark grayish brown; sandy loam (fine); 
structureless; dry, loose consistency; non-plastic; mixed origin; 
clear, irregular lower boundary. Very similar to Stratum Ib though 
slightly darker. Contains modern trash including glass, ceramics, 
and metal scraps.  

 Id 100-137 Fill; 10 YR 8/2, very pale brown; clayey sand (very fine); 
structureless; moist, friable consistency; slightly plastic; mixed 
origin; clear, wavy lower boundary. Sand ‘pushed’ from nearby or 
from within the project area.  

 II 100-137 Fill; 10 YR 2/1, black; sandy clay; structureless; moist, friable 
consistency; slightly plastic; mixed origin; clear, 
broken/discontinuous lower boundary. SIHP # -7189, burnt waste 
containing material related to open air burned debris from 1920s - 
used as landfill material for covering over Kaka‘ako wetlands. 
Contains glass, ceramics, metal scraps, and shoe soles; extends to 
BOE in the southeast portion of trench. 

 III 134-145 A-Horizon; 10 YR 7/6, yellow; organic and clay; structureless; 
moist, friable consistency; non-plastic; mixed origin; clear, smooth 
lower boundary. This layer consists of striations of peat and clay, 
likely associated with the salt pans. 

 IV 134-155 (BOE) C-Horizon; 10 YR 6/1, gray; sandy clay; structureless; moist, 
friable consistency; slightly plastic; mixed origin; lower boundary 
not visible. Layer consists of naturally deposited marine sediment 
(gley). 
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Figure 204. Trench 63, southeast wall stratigraphic profile 
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Figure 205. Trench 63 overview photo; view northeast 

 
Figure 206. Trench 63, southeast wall, profile photo; view northeast 
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1.1.64 Test Trench 64 
Orientation:   NE-SW 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.60 m 
Profiled Wall:   Southeast 
Natural Sediment Attained: 120 cmbs 
Water Table:   N/A  

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 6-35 Fill; structureless; five varying layers of base course: 1) gravel 2) 
crushed coral 3) red clay loam 4) gravel 5) crushed coral. Contains 
a small amount of red brick. 

 Ic 25-65 Fill; 10 YR 2/1, black; coarse sand (cinder); structureless (single-
grain); dry, loose consistency; non-plastic; terrestrial origin; clear, 
wavy/discontinuous lower boundary. Imported cinder fill overlying 
a layer of large coral boulders in the northeast end of the trench. 
The coral boulders, as well as the construction debris (i.e. brick) 
may be evidence of and old building flooring and evidence of its 
demolition (SIHP # -7124, Feature V). 

 Id 30-75/105 Fill; 10 YR 2/2, very dark brown; clay loam; structureless; moist, 
very friable consistency; slightly plastic; terrestrial origin; diffuse, 
wavy lower boundary. Imported fill with construction debris 
(bottles, glass fragments, red bricks, and saw cut faunal bone). 

 Ie 105-165 Fill; 5 Y 2.5/2, black; sand (coarse); structureless; dry, loose 
consistency; non-plastic; terrestrial origin; clear, smooth lower 
boundary. Imported cinder fill. 

 If 115-135 Fill; 5 Y 2.5/1, black; clay loam; structureless; moist, very friable 
consistency; slightly plastic; terrestrial origin; very abrupt, smooth 
lower boundary. Imported fill. 

 IIa 120-130 Fill; 2.5 Y 8/3, pale yellow; sandy clay; structureless; moist, very 
friable consistency; slightly plastic; marine origin; diffuse, smooth 
lower boundary; many, medium roots present. Layer consists of fill 
from nearby area. 

 IIb 120-145 Fill; gley 1 6/5 G, greenish gray; clay; structureless; moist, very 
friable consistency; slightly plastic; marine origin; diffuse, smooth 
lower boundary. Clay (gley) fill from project area. 
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 III 135/145-150 A-Horizon; 5 Y 2.5/2, black; moderate, very fine, platy structure; 
moist, friable consistency; plastic; mixed origin; diffuse, smooth 
lower boundary. Layer consists of thin A-Horizon, likely 
associated with the salt pans. 

 IV 145-160 (BOE) C-Horizon; Gley 1 7/10 Y, light greenish gray; sandy loam; 
structureless (single-grain); moist, loose consistency; non-plastic; 
marine origin; lower boundary not visible. Layer consists of 
naturally deposited marine sediment (gley). 
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Figure 207. Trench 64, southeast wall stratigraphic profile 
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Figure 208. Trench 64 overview photo; view southwest 

 

 
Figure 209. Trench 64, southeast wall, profile photo; view north 
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1.1.65 Test Trench 65 
Orientation:   NE-SW 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.80 m 
Profiled Wall:   Northwest 
Natural Sediment Attained: 100 cmbs 
Water Table:   165 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-7 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 7-25/105 Fill; 10 YR 5/2, grayish brown; gravelly, corally loam; 
structureless; dry, slightly hard consistency; non-plastic; mixed 
origin, diffuse, wavy lower boundary. Crushed coral and gravel 
base course. 

 Ic 22/55-90 Fill; 5 YR 2.5/2, dark reddish brown; silt loam; structureless; 
moist, friable consistency; non-plastic; terrestrial origin; abrupt, 
smooth lower boundary. Imported fill containing some 
construction debris (ceramics, red brick, and wire). Only observed 
in the northeast end of the trench; southwest end was disturbed by 
an old historic building remnant (SIHP # -7124, Feature W). 

 Id 90-100 Fill; 5 Y 7/1, light gray; clay loam; structureless; moist, friable 
consistency; slightly plastic; marine origin; abrupt, smooth lower 
boundary; common, medium size roots present. Clay loam 
‘pushed’ from the surrounding area. Only observed in the northeast 
end of the trench; southwest end was disturbed by an old historic 
building remnant (SIHP # -7124, Feature W). 

 II 100-120 A-Horizon; 10 YR 3/1, very dark gray; loam; weak, medium, 
crumb structure; moist, very friable consistency; non-plastic; 
terrestrial origin; abrupt, smooth lower boundary. Natural marine 
sand deposit, possibly former land surface. Only observed in the 
northeast end of the trench; southwest end was disturbed by an old 
historic building remnant (SIHP # -7124, Feature W). 

 III 110-180 (BOE) C-Horizon; 10 YR 7/4, very pale brown; sand; structureless 
(single-grain); moist, loose consistency; non-plastic; marine origin; 
lower boundary not visible; few, medium size roots present. Layer 
consists of natural sand. Only observed in the northeast end of the 
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trench; southwest end was disturbed by an old historic building 
remnant (SIHP # -7124, Feature W). 
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Figure 210. Trench 65, northwest wall stratigraphic profile 
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Figure 211. Trench 65 overview photo; view southwest.  

 
Figure 212. Trench 65 northwest wall, profile photo; view northwest. 
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1.1.66 Test Trench 66 
Orientation:   NW-SE 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.65 m 
Profiled Wall:   Southwest 
Natural Sediment Attained: 95 cmbs 
Water Table:   162 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-7 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 7-19 Fill; 10 YR 4/2, dark grayish brown; gravelly silt; structureless; 
dry, loose consistency; non-plastic; terrestrial origin; clear, wavy 
lower boundary. Base course. 

 Ic 15-45 Fill; 10 YR 3/3, dark brown; gravelly silty loam; structureless; dry, 
slightly hard consistency; non-plastic; terrestrial origin; clear, 
wavy lower boundary. Imported fill. 

 II 25-157 Fill; 10 YR 3/2, very dark grayish brown; sand (medium grain); 
structureless (single-grain); dry, loose consistency; non-plastic; 
terrestrial origin; clear, wavy lower boundary. Layer consists of 
cinder, cobbles, and boulders, likely associated with an old 
building foundation and subsequent demolition (SIHP # -7124, 
Feature X); mixed with alluvium from nearby area. Contains 
ceramics and glass. 

 III 95-165 (BOE) C-Horizon; 10 YR 7/4, very pale brown; sand (fine grain); 
structureless (single-grain); moist, very friable consistency; non-
plastic; marine origin; clear, wavy lower boundary. Natural sand. 

 IV 160-165 (BOE) C-Horizon; Gley 1 5/10 Y, greenish gray; sand (fine to coarse); 
structureless (single-grain); moist, very friable consistency; non-
plastic; marine origin; lower boundary not visible. Layer consists 
of naturally deposited marine sediment (gley), not observed in the 
profiled southwest sidewall. 
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Figure 213. Trench 66, southwest wall stratigraphic profile 
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Figure 214. Trench 66 overview photo; view northeast 

 
Figure 215. Trench 66, southwest wall, profile photo; view northeast 
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1.1.67 Test Trench 67 
Orientation:   NE-SW 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.73 m 
Profiled Wall:   Northeast 
Natural Sediment Attained: 154 cmbs 
Water Table:   170 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-8 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 8-19 Fill; 10 YR 4/2, dark grayish brown; gravelly silty sand (fine 
grain); structureless; dry, loose consistency; non-plastic; terrestrial 
origin; abrupt, smooth lower boundary. Gravel base course. 

 Ic 17-59 Fill; 10 YR 3/2, very dark grayish brown; gravelly silty sand (fine), 
structureless; dry, loose consistency; non-plastic; mixed origin; 
clear, wavy lower boundary. Layer consists of construction rubble 
containing coral, glass and brick.. 

 Id 32-56 Fill; 10 YR 6/2, light brownish gray; loamy sand; structureless; 
moist, very friable consistency; non-plastic; mixed origin; clear, 
smooth lower boundary. Imported fill. 

 Ie 45-120 Fill; 10 YR 3/4, dark yellowish brown; sand (fine grain); 
structureless; dry, loose consistency; non-plastic; mixed origin; 
clear, wavy lower boundary. Imported cinder mixed with alluvium, 
likely imported from closeby as this same material is seen only a 
short distance away within Kakaako. 

 Modern Disturbance Fill; Gley 2 8/5 PB, light bluish gray; silty clay loam; moist, friable 
consistency; plastic; mixed origin; clear, broken/discontinuous 
boundary. Feature consists of construction rubble. This debris is 
likely associated with building demolition consisting of window 
pane glass, limestone/coral chunks, cinder blocks, bricks, metal 
scraps, and trash (i.e. coke bottles, saw cut faunal bone, and a 
rubber tire). SIHP # -7124, Feature Y 

 II 110-156 Fill; 10 YR 7/2, light gray; sandy loam; structureless; moist, friable 
consistency; non-plastic; mixed origin; clear, smooth lower 
boundary; few, very fine roots. Sandy material ‘pushed’ from the 
nearby area. 
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 III 154-165 A-Horizon; 10 YR 2/2, very dark brown; silt loam; weak, very 
fine, platy structure; wet, slightly sticky consistency; slightly 
plastic; mixed origin; clear, smooth lower boundary; common, 
very fine roots. Thin A-horizon with clay and peat striations, likely 
associated with the salt pans. 

 IV 163-173 (BOE) C-Horizon; Gley 1 4/10 Y, dark greenish gray; sand (fine); 
structureless; wet, slightly sticky consistency; non-plastic; lower 
boundary not visible. Layer consists of naturally deposited marine 
sediment (gley).  
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Figure 216. Trench 67, northeast wall stratigraphic profile 
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Figure 217. Trench 67, overview of the northeast wall, profile photo; view northwest 
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1.1.68 Test Trench 68 
Orientation:   NE-SW 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.70 m 
Profiled Wall:   Northwest 
Natural Sediment Attained: 105 cmbs 
Water Table:   168 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 6-17 Fill; 10 YR 4/2, dark grayish brown; gravelly sand (fine); 
structureless; dry, loose consistency; non-plastic; terrestrial origin; 
clear, wavy lower boundary. Base course. 

 Ic 14-23 Fill; 10 YR 7/2, light gray; gravelly sand; structureless; dry, loose 
consistency; non-plastic; marine origin; clear, smooth lower 
boundary. Crushed coral fill. 

 Id 22-120 Fill; 10 YR 3/4, dark yellowish brown; sandy loam; structureless; 
moist, very friable consistency; non-plastic; mixed origin; clear, 
smooth lower boundary. Imported fill containing trash i.e. 
ceramics, glass, metal scraps, and painted stone and concrete. 
Gradually becomes a sandy clay loam towards the lower boundary. 

 II 105-170 (BOE) C-Horizon; 2.5 Y 7/4, pale yellow; sand (fine); structureless 
(single-grain); wet, slightly sticky consistency; non-plastic; marine 
origin; lower boundary not visible. Natural sand containing many 
shells near the lower boundary. 
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Figure 218. Trench 68, northwest wall stratigraphic profile 
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Figure 219. Trench 68 overview photo; view southwest 

 
Figure 220. Trench 68, northwest wall, profile photo; view west 
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1.1.69 Test Trench 69 
Orientation:   NE-SW 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.74 m 
Profiled Wall:   Southeast 
Natural Sediment Attained: 82 cmbs 
Water Table:   168 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-5 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 5-20 Fill; 10 YR 3/2, very dark grayish brown; sandy loamy sand (fine); 
structureless; moist, very friable consistency; non-plastic; 
terrestrial origin; clear, wavy lower boundary. Very gravelly base 
course. 

 Ic 15-27 Fill; 10 YR 3/1, very dark gray; sandy loam; structureless; moist, 
very friable consistency; slightly plastic; mixed origin; clear, 
smooth lower boundary. Layer contains several different fill 
materials including: fine orange sand, cinder/charcoal, and coral. 
Contains metal scraps and brick fragments. 

 II 15-120 Fill; 10 YR 2/2, very dark brown; sand (coarse); structureless; 
moist, loose consistency; non-plastic; terrestrial origin; clear, wavy 
lower boundary. Imported cinder containing brick, ceramics, glass, 
metal scraps, a modern feature and other debris associated with an 
old building (SIHP # -7124, Feature Z).  

 III 82-170 C-Horizon; 10 YR 7/3, very pale brown; sand (fine); structureless 
(single-grain); wet, slightly sticky consistency; non-plastic; marine 
origin; clear, wavy/discontinuous lower boundary. Layer starts off 
as a sandy loam but becomes progressively sandier as it gets closer 
to the coral shelf. 

 IV 155-174 (BOE) C-Horizon; Gley 1 5/5 GY, greenish gray; sand (fine); 
structureless; wet, slightly sticky consistency; non-plastic; marine 
origin; lower boundary not visible. Layer consists of naturally 
deposited marine sediment (gley) overlying coral shelf. Visible 
only in the east corner of the trench. 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 46  Results of Fieldwork 

Archaeological Inventory Survey Report for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 272
TMK: [1] 2-1-030:001, 043  

 

 

 

 

 
Figure 221. Trench 69, southeast wall stratigraphic profile 
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Figure 222. Trench 69 overview photo; view east 

 

 
Figure 223. Trench 69, southeast wall, profile photo; view east 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 46  Results of Fieldwork 

Archaeological Inventory Survey Report for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 274
TMK: [1] 2-1-030:001, 043  

 

1.1.70 Test Trench 70 
Orientation:   NE-SW 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.72 m 
Profiled Wall:   Southeast 
Natural Sediment Attained: 112 cmbs 
Water Table:   169 

 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 6-58 Fill; 10 YR 5/4, yellowish brown; gravelly sand; structureless; dry, 
loose consistency; non-plastic; mixed origin; clear, wavy lower 
boundary. Base course containing small pieces of red brick and 
coral as well as gravel 

 Ic 30-115 Fill; 10 YR 3/2, very dark grayish brown; sandy loam; 
structureless; moist, very friable consistency; non-plastic; 
terrestrial origin; diffuse, wavy lower boundary. Very high amount 
of trash (glass, bottles, cement, coral boulders, metal scraps, faunal 
bone, bricks plastic bucket) and the lower boundary of this layer 
has disturbed the underlying incineration layer 

 IIa 98-140 Fill; 10 YR 3/2, very dark grayish brown; mottles of 5 YR 4/6, 
yellowish red; sandy clay loam; structureless; moist, very friable 
consistency; slightly plastic; mixed origin; clear, wavy lower 
boundary. SIHP # -7189, burnt waste containing material related to 
open air burned debris from 1920s - used as landfill material for 
covering over Kaka‘ako wetlands. Contains bottles, ceramics, 
glass, metal scraps, and faunal bone (cut).  

 IIb 136-145 Fill; 10 YR 4/1, dark gray; clay; structureless; wet, non-sticky 
consistency; very plastic; marine origin; clear, 
broken/discontinuous lower boundary. Sand fill imported from 
within the project area, only on E end of trench.  

 III 112-170 C-Horizon; 2.5 Y 5/3, light olive brown; sand (fine); structureless 
(single-grain); wet, slightly sticky consistency; non-plastic; marine 
origin; clear, smooth lower boundary. Natural sand; observed only 
within the south end of the trench.  
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 IV 170-172 (BOE) C-Horizon; 10 YR 5/1, gray; sand (fine); structureless; wet, 
slightly sticky consistency; non-plastic; marine origin; lower 
boundary not visible; few, very fine roots present. Layer consists 
of naturally deposited marine sediment (gley) overlying coral 
shelf; very little in quantity. 
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Figure 224. Trench 70, southeast wall stratigraphic profile 
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Figure 225. Trench 70 overview photo; view southwest. Note the concrete jacket in the center of 

the trench 

 
Figure 226. Trench 70, southeast wall, profile photo; view southwest 
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1.1.71 Test Trench 71 
Orientation:   NE-SW 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.62 m 
Profiled Wall:   Southeast 
Natural Sediment Attained: 77 cmbs 
Water Table:   160 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-5 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 5-25 Fill; 2.5 Y 5/2, grayish brown; gravelly sand (fine); structureless; 
dry, loose consistency; non-plastic; terrestrial origin; abrupt, 
broken/discontinuous lower boundary. Contains some brick 
fragments. This fill layer sits on top of plastic sheeting for most of 
the trench where it is replaced by crushed coral and sand. Contains 
light gravel overlying the disturbance in the NE end. 

 Ic 18-120 Fill; 10 YR 3/2, very dark grayish brown; gravelly loam; 
structureless; dry, slightly hard consistency; non-plastic; mixed 
origin; clear, irregular lower boundary. Contains some glass and 
brick. Layer consists of a mix of lenses consisting of various 
materials including reddish sand, cinder, and clay. SIHP # -7124, 
Feature AA 

 IIa 75-130 Fill; 2.5 Y 5/2, grayish brown; clay; structureless; wet, sticky 
consistency; very plastic; marine origin; clear, wavy lower 
boundary. May be natural sand or sand fill ‘pushed’ from nearby.  

 IIb 77-162 C-Horizon; 10 YR 5/4, yellowish brown; sand (fine); structureless; 
wet, slightly sticky consistency; non-plastic; marine origin; clear, 
broken/discontinuous lower boundary. Naturally occuring sand 
overlying gley and coral shelf 

 III 150-162 (BOE) C-Horizon; 2.5 Y 6/1, gray; sand (fine); structureless; wet, slightly 
sticky consistency; non-plastic; marine origin. Clay (gley), 
overlying the coral shelf. Not seen in the south corner of the trench  
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Figure 227. Trench 71, southeast wall stratigraphic profile 
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Figure 228. Trench 71 overview photo; view northeast 

 
Figure 229. Trench 71, southeast wall, profile photo; view southwest 
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1.1.72 Test Trench 72 
Orientation:   NE-SW 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.63 m 
Profiled Wall:   Southeast 
Natural Sediment Attained: 155 cmbs 
Water Table:   163 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 6-46 Fill; 7.5 YR 4/2, brown; gravelly loamy sand; structureless; moist, 
very friable consistency; non-plastic; terrestrial origin; clear, wavy 
lower boundary. Pieces of red brick, plastic cheeting and wires. 
Base course containing construction debris. 

 Ic 30-155 Fill; 10 YR 3/2, very dark grayish brown; sandy loam; 
structureless; moist, very friable consistency; non-plastic; 
terrestrial origin; diffuse, wavy lower boundary. Very high amount 
of trash (glass, bottles, cement, coral boulders, metal scraps, faunal 
bone, bricks plastic bucket) and the lower boundary of this layer 
has disturbed the underlying incineration layer 

 II 140-163 (BOE) Fill; 10 YR 2/2, very dark brown; sandy loam; structureless; moist, 
very friable consistency; slightly plastic; mixed origin; clear, 
smooth lower boundary; SIHP # -7189, burnt waste containing 
material related to open air burned debris from 1920s - used as 
landfill material for covering over Kaka‘ako wetlands. Very deep 
layer. Contains ceramics, bottles, glass, and metal scraps. 

 III 155-163 (BOE) C-Horizon; 5 Y 4/1, dark gray; loam; structureless; wet, sticky 
consistency; plastic; marine origin. Clay (gley), siltier than usual, 
very thin layer overlying the coral shelf  
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Figure 230. Trench 72, southeast wall stratigraphic profile 
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Figure 231. Trench 72 overview photo; view east 

 

 
Figure 232. Trench 72, southeast wall, profile photo; view east 
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1.1.73 Test Trench 73 
Orientation:   NE-SW 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.60 m 
Profiled Wall:   Southeast 
Natural Sediment Attained: 157 cmbs 
Water Table:   N/A 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-7 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 7-21 Fill; 10 YR 4/3, brown; sand (fine); structureless; moist, firm 
consistency; non-plastic; terrestrial origin; clear, smooth lower 
boundary. Base course containing gravel, cobbles and a lense of 
cinder. 

 Ic 19-35 Fill; 10 YR 8/2, very pale brown; sand (coarse); structureless; dry, 
hard consistency; non-plastic; marine origin; clear, smooth lower 
boundary. Crushed coral fill 

 Id 19-65 Fill; 10 YR 2/1, black; sand (very fine); structureless; moist, loose 
consistency; non-plastic; mixed origin; diffuse, wavy lower 
boundary. Directly overlying the loam and melted corroded metal 
flooring of Str. IIa (SIHP # -7124, Feature BB). 

 IIa 77-90 Fill; 5 YR 3/4, dark reddish brown; loam; weak, moderate, blocky 
structure; moist, friable consistency; slightly plastic; terrestrial 
origin; clear, wavy lower boundary. Loam soil underlying and 
associated with the extra hard corroded metal old building flooring 
(SIHP # -7124, Feature BB) 

 IIb 90-157 Fill; 10 YR 2/2, black; silty clay loam; structureless; wet, very 
sticky consistency; plastic; terrestrial origin; clear, smooth lower 
boundary; Contains ceramics, bottles, glass, pipe, wood and metal 
scraps. Contaminated with petroleum product giving the 
incinerated historics an oil-like film. SIHP # -7189, burnt waste 
containing material related to open air burned debris from 1920s - 
used as landfill material for covering over Kaka‘ako wetlands  

 III 157-160 (BOE) C-Horizon; Gley 1 3/1 10 Y, very dark greenish gray; loam; 
structureless; wet, sticky consistency; slightly plastic; marine 
origin. Clay (gley) overlying coral shelf 
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Figure 233. Trench 73, southeast wall stratigraphic profile 
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Figure 234. Trench 73 overview photo; view south. Note that most of the excavation did not 

extend below the hard corroded metal observed throughout the length of the trench 

 
Figure 235. Trench 73, southeast wall, profile photo; view south. Note the small area excavated 

to the coral shelf and the hard metal layer which is visible at approximately 1 meter 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 46  Results of Fieldwork 

Archaeological Inventory Survey Report for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 287
TMK: [1] 2-1-030:001, 043  

 

1.1.74 Test Trench 74 
Orientation:   NE-SW 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.62 m 
Profiled Wall:   Southeast 
Natural Sediment Attained: 134 cmbs 
Water Table:   157 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-8 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 8-22 Fill; 10 YR 4/2, dark grayish brown; gravelly sand; structureless; 
dry, loose consistency; non-plastic; mixed origin; clear, smooth 
lower boundary. Base course containing coral, red brick pieces, 
and gravel. 

 Ic 19-34 Fill; 10 YR 7/4, very pale brown; sand (fine to coarse); 
structureless; dry, slightly hard consistency; non-plastic; marine 
origin; clear, wavy lower boundary. Crushed coral fill 

 Id 32-61 Fill; 10 YR 2/1, black; gravelly sand (very fine); structureless; dry, 
loose consistency; non-plastic; terrestrial origin; clear, wavy lower 
boundary. Consists of the cinder and alluvium material observed in 
the surrounding Kaka’ako area. 

 Ie 47-75 Fill; 10 YR 2/1, black; sand (med to coarse); structureless; dry, 
loose consistency; non-plastic; terrestrial origin; clear, smooth 
lower boundary. Contains cane slag, gravel and wood pieces. 
Likely incinerater material from the previously nearby Honolulu 
Ironworks  

 If 56-130 Fill; 10 YR 4/2, dark yellowish brown; loam; structureless; dry, 
weakly coherent consistency; slightly-plastic; mixed origin; clear, 
wavy lower boundary. Construction rubble fill containing coral 
and cement, gravel, boulders, and red brick 

 II 108-148 Fill; 10 YR 2/1, black; mottles of 10 YR 3/1 very dark gray and 5 
YR 3/4 dark reddish brown; loam; structureless; wet, slightly 
sticky consistency; non-plastic; mixed origin; clear, smooth lower 
boundary; SIHP # -7189, burnt waste containing material related to 
open air burned debris from 1920s - used as landfill material for 
covering over Kaka‘ako wetlands. Contains ceramics, bottles, 
glass, pipe, redbrick and metal scraps.  
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 III 134-162 (BOE) C-Horizon; 5 Y 5/1, gray; sandy loam; structureless; wet, very 
sticky consistency; plastic; marine origin. Clay (gley) overlying 
coral shelf 
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Figure 236. Trench 74, southeast wall stratigraphic profile 
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Figure 237. Trench 74 overview photo; view southwest 

 
Figure 238. Trench 74, southeast wall, profile photo; view west 
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1.1.75 Test Trench 75 
Orientation:   NW-SE 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.70 m 
Profiled Wall:   Northeast 
Natural Sediment Attained: 135 cmbs 
Water Table:   165 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-8 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 8-17 Fill; 10 YR 4/2, dark grayish brown; gravelly sand; structureless; 
dry, slightly hard consistency; non-plastic; mixed origin; clear, 
smooth lower boundary. Base course containing sand, gravel, and 
coral. 

 Ic 15-25 Fill; 10 YR 7/4, very pale brown; sand (coarse); structureless; dry, 
slightly hard consistency; non-plastic; marine origin; clear, wavy 
lower boundary. Crushed coral fill 

 Id 25-45 Fill; 10 YR 4/3, brown; mottles of 10 YR 3/2, very dark grayish 
brown; sand (fine); structureless; moist, friable consistency; non-
plastic; mixed origin; clear, wavy lower boundary. Imported fill 
containing chunks of cement. Overlying the old historic building 
remnant consisting of hard, compacted and corroded/melted metal 
(SIHP # -7124, Feature CC). 

 II 65-135/145 Fill; 10 YR 2/1, black; mottles of 10 YR 3/1 very dark gray and 5 
YR 3/4 dark reddish brown; loam; structureless; wet, slightly 
sticky consistency; non-plastic; mixed origin; clear, smooth lower 
boundary. SIHP # -7189, burnt waste containing material related to 
open air burned debris from 1920s - used as landfill material for 
covering over Kaka‘ako wetlands. Contains ceramics, bottles, glass 
and metal scraps. Same as Test Trench 138 but slightly drier.  

 IIIa 135-147 Fill; 10 YR 5/4, yellowish brown; sandy clay loam; structureless; 
wet, sticky consistency; very plastic; terrestrial origin; diffuse, 
broken/discontinuous lower boundary. Sandy clay loam likely 
‘pushed’ from nearby 

 IIIb 140-160 C-Horizon; 10 YR 5/6, yellowish brown; sand; structureless; wet, 
sticky consistency; non-plastic; terrestrial origin; diffuse, 
broken/discontinuous lower boundary. Layers of this sediment 
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occur in the gley stratum IV, seen only in the opposite wall to the 
wall that was profiled. 

 IV 140-170 (BOE) C-Horizon; Gley 1 3/10Y, very dark greenish gray; clay loam; 
structureless; wet, sticky consistency; plastic; marine origin. Clay 
loam (gley) which appears to be mixed with stratum IIIa. Only 
visible in the southwest wall 
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Figure 239. Trench 75, northeast wall stratigraphic profile 
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Figure 240. Trench 75 overview photo; view east 

 
Figure 241. Trench 75, northeast wall, profile photo; view east 
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1.1.76 Test Trench 76 
Orientation:   NW-SE 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.60 m 
Profiled Wall:   Northeast 
Natural Sediment Attained: 158 cmbs 
Water Table:   156 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 2/1, black; asphalt; structureless; dry, extremely 

hard consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Paved surfacing for 
parking lot. 

 Ib 6-20 Fill; 10 YR 5/3, brown; gravelly loam; structureless; dry, slightly 
hard consistency; slightly plastic; terrigenous origin; clear, wavy 
lower boundary. Base course containing some brick fragments 

 Ic 14-41 Fill; 10 YR 8/3, very pale brown; sand (fine to coarse); 
structureless; dry, weakly coherent consistency; non-plastic; 
marine origin; clear, wavy lower boundary. Very few bottles and 
ceramics, possibly from incinerator layer disturbance. Crushed 
coral fill 

 IIa 38-115 Fill; 10 YR 2/1, black; mottles of 10 R 4/8, red; sand (medium) 
and metal; structureless; dry, hard consistency; non-plastic; 
terrigenous origin; diffuse, smooth lower boundary. This layer is 
associated with an old building flooring consisting of hard melted 
and corroded metal (SIHP # -7124, Feature DD). Contains red 
bricks, glass and some cinder within a loamy soil above and below 
the old metal flooring.  

 IIb 102-158 Fill; 10 YR 2/1, black; loam; weak, medium, blocky structure; wet, 
very sticky consistency; slightly plastic; mixed origin; clear, 
smooth lower boundary. SIHP # -7189, burnt waste containing 
material related to open air burned debris from 1920s - used as 
landfill material for covering over Kaka‘ako wetlands. Contains 
ceramics, bottles, glass, brick, and metal scraps. Contaminated 
with petroleum product (smell), giving the burnt rubbish an oil-like 
coating 

 III 158-160 (BOE) C-Horizon; Gley 1 4/N, dark gray; loamy sand (fine); structureless; 
wet, sticky consistency; slightly plastic; marine origin. Gley 
directly overlying coral shelf 
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Figure 242. Trench 76, northeast wall stratigraphic profile 
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Figure 243. Trench 76 overview photo; view southeast 

 

 
Figure 244. Trench 76, northeast wall, profile photo; view north 
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1.1.77 Test Trench 77 
Orientation:   NW-SE 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.50 m 
Profiled Wall:   Southeast 
Natural Sediment Attained: 135 cmbs 
Water Table:   140 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-10 O and A Horizon; 10 YR 2/2, very dark brown; loamy sand; weak, 

medium, blocky structure; dry, weakly coherent consistency; 
slightly plastic; terrestrial origin; clear, wavy lower boundary; 
Many, very fine to fine roots. Organic top soil/ landscaping fill 

 Ib 5-40 Fill; 2.5 Y 7/3, pale yellow; sand (fine to coarse); structureless; 
dry, hard consistency; non-plastic; marine origin; clear, smooth 
lower boundary. Crushed coral base course 

 Ic 16-111 Fill; 2.5 Y 3/2, very dark grayish brown; loam; structureless; dry, 
loose consistency; slightly plastic; terrigenous origin; diffuse, 
smooth lower boundary; few, very fine roots. Very few bottles and 
ceramics, possibly from incinerator layer disturbance. Imported 
fill, starts off as a loamy sand, which becomes a loam with 
increased depth; this layer contains concrete cobbles as well as 
gravel and rocks 

 II 90-143 Fill; 10 YR 2/1, black with mottles of 2.5 Y 4/3, olive brown; 
sandy clay loam; structureless; wet, sticky consistency; plastic; 
terrigenous origin; clear, smooth lower boundary. SIHP # -7189, 
burnt waste containing material related to open air burned debris 
from 1920s - used as landfill material for covering over Kaka‘ako 
wetlands. Contains bottles, glass, ceramics, metal scraps, pipe.  

 III 145-162 (BOE) C-Horizon; 2.5 Y 4/1, dark gray; silty clay loam; structureless; 
wet, sticky consistency; plastic; marine origin. Gley directly 
overlying coral shelf 
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Figure 245. Trench 77, southeast wall stratigraphic profile 
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Figure 246. Trench 77 overview photo; view northwest 

 
Figure 247. Trench 77, southeast wall, profile photo of the upper stratigraphy within the 

landscaped area; view north 
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1.1.78 Test Trench 78 
Orientation:   NW-SE 
Trench Length:   6.00 m 
Trench Width (avg):  0.85 m 
Total Depth (max):   1.62 m 
Profiled Wall:   Southwest 
Natural Sediment Attained: 145 cmbs 
Water Table:   158 cmbs 

 

Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 2/1, black; asphalt; structureless; dry, extremely 

hard consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Paved surfacing for 
parking lot. 

 Ib 6-12 Fill; 10 YR 3/2, dark grayish brown; gravelly loamy sand; 
structureless; dry, weakly coherent consistency; non-plastic; mixed 
origin; abrupt, smooth lower boundary. Base course consisting of 
loamy sand containing gravel, coral, and rocks. 

 Ic 12-27 Fill; 10 YR 7/3, very pale brown; sand (fine to coarse); 
structureless; dry, loose to very hard consistency; non-plastic; 
marine origin; abrupt, smooth lower boundary. Crushed coral fill 
consisting of coral sand, gravel, cobbles, and boulders. 

 Id 27-90 Fill; 10 YR 4/3, brown; gravelly loam; structureless; dry, extra 
hard consistency; non-plastic; terrestrial origin; diffuse, wavy 
lower boundary. Fill layer containing concrete boulders and slabs, 
possibly from a building foundation and red brick as well as 
boulders of concrete as well. Disturbed the underlying corroded 
metal layer and contains a concentrated packed disturbance. 

 IIa 58-110 Fill; 5 YR 3/2, dark reddish brown; corroded and melted metal; 
structureless; dry, extra hard consistency; non-plastic; terrestrial 
origin; diffuse, smooth lower boundary. Melted metal overlying a 
layer of very dark brown loam (10 YR 2/2). Likely an old historic 
building foundation (SIHP # -7124, Feature EE). Cement 
foundation (possibly cement walls or flooring) was observed in 
north corner of trench 

 IIb 110-155 Fill; 10 YR 2/1, black; sandy loam; structureless; wet, sticky 
consistency; slightly plastic; terrigenous origin; clear, smooth 
lower boundary. SIHP # -7189, burnt waste containing material 
related to open air burned debris from 1920s - used as landfill 
material for covering over Kaka‘ako wetlands. Contains bottles, 
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glass, ceramics, metal scraps, pipe (plastic), wood. Contaminated 
soil with a strong odor, possibly from a petroleum product. 

 III 145-162 (BOE) C-Horizon; Gley 1 5/N, greenish gray; sand (very fine); 
structureless; wet, sticky consistency; non-plastic; mixed origin. 
Gley directly overlying coral shelf 
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Figure 248. Trench 78, southwest wall stratigraphic profile 
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Figure 249. Trench 78 overview photo; view west. Note that most of the excavation did not 

extend below the hard corroded metal observed throughout the length of the trench 

 
Figure 250. Trench 78, southwest wall, profile photo; view west 
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Appendix B    Artifact Catalogue 

Phase I – Bottles 
Table 2. Catalogue of glass bottles found in SIHP # 50-80-14-7124 and SIHP # 50-80-14-7189 during testing for Phase I. Accession #’s (Acc. #) consist of the Test Trench # followed by the bottle number for that trench (i.e. 

1.1 is Trench 1 Bottle 1). The stratum (strat.) column is to indicate whether the bottles were observed in a layer other than the SIHP # -7189 – historic burnt trash layer. 

Acc. # Strat. Color Portion  Height 
(cm) 

Diameter/
Width (cm) 
base 

Base Shape Mold Seams Neck Finish Function Date Comments 

PHASE I - Bottles

1.1   colorless complete 25 6.7 round cup-bottom  improved tooled condiment: catsup patented 1898 
closure: external, continuous thread on neck; fluted pattern on body, w/ 
recessed label; base plate embossed: PATENTED/APRIL 9 1898/5 

1.2   colorless m. body & base 13 N/A round cup-bottom  improved tooled condiment: catsup patented 1899 same bottle as 1.1 
1.3   aqua complete 26.2 4.8 round cup-bottom  tooled preserves or oil 1880-1890s   

1.4   amber m. part of lip 23 6.5 round post-bottom  tooled spirits - beer post 1896 
Embossed on base: W F & S 16 MIL. William Franzen & Son, Milwaukee, 
WI used this maker from c. 1900-1929 

1.5   olive complete 23.2 7.1 round dip mold applied spirits - liquor/ale/stout 1850-1870   

1.6 

  

aqua complete 11.7 4 x 4 square cup-bottom  tooled extract: rootbeer 1876 + 

Embossed on base: 6; Embossed on body: HIRES IMPROVED ROOTBEER 
/ MAKES FIVE GALLONS OF A DELICIOUS DRINK/ 
MANUFACTURED BY THE CHARLES E. HIRES CO. / PHILADELPHIA, 
PA. U.S.A. Hires began selling his root beer extract in 1878 

1.7   amber complete 6.2 4.9 round post-bottom  tooled - double ring household - ink bottle 1890s Carter’s Ink - Cone shape 

1.8 
  

aqua 
body & base 
fragment. 12.6 6.5 round post-bottom  unknown condiment: sauce post 1876 Lea & Perrins Worcestershire. made after 1876 

1.9   colorless 
body & base 
fragment. 15.5 5.1 x 5 square cup-bottom  unknown spirits - gin 1870s +   

1.10   aqua complete 24 6.1 round bottom bottom-hinged  
applied - blob top/ 
Hutchinson soda/mineral water 1855-1870s round bottomed base - torpedo style body 

1.11 
  

aqua m. neck & finish 16 6.5 round post-bottom  unknown condiment 1886-1905 

Has X 11 in center A.B.G.M.CO............Adolphus Busch Glass Manufacturing 
Company, plants at Belleville, IL (1886-c. 1905) and St. Louis, MO (c. 1891-
1925). Belleville became part of American Bottle Company c. 1905. 

1.12   colorless complete 12.7 3.5 round cup-bottom  tooled food - condiment 1880-1890s   

1.13 
  

aqua complete 14.1 3 round cup-bottom  tooled Pain medicine adv. 1889 

Body: HEALY & BIGELOW'S / KICKAPOO / INDIAN OIL; for relief from 
aches and pains; Ind. Med. Co., Inc., Phila & St. Louis. Adv. 1889. Fike 1987: 
193. 

2.2   aqua complete 24.5 6.4 round post-bottom  tooled soda/mineral water 1880-1890 base plate embossed: AB / M 7 
2.3   aqua/green complete 23 5.8 round cup-bottom  applied preserves 1870s-1880s base plate embossed: 83 

2.5   colorless complete 7.8 3.8 round cup-bottom  tooled 
cosmetics/toiletry - cologne/ 
perfume late 19th century Body: LUBIN / PARFUMEUR / PARIS 

2.6   olive complete 20.5 6 round 
Ricketts mold - 
3-part dip mold  tooled medicine - Agnostura Bitters post 1872 Body & base plate both embossed w/: DR J.G.B. SIEGERT & HIJOS 

2.8   olive complete 25 7 round turn mold tooled spirits or mineral water 1880-1910 deep kick-up w/ presence of mamelon 
2.9   black complete 21 7 round turn mold tooled spirits 1880-1890   
2.10   colorless complete 13.5 5.9 x 3.3 oval cup-bottom  tooled medicine - patent/prescription 1880-1890s   

2.20   amber 
base & part of body 
fragment. 16 7.5 round dip mold  unknown spirits 1879-1888 base plate: R & CO / 23; Roth & Co., San Francisco; beer & sodas 

2.25   aqua complete 17.5 5.8 x 3.4 octagonal cup-bottom  tooled food - preserves 1870s-1890s fluted body 

2.26 
  

colorless m. finish 17.5 5.7 round cup-bottom  unknown 
food - condiment: soy sauce 
concentrate 1862-1874 

Body embossed with Chinese Tongzhi characters (which date from 1862-
1874) from the Qing Dynasty era 

2.28   blackish complete 23 6.3 round Ricketts mold - applied spirits or mineral water 1870s base plate embossed with these 3: an S, a symbol and Co 
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Acc. # Strat. Color Portion  Height 
(cm) 

Diameter/
Width (cm) 
base 

Base Shape Mold Seams Neck Finish Function Date Comments 

green 3-part dip mold  

2.29   amber m. neck and finish 18 6.5 round post-bottom unknown spirits - beer post 1896 embossed on the bottom with: W F & S 16 MIL (see Aritfact 1.4) 
2.31   olive complete 23.2 7.2 round dip mold applied spirits  mid 1800s circle embossed on base plate 
2.32   amber/brown complete 29.8 7.8 round dip mold applied spirits  mid 1800s   

2.33   aqua complete 3 2.5 round N/A N/A closure - stopper  1850-1900 
glass bottle stopper likely belonging to Lea & Perrins or Stehens Sons & Co 
sauce 

2.34   aqua 
m. part of neck & 
finish 5.8 2.6 x 1.8 oval dip mold applied  medicine or toiletry mid 1800s 

although finish is missing, neck shows fissure cracks indicative of applied 
finish 

2.35   amber/brown complete 32.8 10.8 round dip mold applied spirits  mid 1800s   
7.1   amber m. neck & finish N/A 6.3 round dip mold unknown spirits or mineral water 1875-1890   
7.2   aqua complete 18 5.5 x 3 octagonal cup-bottom applied condiment - sauce 1875-1890   
9.1   aqua complete 6.4 5.3 round cup-bottom tooled household - ink bottle 1885 + base plate: DESIGN / PAT'D / FEB 16 1885 
9.2   olive complete 24.2 7 round turn mold applied spirits or mineral water 1850 - 1885 label residue present 
9.5   olive neck & finish only 10.2 N/A round turn mold tooled spirits or mineral water 1880 - 1910   
9.6   aqua m. neck and finish 24 8.5 x 4.8 octagonal cup-bottom unknown medicine or spirits 1870s - 1880s base plate: 18 o 3; has front and back panel. May be bitters bottle 

9.7   aqua complete 6.1 1.7 x 1.2 rectangular dip mold sheared/blow over 
cosmetics/toiletry - 
cologne/perfume 1870s + tooth pick card cologne or 10-cent handkerchief extract; later date if imported 

10.1   amber neck & finish only 11.4 2.3 round unknown tooled spirits 1880-1895   

10.2   aqua m. neck & finish 14.4 5.5 round cup-bottom unknown cosmetics/toiletry - cologne 1842 - 1880 
Body: FLORIDA WATER / MURRAY & LANMAN / DRUGGISTS / NEW 
YORK; Base: 88; firm established. 1836. Fike 1987:244 

10.3 
  

olive complete 26 7.3 round cup-bottom 
applied ring - flat 
rim spirits or mineral water pre mid 1880s 

base embossed: N & Co. 1791 Nutall & Company, St. Helens, Lancashire 
England existed pre-1913; due to horizontally flat rim on champagne finish as 
opposed to the beveled rim, this bottle pre-dates the mid 1880s 

10.6   colorless stem & base of vessel 6.7 7.5 N/A cup-bottom N/A kitchenware - drinking vessel unknown fluted base and part of stem of drinking vessel 

11.1   olive complete 33.5 8.3 round turn mold applied - double ring spirits  1860-1885 
label residue present; finish is applied double ring; deep push-up w/ presence 
of mamelon 

11.2   blue - 
cornflower complete 15.5 5.5 round turn mold tooled food - preserves 1880-1910 

color (also called pale sapphire) is uncommon in samples collected; base 
embossed: 8 

11.3   olive complete 23.5 6.4 round turn mold tooled spirits 1880-mid 1890s label residue present; push-up present 
11.4   olive m. neck & finish 16 7.1 round turn mold unknown spirits 1180-1910 circle embossed on base  
11.5   aqua m. neck & finish 17 5.5 round cup-bottom improved tooled food - condiment: sauce post 1876 Lea & Perrins Worcestershire (J74DS) JDS bottles made after 1876 
11.6   olive base & heel only 11 7.8 round turn mold unknown spirits or mineral water 1860-910   

11.7   aqua complete 15.3 5.1 x 2.7 oval cup-bottom tooled spirits or bitters 1880-1885 
flask style bottle; hatching pattern present (rectangle shape) bordering where a 
label may have been 

11.8 
  

aqua m. neck & finish 19.5 5.9 
 semi-round 

cup-bottom tooled - Hutchinson soda late 1890s 

ARCTIC SODA WATER WORKS / M.R. DeSA PROP.  / HONOLULU 
H.I.; base is semi-round and can stand up-right; (Elliot 1988: 41, Fig. 29, 
no.1) 

11.9   aqua m. neck & finish 18 5.9  semi-round cup-bottom tooled - Hutchinson soda 1890s 
HOLLISTER & Co / HONOLULU;  base is semi-round and can stand up-
right 

11.10a   aqua complete 16.5 4.7 round cup-bottom tooled food - preserves 1880-1895   
11.10b   olive complete 21.5 6 round dip mold applied medicine - Agnostura Bitters post 1872 Body & base plate both embossed w/: DR J.G.B. SIEGERT & HIJOS 

11.11 

  

aqua complete 18.3 5.3 round cup-bottom applied food - condiment 1850s-1865 

embossing: WORCESTERSHIRE SAUCE // LEA & PERRINS // ACB Co / 
8510; ACB Co is believed to be the makers mark for "Aire and Calder Glass 
Bottle Company", Castleford, Yorkshire , England"; earliest version of the 
Lea & Perrins bottle in the U.S. (BLM/SHA 2010) 

11.12 
  amber - 

reddish complete 23.3 7.2 round cup-bottom tooled spirits - beer 1890-1915 
Body: JNO WYETH & BRO / PHILADELPHIA / LIQ EXT MALT; 
company date: 1870s - 1921; script font dates post 1890 

11.13   amber m. finish 27.5 7.8 round post-bottom tooled spirits 1880-1910   

11.14   amber - 
reddish complete 23.5 7.2 round cup-bottom tooled spirits - beer 1890-1915 

Body: JNO WYETH & BRO / PHILADELPHIA / LIQ EXT MALT; 
company date: 1870s - 1921;  script font dates post 1890 
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Acc. # Strat. Color Portion  Height 
(cm) 

Diameter/
Width (cm) 
base 

Base Shape Mold Seams Neck Finish Function Date Comments 

11.15   olive - 
blackish complete 24 6.2 round dip mold applied ring spirits or mineral water 1850-1870 champagne style finish; push-up present w/ mamelon 

11.16   olive complete 26 7.3 round turn mold 
applied ring - 
beveled rim spirits or mineral water mid 1880s-1900 beveled rim was not used on finish until after mid 1880s 

11.17   aqua m. neck & finish 12.5 5.4 round cup-bottom unknown food - condiment post 1876 Lea & Perrins Worcestershire made after 1876 
11.18   aqua complete 17.8 5.4 round cup-bottom tooled food - condiment post 1877 Lea & Perrins Worcestershire made after 1876 
11.19   aqua m. heel & base 27.5 8.1 round unknown tooled spirits 1880 - 1910 foil/label residue present around neck 

11.20 

  

amber  
body & base 
fragment. 12.5 6.5 round turn mold unknown spirits  post 1887 

embossed base plate: A inside a U; embossed base for turn mold bottles is 
uncommon patented in 1887; may stand for "Albrecht & Underberg", 
established. 1846 in Germany. In 1896 name changed to "Underberg & 
Boonekamp". Company exists today as "Underberg AG". Toulouse 1971: 509 

11.21   olive 
body & base 
fragment. 14.5 7.6 round turn mold unknown spirits or mineral water 1880-1915   

11.22 
  amber - 

yellow complete 25.5 6 round cup-bottom applied spirits 1880-1900 

Body: BARMBECKER BRAUEREI / A.G. / HAMBURG / EIDELSTEDT // 
B; this brewery was acquired by another Hamburger brewery @ 1900; bottle 
had lightning-type swing closure or "swing top" 

11.23   aqua neck & finish only 11.8 2.2 round unknown tooled condiment 1880-mid 1890s   
12.1   black complete 24.5 5.5 round turn mold applied spirits 1870-1880s   

12.2   amber 
body & base 
fragment. N/A N/A round cup-bottom unknown spirits or mineral water 1880s   

12.4   aqua neck & finish only N/A N/A round unknown applied soda/mineral water 1860-1880s   

13.1   aqua complete 23.8 7 round turn mold 
applied - blob 
top/Hutchinson soda/mineral water 1870s-1880s   

13.2   amber m. finish N/A 7.4 round turn mold unknown spirits or mineral water 1880-1915   

18.4 
  

amber 
body & base 
fragment. N/A 7.5 round post-bottom unknown spirits - beer 1880-1900 

Base: F.H.G.W. / 8; Frederick Hampson Glass Works, Salford 5, Lanc., 
England, 1851-?;  the "F.H.G.W." used ca. 1880-1900. Toulouse 1971: 202) 

19.1 II b colorless complete 22 5.53 round cup-bottom applied - ring/oil cosmetic/ toiletry - cologne 1870-1890 body: JOY'S / FLORIDA WATER; bottle has embossing plate mold seams 

19.2 II b aqua complete 23 5.51 round cup-bottom applied - ring/oil cosmetic/toiletry - cologne 1870-1890 body: FLORIDA WATER / MURRAY & LANMAN / DRUGGISTS / NEW 
YORK; Base: 58; (see Artifact 10.2) Florida Water was introduced in 1808. 

19.3 II b aqua complete 19 5.85 round cup-bottom applied - club sauce condiment: relish 1870-1890 
RELISH YORKSHIRE' embossed on shoulder and 'GOODALL 
BACKHOUSE & Co' embossed along body; Goodall & Backhouse & Co., 
yorkshire relish 

19.4 II b aqua complete 16.5 4.51 round cup-bottom applied - globular 
flare food - preserves 1880s base: 'M' with octagon around it  

19.5 II b aqua m. neck & finish 21 6.52 round post-bottom applied - club sauce food - condiment 1876-mid 1880s Lea & Perrins Worcestershire (J39DS) JDS bottles made after 1876 

19.6 II b olive complete 25 7.15 round turn mold applied ring - 
beveled: champagne spirits or mineral water mid 1880s-1915 label/foil residue present; beveled rim of bottle suggests date post mid 1880s 

19.7 II b amber m. neck & finish 26 7.55 round turn mold unknown spirits or mineral water 1880-1915   

19.8 II b amber - 
reddish complete 25 7.25 round cup-bottom applied - ring/oil spirits - malt liquor 1890-1915 body: JNO WYETH & BRO / PHILADELPHIA / LIQ EXT MALT; company 

date: 1870s - 1921; script font dates post 1890 

19.9 II b aqua complete 15.5 3.92 round cup-bottom tooled - wide 
prescription medicine - cough cure 1889 body: HEALY & BIGELOWS / KICKAPOO / INDIAN COUGH CURE; 

(See Acc. # 1.13) Fike 1987: 99; 
19.10 II b aqua complete 17.5 5.31 round cup-bottom applied - club sauce food - condiment 1876-mid 1880s Lea & Perrins Worcestershire (J79DS) JDS bottles made after 1876 

19.11 II b aqua complete 19.5 5.74 x 3.13 
rectangular – 
blake 
(variant 1) 

cup-bottom applied - English 
ring/deep lip/packer food - extracts 1870-1885 

body has 4 indented panels 

19.12 II b colorless complete 11.5 3.61 x 3.61 square - 
french square cup-bottom tooled - flat/patent medicine - druggist 1875-1895   

19.13 II b aqua complete 13.5 3.94 round cup-bottom tooled - double ring medicine - oil 1889 
body: HEALY & BIGELOW'S / KICKAPOO / INDIAN OIL; for relief from 
aches and pains; Ind. Med. Co., Inc., Phila & St. Louis. Adv. 1889. Fike 
1987:193 
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Acc. # Strat. Color Portion  Height 
(cm) 

Diameter/
Width (cm) 
base 

Base Shape Mold Seams Neck Finish Function Date Comments 

19.14 II b aqua m. neck & finish 16 5.43 round cup-bottom codd marble stopper soda 1888-1894 
TAHITI/LEMONADE / WORKS COMPANY / HONOLULU .H.I. //  ACME 
PATENT / 4 / SOLE MAKER / DAN RYLANDS/BARNSLEY. Elliot & 
Gould 1988 :124, fig. 123 

19.15 II b colorless body panel fragment 7 -- rectangular  cup-bottom unknown household post 1890 Fragment (7cm x 2.4cm) of bottle w/ 'WILL NOT GUM' embossed on it in 
script font  

19.19 II b aqua complete 6 1.25cm x 
0.98cm 

oval - crown 
oval dip mold sheared/blow over cosmetics/ toiletry- perfume or 

cologne 1870s + tooth pick card cologne or 10-cent handkerchief extract; later date if imported; 
squared vial 

19.20 II b aqua body & base 
fragment. 7.5 5.45 x 2.31 oval - 

elixir/handy cup-bottom unknown medicine - elixir 1870s +   
21.1 II b olive complete 23 7.41 round turn mold tooled - ring/oil spirits or mineral water 1880-1910   

21.2 II b aqua complete 25 4.68 round turn mold tooled - English 
ring/deep lip/packer food - condiment: oil 1880 - 1910   

21.3 II b olive complete 23.5 7.31 round turn mold tooled - ring/oil spirits or mineral water 1880-1910   

21.4 II b black/olive complete 24 6.23 round turn mold applied ring - 
straight brandy/wine spirits - beer 1880 - 1910   

21.5 II b olive complete 25 6.85 round turn mold applied ring - 
beveled: champagne spirits or mineral water 1880s - 1910 beveled rim on finish dates to post mid 1880s 

21.6 II b olive/black complete 24 6.46 round turn mold tooled - ring/oil spirits or mineral water 1880s   

21.7 II b aqua complete 21 3.92 round bottom cup-bottom - 4-
piece mold tooled - Hutchinson soda 1890s HOLLISTER & Co / HONOLULU; torpedo style body - cannot stand upright 

21.8 II b aqua complete 21 5.00  semi-round cup-bottom - 4-
piece mold tooled - Hutchinson soda 1890s HOLLISTER & Co / HONOLULU;  Elliot & Gould 1988:112, fig. 111 

21.9 II b olive - dark complete 23 7.00 round turn mold applied - ring spirits 1880s   
21.10 II b olive complete 23 7.50 round turn mold tooled - ring/oil spirits or mineral water 1885-1910   

21.11 II b amber complete 24.5 6.50 round 
Rickett's mold - 
4-piece post 
bottom 

applied spirits or mineral water 1865-1879 base plate embossed: C & I; Cunningham & Ihmsen were a U.S. glass 
company and used the C & I mark from 1865-1879 

21.12 II b colorless complete 12 6.00 round ABM - early 
ABM - external 
screw thread finish/ 
wide-mouth 

food - preserves jar 1910s-1920s cylindrical food jar made by early automatic bottle machine 

21.13 II b cobalt m. neck & finish 17 2cm, 4.5cm round cup-bottom unknown medicine - cod liver oil 1880-1910   
21.14 II b aqua - light complete 7.5 2cm,  6cm round cup-bottom tooled household - ink 1880-1910 style: ring shoulder cone ink - cork sealed 

21.19 II b milk glass complete lid to 
cosmetic container N/A 6.00 round unknown N/A cosmetics/ toiletry- beauty 

product 1891-1909 
Relief profile of woman with embossing around it MRS NETTIE 
HARRISON / AMERICA'S / BEAUTY DOCTOR / SAN FRANCISCO; 
from San Francisco at least as early as 1891. 

21.20 II b amber neck & finish only N/A 2.5cm, 
4.5cm round turn mold likely tooled  spirits  1880s   

21.21 II b olive/black neck & finish only N/A 2cm,  5cm round turn mold likely tooled spirits - wine 1880-1910 foil residue present around neck 
21.22 II b olive base only N/A 2cm,  5cm round turn mold likely unknown spirits or mineral water 1880-1911 base fragment of champagne style bottle with deep push-up and mamalon 

23.1   colorless complete 6.5 5.10 round ABM 
ABM - external 
screw thread finish/ 
wide-mouth 

household - ink post 1930 base embossed: PAT'D 1759866 / P; patented May 27, 1930 - patent for an 
ink bottle; finish shows continuous screw thread 

24.1 II b cobalt complete 6.5 2.74 round cup-bottom tooled - bead medicine or cosmetic 1890s cork present and intact 

24.4 II b olive m. shoulder, neck, & 
finish N/A 7.38 round turn mold unknown spirits or mineral water 1880-1910   

24.5 II b amber/brown m. neck & finish - 2 
fragments N/A 6.5 cm round post-bottom unknown spirits - beer 1881-1904 

base: R & Co // D;  "R & CO...Reed & Company, Massillon, OH (1881-
1904). Known locally as the Massillon Glass Works during the mid 1880s; 
business firm name Reed & Company in contemporary records. Mark seen 
only on the bases of hand-made, tooled blob-lip amber & aqua export-style 
beer bottles.  

24.6  see 
comments         

this catalogue # originally belonged to 1 of 2 fragments from the above bottle 
24.5; both fragments are grouped together under 24.5 now 
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Diameter/
Width (cm) 
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Base Shape Mold Seams Neck Finish Function Date Comments 

24.7 II b colorless complete 11 3.95 round cup-bottom unknown - lip has 
cracked off medicine 1875-1890 

Intact except for neck finish appears to be missing; horizontal 
dosage/measurement lines embossed along side of body; oval plate on body, 
vertically oriented, where label may have been 

24.8 II b cobalt complete 9.5 6.24 round cup-bottom sheared/ blow over figural bottle - medicine or 
cosmetic 1890s 

bottle shaped in form of headless person dressed in oriental attire, sitting 
crossed legged on a circular platform; embossed just above base: 
'ORIENTAL' 

24.9 II b aqua complete 16.5 4.45 round cup-bottom tooled - English 
ring/deep lip/packer food - preserves 1895-1915   

24.10 II b aqua complete 16 4.64 round cup-bottom applied - English 
ring/deep lip/packer food - preserves 1880s base: 269 

24.11 II b olive m. neck & finish 15.5 7.42 round turn mold unknown spirits or mineral water 1880-1910   

24.12 II b aqua m. neck & finish 15.5 6.01 round cup-bottom 
Codd marble stopper 
- improved "two 
way pour" 

soda 1890-1894 

Body: 'HOLLISTER/& CO./ - • - / HONOLULU/HI // BARNETT 
FOSTER/MAKERS/ LONDONN; On heal of bottle: THE NIAGARA 
BOTTLE RD. 65433'; Hollister and Co. acquired a Niagara filling machine in 
1894. Elliot & Gould 1988:26 

24.13 II b olive/blackis
h complete 29.5 7.65 round turn mold tooled - straight 

brandy/wine spirits or mineral water 1880s black glass was used for spirits and mineral water until ca. 1880 

24.14 II b olive complete 30 7.42 round turn mold tooled - straight 
brandy/wine spirits - wine 1885-1915 foil residue present around neck 

25.1 II c aqua m. neck & finish 22.5 7.74 round post-bottom unknown spirits or mineral water 1891-1925 Base: A.B.G.M. Co / ST. L. / 66; "A.B.G.M.CO...(see Artifact 1/11)  
25.2 II c olive complete 23.5 6.48 round turn mold tooled - blob soda/soda water 1885-1910   

25.3 II c olive complete 26 5.88 round turn mold tooled - straight 
brandy/wine spirits or mineral water 1880s   

25.4 II c olive m. neck & finish 20.5 6.14 round turn mold unknown spirits -champagne/wine 1880-1910   

25.5 II c aqua complete 16.5cm 4.57 round cup-bottom applied - English 
ring/deep lip/packer food - preserves 1880s base: 269 

25.6 II c aqua complete 18 5.74 x 3.54 octagonal - 
fluted oblong post-bottom applied - bead food - condiment 1870-1880 the same bottle may be seen in Ketchup, Pickles, Sauces, by Zumwalt, p. 144 

25.7 II c colorless m. neck & finish 15.5 6.46 round turn mold unknown soda or mineral water 1875 - 1910   
25.9 II c aqua base only N/A 8.62 round turn mold unknown beverage - grape juice 1906-1910 base: WELCH GRAPE JUICE Co.- / 32 OZ/VINELAND, N.J. / 32 OZ 

25.14 II c olive/black complete 24 5.98 round turn mold applied ring (flat) - 
champagne spirits or mineral water 1870-1880   

25.15 II c olive/black complete 24 6.97 round turn mold tooled - straight 
brandy/wine spirits 1880s   

25.16 II c olive - light complete 27.5 7.92 round turn mold 
applied bead 
(beveled) -
champagne 

spirits - champagne/wine mid 1880s-1890s deep push-up with mamelon present 

25.17 II c aqua neck is severed but 
present 15 7.29 round cup-bottom applied - straight 

brandy/wine spirits - whiskey 1870-1880s 
neck of this bottle is catalogued under 25.20 

25.18 II c cobalt complete 18.5 3.27 round cup-bottom tooled - straight 
brandy/wine medicine - cod liver oil 1880-1910   

25.20 II c see 
comments                 belongs to 25.17 

25.21 II c aqua base fragment N/A N/A round bottom cup-bottom - 4-
piece mold unknown soda, soda water 1875-1880s fragment belongs to early torpedo style soda bottle 

25.22 II c aqua base fragment 8 5.72 x 3.43 octagonal - 
fluted oblong post-bottom applied - bead food - condiment 1870-1880 see bottle 25.6. Zumwalt 1980:144 

27.1 II b amber m. Part of finish 30 2.5, 7.5cm round post-bottom tooled spirits or mineral water 1885-1910 base plate: A. B. G. M. Co. / A 8;  "A.B.G.M.CO...(see Artifact 1.11)  

27.2 II b colorless complete 24 2.5cm, 
5.5cm round turn mold applied ring - 

champagne soda or mineral water 1880-1900 deep push-up with mamelon present 

27.3 II b amber/brown base & heel only 9.5 12cm,  8cm round cup-bottom applied ring spirits or mineral water 1880-1913 
base: N & Co / XXIII;   N & CO...Nuttall & Company, St. Helens, 
Lancashire, England. This mark dates before 1913. 
www.myinsulators.com/glass-factories/bottlemarks3.html 
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Diameter/
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27.8 II b olive complete 30 3cm,  8cm round turn mold 
applied ring 
(beveled) - 
champagne 

spirits or mineral water 1880-1890s deep push-up with mamelon present; beveled rim on finish dates to post mid 
1880s 

27.9 II b olive complete 23.5 2.5cm, 6cm round turn mold applied spirits or mineral water mid 1880s-1890s Bottle with mark "GLASS WORKS/H.HEYE/HAMBURG" on base dates 
from the 1880s or 1890s. 

27.10 II b olive complete 24.5 2.5cm, 
6.5cm round turn mold applied ring spirits mid 1880s-1900 deep push-up with mamelon present; beveled rim on finish dates to post mid 

1880s 
27.11 II b amber/brown complete 23.5 2.5cm, 6cm round post-bottom tooled spirits 1886-1910 base plate: A. B. G. M. Co. / D 8;  "A.B.G.M.CO...(see Artifact 1.11)  
27.12 II b aqua m. part of body 20.5 2.5cm, 6cm round post-bottom applied food - condiment 1876-1890 Lea & Perrins Worcestershire (J44DS) JDS bottles made after 1876 
27.13 II b aqua complete 16 2.5cm, 4cm round cup-bottom applied food - preserves 1880s base: 208 

27.14 II b aqua complete 11.5 2.5cm, 4cm square cup-bottom tooled - flat/patent food - extract post 1878 

body: HIRES IMPROVED ROOTBEER / MAKES FIVE GALLONS OF A 
DELICIOUS DRINK/ MANUFACTURED BY THE CHARLES E. HIRES 
CO. / PHILADELPHIA, PA. U.S.A.  
Bottom: 5 (see Artifact .16) 

27.15 II b aqua complete 11.5 1.5cm, 
1.5X3.5cm rectangular cup-bottom tooled medicine 1854-1880 

4 indented panels; body: DAVIS // PAIN KILLER // VEGETABLE; Perry 
Davis (1791-1862) developed his formula in 1840. Bottles were first 
embossed ca. 1854 

27.16 II b aqua complete 7.5 3.5cm, 
4.5cm round ABM - early ABM - early  household - ink 1910-1940 likely made by press-and-blow machine 

27.20 II b aqua m. neck & finish 10.5 2cm, 
2.5X2.5 cm rectangular cup-bottom unknown medicine - bitters 1880-1910 3 indented panels 

27.27 II b aqua base only N/A 7cm round turn mold unknown beverage 1880s 1900   

28.3 II c colorless complete 16.5 6.86 x 3.95 
oval - 
Buffalo/ 
Philadelphia  

cup-bottom tooled - flat/patent medicine 1875-1910 
cork inside bottle  

28.4 II c aqua - light complete 15.5 7.87 x 3.40 oval -plain cup-bottom 
screw top - 
discontinuous, 
threaded metal finish 

spirits - whiskey flask 1895-1905 neck is sheared with a discontinuous threaded metal head placed on neck as 
finish; base embossed: 2 pint; flask style bottle 

28.5 II c aqua complete 18 5.32 round cup-bottom tooled food - condiment 1876-1910 Lea & Perrins Worcestershire (J91DS) JDS bottles made after 1876; glass 
stopper intact 

28.6 II c aqua complete 17.5 5.53 x 2.91 
octagonal - 
fluted oblong 
(variant 1) 

cup-bottom tooled - flat/patent food - condiment 1885-1910 
  

28.7 II c amber/brown m. finish 16.5 7.64 round turn mold unknown spirits - stout/ale/beer 1880-1910 style of body: short, squat beer bottle 

28.8 II c colorless complete 10 3.05 octagonal cup-bottom applied - fluted 
prescription medicine - healing balsam 1847 adv. - 1880 Body: 'B DENTON'S // HEALING BALSAM; "For Man or Beast"; a product 

of barton denton, New York. (Fike 1987:23) 
28.10 II c olive complete 22.5 7.45 round turn mold tooled - ring/oil spirits or mineral water 1885-1910   
28.11 II c olive/black complete 22 7.72 round turn mold tooled - ring/oil medicine or spirits 1885-1910 may be druggist's shelf bottle or spirits 

28.12 II c aqua complete 30 7.33 round turn mold applied - straight 
brandy/wine spirits or mineral water 1875-1885 

  
28.14 II c amber/brown complete 19.5 7.41 round turn mold tooled - ring/oil spirits 1880-1910 style of body: short, squat beer bottle 
28.15 II c olive m. neck & finish 16.5 7.45 round turn mold N/A spirits or mineral water 1885-1910 shows airventing marks 
28.16 II c olive m. neck & finish 18.5 7.45 round turn mold N/A spirits or mineral water 1880-1910   
28.17 II c amber m. finish 23.5 7.55 round post-bottom N/A spirits or mineral water 1881-1905 base:SB&C Co / 12; Streator Bottle & Glass Co., Streator, Ill. 

29.1 II f olive complete 25 7.06 round turn mold 
applied ring 
(beveled) - 
champagne 

spirits or mineral water mid 1880s-1910 deep push-up with mamelon present; beveled rim on finish dates to post mid 
1880s 

29.2 II f colorless complete 12 3.86 x 3.14 
rectangular - 
blake 
(variant 1) 

cup-bottom tooled - straight 
brandy/ wine medicine - druggist 1890-1910 4 indented panels; body embossed with: MADE IN U.S.A. // N; font is script, 

which generally dates post 1890 

29.3 II f green/emeral
d complete 22.5 6.54 round turn mold applied - blob soda or mineral water 1880-1990s   
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Diameter/
Width (cm) 
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Base Shape Mold Seams Neck Finish Function Date Comments 

29.4 II f olive/black complete 24 6.57 round turn mold tooled - English 
ring/deep lip/packer spirits or mineral water 1885-1910   

29.5 II f olive complete 23 7.35 round turn mold tooled - ring/oil spirits or mineral water 1885-1910   
29.6 II f aqua m. neck & finish 25.5 5.84 round turn mold unknown food - oil 1880s-1910   
29.7 II f amber m. neck & finish 19 6.74 round turn mold unknown spirits 1880s-1910   

29.8 II f olive complete 23.5 6.28 round dip mold applied - ring/oil spirits or mineral water 1880-1913 base: N & Co /1307;   N & CO...Nuttall & Company, St. Helens, Lancashire, 
England. (See Artifact 27.3)  

29.9 II f aqua complete 15.5 5.18 x 2.92 
rectangular - 
blake 
(variant 1) 

bottom-hinged 
mold tooled - ring/oil medicine  1880-1910 

Embossed in early script font on body (vertically): BARRY'S // 
TRICOPHEROUS FOR THE SKIN AND HAIR // NEW YORK // 
DIRECTIONS / ~IN THE~ / PAMPHLET // Alexander C. Barry was first 
affiliated with this hair restorative in 1851; The product was still on the 
market in 1982. 

29.10 II f black/olive complete 21 7.00 round turn mold tooled - straight 
brandy/ wine spirits  1885-1910   

29.11 II f colorless m. part of body & rim 13 6.74 round cup-bottom - 
pattern mold N/A kitchenware: beer mug w/ 

handle post 1870   

29.15 II f olive complete 25 7.15 round turn mold 
applied ring 
(beveled) -  
champagne 

spirits or mineral water mid 1880s-1910 deep push-up with mamelon present; beveled rim on finish dates to post mid 
1880s 

30.1   aqua complete 19.5 5.95 x 3.34 
rectangular - 
blake 
(variant 1) 

post-bottom tooled - English 
ring/deep lip/packer medicine - druggist 18880-1910 

  
30.2   amber complete 22 6.37 round turn mold tooled - ring/oil spirits 1885-1910   

30.3   aqua complete 23 8.56 round dip mold - 3-
piece tooled - bead medicine - druggist shelf ware 1885-1910 may be druggist's shelf or counter ware bottle  

30.4   olive complete 23.5 3.72 round turn mold applied - ring/oil spirits or mineral water 1875-1890   
30.5   black/olive complete 24.5 6.41 round turn mold tooled - ring/oil spirits or mineral water 1880s   

30.6   amber/reddis
h complete 28.5 7.55 round post-bottom tooled - ring/oil spirits 1880s base: R & Co // 19;  "R & CO...Reed & Company, Massillon, OH (1881-

1904).  
30.7   amber m. neck & finish 25 7.58 round turn mold unknown spirits 1880-1910   

30.8   olive/amber - 
dark complete 28 7.34 x 7.2 square - 

hopkins  dip mold applied - blob spirits - gin 1870-1898 
case bottle, sloping collars, on shoulder side applied seal is embossed with: 
AVH;   A. Van Hoboken & Co., Rotterdam, The Netherlands, 1800-1898; 
(Soda Traderz) 

30.9   colorless complete 31 7.31 x 7.41 square - 
hopkins  cup-bottom tooled - ring/oil spirits - gin 1885-1910 case bottle, sloping collar, not embossed 

30.10   aqua complete 12.5 5.0 x 3.17 oval - 
monarch/erie post-bottom tooled - bead household - shoe polish 1890-1910 

body: WHITTEMORE BOSTON; Whittemore's shoe polishes, Boston; 2 
panels of which 1 is indented; embossing is in script, which generally post-
dates 1890 

30.11   aqua complete 18 5.52 x 2.44 
octagonal - 
fluted oblong 
(variant 1) 

cup-bottom tooled - English 
ring/deep lip/packer food - condiment 1885-1910 

  
30.12 II c aqua complete 25 2cm, 5.5cm round cup-bottom applied food - condiment 1870-1880s base: 101  4 
30.13 II c aqua complete 25.5 2cm,  4cm round cup-bottom applied food - oil 1870-1880s   

30.14 II c aqua complete 12.5 3.5cm, 
5X3.5cm oval post-bottom tooled household - shoe polish 1890-1910 

Body: WHITTEMORE BOSTON (see Artifact # 30.14) 

30.15 II c colorless complete 12 3cm, 
4X4cm square cup-bottom tooled household - shoe polish 1880-1910 cork in bottom of bottle 

30.16 II c colorless complete 10.5 2cm, 4X2.5 
cm 

rectangular - 
flat cup-bottom tooled medicine  1890s body: HOLLISTER DRUG CO. L'D / HONOLULU; base: W.T. & CO. / B / 

U.S.A.; Elliot & Gould 1988:198 
30.18 II c amber complete 24 2cm,  6cm round turn mold applied spirits or mineral water 1880s   
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30.19 II c olive complete 25 2cm,  7cm round turn mold applied ring spirits or mineral water 1890-1910 deep push-up with mamelon present; beveled rim on finish dates to post mid 
1880s; foil residue present around neck 

30.20 II c amber - v. 
dark complete 29 2.5cm, 8cm round turn mold applied spirits or mineral water 1880s   

30.21 II c olive  complete 22.5 2.5cm, 7cm round turn mold tooled spirits or mineral water 1885-1900   

30.22 II c aqua complete 32.5 2.5cm, 
5.5X5.5 cm square dip mold applied food - oil 1880-1890   

30.23 II c olive - v. 
dark complete 21 2cm,  7cm round dip mold applied spirits - ale/stout 1875-1890   

30.24 II c olive complete 24.5 2.5cm, 7cm round turn mold 
applied ring 
(beveled) - 
champagne 

spirits or mineral water mid 1880s-1910 deep push-up with mamelon present; beveled rim on finish dates to post mid 
1880s; foil residue present around neck 

30.25 II c amber complete 21.5 2.5cm, 
6.5cm round turn mold applied spirits 1875-1890   

30.26 II c olive complete 26 2.5cm, 7cm round cup bottom 
applied ring 
(beveled) - 
champagne 

spirits or mineral water mid 1880s-1910 deep push-up with mamelon present; beveled rim on finish dates to post mid 
1880s 

30.28 II c aqua complete 6.5 3cm,  6cm round post-bottom tooled household - ink 1885-1910 base plate: CARTER'S 

30.29 II c colorless complete 8 2.5cm, 
4X4cm square cup-bottom tooled cosmetics/ toiletry - perfume 1890s  LUNDBORG / NEW YORK, Perfumer, Fike 1987:244 

30.34 II c amber/yello
w complete 6 1.5cm, 2X2 

cm square cup-bottom tooled medicine - homeopathic 1891-1903 BOERICKE & RUNYON /  SAN FRANCISCO, CAL /  BRANCH 
PORTLAND OR. Fike 1987:52, 155) 

30.35 II c aqua m. finish 5.5 .5cm, 1X1 
cm rectangular dip mold sheared cosmetics/toiletry 1870s + tooth pick card cologne or 10-cent handkerchief extract; later date if imported; 

squared vial 
30.37 II c cobalt complete 6.5 2cm,  2cm round cup-bottom tooled - bead medicine - druggist 1875-1910   
30.39 II c aqua complete 24.5 2cm, 6.5cm round turn mold applied spirits or mineral water 1870s-1890 foil residue present around neck; concentric circles embossed on base 
30.40 II c cobalt complete 17.5 2cm,  3cm round cup-bottom tooled medicine - cod liver oil 1875-1885 base: trident symbol / 2; finish is early tooled 

30.41 II c olive complete 30.5 3cm,  9cm round turn mold 
applied ring 
(beveled) - 
champagne 

spirits or mineral water mid 1880s-1910 deep push-up with mamelon present; beveled rim on finish dates to post mid 
1880s 

30.42 II c aqua m. neck & finish 21.5 2.5cm, 5cm round bottom bottom-hinged 
mold 

cork or lightning 
stopper soda 1870s 

American companies began embossing their bottles in the mid 1870s; as this 
bottle is not embossed but is of the early Hawaiian soda bottle type with 
torpedo style body 

30.43 II c aqua complete 15.5 4cm,  8cm round cup-bottom capseat ledge food - baby food 1888-1898 body: MELLIN'S /  INFANT'S FOOD / DOLIBER-GOODALE Co. / 
BOSTON // LARGE SIZE; Mellin’s Infants Food 

30.44 II c aqua m. neck & finish 18.5 2cm,  5cm  semi-round cup-bottom tooled - Hutchinson 
wire stopper soda 1900 

body: STAR SODA WATER WORKS / * / HONOLULU / T.H.; the T.H. 
(Territory of Hawaii) was not embossed on Hawaiian soda bottles until 
Hawaii became a territory after 1900; in 1918 the bottler's name was changed 
to ALOHA SODA WATER CO.; Elliot 1971:119 

30.45 II c cobalt complete 16 1.5cm, 3cm round cup-bottom improved tooled medicine - cod liver oil 1890s base: 8 

30.46 II c amber/olive 
blackish m. neck & finish 18 3cm, 6.5 cm round dip mold unknown spirits or mineral water 1870s   

30.47 II c amber/brown 
reddish m. neck & finish 21.5 3cm,  8cm round dip mold and 

free blown  unknown spirits or mineral water 1870s   

32.1 II e amber complete 21 2.5cm, 
6.5cm round turn mold tooled spirits or mineral water 1885-1910   

32.4 II e colorless neck & finish only 9 6cm N/A unknown - no 
seams applied kitchenware - vase 1875 may be the top of a vase or decorative vessel; glass is very thin 

32.11 II e olive complete 23 2.5cm, 6cm round turn mold tooled spirits or mineral water 1880s push-up 
32.12 II e olive m. neck & finish 26 2cm, 7.5cm round turn mold unknown spirits or mineral water 1880-1910 deep push-up with mamelon 
32.13 II e olive/clear complete 23.5 2cm,  6cm round turn mold applied - blob soda or mineral water 1880s   
32.14 II e aqua complete 19 2cm,  5cm round cup-bottom applied - club sauce food - condiment 1870-1880 body: STEPHENS / GLOUCESTER // 8396; serif font (generally pre 1880) 

32.15 II e colorless complete 9.5 1.5cm, 
3.5cm round cup-bottom sheared medicine 1875-1885 base is embossed with what looks like a Chinese symbol 
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32.16 II e colorless complete 7 3.5cm, 4cm round cup-bottom tooled - wide mouth 
cork enclosure medicine - vaseline 1880-1908 Robert A. Chesebrough, in the 1860s. The cork enclosure were replaced by 

the threaded cap in 1908. Fike 1988:56) 

33.6 II e amber/reddis
h - dark complete 25 2.5cm, 6cm round turn mold applied spirits or mineral water 1880s   

33.7 II e olive/blackis
h complete 23.5 2cm,  6cm round Rickett's mold - 

3-piece mold  applied spirits or mineral water 1880-1900 base: LBS / 31. Toulouse 1972:319, this is likely a British company - 1880-
1900 

33.8 II e olive/blackis
h complete 21.5 3cm,  7cm round dip mold tooled spirits 1880s still has foil and wire wrapped around neck from cork closure 

33.9 II e aqua complete 21 2cm,  6cm round post-bottom applied food - condiment 1876-1885 Lea & Perrins Worcestershire (J42DS) JDS bottles made after 1876 
33.10 II e amber complete 24 2.5cm, 6cm round post-bottom tooled spirits 1886-1910 base: A.B.G.M. Co / D4; "A.B.G.M.CO...(See Artifact # 1.11)  

33.11 II e amber - dark m. neck & finish 22 3.5cm, 
5.5cm round turn mold unknown spirits or mineral water 1880-1910 push-up 

33.12 II e aqua m. neck & finish 17 2cm,  4cm  semi-round cup-bottom - 4-
piece mold 

tooled - Hutchinson 
wire stopper (half-
funnel top) 

soda 1884-1894 
CRYSTAL / SODA WORKS / HONOLULU / H.I.; Crystal Soda Works - 
also John A. Palmer, founded in 1884. CRYSTAL was absorbed into 
CONSOLIDATED prior to 1894. Elliot 1971:86 

33.13 II e cobalt complete 17.5 1.5cm, 3cm round post-bottom applied medicine - cod liver oil 1875-1890 base plate: 242 

33.14 II e aqua complete 20 2cm,  4cm hexagonal cup-bottom - 
pattern mold tooled condiment: pepper sauce 1890s 

hexagonal, horizontally ribbed, gothic style sauce bottle 
33.15 II e aqua m. lip 17.5 2.5cm, 5cm round post-bottom applied condiment/sauce 1876-1885 Lea & Perrins Worcestershire made after 1876 

33.16 II e olive/blackis
h complete 21 2.5cm, 

6.5cm round dip mold applied spirits 1875-1890 still has foil and wire wrapped around neck 

33.17 II e olive m. part of neck & 
finish 23.5 2.5cm, 

6.5cm round turn mold unknown spirits or mineral water 1880-1910 deep push-up with mamelon present 
33.18 II e olive - clear complete 22.5 2.5cm, 7cm round turn mold tooled  spirits or mineral water 1880-1890s   
33.19 II e amber m. finish 23 2cm,  6cm round turn mold tooled spirits or mineral water 1885-1910   

33.20 II e olive - green complete 24.5 2.5cm, 7cm round turn mold 
applied ring 
(beveled) - 
champagne 

spirits or mineral water 1885-1900 deep push-up with mamelon present; beveled rim on finish dates to post mid 
1880s 

33.22 II e aqua lid of vessel   10cm round unknown N/A food - preserves unknown appears to be the lid to a large, wide mouthed jar 

34.1   olive complete 24.5 2.5cm, 7cm round turn mold 
applied ring 
(beveled) - 
champagne 

spirits or mineral water 1885-1900 deep push-up with mamelon present; beveled rim on finish dates to post mid 
1880s 

34.2   amber m. neck & finish 21.5 3.5cm, 7cm round post-bottom unknown spirits or mineral water   base plate: AB / 79; used on handmade bottles. Toulouse 1972:28 

35.1   olive complete 24.5 7.30 round turn mold 
applied ring 
(beveled) - 
champagne 

spirits or mineral water 1885-1900 deep push-up with mamelon present; beveled rim on finish dates to post mid 
1880s 

35.2   olive complete 30.5 8.95 round turn mold 
applied ring 
(beveled) - 
champagne 

spirits or mineral water 1885-1901 deep push-up with mamelon present; beveled rim on finish dates to post mid 
1880s 

35.3   amber complete 25 6.30 round turn mold applied - double 
oil/mineral spirits or mineral water 1875-1890   

35.4   olive complete 25 7.00 round turn mold 
applied ring 
(beveled) - 
champagne 

spirits or mineral water 1885-1900 deep push-up with mamelon present; beveled rim on finish dates to post mid 
1880s 

35.5   olive complete 29.5 8.30 round turn mold applied ring (flat 
rim) - champagne spirits or mineral water 1875-1885 deep push-up with mamelon present; horizontally flat rim on finish dates prior 

to mid 1880s 

35.6   olive/amber - 
dark complete 28.5 7.75 round dip mold tooled - double 

oil/mineral spirits or mineral water 1885-1910   

35.7   amber complete 24 6.25 round turn mold applied - double 
oil/mineral spirits or mineral water 1875-1890   

35.8   amber complete 24.5 6.40 round post-bottom tooled - straight 
brandy/ wine spirits or mineral water 1885-1910 base: A.B.G.M. Co / V7; "A.B.G.M.CO...(see Art. # 1.11) 
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35.9   aqua complete 24 6.40 round post-bottom tooled - straight 
brandy/ wine spirits or mineral water 1885-1911 base: A.B.G.M. Co / V4; "A.B.G.M.CO...(see Art. # 1.11) 

35.10   amber complete 28.5 7.60 round dip mold applied - ring/oil spirits or mineral water 1875-1890   

35.11   amber/reddis
h - dark complete 24 6.20 round turn mold tooled - double 

oil/mineral spirits or mineral water 1885-1910 
  

35.13   aqua complete 31 7.00 round   applied - double 
oil/mineral spirits 1875-1900 base plate: 6285 

35.14   aqua complete 17.5 5.40 round cup-bottom applied - crown food - condiment:sauce 1876-1890 Lea & Perrins Worcestershire (J83DS) JDS bottles made after 1876 

35.15   amber complete 19 7.40 round turn mold tooled - English 
ring/deep lip/packer spirits 1885-1910 still has foil and wire wrapped around neck from cork closure 

35.16   aqua complete 29.5 7.30 round dip mold - 3-
piece 

applied - double 
oil/mineral spirits or mineral water 1875-1885 base: BS / 142; unknown makers mark 

35.17   colorless complete 10.5 3.5 X 3.5  square - 
French cup-bottom tooled - flat/patent medicine - druggist 1880s base: McC; WM. McCully and CO., Pittsburgh, Pa., 1841-1886 

35.18   aqua m. neck & finish 19.5 5.81 round cup-bottom Codd marble stopper soda 1888-1894 
TAHITI/LEMONADE/WORKS COMPANY/HONOLULU .H.I. //  ACME 
PATENT/4/SOLE MAKER/DAN RYLANDS/BARNSLEY; (see Acc. # 
19.14). Elliot 1971:32) 

35.19   aqua complete 22 5.66 round cup-bottom applied - ring/oil food - condiment: sauce 1875-1885   

35.20   colorless m. neck & finish 21 5.35 x 5.34  square - 
Hopkins cup-bottom tooled spirits - gin 1885-1920 case bottle, sloping collar, not embossed 

35.21   aqua complete 6 3.85 round cup-bottom tooled - flat/patent household - ink bottle 1885-1910 embossed with Japanese calligraphy on both body (増井制 x) and bottom of 
base (上 meaning 'the top', 'go up') 

35.22   colorless complete 14 5.52 x 4.62 round cup-bottom tooled - flat/patent medicine - druggist 1880s and early 
1890s 

front panel embossed with:  HOLLISTER & CO. / DRUGGISTS / 
HONOLULU, H.I.; base: W.T. & CO. / PAT JAN / 22 78; Elliot & Gould 
1988:196  

35.23   colorless m. part of finish 8 4.36 round dip mold tooled - flat/patent 
(w/glass stopper) household - ink  1880-1910 glass stopper intact 

35.24   aqua complete 19 5.36 round cup-bottom applied - 3-part club 
sauce food - condiment: sauce 1870-1880 body: STEPHENS / GLOUCESTER // 8396; serif font (generally pre 1880) 

35.25   aqua complete 6 6.51 round post-bottom tooled - stacked ring household - ink   
embossed on the base with CARTER'S / 59. Originated in mid to late 1870s.  
By the mid-1920s the style tended towards having an external screw thread 
finish instead of being cork sealed.  

35.26   colorless m. part of neck & 
finish 22 4.64 x 4.72  square - 

Hopkins cup-bottom tooled - ring/oil spirits - gin 1885-1920 case bottle, sloping collar, not embossed 

35.27   aqua complete 18 5.20 round cup-bottom applied - 3-part club 
sauce food - condiment:sauce 1860-1865 Lea & Perrins Worcestershire ACB Co bottles made from 1850s-1865 in 

England 

35.28   milk glass complete 16.5 4.61 round unknown ABM or semi-
automatic - ring/oil cosmetics/toiletry 1905+   

35.29   aqua m. base 6 2.5cm, 4cm round cup-bottom tooled - sheared/ 
blow over food - preserves 1880-1910   
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Phase II - Bottles 
Table 3. Catalogue of glass bottles found in SIHP # 50-80-14-7124 and SIHP # 50-80-14-7189 during testing for Phase II. Accession #’s (Acc. #) consist of the Test Trench # followed by the bottle number for that trench 

(i.e. 101.1 is Trench 101 Bottle 1). The stratum (strat.) column is to indicate whether the bottles were observed in a layer other than the SIHP # -7189 – historic burnt trash layer. Phase II trenches were originally 
labeled Trenches 101-142. These have been relabeled Trenches 37-78 

Acc. # Strat. Color Portion Length (cm) 
L x W or 
Diameter Base Shape Mold Seam Finish (lip) Function Date Embossing Company. Name/Comments 

PHASE II - Bottles 

101.1 IIc olive complete 10.3 5.9 x 3.6 rectangular cup-bottom tooled medicine - patent/prescription 1880 + Y Russell, Dr., Calisaya Bitters 
101.2 IIc colorless complete 18.7 7.4 round cup-bottom improved tooled medicine - patent/prescription 1890 - 1910 N 
102.1 IIb colorless complete 24.1 6.5 round turn mold tooled food - condiment 1880 - 1910 N 
102.2 IIb amber/olive complete 23.1 7.2 round turn mold tooled spirits - liquor/wine/ale 1880 - 1910 N 
102.3 IIb colorless complete 13 5.9 x 3.5 rectangular cup-bottom improved tooled medicine - patent/prescription 1890 - 1910 N 
102.4 IIb green complete 19.8 2.9 round turn mold tooled beverage, unk 1880 - 1910 N 
102.5 IIb colorless complete 16.5 4.7 round cup-bottom tooled - packer lip beverage, unk 1880s N 
103.1 IIb colorless complete 32 6 round turn mold tooled food - oil 1880 - 1910 N 
103.2 IIb milk glass complete 11.6 6.0 x 3.2 rectangular cup-bottom tooled medicine - patent/prescription 1880 - 1890s Y 
103.3 IIb olive complete 23.3 7.5 round turn mold tooled soda/mineral water 1880 - 1890s Y Hunyadi Janos Bitterquelle (mineral water) 
103.4 IIb colorless complete 18 5.6 round turn mold applied food - condiment 1877 - 1890 Y Lea & Perrins Worcestershire (J44D S) JDS bottles made after 1876 
103.5 IIb colorless complete 12.2 4.3 x 4.3 square cup-bottom tooled household - shoe blacking 1880s - 1890s Y Miller’s, Frank Crown Dressing, New York (shoe polish) 
103.6 IIb colorless complete 20 5.9 round cup-bottom tooled unk 1880s Y 
107.1 olive complete 29 9 round turn mold tooled spirits - champagne/wine 1880 - 1910 N 
107.2 amber/olive complete 23 6.6 round turn mold tooled spirits - beer/soda/cider 1880 - 1890 N 
107.3 colorless m. 1/2 finish 16.5 4.6 round cup-bottom improved tooled food - condiment 1890 - 1910 Y 
107.4 colorless complete 26 7.2 x 7.2 square cup-bottom applied spirits - spirits - gin 1830 - 1885 N 
107.5 colorless complete 25 7.3 x 7.3 square cup-bottom applied spirits - gin 1830 - 1885 Y 
107.6 olive complete 26.5 27 round turn mold tooled soda/mineral water 1880 - 1910 N 
107.7 colorless complete 12.3 12.8 square cup-bottom tooled household - shoe blacking 1880 - 1890s Y Miller’s, Frank Crown Dressing, New York (shoe polish) 
107.8 colorless complete 16.5 17 rectangular cup-bottom applied spirits  1880 - 1910 Y 
108.1 II olive complete 23.7 6.5 round turn mold applied soda/mineral water 1830  - 1885 N 
108.2 II black complete 21 7.3 round dip mold applied spirits - liquor/wine/ale 1840s - 1870 N 
110.1 aqua complete 22.5 6.3 round cup-bottom tooled food - condiment 1880s - 1890s N 
110.2 olive complete 25 7.1 round turn mold tooled spirits - champagne/wine 1880 - 1890 N 
110.3 olive complete 22.5 7.4 round turn mold tooled - packer lip spirits - liquor/wine/ale 1880 - 1890 N 
110.4 olive complete 29 8.4 round turn mold tooled spirits - champagne/wine 1880 - 1910 N 
110.5 colorless complete 22.5 8.3 x 8.3 square cup-bottom applied spirits - liquor/wine/ale 1860s - 1885 Y 
110.6 green complete 23 7.6 round turn mold tooled - packer lip spirits - liquor/wine/ale 1880 - 1890 N 

110.7 olive complete 22.7 7.6 round turn mold 
applied - packer 
lip spirits - liquor/wine/ale 1840s - 1870 N 

110.8 aqua complete 21 6 round cup-bottom tooled soda 1890s Y Hollister & Co., Honolulu 

110.9 colorless complete 13.8 6.5 round 
press-and-
blow capseat ledge milk 1889 - 1940s Y Honolulu Dairymen's Association 

110.10 colorless complete 11 4.8 round 
4 p. cup-
bottom tooled medicine - patent/prescription 1880 - 1910 N 

110.11 aqua m. finish 10 3.6 x 2.2 rectangular cup-bottom unk medicine - patent/prescription unk N 
111.1 olive complete 22.5 7.6 round cup-bottom tooled soda/mineral water 1880 - 1890 Y Hunyadi Janos Bitterquelle (mineral water) 
111.2 aqua complete 24.5 6.2 round turn mold tooled spirits - liquor/wine/ale 1880 - 1910 N 
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Acc. # Strat. Color Portion Length (cm) 
L x W or 
Diameter Base Shape Mold Seam Finish (lip) Function Date Embossing Company. Name/Comments 

111.3 aqua m. finish 16 6 round cup-bottom unk spirits - beer 1887 + Y Liebler, A., Bottling Co., New York (beer, soda) 
111.4 cobalt complete 14 5.3 round cup-bottom tooled medicine - patent/prescription 1880 - 1890 Y Warner, W. R. Drug Co., Philadephia 
111.5 colorless complete 13 4.8 x 2.7 rectangular cup-bottom tooled medicine - patent/prescription unk N 

113.1 blue/green complete 24.5 6.5 round 
3 part dip 
mold applied soda/mineral water ca. 1860 N 

113.2 amber m. finish 26.8 7.3 round dip mold unk spirits - beer 1860 - 1870 N 
113.3 olive complete 24 7.3 round turn mold tooled spirits - champagne/wine 1870 - 1890 N 

113.4 blue/green complete 23.8 6.3 round 
3 part dip 
mold applied soda/mineral water ca. 1860 N 

113.5 olive m. finish 21 7.2 round turn mold unk spirits - ale/stout unk Y 
113.6 amber complete 24.5 7.1 round post-bottom applied spirits - ale/stout 1880 Y Louisville Kentucky Glass Works (LGCo logo used ca. 1880) 
113.7 amber complete 23.2 7.1 round cup-bottom tooled spirits - malt liquor/ale/stout ca. 1870s Y Wyeth, Jno., & Bro. / Philadelphia / Liq. Ext. Malt 
113.8 aqua complete 18.1 6.9 round cup-bottom tooled medicine - chemical after 1900 Y Smith, Benson, & Co., Honolulu 
113.9 colorless complete 18 5.5 round cup-bottom applied or tooled food - condiment 1877 - 1900 Y Lea & Perrins Worcestershire (J44D S) JDS bottles made after 1876 
113.10 aqua complete 21.5 6.5 round cup-bottom applied or tooled food - condiment 1880 - 1900 Y Lea & Perrins Worcestershire (J44D S) JDS bottles made after 1876 
113.11 aqua complete 12.5 4.3 x 4.3 square cup-bottom tooled household - shoe blacking 1880s - 1890s Y Miller’s, Frank Crown Dressing, New York  (shoe polish) 
113.12 colorless m. base side 15.4 5.3 x 2.8 oval cup-bottom tooled spirits - liquor/wine/ale 1870 - 1885 N 
113.13 colorless complete 15.5 5.3 x 2.7 oval cup-bottom tooled spirits - liquor/wine/ale 1870 - 1885 N 
113.14 cobalt complete 14.7 3.3 round cup-bottom applied medicine - cod liver oil 1860 - 1885 N 
113.15 colorless m. finish 14 3.9 round cup-bottom unk food - condiment unk N 
113.16 colorless complete 8.8 4.6  x 3.2 oval cup-bottom tooled medicine - extract/oil/chemical adv. ca. 1892 Y Wyeth, Jno., & Bro. / Philadelphia / Liq. Ext. Malt 

113.17 colorless 
m. 
base/finish 4.6 2.8 x 1.9 oval cup-bottom unk cosmetic - perfume unk N 

113.18 colorless 
m. body 
fragment 5.5 3 x 2.1 oval cup-bottom tooled medicine - patent/prescription 1870 - 1910 Y Wyeth, Jno., & Bro. / Philadelphia / Liq. Ext. Malt 

113.19 aqua complete 17.5 5.3 x 2.6 rectangular cup-bottom tooled medicine - tonic adv. ca. 1865 Y Crittendon, Charles N., Central Medicine Warehouse, New York  
113.20 colorless complete 12.5 4.3 x 4.3 square cup-bottom tooled household - shoe blacking 1880s - 1890s Y Miller’s, Frank Crown Dressing, New York (shoe polish) 
113.21 colorless complete 15.5 5.3 x 2.7 oval cup-bottom tooled spirits - liquor/wine/ale 1870 - 1885 N 

114.1 II aqua complete 7.4 6.2 round 
blow-and-
blow tooled/double ring household - ink bottle 1880 - 1900 Y Carter's Ink 

115.1 
Ig & 
If aqua complete 18.4 5.3 round post-bottom applied food - condiment 1850s - 1865 Y 

Lea & Perrins Worcestershire ACB Co bottles made from 1850s-1865 in 
England 

115.2 
Ig & 
If colorless m. finish 21.5 5.5 round ABM ABM soda 1963 Y Honolulu Soda Water Co. LTD. 

115.3 
Ig & 
If colorless m. finish 19.2 5.8 round ABM ABM soda 1963 Y Honolulu Soda Water Co. LTD. 

115.4 
Ig & 
If colorless complete 17.4 7.2 round ABM ABM medicine - patent/prescription 1894 - 1915 Y 

Listerine, Lambert Pharmacal Co. bottle made by Ober-Neester Glass Co., 
E. St. Louis, IL 

115.5 
Ig & 
If colorless complete 20 5.7 round ABM ABM soda 1963 Y Honolulu Soda Water Co. LTD. 

115.6 
Ig & 
If colorless m. finish 19.2 6.2 round ABM ABM soda 1946 Y Lyons Magnus, Rootbeer 

115.7 
Ig & 
If brown 

b & b 
fragment 12.6 7.5 round ABM ABM spirits - liquor/wine/ale 1911 + Y 

115.8 
Ig & 
If aqua 

b & b 
fragment 10.3 5.8 round cup-bottom Hutchinson soda/mineral water 1896 + Y Arctic Soda Water Works 

115.9 
Ig & 
If colorless complete 8.7 3.6 round cup-bottom tooled medicine - patent/prescription unk Y 

115.10 II olive m. part of bp 23.5 6.5 round dip mold applied spirits - beer 1850 - 1885 N 

115.11 II black 
m. part of 
fin. 24.3 6.5 round turn mold applied or tooled spirits - wine 1865 - 1870s N 
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L x W or 
Diameter Base Shape Mold Seam Finish (lip) Function Date Embossing Company. Name/Comments 

115.12 II amber complete 29.2 7.7 round turn mold applied spirits - champagne/wine 1860 - 1890 N 
115.13 II black/amber complete 29.7 7.8 round turn mold tooled spirits - champagne/wine 1860 -1890 N 
115.14 II olive complete 30.2 8.1 round turn mold tooled spirits - champagne/wine 1880 - 1890 N 
115.15 II olive complete 32 8.8 round turn mold tooled spirits - champagne/wine 1880 - 1890 N 
115.16 II black complete 24.5 6.5 round turn mold tooled spirits - beer/wine 1865 - 1890 N 

115.17 II aqua 
m. part of 
fin. 20.4 6 round cup-bottom Hutchinson spirits - soda/mineral water 1879 - 1890s Y Hollister & Co., Honolulu 

115.18 II olive complete 26 7.3 round turn mold tooled spirits - champagne/wine 1880 - 1890 N 
115.19 II amber complete 31 7.5 round turn mold applied spirits - champagne/wine  1860 - 1890 N 

115.20 II amber 
m. part of 
fin. 24.8 7.5 round turn mold unk spirits - beer/wine 1869 - 1890 N 

115.21 II amber complete 29.4 7.6 round turn mold applied spirits - champagne/wine 1860 - 1890 N 
115.22 II olive complete 25.1 7 round turn mold tooled spirits - champagne/wine 1880 - 1890 N 
115.23 II olive complete 25 7 round turn mold tooled spirits - champagne/wine 1880 - 1890 N 
115.24 II olive complete 23 5.8 round turn mold blob top soda/mineral water 1860 - 1880 N 
115.25 II amber complete 29 7.6 round turn mold applied spirits - champagne/wine 1860 -1890 N 
115.26 II aqua complete 6 6.5 round post-bottom bead finish household - ink bottle 1880 - 1910 N 
115.27 II colorless complete 6.5 1.4 x 1.1 rectangular unk unk cosmetics/toiletry - cologne unk N 
115.28 II aqua complete 12.5 4.3 x 4.3 square cup-bottom tooled household - shoe blacking 1880s - 1890s Y Miller’s, Frank Crown Dressing, New York  (shoe polish) 
115.29 II aqua complete 10 5.3 round cup-bottom tooled household - unk 1880 - 1890 Y 
115.30 II cobalt complete 12 5.7 x 3.4 rectangular cup-bottom tooled medicine - patent/prescription adv. ca. 1895 Y Wakalee’s Camelline 
115.31 II colorless complete 22.9 5.8 round post-bottom applied cosmetics/toiletry - cologne 1842 - 1854 Y Florida Water / Murray & Lanman / Durggist’s / New York (cologne) 
115.32 II colorless complete 15.6 5.3 x 2.8 oval cup-bottom tooled spirits - liquor/wine/ale 1870 - 1890 N 
116.1 aqua m. finish 12.3 4.3 x 4.3 square cup-bottom tooled household - shoe blacking 1880 - 1890 Y Miller’s, Frank Crown Dressing, New York  (shoe polish) 
116.2 aqua complete 16.4 5.3 x 3.3 oval cup-bottom tooled spirits - liquor/wine/ale 1870 -1890 N 
116.3 colorless complete 4.2 2.7 N/A N/A N/A kitchenware - stopper post 1850 N Lea & Perrins Worcestershire bottle stopper 
116.4 aqua complete 20.5 6 round cup-bottom Hutchinson soda/mineral water 1879 - 1890s Y Hollister & Co., Honolulu 
116.5 olive complete 23.5 7.5 round turn mold tooled spirits - beer/ale/stout 1880 - 1890 N 
116.6 colorless complete 10.3 3.5 x 3.5 square turn mold tooled medicine - patent/prescription 1870 - 1890 N Russel Hop Bitters (1872 embossed on bottle) 
118.1 amber m. finish 20.5 6.8 x 7 square post-bottom unk medicine - bitters 1872 Y 

118.2 milk glass complete 3.8 5.5 round ABM 
ABM exterior 
screw cosmetics/toiletry post 1910 N 

118.3 aqua complete 17 5.6 x 2.9 rectangular cup-bottom tooled food - condiment 1880 -1890s N 

118.4 colorless m. base 6.1 5 round 
blow-and-
blow ABM household - ink bottle early 1900s N 

119.1 amber complete 13.5 5.4 round cup-bottom tooled  medicine - patent/prescription adv. ca. 1895 Y Marchand, Chas. Hydrozone (Hydrogen Peroxide) 
119.2 aqua complete 15.4 7.5 x 3.8 oval cup-bottom tooled nursing bottle 1870 -1910 Y Hirai & Co., Osaka, Japan 
119.3 aqua complete 12.5 4.3 x 4.3 square cup-bottom tooled household - shoe blacking 1880 - 1890 Y Miller’s, Frank Crown Dressing, New York  (shoe polish) 

119.4 aqua complete 16 8 round cup-bottom tooled food - infant food 1888 - 1898 Y 
Mellin’s Infants Food, Doliber-Goodale Co., Boston (after 1898 Mellin 
food Co.) 

119.5 aqua complete 16.3 4.8 round cup-bottom tooled food - condiment 1870 - 1890 Y 
119.6 cobalt complete 17.3 3.3 round turn mold tooled medicine - cod liver oil 1870 - 1890 Y 
119.7 cobalt complete 17.3 3.5 round cup-bottom tooled medicine - cod liver oil 1870 - 1890 Y 

119.8 amber complete 3 4.1 round 
blow-and-
blow exterior screw cosmetics/toiletry early 1900s Y WT & CO – Whittal-Tatum & Co. 

122.1 colorless complete 25.4 5.3 round turn mold tooled food - oil 1870 - 1890 N 
122.2 aqua complete 12.5 4.3 x 4.3 square cup-bottom tooled household - shoe blacking 1880 - 1890 Y Miller’s, Frank Crown Dressing, New York  (shoe polish) 
122.3 aqua m. part of 21.3 6.1 round unk applied - codd soda 1888 - 1894 Y Tahiti Lemonade Works, Honolulu H.I.; Acme Patent 4 Sole Maker Dan 
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L x W or 
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fin. marble stop. Ryland’s Barnsley 

122.4 colorless complete 14 6.4 round ABM unk food  - preserve/mustard unk N 
124.1 aqua complete 12.4 4.5 x 4.3 square cup-bottom tooled  household 1880 - 1890 N 
124.2 colorless complete unk 2.8 x 2.8 square post-bottom tooled cosmetic/toiletry - perfume 1900-1916 Y I. G. Co. (Illinois Glass Co.) 
124.3 aqua complete 21.1 6.6 round post-bottom tooled food - condiment 1877 - 1900 Y Lea & Perrins Worcestershire (J44D S) JDS bottles made after 1876 
124.4 colorless complete 13 4.1 x 4.1 square cup-bottom tooled cosmetics/toiletry - perfume 1870 - 1890 N 

124.5 colorless complete 7.8 3.9 round cup-bottom tooled cosmetics/toiletry - perfume 
late 19th 
century Y Lubin Parfumeur, Paris 

124.6 colorless m. lip 8 1.7 x 1.4 rectangular unk unk cosmetics/toiletry - cologne unk N 
124.7 aqua complete 9 9 x 6.2 rectangular cup-bottom unk household - shoe polish ?-1900-1960-? Y Whittemore’s Shoe Polishes, Boston 

127.1 amber m. finish 27 7.4 round 
4 p. cup-
bottom unk spirits - beer 1880s - 1910s Y Buffalo Brewing Co. beer (San Francisco & Pacific Glass Works) 

127.2 colorless complete 6.3 3.8 x 2.9 oval ABM exterior screw household 1929 + Y Owens-Illinois Glass Co. (merged w/ Illinois Glass Co. in 1929) 
127.3 colorless complete 15 5.6 round dip mold tooled medicine - patent/prescription prior to 1870 Y 
127.4 aqua complete 23 5.7 round post-bottom improved tooled cosmetics/toiletry - cologne 1842 - 1854 Y Florida Water / Murray & Lanman / Durggist’s / New York (cologne) 
127.5 amber complete 21.2 6.7 round dip mold applied spirits - ale/stout prior to 1870 N 

127.6 colorless 
m. part of 
fin. 18.6 6.9 x 3.7 rectangular cup-bottom tooled food - flavoring extracts 1872 - 1878 Y Folger, J. A., & Co. Pioneer Flavoring Extracts 

128.1 black base only 7.1 6.5 x 6.5 square dip mold unk spirits - gin mid 1800s Y 

128.2 aqua complete 19.2 6.4 round ABM crown top soda - coca-cola 
early to mid 
1950s Y Coca-Cola Co. 

131.1 amber complete 19.5 6.9 round ABM crown top spirits - beer 1940 - 1954 Y Owens-Illinois Glass Co. (merged w/ Illinois Glass Co. in 1929), Duraglas 

131.2 amber/olive m. finish 23.5 5.5 x 5.5 square 
free blown or 
dip applied spirits - gin 1850 - 1870 N 

131.3 olive complete 20 6.9 round 
3 part dip 
mold tooled medicine - bitters 1872 + Y Siegert & Hijos Angostura Bitters 

134.1 aqua complete 18.5 5.6 round cup-bottom 
inside screw 
threaded stopper soda 1902 + Y Hawaiian Soda Works, Honolulu 

134.2 amber complete 11.1 5.1 round cup-bottom tooled medicine - patent/prescription 1860 - 1890 Y 
134.3 aqua complete 15.5 5.5 x 3 rectangular cup-bottom tooled medicine - patent/prescription ca. 1900 Y Hamlin’s Wizard Oil 
134.4 olive complete 24 6.6 round turn mold blob top soda/mineral water 1840 - 1910 N 

134.5 aqua complete 18.5 6 round cup-bottom 
inside screw 
threaded stopper soda 1902 + Y Hawaiian Soda Works, Honolulu 

134.6 aqua complete 19.3 5.4 round cup-bottom 
tooled: 1/2crown 
1/2 blob  food - condiment 1880 - 1900 Y Stephens Sons & Co., Gloucesters (gloucester sauce, like Worcester sauce) 

134.7 colorless complete 6.1 1.4 x 1.1 rectangular unk unk cosmetics/toiletry - cologne unk N 
134.8 colorless missing lip 6.8 3 x 2.4 rectangular unk unk cosmetics/toiletry - cologne unk N 
135.1 aqua complete 24.2 6.6 round post-bottom tooled  food - condiment 1860 - 1890 Y 
135.2 cobalt complete 7.1 3.8 x 2.7 oval cup-bottom tooled medicine - Warburg's Tincture 1860 + Y Wyeth, Jno., & Bro. / Philadelphia / Liq. Ext. Malt 
135.3 olive complete 23.7 6.6 round turn mold blob top soda/mineral water 1840 - 1910 N 
135.4 colorless complete 14 4.9 x 2.4 rectangular cup-bottom tooled medicine - extracts 1860 + Y Burnett’s Flavoring Extracts, Boston 
135.5 aqua complete 19.6 5.3 round cup-bottom tooled food - condiment 1880 - 1900 Y Stephens Sons & Co., Gloucesters (gloucester sauce, like Worcester sauce) 
136.1 aqua complete 17.5 5.6 round cup-bottom tooled food - condiment 1877 - 1900 Y Lea & Perrins Worcestershire (J44D S) JDS bottles made after 1876 
136.2 aqua complete 17.5 5.6 round cup-bottom tooled food - condiment 1877 - 1900 Y Lea & Perrins Worcestershire (J44D S) JDS bottles made after 1876 
137.1 Ic amber complete 29.2 7.8 round post-bottom applied spirits - whiskey 1870 + Y Macfarlane & Co., Honolulu 
137.2 Ic olive complete 28.5 7.7 round turn mold applied spirits - whiskey mid 1800s N 
137.3 Ic aqua complete 17.9 5.5 round cup-bottom tooled food - condiment 1877 - 1900 Y Lea & Perrins Worcestershire (J44D S) JDS bottles made after 1876 
137.4 Ic colorless missing neck 7.7 4.5 round not visible N/A kitchenware - stopper prior to 1860s N 
138.1 aqua complete 12.7 4.3 x 4.3 square cup-bottom tooled household - shoe blacking 1880 - 1890 Y Miller’s, Frank Crown Dressing, New York  (shoe polish) 
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138.2 olive complete 30.3 9.1 round turn mold tooled spirits - champagne/wine 1880 - 1890 N 
138.3 amber complete 19.3 7.6 round turn mold tooled spirits - ale/stout 1880 - 1890 N 
138.4 aqua missing lip 7.1 2.9 x 2.4 rectangular not visible unk cosmetics/toiletry - cologne unk N 
138.5 aqua complete 16 5.6 round cup-bottom tooled  household 1870 -1890 Y 
138.6 colorless complete 4.4 1.5 round not visible tooled  medicine - patent/prescription unk N 
138.7 aqua complete 17.8 5.5 round cup-bottom tooled food - condiment 1877 - 1900 Y Lea & Perrins Worcestershire (J44D S) JDS bottles made after 1876 
139.1 olive complete 24 6.5 round turn mold tooled spirits - beer 1870 - 1890 N 
139.2 aqua complete 18 5.5 round cup-bottom tooled  food - condiment 1877 - 1890 Y Lea & Perrins Worcestershire (J44D S) JDS bottles made after 1876 
139.3 colorless complete 8.4 5.2 x 3 octagon cup-bottom tooled medicine - patent/prescription ?-1897-? Y Teaberry for the Teeth (tooth powder), Thomson, R.S., Toronto 
139.4 aqua complete 16.7 4.6 round cup-bottom tooled household - unk 1870 - 1890 Y 
139.5 amber complete 20 7.7 round turn mold tooled spirits - ale/stout  1870 - 1890 N 
139.6 aqua complete 10.9 6.2 round cup-bottom tooled medicine - patent/prescription unk Y Vaserole 
139.7 cobalt complete 17.3 3.3 round cup-bottom improved tooled medicine - cod liver oil 1890 -1910 Y 
139.8 olive complete 23 7.9 round cup-bottom tooled household 1870 - 1890 N 
139.9 cobalt missing base 9.2 4.9 likely round unk N/A kitchenware: goblet unk N 
139.10 milk glass complete 4.3 3.8 round not visible N/A unk unk N 
139.11 cobalt complete 18.2 5.1 round cup-bottom applied medicine - patent/prescription 1889 - 1907 Y Bromo-Seltzer, Emerson Drug Co., Baltimore 

140.1 aqua complete 12.1 5.4 round cup-bottom applied food - condiment 1850s - 1865 Y 
Lea & Perrins Worcestershire ACB Co bottles made from 1850s-1865 in 
England 

140.2 aqua complete 22.1 6.9 round cup-bottom tooled spirits - liquor/wine/ale 1870 - 1890 Y Laroche Kin 
140.3 aqua complete 12.5 4.3 x 4.3 square cup-bottom tooled household - shoe blacking 1880 - 1890 Y Miller’s, Frank Crown Dressing, New York  (shoe polish 

141.1 aqua 
m. 
neck/finish 16.8 7.5 x 4.6 rectangular cup-bottom unk 

medicine - blood, liver, kidney 
renovator 1881 - 1894 Y 

Healy & Bigelow’s Indian Sagwa (distrib. through traveling medicine 
show) 

141.2 cobalt complete 16.5 7 round cup-bottom tooled  medicine - patent/prescription 1889 - 1907 Y Bromo-Seltzer, Emerson Drug Co., Baltimore 
141.3 aqua complete 6.8 6.5 round cup-bottom tooled double ring household - ink bottle 1880 - 1900 Y Carter's Ink 
141.4 aqua complete 12 7.4 x 3.9 rectangular cup-bottom tooled medicine - patent/prescription 1880 - 1890 N 
141.5 colorless complete 8.6 2.8 x 2.8 square cup-bottom tooled medicine - patent/prescription 1880 - 1890 N 
142.1 colorless complete 24 6.9 round cup-bottom improved tooled food - condiment: catsup 1890 - 1910 Y Snider, T.A., Preserve Co., Cincinnati, (catsup) 
142.2 colorless fragment N/A 7.1 N/A N/A N/A unk unk N 
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Phase I – Ceramics and Miscellaneous Artifacts 
Table 4. Catalogue of ceramics and miscellaneous artifacts found in SIHP # 50-80-14-7124 and SIHP # 50-80-14-7189 during testing for Phase I. Accession #’s (Acc. #) consist of the Test Trench # followed by the artifact 

number for that trench (i.e. 1.14  is Trench 1 artifact 14).  

Acc.# 
Feature/ 
Stratum/ 
Depth 

Function Portion Form/Part of the 
Vessel Ware Type Color/Surface Decoration and Location 

Min. # 
of 
pieces 

Date Comments 

PHASE I – Ceramics and Miscellaneous Artifacts

1.14 kitchenware incomplete  plate - serving vitreous china or earthenware 

blue tinted clear glaze w/hand painted blue 
underglaze & hand painted red overglaze; deco: 
floral 1  This serving plate is fan-shaped; heavy 

1.15 household complete  insulator porcelain - pressed clear glaze 1 1889-1901 
makers mark: 2 A.M. BRYANT W.C.; Bryant Electric Co., Bridgeport, CT; date : 1889-1901; 
(on-line source: Insulator Companies and their History) 

1.16a kitchenware fragment cup - tea 
Chinese fine stoneware or 
porcelain 

blue tinted clear glaze w/blue transfer print 
underglaze 1 

popular during 1st 
half of 19th C makers mark is in Chinese seal characters 

1.16b kitchenware fragment  
spoon - Chinese 
soup 

Chinese fine stoneware or 
porcelain blue tinted clear glaze 1  

1.17a kitchenware fragment  bowl - small Chinese fine stoneware  
blue tinted clear glaze w/blue transfer print 
underglaze 2 

popular during 1st 
half of 19th C 

1.17b kitchenware fragment  bowl - small Chinese fine stoneware  
blue tinted clear glaze w/blue transfer print 
underglaze 1 

popular during 1st 
half of 19th C 

2.1 
beverage 
container complete  

bottle - 
beer/ale/stout 

Euro-American fine 
stoneware "Bristol" glaze - two tone golden brown & cream 1 1866-1910 

makers mark stamp: H. KENNEDY GLASGOW / BARROWFIELD /12 / POTTERIES; date: 
1866-1910; Kennedy registered at patent office in 1882 

2.4 household complete  
bottle - individual 
ink 

Euro-American utility 
stoneware salt glaze - brown, shiny finish 1 1895-1931 

makers mark stamp: LOVATT & LOVATT / NOTTS / LANGLEY MILL; date : 1895-1931. 
Cushion 1996:148 

2.7 
beverage 
container fragment  

bottle - 
beer/ale/stout 

Euro-American fine 
stoneware clear glaze - cream colored or "white" bottle 1 1860s + label or foil residue present around neck of bottle 

2.11 
beverage 
container complete  

bottle - 
beer/ale/stout 

Euro-American fine 
stoneware "Bristol" glaze - two tone golden brown & cream 1 1866-1910 See Acc # 2.1 

2.12 kitchenware fragments  bowl Chinese porcelain 
blue tinted clear glaze w/red & green hand 
painted overglaze; deco: Four Seasons 2 1860s+ 

Chinese tableware; used by Chinese sojourners who worked the mines and railroad camps in 
the 1850s. By the 1860s Chinese plantation workers had settled in Hawaii as well; (source: 
IMACS, Historic Ceramics, p. 5); set includes Acc #’s: 2.12, 2.16, 2.24, 21.16, 30.38, 32.8 
(Kakaako 26) and 102.8, 114.3 (Kakaako 46) 

2.13 kitchenware fragment  bowl - large white earthenware clear glaze 1  

2.14 
beverage 
container incomplete 

bottle - Tiger 
Whiskey Chinese utility stoneware Jian you ( "Tiger") glaze 1 1880-1890 

imported wine from China (though called Tiger Whiskey, it is actually wine); bell-shaped 
bottle. Munsey 1970:138 

2.15 kitchenware complete  jug - soy sauce Chinese utility stoneware Jian you ( "Tiger") glaze 1 1880-1890 imported soy sauce from China. Munsey 1970:138 

2.16 kitchenware fragment  bowl Chinese porcelain 
blue tinted clear glaze w/red & green hand 
painted overglaze; deco: Four Seasons 1  Chinese tableware; See Acc # 2.12 

2.17 kitchenware incomplete   
lid - to serving 
dish vitreous china or earthenware white glaze 1  

2.19 kitchenware incomplete   bowl 
Euro-American utility 
stoneware blue/gray glaze w/hand painted blue underglaze 1  

2.21 kitchenware incomplete  bowl - small 
Chinese fine stoneware or 
vitreous china or earthenware 

blue tinted clear glaze w/blue transfer print 
underglaze; deco: floral 1 

popular during 1st 
half of 19th C 

2.22 
beverage 
container fragment  

bottle - 
beer/ale/stout 

Euro-American fine 
stoneware 

clear glaze - cream colored or "white" bottle, 
shiny  1 1860s-1900 

2.23 
beverage 
container incomplete  base plate only Chinese utility stoneware Jian you ( "Tiger") glaze 1 1880-1890 likely the base plate to a Tiger Whiskey bottle or soy sauce jug 

2.24 kitchenware fragment  bowl Chinese porcelain 
blue tinted clear glaze w/red & green hand 
painted overglaze; deco: Four Seasons 1 1860s+ Chinese tableware; See Acc # 2.12 

2.27 beverage complete  bottle - Euro-American fine "Bristol" glaze - two tone golden brown & cream 1 1866-1910 See Acc # 2.1 
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Acc.# 
Feature/ 
Stratum/ 
Depth 

Function Portion Form/Part of the 
Vessel Ware Type Color/Surface Decoration and Location 

Min. # 
of 
pieces 

Date Comments 

container beer/ale/stout stoneware 

2.30 
beverage 
container complete 

bottle - 
beer/ale/stout 

Euro-American fine 
stoneware "Bristol" glaze - two tone golden brown & cream 1 1866-1910 H. KENNEDY GLASGOW / BARROWFIELD /52 / POTTERIES; date: 1866-1910 

7.3 kitchenware fragment  bowl 
Euro-American fine 
stoneware 

Inside: salt glaze - tan, matte;  Outside: white 
glaze w/ blue hand painted underglaze; deco: 
swirls between two bands 1  

7.4 kitchenware fragment  saucer white earthenware - Ironstone clear glaze 1 1873-1907 

makers mark in green paint: ROYAL PATENT IRONSTONE / GEORGE JONES & SONS / 
ENGLAND; probably dated 1873-1907; same as 115.33, 116.8, 116.11, 116.12, 134.9 
(Kakaako 46); (Stoke-on-Trent 2010) 

7.5 household fragment basin or sink 

Euro-American fine 
stoneware or pressed 
porcelain 

clear glaze outside; white & gray marble pattern 
inside 1  only part of makers mark present on outside of fragment: ?___TERY CO. BA___? 

7.6 construction fragment flooring? slate no glaze, gray/brown natural slate 1  
9.3 kitchenware incomplete cup   vitreous china or earthenware white glaze 1 1850s-1890s large cup, sturdy & heavy melted onto an iron rod - cannot separate 
9.4a kitchenware fragment bowl - large vitreous china or earthenware white glaze 2 1850s-1890s heavy & sturdy ceramic vessel 
9.4b kitchenware fragment  plate vitreous china or earthenware white glaze 1  

10.4 kitchenware fragment  bowl white earthenware 
blue tinted clear glaze w/blue hand painted 
underglaze 1  base missing, design unknown 

10.5 food storage complete  pot - Chinese bean Chinese utility stoneware Jian you ( "Tiger") glaze 1 1875-1908 
imported bean pot from China  (Munsey 1970:138); makers mark on base consists of Chinese 
characters , likely Guangxu ( 1875-1908) from the Qing dynasty 

11.24 food storage complete  jug - soy sauce Chinese utility stoneware Jian you ( "Tiger") glaze 1 1880-1890 See Acc # 2.15 
11.25 food storage incomplete  jug - soy sauce Chinese utility stoneware Jian you ( "Tiger") glaze 1 1880-1890 See Acc # 2.15 

11.26 kitchenware complete  cup - Chinese tea 
Chinese fine stoneware or 
vitreous china or earthenware 

blue tinted clear glaze w/blue transfer print 
underglaze 1 

popular during 1st 
half of 19th C very common type cup found throughout the project area 

11.27 kitchenware fragment  unknown Chinese fine stoneware  
blue tinted clear glaze w/blue transfer print 
underglaze 1 

popular during 1st 
half of 19th C 10 sided fluted vessel 

11.28 
beverage 
container incomplete   

bottle - 
beer/ale/stout 

Euro-American fine 
stoneware 

clear glaze, shiny - cream colored or "white" 
bottle 1 1866-1910 

makers mark stamp: H. KENNEDY GLASGOW / BARROWFIELD /17 / POTTERIES; date: 
1866-1910; Kennedy registered at patent office in 1882 

11.29 
beverage 
container incomplete   

bottle - 
beer/ale/stout 

Euro-American fine 
stoneware 

clear glaze, shiny - cream colored or "white" 
bottle 1 1869-1885 

makers mark stamp: GROSVENOR / 6 / GLASGOW; founded by Frederick Grosvenor at 
Bridgeton, Glasgow in 1869 and renamed 'The Eagle Pottery' in 1885; closed ca. 1925; 
(Cruickshank 2005:60) 

11.30 kitchenware fragment  bowl - small Chinese fine stoneware  
blue tinted clear glaze w/blue transfer print 
underglaze 1 

popular during 1st 
half of 19th C small bowl - perhaps for condiments such as soy sauce 

11.31 kitchenware fragment  cup - Chinese tea 
Chinese fine stoneware or 
vitreous china or earthenware 

blue tinted clear glaze w/blue transfer print 
underglaze 1 

popular during 1st 
half of 19th C 

11.32 N/A N/A N/A N/A N/A 1  cut bone - cow 

12.3 unknown fragment  unknown 
Euro-American fine 
stoneware salt glaze - blue/gray, shiny finish 1  

12.5 unknown fragment  unknown Chinese utility stoneware 
clear & brown glaze, mottled; black Chinese 
characters painted underglaze 1  none of the Chinese characters painted in underglaze are complete 

18.1 N/A N/A N/A N/A N/A 1  cut bone - cow 
18.2 N/A N/A N/A N/A N/A 1  wood, length: 15.3, diameter: 1.5 

18.3a kitchenware fragment  plate white earthenware 
clear glaze, hand painted underglaze; deco: floral; 
scalloped rim 3  

18.3b kitchenware fragment bowl yellow ware 
clear glaze outside, white glaze inside; molded 
relief 3 1830-1940 yellow ware dates between 1830-1940 

19.16 II b kitchenware fragment plate Euro-American porcelain 

clear glaze, blue print underglaze w/ gold & olive 
hand painted accents overglaze; gold trim around 
rim; deco: floral 1 1875-1882 

makers mark is overglaze: FABRIQUE PAR HAVILAND & CO / POUR / B. NATPAN & 
CO. / IMPORTERS / SAN FRANCISCO; 'H & Co' over an 'L' separated by a horizontal line; 
dates from 1875-1882; 'Haviland & Cie', Limoges, France, founded 1797. Cushion 1996: 31) 

19.17 II b kitchenware incomplete base of vessel white earthenware - Ironstone clear glaze 1 1873-1907 

makers mark in green paint: ROYAL PATENT IRONSTONE / GEORGE JONES & SONS / 
ENGLAND; probably dated 1873-1907; same as 7.4 (Kakaako 26) and 115.3, 116.8, 116.11, 
116.12, 134.9 (Kakaako 46); (Stoke-on-Trent 2010);  
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Vessel Ware Type Color/Surface Decoration and Location 

Min. # 
of 
pieces 
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19.18 II b kitchenware incomplete platter vitreous china or earthenware 
blue tinted clear glaze w/blue transfer print 
underglaze 1 later 1800s 

May be a sample from American Ceramic Tableware - sturdy and simply decorated, it was 
commonly known as Hotel China and was produced in the U.S. and Great Britain; popular in 
the late 1800s & early 1900s (IMACS 1992:40) 

19.21 II b kitchenware fragment  unknown yellow ware clear glaze 1 1830-1940 fragment is not substantial enough to allow for vessel identification 

19.22 II b food storage complete  jug - soy sauce Chinese utility stoneware Jian you ( "Tiger") glaze 1 1880-1890 See Acc # 2.15 

19.23 II b household complete 
cosmetics/toiletry 
vessel vitreous china or earthenware 

blue tinted clear glaze w/blue & olive transfer 
print underglaze 1 later 1800s American Ceramic Tableware; See Acc # 19.18  

21.15 II b food storage complete  
pot or bottle - 
small Chinese utility stoneware 

white glaze, red slip around neck, blue hand 
painted Chinese characters underglaze 1  a small bottle/container possibly used for dried herbs 

21.16 II b kitchenware fragment  plate or bowl Chinese porcelain 
blue tinted clear glaze w/red & green hand 
painted overglaze; deco: Four Seasons 1 1860s+ Chinese tableware; See Acc # 2.12  

21.17 II b household fragment  
vessel - 
cylindrical vitreous china or earthenware blue tinted clear glaze w/ flow blue  underglaze 2 later 1800s American Ceramic Tableware; See Acc # 19.18 

21.18 II b 
beverage 
container fragment  bottle  

Euro-American utility 
stoneware salt glaze, gray 1  likely a bottle containing a beverage or ink 

21.23 II b 
see 
comments     belongs to Acc # 21.17 

21.24 II b kitchenware fragment  cup - Chinese tea Chinese fine stoneware  
white glaze w/blue transfer print underglaze; 
deco: floral 2  

24.2 II b kitchenware complete  bowl - small Chinese porcelain 
blue tinted clear glaze w/red & green hand 
painted overglaze; deco: Four Seasons 1 1860s+ Chinese tableware; See Acc # 2.12  

24.3 II b kitchenware complete cup - Chinese tea vitreous china or earthenware 
blue tinted clear glaze w/blue transfer print 
underglaze 1 

popular during 1st 
half of 19th C Deco: scene depicting persons & trees 

25.8 II c food storage complete  pot - Chinese bean Chinese utility stoneware Jian you ( "Tiger") glaze 1 1880-1890 imported bean pot from China. Munsey 1970:138 

25.10 II c kitchenware fragment  plate 
Chinese fine stoneware or 
crude porcelain 

blue tinted clear glaze w/blue hand painted 
underglaze; deco: Bamboo/Swatow/Three Circles 
& Dragonfly 1 1860s+ Chinese tableware; See Acc # 2.12 

25.11 II c kitchenware fragment  bowl 
Chinese fine stoneware or 
crude porcelain 

blue tinted clear glaze w/blue hand painted 
underglaze; deco: Bamboo/Swatow/Three Circles 
& Dragonfly 1 1860s+ Chinese tableware; See Acc # 2.12 

25.12 II c household incomplete  lid  yellow ware glaze is burnt off 1  

25.13 II c kitchenware fragment  bowl white earthenware 
clear glaze w/ blue & black annular or engine 
turned bands underglaze 1  

25.19 II c kitchenware incomplete  cup - large vitreous china or earthenware white glaze 1 later 1800s American Ceramic Tableware; See Acc # 19.18 

25.23 II c 
beverage 
container incomplete 

bottle - Tiger 
Whiskey Chinese utility stoneware Jian you ( "Tiger") glaze 1 1880-1890 

imported wine from China (though called Tiger Whiskey, it is actually wine); bell-shaped 
bottle; Munsey 1970:138) 

25.24 II c food storage incomplete  jug - soy sauce Chinese utility stoneware Jian you ( "Tiger") glaze 1 1880-1890 See Acc # 2.15 

25.25 II c kitchenware fragment  bowl vitreous china or earthenware 
white glaze w/blue hand painted underglaze 
(simple design) 2 later 1800s American Ceramic Tableware; See Acc # 19.18 

25.27 II c kitchenware fragment  bowl vitreous china or earthenware white glaze 1  
25.28 II c N/A N/A N/A N/A N/A 1  rust encrusted horseshoe 
27.3 II b food storage fragment pot - Chinese bean Chinese utility stoneware Jian you ( "Tiger") glaze  1880-1890 See Acc. # 25.8 
27.4 II b kitchenware fragment cup white earthenware clear glaze 1  

27.5 II b 
beverage 
container fragment  

bottle - 
beer/ale/stout 

Euro-American fine 
stoneware clear glaze - cream colored or "white" bottle 1 1882+ 

makers mark stamp: BUCHAN / 6 / PORTOBELLO; Portobello, Edinburgh, Scotland, 1867-
2000; (Alexander) Buchan and (Thomas) Murray changed to A W Buchan & Co. in 1882 

27.6 II b food storage incomplete  jug - soy sauce Chinese utility stoneware Jian you ( "Tiger") glaze 6 1880-1890 See Acc # 2.15 

27.7 

see 
comment
s     same vessel as 27.6 

27.17 II b household complete  bottle - master ink 
Euro-American utility 
stoneware salt glaze, brown 1 1895-1931 

makers mark stamp: LOVATT & LOVATT / NOTTS / LANGLEY MILL; date : 1895-1931; 
Cushion 1996:148 
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27.18 II b kitchenware fragment plate white earthenware - Ironstone clear glaze; molded relief of wheat around rim 1 1850s-1890s 
edge of makers mark visible: 1/2 lion in olive & black paint; Ironstone dominated the American 
markets between 1850s and 1890s  

27.19 II b household fragment  pot 
vitreous china or earthenware 
or Euro-American porcelain green/blue glaze, hand painted brown underglaze 1  

very thick & heavy, glassy texture of paste is that of Euro-American porcelain, fragment is too 
small to identify deco 

27.21 II b household incomplete  bowl - small Chinese fine stoneware  blue tinted clear glaze 1  
27.22 II b household fragment  bowl - small Chinese fine stoneware  blue tinted clear glaze 1  

27.23 II b kitchenware fragment  bowl - small 
vitreous china or earthenware 
or white earthenware clear glaze 1  

27.24 II b kitchenware fragment  bowl  vitreous china or earthenware white glaze, blue transfer print underglaze 1 
popular during 1st 
half of 19th C 

27.26 II b kitchenware fragment  vitreous china or earthenware  
blue tinted clear glaze w/blue transfer print 
underglaze; deco: floral 1 later 1800s American Ceramic Tableware; See Acc # 19.18 

28.9 II c kitchenware fragment  bowl vitreous china or earthenware blue glaze, clear glaze along rim 1  

28.13 II c 
beverage 
container complete bottle - gin 

Euro-American utility 
stoneware red glaze 1 late 1800s 

makers mark stamp on body: DOOLGAARD & ZOON / HARLINGTON (HOLLAND) / A o 
1788 

29.12 II f kitchenware fragment  plate Euro-American porcelain 
clear glaze w/ decal overglaze; deco: floral, 
molded relief around trim 1  

29.13 II f kitchenware fragment  bowl vitreous china or earthenware 
blue tinted clear glaze w/blue transfer print 
underglaze 1 

popular during 1st 
half of 19th C 

29.14 II f kitchenware fragment  bowl white earthenware 
clear glaze w/ hand painted underglaze; deco: 
simple floral in yellow, green & brown  1  

30.17 II c household complete bottle - ink 
Euro-American utility 
stoneware salt glaze, red/brown 1 1870-1900 

makers mark stamp: BOURNE / DENBY; founded 1809, ink bottles by Bourne Pottery were 
made for the Arnold Ink Company; master ink bottle w/ pouring spout 

30.27 II c kitchenware complete  cup - tea Chinese fine stoneware  
blue tinted clear glaze w/blue transfer print 
underglaze 1 

popular during 1st 
half of 19th C 

30.30 II c household complete  insulator porcelain - pressed clear glaze 1 1889-1901 
makers mark: NO. 120 / B.E. Co.; Bryant Electric Co., Bridgeport, CT; date : 1889-1901; (on-
line source: Insulator Companies and their History) 

30.31 II c kitchenware complete  cup - tea Chinese fine stoneware  
blue tinted clear glaze w/blue transfer print 
underglaze 1  

30.32 II c food storage fragment  pot - Chinese bean Chinese utility stoneware Jian you ( "Tiger") glaze 3 1880-1890 See Acc. # 25.8 

30.33 II c kitchenware incomplete   
spoon - Chinese 
soup 

Chinese fine stoneware or 
porcelain white or clear glaze 1  

30.36 II c food storage fragment  pot or vase red ware red slip 1  a small bottle/container possibly used for dried herbs 

30.38 II c kitchenware incomplete  plate - small Chinese porcelain 
blue tinted clear glaze w/red & green hand 
painted overglaze; deco: Four Seasons 1 1860s+ Chinese tableware; See Acc # 2.12  

32.2 II e kitchenware fragment  pot - Chinese bean Chinese utility stoneware Jian you ( "Tiger") glaze 1 1880-1890 See Acc. # 25.8 

32.3 II e kitchenware complete  
baking dish - 
individual size vitreous china or earthenware white glaze, handle of lid has molded relief 1 later 1800s American Ceramic Tableware; See Acc # 19.18 

32.5 II e kitchenware complete  cup - Chinese tea Chinese fine stoneware  clear glaze w/blue transfer print underglaze 1  

32.6 II e kitchenware incomplete   cup - saki Chinese porcelain 
blue tinted clear glaze w/blue underglaze; deco: 
Chinese characters 1  

32.7 II e personal incomplete  opium bowl orange earthenware orange slip, incised w/ Chinese characters 1 1860s+ opium bowl, missing top, 10-sided 

32.8 II e kitchenware incomplete  
spoon - Chinese 
soup Chinese porcelain 

blue tinted clear glaze w/red & green hand 
painted overglaze; deco: Four Seasons 1 1860s+ Chinese tableware; See Acc # 2.12 

32.9 II e kitchenware fragment  bowl 
vitreous china or earthenware 
or white earthenware 

white glaze w/blue transfer print ; deco: bridge & 
willow tree 1 

popular during 1st 
half of 19th C 

32.10 II e kitchenware incomplete  plate or saucer porcelain 
white glaze w/ red hand painted overglaze; deco: 
plants & butterfly 1  

33.1 II e 
beverage 
container complete  

bottle - 
beer/ale/stout 

Euro-American fine 
stoneware "Bristol" glaze - two tone golden brown & cream 1 1866-1910 See Acc. # 2.1 

33.2 II e beverage complete  bottle - Euro-American fine "Bristol" glaze - two tone golden brown & cream 1 1866-1910 See Acc. # 2.1 
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container beer/ale/stout stoneware 

33.3 II e 
beverage 
container complete  

bottle - 
beer/ale/stout 

Euro-American fine 
stoneware "Bristol" glaze - two tone golden brown & cream 1 1866-1910 See Acc. # 2.1 

33.4 II e 
beverage 
container complete  

bottle - 
beer/ale/stout 

Euro-American fine 
stoneware clear glaze - cream colored or "white" bottle 1  makers mark stamp is worn & illegible; foil residue present around neck 

33.5 II e 
beverage 
container complete  

bottle - 
beer/ale/stout 

Euro-American fine 
stoneware clear glaze - cream colored or "white" bottle 1  

33.21 II e food storage incomplete   jug - soy sauce Chinese utility stoneware Jian you ( "Tiger") glaze 1 1880-1890 See Acc.# 25.8 

33.23 II e household fragment  basin or sink 
vitreous china or earthenware 
or porcelain white glaze with blue hand painted underglaze 1  thick, heavy 

33.24 II e kitchenware fragment  cup vitreous china or earthenware white glaze with brown transfer print underglaze 1  

33.25 II e household incomplete   candle holder 
Euro-American utility 
stoneware white glaze - most burnt off 1  

34.3 kitchenware fragment  jug - soy sauce Chinese utility stoneware Jian you ( "Tiger") glaze 1 1880-1890 See Acc.# 25.8 

34.4 kitchenware incomplete   vase or pitcher white earthenware 
clear glaze, has 3 green engine turned bands 
underglaze around neck 1  vessel has seam - mold produced 

34.5 kitchenware incomplete  plate - serving vitreous china or earthenware  
clear glaze w/blue transfer print underglaze & 
hand painted accents 1  heavy & sturdy 

35.12 
beverage 
container incomplete  

jug - spirits or 
mineral water 

Euro-American utility 
stoneware salt glaze, orange 1 1880-1890 

35.30 kitchenware incomplete   cup - tea 
Chinese fine stoneware or 
porcelain 

clear glaze, green underglaze, blue transfer print 
underglaze 1  heavy & sturdy 

35.31 household incomplete   bowl Chinese fine stoneware  

blue tinted clear glaze w/blue hand painted 
underglaze; deco: Bamboo/Swatow/Three Circles 
& Dragonfly 1 1860s+ Chinese tableware; See Acc # 2.12 

35.32 kitchenware incomplete   bowl - base, large 
Euro-American utility 
stoneware white glaze 1  very heavy & sturdy 
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Phase II – Ceramics and Miscellaneous Artifacts 
Table 5. Catalogue of ceramics and miscellaneous artifacts found in SIHP # 50-80-14-7124 and SIHP # 50-80-14-7189 during testing for Phase II. Accession #’s (Acc. #) consist of the Test Trench # followed by the artifact 

number for that trench (i.e. 101.3 is Trench 101 artifact 3). Phase II trenches were originally labeled Trenches 101-142. These have been relabeled Trenches 37-78 

Acc.# 

Feature/ 
Stratum/ 
Depth Function Portion 

Form/Part of 
the Vessel Ware Type Color/Surface Decoration and Location 

Min. # 
of 
pieces  

Makers 
Mark Date Comments 

PHASE II - Ceramics and Miscellaneous Artifacts

101.3 IIc household complete  
bottle - master 
ink 

Euro-American utility 
stoneware salt glaze, brown, shiny finish 1 Y 1870-1920s 

makers mark stamp: VITROUS STONE BOTTLES / J. BOURNE & SON / PATENTEES / 
DENBY /  -------- / P.J. ARNOLD / LONDON; founded 1809, ink bottles by Bourne Pottery were 
made for the Arnold Ink Company; master ink bottle w/ pouring spout; Munsey 1970:134 

101.4 IIc household complete  
bottle - 
individual ink  

Euro-American utility 
stoneware salt glaze, brown, matte finish 1 N 

101.5 IIc household incomplete 
lid - tooth 
powder  white earthenware 

clear glaze w/ manufactured design, red 
print 1 Y 1872-present 

print found on lid: CHER--?-- / TOOTH--?-- / FOR PRESERVING & BEAUTIFYING--?-- / 
TRADE MARK / PREPARED / THE CROWN PERFUMERY Co. / 177 / NEW BOND ST / 
LONDON.; the Crown Perfumery Co. is one of Britains foremost perfume houses and was founded 
1872 by William Sparks Thompson 

102.6 IIb food storage incomplete jug - soy sauce Chinese utility stoneware Jian you ( "Tiger") glaze 1 N 1880-1890 imported soy sauce from China. Munsey 1970:138) 

102.7 IIb household complete  bottle - ink  
Euro-American utility 
stoneware 

"Bristol" glaze - two tone golden brown & 
cream 1 Y 1850-1906 

makers mark stamp: POWELL / BRISTOL; 1830-1906;  Powell stoneware was not stamped until 
mid 19th century. Cushion 1996:104; also see website for Bristol Temple Gate Pottery 

102.8 IIb kitchenware fragment plate porcelain 
blue tinted clear glaze w/red & green hand 
painted overglaze; deco: Four Seasons 1 Y 1860s+ Chinese tableware; See Acc # 2.12 

102.9 IIb tableware incomplete  cup - tea Chinese fine stoneware 
blue tinted clear glaze w/ transfer print 
underglaze 1 N 

103.7 IIb 
beverage 
container complete  

bottle - 
beer/ale/stout 

Euro-American fine 
stoneware 

"Bristol" glaze - two tone golden brown & 
cream 1 Y 1866-1910 

makers mark stamp: H. KENNEDY GLASGOW / BARROWFIELD /6 / POTTERIES; date: 1866-
1910; Kennedy registered at patent office in 1882 

107.9 
beverage 
container complete 

bottle - 
beer/ale/stout 

Euro-American fine 
stoneware 

"Bristol" glaze - two tone golden brown & 
cream 1 Y late 1800s 

Symbol that looks like a 3/4 rectangle; likely dates to late 1800s due to Bristol glaze which became 
popular during this time 

107.10 kitchenware fragment  plate or bowl white earthenware clear glaze w/ hand painted underglaze  1 N 

111.6 kitchenware fragment  plate or bowl 
vitrous china or 
earthenware clear glaze 1 Y incised symbol that looks similar to a fish hook; very heavy & sturdy 

111.7 
beverage 
container complete  

bottle - 
beer/ale/stout 

Euro-American utility 
stoneware 

"Bristol" glaze - two tone golden brown & 
cream 1 Y 1868-1900 

makers mark stamp: MURRAY & CO. / 4 / GLASGOW; DATE 1826-1841 & 1869-1900.  
Cushion 1996:132 

113.22 tableware fragment  cup - tea Chinese fine stoneware 
blue tinted clear glaze w/ transfer print 
underglaze 1 N 

113.23 household fragment  
bottle - master 
ink 

Euro-American utility 
stoneware clear glaze 1 Y 1880s 

makers mark stamp: ENTERPRISE / POTTERY CO / NEW BRIGHTON PA // CARTERS INKS; 
date 1880-1930s 

113.24 tableware complete cup - tea Chinese fine stoneware 
blue tinted clear glaze w/ transfer print 
underglaze 1 N 

113.25 household complete  lid   
Euro-American utility 
stoneware no glaze 1 N 

113.26 
beverage 
container fragment  

bottle - 
beer/ale/stout 

Euro-American fine 
stoneware clear glaze - cream colored or "white" bottle 1  

114.2 II kitchenware fragment  plate white earthenware clear glaze 1 Y symbol that looks like it may be: L C & Sons 

114.3 II kitchenware fragment  bowl porcelain 
blue tinted clear glaze w/red & green hand 
painted overglaze; deco: Four Seasons 1 Y 1860s+ Chinese tableware; See Acc # 2.12 

114.4 II kitchenware fragment  cup - tea 
Chinese fine stoneware or 
porcelain 

blue tinted clear glaze w/ transfer print 
underglaze; deco: landscape 1 Y makers mark is in Chinese seal characters 

114.5 II kitchenware fragment  cup - tea Chinese fine stoneware 
blue tinted clear glaze inside, red glaze 
outside 1 Y makers mark is in Chinese seal characters 

114.6 II kitchenware incomplete spoon - end white earthenware 
clear glaze decorated w/ red overglaze floral 
design 1 N 
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Acc.# 

Feature/ 
Stratum/ 
Depth Function Portion 

Form/Part of 
the Vessel Ware Type Color/Surface Decoration and Location 

Min. # 
of 
pieces  

Makers 
Mark Date Comments 

115.33 II kitchenware fragment  plate or bowl white earthenware clear glaze 1 Y 1873-1907 

makers mark in green paint: ROYAL PATENT IRONSTONE / GEORGE JONES & SONS / 
ENGLAND; probably dated 1873-1907; includes 7.4 (Kakaako 26) and, 115.33, 116.8, 116.11, 
116.12, 134.9 (Kakaako 46); (Stoke-on-Trent 2010) 

115.34 II household fragment  bottle - ink  
Euro-American utility 
stoneware salt glaze, brown  1 N 

115.35 II household fragment  
 chamber/utility 
vessel yellow ware 

off-white glaze w/hand painted blue 
underglaze; deco: unknown 1 N 1830-1940 

heavy, sturdy; belongs to large vessel; yellow ware was popular between 1830-1940 and was 
primarily manufactured in East Liverpool, Ohio 

115.36 II household complete  
bottle - master 
ink 

Euro-American utility 
stoneware salt glaze, dark brown 1 Y 1869-1872 

makers mark stamp: DOULTON / 4o / LAMBETH; date: 1869-1872; (source: Handbook of 
Porcelain and Pottery Marks, p. 107) 

116.7 
beverage 
container complete  

bottle - 
beer/ale/stout 

Euro-American fine 
stoneware 

"Bristol" glaze - two tone golden brown & 
cream 1 Y 1880s 

makers mark stamp: MIDLAND POTTERY / 6 / MELLING; this company was based in Liverpool 
, England and dates ca. 1880s 

116.8 kitchenware fragment  
plate or bowl - 
base white earthenware clear glaze 1 Y 1873-1907 See Acc. # 115.33 

116.9 kitchenware fragment 
plate or bowl - 
base Chinese fine stoneware blue tinted clear glaze 1 Y makers mark is in Chinese characters 

116.10 kitchenware fragment  
plate or bowl - 
base Chinese fine stoneware blue tinted clear glaze 1 Y makers mark is in Chinese characters 

116.11 kitchenware fragment  
plate or bowl - 
base white earthenware clear glaze 1 Y 1873-1907 See Acc. # 115.33 

116.12 kitchenware fragment  
plate or bowl - 
base white earthenware clear glaze 1 Y 1873-1907 See Acc. # 115.33 

116.13 kitchenware fragment  
plate or bowl - 
base white earthenware clear glaze 1 Y 1873-1907 See Acc. # 115.33 

118.5 personal incomplete pipe - head 

white earthenware or 
vitrous china or 
earthenware unglazed 1 N pre 1900 

clay pipes were popular until they were replaced by briar pipes ca. 1900, as well as by cigars, 
cigarettes, and cigarellos by the late 1800s 

118.6 N/A N/A N/A N/A N/A 1 N/A N/A coral; looks like the end of a pestle 

118.7 kitchenware fragment  
plate or bowl - 
base white earthenware clear glaze 1 Y 1878-1890 

makers mark: DIEU ET MON DROIT / T. FURNIVAL & SONS / TRADE MARK / ENGLAND; 
the printed royal arms mark dates ca. 1878-1890; (source: www.thepotteries.org) 

119.9 kitchenware fragment  
plate or bowl - 
base Chinese fine stoneware 

blue tinted clear glaze w/ transfer print 
underglaze 1 N 

119.10 kitchenware complete 
bowl - 
condiment Chinese fine stoneware 

blue tinted clear glaze outside, clear glaze 
inside 1 Y for image of makers mark see hard copy, p. 3 

119.11 N/A N/A N/A N/A N/A 1 N/A N/A natural stone 

120.10 Ib/Ic N/A N/A N/A N/A N/A 1 N/A N/A natural stone 

122.5 
beverage 
container incomplete bottle - gin 

Euro-American utility 
stoneware salt glaze, reddish brown 1 Y late 1800s makers mark stamp: DOOLGAARD & ZOON / HARLINGEN (HOLLAND) / Ao  1788 

124.8 kitchenware complete  
pot - Chinese 
bean  Chinese utility stoneware Jian you ( "Tiger") glaze 1 N 1880-1890 imported bean pot from China.  Munsey 1970:138) 

124.9 household complete 
bottle - master 
ink  

Euro-American utility 
stoneware white glaze 1 Y 1890-1895 

makers mark stamp: CARTER'S INKS // KEYSTONE / POTTERY CO. / ROCHESTER, PA; 
Keystone Pottery Co. existed from 1890-1895 before it burnt down; (source: sodasandbeers.com) 

124.10 kitchenware complete  pot - tea  

white earthenware or 
vitrous china or 
earthenware white glaze 1 N individual serving size tea pot 

124.11 
beverage 
container complete  

bottle - Tiger 
Whiskey Chinese utility stoneware Jian you ( "Tiger") glaze 1 N 1880-1890 

imported wine from China (though called Tiger Whiskey, it is actually wine); bell-shaped bottle. 
Munsey 1970:138 

124.12 kitchenware fragment  cup - tea  porcelain 
slip - red; deco: Chinese characters and 
bamboo 1 Y makers mark in Chinese sela characters is painted in red overglaze 

124.13 II personal incomplete pipe - stem 

white earthenware or 
vitrous china or 
earthenware unglazed 1 N pre 1900s 

clay pipes were popular until they were replaced by briar pipes ca. 1900, as well as by cigars, 
cigarettes, and cigarellos by the late 1800s 

124.14 II personal fragment  pipe - head 

white earthenware or 
vitrous china or 
earthenware unglazed 1 N pre 1900s See Acc. # 124.13 
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Acc.# 

Feature/ 
Stratum/ 
Depth Function Portion 

Form/Part of 
the Vessel Ware Type Color/Surface Decoration and Location 

Min. # 
of 
pieces  

Makers 
Mark Date Comments 

130.1 
beverage 
container complete 

bottle - m. 
handle 

Euro-American fine 
stoneware salt glaze, clear 1 Y 1850s+ makers mark stamp: BLANKENHEIM & NOLET; established 1714 

130.2 personal toothbrush  
toothbrush - 
missing bristles horn or ivory N/A 1 Y etching: THE  STANDARD  - toothbrush missing bristles 

134.9 kitchenware fragment saucer white earthenware clear glaze 1 Y 1873-1907 See Acc. # 115.33 

135.6 Ic 
beverage 
container complete 

bottle - 
beer/ale/stout 

Euro-American fine 
stoneware 

"Bristol" glaze - two tone golden brown & 
cream 1 N 

138.8 
beverage 
container complete  

bottle - 
beer/ale/stout 

Euro-American fine 
stoneware clear glaze - cream colored or "white" bottle 1 N 

139.12 N/A N/A N/A N/A N/A 1 N/A N/A natural stone 

139.13 food storage complete  jug - soy sauce Chinese utility stoneware Jian you ( "Tiger") glaze 1  1880-1890 See Acc.# 102.6 
139.14 N/A N/A N/A N/A N/A 1 N/A N/A head of small brush (possibly a shoe brush) - missing bristles, made of horn or ivory 

140.4 
beverage 
container complete 

bottle - 
beer/ale/stout 

Euro-American fine 
stoneware clear glaze - cream colored or "white" bottle 1 Y 1866-1910 

makers mark stamp: H. KENNEDY GLASGOW / BARROWFIELD /17 / POTTERIES; date: 
1866-1910; Kennedy registered at patent office in 1882 

141.6 household complete  bottle - ink  
Euro-American utility 
stoneware salt glaze, brown 1 N has pouring spout 

141.7 household incomplete 
bottle - Tiger 
Whiskey Chinese utility stoneware Jian you ( "Tiger") glaze - burnt off 1 N 1880-1890 See Acc.# 124.11 

142.3 household complete  bottle - ink  
Euro-American utility 
stoneware salt glaze, brown 1 Y 1895-1931 

makers mark stamp: LOVATT & LOVATT / NOTTS / LANGLEY MILL; date : 1895-1931; 
Cushion 1996:148) 

142.4 N/A N/A N/A N/A N/A 1 N/A N/A metal bar 
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Management Summary 

Reference Archaeological Monitoring Plan for the Block 2 Parking Lot, Kaka‘ako 
Ahupua‘a, Honolulu District, O‘ahu Island TMK: [1] 2-1-030:001, 043 
(Pammer and Hammatt 2011) 

Date April 2013 
Project Number (s) CSH Job Code: KAKAAKO 51 
Investigation 
Permit Number 

The fieldwork component of the archaeological monitoring program 
may be carried out under archaeological permit number 12-04 issued to 
Cultural Surveys Hawai‘i, Inc. (CSH) by the Hawai‘i State Historic 
Preservation Division/ Department of Land and Natural Resources 
(SHPD/DLNR), per Hawai‘i Administrative Rules (HAR) Chapter 13-
282. 

Project Location The Kamehameha Schools Block 2 parking lot parcel covers two tax 
map lots, [1] 2-1-030:001 and 043. It is bounded by South Street to the 
northwest, Halekauwila Street to the northeast, Keawe Street to the 
southeast, and Pohukaina Street to the southwest. 

Land Jurisdiction Private, Kamehameha Schools 

Agencies SHPD/DLNR 

Project Description This effort is being undertaken to allow planning for redevelopment in 
the context of the history of the area and continuing cultural sensitivity 
to potential finds, especially burials. 

Project Acreage Approximately 4.09 acres 

Background to the 
Plan 

This archaeological monitoring plan was preceded by an 
archaeological inventory survey (AIS) plan and an archaeological 
inventory survey (O’Hare et al, 2009; Pammer et al. 2011). The AIS 
plan was reviewed and approved by the SHPD/DLNR on May 29, 
2009 (SHPD correspondence LOG NO: 2009.2402/DOC NO: 
0905WT109; Appendix A). As part of the AISP, five trenches were 
excavated in the project area on February 7, 2009. SIHP # 50-80-14-
7189, burnt historic debris was first identified during the course of this 
testing.  

The archaeological inventory survey plan was followed by an 
archaeological inventory survey investigation (Pammer et al. 2011), 
which was reviewed and approved by the SHPD/DLNR on December 
2, 2010 (SHPD correspondence Log No: 2011.3611, Doc No: 
1203MV34; Appendix A). The AIS included preliminary 
archaeological work conducted by CSH staff in two phases, Phase I 
consisted of excavation and documentation of 36 trenches and Phase II 
consisted of 42 additional trenches. A total of 78 trenches were 
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excavated with the assistance of a backhoe.  

A total of four historic properties were identified within the project 
area, SIHP # 50-80-14-7124, -7189, -7190 and –7197. SIHP # 50-80-
14-7124 consists of 31 historic building remnants features (Features A 
– EE), generally located just beneath the modern layers of fill. These 
included brick and mortar clusters, slabs of concrete/basalt, concrete 
footings with metal supports, large slabs of very hard, corroded, melted 
metal, and pit features containing demolition debris. SIHP # 50-80-14-
7189 consists of a layer of burnt historic debris, suspected to be from 
the open air burning of urban refuse during the early 1900s. The 
charred remains were then utilized to fill in the unwanted wetlands 
around the project area. The observed cultural materials included glass 
bottles, ceramics, and other domestic waste. SIHP # 50-80-14-7190 
consisted of old salt pan remnants, presenting as an approximately 5 
cm thick layer of alternating peat and clay striations. SIHP # 50-80-14-
7197 consisted of a sandy cultural layer containing one late pre-
contact/early post-contact fire pit feature (Feature 1) observed in Test 
Trench 26. SIHP -7197 Feature 1 contained a large amount of charcoal 
and fire cracked rock. The AIS recommended that future development 
that includes ground disturbance activity should undergo an 
archaeological monitoring program.  

Project Related 
Ground 
Disturbance 

The proposed development of a portion of TMK [1]2-1-030:001 is 
envisioned to be comprised of approximately 767,000 square feet of 
mostly residential space, a multi-story parking structure to 
accommodate approximately 1,100 parking stalls, and open space areas 
totaling approximately 54,000 square feet. The two tower concept has 
been reduced to a single residential tower at approximately 400 feet in 
height, and a parking structure that will be wrapped with ground-level 
townhomes. An active open space element surrounded by low-rise 
residential rental units and retail uses have been added in lieu of a 
second tower.  The soil conditions of the site will require the use of a 
pile cap foundational system. This system will required significant 
excavation of the site and will cause significant ground disturbance 
during its construction. 
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Historic 
Preservation 
Regulatory Context 

This archaeological monitoring plan is designed to facilitate the 
identification and treatment of any burials or human skeletal remains 
that might be discovered during subsurface disturbance and to mitigate 
the project’s effect on any non-burial archaeological deposits that 
might be uncovered during project construction. Additionally, further 
evidence of SIHP # 50-80-14-7124, -7189, -7190 and -7197 will likely 
be encountered and additional information pertaining to these historic 
properties may be collected. In consultation with SHPD, this 
monitoring plan is designed to fulfill the state requirements for 
monitoring plans [HAR Chapter 13-279-4].  

Historic Properties 
Likely Affected 

Based on previous AIS results, four historic properties were identified 
within the project area, SIHP # 50-80-14-7124, -7189, -7190 and –
7197. SIHP # 50-80-14-7124 consists of historic building remnants, 
SIHP # 50-80-14-7189 consists of a layer of burnt historic debris, 
SIHP # 50-80-14-7190 consists of salt pan remnants, and SIHP # 50-
80-14-7197 consists of a sandy cultural layer containing one late pre-
contact/early post-contact fire pit feature (Feature 1), all of which have 
components that are located sporadically throughout the entire project 
area.  

Recommended 
Monitoring 

Given the sensitivity of the project area’s location, it is recommended 
that an archaeological monitor be present during all subsurface 
activities conducted below the base coarse fill layers (18 inches). It is 
likely that on-call monitoring would be appropriate when excavations 
do not exceed 18 inches in depth. The appropriateness of on-call 
monitoring will be discussed with the SHPD prior to its 
implementation. Any departure from this will only follow consultation 
with, and written concurrence from, the SHPD/DLNR. 

 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 51   

Archaeological Monitoring Plan for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu iv
TMK: [1] 2-1-030:001, 043  

 

Table of Contents 
Management Summary ............................................................................................................ i 

Section 1 Introduction ............................................................................................................. 1 
1.1 Project Background ....................................................................................................................... 1 
1.2 Environmental Setting ................................................................................................................... 5 

1.2.1 Natural Environment............................................................................................................... 5 
1.2.2 Built Environment .................................................................................................................. 8 

Section 2 Mythological and Traditional Accounts ................................................................ 9 
2.1 Overview for Kaka‘ako ................................................................................................................. 9 
2.2 Place Names ................................................................................................................................. 10 
2.3 Mo‘olelo Associated with Place Names ...................................................................................... 14 

2.3.1 Kaka‘ako ............................................................................................................................... 15 
2.3.2 Kewalo .................................................................................................................................. 15 
2.3.3 Ka‘ākaukukui ........................................................................................................................ 17 
2.3.4 Heiau of Honolulu ................................................................................................................ 18 

2.4 Trails ............................................................................................................................................ 19 

Section 3 Historical Background .......................................................................................... 21 
3.1 Early post-Contact History and Population Centers .................................................................... 21 
3.2 Mid-Nineteenth Century to Early Twentieth Century ................................................................. 27 

3.2.1 The Māhele and Land Commission Awards ......................................................................... 27 
3.2.2 The 1874 Transit of Venus Observatory at ‘Āpua ................................................................ 33 
3.2.3 Kaka‘ako Salt Works and the Salt Pans of Kewalo and Kukuluāe‘o ................................... 35 
3.2.4 Kaka‘ako’s Role as a Human Quarantine Center and Cemetery Area ................................. 42 
3.2.5 Military Works at Ka‘ākaukukui .......................................................................................... 46 
3.2.6 Kerosene Storage Lot and the Magoon Block ...................................................................... 47 
3.2.7 Pohukaina School and Mother Waldron Park ....................................................................... 48 
3.2.8 Honolulu Iron Works ............................................................................................................ 49 
3.2.9 Squattersville ........................................................................................................................ 50 

3.3 Early Twentieth Century Land Reclamation Projects ................................................................. 50 
3.3.1 Kaka‘ako Reclamation .......................................................................................................... 50 
3.3.2 Kewalo Reclamation Project ................................................................................................ 54 
3.3.3 Waikīkī Reclamation Project ................................................................................................ 55 

3.4 Early Twentieth Century to the Present ....................................................................................... 57 
3.4.1 Urban Expansion in the Kaka‘ako Area ............................................................................... 57 
3.4.2 Fire Insurance Maps ............................................................................................................. 58 

Section 4 Previous Archaeological Research ....................................................................... 69 
4.1 Geological Study of Kaka‘ako and Kewalo................................................................................. 69 

4.1.1 Ferrall’s Doctoral Dissertation .............................................................................................. 69 
4.1.2 Engineers Boring Logs ......................................................................................................... 70 

4.2 KAK-2 (Block 2 Parking) Parcel Remediation ........................................................................... 79 
4.2.1 Summary of Engineer Boring Stratigraphic Information for the Current Project Area ........ 82 
4.2.2 Summary of Kaka‘ako Stratigraphy ..................................................................................... 85 
4.2.3 Predictive Utility of Boring Logs and Archaeological Stratigraphic Descriptions ............... 86 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 51   

Archaeological Monitoring Plan for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu v
TMK: [1] 2-1-030:001, 043  

 

4.3 Archaeological Background ........................................................................................................ 86 
4.4 Kaka‘ako Community Development Districts ............................................................................. 90 
4.5 Punchbowl to South Street ........................................................................................................... 91 

4.5.1 Punchbowl Street Improvements Project .............................................................................. 91 
4.5.2 King Street Rehabilitation Project ........................................................................................ 91 
4.5.3 Kawaiaha‘o Church Grounds and the Mission House .......................................................... 91 
4.5.4 Honuakaha Smallpox Cemetery ........................................................................................... 92 
4.5.5 Kaka‘ako Improvement District 1 (ID-1) ............................................................................. 95 
4.5.6 South Street Building Complex ............................................................................................ 96 
4.5.7 Kaka‘ako Fire Station (Proposed Fire Department Headquarters) ....................................... 96 
4.5.8 State Office Building ............................................................................................................ 98 
4.5.9 Makai Parking Garage .......................................................................................................... 98 
4.5.10 Judiciary Parking Garage .................................................................................................... 99 
4.5.11 Honolulu Iron Works, Ka‘ākaukukui Cemetery ................................................................. 99 

4.6 South Street to Cooke Street ...................................................................................................... 100 
4.6.1 Keola La‘i Condominiums .................................................................................................. 100 
4.6.2 Kaka‘ako Improvement District 3 and Pohulani Elderly Housing ..................................... 101 
4.6.3 Halekauwila Place – Pohukaina School .............................................................................. 102 
4.6.4 Former Comp USA parcel .................................................................................................. 103 

4.7 Summary of Archaeological Resources ..................................................................................... 103 

Section 5 Results of Preliminary Archaeological Testing ................................................. 109 
5.1 Inventory Survey Plan Findings ................................................................................................ 109 
5.2 Results of Ground Penetrating Radar (GPR) Survey ................................................................. 111 

5.2.1 Summary and Interpretation of GPR Survey ...................................................................... 111 
5.3 Results of the Archaeological Inventory Survey (Pammer et al. 2011) ..................................... 114 

5.3.1 Test Trench Results ............................................................................................................ 114 
5.3.2 Stratigraphic Summary ....................................................................................................... 116 
5.3.3 Ground Penetrating Radar .................................................................................................. 124 

Section 6 Archaeological Monitoring Provisions .............................................................. 132 
6.1 Research Focus .......................................................................................................................... 135 

Section 7 References Cited .................................................................................................. 136 

Appendix A SHPD Correspondence .................................................................................. 157 
SHPD Approval Letter for AIS Plan (Log No. 2009.2402, Doc. No. 0905WT109) ....................... 157 

Appendix B Historic Property Descriptions ...................................................................... 159 
SIHP No. 50-80-14-7124 ................................................................................................................. 159 

Feature A ..................................................................................................................................... 165 
Feature B ...................................................................................................................................... 168 
Feature C ...................................................................................................................................... 171 
Feature D ..................................................................................................................................... 174 
Feature E ...................................................................................................................................... 177 
Feature F ...................................................................................................................................... 180 
Feature G ..................................................................................................................................... 183 
Feature H ..................................................................................................................................... 186 
Feature I ....................................................................................................................................... 189 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 51   

Archaeological Monitoring Plan for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu vi
TMK: [1] 2-1-030:001, 043  

 

Feature J ....................................................................................................................................... 192 
Feature K ..................................................................................................................................... 195 
Feature L ...................................................................................................................................... 198 
Feature M ..................................................................................................................................... 202 
Feature N ..................................................................................................................................... 205 
Feature O ..................................................................................................................................... 208 
Feature P ...................................................................................................................................... 210 
Feature Q ..................................................................................................................................... 214 
Feature R ...................................................................................................................................... 217 
Feature S ...................................................................................................................................... 220 
Feature T ...................................................................................................................................... 223 
Feature U ..................................................................................................................................... 226 
Feature V ..................................................................................................................................... 229 
Feature W..................................................................................................................................... 232 
Feature X ..................................................................................................................................... 235 
Feature Y ..................................................................................................................................... 238 
Feature Z ...................................................................................................................................... 241 
Feature AA ................................................................................................................................... 243 
Feature BB ................................................................................................................................... 246 
Feature CC ................................................................................................................................... 249 
Feature DD ................................................................................................................................... 253 
Feature EE ................................................................................................................................... 256 

SIHP No. 50-80-14-7189 ................................................................................................................. 260 
SIHP No. 50-80-14-7190 ................................................................................................................. 262 
SIHP No. 50-80-14-7197 ................................................................................................................. 266 

Appendix C Results of Laboratory Analysis for the AIS ................................................. 269 
Bottle Glass Analysis ....................................................................................................................... 269 

Bottle Mold Seams ...................................................................................................................... 269 
Bottle Finishes ............................................................................................................................. 277 
Finish and Closure Types ............................................................................................................ 278 
Bottle Functions ........................................................................................................................... 280 
Embossed Information ................................................................................................................. 281 

Ceramic Analysis ............................................................................................................................. 285 
Ceramic Bottles ........................................................................................................................... 285 
Ceramic Tableware ...................................................................................................................... 292 
Other Ceramic Artifacts ............................................................................................................... 293 

Summary of Historic Artifact Analysis ........................................................................................... 293 
Soil Analysis .................................................................................................................................... 294 

Wet-Screening of Bulk Sediment Samples .................................................................................. 294 
Wood Taxa Identification ............................................................................................................ 296 
Radiocarbon Analysis .................................................................................................................. 298 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 51   

Archaeological Monitoring Plan for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu vii
TMK: [1] 2-1-030:001, 043  

 

 List of Figures 
Figure 1. U.S. Geological Survey 7.5 minute topographic map (Honolulu Quad 1998) showing 

the location of the project area .............................................................................................2 
Figure 2. Tax Map [1] 2-1-030, showing the project area located in lot 001 and 043 ....................3 
Figure 3. Aerial photograph (source: USGS Orthoimagery 2005) showing the location of the 

project area ...........................................................................................................................4 
Figure 4. Soil map of the general Kaka‘ako area (base map: U.S. Geological Survey 7.5 minute 

topographic map Honolulu Quad 1998) with the location of the project area (Foote et al. 
1972) ....................................................................................................................................7 

Figure 5. Place name figure, Honolulu Harbor to Ka‘ākaukukui, based on tracing of five maps 
dating from 1874 to 1891 (place names written, without diacritical marks, as they appear 
on the original maps) .........................................................................................................11 

Figure 6. Place name figure, Ka‘ākaukukui section, based on tracing of five maps dating from 
1874 to 1891, showing location of the Kamehameha Schools KAK-2 (Block 2) parcel 
(place names written, without diacritical marks, as they appear on the original maps) ....12 

Figure 7. 1857 photograph of Queen Street by Hugo Stangenwald, view to the east; in right 
foreground men are dismantling Fort Honolulu; the current study parcel would be makai 
of Kawaiaha‘o Church (building with a steeple seen in left background) along the coast 
(Honolulu Advertiser Archives) ........................................................................................19 

Figure 8. Upper trail in Honolulu (about 1810), the present alignment of King Street and 
Wai‘alae Avenue follows this early trail (Paul Rockwood illustration from ‘Ī‘ī 1959:93; 
map not to scale); Ka‘ākaukukui was makai of the Honuakaha settlement ......................20 

Figure 9. Lower and Middle trails in Honolulu (about 1810), shows location of Pākākā Heiau, 
Kuloloia Beach, and the Honuakaha Settlement; note Kaka‘ako is labeled at the point of a 
landing (Paul Rockwood illustration from ‘Ī‘ī 1959:90; map not to scale) .......................20 

Figure 10. 1817 map by Otto von Kotzebue, commander of the Russian ship Rurick, showing 
taro lo‘i, fishponds and salt pans in Honolulu and Waikīkī; note the lack of habitation 
near the general project area (map reprinted in Fitzpatrick 1986:48-49) ..........................23 

Figure 11. Section of 1855 map of Honolulu by Lt. Joseph de LaPasse of the French vessel, 
L`Eurydice; project area is labeled “Pecheries” (“Fishponds”) (map reprinted in 
Fitzpatrick 1986:82-83) .....................................................................................................25 

Figure 12. Portion of 1834 sketch by anonymous illustrator entitled “Town of Honolulu: Island 
of Woahoo: Sandwich Islands” (original sketch at Bernice P. Bishop Museum; reprinted 
in Grant 2000:64-65); project area would be makai of Kawaiaha‘o Church, at this time a 
long grass-thatched structure .............................................................................................26 

Figure 13. 1853 sketch, “A Veiw of Honolulu, from the Catholic Church,” by Paul Emmert 
(original at Hawaiian Historical Society; reprinted in Grant 2000:5); the project area 
would be makai of the Kawaiaha‘o Church, the stone structure with a steeple ................26 

Figure 14. 1887 (circa) photograph of Honolulu and Waikīkī; Kawaiaha‘o Church in left 
foreground; the cupola on the roof of the Ward’s House on the mauka end of Old 
Plantation can be seen in the upper left of the photograph; the project area is within the 
marshlands seen in the right upper background (original photograph at Hawai‘i State 
Archives, Henry L. Chase Collection; reprinted in Stone 1983:84-85) .............................28 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 51   

Archaeological Monitoring Plan for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu viii
TMK: [1] 2-1-030:001, 043  

 

Figure 15. Enlarged inset section on 1887 (ca.) photograph (Figure 14 above) showing 
marshlands and scattered huts along the coast near the project area .................................28 

Figure 16. 1884 map of Honolulu, Kewalo Section, by Sereno Bishop, showing the locations of 
LCA parcels, fishponds, salt lands, and houselots; note the absence of houses within the 
project parcels (Hawai‘i Land Survey Division, Registered Map 1090) ...........................29 

Figure 17. 1887 Hawaiian Government Survey map of “Honolulu and Vicinity” (portion), by W. 
A. Wall (map on file at Library of Congress); notice the lack of houses near the current 
project area (outlined in red) ..............................................................................................30 

Figure 18. 1874 Photograph of Transit of Venus station at ‘Āpua near Honolulu; notice the pond 
(part of ‘Auwaiolimu) in the foreground, the long barracks/workshops and other 
buildings of the station in the midground, and the spire of Kawaiaha‘o Church in the 
background, view to the north (Bishop Museum Archives, reprinted in Chauvin 2004:iii)34 

Figure 19. Sketch of the Transit of Venus station at ‘Āpua near Honolulu; note armed guards 
keeping out curious onlookers outside the fenced enclosure; view to the east (sketch from 
Illustrated London News, January 23, 1875; reprinted in Chauvin 2004:108) ..................34 

Figure 20. A 1876 Lyons map showing the extent of the salt pans, which extend into the current 
project area, and in the surrounding Kaka‘ako area ..........................................................38 

Figure 21. 1838 sketch of “Honolulu Salt Pan, near Kaka‘ako” drawn by a French visitor, 
Auguste Borget (original sketch at Peabody Essex Museum, Salem, Mass; reprinted in 
Grant 2000:64-65) ..............................................................................................................39 

Figure 22. 1845 sketch of “Native Church [Kawaiaha‘o Church], Oahu, from the Old Salt Pans,” 
drawn by John B. Dale, from the U.S. Exploring Expedition led by Lt. Charles Wilkes (J. 
Welles Henderson Collection, reprinted in Forbes 1992:126); the sketch is probably from 
the salt pans in the Ka‘ākaukukui area ..............................................................................39 

Figure 23. 1902 photograph of Kewalo brine basins (original photograph at Bernice P. Bishop 
Museum; reprinted in Scott 1968:579) ..............................................................................40 

Figure 24. 1883 map of the Honolulu Water Works System; the grid to the east of the project 
area depicts salt pans (Hawai‘i Land Survey Division, Registered Map No. 1087) .........41 

Figure 25. 1881 Hawaiian Government Survey map of O‘ahu by R.Covington, showing the 
project area in Ka‘ākaukukui ‘Ili within a salt pan (grid) area (Hawai‘i Land Survey 
Division, Registered Map No. 1381) .................................................................................43 

Figure 26. 1886 photograph of patient’s Oceanside cottages at the Kaka‘ako Leper Detention 
Center (reprinted in Hanley and Bushnell 1980:photograph section) ...............................45 

Figure 27. 1886 photograph of the Kapi‘olani Home for Girls within the Kaka‘ako Leper 
Detention Center; Mother Marianne Copeland is the second woman from the right 
(reprinted in Hanley and Bushnell 1980: photograph section) ..........................................45 

Figure 28. 1887 photograph of the Kaka‘ako Saluting Battery and flagstaff (original photograph 
taken by Karl Kortum and archived at the San Francisco Maritime Museum; reprinted in 
Scott 1968:176) ..................................................................................................................46 

Figure 29. Undated photograph of the Magoon Block (photograph reprinted in Kaka‘ako 
Connection 2003) ...............................................................................................................48 

Figure 30. 1901 (circa) photograph of the Honolulu Iron Works complex; note the empty lots 
east of the complex; the current project area would be to the east or right of this complex 
(original photograph at Bernice P. Bishop Museum; reprinted in Myatt 1991:40-41) ......49 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 51   

Archaeological Monitoring Plan for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu ix
TMK: [1] 2-1-030:001, 043  

 

Figure 31. 1922 map of “Squattersville,” by Walter E. Wall. Area makai of Ala Moana 
Boulevard, southeast of the current study area (Hawai‘i Land Survey Division, Hawai‘i 
Territory Survey Plat Map 2050) .......................................................................................51 

Figure 32. 1900 (ca.) photograph of the Immigration Station at Kaka‘ako, Union Feed Co. 
stables in center background (Hawai‘i State Archives) .....................................................53 

Figure 33. 1921 photo of a city employee burning trash in Kewalo (Scott 1968:578) ..................57 
Figure 34. 1919 War Department map (Honolulu Quad), showing location of the project area - 

Block 2 parking lot (KAK-2) parcel ..................................................................................59 
Figure 35. 1927 U.S. Geological Survey map (Honolulu Quad), showing location of the project 

area – Block 2 parking lot (KAK-2) parcel .......................................................................60 
Figure 36. 1943 War Department map (Honolulu Quad), showing location of the Block 2 parking 

lot (KAK-2) project area ....................................................................................................61 
Figure 37. 1977-78 U.S. Geological Survey Orthopohoto, Honolulu Quad, showing project area 

– Block 2 (KAK-2) parcel covered by buildings ...............................................................62 
Figure 38. Advertisement for Barnhart Ice Company (Schnack1915: no pagination) ..................63 
Figure 39. The project area as shown on the 1914 Sanborn Fire Insurance Map ..........................64 
Figure 40. The project area as shown on the 1927 Sanborn Fire Insurance Map ..........................65 
Figure 41. The project area as shown on the 1950 Sanborn Fire Insurance Map ..........................66 
Figure 42. The project area as shown on the 1956 Sanborn Fire Insurance Map ..........................67 
Figure 43. Grid map of Honolulu with locations of coral shelf and the HIC Channel (map from 

Ferrall 1976).......................................................................................................................71 
Figure 44. Boring log locations; boring holes with volcanic cinders in the NW corner; coral shelf 

is 20-30 ft deep at the SE and SW corners, 10 20 feet deep in the central section, and 
approximately 10 ft deep in the NW corner (base map: USGS 1998 Honolulu Quad). The 
green dots represent boring holes by Ernest K. Hirata and Associates, Inc. and the yellow 
dots are the boring holes conducted by R. M. Towill Corporation ....................................72 

Figure 45. Block 2 (KAK-2) parcel, showing former location of buildings and UST 
(Underground Storage Tanks) before removal and demolition in the early 1990s 
(modified figure from Ogden 1996: Section 2) .................................................................80 

Figure 46. Block 2 (KAK-2) parcel, UST (Underground Storage Tank) locations (modified 
figure from Ecology and Environment Inc. 1991:4) ..........................................................81 

Figure 47. KAK-2 parcel, showing location of excavated areas (depression and pond) and soil 
stockpiles (modified figure from Ogden 1996: Section 2) ................................................83 

Figure 48. KAK-2 parcel in 1995, showing excavated areas, pond (back central area), and soil 
stockpiles, view to the east (photograph from J. R. Herold & Associates 1996:Appendix 
A) .......................................................................................................................................84 

Figure 49. KAK-2 parcel in 1996, showing dark “windrows” - rows of organic material - to be 
mixed with the site soil - the lighter colored piles in the background (photograph from J. 
R. Herold & Associates 1996:Appendix A) ......................................................................84 

Figure 50. Previous archaeological project locations in the Kaka‘ako area west of Ward Avenue 
(U.S. Geological Survey base map, 1998 Honolulu Quad) ...............................................87 

Figure 51. Old Kaka‘ako Fire Station in 2004 (Honolulu Star Bulletin; Burlingame 2004).........97 
Figure 52. Archaeological projects and site locations, in relation to nineteenth/early twentieth 

century features (see Figure 6 for base map). Note that few burials have been identified in 
areas previously used for the salt pans .............................................................................105 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 51   

Archaeological Monitoring Plan for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu x
TMK: [1] 2-1-030:001, 043  

 

Figure 53. U.S. Geological Survey 7.5 minute topographic map (Honolulu Quad 1998) showing 
the project area and a more specific site map of recorded burial locations .....................106 

Figure 54. Aerial photograph showing the locations of preliminary test trenches conducted 
within the study area as part of the archaeological inventory survey plan. .....................110 

Figure 55. Location of Global Geophysics GPR survey lines (purple) in relation to CSH test 
trenches (blue) ..................................................................................................................112 

Figure 56. 2D depth profiles generated by the Global Geophysics GPR survey of the study area113 
Figure 57. Survey map of the Block 2 parking lot parcel (KAK-2) showing the locations of the 

78 test trenches .................................................................................................................115 
Figure 58. An aerial photograph with an overlay of SIHP # -7124, -7189, -7190 and 7197, as 

well as the locations of the 78 test trenches. ....................................................................119 
Figure 59. An aerial photograph with an overlay of SIHP # -7124, -7189, -7190 and 7197, the 

sand boundaries and the remediation pond detected during fieldwork excavations, as well 
as the locations of the 78 test trenches. ............................................................................120 

Figure 60. An aerial photograph with an overlay of the estimated natural sand boundaries 
detected during fieldwork excavations as well as the locations of the 78 test trenches and 
the remediation pond........................................................................................................121 

Figure 61. An aerial photograph with an overlay of the sand, remediation pond, and SIHP # -
7189..................................................................................................................................122 

Figure 62. An aerial photograph with an overlay of the estimated sand boundaries and the 
locations of the 78 test trenches. The thickness of the sand is written next to each trench. 
The areas containing sand thicker than 50 cm have been highlighted in yellow. ............131 

Figure 63. Aerial photograph (source: USGS Orthoimagery 2005) showing the location of the 78 
Test Trenches. The trenches that contained SIHP # -7124 - building remnants are 
depicted in yellow. ...........................................................................................................160 

Figure 64. 1914 Sanborn Fire Insurance Map of project parcel showing existing structures and 
the location of the 78 Test Trenches. The trenches that contained building remnants are 
depicted in orange to show their location in relation to the building locations. ..............161 

Figure 65. 1927 Sanborn Fire Insurance Map of project parcel showing existing structures and 
the location of the 78 Test Trenches. The trenches that contained building remnants are 
depicted in orange to show their location in relation to the building locations. ..............162 

Figure 66. 1950 Sanborn Fire Insurance Map of project parcel showing existing structures and 
the location of the 78 Test Trenches. The trenches that contained building remnants are 
depicted in orange to show their location in relation to the building locations. ..............163 

Figure 67. 1956 Sanborn Fire Insurance Map of project parcel showing existing structures and 
the location of the 78 Test Trenches. The trenches that contained building remnants are 
depicted in orange to show their location in relation to the building locations. ..............164 

Figure 68. Profile of northeast wall of Test Trench 5; Feature A-1 is remnants of a previous 
building, Feature A-2 is a deposit of historic debris, likely from the filling of the P.A. 
associated with the previous buildings ............................................................................165 

Figure 69. Photo of northeast wall profile for Test Trench 5 on its northwest end showing 
stratigraphy ......................................................................................................................167 

Figure 70. Profile for the southeast wall of Test Trench 7. Note the concrete building remnant 
and demolition debris .......................................................................................................168 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 51   

Archaeological Monitoring Plan for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu xi
TMK: [1] 2-1-030:001, 043  

 

Figure 71. Photo of Test Trench 7, view southwest, showing location and orientation of 
excavation with South Street to right and Restaurant Row and One Waterfront Tower 
(mauka) in background ....................................................................................................170 

Figure 72. Photo of southeast wall profile for Test Trench 7 stratigraphy on its southwest end 
showing A-horizon...........................................................................................................170 

Figure 73. Profile of northwest wall for Test Trench 8. Note the historic building remnants (SIHP 
# -7124, Feature C) ..........................................................................................................171 

Figure 74. Photo of overview of Test Trench 8, view to northeast, with remnant historic building 
foundation in foreground (within trench) ........................................................................173 

Figure 75. Photo of northwest wall profile for Test Trench 8 at its southwest end showing 
stratigraphy; note former building foundation to left ......................................................173 

Figure 76. Profile of northwest wall for Test Trench 9. Note the brick and mortar building 
remnant (SIHP # -7124, Feature D) .................................................................................174 

Figure 77. Photo of northeast end of Test Trench 9 showing stratigraphic layers along its 
northwest wall ..................................................................................................................176 

Figure 78. Profile of southeast wall of Test Trench 11 depicting heavy modern disturbance along 
its northeast side (from 1990 remediation project) and various fill layers ......................177 

Figure 79. Photo of southwest end of Test Trench 11 .................................................................179 
Figure 80. Profile of northeast wall of Test Trench 12 showing modern fill material composing 

the entire stratigraphy and remains of historic building foundations (SIHP # -7124, 
Feature F) .........................................................................................................................180 

Figure 81. Photo of Test Trench 12, view to northwest, showing location and orientation of 
excavation ........................................................................................................................181 

Figure 82. Block 2 (KAK-2) parcel, showing former location of buildings and UST 
(Underground Storage Tanks) before removal and demolition in the early 1990s 
(modified figure from Ogden 1996: Section 2) and the location of the 78 Test Trenches. 
The trenches that contained building remnants are depicted in orange to show their 
location in relation to the building locations. ...................................................................182 

Figure 83. Profile of northwest wall Test Trench 15. Note the former building flooring (SIHP # - 
7124, Feature G) ..............................................................................................................183 

Figure 84. Photo of Test Trench 15, view to southwest, showing location and orientation with 
Pohukaina Street in background and Keawe Street to left ...............................................185 

Figure 85. Photo of southeast wall profile for Test Trench 15 on its northeast end, showing 
representative stratigraphy ...............................................................................................185 

Figure 86. Profile of southwest wall Test Trench 21 ...................................................................186 
Figure 87. Photo of Test Trench 21 southwest wall showing stratigraphic layers on its southeast 

side ...................................................................................................................................188 
Figure 88. Profile of southeast wall of Test Trench 24. Note the concrete utility jacket and 

remnant concrete pieces likely from a historic building structure (SIHP # - 7124, Feature 
I) .......................................................................................................................................189 

Figure 89. Photo of overview of Test Trench 24, view to southwest ..........................................191 
Figure 90. Photo of southwest end of Test Trench 24 showing stratigraphic layers along 

southeast wall ...................................................................................................................191 
Figure 91. Profile northwest wall of Test Trench 27 ...................................................................192 
Figure 92. Photo of overview of Test Trench 27, view to north ..................................................194 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 51   

Archaeological Monitoring Plan for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu xii
TMK: [1] 2-1-030:001, 043  

 

Figure 93. Photo of northwest wall profile for Test Trench 27 on its northeast end showing 
general stratigraphy including A-horizon and thick layer of brown sandy clay ..............194 

Figure 94. Profile northeast wall of Test Trench 28. Note the remnants of a historic foundation 
structure – SIHP # - 7124, Feature K- beneath Stratum IIa .............................................195 

Figure 95. Photo of overview of Test Trench 28, view to east ....................................................197 
Figure 96. Photo of northwest end of Test Trench 28 showing stratigraphy along northeast wall197 
Figure 97. Profile of southeast wall for Test Trench 29 showing SIHP # - 7124, Feature L 

(historical building foundation remnants) as Stratum IIc ................................................199 
Figure 98. Photo of Test Trench 29, view to northeast, showing location and orientation of 

excavation ........................................................................................................................201 
Figure 99. Photo of southwest end of Test Trench 29 showing stratigraphic layers along its 

southeast wall ...................................................................................................................201 
Figure 100. Profile of northeast wall of Test Trench 30 ..............................................................202 
Figure 101. Photo of overview of Test Trench 30, view to north ................................................204 
Figure 102. Profile of northwest wall of Test Trench 31 .............................................................205 
Figure 103. Photo showing overview of stratigraphy along northwest wall of Test Trench 31 

(facing to north) ...............................................................................................................207 
Figure 104. Profile of northwest wall of Test Trench 32. Note the historic building remnants 

(Stratum IIa) – SIHP # -7124, Feature O .........................................................................208 
Figure 105. Photo of northwest wall stratigraphy for Test Trench 32, view to north .................210 
Figure 106. Profile of southeast wall of Test Trench 33. Note the presence of SIHP # -7124, 

Feature P –historic building remnants (Stratum IIb) .......................................................211 
Figure 107. Photo of stratigraphy along southeast wall of Test Trench 31, view to south ..........213 
Figure 108. Profile of northeast wall of Test Trench 36 ..............................................................214 
Figure 109. Photo of stratigraphic layers along northeast wall of Test Trench 36, view to east .216 
Figure 110. Trench 45, southeast wall stratigraphic profile ........................................................217 
Figure 111. Trench 45, southeast wall, profile photo; view south ...............................................219 
Figure 112. Trench 48, northeast wall stratigraphic profile .........................................................220 
Figure 113. Trench 48 overview photo of the profiled northeast wall; view east. Note the 

concrete pylon in the center of the trench, a remnant of a historic building footing. ......222 
Figure 114. Trench 51, northwest wall stratigraphic profile .......................................................223 
Figure 115. Trench 51 overview photo; view north ....................................................................225 
Figure 116. Trench 51, northwest wall, profile photo; view northwest .......................................225 
Figure 117. Trench 50, northeast wall stratigraphic profile .........................................................226 
Figure 118. Trench 52, northeast wall, northwest end, profile photo; view northwest. Note the 

concrete jacket visible in the top left corner of the photograph .......................................228 
Figure 119. Trench 64, southeast wall stratigraphic profile ........................................................229 
Figure 120. Trench 64 overview photo; view southwest .............................................................231 
Figure 121. Trench 64, southeast wall, profile photo; view north ...............................................231 
Figure 122. Trench 65, northwest wall stratigraphic profile .......................................................232 
Figure 123. Trench 65 northwest wall, profile photo; view northwest ........................................234 
Figure 124. Trench 66, southwest wall stratigraphic profile .......................................................235 
Figure 125. Trench 66, southwest wall, profile photo; view northeast ........................................237 
Figure 126. Trench 67, northeast wall stratigraphic profile .........................................................238 
Figure 127. Trench 67, overview of the northeast wall, profile photo; view northwest ..............240 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 51   

Archaeological Monitoring Plan for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu xiii
TMK: [1] 2-1-030:001, 043  

 

Figure 128. Trench 69, southeast wall stratigraphic profile ........................................................241 
Figure 129. Trench 69, southeast wall, profile photo; view east .................................................243 
Figure 130. Trench 71, southeast wall stratigraphic profile ........................................................244 
Figure 131. Trench 71, southeast wall, profile photo; view southwest .......................................246 
Figure 132. Trench 73, southeast wall stratigraphic profile ........................................................247 
Figure 133. Trench 73 overview photo; view south. Note that most of the excavation did not 

extend below the hard corroded metal observed throughout the length of the trench .....249 
Figure 134. Trench 75, northeast wall stratigraphic profile .........................................................250 
Figure 135. Trench 75 overview photo; view east .......................................................................252 
Figure 136. Trench 75, northeast wall, profile photo; view east .................................................252 
Figure 137. Trench 76, northeast wall stratigraphic profile .........................................................253 
Figure 138. Trench 76 overview photo; view southeast ..............................................................255 
Figure 139. Trench 76, northeast wall, profile photo; view north ...............................................255 
Figure 140. Trench 78, southwest wall stratigraphic profile .......................................................257 
Figure 141. Trench 78 overview photo; view west. Note that most of the excavation did not 

extend below the hard corroded metal observed throughout the length of the trench .....259 
Figure 142. Aerial photograph (source: USGS Orthoimagery 2005) showing the extent of SIHP # 

50-80-14-7189 within the project area .............................................................................261 
Figure 143. An aerial photograph with an overlay of the estimated locations of SIHP # 50-80-14-

7190 boundaries detected during fieldwork excavations as well as the locations of the 78 
test trenches. .....................................................................................................................263 

Figure 144. Test Trench 45, close-up of multiple layers of SIHP # 50-80-14-7190. Note the dark 
peat alternating with the lighter colored clay. This trench showed mottling of the two peat 
and clay layers, likely from disturbance during the scraping of the salt pans. The lowest 
A-horizon, seen at 25 cm, is the highest in clay content and appears to be mottled with 
white and pink clays.........................................................................................................264 

Figure 145. An aerial photograph with an overlay of the estimated location of SIHP # 50-80-14-
7197 boundaries detected during fieldwork excavations as well as the locations of the 78 
test trenches. .....................................................................................................................267 

Figure 146. Photo of northeast end of Test Trench 26 showing modern disturbance for sewer line 
and SIHP # -7197, Feature 1 (to left of photo scale) .......................................................268 

Figure 147. Samples of ink, household (i.e. shoe blackening acc. # 138.1) and cosmetic/toiletry 
bottles collected from within the project area ..................................................................270 

Figure 148. Samples of the spirit and bitters bottles collected from within the project area .......270 
Figure 149. Samples of the medicine bottles collected from within the project area ..................271 
Figure 150. Photograph of food and medicine bottle samples collected within the project area 271 
Figure 151. Samples of the soda and mineral water bottles collected from within the project area272 
Figure 152. Sample of the ceramic bottles collected from within the project area including ink, 

gin and ale. .......................................................................................................................286 
Figure 153. Sample of the imported Chinese food and beverage vessels collected from within the 

project area including soy sauce (19.22), tiger wiskey ()2.14) and bean paste (124.8 and 
124.11). ............................................................................................................................287 

Figure 154. Sample of the Chinese porcelain and porcellaneous stoneware artifacts collected 
from within the project area including an opium bowl (acc. #32.7). ...............................287 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 51   

Archaeological Monitoring Plan for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu xiv
TMK: [1] 2-1-030:001, 043  

 

Figure 155. Sample of the Euro-American kitchenware,personal, and household items, and an 
Asian tea cup (Acc. #30.31) collected from within the project area ................................288 

Figure 156. Seeds observed in the historic A-horizon associated with the salt pans ...................295 
Figure 157. Close-up of the seeds observed in Yucha and McDermott 2011 sample, which appear 

to be the same as those observed in the current project area’s historic A-horizon. .........295 
Figure 158. Results of Radiocarbon Analysis (Beta Analytic Sample 1) (Beta Analytic, Inc.) ..299 
Figure 159. Results of Radiocarbon Analysis (Beta Analytic Sample 2) (Beta Analytic, Inc.) ..299 
Figure 160. Results of Radiocarbon Analysis of Charcoal Collected from Feature 1 (Beta 

Analytic Sample 2) (OxCal, Ramsey 2009) ....................................................................299 
 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 51   

Archaeological Monitoring Plan for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu xv
TMK: [1] 2-1-030:001, 043  

 

List of Tables 
Table 1. Engineering Firms Boring Log Information ....................................................................73 
Table 2. Previous Archaeological Work in the Kaka‘ako District ................................................88 
Table 3.Summary of Burial Features Recorded at Honuakaha Cemetery (SIHP # 50-80-14-3712)94 
Table 4. Summary of Burial Finds in the western Kaka‘ako area ...............................................107 
Table 5. Summary of the presence of sand, sand thickness, A-horizon (SIHP # -7190 and -7197), 

and SIHP # -7124 and -7189 observed in the 78 Test Trenches performed during the 
current archaeological testing. Phase II trenches were originally labeled Trenches 101-
142. These have been relabeled Trenches 37-78 .............................................................125 

Table 6. A sample of the catalogued glass bottles found in SIHP # 50-80-14-7189 and SIHP # 
50-80-14-7124 (building remnants) during testing for Phase I. Accession #’s (Acc. #) 
consist of the Test Trench # followed by the bottle number for that trench (i.e. 1.6 is 
Trench 1 Bottle 6). The stratum (strat.) column is to indicate whether the bottles were 
observed in a layer other than the SIHP # -7189 – historic burnt trash layer. .................273 

Table 7. A sample of the catalogued glass bottles found in SIHP # 50-80-14-7189 and SIHP # 
50-80-14-7124 (building remnants) during testing for Phase II. Accession #’s (Acc. #) 
consist of the Test Trench # followed by the bottle number for that trench (i.e. 101.1 is 
Trench 101 Bottle 1). The stratum (strat.) column is to indicate whether the bottles were 
observed in a layer other than the SIHP # -7189 – historic burnt trash layer. Phase II 
trenches were originally labeled Trenches 101-142. These have been relabeled Trenches 
37-78 ................................................................................................................................274 

Table 8. A table showing the embossing and makers marks observed on the bottles and ceramics 
within the assemblage and the dates gained from this information .................................282 

Table 9. A sample of the catalogued ceramics and miscellaneous artifacts found in SIHP # 50-
80-14-7189 and SIHP # 50-80-14-7124 during testing for Phase I. Accession #’s (Acc. #) 
consist of the Test Trench # followed by the artifact number for that trench (i.e. 2.14 is 
Trench 2 artifact 14). ........................................................................................................289 

Table 10. A sample of the catalogued ceramics and miscellaneous artifacts found in SIHP # 50-
80-14-7189 Features A and B during testing for Phase II. Accession #’s (Acc. #) consist 
of the Test Trench # followed by the artifact number for that trench (i.e. 101.3 is Trench 
101 artifact 3). Phase II trenches were originally labeled Trenches 101-142. These have 
been relabeled Trenches 37-78 ........................................................................................290 

Table 11. Table Showing Wood Taxa Results for Charcoal Samples 1 and 2 ............................297 
Table 12. Table Showing Wood Taxa Results for Charcoal Sample 3 .......................................297 
 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 51  Introduction 

Archaeological Monitoring Plan for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 1
TMK: [1] 2-1-030:001, 043  

 

Section 1    Introduction 

1.1 Project Background 
At the request of Kamehameha Schools (567 South King Street, Suite 200, Honolulu, Hawai‘i 

96813), Cultural Surveys Hawai‘i, Inc. (CSH) has prepared this archaeological monitoring plan 
for the Kamehameha Schools (KS) Kaka‘ako Block 2 Parking parcel (Kamehameha Schools 
property No. KAK-2), Kaka‘ako Ahupua‘a, Honolulu District, Island of O‘ahu. The 
approximately 4.09-acre project area is currently an actively used (paid) parking lot that 
encompasses TMK [1] 2-1-030:001 and 043. The project area is completely covered with asphalt 
with no surface structures prohibiting excavation work. It is bound by South Street to the 
northwest (‘Ewa), Halekauwila Street to the northeast (mauka), Keawe Street to the southeast, 
and Pohukaina Street to the southwest (makai). The project area is shown on a 1998 U.S. 
Geographic Survey map (Figure 1), a tax map (Figure 2), and an aerial photograph (Figure 3). 

The proposed development of a portion of TMK [1]2-1-030:001 is envisioned to be 
comprised of approximately 767,000 square feet of mostly residential space, a multi-story 
parking structure to accommodate approximately 1,100 parking stalls, and open space areas 
totaling approximately 54,000 square feet. The two tower concept has been reduced to a single 
residential tower at approximately 400 feet in height, and a parking structure that will be 
wrapped with ground-level townhomes. An active open space element surrounded by low-rise 
residential rental units and retail uses have been added in lieu of a second tower.  The soil 
conditions of the site will require the use of a pile cap foundational system. This system will 
required significant excavation of the site and will cause significant ground disturbance during 
its construction. 

This archaeological monitoring plan was preceded by an archaeological inventory survey 
(AIS) plan and an archaeological inventory survey (O’Hare et al, 2009). This AIS plan was 
reviewed and approved by SHPD on May 29, 2009 (Log No. 2009.2402, Doc. No. 0905WT109; 
Appendix A). The AIS plan included preliminary archaeological work conducted by CSH staff 
on February 7, 2009. In order to obtain information on the subsurface deposits for the study 
parcel, five test trenches were conducted within the KAK-2 parcel. These areas were first 
surveyed with ground penetrating radar (GPR) equipment to determine the viability of ground 
penetrating radar use identifying stratigraphy. This testing led to the collection of information on 
the types and location of soil sediments that would be encountered which was used to select 
locations for additional backhoe trenches. Results from the preliminary archaeological fieldwork 
were included within the AIS plan (O’Hare et al. 2009). The AIS Plan also addressed fieldwork 
that CSH would perform for two additional parcels located adjacent to the subject project area 
(KAK-4 and KAK-24). 

The archaeological inventory survey plan was followed by an archaeological inventory survey 
investigation (Pammer et al. 2011), which was reviewed and approved by the SHPD on March 
23, 2012 (Log No. 2011.3611, Doc No. 1203MV34; Appendix A). The AIS included preliminary 
archaeological work conducted by CSH staff in two phases, Phase I was conducted between 
April 13 and April 30, 2010 and consisted of excavation and documentation of 36 trenches.  
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Figure 1. U.S. Geological Survey 7.5 minute topographic map (Honolulu Quad 1998) showing 

the location of the project area 
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Figure 2. Tax Map [1] 2-1-030, showing the project area located in lot 001 and 043 
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Figure 3. Aerial photograph (source: USGS Orthoimagery 2005) showing the location of the 

project area 
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Phase II consisted of 42 additional trenches, conducted between November 1 and November 19, 
2010. A total of 78 trenches were excavated with the assistance of a backhoe. Due to the length 
of the report, CSH broke the AIS report into two volumes (I and II). Volume I contains the 
introduction, methods, background, fieldwork results, historic property descriptions, community 
consultation results, lab results, summary and interpretation, significance assessments and the 
project effect and mitigation recommendations. Volume II contains the test trench documentation 
for the 78 test trenches and the appendices, including the full artifact catalogue. 

A total of four historic properties were identified within the project area, SIHP # 50-80-14-
7124, -7189, -7190 and –7197. SIHP # 50-80-14-7124 consists of 31 historic building remnants 
features (Features A – EE), generally located just beneath the modern layers of fill. These 
included brick and mortar clusters, slabs of concrete/basalt, concrete footings with metal 
supports, large slabs of very hard, corroded, melted metal, and pit features containing demolition 
debris. SIHP # 50-80-14-7189 consists of a layer of burnt historic debris, suspected to be from 
the open air burning of urban refuse during the early 1900s. The charred remains were then 
utilized to fill in the unwanted wetlands around the project area. The observed cultural materials 
included glass bottles, ceramics, and other domestic waste. SIHP # 50-80-14-7190 consisted of 
old salt pan remnants, presenting as an approximately 5 cm thick layer of alternating peat and 
clay striations. SIHP # 50-80-14-7197 consisted of a sandy cultural layer containing one late pre-
contact/early post-contact fire pit feature (Feature 1) observed in Test Trench 26. SIHP -7197 
Feature 1 contained a large amount of charcoal and fire cracked rock. The AIS recommended 
that future development that includes ground disturbance activity should undergo an 
archaeological monitoring program.  

This archaeological monitoring plan is designed to facilitate the identification and treatment 
of any burials or human skeletal remains that might be discovered during subsurface disturbance 
and to mitigate the project’s effect on any non-burial archaeological deposits that might be 
uncovered during project construction. Additionally, further evidence of SIHP # 50-80-14-7124, 
-7189, -7190 and -7197 will likely be encountered and additional information pertaining to these 
historic properties may be collected. In consultation with SHPD, this monitoring plan is designed 
to fulfill the state requirements for monitoring plans [HAR Chapter 13-279-4].  

1.2 Environmental Setting 

1.2.1 Natural Environment 
The project area is located within a topographic section of O‘ahu called the Honolulu Plain, 

an area generally less than 4.5 m (meters) or 15 ft (feet) above sea level (Davis 1989:5). The 
Honolulu Plain is stratified with late-Pleistocene coral reef substrate overlaid with calcareous 
marine beach sand or terrigenous sediments (sediments formed from erosion of rocks on land), 
and stream fed alluvial deposits (material deposited by running water) (Armstrong 1983:36). The 
modern shoreline configuration is primarily the result of: (1) rising sea level following the end of 
the Pleistocene (Stearns 1978; Macdonald et al. 1983); (2) the mid to late Holocene ca. 1.5-2.0 m 
high-stand of the sea (see summary in Dye and Athens 2000:18-19); and (3) pre-Contact and 
post-Contact human landscape modification. At the end of the Pleistocene, between 
approximately 20,000 and 5-6,000 years ago, water previously locked in glacial ice returned to 
the world’s oceans and the sea-level rose over 100 m to approximately its current level. In the 
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vicinity of the current project area, rising sea levels flooded the previously dry, earlier 
Pleistocene reef deposits, which had formed hundreds of thousands of years previously when sea 
level was comparable to modern levels. When sea levels reached approximately modern levels, 
the now coastal regions became depositional environments, where for tens of thousands of years 
previously, during the lower sea-levels, they had been erosional environments. 

A high stand of the sea for the Hawaiian Islands, ca. 1.5 to 2.0 m above present sea level, has 
been well documented between 4,500 and 2,000 years ago (Stearns 1978; Athens and Ward 
1991; Fletcher and Jones 1996; Grossman and Fletcher 1998; Grossman et al. 1998; Harney et al. 
2000). During this high stand, there appears to have been an increase in coral reef production and 
the production of detrital (particles derived from pre-existing rock by weathering or erosion) reef 
sediments. Littoral (shoreline area between the low and high tides) environments appear to have 
been augmented substantially by the deposition of marine sediments. “What this means is that 
the great shoreline sand berms must have developed around the islands at this time because this 
was when calcareous sand was being produced and delivered to the shorelines in large 
quantities” (Dye and Athens 2000:19).  

The Honolulu coastline was likely greatly affected by the deposition of marine sediments 
during this elevated sea level. The subsequent drop in sea level to its present level, ca. 2000 years 
ago, most likely created a slightly erosional regime that may have removed sediments deposited 
during the preceding period of deposition (Dye and Athens 2000:19). However, the net gain in 
sediments would have been substantial. In 1911, it was estimated that about one-third of the 
Honolulu Plain was a wetland (Nakamura 1979:65, citing a Hawaiian Territory Sanitary 
Commission report). Hawaiians used the lagoonal/estuary environment of the Honolulu plain to 
construct fishponds. Fishpond walls served as sediment anchors for the accumulation of detrital 
reef sediments. They also likely affected sedimentary transport along the shores, resulting in new 
littoral deposition and erosion patterns. Following the abandonment of many fishponds during 
the post-Contact period, the government established massive reclamation programs to infill low-
lying areas and former fishponds to create new land in support of urban Honolulu growth.  

The top soil stratum of soil on the project area probably consists of Fill land, mixed (Fl), 
containing areas filled with material dredged from the ocean and hauled from nearby areas 
(Foote et al. 1972). Foote et al. (1972) show the project area as being Ewa Silty Clay Loam 
(EmA), as shown in Figure 4. The Foote et al. (1972:30) describe it as:  

This soil has a profile like that of Ewa silty clay loam, 3 to 6 percemt slopes,  
except that the depth to coral limestines is 20 to 50 inches.  

The undeveloped natural condition of the project area consisted of low-lying marshes, tidal 
flats, fish ponds, and reef areas. Beginning in the late nineteenth century, these low-lying areas 
were filled in and then developed, which permanently changed the area into its present fully- 
urbanized character. While fill materials have been found in several portions of the Kaka‘ako 
area during previous archaeological investigations, Jaucas Sand (JaC) was also discovered 
underneath much of the land surface. Foote et al. (1972) describe Jaucus sand as: 

In a representative profile the soil is single grain, pale brown to very pale brown, 
sandy, and more than 60 inches deep. In many places the surface layer is dark  
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Figure 4. Soil map of the general Kaka‘ako area (base map: U.S. Geological Survey 7.5 minute 

topographic map Honolulu Quad 1998) with the location of the project area (Foote et 
al. 1972) 
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brown as a result of accumulation of organic matter and alluvium. . . Permeability 
is rapid, and runoff is very slow to slow. . . . Workability is slightly difficult 
because the soil is loose and lacks stability for use of equipment. 

Below the modern fill, Foote et al. (1972) show most of the project area covered by Ewa silty 
clay loam, 0-2 percent slopes (EmA). The Ewa series consists of well-drained soils in basins and 
on alluvial fans, which developed in alluvium derived from basic igneous rock. They are nearly 
level to moderately sloping. Elevations range from near sea level to 150 feet. The soils are used 
for sugarcane, truck crops, and pasture. The natural vegetation consists of native grasses and 
‘uhaloa (Waltheria indica var. americana); historic introductions common to the area prior to its 
wholesale development include kiawe (Prosopis pallida) and koa haole (Leucaena 
leucocephala). 

In this area of the Honolulu District, rainfall averages less than 30 inches per year (Armstrong 
1983:62). Northeasterly trade winds prevail throughout the year, although their frequency varies 
from more than 90% during the summer months to 50% in January; the average annual wind 
velocity is approximately 10 miles per hour (Wilson Okamoto 1998:2-1). Vegetation within the 
project area is limited to a few ornamental trees in grass parking lot dividers and along the 
project area margins. 

1.2.2 Built Environment 
The project area is located within central Honolulu and is surrounded by modern urban 

development including streets, sidewalks, and utility infrastructure. The parcel is a heavily 
utilized, asphalt covered parking lot with small grassy strips around the parcels’ borders. 
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Section 2    Mythological and Traditional Accounts 

2.1 Overview for Kaka‘ako 
The current urban district known as Kaka‘ako is significantly larger than the traditional area 

of the same name, which is described in mid-nineteenth century documents and maps as a small 
‘ili (traditional land unit). In addition to Kaka‘ako, the present Kaka‘ako area included lands 
once known as Ka‘ākaukukui, Kukuluāe‘o, and Kewalo, and even smaller areas—possibly 
portions of ‘ili—called Kawaiaha‘o, Honuakaha, Pu‘unui, Ka‘ala‘a, ‘Āpua, and ‘Auwaiolimu. 
The study area is within the ‘ili of Ka‘ākaukukui and Pu‘unui. 

The original location and extent of an area called Kaka‘ako is discussed by the ethnographer 
Henry Enoka Palenapa Kekahuna, who was born on Maui, Hawai‘i in 1881 and was a long-time 
resident of Honolulu. Henry placed Kaka‘ako “on the Ewa side of Kuloloia Stream where the 
Honolulu Iron Works and Fort Armstrong are now,” an area now covered by One Waterfront 
Plaza (between South and Punchbowl Streets, west and adjacent to the current project area). 
Kekahuna also related that “there were formerly scattered dunes of white sand there. Gilbert 
Islanders (Kilipaki) squatted there, and made a living by fishing, collecting coral for curios, and 
catching octopus.” Only four 1850s Land Commission Awards list their location as within the 
‘ili of Kaka‘ako (Waihona ‘Āina). These are also generally located adjacent to the sea, east of 
Punchbowl Street between Pohukaina Street and Reed Lane. F. S. Dodge placed Kaka‘ako 
between Punchbowl, Pohukaina, South Street and Ala Moana Boulevard on an 1891-1902 map. 
On many early maps, only the area near the Kaka‘ako Receiving Station is labeled as Kaka‘ako. 
One 1876 map has a point marked Kaka‘ako further east, between Cooke Street, ‘Ohe Lane, and 
Ala Moana Boulevard; this may be a label for a triangulation station used by surveyors for 
mapping, rather than a label for the surrounding area. An 1884 map of the “Kewalo” section of 
Honolulu does not show an area named Kaka‘ako at all. Instead the coastal areas (south of 
Queen Street) are labeled Ka‘ākaukukui, Kukuluāe‘o, and Kālia (from west to east), while the 
inland area is labeled Kewalo. 

Until fairly recently, Kaka‘ako was considered to be something of a wasteland, or empty 
space, between the better-known locations of Kou (modern-day Honolulu) and Waikīkī. Several 
recent archaeological projects, in support of development and construction in the area, have 
documented several large cemeteries dating from the early historic period and perhaps late pre-
Contact times. Otherwise, the place is known and is famous in a traditional sense for its low-
lying marshes, fishponds and salt making.  

It does not appear that the subject parcel was in an area of dense or permanent settlement in 
traditional times. Most of the pre-contact and early post-contact population was clustered in the 
village of Honuakaha, situated northwest of this location, or scattered adjacent to the main trails 
(i.e. Queen and King Streets), north of the parcel. However, in later (post-1850) post-contact 
times, this changed, as population pressure in Honolulu and urban expansion led to the infilling 
of marshes and wetlands on the outskirts of Honolulu, and the development of the current project 
area into commercial, industrial, and residential areas. 
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2.2 Place Names 
Place name translations presented in this subsection are from Place Names of Hawai‘i (Pukui 

et al. 1974), unless indicated otherwise. The researchers for this book based their interpretations 
not only on literal (phonetic) translations of the words, but also on oral traditions and historic 
documents. In this work, the place names of geographic features and ahupua‘a names are 
translated; however, ‘ili names (small land divisions within ahupua‘a) are not usually presented.  

Thomas Thrum also published a short paper on place names in the 1922 edition of Lorrin 
Andrews A Dictionary of the Hawaiian Language, based only on the phonetic translations of the 
place names. This work does have a large number of translated ‘ili names. Because there are no 
oral or written documents to confirm Thrum’s interpretations, Mary Pukui (Pukui et al. 
1974:136) cautioned that Thrum’s translations were sometimes “unreliable.” Thrums’s 
translations will be presented here since it is our only source for many ‘ili names, but Pukui’s 
cautionary note for these interpretations should be kept in mind.  

Many of the place names listed below are associated with specific mo‘olelo (oral histories) 
and wahi pana (legendary or storied places). The location of some of these place names can be 
seen on two figures, the first (Figure 5) is an overview of the entire Honolulu Harbor section 
extending to Ka‘ākaukukui, and the other focuses on the Ka‘ākaukukui area and surrounding ‘ili 
near the current project area (Figure 6). The Hawai‘i Land Survey Division Registered Maps 
(RM) and Bernice P. Bishop Estate (BE) maps used to make these compiled place name figures 
are: 

1) 1876 - Ka‘ākaukukui and Pu‘unui by C. J. Lyons, RM # 611 
2) 1880 - Honolulu, Kewalo Section, by J. F. Brown, BE # 139 
3) 1884 - Honolulu, Kewalo Section by S. E. Bishop, RM # 1090 
4) 1886 - Makai Lands and Fisheries of Ka‘ākaukukui, by S.E. Bishop, BE # 113 
5) 1891 - Ka‘ākaukukui, Kaka‘ako Section, by F. S. Dodge, RM # 1587 and BE # 145 

As these maps span 15 years (1876-1891), not all the features shown on the two figures were 
present during the entire time span; for instance the filled Waikahalulu lands and the first wharf 
docks were not built and are not shown on the earliest maps. The place name figures, therefore, 
represent the study area in the late nineteenth century, not at a specific date. The former locations 
of important places, such as for Pākākā Heiau and Ka‘ahaimauli Heiau, have also been added to 
this figure. 

Pukui et al. (1974) do not give a meaning for the place name Kaka‘ako, but the Hawaiian 
word kākā‘āko can be translated as “dull, slow” (Pukui and Elbert 1986:110). Thrum (1922:639) 
translated the word as “prepare the thatching” (kākā=to chop, beat, or thresh; ako=thatch). If 
Thrum’s translation is correct, it could be related to the fact that salt marshes, such as areas like 
Kaka‘ako, were excellent places to gather tall pili grass, which the Hawaiians traditionally used 
to thatch their houses (see Legend of Kewalo, Section 2.3.2). 

According to Kekahuna (1958:4), Ka‘ākaukukui was “a beautiful sand beach that formerly 
extended along Ala Moana Park to Kewalo Basin, a quarter mile long reef extended along the 
shore.” An 1884 map (see Figure 6) shows it extending from Punchbowl to Cooke Street makai 
of Queen Street. Pukui et al. (1974) describe Ka‘ākaukukui as a [filled-in] reef. The name means  
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Figure 5. Place name figure, Honolulu Harbor to Ka‘ākaukukui, based on tracing of five maps 

dating from 1874 to 1891 (place names written, without diacritical marks, as they 
appear on the original maps) 
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Figure 6. Place name figure, Ka‘ākaukukui section, based on tracing of five maps dating from 

1874 to 1891, showing location of the Kamehameha Schools KAK-2 (Block 2) parcel 
(place names written, without diacritical marks, as they appear on the original maps) 
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“the right (or north) light,” and it may have referred to a maritime navigation landmark. Thrum 
(1922:635) translates it as “radiating place for lamp.” In the early twentieth century, it was 
translated as “to the right of the lighthouse” by the squatters who lived in the area (Gessler 
1938:187). This would have been an accurate description of the area at that time as 
Ka‘ākaukukui was east, or “to the right” of the Honolulu Lighthouse in the harbor. However, this 
is probably a historic, not an ancient, interpretation as the Honolulu Lighthouse, shown on Figure 
5, was not built until 1869 (Dean 1991:7). 

The area around One Waterfront Plaza, southwest of the current project parcels, was the 
location of a pond called Umukanaka, or Kaimukanaka, as seen on the 1876 Lyons map (see 
Figure 6). Griffin et al. (1987:39) suggested that this pond may have been the same as a place 
called Ka-imu-hai-kanaka, which means “the oven of human sacrifice.” However, Henry 
Kekahuna, a noted ethnologist born in the islands in 1881 (1958:6, 20), states that 
Kaimuhaikanaka was actually the original name for the Honolulu Fort, built by Kamehameha I 
in 1816, which was located at the corner of Queen and Fort Streets, west of the current project 
area. Honolulu Fort was adjacent to the main temple of Honolulu, Pākākā Heiau, which was used 
for human sacrifice.  

Several of these place names are mentioned in the chant “The Battle of Nu‘uanu,” which 
concerns the 1795 invasion and conquest of O‘ahu by Kamehameha I. One section of the chant 
describes locations in Honolulu, listing them from east to west: 

75 Lauwili i Puke (Pu‘ukea), i Ka-imu-hai-kanaka, 
76 I Kai-kua, i Kakaako, i Mamala, 
77 I ke kai o Kuloloia, Pakaka, 
78 I ka-imu-hai-kanaka, i ka-wai-apuka-Kane  
     [Kala‘ikuahulu 1880:131]. 

Pu‘ukea (“white hill”) is a small land division and heiau in Kukuluāe‘o, Māmala (“to 
protect”) is the name of a canoe landing in Honolulu Bay and a surf, Kuloloia (meaning 
unknown) is a stream, the harbor, and beach at the end of Fort Street. Pākākā is the name of a 
canoe landing and an important heiau, also located at the foot of Fort Street (Griffin et al. 1987: 
39). There are several interpretations for the name Pākākā. In Place Names of Hawai‘i (Pukui et 
al. 1974:175), the name is translated as “to skim, as stones over water.” In the Hawaiian 
Dictionary by Pukui and Elbert (1986:304), pākākā is translated as “low and broad.” Lebo 
(1997) has suggested that the correct translation may be “courtyard for smiting,” as this heiau 
was used for human sacrifice. Westervelt (1963:21), in his collection on Honolulu legends, noted 
that the heiau:  

. . . was standing on the western side of the foot of Fort Street long after the 
[Honolulu] fort was built from which the street was named. It was just below the 
fort. . . . In this temple, the school of the priests of Oahu had it s headquarters for 
centuries. The walls of the temple were adorned with heads of men offered in 
sacrifice. 

The root word hai, “sacrifice” is found in the place name Ka-imu-hai-kanaka (“the oven of 
human sacrifice”), a place probably associated and located near Pākākā, a sacrificial heiau. It is 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 51  Mythological and Traditional Accounts 

Archaeological Monitoring Plan for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 14
TMK: [1] 2-1-030:001, 043  

 

not found in the place name for the pond Ka-imu-kanaka in Ka‘ākaukukui, so there is no 
indication that this was also a place for sacrifice. However in the Battle of Nu‘uanu chant 
presented above, the place name Ka-imu-hai-Kanaka is used twice. If the chant is listing places 
from east to west, then the place names are Pu‘ukea, Ka-imu-hai-kanaka, Kaka‘ako, Kuloloia, 
Pakaka, and Ka-imu-hai-kanaka. Pu‘ukea is east of the project area in the land of Kukuluāe‘o, 
Kuloloia and Pākākā are west of the project area near downtown Honolulu, so it is possible that 
there was also a place called Ka-imu-hai-kanaka near the project area in the land of 
Ka‘ākaukukui. 

Ka‘ākaukukui was a lele, or jump land. That is, it had several non-contiguous parcels; one of 
these was at the coast and two others were inland. It was adjacent on the mauka side to several 
other small ‘ili and lele lands, including portions of Pu‘unui (“big hill”), Ka‘ala‘a (“sacred 
radiance”) (Thrum 1922:635), Honuakaha (“flat land”) (Thrum 1922:633), Pualoalo (“hibiscus 
kokio”; Thrum 1922:667), ‘Āpua (“fish basket”) and ‘Auwaiolimu (“ditch of moss”).  

There are a few other names on the 1876 map near or overlapping with the Kamehameha 
parcels. The westernmost salt pan area is labeled Kaimukanaka, the name of a pond and also an 
‘ili. One claim was made for the ‘ili of Kaimukanaka (LCA 8057 to Ehu), but it was not 
awarded. Two other names in the salt pan area are Kalokoeli, “the dug pond” (Pukui et al. 
1974:78) and Kuaimeki (unknown meaning; meki may mean “pit”). These may be ‘ili or pond 
names, or both. 

Kukuluāe‘o, translated literally is the “Hawaiian stilt (bird),” Himantopus himantopus, and 
from the word kukuluāe‘o, which means “to walk on stilts.” Pukui et al. (1974) described the 
area as “formerly fronting Ke-walo Basin” and “containing marshes, salt ponds, and small 
fishponds,” an environment well suited for this type of bird (Griffin et al. 1987:36). Kekahuna 
(1958:4) described it as “the land on the upland side of Ka‘ākaukukui. Salt was formerly made 
there.”  

Kewalo literally means “the calling (as an echo).” Land Commission and other historic-era 
documents identify it as the area between Cooke and Sheridan Streets, mauka of Queen Street 
and the coastal sections of Ka‘ākaukukui, Kukuluāe‘o, and Kālia. According to Pukui et al. 
(1974:109), “outcasts (kauwā) intended for sacrifice were drowned here” (see mo‘olelo below). 
Kekahuna said that at one time, it also had a sand beach as a part of the area, where various 
sports, such as surfing were held. An 1866 map (Hawai‘i Land Survey Division, Reg. Map No. 
111), shows this small, thin coastal section adjacent to the east side of Kolowalu Pond, east of 
the project area. 

2.3 Mo‘olelo Associated with Place Names 
The present study area is generally located in a region known as Ka‘ākaukukui. It is makai of 

Kewalo on early historic maps and west of the land called Kukuluāe‘o. The names Ka‘ākaukukui 
and Kukuluāe‘o do not appear in any citations in Hawaiian Island Legends Index or in the index 
to Fornander’s Collection of Hawaiian Antiquities and Folklore. There are a few mentions of the 
place names “Kewalo” and Kaka‘ako in various legends and traditions. Kaka‘ako and 
Kukuluāe‘o are mentioned in some post-contact chants. 
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From these legendary accounts it can be seen that Ka‘ākaukukui, Kukuluāe‘o, and Kewalo 
were traditionally noted for their fishponds and salt pans, for the marsh lands where pili grass 
and other plants could be collected, for ceremonial sites such as Pu‘ukea Heiau, Kewalo Spring, 
and Kawailumalumai Pond at which sacrifices were made, and for their trails that allowed 
transport between the more populated areas of Waikīkī and Honolulu. Important chiefs were 
born in the area and conducted religious rites, and commoners traveled to the area to procure 
food and other resources; some commoners probably also lived in the area, possibly adjacent to 
the ponds and the trails. 

2.3.1 Kaka‘ako 
Kaka‘ako is mentioned in Thrum’s version of the legend of Kū‘ula, the god presiding over the 

fish, and his son ‘Ai‘ai, who was the first to teach the Hawaiians how to make various fishing 
lines and nets, the first to set up a ko‘a kū‘ula, a rock shrine on which the fishermen would place 
their first catch as an offering to Kū‘ula, and the first to set up ko‘a ia, fishing stations where 
certain fish were known to gather. Leaving his birthplace in Maui, ‘Ai‘ai traveled around the 
islands, establishing ko‘a kū‘ula and ko‘a i‘a. On O‘ahu, he landed first at Makapu‘u in 
Ko‘olaupoko, and then traveled clockwise around the island. 

Aiai came to Kalia [Waikīkī] and so on to Kakaako. Here he was befriended by a 
man named Apua, with whom he remained several days, observing and listening 
to the murmurs of the chief named Kou. This chief was a skillful haiku 
[Katsuwonus pelamis; bonito] fisherman, his grounds being outside of Mamala 
until you came to Moanalua. There was none so skilled as he, and generous with 
all, giving akus to the people throughout the district [Thrum 1998:242].  

2.3.2 Kewalo 
Kewalo once had a freshwater spring in the central portion (current location unknown), as 

seen in the proverb “Ka wai huahua‘i o Kewalo” which translates as “The bubbling water of 
Kewalo.” Two springs are mentioned in a traditional story of the Waters of Ha‘o. This legend 
tells of two children of the chief Ha‘o who ran away from their cruel stepmother. They stayed a 
time with the caretakers of Kewalo Spring, which may have been located close to the trail that 
connected Waikīkī and Honolulu. The children then left when they heard that the chiefess had 
sent men to look for them. The two children followed the moonlit trail across the plain toward 
Kou (Honolulu), but finally collapsed from weariness and thirst. In a dream, the boy’s mother 
told him to pull up a plant close to his feet. When he did, he found a spring under the plant, 
which was called the Water of Ha‘o, or Kawaiaha‘o. This spring is located at the western end of 
the trail, near Kawaiaha‘o Church in Kaka‘ako (Pukui 1988:87-89). 

Kewalo also once had a famous fishpond that was used to drown members of a pariah caste 
(kauwā) or kapu (taboo) breakers as the first step in a sacrificial ritual known as Kānāwai 
Kaihehe‘e (Kamakau 1991:6) or Ke-kai-he‘ehe‘e, which translates as “sea sliding along,” 
suggesting the victims were slid under the sea (Westervelt 1963:16). Kewalo is described as: 

A fishpond and surrounding land on the plains below King Street, and beyond. It 
contains a spring rather famous in the times previous to the conversion to 
Christianity, as the place where victims designed for the Heiau of Kanelaau on 
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Punchbowl slopes, was first drowned. The priest holding the victim’s head under 
water would say to her or him on any signs of struggling, “Moe malie i ke kai o 
ko haku.” “Lie still in the waters of your superiors.” From this it was called 
Kawailumalumai, “Drowning waters” [Sterling and Summers 1978: 292]. 

Kō‘ula (meaning “red sugar cane”) is the area around Thomas Square and the mauka portion 
of the Ward estate, suggesting that the Kawailumalumai Pond may have been east (“beyond 
Kō‘ula”) of the Ward estate. It may be part of the pond (5 ponds) complex awarded to Koalele as 
LCA 3169, which is pictured on an 1884 Bishop map, as just to the southeast of the Ward/Booth 
estate (LCA 274) and generally mauka and northeast of the project area.  

Kewalo is mentioned in a legend as a marsh near the beach, where tall pili grass was growing. 
A man named Kapoi went to this area to get thatching for his house. While there, Kapoi found 
seven owl’s eggs and took them home to cook for his supper. An owl perched on the fence 
surrounding his house and cried out “O Kapoi, give me my eggs!” After several such pleas, 
Kapoi eventually returned the eggs. In return, the owl became his ‘aumakua (family god) and 
instructed him to build a heiau (pre-Christian place of worship) named Mānoa. Kapoi built the 
heiau, placed some bananas on the altar as a sacrifice, and set the kapu days for its dedication. 
The king of O‘ahu, Kākuhihewa, who was building his own heiau in Waikīkī, had made a law 
that if any man among his people erected a heiau and set the kapu before him, that man should 
die. Kapoi was seized and taken to the heiau of Kūpalaha, at Waikīkī. Kapoi’s ‘aumakua owl 
asked for aid from the king of the owls at Owl’s Hill (Pu‘u Pu‘eo) in Mānoa, who gathered all of 
the owls of the islands. They flew to Kūpalaha and battled the king’s men, who finally 
surrendered. From this time, the owl was considered a powerful akua (god). The battle area was 
known as Kukaeunahio-ka-pueo, which means “the confused noise of owls rising in masses” 
(Westervelt 1963: 135-137; Thrum 1998: 200-202). 

Kewalo was the birthplace of the great chief Hua-nui-ka-la-la‘ila‘i, as mentioned in this mele 
(story) chanted by Kamakau (1991 24): 

‘O Hua-a-Kamapau ke ‘li‘i Hua-a-Kamapau the chief 
O Honolulu o Waikīkī O Honolulu, of Waikīkī 
I hanau no la i kahua la i Kewalo, Was born at Kewalo, 
‘O Kālia la kahua Kālia was the place [the site] 
O Makiki la ke ēwe,  At Makiki the placenta, 
I Kānelā‘au i Kahehuna ke piko,  At Kānelā‘au at Kahehuna the navel cord, 
I Kalo i Pauoa ka ‘a‘a; At Kalo at Pauoa the caul; 
I uka i Kaho‘iwai i Upland at Kaho‘iwai, at 
  Kanaloaho‘okau . . .   Kanaloaho‘okau. . . 

The chief Hua was famous for his love of cultivation and his care for the people. His heiau, 
called Pu‘ukea, was in Kukuluāe‘o in Honolulu; it is mentioned in a traditional wānana 
(prophecy) recorded by Kamakau (1991:24-25).  

[Ka makaua ua kahi o ‘Ewa] [The increasing “first rain” of ‘Ewa] 
Ua puni ka i‘a o Mokumoa, Overcomes the fish of Mokumoa, 
Ua kau i‘a ka nene; Washes up fish to the nene plants; 
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Ua ha‘a kalo ha‘a nu; Lays low the taro as it patters down; 
Ha‘a ka i‘a o kewalo,  Lays low the fish of Kewalo, 
Ha‘a na ‘ualu o Pahua, Lays low the sweet potatoes of Pahua, 
Ha‘a ka mahiki i Pu‘ukea, Lays low the mahiki grass at Pu‘ukea, 
Ha‘a ka unuunu i Pele‘ula, Lays low the growing things at Pele‘ula 
Ha‘a Makaaho i ke ala. Lays low Makaaho [Makāho] in its path 
 
E Kū e, ma ke kaha ka ua, e Kū, O Kū, the rain goes along the edge [of the 
          island], O Kū  
[I ‘ai ‘na ka i‘a o Maunalua] . . . [Eating” the fish of Maunalua] . . . 

The chant mentions the mahiki grass of Pu‘ukea Heiau. The Hawaiian term mahiki means “to 
peel off” (Andrews 2003:369). The word was also used to describe a rite to exorcise an evil 
spirit, as the skilled kahuna (priest) “peeled” the malicious spirit from the afflicted. Used in the 
ritual was a shrimp called mahiki or a native grass called mahiki. Mahiki, or ‘aki‘aki, is a tufted 
rush (Sporobolos sp.) found near the seashore. The ethnologist, Mary Pukui, states that even 
during her youth, parents put “tī leaves, or hala, or ‘aki‘aki grass, in a little sea-salt water and 
[would] have the child drink it” (Pukui et al. 1972:163) to rid them of badly-behaving spirits. 
The use of this grass in a ritual may explain its association with a ceremonial heiau, or it may 
simply be that the Kukuluāe‘o coast was a good habitat and thus a favored place for healers to 
collect this type of grass.  

2.3.3 Ka‘ākaukukui 
Ka‘ākaukukui is briefly mentioned in the legend of Hi‘iaka, beloved sister of the Hawaiian 

volcano goddess, Pele. Hi‘iaka and her companions had been traveling around O‘ahu on the land 
trails, but decided to travel from Pu‘uloa (on Pearl Harbor in ‘Ewa) to Waikīkī by canoe. At 
Pu‘uloa, Hi‘iaka met a party who were planning on traveling to the house of the chiefess Pele‘ula 
in Waikīkī. Hi‘iaka recited a chant, telling the people although they were going by land and she 
was going by sea they would meet again in Kou (ancient name of Honolulu). One portion of the 
chant mentions the place Ka‘ākaukukui, with reference to a pool, possibly a reference to the salt 
ponds of the area: 

A pehea lā au, e Honoka‘upu, ku‘u aloha And what of me, O Honoka‘upu, my love 
I ka welelau nalu kai o Uhi, o ‘Ōa Upon the crest of the surf at Uhi and ‘Oā 
‘O nā makai ke ao (pō) o poina Eyes in the living realm (night) of oblivion 
Ma hea lā wau, e ke aloha lā Where am I, O my love 
‘O Kou ka papa Kou is the coral flat 
 
‘O Ka‘ākaukukui ka loko Ka‘ākaukukui is the pool 
‘O ka ‘alamihi a‘e nō Some ‘alamihi indeed 
‘O ka lā a pō iho Wait all day until night 
Hui aku i Kou nā maka. Friends shall meet in Kou. 
     [Ho‘oulumāhiehie 2006a:297; Ho‘oulumāhiehie 2006b:277] 

The exact meaning of the word alamihi within this chant is unknown. ‘Alamihi is the 
name of a native Hawaiian small black crab (Metopograpsus thukuhar), a scavenger that is often 
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associated in Hawaiian sayings with corpse-eating (Pukui and Elbert 1986:18). Alamihi is also 
used as a place name that can mean “path [of] regret” (Pukui et al. 1974:9). 

2.3.4 Heiau of Honolulu 
There is no mention in historical documents for any heiau in the coastal Ka‘ākaukukui or 

Pu‘unui lands. However, there were at least three heiau in the general coastal Honolulu area, one 
east and two west of the current project area. 

In the chant to the chief Hua, the heiau of Pu‘ukea in Kukuluāe‘o is mentioned. The literal 
meaning of Pu‘ukea is “white hill” (although it may have alternate meanings). Pu‘ukea is also 
the name of a small land division within the ‘ili of Kukuluāe‘o, mentioned in at least two Land 
Commission Awards, LCA 1502 (not awarded) and LCA 1504. LCA 1504 was located near the 
junction of Halekauwila Street and Cooke Street. It is fairly common for a heiau to have the 
same name as the ‘ili in which it is located, so it is possible that Pu‘ukea Heiau was also near the 
junction of Halekauwila and Cooke streets. The majority of the house sites in the mid-nineteenth 
century in Kukuluāe‘o were located near Halekauwila Street and Queen Street, mauka of the 
low-lying coastal swamplands on higher, dry ground. It is possible that the heiau platform or the 
area that it was built on was one of the few “high spots” in the flat, low-lying swamp that 
surrounded it, and thus gained the name pu‘u kea (white hill).  

The second heiau known for the Honolulu area is Pākākā Heiau, once located at the foot of 
Fort Street, west of the current project area. Kamehameha I lived in a complex around Pākākā 
Heiau from 1809 to 1812. The site’s use as a ceremonial structure ended in 1819 with the 
abolition of the kapu (tabu) system, but the area of the heiau platform was part of a royal village 
up to 1826, when Ka‘ahumanu, wife of Kamehameha, moved from this complex to a site nearer 
Kawaiaha‘o Church to be near the houses of the new American missionaries (Kamakau 
1961:265). In 1816, the Honolulu Fort had been built to the east of the complex. The fort was 
demolished in 1857 (Figure 7) to make way for expansion of the harbor complex (Judd 1975:59). 

Thomas Thrum, who made several lists and surveys for Hawaiian heiau, does list Pākākā but 
does not mention Pu‘ukea Heiau. He adds a third Honolulu temple, Ka‘ahaimauli Heiau (Thrum 
1906a:44), destroyed by the time of his survey, but once located in downtown Honolulu in the 
general area of ‘Iolani Palace. The location of this heiau has been marked on the compiled map 
tracing shown in Figure 5.  

In his report on the survey of O‘ahu sites conducted in the early 1930s, McAllister (1933:80) 
says of Honolulu “Information regarding former sites within the present limits of Honolulu must 
come entirely from literary sources.” He does mention Pākākā Heiau, once the main royal temple 
in Honolulu; this heiau would have been located around the foot (makai end) of Fort Street. He 
does not list Pu‘ukea or Ka‘ahaimauli Heiau, but he does note that Peter Corney, a visitor to the 
island in 1819, saw several heiau (morai) along the Honolulu shore: 

There are several morais, or churches in the village, and at new moon the priests, 
chiefs and hikanees (aikane) [counselors] enter them with offerings of hogs, 
plantains, and cocoanuts, which they set before the wooden images. The place is 
fenced in, and have pieces of white flags flying on the fences [Corney 1896:101]. 
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Figure 7. 1857 photograph of Queen Street by Hugo Stangenwald, view to the east; in right 

foreground men are dismantling Fort Honolulu; the current study parcel would be 
makai of Kawaiaha‘o Church (building with a steeple seen in left background) along 
the coast (Honolulu Advertiser Archives) 

2.4 Trails 
John Papa ‘Ī‘ī mentions some of the place names mentioned previously while discussing early 

nineteenth century trails in the Honolulu/Waikīkī area (Figure 8 and Figure 9). The fact that a 
trail traversed this region – characterized by ponds, marshlands and lo‘i – suggests that the trail, 
especially as it neared the coastline at Kālia, must have run on a sand berm raised above 
surrounding wetlands and coral flats. On the middle trail (probably close to the current alignment 
of Queen Street), walking from Waikīkī to Honolulu: 

The trail from Kalia led to Kukuluaeo, then along the graves of those who died in 
the smallpox epidemic of 1853, and into the center of the coconut grove of 
Honuakaha. On the upper side of the trail was the place of Kinau, the father of 
Kekauonohi [‘Ī‘ī 1959:89]. 

The grave site referred to is the Honuakaha Cemetery at the makai corner of Halekauwila and 
South Streets, makai of Kawaiaha‘o Church and northwest of the current study area. Honuakaha 
was a settlement located generally between Punchbowl and South Streets, on the makai side of 
Queen Street. On the lower, coastal trail, walking from Honolulu towards Waikīkī: 

From the makai side of Kaoaopa was a trail to the sea at Kakaako, where stood 
the homes of the fishermen. Below the trail lived Hehehewa and his fellow 
kahunas [‘Ī‘ī 1959:89]. 
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Figure 8. Upper trail in Honolulu (about 1810), the present alignment of King Street and 

Wai‘alae Avenue follows this early trail (Paul Rockwood illustration from ‘Ī‘ī 
1959:93; map not to scale); Ka‘ākaukukui was makai of the Honuakaha settlement  

 
Figure 9. Lower and Middle trails in Honolulu (about 1810), shows location of Pākākā Heiau, 

Kuloloia Beach, and the Honuakaha Settlement; note Kaka‘ako is labeled at the point 
of a landing (Paul Rockwood illustration from ‘Ī‘ī 1959:90; map not to scale) 

Ka‘ākaukukui
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Section 3    Historical Background 

3.1 Early post-Contact History and Population Centers 
Ka‘ākaukukui, Kukuluāe‘o, Pu‘unui and Kewalo were located between two centers of 

population, Kou and Waikīkī, situated on the southern shore of pre-contact O‘ahu. In Waikīkī, a 
system of irrigated taro lo‘i (irrigated fields) fed by streams descending from Makiki, Mānoa, 
and Pālolo valleys blanketed the plain, and networks of fish ponds dotted the shoreline. 
Similarly, Kou - the area of downtown Honolulu surrounding the harbor - possessed shoreward 
fishponds and irrigated fields watered by ample streams descending from Nu‘uanu and Pauoa 
Valleys. The pre-Contact population and land use patterns of Ka‘ākaukukui may have derived 
from its relationship to these two densely populated areas; it may have participated in some of 
the activities associated with them. Thus, the attempt to reconstruct the region—as it existed for 
the Hawaiians during the centuries before western contact and the modern urbanization that has 
reconfigured the landscape—must begin with accounts of Kou and Waikīkī. 

Waikīkī is actually the name of a large ahupua‘a (traditional land division) encompassing 
lands stretching from Honolulu to Maunalua Bay. Within that ahupua‘a, by the time of the 
arrival of Europeans during the late eighteenth century, the area today known as Waikīkī had 
long been a center of population and political power on O‘ahu. According to Martha Beckwith 
(1940:383), by the end of the fourteenth century, Waikīkī had become “the ruling seat of the 
chiefs of O‘ahu.” The pre-eminence of Waikīkī continued into the eighteenth century and is 
confirmed by the decision of Kamehameha, in the midst of unifying control of the islands, to 
reside there after wresting control of O‘ahu by defeating the island’s chief, Kalanikūpule.  

Chiefly residences were only one element of a complex of features sustaining a large 
population that characterized Waikīkī up through pre-Contact times. Beginning in the fifteenth 
century, a vast system of irrigated taro fields was constructed, extending across the littoral plain 
from Waikīkī to lower Mānoa and Pālolo valleys. This field system, an impressive feat of 
engineering, the design of which is traditionally attributed to the chief Kalamakua, took 
advantage of streams descending from Makiki, Mānoa, and Pālolo Valleys, which also provided 
ample fresh water for the Hawaiians living in the ahupua‘a. Water was also available from 
springs in nearby Mō‘ili‘ili and Punahou. Closer to the Waikīkī shoreline, coconut groves and 
fishponds dotted the landscape. A continuous zone of population and cultivation, from the 
shoreline of present day Waikīkī Beach, extended north well into Mānoa Valley. The western 
and eastern bounds of this zone are less clear, and there are no specific references to Waikīkī’s 
abundance reaching into the Ka‘ākaukukui region. 

A basic description of Honolulu and Kou, up to western contact, is given by E. S. Craighill 
and Elizabeth Handy: 

What is now Honolulu was originally that flatland area between the lower ends of 
Nu‘uanu and Pauoa Valleys and the harbor. [W.D.] Westervelt . . . wrote that 
‘Honolulu was probably a name given to a very rich district of farm land near 
what is now . . . the junction of Liliha and School Streets, because its chief was 
Honolulu, one of the high chiefs at the time of Kakuhihewa’. . . . It is probable 
that the chief referred to by Westervelt took his name from the harbor and 
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adjoining land. The original name of the land where the town grew when the 
harbor became a haven for foreign ships was Kou. . . . The number of heiau in 
this area indicates that it was a place of first importance before the era of foreign 
contact [Handy and Handy 1972:479]. 

Rev. Hiram Bingham, arriving in Honolulu in 1820, described a still predominantly native 
Hawaiian environment - still a “village” - on the brink of western-induced transformations: 

We can anchor in the roadstead abreast of Honolulu village, on the south side of 
the island, about 17 miles from the eastern extremity. . . . Passing through the 
irregular village of some thousands of inhabitants, whose grass thatched 
habitations were mostly small and mean, while some were more spacious, we 
walked about a mile northwardly to the opening of the valley of Pauoa, then 
turning southeasterly, ascending to the top of Punchbowl Hill, an extinguished 
crater, whose base bounds the northeast part of the village or town. . . . Below us, 
on the south and west, spread the plain of Honolulu, having its fishponds and salt 
making pools along the seashore, the village and fort between us and the harbor, 
and the valley stretching a few miles north into the interior, which presented its 
scattered habitations and numerous beds of kalo (arum esculentum) in its various 
stages of growth, with its large green leaves, beautifully embossed on the silvery 
water, in which it flourishes [Bingham 1847:92-93]. 

The Ka‘ākaukukui region would have been in Bingham’s view as he stood atop “Punchbowl 
Hill” looking toward Waikīkī to the south; it would have comprised part of the area he describes 
as the ‘plain of Honolulu’ with its “fishponds and salt making pools along the seashore.” 

Another visitor to Honolulu in the 1820s, Capt. Jacobus Boelen, hints at the possible pre-
contact character of Honolulu and its environs, including the Ka‘ākaukukui area: 

It would be difficult to say much about Honoruru. On its southern side is the 
harbor or the basin of that name (which as a result of variations in pronunciation 
[sic] is also written as Honolulu, and on some maps, Honoonoono). The 
landlocked side in the northwest consists mostly of taro fields. More to the north 
there are some sugar plantations and a sugar mill, worked by a team of mules. 
From the north toward the east, where the beach forms the bight of Whytetee, the 
soil around the village is less fertile, or at least not greatly cultivated [Boelen 
1988:62]. 

Boelen’s description implies that the Ka‘ākaukukui region and the present study area are 
within a “not greatly cultivated” region of Honolulu perhaps extending from Pūowaina 
(Punchbowl Crater) at the north through Kaka‘ako to the Kālia portion of Waikīkī in the east. 

An early, somewhat generalized depiction of the pre-contact native Hawaiian shaping of 
Waikīkī, Honolulu, and the Ka‘ākaukukui region is given on an 1817 map (Figure 10) by Otto 
von Kotzebue, commander of the Russian ship Rurick, who had visited O‘ahu the previous year. 
The map shows taro lo‘i (the rectangles, representing irrigated fields) massed around the streams 
descending from Nu‘uanu and Mānoa valleys. The depicted areas of population and habitation  
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Figure 10. 1817 map by Otto von Kotzebue, commander of the Russian ship Rurick, showing taro lo‘i, fishponds and salt pans in 

Honolulu and Waikīkī; note the lack of habitation near the general project area (map reprinted in Fitzpatrick 1986:48-49) 
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concentration (illustrated by the trapezoids) probably reflect distortions caused by the post-
contact shift of Hawaiians to the area around Honolulu harbor - the only sheltered landing on 
O‘ahu and the center of increasing trade with visiting foreign vessels. Kamehameha himself had 
moved from Waikīkī to Honolulu in 1809. 

Kotzebue’s map illustrates that the land between Pūowaina (Punchbowl Crater) and the 
shoreline - which would include the Ka‘ākaukukui - formed a “break” between the heavily 
populated and cultivated centers of Honolulu and Waikīkī; the area is only characterized by 
fishponds, salt ponds, trails connecting Honolulu and Waikīkī, and occasional taro lo‘i and 
habitation sites. An 1855 map of Honolulu by Joseph de LaPasse, a lieutenant aboard the French 
vessel, L`Eurydice, pictures the project parcels within one large pond or swamp (Figure 11). 

A clearer picture of Ka‘ākaukukui and the present study area develops with accounts of other 
visitors to and settlers of Honolulu during the first half of the nineteenth century. Gorman D. 
Gilman, who arrived in Honolulu in 1841, recalled in a memoir the limits of Honolulu during the 
early 1840s: 

The boundaries of the old town may be said to have been, on the makai [seaward] 
side, the waters of the harbor; on the mauka [inland] side, Beretania street; on the 
Waikīkī side [i.e. the area just beyond Punchbowl Street], the barren and dusty 
plain, and on the Ewa [west] side, the Nuuanu Stream [Gilman 1904:97]. 

Gilman further describes the “barren and dusty plain” beyond (east of) Punchbowl Street: 

The next and last street running parallel [he had been describing the streets 
running mauka-makai, or from the mountains to the shore] was that known as 
Punchbowl Street. There was on the entire length of this street, from the makai 
side to the slopes of Punchbowl, but one residence, the two-story house of Mr. 
Henry Diamond, mauka of King Street. Beyond the street was the old Kawaiahao 
church and burying ground. A more forsaken, desolate looking place than the 
latter can scarcely be imagined. One, to see it in its present attractiveness of 
fences, trees and shrubbery, can hardly believe its former desolation, when 
without enclosure, horses and cattle had free access to the whole place [Gilman 
1904:89]. 

That the environs of the missionary enclave and Kawaiaha‘o Church were indeed “forsaken” 
and “desolate looking” in the 1820s when the missionaries first settled there is confirmed in the 
memoirs of the American missionary C. S. Stewart who, arriving on Maui after living at the 
mission, declared Lahaina to be “like the delights of an Eden” after “four weeks residence on the 
dreary plain of Honoruru” (Stewart 1970:177). It is likely that these descriptions of the Honolulu 
plain also include - at least for western sensibilities - the Ka‘ākaukukui region. The barrenness of 
the Ka‘ākaukukui area is illustrated in two sketches, one made in 1834 (Figure 12) when 
Kawaiaha‘o church was still a long grass-thatched building, and one made in 1850 (Figure 13) 
after the grass hut had been replaced by a large coral stone structure with a steeple.
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Figure 11. Section of 1855 map of Honolulu by Lt. Joseph de LaPasse of the French vessel, L`Eurydice; project area is labeled 

“Pecheries” (“Fishponds”) (map reprinted in Fitzpatrick 1986:82-83) 
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Figure 12. Portion of 1834 sketch by anonymous illustrator entitled “Town of Honolulu: Island of Woahoo: Sandwich Islands” 

(original sketch at Bernice P. Bishop Museum; reprinted in Grant 2000:64-65); project area would be makai of Kawaiaha‘o 
Church, at this time a long grass-thatched structure  

 
Figure 13. 1853 sketch, “A Veiw of Honolulu, from the Catholic Church,” by Paul Emmert (original at Hawaiian Historical Society; 

reprinted in Grant 2000:5); the project area would be makai of the Kawaiaha‘o Church, the stone structure with a steeple
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Between Kawaiaha‘o Church and the sea are only a few scattered huts along the shore and 
aligned along the inland trail (now covered by King Street). The project parcels would be makai 
and left (east) of the church along the shore. An 1887 photograph (Figure 14 and Figure 15) of 
the area also shows the marshy nature of the area, with only scattered houses near the ponds or 
near the shore makai of Kawaiaha‘o Church.  

3.2 Mid-Nineteenth Century to Early Twentieth Century 

3.2.1 The Māhele and Land Commission Awards 
Among the first descriptions of Ka‘ākaukukui made by the Hawaiians themselves are the 

testimonies recorded during the 1840s in documents associated with Land Commission Awards 
(LCA) and awardees of the Māhele. The LCA records indicate that the traditional Hawaiian 
usage of the region and its environs may largely have been confined to salt making and farming 
of fish ponds, with some wetland agriculture in those areas mauka or toward Waikīkī at the very 
limits of the field system descending from Makiki and Mānoa valleys. However, the testimonies 
do indicate that the area was lived on by Hawaiians before the nineteenth century. The LCA 
records also reveal that, midway through the nineteenth century, taro cultivation, traditional salt 
making and fishpond farming activities continued within Ka‘ākaukukui area. These activities and 
the land features that supported them would be eliminated, or buried by the first decades of the 
twentieth century by the urbanization of Honolulu. The LCA records and historic maps and 
archival photographs document more precisely traditional Hawaiian settlement and subsequent 
historic land usage within and the around the present project area. 

The Organic Acts of 1845 and 1846 initiated the process of the Māhele – the division of 
Hawaiian lands – which introduced private property into Hawaiian society. In 1848, the crown, 
the Hawaiian government, and the ali‘i (chiefs) received their land titles. The Block 2 parking 
parcel (project area) are within the land section of Pu‘unui and within Land Commission Award 
7713, as shown on Figure 6.  

An 1876 map of the ‘ili of Ka‘ākaukukui and Pu‘unui (see Figure 6) shows that the project 
parcel in an area of salt pans; there are no kuleana lots to commoners and no habitations. All 
habitation lots near Ka‘ākaukukui and Kukuluāe‘o are located in clusters near Queen Street, 
most in the settlement at Honuakaha, or further inland along King Street, as shown on a 1884 
map (Figure 16) and a 1887 map (Figure 17). 

The ‘ili of Ka‘ākaukukui (LCA 7713) was awarded to Victoria Kamāmalu, the sister of 
Kamehameha IV and Kamehameha V. Ka‘ākaukukui consisted of three non-contiguous sections, 
a type of ‘āina (land) called a lele. An early surveyor for the Hawaiian Government Survey 
office explains about lele in general, and Ka‘ākaukukui in particular: 

There were two features of the ili, referred to by the terms lele . . . the ili often 
consisted of several distinct sections of land—one, for instance, on the seashore, 
another on dry, open land, or kula, another in the regularly terraced and watered 
kalo patch or aina loi district, and another still in the forest, thus again carrying 
out the equable division system which we have seen in the ahupuaa.  
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Figure 14. 1887 (circa) photograph of Honolulu and Waikīkī; Kawaiaha‘o Church in left 

foreground; the cupola on the roof of the Ward’s House on the mauka end of Old 
Plantation can be seen in the upper left of the photograph; the project area is within the 
marshlands seen in the right upper background (original photograph at Hawai‘i State 
Archives, Henry L. Chase Collection; reprinted in Stone 1983:84-85) 

 

 
Figure 15. Enlarged inset section on 1887 (ca.) photograph (Figure 14 above) showing 

marshlands and scattered huts along the coast near the project area 

Ward House 
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Figure 16. 1884 map of Honolulu, Kewalo Section, by Sereno Bishop, showing the locations of LCA parcels, fishponds, salt lands, 

and houselots; note the absence of houses within the project parcels (Hawai‘i Land Survey Division, Registered Map 1090)  
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Figure 17. 1887 Hawaiian Government Survey map of “Honolulu and Vicinity” (portion), by W. A. Wall (map on file at Library of 

Congress); notice the lack of houses near the current project area (outlined in red)  
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These separate pieces were called, lele, i.e., “jumps,” and were most common on 
Oahu. . . . Kaakaukukui held Fisherman’s Point and the present harbor of 
Honolulu; then kalo land near the present Kukui street, and also a large tract of 
forest at the head of Pouoa [Pauoa] Valley. . . . 

These different pieces were called variously, either by their own individual name 
or by that of the whole ili, thus puzzling one sadly when attempting to obtain 
information with respect to them [Lyons 1894:1697].  

There are no smaller kuleana awards to commoners within this award. The award also 
included the southern portion of the ‘ili of Pu‘unui and a large fishpond (labeled Loko 
Ka‘ākaukukui) surrounded by land in the ‘ili of ‘Auwaiolimu. Loko Ka‘ākaukukui was probably 
a fishpond fed by spring-water, but the other ponds in her award, Loko Kaimukanaka, Loko 
Kalokoeli, and possibly Loko Kuaimeki, were probably salt ponds filled by tidal waters. There 
are no houses within this award shown on the 1874-1891 maps. There are two structures labeled 
“Salt Houses,” presumably for drying or storing salt, and a few other structures associated with 
the wharfs and the Marine Railway leading to the reef. This land does not seem to have been 
used in this period for habitation. 

The ‘ili of Pu‘unui, which also had several lele lands, included the large rectangular section 
in the center of the 1874 Lyons map. The upper portion was part of LCA 677 to Mataio 
Kekūanao‘a, a high ali‘i who was a close friend to Kamehameha II and was married to Kīna‘u, 
the daughter of Kamehameha I. On the 1867 Lyons map, LCA 2045 is shown within Pu‘unui. 
This lot was awarded to Kauwahi, who received the parcel in the time of Kamehameha I. The 
1891 Brown map shows a house on this parcel. 

There are three LCA Awards shown on maps on the northwestern border of Ka‘ākaukukui. In 
the Māhele testimony, these awards are listed as within the ‘ili of Kaka‘ako.  

LCA 4457 to Ana Kaloa was inhabited by her family since the days of Kamehameha I; it had 
four fishponds, an ‘auwai (irrigation ditch) and a house enclosed by a fence.  

LCA 3455 to Kaule for Liliha, a houselot (pāhale) bound by the sea and the mouth of a 
stream (muliwai), was inherited from Kamehameha I.  

LCA 247, a house lot, was claimed by Charles Kana‘ina for W. C Lunalilo, who received his 
land before the Māhele from his mother (mamua loa). Kana‘ina was a friend to Kamehameha II 
and married his fifth wife Kekāuluohi. Their son was Lunalilo, who became the sixth monarch of 
Hawai‘i. 

The ‘ili of Pualoalo, or Puaaloalo, (10605-A) was awarded to Iona (Jonah) Pi‘ikoi. Pi‘ikoi 
was an ali‘i, a retainer of Kauikeaouli, Kamehameha III and held several government posts. It 
consisted of three lele lands, two in Nu‘uanu valley and a parcel shown on the 1876 Lyons map 
(see Figure 6), bordering the northeast corner of Ka‘ākaukukui. On the 1884 Bishop map, there 
are four houses on this property.  

The ‘ili of “Kaalaa,” northwest of the current project area, was awarded to Beneli (Bennett) 
Nāmakehā, a member of Kamehameha II’s privy council. He was the uncle of Queen Emma 
(wife of Kamehameha IV) and the first husband of Kapi‘olani, who later married King Kalākaua, 
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the seventh Hawaiian monarch (Kame‘eleihiwa 1992:276.) A late nineteenth century 
Ka‘ākaukukui map (see Figure 6) identifies this parcel as “Kaalaa Her Majesty Kapiolani.” In his 
will, Nāmakehā gave the lele of Ka‘ala‘a to his widow Kapi‘olani. In a legal suit concerning the 
property, the lele is described as: 

. . . a piece of land situate at Honuakaha, Honolulu, and containing an area of 1.6 
acres. The property consisted formerly of a fishpond and its banks and, perhaps, a 
small piece, additional, of dry land, and was a lele of the Ili of Kaalaa . . . 

. . . from 1852 or, perhaps, 1850, (Kapiolani and Namakeha married in 1850) 
Kapiolani at various times had the pond cleaned out, that her servants by her 
direction fished therein and delivered the fish to her for her use, that she 
sometimes gave them some of the fish, that she erected a small building on the 
bank of the pond or on the kula adjoining, that a man employed and directed by 
her to care for and the care of the pond occasionally lived in that building, and 
that she at times objected to horses being pastured on the kula of the pond because 
the animals might enter the pond and cause injury to it [Hawaii Supreme Court 
1903:321, 324].  

The ‘ili of ‘Auwaiolimu, which consisted of several lele, was awarded to Kalaeokekoi, but he 
returned it to the government, and it became Crown Land. Kalaeokekoi was married to 
Kaulahua, who is believed to be the niece of Charles Kana‘ina (awarded LCA 247 in Kaka‘ako). 

A large section of the ‘ili of Honuakaha was awarded to Mataio Kekūanao‘a (father of 
Victoria Kamāmalu), but the rest of the ‘ili was divided into small lots. This was the main 
habitation area to the east of central Honolulu and is noted as a village as early as 1810 (‘Ī‘ī 
1959:92). The waihona ‘āina database notes seven awards in the ‘ili of Honuakaha, but there are 
additional awards in this ‘ili, which extended on both sides of Punchbowl Street. In many of the 
awards, the ‘ili name is not given, only the address on Punchbowl or Queen Street.  

The entire ‘ili of ‘Āpua was not awarded to one person, but LCA 704, between the two long 
fishponds in the northwest of the current project area, was within the ‘ili of ‘Āpua. The claim is 
for a houselot to Honaunau, which he received prior to the death of Kīna‘u in 1837.  

The ‘ili of Kukuluāe‘o (LCA 387) was awarded to the American Board of Commissioners 
for Foreign Missions (ABCFM). Initially this land was associated with Punahou School in 
Mānoa Valley, as Chief Boki gave the Punahou lands to Hiram Bingham, pastor of Kawaiaha‘o 
Church in 1829 (DeLeon 1978:3). In the Māhele, however, this sea land became “detached” 
from the Mānoa award and was instead given to the pastor of the Kawaiaha‘o Church, as noted 
in a history of the Punahou School (Punahou School and Oahu College 1866). Curtis Perry 
Ward, a native of Kentucky, came to the Hawaiian Islands in 1853, and soon established a livery 
and draying business. In 1865, he bought a large 12-acre estate mauka of King Street. Sometime 
before 1875, Ward added to his property with the purchase of 77 acres and 3,000 feet of ocean 
frontage in the ‘ili of Kukuluāe‘o, makai of Queen Street. 

LCA 982 to Kukao is shown on the 1876 Lyons map as in the Pu‘unui area, but according to 
the Māhele testimony, it was within the ‘ili of Kukuluāe‘o. Kukao said that it had four houses on 
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the fenced lot, one belonging to him, one to the witness, Auhili, and one to a man named Koke. 
The property had been passed down from his father, who lived in the time of Kamehameha I. 

The ‘ili of Kewalo (LCA 10605) was awarded to Kamake‘e Pi‘ikoi, wife of Jonah Pi‘ikoi 
(awardee of Pualoalo ‘Ili), as part of LCA 10605, ‘āpana (lot) 7. The award was shared between 
husband and wife (Kame‘eleihiwa 1992:269). Kewalo was a large 270.84-acre land section 
extending from Kawaiaha‘o Church to Sheridan Street. This land section had numerous large 
fish ponds, which were awarded as part of the claim to Pi‘ikoi. 

In summary, the area of study is completely within LCA 7713 to Victoria Kamāmalu, which 
included the Ka‘ākaukukui area and the southern portion of the coastal Pu‘unui area. The parcel 
is located within a former large salt marsh, where salt pans were constructed using the tidal 
waters. The main habitation concentration for this general area was in the old settlement of 
Honuakaha, at the junction of Punchbowl and Queen streets. Late nineteenth century maps do 
show some scattered houselots in the ‘ili of Pu‘unui, Pualoalo, Kaka‘ako and ‘Āpua. Some of 
these may have belonged to the caretakers of the fishponds and salt ponds in the area. 

3.2.2 The 1874 Transit of Venus Observatory at ‘Āpua  
On the 1876 map of Ka‘ākaukukui, an area labeled “Transit of Venus” yard and 

“Observatory” is labeled for a lot northwest of the study area (see Figure 6). On other historic 
maps, this land section is called ‘Āpua. This lot was used to house a large portable observatory in 
1874, an event of so much interest that the lot continued to be labeled as the Transit of Venus 
yard many years after the portable observatory had been dismantled (Figure 18 and Figure 19). 

In 1874, several astronomical teams from Great Britain traveled to different parts of the world 
to observe a rare transit of the planet Venus across the sun. The “purpose of the observations was 
to better determine the value of the astronomical unit (AU)—the Earth-sun distance—and 
thereby the absolute scale of the solar system” (Chauvin 2004:xii). This project attracted 
enormous interest in Hawai‘i, and members of the Hawaiian Government Survey worked with 
the Hawai‘i team, who set up observatories on Hawai‘i, Kaua‘i, and O‘ahu. Each station needed 
an equatorial telescope, other telescopes, a transit instrument, an altazimuth (surrounded by a 
portable wooden observatory with a revolving dome), and several clocks, chronometers, 
compasses, micrometers, reflecting circles and artificial horizons (Chauvin 2004:51, 60).  

On reaching Honolulu, the British team of seven astronomers temporarily moved into the 
Hawaiian Hotel in downtown Honolulu, and began to look about for a proper place to set up their 
O‘ahu observatory. King Kalākaua, who strongly supported the project, gave them permission to 
use a piece of land in the ‘ili of ‘Āpua. Captain Tupman, head of the expedition wrote: 

Difficulty was experienced in finding a suitable place of observation, as I 
considered it of great importance that the observers should be lodged very close to 
the instruments; and house accommodation is rather limited. However we have 
been enabled to rent a cottage belonging to the Princess Ruth, Governess of 
Molokai, capable of accommodating the Head Station observers, and adjoining 
some land owned by His Majesty the King who had kindly given us permission to 
erect our instruments Etc. and enclose as much land as may be necessary [cited in 
Chauvin 2004:76-77]. 
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Figure 18. 1874 Photograph of Transit of Venus station at ‘Āpua near Honolulu; notice the pond 

(part of ‘Auwaiolimu) in the foreground, the long barracks/workshops and other 
buildings of the station in the midground, and the spire of Kawaiaha‘o Church in the 
background, view to the north (Bishop Museum Archives, reprinted in Chauvin 
2004:iii) 

 
Figure 19. Sketch of the Transit of Venus station at ‘Āpua near Honolulu; note armed guards 

keeping out curious onlookers outside the fenced enclosure; view to the east (sketch 
from Illustrated London News, January 23, 1875; reprinted in Chauvin 2004:108) 
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The land in question was a 0.3-acre “open piece of grass land in the district called Apua. south 
of Punchbowl street, and west of Queen Street.” Several buildings were erected, included a 
barracks and workshop, a cookhouse, a photo hut thatched with grass, the stages (platforms) for 
the instruments, and a wooden palisade to enclose the lot. The observations of the Transit of 
Venus on December 8, 1874 in Honolulu were a great success, and the British party was feted by 
the king and other prominent families of Hawai‘i. All that was left was to dismantle the 
temporary buildings at ‘Āpua. Tupman wrote: 

Mar. 13. The sale. Our household goods sold well, many friends desiring to obtain 
a memento of our visit. The long shed, Cook house, walls of huts, transit hut 
complete, water pipes & taps, 6-foot fencing and a large pile of lumber were 
knocked down to His Majesty the King for a very small sum, as no one would bid 
against him. We were not altogether sorry for this as His Majesty has given us the 
land rent free & had aided us in many ways tending to save expense to the British 
Government [cited in Chauvin 2004:124]. 

3.2.3 Kaka‘ako Salt Works and the Salt Pans of Kewalo and Kukuluāe‘o 
As noted in the Land Commission Award testimony, much of the land in Ka‘ākaukukui was 

used to produce salt. The Hawaiians used pa‘akai (salt) for a variety of purposes, to flavor food, 
to preserve fish by salting, for medicines, and for ceremonial purposes. David Malo described 
the traditional method of making salt: 

O ka paakai kekahi mea e pono ai, he mea e ono ai, ka ia, a me ke koekoe o ka 
paina ana, he mea hana ia ka paakai, ma kekahi aina, aole i hana a ma kekahi 
aina, o ke kai makai, e kii aku no ka wahine, a lawe mai ma ke poi, a ke kai 
hooholo ia mai kekahi ma kauwahi mai.  

E waiho kela kai ma kekahi poho paha, he ekaha paha, he kahe ka paha, a liu 
malaila, alaila lawe ana kauwahi e, a paakai iho la no ia, o ka papa laau ka mea 
kui poi [Malo 2006:73]. 

Translation 

Pa‘akai (salt) is another beneficial item. It is used to make fish delicious and 
tasteless foods edible. Pa‘akai is made at a particular place, [but] it [salt] is not 
actually made from this spot, rather it [salt water] came from the sea. A woman 
went to get some when the sea crashed [upon the rocks] and she ran back [the salt 
water] to this particular spot.  

That salt water (kai) is placed in, perhaps, a depression (poho) or a “Bird’s nest” 
(ēkeha) or rock basin (kāheka) and allowed to evaporate (liu). Then it is taken to 
another spot and is formed into pa‘akai. Wooden boards (papa lā‘au) are used to 
pound poi (mashed cooked kalo corms) on [Malo 2006:95]. 
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In 1903, Nathaniel Emerson translated David Malo’s articles on early Hawaiian life. In his 
publication, the translations are not literal, but include information that Emerson added to clarify 
the accounts. In Emerson’s translation:  

Salt was one of the necessities and was a condiment used with fish and meat, also 
as a relish with fresh food. Salt was manufactured in certain places. The women 
brought sea-water in calabashes, or conducted it in ditches to natural holes, 
hollows and shallow ponds (kekaha) on the sea-coast, where it soon became 
strong brine from evaporation. Thence it was transferred to another hollow or 
shallow vat, where crystallization into salt was completed [Malo 1951:123]. 

Captain Cook was the first to note the method of making salt in prepared “saltpans.” 

Amongst their arts, we must not forget that of making salt, with which we were 
amply supplied, during our stay at these islands, and which was perfectly good of 
its kind. Their saltpans are made of earth, lined with clay; being generally six or 
eight feet square, and about eight inches deep. They are raised upon a bank of 
stones near the high-water mark, from whence the salt water is conducted to the 
foot of them, in small trenches, out of which they are filled, and the sun quickly 
performs the necessary process of evaporation. . . . Besides the quantity we used 
in salting pork, we filled all our empty casks, amounting to sixteen puncheons, in 
the Resolution only [Cook 1784:151]. 

In the next years after the discovery of the islands by Captain Cook in 1778, most visitors to 
the islands were British and American fur-traders, who stopped at Hawai‘i on their way to China. 
One reason for their visit was to stock up on food and water, but another concern was to buy or 
trade for salt, which was used to cure the seal and mammal pelts collected from the Northwest 
Coast. During Kotzebue’s visit in 1816 and 1817, he noted that “Salt and sandalwood were the 
chief items of export” (in Thrum 1905:50).  

The journals of none mention the object of call other than for refreshments, 
though one, 3 some years later, records the scarcity and high price of salt at the 
several points touched at, with which to serve them in the curing of furs obtained 
on the coast. In all probability salt was the first article of export trade of the 
islands and an object, if not the object, of these pioneer fur-traders’ call [Thrum 
1905:45]. 

The missionary William Ellis, on a tour of the Hawaiian Islands in 1822 and 1823, also noted 
these salt pans and recorded the final step of crystallization. 

The natives of this district (Kawaihae) manufacture large quantities of salt, by 
evaporating the sea water. We saw a number of their pans, in the disposition of 
which they display great ingenuity. They have generally one large pond near the 
sea, into which the water flows by a channel cut through the rocks, or is carried 
thither by the natives in large calabashes. After remaining there for some time, it 
is conducted into a number of smaller pans about six or eight inches in depth, 
which are made with great care, and frequently lined with large evergreen leaves, 
in order to prevent absorption. Along the narrow banks or partitions between the 
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different pans, we saw a number of large evergreen leaves placed. They were tied 
up at each end, so as to resemble a narrow dish, and filled with sea water, in 
which the crystals of salt were abundant [Ellis 1827:403-404]. 

In an article on Hawaiian salt works, Thomas Thrum discusses the large salt works at Ālia 
Pa‘akai (Salt Lake in Moanalua) and at Pu‘uloa on the western loch of Pearl Harbor. Kamakau 
(1961:409) reported “The king and Isaac of Pu‘uloa are getting rich by running the salt water 
into patches and trading salt with other islands.” The salt was sent to Russian settlements in the 
Pacific Northwest, where it was used to pack salmon (Hawaiian Gazette, January 29, 1897). 
Thrum also mentions a salt works in Kaka‘ako. 

Honolulu had another salt-making section in early days, known as the Kakaako 
salt works, the property of Kamehameha IV, but leased to and conducted by E. O. 
Hall, and subsequently E. O. Hall & Son, until comparatively recent years. This 
enterprise was carried on very much after the ancient method of earth saltpans as 
described by Cook and Ellis [Thrum 1924:116].  

In the testimony for LCA 1903, Lolopi claimed two ālia (salt beds), 15 ho‘oliu (drains), two 
poho kai (depressions where salt is gathered) and 1 salt kula (dryland or wasteland). Four 
separate types of salt features are mentioned; the ponds near the shore that fill with salt water at 
high tide (ālia), the drains (ho‘oliu) where the salt water is transferred to smaller clay-lined or 
leaf-lined channels, the natural depressions (or modified depressions) in the rocks along the 
shore where salt formed naturally, and the salt kula, which was waste land, land that could 
probably not be used for agriculture as it was impregnated with salt. Lolopi did not live near his 
salt lands, but Pahiha, claimant of LCA 1504, did have a house near his fish pond and salt bed. 
The house was probably a simple grass hut, similar to those shown on an 1838 sketch entitled 
“Honolulu Salt Pans, Near Kakaako” and the one shown on an 1845 sketch of the “Old Salt 
Pans” (Figure 21 and Figure 22). These sketches show the traditional long salt ponds parallel to 
the shore. The 1876 Lyons map shows the extent of the salt pans, which extend into the current 
project area, and in the surrounding Kaka‘ako area (Figure 20). The current project area appears 
to be the furthest mauka that the salt pans extend to in this figure.  

The export of salt declined in the late nineteenth century. Thrum (1924:116) states that the 
apex of the trade was in 1870, but by 1883, he noted that “pulu, salt and oil have disappeared 
entirely” from the list of yearly exports (Thrum 1884:68). By 1916, only one salt works, the 
Honolulu Salt Co., was still in operation. Salt continued to be manufactured for local use; the 
Kaka‘ako Salt Works appears on maps as late as 1891 and a page in Victoria Wards’s ledger for 
1883 notes a yearly income of $651.50 received from her “Salt Lands” in Kukuluāe‘o (Hustace 
2000:50). As noted above, Thrum (1924:116) said the Honolulu Salt Co. was the only salt 
producer on O‘ahu in 1916. A 1916 Commerce Report (Taylor 1916:723) states that the 
Honolulu Salt Co., operates “salt beds at Puuloa, Kalihi, and Waikiki, on the island of Oahu . . . . 
No mention is made of Kaka‘ako, suggesting that the Kaka‘ako salt works had closed before 
1916. 

The traditional method of salt production was gradually replaced by the more labor intensive 
Chinese method, as the Chinese immigrants began to take over the traditional salt and fish ponds 
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Figure 20. A 1876 Lyons map showing the extent of the salt pans, which extend into the current 

project area, and in the surrounding Kaka‘ako area 
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Figure 21. 1838 sketch of “Honolulu Salt Pan, near Kaka‘ako” drawn by a French visitor, 

Auguste Borget (original sketch at Peabody Essex Museum, Salem, Mass; reprinted in 
Grant 2000:64-65) 

 
Figure 22. 1845 sketch of “Native Church [Kawaiaha‘o Church], Oahu, from the Old Salt Pans,” 

drawn by John B. Dale, from the U.S. Exploring Expedition led by Lt. Charles Wilkes 
(J. Welles Henderson Collection, reprinted in Forbes 1992:126); the sketch is probably 
from the salt pans in the Ka‘ākaukukui area 
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of Honolulu in order to grow rice, to raise ducks, and to make salt. In a 1906 article, Rev. 
Westervelt (1906:43-46) explained the Chinese method of salt evaporation for the Honolulu salt 
beds. The Chinese worker first used a water pump to draw the seawater from the larger ditch 
below to the salt-evaporation beds above. The man moved the two handles back and forth to 
work the pump. The evaporation beds were lined with clay, wet with sea water, and tramped and 
pounded down. Each pan was about 20 feet square, covered with about two inches of water, and 
bound by an earth dyke, as shown in old photograph of the Kewalo salt brine beds (Figure 23). 
On early historic maps, the area of salt pans is often marked out as a large grid of contiguous 
squares, as shown on an 1883 map (Figure 24).  

 

 
Figure 23. 1902 photograph of Kewalo brine basins (original photograph at Bernice P. Bishop 

Museum; reprinted in Scott 1968:579)  

After allowing the sun to evaporate some of the water, the worker stepped into the 
evaporation pan and scraped the salt into a pile in the center with a simple wooden scraper. The 
worker then threw a large basket-shaped scoop into the brine and used a tin dipper to move the 
salt to the basket. Two baskets, one on each side of a pole, were then carried on the back of a 
worker across the thin earth dykes between the salt pans. The baskets were dumped into large 
drying piles, where the remaining water seeped out into the ground. The salt was then sewn into 
gunny sacks and sent to the market for sale. 

By 1901, most of the fishponds and salt pans makai of King Street were reported as 
abandoned. In that year, the Hawaii First Legislative Assembly (1901:185) proposed to build a 
ditch to drain away the “foul and filthy water that overflows that district at the present time…”: 
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Figure 24. 1883 map of the Honolulu Water Works System; the grid to the east of the project area depicts salt pans (Hawai‘i Land 

Survey Division, Registered Map No. 1087)  
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The district makai of King St. and the Catholic Cemetery, Ewa of Mrs. Ward’s 
(the Old Plantation), mauka of Clayton St., and Waikiki of the land from King St., 
leading to the Hoomananaauao Church, consists of six large abandoned fish ponds 
and a large number of smaller ones, all in filthy condition, fed by springs and 
flowing into Peck’s ditches. Just makai of these ponds, at the end of Clayton 
street, next to Mr. Ward’s, is Peck’s place. An artesian well flushing the wash 
houses flows into two foul ditches, thence to the big pond which is Waikiki of 
what used to be Cyclomere and next to Mrs. Ward’s line [ditch] extending down 
to Waimanu St. 

The rear portion of Mrs. Ward’s property down to Waimanu St. used to be fish 
ponds all connecting to the sea by a ditch which is fed by an artesian well. These 
ponds, with the exception of three, are abandoned.  

3.2.4 Kaka‘ako’s Role as a Human Quarantine Center and Cemetery Area 
The block (Punchbowl to South, Pohukaina to Ala Moana, now covered by the Waterfront 

Plaza complex) west of the current study area was used as a cemetery in the 1700s (or earlier) up 
to the early 1800s, based on an analysis of artifacts from eight disinterred burials (Griffin et al. 
1987:4). This is currently referred to as the “Ka‘ākaukukui Cemetery,” but its ancient name, if it 
had one, is unknown.  

During the 1853 smallpox epidemic, patients were isolated at a temporary quarantine camp, a 
hospital was set up at Kaka‘ako (Thrum 1897:98), and victims of the disease were buried at the 
Honuakaha Cemetery near the modern junction of Quinn Lane and South Street (Griffin et al. 
1987:13; Pfeffer et al. 1993; Hammatt and Pfeffer 1993).  

Hansen’s Disease (leprosy) was first reported in 1840, and first definitely identified in 1853. 
In the next 25 years (1853-1878), there were 160 cases per year (about 4000) and 80 cases (about 
4000) per year in the next 50 years (1878-1928), steadily decreasing to 60 cases a year in 1931 
and 20 cases a year by 1951 (Arnold 1956:317). In 1865, a receiving hospital in Kalihi, west of 
Honolulu town, was set up to examine suspected lepers. If the diagnosis was confirmed, the 
patients were forcibly exiled to the Kalaupapa colony on Moloka‘i. In cases where it was 
uncertain if the patient had leprosy or some other type of skin disease, the stay at the hospital 
could extend into weeks while the doctors waited for definite symptoms of leprosy to develop. A 
branch hospital and receiving station for cases of Hansen’s Disease was opened in Kaka‘ako, in a 
block now bounded by Ala Moana, Auahi, Coral and Keawe Streets (Griffin et al. 1987:55) in 
1881, with 48 patients tended by Dr. George L. Fitch (Hanley and Bushnell 1979:112). This 
land, at “Fisherman’s Point,” was donated by Princess Ruth Ke‘elikōlani. On an 1881 map of 
O‘ahu (Figure 25), the project area is still within the salt works and surrounded by marsh. The lot 
that would be filled in for the Leper Detention Center, still shown as a reef area, is southeast of 
the current study area.  

One of the main purposes of the Kaka‘ako Detention Center was to keep suspected lepers 
isolated from the general pubic. Sister Leopoldina, a Franciscan sister, described the Kaka‘ako 
Hospital in 1885 as like a prison, enclosed by: 
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Figure 25. 1881 Hawaiian Government Survey map of O‘ahu by R.Covington, showing the 
project area in Ka‘ākaukukui ‘Ili within a salt pan (grid) area (Hawai‘i Land Survey 
Division, Registered Map No. 1381) 

. . . . a high close board fence and large strong locked gates. . . . A large building 
[sat] over those gates where the lepers were allowed to talk with their relatives 
through prison bars. No one was allowed to enter without a permit from the Board 
of Health [cited in Hanley and Bushnell 1979:114]. 

As the complex was on a former salt marsh near the sea, it was subject to flooding at high tide. 
The salt water killed all vegetation and made it impossible to landscape the complex with grass 
or plants; the water swept away stone-bordered paths, corroded metal, and destroyed the 
whitewash on the buildings. Even so, the Board of Health expected the patients to help feed 
themselves by growing their own vegetables in gardens on the center’s grounds. Overcrowding 
was also a problem. The hospital, built to house 100 patients, had over 200 residents by 1883. 
Dr. Fitch was in favor of making the Kaka‘ako station a permanent leprosarium, and often 
delayed sending confirmed lepers to Molokai.  

In 1883, Walter Murray Gibson, minister in King Kalākaua’s government, and head of the 
Board of Health, sent out a plea for a religious order to care for the sick of Hawai‘i, especially 
the lepers. The call was answered by the Franciscan Sisters of Syracuse, New York, led by 
Mother Marianne Cope. The seven sisters arrived in Honolulu and made their first visit to the 
Kaka‘ako Leper Detention Center in November of 1883. They were appalled with what they 
saw: tumble-down cottages, filth and flies in the dining area, and the stench of the leper’s 
unwashed sores. The hospital steward, J. J. Van Geisen, took them on a tour. 
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“Now let me show you the most interesting place,” he announced, leading the 
group to a narrow building that teetered on pilings over the surf. The structure had 
been divided into three dingy cubicles, with warped floors and windows ghosted 
by salt spray. The first of the rooms was the “morgue.” Van Geisen explaining 
that when a patient’s condition reached a certain point, he was forced into the 
morgue and remained there until dead. The body was then dragged to the second 
cubicle, where Fitch performed an autopsy. Finally the remains were moved to the 
third room, to await a burial team [Tayman 2006:143]. 

The sisters built a convent at the hospital in November to live near their patients. The convent 
was a two-story house with a hall, parlour, and refectory on the ground floor, and five bedrooms 
upstairs. A small chapel was attached to the rear of the structure, dedicated to St. Philomena. The 
sisters soon took the running of the hospital in hand, cleaning and whitewashing the cottages, 
separating the males and females into two wards, and setting up new landscaped areas and 
gardens (Figure 26). 

In 1884, Mother Marianne built a home at Kaka‘ako for the non-leprous daughters for the 
patients and Kaka‘ako and the exiled lepers of Molokai (Figure 27). The girl’s home was named 
after Queen Kapi‘olani, who supported the plan by raising funds. A two-story dormitory for the 
girls was built near the sister’s chapel (Hanley and Bushnell 1980:222). 

In 1888, the Board of Health decided to close the Kaka‘ako Branch, moving the receiving 
station to Kalihi; they determined that “The buildings at Kakaako should be entirely removed” 
(Hanley and Bushnell 1980:275). The hospital and several other of the larger buildings were 
dismantled and transported for use at Molokai (Daws 1984:xxiii), but a few buildings remained, 
and Kaka‘ako continued to be used as a temporary leprosy receiving station. Thrum (1897:101) 
reports that victims of the cholera epidemic of 1895 were treated at the Kaka‘ako Hospital, so the 
remaining buildings were modified or a new hospital was built during this time. In 1889, the 
Kapi‘olani School for Girls was also moved to Kalihi (Hanley and Bushnell 1980:326). The 
buildings were torn down and the new immigration station was built on the former grounds of 
the home. 

In 1899, the first case of bubonic plague was identified in Hawai‘i, and spread rapidly through 
the crowded tenements of Chinatown. The government decided that the best way to eradicate the 
disease was through “controlled burning” of the wooden buildings. Infected patients were moved 
to a quarantine camp at Kaka‘ako. Some people, not necessarily patients, whose houses were 
burned were housed at the barracks of the Kaka‘ako Rifle Range, and their belongings were 
stored in the cellars of Kaumakapili Church. In January 20, a fire was set in Block 15 between 
Kaumakapili Church and Nu‘uanu Avenue, which quickly got out of control. No one was killed 
in the fire, but Chinatown was destroyed. Many people were homeless, and also bereft of all 
belongings, which were lost when Kaumakapili Church burned to the ground (Iwamoto 
1969:122-124, 130-131). 

In 1905, the Kaka‘ako area was used for the incineration of the waste from urban Honolulu. 
Thomas Thrum reported:  
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Figure 26. 1886 photograph of patient’s Oceanside cottages at the Kaka‘ako Leper Detention 
Center (reprinted in Hanley and Bushnell 1980:photograph section) 

 

 

Figure 27. 1886 photograph of the Kapi‘olani Home for Girls within the Kaka‘ako Leper 
Detention Center; Mother Marianne Copeland is the second woman from the right 
(reprinted in Hanley and Bushnell 1980: photograph section) 
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Early in the year was completed the long projected garbage crematory for the 
disposal, daily, of the city's refuse by a patent and sanitary process. It is located 
on the shore of Kakaako, adjoining the sewer pumping station; is two stories in 
height and built of brick [Thrum 1906b:177]. 

The dredging of Honolulu harbor and its channel is completed as far as planned 
for the present, and excavations for the Alakea and Kinau slips finished, the 
material therefrom being used to fill in a large area of Kakaako and the flats in the 
vicinity of the sewer pumping station and garbage crematory. The amount of 
material removed by the Federal dredging was a million and a half cubic yards 
[Thrum 1907:148-149]. 

3.2.5 Military Works at Ka‘ākaukukui 
During the monarchy, the point at Kaka‘ako was the location for a battery, with three cannon 

used to salute visiting naval vessels, which responded with their own cannon salutes. Other 
saluting batteries were at the top of Punchbowl Crater and at the Honolulu Fort (Dukas 
2004:163). The Hawaiian Annual and Almanac for 1887 (Thrum 1887:37) reported that $4,500 
had been spent to build the battery, which was used for gun salutes up to at least the end of the 
monarchy in 1893 (Judd 1975:57), as shown on an 1887 photograph (Figure 28) and a 1887 map 
of Honolulu (see Figure 17). 

 
Figure 28. 1887 photograph of the Kaka‘ako Saluting Battery and flagstaff (original photograph 

taken by Karl Kortum and archived at the San Francisco Maritime Museum; reprinted 
in Scott 1968:176) 

After the annexation of the islands by the United States in 1899, the U.S. Congress began to 
plan for the coastal defenses of their new islands. The major batteries were placed at Pearl 
Harbor and in Waikīkī, but a small reservation, named Fort Armstrong, was also set up on the 
Ka‘ākaukukui Reef as a station for the storage of underwater mines. Fort Armstrong is shown on 
a 1911 War Department map of O‘ahu. Battery Tiernon, with two 3 inch m 1903 guns, was built 
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at this site in 1911, and took over the job of saluting visiting naval vessels once performed by the 
Kaka‘ako battery (Williford and McGovern 2003:15).  

The fort does not seem to have been very impressive. William Castle in 1917 noted: 

Fort Armstrong is the saluting station for the port of Honolulu. It is built on the 
Kaakaukukui Reef, one mile from the centre of the city and at the entrance of the 
harbour. Its area is 64 acres, and it has as garrison the 104th Company (mine) of 
the Coast Artillery Corps. Both officers and men are wretchedly housed in 
temporary board and batten shacks, although the fort has been in use for three 
years [Castle 1917:90]. 

The fort saw some small action during World War I when, in October 1917, the military 
authorities closed Honolulu Harbor between sunset and sunrise. The steamer Claudine, which 
was sailing from Maui when the edict went into effect, sailed into Honolulu Harbor unknowingly 
after twilight. The coast artillery at Fort Armstrong shot a few shells across her bow, and the 
steamer quickly reversed her engines and went back out to sea, until the following morning, 
when she could safely and legally come to shore (Thomas 1983:147). In the Japanese attack on 
the islands in December 7, 1941, the fort escaped relatively unscathed; only one motor pool 
structure was hit. Antiaircraft shells were fired from the fort, but were ineffective; at least one hit 
the town rather than any aircraft (Richardson 2005:34). In the 1950s, the federal government 
returned most of Fort Armstrong to the Territory of Hawai‘i, which used the area to expand the 
shipping piers of the harbor. 

3.2.6 Kerosene Storage Lot and the Magoon Block 
On the 1876 map of Ka‘ākaukukui, north of the current project area in the ‘ili of Pu‘unui, is a 

lot marked “kerosene storage,” a government facility. The danger of locating this storage area so 
close to downtown Honolulu was emphasized by the compiler of the Hawaiian Annual, Thomas 
Thrum, who noted fires at the kerosene storage in 1891, and then again in 1907: 

And, as if to emphasize the critical condition of the city, fires have been more 
numerous than usual, with more serious loss thereby than for years past, the 
principal one being the government Kerosene Warehouse in the early part of June 
last, with some 35,000 cases of oil and gasoline [Thrum 1892:129]. 

Early in August a small building at Kakaako of not much value was destroyed by 
fire. Shortly afterwards, by the prompt response to the firemen to a “still alarm” 
about 8 a. m. of Sunday, the 11th, an incendiary blaze in the Kerosene warehouse 
at Kakaako was quenched just in time to avert a serious explosion and 
conflagration [Thrum 1908:180-181]. 

On later historic maps, this land section is referred to as the Magoon Grant or the Magoon 
Block. John Alfred Magoon was a prominent lawyer in Honolulu who married Emmeline Marie 
Afong, the daughter of a wealthy Chinese businessman in Hawai‘i (Dye 1997:211-212). Like 
many businessmen, Magoon bought properties as investments, for development or for sale for a 
profit at a later date. Under Kamehameha IV, he received Grant 3182 (.312 acres) in 1878 for 
$50, and Grant 3183 (1.89 acres) for $260. By 1914, he built on the Queen Street lot a two-story 
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structure with shops on the ground floor and residential apartments on the top floor (Figure 29), 
described as “Hawaii’s First Apartment House” (Griffin et al. 1987:32, 65). Additional structures 
were built in the early twentieth century in the parcel called the “Magoon Block.” The 
apartments were generally low-rent and inhabited by bachelors, although some poorer families 
crowded into the larger apartments. All of the buildings on the lot were demolished in 1940. 

 

 
Figure 29. Undated photograph of the Magoon Block (photograph reprinted in Kaka‘ako 

Connection 2003) 

3.2.7 Pohukaina School and Mother Waldron Park 
Northeast of the project area, between Pohukaina and Halekauwila Streets, and Coral and 

Cooke Street is Mother Waldron Park, which is associated with the early educational 
development of Honolulu schools. In 1874, the Pohukaina Girl’s School, for parents who cared 
“about their girls being mixed up with boys at school on in school playgrounds” (Bowser 
1880:451), was built on King Street. In 1907 the Hawai‘i Territorial Legislature passed an act to 
establish the Library of Hawai‘i. After evaluating several possible locations, the government 
committee decided that the King Street lot of the Pohukaina School would be the best location. 
Governor Frear wrote, “I arranged to have Pohukaina school moved to Kakaako- a more central 
location with reference to its constituency and with much more space for buildings and 
playgrounds” (Frear 1938, cited in Schilz 1991). The school was built in the lot to the west of 
Mother Waldron Park. Pohukaina School remained in operation in Kaka‘ako until 1980, by 
which time it had developed into a special education facility. The buildings were demolished, 
and in 1981, the Pohukaina School special education program was transferred to the campus of 
Kaimukī Intermediate School. 
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One of the teachers at the Pohukaina School, from 1922 to 1934, was Margaret Waldron. She 
was noted for her volunteer work in Kaka‘ako, and was “generally credited with being the 
individual who had most influence in transforming the so-called ‘Kakaako gangs’ into law 
abiding groups and wiping out the unsavory reputation which at one time clung to this district” 
(Honolulu Star-Bulletin; May 8, 1936:A1). Mrs. Waldron died on May 8, 1936 and the following 
year, when a new playground was constructed across Coral Street from Pohukaina Elementary 
School, the Honolulu Board of Supervisors authorized the park’s designation as “Mother 
Waldron Playground. 

3.2.8 Honolulu Iron Works 
In the 1850s, Hawaiian sugar planters became interested in a type of centrifugal machine that 

could separate sugar from molasses. In 1851, an engineer named David Weston installed his 
version of this machine in a Maui sugar mill. With backing from Hawaiian businessmen, Weston 
returned to the islands in 1853 and founded the Honolulu Iron Works (Figure 30), which he set 
up in a building already occupied by a flour mill (Kuykendall 1938:326-327). The flour mill was 
at first the most successful part of the business, where wheat from Maui and as far away as Chile 
was ground into flour and then exported to California. However, as the sugar industry became 
more prominent in the Hawaiian Island economy, the Iron Works began to build the machinery 
needed to operate the new sugar mills, not only in Hawai‘i but all over the world. At one point, 
the iron works employed 1,500 workers, many who lived in the Kaka‘ako area (Nicol 1998:510). 

 

 
Figure 30. 1901 (circa) photograph of the Honolulu Iron Works complex; note the empty lots 

east of the complex; the current project area would be to the east or right of this 
complex (original photograph at Bernice P. Bishop Museum; reprinted in Myatt 
1991:40-41) 

General 
Project Area 
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Business began to decline in the 1950s, and in 1973 the works were closed (Nicol 1998:510). 
At first the old buildings were converted to retail space, but eventually all were torn down, with 
the last warehouse being demolished in 1982 (Kawasaki 2005:2). This main lot for this complex 
is now covered by One Waterfront Plaza, west and adjacent to the current project area. 

3.2.9 Squattersville 
On land made during the construction of Fort Armstrong and areas to the east in the first two 

decades of the twentieth century, impoverished persons, mainly native Hawaiians, lived in 
shacks and sturdy houses in the 1920s in an area called “Squattersville,” named because they 
illegally lived without authorization on government land (Figure 31). This camp in the 
Ka‘ākaukukui area (shortened to ‘Ākaukukui), was generally around Olomehani Street near the 
shore (makai of the current study area across Ala Moana Boulevard), protected from the waves 
by a long sea wall. There were around 700 Hawaiians and part-Hawaiians living in shoreward 
camps in the mid-1920s, but by 1926 they were all gone. The government evicted the families 
and razed the houses (Clark 1977:64). 

Clark further reports on the developments in the area after the demise of Squattersville:  

During the 1930’s and 1940’s, the Ka‘ākaukukui area continued to be heavily 
utilized as a fishing and swimming area, especially by children from the 
neighboring community of Kaka‘ako. The children surfed on redwood planks in 
the break they called “Stonewall.” Many varieties of fish were abundant. Younger 
divers were warned by the old-time residents to stay away from the large 
sharkhole on the Waikīkī side of Kewalo Channel. Many people came to this area 
to pick limu [seaweed] and wana [sea urchin], and also to catch squid on the 
shallow reef [Clark 1977: 64]. 

3.3 Early Twentieth Century Land Reclamation Projects 

3.3.1 Kaka‘ako Reclamation  
The first efforts to deepen Honolulu Harbor were made in the 1840s. The idea to use this 

dredged material, composed of sand and crushed coral, to fill in low-lying lands, was quickly 
adopted. From 1857 to 1870, the “Esplanade” between Fort and Alakea streets was created on 22 
acres of filled-in former reef and tideland. By 1874, Sand (Quarantine) Island, site of the first 
immigration station, had been created over “reclaimed” land on reefs. 

By the 1880s, filling-in of the mud flats, marshes, salt ponds in the Kaka‘ako area had begun. 
This filling was pushed by three separate but overlapping improvement justifications. The first 
directive or justification was for the construction of new roads and improving older roads by 
raising the grade so the improvements would not be washed away by flooding during heavy 
rains. A report by the Hawaii Board of Health (1908:80) noted: 

I beg to call attention to the built-up section of Kewalo, “Kaka‘ako,” where 
extensive street improvements, filling and grading have been done. This, no 
doubt, is greatly appreciated and desirable to the property owners of that locality,  
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Figure 31. 1922 map of “Squattersville,” by Walter E. Wall. Area makai of Ala Moana Boulevard, southeast of the current study area 

(Hawai‘i Land Survey Division, Hawai‘i Territory Survey Plat Map 2050) 
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but from a sanitary point of view is dangerous, inasmuch as no provision has been 
made to drain the improved section, on which have been erected neat cottages  
occupied for the greater part by Hawaiian and Portuguese families, now being 
from one to three feet below the street surface, and which will be entirely flooded 
during the rainy season. Unless this is remedied this locality will be susceptible to 
an outbreak [of cholera] such as we experienced in the past.  

As mentioned in the above section, the justification most frequently cited was driven by 
public health and sanitation, the desire to clean up rivers and ponds that were reservoirs for 
diseases such as cholera and that acted as breeding places for rats and mosquitoes. Thus as early 
as 1902 (Hawaii Board of Health 1902:80), it is reported that: 

The Board has paid a great deal of attention to low-lying stagnant ponds in 
different parts of the city, and has condemned a number of them. The 
Superintendent of Public Works has given great assistance to seeing that the 
ponds condemned by the Board are filled. In September a pond on South Street 
was condemned as deleterious to the public health. 

The first areas to be filled were those areas closest to Honolulu town, then moving outwards 
to Kaka‘ako (Griffin et al. 1987:13). The first fill material may have been set down in 1881 for 
the Kaka‘ako Leper Branch Hospital (between Coral and Keawe Streets), which had been built 
on a salt marsh. Laborers were hired to “haul in wagonloads of rubble and earth to fill up that 
end of the marsh” (Hanley and Bushnell 1980:113). In 1903, five more lots in Kewalo, on 
Laniwai, Queen, and Cooke streets, were condemned and ordered to be filled (Hawaii Board of 
Health 1903:6). 

Although public health and safety were prominently cited, according to Nakamura (1979), the 
main desire (and third justification) to fill in Honolulu, Kewalo, and then Waikīkī lands was to 
provide more room for residential subdivisions, industrial areas, and finally tourist resorts. In the 
early part of the twentieth century, Kaka‘ako was becoming a prime spot for large industrial 
complexes, such as iron works, lumber yards, and draying companies, which needed large spaces 
for their stables, feed lots, and wagon sheds. In 1900 (Thrum 1901:172), the Honolulu Iron 
Works, which produced most of the large equipment for the Hawaiian plantation sugar mills, 
moved from their old location at Queen and Merchant Street near downtown Honolulu to the 
shore at Kaka‘ako, on land that had been filled from dredged material during the deepening of 
Honolulu Harbor. Other businesses soon followed. Thrum (1902:168) noted: 

The Union Feed Co. is another concern whose business has outgrown the limits of 
its old location, corner of Queen and Edinburgh streets. Like the Iron Works Co. 
they have secured spacious premises at Kakaako, erecting buildings specially 
adapted to the needs of their extensive business at the corner of Ala Moana 
(Ocean Road) and South Street. 

Private enterprises were not the only new occupants of Kaka‘ako. A sewer pumping station, 
an immigrant station, and a garbage incinerator were also built on “reclaimed land.” Thrum 
(1907:148-149) noted:  
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The dredging of Honolulu harbor and its channel is completed as far as planed for 
the present . . . the material there from being used to fill in a large area of 
Kakaako and the flats in the vicinity of the sewer pumping station and garbage 
crematory.  

For the incinerator, Thrum noted:  

The new station is built on piles on reclaimed land that is being filled in from the 
coral dredgings that is going on, and is gradually taking on a tropical appearance. 
. . . Adjoining its premises on the mauka side is the new building designed for the 
Planters’s Association for their labor bureau.  

The new immigration station (Figure 32) had seven large rooms for dormitories, surrounded 
by a breezy, open lanai, where immigrant workers would stay while waiting for their clearance 
to go to their new work places on the sugar plantations. Adjacent to the dormitory was a hospital, 
which was used to check the new immigrants for any “loathsome or dangerous contagious 
disease” (Hawaii Governor 1905:77). The hospital was also used during epidemics to isolate 
contagious patients, suffering from such diseases as smallpox, cholera, or plague. 

 
Figure 32. 1900 (ca.) photograph of the Immigration Station at Kaka‘ako, Union Feed Co. 

stables in center background (Hawai‘i State Archives) 

In 1900, a pond surrounded by a racing bicycle track, called the Cyclomere (built in 1897), in 
the Kewalo area was filled. This was located on the makai side of Kapi‘olani Avenue between 
Cooke Street and Ward Avenue. In 1904, the area around South Street from King to Queen 
Streets was filled in. The Hawaii Department of Public Works (1904) reported “considerable 
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filling [was] required” for the extension of Queen Street, from South Street to Ward Avenue, 
which would “greatly relieve the district of Kewalo in the wet season.”  

3.3.2 Kewalo Reclamation Project 
Although the Board of Health could condemn a property and the Department of Public Works 

could then fill in the land, the process was rather arbitrary and piecemeal. In 1910, after an 
epidemic of bubonic plague, the Board of Health condemned a large section of Kewalo, 
consisting of 140 land parcels, (including areas in Ka‘ākaukukui), which had numerous ponds 
(Hawaii Department of Public Works 1914:196).  

In 1914, the entire: 

 . . . locality bounded by King street, Ward avenue, Ala Moana and South street, 
comprising a total area of about two hundred acres, had been found by the board 
of health of the Territory to be deleterious to the public health in consequence of 
being low and below ‘the established grades of the street nearest thereto’ and at 
times covered or partly covered by water and improperly drained and incapable 
by reasonable expenditure of effectual drainage, and that said lands were in an 
insanitary and dangerous condition [Hawaii Supreme Court 1915:329]. 

The superintendent then sent a letter to all of the property owners, informing them that they 
must fill in the lands to the grade of the street level within sixty days. Only a few of the land 
owners complied, and filled their land with a variety of materials. Most of the land owners did 
not comply with this notice, and in 1912 the bid to fill in the land was given to Lord-Young 
Engineering Co. to fill in the land with “sand, coral and material dredged from the harbor or reef 
and the depositing of the same upon the land by the hydraulic method” (Hawaii Supreme Court 
1915:331). The recalcitrant land owners sued to stop the work, and in the records of this lawsuit, 
the method of hydraulic filling is described: 

By this [hydraulic] method the material dredged is carried in suspension or by the 
influence of water which is forced through large pipes and laid upon the lands and 
intervening streets, and afterwards is distributed and leveled, the water having 
drained off through ditches provided for the purpose. The work is done in large 
sections around which bulkheads have been constructed. A section can be filled in 
about thirty days, the dredger working about fifteen hours per day. And in about 
two months after a section has been filled the ground will have dried out so as to 
be fit for use as before. . . . The character of the material varies from very fine 
sand to coarse bits of coral . . .  

It appears in evidence that though the method employed the finest of the material 
which is carried upon the land settles when the water which transports it becomes 
quiet and as the water runs off a sludge or mud remains which forms a strata more 
or less impervious to water. This strata, however, is covered by the coarser and 
more porous material. . . . it appears that by mixing in to a depth of a few inches 
ordinary soil small plants will grow without difficulty. . . . The character of the 
locality must be considered. It is not adapted to agriculture, but is suited more 
particularly to such business purposes as it now partly used for, such as stables, 
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laundries, warehouses, mills, etc., and for cottages with small yards for the 
accommodation of laborers engaged in connection therewith. Upon the whole, we 
are of the opinion that the material proposed to be used in the fill-in of the lands 
of the complainants is not of a character as should be held to be improper for any 
of the reasons urged [Hawaii Supreme Court 1914:351]. 

The first land to be filled in was the portion of the Ward Estate Kukuluāe‘o property west of 
Ward Avenue which was completed in June 1913. In July “25,000 cubic yards of sand and 
ground-up coral were deposited on the Bishop Estate in the vicinity of Ala Moana and Keawe 
Street. The reason for shifting operations to this part of the district was that the Hawaiian Sugar 
Planter’s Association had erected a reinforced concrete building there and wished to have the lot 
brought to grade” (Hawaii Department of Public Works 1914:198). By August, the rest of the 
Ward Kukuluāe‘o lands west of Ward Avenue had been completely filled in, and by February 
1914, all of the land from South Street to Ward Street, and from Ala Moana to Queen Street had 
been filled. All the low areas and ponds in the current project area were filled by 1914. 

The expense of the suit (Hawaii Supreme Court 1915:331) did manage to shut down 
operations planned for the area from Ward Street to Waikīkī (Thrum 1916:159-160). This land 
was mainly owned by the Bishop Estate, who leased the land to small farmers growing taro and 
rice and raising ducks in the ponds. In 1916, the Bishop Estate announced that as soon as their 
present tenant leases expired, they planned to fill the lands and divide them into residence and 
business lots (Larrison 1917:148-149). In 1919, a portion of the coastal section of the Bishop 
Estate lands was secured by the government in order to expand the Kewalo Basin (Thrum 
1920:148). 

3.3.3 Waikīkī Reclamation Project 
It was during the 1920s that southeast O’ahu was transformed by construction of the Ala Wai 

Drainage Canal - begun in 1921 and completed eight years later - resulted in the draining and 
filling in of the remaining ponds and irrigated fields of Honolulu and Waikīkī. The canal was one 
element of a conceived in 1906 to urbanize Waikiki and the surrounding districts. The final result 
was a “canal three miles long, with an average depth of twenty-five feet and a breadth of two 
hundred fifty feet” (Honolulu Advertiser, 17 October 1928:2:16).  

Several claims by farmers were made against the dredging company seeking compensation 
for destroyed crops and livestock. For instance, a Chinese tenant farmer named Chang Fow, 
leasing lands in Waikīkī from the Bishop Trust Company wrote a letter of complaint indicating 
that the salt water that leached into his lands as a result of the dredging of the canal had 
devastated his fishponds and stocks of ducks and chickens (letter from Chang Fow to the Bishop 
Trust Company, 23 May 1922, cited in Nakamura 1979:100-101). His claims, along with those 
of other residents of the area, give an impression of the continuing agricultural subsistence base 
in Waikīkī that lasted into the 1920s, and rapidly became a thing of the past. 

Information about the actual dredging and fill process, and the materials dredged-up and used 
for fill, is minimal. Statements and pictures regarding the event show that dredging was done 
both off-shore, on the ocean bed, and in the area slated for the canal. Information regarding the 
filling process of personal properties—with the excess dredge that became the property of the 
Hawaiian Dredging Company—is unclear. Numerous phases seem to have taken place. 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 51  Historical Background 

Archaeological Monitoring Plan for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 56 
TMK: [1] 2-1-030:001, 043  

 

Nakamura (1979:85) wrote that the government of the Territory of Hawai‘i solicited bids in 
1920 for the dredge and fill project planned for the environs of Waikīkī. The plan was to create 
hundreds of acres of urban land at the expense of wetland agriculture and aquaculture in the area. 
The advertisement, soliciting bids for the project put forward by Lyman H. Bigelow, masked the 
significance of the project by stating that “for Dredging a Drainage Canal and Filling and 
Reclaiming Certain Unsanitary Lands at Waikiki” (Nakamura 1979:85). He further wrote that 
State laws were passed requiring property owners to pay for the filling in of their lands, which 
apparently was going to be done whether they wanted it or not. A lien would be fixed against 
their property and if all payment was not made on time, land would be foreclosed on. Nakamura 
pointed out that the cost was so high for some of the property owners that the bank lien could 
extend into a fifteen-year mortgage (Nakamura 1979:89). 

Once land that the Territory of Hawai‘i government wanted filled in (for state buildings) was 
complete, any further dredged materials became the property of the dredging company—the 
Hawaiian Dredging Company—and they in turn could sell the materials to the property owners, 
who in turn were forced to buy the product. Walter F. Dillingham, of the Hawaiian Dredging 
Company, died in 1963. Time magazine, in their article about him and his involvement in the 
project stated that “. . . Walter Dillingham used the muck dragged up from the sea to fill in low, 
marshy areas around Honolulu, over the years created 5,000 acres of solid ground that now holds 
a full third of the city’s population” (cited in Nakamura 1979:112). 

The land surface of modern Honolulu and Waikīkī is situated on the result of this decade long 
dredging and fill project of which the creation of the Ala Wai Canal was included. In 
Nakamura’s (1979:113) The Story of Waikīkī and the Reclamation Project, he wrote that this 
land “reclamation” program changed the ecology of Waikīkī from a once viable and important 
agriculture and aquaculture center . . .[to one] destroyed by profit-seeking capitalist 
entrepreneurs . . . under the subterfuge of “drainage” and “sanitation.” Many of the original 
property owners lost their land or had serious damage to their property as a result of the 
reclamation activities and/or the costly expense for the mandatory filling in of their properties. 

Dredging was not the only method for filling in the land throughout Kewalo. Evidence 
suggests urban trash was also used. “At the beginning of the twentieth-century, the stretch of 
coast between Fort Armstrong and Waikīkī was the site of the Honolulu garbage dump, which 
burned almost continually” (Shideler 2002 quoted from Young 1994). This burnt trash was used 
for filling in the unwanted swamp lands. 

The residue from burned rubbish was also used to reclaim swamps. This residue 
provided a fill that was quite inert and solid. Thus, a rubbish dump was 
considered a cost-free method for a landowner to reclaim swampy land. Many 
property owners offered their swamps and lowlands to the City government for 
reclamation via open dump burning…Major landowners and estates also had a 
practice of allowing the use of their land for dump sites. There was no payment by 
the City about sharing fees that the City charged to businesses that used the 
dumps. The city replied that revenue sharing was not justified because the 
increase in the value of the land reclaimed was sufficient payment (Young 2005). 

In The Saga of the Sandwich Islands by Edward B. Scott, Kewalo is described as: 
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‘The desert waterfront of Honolulu where there is a perpetual volcano,’ described 
this forsaken stretch of scrub covered coral wasteland between what would 
become the Ala Wai and Kewalo Basin. In the center of this desolation stood a 
refuse dump where, day and night, columns of smoke rose into the Hawaiian sky. 
(Scott 1968:578) 

A 1921 photo shows this “perpetual volcano,” where a city employee is shown burning trash 
at the refuse dump (Figure 33). In 1930 the first Kewalo Incenerator was built at the intersection 
of ‘Ahiu and Olomehani Streets in Kaka‘ako, which had a capacity to burn 80 tons of refuse a 
day (Shideler 2002).  

 

 
Figure 33. 1921 photo of a city employee burning trash in Kewalo (Scott 1968:578) 

3.4 Early Twentieth Century to the Present 

3.4.1 Urban Expansion in the Kaka‘ako Area 

The 1884 Bishop map (see Figure 16) shows the nascent traces of the future development in 
the grid of roads stretching mauka of the study areas. Kaka‘ako was considered outside the 
Honolulu town boundary and was used in the mid to late nineteenth century as a place for 
cemeteries, burial grounds, and for the quarantine of contagious patients. Then in the beginning 
of the twentieth century, the area was used as a place for sewage treatment and garbage burning, 
finally becoming an area for cheap housing and commercial industries (Griffin et al. 1987:13). 
Late nineteenth century maps show a corridor of streets extending diagonally from Honolulu 
Town, including Queen Street that was planned to connect to the beach road to Waikīkī. The 
Queen Street alignment appears to follow the route of the traditional trail from Kou (Honolulu) 
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to Waikīkī described by John Papa ‘I‘i. As noted previously, this trail likely ran on a sand berm 
raised above the surrounding marshlands and coral flats. The three ponds northwest of the 
current project area are still present. An 1881 map indicates that the project area is still part of 
the Kaka‘ako Salt Works, which probably closed its operation sometime before 1916. 

A series of U. S. Geographic Survey (or wartime U.S. Army) quad maps shows the gradual 
expansion of the Honolulu urban district to the edge of Kaka‘ako and beyond in the early 
twentieth century. During the first half of the twentieth century, both rice fields and marshlands 
were eliminated as Kaka‘ako lands were filled to accommodate the expanding urbanization of 
Honolulu.  

On a 1919 map (Figure 34), early twentieth century residences were clustered between 
Pohukaina and Queen Streets, one to two blocks north of the current project area. The edge of 
Honolulu along the shore ends abruptly at South Street, the western boundary of the current 
project area. Proposed streets extending to Waikīkī are dotted in, indicating the roads have not 
been built or improved (paved) by this time. As noted in the previous section, the study area 
would have been completely filled in by 1914 during road improvement projects and during the 
Kaka‘ako and Kewalo Reclamation projects. All of the ponds and the low-lying areas around the 
project area have been filled, and new land, for Fort Armstrong, has been created from dredged 
material.  

On the 1927 map (Figure 35), the open areas of Kaka‘ako have been filled with material 
dredged from the Ala Wai Canal, Ala Moana Beach Park, and for the new Kewalo Basin, and 
with material from the city incinerator at the Kewalo coastline. New roads and buildings appear 
along both sides of Ala Moana Boulevard. On the 1943 map (Figure 36), the excavation of 
Kewalo Basin is nearly complete. The current project area is covered with buildings and the grid 
of streets east of the project area to Ward Avenue is densely covered with residential and small 
commercial buildings. Small residential buildings were gradually replaced with larger 
commercial structures, as shown in a 1978 aerial photograph (Figure 37). On the current project 
area, all residences were demolished by 1978. In the 1960s the property was leased to Atlas 
Electric Company, which built on office building, a warehouse, and a parking lot on the 
property. 

In summary, the study area was apparently outside the two most intensely populated and 
cultivated areas - Waikīkī and Honolulu (or Kou) - along this portion of O‘ahu’s southern shore 
during pre- and early post-Contact times. It was nonetheless well utilized by the Hawaiians for 
activities appropriate to the specific environment, salt making and farming of fishponds, along 
with some wetland agriculture. The study area was also among the last areas of urban Honolulu 
to be built on and developed. 

3.4.2 Fire Insurance Maps 

A series of fire insurance maps illustrates the history of the current project area in greater 
detail. At the University of Hawai‘i at Mānoa, the Dakin Fire Insurance maps for 1891, 1899, 
and 1906  
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Figure 34. 1919 War Department map (Honolulu Quad), showing location of the project area - 

Block 2 parking lot (KAK-2) parcel  
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Figure 35. 1927 U.S. Geological Survey map (Honolulu Quad), showing location of the project 

area – Block 2 parking lot (KAK-2) parcel 
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Figure 36. 1943 War Department map (Honolulu Quad), showing location of the Block 2 parking 

lot (KAK-2) project area 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 51  Historical Background 

Archaeological Monitoring Plan for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 62 
TMK: [1] 2-1-030:001, 043  

 

 
Figure 37. 1977-78 U.S. Geological Survey Orthopohoto, Honolulu Quad, showing project area 

– Block 2 (KAK-2) parcel covered by buildings 
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and the Sanborn Fire Insurance maps for 1914, 1927, 1950, and 1956 are available. The current 
study area is not shown on any of the Dakin Fire Insurance maps for 1891, 1899, or 1906, 
suggesting that there were no permanent structures in the area in those years. The Sanborn Fire 
Insurance maps for 1914, 1927, 1950 and 1956 for the project area are illustrated in Figure 39 
through Figure 42 displaying the gradual development of the current project area.  

1914 Sanborn Fire Insurance Map 

By 1914, the project area was already heavily utilized, with offices, mill works, and storage 
for the Pacific Engineering Co., Ltd. Mill Works in the west central section, buildings for 
Barnhart’s Ice Co. stables in the northeast corner, a shop in the southwestern corner, and a 
Chinese Laundry in the southeast corner. In addition, there were 24 dwellings on the property, 
one set of 6 tenement flats, two duplexes, and 14 single-family residences.  

The Pacific Engineering Co.( found only on the 1914 and 1927 maps) was an early 
engineering firm that built some important structures in Hawai‘i, such as the Hawai‘i Theater in 
1900 and the Honolulu YMCA building in 1912 (Thrum 1909:100). Many of the officers of this 
company were also managers or officers for the Honolulu Iron Works, showing a close 
association between these two companies.  

William Orville Barnhart moved to Hawai‘i in 1884, working as a mill engineer in the 
Spreckelsville Sugar Plantation on Maui. In 1892 he moved to Honolulu, at first working at the 
Oahu Railway and Land Company. In 1905, he began his own company, the Barnhart Ice 
Company (found only on the 1914 map), which delivered ice to homes and businesses on horse-
drawn wagons (Siddall 1917:34), thus the need for stables, as shown on a 1915 advertisement for 
the company (Figure 38). The Barnhart Ice Company ended in 1919 when, according to the 
notice in the Hawaiian Annual (Thrum 1919:153), the “Oahu Ice Co. have purchased the 
property and good-will of its rival, the Barnhart Ice Co.” 

 

 
Figure 38. Advertisement for Barnhart Ice Company (Schnack1915: no pagination) 
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Figure 39. The project area as shown on the 1914 Sanborn Fire Insurance Map 
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Figure 40. The project area as shown on the 1927 Sanborn Fire Insurance Map 
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Figure 41. The project area as shown on the 1950 Sanborn Fire Insurance Map 
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Figure 42. The project area as shown on the 1956 Sanborn Fire Insurance Map
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1927 Sanborn Fire Insurance Map 

On the 1927 map for the current project area, the Pacific Engineering Co. mill works, storage 
sheds, and machine shops take up the entire northwestern corner of the parcel. The stables for the 
Barnhart Ice Company are gone but the Chinese Laundry remains. The main change between the 
1914 and 1927 maps is the construction of many new dwellings, especially smaller duplexes that 
replace some of the larger single-family residences that are shown on the 1914 map. In all, there 
are 81 dwellings, 8 triplexes, 19 duplexes, and 19 single-family residences. There are also five 
shops along Pohukaina and Keawe Streets.  

1950 and 1956 Sanborn Fire Insurance Maps 

On the 1950 map, the west central section of the current project area is owned by the Pacific 
Welding & Machine Works, probably a subsidiary company (or a name change) for the Pacific 
Engineering Co. The northwest corner contains furniture warehouses and automobile works and 
parking. In the southeast corner is the “A. F. Stubenberg Refrigeration & Air Conditioning Shop 
and Warehouse” in the area once used as a Chinese Laundry. There are 78 dwellings; no new 
buildings were constructed after 1927, but  few buildings were torn down, and a few buildings 
changed from shops to duplexes and from duplexes to single-family dwellings. There are also 
few changes between the 1950 and the 1956 maps for the current project area. One triplex, one 
duplex, and one single-family dwelling were torn down, leaving 75 dwellings. 

Arthur F. Stubenberg was born in Hawai‘i in 1921. Like his father, A.F. Stubenberg, Sr., he 
made his living making and selling machinery, mainly for the sugar and pineapple plantations, 
especially heavily mechanized harvesting machinery (Wagner 1999). Stubenberg and his son had 
other business interests, including a refrigeration and air conditioning business. Schmitt 
(1995:72) has noted that the first “true” air conditioning in the Hawaiian Islands was installed for 
the Ramsey and Co. offices in Honolulu in 1935. 
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Section 4    Previous Archaeological Research 

4.1 Geological Study of Kaka‘ako and Kewalo 

4.1.1 Ferrall’s Doctoral Dissertation 
For his doctoral thesis, Charles C. Ferrall (1976) synthesized all data from subsurface boring 

logs excavated in the Honolulu and Waikīkī areas to that time. The data was compiled from 800 
borings made by the Hawai‘i Public Works, Board of Water Supply and other state/city 
engineering departments.  

Most of the coastal plain of Honolulu formed during the Pleistocene, during several sea level 
fluctuations related to the advance and retreat of glaciers. These fluctuations produced reef 
deposits at various levels, some above the present sea level. The Kaka‘ako area coral shelf was 
mainly formed during the Waimanalo High Sea Stand, about 120,000 years ago, which reached a 
maximum of 25 ft (feet) above the present sea level. The Waimanalo Sea Stand was followed by 
the Mamala Low. During the Mamala Low, when the sea receded as much as 300 ft below 
present levels, deep alluvial channels dissected the former reefs, including one which Ferrall 
calls the HIC Channel. This channel was found in borings made within the Honolulu 
International Center (now the Blaisdell Center), thus the name of the channel. 

For bores excavated in the Kaka‘ako area, the coral shelf is found at three different levels, at 
+5 ft above sea level and at -15 and -30 ft below sea level. The +5, -15, and -30 coral ledges 
were all formed during the Waimanalo High Sea Stand. Ferrall notes that extensive coral 
“growth occurred during the Waimanalo High Sea Stand, probably as a result of the warmer 
climate of the interglacial stage” (Ferrall 1976:116). As the sea receded from a previous high of 
+25, it paused at +5 ft, long enough for the growth of corals that favor a high-energy reef flat 
environment. This reef was developed in about 20 ft of water. The -15 ft ledge probably 
developed after this during a regression of the sea from the Waimanalo High Stand to the 
Mamala Low Stand. The -15 coral shelf also developed within a high-energy zone, but was 
formed in a more shallow water environment, in only a few feet of water. The -30 coral shelf was 
composed of coral that grows in low-energy lagoonal environments. It may represent the 
“seaward (fore-reef) reflection” of one of the +5 or -15 coral ledges, rather than a separate time 
period (Ferrall 1976:125). 

Ferrall (1976:135) remarks on the area with the +5, -15, and -30 coral ledges: 

. . . lagoonal deposits are widespread . . . overlying the -30 and -15 ledges, the 
alluvial channels, and the lower, seaward edge of the +5 ledge. In general, any 
area that was not above existing sea level prior to the [Mamala] transgression to 
the modern sea level became covered with lagoonal deposits. . . . After the sea 
more or less stabilized at its present level, the lagoon filled up and became a 
swamp. Swamp deposits, with peat layers are found from just below existing sea 
level, on top of the lagoonal deposits, to just above sea level. Even into historical 
time, much of the area seaward of the +5 ledge was dominated by swamp 
conditions. 
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In discussing the various areas of Kaka‘ako, Ferrall divided his area into Quads (Figure 43). 
The inland portion of the Mauka Area District above Queen Street falls within Quads A-7, A-8, 
and A-9; the makai portion is within Quads B-7, B-8, and B-9. According to Ferrall’s work, 
Mauka Area District is within the -15 coral ledge zone and the +5 coral ledge area, and mauka of 
the -30 coral ledge. The current parcels are within Ferrall’s Grid B-9 in the +15 coral shelf area. 

On the west side of Quad A-7, 900 ft south of King Street, nineteen borings were placed 
during the excavation of the Blaisdell Center. The coral reef ledge is at 5 ft (+5) above sea level 
at 4 to 8 ft below ground surface. Over the coral ledge is 2 ft or more of lagoonal deposits, 
covered with 2 ft or more of alluvium (Ferrall 1976:50). In Quad A-8, 75 borings were made for 
the Blaisdell Center construction. The coral shelf is 5 ft above sea level, 4-11 ft below ground 
surface. It is overlain by 4-5 ft of cemented coralline debris, 2 ft of swamp deposits, and 2-3 ft of 
fill. In a certain section, the layer of coralline debris has been eroded out by a former drainage 
channel, the HIC channel, and volcanic cinder sand has been deposited within this channel. 
Ferrall illustrates the location of this channel, based on boring logs, in Quads A-7 and A-8. He 
also illustrates the probable path of the channel in the seaward section (Quad B-8). However, no 
boring logs are available for this area, which is within the current Mauka Area District. Ferrall 
(1976:53) cautions “given the sinuous course of this channel in the area where control is 
available, it could be expected to meander considerably from the direct route to the sea which is 
shown.” In an area bound by Waimanu, Kamani, and Kawaiaha‘o Street, the coral ledge is at 5 ft 
above sea level, at 6 ft below ground surface, overlain with 2 ft of lagoonal deposits with lenses 
of cinder sand, and then with up to 4 ft of fill. 

In Quads B-7 and B-8, the coral ledge is 15 ft (-15) below sea level. None of the borings in 
Quad B-7 are near the Mauka Area District. At the southeast corner of Quad B-8, there is 3 ft of 
fill over lagoonal deposits up to 49 ft thick over the coral ledge. Coralline debris is found in the 
lagoonal deposits, indicated that the -15 ft ledge may be uncemented in this area. The only other 
boring in this quad was at the intersection of Ward Avenue and Auahi Street. The coral ledge 
was 15-22 ft below the surface overlain with lagoonal deposits and 3 ft of fill. In Quad B-9, 
(within the current project area), at the south side of Auahi Street, five borings were placed. The 
fill extends from the ground surface (5 ft above sea level) to sea level, underlain with lagoon 
deposits that extend down to the coral ledge at 17 to 21 ft below sea level. 

4.1.2 Engineers Boring Logs 
The engineering firms of Ernest K. Hirata and Associates, Inc. (identified by B#-#) and R. M. 

Towill Corporation (identified by B-#) have excavated several exploratory borings in the 
Kaka‘ako area. The engineering firms described their soils under the United Soil Classification 
System, which is different than the U.S. Department of Agriculture Soil Classification System 
used by CSH archaeologists. This makes it somewhat difficult to compare soil profiles described 
by the engineers with those in previous archaeological reports. The engineers also do not identify 
buried A horizons (former land surfaces), nor do they identify cultural layers. The locations of 
the bores excavated by engineers are shown on Figure 44, and the bore soil stratigraphies are 
described in Table 1. The soils in the table are generally listed by location, from west to east 
from Keawe Street on the west to the eastern end of Queen Street. 
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Figure 43. Grid map of Honolulu with locations of coral shelf and the HIC Channel (map from Ferrall 1976) 
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Figure 44. Boring log locations; boring holes with volcanic cinders in the NW corner; coral shelf is 20-30 ft deep at the SE and SW 

corners, 10 20 feet deep in the central section, and approximately 10 ft deep in the NW corner (base map: USGS 1998 
Honolulu Quad). The green dots represent boring holes by Ernest K. Hirata and Associates, Inc. and the yellow dots are the 
boring holes conducted by R. M. Towill Corporation 
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The boring holes were generally excavated beneath present street surfaces. The top layer is 
the asphaltic concrete with a base course of gravel or sand/gravel. In most areas, beneath this is a 
tan silty sand, a calcareous beach sand. In boring holes, near the northwestern corner of the 
project area there is a stratum of black silty sand with volcanic cinders from the 
Tantalus/Sugarloaf eruptions (shown on Figure 44). In most places, there is an underlying layer 
of gray, mottled gray, or dark gray silty sand, which the engineering firm Ernest K. Hirata and 
Associates, Inc. identifies as lagoon deposits. R.M. Towill does not interpret their soils profiles. 
This lagoon deposit was usually found from 4.0-5.0 ft (1.2-1.5 m) below the surface. At B1-
2168, near the northwestern corner of the Kaka‘ako area, it was found at 6.0 ft (1.8 m) below 
surface, and at B12-2204, near the southeastern corner of the Kaka‘ako area it was found at 7.0 ft 
(2.1 m) below the surface.  

The 2604 series of holes along Ward Street was excavated only deep enough to expose the 
underlying fill layers beneath the road. The other boring holes series were excavated through the 
top of the coral shelf/coral rubble stratum. This coral shelf was found as shallow as 7.5 ft (2.3 m) 
below surface (B1-2204) near the northwestern corner of the Kaka‘ako area to a depth as great as 
24 ft (7.3 m) below the surface in the southeastern corner (B12-2204). The locations of areas 
with the coral shelf approximately 10 ft below the surface, 10-20 ft below the surface, and 20-24 
ft below the surface are shown on Figure 44. 

Table 1. Engineering Firms Boring Log Information 

Bore ID     
(Streets) 

Depth 
(m) 

Depth 
(ft) Classification Deposit Type 

B-2 0-0.07 0-0.3 Asphalt Pavement 
South 0.07-0.3 0.3-1.0 Gray silty sand with gravel Fill 
 0.3-0.6 1.0-2.5 Grayish brown clayey silt  
 0.6-1.5 2.5-5.0 Brown silty sand  
 1.5-3.0 5.0-10 Grayish brown silty sand  
 3.0-4.7 10-15.5 Coral Coral shelf 

B-14 0-0.07 0-0.3 Asphalt Pavement 
South 0.07-0.6 0.3-2.0 Gray tan silty sand  
 0.6-1.2 2.0-4.0 Tannish white silty sand  
 1.2-1.5 4.0-5.0 Grayish brown sandy silt  
 1.5-2.4 5.0-8.0 Gray tan silty sand  
 3.0-4.9 10-16 Coral Coral shelf 

B-22 0-0.07 0-0.3 Asphalt Pavement 
South 0.07-1.5 0.3-5.0 Grayish brown silty sand  
 1.5-3.0 5.0-10 Dark gray silty sand  
 3.0-3.7 10-12 Gray white gravelly sand  
 3.7-4.6 12-15 Gray silty sand  
 4.6-4.7 15-15.5 Dark brown cemented sand  
 4.7-7.0 15.5-23 Coral Coral shelf 

B-30 0-0.07 0-0.3 Asphalt Pavement 
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Bore ID     
(Streets) 

Depth 
(m) 

Depth 
(ft) Classification Deposit Type 

South 0.07-1.5 0.3-5.0 Grayish brown silty sand  
 1.5-2.1 5.0-7.0 Tannish white silty coral  
 2.1-2.7 7.0-9.0 Grayish brown clayey sand  
 2.7-6.0 9.0-20 Gray clayey coral sand  
 6.0-7.9 20-25.8 Tannish white coral Coral shelf 

B-25 0-0.05 0-0.2 Asphalt Pavement 

Keauhou-Keawe 0.05-0.9 0.2-3.0 
Grayish brown silty sand with 
some gravel Fill 

 0.9-1.2 3.0-4.0 Tannish white coral gravel Fill 
 1.2-1.7 4.0-5.5 Dark gray to black silty sand  
 1.7-3.6 5.5-11 Gray silty sandy coral gravel  
 2.6-4.6 11-15 Gray fine sandy silt  
 4.6-4.9 15-16 Tannish white coral Coral shelf 

B-10 0-0.05 0-0.2 Asphalt Pavement 
South-Keawe 0.05-1.1 0.2-3.5 Gray silty sand with gravel Fill 
 1.1-1.5 3.5-5.0 Gray silty clay with sand  

 1.5-2.1 5.0-7.0 
Gray black silty sand with 
some cinders  

 2.1-3.0 7.0-10 Black silty sand  
 3.0-4.6 10-15 Tannish white coral Coral shelf 

B-15 0-0.07 0-0.3 Asphalt Pavement 
South-Keawe 0.07-0.9 0.3-3.0 Grayish brown silty sand  
 0.9-1.2 3.0-4.0 Black organic silt  
 1.2-2.1 4.0-7.0 Gray white gravelly sand  
 2.1-3.0 7.0-10 Black sand (volcanic cinders)  
 3.0-4.6 10-15.1 Tannish white coral Coral shelf 
     
     
B-18 0-0.07 0-0.3 Asphalt Pavement 
South-Keawe 0.07-0.6 0.3-2.0 Gray silty sand Fill 
 0.6-1.1 2.0-3.5 Concrete rubble Fill 
 1.1-2.1 3.5-7.0 Tan gray silty sand  
 2.1-3.0 7.0-10 Black silty sand  
 3.0-4.4 10-14.5 Tannish white coral Coral shelf 

B-19 0-0.07 0-0.3 Asphalt Pavement 
Keawe-Coral 0.07-0.3 0.3-3.0 Brown sandy silt  
 0.9-1.8 3.0-6.0 Gray white silty sand  
 1.8-3.0 6.0-10 Black sand (cinders)  
 3.0-5.0 10-16.5 Tannish white coral Coral shelf 
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Bore ID     
(Streets) 

Depth 
(m) 

Depth 
(ft) Classification Deposit Type 

B2-1615 0-0.1 0-0.2 Asphalt Pavement 
Keawe-Coral 0.1-1.1 0.2-3.5 Mottled gray silty sand Beach sand 
 1.1-1.2 3.5-4.0 Loose silty sand Beach sand 
 1.2-2.9 4.0-9.5 Silty sand with coral  Lagoon 
 2.9 9.5-25.4 Loose silty sand with coral Lagoon 
 2.9 25.4 Coral Coral shelf 

B1-1615 0-0.1 0-0.2 Asphalt Pavement 
Keawe-Coral 0.1-0.5 0.2-1.5 Tan Silty sand Beach Sand 
 0.5-0.9 1.5-3.0 Mottled gray silty sand Lagoon 
 0.9-4.4 3.0-14.5 Mottled gray loose silty sand Lagoon 
 4.4-5.8 14.5-19 Gray clayey sand Lagoon 
 5.8 19 Coral Coral shelf 

B-26 0-0.2 0-0.9 Asphalt and concrete Pavement 

Coral 0.2-1.4 0.9-4.5 
Tannish white silty sand with 
some gravel Fill 

 1.4-5.2 4.5-17 Gray white silty sand  
 5.2-5.6 17-18.5 Tan gray gravelly sand  

 5.6-6.3 
18.5-
20.7 Tannish white coral Coral shelf 

B-35 0-0.15 0-0.6 Asphalt and gravel Pavement 

Coral-Lana 0.15-10.7 0.6-3.5 
Tannish white silty sand with 
some gravel Fill 

 10.7-3.0 3.5-10 Gray silty sand  
 3.0-6.0 10-20 Grayish white clayey gravel  

B1-2168 0-1.8 0-6.0 Tan/grayish silty sand Beach Sand 
Coral-Lana 1.8-4.1 6.0-13.5 Gray silty sand with coral Lagoon  
 4.1 13.5 Coral Coral shelf 

B2-2168 0-1.5 0-5.0 Grayish tan silty sand Beach Sand 
Coral-Lana 1.5-1.8 5.0-6.0 Tan/Gray silty sand Beach Sand 
 1.8-4.0 6.0-13 Gray silty sand Lagoon  
 4.0 13.0 Coral Coral shelf 

B3-2168 0-1.8 0-6.0 Grayish tan silty sand Beach Sand 
Coral-Lana 1.8-4.5 6.0-15 Gray silty sand Lagoon 
 4.5 15 Coral Coral shelf 

B4-2168 0-0.8 0-2.5 Grayish brown silty sand Beach Sand 
Coral-Lana 0.8-1.8 2.5-6.0 Tan silty sand Beach Sand 
 1.8-3.4 6.0-11 Gray silty sand Lagoon  
 3.4 11 Coral Coral shelf 
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Bore ID     
(Streets) 

Depth 
(m) 

Depth 
(ft) Classification Deposit Type 

B1-1601 0-0.2 0-0.5 Asphalt Pavement 
Ohe-Koula  0.2-0.6 0.5-2.0 Reddish brown Clayey silt Fill 
 0.6-1.2 2.0-4.0 Mottled gray Silty sand Beach sand 
 1.2-1.5 4.0-5.0 Dark Gray Clayey silt Lagoon 
 1.5-5.2 5.0-17 Dark Gray Silty sand Lagoon 
 5.2 17 Coral Coral shelf 

B-11 0-0.07 0-0.3 Asphalt Pavement 
Emily-Cooke 0.07-0.6 0.3-2.0 White sandy coral gravel Fill 

 0.6-0.9 2.0-3.0 
Gray silty sand with some 
gravel  

 0.9-2.1 3.0-7.0 Tan gray silty sand  

 2.1-3.0 7.0-10 
Black silty sand with some 
cinders  

 3.0-4.6 10-15.1 Tannish white coral Coral shelf 

B-45 0-0.07 0-0.3 Asphalt Pavement 

Curtis-Cooke 0.07-1.8 0.3-6.0 
Tan and gray silty sand with 
coral gravel Fill 

 1.8-5.0 6.0-16.5 

Gray clayey silt; grades to 
silty sand; grades to sandy silt 
with trace of organics  

B-16 0-0.07 0-0.3 Asphalt Pavement 

Coral-Cooke 0.07-1.4 0.3-4.5 
Dark gray silty sand with 
glass Fill 

 1.4-1.5 3.5-5.0 Dark gray silty sand   
 1.5-2.3 5.0-7.5 Gray white sandy silt  
 2.3-3.0 7.5-10 Black silty sand (cinders)  
 3.0-4.6 10-15.1 White coral Coral shelf 

B-27 0-0.07 0-0.3 Asphalt Pavement 
Cooke 0.07-0.6 0.3-2.0 Tannish white sandy gravel Fill 
 0.6-1.2 2.0-4.0 Black sand and organic silt   
 1.2-3.6 4.0-11 Gray white silty coral gravel  
 3.6-4.6 11-15 Tannish white coral  

B-28 0-0.07 0-0.3 Asphalt Pavement 

Cooke 0.07-0.9 0.3-3.0 
Dark gray silty sand with 
glass Fill 

 0.9-1.4 3.0-4.5 Dark gray silty sand   
 1.4-2.1 4.5-7.0 Gray white sandy silt  
 2.1-4.6 7.0-15 Black silty sand (cinders)  
 4.6-5.2 15-17 White coral Coral shelf 
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Bore ID     
(Streets) 

Depth 
(m) 

Depth 
(ft) Classification Deposit Type 

B2-1601 0-0.2 0-0.5 Asphalt and base course Pavement 
Ohe-Koula  0.2-0.9 0.5-3.0 Mottled gray Silty sand Beach Sand 
 0.9-1.4 3.0-4.5 Dk. Gray Clayey silt Lagoon 
 1.4-4.9 4.5-16 Mottled Tan Silty sand Lagoon 
 4.9 16 Coral Coral shelf 

B1-2604 0-0.9 0-3 Light brown silty sand Fill 
Ward Ave. 0.9-2.6 3.0-8.5 Tan sandy coral gravel Fill 
 2.6 8.5 End of bore -- 

B2-2604 0-0.3 0-1.0 Asphalt and base course Road 
Ward Ave. 0.3-0.9 1.0-3.0 Brown silty sand with gravel Fill 
 0.9-2.0 3.0-6.5 Tan sandy coral gravel Fill 
 2.0 6.5 End of bore -- 

B3-2604 0-0.2 0-0.8 Asphalt and base course Road 
Ward Ave. 0.2-1.1 0.8-3.0 Brown silty sand Fill 
 1.1-1.7 3.0-5.5 Light brown sand with coral Fill 
 1.7 5.5-8.0 Sandy coral gravel Fill 
  8.0 End of bore -- 

B4-2604 0-0.3 0-0.8 Asphalt and base course Road 
Ward Ave. 0.3-0.9 0.8-3 Brown silty sand Fill 
 0.9-1.5 3-5 Light brown sand with coral Fill 
 1.5-2.3 5.0-7.5 Sandy coral gravel Fill 
 2.3 7.5 End of bore -- 

B1-2204 0-0.2 0-0.7 Asphalt and base course Road 

Cooke-Kamani 0.2-1.5 0.7-5.0 
Mottled grayish brown silty 
sand Beach Sand 

 1.5-2.3 5.0-7.5 Mottled gray silty sand Lagoon 
 2.3 7.5 Coral Coral Shelf 

B2-2204 0-0.5 0-1.5 Asphalt and base course Road 
Kamani-Ward 0.5-1.5 1.5-5.0 Tan silty sand Beach sand 
 1.5-4.4 5.0-14.5 Mottled gray silty sand Lagoon 
 4.4 14.5 Coral Coral shelf 

B3-2204 0-0.5 0-1.5 Asphalt and base course Road 
Ward-Cummins 0.5-1.4 1.5-4.5 Tan silty sand Beach Sand 
 1.4-4.3 4.5-14 Mottled gray silty sand Lagoon 
 4.3 14 Coral Coral shelf 

B4-2204 0-0.2 0-0.5 Asphalt Road 
Ward-Cummins 0.2-1.5 0.5-5.0 Tan silty sand Beach sand 
 1.5-5.8 5.0-19 Gray silty sand Lagoon 
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Bore ID     
(Streets) 

Depth 
(m) 

Depth 
(ft) Classification Deposit Type 

 5.8 19 Coral Coral shelf 

B5-2204 0-0.5 0-1.8 Asphalt and base course Road 

Cummins 0.5-1.5 1.8-5.0 
Mottled grayish brown silty 
sand Beach sand 

 1.5-6.4 5.0-21 Gray silty sand Lagoon 
 6.4 21 Coral Coral Shelf 

B6-2204 0-1.1 0-1.3 Asphalt and base course Road 
Cummins 1.1-1.5 1.3-3.5 Tan silty sand Beach sand 
 1.5-2.7 5.0-9.0 Gray silty sand Lagoon 

 2.7-10.4 9.0-34 
Gray silty sand with increased 
coral content Lagoon 

 10.4 34 Coral Coral Shelf 

B7-2204 0-0.1 0-0.2 Asphalt and base course Road 
Kamake‘e 0.1-1.2 0.2-4.0 Tan silty sand Beach sand 
 1.2-2.7 4.0-9.0 Mottled gray silty sand Lagoon 

 2.7-7.3 9.0-24 
Mottled gray silty sand-
increased silt content Lagoon  

 7.3 24 Coral Coral shelf 

B8-2204 0-0.5 0-1.8 Asphalt and base course Road 
Kamake‘e 0.5-1.5 1.8-5.0 Tan silty sand Beach sand 
 1.5-2.7 5.0-9.0 Mottled gray silty sand Lagoon 

 2.7-7.3 9.0-24 
Mottled gray silty sand-
increased coral content Lagoon 

 7.3 24 Coral Coral shelf 

     
B9-2204 0-0.3 0-1.0 Asphalt and base course Road 
Kamake‘e 0.3-1.4 1.0-4.5 Mottled tan silty sand Beach sand 
 1.4-7.3 4.5-24 Light gray silty sand Lagoon 
 7.3 24 Coral Coral shelf 

B10-2204 0-0.4 0-1.2 Asphalt and base course Road 
Kamake‘e-
Queen 0.4-1.1 1.2-3.5 

Mottled grayish brown silty 
sand Beach Sand 

 1.1-2.1 3.5-7.0 Gray silty sand with clay Lagoon 

 2.1-5.8 7.0-19 
Gray silty sand with clay-
increased coral content Lagoon 

 5.8-9.3 19-30.5 
Tan silty sand with clay-high 
coral content Lagoon 

 9.3 30.5 End of bore -- 
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Bore ID     
(Streets) 

Depth 
(m) 

Depth 
(ft) Classification Deposit Type 

B11-2204 0-0.4 0-1.2 Asphalt and base course Road 
Kamake‘e-
Queen 0.4-1.5 1.2-5.0 Tan silty sand Beach Sand 
 1.5-3.7 5.0-12 Mottled gray silty sand Lagoon 
 3.7-9.3 12-30.5 Mottled gray, loose silty sand Lagoon 
 9.3 30.5 End of bore -- 

B12-2204 0-0.2 0-0.8 Asphalt and base course Road 
Kamake‘e 0.2-1.5 0.8-5.0 Tan silty sand Beach Sand 
 1.5-2.7 5.0-9.0 Mottled gray silty sand Lagoon 

 2.7-5.8 9.0-19 
Mottled gray silty sand with 
increased silt content Lagoon 

 5.8-8.8 19-29 
Mottled gray silty sand with 
increased coral fragments Lagoon 

 8.8-12.3 29-40.5 Mottled tan silty sand Lagoon 
 12.3 40.5 End of bore -- 

B-13-2204 0-0.4 0-1.3 Asphalt and base course Road 
Kamake‘e 0.4-2.1 1.3-7.0 Tan silty sand Beach Sand 
 2.1-5.8 7.0-19 Gray silty sand Lagoon 
 5.8-8.8 19-29 Mottled tan silty sand Lagoon  
 8.8-12 29-39.5 Mottled gray silty sand Lagoon 
 12.0 39.5 End of bore -- 

 

4.2 KAK-2 (Block 2 Parking) Parcel Remediation 
Before 1991, the main buildings of the KAK-2 parcel were occupied by the Atlas Electric 

Company and Amelco (American Electric Company) Corporation, who repaired and serviced 
electrical transformers (Figure 45). In the early 1990s, all of the structures on the KAK-2 parcel 
were demolished in order to redevelop the property into a mixed residential/commercial complex 
called Waterpark Towers. During the site investigations and during the removal of several 
Underground Storage Tanks (UST), high levels of PCBs (Polychlorinated Biphenyl) and other 
contaminants were detected in the groundwater and the soil (Figure 46). This contamination 
probably came from leaking storage tanks and the improper disposal of waste oil containing 
PCBs associated with the maintenance of PCB transformers. To determine the amount of 
contamination, a series of environmental investigations and remediations on the soil were 
initiated (Ecology and Environment, Inc. 1991). The work included geotechnical and dewatering 
studies, soil and ground water investigations, removal of underground storage tanks, aeration of 
soils contaminated by petroleum and other products, and the stockpiling of soils (J. R. Herold & 
Associates 1995:6).  

During the testing, the soils stratigraphy of the site was described. In all test areas, the top 4.5 
feet was fill, material dredged from the ocean or nearby areas, consisting of a very pale orange 
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Figure 45. Block 2 (KAK-2) parcel, showing former location of buildings and UST 

(Underground Storage Tanks) before removal and demolition in the early 1990s 
(modified figure from Ogden 1996: Section 2) 
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Figure 46. Block 2 (KAK-2) parcel, UST (Underground Storage Tank) locations (modified 

figure from Ecology and Environment Inc. 1991:4) 
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(10 YR 8/2), poorly sorted sand and basalt gravel. At 4 ft, the excavators encountered a layer of 
trash, with glass bottles, metal objects, paper, organic material, etc. Groundwater was found from 
4-6 ft below surface. From 4.5 to 14.5 ft was the natural soil, a light bluish gray (5B 7/1) Ewa 
silty clay loam. This was sometimes mixed with sand, silt, clay and gravel. Marine silts and clays 
were encountered at 10 ft below surface. At 14.5 to 15 ft, volcanic sand was found in some areas 
(Unitek 1991:7-8). During excavation of a deep monitoring well, volcanic cinders were 
encountered from 15.5 to 16 ft and coral fragments were found from 16 to 19 ft (Morrell 
1991:11). 

The remedial work was not completed due to the financial problems of the developer, S & G 
Venture, and the excavated soil stockpiles were left in the open air for three years. The property, 
then called Pauahi Place Number Two, reverted back to the ownership of Kamehameha Schools 
in 1995; they became responsible for completing the remedial work. In 1995, there were seven 
stockpiles of soils on the ground surface, one water-filled open pit excavation (labeled “Pond”) 
and one depression along Pohukaina Street (Figure 47). Five stockpiles had petroleum 
contaminated soils and two had PCB contaminated soil (A-1 and E). The stockpiles with high 
PCB levels were removed and shipped to an approved PCB disposal area in Nevada. After 
testing, it was determined that Stockpiles B and C had very low levels of PCBs and did not need 
clean-up; these stockpiles were used to backfill the depression and partially backfill the pond 
(over a layer of rock fill). A pilot remediation study was conducted on one of the remaining 
stockpiles to try to reduce the PCB concentrations by mixing the soils with animal fertilizer, 
enzymes and other organic material in a lined “windrow” pit (Figure 48 and Figure 49). Once 
these processes were completed, the stockpile was used to finish backfilling the pond. The 
remaining soils in the stockpiles were transported to a Kamehameha Schools Property in Waiawa 
for remediation (J. R. Herold & Associates 1996; Ogden 1996:Section 3). 

4.2.1 Summary of Engineer Boring Stratigraphic Information for the Current Project Area 
There are three boring holes generally near (but not within the project area), B-35 and B1-

1615 on each side of Coral Street (east of the present study parcel), and B2-1615, on the makai 
side of Pohukaina Street (north of the present study parcel).  

In B-35 (east side of Coral Street), fill was recorded to a depth of 1.07 m (3.5 ft) overlying a 
gray silty sand to a depth of 3.0 m (10 ft). Although R. M. Towill did not present an 
interpretation of this stratigraphy, the gray silty sand probably represents pre-contact lagoon 
deposits; thus, the original sand stratum associated with Hawaiian occupation had been removed 
and replaced by fill.  

In the B1-1615 boring hole on the west side of Coral Street, the natural Jaucas sand extends 
from beneath the modern pavement to a depth of 1.2 m (4.0 ft). The silty sand lagoon deposits 
are below this to a depth of 2.9 m (25.4 ft) over the coral shelf. In this area, there are undisturbed 
sand strata that may contain remains of Hawaiian occupation and/or burials. The B2-1615 boring 
hole on Pohukaina Street (north of the study parcel) is very similar to B1-1615, with undisturbed 
Jaucas sands to 0.5 m (1.5 ft) and silty sand lagoon deposits beneath the sand to the coral shelf at 
5.8 m (19 ft). 
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Figure 47. KAK-2 parcel, showing location of excavated areas (depression and pond) and soil 

stockpiles (modified figure from Ogden 1996: Section 2) 
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Figure 48. KAK-2 parcel in 1995, showing excavated areas, pond (back central area), and soil 

stockpiles, view to the east (photograph from J. R. Herold & Associates 
1996:Appendix A) 

 
Figure 49. KAK-2 parcel in 1996, showing dark “windrows” - rows of organic material - to be 

mixed with the site soil - the lighter colored piles in the background (photograph from 
J. R. Herold & Associates 1996:Appendix A) 
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4.2.2 Summary of Kaka‘ako Stratigraphy 
The Kaka‘ako Mauka Area has been heavily modified over the last 150 years due to historic 

filling of the area for land reclamation. However, much of the cultural and natural deposits and 
land forms of the area (low-land marches, Jaucas sand deposits, coral reef flats, and fishponds) 
survived remain below this fill. There are three major stratigraphic zones of interest in the 
Kaka‘ako area: 

Zone 1 
Zone 1 consists of two types of historic fill in Kaka‘ako. The first type of fill consists of the 

layers of material used to bring the various road in the Kaka‘ako area up to grade and to make 
them passable during the wetter part of the year. The road fill layers in Kaka‘ako consist 
primarily of crushed coral, soil, and crushed basalt gravel. The second type of fill were used to 
bring the sub-standard roads up to grade and to make them passable during the wetter part of the 
year. The second type of fill was deposited during the various land reclamation projects in 
Kaka‘ako, when fishponds and other low-lying areas were filled. Using dredge material from 
Honolulu Harbor and the reef flats fronting the Kaka‘ako area, large amount of trash and refuse 
from the town dump, and soil and sand from various locations on the island, Kaka‘ako was 
largely filled in and built over the course of approximately 40 years from circa 1875 to 1915.  

Zone 2 
Zone 2 consists of the natural and cultural strata of the land prior to the historic filling of the area 

including, fishpond deposits, traditional pre-contact and early historic Hawaiian cultural layers, 
human burials, and the buried A horizon. Most archaeological features encountered include 
historic refuse pits, building foundations, scattered historic and pre-contact artifacts, pre-contact 
refuse pits and cultural deposits, fishponds, and both historic and pre-contact burials. Fishpond 
deposits are often distinguished as layers of gleyed marine sediments containing marine shell and 
decaying organic matter. Based on the archaeological research completed for Kaka‘ako to date, it 
has become apparent the vast majority of pre-contact Hawaiian burials in Kaka‘ako are buried in 
natural sand layers associated with the pre-contact intertidal shoreline. These sand layers have 
been extensively disturbed in some areas, but many undisturbed sections remain.  

Zone 3 

Zone 3 is the geologic non-cultural and pre-cultural stratigraphy of the Kaka‘ako area 
including, sterile coralline Jaucas sand deposits, cinder deposits from the Tantalus/Sugarloaf 
eruptions, and a coral reef shelf/deposit from the last interglacial period. The Tantalus eruptions 
are thought to have taken place only six to ten thousand years ago, making them by far the most 
recent eruptions of O‘ahu (Farrell 1976). The Tantalus eruptions are relatively unique to O‘ahu 
in terms of the type of well-sorted cinder produced. The eruption of the cinder predates human 
occupation in Hawai‘i by thousands of years. The cinder layer provides a very clear demarcation 
between the underlying sterile geologic stratigraphy and the layers contemporaneous with 
cultural activity. This cinder is found only on the inland portion of the Kaka‘ako Mauka project 
area; on the coastal section the lowest strata is of sterile Jaucas sand. Below both is a coral shelf 
deposited during the last interglacial period, the Waimanalo Stand, at 122,000 +/- 7,000 year 
before present.  



Cultural Surveys Hawai‘i Job Code: KAKAAKO 51  Previous Archaeological Research 

Archaeological Monitoring Plan for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 86 
TMK: [1] 2-1-030:001, 043  

 

4.2.3 Predictive Utility of Boring Logs and Archaeological Stratigraphic Descriptions 
During geological and archaeological investigations, three stratigraphic zones have been 

identified: Zone 1, composed of nineteenth and early twentieth century fill layers; Zone 2, 
natural and cultural strata of Jaucas sands and/or fishpond sediments, which are the remnants of 
the pre-fill land surface during the pre-contact and early post-contact (ca. pre-1875); and, Zone 3, 
non-cultural Jaucas sands and lagoon sediments deposited before the Hawaiian colonization of 
the islands. 

In summary, it is possible to predict the general depths of the undisturbed Jaucas sand cultural 
stratum, the pre-Hawaiian occupation lagoon/sand deposits below the former pre-contact/early 
post-contact land surface, and the depth of the coral shelf. It is more difficult to predict the 
occurrence of fishpond sediments, as historic maps do show the outlines of larger ponds, but do 
not always show the location of smaller ponds, or ponds that were filled in the earliest years of 
the Kaka‘ako land reclamation projects. It is also more difficult to predict in which areas the 
older ground surface, the backbeach area of Jaucas sands, or the fishpond basins, are still present. 
In many cases, the boring logs indicate that entire sand stratum have been disturbed or 
completely replaced by nineteenth and twentieth century fill layers.  

4.3 Archaeological Background 
Most traditional Hawaiian surface structures had been demolished by the time of the first 

scientific archaeological surveys. In his report on the survey of O‘ahu sites conducted in the 
early 1930s, McAllister (1933:80) says of Honolulu “Information regarding former sites within 
the present limits of Honolulu must come entirely from literary sources.” He does mention 
Pākākā Heiau, once the main royal temple in Honolulu; this heiau would have been located 
around the foot (makai end) of Fort Street. He does not list Pu‘ukea Heiau or Ka‘ahaimauli 
(discussed in Section 2.1.2), but he does note that Peter Corney, a visitor to the island in 1819, 
saw several heiau (morai) along the Honolulu shore: 

There are several morais, or churches in the village, and at new moon the priests, 
chiefs and hikanees (aikane) [counselors] enter them with offerings of hogs, 
plantains, and cocoanuts, which they set before the wooden images. The place is 
fenced in, and have pieces of white flags flying on the fences [Corney 1896:101]. 

Archaeological investigations have been conducted in parcels and/or road alignments near or 
adjacent to the current project area. Figure 50 shows the distribution of these previous 
investivations which are identified in Table 2.  The most relevant of these are summarized 
below. 
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Figure 50. Previous archaeological project locations in the Kaka‘ako area west of Ward Avenue 

(U.S. Geological Survey base map, 1998 Honolulu Quad) 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 51  Previous Archaeological Research 

Archaeological Monitoring Plan for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 88 
TMK: [1] 2-1-030:001, 043  

 

Table 2. Previous Archaeological Work in the Kaka‘ako District 

Author SIHP 
50-80-
14 

Report Description and Findings 

Athens 1986 -3984 Monitoring of Judiciary Parking lot, historic deposits (-3984) 
with artifacts dating late 19th-early 20th centuries 

Avery and 
Kennedy 1993a 

-3712 Monitoring at 1853-1854 Honuakaha Smallpox Cemetery         
(-3712); 3 historic burials recorded  

Avery and 
Kennedy 1993b 

-3712 Monitoring of South St. Building Complex, 6 burials associated 
with 1853-1854 Honuakaha Smallpox Cemetery (-3712) found 

Bordner 1990 -9991 Test trenches were excavated in the Kawaiaha‘o Church 
grounds (-9991); Some historic artifacts were recovered. 

Cordy and 
Hammatt 2005      

 Archaeological monitoring along Punchbowl Street, from King 
to Pohukaina Streets. No historic properties or cultural materials 
were identified. 

Clark 1987       -2963 Monitoring at Makai Parking Garage; 7 burials (-2963) found 
probably dating to pre -1850. 

Davis et al. 
1988 

-2918 During monitoring at the Honolulu Iron Works site, no 
additional human burials were found in the area surrounding 
Ka‘ākaukukui Cemetery (site -2918). 

Douglas 1991a -4380 Coral and Queen Street area: 8 burials (-4380) recorded and 5 
disinterred. 

Douglas 1991b -4380 Coral and Queen Street area: 1 burial recorded (-4380). 
Hammatt and 
Pfeffer 1993 

-3712;      
-9917 

Subsurface Inventory Survey; found 329 burial pits from the 
1853 -1854 Honuakaha Smallpox Cemetery (-3712) and 3 
refuse pits associated with the Honolulu Brewing Co. (-9917) 

Hazlett et al. 
2008 

-1604 
-6766 

Monitoring at Queen Emmalina project; 4 human skeletal 
elements found (-1604); three Historic occupation features (-
6766, Features A-C) 

Kawachi 1991 -1604 Monitoring at the Queen Emmalina Tower project; 1 human 
skull and 1 femur (-1604) were found in the back dirt pile  

Leidemann 
1988 

-1973 Monitoring at Federal parking lot; historic deposits (-1973) 
found. 

Mann and 
Hammatt 2002 

-6371 Monitoring for King St. Alignment; 1 burial (-6731) found, 
possibly post-contact due to presence of historic artifact. 

Ota and  Kam 
1982 

-2963 Makai Parking Garage; 6 partial burial sets (-2963) found. 
Tooth evulsion indicates probable pre-contact to 1850 date 
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Author SIHP 
50-80-
14 

Report Description and Findings 

O’Hare et al. 
2009 

 Inventory survey plan with preliminary testing for three parcels 
for Kamehameha Schools. Observed SIHP -7189, though it was 
not given a site number until the current inventory survey 
testing observed this feature. 

Pammer and 
Hammatt 2010 

 Archaeological Assessment for the Former Comp USA Parcel; 
no cultural remains observed. 

Pearson 1980, 
1995 

-9991 Test pits were excavated near the Mission Houses (-9991); 19th 
and 20th century artifacts were recovered. 

Perzinski and 
Hammatt 2004 

-1346 Monitoring of geotechnical borings at the Kaka‘ako Fire Station 
(site -1346), no cultural material was found in 12 test borings 

Perzinski et al. 
2005 

-1604;      
-6766 

Inventory survey Queen Emmalina project; 2 isolated human 
bones (-1604) and remnants of historic occupation (-6766) were 
recorded. 

Pfeffer et al. 
1993 

-3712;      
-4532;      
- 4533;     
-4534 

Monitoring for Kaka‘ako ID-1; 31 burials from 1853-1854  
Honuakaha Smallpox Cemetery (-3712) at Quinn Lane, 1 
historic burial from Punchbowl St. (-4532), 1 possibly pre-
contact burial from Halekauwila St. (-4533), and 116 historic 
burials from Kawaiaha‘o Cemetery (-4534) at Queen St. (used 
from 1825-1920) 

Stein et al. 2007 -1346 Monitoring during demolition and construction of new 
structures at the Kaka‘ako Fire Station lot (-1346). No findings. 

Tulchin and 
Hammatt 2006 

-4534 Two trenches excavated in the Kawaiaha‘o Cemetery (-4534) 
makai of Queen Street; 13 burial pits with coffins were 
recorded, but no burials were disinterred. 

Tulchin et al. 
2009a 

 Subsurface inventory of Halekauwila Place; 18 test trenches 
were excavated; no pre-contact material was recorded; 
numerous historic artifacts, such as bottles and ceramics were 
found, dating to the late-nineteenth-early twentieth century 

Tulchin et al. 
2009b 

 Ground Penetrating Radar Survey for the Kakaako Phase Ib 
South St Parking Lot. The results of the two GPR studies (CSH 
and Global Geophysics) indicated that the use of a low 
frequency antenna coupled with long survey transects may 
provide useful data in determining the underlying stratigraphy 
present within the current study area. 

Winieski and 
Hammatt 2000 

-1388; 
-4380;      
-5820 

Monitoring at Kaka‘ako ID-3 and other parcels, 9 burials found 
at the Pohulani Housing area (-4380) and 11 human burials      
(-5820) found at Mother Waldron Park (site -1388) At least two 
were interred in the post-contact period. 
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Author SIHP 
50-80-
14 

Report Description and Findings 

Winieski and 
Hammatt 2001a 
and b 

-1346 Monitoring during geotechnical sampling at Kaka‘ako Fire 
Station (-1346); no cultural remains found 

Winieski and 
Hammatt 2001c 

-5942 Monitoring for the Nimitz Hwy Reconstructed Sewer Project; 
historic artifacts and features (including -5942) observed 

Winieski et al. 
1996 

-3712 Monitoring at the Honuakaha Housing project; 27 burials from 
1853-1854 Honuakaha Smallpox Cemetery (-3712) were 
disinterred (11 sets previously located in Hammatt 1993). 

Yent 1985 -2918 Ka‘ākaukukui Cemetery (-2918) at the Honolulu Iron Works 
project area; 5 burials (-2918) recorded.  

4.4 Kaka‘ako Community Development Districts 
The Kaka‘ako Community Development District was first designated as an area comprised by 

Punchbowl Street to the west, Ala Moana Boulevard to the south, King Street to the north, and 
Pi‘ikoi Street to the east. This development area is larger than the ancient Kaka‘ako, and extends 
into lands once known as Ka‘ākaukukui, Kukuluāe‘o, and Kewalo. During these studies a great 
deal of information has been recorded on the stratigraphy of the Kaka‘ako area. The following 
section reports not only on the discovery of pre-contact and historic deposits, artifacts, and 
burials from various project area, but also reports on the stratigraphy, as noted during previous 
Cultural Surveys Hawai‘i projects. This extensive discussion of stratigraphy is presented in order 
to aid the development plans for the area, especially indicating the portions of the project area 
with a high potential for cultural and environmental deposits that may be still intact beneath 
modern fill layers and disturbed strata. 

In 1987, a report entitled, Kaka‘ako: Prediction of Sub-surface Archaeological Resources, 
Detailing Archival Research and Archaeological Assessment of the Kaka‘ako Community 
Development District (Griffin et al. 1987) provided background information and summarized the 
historical import of the area: 

Kaka‘ako - the Kaka‘ako Community Development District - is not the center of 
life in greater Honolulu that is, or was, either Waikiki or ‘downtown’ ewa of 
Punchbowl. It is, however, relatively rich in the remains of nineteenth century 
Honolulu, of prehistoric Hawaiian life, and of the ethnic influx from the late 
1800’s until 1940. Without doubt the single most striking archaeological deposit, 
and the one to which we assign the highest priority, is the 1853 Honuakaha 
Cemetery fronted by South Street and bisected by Quinn Lane. More than 1000 
human burials are reportedly therein. . . . 

Burials will be found throughout Kaka‘ako. Some will be in sand remnants, others 
intruding into the pumice deposited from ancient Punchbowl eruptions. Most will 
be prehistoric or early historic. We expect that, as in the case of the Ka‘akaukukui 
Cemetery, deaths from pre-1853 epidemics resulted in many burials throughout 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 51  Previous Archaeological Research 

Archaeological Monitoring Plan for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 91 
TMK: [1] 2-1-030:001, 043  

 

Kaka‘ako. The chance of high status burials, from residences in adjacent elite 
locations, is high” [Griffin et al. 1987: 73]. 

The Kaka‘ako Development area was originally subdivided into seven improvement districts, 
which have now expanded into 12 improvement districts. These improvement districts consist 
mainly of adjacent road alignments, as the early work was conducted on sewers, electricity, and 
roads. The names of early archaeological project reports also followed this nomenclature, 
however, in recent years, development projects have taken place or are planned in many separate 
parcels. Many of the development parcels overlap with others or with road alignments. For ease 
of discussion, the projects will be discussed by general location eastward from the northwestern 
corner of the Kaka‘ako Mauka area at Punchbowl and King Street to Ward Avenue.  

4.5 Punchbowl to South Street 

4.5.1 Punchbowl Street Improvements Project 
Archaeological monitoring was performed by CSH along Punchbowl Street, from King to 

Pohukaina Streets (Cordy and Hammatt 2005). Based on previous research in and around the 
project area, there was a distinct possibility that in situ and/or previously disturbed human burials 
associated with the Kawaiaha‘o Church Cemetery or other pre-contact or early historic burials 
not associated with the cemetery could be unearthed. Such finds are occasionally encountered in 
the greater Kaka‘ako area and have been reported from a number of projects along Punchbowl 
Street; however, no historic properties were identified.  

4.5.2 King Street Rehabilitation Project 
Between August 2001 and June 2002, CSH crew (Mann and Hammatt 2002) monitored 

trenching for the King Street Rehabilitation Project on sections of King Street between 
Dillingham and South Street. During the course of archaeological monitoring, one human burial, 
State Inventory of Historic Places (SIHP) # 50-80-14-6371) was recovered near the intersection 
of South King Street and Punchbowl Street within the present road alignment. The burial was a 
single adult individual between the age of 15 and 21 years. The close proximity of several 
existing utility lines and the incomplete nature of the skeletal remains indicated that the burial 
was disturbed by earlier construction activities. Several historic artifacts, including a porcelain 
button and a blue glass marble, were recovered in the same strata, but their association with the 
burial could not be determined. In the nineteenth century, this area would have been within the 
Honuakaha Village, an early Hawaiian settlement (see Figure 8).  

4.5.3 Kawaiaha‘o Church Grounds and the Mission House 
Kawaiaha‘o Church was built in 1842, adjacent to the mission station to the east, where the 

first foreign resident missionaries made their home on arriving in Hawai‘i in 1820. The church, 
the church grounds containing two cemeteries, and the mission houses have been designated 
SIHP # 50-80-14-9991.  

Between 1986 and 1987, students from Chaminade University (Bordner 1990) excavated 
eight test units and trenches on the Kawaiaha‘o Church grounds. Four test pits (TP 1-4) were 
placed around the old adobe schoolhouse, which was originally built in 1836. Test pit 1 revealed 
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an old road surface at 6-14 cmbs cm below surface; this roadbed probably dates to c. 1860-1900. 
Test Pits 3 and 4 were placed near a series of concrete footings in the ground. This is the site of a 
structure that was on the ground in the 1950s, possibly moved from an earlier location on the 
corner of King and Kawaiaha‘o Streets, at the northeast corner of the church lot. Surprisingly, no 
historic debris was found in this area. Several crypts were exposed in the excavation of eight test 
pits which revealed the “original sophisticated construction” (Bordner 1990:8) of the crypts, 
some of which were covered by a layer of painted plaster. Several historic artifacts were 
recovered in this area in the top layer of soil. Four test units were also placed at the northeast 
corner of the church lot (TP 5-8), where a 1900 photograph shows a building was once located, 
possibly the same one that was later moved close to the schoolhouse. No evidence for the house 
structure or any historic debris was found in these units; however, the test units excavated were 
very shallow. 

In 1968 to 1970 (Pearson 1980; 1995), excavations were carried out at the Hawaiian Mission 
property east (Diamond Head) of Kawaiaha‘o Church. Excavations were conducted adjacent to 
the Bingham house. No human burials were found, although the early missionary Mrs. Loomis 
mentions in her diary (archived at the Mission Houses Museum, Honolulu) that a Hawaiian 
burial was found during the excavation of the framed house cellar in 1821. Also no burials were 
found during excavations of an area adjacent to one of the bedrooms. Pearson (1995:28) records 
that during excavation around the stone bedroom unit, originally constructed in 1841, they were 
unable to excavate below the building foundations. 

“Excavation below the level of the foundation, which could have told much about 
the occupation of the area before the arrival of the missionaries, was prohibited by 
the architects as they were concerned about wall collapse. However, a number of 
squared coral blocks could be seen protruding from under the foundation and 
tradition has it that an aboriginal skeleton was discovered at the time of 
construction.” [Pearson 1995:28]  

Bottles found in the trenches, units, and wells date the trash to late eighteenth and early 
nineteenth centuries. 

In 1993 (Pfeffer et al. 1993), 116 burial sets were disinterred from below the pavement of 
Queen Street, which is adjacent to the southern boundary of Kawaiaha‘o Cemetery. This section 
of the cemetery was designated SIHP # 50-80-14-4534.  

In 2006, CSH (Tulchin and Hammatt 2006) excavated two 18-meter long trenches in a 0.2-
acre portion of the Kawaiaha‘o Cemetery adjacent to the makai side of Queen Street. The intent 
of the subsurface investigations was to locate coffin/burial pit outlines without directly disturbing 
human remains in an area for a proposed parking lot. Thirteen coffin burials were noted in one 
trench and 11 coffin burials were noted in the second trench. The burials were left in place. 

4.5.4 Honuakaha Smallpox Cemetery 

The proposed area for the Honuakaha Affordable Housing Area is a parcel bound by Queen 
Street on the north, Quinn Street to the south, and the Kaka‘ako Fire Station to the west (adjacent 
to South Street) (TMK 2-1-031:021). In the nineteenth century, this parcel was within the 
Honuakaha Village, an early Hawaiian settlement (see Figure 8). In the twentieth century, this lot 
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was occupied by the Honolulu Brewing and Malting Co., Ltd., brewers of Primo and Royal 
brand beers, who constructed their brewing facilities on the lot in 1900. The facility ceased 
brewing beer in 1920 due to the onset of prohibition. In 1933, the brewery was re-occupied by 
the American Brewery Co., Ltd., also known as the Royal Brewery (SIHP # 50-80-14-9917). It 
ceased operations in 1960, and the main building was put on the National Register of Historic 
Places in 1972. An environmental site assessment for the study area was prepared (Miyasaki and 
Ogata 1993) to provide some background information and to report on the present condition for 
one building at the Brewery site between South Street and Punchbowl. 

Between April 1986 and August 1988, Cultural Surveys Hawai‘i (Pfeffer et al. 1993) 
monitored construction activities in the Kaka‘ako ID-1 project area. This included monitoring 
along South Street and Quinn Lane. Historic research had shown that Honuakaha Cemetery, 
created solely for the 1853-1854 smallpox epidemic, was located makai of Queen Street on the 
west side of South Street. This cemetery is now covered by urban development, including the 
Old Kaka‘ako Fire Station, several buildings, and a portion of the American Brewery lot. The 
cemetery may contain more than 1000 burials. It appears that the cemetery was not utilized 
following the epidemic and the burials were left in place. 

A total of 31 burials were recorded within Honuakaha Cemetery (SIHP # 50-80-14-3712) 
during the 1986-1988 monitoring. One of the “burials” consisted of a wooden coffin with no 
human remains. Of the 30 burials, 28 were disinterred. Two burials, which were determined to 
be outside the project area, were left in place. For the 28 disinterments, 18 were determined to be 
historic, as they were interred in an extended position and contained historic artifacts, including 
in 12 cases, the wooden remains of a coffin. Two burials were interpreted as possible pre-contact 
burials as they were interred in a sand layer and did not have any evidence of a wooden coffin or 
any historic artifacts. The remaining 8 burials were too disturbed to determine date of interment. 

In March and April of 1993, during sewer line excavation by Mouse Construction, three 
burials were inadvertently discovered at 614 South Street in the central portion of the lot TMK 
(1) 2-1-31:20 on the southwest corner of South Street and Quinn Lane. “It was determined that 
these burials were situated in the Honuakaha cemetery (SIHP # 50-80-14-3712)” (Avery and 
Kennedy 1993a:9). Subsequent monitoring of the site by Archaeological Consultants of Hawai‘i, 
Inc. (ACHI), identified six additional burials in the same location (Avery and Kennedy 
1993b:Appendix), totaling 9 smallpox cemetery burials in this area.  

In May through July of 1993, Cultural Surveys Hawai‘i (Hammatt and Pfeffer 1993) 
conducted an inventory survey of the Brewery site. The primary goal of testing during the 
inventory survey was to determine an accurate boundary for the cemetery and to gain an accurate 
assessment of the number of burials within the parcel. From historical records and maps, the 
supposed boundary of the Honuakaha Cemetery (SIHP # 50-80-14-3712) was plotted on the 
south portion of the American Brewery Co. lot. Twenty-one test trenches were then excavated 
around this plotted line to determine the actual boundary of the cemetery. Twenty-nine (29) 
burial pits were located with a backhoe and with hand shoveling; the burials themselves were not 
disturbed, but were left in place. The study estimated the presence of between 179 and 389 
burials within the Brewery /Honuakaha Housing Project parcel. A secondary goal of the survey 
was to research subsurface traces of the brewery during the early twentieth century. Three refuse 
pits associated with the brewery were also uncovered.  
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The identification of the extent of the cemetery was the primary factor in determining the 
boundary limits for the new construction of the Honuakaha Memorial Park and the Honuakaha 
Affordable Housing Building. Subsurface construction grading was to be avoided in order to 
preserve the burials intact; however, even with architectural modifications, it was impossible to 
place the proposed building foundations in such a way as to avoid impacting all the burials, 
while at the same time preserving the structural integrity of the building. Therefore prior to 
construction, it was decided to disinter 7 of the 29 burials (the 29 burial pits identified in 1993; 
Hammatt and Pfeffer 1993) from the mauka limit of the cemetery (Winieski et al. 1996:7). 
During the excavation of two of these burials, 2 additional burial pits were discovered, 
previously disturbed remains were encountered in pit fill, and one cranium was encountered in 
pit fill, resulting in a total of 11 burial disinterments. Thus, before construction, a total of 33 
burials were recorded, and 11 had been disinterred. 

Table 3 summarizes the timeline and number of burials recorded and disinterred from 
Honuakaha Cemetery. Following the disinterment of the 11 burials, construction activities began. 
A total of 14 human burials (16 individuals) were found during these construction activities, 
which were monitored by CSH archaeologists between October 1993 and September 1995 
(Winieski et al. 1996). These 14 burials were inadvertent discoveries, 3 from the middle of 
Quinn Lane and the remaining 11 from an area along the Quinn Lane fence line. Findings were 
limited to the historic era in age, with burials associated with the 1853 Honuakaha smallpox 
cemetery (SIHP # 50-80-14-3712), and archaeological materials (bottles, metal, etc.) ranging 
from the 1880s to after the construction of the Brewery Building at the turn of the 20th Century. 
The vast majority of the burials present on the property were preserved and commemorated as 
part of an open garden area on the property in a specially constructed crypt under the garden.  

The stratigraphy of the Honuakaha Cemetery/Honolulu Brewery generally consisted of 10 
cm. of parking lot asphalt (Stratum IA) overlying a 60 cm. thick historic-era fill layer (Stratum 
IB). Red brick and mortar fragments were common in the lower portion of Stratum IB and 
appeared to be associated with the construction of the Brewery building in 1900. Below the fill 
layer, there is a 40 cm. thick A-horizon consisting of mixed cinder and coralline beach sand 
(Stratum II).  

Table 3. Summary of Burial Features Recorded at Honuakaha Cemetery (SIHP # 50-80-14-3712) 

Project 
Name Reference 

Burials 
Recorded 

Burials 
Disinterred Comments 

Kaka‘ako ID-
1 

Pfeffer et 
al. 1993 31 28

2 burials left in place, one burial 
was a coffin without human 
remains 

South Street 
Bldg 

Avery & 
Kennedy 
1993a, b 9 9  

Honolulu 
Brewery  

Hammatt & 
Pfeffer 
1993 29 0 22 of these are still in situ 
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Honuakaha 
Affordable 
Housing 

Winieski et 
al. 1996 18 25

7 of the disinterred burials were 
part of the 29 burials first 
identified by Hammatt & Pfeffer 
1993; for the remaining 18, 4 
burials were found before and 14 
burials were found during 
construction activities 

Total  87 62

Number of individuals may be a 
greater than number of burial 
features 

This A-horizon represents the living surface of 19th century Honolulu predating the Brewery 
building. Stratum III underlies the A-horizon (Stratum II), is 30 cm. thick and consiste of a 
lighter-colored matrix composed of coralline beach sand and cinder. It is well sorted with fine-
grained sediments at the top, progressing to coarse-grained sediments at the bottom. Stratum IV 
represents the lithification of the overlying coralline beach sand and cinder layer. Stratum IV 
began at 140-150 cm. below the asphalt surface. The burial pits intrusive to Stratum IV are found 
near the top of Stratum III. 

4.5.5 Kaka‘ako Improvement District 1 (ID-1) 
From April of 1986 through August of 1988, Cultural Surveys Hawai‘i (Pfeffer et al. 1993) 

conducted monitoring, data recovery, and excavation services within the Hawai‘i Community 
Development Authority’s Kaka‘ako Improvement District 1 (ID-1), which was bounded by 
Punchbowl Street (west), South Street (east), King Street (north), and Ala Moana Boulevard 
(south), including extensions east for Kawaiaha‘o Lane, Queen Street, and Auahi Street (TMK: 
2-1-029 to 2-1-032; 2-1-046 to 2-1-048; and portions of 2-1-051, 2-1-054, and 2-1-055. Portions 
of Pohukaina Street, Quinn Lane, and Reed Lane are also within this district. This work was 
conducted almost exclusively underneath the streets in District 1 and very little in the way of 
private property was excavated. The stratigraphy generally consisted of an upper layer of asphalt, 
a layer of fill material for road grades, additional fill layers associated with construction, a buried 
A horizon of sand, which often contained artifacts and human burials, the underlying 
Tantalus/Sugarloaf cinder deposited thousands of years before human occupation of the 
Hawaiian Islands, and the coral shelf formed in the last inter-glacial period. 

Four burial site areas were encountered: two cemeteries and two isolated burials, with a total 
of 149 burials of individuals.  The cemetery on Queen Street (SIHP # 50-80-14-4534) contained 
116 burials of individuals. These burials are associated with Kawaiaha‘o Cemetery, which was 
utilized from about 1875 to 1920. The cemetery section is on the southern border of the 
Kawaiaha‘o Church grounds. A total of 31 burials were recorded from the South Street/Quinn 
Lane (SIHP # 50-80-14-3712) Cemetery. These burials are associated with the Honuakaha 
Smallpox Cemetery, which was utilized for burial only in the years 1853 to 1854. Over 1,000 
victims of smallpox were interred in the cemetery during the course of the epidemic. It appears 
that the cemetery was not utilized following the epidemic and the burials were left in place. The 
two isolated burial sites – on Punchbowl Street (SIHP # 50-80-14-4532) and Halekauwila Street 
(SIHP # 50-80-14-4533) – each contained one set of remains. The burial at Halekauwila Street 
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was within LCA 61, a fishpond awarded to Queen Kapi‘olani within the lele of Ka‘ala‘a (see 
Figure 6). This burial was found within LCA 61 but just outside of the fishpond within LCA 61. 

A variety of other archaeological and historical features were noted, excavated, and recorded 
during the monitoring process, including historic trash, layers, historic cultural features, and fill 
layers associated with the urbanization of the Kaka‘ako area. No osteological analysis were 
conducted on the 116 sets of remains from the Queen Street area. These were reinterred in a 
special vault built on the grounds of the present Kawaiaha‘o Cemetery. Osteological analysis 
were also conducted on the burial remains from the South Street/Quinn Lane area (Pietrusewsky 
et al. 1989). These remains were later reinterred in a special vault built next to the Honuakaha 
Affordable Housing Area (Winieski et al. 1996:5-6). Other archaeological remains idenfied 
within ID-1 include historic trash layers, cultural features, and fill deposits associated with 
urbanization of the Kaka‘ako area. Also in 2004, a series of geotechnical borings were monitored 
on a portion of the site (Perzinski and Hammatt 2004). There were no findings. 

4.5.6 South Street Building Complex 
In March and April of 1993, during sewer line excavation by Mouse Construction, three 

burials were inadvertently discovered at 614 South Street in the central portion of the lot (TMK 
2-1-31:20) on the southwest corner (TMK 2-1-31:20) of South Street and Quinn Lane. “It was 
determined that these burials were situated in the Honuakaha cemetery (SIHP 50-80-14-3712)” 
(Avery and Kennedy 1993a:9). Subsequent monitoring of the site by Archaeological Consultants 
of Hawai‘i, Inc, identified six additional burials in the same location (Avery and Kennedy 
1993b:Appendix), totaling nine smallpox cemetery burials in this area. Of the six burials, two 
burials were left in place and four burials were disinterred for eventual re-interment (Avery and 
Kennedy 1993c:19). 

4.5.7 Kaka‘ako Fire Station (Proposed Fire Department Headquarters) 
The Kaka‘ako Fire Station lot is located between Queen Street and Quinn Lane and is bound 

by South Street on the east and the American Brewery Site to the west. An assessment of this 
study area was first conducted in 1994 (Heidel and Hammatt 1994). Background and archival 
research was conducted to determine the use of the land area from pre-contact period to the 
present. This research indicated that the area initially was awarded to Hawaiian officials in the 
nineteenth century, and the lot eventually came under the control of the government. While 
under government ownership, the property was used for a hospital and cemetery for the smallpox 
epidemic of 1853-1854. Subsequently it was leased to various individuals and in 1928 it became 
the site of one of Hawai‘i’s earliest fire stations. It has been designated SIHP # 50-80-14-1346 
and is part of the Fire Stations of O‘ahu Thematic Group (Figure 51).  
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Figure 51. Old Kaka‘ako Fire Station in 2004 (Honolulu Star Bulletin; Burlingame 2004) 

A new fire station was constructed on the parcel in the 1970s. The old fire station is in the 
southwestern corner of the lot; the new station is in the northeast corner. In 1979, the old fire 
station was nominated to the Hawai‘i and National Register of Historic Places for its 
architectural and social significance. The Fire Station was renovated by incorporating some of 
the older structures, and a portion of it was dedicated as a Fire Department Museum in 2009. 

Burials associated with the Honuakaha Smallpox Cemetery have been found along Quinn 
Lane and south of Quinn Lane. Based on background research, the cemetery is understood to 
partially lie beneath the new street-level parking lot on the southern border of the fire station. 
Due to the possibility of burials associated with this cemetery, monitoring was conducted in the 
study area in February 2001 (Winieski and Hammatt 2001) during geotechnical bore sampling. 
Five 4-inch diameter bores were excavated, two in the northwest corner of the lot, and three in 
the central section of the lot. No cultural materials or evidence of human burials were observed 
during geotechnical sampling, but intact naturally deposited cinder and sand sediments were 
identified below layers of fill material. 

In 2004, CSH (Perzinski and Hammatt 2004) conducted a surface and subsurface inventory 
survey of the Fire Station lot and excavated 12 backhoe trenches in the area of the proposed Fire 
Department Headquarters Building at the southeast corner of the lot. No burials or other cultural 
remains were found. The archaeologists concluded, based on the absence of remains in the test 
trenches, that the mauka, northern border of the Honuakaha Cemetery was probably southeast 
(south of Quinn Lane) and west (under the parking lot surrounding the old fire station).  

Subsequent monitoring for the Kaka‘ako Fire Station reconstruction project (Stein et al. 2007) 
took place between 2004 and 2006. Construction included the building of the new fire 
department headquarters, trenching for utilities along Queen Street, and most importantly, the 
excavation of 8 boring holes for parking lot lights in the parking lot area at the southwestern side 
of the lot. This is the area that was thought to possibly have remains from the Honuakaha 
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Cemetery. The stratigraphy observed during this monitoring project was similar to what had been 
found during the inventory survey, which was predominately imported fill layers above 
undisturbed sand deposits with pockets of volcanic cinder. No intact cultural deposits or human 
remains were found; however, as the eight boring holes were widely spaced across the parking 
lot, it is still possible that human remains are present below the Quinn Lane corridor and parking 
lot of the Fire Department Headquarters and museum.  

4.5.8 State Office Building 
In May of 1982, the construction of the new State Judiciary Complex on the southwest corner 

of Punchbowl and Halekauwila Street was monitored by Science Management Inc. (personal 
communication from Farley Watanabe reported in Clark 1987). No pre-contact artifacts or 
human burials were found, but historic dumps were common features. The project area is within 
the nineteenth-century Honuakaha Village and overlaps the former yard used for the 1874 
Transit of Venus observation station. 

In 1982, Jason Ota and Wendell Kam (1982) reported on six partial sets of human remains 
recovered during excavation for construction of the State Office Building #2 at the southeast 
corner of Punchbowl and Halekauwila Streets (TMK 1-2-031:023). The remains were in poor to 
very poor condition and little could be determined from the osteological analyses performed. 
Two of the burials showed evidence of incisor evulsion. Tooth evulsion was practiced Hawaiians 
into the early post-contact period, supporting interpretation of these two burials as Native 
Hawaiian. All other burials were located in sand and pre-contact deposits, although some historic 
disturbance may have taken place. This burial area was later given the designation of SIHP 50-
80-14-2963.  

4.5.9 Makai Parking Garage 
Between September and November of 1987, the Bernice P. Bishop Museum monitored 

construction of a parking garage on the southeast corner of Punchbowl and Halekauwila Streets 
in the same TMK parcel as the earlier Ota and Kam study area. Archaeological features (Clark 
1987) revealed both pre-contact and post-contact utilization of the site. Seven human burials, of 
which four were complete burials with well defined burial pit features, were unearthed. Two 
complete burials were in a flexed position, one was a bundle burial, and one was too disturbed to 
determine burial position. Charcoal from one of the complete burials (Feature 28) was dated to 
A.D. 1270-1410. Feature 28 also showed post-mortem breakage of the limb bones. Only the 
femoral heads were still present in the burial pit; the shafts had been broken off and removed 
(Clark 1987:75-76). Osteological analyses of the burials and analysis of grave goods indicated 
that the individuals were of Hawaiian ancestry, probably from the commoner class rather than 
the chiefly (ali‘i) class. The burial area was considered part of State site 50-80-14-2963, which 
was first identified by Ota and Kam (1982). Artifacts recovered at the site ranged from basalt 
tools - including an adze, a hammer stone, and a poi pounder top - and a coral abrader to glass 
bottles, ceramic fragments, and metal objects. Clark concluded that the “nineteenth century use 
of the site area included primarily burying of trash and burial of animals” (Clark 1987: 114). 
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4.5.10 Judiciary Parking Garage 
In December of 1985, monitoring was conducted for the proposed Judiciary Parking Garage 

at the northwest corner of Pohukaina and South Streets (Athens 1986); Reed Lane bound the 
project area to the north. In the nineteenth century, this project area would have been in the ‘ili of 
‘Auwaiolimu, south of three fishponds. No undisturbed sand layers were noted in the 
excavations and much of the area appeared to have been disturbed prior to the excavation. It is 
likely that the area was under water, or was intertidal in pre-contact times, and therefore, little in 
the way of pre-contact Hawaiian deposits would be found. No pre-contact cultural deposits or 
artifacts were recorded, but historic artifacts were common in concentrations and scattered 
throughout the several fill layers exposed in the construction trenches. Soda bottles of three 
O‘ahu bottlers were found, from the Sunrise Soda Water Works, Pacific Soda Works, and Arctic 
Soda Works. These blob-top bottles date between 1880 and 1915. The deposit was given the 
designation of SIHP 50-80-14-3984.  

In 1988, monitoring for the Federal Judiciary Building parking complex was conducted by the 
B. P. Bishop Museum (Leidemann 1988). The project area is described as on the northwest 
corner of Pohukaina and South Streets in the text (Leidemann 1988:1), which would make this 
project area the same as Athen’s 1985 study area. However, on Leidemann’s Figure 1 
(Leidemann 1988:2), the project area is drawn on the northwest corner of Reed Lane and South 
Street, which would make this project area immediately north of the Athen’s study area. 
Leidemann makes no mention of the Athen’s study in her report. Clark (1987:22) states that the 
project areas are the same; this is supported by more recent examination of these two projects. 
As in the Athen’s study, no undisturbed sand deposits were recorded and no pre-contact artifacts 
were found. The results of the analysis of the artifactual material determined that the most likely 
time frame for the manufacture and disposal of the historic artifacts found was for the years 
between 1880 and 1930. The deposit was given the designation of SIHP 50-80-14-1973. 

4.5.11 Honolulu Iron Works, Ka‘ākaukukui Cemetery 
In 1985, archaeological excavations were conducted at the former location of the Honolulu 

Iron Works (Pohukaina, South, Punchbowl, Ala Moana block). This industrial complex operated 
from 1853 to 1973; they produced much of the sugar plantation infrastructure and mill works not 
only for the Hawaiian Islands, but for sugar plantations around the world. However, by 1982, all 
of the buildings had been torn down, and as there are no buildings remaining, this complex is not 
listed on the Hawai‘i or National Register of Historic Places. Today this block is covered by 
Waterfront Plaza and Restaurant Row, which includes seven five-story buildings surrounded by 
green space.  

In 1985, five burials were uncovered at the former Honolulu Ironworks lot (Yent 1985), 
which is the block at the corner of Punchbowl and Pohukaina Street (TMK 2-1-029:001) (note: 
Yent states that the location is at Punchbowl and Queen Street, but this is marked out and 
replaced by Pohukaina Street in the SHPD copy of the report). The burials were found in burial 
pits in the sand deposit that underlay a least a meter of the ironworks fill. Two of the individuals 
were in an extended position. A crew from the DLNR Division of State Parks (DSP) disinterred 
the five burials, which were later given the designation of SIHP # 50-80-14-2918. Yent’s report 
does not contain a map, so the location of the burials disinterred by the DSP are unknown.  
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P. Bion Griffin (Griffin et al. (1987:4) states that eight burials are known from the Honolulu 
Ironworks area, which he refers to as the Ka‘ākaukukui Cemetery. Griffin seems to be the first to 
call this burial cluster the Ka‘ākaukukui Cemetery, so it seems that this was not a traditional 
name; there are no historic documents describing this cemetery. His discussion of the 
Ka‘ākaukukui Cemetery is confusing and the map (Map 1) on which the burials are plotted is not 
available at the Hawai‘i Public Library, the University of Hawai‘i Hamilton Library, or at SHPD. 

Griffin (Griffin et al. 1987:71) states that he “recently” (sometime between 1985 and 1987) 
assisted in the retrieval of ‘several” burials from the construction site in an area near Auahi and 
South streets (Plate 9 in his report) and refers to an elevator shaft trench. He does not mention 
the Division of State Park’s 1985 project or explain when the 8 total burials were found or 
disinterred. Griffin mentions three, or possibly four, additional burial pits in the trench walls that 
were left in place. There were no coffins and only a few grave goods, only one button and a few 
glass beads. Based on this, Griffin decided that the graves probably dated to the early historic 
period, “around 1800.” He thought the burial cluster might have been a family burial plot, or a 
place resulting from a single episode of interment, say for an illness. Griffin does not give any 
information on burial position; two of the burials recorded by Yent were in an extended position. 
It is possible that this burial cluster dates to a later period than that proposed by Griffin; it may 
even date to the 1853 smallpox epidemic. 

There are several possibilities to interpret this incomplete and confusing information. Griffin 
may have aided the DSP crew in 1985; his total of 8 burials consists of the five individuals 
disinterred and the three individuals left in place. Thus, all of the burials were found in one 
cluster near the southeast corner of the property at the Auahi and South streets junction. The 
second possibility is that there were two separate burial concentrations, the five disinterred by 
the DSP crew in 1985, and the three disinterred by Griffin around 1987. In this case, the location 
of the first cluster is unknown. 

Griffin also states that: “Many more burials are very likely [sic] to exist along the extent of 
the old sand beach. As development proceeds in a Diamond Head direction, human burials and 
house sites are certain to be found” (Griffin et al. 1987:4). A preliminary end of field work report 
for monitoring at the project was written by a team from Paul H. Rosendahl, Ph.D., Inc. (Davis et 
al. 1988). No copy of this report could be found at the CSH library, the SHPD library, the 
Hamilton Library, or the Hawai‘i State Library. On Figure 50, the entire block is shown as the 
location of Ka‘ākaukukui Cemetery as the exact locations of the eight reported burials is 
unknown at this time. 

4.6 South Street to Cooke Street  

4.6.1 Keola La‘i Condominiums 
In 1991, monitoring and test excavations (Schilz 1991) were recommended for a property 

bound by Kawaiaha‘o Street (north), South Street (west), Queen Street (south), and Emily Street 
(east) during the construction of the then proposed Queen Emmalani Tower (TMK 2-1-048:008-
019). On the 1867 Lyons map (see Figure 6), this area is labeled as “Loko Paki,” although a 
pond outline is not shown. This suggests that the pond had already been filled in by the late 
1800s, probably with dredged material from Honolulu Harbor.  
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A kerosene storage facility was built on a portion of this lot as early as 1876 and was present 
up to 1884. Another portion of the property was used for tenements in the “Magoon Block,” 
which was used for apartments as early as 1884, and the apartments were later demolished in 
1940.  

After testing for hazardous waste materials at the site was completed, it was recommended 
that only a literature and archival research for the parcel should be conducted. From background 
research, the authors (Schliz 1991) concluded that the area was probably a marshland in the early 
post-contact period; there was no record of a fishpond in the area. The redevelopment and 
construction that began in the 1880s has probably disturbed any subsurface historic deposits that 
may be present. 

During monitoring for the project, a human skull was found in the back dirt pile. Carol 
Kawachi (1991) from the SHPD went to the site to monitor the decontamination of the remaining 
dirt piles. One additional bone, a humerus, was found. The burial remains were designated SIHP 
# 50-80-14-1604. The human remains were examined by osteologists from the University of 
Hawai‘i (Pietrusewsky and Ikehara 1992). Historic artifacts, related to the residential use of the 
buildings in the Magoon Block were also found in the back dirt piles. 

In 2005, Perzinski et al. (2005) conducted an archaeological inventory survey in the same area 
Schilz (1991) worked on, excavating 13 trenches. Perzinski et al. (2005) discovered two 
additional human skeletal elements, which were considered part of previously identified site        
-1604. They also identified three subsurface features associated with residential/industrial use of 
the block around the turn of the twentieth century: a garbage pit with numerous historic artifacts, 
a concrete wall/slab remnant, and a post mold. These features were designated SIHP # 50-80-14-
6766.  

CSH (Hazlett et al. 2008) monitored construction at the Queen Emmalani site (now called the 
Keola La‘i Condominium). Historic artifacts (One bottle dates from 1880 to 1890, two date from 
1880 to 1920, and one dates from 1890-1920) dating to the decades around the turn of the 
century were found in several trenches. Two isolated human skeletal remains in historic fill 
sediments were discovered in a utility trench near and parallel to Kawaiaha‘o Street. These 
human remains were considered part of site SIHP # 50-80-14-1604. In all, the scattered human 
remains are from at least four different individuals. 

4.6.2 Kaka‘ako Improvement District 3 and Pohulani Elderly Housing 
In November of 1990, during construction of an elderly housing project at the southwest 

corner of Coral and Queen Streets, human bones were uncovered and reported to the State 
Historic Preservation Division (Douglas 1991a). Disinterment for the burials was recommended 
and Cultural Surveys Hawai‘i (Winieski and Hammatt 2000) then conducted excavations in 
November of 1990. Eight separate burials were identified on the east side of the property; five 
were removed. A glass bead was found with one burial, suggesting a post-contact date. One 
burial also exhibited a pre-mortem loss of the mandibular incisors, which suggests deliberate 
tooth evulsion. This procedure was known to have been practiced by Hawaiians in the pre-
contact and early post-contact period. The author concluded that the burials were probably of 
Hawaiian ethnicity, perhaps representing a nuclear family. This burial area was later designated 
SIHP # 50-80-14-4380. This project area is within the boundary of LCA 2045 to Kauwahi, who 
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received the parcel in the time of Kamehameha I, indicating that this was a Hawaiian habitation 
area as early as the beginning of the nineteenth century. 

In March of 1991, during excavation of a waterline trench between Coral and Queen Streets 
across from Mother Waldron Park, human skeletal remains were discovered and disinterred 
(Douglas 1991b). The remains were determined to be of Hawaiian ancestry, with a pig burial 
possibly associated with the burial. These burials were considered part of SIHP # 50-80-14-4380. 

Douglas (1991c) also conducted background research on the property and structures at 
Mother Waldron Park, which has been designated SIHP # 50-80-14-1388. 

Between November 1990 and September 1992, Cultural Surveys Hawai‘i (Winieski and 
Hammatt 2000) monitored construction at the Kaka‘ako Improvement District 3 area, the 
Pohulani Elderly Rental Housing project area, and the Kauhale Kaka‘ako Project area (TMK 2-
1-30, 31, 32, 44, 46, 47, 48, 50, 51, 52, 54). Kaka‘ako Improvement District 3 is bounded by 
Kapi‘olani and King Streets (north), the northern end of Cooke Street (east), Halekauwila Street 
(south), and South Street (west). It includes extensions of Keawe and Cooke Streets to the south.  

The monitoring of sub-surface excavations revealed that although the area had been 
previously disturbed to a great extent, a cultural layer and in situ Jaucas sand and volcanic cinder 
deposits are still intact below fill layers. The cultural layer contained historic artifacts mixed with 
scant traditional Hawaiian cultural materials. Twenty human burials were discovered during 
these projects, 9 at the Pohulani Elderly Rental Housing project (SIHP # 50-80-14-4380) and 11 
in and around Mother Waldron Park (SIHP # 50-80-14-5820). Five burials were in an extended 
position, seven were flexed, and the position of eight could not be determined. One burial was in 
a coffin and one contained a glass trade bead, suggesting that the burials were of post-contact 
age. The seventeen burials recovered were reinterred in the northeast corner of Mother Waldron 
Park. Three were left in place beneath the Pohulani Elderly Rental Housing Facility. These 
scattered burials are all clustered around the location of LCA 982 to Kukao and the Pu‘unui 
parcel to Queen Emma, an area with a cluster of Hawaiian houselots shown on several late 
nineteenth century maps. 

4.6.3 Halekauwila Place – Pohukaina School 
In 2009, CSH archaeologists excavated 16 trenches in the Halekauwila Place property, once 

the grounds of Pohukaina School (Tulchin et al. 2009). Subsurface testing revealed several 
historic and modern fill layers overlying the natural sediments. The natural sandy clay sediments 
were typical of a wet, marsh-type environment. Fill layers overlying the natural sediments 
included a layer of ash and burnt garbage, interpreted to be fill material generated by the city’s 
municipal garbage incinerator, and layers of sandy clay, interpreted to be fill material generated 
by the dredging of Honolulu Harbor and other coastal areas in the vicinity. The presence of the 
dredge fill material and incinerator fill material is consistent with background research of 
Kaka‘ako land reclamation projects in the late 1800s and early 1900s. The upper terrigenous fill 
layers included construction debris and abandoned utilities, evidence of the former Pohukaina 
School. Numerous historic artifacts, mainly bottle glass and ceramics were collected from the fill 
layers, most were dated to the late nineteenth to early twentieth century. No pre- or early post-
contact Traditional Hawaiian burials or cultural deposits were found. 
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4.6.4 Former Comp USA parcel 
In 2009 and 2010, CSH archaeologists excavated 14 trenches and 20 core samples in the 

former Comp USA land parcel (Pammer and Hammatt 2010). The project area was observed to 
have undergone extensive land modification by the filling in of this low lying portion of 
Kaka‘ako, and no historic properties were identified.  

In general the observed and documented stratigraphy consisted of asphalt road surface (Ia), 
overlying a gravel base course (Ib), overlying varying layers of terrigenous sediments mixed 
with crushed limestone gravel and cobbles, and multiple crushed coral fill layers (Ic-Id), 
overlying clay and sandy clay fill layers interpreted to be pumped dredge (i.e. hydraulic fill) 
material used in historic land-reclamation efforts (Ie-If). These layers of fill were occasionally 
overlying a natural marine clay (II) which directly overlies the coral shelf. Old concrete building 
footings, associated with Honolulu Ironworks or the Union Feed Co. warehouses, were present 
within multiple trenches, as well as existing utilities and jackets. In some cases, the existing 
utilities prevented complete excavation of the individual test trenches.  

Five test trenches contained successive layers of imported fill and dredge materials (Stratum 
I) directly overlying the coral shelf. No natural materials were observed with these trenches, all 
of which were excavated in the southwestern portion of the project area. The stratigraphy of the 
6 remaining trenches consisted of successive layers of imported fill and dredge materials, 
overlying naturally occurring sandy marine clay (Stratum II), directly overlying the coral shelf. 
This marine clay varied from 1-2 cm to 10 cm in thickness, but averated about 10 cm. No Jaucas 
sand or cultural materials were observed. Trenches 6, 17 and 19 were terminated within the fill 
because existing utilities prevented the excavation from extending deeper. 

Research of the current project area shows evidence that the KAK-2 area was previously 
utilized for salt pans (discussed in the historical background section). During the subsurface 
excavations, no clear evidence of these salt pans was observed. Much of the project area had 
been extensively disturbed, the natural materials present showing no obvious evidence of salt 
making or built up berms between pans or ponds. It is possible that during the filling of the area, 
portions of the project area were removed. It remains unknown whether the infilling removed all 
evidence of the formersalt pan activities or wether more specialized analyses (e.g., palynology) 
may yield microscopic evidence not idenfied during the current or previous studies of this area 
and vicinity.  

4.7 Summary of Archaeological Resources 
As of 2011, a total of 297 burials have been recorded in the Kaka‘ako area from Punchbowl to 

Ward Avenue, 257 from four historic cemeteries, three additional historic burials, and 37 
scattered, possibly pre-contact burials. Based on the archaeology reports, it appears that all pre-
contact human burials in the Kaka‘ako area that have been encountered were buried in sandy 
deposits. The location of all known sites near the project area, in relation to nineteenth/early 
twentieth century features, is shown on Figure 52. Figure 53 depicts more specific locations of 
recorded burials surrounding the project area. A summary of the burials sites is presented in 
Table 4.  
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In several cases, the pre-contact/early post-contact burials are located around or within former 
fishpond areas, such as site -1604, four burials recorded in a area once covered by a pre-1867 
filled fishpond, site -4553, a single burial found in an area once covered by a fishpond owned by 
Queen Kapi‘olani, and site -2963, 13 burials found adjacent to the former north shore of an 
‘Auwaiolimu ‘Ili fishpond. In the eastern section of the Kaka‘ako area, at the eastern extension 
of Queen Street (outside the current study area), a nineteenth century cemetery (-6658) was 
found along the lip of a former fishpond called Kolowalu. It is possible that the artificial earth 
berms around fishponds were considered desirable places for burials. These earth berms would 
have been higher than the surrounding easily-flooded coastal areas, and the soil of the built-up 
berms was probably easier to dig than undisturbed ground.  

In the Kaka‘ako Mauka Area between Punchbowl Street and Pi‘ikoi Street, there are four 
historic cemeteries; Ka‘ākaukukui Cemetery (SIHP # 50-80-14-2918; 8 burials recorded; Yent 
(1985) records 5 burials disinterred and Griffin et al. (1987) records 8 burials disinterred), 
possibly utilized from the 1700s to the early 1800s; the Honuakaha Smallpox Cemetery (SIHP # 
-3712; 87 burials recorded, 62 disinterred), used from 1853-1854; a portion of Kawaiaha‘o 
Cemetery (SIHP # -4534; 129 burials recorded, 116 disinterred), used from 1875-1920: and the 
King Street Roman Catholic Cemetery (SIHP # -5455; 33 burials estimated, three disinterred), 
used from the mid-1800s to the 1920s. The full spatial extent of these cemeteries remains 
unkown.  Possibly hundreds of burials remain within, including both some within the current 
designated cemetery boundaries and some outside. Of the outside burials, some may occur under 
structures, nearby roads, or other modern features. 

The burial at site -4532 is a known historic burial. At least 2 of the 9 burials in the Kaka‘ako 
ID-3 area (SIHP # -5820) were historic (one coffin and one with historic grave goods). There is 
no historic documentation on this small historic burial area and its spatial extent and time of use 
is unknown. Thus a total of 260 historic burials have been recorded in some way (recorded in 
situ or disinterred) in the Kaka‘ako area between Punchbowl Street and Ward Avenue. 

The remaining 37 burials found in the Kaka‘ako Area west of Ward Avenue, at sites SIHP -1604 
(4 individuals), -2963 (13), -4380 (9), 4533 (1), -5820 (7), and 6371 (1) were not buried in 
coffins, or do not have associated historic grave goods, or consist of partial, previously disturbed, 
burials. Some skeletons occurred in a flexed position, suggesting they dated from the pre- and/or 
early post-Contact period before most Hawaiians adopted westernstyle burial practices, including 
coffins. Such traditional Hawaiian burials in this area most probably date before 1850. 

The main early (nineteenth century) historic habitation area in the Kaka‘ako area was within 
Honuakaha Village on both sides of Punchbowl Street at the junction with Queen Street. There 
was a second cluster of houselots near LCA 982 and the Pu‘unui lot to Queen Emma. The 
presence of these habitations suggest that late pre- and/or early post-Contact burials may exist in 
Kaka‘ako although intact cultural layers have yet to be recorded in this area.  

Also found within the Kaka‘ako area west of Ward Avenue were historic deposits/ trash pits 
(SIHP # -1973, -3984, -6766, -9917, and -9991), which usually date around the last decades of 
the nineteenth to the early decades of the twentieth century. There are also several historic 
structures/properties with SIHP numbers, such as Kawaiaha‘o Church and Mission grounds (-
9991), the Royal Brewery (-9917), Mother Waldron Park (-1388) and the old Kaka‘ako Fire 
Station (-1346). 
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Figure 52. Archaeological projects and site locations, in relation to nineteenth/early twentieth 

century features (see Figure 6 for base map). Note that few burials have been 
identified in areas previously used for the salt pans 
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Figure 53. U.S. Geological Survey 7.5 minute topographic map (Honolulu Quad 1998) showing 

the project area and a more specific site map of recorded burial locations 
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Table 4. Summary of Burial Finds in the western Kaka‘ako area 

SIHP * Report Description and Findings Reference 
-1604  Queen Emmalina project; 1 human skull and 1 femur reported from a back-dirt pile in 

1991. Two isolated human bones reported in 2005 and 2 additional isolated elements 
reported in 2007; unknown interment date; probably 4 individuals represented 

Kawachi 1991; Perzinski et 
al. 2005; Hazlett et al. 
2007a, b 

-2918 Ka‘ākaukukui Cemetery (Honolulu Iron Works); 5 burials recorded in 1985; possibly 3 
additional burials reported in 1987; probably early post-contact 

Yent 1985; Griffin et al. 
1987 

-2963 State Office Bldg: 6 partial burial sets reported in 1982; Makai Parking Garage: 7 burials 
recorded in 1987; probably pre-1850 interments 

Ota & Kam 1982; Clark 
1987  

-3712 Honuakaha Smallpox Cemetery (used during 1853-1854); 87 burials have been recorded 
during archaeological projects and 62 have been disinterred; see Table 4 

Pfeffer et al. 1993; Avery & 
Kennedy 1993a,b; Hammatt 
& Pfeffer; Winieski et al. 
1996 

-4380 Pohulani Housing area: 9 burials found  Winieski & Hammatt 2000; 
Douglas 1991a, b; 

-4532  1 historic burial from Punchbowl St.  Pfeffer et al. 1993 

- 4533 1 possibly pre-contact burial from Halekauwila St.  Pfeffer et al. 1993 

-4534 Kawaiaha‘o Cemetery (used from 1825-1920): 116 historic burials disinterred from 
Queen St. in 1993; 13 burial pits near Queen Street recorded in 2006, but not disinterred 

Pfeffer et al. 1993; Tulchin 
& Hammatt 2006 

-5455 Roman Catholic King Street Church Cemetery: 1 historic human burial was disinterred 
during an archaeological project on the west side of the church on King St. in 1995/1996. 
During a 2006 inventory survey, 2 historic coffin burials were disinterred on the south 
side of the cemetery on King St. There are a minimum of 30 historic human burials still 
in situ within the cemetery. 

Anderson 1995, 1997a, 
1997b; Kapeliela 1996 

-5820 Kaka‘ako ID-3 area: 11 human burials found along streets; most are probably early post-
contact (pre-1850) 

Winieski & Hammatt 2000 
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SIHP * Report Description and Findings Reference 
-6371 King St. Alignment; 1 burial found, post-contact due to presence of historic artifact. Mann & Hammatt 2002 

*SIHP=State Inventory of Historic Places; all sites numbers begin with # 50-80-14- 
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Section 5    Results of Preliminary Archaeological Testing 

5.1 Inventory Survey Plan Findings 
Preliminary subsurface testing, with the use of a backhoe, was conducted on February 7, 

2009, to determine the extent of undisturbed natural sediments within the project area and to 
assess the likelihood of encountering significant cultural deposits. Five test trenches were 
excavated within the study area, as shown on Figure 54. Testing areas were selected to give a 
representative stratigraphic overview of the entire project area. Each of the completed five test 
trenches was excavated to the depth of the underlying coral shelf or to the water table. 

Prior to excavation of the test trenches, each testing area was surveyed with ground 
penetrating radar (GPR). The GPR survey was conducted to determine the viability of GPR in 
determining stratigraphy, including the depth of bedrock and the water table, and in locating 
significant cultural deposits in an urban environment. Following the GPR survey, each testing 
area was excavated to compare the results of the GPR survey with the observed stratigraphy. In 
general, the results of the GPR survey work were inconclusive. The GPR operator, both in the 
field and following post-processing of the data, was not able to determine stratigraphy, the depth 
of the water table, or the depth of bedrock. No significant cultural deposits were encountered 
during the subsurface testing program. It is therefore unclear if the GPR would be able to locate 
such features. These inconclusive results may be related to the salty, moist sediments, which are 
known to interfere with GPR functioning.  

Subsurface testing revealed stratigraphy within the study area generally consisting of varying 
fill layers overlying naturally deposited sediments. The fill layers consisted of mixed 
marine/terrigenous soil strata; layers of incinerated garbage with metal, glass, and ceramic 
fragments; soil with unburnt trash (i.e. metal, glass, and ceramic historic artifacts); crushed coral 
fill; and volcanic cinder. These fill layers extended from the surface to a depth of 110-120 cmbs 
(centimeters below the surface).  

In Test Trenches 1, 2, 3, and 4, one or more strata of undisturbed natural sediments were 
found below the fill layers and above the coral shelf/water table. One stratum was a sandy clay or 
sandy loam; historic (not incinerated) trash was sometimes found in this stratum. A buried “A 
horizon” was also noted in this layer. This would have been the former ground/ living surface of 
the parcels during the pre-contact and early post-contact (before ca. 1915) periods, before the 
land was filled in with soil/trash. It is this stratum that pre-contact cultural habitation deposits, pit 
features, and possibly burials may be found.  

Below this stratum, in some of the trenches, is a very dark gray sandy clay with organic 
material. This stratum represents former marsh/pond sediments of the pre-contact and pre-
Hawaiian occupation of the islands. This stratum was recorded in Test Trenches 2, 3, 4, 5.  

No traditional Hawaiian artifacts, habitation deposits, subsurface pit features, or burials were 
found in the 5 excavated trenches. Historic artifacts (non-incinerated) were common in specific 
trash layers in Test Trenches 2, 3, 4, and 5. Historic bottles collected from Test Trenches 2 and 5  
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Figure 54. Aerial photograph showing the locations of preliminary test trenches conducted 

within the study area as part of the archaeological inventory survey plan. 
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were generally dated to the last half of the nineteenth century. Bottles from Test Trench 3 were 
dated to the late nineteenth and into the twentieth century. The inventory survey plan (O’Hare et 
al. 2009) proposed 35 test trenches to be excavated during the course of the inventory survey 
within the Block 2 parking lot.  

5.2 Results of Ground Penetrating Radar (GPR) Survey 
The GPR study consisted of the comparison and analysis of data collected previously within 

the study area by CSH and Global Geophysics (Tulchin et al. 2009). Stratigraphic profiles 
collected during subsurface testing by CSH (O’Hare et al. 2009) were referenced against two-
dimensional (2D) depth profiles generated during a GPR survey of the study area by Global 
Geophysics in an attempt to map out the study area’s stratigraphy utilizing GPR. Of particular 
interest was to see if GPR could accurately identify naturally deposited sediments (i.e. Jaucas 
sand) within the study area, as these sediments are more likely to contain undisturbed cultural 
deposits and human burials. 

Global Geophysics conducted a ground penetrating radar survey at the study area on May 
10th, 2009. The objective of the geophysical investigation was to investigate the study area’s 
stratigraphy. GPR was conducted along seven 130 m long lines (Lines 1-7) throughout the study 
area (Figure 55). Lines 1, 4, and 7 were placed in areas that intersected test trenches that were 
previously excavated by CSH (see Figure 55). The documented stratigraphy generated by the 
CSH test trenches was utilized as a reference point during the analysis of the GPR 2D depth 
profiles which were used to demarcate stratigraphic boundaries within the study area. 

Stratigraphic interfaces were clearly demarcated on the GPR 2D depth profiles, however, the 
type of sediments present at these interfaces was not defined (Figure 56). The interpreted bottom 
of “Fill”, bottom of “Strata II” and the “Top of Coral Shelf” was indicated (see Figure 56). In 
general fill was projected to be present from 0 to 5 ft within the study area. The coral shelf was 
only observed at Line 4 along the southwestern boundary of the study area (see Figure 55). 

5.2.1 Summary and Interpretation of GPR Survey 
The GPR survey conducted by CSH did not provide adequate data to determine stratigraphic 

interfaces, or the presence or absence of subsurface cultural deposits within the study area. It is 
believed that the environmental conditions present at the study area are not conducive for an 
accurate GPR survey. Water, salt deposits, and wet clay, all present within the study area, are 
known to disrupt the conductivity of the sediment, and can generate inaccurate data or limit the 
maximum depth of GPR penetration. The maximum “visibility” within the study area ranged 
from 75 to 100 cm below the surface.   

Conversely, the Global Geophysics GPR survey was able to demarcate stratigraphic interfaces 
within the study area. Of particular interest was their ability to project the presence and depth of 
fill sediments. Unfortunately, while the Global Geophysics GPR survey appeared to be able to 
determine the depths of stratigraphic interfaces within the project area, the types of sediments at 
these interfaces was not defined. Of concern was Global Geophysics use of Stratum II from  
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Figure 55. Location of Global Geophysics GPR survey lines (purple) in relation to CSH test 

trenches (blue)  
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Figure 56. 2D depth profiles generated by the Global Geophysics GPR survey of the study area 
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Trench 2 (from the CSH subsurface testing, O’Hare et al. 2009) as a reference point for their 
interpretation of the 2D GPR depth profiles. Stratum II from Trench 2 was only present in 
Trench 2, but the Global Geophysics study indicates that it is present throughout the entire study 
area. Of additional concern is that Stratum II from Trench 2 is a fill layer containing historic 
artifacts. Thus it appears that Global Geophysics did not accurately determine the depth of fill 
sediments and could not locate cultural deposits. 

The discrepancies between the CSH and Global Geophysics GPR surveys may be related to 
the follow factors: 1.) CSH utilized a 400MHz antenna while Global Geophysics used a 200MHz 
antenna; 2.) CSH GPR transects measured 2 m long while the Global Geophysics transects were 
130 m long; 3.) Different post-processing software was utilized by CSH and Global Geophysics. 

Based on the results of the two GPR studies it appears that the use of a low frequency antenna 
coupled with long survey transects may provide useful data in determining the underlying 
stratigraphy present within the study area. However subsurface testing must also be conducted in 
order to provide a reference point and to ground truth the GPR data. The stratigraphic interfaces 
demarcated by Global Geophysics could not be determined without referencing the stratigraphic 
data previously obtained by CSH. Additionally, the Global Geophysics study noted that “it is 
possible that the interpreted interfaces may upon intrusive sampling prove to be misinterpreted.” 
Thus GPR data cannot be accurately interpreted without extensive subsurface testing.  

In conclusion, ground penetrating radar is a remote sensing geophysical method that may not 
detect all subsurface features. The use of ground penetrating radar provides no guarantees of 
potential findings or non-findings but can provide additional data to increase the probability of 
locating buried sediments and features that may contain cultural deposits. 

5.3 Results of the Archaeological Inventory Survey (Pammer et al. 
2011) 

An Archaeological Inventory Survey was conducted within the current project area in two 
phases between April 13 and November 19, 2010 (Pammer et al. 2011). The Archaeological 
Inventory Survey Plan was reviewed and approved by the SHPD on May 29, 2009 (Log No. 
2009.2402, Doc. No. 0905WT109; Appendix A). The Archaeological Inventory Survey Report 
was reviewed and approved by SHPD on March 23, 2012 (Log No. 2011.3411, Doc. No. 
1203MV34). 

A total of four historic properties, SIHP # 50-80-14-7124, -7189, -7190 and -7197 were 
identified within the project area. No surface structures were present within the project area, 
which consisted of an asphalt parking area. The test trench locations were selected to adequately 
sample the project area in an effort to identify possible subsurface historic properties and to 
document the cultural and natural stratigraphy.   

5.3.1 Test Trench Results 
A total of 78 test trenches were excavated in two phases during the course of the 

archaeological inventory survey (Figure 57). Phase I was conducted between April 13 and April 
30, 2010 and consisted of excavation and documentation of 36 trenches (Test Trenches 1-36).  
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Figure 57. Survey map of the Block 2 parking lot parcel (KAK-2) showing the locations of the 

78 test trenches 
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Phase II was carried out at the request of Kamehameha Schools, and consisted of 42 
additional trenches (Test Trenches 37-78), conducted between November 1 and November 19, 
2010. The Phase II test trenches were conducted to better define the sand boundaries and provide 
a more complete coverage of the project area. 

The 78 test trenches were designated numbers in the order in which they were excavated. The 
natural coral shelf or the water table, provided there was no sand, marked the lower boundary for 
all trenches at approximately 2 meters below the ground surface level. The basic stratigraphic 
sequence consisted of the existing paved asphalt surface of the parking lot (not always having a 
base course layer), followed by varying layers of fill associated with the different periods of 
development within the project area, overlying natural sediments and the coral shelf. 

A total of four historic properties were identified within the project area, SIHP # 50-80-14-
7124, -7189, -7190 and -7197 (see Figure 58). SIHP # 50-80-14-7124 consists of 31 historic 
building remnants features (Features A – EE), generally located just beneath the modern layers 
of fill. These included brick and mortar clusters, slabs of concrete/basalt, concrete footings with 
metal supports, large slabs of very hard, corroded, melted metal, and pit features containing 
demolition debris. SIHP # 50-80-14-7189 consists of a layer of burnt historic debris, suspected to 
be from the open air burning of urban refuse during the early 1900s. The charred remains were 
then utilized to fill in the unwanted wetlands around the project area. The observed cultural 
materials included glass bottles, ceramics, and other domestic waste. SIHP # 50-80-14-7190 
consisted of old salt pan remnants, presenting as an approximately 5 cm thick layer of alternating 
peat and clay striations. SIHP # 50-80-14-7197 consisted of a sandy cultural layer containing one 
late pre-contact/early post-contact fire pit feature (Feature 1) observed in Test Trench 26. SIHP -
7197 Feature 1 contained a large amount of charcoal and fire cracked rock. The complete historic 
properties descriptions can be found below in Appendix B. 

5.3.2 Stratigraphic Summary 
The following paragraphs provide an overview of the stratigraphy observed within the 78 

backhoe assisted test trenches excavated within the project area. For detailed information 
regarding each of the excavated trenches, please refer to the trench profiles, sediment 
descriptions, and photographs, located within the VOLUME II portion of the archaeological 
inventory survey report (Pammer et al. 2011). 

In general, the observed and documented stratigraphy consisted of the asphalt parking lot 
surface, over modern and historic fill, over naturally deposited sediments, over the coral shelf. 
The fill layers were typically designated Stratum I, which was subdivided into sub-strata (i.e. 
Stratum I a-z) based on differences in matrix, soil color, and texture. The modern fill (less than 
50 years old) most often consisted of the asphalt surface and the underlying base course layers, 
typically consisting of layers of silt and clay loams, gravel, crushed coral, very coarse sand, and 
silty clays. The historical fill (more than 50 years old) consisted of the majority of the fill layers 
underlying the asphalt and base course, including SIHP # -7124 - building remnants, and SIHP # 
-7189 - incinerated garbage. SIHP # -7189 was typically designated Stratum II, while fill layers 
that appeared to be associated with this fill event were subdivided into sub-strata (i.e. Stratum II 
a-z). On the southern side of the project area (off the corner of Pohukaina and Keawe Streets), 
excavations encountered areas of backfilled and mixed sedimentation, as well as layers of basalt 
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gravel and boulders, from the backfilling of the artificial ‘pond’ excavated during the 1990s soil 
remediation project. See Section 4.2 for further discussion regarding the remediation pond and 
the associated disturbances within the project area. Figure 59 depicts the boundaries of the 4 
historic properties, the sand layer, and the remediation pond, showing their relation to each other. 

The natural sediments observed include relatively undisturbed natural Jaucas sand or Jaucas 
sand ‘pushed’ from within the project area (and possibly from adjoining parcels), likely to form 
the salt pans and associated berms. An A-horizon largely consisting of striations of peat and clay, 
likely associated with the salt pan activity previously recorded within the project area, was the 
most commonly observed A-horizon (SIHP # -7190). A sandy A-horizon associated with the 
Jaucas sand, likely pre-contact/early post-contact in origin, was observed in only one trench 
(Test Trench 26). Natural sandy-clay to clay sediments were typically observed over the coral 
shelf. Although more than half of the trenches (45) contained natural marine sand deposits and 
covered a large portion of the project area, the type of sand observed was generally either high in 
clay content, a very thin (10 cm) layer, or was actually ‘pushed’ from the surrounding area. 
Figure 60 depicts the estimated boundaries of the sand layer within the project area. Figure 61 
shows an overlay of both the sand layer and SIHP # -7189.  

The three observed A-horizons differ greatly in texture, appearance and association. SIHP # -
7190 was the most commonly observed A-horizon and was typically observed directly over the 
marine clay (gley), generally at the same level as the water table, if not slightly below it. The 
striations of clay and peat suggest that this area was repeatedly used as a land surface which was 
exposed long enough to accumulate organic debris before being covered with clay. Based on 
research of the project area, it is suggested that this A-horizon is the result of the repeated 
flooding, drying, scraping and removal of salt during salt production. The clay observed within 
the peat may have been deliberately placed on the bottom of the salt bed to prevent the salty 
water from soaking into the ground. The peat may also be the result of leaves being deliberately 
placed as an additional layer to aid in the salt making process.  

The second A-horizon type consisted of a sandy A-horizon associated with the underlying 
natural Jaucas sand (see Figure 58). This is a late pre-contact/early post-contact cultural layer 
(SIHP # -7197) and likely represents a small area within the project area that was not disturbed 
by post-contact activities. Feature 1, within SIHP # -7197, is a fire pit observed within Test 
Trench 26. Feature 1 contained fire cracked rock, a small amount of shell, and a high 
concentration of charcoal. A sample was taken from the feature for wood taxa identification and 
the initial results were inconclusive. A second sample was prepared for wood taxa identification 
and two separate species were successfully identified, an indigenous native plant (Lama) and a 
stem most likely representing a fern, though it could have also represented a palm (not a loulu or 
coconut). The fern stem sample was chosen for submittal to Beta Analytic for radiocarbon 
dating, due to it being a shorter lived species, which resulted in an AD 1735-1805 date range 
with a 44.5% probability. The results from the wood taxa identification and the radiocarbon 
dating can be found below in the lab results section.  

The third A-Horizon was identified in the western portion of the project area in Trenches 6, 7, 
10, 20, 36, and 65. This A-horizon, a very dark gray loam (10 YR 3/1), could have 
characteristics different enough to warrant assigning a separate site number and could be 
connected with the former use of this land for salt production. Additional documentation of 
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exposed profiles during the monitoring phase of this project could lead to the assignment of a 
new site number for this A-horizon. Radiocarbon dating of charcoal from Feature 2, a charcoal 
rich pit, associated with this A-horizon in Test Trench 65 yield a modern date (1960-present). 
Despite this, it appears that this A-horizon is likely associated with the salt pans (SIHP # -7190). 
This is primarily due to the distribution of this A-horizon, which is located in a sandy area 
adjacent to a portion of the salt pans. The majority of the sand within the project area has been 
‘pushed’ from the surrounding areas, usually being placed over old salt pans (SIHP # -7190), 
suggesting they were likely temporary sand berms that were moved as needed. The area that 
contains this third A-horizon type does not overlap with the salt pans, which may indicate that it 
is a stable sand berm used as an activity area, exposed at the time that the salt pans were in use.  
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Figure 58. An aerial photograph with an overlay of SIHP # -7124, -7189, -7190 and 7197, as 
well as the locations of the 78 test trenches. 
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Figure 59. An aerial photograph with an overlay of SIHP # -7124, -7189, -7190 and 7197, the 
sand boundaries and the remediation pond detected during fieldwork excavations, as 
well as the locations of the 78 test trenches.  
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Figure 60. An aerial photograph with an overlay of the estimated natural sand boundaries 

detected during fieldwork excavations as well as the locations of the 78 test trenches 
and the remediation pond. 
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Figure 61. An aerial photograph with an overlay of the sand, remediation pond, and SIHP # -

7189. 
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Figure 62. An aerial photograph with an overlay of SIHP # -7190, 7197, and the sandy A-

horizon which does not have an SIHP #, as well as the locations of the 78 test 
trenches, to show the spatial distribution of the three A-horizons.
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The coral shelf was encountered at the base of excavation in two forms; as a very loose cobbly 
layer and as a very hard (indurated) surface. The two forms of the ‘coral shelf’ are reflective of 
natural processes that occurred post-reef formation. As with the natural sand deposits, there was 
no uniformity to the ‘type’ of coral encountered in a specific area. Ground water was usually 
encountered at, or just above, the coral shelf. The coral shelf was unable to be located in two 
trenches, Test Trenches 56 and 57. These trenches contained two very coarse sandy layers 
containing a multitude of marine shells, underlying the typical fill and natural sediments. 
Analyses of the samples show an abundance of marine shells, typically mollusk, in natural 
marine clay (gley) material and an absence of any cultural material. This area is likely a natural 
variation in the coral shelf, similar to the differences in texture (hard coral shelf vs. a crumbly 
shelf) typically observed in other areas of the project area and throughout the Kaka‘ako area.  

Table 5 contains columns for the 78 test trenches and is provided to aid in the discussion of 
the trenches. Table 5 provides the depth of each trench and whether sand, an A-horizon (SIHP # 
- 7190 or -7197), or evidence of SIHP # -7124 and -7189 are present. Additionally, the table 
explains which type of sand (natural, ‘pushed’ project area fill or both), which A-horizon (SIHP 
# -7190 or -7197), and which features of SIHP # -7124 are present. The total thickness of the 
sand is also provided to give a better understanding of the areas that contain a more substantial 
sand presence. Locations where the sand is thicker may contain both natural and ‘pushed’ fill 
sand, which suggests that many of these trenches are less likely to contain significant finds (i.e. 
burials). The center of the project area appears to contain the thickest natural sand layer with the 
lowest clay content. Figure 63 depicts the sand thickness of each of the trenches within the 
estimated sand boundaries. The areas with sand thicker than 50 cm have been highlighted.  

The excavation results evidence a relatively consistent stratigraphic sequence with the surface 
being an asphalt paving, the base of excavation at the water table (or the coral shelf), and coral 
shelf at an average depth of 1.63 m below surface. Fill layers, including and SIHP # -7124 
(building remnants) and SIHP # -7189, average approximately 1 m, leaving an average of just 60 
cm to the coral shelf. The stratigraphic zone between the bottom of the fill and the coral shelf (60 
cm) was generally either sand or the historic trash layer (SIHP # -7189). See Figure 61 which 
depicts this general stratigraphic sequence in terms of sand-vs.-trash. The areas of overlap 
between the sand and trash layers may show evidence of the method of filling within the project 
area. Many of the trenches containing both materials exhibit either SIHP # -7189 in half of the 
trench and sand in the other half, or a thin layer of either SIHP # -7189 or natural sand. This may 
suggest that the sand was either ‘pushed’ to create a larger area for the trash (which may further 
explain the ‘pushed’ sand), or the trash was placed in the lower lying areas to level the 
surrounding area around the existing sand for the following layers of fill. 

5.3.3 Ground Penetrating Radar 
Prior to excavation of the Test Trenches 23-27, each testing area was surveyed with ground 

penetrating radar (GPR) equipment. Previous attempts to GPR sites within the surrounding area 
produced questionable results in terms of predicting subsurface anomalies and possible areas of 
concern, hence only a small number of trenches were selected to ‘test’ the viability of this 
surveying technique. 
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In general, the results of the GPR survey work were inconclusive. The GPR operator, both in 
the field and following post-processing of the data, was not able to determine stratigraphy, the 
depth of the water table, or the depth of bedrock. No significant cultural deposits were 
encountered during the subsurface testing program. It is therefore unclear if the GPR would be 
able to locate such features. These inconclusive results may be related to the salty, moist 
sediments, which are known to interfere with GPR functioning. On-going work is being 
conducted with a laboratory, Global Geophysics in Monroe, Washington, to determine whether 
the data can be processed in a useful manner to identify unique signatures in subsurface deposits. 

 

Table 5. Summary of the presence of sand, sand thickness, A-horizon (SIHP # -7190 and -7197), 
and SIHP # -7124 and -7189 observed in the 78 Test Trenches performed during the 
current archaeological testing. Phase II trenches were originally labeled Trenches 101-
142. These have been relabeled Trenches 37-78 

Trench Maximum 
Depth (m) 

Presence 
of Sand 

Total Sand 
Thickness 
(cm) 

A-Horizon 
(SIHP #  
-7190 or  
-7197) 

SIHP # –7124 
Building 
Remnants 

SIHP # -7189 
Burnt Trash 

1 1.45 None  None None Yes 

2 1.44 None  None None Yes 

3 1.58 Yes; 
Natural 

20 None None None 

4 1.59 Yes; 
‘Pushed’ 
P.A. Fill 
and 
Natural 

40 None None None 

5 1.65 Yes; 
Natural 

63 None SIHP # -7124, 
Feature A 

None 

6 1.75 Yes; 
Natural 

60 None None None 

7 1.60 Yes; 
‘Pushed’ 
P.A. Fill 
and 
Natural 

37 None SIHP # -7124, 
Feature B 

None 

8 1.62 Yes; 
‘Pushed’ 
P.A. Fill 

29 SIHP # -
7190 

SIHP # -7124, 
Feature C 

Yes 
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Trench Maximum 
Depth (m) 

Presence 
of Sand 

Total Sand 
Thickness 
(cm) 

A-Horizon 
(SIHP #  
-7190 or  
-7197) 

SIHP # –7124 
Building 
Remnants 

SIHP # -7189 
Burnt Trash 

and 
Natural 

9 1.67 Yes; 
‘Pushed’ 
P.A. Fill 

37 SIHP # -
7190 

SIHP # -7124, 
Feature D 

Yes 

10 1.65 Yes; 
Natural 

47 None None None 

11 1.53 None  SIHP # -
7190 

SIHP # -7124, 
Feature E 

Yes 

12 1.55 None  None SIHP # -7124, 
Feature F 

None 

13 1.44 Yes; 
Natural 

44 None None Yes 

14 1.52 None  None None None 

15 1.60 None  None SIHP # -7124, 
Feature G 

Yes 

16 2.11 Yes; 
Natural 

90 None None None 

17 1.35 Yes; 
Natural; 
only in 
edge of 
trench 

40 None None None 

18 2.20 None  None None None 

19 1.96 None  None None Yes 

20 2.05 Yes; 
‘Pushed’ 
P.A. Fill 
and 
Natural 

80 SIHP # -
7190 

None None 

21 2.12 None  None SIHP # -7124, 
Feature H 

Yes 

22 1.98 None  None None Yes 
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Trench Maximum 
Depth (m) 

Presence 
of Sand 

Total Sand 
Thickness 
(cm) 

A-Horizon 
(SIHP #  
-7190 or  
-7197) 

SIHP # –7124 
Building 
Remnants 

SIHP # -7189 
Burnt Trash 

23 1.55 Yes; 
Natural 

20 SIHP # -
7190 

None Yes 

24 1.93 None  SIHP # -
7190 

SIHP # -7124, 
Feature I 

Yes 

25 1.75 None  SIHP # -
7190 

None Yes 

26 1.90 Yes; 
Natural 

60 SIHP # -
7197 
Feature 1 

None Yes 

27 1.77 Yes; 
Natural 

83 SIHP # -
7190 

SIHP # -7124, 
Feature J 

Yes 

28 1.56 None  SIHP # -
7190 

SIHP # -7124, 
Feature K 

Yes 

29 1.75 None  None SIHP # -7124, 
Feature L 

Yes 

30 1.65 None  SIHP # -
7190 

SIHP # -7124, 
Feature M 

Yes 

31 1.71 Yes; 
Natural 

86 None SIHP # -7124, 
Feature N 

Yes 

32 1.75 None  SIHP # -
7190 

SIHP # -7124, 
Feature O 

Yes 

33 1.75 None  None SIHP # -7124, 
Feature P 

Yes 

34 1.65 Yes; 
Natural 

20 None None Yes 

35 1.72 None  None None Yes 

36 1.71 Yes; 
Natural 

80 None SIHP # -7124, 
Feature Q 

None 

37 
(101) 

2.07 None  None None Yes 

38 
(102) 

2.10 None  None None Yes 

39 
(103) 

1.64 None  None None Yes 
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Trench Maximum 
Depth (m) 

Presence 
of Sand 

Total Sand 
Thickness 
(cm) 

A-Horizon 
(SIHP #  
-7190 or  
-7197) 

SIHP # –7124 
Building 
Remnants 

SIHP # -7189 
Burnt Trash 

40 
(104) 

1.85 Yes; 
Natural 

110 None None None 

41 
(105) 

1.72 Yes; 
Natural 

33 None None None 

42 
(106) 

1.70 Yes; 
Natural 

90 SIHP # -
7190 

None None 

43 
(107) 

1.85 None  None None Yes 

44 
(108) 

1.50 Yes; 
‘Pushed’ 
P.A. Fill 
and 
Natural 

80 SIHP # -
7190 

None Yes 

45 
(109) 

1.50 Yes; 
‘Pushed’ 
P.A. Fill 

65 SIHP # -
7190 
Multiple 
Layers 

SIHP # -7124, 
Feature R 

None 

46 
(110) 

1.55 None  None None Yes 

47 
(111) 

1.50 None  SIHP # -
7190 

None Yes 

48 
(112) 

1.85 Yes; 
Natural 

105 None SIHP # -7124, 
Feature S 

None 

49 
(113) 

1.60 Yes; 
‘Pushed’ 
P.A. Fill 

35 SIHP # -
7190 

None Yes 

50 
(114) 

1.55 Yes; 
Natural 

70 None None Yes 

51 
(115) 

1.50 Yes; 
Natural 

52 None SIHP # -7124, 
Feature T 

Yes 

52 
(116) 

1.40 Yes; 
Natural 

37 None SIHP # -7124, 
Feature U 

Yes 

53 
(117) 

1.78 Yes; 
Natural 

83 None None None 

54 
(119) 

1.38 Yes; 
Natural 

50 None None Yes 
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Trench Maximum 
Depth (m) 

Presence 
of Sand 

Total Sand 
Thickness 
(cm) 

A-Horizon 
(SIHP #  
-7190 or  
-7197) 

SIHP # –7124 
Building 
Remnants 

SIHP # -7189 
Burnt Trash 

55 
(119) 

1.38 Yes; 
‘Pushed’ 
P.A. Fill 

17 SIHP # -
7190 

None Yes 

56 
(120) 

1.90 None  None None None 

57 
(121) 

1.78 Yes; 
Natural 

87 None None Yes 

58 
(122) 

1.42 Yes: 
Natural 

68 None None Yes 

59 
(123) 

1.51 Yes; 
Natural 

90 None None None 

60 
(124) 

1.55 None  SIHP # -
7190 

None Yes 

61 
(125) 

1.55 Yes; 
‘Pushed’ 
P.A. Fill 

18 SIHP # -
7190 

None Yes 

62 
(126) 

1.58 Yes; 
‘Pushed’ 
P.A. Fill 
and 
Natural 

15 SIHP # -
7190 

None None 

63 
(127) 

1.55 Yes; 
‘Pushed’ 
P.A. Fill 

37 SIHP # -
7190 

None Yes 

64 
(128) 

1.60 Yes; 
‘Pushed’ 
P.A. Fill 

25 SIHP # -
7190 

SIHP # -7124, 
Feature V 

None 

65 
(129) 

1.80 Yes; 
‘Pushed’ 
P.A. Fill 
and 
Natural 

80 None SIHP # -7124, 
Feature W 

None 

66 
(130) 

1.65 Yes; 
Natural 

70 None SIHP # -7124, 
Feature X 

None 

67 
(131) 

1.73 Yes; 
‘Pushed’ 
P.A. Fill 

46 SIHP # -
7190 

SIHP # -7124, 
Feature Y 

None 
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Trench Maximum 
Depth (m) 

Presence 
of Sand 

Total Sand 
Thickness 
(cm) 

A-Horizon 
(SIHP #  
-7190 or  
-7197) 

SIHP # –7124 
Building 
Remnants 

SIHP # -7189 
Burnt Trash 

68 
(132) 

1.70 Yes; 
Natural 

65 None None None 

69 
(133) 

1.74 Yes; 
Natural 

92 None SIHP # -7124, 
Feature Z 

None 

70 
(134) 

1.72 Yes; 
‘Pushed’ 
P.A. Fill 
and 
Natural 

58 None None Yes 

71 
(135) 

1.62 Yes; 
‘Pushed’ 
P.A. Fill 
and 
Possibly 
Natural 

47 None SIHP # -7124, 
Feature AA 

None 

72 
(136) 

1.63 None  None None Yes 

73 
(137) 

1.60 None  None SIHP # -7124, 
Feature BB 

Yes 

74 
(138) 

1.62 None  None None Yes 

75 
(139) 

1.70 None  None SIHP # -7124, 
Feature CC 

Yes 

76 
(140) 

1.60 None  None SIHP # -7124, 
Feature DD 

Yes 

77 
(141) 

1.50 None  None None Yes 

78 
(142) 

1.62 None  None SIHP # -7124, 
Feature EE 

Yes 
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Figure 63. An aerial photograph with an overlay of the estimated sand boundaries and the 
locations of the 78 test trenches. The thickness of the sand is written next to each 
trench. The areas containing sand thicker than 50 cm have been highlighted in yellow. 
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Section 6    Archaeological Monitoring Provisions 
It was recommended that project construction proceed under an archaeological monitoring 

program in order to mitigate potential adverse impact to SIHP # 50-80-14-7124, -7189, -7190 
and -7197 and to any as yet unidentified historic properties within the project area. Due to the 
inherent limitations of any sampling strategy, it is possible that additional historic properties or 
features may be uncovered during the project’s construction. The following discussion outlines 
the provisions and procedures that will govern the project’s archaeological monitoring program.  

Under Hawai‘i State historic preservation legislation, “Archaeological monitoring may be an 
identification, mitigation, or post-mitigation contingency measure. Monitoring shall entail the 
archaeological observation of, and possible intervention with, on-going activities which may 
adversely affect historic properties” (HAR Chapter 13-279-3). For this project, the proposed 
monitoring program will serve as a mitigation measure that ensures additioanl documentation of 
all historic properties identinfed within the project area, including both previously-identified and 
any newly-idnetified during construction activities.  

Hawai‘i State historic preservation legislation governing archaeological monitoring programs 
requires that each monitoring plan discuss eight specific items (HAR Chapter 13-279-4). The 
monitoring provisions below address those eight requirements in terms of the archaeological 
monitoring for the construction within the project area. 

1. Anticipated Historic Properties: 

Based on background research, many studies in the vicinity of the project area have 
documented both pre and post-contact subsurface pits, features, artifacts, and burials. 
Cultural deposits that may be encountered during construction related ground 
disturbing activities include cultural layers and/or structural remnants (likely 
associated with SIHP # 50-80-14-7124 and -7189) buried by modern and/or historic 
fill layers. Other types of cultural deposits that may be encountered during 
construction activities, including historic trash layers, trash pits, and pre- and/or post-
Contact salt pan remnants, as well as cultural layers, shell midden, artifacts, and 
human burials. 

2. Locations of Historic Properties and/or Archaeological Remains: 

Historic properties may be encountered throughout the entire project area. A complete 
description of the historic properties already found within the project area (SIHP # 
50-80-14-7124, -7189, -7190, and -7197) can be found in Appendix B. 

3. Fieldwork: 

The fieldwork component of the archaeological monitoring program may be carried 
out under archaeological permit number 13-06 issued to Cultural Surveys Hawai‘i, 
Inc. (CSH) by the SHPD/DLNR, per Hawai‘i Administrative Rules (HAR) Chapter 
13-282. 

Given the sensitivity of the project area’s location, it is recommended that an 
archaeological monitor be present during all subsurface activities conducted below the 
base coarse fill layers (18 inches). It is likely that on-call monitoring would be 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 51  Monitoring Provisions 

Archaeological Monitoring Plan for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 133 
TMK: [1] 2-1-030:001, 043  

 

appropriate when excavations do not exceed 18 inches in depth. The appropriateness 
of on-call monitoring will be discussed with the SHPD prior to its implementation. 
Any departure from this will only occur with written concurrence from SHPD. In 
addition, if any newly-identified cultural deposits, features, or other historic properties 
are encountered, the archaeological monitor will contact SHPD to help determine an 
appropriate course of action. 

The monitoring fieldwork will likely encompass the documentation of subsurface 
archaeological deposits (e.g, subsurface cultural layers or subsurface historic structural 
remnants) and will employ current standard archaeological recording techniques. This 
will include drawing and recording the stratigraphy of excavation profiles where 
cultural features or artifacts are exposed as well as representative profiles. These 
exposures will be photographed, located on project area maps, and sampled. 
Photographs and representative profiles of excavations will be taken even if no 
historically-significant sites are documented. Sampling will include the collection of 
representative collections of the full range of artifact classes (e.g., metal, brick, glass, 
ceramics), bulk sediment samples (including documentation of sample size and 
collection location). In some instances, on-site screening of measured volumes of 
feature fill will be undertaken to determine feature contents rather than collection bulk 
sediment samples for laboratory analysis. The location of all samples will be recorded 
on project maps, plan views, and/or profiles, as appropriate.   

If human remains are identified, no further work will take place in the vicinity of the 
discovery, including no screening of back dirt, no cleaning and/or excavation of the 
burial area, and no exploratory work of any kind, until consultation with SHPD has 
taken place and SHPD has given specific direction regarding the scope and focus of 
additional investigation and documentation of the human remains. All human skeletal 
remains that are encountered during construction will be handled in compliance with 
HRS Chapter 6E-43 and HAR Chapter 13-300 and in consultation with SHPD. During 
this consultation, project construction may proceed in other portions of the project 
area, outside of an appropriate buffer area which will be determined in consultation 
with SHPD immediately following the discovery of any remains.  

4. Archaeologist’s Role: 

The on-site archaeologist will have the authority to stop work immediately in the area 
of any findings so that documentation can proceed and appropriate treatment can be 
determined. In addition, the archaeologist will have the authority to slow and/or 
suspend construction activities in order to insure that the necessary archaeological 
sampling and recording can take place.  

5. Coordination Meeting: 

Before work commences on the project, the on-site archaeologist shall hold a 
coordination meeting to orient the construction crew to the requirements of the 
archaeological monitoring program. At this meeting the monitor will emphasize his or 
her authority to temporarily halt construction and that all historic finds, including 
objects such as bottles, are the property of the landowner and may not be removed 
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from the construction site. At this time it will be made clear that the archaeologist 
must be on site during all subsurface excavations. 

6. Artifact Collection, Documentation, and Laboratory work:  

Data collection of previously-identified features will be carried out in compliance 
with HAR 13-279. This will involve data collection sufficient to confirm or revise 
previous documentation and assessments. This may include revising features and/or 
site descriptions, photographs, maps, profiles and plan views, collection of additional 
artifact samples, and so forth. The additional documentation of the historic features 
that make up SIHP 50-80-14-7124, -7189, -7190, and -7197 should focus on 
recording observed locations of the features so that their distribution can be 
considered in relation to historic and pre-Contact land use of the project area. Due to 
the variable ages of the SIHP 50-80-14-7124 building remnants features, 
documentation of additional features should also focus on collecting sufficient artifact 
information to characterize the feature’s age, the duration of use, and to characterize 
the feature’s function, for example residential versus commercial or industrial and 
which building the feature likely originated from. The majority of the material 
collected during the AIS originated from SIHP -7189, historic burnt trash layer. All 
additional pit features associated with SIHP –7197 should be sampled and recorded.  

Laboratory analysis of the collected non-burial related materials will include standard 
artifact and midden recording, as follows: Artifacts will be documented as to 
provenience, weight, length, width, type of material, and presumed function and age. 
Bone and shell midden materials will be sorted down to species, when possible, then 
tabulated by provenience, and presented in table form.  

7. Report Preparation: 

The primary objective of the report is to further document historic properties affected 
by construction activities to confirm or revise previous identifications and 
assessments of these properties and to make recommendations regarding future 
mitigation. In addition, the report serves to present a stratigraphic overview of the 
project area which will allow for predictive assessments of adjacent properties, which 
may be the subject of future development. The report will contain a section on 
stratigraphy, description of archaeological findings, monitoring methods, and results 
of laboratory analyses. It also will include close-up or detail photographs on insitu 
cultural deposits (e.g., trash layer, trash concentrations, pit features) and of artifacts 
recorded in the field and not collected for laboratory analyses. The report will address 
the requirements of a monitoring report (HAR section 13-279-5). Photographs of 
excavations will be included in the monitoring report even if no historically 
significant sites are documented. Should burial treatment be completed as part of the 
monitoring effort, a summary of this treatment will be included in the monitoring 
report. Should burials and/or human remains be identified, then other letters, memos, 
and/or reports may be requested by SHPD’s Burial Sites Program. 
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8. Archiving Materials:  

All burial materials will be addressed as per SHPD/DLNR instructions. Materials not 
associated with burials will be temporarily stored at the contracted archaeologist’s 
facilities until an appropriate curation facility is selected, in consultation with the 
landowner and SHPD. 

6.1 Research Focus 
Previously documented deposits within the current project area include SIHP # 50-80-14-

7124, -7189, and -7190 (building remnants, incinerated trash and salt pans), located throughout 
the project area, and SIHP # 50-80-14-7197, a late pre-Contact/early post-Contact cultural layer 
and an associated pit feature located in the northeastern portion of the project area (Pammer et al. 
2011). The current project will likely provide the opportunity to gather additional information on 
these sites.  

The results of this monitoring study may allow us to better characterize past land-use of the 
mauka, central Honolulu plain, and the archaeological deposits that may be expected in the area. 
Research questions that could be answered as a result of monitoring activities related to the 
Block 2 parking lot parcel include: 

a. Currently there is minimal evidence of pre-contact land use within the project area. Will 
excavations provide additional evidence of pre-contact activity? and if so, in what form? 

b. The current project area is located within a low backshore area that was previously used 
for salt pans. Evidence of salt panning was observed during the subsurface testing in the 
form of alternating striations of peat and clay (SIHP # 50-80-14-7190). Will the 
excavations reveal additional evidence of salt panning? If so, in what form? 

c. Excavations have revealed a large amount of previous land disturbance and multiple fill 
events within the project area. Will the excavations reveal additional deposits of 
undisturbed Jaucas sand? If so, will additional evidence of the SIHP # -7197 cultural 
layer be observed overlying the natural sediments? Additionally, what is the likelihood 
that intact burials will be encountered in the undisturbed sediments? 

d. Excavations have revealed one pit feature observed within the Jaucas sand sediments 
(SIHP # -7197, Feature 1). The initial taxa identification results from the charcoal 
samples were inconclusive. A second sample was sent for taxa identification from 
Feature 1, and the sample successfully identified two indigenous native plants (Lama and 
fern stem). The date returned from Feature 1 was AD 1735-1805 with a 44.5% 
probability. Will additional features be identified during project excavations? Will the 
charcoal be identifiable and therefore datable? If so, will the dates show further evidence 
of pre-contact land use within the project area? 
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Appendix A    SHPD Correspondence 

SHPD Approval Letter for AIS Plan (Log No. 2009.2402, Doc. No. 
0905WT109) 
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Appendix B    Historic Property Descriptions 

SIHP No. 50-80-14-7124 
FORMAL TYPE: Historic Fill Layers 
FUNCTION: Building Remnants, fill material 
# OF FEATURES: 31 
AGE: Historic (1910s to 1990s) 
DIMENSIONS: 4.09 acres (approximately 16,552 m2) 
LOCATION: Located sporadically throughout the project area  
TAX MAP KEY: [1] 2-1-030:001 
LAND JURISDICTION: Kamehameha Schools 

 

SIHP # 50-80-14-7124 is composed of historic building remnants, containing material 
associated with historic and modern buildings previously located within the project area (Figure 
64). The exact extent and number of features of SIHP # 50-80-14-7124 are unclear, as the 
features are broken and discontinuous, and it is likely that they extend outside of the project area 
boundary. 

SIHP # 50-80-14-7124 dates as far back as 1914 and as recent as 1991. The buildings were 
subsequently demolished over time due to changes in land usage and leasing. Much of the 
foundations and material were left ‘on-site’ and buried beneath various fill layers. Identified 
material include eroding foundations composed of misshapen concrete and metal masses, red 
clay brick and mortar footings, concrete footings, and eroding basalt and concrete flooring. 

The remnant building fragments were typically deposited in the varying modern and historic 
fill layers. The amount, types, and thickness of the building remains varied throughout the 
project area. The depths the structures were encountered in ranges from 15 to 160 cmbs, with 
some of the larger foundation structures extending to, or through, the coral shelf. While it cannot 
be confirmed which building structure and time period the remnants are associated with, in 
comparing the position of the test trenches to various historical maps (1914 to modern period), 
some of the larger deposits can be correlated to the larger structures that had existed over longer 
periods of time. Below are several Sanborn (historical) maps with superimposed test trench 
locations in order to show the buildings that were in each location (Figure 65 to Figure 68). It is 
of note that the majority of the building remnants are within the northwest half of the project 
area. This is likely due to the fact that the northwest half contained more substantial industrial 
style buildings, while the southeast half, particularly the eastern portion, contained residential 
homes which required less subsurface disturbances. 

A total of 31 trenches contained features associated with SIHP # -7124 (Features A through 
EE). Each of the features were analyzed and compared to the historic maps in an attempt to 
identify the building the debris and remnants were most likely to originate from. Below are the 
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descriptions of each feature, including the type of remnants observed, the buildings that are 
closest to this trench, and which building is most likely associated with the feature based on the 
observed material. 

 

 
Figure 64. Aerial photograph (source: USGS Orthoimagery 2005) showing the location of the 78 

Test Trenches. The trenches that contained SIHP # -7124 - building remnants are 
depicted in yellow. 
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Figure 65. 1914 Sanborn Fire Insurance Map of project parcel showing existing structures and 

the location of the 78 Test Trenches. The trenches that contained building remnants 
are depicted in orange to show their location in relation to the building locations.
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Figure 66. 1927 Sanborn Fire Insurance Map of project parcel showing existing structures and 

the location of the 78 Test Trenches. The trenches that contained building remnants 
are depicted in orange to show their location in relation to the building locations.
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Figure 67. 1950 Sanborn Fire Insurance Map of project parcel showing existing structures and 

the location of the 78 Test Trenches. The trenches that contained building remnants 
are depicted in orange to show their location in relation to the building locations.
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Figure 68. 1956 Sanborn Fire Insurance Map of project parcel showing existing structures and 

the location of the 78 Test Trenches. The trenches that contained building remnants 
are depicted in orange to show their location in relation to the building locations. 
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Feature A 
Feature A was observed within Test Trench 5. Feature A consisted of two features (Features A-1 and A-2) containing modern and 

historic debris (glass, metal) including demolition debris from historic buildings (concrete, red brick, mortar). Feature A-2 consisted of 
a historic disturbance of the natural sand layer, containing metal and charred wood. Based on the Sanborn Fire Insurance maps, this 
demolition debris likely originates from the demolition of the Pacific Engineering Co. Lt. Mill Work, or the Pacific Welding and 
Machine Works. The Feature A-2 debris likely originates from the filling of the project area for the Pacific Engineering Co. Lt. Mill 
Work and surrounding buildings. 

 

 

 
Figure 69. Profile of northeast wall of Test Trench 5; Feature A-1 is remnants of a previous building, Feature A-2 is a deposit of 

historic debris, likely from the filling of the P.A. associated with the previous buildings 
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Strata Depth (cmbs) Description 
______________________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot 

 Ib 6-10 Fill: 10 YR 4/1 dark gray sandy loam; structureless (single-grain); 
dry loose consistency; no cementation; non-plastic; mixed 
marine/terrestrial origin; clear, smooth lower boundary. Base 
coarse layer for modern asphalt surface 

 Ic 10-32 Fill; 2.5 YR 3/3 dark reddish brown clay loam; weak, fine, crumb 
structure; dry weakly coherent consistency; non-plastic; 
terrigenous origin; diffuse, wavy lower boundary. Grading fill 
containing modern and historic debris (glass, metal) including 
material from demolished historic buildings (concrete, red brick, 
mortar). SIHP # -7124, Feature A-1 

 Id 35-65 Fill: 5 YR 2.5/1 black cinder; weak, coarse, granular structure; dry 
loose consistency; non-plastic; terrigenous origin; abrupt, irregular 
lower boundary. (Volcanic) cinder fill material 

 Ie 32-100 Fill; 2.5 YR 3/3 dark reddish brown clay; moderate, medium, 
crumb structure; moist firm consistency; no cementation; plastic; 
terrigenous origin; clear, smooth lower boundary. Historic 
imported grading fill 

 IIa 97-126 10 YR 6/2 light brownish gray sand; structureless (single-grain); 
moist loose consistency; non-plastic; mixed origin; diffuse, smooth 
lower boundary. Natural marine sand 

 IIb 110-160 10 YR 7/4 very pale brown sand; structureless (single-grain); moist 
loose consistency; non-plastic; mixed origin; clear, smooth lower 
boundary. Natural marine sand contains pit-like feature (A-2) with 
charcoal and metal fragments (historic deposition) 

 III 158-165 (BOE) Gley 1 6/- gray sandy clay; structureless (single-grain); moist firm 
consistency; slightly plastic; marine origin; abrupt, smooth lower 
boundary. Marine sandy clay overlying hard coral shelf 
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Figure 70. Photo of northeast wall profile for Test Trench 5 on its northwest end showing 

stratigraphy
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Feature B 
Feature B was observed within Test Trench 7. Feature B consisted of terrigenous fill containing construction material from a 

previously existing historic structure including brick, concrete block, glass fragments and ceramic fragments. The concrete block was 
likely a building foundation and runs east to west across the trench. Some brick was still observed in the sidewall of the trench and 
several bricks appeared to be beside the concrete block. Based on the Sanborn Fire Insurance maps, this debris and the building 
footing are likely associated with the northwest portion of the Pacific Welding and Machine Works building. The portion of this 
building observed within Test Trench 7 is labeled ‘Office’ on the 1914 and 1927 Sanborn maps. 

 

 
Figure 71. Profile for the southeast wall of Test Trench 7. Note the concrete building remnant and demolition debris 
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Strata Depth (cmbs) Description 
______________________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot 

 Ib 6-10 Fill; 10 YR 4/1 dark gray sandy loam; structureless (single-grain); 
dry loose consistency; non-plastic; mixed origin; clear, smooth 
lower boundary. Base course for overlying asphalt surface 

 Ic 10-35 Fill; 7.5 YR 6/4 light yellowish brown silt loam; weak, medium, 
crumb structure; dry loose consistency; no cementation; non-
plastic; terrigenous origin; very abrupt, smooth lower boundary. 
Historic grading fill containing coral cobbles and basalt boulders 

 Id 35-75 Fill; 5 YR 2.5/1 black cinder; weak, coarse, granular structure; dry 
loose consistency; no cementation; non-plastic; terrigenous origin; 
abrupt, irregular lower boundary. (Volcanic) cinder fill 

 Ie 35-107 Fill: 2.5 YR 3/3 dark reddish brown clay; moderate, medium, 
crumb structure; firm moist consistency; plastic; terrigenous 
origin; abrupt, wavy lower boundary. Terrigenous fill containing 
construction material from previously existing historic structures. 
SIHP # -7124, Feature B 

 If 90-150 Fill; 10 YR 5/2 grayish brown sandy loam; structureless (single-
grain); moist loose consistency; mixed origin; abrupt, wavy lower 
boundary. Disturbed (backfilled) sand mixed with silty loam 

 II 85-122 Fill; 7.5 YR 8/3 pink fine grain sand; structureless (single-grain); 
moist loose consistency; non-plastic; marine origin; clear, smooth 
lower boundary. Sand fill ‘pushed’ from the nearby surrounding 
area. 

 IIIa 120-130 A-horizon; 10 YR 6/3 pale brown fine grain sand; structureless 
(single-grain); moist loose consistency; clear, smooth lower 
boundary. Former natural surface layer, likely an activity area 
associated with the SIHP # -7190 salt pans, overlain by a tidal sand 
deposit 

 IIIb 125-160 10 YR 8/4 very pale brown sand; structureless (single-grain); moist 
loose consistency; non-plastic; marine origin; clear, smooth lower 
boundary; contains some fine roots that likely came from 
vegetation that grew within Stratum IIIb 

 IV 158-160(BOE) Gley 1 6/- gray sandy clay; structureless (single-grain); moist firm 
structure; slightly plastic; marine origin; diffuse, smooth lower 
boundary. Marine sandy clay overlying hard coral shelf 
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Figure 72. Photo of Test Trench 7, view southwest, showing location and orientation of 

excavation with South Street to right and Restaurant Row and One Waterfront Tower 
(mauka) in background 

 
Figure 73. Photo of southeast wall profile for Test Trench 7 stratigraphy on its southwest end 

showing A-horizon 
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Feature C 
Feature C was observed within Test Trench 8. Feature C consisted of coral cobbles, concrete chunks, and various historic and 

modern debris, as well as remnants of historic building foundations. The observed historic building debris included concrete, red 
bricks, corroded iron rebar, broken glass and ceramics. A layer of basalt blocks was also located within this feature, likely an old floor, 
a walkway surface, or an old building foundation. These basalt blocks could not be removed along the southwest end of the trench. 
Based on the 1914 and 1927 Sanborn Fire Insurance maps, this debris and building footing is likely associated with the Pacific 
Engineering Co. Lt, Mill Work. No buildings were observed in this location on the 1950 and 1956 Sanborn maps. 

 

 

 
Figure 74. Profile of northwest wall for Test Trench 8. Note the historic building remnants (SIHP # -7124, Feature C) 
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Strata Depth (cmbs) Description 
______________________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot  

 Ib 6-12 Fill; 10 YR 6/2 light brownish gray coral w/ very coarse sand; 
structureless (single-grain); dry slightly hard consistency; weak 
cementation; non-plastic; marine origin; very abrupt, smooth lower 
boundary. Crushed coral base cobble & sand base course 

 Ic 12-106 Fill: 10 YR 5/3 silty clay loam; weak, fine crumb structure; dry 
hard, friable moist consistency; no cementation; non-plastic; mixed 
marine/terrestrial origin; abrupt, smooth lower boundary. Grading 
fill containing coral cobbles, concrete chunks, and various modern 
to historic debris, foundations from previous building structures 
that existed within project area. SIHP # -7124, Feature C 

 Id 102-113 Fill; 10 YR 5/1 gray clay; moderate, fine, crumb structure; firm 
moist, sticky wet consistency; plastic; marine origin; abrupt, 
smooth lower boundary. Historic hydraulic fill material likely 
dredged from Honolulu Harbor area for covering over Kaka‘ako 
wetlands 

 II 112-124 Fill: 10 YR 2/1 black ash and burnt debris; structureless (massive); 
friable moist consistency; non-plastic; terrigenous origin; abrupt, 
smooth lower boundary. Burnt debris layer containing glass 
bottles, ceramics, faunal (saw-cut) bone, metal implements, 
various domestic waste items used as landfill material for covering 
over Kaka‘ako wetlands – SIHP # -7189 burned debris from 1920s 

 IIIa 113-42 Fill; Gley 2 6/5BG greenish gray sandy clay; moderate, fine to 
coarse, granular/crumb structure; moist very firm, wet sticky 
consistency; slightly plastic; abrupt, smooth lower boundary. 
Natural tidal-deposited sandy clay overlying former natural surface 

 IIIb 136-154 A-Horizon; 10 YR 5/4 yellowish brown sandy loam peat; 
moderate, fine, crumb structure; firm moist, wet sticky 
consistency; plastic; mixed origin; abrupt, smooth lower boundary; 
contains many medium to coarse roots. Former historic surface, 
SIHP # -7190, salt pan remnants, consisting of a dense amount of 
organic material – compression from overlying fill layers created 
peat-like material 

 IIIc 148-162 (BOE) Gley 2 7/10G greenish gray sandy clay; moderate, medium to 
coarse, granular structure; moist firm, wet slightly sticky 
consistency; slightly plastic; marine origin; very abrupt, smooth 
lower boundary. Natural (marine) sandy clay deposit overlying 
coral shelf 
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Figure 75. Photo of overview of Test Trench 8, view to northeast, with remnant historic building 

foundation in foreground (within trench) 

 

 
Figure 76. Photo of northwest wall profile for Test Trench 8 at its southwest end showing 

stratigraphy; note former building foundation to left 
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Feature D 
Feature D was observed within Test Trench 9. Feature D consisted of historic debris and a building foundation constructed of brick 

and mortar observed in the northeast end of the trench. The observed historic building debris included nails, gravel, concrete bricks, 
and glass. Based on the Sanborn Fire Insurance maps, the debris and brick and mortar remnants do not appear to align with a building 
marked on these maps. The debris is likely related to the building marked ‘CARPP’ on the 1914 map or one marked ‘D’ for 
‘Dwelling’ in the 1927 map. No buildings have been located within the northeast end of the trench, therefore the brick and mortar may 
be from an outdoor driveway or patio associated with the surrounding buildings, including the Pacific Engineering Co. Lt, Mill Work, 
the Pacific Welding and Machine Works, or possibly a walkway from the nearby old Keauhou Lane which ran parallel to the trench. 

 

 
Figure 77. Profile of northwest wall for Test Trench 9. Note the brick and mortar building remnant (SIHP # -7124, Feature D) 
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Strata Depth (cmbs) Description 
______________________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot  

 Ib 6-56 Fill; 10 YR 5/3 brown silty loam; weak, fine, crumb structure; dry 
loose consistency; no cementation; non-plastic; terrigenous origin; 
abrupt, smooth lower boundary. Modern grading fill containing 
construction and domestic debris, remnants from demolition of 
former buildings  

 Ic 31-43 Fill; 10 YR 8/2 very pale brown crushed coral; structureless 
(massive); hard, dry consistency; non-plastic; marine origin; 
abrupt, irregular lower boundary. Crushed coral cobble fill 

 Id 40-101 Fill; 7.5 YR 4/2 brown clay loam with mottling of 10 YR 2/1 black 
cinder; moderate, fine, crumb structure; friable to firm moist 
consistency; slightly plastic; mixed origin; abrupt, wavy lower 
boundary. Grading fill with crushed coral cobbles, covers brick 
and mortar foundation structures from previous building that 
existed within project area. SIHP # -7124, Feature D 

 II 93-144 Fill; 10 YR 5/4 yellowish brown clay loam and ash; weak, fine, 
crumb structure; firm moist consistency; slightly plastic; 
terrigenous origin; very abrupt, smooth lower boundary. Burnt 
debris layer containing glass bottles, ceramics, faunal (saw-cut) 
bone, metal implements, various domestic waste items used as 
landfill material for covering over Kaka‘ako wetlands – SIHP # -
7189, open air burned debris from 1920s 

 IIIa 120-157 Fill; 10 YR 6/2 light grayish brown sandy clay; moderate, fine, 
crumb structure; moist firm, wet sticky consistency; plastic; abrupt, 
smooth lower boundary. Sand ‘pushed’ from nearby or from within 
the project area. 

 IIIb 150-161 A-Horizon; 10 YR 5/2 grayish brown clay loam peat; weak, fine, 
crumb structure; firm moist, wet sticky consistency; plastic; mixed 
origin; abrupt, smooth lower boundary; contains many medium 
roots. Former historic surface, SIHP # -7190, salt pan remnants, 
consisting of a dense amount of organic material – compression 
from overlying fill layers created peat-like material  

 IIIc 157-167 (BOE) Gley 2 5/5BG greenish gray sandy clay; moderate, medium, 
granular structure; wet sticky consistency; slightly plastic; marine 
origin; abrupt, smooth lower boundary. Natural (marine) sandy 
clay deposit overlying coral shelf 
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Figure 78. Photo of northeast end of Test Trench 9 showing stratigraphic layers along its 

northwest wall 
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Feature E 
Feature E was observed within Test Trench 11. Feature E consisted of fill composed of a mixture of cinder, basalt gravel and 

crushed coral cobbles. This fill material also contained red bricks – likely from demolition of previous structures. Based on the 
Sanborn Fire Insurance maps, this debris is likely associated with the dwellings previously located in the southwest portion of the 
project area, as seen on the 1914, 1927, 1950 and 1956 maps. A. F. Stubenberg Refrigeration & Air Conditioning Shop and 
Warehouse is seen on the 1950 map, though this building is described as having concrete floors, a steel frame and trusses, which does 
not support the brick fragments observed within this trench. The 1956 map shows this building still standing, but vacant (‘VAC’).  

 

 
Figure 79. Profile of southeast wall of Test Trench 11 depicting heavy modern disturbance along its northeast side (from 1990 

remediation project) and various fill layers 
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Strata Depth (cmbs) Description 
______________________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot 

 Ib 6-10 Fill; 10 YR 6/3 pale brown crushed coral and clay; structureless 
(massive); dry hard consistency; non-plastic; mixed origin; abrupt, 
smooth lower boundary. Base course for overlying asphalt 
surfacing 

 Ic 10-150 (BOE) Fill; 10 YR 4/2 dark grayish brown silty clay loam w/ coral; 
structureless (massive); dry loose, moist loose consistency; non-
plastic; mixed origin; abrupt, irregular lower boundary. Modern 
grading fill contains crushed coral cobbles, historical and modern 
debris – glass and ceramics (broken and intact), nails, cut faunal 
bone, domestic debris; backfilled and mixed modern deposited 
sediments (Strata Id &e) from 1990s remediation project 

 Id 10-44 Fill; 10 YR 5/3 brown silt loam; weak, fine, crumb structure; dry 
loose consistency; non-plastic; terrigenous origin; abrupt, smooth 
lower boundary. Modern grading fill containing gravel, 
construction and domestic debris 

 Ie 32-45 Fill; 10 YR 3/1 very dark gray cinder and gravel; structureless 
(massive); dry loose consistency; non-plastic; mixed origin; abrupt, 
smooth lower boundary. Modern fill composed of a mixture of 
cinder, basalt gravel, crushed coral cobbles and red bricks – likely 
from demolition of previous structures (likely associated with 
SIHP # -7124, Feature E) 

 If 35-73 Fill; 10 YR 8/2 very pale brown clayey sand with coral cobbles; 
structureless (single-grain); dry loose consistency; no cementation; 
non-plastic; marine origin; abrupt, smooth lower boundary. 
Hydraulic fill used to cover burnt debris layer (Stratum IId), likely 
associated with dredging of Honolulu Harbor area for covering 
over Kaka‘ako wetlands 

 Ig 60-127 Fill; 10 YR 7/4 very pale brown coarse sand and crushed coral; 
structureless (single-grain); moist loose consistency; non-plastic; 
marine origin; very abrupt, smooth lower boundary; marine based 
(dredged) fill deposited over historic burnt debris layer (Stratum 
IId) 

 Ih 92-120 Fill: 10 YR 3/2 very dark grayish brown clay loam with coral 
cobbles; moderate, fine, crumb structure; moist firm, wet sticky 
consistency; plastic; marine origin; very abrupt, wavy lower 
boundary. Marine based (dredged) fill material overlying historic 
burnt debris layer (Stratum IId) 
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 II 112-145 Fill; 10 YR 4/1 dark gray clay loam with burnt debris; structureless 
(massive); moist friable, wet non-sticky consistency; no-plastic; 
terrigenous origin; very abrupt, wavy lower boundary. Burnt debris 
layer containing glass bottles, ceramics, faunal (saw-cut) bone, 
metal implements, various domestic waste items used as landfill 
material for covering over Kaka‘ako wetlands – SIHP # -7189, 
open air burned debris from 1920s 

 III 137-150 (BOE) A-Horizon; 10 YR 5/2 grayish brown sandy clay loam peat; 
moderate, fine, crumb structure; moist firm, wet sticky 
consistency; slightly plastic; abrupt, smooth lower boundary; 
contains many fine to medium roots. Former historic surface, SIHP 
# -7190, salt pan remnants, consisting of a dense amount of 
organic material – compression from overlying fill layers created 
peat-like material  

 IV 147-153 (BOE) Gley 2 6/10G greenish gray sandy clay; moderate, fine, crumb 
structure; firm moist, wet sticky consistency; plastic; marine 
origin; abrupt, smooth lower boundary. Natural marine (deposited) 
sandy clay overlying hard coral shelf 

 

 
Figure 80. Photo of southwest end of Test Trench 11 
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Feature F 
Feature F was observed within Test Trench 12. Feature F consisted of two concrete footings located in the center and the northwest 

end of the trench. These likely represent remnant foundation structures from historic buildings. The observed debris included glass and 
ceramic fragments, though it is likely that this was imported with the soils brought in to fill in the remediation pond previously located 
within this location (see Section 5.2). Based on the Sanborn Fire Insurance maps, one small building, likely a residence, is the only 
building located within this trench. It is unlikely that a building of this size required large concrete footings as seen in Test Trench 12. 
A modified figure from an Ogden report (1996) on the remediation efforts within the project area shows the former buildings and 
underground storage tanks before their removal and demolition in the 1990s (Figure 83). Analysis of this figure shows that the 
concrete footings observed as part of Feature F do not line up with any of these buildings. The origins of these footings remain 
unknown. 

 

 
Figure 81. Profile of northeast wall of Test Trench 12 showing modern fill material composing the entire stratigraphy and remains of 

historic building foundations (SIHP # -7124, Feature F) 
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Strata Depth (cmbs) Description 
______________________________________________________________________________ 
 Ia 0-7 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot  

 Ib 7-90 Fill; 5 YR 4/2 dark reddish gray loam with red clay mottling; 
moderate, medium, crumb structure; moist friable consistency; 
slightly plastic; terrigenous origin; clear, smooth lower boundary. 
Modern imported fill from recent (1990s) soil remediation project, 
contains construction and domestic debris including glass and 
ceramic fragments 

 Ic 58-150 (BOE) Fill; 7.5 YR 3/1 dark gray clay loam; weak, fine, crumb structure; 
moist friable consistency; slightly plastic; terrigenous origin. 
Imported fill material from soil remediation project, contains glass 
fragments; also probable remnant foundation structures from 
historic buildings (SIHP # -7124, Feature F) 

 Id 150-155 (BOE) Fill: 10 YR 5/1 gray basalt; structureless (massive); extremely hard 
dry consistency; non-plastic, terrigenous origin; bottom of 
excavation. Basalt pebbles, cobbles, and boulders forming a very 
hard surfacing likely for the temporary pond bottom used in the 
1990 remediation work – natural sediments including coral shelf 
may have been removed 

 

 
Figure 82. Photo of Test Trench 12, view to northwest, showing location and orientation of 

excavation 
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Figure 83. Block 2 (KAK-2) parcel, showing former location of buildings and UST 
(Underground Storage Tanks) before removal and demolition in the early 1990s 
(modified figure from Ogden 1996: Section 2) and the location of the 78 Test 
Trenches. The trenches that contained building remnants are depicted in orange to 
show their location in relation to the building locations. 
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Feature G 
Feature G was observed within Test Trench 15. Feature G consisted of concrete block flooring located at only 30 cm below the 

current land surface. These concrete blocks likely represent flooring from an old historic building. Based on the Sanborn Fire 
Insurance maps, only the 1927 map shows a structure present within the Test Trench 15 location. This building is relatively small, 
labeled ‘A’ for ‘auto house or private garage’. This may have been associated with the Chinese Laundry, located just northwest of 
Test Trench 15.  

 

 

 
Figure 84. Profile of northwest wall Test Trench 15. Note the former building flooring (SIHP # - 7124, Feature G) 
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Strata Depth (cmbs) Description 
______________________________________________________________________________ 
 Ia 0-5 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot 

 Ib 5-17 Fill; 10 YR 8/3 very pale brown sandy loam; structureless (single-
grain); dry loose consistency; non-plastic; mixed origin abrupt, 
smooth lower boundary. Modern grading fill with coralline pebbles 

 Ic 16-42 Fill; 5 YR 3/4 dark reddish brown clay loam; weak, medium, 
crumb structure; dry loose consistency; no cementation; non-
plastic; terrigenous origin; abrupt, smooth lower boundary. 
Historic fill material overlies concrete block flooring that is likely 
from historic buildings (SIHP # -7124, Feature G) 

 Id 40-55 Fill; 10 YR 8/1 white sandy clay; weak, medium, crumb structure; 
dry loose consistency; non-plastic; marine origin; abrupt, smooth 
lower boundary. Hydraulic fill unknown if from Honolulu Harbor 
dredging event or after 

 Ie 55-85 Fill; 2.5 YR 5/4 reddish brown clay loam; weak, fine, crumb 
structure; dry loose consistency; non-plastic; terrigenous origin; 
very abrupt, smooth lower boundary. Historic imported fill for 
covering marine/wetland area contains basalt cobbles, bird bone 
(non-articulating) 

 II 85-165 (BOE) Gley 1 6/- gray sandy clay; moderate, fine, crumb structure; moist 
firm consistency; slightly plastic; marine origin; abrupt, smooth 
lower boundary. Natural marine sandy clay deposit overlying hard 
coral shelf, upper 30 cm had been disturbed – saw cut cow bone 
deposit. A small portion of the various domestic waste items used 
as landfill material for covering over Kaka‘ako wetlands – SIHP # 
-7189, open air burned debris from 1920s 
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Figure 85. Photo of Test Trench 15, view to southwest, showing location and orientation with 

Pohukaina Street in background and Keawe Street to left 

 
Figure 86. Photo of southeast wall profile for Test Trench 15 on its northeast end, showing 

representative stratigraphy 
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Feature H 
Feature H was observed within Test Trench 21. Feature H consisted of fill containing domestic and construction debris – likely 

material from demolition of previous historic structures (Stratum Id). This debris included iron rebar, clay pipe fragments, glass and 
ceramic fragments. Based on the Sanborn Fire Insurance maps, this debris is most likely associated with the dwellings previously 
located within the northwest portion of this trench, seen on the 1927, 1950 and 1956 maps. The 1914 map labels this area ‘Barnhart 
Ice Co. Tables’; it is unlikely that the debris is associated with this business.  

 

 
Figure 87. Profile of southwest wall Test Trench 21 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 6/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot. 

 Ib 6-10 Fill; 10 YR 5/2 grayish brown gravelly clay loam; structureless 
(single-grain); dry loose, wet loose consistency; non-plastic; 
terrigenous origin; abrupt, smooth lower boundary. Base course for 
overlying asphalt surfacing. 

 Ic 9-17 Fill; 10 YR 3/1 very dark gray asphalt; structureless (massive); dry 
extremely hard consistency; indurated cementation; non-plastic; 
terrigenous origin; very abrupt, smooth but broken/discontinuous 
lower boundary. Former paved surface 

 Id 9-92 Fill; 10 YR 5/3 brown silty clay loam with coral; structureless 
(single-grain); dry slightly hard, moist friable consistency; non-
plastic; mixed origin; abrupt, smooth lower boundary. Fill 
containing domestic and construction debris, likely material from 
demolition of previous historic structures. SIHP # -7124, Feature H 

 Ie 70-136 Fill; 10 YR 3/1 very dark gray ash, cinder; structureless (single-
grain); dry loose, wet very friable consistency; non-plastic; 
terrigenous origin; abrupt, smooth lower boundary. Burnt debris 
deposited as landfill material 

 If 101-116 Fill; 10 YR 8/3 very pale brown very coarse sand; structureless 
(single-grain); dry loose, wet loose consistency; non-plastic; 
marine origin; very abrupt, smooth but broken/discontinuous lower 
boundary. Fill sand deposits 

 II 103-164 Fill; 5 YR ¾ dark reddish brown with mottling of 10 YR 2/1 black 
ash; moist firm, wet slightly sticky consistency; non-plastic; 
terrigenous origin; very abrupt, wavy lower boundary. Burnt debris 
layer containing glass bottles, ceramics, faunal (saw-cut) bone, 
metal implements, various domestic waste items used as landfill 
material for covering over Kaka‘ako wetlands – SIHP # -7189, 
open air burned debris from 1920s 

 IIIa 143-173 Gley 2 7/5BG light greenish gray sandy clay; structureless (single-
grain); moist very firm, wet very sticky consistency; plastic; 
marine origin; diffuse, smooth lower boundary. Natural sandy clay 
deposit with slight remnant of clay loam peat layer within upper 
horizon 

 IIIb 171-212 (BOE) 10 YR 6/2 gray clayey sand; structureless (single-grain); moist 
loose consistency; non-plastic; marine origin; abrupt, smooth lower 
boundary. Natural clay sand with coral cobbles overlying hard 
coral shelf, ground water at 202 cmbs 
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Figure 88. Photo of Test Trench 21 southwest wall showing stratigraphic layers on its southeast 

side 
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Feature I 
Feature I was observed within Test Trench 24. Feature I consisted of historical buildings remnants including steel cable and wiring, 

metal rebar and concrete chunks. A concrete jacket was also observed in the center of the trench, likely a utility jacket for an unknown 
building. Based on the Sanborn Fire Insurance maps, the buildings previously located here consisted of private dwellings. Two 
separate buildings were located within this trench, a single dwelling on the southeast end, and a building containing two dwellings in 
the northwest side. The dwelling on the northwest end is also marked ‘NO CH’, which stands for ‘no chimney’. The observed concrete 
jacket appears to run between these two buildings. 

 

 
Figure 89. Profile of southeast wall of Test Trench 24. Note the concrete utility jacket and remnant concrete pieces likely from a 

historic building structure (SIHP # - 7124, Feature I) 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot 

 Ib 6-15 Fill; 10 YR 5/1 gray asphalt (eroding); structureless (massive); dry 
very hard consistency; strong cementation; non-plastic; terrigenous 
origin; abrupt, smooth but broken/discontinuous lower boundary. 
Former asphalt surfacing 

 Ic 6-144 Fill; 10 YR 5/3 brown silty clay loam; weak, fine, crumb structure; 
dry weakly coherent, moist friable, wet non-sticky consistency; 
non-plastic; no cementation; mixed origin; abrupt, smooth lower 
boundary. Grading fill containing crushed coral, gravel and 
remnants of historical buildings (concrete chunks, metal rebar). 
SIHP # -7124, Feature I 

 Id 66-132 Fill; 10 YR 6/2 light brownish gray sandy clay with small to 
medium mottles of Gley 2 7/5 BG light brownish gray marine clay; 
structureless (single-grain); moist very firm, wet slightly sticky 
consistency; slightly plastic; marine origin; abrupt, wavy lower 
boundary. Hydraulic fill likely associated with dredging of 
Honolulu Harbor area for covering over Kaka‘ako wetlands 

 II 105-153 Fill; 10 YR 2/1 black ash, cinder, burnt debris; moderate, coarse, 
granular, structure; moist very friable, wet non-sticky consistency; 
non-plastic; terrigenous origin; very abrupt, smooth lower 
boundary. Burnt waste possibly from open air burned debris from 
1920s - SIHP # -7189 - used as landfill material for covering over 
Kaka‘ako wetlands  

 III 148-155 A-Horizon; 10 YR 4/2 dark grayish brown silty clay loam ‘peat’; 
weak, very fine, crumb structure; moist firm, wet slightly sticky 
consistency; non-plastic; mixed origin; abrupt, smooth lower 
boundary; contains high amount of fine (decomposing) roots, 
charcoal. Possible former historic surface, SIHP # -7190, salt pan 
remnants 

 IVa 140-160 Gley 2 6/5BG greenish gray sandy clay; moderate, fine, crumb 
structure; moist very firm, wet sticky consistency; plastic; marine 
origin; diffuse, smooth lower boundary. Natural marine deposited 
sandy clay 

 IVb 152-193 (BOE) 10 YR 6/1 gray clayey sand with coral; structureless (single-grain); 
moist friable, wet non-sticky consistency; non-plastic; marine 
origin; abrupt, smooth lower boundary. Natural (marine) clayey 
sand deposit with loose coral cobbles overlying hard coral shelf, 
groundwater level at 178 cmbs 
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Figure 90. Photo of overview of Test Trench 24, view to southwest 

 
Figure 91. Photo of southwest end of Test Trench 24 showing stratigraphic layers along 

southeast wall 
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Feature J 
Feature J was observed within Test Trench 27. Feature J consisted of construction debris including clay pipe, bricks and concrete, 

likely from historic building demolition (Stratum IIa). Based on the Sanborn Fire Insurance maps, this demolition debris is likely 
associated with a furniture warehouse located directly within this trench. This building was only observed on the 1950 and 1956 
Sanborn maps. The 1927 Sanborn map depicts an auto repair shop abutting this trench. This shop may also be the source of the 
demolition debris, though it is unlikely based on the type of debris observed.  

 

 

 
Figure 92. Profile northwest wall of Test Trench 27
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-7 Asphalt; 10 YR 2/1 black; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot 

 Ib 7-9 Fill; 10 YR 5/2 grayish brown gravelly sandy clay; moderate, 
coarse, blocky structure; dry hard consistency; non-plastic; 
terrigenous origin; clear, smooth lower boundary. Base course for 
overlying asphalt surface 

 Ic 9-45 Fill; 10 YR 7/2 light gray crushed coral cobbles; strong, very 
coarse, blocky structure; dry hard consistency; non-plastic; marine 
origin; clear, smooth lower boundary. Marine based fill material 
for grading of area  

 IIa 31-115 Fill; 2.5 YR 4/2 dark grayish brown coarse to very coarse clayey 
sand; structureless (single-grain); dry slightly hard consistency; 
weak cementation; non-plastic; mixed origin; clear, wavy lower 
boundary. Grading fill intermixed with construction debris (clay 
pipe, bricks, concrete) likely from demolition of historic buildings. 
SIHP # -7124, Feature J 

 IIb 78-147 Fill; 10 YR 3/4 dark yellowish brown gravelly sandy clay; weak, 
medium, blocky structure; moist friable consistency; plastic; 
terrigenous origin; clear, wavy but broken/discontinuous lower 
boundary. Burnt waste containing material related to open air 
burned debris from 1920s - SIHP # -7189 - used as landfill 
material for covering over Kaka‘ako wetlands (only on east end of 
trench) 

 III 62-76 A-horizon; 2.5 YR 3/1 very dark gray silty sand; structureless 
(single-grain); moist friable consistency; non-plastic; mixed origin; 
clear but broken/discontinuous lower boundary. Possible former 
historic surface, SIHP # -7190, salt pan remnants. Upper horizon is 
partially disturbed 

 IV 66-143 10 YR 7/3 very pale brown sandy clay; weak, medium, crumb 
structure; moist firm consistency; non-plastic; marine origin; clear, 
wavy lower boundary. Natural marine deposited sandy clay 

 Va 123-153 Gley 1 5/10Y greenish gray sandy clay; weak, fine to medium, 
crumb structure; moist friable consistency; plastic; marine origin; 
diffuse, wavy lower boundary. Natural marine sandy clay deposit 
containing small marine shells 

 Vb 146-177 (BOE) Gley 1 5/- gray clayey sand; structureless (single-grain); wet non-
sticky consistency; non-plastic; marine origin; extends to bottom of 
excavation. Natural marine clay sand deposit. Excavation stopped 
due to reaching groundwater level at 170 cmbs 
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Figure 93. Photo of overview of Test Trench 27, view to north 

 
Figure 94. Photo of northwest wall profile for Test Trench 27 on its northeast end showing 

general stratigraphy including A-horizon and thick layer of brown sandy clay 
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Feature K 
Feature K was observed within Test Trench 28. Feature K consisted of backfill material from the former building foundation 

excavation which covers a large, eroding, concrete foundation or flooring. The fill material surrounding this eroding concrete flooring 
also contained some trash including unidentified bottle glass fragments. Based on the Sanborn Fire Insurance maps, this concrete 
flooring is most likely associated with a machine shop building, part of an auto repair garage seen on the 1927 map. The auto repair 
shop is labeled on the 1927 map as having concrete flooring and electric power. Feature K may also be associated with the furniture 
warehouse observed on the 1950 and 1956 maps.  

 

 

 
Figure 95. Profile northeast wall of Test Trench 28. Note the remnants of a historic foundation structure – SIHP # - 7124, Feature K- 

beneath Stratum IIa  
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 2/1 black; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot 

 Ib 4-11 Fill; 10 YR 3/2 very dark grayish brown gravelly sandy clay; 
weak, fine, crumb structure; dry weakly coherent consistency; non-
plastic; terrigenous origin; clear, smooth lower boundary. Base 
course for overlying asphalt surface 

 Ic 9-113 Fill; 10 YR 6/3 pale brown crushed coral and sandy clay loam; 
structureless (single-grain); dry slightly hard consistency; non-
plastic; mixed origin; clear, wavy and irregular lower boundary. 
Marine based fill material mixed with terrigenous sediment 

 IIa 35-86 Fill; 7.5 YR 2.5/3 very dark brown gravelly sandy clay; weak, 
medium, blocky structure; dry weakly coherent consistency; 
slightly plastic; mixed origin; clear, wavy lower boundary. Backfill 
material from former building foundation excavation – covers 
large eroding concrete foundation remnant of historic building. 
SIHP # -7124, Feature K 

 IIb 92-141 Fill; 10 YR 2/1 black sandy clay; weak, medium to coarse, blocky 
structure; moist friable consistency; slightly plastic; mixed origin; 
clear, smooth lower boundary. Burnt waste containing glass 
bottles, ceramics, metal implements, faunal (cut) bone, historic 
domestic waste - material related to open air burned debris from 
1920s - SIHP # -7189 - used as landfill material for covering over 
Kaka‘ako wetlands 

 III 128-156 (BOE) A-Horizon; 10 YR 4/1 dark gray sandy clay ‘peat’; weak, medium, 
blocky structure; wet slightly sticky consistency; non-plastic; 
mixed origin; very abrupt, smooth lower boundary: very fine roots 
present. Former historic surface, SIHP # -7190, salt pan remnants, 
overling the coral shelf. Consists of a dense amount of organic 
material – compression from overlying fill layers created peat-like 
material . Heavily disturbed (scraped away) 
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Figure 96. Photo of overview of Test Trench 28, view to east 

 
Figure 97. Photo of northwest end of Test Trench 28 showing stratigraphy along northeast wall 
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Feature L 
Feature L was observed within Test Trench 29. Feature L consisted of four separate layers 

showing evidence of historic building remnants. The topmost layer (Stratum IIa) consists of 
grading fill containing construction debris including clay pipe, brick & concrete fragments. The 
underlying layer (Stratum IIb) consists of fill containing red brick fragments, metal implements 
(nails, bars), glass fragments and gravel. This layer partially surrounds the underlying historic 
building flooring. These two layers are likely a result of historic building demolition debris.  

The old building foundation/flooring is located beneath these two fill layers and is composed 
of compacted, corroded, brittle, melted metal (Stratum IIc). This metal may have been imported 
from scraps from the nearby Honolulu Iron Works. The Pacific Engineering Co., observed only 
on the 1914 and 1927 maps, was located near this test trench and had a close association to the 
Honolulu Iron Works. Many of the officers of this company were also managers or officers for 
the Honolulu Iron Works. Directly underlying the corroded metal flooring is a historic fill likely 
associated with the overlying corroded metal flooring (Stratum IId). 

The 1914 Sanborn map shows this trench located over a box with an ‘X’ which represents a 
stable. The size of this stable, depicted on this figure, is 558 ft. The 1927 map places a new 
building in this area which is labeled ‘Autos’, likely associated with the nearby auto repair 
garage. The 1950 and 1956 maps show either the same building relabeled ‘STGE.’ for ‘storage’, 
or a building of relatively the same size and in the same location as the ‘autos’ building. This 
storage building may be associated with the furniture warehouse located where the auto repair 
shop was previously, though it is more likely that it is associated with the truck repair garage. 
The truck repair garage is labeled as having an earth floor. The 1956 map also labels the open 
area west of this storage shed as ‘Contractors Equipt’, possibly suggesting that the area was used 
to store contractors equipment. On the 1950 map, the west central section of the project area is 
owned by the Pacific Welding & Machine Works, likely a subsidiary company (or a name 
change) for the Pacific Engineering Co. 
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Figure 98. Profile of southeast wall for Test Trench 29 showing SIHP # - 7124, Feature L (historical building foundation remnants) as 

Stratum IIc 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-10 Asphalt; 10 YR 2/1 black; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot 

 Ib 10-30 Fill; 10 YR 3/2 very dark grayish brown gravelly sandy loam; 
structureless (single-grain); dry slightly hard consistency; non-
plastic; terrigenous origin; abrupt, wavy lower boundary. General 
grading material  

 IIa 21-35 Fill; 5 YR 7/4 pink crushed coral; structureless (single-grain); dry 
weakly coherent consistency; non-plastic; mixed origin; abrupt, 
broken/discontinuous lower boundary. Grading fill composed of 
crushed coral, medium sand, few limestone cobbles also 
construction debris (clay pipe, brick & concrete fragments) likely 
from demolition of historic buildings. SIHP # -7124, Feature L 

 IIb 25-80 Fill; 7.5 YR 2.5/2 very dark brown gravelly clay loam; 
structureless (single-grain); dry hard to very hard consistency; 
slightly plastic; terrigenous origin; abrupt to clear, wavy lower 
boundary. Historic fill contains amalgamation of red brick 
fragments, metal implements (nails, bars), glass fragments, gravel 
and surrounds former flooring surface of historic building (Stratum 
IIc) – SIHP # -7124, Feature L 

 IIc 60-90 10 YR 2/1 black silty sand; structureless (single-grain); moist very 
friable consistency; non-plastic; mixed origin; abrupt, 
broken/discontinuous lower boundary. Former flooring surface of 
historic building, compacted and brittle - SIHP # -7124, Feature L 

 IId 85-140 Fill; 10 YR 4/2 dark grayish brown ashy silty loam; structureless 
(single-grain); moist firm consistency; non-plastic; terrigenous 
origin; clear, wavy lower boundary. Historic fill containing 
remnants from historic demolished structures – SIHP # -7124, 
Feature L 

 IIe 133-158 Fill; 10 YR 2/1 black coarse silty sand; structureless (single-grain); 
wet slightly sticky consistency; non-plastic; terrigenous origin; 
abrupt, wavy lower boundary. Burnt waste (glass, ceramics, metal, 
other domestic material) related to open air burned debris from 
1920s - SIHP # -7189 - used as landfill material for covering over 
Kaka‘ako wetlands 

 III 150-170 (BOE) Gley 1 4/5 GY dark greenish gray coarse silty sand; structureless 
(single-grain); wet non-sticky consistency; non-plastic; marine 
origin; abrupt, smooth lower boundary. Natural marine sand 
deposit overlying hard coral shelf, groundwater at 170 cmbs 
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Figure 99. Photo of Test Trench 29, view to northeast, showing location and orientation of 

excavation 

 
Figure 100. Photo of southwest end of Test Trench 29 showing stratigraphic layers along its 

southeast wall 
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Feature M 
Feature M was observed within Test Trench 30. Feature M consisted of a layer of historic fill mixed with historic building debris 

(Stratum IIa) and a pocket of backfill material containing a large cable and rusted metal fragments (Stratum IIb). The layer of debris 
contained clay bricks, concrete, metal and historic waste including glass bottles and ceramics. Both strata are likely buried demolition 
material from the demolition of the previous structures.  

Similar to Feature L, Feature M contains some evidence of corroded, melted metal flooring within the demolished building debris. 
This metal may have been imported from scraps from the nearby Honolulu Iron Works. The Pacific Engineering Co., found only on 
the 1914 and 1927 maps, was located southwest of this test trench and had a close association to the Honolulu Iron Works.  

The 1927 Sanborn map places this trench between two storage sheds. The 1950 and 1956 maps also show the trench between two 
buildings, a storage shed and an auto parking building (1950) / auto repair garage (1956). Seeing as no building was observed within 
this test trench location, and based on the metal presenting in loose chunks instead of cohesive flooring, it is likely that the debris 
originates from the demolition of the surrounding buildings. This trench is also located near the auto body shop as seen on the 1927, 
1950 and 1956 maps, suggesting much of the debris may also be buried debris from the shop. 

 
Figure 101. Profile of northeast wall of Test Trench 30 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-10 Asphalt; 10 YR 2/1 black; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Surfacing for parking 
lot. 

 Ib 10-15 Fill; 10 YR 2/1 black gravel; strong, coarse, blocky structure; dry 
very hard consistency; non-plastic; terrigenous origin; abrupt, 
smooth lower boundary. Base course for overlying asphalt surface. 

 Ic 15-30 Fill; 10 YR 8/1 white crushed coral cobbles; structureless 
(massive); dry hard consistency; non-plastic; marine origin; clear, 
smooth lower boundary. Marine based fill material for grading of 
area.  

 IIa 30-110 Fill; 10 YR 4/4 dark yellowish brown gravelly sandy loam with 
small mottles of 10 YR 5/4 yellowish brown sand; moderate to 
strong, coarse, blocky structure; dry very hard consistency; non-
plastic; mixed origin; clear, wavy and irregular lower boundary. 
Historic grading fill intermixed with construction debris (clay 
bricks, concrete, metal), likely from demolition of historic 
buildings, and historic waste (glass bottles, ceramics). SIHP # -
7124, Feature M 

 IIb 40-105 Fill; 10 YR 3/4 dark yellowish brown gravelly sandy loam; weak, 
fine, crumb structure; dry loose consistency; non-plastic; mixed 
origin; clear, irregular lower boundary. Backfill material from 
construction/demolition of previous structures (SIHP # -7124, 
Feature M), contains large cable and rusted metal fragments. 

 IIc 60-130 Fill; 7.5 YR 5/3 dark brown sandy clay with burnt debris; weak, 
medium, blocky structure; moist friable consistency; plastic; 
terrigenous origin; clear, smooth lower boundary. Burnt waste 
(glass bottles, ceramics, faunal remains), material related to open 
air burned debris from 1920s - SIHP # -7189 - used as landfill 
material for covering over Kaka‘ako wetlands. 

 III 120-145 A-Horizon; 10 YR 5/2 grayish brown sandy clay; weak, fine, 
crumb structure; moist friable consistency; plastic; marine origin; 
clear, smooth lower boundary; slight amount of thin roots present. 
Former historic surface, SIHP # -7190, salt pan remnants, 
consisting of a dense amount of organic material – compression 
from overlying fill layers created peat-like material. Present in 
small, sporadic amounts – likely disturbed/removed during 
deposition of Stratum IIc. 

 IVa 140-160 10 YR 5/1 gray sandy clay; weak, medium, crumb structure; moist 
friable consistency; slightly plastic; marine origin; clear, smooth 
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lower boundary; small amount of fine roots present. Natural 
marine deposited sandy clay. 

 IVb 148-165 (BOE) 10 YR 5/1 gray clayey sand; structureless (single-grain); moist 
loose consistency; non-plastic; marine origin; abrupt, smooth lower 
boundary; moderate amount of fine roots present. Natural marine 
clayey sand deposit overlying hard coral shelf. 

 

 

 

 

 
Figure 102. Photo of overview of Test Trench 30, view to north 
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Feature N 
Feature N was observed within Test Trench 31. Feature N consisted of an amalgamation of melted metal used to create a floor or 

surface. The old building foundation/flooring is located beneath multiple fill layers and is composed of compacted, corroded, brittle, 
melted metal, slag and other debris. This metal may have been imported from scraps from the nearby Honolulu Iron Works. This 
flooring is similar to that seen in Features L and M. 

The 1914 and 1927 Sanborn maps place this trench just outside the southeast corner of the Pacific Engineering Co. building, which 
had a close association to the Honolulu Iron Works. The 1950 and 1956 maps also show the trench in an open area in front of the 
Truck Repair Garage. The 1950 map labels the west central section of the project area as the Pacific Welding & Machine Works. This 
is likely a subsidiary company (or a name change) for the Pacific Engineering Co. Seeing as no building was observed within this test 
trench location, the presence of this flooring suggests that this area and the type of flooring may have been used as an outside 
driveway/access area.  

 

 
Figure 103. Profile of northwest wall of Test Trench 31 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 5/1 gray; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Paved surfacing for 
parking lot. 

 Ib 6-15 Fill; 10 YR 4/4 dark yellowish brown clay loam with coral 
cobbles; weak, fine, crumb structure; dry weakly coherent 
consistency; non-plastic; mixed origin; abrupt, wavy lower 
boundary. Base course for overlying asphalt surfacing. 

 Ic 10-14 Fill; 10 YR 7/6 yellow very coarse sand with coral cobbles; 
structureless (single-grain); dry loose consistency; non-plastic; 
marine origin; very abrupt, broke/discontinuous lower boundary. 
Base course material from previous development. 

 Id 12-29 Fill; 10 YR 5/1 gray gravel, concrete; structureless (massive); dry 
very hard consistency; strong cementation; non-plastic; terrigenous 
origin; abrupt, wavy lower boundary. Former asphalt surfacing for 
previous area use. 

 Ie 22-32 Fill; 10 YR 5/2 grayish brown silty loam, gravel; weak, fine, 
crumb structure; dry loose consistency; non-plastic; terrigenous 
origin; abrupt, irregular and discontinuous/broken lower boundary. 
Terrigenous waste material utilized for grading purposes. 

 If 22-44 Fill; 10 YR 8/3 very pale brown very coarse sand, coral cobbles; 
structureless (massive); dry hard consistency; non-plastic; marine 
origin; abrupt, wavy lower boundary. Marine based fill material 
utilized to increase surface elevation of area. 

 IIa 38-96 Fill; 5 YR 5/8 yellowish red smelted metal containing multiple, 
small 10 YR 3/1 very dark gray mottles; structureless (massive); 
dry extremely hard consistency; non-plastic; indurated 
cementation; terrigenous origin; abrupt, irregular boundary. 
Amalgamation of melted metal, slag and other debris likely 
associated with the former (historic) iron works that existed in 
area. SIHP # -7124, Feature N 

 IIb 74-95 Fill; 10 YR 5/2 grayish brown silty clay loam with coral cobbles; 
weak, fine, crumb structure; dry loose consistency; non-plastic; 
mixed origin; abrupt, irregular and broken/discontinuous lower 
boundary; contains construction debris and broken glass. Grading 
material to raise surface elevation of area. 

 IIc 74-95 Fill; 10 YR 2/1 black ashy silt; structureless (single-grain); dry 
loose consistency; non-plastic; terrigenous origin; abrupt, broken/ 
discontinuous lower boundary. Possible burnt debris deposit 
associated with former ironworks. 
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 IId 70-157 Fill; 10 YR 3/1 very dark gray with burnt debris; structureless 
(massive); moist firm, wet sticky consistency; plastic; mixed 
origin; very abrupt, wavy lower boundary. Burnt waste (glass 
bottles, ceramics, faunal remains), material related to open air 
burned debris from 1920s - SIHP # -7189 - used as landfill 
material for covering over Kaka‘ako wetlands. 

 IIIa 84-138 10 YR 8/3 very pale brown sandy clay; structureless (single-grain); 
moist firm, wet, slightly sticky consistency; non-plastic; marine 
origin; diffuse, smooth lower boundary. Natural marine sandy clay 
deposit associated with former lagoonal area. 

 IIIb 95 -170 10 YR 7/4 very pale brown coarse sand; structureless (single-
grain); dry loose, moist loose consistency; non-plastic; marine 
origin; very abrupt, smooth lower boundary. Natural marine sand 
deposit. 

 IVa 96-165  Gley 2 5/5BG greenish gray clay; moderate, fine, crumb structure; 
moist firm, wet sticky consistency; plastic; marine origin; abrupt, 
smooth lower boundary. Marine pond/lagoon sediment. 

 IVb 162-171 (BOE) Gley 2 6/10BG greenish gray very coarse sand with coral cobbles; 
structureless (single-grain); moist loose consistency; non-plastic; 
marine origin; very abrupt, smooth consistency. Coarse natural 
sand deposit. 

 
Figure 104. Photo showing overview of stratigraphy along northwest wall of Test Trench 31 

(facing to north) 
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Feature O 
Feature O was observed within Test Trench 32. Feature O consisted of an amalgamation of melted metal used to create a floor or 

foundation surface. The old building foundation/flooring is located beneath multiple fill layers and is composed of compacted, 
corroded, brittle, melted metal, basalt and cinder (Stratum IIa). This metal may have been imported from scraps from the nearby 
Honolulu Iron Works and is similar to what has been observed in previous features (Features L, M and N). Underlying this flooring is 
a thin layer of clay that was likely placed as a base for the melted metal (Stratum IIb).  

The 1927 Sanborn map places this trench just outside a storage shed, within an area associated with an auto repair shop. The 1950 
map locates the trench within an auto body works building (within a section of the building labeled ‘Auto Spray Painting’) while in 
1957 map this portion of the building was used for welding. This trench is further away from the Pacific Engineering Co. and 
associated buildings which this corroded metal flooring is thought to be associated with, due to their close ties to the adjacent 
Honolulu Iron Works. This suggests that the corroded and melted metal scraps used as flooring may have actually been used by many 
of the buildings within this industrial and commercial portion of the project area as both flooring inside of buildings, and outside for 
access areas and driveways.  

 
Figure 105. Profile of northwest wall of Test Trench 32. Note the historic building remnants (Stratum IIa) – SIHP # -7124, Feature O 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-8 Asphalt; 10 YR 2/1 black; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Paved surfacing for 
parking lot. 

 Ib 8-55 Fill; 10 YR 8/2 very pale brown crushed coral w/ gravel; 
structureless (single-grain); dry weakly coherent consistency; non-
plastic; mixed origin; clear, wavy and irregular lower boundary. 
General marine based grading fill. 

 Ic 10-70 Fill; 10 YR 3/3 dark brown gravelly sandy loam; weak, fine, 
crumb structure; dry weakly coherent consistency; non-plastic; no 
cementation; mixed origin; clear, wavy lower boundary. General 
fill material containing building material (clay brick fragments) 
possibly from demolition of historic buildings. 

 Id 50-125 Fill; 10 YR 4/2 dark grayish brown clay sand with cinder; weak, 
fine, crumb structure; dry weakly coherent consistency; non-
plastic; mixed origin; clear, smooth lower boundary. Hydraulic fill 
likely associated with dredging of Honolulu Harbor area for 
covering over Kaka‘ako wetlands. 

 IIa 55-95 Fill; 7.5 YR 3/3 dark brown gravel; strong, very coarse, blocky 
structure; dry very hard consistency; non-plastic; mixed origin; 
abrupt, smooth but broken/irregular lower boundary. Possibly 
historic building flooring, composed of rusted metal, basalt, cinder. 
SIHP # -7124, Feature O 

 IIb 95-100 Fill; 10 YR 7/2 light gray sandy clay; strong, medium, blocky 
structure; dry very hard consistency; slightly plastic; mixed origin; 
clear, smooth lower boundary. Thin layer of clay possibly 
associated with Stratum IIb, historic building floor structure – 
SIHP # -7124, Feature O 

 IIc 115-160 Fill; 10 YR 2/1 black loamy clay; weak, medium, blocky structure; 
moist friable consistency; slightly plastic; mixed origin; clear, 
wavy lower boundary. Burnt waste (glass bottles, ceramics, metal, 
wood), material related to open air burned debris from 1920s - 
SIHP # -7189 -used as landfill material for covering over Kaka‘ako 
wetlands (only on east end of trench). 

 III 150-175 (BOE) Gley 2 6/5B bluish gray sandy clay; weak, fine to medium, crumb 
structure; moist friable consistency; plastic, marine origin; abrupt, 
smooth lower boundary. Natural marine sandy clay deposit 
overlying hard coral shelf. Fragments of ‘peat’ clay loam 
associated with SIHP # -7190, salt pan remnants, present on upper 
horizon but scrapped away (likely from deposition of Stratum IIe). 
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Figure 106. Photo of northwest wall stratigraphy for Test Trench 32, view to north 

 

Feature P 
Feature P was observed within Test Trench 33. Feature P consisted of an amalgamation of 

melted metal and two associated fill layers. The old building foundation/flooring, composed of 
compacted, corroded, brittle, melted metal, basalt and cinder (Stratum IIb), is located below a 
layer of fill composed of clay material mixed with cinder (Stratum IIa). The old flooring was 
only observed in the southwest end of the trench, contiguous with a fill layer similar to the fill 
overlying the flooring (Stratum IIc). The overlying fill contains clay brick fragments observed 
only in the portion overlying the old corroded metal flooring. This suggests that the metal may 
have been a base with the actual floor consisting of bricks, which were removed during the 
building demolition. Underlying this flooring is a thin layer of clay that may have been a base for 
the melted metal. The melted metal was likely constructed with imported scraps from the nearby 
Honolulu Iron Works and is similar to what has been observed in previous features (Features L - 
O). 

The 1927 Sanborn map places the northeast end of this trench within an ‘autos’ building, 
while the 1950 and 1957 maps locate the trench within a furniture warehouse. The northeast end 
of the trench does not contain any part of Feature P, which suggests that the metal flooring is not 
associated with the autos building flooring. This trench is not near the Pacific Engineering Co. 
and associated buildings, which the corroded metal flooring was thought to be associated with, 
due to their close ties to the adjacent Honolulu Iron Works. This suggests that the corroded and 
melted metal scraps may have actually been used by many of the buildings within this industrial 
and commercial portion of the project area as both flooring inside of buildings as well as outside 
access areas and driveways.  
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Figure 107. Profile of southeast wall of Test Trench 33. Note the presence of SIHP # -7124, Feature P –historic building remnants 

(Stratum IIb) 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-8 Asphalt; 10 YR 2/1 black; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Paved surfacing for 
parking lot. 

 Ib 8-15 Fill; 10 YR 5/3 brown gravelly silt loam; structureless (single-
grain); dry weakly coherent consistency; non-plastic; mixed origin; 
clear, smooth lower boundary. Base course for overlying asphalt 
surfacing. 

 Ic 12-40 Fill; 10 YR 8/2 very pale brown crushed coral with very coarse 
sand; structureless (single-grain); dry loose consistency; non-
plastic; marine origin; very abrupt, smooth lower boundary. 
Marine based grading fill overlying demolition material. 

 IIa 30-108 Fill; 10 YR 3/3 dark brown gravelly silty loam; structureless 
(single-grain); dry slightly hard consistency; non-plastic; 
terrigenous origin; clear, irregular lower boundary. Grading fill 
containing remnants of demolished historic buildings (clay brick 
and concrete fragments, gravel, charcoal). Part of SIHP # -7124, 
Feature P 

 IIb 52-95 Fill; 5 YR 5/4 dark reddish brown clay loam; structureless (single-
grain); moist friable consistency; slightly plastic; terrigenous 
origin; abrupt, broken/discontinuous lower boundary. 
Amalgamation of melted metal (slag) and other burnt debris from 
historic buildings (possibly foundation/flooring) – SIHP # -7124, 
Feature P 

 IIc 85-100 Fill; 10 YR 2/1 black fine sand, ash; structureless (single-grain); 
moist very friable consistency; non-plastic; mixed origin; abrupt, 
broken/discontinuous lower boundary; contains some historic 
debris. Historic fill layer correlated with previous buildings. SIHP 
# -7124, Feature P 

 IId 90-150 Fill; 10 YR 2/1 black sandy clay; structureless (single-grain); moist 
very friable consistency; non-plastic; mixed origin; abrupt, smooth 
lower boundary. Burnt waste (glass bottles, ceramics, metal, 
wood), material related to open air burned debris from 1920s - 
SIHP # -7189 -used as landfill material for covering over Kaka‘ako 
wetlands. 

 III 145-175 (BOE) 10 YR 5/1 gray medium grain sandy clay; weak, medium, blocky 
structure; moist very friable, wet sticky consistency; plastic; 
marine origin; clear, smooth lower boundary; contains small 
marine shell. Natural marine sandy clay deposit overlying hard 
coral shelf. 
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Figure 108. Photo of stratigraphy along southeast wall of Test Trench 31, view to south 
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Feature Q 
Feature Q was observed within Test Trench 36. Feature Q consisted of fill mixed with debris from demolished historical buildings. 

The observed debris included structural debris (clay bricks, cinder) and domestic debris (glass, faunal bone). Based on the Sanborn 
Fire Insurance maps, this demolition debris likely originates from the demolition of the Pacific Engineering Co. Lt. Mill Work, or the 
Pacific Welding and Machine Works.  

 

 

 
Figure 109. Profile of northeast wall of Test Trench 36 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-8 Asphalt; 10 YR 2/1 black; structureless (massive); extremely hard 

dry consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Paved surfacing for 
parking lot. 

 Ib 8-35 Fill; 10 YR 4/3 brown gravelly sandy loam; weak, fine, crumb 
structure; dry hard consistency; non-plastic; mixed origin; clear, 
wavy lower boundary. Modern grading fill. 

 IIa 25-55 Fill; 10 YR 3/2 very dark grayish brown gravelly sandy loam; 
weak, fine, crumb structure; dry slightly hard consistency; non-
plastic; mixed origin; clear, wavy lower boundary. Grading fill 
mixed with structural debris from demolished historical buildings – 
SIHP # -7124, Feature Q- material (clay bricks, cinder) and 
domestic debris (glass, faunal bone). 

 IIb 45-85 Fill; 10 YR 2/1 black cinder; structureless (single-grain); dry loose 
consistency; non-plastic; terrigenous origin; clear, smooth 
boundary. Historically deposited Kaka‘ako cinder fill. 

 IIc 45-100 Fill; 10 YR 3/1 very dark gray sandy cinder loam; weak, medium, 
crumb structure; dry slightly hard consistency; non-plastic; 
terrigenous origin; clear, wavy lower boundary; lower boundary 
mixes/diffuses into Stratum IIIa. Historic landfill material. 

 III 90-120 A-horizon; 10 YR 5/4 yellowish brown sand; structureless (single-
grain); dry slightly hard consistency; non-plastic; marine origin; 
diffuse, smooth lower boundary. Former natural surface layer, 
likely an activity area associated with the SIHP # -7190 salt pans, 
overlain by a tidal sand deposit. 

 IV 110-171 (BOE) 2.5 Y 7/4 pale yellow sand; structureless (single-grain); dry weakly 
coherent consistency; non-plastic; marine origin; very abrupt, 
smooth lower boundary. Natural marine sand deposit overlying 
hard coral shelf. 
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Figure 110. Photo of stratigraphic layers along northeast wall of Test Trench 36, view to east 
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Feature R 
Feature R was observed within Test Trench 45. Feature R consisted of boulders arranged as a previous surface or layer, located in 

the east portion of the trench. These boulders are likely remnants of an old flooring. Based on the Sanborn Fire Insurance maps, this 
floor most likely originates from one of the dwellings previously located within this portion of the project area. None of the Sanborn 
maps show a building on this side of the trench, which may suggest that the boulders actually represent a paved area outside of a 
dwelling, used as a patio or a walkway between houses.  

 

 

 
Figure 111. Trench 45, southeast wall stratigraphic profile 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-5 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 5-15 Fill; 10 YR 4/3, brown; structureless (massive); dry, very hard 
consistency; non-plastic; terrestrial origin; abrupt, smooth lower 
boundary. Gravel base course for asphalt. 

 Ic 10-33 Fill; 10 YR 6/6, brownish yellow; gravelly crushed coral; 
structureless (massive); dry, very hard consistency; non-plastic; 
marine origin; abrupt broken/discontinuous lower boundary. 
Crushed coral fill. 

 Id 20-35 Fill; 10 YR 4/3, brown; gravelly sandy clay; structureless (single-
grain); dry, hard consistency; non-plastic; mixed origin; clear, 
wavy and irregular lower boundary. Imported mixed fill. 

 Ie 18-60 Fill; 10 YR 2/2, very dark brown; sand; structureless (single-
grain); dry, slightly hard consistency; non-plastic; mixed origin; 
clear, smooth lower boundary. Disturbed fill; contains some sandy 
clay and brick material; possible extension of Str. Ig. 

 If 50-75 Fill; 10 YR 2/1, black; gravelly sand; structureless; dry, loose 
consistency; non-plastic; terrestrial origin; clear, smooth lower 
boundary. Burnt fill consisting mostly of cane slag; likely from 
nearby Honolulu Ironworks factory. 

 Ig 35-55 Fill; 10 YR 2/1, black; boulders; structureless (massive); dry, very 
hard; non-plastic; terrestrial origin; abrupt, wavy, 
broken/discontinuous lower boundary. Boulders arranged as a 
previous surface or layer in east portion of trench associated with 
an old historic building (SIHP # -7124, Feature R). 

 II 70-115 Fill; 10 YR 7/2, light gray; sandy clay; structureless (single-grain); 
moist, friable consistency; slightly plastic; marine origin; abrupt to 
clear, smooth, broken/discontinuous lower boundary; few very fine 
roots. Fill imported from within the project area, overlying A-
Horizon. 

 IIIa 115-120 A-Horizon; 10 YR 5/2, grayish brown; sandy clay; weak, very 
fine, crumb structure; moist, friable consistency; slightly plastic; 
mixed origin; clear, smooth lower boundary; few very fine roots. 
Likely part of the former historic land surface, SIHP # -7190, salt 
pan remnants; contains charcoal.  

 IIIb 120-125 A-Horizon; 2.5 YR 8/2, pale yellow; sandy clay; weak, fine, crumb 
structure; wet, slightly sticky; plastic; marine origin; diffuse, 
smooth lower boundary; few very fine roots. Clay layer underlying 
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Str. IIIa with some charcoal boundary. Likely part of the former 
historic land surface, SIHP # -7190, salt pan remnants 

 IIIc 125-135 A-Horizon; 10 YR 4/4, dark yellowish brown, mottled with many, 
small 10 YR 8/4 very pale brown; sandy clay; weak, fine, blocky 
structure; moist, friable, wet, slightly-sticky; slightly plastic; mixed 
origin; diffuse, smooth lower boundary; few very fine roots. 
Contains many striations of charcoal; high clay content at lower 
boundary. Likely part of the former historic land surface, SIHP # -
7190, salt pan remnants 

 IV 135-150 (BOE) C-Horizon; 10 YR 5/2, grayish brown; clayey sand; structureless 
(single-grain); wet, non-sticky consistency; non-plastic; marine 
origin; few very fine roots. Clay sand overlying the coral shelf. 

 
 
 
 

 
Figure 112. Trench 45, southeast wall, profile photo; view south 
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Feature S 
Feature S was observed within Test Trench 48. Feature S consisted of a utility trench containing an electric line and an old concrete 

pilon with rebarb reinforcment from an old building foundation. The Sanborn Fire Insurance maps do not show a building previously 
located within this test trench location and the concrete pylon does not line up with anything nearby. However, a modified figure from 
an Ogden report (1996) on the remediation efforts and underground storage tanks before their removal and demolition in the 1990s, 
shows a building labeled ‘Former Fire Extinguisher Service’ within the southeastern half of Test Trench 48 (see Figure 83). It is most 
likely that this building is the source of the concrete pylon. The electric utility line observed in the trench could be associated with any 
of the buildings within the project area, industrial or residential 

 

 
Figure 113. Trench 48, northeast wall stratigraphic profile 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 6-11 Fill; 10 YR 2/1, black; gravel; structureless; non-plastic; terrestrial 
origin; clear, smooth, broken/discontinuous lower boundary. Base 
course for asphalt. 

 Ic 6-20 Fill; 10 YR 5/1, gray; gravelly silty sand; structureless; dry, weakly 
coherent consistency; non-plastic; mixed origin; abrupt, clear, 
smooth lower boundary. Base course; contains coral and basalt. 

 Id 15-45 Fill; 5 YR 3/3, dark reddish brown; gravelly sandy loam; 
structureless; dry, weakly coherent consistency; non-plastic; mixed 
origin; abrupt, smooth lower boundary. Imported fill layer; 
contains additional gravel base course. 

 Ie 25-48 Fill; 10 YR 5/2, grayish brown; sandy loam; structureless; moist, 
very friable consistency; non-plastic; mixed origin; abrupt, clear 
lower boundary. Contains coral and basalt pebbles. 

 If 45-90 Fill; 10 YR 3/2, very dark grayish brown; sandy loam; 
structureless; moist, very friable consistency; non-plastic; mixed 
origin; very abrupt, broken/discontinuous lower boundary. 
Contains coral and basalt pebbles and glass fragments. 

 Ig 46-130 Fill; 10 YR 8/1, white; crushed coral; structureless; dry, weakly 
coherent to slightly hard consistency; non-plastic; marine origin; 
very abrupt, broken/discontinuous lower boundary.  

 II 40-160 Fill; 10 YR 8/4, very pale brown and 10 YR 3/2, very dark grayish 
brown; Mix of Stata If and II; structureless; dry, weakly coherent 
to slightly hard consistency; non-plastic; mixed origin; lower 
boundary not visible. Utility trench contains an electric line and an 
old concrete pilon with rebarb reinforcment from an old building 
foundation (SIHP # -7124, Feature S). 

 III 80-185 C-Horizon; 10 YR 8/4, very pale brown; sand; structureless 
(single-grain); moist, loose consistency; non-plastic; marine origin. 
Natural Jaucas sand. 
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Figure 114. Trench 48 overview photo of the profiled northeast wall; view east. Note the 

concrete pylon in the center of the trench, a remnant of a historic building footing. 
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Feature T 
Feature T was observed within Test Trench 51. Feature T consisted of two separate disturbances, an area containing backfill 

material (modern disturbance), and a pit containing an old building wall or foundation and historic bottles, ceramics, and faunal bone 
(Stratum IIa). Both of these disturbances intruded into the underlying SIHP # -7189, incinerator fill layer, and it appears that the 
historic material (bottles, ceramics, faunal bone) originate from this layer. The concrete flooring is located only in the northeast end of 
the test trench. The concrete block is approximately 50 cm from this floor and is likely a wall remnant associated with the flooring. 
Based on the Sanborn Fire Insurance maps, it is most likely that these remnants are associated with the A. F. Stubenberg Refrigeration 
& Air Conditioning Shop and Warehouse as seen on the 1950 map. This map describes this building as having concrete floors, a steel 
frame and trusses. The 1956 map shows the building still standing but vacant (‘VAC’).  

 

 
Figure 115. Trench 51, northwest wall stratigraphic profile 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-7 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 7-25 Fill; 10 YR 3/4, dark yellowish brown; sandy silt; structureless; 
dry, weakly coherent consistency; non-plastic; terrestrial origin; 
clear, smooth/discontinuous lower boundary. Base course. 

 Ic 25-57 Fill; 2.5 YR 3/4, dark reddish brown; sandy clay; structureless; 
moist, friable consistency; plastic; terrestrial origin; clear, wavy 
lower boundary. Imported fill layer consisting of reddish brown 
clay and some coarse sand. 

 Id 37-68 Fill; 2.5 YR 3/2, very dark grayish brown; silty sandy clay loam; 
structureless; moist, very friable consistency; slightly plastic; 
mixed origin; clear, wavy/discontinuous lower boundary. Layer 
consists of gritty, silty loam with some clay and small gravel. 

 Ie 55-85 Fill; 10 YR 7/3, very pale brown; crushed coral; structureless; dry, 
loose consistency; non-plastic; marine origin; clear, 
wavy/discontinuous lower boundary. Layer consists of coarse, 
loose crushed coral. 

 IIa 18-85 Fill; 10 YR 5/2, grayish brown; gravelly silty clay sand; 
structureless; moist, friable consistency; slightly plastic; mixed 
origin; clear, wavy/discontinuous lower boundary. Contains an old 
building wall or foundation (SIHP # -7124, Feature T), as well as 
historic bottles, ceramics, and faunal bone, similar to the historic 
feature observed in the southwest end of the trench. Layer consists 
of fill and back-fill. 

 IIb 85-132 Fill; 10 YR 4/2, dark grayish brown; gravelly, silty clay; 
structureless; moist, loose consistency; slightly plastic; terrestrial 
origin; clear, wavy/discontinuous lower boundary. Contains an 
abundance of bottles, ceramics and faunal bone, which pre-date the 
historics within the overlying stratum (If). SIHP # -7189, burnt 
waste containing material related to open air burned debris from 
1920s - used as landfill material for covering over Kaka‘ako 
wetlands.  

 III 85-137 C-Horizon; 10 YR 6/2, light brownish gray; slightly sandy marine 
clay; structureless; wet, sticky consistency; very plastic; marine 
origin; diffuse, wavy lower boundary. Layer consists of soft clay 
mixed with fine grained sand. 

 IV 130-152 (BOE) C-Horizon; Gley 1 5/10 Y, greenish gray; loam; structureless; 
moist, very friable consistency; plastic; marine origin; clear, 
smooth lower boundary. Clay (gley) overlying coral shelf. 
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Figure 116. Trench 51 overview photo; view north 

 
Figure 117. Trench 51, northwest wall, profile photo; view northwest 
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Feature U 
Feature U was observed within Test Trench 52. Feature U consisted of demolition debris from historic buildings, including an 

abundance of ceramics and glass fragments. An old sewer line and associated concrete jacket were observed in the northwest end of 
the trench. Based on the Sanborn Fire Insurance maps, this debris likely originates from the demolition of the Chinese Laundry, A. F. 
Stubenberg Refrigeration & Air Conditioning Shop and Warehouse, or the multiple dwellings observed on the 1914 and 1927 Sanborn 
maps. The old sewer line observed may be associated with any of the buildings within the project area, industrial or residential. 

 

 

Figure 118. Trench 50, northeast wall stratigraphic profile 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-7 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 7-18 Fill; 10 YR 3/3, dark brown; gravelly silty clay; structureless; dry, 
slightly hard consistency; slightly plastic; terrestrial origin; clear, 
smooth lower boundary. Base course for asphalt. 

 Ic 12-33 Fill; 7.5 YR 3/3, dark brown; silty loam; structureless; dry, weakly 
coherent consistency; slightly plastic; terrestrial origin; clear, wavy 
lower boundary. Imported fill layer. 

 IIa 25-88 Fill; 10 YR 2/1, black; gravelly loam, structureless; dry, weakly 
coherent consistency; non-plastic; terrestrial origin; clear, wavy 
lower boundary. Layer contains an abundance of historic debris, 
such as ceramics and glass, possible evidence of SIHP # -7124, 
Feature U – historic building remnants. 

 IIb 68-101 Fill; 2.5 YR 7/4, pale yellow; corally sandy loam; structureless; 
dry, loose consistency; non-plastic; marine origin; abrupt, smooth 
lower boundary. Coral fill underlying the historic building 
remnants; likely associated with the old historic building 
foundation, SIHP # -7124, Feature U. 

 IIc 72-120 Fill; 7.5 YR 3/3, dark brown; silty clay loam; structureless; moist, 
very friable consistency; plastic; terrestrial origin; very abrupt, 
smooth lower boundary. SIHP # -7189, burnt waste containing 
material related to open air burned debris from 1920s, mixed with 
dredged marine clay. Contains some historic debris, such as bottles 
and ceramics. 

 III 103-140 C-Horizon; 2.5 Y 8/4, pale yellow; sandy loam; weak, fine, crumb 
structure; moist, very friable consistency; slightly plastic; marine 
origin; clear, wavy lower boundary. 

 IV 120-140 C-Horizon; 5 Y 7/1, light gray; sandy loam; weak, fine, crumb 
structure; moist, very friable consistency; slightly plastic; marine 
origin; clear, smooth lower boundary. 

 V 133-140 (BOE) C-Horizon; 5 Y 8/3, pale yellow; sand; structureless (single-grain); 
moist, loose consistency; non-plastic; marine origin; lower 
boundary not visible. Layer consists of naturally deposited marine 
sediment. 
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Figure 119. Trench 52, northeast wall, northwest end, profile photo; view northwest. Note the 

concrete jacket visible in the top left corner of the photograph 
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Feature V 
Feature V was observed within Test Trench 64. Feature V consisted of imported cinder fill overlying a layer of large coral boulders 

in the northeast end of the trench. The coral boulders, as well as the construction debris (i.e. brick) are likely remnants of an old 
building flooring and evidence of its demolition. Based on the Sanborn Fire Insurance maps, the debris and old flooring are likely 
associated with the Pacific Engineering Co. Lt. Mill Work, or the Pacific Welding and Machine Works buildings. The 1914 and 1927 
Sanborn maps place this trench just outside of the west corner of the Pacific Engineering Co. building while the 1950 and 1956 
Sanborn maps show this trench within the west corner of the Pacific Welding and Machine Works building.  

 

 

 
Figure 120. Trench 64, southeast wall stratigraphic profile 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 6-35 Fill; structureless; five varying layers of base course: 1) gravel 2) 
crushed coral 3) red clay loam 4) gravel 5) crushed coral. Contains 
a small amount of red brick. 

 Ic 25-65 Fill; 10 YR 2/1, black; coarse sand (cinder); structureless (single-
grain); dry, loose consistency; non-plastic; terrestrial origin; clear, 
wavy/discontinuous lower boundary. Imported cinder fill overlying 
a layer of large coral boulders in the northeast end of the trench. 
The coral boulders, as well as the construction debris (i.e. brick) 
may be evidence of and old building flooring and evidence of its 
demolition (SIHP # -7124, Feature V). 

 Id 30-75/105 Fill; 10 YR 2/2, very dark brown; clay loam; structureless; moist, 
very friable consistency; slightly plastic; terrestrial origin; diffuse, 
wavy lower boundary. Imported fill with construction debris 
(bottles, glass fragments, red bricks, and saw cut faunal bone). 

 Ie 105-165 Fill; 5 Y 2.5/2, black; sand (coarse); structureless; dry, loose 
consistency; non-plastic; terrestrial origin; clear, smooth lower 
boundary. Imported cinder fill. 

 If 115-135 Fill; 5 Y 2.5/1, black; clay loam; structureless; moist, very friable 
consistency; slightly plastic; terrestrial origin; very abrupt, smooth 
lower boundary. Imported fill. 

 IIa 120-130 Fill; 2.5 Y 8/3, pale yellow; sandy clay; structureless; moist, very 
friable consistency; slightly plastic; marine origin; diffuse, smooth 
lower boundary; many, medium roots present. Layer consists of fill 
from nearby area. 

 IIb 120-145 Fill; gley 1 6/5 G, greenish gray; clay; structureless; moist, very 
friable consistency; slightly plastic; marine origin; diffuse, smooth 
lower boundary. Clay (gley) fill from project area. 

 III 135/145-150 A-Horizon; 5 Y 2.5/2, black; moderate, very fine, platy structure; 
moist, friable consistency; plastic; mixed origin; diffuse, smooth 
lower boundary. Former historic surface, SIHP # -7190, salt pan 
remnants, consisting of a dense amount of organic material – 
compression from overlying fill layers created peat-like material 

 IV 145-160 (BOE) C-Horizon; Gley 1 7/10 Y, light greenish gray; sandy loam; 
structureless (single-grain); moist, loose consistency; non-plastic; 
marine origin; lower boundary not visible. Layer consists of 
naturally deposited marine sediment (gley). 
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Figure 121. Trench 64 overview photo; view southwest 

 

 
Figure 122. Trench 64, southeast wall, profile photo; view north 
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Feature W 
Feature W was observed within Test Trench 65. Feature W consisted of a concrete footing observed near the bottom of the trench 

(at approximately 120 cmbs) and extended across the trench. The footing extends through the coral to an unknown depth, and is 
associated with a large disturbed area, likely from the old building associated with this footing and its subsequent demolition. Feature 
W appears to extend from approximately 10-15 cm above the natural surface down to the coral shelf, excavating through a natural 
sand layer and a sandy modern A-horizon. A modern pit feature was also observed in this trench, just to the northeast of Feature W. 
Based on the Sanborn Fire Insurance maps, the location of this footing suggests that it is likely associated with the Pacific Welding 
and Machine Works building, observed on the 1950 and 1956 maps. This building is observed bisecting Test Trench 65, the edge 
lining up perfectly with the location of the concrete footing.  

 

 

 
Figure 123. Trench 65, northwest wall stratigraphic profile 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-7 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 7-25/105 Fill; 10 YR 5/2, grayish brown; gravelly, corally loam; 
structureless; dry, slightly hard consistency; non-plastic; mixed 
origin, diffuse, wavy lower boundary. Crushed coral and gravel 
base course. 

 Ic 22/55-90 Fill; 5 YR 2.5/2, dark reddish brown; silt loam; structureless; 
moist, friable consistency; non-plastic; terrestrial origin; abrupt, 
smooth lower boundary. Imported fill containing some 
construction debris (ceramics, red brick, and wire). Only observed 
in the northeast end of the trench; southwest end was disturbed by 
an old historic building remnant (SIHP # -7124, Feature W). 

 Id 90-100 Fill; 5 Y 7/1, light gray; clay loam; structureless; moist, friable 
consistency; slightly plastic; marine origin; abrupt, smooth lower 
boundary; common, medium size roots present. Clay loam 
‘pushed’ from the surrounding area. Only observed in the northeast 
end of the trench; southwest end was disturbed by an old historic 
building remnant (SIHP # -7124, Feature W). 

 II 100-120 A-Horizon; 10 YR 3/1, very dark gray; loam; weak, medium, 
crumb structure; moist, very friable consistency; non-plastic; 
terrestrial origin; abrupt, smooth lower boundary. Natural marine 
sand deposit, former land surface, consisting of what may be a 
historic cultural layer associated with the salt making; contains 
associated feature (SIHP # -7197, Feature 2). Only observed in the 
northeast end of the trench; southwest end was disturbed by an old 
historic building remnant (SIHP # -7124, Feature W). 

 III 110-180 (BOE) C-Horizon; 10 YR 7/4, very pale brown; sand; structureless 
(single-grain); moist, loose consistency; non-plastic; marine origin; 
lower boundary not visible; few, medium size roots present. Layer 
consists of natural sand. Only observed in the northeast end of the 
trench; southwest end was disturbed by an old historic building 
remnant (SIHP # -7124, Feature W). 
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Figure 124. Trench 65 northwest wall, profile photo; view northwest 
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Feature X 
Feature X was observed within Test Trench 66. Feature X consisted of a layer of cinder, cobbles, boulders, and debris (ceramics 

and glass) likely associated with an old building foundation and subsequent demolition. Based on the Sanborn Fire Insurance maps, 
this debris and old foundation are likely associated with the Pacific Engineering Co. Lt. Mill Work, or the Pacific Welding and 
Machine Works.  

 

 

 
Figure 125. Trench 66, southwest wall stratigraphic profile 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-7 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 7-19 Fill; 10 YR 4/2, dark grayish brown; gravelly silt; structureless; 
dry, loose consistency; non-plastic; terrestrial origin; clear, wavy 
lower boundary. Base course. 

 Ic 15-45 Fill; 10 YR 3/3, dark brown; gravelly silty loam; structureless; dry, 
slightly hard consistency; non-plastic; terrestrial origin; clear, 
wavy lower boundary. Imported fill. 

 II 25-157 Fill; 10 YR 3/2, very dark grayish brown; sand (medium grain); 
structureless (single-grain); dry, loose consistency; non-plastic; 
terrestrial origin; clear, wavy lower boundary. Layer consists of 
cinder, cobbles, and boulders, likely associated with an old 
building foundation and subsequent demolition (SIHP # -7124, 
Feature X); mixed with alluvium from nearby area. Contains 
ceramics and glass. 

 III 95-165 (BOE) C-Horizon; 10 YR 7/4, very pale brown; sand (fine grain); 
structureless (single-grain); moist, very friable consistency; non-
plastic; marine origin; clear, wavy lower boundary. Natural sand. 

 IV 160-165 (BOE) C-Horizon; Gley 1 5/10 Y, greenish gray; sand (fine to coarse); 
structureless (single-grain); moist, very friable consistency; non-
plastic; marine origin; lower boundary not visible. Layer consists 
of naturally deposited marine sediment (gley), not observed in the 
profiled southwest sidewall. 
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Figure 126. Trench 66, southwest wall, profile photo; view northeast 
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Feature Y 
Feature Y was observed within Test Trench 67. Feature Y consisted of debris likely associated with building demolition. The 

observed debris included window pane glass, limestone/coral chunks, cinder blocks, bricks, metal scraps, and trash (i.e. coke bottles, 
saw cut faunal bone, and a rubber tire). Based on the Sanborn Fire Insurance maps, this demolition debris likely originates from the 
demolition of the Pacific Engineering Co. Lt. Mill Work, or the Pacific Welding and Machine Works. The 1950 and 1956 Sanborn 
maps depict this trench within a storage building associated with the Pacific Welding and Machine Works. 

 

 
Figure 127. Trench 67, northeast wall stratigraphic profile 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-8 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 8-19 Fill; 10 YR 4/2, dark grayish brown; gravelly silty sand (fine 
grain); structureless; dry, loose consistency; non-plastic; terrestrial 
origin; abrupt, smooth lower boundary. Gravel base course. 

 Ic 17-59 Fill; 10 YR 3/2, very dark grayish brown; gravelly silty sand (fine), 
structureless; dry, loose consistency; non-plastic; mixed origin; 
clear, wavy lower boundary. Layer consists of construction rubble 
containing coral, glass and brick.. 

 Id 32-56 Fill; 10 YR 6/2, light brownish gray; loamy sand; structureless; 
moist, very friable consistency; non-plastic; mixed origin; clear, 
smooth lower boundary. Imported fill. 

 Ie 45-120 Fill; 10 YR 3/4, dark yellowish brown; sand (fine grain); 
structureless; dry, loose consistency; non-plastic; mixed origin; 
clear, wavy lower boundary. Imported cinder mixed with alluvium, 
likely imported from closeby as this same material is seen only a 
short distance away within Kakaako. 

 Modern Disturbance Fill; Gley 2 8/5 PB, light bluish gray; silty clay loam; moist, friable 
consistency; plastic; mixed origin; clear, broken/discontinuous 
boundary. Feature consists of construction rubble. This debris is 
likely associated with building demolition consisting of window 
pane glass, limestone/coral chunks, cinder blocks, bricks, metal 
scraps, and trash (i.e. coke bottles, saw cut faunal bone, and a 
rubber tire). SIHP # -7124, Feature Y 

 II 110-156 Fill; 10 YR 7/2, light gray; sandy loam; structureless; moist, friable 
consistency; non-plastic; mixed origin; clear, smooth lower 
boundary; few, very fine roots. Sandy material ‘pushed’ from the 
nearby area. 

 III 154-165 A-Horizon; 10 YR 2/2, very dark brown; silt loam; weak, very 
fine, platy structure; wet, slightly sticky consistency; slightly 
plastic; mixed origin; clear, smooth lower boundary; common, 
very fine roots. Thin A-horizon, likely associated with SIHP # -
7190, salt pan remnants, consisting of a dense amount of organic 
material – compression from overlying fill layers created peat-like 
material 

 IV 163-173 (BOE) C-Horizon; Gley 1 4/10 Y, dark greenish gray; sand (fine); 
structureless; wet, slightly sticky consistency; non-plastic; lower 
boundary not visible. Layer consists of naturally deposited marine 
sediment (gley).  
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Figure 128. Trench 67, overview of the northeast wall, profile photo; view northwest 
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Feature Z 
Feature Z was observed within Test Trench 69. Feature Z consisted of imported cinder containing brick, ceramics, glass, metal 

scraps, and other debris associated with the demolition of an old building. The observed debris included a modern feature containing 
additional debris, likely used as an area to bury leftover demolition debris. Based on the Sanborn Fire Insurance maps, Test Trench 69 
is not within the footprint of a building, but is located adjacent to the old Pacific Engineering Co. Lt. Mill Work, and the Pacific 
Welding and Machine Works buildings. It is likely that this demolition debris originates from the demolition of either the Pacific 
Engineering Co. Lt. Mill Work, or the Pacific Welding and Machine Works buildings.  

 

 
Figure 129. Trench 69, southeast wall stratigraphic profile 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-5 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 5-20 Fill; 10 YR 3/2, very dark grayish brown; sandy loamy sand (fine); 
structureless; moist, very friable consistency; non-plastic; 
terrestrial origin; clear, wavy lower boundary. Very gravelly base 
course. 

 Ic 15-27 Fill; 10 YR 3/1, very dark gray; sandy loam; structureless; moist, 
very friable consistency; slightly plastic; mixed origin; clear, 
smooth lower boundary. Layer contains several different fill 
materials including: fine orange sand, cinder/charcoal, and coral. 
Contains metal scraps and brick fragments. 

 II 15-120 Fill; 10 YR 2/2, very dark brown; sand (coarse); structureless; 
moist, loose consistency; non-plastic; terrestrial origin; clear, wavy 
lower boundary. Imported cinder containing brick, ceramics, glass, 
metal scraps, a modern feature and other debris associated with an 
old building (SIHP # -7124, Feature Z).  

 III 82-170 C-Horizon; 10 YR 7/3, very pale brown; sand (fine); structureless 
(single-grain); wet, slightly sticky consistency; non-plastic; marine 
origin; clear, wavy/discontinuous lower boundary. Layer starts off 
as a sandy loam but becomes progressively sandier as it gets closer 
to the coral shelf. 

 IV 155-174 (BOE) C-Horizon; Gley 1 5/5 GY, greenish gray; sand (fine); 
structureless; wet, slightly sticky consistency; non-plastic; marine 
origin; lower boundary not visible. Layer consists of naturally 
deposited marine sediment (gley) overlying coral shelf. Visible 
only in the east corner of the trench. 
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Figure 130. Trench 69, southeast wall, profile photo; view east 

 

Feature AA 
Feature AA was observed within Test Trench 71. Feature AA consisted of a layer of mixed 

lenses containing various materials including reddish sand, cinder, and clay. An amalgamation of 
melted metal was observed in the southwest end of the trench, as well as portions of the northeast 
end. This old flooring is similar to that seen in Features L-P, though the flooring observed within 
this trench was brittle and the backhoe was able to successfully excavate through it. The 
associated fill layer contains clay brick fragments, which were commonly observed within the 
fill layers associated with the old metal flooring. The continued presence of the brick fragments 
associated with the metal flooring suggests that the metal may have been a base for brick 
flooring, which was removed during the building demolition. The melted metal was likely 
constructed from imported scraps from the nearby Honolulu Iron Works. 

The 1914 Sanborn map places the southwest end of this trench within a storage building, 
likely associated with the Pacific Engineering Co. Lt. This building is also observed on the 1927 
Sanborn map as well as a storage shed in the northeast end of the trench. The 1950 and 1957 
maps locate the northeast end of the trench within an auto body works building. This trench is 
near the Pacific Engineering Co. and associated buildings, which this flooring was thought to be 
associated with. However, the distribution of the flooring is contained primarily in the north 
corner of the project area. This suggests that the corroded and melted metal scraps may have 
actually been used by many of the buildings within this industrial and commercial portion of the 
project area as both flooring inside of buildings as well as outside access areas and driveways. 
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Figure 131. Trench 71, southeast wall stratigraphic profile 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-5 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 5-25 Fill; 2.5 Y 5/2, grayish brown; gravelly sand (fine); structureless; 
dry, loose consistency; non-plastic; terrestrial origin; abrupt, 
broken/discontinuous lower boundary. Contains some brick 
fragments. This fill layer sits on top of plastic sheeting for most of 
the trench where it is replaced by crushed coral and sand. Contains 
light gravel overlying the disturbance in the NE end. 

 Ic 18-120 Fill; 10 YR 3/2, very dark grayish brown; gravelly loam; 
structureless; dry, slightly hard consistency; non-plastic; mixed 
origin; clear, irregular lower boundary. Contains some glass and 
brick. Layer consists of a mix of lenses consisting of various 
materials including reddish sand, cinder, and clay. SIHP # -7124, 
Feature AA 

 IIa 75-130 Fill; 2.5 Y 5/2, grayish brown; clay; structureless; wet, sticky 
consistency; very plastic; marine origin; clear, wavy lower 
boundary. May be natural sand or sand fill ‘pushed’ from nearby.  

 IIb 77-162 C-Horizon; 10 YR 5/4, yellowish brown; sand (fine); structureless; 
wet, slightly sticky consistency; non-plastic; marine origin; clear, 
broken/discontinuous lower boundary. Naturally occuring sand 
overlying gley and coral shelf 

 III 150-162 (BOE) C-Horizon; 2.5 Y 6/1, gray; sand (fine); structureless; wet, slightly 
sticky consistency; non-plastic; marine origin. Clay (gley), 
overlying the coral shelf. Not seen in the south corner of the trench  
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Figure 132. Trench 71, southeast wall, profile photo; view southwest 

Feature BB 
Feature BB was observed within Test Trench 73. Feature BB consisted of an amalgamation of 

melted metal and two associated fill layers. The old building foundation/flooring composed of 
compacted, corroded, brittle, melted metal, basalt and cinder is underlying a layer of fill 
composed of clay material mixed with cinder. The old flooring was observed along the entire 
length of the trench and had been broken up and disturbed previously in the northeast end, 
possibly by the demolition of the associated buildings. The undisturbed portions of Feature BB 
were extremely hard. Underlying this flooring is a thin layer of loam that was likely placed as a 
base for the melted metal. The melted metal was likely constructed with imported scraps from 
the nearby Honolulu Iron Works and is similar to those observed in previous features (Features L 
– P and AA). 

The 1914 Sanborn map places the northeast end of the trench within a storage building (likely 
associated with the Pacific Engineering Co. Lt) and the southwest end in the northeast edge of 
the Pacific Engineering Co. building. The northeast end of the trench is still within the Pacific 
Engineering Co. Lt building on the 1927 Sanborn map. On the 1950 and 1957 maps, the trench is 
within an open area surrounded by the Pacific Welding and Machine Works buildings, a truck 
repair garage and an auto body works garage. This trench is near the Pacific Engineering Co. and 
associated buildings, thought to be associated with this flooring due to their close ties to the 
adjacent Honolulu Iron Works. However, the distribution of the flooring is contained primarily 
to the north corner of the project area. This suggests that the corroded and melted metal scraps 
may have actually been used by many of the buildings within this industrial and commercial 
portion of the project area as both flooring inside of buildings as well as outside access areas and 
driveways. 
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Figure 133. Trench 73, southeast wall stratigraphic profile 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-7 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 7-21 Fill; 10 YR 4/3, brown; sand (fine); structureless; moist, firm 
consistency; non-plastic; terrestrial origin; clear, smooth lower 
boundary. Base course containing gravel, cobbles and a lense of 
cinder. 

 Ic 19-35 Fill; 10 YR 8/2, very pale brown; sand (coarse); structureless; dry, 
hard consistency; non-plastic; marine origin; clear, smooth lower 
boundary. Crushed coral fill 

 Id 19-65 Fill; 10 YR 2/1, black; sand (very fine); structureless; moist, loose 
consistency; non-plastic; mixed origin; diffuse, wavy lower 
boundary. Directly overlying the loam and melted corroded metal 
flooring of Str. IIa (SIHP # -7124, Feature BB). 

 IIa 77-90 Fill; 5 YR 3/4, dark reddish brown; loam; weak, moderate, blocky 
structure; moist, friable consistency; slightly plastic; terrestrial 
origin; clear, wavy lower boundary. Loam soil underlying and 
associated with the extra hard corroded metal old building flooring 
(SIHP # -7124, Feature BB) 

 IIb 90-157 Fill; 10 YR 2/2, black; silty clay loam; structureless; wet, very 
sticky consistency; plastic; terrestrial origin; clear, smooth lower 
boundary; Contains ceramics, bottles, glass, pipe, wood and metal 
scraps. Contaminated with petroleum product giving the 
incinerated historics an oil-like film. SIHP # -7189, burnt waste 
containing material related to open air burned debris from 1920s - 
used as landfill material for covering over Kaka‘ako wetlands  

 III 157-160 (BOE) C-Horizon; Gley 1 3/1 10 Y, very dark greenish gray; loam; 
structureless; wet, sticky consistency; slightly plastic; marine 
origin. Clay (gley) overlying coral shelf 
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Figure 134. Trench 73 overview photo; view south. Note that most of the excavation did not 

extend below the hard corroded metal observed throughout the length of the trench 

 

Feature CC 
Feature CC was observed within Test Trench 75. Feature CC consisted of an amalgamation of 

melted metal and an associated fill layer. The old building foundation/flooring composed of 
compacted, corroded, brittle, melted metal, basalt and cinder is located below a layer of fill 
composed of clay material mixed with cinder (Stratum Id). The fill material contained chunks of 
cement, likely demolition material. The old flooring was observed along the entire length of the 
trench. The flooring was extremely hard and in the northwest end was unable to be excavated. 
The melted metal was likely constructed with imported scraps from the nearby Honolulu Iron 
Works and is similar to that observed in previous features (Features L–P, AA-BB). 

Based on the Sanborn maps, this trench was in an open area used by an auto body shop and a 
furniture warehouse. This trench is not within a building or near the Pacific Engineering Co. and 
associated buildings, which this corroded metal flooring was thought to be associated with, due 
to their close ties to the adjacent Honolulu Iron Works. The distribution of the flooring is 
contained primarily to the north corner of the project area. This suggests that the corroded and 
melted metal scraps may have actually been used by many of the buildings within this industrial 
and commercial portion of the project area as both flooring inside of buildings, as well as outside 
access areas and driveways. 
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Figure 135. Trench 75, northeast wall stratigraphic profile 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-8 Asphalt; 10 YR 2/1, black; asphalt; structureless (massive); dry, 

extremely hard consistency; indurated cementation; non-plastic; 
terrestrial origin; very abrupt, smooth lower boundary. Paved 
surfacing for parking lot. 

 Ib 8-17 Fill; 10 YR 4/2, dark grayish brown; gravelly sand; structureless; 
dry, slightly hard consistency; non-plastic; mixed origin; clear, 
smooth lower boundary. Base course containing sand, gravel, and 
coral. 

 Ic 15-25 Fill; 10 YR 7/4, very pale brown; sand (coarse); structureless; dry, 
slightly hard consistency; non-plastic; marine origin; clear, wavy 
lower boundary. Crushed coral fill 

 Id 25-45 Fill; 10 YR 4/3, brown; mottles of 10 YR 3/2, very dark grayish 
brown; sand (fine); structureless; moist, friable consistency; non-
plastic; mixed origin; clear, wavy lower boundary. Imported fill 
containing chunks of cement. Overlying the old historic building 
remnant consisting of hard, compacted and corroded/melted metal 
(SIHP # -7124, Feature CC). 

 II 65-135/145 Fill; 10 YR 2/1, black; mottles of 10 YR 3/1 very dark gray and 5 
YR 3/4 dark reddish brown; loam; structureless; wet, slightly 
sticky consistency; non-plastic; mixed origin; clear, smooth lower 
boundary. SIHP # -7189, burnt waste containing material related to 
open air burned debris from 1920s - used as landfill material for 
covering over Kaka‘ako wetlands. Contains ceramics, bottles, glass 
and metal scraps. Same as Test Trench 138 but slightly drier.  

 IIIa 135-147 Fill; 10 YR 5/4, yellowish brown; sandy clay loam; structureless; 
wet, sticky consistency; very plastic; terrestrial origin; diffuse, 
broken/discontinuous lower boundary. Sandy clay loam likely 
‘pushed’ from nearby 

 IIIb 140-160 C-Horizon; 10 YR 5/6, yellowish brown; sand; structureless; wet, 
sticky consistency; non-plastic; terrestrial origin; diffuse, 
broken/discontinuous lower boundary. Layers of this sediment 
occur in the gley stratum IV, seen only in the opposite wall to the 
wall that was profiled. 

 IV 140-170 (BOE) C-Horizon; Gley 1 3/10Y, very dark greenish gray; clay loam; 
structureless; wet, sticky consistency; plastic; marine origin. Clay 
loam (gley) which appears to be mixed with stratum IIIa. Only 
visible in the southwest wall 
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Figure 136. Trench 75 overview photo; view east 

 
Figure 137. Trench 75, northeast wall, profile photo; view east 
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Feature DD 
Feature DD was observed within Test Trench 76. Feature DD consisted of an amalgamation of melted metal and an associated fill 

layer. The fill layer contains red bricks, glass and some cinder within a loamy soil above and below the old metal flooring (Stratum 
IIa). The clay brick fragments were observed only above the old corroded metal flooring. This suggests that the metal may have been a 
base for a brick floor which was removed during the building demolition. The old building foundation/flooring was composed of 
compacted, corroded, brittle, melted metal, basalt and cinder and observed along the entire length of the trench. The melted metal was 
likely imported scraps from the nearby Honolulu Iron Works and is similar to what has been observed in previous features (Features 
L–P, AA-CC). 

Based on the Sanborn maps, similar to Feature CC this trench was located in an open area used by an auto body shop and a 
furniture warehouse. This trench is not within a former building or near the Pacific Engineering Co. and associated buildings, which 
this corroded metal flooring was thought to be associated with. The distribution of the flooring is contained primarily to the north 
corner of the project area. This suggests that the corroded and melted metal scraps may have actually been used by many of the 
buildings within this industrial and commercial portion of the project area as both flooring inside of buildings as well as outside access 
areas and driveways. 

 
Figure 138. Trench 76, northeast wall stratigraphic profile 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 2/1, black; asphalt; structureless; dry, extremely 

hard consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Paved surfacing for 
parking lot. 

 Ib 6-20 Fill; 10 YR 5/3, brown; gravelly loam; structureless; dry, slightly 
hard consistency; slightly plastic; terrigenous origin; clear, wavy 
lower boundary. Base course containing some brick fragments 

 Ic 14-41 Fill; 10 YR 8/3, very pale brown; sand (fine to coarse); 
structureless; dry, weakly coherent consistency; non-plastic; 
marine origin; clear, wavy lower boundary. Very few bottles and 
ceramics, possibly from incinerator layer disturbance. Crushed 
coral fill 

 IIa 38-115 Fill; 10 YR 2/1, black; mottles of 10 R 4/8, red; sand (medium) 
and metal; structureless; dry, hard consistency; non-plastic; 
terrigenous origin; diffuse, smooth lower boundary. This layer is 
associated with an old building flooring consisting of hard melted 
and corroded metal (SIHP # -7124, Feature DD). Contains red 
bricks, glass and some cinder within a loamy soil above and below 
the old metal flooring.  

 IIb 102-158 Fill; 10 YR 2/1, black; loam; weak, medium, blocky structure; wet, 
very sticky consistency; slightly plastic; mixed origin; clear, 
smooth lower boundary. SIHP # -7189, burnt waste containing 
material related to open air burned debris from 1920s - used as 
landfill material for covering over Kaka‘ako wetlands. Contains 
ceramics, bottles, glass, brick, and metal scraps. Contaminated 
with petroleum product (smell), giving the burnt rubbish an oil-like 
coating 

 III 158-160 (BOE) C-Horizon; Gley 1 4/N, dark gray; loamy sand (fine); structureless; 
wet, sticky consistency; slightly plastic; marine origin. Gley 
directly overlying coral shelf 
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Figure 139. Trench 76 overview photo; view southeast 

 

 
Figure 140. Trench 76, northeast wall, profile photo; view north 
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Feature EE 
Feature EE was observed within Test Trench 78. Feature EE consisted of an amalgamation of 

melted metal and two associated fill layers. The fill layer overlying the old flooring contains 
concrete boulders and slabs within an area of disturbance, possibly from a building foundation, 
and red brick. The upper boundary of the corroded metal flooring was partially disturbed by the 
area of disturbance within the overlying fill layer. The clay brick fragments appear to be 
associated with the old corroded metal flooring. This suggests that the metal may have been a 
base with the actual floor consisting of bricks, which were removed during building demolition. 
The old building foundation/flooring was composed of compacted, corroded, brittle, melted 
metal, basalt and cinder. Underlying this flooring is a thin layer of loam that was likely placed as 
a base for the melted metal. The old flooring was observed along the entire length of the trench. 
The melted metal was likely imported scraps from the nearby Honolulu Iron Works and is 
similar to that observed in previous features (Features L–P, AA-DD). 

The 1927 Sanborn map places this trench within the auto repair garage which had concrete 
flooring. On the 1950 and 1957 maps the trench is within the furniture warehouse. This trench is 
not near the Pacific Engineering Co. and associated buildings which this corroded metal flooring 
was thought to be associated with, due to their close ties to the adjacent Honolulu Iron Works. 
However, the distribution of the flooring is contained primarily to the north corner of the project 
area. This suggests that the corroded and melted metal scraps were likely used by many of the 
buildings within this industrial and commercial portion of the project area as both flooring inside 
of buildings as well as outside access areas and driveways. 
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Figure 141. Trench 78, southwest wall stratigraphic profile 
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Strata Depth (cmbs) Description 
_________________________________________________________________ 
 Ia 0-6 Asphalt; 10 YR 2/1, black; asphalt; structureless; dry, extremely 

hard consistency; indurated cementation; non-plastic; terrestrial 
origin; very abrupt, smooth lower boundary. Paved surfacing for 
parking lot. 

 Ib 6-12 Fill; 10 YR 3/2, dark grayish brown; gravelly loamy sand; 
structureless; dry, weakly coherent consistency; non-plastic; mixed 
origin; abrupt, smooth lower boundary. Base course consisting of 
loamy sand containing gravel, coral, and rocks. 

 Ic 12-27 Fill; 10 YR 7/3, very pale brown; sand (fine to coarse); 
structureless; dry, loose to very hard consistency; non-plastic; 
marine origin; abrupt, smooth lower boundary. Crushed coral fill 
consisting of coral sand, gravel, cobbles, and boulders. 

 Id 27-90 Fill; 10 YR 4/3, brown; gravelly loam; structureless; dry, extra 
hard consistency; non-plastic; terrestrial origin; diffuse, wavy 
lower boundary. Fill layer containing concrete boulders and slabs, 
possibly from a building foundation and red brick as well as 
boulders of concrete as well. Disturbed the underlying corroded 
metal layer and contains a concentrated packed disturbance. 

 IIa 58-110 Fill; 5 YR 3/2, dark reddish brown; corroded and melted metal; 
structureless; dry, extra hard consistency; non-plastic; terrestrial 
origin; diffuse, smooth lower boundary. Melted metal overlying a 
layer of very dark brown loam (10 YR 2/2). Likely an old historic 
building foundation (SIHP # -7124, Feature EE). Cement 
foundation (possibly cement walls or flooring) was observed in 
north corner of trench 

 IIb 110-155 Fill; 10 YR 2/1, black; sandy loam; structureless; wet, sticky 
consistency; slightly plastic; terrigenous origin; clear, smooth 
lower boundary. SIHP # -7189, burnt waste containing material 
related to open air burned debris from 1920s - used as landfill 
material for covering over Kaka‘ako wetlands. Contains bottles, 
glass, ceramics, metal scraps, pipe (plastic), wood. Contaminated 
soil with a strong odor, possibly from a petroleum product. 

 III 145-162 (BOE) C-Horizon; Gley 1 5/N, greenish gray; sand (very fine); 
structureless; wet, sticky consistency; non-plastic; mixed origin. 
Gley directly overlying coral shelf 
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Figure 142. Trench 78 overview photo; view west. Note that most of the excavation did not 

extend below the hard corroded metal observed throughout the length of the trench 
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SIHP No. 50-80-14-7189 
FORMAL TYPE: Burnt historic debris 
FUNCTION: Refuse Disposal, Fill material 
# OF FEATURES: 1 
AGE: Historic (1860s to 1930s) 
DIMENSIONS: 4.09 acres (approximately 16,552 m2) 
LOCATION: Located sporadically throughout the project area  
TAX MAP KEY: [1] 2-1-030:001 
LAND JURISDICTION: Kamehameha Schools 

 

SIHP # 50-80-14-7189 is composed of a historic fill layer observed within 49 test trenches, 
containing material associated with historic activities within the project area (Figure 143). The 
exact extents of SIHP # 50-80-14-7189 are unclear, as the layer is broken and discontinuous, and 
it is likely that it extends outside of the project area boundary.  

SIHP # 50-80-14-7189 is a layer of burnt historic debris first identified during testing for the 
AIS plan. During the course of the Phase I and Phase II inventory survey testing, SIHP # -7189 
was observed throughout large portions of the project area (see Figure 143). A large quantity of 
historic material was observed within SIHP # -7189, and a large sample was collected. Due to 
the abundance of material, only the whole, diagnostic, or rare historic materials were collected. 
The observed historic artifacts include glass bottles, ceramics, wood, metal and saw cut faunal 
bone. Both the historic artifact concentration and the thickness of the layer varied throughout the 
project area. The historic material was typically underlying varying layers of modern and historic 
fill, and overlying natural wetland/marine sediments, including SIHP # -7190. The depth of SIHP 
# 50-80-14-7189 ranged between 40 to 180 cmbs.  

Originally it was suspected that SIHP # -7189 consisted of incinerated trash associated with 
the former Kewalo Incinerator, located on the ‘ewa (west) side of Kewalo Basin. However, this 
facility was not in operation until 1930, which is later than the deposition of SIHP # -7189. 
Therefore, it is likely that SIHP # -7189 is associated with the 1920s open-air burning of urban 
trash which occurred within the former Honolulu waterfront area (preceding the Kewalo & 
Kaka‘ako Incinerators). Based on historical documentation and photographs (see Figure 33), 
localized waste from the Honolulu area was collected and transported to the Honolulu garbage 
dump. This trash was then continually burned and the remains were used to fill the unwanted 
wetlands of Kewalo, Kaka‘ako, and Waikiki, both to remove pest habitation/breeding areas and 
to create additional developmental areas. The analysis of the historic artifacts observed within 
SIHP # 50-80-14-7189 can be found below in the Results of Laboratory Analysis section. The 
complete artifact catalogue can be found in Appendix B, located within the VOLUME II portion 
of this report (Pammer et al. 2011). 
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Figure 143. Aerial photograph (source: USGS Orthoimagery 2005) showing the extent of SIHP # 

50-80-14-7189 within the project area 
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SIHP No. 50-80-14-7190 
FORMAL TYPE: Pre and Post-contact Fill Layer 
FUNCTION: Salt Pans 
# OF FEATURES: 1 
AGE: Pre and Post-contact (Pre-contact to 1901) 
DIMENSIONS: 4.09 acres (approximately 16,552 m2) 
LOCATION: Located sporadically throughout the project area  
TAX MAP KEY: [1] 2-1-030:001 
LAND JURISDICTION: Kamehameha Schools 

 

SIHP # 50-80-14-7190 consists of alternating layers of clay and peat, associated with the pre 
and post-contact salt pans previously located within the project area (Figure 144 and Figure 145). 
The exact extent of SIHP # 50-80-14-7190 is unclear, as the layer is broken and discontinuous, 
and it is likely that it extends outside of the project area boundary. 

This A-horizon was typically observed directly overlying the natural marine clay (gley) and 
commonly at the same level as the water table, if not slightly below it. The striations of clay and 
peat suggest that this area was repeatedly used as a land surface which was exposed long enough 
to accumulate organic debris before being covered with clay. Based on research of the project 
area, it is suggested that this A-horizon is the result of the repeated flooding, drying, scraping 
and removal of salt during salt production. The clay observed within the peat may have been 
deliberately placed on the bottom of the salt bed to prevent the salty water from soaking into the 
ground. 

As described above in Section 3.2.3 (Kaka‘ako Salt Works and the Salt Pans of Kewalo and 
Kukuluāe‘o), the project area was previously utilized in both pre-contact and post-contact times 
for salt making. Following the discovery of the islands in 1778, salt became an important export 
item, as Kotzebue noted in an 1816 and 1817 visit. He noted that “Salt and sandalwood were the 
chief items of export” (in Thrum 1905:50).  

Research of the salt making employed by native Hawaiians suggests multiple methods were 
utilized. Two separate accounts describe methods using clay and evergreen leaves to line the 
pans. Captain Cook (1784) describes the method using clay:  

…Their saltpans are made of earth, lined with clay; being generally six or eight 
feet square, and about eight inches deep. They are raised upon a bank of stones 
near the high-water mark, from whence the salt water is conducted to the foot of 
them, in small trenches, out of which they are filled, and the sun quickly performs 
the necessary process of evaporation. . . . [Cook 1784:151]. 

The missionary William Ellis, on a tour of the Hawaiian Islands in 1822 and 1823, also noted 
these salt pans and recorded the final step of crystallization, which includes the use of evergreen 
leaves to line the pans: 
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Figure 144. An aerial photograph with an overlay of the estimated locations of SIHP # 50-80-14-

7190 boundaries detected during fieldwork excavations as well as the locations of the 
78 test trenches. 
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Figure 145. Test Trench 45, close-up of multiple layers of SIHP # 50-80-14-7190. Note the dark 

peat alternating with the lighter colored clay. This trench showed mottling of the two 
peat and clay layers, likely from disturbance during the scraping of the salt pans. The 
lowest A-horizon, seen at 25 cm, is the highest in clay content and appears to be 
mottled with white and pink clays. 
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The natives of this district (Kawaihae) manufacture large quantities of salt, by 
evaporating the sea water. We saw a number of their pans, in the disposition of 
which they display great ingenuity. They have generally one large pond near the 
sea, into which the water flows by a channel cut through the rocks, or is carried 
thither by the natives in large calabashes. After remaining there for some time, it 
is conducted into a number of smaller pans about six or eight inches in depth, 
which are made with great care, and frequently lined with large evergreen leaves, 
in order to prevent absorption. Along the narrow banks or partitions between the 
different pans, we saw a number of large evergreen leaves placed. They were tied 
up at each end, so as to resemble a narrow dish, and filled with sea water, in 
which the crystals of salt were abundant [Ellis 1827:403-404]. 

These descriptions suggest that both methods may have been used consecutively, which could 
also account for the alternating clay and peat striations. The peat would have been created by the 
evergreen leaves left in the salt pan while a new layer of clay was spread on top of them to 
prepare a new batch of salt.  

Thrum (1924:116) states that the apex of the trade was in 1870, but by 1883, he noted that 
“pulu, salt and oil have disappeared entirely” from the list of yearly exports (Thrum 1884:68). 
By 1916, only one salt works, the Honolulu Salt Co., was still in operation. Salt continued to be 
manufactured for local use; the Kaka‘ako Salt Works appears on maps as late as 1891 and a page 
in Victoria Wards’s ledger for 1883 notes a yearly income of $651.50 received from her “Salt 
Lands” in Kukuluāe‘o (Hustace 2000:50). As noted above, Thrum (1924:116) said the Honolulu 
Salt Co. was the only salt producer on O‘ahu in 1916. A 1916 Commerce Report (Taylor 
1916:723) states that the Honolulu Salt Co., operates “salt beds at Puuloa, Kalihi, and Waikiki, 
on the island of Oahu . . . . No mention is made of Kaka‘ako, suggesting that the Kaka‘ako Salt 
Works had closed before 1916. By 1901, most of the fishponds and salt pans makai of King 
Street were reported as abandoned.  

Based on historical maps, the salt making may have been discontinued within the project area 
earlier than 1901. On early historic maps, the area of salt pans is often marked out as a large grid 
of contiguous squares. The 1876 Lyons map depicts the extent of the salt pans, which extend into 
the current project area, and throughout the surrounding Kaka‘ako area (Figure 20). The current 
project area appears to be the furthest mauka that the salt pans extend to in this figure. This 
figure appears to be the last sketch that depicts salt pans completely within the project area. On 
an 1881 map of O‘ahu (see Figure 25), the southwest portion of the project area is still partially 
within the salt works. Finally, an 1883 map of the Honolulu Water Works System, depicts the 
salt pans to the south and southeast of the current project area (see Figure 24), none of which 
extended into the project area.  
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SIHP No. 50-80-14-7197 
FORMAL TYPE: Subsurface Cultural Layer 
FUNCTION: Habitation-related living surface 
# OF FEATURES: 1 
AGE: Late pre- and/or early post-Contact (Prior to 1850) 
DIMENSIONS: 4.09 acres (approximately 16,552 m2) 
LOCATION: Test Trenches 26 
TAX MAP KEY: [1] 2-1-030:001 
LAND JURISDICTION: Kamehameha Schools 

 

SIHP # 50-80-14-7197 is a late pre- to early post-Contact cultural layer, including a fire pit 
feature (Feature 1). This sand A-horizon was observed observed only in Test Trench 26, where it 
was found to overly the Jauas sand. SIHP # -7197 likely represents one of several locations not 
disturbed by post-contact activites, including salt pans (SIHP # -7190). The Feature 1 fire pit 
contained fire-cracked rocks, a small amount of foodshell, and a concentration of charcoal.  

Three charcoal samples were sent to the International Archaeological Research Institute, Inc. 
(IARII) Wood Identification Laboratory for taxa identification by Gail Murakami. The wood 
taxa and radiocarbon dating results are presented in Appendix C. The first sample (Taxa Sample 
#1) yielded inconclusive results. The second sample (Taxa Sample #3) analysis indentified two 
species. The first is lama, an indigenous native plant. The second is either a possible fern or a 
palm, bot not loulu or coconut. The native tree taxa identified in this sample is Diospyros 
sandwicensis (A. DC) Fosb. (Lama), is a small endemic tree, 2 to 10 m tall, found in wet or dry 
regions of all the main Hawaiian Islands (Rock 1913:395; Wagner et al. 1990:587).  This 
hardwood was used by Hawaiians for houses, enclosures for certain idols (Malo 1951:21), and 
chisel handles (Buck 1957:38). The third sample (Taxa Sample #2) came from another pit, which 
the wood taxa identification indicades is from a modern intrusion into SIHP # -7197. The results 
from the wood taxa identification and the radiocarbon dating can be found below in the lab 
analysis section. 

In this Monitoring plan and within the related Inventory Survey Report SIHP # 50-80-14-
7197 is inclusive of the A-Horizon identified in Trenches 6, 7, 10, 20, 36 and 65. This A-horizon 
could have characteristics different enough to warrant assigning a separate site number and could 
be connected with the former use of this land for salt production. Additional documentation of 
exposed profiles during the monitoring phase of this project could lead to the assignment of a 
new site number for this A-horizon. 
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Figure 146. An aerial photograph with an overlay of the estimated location of SIHP # 50-80-14-
7197 boundaries detected during fieldwork excavations as well as the locations of the 
78 test trenches. 
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Figure 147. Photo of northeast end of Test Trench 26 showing modern disturbance for sewer line 

and SIHP # -7197, Feature 1 (to left of photo scale) 
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Appendix C    Results of Laboratory Analysis 
for the AIS 

Bottle Glass Analysis 
The Block 2 bottle glass assemblage is comprised of 445 glass bottles and bottle fragments. 

The majority were collected from SIHP # 50-80-14-7189, – an historic burnt trash layer. Due to 
the large quantity of material, the majority of the items collected are typically whole bottles or 
diagnostic fragments. Representative samples of the bottles are described below and can be seen 
in Figure 148 through Figure 152 and Table 6 and Table 7. A catalogue of all the bottle artifacts 
collected is included in the AIS VOLUME II, Appendix B (Pammer et al 2011). 

All terminology used to describe bottle traits and all bottle dating information, unless 
otherwise noted was taken from the Bureau of Land Management (U.S. Dept. Interior)  and 
Society of Historic Archaeology “Historic Glass Bottle Identification and Information Website” 
(BLM/SHA 2013; http://www.sha.org/bottle/index.htm). Research on historic artifacts focused 
on the function and manufacturing dates of the items, using reference texts to identify glass 
manufacturers’ marks on bottles and company histories of the brands identified (i.e. Elliott 1978; 
Elliott and Gould 1988; Fike 1987; Millar 1988; Munsey 1970; Toulouse 1971; Zumwalt 1980).  

Bottle Mold Seams 
There are two types of mouth-blown bottles, free-blown or mold-blown. Pontil marks, a 

rough, sharp area on the base, where a rod was attached to maintain control during hand-making 
of the lip (finish) of the bottle, are a distinguishing characteristic of the free-blown bottle. Most 
bottles after 1865 were mold-blown and do not have a pontil mark. Other characteristics of free-
blown glass manufacture are asymmetry and lack of mold seams. All of the hand-blown bottles 
from the Block 2 assemblage have mold marks, or other characteristics of mold-blown bottles; 
none displayed pontil marks. Thus all the bottles and bottle fragments from Block 2 were likely 
manufactured after 1865. Between 1850 and 1860, the pontil rod was gradually replaced by the 
snap-case. With this method, a tong snapped tight to the bottle heel, which made it unnecessary 
for a pontil rod to be physically attached to the bottle base. When removed, the snap-case left no 
marks on the base, although occasionally it left a mark on the side of the bottle where it squeezed 
the hot glass. Many of the bottles collected display this type of mark. This method left the base 
free for embossing (Kendrick 1966:29), which is observed on many of the bottles collected 
(Figure 148, accession# 103.2). One example of such a bottle is an ink bottle found with 
CARTER’S embossed on the base, which dates back to the 1880s (Figure 149, accession# 
141.3).  

Beginning in the mid nineteenth century, many new ink companies were formed. One of these 
was the Carter’s Company. The William Carter Company began as a stationary store in Boston 
in 1858, but began to make their own ink products during the Civil War. The company was 
acquired by the Dennison Company in 1975, who still market a few ink-related items under the 
Carter’s name. During the twentieth century, it was probably one of the largest, if not the largest, 
ink producer in the United States, selling millions of bottles a year (Faulkner 2003:41).  



Cultural Surveys Hawai‘i Job Code: KAKAAKO 51  Appendix C: Results of Laboratory Analysis 

Archaeological Monitoring Plan for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 270 
TMK: [1] 2-1-030:001, 043  

 

 
Figure 148. Samples of ink, household (i.e. shoe blackening acc. # 138.1) and cosmetic/toiletry 

bottles collected from within the project area 

 
Figure 149. Samples of the spirit and bitters bottles collected from within the project area 
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Figure 150. Samples of the medicine bottles collected from within the project area 

 
Figure 151. Photograph of food and medicine bottle samples collected within the project area 
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Figure 152. Samples of the soda and mineral water bottles collected from within the project area 
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Table 6. A sample of the catalogued glass bottles found in SIHP # 50-80-14-7189 and SIHP # 50-80-14-7124 (building remnants) during testing for Phase I. Accession #’s (Acc. #) consist of the Test Trench # followed by the 
bottle number for that trench (i.e. 1.6 is Trench 1 Bottle 6). The stratum (strat.) column is to indicate whether the bottles were observed in a layer other than the SIHP # -7189 – historic burnt trash layer. 

Acc. # Strat. Color Portion  Height 
(cm) 

Diameter/
Width (cm) 
base 

Base Shape Mold Seams Neck Finish Function Date Comments 

PHASE I - Bottles

1.6 

  

aqua complete 11.7 4 x 4 square cup-bottom  tooled extract: rootbeer 1876 + 

Embossed on base: 6; Embossed on body: HIRES IMPROVED ROOTBEER / 
MAKES FIVE GALLONS OF A DELICIOUS DRINK/ MANUFACTURED 
BY THE CHARLES E. HIRES CO. / PHILADELPHIA, PA. U.S.A. Hires 
began selling his root beer extract in 1878 

1.10   aqua complete 24 6.1 round bottom bottom-hinged  
applied - blob top/ 
Hutchinson soda/mineral water 1855-1870s round bottomed base - torpedo style body 

1.13 
  

aqua complete 14.1 3 round cup-bottom  tooled Pain medicine adv. 1889 

Body: HEALY & BIGELOW'S / KICKAPOO / INDIAN OIL; for relief from 
aches and pains; Ind. Med. Co., Inc., Phila & St. Louis. Adv. 1889. Fike 1987: 
193. 

19.2 II b aqua complete 23 5.51 round cup-bottom applied - ring/oil cosmetic/toiletry - cologne 1870-1890 body: FLORIDA WATER / MURRAY & LANMAN / DRUGGISTS / NEW 
YORK; Base: 58; (see Artifact 10.2) Florida Water was introduced in 1808. 

21.19 II b milk glass complete lid to 
cosmetic container N/A 6.00 round unknown N/A cosmetics/ toiletry- beauty 

product 1891-1909 
Relief profile of woman with embossing around it MRS NETTIE HARRISON 
/ AMERICA'S / BEAUTY DOCTOR / SAN FRANCISCO; from San 
Francisco at least as early as 1891. 

24.8 II b cobalt complete 9.5 6.24 round cup-bottom sheared/ blow over figural bottle - medicine or 
cosmetic 

1890s bottle shaped in form of headless person dressed in oriental attire, sitting 
crossed legged on a circular platform; embossed just above base: 'ORIENTAL' 

25.6 II c aqua complete 18 5.74 x 3.54 octagonal - 
fluted oblong post-bottom applied - bead food - condiment 1870-1880 the same bottle may be seen in Ketchup, Pickles, Sauces (Zumwalt 1980:144) 

28.4 II c aqua - light complete 15.5 7.87 x 3.40 oval -plain cup-bottom 
screw top - 
discontinuous, 
threaded metal finish 

spirits - whiskey flask 1895-1905 neck is sheared with a discontinuous threaded metal head placed on neck as 
finish; base embossed: 2 pint; flask style bottle 

28.5 II c aqua complete 18 5.32 round cup-bottom tooled food - condiment 1876-1910 Lea & Perrins Worcestershire (J91DS) JDS bottles made after 1876; glass 
stopper intact 

29.3 II f green/emeral
d complete 22.5 6.54 round turn mold applied - blob soda or mineral water 1880-1990s   

29.9 II f aqua complete 15.5 5.18 x 2.92 
rectangular - 
blake (variant 
1) 

bottom-hinged 
mold tooled - ring/oil medicine  1880-1910 

Embossed in early script font on body (vertically): BARRY'S // 
TRICOPHEROUS FOR THE SKIN AND HAIR // NEW YORK // 
DIRECTIONS / ~IN THE~ / PAMPHLET // Alexander C. Barry was first 
affiliated with this hair restorative in 1851; The product was still on the market 
in 1982. 

30.3   aqua complete 23 8.56 round dip mold - 3-
piece 

tooled - bead medicine - druggist shelf ware 1885-1910 may be druggist's shelf or counter ware bottle  

30.8   olive/amber - 
dark complete 28 7.34 x 7.2 square - 

hopkins  dip mold applied - blob spirits - gin 1870-1898 
case bottle, sloping collars, on shoulder side applied seal is embossed with: 
AVH;   A. Van Hoboken & Co., Rotterdam, The Netherlands, 1800-1898; 
(Soda Traderz 2010) 

30.29 II c colorless complete 8 2.5cm, 
4X4cm 

square cup-bottom tooled cosmetics/ toiletry - perfume 1890s  LUNDBORG / NEW YORK, Perfumer, Fike 1987:244 

30.34 II c amber/yellow complete 6 1.5cm, 2X2 
cm square cup-bottom tooled medicine - homeopathic 1891-1903 BOERICKE & RUNYON / SAN FRANCISCO, CAL / BRANCH 

PORTLAND OR. Fike 1987:52, 155) 
30.45 II c cobalt complete 16 1.5cm, 3cm round cup-bottom improved tooled medicine - cod liver oil 1890s base: 8 
33.14 II e aqua complete 20 2cm,  4cm hexagonal cup-bottom - 

pattern mold 
tooled condiment: pepper sauce 1890s hexagonal, horizontally ribbed, gothic style sauce bottle 
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Table 7. A sample of the catalogued glass bottles found in SIHP # 50-80-14-7189 and SIHP # 50-80-14-7124 (building remnants) during testing for Phase II. Accession #’s (Acc. #) consist of the Test Trench # followed by 
the bottle number for that trench (i.e. 101.1 is Trench 101 Bottle 1). The stratum (strat.) column is to indicate whether the bottles were observed in a layer other than the SIHP # -7189 – historic burnt trash layer. 
Phase II trenches were originally labeled Trenches 101-142. These have been relabeled Trenches 37-78 

Acc. # Strat. Color Portion Length (cm) 
L x W or 
Diameter Base Shape Mold Seam Finish (lip) Function Date Embossing Company. Name/Comments 

PHASE II - Bottles 

101.1 IIc olive complete 10.3 5.9 x 3.6 rectangular cup-bottom tooled medicine - patent/prescription 1880 + Y Russell, Dr., Calisaya Bitters 
103.2 IIb milk glass complete 11.6 6.0 x 3.2 rectangular cup-bottom tooled medicine - patent/prescription 1880 - 1890s Y 
110.5 colorless complete 22.5 8.3 x 8.3 square cup-bottom applied spirits - liquor/wine/ale 1860s - 1885 Y 

110.9 colorless complete 13.8 6.5 round 
press-and-
blow capseat ledge milk 1889 - 1940s Y Honolulu Dairymen's Association 

111.1 olive complete 22.5 7.6 round cup-bottom tooled soda/mineral water 1880 - 1890 Y Hunyadi Janos Bitterquelle (mineral water) 

115.5 
Ig & 
If colorless complete 20 5.7 round ABM ABM soda 1963 Y Honolulu Soda Water Co. LTD. 

115.26 II aqua complete 6 6.5 round post-bottom bead finish household - ink bottle 1880 - 1910 N 
116.4 aqua complete 20.5 6 round cup-bottom Hutchinson soda/mineral water 1879 - 1890s Y Hollister & Co., Honolulu 

118.2 milk glass complete 3.8 5.5 round ABM 
ABM exterior 
screw cosmetics/toiletry post 1910 N 

119.1 amber complete 13.5 5.4 round cup-bottom tooled  medicine - patent/prescription adv. ca. 1895 Y Marchand, Chas. Hydrozone (Hydrogen Peroxide) 
119.2 aqua complete 15.4 7.5 x 3.8 oval cup-bottom tooled nursing bottle 1870 -1910 Y Hirai & Co., Osaka, Japan 
122.4 colorless complete 14 6.4 round ABM unk food  - preserve/mustard unk N 
131.3 olive complete 20 6.9 round 3 part dip mold tooled medicine - bitters 1872 + Y Siegert & Hijos Angostura Bitters 

134.5 aqua complete 18.5 6 round cup-bottom 
inside screw 
threaded stopper soda 1902 + Y Hawaiian Soda Works, Honolulu 

134.6 aqua complete 19.3 5.4 round cup-bottom 
tooled: 1/2crown 
1/2 blob  food - condiment 1880 - 1900 Y Stephens Sons & Co., Gloucesters (gloucester sauce, like Worcester sauce) 

134.7 colorless complete 6.1 1.4 x 1.1 rectangular unk unk cosmetics/toiletry - cologne unk N 
135.4 colorless complete 14 4.9 x 2.4 rectangular cup-bottom tooled medicine - extracts 1860 + Y Burnett’s Flavoring Extracts, Boston 
137.1 Ic amber complete 29.2 7.8 round post-bottom applied spirits - whiskey 1870 + Y Macfarlane & Co., Honolulu 
138.1 aqua complete 12.7 4.3 x 4.3 square cup-bottom tooled household - shoe blacking 1880 - 1890 Y Miller’s, Frank Crown Dressing, New York  (shoe polish) 
138.4 aqua missing lip 7.1 2.9 x 2.4 rectangular not visible unk cosmetics/toiletry - cologne unk N 
138.6 colorless complete 4.4 1.5 round not visible tooled  medicine - patent/prescription unk N 
139.11 cobalt complete 18.2 5.1 round cup-bottom applied medicine - patent/prescription 1889 - 1907 Y Bromo-Seltzer, Emerson Drug Co., Baltimore 
141.3 aqua complete 6.8 6.5 round cup-bottom tooled double ring household - ink bottle 1880 - 1900 Y Carter's Ink 
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Early mold-blown bottles were blown by mouth in dip molds, which often extended from the 
bottle base to the shoulder. Bottles made in this type of mold usually have a horizontal seam 
around the bottle body or shoulder. Dip molds were generally phased out by 1870. Of the 445 
bottles from the Block 2 collection, only 32 had dip mold seams (see Figure 149, accession# 
30.8; see Figure 148, accession# 30.3). The small number of dip mold bottles suggests that this 
the bottle assemblage dates to the mid to late 1800s, when the dip mold style was in the process 
of being phased out. One example of a dip-mold bottle is a Bitters bottle, embossed with the 
company name, Dr. J.G.B. Siegert & Hijo (see Figure 149 accession# 131.3). Angostura-
Wuppermann Corp. is currently the U. S. branch of the 112-year-old J. G. B. Siegert & Hijos 
(Sons) Ltd. Company of Trinidad. The founder, Johann Siegert, began making his “elixir” 
around 1824. The only known ingredients are gentian, common bitters base, and rum; it was 
considered an alcoholic beverage as well as a medicine (The History of Angostura 2010). Based 
on the embossed mark, the bottle observed in this assemblage dates to ca. 1870.  

A total of 186 of the Block 2 bottles were manufactured in a cup-bottom mold. The two side 
seams from this type of mold extend vertically along the bottle body and terminate at a 
horizontal seam on the bottle heel. The cup-bottom mold began to be used in the mid-nineteenth 
century, and was in common use by the later part of that century. This type of mold seam was 
observed on many of the embossed medicine or druggist bottles in the Block 2 collection (Figure 
150, accession# 30.34, accession# 30.45, accession# 101.1, accession# 135.4, accession# 139.11; 
Figure 151, accession# 119.2).  

One example of cup-bottom mold bottle is “Healy & Bigelow’s Kickapoo Indian Oil” (see 
Figure 150, accession# 1.13), which was a patent medicine first advertised in 1889. The 
Kickapoo Indian Medicine Company, which called itself "The King of Road Shows”, was the 
largest company of its kind during the last three decades of the nineteenth century and into the 
twentieth century. Founded in the East by two veteran troupers, John E. "Doe" Healy and 
Charles H. "Texas Charley" Bigelow, the Kickapoo Company maintained a large headquarters 
building for many years in New Haven, Conn. called "The Principal Wigwam”, from which it 
sent medicine shows, sometimes 20 at a time, throughout the country. Few of the old patent 
medicine brands were as well known as the Kickapoo Indian Remedies, mostly because none 
were so well promoted. Doc Healy was in charge of hiring Indians and white performers - 
jugglers, acrobats, dancers, musicians, comedians - while Texas Charley managed the medicine 
business as well as the "Doctors" or "Professors" who gave "Medical Lectures” (Robbins 1996).  

A second example with a cup-bottom mold bottle is a Hires Rootbeer Extract bottle (see 
Figure 150, accession# 1.6), dated 1888-1894 based on the embossing style for the company. In 
1888 Charles E. Hires put upon the market a preparation in liquid form for making root beer. 
This preparation was called "Hires Improved Root Beer." One package was sufficient to make 
five gallons of beer. Subsequently the name of this package in liquid form was changed to "Hires 
Household Extract” (The Federal Reporter 1912). 

In the 1870s and 1920s, bottles were blown in a full height turn mold. In this process, mold 
seams are obscured by turning the bottle in the mold. Bottles treated this way are highly 
polished, cannot be embossed, and show horizontal lines or grooves produced as the bottle is 
turned in the mold. These turn-mold attributes are found more commonly on wine, champagne, 
soda, and mineral water bottles (Figure 152 accession# 29.3). Although a patent for embossing 
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the base was secured in 1887, it is not often seen. From the Block 2 collection, 134 bottles were 
made in a turn-mold. 

In a post-bottom mold, two vertical seams extend along the bottle body and terminate at a 
horizontal seam on the base interior. This mold type was typically used from the mid-to-late 
nineteenth century; Forty (40) Block 2 bottles display post-bottom molds, one of which is a 
Macfarlane & Co., Honolulu whiskey bottle with an embossed M&CO monogram, dating to the 
late 1880s (see Figure 149, accession# 137.1).  

Of the samples collected, only three bottles show evidence of a bottom-hinge or keyed mold, 
which has one seam that extends along the bottle body, and either crosses straight across the base 
or terminates at a shallow indentation on the base. This mold type was used ca. 1810-1880 and 
appears have been for one of the Block 2 medicine bottles, embossed “Barry’s Tricopherous for 
the Skin and Hair” (see Figure 151, accession# 29.9). This product was originally sold by wig-
maker Alexander C. Barry of New York City starting around 1842 and was for sale well into the 
twentieth century under various manufacturers, even though the product’s most active ingredient 
was its one-percent tincture of cantharides. Cantharides came from the dried, crushed bodies of 
the blister beetle or Spanish fly. The theory was that this substance would stimulate blood supply 
to the scalp, which in turn would promote hair-follicle growth (Odysseys Virtual Museum 2010). 

In 1892, a semi-automatic process called ‘press and blow’ was invented, which was adaptable 
only to the production of wide-mouthed containers. In this method, the glass was pressed into the 
mold to form its mouth and lip first. Then a metal plunger was forced through the mouth and the 
air pressure was applied to blow the body of the vessel. The metal plunger could not fit through 
narrow-necked bottles and therefore only fruit jars, ink bottles, and early milk bottles were 
produced using this method. Besides having a seam that runs around the base and up the length 
of the vessel to within 7 mm (millimeters) of the top of the lip, ‘press and blow’ bottles 
characteristically have a horizontal seam at the base of the finish and a perfectly round valve or 
ejection mark (roughly12-14 mm in diameter). This ejection mark is incised or sharply indented 
on the base and a horizontal seam at the base of the finish. Only 1 bottle collected had the 
characteristics of a ‘press and blow’ bottle: a half pint milk bottle embossed with “Property of 
Honolulu Dairymen’s Association”, which dates from the 1890’s (see Figure 151, accession# 
110.9). The Honolulu Dairymen’s Association is the predecessor of Meadow Gold Dairies 
Hawai‘i, which traces its roots back to June 1897 when seven O‘ahu dairy farms formed a 
cooperative to create a stronger presence in the marketplace. The organization, comprised of the 
Wai‘alae Ranch Dairy, Kaipu Dairy, Manoa Dairy, Honolulu Dairy, Nu‘uanu Valley Dairy, 
Woodlawn Dairy (Manoa), and Kapahulu Dairy, came to be known as the Dairymen's 
Association (Meadow Gold 2010). 

The first automatic bottle machine (ABM) was the Owens automatic bottle machine, in use by 
1904, used for many types of bottles, wide and narrow mouth. Made using the ‘blow-and-blow’ 
process where the parison was blown in both the parison mold and blow mold, bottles 
characteristically formed by the early types of Owens machine will have heavy bottoms, thick 
even walls, and the seams of the neck molds will not line up with the seams of their bodies. A 
distinguishing mark left by this technique was a circle of glass, called a suction scar, on the base.  
This “Owens ring” was formed when the glass, which was sucked up into the mold, was cut off 
from the rest of the glass in the pot (Kendrick 1966:81). Bottles with suction scars date no earlier 
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than 1905 and typically date after 1910, when the Owens machine began its climb towards the 
dominance of the bottle market. Only four bottles from the Block 2 collection were made using 
the “blow-and-blow” process. (BLM/SHA 2010).  

All machine-made (semi-automatic or fully automatic) bottles were blown with the air applied 
by a machine, not that of a glassblower’s lungs. By 1917, 90-95% of the bottles in the U.S. were 
being made by machine, with fully half of the total made by the Owens machines. The advent of 
the ABM, including the Owens machine, produced bottles with finer mold seams (see Figure 
151, accession# 122.4), which extended up, over, or around the top of the sealing surface. 
However, beverage bottles were fire polished to eliminate the seams at the lip, so they would not 
cut the mouth of the drinker of the contents. In general, the bases of machine-made bottles are 
much simpler to describe than mouth-blown bottles as machine-made bottle bases have only a 
few potential manufacturing based diagnostic features. Most glassmakers preferred to use cup-
bottom molds on automatic bottle machines even though post-bottom molds could also be used. 
Machine-made bottles produced in a post-bottom mold usually show the base plate horizontal 
seam at the outside edge of the base (BLM/SHA 2010). 

Only 13 of the Block 2 bottles were manufactured by the Automatic Bottle Machine (ABM), 
not including the blow-and-blow process. These bottles all originate from features that are not 
associated with SIHP # -7189. Some of the bottles are associated with the historic building 
demolition features (SIHP # -7124), as evidenced by the presence of a 1950s Coca-Cola bottle 
found with building fragments (i.e. brick, cinder blocks, window pane glass fragments). An 
example of an ABM bottle in the Block 2 assemblage is a colorless, crown top soda bottle, 
embossed with four Maltese crosses around the shoulder and one on the base, made by the 
Honolulu Soda Water Co. Ltd. in 1963 (see Figure 152, Accession# 115.5). This company, was 
founded in 1910 and was managed by Charles Frasher. This bottler was located at 1259 N. King 
Street and Matsumoto Lane in Kapalama, O‘ahu. In 1926 they moved to 844 Mokauea St. in 
Kalihi, O‘ahu. (Elliot 1971:29; Millar 1988). 

Bottle Finishes 
There are other manufacturing techniques that produced distinguishing features on bottles that 

can be used for dating. One such feature was the bottle’s finish and its closure. Bottle finish 
types or "lips" are almost as varied as the bottle shapes. The term “finish” originates with the 
mouth-blown bottle production process, in which the last step to completing a bottle was to 
"finish the lip." A closure is the device that, in conjunction with the finish, was used to seal the 
contents inside the bottle. Determining the method employed in finishing a mouth-blown bottle 
can be one of the more useful diagnostic tools in determining the approximate manufacturing 
date range. Of particular interest are the Applied and Tooled finishing methods, as these types of 
finishing methods are seen on the majority of bottles in the Block 2 assemblage. Other methods, 
such as “cracking-, bursting-, or shearing-off, fire polished, laid-on ring, folded, and flared 
finishes generally pre-date 1870 (Lindsey 2010). These finish types were not noted in the Block 
2 bottle collection, with the exception of several cologne bottles (6 total) that show evidence of a 
cracked- or burst off-finish (see Figure 148, accession# 138.4 and 134.7). 

The Applied Finish was used between the early 1800s and the late 1880s - particularly 
between about 1830 and 1885, and was the most common way of finishing an American-made 
bottle. The technique entailed an application of additional glass on the bottle neck, which was 
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then shaped with a specialized “lipping” tool. Specifically, a strip of hot glass was added at the 
blowpipe removal point (the end of the bottle neck) and then manipulated with a specialized 
finishing tool. The tools used to create the Applied Finish only formed the dimensions of the 
finish itself and generally did not affect the upper neck. Some diagnostic features of the Applied 
Finish are side mold seams that end abruptly on the neck at the lower end of the finish, excess 
glass slopping over onto the upper neck below the finish, and a horizontal ridge inside the neck 
of the bottle that may be felt by inserting the little finger into the bottle bore (Lindsey 2010). 
Applied lips were found on 98 bottles (see Figure 149, accession# 110.5; see Figure 151, 
accession# 25.6). One bottle with an applied lip is an early round bottom or “torpedo style” soda 
bottle (see Figure 148, accession# 141.3) with an applied “blob top” finish, which appears as an 
applied blob of glass; it utilized a cork closure that was held in the bottle by a wire or similar 
device. It is not embossed and likely dates to ca. 1870, before American bottle manufacturers 
started embossing their soda bottles (Elliott 1971: 22).  

The Standard Tooled Finish was first used as early as the 1860s with some smaller bottles, 
although it became the dominant finishing method by the 1890s. The glass for the finish is not 
added, but the neck of the bottle is refired and formed into the finish by a lipping tool. Some 
diagnostic features of the Tooled Finish are side mold seams that fade out on the neck of the 
bottle below the finish, concentric horizontal tooling marks present on the finish and upper neck, 
absence of glass slopping over onto upper neck, and absence of the interior ridge in the bore 
(Lindsey 2010). Tooled lips were noted on 204 Block 2 bottles. One bottle is a semi-round 
(three-quartered round base) soda bottle with a tooled “blob top” finish (see Figure 152, 
accession# 1.10); it utilized a Hutchinson spring wire stopper closure patented 1879. It is 
embossed with the company name: Hollister & Co., Honolulu, and was manufactured around 
1893 (Elliot 1988:112). The Hollister Soda Works was the first soda work company founded in 
the Hawaiian Islands in 1863 by Hollister and Hyland. They branched out into the druggist 
business in 1875, but kept their soda works at 73 Hotel Street in downtown Honolulu. In 1894, 
they, along with the Tahiti Lemonade Works (established in 1888), were incorporated into the 
Consolidated Soda Works (Elliott 1971:6, 28-29). Thus, bottles embossed with the Hollister 
name, date from 1863 to 1894.  

Towards the later end of the mouth-blown era (late 1890s-1910s), improved tooled finishes 
were possible with the use of  “closed” molds, in which the mold pre-formed most or all of the 
finish shape with only minor re-firing or tooling necessary (Lindsey 2010). Ten bottles in the 
sample have improved tooled lips.  

The dating of the Block 2 bottles by mold seam and finish characteristics both indicate that 
the bottles were manufactured post 1865, with the majority produced before the advent of the 
ABM process in 1904. By 1920, most American manufacturers had switched to the Automatic 
Bottle Machine, which automatically formed the lip as part of the complete bottle mold.  

Finish and Closure Types 
There are a variety of finish types for bottles in the collection that were produced using either 

the applied or tooled finishing method, including applied ring/champagne, bead, blob, club 
sauce, 3-part club sauce, crown, double oil mineral, double ring, English ring/deep lip/packer, 
flat prescription, globular flare, ring, ring/oil, and straight brandy/wine. Some types of finishes 
can be used to narrow the date ranges for these bottles (see illustrations in IMACS 1982).  
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The applied ring/champagne finish was often used for wine and champagne bottles, but could 
also be used on a variety of other bottle types, such as medicinal, bitters, mineral, soda, and beer 
bottles. The champagne finish has a flat band of glass wrapped around the upper bottle neck just 
below the top rim (lip) surface. The champagne finish can be formed several ways, including 
applied or tooled - the crude and obvious laid-on ring is found pre-1860s. A reasonably 
diagnostic feature is whether the rim of the finish is beveled (angled), which dates from the mid 
1880s to 1920, or horizontally flat, which dates to the mid-1880s and earlier. A number (18) of 
champagne finish style bottles were found in the collection; 15 had a beveled rim and 3 had a flat 
rim. None had a laid-on ring or were ABM bottles, thus the champagne finish bottles from Block 
2 date from the 1860s to the 1920s. 

The blob-top, a one-part finish is a distinctly outwardly rounded and tooled or applied "blob" 
of glass that can be uniform and vertically symmetrical or vertically asymmetrical. This style of 
one-part finish is found in many subtle variations as to form and size. Blob finishes are most 
commonly found on soda and mineral water bottles from the 1840s through the end of the 
mouth-blown era (1920 or so) and on beer bottles from the 1870s into the 1910s. This style was 
occasionally but not commonly used on other types of bottles, including patent or proprietary 
medicines. Several examples of this style of finish were found, including a mineral water bottle 
(see Figure 152, accession# 111.1), embossed with HUNYADI JANOS / SAXLEHNER 
BITTERQUELLE; Bitterquelle, a "bitter aperient water", was bottled by Andreas Saxlehner 
from a spring in Ofen, Hungary who named it Hunyadi Janos after an early 14th- 15th century 
Hungarian national hero. Saxlehner also made many other medicinal claims including that his 
bottled water was good for "hemorrhoids" and "organic diseases, resulting from a fatty 
degeneration", for the organs of "respiration and circulation", and for "the evil consequences of 
indiscretion in diet". The first importation of these bottles into the U.S. is not known for sure, but 
an 1897 advertisement notes that the product had been "...a continuous success for over 25 years 
in the U.S.A." indicating an introduction here by the early 1870s (Schulz 1980, cited in 
BLM/SHA 2010).  

The club sauce finish is common on Worcestershire and other similar sauce bottles. It is also 
called the Lea & Perrins® (L&P) finish, as that bottle is by far the most common one that 
utilized this finish. The company originated the finish as early as the 1850s. Lea & Perrins 
Worcestershire sauce was first manufactured in England in the 1830s and imported to America in 
English-made bottles about 1838-1840 by John Duncan & Sons. It was not sold west of the 
Mississippi until 1849. In 1877, John Duncan & Sons had the bottles made by the Salem Glass 
Works and had J D S embossed on the bottle base (Zumwalt 1980:269). Eleven L&P bottles 
from the Block 2 assemblage have the American J D S mark, dated to post-1876, and two have a 
manufacturing mark from an English glass manufacturer used from the 1850-1865. All thirteen 
are embossed, and thus pre-date 1920, when L&P switched to a paper label (Odyssey’s Virtual 
Museum 2010). 

L&P bottles from the 1870s and later usually have the "classic" three-part club sauce finish, 
which typically consists of a narrow rounded upper part no wider in diameter than the rest of the 
finish, a taller flat to slightly rounded outwardly tapering middle part, and a narrow rounded to 
usually somewhat flared lower collar or lower part. The inside (bore) of the finish usually has a 
"stopper finish" or cork seat ledge The earliest L&P bottles were cork-sealed, although a large 
majority of the L&P and competitors‘ bottles were closured with a combination glass stopper & 
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shell cork with a club sauce finish having a cork resting ledge on the inside of the bore. That 
closure/finish combination was used by L&P until 1958, when a plastic pour spout and external 
screw thread finish was adopted; it is still in use today. Embossed Lea & Perrins® stoppers, as 
seen on a bottle collected with JDS embossed on the base (see Figure 151, accession# 28.5), can 
date back to the third quarter of the nineteenth century. Stoppers for competing sauces, such as 
Stephens Sons & Co. Gloucester sauce (see Figure 151, accession# 134.6) also date to the same 
time range.  

The club sauce finish with an interior ledge is similar to the ledge in the Capseat finish. The 
Capseat finish was patented by the Thatcher Manufacturing Company in September 1889, and is 
often seen in milk bottles (see Figure 151, accession# 110.9). 

The inside screw-thread could be considered a closure type instead of a finish. The distinctive 
feature of this finish style is the continuous type threads, which are found on the inside of the 
finish. This finish is the most common on mouth-blown, tooled finish, liquor bottles made 
between the late 1880s and the Prohibition era, in particular between 1890 and 1915. This era's 
bottles usually had a hard rubber type stopper. During this era, a few other types of bottles were 
made with inside threads, including some soda/mineral waters, chemical and/or ammonia bottles, 
perfumes and colognes, and some ink bottles. Inside threads have been observed within the 
following finishes: brandy, straight brandy, double ring, and blob. An example of a bottle found 
with an inside screw-thread finish/closure and a hard rubber stopper in the Block 2 assemblage is 
a soda bottle, with an applied top and semi-round base embossed with HAWAIIAN SODA 
WORKS HONOLULU /   BOTTLES NOT SOLD // RILEY MNFG Co LONDON S.W. (see 
Figure 152, accession# 134.5), dated to 1898 (Elliot 1988: 97). The Hawaiian Soda Works was 
established in 1898 at Sunny South Waikiki, with Mrs. N.V. Hills as the proprietress. In 1900 the 
company moved to 1425 Emma Street in downtown Honolulu and was in business until closing 
down in 1924 (Elliott 1971:28).  

The most common closures during the mouth-blown bottle era (19th & early 20th centuries) 
were various shapes and sizes of the simple cork (see Figure 148, accession# 24.8; accession# 
30.29; accession# 138.6), although a large variety of closures existed and many have specific 
patent dates. Several bottles with the following closures were found, most of which were made 
for carbonated beverage bottles: Codd Marble Stopper (invented 1873), Lightning Stopper 
(invented 1875), Hutchinson Spring Wire Stopper (invented 1879, see Figure 152, accession# 
116.4), Capseat Ledge (patented September 1889, see Figure 151, accession# 110.9), and Inside 
Screw Threaded Stopper (invented ca. 1898, see Figure 152, accession# 134.5). William Painter 
revolutionized the industry, when he invented and patented the Crown Top (or “crown cork”) in 
1892, which is still used today. Many of the glass manufacturers either went out of business 
during this period or made the transition to the to the machine made crown top (Elliot 1971:10-
15). No bottles collected were made with a crown top finish, with the exception of the soda 
bottles (see Figure 152, accession# 115.5), which originated from, and are associated with, the 
historic building demolition features (SIHP # -7124). The above dates on bottle closures coincide 
with the dates derived from the mold seams and finishes, suggesting that the majority of bottles 
collected from Block 2 were manufactured after the free blown technique was phased out (ca. 
1860s) and before the transition to ABM production (ca. 1907). 

Bottle Functions 
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There are a variety of functions for the bottles in the collection, typically consisting of 
household products and beverages. These include 76 bottles that contained spirits such as liquor 
(see Figure 149, accession# 28.4), beer, ale, wine and champagne; medicines (Figure 150, 
accession# 119.1); 40 bottles that contained non-alcoholic beverages such as soda, mineral 
water, milk, and juice; 23 cosmetics containers (see Figure 148, accession# 118.2); household 
products such as ink (see Figure 148, accession# 115.26), shoe blackening (see Figure 148, 
accession# 138.1); and 77 food bottles such as baby food, condiments (see Figure 151, 
accession# 33.14), extracts, preserves, and oil. These functions suggest that the majority of the 
trash used during the 1920s open air burning consisted of household refuse, with little to no 
industrial trash (i.e. industrial cleaners etc.). 

Embossed Information 
Additional dating information can be collected from embossing on bottles. An important 

technique introduced in 1869 was that of embossing bottles with the names of contents, 
manufacturers, distributors, slogans, and messages on the bottle body. In this process a plate with 
the particular desired motif was inserted into the mold. Embossing nearly ceased with the advent 
of automatic bottle machine production in 1903; paper labels were used extensively on bottles 
made from such machines. Table 8 displays the dating information gained from the embossing 
for the Block 2 assemblage. In the Block 2 assemblage, 201 of the bottles were embossed. 
Examples include a lid made of milk glass from a cosmetics container embossed with MRS 
NETTIE HARRISON / AMERICA’S BEAUTY DOCTOR / SAN FRANCISCO (see Figure 
148, accession# 21.19). Mrs. Nettie Harrison was in the cosmetics business in San Francisco as 
early as 1891. She called herself "America's Beauty Doctor." The company advertised in 
Hawaiian newspaper in 1895 and was in business until at least 1910 (Fadely 1992; The 
Pharmaceutical Era 1910). 

Also collected was a cologne bottle embossed with FLORIDA WATER / MURRAY & 
LANMAN / DRUGGISTS / NEW-YORK (see Figure 148, accession# 19.2). The product still 
exists today and according to the current trademark holders, Lanman & Kemp Barclay, Florida 
Water was introduced by the New York City perfumer Robert I. Murray, in 1808. In 1835, 
Murray was joined by David Trumbull Lanman and the firm became Murray & Lanman. The 
company name changed several times but the product was still sold under the Murray & Lanham 
name. In the 1880s and 1890s Murray & Lanman Florida Water was advertised as "The Richest 
of all Perfumes" and "The most Popular Perfume in the World". Although now obscure to most 
of the general American population, Florida Water remained popular among South American 
and Caribbean cultures and was incorporated into magical and ritual traditions including hoodoo 
Santeria and Haitian Vodou (http://en.wikipedia.org/wiki /Florida_Water). 
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Table 8. A table showing the embossing and makers marks observed on the bottles and ceramics 
within the assemblage and the dates gained from this information 

Embossed Bottles – Dates from Embossed Information  

  

Glass Manufacturers (Dates from Toulouse 1971) Dates 

  

AB – American Bottle Co., Chicago, Ill. 1905-1917 
ABGM Co. – Adolphus Busch Glass Mfg. Co., St. Louis, Mo. 1885-1928 
B. E. & Co. possibly, B. B. & Co. Berney Bond, Hazelhurst, Pa. 1900 ca. 
C & I – Cunningham and Ihmsen, Pittsburgh, Pa. 1865-1879 
F.H.G.W. – Frederick Hamson Glass Works, Salford, U.K. 1880-1900 
H. Heye Glass Works, Hamburg, Germany 1880s-1890s 
I.G.Co. – Illinois Glass Co., Alton, Il. 1900-1916  
LGCo - Louisville Kentucky Glass Works, Louisville, Ky. 1880 ca. 
N & Co. – Nuttall & Co. U.K.. pre-1913 
N in circle –Obear-Nester Glass Co., St. Louis, Mo. 1894-1916 
O & I - Owens Illinois Glass Co., Toledo, Oh. 1929- 
R & Co.Roth & Co., Massillon, Oh. 1881-1904 
SB&G Co. – Streator Bottle & Glass Co., Streator, Ill. 1881-1905 
SFPGW - San Francisco & Pacific Glass Works, Calif. 1879-1888 
W F & S MI – William Franzen & Co., Milwaukee, WI 1900-1929 
WT & CO – Whittal-Tatum & Co. 1857-1935 

  

Alcoholic Beverages (Beer, Wine, Gin, etc)  

Avan Hoboken & Co, Rotterdam (Gin) 1850-1870 ca. 
Barmbecker Brauerei (Brewery), Hamburg unknown 
Buffalo Brewing Co., San Francisco (Beer) 1890-1942 
Dr. Russell’s Calisaya Bitters, Chicago, Il. ca. 1900 
Laroche King unknown 
Liebler, A., Bottling Co., New York (beer) 1885-1915-? 
Liq. Ext. Malt - Jno. Wyeth & Bro..Philadelphia, Pa. 1870s-1921 
Macfarlane & Co., Honolulu (liquor importer) post 1870 
Russell Hop Bitters 1872 
Siegert & Hijos Angostura Bitters post 1872 
  

Non-Alcoholic Beverages (Sodas, Mineral Waters, etc.)  

Arctic Soda Water, Honolulu (sodas) post-1896 
Coca Cola Co., Chattanooga, TN (sodas) post 1886 
Crystal Soda Works, Honolulu (sodas) 1884-1894 
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Hawaiian Soda Works, Honolulu (sodas) 1898-1924 
Hirai & Co., Japan (nursing bottle) 1870-1910 
Hires (Charles E.) Root Beer Extract, Philadelphia (sodas) post 1878 
Hollister & Co., Honolulu (sodas) 1863-1894 
Honolulu Dairymens’ Association, Honolulu (milk) 1889-1940s 
Honolulu Soda Water Co., Honolulu 1910-1926-? 
Hunyadi Janos Bitterquelle (mineral water) post 1870 
Lyons Magnus, Rootbeer unknown 
Mellin’s Infants Food, Doliber-Goodale Co., Boston 1870s to 1900s 
Star Soda Works, Honolulu (sodas) 1900-1918 
Tahiti Lemonade Works, Honolulu (sodas) 1888-1894 
Welch’s Grape Juice Co., Vineland, N. J.  post 1893 

  

Food- Condiments, Food, Extracts, Spices, Etc.  

Burnett’s Flavoring Extracts, Boston, MA post 1847 
Folger, J. A., & Co. Pioneer Flavoring Extracts post 1872 
Lea & Perrins Worcesterhire Sauce post 1850 ca. 
Goodall & Backhouse & Co. Yorkshire Relish post 1858 
T. A. Snider Preserve Co., Cincinnati (Catsup) post 1879 
Stephens Sons & Co., Gloucester Sauce, Gloucester, U.K. ?-1880-1899-? 

  

Non-Food – Household Products  

Carter’s Ink, Boston, MA post 1858 
Frank Miller’s Crown Dressing (shoe polish), N.Y. post 1838 
Whittemore’s Shoe Polishes, Boston, MA ?-1900-1960-? 
Pat’d 1759866 – patented May 27, 1930 – patent for an ink bottle post 1930 

  

Cosmetics, Perfumes, etc.  

Florida Water, Murray & Lanman, New York (cologne) post 1835 
Joy’s Florida Water (cologne) post 1808 
Lubin Parfumeur, Paris late 19th c. 
Lundborg, New York (Perfume) 1874-1930 
Mrs. Nettie, Harrison, America’s Beauty Doctor, San Francisco post 1891 
Teaberry for the Teeth (tooth powder), Thomson, Toronto ?-1897-? 
  

Medicines  

B. Denton’s Healing Balsam, N.Y. 1840-1880 
Barry’s Tricopherous for the Skin and Hair, New York post 1842 
Boericke & Runyon, Branch Portland, OR (druggists) post 1840 
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Bromo-Seltzer, Emerson Drug Co., Baltimore post 1890 
Charles N. Crittendon, Central Medicine Warehouse, N.Y. 1865 ca. 
Chas. Marchand, N.Y.-  Hydrozone (Hydrogen Peroxide) 1895 ca. 
Chesebrough MFG Co., Vaseline  post 1859 
Davis’s Vegetable Pain Killer, Providence, R. I. post 1854 
Hamlin’s Wizard Oil, Chicago, Ill. post 1860 
Healy & Bigelow’s / Kickapoo / Indian Cough Cure post 1881 
Hollister Drug Co., Honolulu (drugstore medicines) post 1863 
Kickapoo Indian Medicine Co. – see Healy & Bigelow post 1881 
Listerine, Lambert Pharmacal Co., St. Louis, Mo. post 1879 
Smith, Benson & Co., Honolulu (druggist) post 1900 
Vaserole unknown 
Wakalee’s Camelline 1895 ca. 
Warner, W. R. Drug Co., Philadephia, Pa. 1886-1995 
  

Ceramics Artifacts – Dates from Marks  

Blankemheim & Nolet (stoneware gin bottle) post 1714 
Bryant Electric Co, Bridgeport, CT (insulator) 1889-1901 
Buchan, Portobello, U.K. (Pottery) post-1882 
Crown Perfumery Co., London, U.K. (tooth paste) post 1872 
Dulton Lambeth, Burslem (mark), U.K. (Pottery) 1869-1872 
Enterprise Pottery Co., New Brighton, Pa. (ink bottle) 180-1930s 
George Jones & Sons., U.K. (Pottery) 1873-1907 
Grosvenor, Glasgow, U.K. (Pottery) 1885-1925 
Doolgaard & Zoon / Harlingen, Holland (Gin stoneware bottle) late 19th c. 
H. Kennedy, Glasgow, Barrowfield, J.K. (Pottery) post 1882 
Haviland & Cie, Limoges, France (Pottery) post 1797 
J. Bourne & Sons, Denby, U.K. (ink bottle) 1870-1900 
Keystone Pottery, Rochester, Pa. (ink bottle) 1890-1895 
Lovatt & Lovatt, Notts, Langle Mill, U.K. (Pottery) 1895-1931 
Midland Pottery, Melling, U.K. (Pottery) 1880s 
Murray & Co., Glasgow, U.K.  (Pottery) 1869-1900 
Powell, Bristol, U.K. (Pottery) 1830-1906 
T. Furnival & Sons, Cobridge (mark), U.K. (Pottery) 1878-1890 
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Ceramic Analysis 
Research on ceramic artifacts focused on the manufacturing dates of the items, using 

reference texts to identify ceramic marks and the potteries that they represent (i.e., Burton and 
Hobson 1919; Cushion and Honey 1996; Godden 1964; Lehner 1978, 1988; Munsey 1970). 
From the Block 2 parking lot project area, 171 ceramics and ceramic fragments were collected. 
Of these, several groups of pottery ware can be useful for dating the age of deposition for the 
trash pits, including pottery bottles and ceramic tableware artifacts that are impressed, stamped, 
or painted with lettering that identifies their origin (makers mark). Due to the large quantity of 
material, the majority of the items collected are typically whole or diagnostic fragments. A 
sample of the ceramics and other artifacts are described below and can be seen in Figure 153 
through Figure 156 and Table 9 and Table 10. See Table 8 for additional dating information 
gained from the dates gained from the makers marks. A catalogue of all artifacts collected is 
included in the AIS VOLUME II, Appendix B 

Ceramic Bottles 
During the days of mouth-blown glass bottles, pottery bottles were cheaper to produce than 

those made of glass; they also shielded the bottles contents from the sun and kept beverages cool. 
Around the turn of the century, pottery bottles began to decline in popularity because automatic 
glassblowing machines made glass bottles cheaper. Until approximately 1900, pottery bottles, 
used for a variety of products, were imported to the United States in great numbers (Munsey 
1970:134-135). In the Block 2 assemblage, 41 pottery bottles were identified, including mineral 
water, spirits, and ink.  

Ceramic Ink Bottles 

The majority of the 12 pottery ink bottles from the collection were manufactured in England. 
They have glazes ranging from dull to very shiny, and smooth to granular textures (salt glazing); 
all but one have a pouring spout. Prior to the 18th century, the most common form of ink was a 
cake or powder, which the writer would mix with water. It was only in the late 1700s that liquid 
ink in wide-bottomed bottles was widely available for sale. Many English ink bottles were made 
at the Denby Pottery, founded by Joseph Bourne in 1809. English Ink containers made by J. 
Bourne & Son for the Arnold Ink Company came in shades of brown, while those produced for 
the Carter and Prang companies were white, both of which are observed within the Block 2 
assemblage. One example of an ink bottle in the collection is a master ink (bulk ink), impressed 
with the words “Vitreous Stone Bottles, J. Bourne & Son, Patentees, Denby Pottery, Near Derby, 
P. & J. Arnold, London” (see Figure 153, accession# 101.3). The "J. Bourne & Son" mark was 
not used until the mid 1830s (Munsey 1970:134-135). By the middle of the nineteenth century, 
the Arnold Ink Company widely imported their ink into the United States in Bourne's stoneware 
bottles (Odysseys‘ Virtual Museum 2010).  

Individual ink bottles were also collected, one of which is impressed with “Lovatt & Lovatt, 
Notts, Langley Mill” (see Figure 153, accession# 142.3). Langley Mill Pottery was located in 
Langley Mill, Derbyshire. From its establishment in 1865 to its final closure in 1982, the pottery 
produced a wide range of stoneware, from salt glazed ink bottles, utilitarian items, and tableware 
to high quality and original art pottery. The ink bottle is dated between 1895, when the company  
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Figure 153. Sample of the ceramic bottles collected from within the project area including ink, gin and ale. 
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Figure 154. Sample of the imported Chinese food and beverage vessels collected from within the 

project area including soy sauce (19.22), tiger wiskey (2.14) and bean paste (124.8 and 
124.11 with cork stopper pictured above). 

 
Figure 155. Sample of the Chinese porcelain and porcellaneous stoneware artifacts collected 

from within the project area including an opium bowl (acc. #32.7). 
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Figure 156. Sample of the Euro-American kitchenware, personal, and household items, and an 

Asian tea cup (Acc. #30.31) collected from within the project area  
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Table 9. A sample of the catalogued ceramics and miscellaneous artifacts found in SIHP # 50-80-14-7189 and SIHP # 50-80-14-7124 during testing for Phase I. Accession #’s (Acc. #) consist of the Test Trench # followed by 
the artifact number for that trench (i.e. 2.14 is Trench 2 artifact 14). 

Acc.# Stratum/ 
Depth Function Portion Form/Part of the 

Vessel Ware Type Color/Surface Decoration and Location 
Min. # 
of 
pieces 

Date Comments 

PHASE I – Ceramics and Miscellaneous Artifacts

2.14 
beverage 
container incomplete 

bottle - Tiger 
Whiskey Chinese utility stoneware Jian you ( "Tiger") glaze 1 1880-1890 

imported wine from China (though called Tiger Whiskey, it is actually wine); bell-shaped 
bottle. Munsey 1970:138 

2.19 kitchenware incomplete   Rice bowl 
Chinese porcellaneous 
stoneware blue/gray glaze w/hand painted blue underglaze 1  

2.30 
beverage 
container complete 

bottle - 
beer/ale/stout British stoneware "Bristol" glaze - two tone golden brown & cream 1 1866-1910 H. KENNEDY GLASGOW / BARROWFIELD /52 / POTTERIES; date: 1866-1910 

10.4 kitchenware fragment  Rice bowl 
Chinese porcellaneous 
stoneware 

blue tinted clear glaze w/blue hand painted 
underglaze 1  base missing, design unknown 

19.16 II b kitchenware fragment plate Euro-American porcelain 

clear glaze, blue print underglaze w/ gold & olive 
hand painted accents overglaze; gold trim around 
rim; deco: floral 1 1875-1882 

makers mark is overglaze: FABRIQUE PAR HAVILAND & CO / POUR / B. NATPAN & CO. 
/ IMPORTERS / SAN FRANCISCO; 'H & Co' over an 'L' separated by a horizontal line; dates 
from 1875-1882; 'Haviland & Cie', Limoges, France, founded 1797. Cushion 1996: 31) 

19.17 II b kitchenware incomplete base of vessel white earthenware - Ironstone clear glaze 1 1873-1907 

makers mark in green paint: ROYAL PATENT IRONSTONE / GEORGE JONES & SONS / 
ENGLAND; probably dated 1873-1907; same as 7.4 (Kakaako 26) and 115.3, 116.8, 116.11, 
116.12, 134.9 (Kakaako 46); (source: www.thepotteries.org);  

19.22 II b food storage complete  jug - soy sauce Chinese utility stoneware Jian you ( "Tiger") glaze 1 1880-1890 See Acc # 2.15 

21.15 II b food storage complete  
pot or bottle - 
small Chinese utility stoneware 

white glaze, red slip around neck, blue hand 
painted Chinese characters underglaze 1  a small bottle/container possibly used for dried herbs 

24.2 II b kitchenware complete  Saucer - small Chinese porcelain 
blue tinted clear glaze w/red & green hand 
painted overglaze; deco: Four Seasons 1 1860s+ Chinese tableware; See Acc # 2.12  

24.3 II b kitchenware complete cup - Chinese tea Chinese porcelain 
blue tinted clear glaze w/blue transfer print 
underglaze 1 

popular during 1st 
half of 19th C Deco: scene depicting persons & trees 

28.13 II c 
beverage 
container complete 

bottle – gin or 
mineral water German utility stoneware red glaze 1 late 1800s 

makers mark stamp on body: DOOLGAARD & ZOON / HARLINGTON (HOLLAND) / A o 
1788 

30.30 II c household complete  insulator porcelain - pressed clear glaze 1 1889-1901 
makers mark: NO. 120 / B.E. Co.; Bryant Electric Co., Bridgeport, CT; date : 1889-1901; (on-
line source: Insulator Companies and their History) 

30.31 II c kitchenware complete  cup - tea Chinese fine stoneware  
blue tinted clear glaze w/blue transfer print 
underglaze 1  

32.7 II e personal incomplete  opium bowl Chinese stoneware orange slip, incised w/ Chinese characters 1 1860s+ opium bowl, missing top, 10-sided 

32.8 II e kitchenware incomplete  
spoon - Chinese 
soup Chinese porcelain 

blue tinted clear glaze w/red & green hand 
painted overglaze; deco: Four Seasons 1 1860s+ Chinese tableware; See Acc # 2.12 
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Table 10. A sample of the catalogued ceramics and miscellaneous artifacts found in SIHP # 50-80-14-7189 Features A and B during testing for Phase II. Accession #’s (Acc. #) consist of the Test Trench # followed by the 
artifact number for that trench (i.e. 101.3 is Trench 101 artifact 3). Phase II trenches were originally labeled Trenches 101-142. These have been relabeled Trenches 37-78 

Acc.# 
Stratum/ 
Depth Function Portion 

Form/Part of 
the Vessel Ware Type Color/Surface Decoration and Location 

Min. # 
of 
pieces  

Makers 
Mark Date Comments 

PHASE II - Ceramics and Miscellaneous Artifacts

101.3 IIc household complete  
bottle - master 
ink British utility stoneware salt glaze, brown, shiny finish 1 Y 1870-1920s 

makers mark stamp: VITROUS STONE BOTTLES / J. BOURNE & SON / PATENTEES / 
DENBY /  -------- / P.J. ARNOLD / LONDON; founded 1809, ink bottles by Bourne Pottery were 
made for the Arnold Ink Company; master ink bottle w/ pouring spout; Munsey 1970:134 

101.5 IIc household incomplete 
lid - tooth 
powder  white earthenware clear glaze w/ manufactured design, red print 1 Y 1872-present 

print found on lid: CHER--?-- / TOOTH--?-- / FOR PRESERVING & BEAUTIFYING--?-- / 
TRADE MARK / PREPARED / THE CROWN PERFUMERY Co. / 177 / NEW BOND ST / 
LONDON.; the Crown Perfumery Co. is one of Britains foremost perfume houses and was founded 
1872 by William Sparks Thompson 

102.7 IIb household complete  bottle - ink  
Euro-American utility 
stoneware 

"Bristol" glaze - two tone golden brown & 
cream 1 Y 1850-1906 

makers mark stamp: POWELL / BRISTOL; 1830-1906;  Powell stoneware was not stamped until 
mid 19th century. Cushion 1996:104; also see website for Bristol Temple Gate Pottery 

118.7 kitchenware fragment  plate - base white earthenware clear glaze 1 Y 1878-1890 
makers mark: DIEU ET MON DROIT / T. FURNIVAL & SONS / TRADE MARK / ENGLAND; 
the printed royal arms mark dates ca. 1878-1890; (source: www.thepotteries.org) 

124.8 kitchenware complete  
pot - Chinese 
bean  Chinese utility stoneware Jian you ( "Tiger") glaze 1 N 1880-1890 imported bean pot from China.  Munsey 1970:138) 

124.11 
beverage 
container complete  

bottle - Tiger 
Whiskey Chinese utility stoneware Jian you ( "Tiger") glaze 1 N 1880-1890 

imported wine from China (though called Tiger Whiskey, it is actually wine); bell-shaped bottle. 
Munsey 1970:138 

124.12 kitchenware fragment  cup - tea  Chinese porcelain 
slip - red; deco: Chinese characters and 
bamboo 1 Y makers mark in Chinese sela characters is painted in red overglaze 

124.13 II personal incomplete pipe - stem 

white earthenware or 
vitrous china or 
earthenware unglazed 1 N pre 1900s 

clay pipes were popular until they were replaced by briar pipes ca. 1900, as well as by cigars, 
cigarettes, and cigarellos by the late 1800s 

124.14 II personal fragment  pipe - head 

white earthenware or 
vitrous china or 
earthenware unglazed 1 N pre 1900s See Acc. # 124.13 

142.3 household complete  bottle - ink  British utility stoneware salt glaze, brown 1 Y 1895-1931 
makers mark stamp: LOVATT & LOVATT / NOTTS / LANGLEY MILL; date : 1895-1931; 
(Cushion 1996:148) 
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was called Lovatt & Lovatt, and 1913, when the company changed its name to Lovatt & Lovatt 
Ltd. (http://en.wikipedia.org/wiki/Langley_Mill_Pottery).  

The last example of an ink bottle collected is a unusual Bristol glaze bottle made by Powell & 
Sons, Temple Gate Pottery, Bristol, England (1830-1906); it is impressed with “Powell, Bristol” 
(see Figure 153, accession# 102.7). The glazed “Bristol Ware” which superseded the old salt 
glaze, was the invention of Mr. William Powell, and was first made at the pottery in 1833 at 
Temple Gate (Nicholls and Taylor 1882:243). Powell’s stoneware was not stamped until the mid 
nineteenth century, dating this bottle between 1850s and 1906 (Cushion 1996:104). The dates 
suggested by the ink bottles are consistent with the 1860 – 1920 date range observed in the bottle 
assemblage. 

Ceramic Beverage Bottles 

Mineral water bottles and gin bottles of clay are generally crudely made, have a handle near 
the neck, and were often manufactured in Germany or Holland (Munsey 1970:134-135). One 
such Block 2 bottle is embossed with DOOLGAARD & ZOON / HARLINGEN (HOLLAND) / 
Ao1788 (Figure 153, accession# 28.13) and dates to ca. 1880 (Antique-Bottles. Net 2010); the 
company name is mentioned as a merchant of beverages and alcoholic beverages as early as 
1841 (Musquetier 2010). 

Pottery beer and ale bottles were imported to the U.S. almost exclusively from England and 
are probably the most abundant of all pottery containers. The earliest of these bottles, dating 
from the early nineteenth century, were especially crude in construction and came in a variety of 
colors, of which grey is the most predominant. After the mid-1800s up to 1900, they were 
produced mostly in either white or brown and white known as “Bristol glaze”, a thick, very shiny 
surface glaze in off white and mustard gold. Bottles are typically dipped vertically to produce a 
two-toned effect, with off white on the top or bottom half, and mustard on the other.  

Of the 31 pottery beverage containers collected, 22 are beer and ale bottles that are either 
white or have a Bristol glaze; none are grey. This date range of mid-1800s up to 1900 coincides 
with the general date range identified for the glass bottles (1860-1920). One such pottery beer/ale 
bottle collected shows a Bristol Glaze finish and it is marked with an oval stamp. At the top of 
the oval is H. Kennedy/bottom is Glasgow/center is Barrowfield Potteries 53; it can be dated to 
the late 1800’s (Munsey 1970:137). The Barrowfield potteries were located in the East End of 
Glasgow, Scotland, and an H. Kennedy patent exists for Dec. 1882 (Cushion 1996:233). The 
potteries were hit hard by World War I, and the perception of glass being a more sanitary 
container along, with the invention of the ABM process, led to the pottery’s decline. Barrowfield 
was closed in 1925 (Ruby Lane 2010). 

Chinese pottery bottles were also found in abundance. During the 1800s great numbers of 
Chinese workers were imported to work on the plantations in Hawai‘i, with the majority arriving 
over a 24-year period between 1876 and 1899 (2000-3000 people annually). These people 
bought with them, and had imported, a varied assortment of pottery containers. Of these 
‘Overseas Chinese Ceramics’, perhaps the best known is the bell-shaped “Tiger Whiskey” bottle 
(Figure 154, accession# 2.14) which actually contained a wine. These bottles were imported 
from the mid-1800s to the present; however bottles made from 1930s to the 1960s were 
embossed with “FEDERAL LAW FORBIDS THE RE-USE OR RESALE OF THIS BOTTLE” 
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The bottles from the Block 2 collection do not have this embossed mark, thus these bottles date 
between 1860 and 1930 (Munsey 1970:134-139 

In addition to the Tiger Whiskey bottle, there are a variety of Chinese utility stoneware 
consisting of small pots and jugs, many of which are highly glazed (jian you glaze), but feature a 
rough and sandy looking finish. These include a soy sauce jug (see Figure 154, accession# 
19.22), a bean pot (see Figure 154, accession# 124.8), a ginger pot (see Figure 154, accession# 
124.11), and a dried herb or root pot (Figure 155, accession# 21.15). These date from 1880 to 
1890 (Munsey 1970:138). 

Ceramic Tableware 
Other Overseas Chinese Ceramics collected include tableware, such as rice bowls (see Figure 

155, accession# 24.3), tea cups (see Figure 155, accession# 124.12), serving dishes, soup spoons 
(see Figure 155, accession# 32.8), and small wine cups. With the exception of several tea cups, 
none were recovered complete. A number of fragments displayed makers’ marks - many of 
which were in Chinese seal characters belonging to the Tongzhi (1862-74) and Xianfeng (1851-
61) period of the Qing dynasty, which pre-dated the Republic (1912-49) and People’s Republic 
of China (1949-date) (Cushion 1996:16). These ceramics, made for use by Chinese sojourners to 
the mining and railroad camps of California, as well as to the plantations on the Hawaiian 
islands, are quite different in decoration and vessel form from those made earlier for the Euro-
American export market (IMACS 1982:5).  

Chinese tablewares collected are made from fine white porcelain or stoneware, with three 
decorative styles composed of Bamboo (see Figure 155, accession# 2.19), also called Three 
Circles and Dragonfly, or Swatow; Four Seasons (see Figure 155, accession# 32.8), also called 
Four Flowers, a hand-painted overglaze polychrome; and Double Happiness, also called Swirl 
(see Figure 155, accession# 10.4) (IMACS 1982:23). These ceramics likely date from the mid 
1800s to 1912, beginning with the influx of Chinese immigrants and ending at the start of the 
Republic of China. 

During the eighteenth century, potters in England made several attempts to emulate the 
beautiful and expensive Chinese export Porcelains of the same time period. White earthenwares 
were a result of this experimentation; by far the most common encountered in western 
(archaeological) sites dating to the first half of the nineteenth century, were those decorated with 
transfer printing, in imitation of the Chinese blue on white porcelains; most portrayed idyllic 
landscape scenes or historic events. Many of the ceramics collected fit in this category, and an 
example is a tea cup made of white earthenware with blue and white transfer printing depicting a 
mountain landscape (Figure 156, accession# 30.31).  

Other ceramics collected are of Euro-American origin. These include several base fragments 
of plates and bowls, which show the makers’ marks. The first is a bowl base, stamped with 
“Royal patent Ironstone, George Jones & Sons, England” a mark which dates the bowl to 1873-
1907 (see Figure 156, accession# 19.17). By the mid nineteenth century, a shift in popular 
British earthenware had begun, moving away from transfer-printed and colorfully decorated 
earthenware to “White Ironstone style vessels” (IMACS 1982:4).  
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The second plate base fragment is porcelain and is stamped with “Dieu Et Mon Droit, T. 
Furnival & Sons, Trade Mark, England” (see Figure 156, accession# 118.7). This printed royal 
arms mark dates from 1878 to 1890 (Stoke-on-Trent 2010).  

The third fragment also belongs to a plate and is stamped in green overglaze with “Fabrique 
Par Haviland & Co., Pour, B. Natpan & Co., Importers, San Francisco”. The company 
manufacturing this porcelain was Haviland & Cie, founded 1797 in Limonges, France. They 
exported their ware to be decorated and distributed by other companies, such as B. Natpan & Co. 
This particular stamp dates from 1875 to 1882 (Cushion 1996:31).  

Other Ceramic Artifacts 
A white earthenware cosmetics lid for a tooth paste container was collected, which is 

decorated with red print scrolls reading: “Cherry Tooth Paste, For Preserving & Beautifying 
Teeth, Trade Mark, Prepared By, The Crown Perfumery Company, 177, New Bond St, London” 
(see Figure 156, accession# 101.5). The Crown Perfumery Company still exists today; it is one 
of Britain’s foremost perfume houses and was founded in 1872 by William Sparks Thomson 
(Antique Bottles 2010).  

Two incomplete pipes (a head and a stem) were found (see Figure 156 accession# 124.13, 
accession# 124.14), each made of white clay. Clay pipes were replaced by briar pipes, cigars, 
cigarettes, and cigarillos in the late 1800s, and therefore these personal items likely date pre-
1900.  

Other less common items, such as insulators, were also found. One example is a pressed 
porcelain insulator etched with “No. 120, B.E. Co.” (see Figure 156, accession# 30.30), which 
can be traced to the manufacturer: Bryant Electric Co., Bridgeport CT and is dated from 1889 to 
1901 (Gish 2010). 

Summary of Historic Artifact Analysis 
In conclusion, the bottles observed within SIHP # 50-80-14-7189 display an average age 

range of 1860-1920. This range can be determined based on the mold seam types, as well as the 
dates acquired by the embossing on individual bottles. Dip-molds were phased out by the 1870s, 
and the small representation of this mold type suggests the assemblage is within the transitional 
period to more complex molds. Additionally, the majority of the bottles displayed cup-bottom 
molds, common in the late 1800s, and turn molds, commonly found in the 1870s to 1920s. The 
absence of ABM bottles within SIHP # 50-80-14-7189, most commonly found after 1920, 
suggests that the age of this historic layer is no later the 1920. The ABM bottles were observed 
in the modern and historic features, typically associated with the SIHP # 50-80-14-7124 - 
building demolition. 

The dates observed from the ceramic artifacts are slightly earlier than those observed in the 
bottle assemblage. This is not surprising as ceramics are not commonly discarded as frequently 
as bottles. Many of the ceramics were likely passed down through generations within a family 
and discarded only when broken. The ceramic assemblage contains many British and Chinese 
exported items. While mid and late 1800s residents of Honolulu of various ethnicities would use 
a variety of products from various countries of origin, the assemblages are suggestive of 
relatively affluent European or Euro-American consumption patterns, as well as an influx in 



Cultural Surveys Hawai‘i Job Code: KAKAAKO 51  Appendix C: Results of Laboratory Analysis 

Archaeological Monitoring Plan for the Block 2 Parking Lot, Kaka‘ako, Honolulu, O‘ahu 294 
TMK: [1] 2-1-030:001, 043  

 

Chinese immigrants. This assemblage consists primarily of household items, rather than 
commercial or industrial refuse, which is consistent with the information gained from the bottle 
assemblage.  

Soil Analysis 
A total of 12 soil samples were collected, 2 from SIHP # -7197 Feature 1, one from a pit 

inclusion in Test Trench 65, 7 from the historic A-horizon associated with the salt pans, and two 
from the coarse sandy clay within Trench 56 in which no coral shelf was identified.  

One documented pit feature was identified within the cultural layer associated with the Jaucas 
sand. SIHP # -7197 consists of a fire pit observed in Test Trench 26, containing a large 
concentration of charcoal, fire cracked rock, and marine shell fragments. The pit feature 
contained varying amounts of charcoal and some midden including pipipi (Nerita picea), 
Isognomonidae, unidentifiable shell fragments, and fish bone. They appear to have been 
excavated down from the buried A-Horizon extending down into the underlying Jaucas sand. 
Charcoal samples from this pit feature were sent for taxa identification to determine whether the 
charcoal was of a pre-contact or post contact species. An additional sample was collected from 
an inclusion observed within Test Trench 65. This inclusion extended into a sand layer and 
appeared to be a possible pit feature. 

Wet-Screening of Bulk Sediment Samples 
A sample from three of the 7 soil samples collected from the historic A-horizon were wet-

screened. No cultural material was identified during visual inspection of each sample. Organic 
material included two terrestrial snail shells (Trench 49), rootlets, and other plant material. Of 
particular interest was the presence of a large volume of a single genus of small, well preserved 
seeds within a sample collected from Trench 49 and Trench 54. Additionally, no charcoal was 
observed within the wet-screened samples. The results of wet-screening of bulk sediment 
samples collected within the survey area seem to support the theory that the project area was a 
wetland area that had been used for salt panning activities. 

Independent research conducted by CSH suggests that the small, black seeds recovered from 
the historic A-horizon in Trenches 49 and Trench 54 may be those of the ‘Akulikuli plant, or of 
the olonā plant (Touchardia latifolia). However, identification has not been confirmed with a 
seed or botanical specialist (Yucha and McDermott 2011; Runyon and Monahan 2011; Figure 
157 and Figure 158).  
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Figure 157. Seeds observed in the historic A-horizon associated with the salt pans  

 

Figure 158. Close-up of the seeds observed in Yucha and McDermott 2011 sample, which appear 
to be the same as those observed in the current project area’s historic A-horizon. 
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Wood Taxa Identification 
A total of three charcoal samples (Taxa Samples 1, 2, and 3) were sent to the International 

Archaeological Research Institute, Inc. (IARII) Wood Identification Laboratory for taxa 
identification, performed by Gail Murakami (Table 11 and Table 12). A charcoal sample (Taxa 
Sample 1) recovered from a fire pit in Test Trench 26 originating from Stratum IVa, with a 
sample depth ranging from 90-105 cmbs, was analyzed. None of the charcoal within the sample 
was able to be identified.  

Following the unsuccessful attempts for taxa identification for Feature 1, the remaining 
charcoal was sorted to determine whether a second sample could be prepared for additional taxa 
identification efforts. Feature 1 had an abundance of charcoal available and an additional sample 
was submitted to Gail Murakami (Taxa Sample 3; see Table 12). This sample successfully 
identified two separate species, an indigenous native plant (Lama) and a stem that was most 
likely fern, though it could have also represented a palm (not a loulu or coconut). The native tree 
identified within this feature, Diospyros sandwicensis (A. DC) Fosb. (Lama), is a small endemic tree, 2 
to 10 m tall, found in wet or dry regions of all the main Hawaiian Islands (Rock 1913:395; 
Wagner et al. 1990:587).  The hard wood was once used by Hawaiians for houses, enclosures for 
certain idols (Malo 1951:21), and chisel handles (Buck 1957:38).  Hillebrand (1888:275) 
reported that the small fruits were eaten by the natives. The fern stem sample was chosen for 
submittal to Beta Analytic for radiocarbon dating due to it being a shorter lived species which 
may result in a more precise date. The results can be found below.  

A charcoal sample (Taxa Sample 2) collected from a pit inclusion within Test Trench 65 
(129), originating from Stratum II, with a sample depth of approximately 130 cmbs, was 
analyzed. The sample was found to contain only a single small piece of kukui nut shell, while the 
rest of the sample was unable to be identified. Kukui is a Polynesian introduced tree species 
common in “mesic valleys especially between 0-700 m on most main islands” (Wagner et al. 
1990:598 cited from Bishop Museum Ethnobotany Online Database 2010). Kukui was utilized 
for its medicinal uses such as ailments and infected sores, and non-medicinal uses such as for 
canoes, dye and oil for light.  

Non-Medicinal Uses: The light-weight wood can be used for canoes (Abbott 
1992:81; Malo 1951:21); the bark for dye and fruits and oil for light (Hillebrande 
1888:400); "nuts" (oily endosperm) placed inside bamboo as torch (kali kukui) or 
oil burned in lamps (Abbott 1992:77), fish floats from wood (Degener 1930:197), 
oil for fishing, polishing; soot collected on smooth, clean pebbles under which 
kukui nuts had been burned for tattooing (Abbott 1992:128; Handy et al. 
1972:232), dye also from the fleshy part of the green part of fruit also for 
tattooing (not as good), the "meat" of the seed (endosperm) roasted and eaten as 
'inamona relish (Handy et al. 1972:231); endosperm also used in fish bait (Abbott 
1992:85; Krauss 1993:45); sap as adhesive (Abbott 1992:120; Degener 1930:77), 
the oil as a polish (Krauss 1993:22), oil used to clean birdlime from bird's feet 
(Degener 1930:290), sticks burned in divining ceremony (Degener 1930:199). 
Used for hula altars (Pukui 1942); "nuts" for lei (Krauss 1993:79); wood for 
house timbers (Handy et al. 1972:232). In the Ethnology Collection at Bishop  
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Table 11. Table Showing Wood Taxa Results for Charcoal Samples 1 and 2 
Sample Feature Unit Stratum/ 

Depth 
(cmbs) 

Taxa Common/Hawaiian 
Name 

Origin/Habit Part Comment 

1 1 TT 26 IVa / 
90-105 
cmbs 

Unknown 3   Wood Lots of charcoal aggregates, 
not identifiable 

2 2 TT 65 
(129) 

II/ 130 
cmbs 

Unknown 1   Wood Partially calcified 
Unknown 2     
Aleurites moluccana Kukui Polynesian 

Introduction/Tree 
Nutshell Tiny piece 

 

 

Table 12. Table Showing Wood Taxa Results for Charcoal Sample 3 
Sample Feature Unit Stratum/ 

Depth 
(cmbs) 

Taxa Common/Hawaiian 
Name 

Origin/Habit Part Weight, g 

3 1 TT 26 IVa / 
90-105 
cmbs 

Diospyros sandwicensis Lama Native/Tree Wood 0.04 
Unknown 1   Wood 0.05 
cf. Pteridophyta Fern  Stem 0.19 
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Museum there are examples of kukui oil used to make kapa waterproof and there 
is a post-contact example of the wood made into a bowl. (Bishop Museum 
Ethnobotany Online Database 2010) 

Due to the small size of the identified kukui nut shell and the inability to identify the 
remaining charcoal within the two samples, radiocarbon dating was not performed on these 
samples. The remaining charcoal from the pit feature located within Test Trench 65 was not 
abundant enough to perform additional taxa identification. The remaining charcoal was less than 
0.02 grams in weight and though taxa identification was not performed on this sample, it was 
sent to BetaAnalytic for radiocarbon analysis. The radiocarbon date received for this charcoal 
was modern (1960-present). The results can be found below.  

Radiocarbon Analysis 
Organically enriched sediment was collected from two features, SIHP # -7197, Feature 1 

observed in Test Trench 26, and a pit inclusion observed in Test Trench 65. Beta Analytic 
Sample 1 was collected from an inclusion observed within Test Trench 65 and was not identified 
through taxa identification. A previous attempt to identify taxa from this feature was not 
successful. Beta Analytic Sample 2 consisted of an identified fern stem from SIHP # -7197, 
Feature 1. Both samples were sent to Beta Analytic, Inc. for radiocarbon dating, utilizing the 
accelerator mass spectrometry (AMS) method, in order to better establish the age range of 
occupation within the project area. Dating results are shown in Figure 159, Figure 160 and 
Figure 161.  

The sample from the pit feature (Beta-301374) yielded one possible date range, with a modern 
date of AD 1960 - to beyond 1960, with a 95% probability. Due to its modern time period, this 
date was unable to be calibrated. 

A charcoal sample from Feature 1 (collected from Test Trench 26) was identified by IARII to 
most likely be a fern stem (likely a native, short-lived shrub), or a longer lived palm (not coconut 
or loulu). This sample was sent to Beta Analytic, Inc. for radiocarbon dating (Beta Analytic 
Sample 2). The sample from Feature 1 (Beta-303200) yielded the most likely possible date range 
with a 44.5% probability, with a calibrated 2-sigma date of AD 1735-1805. This date extends 
from the late pre-contact through early post-contact time periods. 
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Figure 159. Results of Radiocarbon Analysis (Beta Analytic Sample 1) (Beta Analytic, Inc.) 

 

Figure 160. Results of Radiocarbon Analysis (Beta Analytic Sample 2) (Beta Analytic, Inc.) 

 

 

Figure 161. Results of Radiocarbon Analysis of Charcoal Collected from Feature 1 (Beta 
Analytic Sample 2) (OxCal, Ramsey 2009) 
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higher with 181 vehicles traveling eastbound and 166 vehicles 

traveling westbound.  Both approaches of Pohukaina Street operate at 

LOS “A” during both peak periods. 

The Keawe Street approaches of the intersection carry 67 

vehicles northbound and 85 vehicles southbound during the AM peak 

period.  During the PM peak period, traffic volumes are higher with 76 

vehicles traveling northbound and 129 vehicles traveling southbound.  

Both approaches of Keawe Street operate at LOS “A” during both 

peak periods. 

e. Pohukaina Street and South Street 

At the intersection with South Street, Pohukaina Street carries 

198 vehicles eastbound and 230 vehicles westbound during the AM 

peak period.  During the PM peak period, the overall traffic volume is 

higher with 412 vehicles traveling eastbound and 187 vehicles 

traveling westbound.  Both approaches of Pohukaina Street operate at 

LOS “A” during both peak periods. 

The South Street approach of the intersection carries 298 

vehicles and 423 vehicles northbound during the AM and PM peak 

periods, respectively.  This approach operates at LOS “A” during both 

peak periods. 

IV. PROJECTED TRAFFIC CONDITIONS 

A. Site-Generated Traffic 

1. Trip Generation Methodology 

The trip generation methodology used in this study is based upon 

generally accepted techniques developed by the Institute of Transportation 

Engineers (ITE) and published in “Trip Generation, 9th Edition,” 2012.  The 

ITE trip generation rates are developed empirically by correlating vehicle trip 

generation data with various land use characteristics such as the number of 

vehicle trips generated per dwelling unit or 1,000 square feet of development.  

Table 1 summarizes the project site trip generation characteristics applied to 

the AM and PM peak periods of traffic. 
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1.0 EXECUTIVE SUMMARY 

 
1.1 The Keauhou Lane project is located in the Kakaako district in Honolulu, Hawaii.  The 

proposed 6 story building includes residential units on the top 5 floors with ground floor 
restaurant and retail spaces.  The vacant project site is currently utilized as an open 
parking lot.  The future elevated HART rail guideway will run near the eastern (mauka) face 
of the property along Halekauwila Street, adjacent to the third and fourth levels.  The rail 
guideway is expected to be constructed after the 2016 completion of the Keauhou Lane 
project, and begin operation in 2019.  

1.2 The project area is currently exposed to varying daytime and nighttime ambient noise 
levels, typical of an urban environment.  Noise measurements taken on the existing project 
property show an average day-night level (Ldn) of 63 dBA.  Although the site was exposed 
to noisy construction activities during the measurement period, the ambient noise 
environment is still within HUD’s site acceptability standard of Ldn < 65 dBA.  

1.3 During project construction, the dominant noise sources will likely be earth moving 
equipment, such as bulldozers and diesel powered trucks.   Noise from construction 
activities should be short term and must comply with State Department of Health noise 
regulations, and a construction noise permit.  

1.4 After construction is complete, noise generated from any stationary mechanical equipment 
on the project site must comply with the Hawaii Department of Health property line noise 
regulations. Noise mitigation for stationary mechanical equipment should be considered 
during the design of the project. 

1.5 Noise from the planned parking garage may be audible at the neighboring buildings. The 
design of the garage should incorporate noise control measures.  

1.6 Based on the 2013 TIAR by Wilson Okamoto Corp., future traffic conditions “are expected 
to remain similar to existing and Year 2016 without project conditions”. A vehicular traffic 
noise impact analysis was not completed for this project based on these findings.  
However, the existing traffic noise calculations are assumed to representative of the 2016 
future traffic noise levels 

1.7 The Honolulu Rail Transit Project (HART), expected to begin operation in 2019 after the 
Keauhou Lane project is complete, will have a severe to moderate noise impact on the 
project site.  High acoustical performance exterior façade elements, such as window 
glazing, will be required for the residential units facing Halekauwila Street to reduce noise 
levels to the interior of the residential unit. 
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2.0 PROJECT DESCRIPTION 

2.1 Project Design 

The Keauhou Lane project is located in the Kakaako district in Honolulu, Hawaii.  The 
proposed 6 story building includes residential units on the top 5 floors with ground floor 
restaurant and retail spaces.  The vacant project site is currently utilized as an open 
parking lot. 

2.2 Future Honolulu Rail Transit Project (HART)  

The future elevated HART rail guideway will run near the eastern (mauka) face of the 
property along Halekauwila Street, adjacent to the third and fourth levels. A 3 foot tall 
parapet barrier wall is planned along the edge of the guideway to reduce wheel noise, 
however noise will still be a significant factor in the design of the project. The rail guideway 
is expected to be constructed after the 2016 completion of the Keauhou Lane project, and 
begin operation in 2019.  

3.0 NOISE STANDARDS 

Various local and federal agencies have established guidelines and standards for assessing 
environmental noise impacts and set noise limits as a function of land use.  A brief description of 
common acoustic terminology used in these guidelines and standards is presented in Appendix A. 

 
3.1 State of Hawaii, Community Noise Control (HDOH) 

The State of Hawaii Community Noise Control Rule [Reference 1] defines three classes of 
zoning districts and specifies corresponding maximum permissible sound levels due to 
stationary noise sources such as air-conditioning units, exhaust systems, generators, 
compressors, pumps, etc.  The Community Noise Control Rule does not address most 
moving sources, such as vehicular traffic noise, aircraft noise, or rail transit noise.  
However, the Community Noise Control Rule does regulate noise related to agricultural, 
construction, and industrial activities, which may not be stationary.   
 
The maximum permissible noise levels for stationary mechanical equipment are enforced 
by the Hawaii Department of Health (HDOH) for any location at or beyond the property line 
and shall not be exceeded for more than 10% of the time during any 20-minute period.  The 
specified noise limits which apply are a function of the zoning and time of day as shown in 
Figure 1.  With respect to mixed zoning districts, the rule specifies that the primary land use 
designation shall be used to determine the applicable zoning district class and the 
maximum permissible sound level.  In determining the maximum permissible sound level, 
the background noise level is taken into account by HDOH. 
 
The criteria for impulse or impact noise is separate from stationary noise due to the nature 
of the sound.  HDOH defines impulse noise as " any sound with a rapid rise and decay of 
sound pressure level, lasting less than one second, caused by sudden contact between 
two or more surfaces…”.  Noise from pile driving is considered impulse noise and the 
maximum permissible noise level is 10 dB above the specified noise limits for stationary 
sources, as shown in Figure 1. 
 

3.2 U.S. Federal Highway Administration (FHWA) 

The FHWA regulation 23 CFR 772 contains highway traffic noise abatement criteria (NAC) 
for seven land use activity categories and assigns corresponding maximum hourly 
equivalent sound levels (Leq(h)) for traffic noise exposure [Reference 2, 3].  The Noise 
Abatement Criteria (NAC) for all seven categories are listed in Figure 2.  The commercial 
portions of this project are classified under “Category E”, which has a maximum Leq(h) of 72 
dBA.  The residential portions of this project are classified under “Category B”, which has a 
maximum Leq(h) of 72 dBA.  These limits are viewed as design goals, and all projects 
meeting these limits are deemed in conformance with FHWA noise standards.   
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3.3 State of Hawaii Department of Transportation (HDOT) 

The HDOT has implemented the requirements of the FHWA’s design goals for traffic noise 
exposure in its noise analysis and abatement policy [Reference 4].  According to the policy, 
a traffic noise impact occurs when the predicted traffic noise levels “approach” or exceed 
FHWA’s NAC or when the predicted traffic noise levels “substantially exceed the existing 
noise levels.”  The policy also states that “approach” is defined as 1 dB less than FHWA’s 
NAC and “substantially exceed” is defined as an increase of at least 15 dB. 
 

3.4 U.S. Department of Housing and Urban Development (HUD) 

HUD’s environmental noise criteria and standards in 24 CFR 51 [Reference 5] were 
established for determining housing project site acceptability.  These standards are based 
on day-night equivalent sound levels, Ldn, and are not limited to traffic noise exposure.   
 
3.4.1 Exterior Noise Design Criteria 

The HUD Site Acceptability Standards for exterior sound levels are summarized in 
Table 1.  HUD also recommends Ldn 55 dBA as a future goal for outdoors in 
residential areas, however this is rarely achievable in urban environments. 

 
Table 1. HUD Site Acceptability Standards 

Category Site Ldn  Comments 
Acceptable ≤ 65 dBA No special acoustical design consideration 

necessary 
 

Normally 
Unacceptable 

> 65 dBA, 
≤ 70 dBA 

5 dB additional attenuation required through use 
of barriers or in design to ensure interior noise 
levels are acceptable 
 

 > 70 dBA, 
≤ 75 dBA 

10 dB addition attenuation required through the 
use of barriers or in design to ensure interior 
noise levels are acceptable 
 

Unacceptable > 75 dBA Attenuation measures must be submitted on a 
case-by-case basis 

 
3.4.2 Interior Noise Design Criteria 

The intent of the above exterior noise criteria is to achieve an interior Ldn of 45 dBA, 
however, the standard also applies to locations where quiet outdoor space is 
required.  HUD will occasionally allow upgrades to the building shell to meet an 
interior Ldn of 45 dBA in Normally Unacceptable or Unacceptable areas.  This can 
be accomplished by specifying building facades, windows, and doors with a higher 
STC rating than “standard” construction.   
 

3.5 Federal Transit Administration Noise Criteria (FTA) 

The FTA guidance manual “Transit Noise and Vibration Impact Assessment” [Reference 6] 
classifies land uses into 3 categories, as shown Figure 3.  Residential areas of the 
Keauhou Lane project and surrounding properties are classified as Category 2, while 
commercial / retail areas are classified as Category 3. Noise impacts are rated as either “no 
impact”, “moderate impact”, or “severe impact”, and are a factor of existing noise exposure 
and project transit noise exposure.  
 
 

  



DLAA Project No. 15-25 
 
 

Page 4

3.6 Community Response to Change in Noise Level 

Human sensitivity to changes in sound pressure level is highly individualized. Sensitivity to 
sound depends on frequency content, time of occurrence, duration, and psychological 
factors such as emotions and expectations. However, the average ability of an individual to 
perceive changes in noise levels is well documented and has been summarized in Table 2 
[Reference 7].  These guidelines permit direct estimation of an individual's probable 
perception of changes in noise levels. 
 
Table 2.  Average Ability to Perceive Changes in Noise Level 

Sound Level Change (dB) Human Perception of Sound 
0 Imperceptible 
3 Just barely perceptible 
6 Clearly noticeable 
10 Two times (or 1/2) as loud 
20 Four times (or 1/4) as loud 

 
4.0 EXISTING ACOUSTICAL ENVIRONMENT 

Noise measurements consisted of continuous long-term ambient noise level measurements, as 
described in the sections below. The noise measurements were conducted between September 29, 
2015 and October 5, 2015.  The methodology, location, and results for the measurements are 
described below and is illustrated in Figure 4.   

 
4.1 Long Term Noise Measurements  

Continuous long-term ambient noise level measurements were conducted to assess the 
existing acoustical environment in the vicinity of the project site.  Long-term measurements 
(taken continuously over the course of multiple days) offer a baseline for establishing 
existing ambient noise levels in the area and are used for estimating future noise levels by 
adding the ambient levels to other noise levels generated from the proposed project.   

 
4.1.1 Long-Term Noise Measurement Procedure 

Hourly equivalent sound levels (Leq(h)) were recorded for approximately 7 days.  
The measurements were taken using a Larson-Davis, Model 831, Type 1 Sound 
Level Meter together with a Larson Davis, PRM831 Type 1 Microphone.  
Calibration was checked before and after the measurements with a Larson-Davis 
Model CAL200 calibrator.  Both the sound level meter and the calibrator have been 
certified by the manufacturer within the recommended 2-year calibration period.  
The microphone was mounted a tripod at approximately 11 feet above grade.  A 
windscreen covered the microphone during the entire measurement period.  The 
sound level meter was secured in a weather-resistant case.   

 
4.1.2 Long-Term Noise Measurement Locations 

The sound level meter was located inside the perimeter fence surrounding the 
vacant lot south of the project site and west of the high rise apartment building 
Halekauwila Place.  The lot is currently being used as a staging area for the 
proposed project.  As a result, noisy activities (from mechanical equipment, 
hammering, heavy vehicles, etc.) took place approximately 50 feet from the meter 
location between 7:00 AM and 3:00 PM during the weekdays of the measurement 
period.  In addition, construction noises from the nearby 400 and 440 Keawe Street 
developments were audible.  Other noise sources included vehicular traffic from 
nearby roadways and pedestrian noises.  
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4.1.3 Long-Term Noise Measurement Results 

The measured Leq(h) and the 90 percent exceedance level (L90) in dBA are 
graphically presented in Figure 5.  The ambient sound levels were dynamic and 
depended significantly on the vehicular traffic patterns along the surrounding 
roadways (Halekauwila Street, Keawe Street, and Pohukaina Street).  In the 
absence of construction noise, the daytime ambient noise environment is expected 
to be similar to the measured noise levels on the weekend and generally less than 
60 dBA.  The range of Leq(h)during the day (7:00 AM to 10:00 PM) and during the 
night (10:00 PM to 7:00 AM) and average calculated day-night level are 
summarized for each location in Table 3 below.   
 
Table 3.  Summary of Noise Measurement Results (dBA) 

Measurement 
Location 

7 AM-10 PM 10 PM-7 AM 7- day  Weekend  
Leq(h) Range Leq(h) Range Avg. Ldn Avg. Ldn 

Project Site 53-67 52-60 63 61 
 
5.0 POTENTIAL NOISE IMPACTS 

5.1 Project Construction Noise and Compliance with HDOH Community Noise Control 
Rule 

The various construction phases of the proposed Keauhou Lane project will generate 
significant amounts of noise.  Depending on when construction occurs, construction of the 
proposed project may impact existing adjacent properties, such as the Halekauwila Place 
high-rise apartment building across Keawe Street, the new 400 and 440 Keawe Street 
developments, and the various commercial buildings along Pohukaina Street and 
Halekauwila Street.   
 
Development of the project areas will involve excavation, grading, and other typical 
construction activities during construction.  The use of impact equipment is not anticipated, 
as the foundation will be pre-drilled to avoid any need for pile driving.  The actual noise 
levels produced during construction will be a function of the methods employed during each 
stage of the construction process.  Typical ranges of construction equipment noise are 
shown in Figure 6.  Earthmoving equipment, e.g., bulldozers and diesel-powered trucks, 
will probably be the loudest equipment used during construction.  In cases where 
construction noise is expected to exceed the HDOH "maximum permissible" property line 
noise levels, a permit must be obtained to allow the operation of construction equipment. 
 

5.2 Project Generated Stationary Mechanical Noise and Compliance with HDOH 
Community Noise Control Rule 

The Keauhou Lane project will likely incorporate stationary mechanical equipment for both 
the residential and commercial uses.  Expected mechanical equipment may include HVAC 
equipment, emergency generators, kitchen exhaust fans, degreasers, etc.  Noise from this 
mechanical equipment and other equipment must meet the State noise rules, which 
stipulate maximum permissible noise limits at the property line.  For multi-family dwellings, 
business, and commercial areas, the noise limits are 60 dBA during the day and 50 dBA 
during the night, as shown in Figure 1.  Mitigation of mechanical noise to meet the HDOH 
noise rules should be incorporated into the project design. 
 

5.3 Transportation Noise Analysis 

A transportation noise analysis was completed using the DataKustik CadnaA (version 4.5) 
software program [Reference 8] for the existing traffic conditions and future year 2019, after 
the Honolulu Rail Transit Project (HART) is expected to start operation near the project site.   
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Two noise metrics were used to evaluate traffic noise impact, based on the intended land 
or space use, as described below. These metrics are based FTA guidelines, HUD and 
FHWA criteria for residential and commercial areas.  
 
5.3.1 Commercial / Retail Area Noise Evaluation  

Commercial / retail areas were evaluated based on the Leq(h) for worst-case peak-
hour volumes for both vehicular traffic and rail.  This metric is used in areas that 
are typically only occupied during daytime hours.  For traffic noise, this was 
determined to be PM hour as traffic volumes during this hour generally exceeded 
AM traffic volumes.  
 

5.3.2 Multi-Family Area Noise Evaluation  

Multi-family areas were evaluated based on day-night noise levels (Ldn), which 
takes into account noise levels from both daytime (15-hour average) and nighttime 
(9-hour average) traffic and rail volumes. The Ldn metric is used in areas that are 
typically occupied during both daytime and nighttime hours, and where people are 
intended to sleep. Traffic volume data was not available for off-peak hours, and 
was estimated from the long term noise measurement data discussed above.  
 

5.3.3 Existing Traffic Noise 

The traffic noise analysis was based on the peak hour PM traffic volumes for 
existing project conditions shown in the 2013 TIAR by Wilson Okamoto Corporation 
[Reference 9].  Intersection geometric configurations were also provided by the 
traffic consultant, existing speed limits were documented during the site visit.  The 
roadways were assumed to carry passenger vehicles only as the observance of 
heavy trucks in the area was minimal.  Both peak hour Leq(h) and Ldn existing traffic 
noise levels were calculated throughout the project site and surrounding 
community and were validated with the on-site noise measurements, as shown in 
Table 4 below.   
 
Table 4.  Summary of Existing (2013) Traffic Noise Calculations (dBA) 

Location Elevation PM Peak Hour Leq(h) Ldn 
Ground Level South – Keawe 58-61 62-65 

East – Halekauwila  58-59 61-63 
West – Pohukaina 62-63 62-67 

Maximum at  
Level 2 to 6 

South – Keawe 59-62 62-66 
East – Halekauwila  61-62 64-65 
West – Pohukaina 63-34 64-68 

 
A noise map of the project site and vicinity showing the existing day-night level 
noise contours calculated at ground level can be seen in Figure 7.  The existing 
day-night level noise level contours projected onto the proposed project’s 
southwest and southeast building façades can be seen in Figure 8.   
 
A vehicular traffic noise impact analysis was not performed for this project and 
future traffic noise levels were not assessed.  Based on the traffic report, future 
traffic conditions with the Keauhou Lane development “are expected to remain 
similar to existing and Year 2016 without project conditions”. Therefore, the existing 
traffic noise calculations are assumed to representative of the 2016 future traffic 
noise levels. 
 

5.3.4 Future Rail Noise 

The elevated HART guideway will be routed along Halekauwila Street 
approximately 30 feet above grade and 90 feet from the building façade (adjacent 
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to the 3rd and 4th floor of the proposed Keauhou Lane development).  The HART 
Civic Center Station will be located between South Street and Keawe Street at 
approximately the same height.  To evaluate future rail noise to the façade of the 
Keauhou Lane project, the FTA’s “Transit Noise and Vibration Impact Assessment” 
methodology was used. Additionally, the “Noise and Vibration Technical Report – 
Honolulu High-Capacity Transit Corridor Project” report [Reference 10] and 
Addendum 1 of the report [Reference 11] were used in the noise analysis of the 
building shell for the project.  Reflections and shielding from the guideway and the 
Civic Center Station were not considered in the analysis. 
 
The proposed project was not under design during the noise evaluation for the 
2008 HART EIS and was therefore not assessed as part of the environmental 
review process.  The HART EIS states that a moderate impact is expected at 860 
Halekauwila Street, a 29 floor affordable apartment building adjacent to the 
guideway and located approximately 1500 feet south-east (Diamond Head) of the 
Keauhou Lane  project site. Acoustically absorptive material is planned along the 
surface of the rail tracks near 860 Halekauwila Street, however it does not extend 
far enough to reduce noise at the Keauhou Lane site. Automatic track lubrication 
system will be not installed near the project site, as this section of track is generally 
straight and does not contain any significant turns which could result in tire squeal. 
Lastly, no crossover tracks are expected near the site. 
 
The future projected peak hour Leq(h) and Ldn rail noise levels were calculated 
throughout the project site and surrounding community.  The maximum noise level 
per train pass was also calculated for the eastern façade of the proposed 
development.  These calculated noise levels shown in Table 5 are based on FTA 
methodology and does not include traffic noise or shielding/reflections from the 
guideway or station.  However, it is possible that noise levels on the ground and 
second levels of the building will be partially blocked from the guideway or Civic 
Center Station.   
 
Table 5.  Summary of Future (2019) HART Noise Calculations (dBA) 

Location Elevation Lmax Peak Hour Leq(h) Ldn 
All Levels South – Keawe - 62-70 65-74 

East – Halekauwila  80 74 77 
West – Pohukaina - 46-55 49-58 

 
5.3.5 Overall Transportation Noise Impacts on the Surrounding Community 

The calculated peak hour traffic noise levels at the residential and commercial 
buildings surrounding the proposed project site fall below the FHWA abatement 
criteria for roadway noise.  Furthermore, future traffic noise levels with the project 
are expected to be similar to the existing levels.  Therefore, a traffic noise impact is 
not anticipated. 
 

5.3.6 Overall Transportation Noise Impacts on the Project Site 

Residential Units 
 
Until the HART project is completed in 2019, the residential levels of the proposed 
Keauhou Lane project will be exposed to day-night traffic noise levels that range 
from 62 dBA to 68 dBA.  This falls into both the “acceptable” and “normally 
unacceptable” categories of HUD’s site acceptability standards.  
 
After the HART project is completed in 2019, exterior ambient noise levels will 
increase significantly.  The calculated day-night exterior noise levels due to both 
vehicular traffic and rail are summarized in Table 6 below.  A noise map of the 



DLAA Project No. 15-25 
 
 

Page 8

project site and vicinity showing the future day-night level noise contours due to 
both rail and traffic noise sources can be seen in Figure 9.  The future day-night 
level noise level contours due to both rail and traffic noise sources projected onto 
the proposed project’s southwest and southeast building façades can be seen in 
Figure 10.   
 
Table 6.  Summary of Future (2019) Transportation Noise Calculations (dBA) 

Location Elevation Ldn 
All Levels South – Keawe 68-74 

East – Halekauwila  78 
West – Pohukaina 64-68 

 
Based on the FTA noise impact criteria shown in Figure 3, rail noise is expected to 
have a severe impact on any of the exterior facing residential units within 400 feet 
of the HART Guideway.  The interior courtyard units that have a line-of-sight to and 
are located within 220 feet of the guideway will also be severely impacted by rail 
noise.  The end units along Keawe Street are expected to be moderately impacted 
by rail noise while the units facing Pohukaina Street will not be impacted.  
 
The end residential units facing Halekauwila Street will be exposed to day-night rail 
noise level in excess of 75 dBA which falls under the “unacceptable” category of 
HUD’s site acceptability standards.  High acoustical performance exterior façade 
elements will be required to comply with the Ldn 45 dBA noise criteria inside the 
units.  The residential units facing Keawe Street will be exposed to day-night noise 
levels that range from 68 dBA to 74 dBA which falls into the “normally 
unacceptable” category.  Per HUD guidelines, attention should be given to the 
exterior façade elements to ensure the Ldn 45 dBA noise criteria is satisfied inside 
the units. 
 
Commercial Spaces 
 
Until the HART project is completed in 2019, the ground level retail and restaurant 
spaces at the proposed Keauhou Lane project will be exposed to peak hour traffic 
levels that range from 58 dBA to 63 dBA.  This is significantly less than the FHWA 
noise abatement criteria of 72 dBA, and typical construction methods will be 
adequate to reduce noise levels to the interior spaces.  
 
The ground level retail and restaurant spaces close to the rail guideway will also be 
exposed to excessive noise levels from the rail.  Based on the FTA noise impact 
criteria, the commercial spaces facing Halekauwila Street will be severely impacted 
by rail noise.  The commercial spaces along Keawe Street range from severely to 
moderately impacted while the spaces overlooking Pohukaina will not be impacted 
by rail noise.  The maximum noise level (Lmax) for a train pass-by is expected to be 
80 dBA at the exterior façade of the building facing Halekauwila Street.  Again, 
upgraded exterior façade elements should be considered to minimize noise 
disturbances to the tenants and patrons of the retail and restaurant spaces. 
 

6.0 NOISE IMPACT MITIGATION 

6.1 HDOH Noise Permit 

In cases where construction noise exceeds, or is expected to exceed the State’s "maximum 
permissible" property line noise levels [Reference 1], a permit must be obtained from 
HDOH to allow the operation of vehicles, cranes, construction equipment, power tools, etc., 
which emit noise levels in excess of the "maximum permissible" levels.   
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In order for HDOH to issue a construction noise permit, the contractor must submit a noise 
permit application to HDOH, which describes the construction activities for the project.  
Prior to issuing the noise permit, HDOH may require action by the contractor to incorporate 
noise mitigation into the construction plan.  HDOH may also require the contractor to 
conduct noise monitoring or community meetings inviting the neighboring residents and 
business owners to discuss construction noise.  The contractor should use reasonable and 
standard practices to mitigate noise, such as using mufflers on diesel and gasoline 
engines, using properly tuned and balanced machines, etc.  However, HDOH may require 
additional noise mitigation, such as temporary noise barriers, or time of day usage limits for 
certain kinds of construction activities. 
 
Specific permit restrictions for construction activities [Reference 1] are: 
 

"No permit shall allow any construction activities which emit noise in 
excess of the maximum permissible sound levels ... before 7:00 AM 
and after 6:00 PM of the same day, Monday through Friday." 
 
“No permit shall allow any construction activities which emit noise in 
excess of the maximum permissible sound levels... before 9:00 AM 
and after 6:00 PM on Saturday." 
 
“No permit shall allow any construction activities which emit noise in 
excess of the maximum permissible sound levels on Sundays and on 
holidays." 

 
Although not anticipated during construction of the housing development, the use of pile 
drivers, hoe rams and jack hammers 25 pounds (lbs.) or larger, high pressure sprayers, 
and chain saws are restricted to 9:00 AM to 5:30 PM, Monday through Friday.  In addition, 
construction equipment and on-site vehicles or devices whose operations involve the 
exhausting of gas or air, excluding pile hammers and pneumatic hand tools weighing less 
than 15 pounds (lbs.), must be equipped with mufflers [Reference 1]. 
 
The HDOH noise permit does not limit the noise level generated at the construction site, 
but rather the times at which noisy construction can take place.  However, when 
considering a noise permit application, consideration is also given to any proposed noise 
mitigation for the project.  Therefore, noise mitigation for construction activities should be 
addressed using project management and the source and path noise control measures 
discussed in Section 6.3 below.   

 
6.2 HDOH Noise Variance 

In cases where nighttime construction is expected, a variance must be obtained from the 
HDOH to allow the operation of a noise source which emits noise levels in excess of the 
maximum permissible levels and which operation does not conform to the requirements of 
the noise permit (i.e., nighttime construction activities which occur between 6:00 p.m. and 
7:00 a.m., Monday through Friday).  However, nighttime construction is not anticipated for 
this project so a variance will not be required. 

 
6.3 Mitigation of Project Construction Noise 

6.3.1 Mitigation of Noise Source 

Mitigating construction noise at the source is the most effective form of noise 
control.  The source control methods listed in Table 7 below can be applied to most 
construction equipment.  
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Table 7.  Construction Noise Source Control Methods 

Scheduling Limit activities that generate the most noise to less 
sensitive time periods (e.g. daytime hours). 

Substitution   Use quieter methods/equipment when possible (e.g. 
low noise generators, smaller excavators, etc.). 

Exhaust Mufflers Install quality mufflers on equipment. 
Reduced Power Options Use smallest size and/or lowest power as required. 
Quieter Backup Alarms Install manual adjustable or ambient sensitive 

alarms.  Do not use backup alarms during night work. 
Motors Insulate or enclose motors 
Equipment Selection Electric equipment is quieter than pneumatic 

equipment 
Equipment Retrofit Rubber chucks in jackhammers 
Equipment Maintenance Sharpen and balance tools, repair silencing 

equipment, replace worn parts and open airways 
Staging Area Maximize the distance between the construction 

staging areas and nearby receptors to the greatest 
extent possible 

 
In general, a majority of the construction noise mitigation is in the form of 
scheduling, specifically, limiting the construction hours to the time frame specified 
by the HDOH.  The jackhammer is expected to be the most disruptive piece of 
equipment used during the construction process so the allowable hours of 
operation are even more restrictive, as described in Section 6.1.  
 

6.3.2 Mitigation of Noise Path 

When source control measures are not sufficient to avoid a noise impact, path 
control measures must be considered.  Non-permanent noise barriers or curtains 
and equipment enclosures could be installed at the construction site to reduce 
construction noise in noise sensitive locations.  The general contractor could also 
conduct noise monitoring of construction during noisy or extensive activities at 
locations close to residential properties. 
 

6.4 Mitigation of HART Construction Noise 

HART construction is expected to occur after the Keauhou Lane project is completed and 
occupied. For details regarding HART construction noise, refer to “Noise and Vibration 
Technical Report – Honolulu High-Capacity Transit Corridor Project” report [Reference 11]. 
 

6.5 Mitigation of Development Noise 

6.5.1 Stationary Mechanical Equipment Noise  

The design of the Keauhou Lane building should give consideration to controlling 
the noise emanating from all stationary mechanical equipment such as air-cooled 
chillers, cooling towers, air-handling units, condensing units, emergency 
generators, etc. so as to comply with the State of Hawaii Community Noise Control 
rules [Reference 1]. Noisy equipment should be located away from neighboring 
properties and residential units as much as possible. Enclosed mechanical rooms 
may be required for some equipment.  
 

6.5.2 Parking Garage Noise  

Noise emanating from the parking garage to the neighboring buildings may be 
audible and cause complaints. Noise reduction measures such as rough, non-
painted driving surfaces and acoustical absorption on the ceiling should be 
considered during the project’s design phase. 
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6.6 Mitigation of Transportation Noise on the Development 

Residential units overlooking and in the vicinity of the future HART guideway will 
experience high noise levels and are expected to be impacted by noise once the rail begins 
operation in 2019.  In order to comply with the HUD interior noise design criteria, high STC 
rated windows should be considered for the east elevation and the end units that have a 
line-of-sight to Halekauwila Street, as shown in Figure 11.  The high performance glazing 
should be in the range of STC 40 to 45.  Smaller window sizes may reduce these STC 
requirements, assuming that the exterior wall is sufficiently massive.  Window AC or PTAC 
ductless HVAC units are not acceptable for these residential units as they would degrade 
the acoustical isolation of the wall and window assembly.  For the remaining residential 
units, typical glazing will be sufficient to reduce rail and traffic noise to the interior of the 
units.  A typical 1” thick insulated glass unit (IGU) is acceptable.   
 
The commercial spaces on ground level will be similarly impacted by rail noise.  While there 
is no interior noise criteria for commercial spaces, the noise environment should be 
sufficiently quiet so that communication can occur at normal speech levels.  Upgraded 
glazing should be considered for the spaces facing Halekauwila Street.  If standard glazing 
is used, rail noise will be audible inside and may cause the patrons to raise their voices 
when a train pass-by occurs.   
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Acoustic Terminology 
 
Sound Pressure Level 
Sound, or noise, is the term given to variations in air pressure that are capable of being detected by the 
human ear.  Small fluctuations in atmospheric pressure (sound pressure) constitute the physical property 
measured with a sound pressure level meter.  Because the human ear can detect variations in 
atmospheric pressure over such a large range of magnitudes, sound pressure is expressed on a 
logarithmic scale in units called decibels (dB).  Noise is defined as Aunwanted@ sound. 
 
Technically, sound pressure level (SPL) is defined as: 
 

SPL = 20 log (P/Pref) dB 
 
where P is the sound pressure fluctuation (above or below atmospheric pressure) and Pref is the reference 
pressure, 20 µPa, which is approximately the lowest sound pressure that can be detected by the human 
ear.  For example: 
 

If P = 20 µPa, then SPL = 0 dB 
If P = 200 µPa, then SPL = 20 dB 
If P = 2000 µPa, then SPL = 40 dB 

 
The sound pressure level that results from a combination of noise sources is not the arithmetic sum of the 
individual sound sources, but rather the logarithmic sum.  For example, two sound levels of 50 dB 
produce a combined sound level of 53 dB, not 100 dB.  Two sound levels of 40 and 50 dB produce a 
combined level of 50.4 dB. 
 
Human sensitivity to changes in sound pressure level is highly individualized.  Sensitivity to sound 
depends on frequency content, time of occurrence, duration, and psychological factors such as emotions 
and expectations.  However, in general, a change of 1 or 2 dB in the level of sound is difficult for most 
people to detect.  A 3 dB change is commonly taken as the smallest perceptible change and a 6 dB 
change corresponds to a noticeable change in loudness.  A 10 dB increase or decrease in sound level 
corresponds to an approximate doubling or halving of loudness, respectively. 
 
A-Weighted Sound Level 
Studies have shown conclusively that at equal sound pressure levels, people are generally more sensitive 
to certain higher frequency sounds (such as made by speech, horns, and whistles) than most lower 
frequency sounds (such as made by motors and engines)1 at the same level.  To address this preferential 
response to frequency, the A-weighted scale was developed.  The A-weighted scale adjusts the sound 
level in each frequency band in much the same manner that the human auditory system does.  Thus the 
A-weighted sound level (read as "dBA") becomes a single number that defines the level of a sound and 
has some correlation with the sensitivity of the human ear to that sound.  Different sounds with the same 
A-weighted sound level are perceived as being equally loud.  The A-weighted noise level is commonly 
used today in environmental noise analysis and in noise regulations.  Typical values of the A-weighted 
sound level of various noise sources are shown in Figure A-1. 
 
 
 
 
 
 

                                                 
1 D.W. Robinson and R.S. Dadson, AA Re-Determination of the Equal-Loudness Relations for Pure 
Tones,@ British Journal of Applied Physics, vol. 7, pp. 166 - 181, 1956. (Adopted by the International 
Standards Organization as Recommendation R-226. 
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Figure A-1.  Common Outdoor/Indoor Sound Levels 
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Equivalent Sound Level 
The Equivalent Sound Level (Leq) is a type of average which represents the steady level that, integrated 
over a time period, would produce the same energy as the actual signal.  The actual instantaneous noise 
levels typically fluctuate above and below the measured Leq during the measurement period.  The A-
weighted Leq is a common index for measuring environmental noise.  A graphical description of the 
equivalent sound level is shown in Figure A-2. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Figure A-2.  Example Graph of Equivalent and Statistical Sound Levels 
 
Statistical Sound Level 
The sound levels of long-term noise producing activities such as traffic movement, aircraft operations, 
etc., can vary considerably with time.  In order to obtain a single number rating of such a noise source, a 
statistically-based method of expressing sound or noise levels has been developed.  It is known as the 
Exceedence Level, Ln.  The Ln represents the sound level that is exceeded for n% of the measurement 
time period.  For example, L10 = 60 dBA indicates that for the duration of the measurement period, the 
sound level exceeded 60 dBA 10% of the time.  Typically, in noise regulations and standards, the 
specified time period is one hour.  Commonly used Exceedence Levels include L01, L10, L50, and L90, 
which are widely used to assess community and environmental noise.  A graphical description of the 
equivalent sound level is shown in Figure A-2. 
 
Day-Night Equivalent Sound Level 
The Day-Night Equivalent Sound Level, Ldn, is the Equivalent Sound Level, Leq, measured over a 24-hour 
period.  However, a 10 dB penalty is added to the noise levels recorded between 10 p.m. and 7 a.m. to 
account for people's higher sensitivity to noise at night when the background noise level is typically lower.  
The Ldn is a commonly used noise descriptor in assessing land use compatibility, and is widely used by 
federal and local agencies and standards organizations. 




